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Description

Technical Field

[0001] The present invention relates to a gas turbine
engine.

Background Art

[0002] A gas turbine engine such as a jet engine in-
cludes a turbine blade cascade composed of turbine
blades (turbine rotor blades or turbine stator blades) an-
nularly arranged around a turbine axis.
[0003] As shown in Patent Documents 1 or 2, each
turbine blade is fixed to an end wall annularly formed
around the turbine axis.

Document of Related Art

Patent Document

[0004]

[Patent Document 1] Japanese Unexamined Patent
Application, First Publication No. 2009-191656
[Patent Document 2] Japanese Unexamined Patent
Application, First Publication No. 2009-174330

[0005] EP1681438A and US2011/0044818A disclose
a gas turbine engine comprising:

a turbine blade cascade formed by annularly arrang-
ing turbine blades around a turbine axis; and
cooling passages to supply cooling air to the turbine
blades,

wherein the flow path surface includes depression por-
tions depressed relative to the base surface, and protru-
sion portions protruding relative to the base surface.

Summary of Invention

Technical Problem

[0006] Since the turbine blades and the end wall are
exposed to combustion gas having a high temperature,
high heat-resistance performance is required therefor. In
order to satisfy the required heat-resistance perform-
ance, a method to cool the turbine blades and the end
wall is proposed.
[0007] Specifically, as one such method, a method is
proposed in which cooling air is supplied to the upstream
side of the turbine blades, the cooling air flows along the
surface of the end wall, and thereby the film cooling is
performed on the surface of the end wall.
[0008] However, the static pressure distribution at the
surface of the end wall in the upstream side of the turbine
blades becomes non-uniform due to the existence of the

turbine blades. That is, in the upstream side of the turbine
blades, the static pressure distribution in the circumfer-
ential direction around the turbine axis may become non-
uniform.
[0009] If the static pressure distribution becomes non-
uniform, an area in which the cooling air easily flows and
another area in which the cooling air does not easily flow
are generated in the upstream side of the turbine blades,
and the thickness of a cooling film (a layer of cooling air)
becomes non-uniform.
[0010] As a result, the temperature at the surface of
the end wall may become non-uniform in the upstream
side of the turbine blades, an area having a high temper-
ature may be generated therein, and thereby the disper-
sion of the cooling efficiency at a flow path surface may
be enlarged.
[0011] The flow rate of the supplied cooling air has to
be set so that the heat-resistance performance is satis-
fied in the above-described area in which the cooling air
does not easily flow and the cooling film is thin. Therefore,
in a case where the dispersion of the cooling efficiency
at the flow path surface is large, when the supply flow
rate of the cooling air to the area in which the cooling air
does not easily flow is set at a flow rate sufficient to satisfy
the heat-resistance performance, the supply flow rate of
the cooling air to the area in which the cooling air easily
flows becomes excessive relative to the flow rate suffi-
cient to satisfy the heat-resistance performance.
[0012] As a result, the entire supply of the cooling air
may be increased, and the performance of the gas turbine
engine may deteriorate.
[0013] The present invention has been made in view
of the above circumstances, and aims to provide a gas
turbine engine in which cooling air is supplied to a flow
path surface in the upstream side of a turbine blade cas-
cade and the cooling efficiency at the flow path surface
becomes uniform.

Solution to Problem

[0014] As means to solve the above problems, the
present invention is in the gas turbine engine of Claim 1.

Effects of Invention

[0015] If a flow path surface (hereinafter, referred to
as the upstream flow path surface of a turbine blade cas-
cade) formed so as to be positioned in the upstream side
of the turbine blade cascade and so as to be connected
to a formation area (a base surface in which turbine
blades are provided) of the turbine blade cascade is de-
pressed relative to the formation area of the turbine blade
cascade, it is possible to prevent the increase of the static
pressure due to the existence of the turbine blades.
[0016] In the present invention, depression portions
depressed relative to the base surface in which the tur-
bine blades are provided are formed, and each depres-
sion portion is formed in an area including at least an
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area overlapping with the front end of each of the turbine
blades, when viewed from the direction of a turbine axis.
[0017] If the depression portion is not formed, the static
pressure in the area overlapping with the front end of the
turbine blade when viewed from the direction of the tur-
bine axis is increased due to the existence of the turbine
blade. Therefore, according to the present invention, by
the depression portion, it is possible to prevent the in-
crease of the static pressure in the area in which the static
pressure is usually increased excessively.
[0018] Consequently, according to the present inven-
tion, it is possible to uniformize the static pressure distri-
bution in the circumferential direction around the turbine
axis, and to uniformize the thickness of a layer of cooling
air (hereinafter, referred to as the cooling film) supplied
from a cooling air supply unit.
[0019] As a result, according to the present invention,
it is possible to prevent an area having a high temperature
from being generated in the upstream flow path surface
of the turbine blade cascade, and to uniformize the cool-
ing efficiency at the flow path surface. Since the supply
of the cooling air does not have to be increased to satisfy
the supply to the area having low cooling efficiency, it is
possible to reduce the entire supply of the cooling air,
and to improve the performance of a gas turbine engine.
[0020] In addition, if only the above-described depres-
sion portions are formed, since the flow path surface is
shifted so that its flow path area is enlarged, the flow path
area in the upstream side of the turbine blade cascade
may be enlarged, and thereby the aerodynamic charac-
teristics in the upstream side of the turbine blade cascade
may be changed.
[0021] In contrast, in the present invention, protrusion
portions protruding relative to the base surface in which
the turbine blades are provided are formed, each protru-
sion portion is formed in at least part of each area posi-
tioned between the front ends of the turbine blades when
viewed from the direction of the turbine axis.
[0022] Therefore, according to the present invention,
the flow path surface is shifted so that the flow path area
at the protrusion portion is reduced, and thereby the flow
path area in the upstream side of the turbine blade cas-
cade is reduced. By balancing the decrement of the flow
path area by the protrusion portion with the increment of
the flow path area by the depression portion, it is possible
to prevent the entire flow path area in the upstream side
of the turbine blade cascade from being changed.
[0023] Consequently, according to the present inven-
tion, it is possible to prevent the aerodynamic character-
istics thereof from being changed, and to uniformize the
cooling efficiency at the flow path surface.

Brief Description of Drawings

[0024]

FIG. 1 is a cross-sectional view showing a schematic
configuration of a jet engine in an embodiment of the

present invention.
FIG. 2 is an enlarged perspective view of part of a
turbine stator blade cascade provided in the jet en-
gine in the embodiment of the present invention.
FIG. 3 is a schematic diagram showing depression
portions and protrusion portions which are provided
in the jet engine in the embodiment of the present
invention.

Description of Embodiments

[0025] An embodiment of a gas turbine engine relating
to the present invention is described below with reference
to the drawings. In the following drawings, the scale of
each member is appropriately changed so that each
member has a recognizable size. In addition, in the fol-
lowing description, as an example of a gas turbine en-
gine, a jet engine including two shafts is described.
[0026] FIG. 1 is a cross-sectional view showing a sche-
matic configuration of a jet engine S1 of this embodiment.
[0027] As shown in this drawing, the jet engine S1 of
this embodiment includes an outer cowl 1, an inner cowl
2, a fan 3, a low pressure compressor 4, a high pressure
compressor 5, a combustion chamber 6, a high pressure
turbine 7, a low pressure turbine 8, a shaft 9, a main
nozzle 10, and a cooling air supply unit 11.
[0028] The outer cowl 1 is a cylindrical member dis-
posed in the upstream side in the jet engine S 1. In the
outer cowl 1, the upstream end and the downstream end
thereof in the air-flowing direction therein are formed into
open ends, and the upstream end functions as an air
inlet. In addition, in the following description, the up-
stream side may be referred to as the "front side", and
the downstream side may be referred to as the "back
side".
[0029] As shown in FIG. 1, the outer cowl 1 houses the
portion of the inner cowl 2 in the upstream side, and the
fan 3, in the inside thereof.
[0030] The inner cowl 2 is a cylindrical member having
a smaller diameter than that of the outer cowl 1. In the
inner cowl 2, the upstream end and the downstream end
thereof in the air-flowing direction therein are formed into
open ends, similarly to the outer cowl 1.
[0031] The inner cowl 2 houses the low pressure com-
pressor 4, the high pressure compressor 5, the combus-
tion chamber 6, the high pressure turbine 7, the low pres-
sure turbine 8, the shaft 9, the main nozzle 10 and the
like, in the inside thereof, they corresponding to the main
section of the jet engine S 1.
[0032] The inside of the inner cowl 2 is configured as
a flow path (hereinafter, referred to as a core flow path
12) in which part of the air which has been taken into the
outer cowl 1, and the hot gas generated in the combustion
chamber 6 flow.
[0033] As shown in FIG. 1, the outer cowl 1 and the
inner cowl 2 are disposed concentrically with each other
when viewed from the air-flowing direction, so that a
space is formed between them. The space between the
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outer cowl 1 and the inner cowl 2 is configured as a by-
pass flow path 13 in which the other part of the air which
has been taken into the outer cowl 1 other than the part
of the air flowing into the core flow path 12 flows down-
stream.
[0034] The outer cowl 1 and the inner cowl 2 are at-
tached to the airframe of an aircraft through pylons (not
shown).
[0035] The fan 3 makes an air flow flowing into the
outer cowl 1. The fan 3 includes fan rotor blades 3a fixed
to the shaft 9, and fan stator blades 3b disposed in the
bypass flow path 13.
[0036] In addition, the shaft 9 described below is divid-
ed into two members in the radial direction thereof when
viewed from the air-flowing direction. In more detail, the
shaft 9 is composed of a first shaft 9a as a solid shaft
constituting the core of the shaft 9, and a second shaft
9b as a hollow shaft disposed in the outside of the first
shaft 9a so as to surround the first shaft 9a. The fan rotor
blades 3a are fixed to the first shaft 9a in the shaft 9.
[0037] The low pressure compressor 4 is disposed in
the downstream side of the fan 3 and in the upstream
side of the high pressure compressor 5, and compresses
the air which has been sent into the core flow path 12 by
the fan 3.
[0038] The low pressure compressor 4 includes rotor
blades 4a fixed to the first shaft 9a in the shaft 9, and
stator blades 4b fixed to the inner wall of the inner cowl
2. Rotor blades 4a are arranged in the circumferential
direction of the shaft 9 at regular intervals, and thereby
compose one rotor blade cascade. In addition, stator
blades 4b are arranged in the circumferential direction
of the shaft 9 at regular intervals, and thereby compose
one stator blade cascade. Rotor blade cascades and sta-
tor blade cascades are alternately disposed in the air-
flowing direction.
[0039] As shown in FIG. 1, the high pressure compres-
sor 5 is disposed in the downstream side of the low pres-
sure compressor 4, and compresses the air which has
been sent thereinto from the low pressure compressor
4, so that the air has a higher pressure.
[0040] The high pressure compressor 5 includes rotor
blades 5a fixed to the second shaft 9b in the shaft 9, and
stator blades 5b fixed to the inner wall of the inner cowl
2. In addition, the rotor blades 5a and the stator blades
5b are disposed similarly to the rotor blades 4a and the
stator blades 4b of the low pressure compressor 4.
[0041] The combustion chamber 6 is disposed in the
downstream side of the high pressure compressor 5. The
combustion chamber 6 combusts air-fuel mixture of com-
pressed air sent thereinto from the high pressure com-
pressor 5 and fuel supplied from injectors (not shown),
and thereby generates hot gas (combustion gas).
[0042] The high pressure turbine 7 is disposed in the
downstream side of the combustion chamber 6, and gen-
erates rotative force by using the hot gas discharged from
the combustion chamber 6.
[0043] The high pressure turbine 7 includes turbine ro-

tor blades 7a fixed to the second shaft 9b in the shaft 9,
and turbine stator blades 7b fixed to the core flow path
12 (the inner wall of the inner cowl 2). The turbine rotor
blades 7a receives the hot gas which has been adjusted
by the turbine stator blades 7b, thereby rotationally driv-
ing the second shaft 9b.
[0044] In this embodiment, the turbine stator blades 7b
included in the high pressure compressor 7 correspond
to the turbine blades of the present invention. Turbine
stator blades 7b are annularly arranged around a turbine
axis L (see FIG. 1), and compose one turbine stator blade
cascade 20 (turbine blade cascade). That is, in this em-
bodiment, turbine stator blade cascades 20 are formed
by annularly arranging the turbine stator blades 7b
around the turbine axis L.
[0045] FIG. 2 is a perspective view of part of the turbine
stator blade cascade 20. An inner end wall 30 and an
outer end wall 40 are provided inside the inner cowl 2
(see FIG. 1), and each of them is annularly formed around
the turbine axis L. The diameter of the inner end wall 30
is smaller than that of the outer end wall 40. The inner
end wall 30 is disposed inside the outer end wall 40 in
the radial direction thereof.
[0046] As shown in FIG. 2, the end of each turbine
stator blade 7b in the hub side thereof (the near side to
the turbine axis L, inward in the radial direction of the
shaft 9 (see FIG. 1)) is fixed to the inner end wall 30, and
the end of each turbine stator blade 7b in the tip side
thereof (the far side from the turbine axis L, outward in
the radial direction of the shaft 9) is fixed to the outer end
wall 40. That is, the turbine stator blades 7b are disposed
so as to connect the inner end wall 30 and the outer end
wall 40.
[0047] Each of the inner end wall 30 and the outer end
wall 40 is formed so as to protrude backward and forward
relative to the turbine stator blades 7b in the direction of
the turbine axis L. Therefore, in each of the upstream
side and the downstream side of the turbine stator blades
7b, the flow path for the hot gas discharged from the
combustion chamber 6 is formed by the inner end wall
30 and the outer end wall 40.
[0048] In this embodiment, an upstream flow path sur-
face 31 (flow path surface) as part of the surface of the
inner end wall 30 is positioned in the upstream side of
the turbine stator blade cascade 20 in the direction of the
turbine axis L, and as shown in the schematic diagram
of FIG. 3, the upstream flow path surface 31 includes
depression portions 31a and protrusion portions 31b.
[0049] In addition, the upstream flow path surface 31
is formed so as to be smoothly connected to a base sur-
face 32 of the inner end wall 30, the base surface 32 in
which the turbine stator blades 7b are provided.
[0050] Each depression portion 31a is provided in an
area including at least an area overlapping with the front
end 7b1 (the end in the upstream side) of the turbine
stator blade 7b when viewed from the direction of the
turbine axis L and is formed so as to be depressed relative
to the base surface 32 in which the turbine stator blades
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7b are provided.
[0051] In the depression portion 31a, a surface of the
inner end wall 30 is shifted toward the turbine axis L (in-
ward in the radial direction of the shaft 9), relative to the
base surface 32, and thereby a depression is formed.
[0052] The base surface 32 is a surface by which main-
ly the turbine stator blades 7b are supported. As shown
in FIG. 2, the base surface 32 denotes a surface of the
inner end wall 30, in which at least the half (from the
middle position between the front end and the back end
thereof, to the back end) of the turbine stator blade 7b
(turbine blade) in the chord length direction of the turbine
stator blade 7b is provided.
[0053] In a case where the depression portions 31a or
the protrusion portions 31 b are not provided, the base
surface 32 is configured as a surface which includes the
surface of the inner end wall 30 corresponding to these
portions.
[0054] Each protrusion portion 31b is provided in part
of each area positioned between the front ends 7b1 of
the turbine stator blades 7b when viewed from the direc-
tion of the turbine axis L and is formed so as to protrude
relative to the base surface 32.
[0055] In the protrusion portion 31b, a surface of the
inner end wall 30 is shifted toward the opposite side to
the turbine axis L (outward in the radial direction of the
shaft 9), relative to the base surface 32, and thereby a
protrusion is formed.
[0056] That is, in this embodiment, the depression por-
tions 31a and the protrusion portions 31b are alternately
provided, and pairs of them are provided at the same
intervals as the arrangement intervals of the turbine sta-
tor blades 7b. Therefore, as shown in the schematic di-
agram of FIG. 3, the upstream flow path surface 31 has
a wave shape in the circumferential direction around the
turbine axis L.
[0057] In this embodiment, as shown in FIG. 3, a de-
pression area Ra formed by the depression portion 31a
and the base surface 32 viewed from the direction of the
turbine axis L, and a protrusion area Rb formed by the
protrusion portion 31 b and the base surface 32 viewed
from the direction of the turbine axis L are set to be equal
to each other.
[0058] That is, the depression amount of the depres-
sion portion 31a and the protrusion amount of the pro-
trusion portion 31 b are set so that the sum total of the
depression areas Ra and the sum total of the protrusion
areas Rb are equal to each other.
[0059] In other words, the depression area Ra is an
area enclosed by the surface of the depression portion
31a and the surface of the base surface 32 when viewed
from the direction of the turbine axis L. The protrusion
area Rb is an area enclosed by the surface of the pro-
trusion portion 31b and the surface of the base surface
32 when viewed from the direction of the turbine axis L.
[0060] Referring back to FIG. 1, the low pressure tur-
bine 8 is disposed in the downstream side of the high
pressure turbine 7, and further generates rotative force

by using the hot gas which has passed through the high
pressure turbine 7.
[0061] The low pressure turbine 8 includes turbine ro-
tor blades 8a fixed to the first shaft 9a in the shaft 9, and
turbine stator blades 8b fixed to the core flow path 12
(the inner wall of the inner cowl 2). The turbine rotor
blades 8a receive the hot gas which has been adjusted
by the turbine stator blades 8b, and thereby the first shaft
9a is driven rotationally.
[0062] The shaft 9 is a rod-shaped member disposed
in the air-flowing direction. The shaft 9 transmits the ro-
tative force obtained by turbines (the high pressure tur-
bine 7 and the low pressure turbine 8), to the fan 3 and
to compressors (the low pressure compressor 4 and the
high pressure compressor 5).
[0063] As described above, the shaft 9 is divided in the
radial direction thereof, and is composed of the first shaft
9a and the second shaft 9b.
[0064] The first shaft 9a is provided with the fan rotor
blades 3a of the fan 3 and the rotor blades 4a of the low
pressure compressor 4, at the upstream side thereof and
is provided with the turbine rotor blades 8a of the low
pressure turbine 8 at the downstream side thereof.
[0065] In addition, the second shaft 9b is provided with
the rotor blades 5a of the high pressure compressor 5 at
the upstream side thereof and is provided with the turbine
rotor blades 7a of the high pressure turbine 7 at the down-
stream side thereof.
[0066] The main nozzle 10 is provided in the further
downstream side of the low pressure turbine 8, and dis-
charges the hot gas which has passed through the low
pressure turbine 8, backward of the jet engine S1.
[0067] The thrust of the jet engine S1 is obtained by
the reaction in discharging the hot gas from the main
nozzle 10.
[0068] The cooling air supply unit 11 extracts the com-
pressed air produced by the high pressure compressor
5, and supplies this extracted-compressed air as cooling
air, from the end of the inner end wall 30 in the upstream
side thereof, to the turbine stator blades 7b.
[0069] In addition, the cooling air supply unit 11 may
extract the compressed air produced by the low pressure
compressor 4, and may supply this extracted-com-
pressed air as cooling air, from the end of the inner end
wall 30 in the upstream side thereof, to the turbine stator
blades 7b.
[0070] In the jet engine S1 of this embodiment having
the above-described configuration, in a normal opera-
tional state, air is taken into the outer cowl 1 by the op-
eration of the fan 3, and part of the air flows into the core
flow path 12.
[0071] The air which has flowed into the core flow path
12 is sequentially compressed by the low pressure com-
pressor 4 and the high pressure compressor 5 and is
thereafter supplied to the combustion chamber 6.
[0072] The compressed air supplied to the combustion
chamber 6 is mixed with fuel, and thereby the air-fuel
mixture is produced. The air-fuel mixture is burned in the
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combustion chamber 6, and thereby the hot gas is gen-
erated.
[0073] The hot gas generated in the combustion cham-
ber 6 passes through the high pressure turbine 7 and the
low pressure turbine 8 and is discharged from the main
nozzle 10 backward of the jet engine S1. Thereby, the
thrust is obtained.
[0074] When the hot gas passes through the high pres-
sure turbine 7, the rotative force is obtained by the high
pressure turbine 7. By using this rotative force, the rotor
blades 5a of the high pressure compressor 5 connected
to the high pressure turbine 7 through the second shaft
9b are driven rotationally.
[0075] In addition, when the hot gas passes through
the low pressure turbine 8, the rotative force is obtained
by the low pressure turbine 8. By using this rotative force,
the fan rotor blades 3a of the fan 3 and the rotor blades
4a of the low pressure compressor 4 are driven rotation-
ally, which are connected to the low pressure turbine 8
through the first shaft 9a.
[0076] The jet engine S1 of this embodiment having
the above-described configuration includes the depres-
sion portions 31a in the upstream flow path surface 31,
each depression portion 31a in which an area including
at least an area overlapping with the front end 7b1 of the
turbine stator blade 7b when viewed from the direction
of the turbine axis L is depressed from the base surface
32.
[0077] When the upstream flow path surface 31 is de-
pressed relative to the base surface 32, it is possible to
prevent the increase of the static pressure due to the
existence of the turbine stator blades 7b. If the depression
portion 31a is not formed, the static pressure in the area
overlapping with the front end 7b1 of the turbine stator
blade 7b when viewed from the direction of the turbine
axis L is increased due to the existence of the turbine
stator blade 7b.
[0078] Therefore, according to the jet engine S1 of this
embodiment, by the depression portion 31 a, it is possible
to prevent the increase of the static pressure in the area
in which the static pressure is usually increased exces-
sively.
[0079] Consequently, according to the jet engine S1
of this embodiment, it is possible to uniformize the static
pressure distribution in the circumferential direction
around the turbine axis L and to uniformize the thickness
of the cooling film formed of the cooling air supplied from
the cooling air supply unit 11.
[0080] As a result, according to the jet engine S1 of
this embodiment, it is possible to prevent an area having
a high temperature from being generated in the upstream
flow path surface 31, and to uniformize the cooling effi-
ciency at the flow path surface. Since the supply of the
cooling air does not have to be increased to satisfy the
supply to the area having low cooling efficiency, it is pos-
sible to reduce the entire supply of the cooling air, and
to improve the performance of the jet engine S1.
[0081] If only the above-described depression portions

31a are formed, since the upstream flow path surface 31
is shifted so that its flow path area is enlarged, the flow
path area in the upstream side of the turbine stator blade
cascade 20 may be enlarged, and thereby the aerody-
namic characteristics in the upstream side of the turbine
stator blade cascade 20 may be changed.
[0082] However, the jet engine S1 of this embodiment
includes the protrusion portions 31b in the upstream flow
path surface 31, each protrusion portion 31b in which at
least part of each area positioned between the front ends
7b1 of the turbine stator blades 7b when viewed from the
direction of the turbine axis protrudes from the base sur-
face 32.
[0083] Therefore, in the jet engine S1 of this embodi-
ment, the upstream flow path surface 31 is shifted so that
the flow path area at the protrusion portion 31b is re-
duced. By balancing the decrement of the flow path area
by the protrusion portion 31b with the increment of the
flow path area by the depression portion 31 a, it is pos-
sible to prevent the entire flow path area in the upstream
side of the turbine stator blade cascade 20 from being
changed.
[0084] In addition, in this embodiment, the depression
area Ra formed by the depression portion 31a and the
base surface 32 viewed from the direction of the turbine
axis L, and the protrusion area Rb formed by the protru-
sion portion 31b and the base surface 32 viewed from
the direction of the turbine axis L are set equal to each
other. Therefore, even when the depression portions 31a
and the protrusion portions 31b are provided, the entire
flow path area in the upstream side of the turbine stator
blade cascade 20 is configured so as not to be changed.
[0085] Consequently, according to the jet engine S1
of this embodiment, it is possible to prevent the aerody-
namic characteristics thereof from being changed and to
uniformize the cooling efficiency at the flow path surface.
[0086] Hereinbefore, the preferable embodiment of the
present invention is described with reference to the draw-
ings, but the present invention is not limited to the above-
described embodiment and is limited only to the scope
of the attached claims. A shape, a combination or the
like of each component shown in the above embodiment
is illustrative only, and additions, omissions, substitu-
tions, or other modifications to the configuration can be
adopted within the scope not departing from the gist of
the present invention.
[0087] For example, in the above embodiment, the
configuration is described in which the turbine stator
blades 7b are used as the turbine blades of the present
invention, and a surface of the inner end wall 30 is used
as the flow path surface which is connected to the base
surface and which is positioned in the upstream side of
the turbine blade cascade in the present invention.
[0088] However, the configuration may be adopted in
which the turbine rotor blades 7a are used as the turbine
blades of the present invention, and a surface of a hub
(provided in the second shaft 9b) to which the turbine
rotor blades 7a are fixed is used as the flow path surface
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which is connected to the base surface and which is po-
sitioned in the upstream side of the turbine blade cas-
cade, in the present invention.
[0089] That is, by applying the present invention, the
configuration may be adopted in which depression por-
tions and protrusion portions are provided in the flow path
surface in the upstream side of the turbine rotor blade
cascade composed of the turbine rotor blades 7a.
[0090] For example, in the present invention, the con-
figuration may be adopted in which depression portions
and protrusion portions are provided in the upstream flow
path surface of the outer end wall 40.
[0091] In addition, in the present invention, the config-
uration may be adopted in which depression portions and
protrusion portions are provided in the flow path surface
in the upstream side of the turbine stator blade cascade
or of the turbine rotor blade cascade in the low pressure
turbine 8.
[0092] In addition, the shape of the depression portion
31a or the protrusion portion 31b in the above embodi-
ment is an illustration, and the shape may be suitably set
in consideration of the criteria of stable machining or the
aerodynamic characteristics of the inner end wall 30.

Industrial Applicability

[0093] The present invention can be widely applied to
a gas turbine engine in which cooling air is supplied to
the upstream side of turbine blades.

Description of Reference Signs

[0094]

S1 Jet engine (gas turbine engine)
7b Turbine stator blade (turbine blade)
7b1 Front end
11 Cooling air supply unit
20 Turbine stator blade cascade (turbine blade cas-

cade)
30 Inner end wall
31 Upstream flow path surface
31a Depression portion
31b Protrusion portion
32 Base surface
Ra Depression area
Rb Protrusion area

Claims

1. A gas turbine engine (S1) comprising:

a turbine blade cascade (20) formed by annu-
larly arranging turbine blades (7b) around a tur-
bine axis; and
a cooling air supply unit (11) to supply cooling
air to the turbine blades (7b),

characterized by:

a flow path surface (31) formed so as to be po-
sitioned in an upstream side of the turbine blade
cascade (20) and so as to be connected to a
base surface (32) in which the turbine blades
(7b) are provided, the flow path surface (31) in-
cluding:

depression portions (31a) depressed rela-
tive to the base surface (32), each depres-
sion portion (31a) including at least an area
overlapping with a front end (7b1) of each
of the turbine blades (7b), when viewed from
a direction of the turbine axis; and
protrusion portions (31b) protruding relative
to the base surface (32), each protrusion
portion (31b) being at least part of each area
positioned between front ends (7b1) of the
turbine blades (7b), when viewed from the
direction of the turbine axis; wherein

at least a half of the turbine blade (7b), which is
a portion from a middle position between a front
end and a back end of the turbine blade (7b) to
the back end of the turbine blade (7b), in the
chord length direction of the turbine blade (7b)
is provided on the base surface (32).

2. The gas turbine engine according to Claim 1, where-
in
a depression area formed by the depression portion
and the base surface viewed from the direction of
the turbine axis, and a protrusion area formed by the
protrusion portion and the base surface viewed from
the direction of the turbine axis are set equal to each
other.

3. The gas turbine engine according to Claim 1, where-
in
the turbine blades are turbine stator blades.

4. The gas turbine engine according to Claim 2, where-
in
the turbine blades are turbine stator blades.

5. The gas turbine according to Claim 1, further com-
prising:

an inner end wall (30) to which an end of each
turbine blade in a hub side thereof is fixed; and
an outer end wall (40) to which an end of each
turbine blade in a tip side thereof is fixed,

wherein the flow path surface (32) is part of a surface
of the outer end wall (40).
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Patentansprüche

1. Gasturbinenmotor (S1), umfassend:

ein Turbinenschaufelgitter (20), welches aus um
eine Turbinenachse ringförmig angeordneten
Turbinenschaufeln (7b) besteht; und
eine Kühlluftzufuhreinheit (11), um den Turbi-
nenschaufeln (7b) Kühlluft zuzuführen gekenn-
zeichnet durch:

eine Strömungswegfläche (31), welche so
ausgebildet ist, dass sie auf einer stromauf-
wärts liegenden Seite des Turbinenschau-
felgitters (20) angeordnet und mit einer Ba-
sisfläche (32) verbunden ist, in der die Tur-
binenschaufeln (7b) angeordnet sind, wo-
bei die Strömungswegfläche (31) umfasst:

abgesenkte Abschnitte (31a), welche
relativ zur Basisfläche (32) abgesenkt
sind, wobei jeder abgesenkte Abschnitt
(31a) zumindest einen Bereich um-
fasst, welcher ein vorderes Ende (7b1)
jeder Turbinenschaufel (7b) überlappt,
wenn aus der Richtung der Turbinen-
achse gesehen; und
vorstehende Abschnitte (31b), welche
relativ zu der Basisfläche (32) vorste-
hen, wobei jeder vorstehende Ab-
schnitt (31b) zumindest Teil jedes Be-
reichs zwischen den vorderen Enden
(7b1) der Turbinenschaufeln (7b) ist,
wenn aus der Richtung der Turbinen-
achse gesehen;

wobei

mindestens eine Hälfte der Turbinenschaufel
(7b), welche einen Abschnitt von einer mittleren
Position zwischen einem vorderen Ende und ei-
nem hinteren Ende der Turbinenschaufel (7b)
bis zum hinteren Ende der Turbinenschaufel
(7b) in der Sehnenlängsrichtung der Turbinen-
schaufel (7b) bildet, auf der Basisfläche (32) vor-
gesehen ist.

2. Gasturbinenmotor nach Anspruch 1, wobei
ein abgesenkter Bereich, welcher vom abgesenkten
Abschnitt und von der Basisfläche gebildet ist, wenn
aus der Richtung der Turbinenachse gesehen, und
ein vorstehender Bereich, welcher vom vorstehen-
den Abschnitt und von der Basisfläche gebildet ist,
wenn aus der Richtung der Turbinenachse gesehen,
zueinander gleich gesetzt sind.

3. Gasturbinenmotor nach Anspruch 1, wobei
die Turbinenschaufeln Turbinenleitschaufeln sind.

4. Gasturbinenmotor nach Anspruch 2, wobei
die Turbinenschaufeln Turbinenleitschaufeln sind.

5. Gasturbine nach Anspruch 1, ferner umfassend:

eine innere Endwand (30), an der ein Ende jeder
Turbinenschaufel auf ihrer Nabenseite befestigt
ist; und
eine äußere Endwand (40), an der ein Ende je-
der Turbinenschaufel auf ihrer Spitzenseite be-
festigt ist,

wobei die Strömungswegfläche (32) Teil einer Flä-
che der äußeren Endwand (40) ist.

Revendications

1. Moteur à turbine à gaz (S1), comprenant :

une cascade d’aubes de turbine (20) formée par
agencement annulaire d’aubes de turbine (7b)
autour d’un axe de la turbine ; et
une unité d’alimentation en air de refroidisse-
ment (11) destinée à amener de l’air de refroi-
dissement vers les aubes de turbine (7b) ; ca-
ractérisé par :

une surface de trajectoire d’écoulement
(31) formée de sorte à être positionnée sur
un côté amont de la cascade d’aubes de
turbine (20) et de sorte à être raccordée à
une surface de base (32) dans laquelle sont
agencées les aubes de turbine (7b), la sur-
face de la trajectoire d’écoulement (31)
englobant :

des parties à renfoncement (31a), ren-
foncées par rapport à la surface de ba-
se (32), chaque partie renfoncée (31a)
englobant au moins une zone chevau-
chant une extrémité avant (7b1) de
chacune des aubes de turbine (7b), vue
à partir d’une direction de l’axe de la
turbine ; et
des parties en saillie (31b) débordant
par rapport à la surface de base (32),
chaque partie en saillie (31b) faisant au
moins partie de chaque zone position-
née entre les extrémités avant (7b1)
des aubes de turbine (7b), vue à partir
de la direction de l’axe de la turbine ;

dans lequel :
au moins une moitié de l’aube de turbine (7b),
constituant une partie allant d’une position cen-
trale entre une extrémité avant et une extrémité
arrière de l’aube de turbine (7b) vers l’extrémité
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arrière de l’aube de turbine (7b), dans la direc-
tion de la longueur de corde de l’aube de turbine
(7b), est agencée sur la surface de base (32).

2. Moteur à turbine à gaz selon la revendication 1, dans
lequel :

une zone renfoncée, formée par la partie à ren-
foncement et la surface de base, vue à partir de
la direction de l’axe de la turbine, et une zone
en saillie formée par la partie en saillie et la sur-
face de base, vue à partie de la direction de l’axe
de la turbine, sont ajustées de sorte à être égales
l’une à l’autre.

3. Moteur à turbine à gaz selon la revendication 1, dans
lequel :

les aubes de turbine sont des aubes de stator
de la turbine.

4. Moteur à turbine à gaz selon la revendication 2, dans
lequel :

les aubes de turbine sont des aubes de stator
de la turbine.

5. Turbine à gaz selon la revendication 1, comprenant
en outre :

une paroi d’extrémité interne (30) sur laquelle
est fixée une extrémité de chaque aube de tur-
bine, dans un côté du moyeu de celle-ci ; et
une paroi d’extrémité externe (40) sur laquelle
est fixée une extrémité de chaque aube de tur-
bine, dans un côté de pointe de celle-ci ;

dans lequel la surface de la trajectoire d’écoulement
(32) fait partie d’une surface de la paroi d’extrémité
externe (40).
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