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(54) FREQUENCY CALIBRATION METHOD

(57) A frequency calibration method for an electronic
device is provided. The frequency calibration method in-
cludes the following steps: transmitting a first request
packet to a time server at a device first time instant; re-
ceiving a first response packet responding the first re-
quest packet from the time server at a device second
time instant; transmitting a second request packet to the
time server at a device third time instant, wherein a device
first time interval is equal to a difference between the
device first time instant and the device third time instant;
receiving a second response packet responding the sec-
ond request packet from the time server at a device fourth
time instant, wherein a device second time interval is
equal to a difference between the device second time
instant and the device fourth time instant.
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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a frequency calibration method, and more particularly, to a frequency calibration
method utilizing a time server.

BACKGROUND OF THE INVENTION

[0002] Wireless communication technology has been widely used in people’s daily life. The fourth generation (4G) of
mobile telecommunications technology has been developed in response to the needs for higher transmission rate and
better communication quality for mobile devices moving in high-speed environments. Long Term Evolution (LTE) is a
standard for wireless communication of high-speed data for mobile phones and data terminals developed by the 3rd
Generation Partnership Project (3GPP). According to the specification developed by the 3GPP, the modulated carrier
frequency of each Evolved Universal Terrestrial Radio Access Network (E-UTRA) carrier configured by the base station
(BS) shall be within the accuracy range in order to reduce the interference and facilitate handover between base stations.
The carrier frequency accuracy requirements for the wide area BS, medium range BS, home BS are 60.05ppm, 60.1ppm,
60.25ppm, respectively. For a 1.9GHz carrier frequency, 60.1ppm means that the allowed frequency error is only 190Hz.
[0003] Because of the strict requirement on the accuracy of the carrier frequency and high cost of a high precision
oscillator, there is a need for a frequency calibration method for a wireless communication device in order to achieve
frequency synchronization and meet the 3GPP specification.

SUMMARY OF THE INVENTION

[0004] The disclosure is directed to a frequency calibration method for an electronic device. The clock frequency of
the electronic device is calibrated by packets transferred back and forth between the electronic device and the time server.
[0005] In an embodiment, a frequency calibration method for an electronic device is provided. The frequency calibration
method includes the following steps: transmitting a first request packet to a time server at a device first time instant;
receiving a first response packet responding the first request packet from the time server at a device second time instant;
transmitting a second request packet to the time server at a device third time instant, wherein a device first time interval
is equal to a difference between the device first time instant and the device third time instant; receiving a second response
packet responding the second request packet from the time server at a device fourth time instant, wherein a device
second time interval is equal to a difference between the device second time instant and the device fourth time instant.
[0006] Numerous objects, features and advantages of the present invention will be readily apparent upon a reading
of the following detailed description of embodiments of the present invention when taken in conjunction with the accom-
panying drawings. However, the drawings employed herein are for the purpose of descriptions and should not be regarded
as limiting.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] The above objects and advantages of the present invention will become more readily apparent to those ordinarily
skilled in the art after reviewing the following detailed description and accompanying drawings, in which:

FIG. 1 shows a timing diagram of packet transmission according to the network time protocol.

FIG. 2 shows a timing diagram of packet transmission according to an embodiment of the invention.

FIG. 3 shows a flowchart of a frequency calibration method according to a first embodiment of the invention.

FIG. 4 shows a flowchart of a frequency calibration method according to a second embodiment of the invention.

FIG. 5 shows a device using the frequency calibration method according to an embodiment of the invention.

[0008] In the following detailed description, for purposes of explanation, numerous specific details are set forth in order
to provide a thorough understanding of the disclosed embodiments. It will be apparent, however, that one or more
embodiments may be practiced without these specific details. In other instances, well-known structures and devices are
schematically shown in order to simplify the drawing.
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DETAILED DESCRIPTION OF PREFERRED EMBODIMENTS

[0009] In a wireless communication system, frequency error of the carrier frequency is required to be within a specific
range, and thus a base station in the system performs a process of frequency calibration. A small cell is taken for example
for illustrating how to calibrate carrier frequency with network connection. A small cell, such as HeNodeB (HeNB), is an
electronic device that transmits carrier signal such that a user equipment (UE), such as a cellular phone, may be connected
to a mobile data network. The small cell may be connected via Internet to a time server, such as a network time protocol
(NTP) server, to obtain precise time information.
[0010] FIG. 1 shows a timing diagram of packet transmission according to the network time protocol. The electronic
device C1 may be the small cell as described above, and the time server S1 may be the NTP server. The electronic
device C1 transmits a request packet Req to the time server S1 at time instant t0. The time server S1 receives the
request packet Req at time instant t1 and accordingly responds with a response packet Res at time instant t2. The time
server S1 also records the timestamps t1 and t2 in the response packet Res. The electronic device C1 receives the
response packet Res at time instant t3 and thus obtains the timestamps t1 and t2 corresponding to the time information
of the time server S1.
[0011] The time instants t0 and t3 are recorded by the electronic device C1 itself. For example, the time instants t0
and t3 are obtained from a clock signal generated by an oscillator within the electronic device C1. On the other hand,
the timestamps t1 and t2 are recorded by the time server S1. The timestamps t1 and t2 are obtained from a more precise
clock signal in the time server S1. There may be a time offset Toffset between the electronic device C1 and the time
server S1. If the real propagation delay of the request packet Req is D, the difference between the timestamp t1 and
the time instant t0 recorded by two different devices will be D+Toffset. The calculation of the time offset Toffset is described
below.
[0012] Assume the uplink communication delay and the downlink communication delay between the electronic device
C1 and the time server S1 are equal, that is, the propagation delay of the request packet Req is equal to the propagation
delay of the response packet Res. The relationships between the timestamps are: 

[0013] Based on the equations above, the time offset Toffset and the propagation delay D may be calculated according
to the time instants recorded by the electronic device C1 itself and the timestamps in the response packet Res. The time
in the electronic device C1 may be adjusted to be the same as the time in the time server S1 according to the calculated
time offset Toffset. If the packet transmission procedure as described above is initiated again after the time in the electronic
device C1 has been adjusted, and the time offset Toffset still exists, it means that there is an error in the clock frequency
of the electronic device C1. The frequency error ferr may be calculated according to the time offset Toffset in order to
adjust the clock frequency of the electronic device C1.
[0014] The method described above assumes the uplink communication delay is equal to the downlink communication
delay so that the time offset Toffset can be calculated. However, the assumption is not valid in an asymmetric network
environment. For example, the electronic device C1 may be connected to the time server S1 via asymmetric digital
subscriber line (ADSL). In an environment where uplink communication delay differs from downlink communication
delay, the packet delay variation (PDV) between uplink and downlink packets has to be calculated first in order to calculate
the time offset Toffset. The PDV calculation may be performed by sending a large quantity of packets in a short period
of time and a complicated PDV algorithm, which results in network bandwidth overhead and performance overhead to
the processor.
[0015] A frequency calibration method suitable for both symmetric and asymmetric network environments is provided
in the following embodiment. The clock frequency of the electronic device can be calibrated even in a system where
uplink delay differs from downlink delay.
[0016] Please refer to FIG. 2 and FIG. 3. FIG. 2 shows a timing diagram of packet transmission according to an
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embodiment of the invention. FIG. 3 shows a flowchart of a frequency calibration method according to a first embodiment
of the invention. The electronic device C2 in FIG. 2 may be a small cell. The time server S2 may be a network time
protocol (NTP) server or a precision time protocol (PTP) server. The electronic device C1 is connected to the time server
S2 via network.
[0017] A frequency calibration method for an electronic device is provided. The frequency calibration method includes
the following steps:
[0018] Step 30: the electronic device C2 transmits a first request packet Req1 to the time server S2 at a device first
time instant t0. The time server S2 receives the first request packet Req1 at a server first time instant t1 and accordingly
responds with a first response packet Res1 at a server second time instant t2. The time server S2 also records the
timestamps t1 and t2 in the first response packet Res1. Step 32: the electronic device C2 receives the first response
packet Res1 at a device second time instant t3 and thus obtains the timestamps t1 and t2.
[0019] Step 34: after the electronic device C2 waits a time interval, such as a few tens or hundreds of seconds, the
electronic device C2 transmits a second request packet Req2 to the time server S2 at a device third time instant t4. A
device first time interval X’ is equal to a difference between the device first time instant t0 and the device third time instant
t4 (for example, X’ = t4-t0). The time server S2 receives the second request packet Req2 at a server third time instant
t5 and accordingly responds with a second response packet Res2 at a server fourth time instant t6. The time server S2
also records the timestamps t5 and t6 in the second response packet Res2. Step 36: the electronic device C2 receives
the second response packet Res2 at a device fourth time instant t7 and thus obtains the timestamps t5 and t6. A device
second time interval Y’ is equal to a difference between the device second time instant t3 and the device fourth time
instant t7 (for example, Y’ = t7-t3).
[0020] In the above steps, packets are transferred back and forth twice between the electronic device C2 and the time
server S2. Information related to time interval between two packet transmissions and time interval between two packet
receptions can thus be obtained. The time information of the time server S2 can be obtained as well from the first
response packet Res1 and the second response packet Res2. In step 38: the clock frequency fCLK of the electronic
device C2 is calibrated according to the first response packet Res1, the second response packet Res2, and at least one
of the device first time interval X’ and the device second time interval Y’.
[0021] Specifically, the first response packet Res1 includes a server first timestamp t1 and a server second timestamp
t2. The second response packet Res2 includes a server third timestamp t3 and a server fourth timestamp t4. A server
first time interval X may be obtained by calculating a difference between the server first timestamp t1 and the server
third timestamp t5 (for example, X = t5-t1). A server second time interval Y may be obtained by calculating a difference
between the server second timestamp t2 and the server fourth timestamp t6 (for example, Y = t6-t2).
[0022] Assume the uploading time of the first request packet Req1 and the uploading time of the second request
packet Req2 are equal, a first time offset Toffset1 between the device first time interval X’ and the server first time interval
X (X’ = X+Toffset1) is caused by the frequency error ferr of the electronic device C2. Similarly, assume the downloading
time of the first response packet Res1 and the downloading time of the second response packet Res2 are equal, a
second time offset Toffset2 between the second device time interval Y’ and the second server time interval Y (Y’ =
Y+Toffset2) is caused by the frequency error ferr of the electronic device C2. The frequency error ferr may be obtained
according to the time offset information in order to calibrate the clock frequency FCLK of the electronic device C2.
[0023] A numerous calculation methods are available in practical applications. Several methods are described below
as examples.
[0024] Method 1: depend on the time interval between two uploading packets. The first time offset Toffset1 is equal to
the difference between the device first time interval X’ and the server first time interval X (Toffset1 = X’-X). The first time
offset Toffset1 results from accumulation of a first frequency error ferr1 over a period of time. The first frequency error ferr1
may be the amount of time offset per second of the electronic device C2. Because the time server S2 is relatively precise
in time, the server first time interval X, instead of the device first time interval X’, is used as the denominator when
calculating the amount of time offset per second. The first frequency error ferr1 is equal to a ratio of the first time offset
Toffset1 to the server first time interval X. For example, ferr1 = Toffset1/X = [(t4-t0)-(t5-t1 )]/(t5-t1).
[0025] Method 2: depend on the time interval between two downloading packets. The second time offset Toffset2 is
equal to the difference between the device second time interval Y’ and the server second time interval Y (Toffset2 = Y’-
Y). The second frequency error ferr2 is equal to a ratio of the second time offset Toffset2 to the server second time interval
Y. For example, ferr2 = Toffset2/Y = [(t7-t3)-(t6-t2)]/(t6-t2).
[0026] Method 3: take both uploading and downloading into consideration. The first frequency error ferr1 and the second
frequency error ferr2 may be calculated as described above. A third frequency error ferr3 is calculated according to the
first frequency error ferr1 and the second frequency error ferr2. The clock frequency FCLK of the electronic device C2 is
adjusted according to the third frequency error ferr3. The third frequency error ferr3 may be a linear combination of the
first frequency error ferr1 and the second frequency error ferr2. In one embodiment, the third frequency error ferr3 may be
calculated as: 
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[0027] A practical example is given here for a better understanding. The device first time interval X’ between transmitting
the first request packet Req1 and transmitting the second request packet Req2 is equal to 400s. Based on the timestamps
recorded in the received first response packet Res1 and second response packet Res2, the server first time interval X
may be calculated as 400.0006s. The first frequency error ferr1 = (400-400.0006)/(400.0006) = -1.5ppm. The electronic
device C2 may adjusts the clock frequency fCLK according to the first frequency error ferr1.
[0028] The frequency calibration method as proposed in the embodiment shown in FIG. 2 and FIG. 3 calculates the
frequency error according to the device time interval and the server time interval. Specifically, the method depends on
the time interval between two packets uploaded (corresponding to time instants t0, t1, t4, t5 in FIG. 2) and/or the time
interval between two packets downloaded (corresponding to time instants t2, t3, t6, t7 in FIG. 2). The calculation of the
frequency error may depend on only a single direction of network transmission. Therefore the calculation is not affected
by inconsistent speed between uplink and downlink connection. The frequency calibration method proposed herein may
be applied to symmetric network systems as well as asymmetric network systems.
[0029] Please refer to FIG. 2, if the uploading speed is lower than the downloading speed, the time interval between
t0 and t1 will be longer than the time interval between t2 and t3. The absolute value of the slope of the line Req1 will be
smaller than the absolute value of the slope of the line Res1. The slope of the line Req2 changes accordingly. The line
Req2 is still substantially parallel to the line Req1. Therefore the first time offset Toffset1 between the electronic device
C2 and the time server S2 is still caused by the frequency error ferr of the electronic device C2. The calculation of the
first time offset Toffset1 is not affected by the inconsistent speed between uplink and downlink transmission.
[0030] In addition, the frequency calibration method proposed herein involves simple calculation and thus does not
require enormous computation capability. Furthermore, the frequency calibration method does not require time synchro-
nization or phase synchronization. The clock phase of the electronic device does not have to be synchronized to the
clock phase of the time server. Thus the hardware overhead of the electronic device and the processing time overhead
can be reduced when implementing the frequency calibration method disclosed herein.
[0031] As described above, the frequency calibration method in the above embodiment assumes the propagation
delay of each uploading packet is the same, and the propagation delay of each downloading packet is the same. To
further consider possible delay variation between uploading packets, a second embodiment is provided.
[0032] FIG. 4 shows a flowchart of a frequency calibration method according to a second embodiment of the invention.
In step 33, the electronic device C2 waits a time interval before sending the second request packet Req2 as in the first
embodiment. The second embodiment further includes step 37: determine whether the difference between two round
trip delays is greater than a threshold value Th or not. If no, proceed to step 38: calculate the frequency error ferr as in
the first embodiment. If yes, proceed to step 39: wait a retransmission time interval Tr. After the retransmission time
interval Tr, repeat step 34 to transmit the second request packet Req2 to the time server S2 again.
[0033] When the electronic device C2 receives the first response packet Res1, the electronic device C2 calculates a
first round trip delay RTD1 between transmitting the first request packet Req1 and receiving the first response packet
Res1. As shown in FIG. 2, the first round trip delay RTD1 may be calculated as (t3-t0) when considering the time instants
in the electronic device C2 only. Alternatively, the first round trip delay RTD1 may also be calculated as [(t3-t0)-(t2-t1)]
to remove the processing time consumed in the time server S2. When receiving the second response packet Res2, the
electronic device C2 calculates a second round trip delay RTD2. Similar to the first round trip delay RTD1, the second
round trip delay RTD2 may be (t7-t4) or [(t7-t4)-(t6-t5)].
[0034] If the difference between the first round trip delay RTD1 and the second round trip delay RTD2 (|RTD2-RTD1|)
is greater than a threshold value Th, it means that the propagation delay variation of these two packet transmissions is
too large. This may be due to two different uploading delays, two different downloading delays, or excessive loading in
one of the processors. In this circumstance, the propagation delays are significantly different, and thus this sample is
not taken into consideration. The electronic device C2 retransmits the second request packet Req2 to the time server
S2 after waiting a retransmission time interval Tr. The electronic device C2 again determines whether the second round
trip delay RTD2 is close enough to the first round trip delay RTD1. The frequency error ferr is calculated only when the
second round trip delay RTD2 is close enough to the first round trip delay RTD1.
[0035] The device first time interval X’ between two packet transmissions is for example 300s. The retransmission
time interval Tr when a sample is abandoned is for example 1 s. The retransmission time interval Tr is smaller than the
device first time interval X’.
[0036] In practice, the electronic device C2 may transmit packets multiple times in order to obtain a more precise
calculation result of the frequency error ferr. In the embodiments disclosed above, the request packets are transmitted
twice. In an actual implementation, the request packets may be transmitted for 5 times, 10 times, or even more. The
number of packet transmissions is not limited thereto. The time interval between each packet transmission may be the
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device first time interval X’. Every packet transmission is regarded as a sample. Judgment regarding the round trip delay
RTD is made for every sample in order to determine whether a retransmission is needed. Because the retransmission
time interval Tr is much smaller than the device first time interval X’ in practice, there may be multiple chances and hence
the probability of a successful sample (satisfying the condition that the difference between two round trip delays is small
enough) is increased.
[0037] When the time interval between samples becomes longer, the time offset Toffset caused by accumulating the
frequency error ferr becomes larger correspondingly, and the calculation becomes less affected by the network trans-
mission rate. As the electronic device C2 takes multiple samples, the later sample is separated from the first sample by
a longer time interval, thus the calculated frequency error ferr becomes more accurate. In one embodiment, the frequency
error ferr_i of each sample i is calculated and recorded. When the variation between multiple frequency errors ferr_i
converges to a predetermined range, such as 60.1ppm, the calculation is deemed accurate and no further sample is
required. The multiple frequency errors ferr_i may further be processed, such as being averaged, to correct the clock
frequency FCLK of the electronic device C2.
[0038] For a time server S2 that is further away from the electronic device C2, for example a time server located in a
foreign country, the variation between multiple round trip delays may be too large to pass the RTD criteria set in step
37. In this case, the initial threshold value Th may be adjusted (for example, increased) to enhance the probability of a
valid sample. In other words, the threshold value Th may be adjusted dynamically.
[0039] With a larger threshold value Th, the tolerable range of the difference between two round trip delays is larger,
and hence the calculation accuracy becomes more vulnerable to network delay variations. In one embodiment, the
device first time interval X’ may increase as the threshold value increases. The time interval between each sample is
prolonged, and hence the time offset Toffset, which is accumulation of the frequency error ferr over time, is increased. In
this way the calculation becomes less affected by the round trip delay variations.
[0040] Although multiple samples and judging validity of samples increases the number of packets required, the size
of each packet in the proposed frequency calibration method is very small. Moreover, each valid sample is separated
by a long duration of time. Therefore the network bandwidth is barely affected. As compared to the method involving a
packet delay variation (PDV) algorithm, the proposed frequency calibration method greatly reduces the number of packets
required.
[0041] The proposed frequency calibration method may be implemented in an ordinary base station without requiring
additional hardware support. In one embodiment, the program code regarding the frequency calibration method may be
stored in a non-transitory computer readable medium. The processor in the base station loads the program code and
executes the program. The frequency calibration method may also be implemented by an application specific digital
signal processing circuit.
[0042] For a better illustration of an application of the frequency calibration method in this disclosure, FIG. 5 shows a
device using the frequency calibration method according to an embodiment of the invention. The electronic device 5
includes a processing unit 52, an oscillator 54, and a radio frequency (RF) unit 56. The electronic device 5 may be a
small cell. The processing unit 52 may include a processor and a memory. The program code regarding the proposed
frequency calibration method may be stored in the memory, and the processor loads the program code to execute the
program. The oscillator 54 provides a clock signal CLK to the processing unit 52 as well as the RF unit 56. The clock
signal CLK provides a system time for the electronic device 5 (clock signal of the processor). In addition, the clock signal
CLK fed into the RF unit 56 generates the required carrier frequency for wireless signal transmission/reception. The
processing unit 52 and the RF unit 56 may individually include a frequency multiplier (not shown in FIG. 5) to multiply
the frequency of the clock signal CLK generated by the oscillator 54.
[0043] The processing unit 52 is connected to the time server 4, such as NTP server, via network. The processing
unit 52 performs the frequency calibration method as disclosed in the previous embodiments to calculate the frequency
error ferr. The frequency error ferr may be converted by a digital to analog converter (DAC) to generate a control voltage
Vin for the oscillator 54. The oscillator 54 may be a voltage-controlled oscillator (VCO). The oscillator 54 changes the
clock frequency FCLK of the clock signal CLK in response to the control voltage Vin. Because the clock frequency FCLK
is calibrated according to the frequency error ferr, the carrier frequency generated by the RF unit 56 can meet the minimum
requirement for the frequency error in the 3GPP specification.
[0044] While the invention has been described in terms of what is presently considered to be the most practical and
preferred embodiments, it is to be understood that the invention needs not be limited to the disclosed embodiment. On
the contrary, it is intended to cover various modifications and similar arrangements included within the spirit and scope
of the appended claims which are to be accorded with the broadest interpretation so as to encompass all such modifi-
cations and similar structures.
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Claims

1. A frequency calibration method for an electronic device (C2), characterized in that the method comprises:

(30) transmitting a first request packet (Req1) to a time server (S2) at a device first time instant (t0);
(32) receiving a first response packet (Res1) responding the first request packet (Req1) from the time server
(S2) at a device second time instant (t3);
(34) transmitting a second request packet (Req2) to the time server (S2) at a device third time instant (t4),
wherein a device first time interval (X’) is equal to a difference between the device first time instant (t0) and the
device third time instant (t4);
(36) receiving a second response packet (Res2) responding the second request packet (Req2) from the time
server (S2) at a device fourth time instant (t7), wherein a device second time interval (Y’) is equal to a difference
between the device second time instant (t3) and the device fourth time instant (t7); and
(38) calibrating a clock frequency of the electronic device (C2) according to the first response packet (Res1),
the second response packet (Res2), and at least one of the device first time interval (X’) and the device second
time interval (Y’).

2. The frequency calibration method according to claim 1, characterized in that the first response packet (Res1)
comprises:

a server first timestamp (t1), representing the time that the server receives the first request packet (Req1); and
a server second timestamp (t2), representing the time that the server transmits the first response packet (Res1);
and
the second response packet (Res2) comprises:

a server third timestamp (t5), representing the time that the server receives the second request packet
(Req2), wherein a server first time interval (X) is equal to a difference between the server first timestamp
(t1) and the server third timestamp (t5); and
a server fourth timestamp (t6), representing the time that the server transmits the second response packet
(Res2), wherein a server second time interval (Y) is equal to a difference between the server second
timestamp (t2) and the server fourth timestamp (t6).

3. The frequency calibration method according to claim 2, characterized in that the step of calibrating the clock
frequency of the electronic device (C2) comprises:

calculating a first time offset (Toffset1), the first time offset (Toffset1) being equal to a difference between the device
first time interval (X’) and the server first time interval (X);
calculating a first frequency error (ferr1), the first frequency error (ferr1) being equal to a ratio of the first time
offset (Toffset1) to the server first time interval (X); and
adjusting the clock frequency of the electronic device (C2) according to the first frequency error (ferr1).

4. The frequency calibration method according to claim 2 or 3, characterized in that the step of calibrating the clock
frequency of the electronic device (C2) comprises:

calculating a second time offset (Toffset2), the second time offset (Toffset2) being equal to a difference between
the device second time interval (Y’) and the server second time interval (Y);
calculating a second frequency error (ferr2), the second frequency error (ferr2) being equal to a ratio of the second
time offset (Toffset2) to the server second time interval (Y); and
adjusting the clock frequency of the electronic device (C2) according to the second frequency error (ferr2).

5. The frequency calibration method according to any one of the claims 2 to 4, characterized in that the step of
calibrating the clock frequency of the electronic device (C2) comprises:

calculating a first time offset (Toffset1), the first time offset (Toffset1) being equal to a difference between the device
first time interval (X’) and the server first time interval (X);
calculating a first frequency error (ferr1), the first frequency error (ferr1) being equal to a ratio of the first time
offset (Toffset1) to the server first time interval (X); and
calculating a second time offset (Toffset2), the second time offset (Toffset2) being equal to a difference between
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the device second time interval (Y’) and the server second time interval (Y);
calculating a second frequency error (ferr2), the second frequency error (ferr2) being equal to a ratio of the second
time offset (Toffset2) to the server second time interval (Y); and
adjusting the clock frequency of the electronic device (C2) according to a linear combination of the first frequency
error (ferr1) and the second frequency error (ferr2).

6. The frequency calibration method according to any one of the claims 1 to 5, characterized in that the method
further comprises:

calculating a first round trip delay (RTD1) between transmitting the first request packet (Req1) and receiving
the first response packet (Res1);
calculating a second round trip delay (RTD2) between transmitting the second request packet (Req2) and
receiving the second response packet (Res2); and
when a difference between the first round trip delay (RTD1) and the second round trip delay (RTD2) is greater
than a threshold value (Th), retransmitting the second request packet (Req2) to the time server (S2) after waiting
a retransmission time interval (Tr).

7. The frequency calibration method according to claim 6, characterized in that the retransmission time interval (Tr)
is smaller than the device first time interval (X’).

8. The frequency calibration method according to claim 6 or 7, characterized in that the method further comprises
adjusting the threshold value (Th) dynamically.

9. The frequency calibration method according to claim 8, characterized in that the method further comprises adjusting
the device first time interval (X’) according to the threshold value (Th).

10. The frequency calibration method according to any one of the claims 1 to 9, characterized in that the time server
(S2) is a network time protocol server or a precision time protocol server.
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