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(57) Embodiments of the present disclosure provide
a power control method for an uplink channel, a user
equipment and a communication system. The power con-
trol method includes: the user equipment sorts priorities
of uplink channels of the at least two cells when the user
equipment transmits uplink channel signals containing
UCI for the at least two cells in the same subframe; and
allocates power for the uplink channels of the at least two

cells, or performs selection on the uplink channels, ac-
cording to a result of the sorting regarding the priorities.
With the embodiments of the present disclosure, a prob-
lem that a sum of transmission power is greater than a
configured maximum output power that may be resulted
from simultaneously transmitting uplink channels con-
taining UCI in different serving cells within the same
frame is solved.



EP 3 035 749 A1

2

5

10

15

20

25

30

35

40

45

50

55

Description

Technical Field

[0001] The present disclosure relates to the field of communications, and in particular to a power control method for
an uplink channel, a user equipment and a communication system.

Background

[0002] In a long-term evolution (LTE) system, a power control method for a user equipment in transmitting a physical
uplink share channel (PUSCH), a physical uplink control channel (PUCCH), an uplink sounding reference signal (SRS)
and a physical random access channel (PRACH) is defined. When the user equipment is configured with multiple carriers,
power control of independent uplink transmission signals is performed on each serving cell; wherein,
when the PUSCH and the PUCCH cannot be transmitted simultaneously, a formula of power control for the PUSCH is: 

and when the PUSCH and the PUCCH can be transmitted simultaneously, a formula of power control for the PUSCH is: 

and a formula of power control for the PUCCH is: 

[0003] In the LTE system, if the UE is configured to be unable to transmit simultaneously the PUSCH and the PUCCH,
the same UE will not transmit simultaneously the PUSCH and the PUCCH in one or more carrier(s) within the same
subframe. And when the UE is configured to be able to transmit simultaneously the PUSCH and the PUCCH, the same
UE may transmit simultaneously the PUSCH and the PUCCH in one or more carrier(s) within the same subframe.
However, the PUCCH is only transmitted in a primary component carrier (PCC). Uplink control information (UCI) carried
by the PUSCH contains UCI in all corresponding carriers, and the UCI can only be transmitted within a PUSCH in a
carrier. That is, either the UCI in all corresponding carriers is combined, or a part of it is discarded according to a
predefined rule, and finally can only be transmitted in a CC via a PUCCH and/or a PUSCH.
[0004] After transmission power of an uplink signal exceeds configured maximum output power (PCMAX) of the user
equipment, that is, overflow of output power of the user equipment occurs, transmission power used by the user equipment
in transmitting the above uplink signal is equal to the PCMAX of the user equipment, and the user equipment will perform
power adjustment on corresponding uplink channel(s).
[0005] Figure 1 is a schematic diagram of simultaneously transmitting multiple PUCCHs by a user equipment in an
LTE-A system in different cells within the same subframe, Figure 2 is a schematic diagram of simultaneously transmitting
multiple PUSCHs by a user equipment in an LTE-A system in different cells within the same subframe, Figure 3 is a
schematic diagram of simultaneously transmitting a PUCCH and a PUSCH by a user equipment in an LTE-A system in
different cells within the same subframe, and Figure 4 is a schematic diagram of simultaneously transmitting a PUCCH
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and a PUSCH by a user equipment in an LTE-A system in a primary serving cell within the same subframe.
[0006] As shown in Fig. 1, as a carrier aggregation technique is used, after the user equipment is configured with
multiple serving cells, it will occur that within the same subframe, multiple PUCCHs are simultaneously transmitted in
different serving cells, or as shown in Fig. 2, that multiple PUSCHs are simultaneously transmitted in different serving
cells, or as shown in Fig. 3, a PUSCH and a PUCCH are simultaneously transmitted. And on the other hand, as an ability
of the user equipment is enhanced, as shown in fig. 4, the user equipment may simultaneously transmit a PUSCH and
a PUCCH in a primary serving cell within the same subframe.
[0007] When the above cases occur, that is, within the same subframe, the user equipment needs to simultaneously
transmit multiple PUSCHs, or the user equipment needs to simultaneously transmit a PUSCH and a PUCCH, it will occur
that a sum of transmission power of multiple PUSCHs is greater than PCMAX of the user equipment, or a sum of
transmission power of the PUSCH and PUCCH is greater than the PCMAX of the user equipment. In order to direct
allocation of the transmission power of the user equipment in such cases, a method of power control in a case where
transmission power of user equipment is limited is defined in the LTE-A standardization. Details are as follows:

only when multiple PUSCHs with no UCI need to be transmitted simultaneously, if total transmission power obtained
at this moment exceeds the PCMAX of the user equipment, the user equipment lowers transmission power in each
PUSCH by the same share, until it is ensured that the total transmission power is less than or equal to the PCMAX
of the user equipment;
when PUSCHs with no UCI and PUCCHs need to be transmitted simultaneously, if total transmission power obtained
at this moment exceeds the PCMAX of the user equipment, the user equipment needs to first ensure that transmission
power of the PUCCHs is satisfied, and then lower transmission power in each PUSCH with no UCI by the same
share, until it is ensured that the total transmission power is less than or equal to the PCMAX of the user equipment,
as shown in Formula (4);
for example, when the PUSCHs with no UCI and PUCCHs are transmitted simultaneously, it is ensured that the
transmission power of the PUCCHs is satisfied: 

when PUSCHs with no UCI and PUSCHs with UCI need to be transmitted simultaneously, if total transmission power
obtained at this moment exceeds the PCMAX of the user equipment, the user equipment needs to first ensure that
transmission power of the PUSCHs with UCI is satisfied, and then lower transmission power in each PUSCH with
no UCI by the same share, until it is ensured that the total transmission power is less than or equal to the PCMAX
of the user equipment, as shown in Formula (5);
for example, when the PUSCHs with UCI and PUSCHs with no UCI are transmitted simultaneously, it is ensured
that the transmission power of the PUSCHs with UCI is satisfied: 

when PUCCHs, PUSCHs with no UCI and PUSCHs with UCI need to be transmitted simultaneously, if total trans-
mission power obtained at this moment exceeds the PCMAX of the user equipment, the user equipment needs to
first ensure that transmission power of the PUCCHs is satisfied, then ensure that transmission power of the PUSCHs
with UCI is satisfied, and thereafter, lower transmission power in each PUSCH with no UCI by the same share, until
it is ensured that the total transmission power is less than or equal to the PCMAX of the user equipment, as shown
in Formula (6);
for example, when the PUCCHs, the PUSCHs with UCI and the PUSCHs with no UCI are transmitted simultaneously,
the PUCCHs are ensured first, then the PUSCHs with UCI are ensured, and thereafter, the PUSCHs with no UCI
are ensured: 
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It was found by the inventors that power control of uplink channels for one serving cell, or power control for transmitting
uplink channels by a primary serving cell and a secondary serving cell, is only defined in an existing specification.

[0008] However, as continuous development of small base stations, a scenario where there exist multiple small base
stations in a macro base station will appear in Rel. 12, each small base station being relatively small in coverage, and
relatively large in amount. The small base stations may occupy different frequency spots from the macro base station,
and may occupy the same frequency spots as the macro base station. Backhauls between the small base stations and
the macro base station may be ideal, that is, latency is very small or may be neglected, and abilities to transmit are
powerful. More typically, the backhauls are non-ideal, that is, latency in transmission is relatively large and abilities to
transmit are limited. Cases of power control of uplink channels of user equipment in these scenarios are not taken into
account in existing specifications.
[0009] It should be noted that the above description of the background is merely provided for clear and complete
explanation of the present disclosure and for easy understanding by those skilled in the art. And it should not be understood
that the above technical solution is known to those skilled in the art as it is described in the background of the present
disclosure.

Summary

[0010] Embodiments of the present disclosure provide a power control method for an uplink channel, user equipment
and communication system, with an object being to control transmission power of an uplink channel for a user equipment
keeping in connection with at least two cells.
[0011] According to an aspect of the embodiments of the present disclosure, there is provided a power control method
for an uplink channel, applicable to a user equipment keeping in connection with at least two cells, the method including:

sorting, by the user equipment, priorities of uplink channels of the at least two cells when the user equipment transmits
uplink channel signals containing uplink control information (UCI) for the at least two cells in the same subframe; and
allocating power for the uplink channels of the at least two cells, or performing selection on the uplink channels,
according to a result of the sorting regarding the priorities.

[0012] According to another aspect of the embodiments of the present disclosure, there is provided a user equipment,
keeping in connection with at least two cells, the user equipment including:

a priority determining unit configured to sort priorities of uplink channels of the at least two cells, when uplink channel
signals containing UCI are transmitted in the same subframe for the at least two cells; and
a power control unit configured to allocate power for the uplink channels of the at least two cells, or perform selection
on the uplink channels, according to a result of the sorting regarding the priorities.

[0013] According to a further aspect of the embodiments of the present disclosure, there is provided a communication
system, including:

a user equipment, keeping in connection with at least two cells, and configured to sort priorities of uplink channels
of the at least two cells, when uplink channel signals containing UCI are transmitted in the same subframe for the
at least two cells; and allocate power for the uplink channels of the at least two cells, or perform selection on the
uplink channels, according to a result of the sorting regarding the priorities.

[0014] According to still another aspect of the embodiments of the present disclosure, there is provided a computer-
readable program, wherein when the program is executed in a user equipment, the program enables a computer to
carry out the power control method for an uplink channel as described above in the user equipment.
[0015] According to yet another aspect of the embodiments of the present disclosure, there is provided a storage
medium in which a computer-readable program is stored, wherein the computer-readable program enables a computer
to carry out the power control method for an uplink channel as described above in a user equipment.
[0016] An advantage of the embodiments of the present disclosure exists in that for a user equipment keeping in
connection with at least two cells, a problem that a sum of transmission power is greater than a configured maximum
output power that may be resulted from simultaneously transmitting uplink channels containing UCI in different serving
cells within the same frame is solved.
[0017] With reference to the following description and drawings, the particular embodiments of the present disclosure
are disclosed in detail, and the principles of the present disclosure and the manners of use are indicated. It should be
understood that the scope of the embodiments of the present disclosure is not limited thereto. The embodiments of the
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present disclosure contain many alternations, modifications and equivalents within the scope of the terms of the appended
claims.
[0018] Features that are described and/or illustrated with respect to one embodiment may be used in the same way
or in a similar way in one or more other embodiments and/or in combination with or instead of the features of the other
embodiments.
[0019] It should be emphasized that the term "comprise/include" when used in this specification is taken to specify
the presence of stated features, integers, steps or components but does not preclude the presence or addition of one
or more other features, integers, steps, components or groups thereof.

Brief Description of the Drawings

[0020] Many aspects of the disclosure can be better understood with reference to the following drawings. The com-
ponents in the drawings are not necessarily to scale, emphasis instead being placed upon clearly illustrating the principles
of the present disclosure. To facilitate illustrating and describing some parts of the disclosure, corresponding portions
of the drawings may be exaggerated or reduced.
[0021] Elements and features depicted in one drawing or embodiment of the disclosure may be combined with elements
and features depicted in one or more additional drawings or embodiments. Moreover, in the drawings, like reference
numerals designate corresponding parts throughout the several views and may be used to designate like or similar parts
in more than one embodiment.

Figure 1 is a schematic diagram of simultaneously transmitting multiple PUCCHs by a user equipment in an LTE-
A system in different cells within the same subframe;
Figure 2 is a schematic diagram of simultaneously transmitting multiple PUSCHs by a user equipment in an LTE-
A system in different cells within the same subframe;
Figure 3 is a schematic diagram of simultaneously transmitting a PUCCH and a PUSCH by a user equipment in an
LTE-A system in different cells within the same subframe;
Figure 4 is a schematic diagram of simultaneously transmitting a PUCCH and a PUSCH by a user equipment in an
LTE-A system in a primary serving cell within the same subframe;
Figure 5 is a schematic diagram of a user equipment keeping in connection with a macro base station and a small
base station;
Figure 6 is another schematic diagram of a user equipment keeping in connection with a macro base station and a
small base station;
Figure 7 is a further schematic diagram of a user equipment keeping in connection with a macro base station and
a small base station;
Figure 8 is a flowchart of the power control method of an embodiment of the present disclosure;
Figure 9 is a schematic diagram of a structure of the user equipment of an embodiment of the present disclosure; and
Figure 10 is a schematic diagram of a structure of the communication system of an embodiment of the present
disclosure.

Detailed Description

[0022] These and further aspects and features of the present disclosure will be apparent with reference to the following
description and attached drawings. In the description and drawings, particular embodiments of the disclosure have been
disclosed in detail as being indicative of some of the ways in which the principles of the disclosure may be employed,
but it is understood that the disclosure is not limited correspondingly in scope. Rather, the disclosure includes all changes,
modifications and equivalents coming within the terms of the appended claims.
[0023] Fig. 5 is a schematic diagram of a user equipment keeping in connection with a macro base station and a small
base station. As shown in Fig. 5, the user equipment may keep in connection with the macro base station by using a
frequency f1, and may keep in connection with the small base station by using a frequency f2. Fig. 6 is another schematic
diagram of a user equipment keeping in connection with a macro base station and a small base station. As shown in
Fig. 6, the user equipment may keep in connection with the macro base station by using a frequency f1, and may keep
in connection with the small base station also by using the frequency f1. Fig. 7 is a schematic diagram of a user equipment
keeping in connection with a macro base station and small base stations. As shown in Fig. 7, the user equipment may
keep in connection with the macro base station by using a frequency f1, may keep in connection with a small base station
by using a frequency f2, and may keep in connection with another small base station also by using the frequency f1.
[0024] As shown in Figs. 5-7, the user equipment may operate under carrier aggregation similar to different eNBs
(inter-eNB). As small base stations and a macro base station belong to different eNBs, and their backhaul is non-ideal,
uplink control information is more suitable for being transmitted in uplink channels of the eNBs. Hence, it is possible that
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the following occurs: simultaneous transmission of PUCCHs in the small base stations and the macro base station, or
transmission of PUSCHs containing UCI in the small base stations and transmission of PUSCHs containing UCI also
in the macro base station, or transmission of PUSCHs containing UCI in the small base stations and transmission of
PUCCHs in the macro base station, or transmission of PUCCHs in the small base stations and transmission of PUSCHs
containing UCI in the small base stations, or transmission of PUCCHs and PUSCHs containing UCI in the small base
stations and transmission of PUCCHs only in the macro base station, or transmission of PUCCHs and PUSCHs containing
UCI in the macro base station and transmission of PUCCHs only in the small base stations, or transmission of PUCCHs
and PUSCHs containing UCI in the small base stations and transmission of PUSCHs containing UCI only in the macro
base station, or transmission of PUCCHs and PUSCHs containing UCI in the macro base stations and transmission of
PUSCHs containing UCI only in the small base stations, or transmission of PUCCHs and PUSCHs containing UCI in
the small base stations and transmission of PUCCHs and PUSCHs containing UCI also in the macro base station; for
PUCCHs, there will be a case of a combination of PUSCHs containing UCI and PUSCHs containing no UCI, which shall
not be described herein any further.
[0025] It should be noted that the user equipment keeping in connection with a macro base station and small base
stations is only illustrated above. However, the present disclosure is not limited thereto. The embodiments of the present
disclosure shall be described below in detail taking the scenarios shown in Figs. 5-7 as examples.

Embodiment 1

[0026] An embodiment of the present disclosure provides a power control method for an uplink channel, applicable
to a user equipment keeping in connection with at least two cells. Fig. 8 is a flowchart of the power control method of
the embodiment of the present disclosure. As shown in Fig. 8, the method includes:

step 801: the user equipment sorts priorities of uplink channels of the at least two cells when the user equipment
transmits uplink channel signals containing UCI for the at least two cells in the same subframe; and
step 802: the user equipment allocates power for the uplink channels of the at least two cells, or performs selection
on the uplink channels, according to a result of the sorting regarding the priorities.

[0027] In this embodiment, the at least two cells are as shown in Figs. 5-7, and may be formed by a macro base station
and a small base station. For example, they may be a macro cell under a macro base station (such as a macro eNB)
and one or more small cell(s) under a small base station (such as a small cell eNB), may be a primary cell at a dominant
position and one or more secondary cell(s) at a subordinate position, and may also be multiple small cells, etc. The
present disclosure is not limited thereto, and the following description is given taking only two cells as examples, with
cases of more than two cells being similar thereto.
[0028] In this embodiment, there may exist non-ideal backhaul between base stations of the at least two cells; however,
the present disclosure is not limited thereto. Multiple cells belonging to the same eNB and are connected via ideal
backhaul may be dealt with according to the relevant art.
[0029] In this embodiment, within the same frame may be referred as subframe indices are identical; however, the
present disclosure is not limited thereto. For example, if the two cells are not synchronized, it is not limited that the
subframe indices are identical, but it may be a period of time identical to a subframe length in a temporal dimension sense.
[0030] In this embodiment, before step 801, the user equipment may generate ACK/NACK feedback according to a
received downlink signal, or generate corresponding uplink control information according to a period and offset configured
for periodic CSI, or according to received aperiodic CSI triggering indication, or according to a request for needed
resources of uplink traffics.
[0031] After step 802, the user equipment may transmit the uplink channel signals according to a result of power
allocation for uplink channels, or a result of selection of uplink channels. The relevant art may be referred to for details
of the generation of the UCI and the transmission of the uplink channels.
[0032] In this embodiment, taking PUCCHs as an example, the uplink channels of the at least two cells include: a
PUCCH for a cell and a PUCCH for another cell. It may be first determined whether the user equipment needs to transmit
the PUCCHs in a serving cell and transmit also PUCCHs in other serving cells within the same subframe.
[0033] In step 801, the sorting priorities of uplink channels of the at least two cells may include: determining priorities
of the PUCCHs according to a type of the UCI contained in the PUCCHs and/or a type or indexes of the at least two cells.
[0034] In an implementation, when the user equipment needs to transmit the PUCCH in a serving cell and transmit
also PUCCH in another serving cell within the same subframe, priorities of power allocation may be determined according
to the type of the UCI carried by the PUCCHs.
[0035] What is carried by the PUCCHs may be ACK/NACK feedback, a schedule request (SR), or a periodic channel
state information (CSI) report. One of the following conditions or a combination thereof is adopted in performing the
sorting regarding the priorities:
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condition 1: the priority of the PUCCH containing ACK/NACK being higher than the priority of the PUCCH containing
periodic CSI;
condition 2: the priority of the PUCCH containing an SR being higher than the priority of the PUCCH containing
periodic CSI; and
condition 3: the priority of the PUCCH containing ACK/NACK being higher than the priority of the PUCCH containing
an SR.

[0036] Furthermore, the method may include:

condition 4: sorts priorities of the PUCCHs containing different types of periodic CSI.

[0037] A periodic CSI report may be one of the following or a combination thereof:

• Type 1: report supports CQI feedback for the UE selected sub-bands;
• Type 1a : report supports subband CQI and second PMI feedback;
• Type 2, Type 2b, and Type 2c: report supports wideband CQI and PMI feedback;
• Type 2a: report supports wideband PMI feedback;
• Type 3: report supports RI feedback;
• Type 4: report supports wideband CQI;
• Type 5: report supports RI and wideband PMI feedback;
• Type 6: report supports RI and PTI feedback

[0038] PUCCHs containing different types of periodic CSI reports may determine the priorities in a manner as follows:

highest priority: types 3, 5, 6 and 2a;
second priority: types 2, 2b, 2c and 4; and
third priority: types 1 and 1a.

[0039] Furthermore, when the priorities of the PUCCHs containing periodic CSI are identical, the priorities may be
further determined according to ID numbers of CSI processes. For example, the smaller an ID number of a CSI process,
the lower a priority.
[0040] It should be noted that the above conditions may be used separately, or may be used after some of them are
combined, or may be used after all of them are combined; however, the present disclosure is not limited thereto.
[0041] In this embodiment, when the PUCCH contains two or more types of UCI, the priority of the PUCCH may be
determined according to the priorities of the two or more types of UCI.
[0042] In particular, if a PUCCH carries more than one types of UCI, in comparing priorities of multiple PUCCHs, the
comparison is performed according to UCI of highest priority in each PUCCH; and if priorities of UCI of highest priorities
are identical, the comparison is performed according to UCI of second priority in each PUCCH; and so on.
[0043] For example, if a PUCCH in a cell 1 carries ACK/NACK and periodic CSI and a PUCCH in a cell 2 carries an
SR, as the ACK/NACK of a highest priority in the cell 1 is higher than the SR of a highest priority in the cell 2 in priority,
it may be judged that the priority of the PUCCH in the cell 1 is higher than that of the PUCCH in the cell 2.
[0044] In another implementation, when the user equipment needs to transmit a PUCCH signal in a serving cell and
transmit also a PUCCH signal in another serving cell within the same subframe, the priorities of the power allocation
may be determined according to the index/type of each cell.
[0045] One cell may be a primary serving cell, and the other serving cell may be a secondary serving cell; or one cell
may be a primary serving cell, and the other cell may be a primary serving cell at a subordinate position or a secondary
serving cells; or one cell is a macro cell, and other cell is a small cell. Or, the cells are sorted according to a rule. For
example, a priority of a cell carrying a control plane signal is higher than that of a cell carrying a user plane signal, etc.
[0046] In this implementation, one of the following conditions or a combination thereof may be adopted in the sorting
regarding the priorities: the priority of the PUCCH for a primary cell being higher than the priority of the PUCCH for a
secondary cell; the priority of the PUCCH for a macro cell being higher than the priority of the PUCCH for a small cell;
and the priority of the PUCCH for a cell with a smaller index being higher than the priority of the PUCCH for a cell with
a larger index.
[0047] It should be noted that the above conditions may be used separately, or may be used after some of them are
combined, or may be used after all of them are combined; however, the present disclosure is not limited thereto.
[0048] In still another implementation, when the user equipment needs to transmit a PUCCH signal in a serving cell
and transmit also a PUCCH signal in another serving cell within the same subframe, the priorities of the power allocation
may be determined according to the type of the UCI carried by the PUCCHs and the index/type of each cell.
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[0049] In particular, the priorities may be determined according to the type of the UCI carried by the PUCCHs, and if
the priorities are identical, the priorities may be determined according to the index/type of each cell.
[0050] For example, if the user equipment needs to transmit in the macro base station a PUCCH carrying a periodic
CSI report and transmit in the small base station a PUCCH carrying ACK/NACK, it may be determined according to the
condition of the ACK/NACK being higher than the periodic CSI report that the priority of the PUCCH in the small base
station is highest.
[0051] For another example, if the user equipment needs to transmit in the macro base station a PUCCH carrying a
periodic CSI report, transmit in a small base station • a PUCCH carrying ACK/NACK and transmit in a small base station
2 a PUCCH carrying a periodic CSI report, and a type of the periodic CSI report is identical to that of the periodic CSI
report in the macro base station, for example, both of them are of Type 3, it may be determined according to the condition
of the ACK/NACK being higher than the periodic CSI report that the priority of the PUCCH in the small base station 1 is
highest, and that the priority of the PUCCH in the macro base station is second and the priority of the PUCCH in the
small base station 2 is lowest according to the condition of the cell formed by the macro base station being higher than
the cells formed by the small base stations.
[0052] In particular, the priorities may be determined according to the index/type of each cell, and if the priorities are
identical, the priorities are determined according to the type of the UCI carried by the PUCCHs.
[0053] For example, if the user equipment needs to transmit in the macro base station a PUCCH carrying a periodic
CSI report and transmit in the small base stations PUCCHs carrying ACK/NACK, it may be determined according to the
condition of the cell formed by the macro base station being higher than the cells formed by the small base stations that
the priority of the PUCCH in the macro base station is highest.
[0054] It should be noted that how to sort priorities of the PUCCHs of at least two cells is only illustrated above.
However, the present disclosure is not limited thereto, and a particular manner of determining priorities may be determined
according to an actual situation. After the above priority sorting is performed, there may exist a case where multiple
PUCCHs have identical priorities. How to allocate transmission power after the priorities of the PUCCHs are sorted in
a case where the transmission power of the user equipment is limited shall be described below.
[0055] In an implementation, the allocating power for the uplink channels of the at least two cells according to the
result of the sorting regarding the priorities in step 702 may include: allocating power for one or more PUCCH(s) having
a higher priority, and in a case where there is remaining power, allocates the remaining power for one or more PUCCH(s)
having a next priority.
[0056] In particular, when it is determined that the user equipment needs to transmit a PUCCH signal in a serving cell
and transmit also a PUCCH signal in another serving cell within the same subframe, and it is possible that the transmission
power of the user equipment exceeds a maximum transmission power PCMAX, power allocation is performed on the
PUCCH signals in the subframe.
[0057] The priorities of the PUCCHs in each cell are sorted according to the predetermined priorities. The power
allocation is performed preferentially on PUCCHs of higher priorities, and transmission power of signals of relatively low
priorities is lowered, so as to ensure transmission of signals of higher priorities. In the following description, remaining
transmission power refers to transmission power remained after the maximum output power of the user equipment is
subtracted by allocated transmission power.
[0058] A PUCCH of a highest priority may be calculated according to Formula (3), assuming that the PUCCH of a
highest priority is transmitted in a j-th carrier/cell: 

[0059] If there exist multiple PUCCHs of identical priorities, 

where, w(i) is a power allocation weight; w(i) s of the PUCCHs of identical priorities are identical.
[0060] If power of the PUCCH of a highest priority has not reached the maximum transmission power PCMAX of the
user terminal, power is allocated for the PUCCH of the second priority, assuming that the PUCCH of the second priority
is transmitted in a c-th carrier/cell: 

^

^
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[0061] And so on. If a sum of power of other PUCCHs than the PUCCH of the lowest priority has not reached the
maximum transmission power PCMAX of the user equipment, power is allocated for the PUCCH of the lowest priority,
assuming that the PUCCH of the lowest priority is transmitted in a d-th carrier/cell: 

[0062] If there exist multiple PUCCHs of the lowest priority, 

[0063] That is, the above-described manner is that: whether the PUCCHs of the highest priority may be transmitted
at full power but not exceeds the maximum transmission power of the user equipment is judged first; if it is exceeded,
equal power allocation is performed on all PUCCHs of the highest priority, and other PUCCHs of lower priorities are not
transmitted; if it is not exceeded, it is ensured that the PUCCHs of the highest priority are transmitted at the full power;
if there is power remained, whether the PUCCHs of secondarily highest priority may be transmitted at full power but not
exceeds the maximum transmission power of the user equipment is judged; if it is exceeded, equal power allocation is
performed on all PUCCHs of the secondarily highest priority, and other PUCCHs of lower priorities are not transmitted;
if it is not exceeded, it is ensured that the PUCCHs of the secondarily highest priority are transmitted at the full power;
if there is still power remained, power allocation is continued to be performed on PUCCHs of next priority; and so on.
[0064] For example, assuming that the user equipment needs to transmit PUCCHs in two cells respectively, the priority

of the PUCCHs in a cell 1 being higher than that of the PUCCHs in a cell 2, power  of the user equipment for

transmitting the PUCCHs in the cell 1 may be calculated according to the relevant art, such as Formula (3), and power

 for transmitting the PUCCHs in the cell 2 may be calculated according to Formula (8), that is, 

[0065] Assuming that the user equipment needs to transmit PUCCHs in three cells respectively, the priority of the
PUCCHs in a cell 1 being higher than that of the PUCCHs in a cell 2, and the priority of the PUCCHs in the cell 2 being

higher than that of the PUCCHs in a cell 3, power  of the user equipment for transmitting the PUCCHs in the

cell 1 may be calculated according to the relevant art, such as Formula (3), power  for transmitting the PUCCHs

in the cell 2 may be calculated according to Formula (8), and power  for transmitting the PUCCHs in the cell

3 may be calculated according to Formula (9), that is, 

[0066] Assuming that the user equipment needs to transmit PUCCHs in three cells respectively, the priority of the
PUCCHs in a cell 1 being higher than that of the PUCCHs in a cell 2, and the priority of the PUCCHs in a cell 3 being

identical to that of the PUCCHs in the cell 2, power  of the user equipment for transmitting the PUCCHs in

the cell 1 may be calculated according to the relevant art, such as Formula (3), and power for transmitting the PUCCHs
in the cell 2 and the cell 3 may be calculated according to Formula (10), that is, 

^
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[0067] Assuming that the user equipment needs to transmit PUCCHs in five cells respectively, the priority of the
PUCCHs in a cell 1 being higher than that of the PUCCHs in a cell 2, the priority of the PUCCHs in the cell 2 being
higher than that of the PUCCHs in a cell 4, the priority of the PUCCHs in a cell 3 being identical to that of the PUCCHs

in the cell 2, and the priority of the PUCCHs in a cell 5 being identical to that of the PUCCHs in the cell 4, power 

of the user equipment for transmitting the PUCCHs in the cell 1 may be calculated according to the relevant art, such
as Formula (3), and power for transmitting the PUCCHs in the cells 2 and 3 and the cells 4 and 5 may be, 

 

[0068] In another implementation, the allocating power for the uplink channels of the at least two cells according to
the result of the sorting regarding the priorities in step 702 may include: weighting transmission power of the PUCCHs
according to the result of the sorting regarding the priorities, and allocates power for each of the PUCCHs according to
the weights.
[0069] That is, power allocation is performed on the PUCCHs of various priorities, and it is ensured that the PUCCHs
of higher priorities have relatively high power, and the PUCCHs of lower priorities have relatively low power.
[0070] In a further implementation, the performing selection on the uplink channels, according to the result of the
sorting regarding the priorities in step 802 may include: allocating power for one PUCCH having a higher priority, and
discarding rest of the PUCCHs.
[0071] In particular, when it is determined that the user equipment needs to transmit a PUCCH signal in a serving cell
and transmit also a PUCCH signal in another serving cell within the same subframe, and the transmission power of the
user equipment may exceed the maximum transmission power PCMAX, only one PUCCH is transmitted within the sub-
frame, and rest of the PUCCHs are discarded.
[0072] With the above method, when it is needed to simultaneously transmit PUCCHs in different serving cells within
the same subframe, power allocation is performed on multiple PUCCHs or only one PUCCH is selected to be transmitted.
Hence, the transmission power of the user equipment is lowered, and a problem that a sum of transmission power is
greater than a configured maximum output power that may be resulted from simultaneously transmitting uplink channels
containing UCI in different serving cells within the same frame is solved.

Embodiment 2

[0073] An embodiment of the present disclosure provides a power control method for an uplink channel, applicable
to a user equipment side keeping in connection with at least two cells. This embodiment shall be described taking
PUSCHs of the at least two cells as an example, with contents identical to those in Embodiment 1 being not going to
be described herein any further.
[0074] The two cells carrying the PUSCHs may be cells with identical types/indices under different base stations. For
example, they may be primary cells of a macro base station and a small base station, respectively, or they may be
secondary cells with identical indices of a macro base station and a small base station, respectively; or they may be
cells with different types/indices of different base stations, for example, they may be a primary cell of a macro base
station and a secondary cell of a small base station, respectively; or they may be cells with different types/indices of the
same eNB. However, the present disclosure is not limited thereto.

^
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[0075] In this embodiment, the uplink channels of the at least two cells include: a PUSCH for a cell and a PUSCH for
another cell. And the sorting priorities of uplink channels of the at least two cells may include: determining priorities of
the PUSCHs according to a type of the UCI contained in the PUSCHs and/or a type or indexes of the at least two cells.
[0076] If the user equipment may support that PUSCHs and PUCCHs are transmitted simultaneously in the same
carrier or in different carriers, in such configuration, if the PUSCHs carry the UCI, it is possible that they contain periodic
or aperiodic CSI. And if the user equipment does not support that PUSCHs and PUCCHs are transmitted simultaneously
in the same carrier or in different carriers, in such configuration, if the PUSCHs carry the UCI, it is possible that they
contain ACK/NACK, periodic CSI or aperiodic CSI.
[0077] In an implementation, when the user equipment needs to transmit the PUSCHs in a serving cell and transmit
also PUSCHs in another serving cell within the same subframe, priorities of power allocation may be determined according
to the type of the UCI carried by the PUSCHs.
[0078] The UCI carried by the PUSCHs may include: ACK/NACK, a periodic CSI report or an aperiodic CSI report.
The possible combinations of the periodic CSI report have been described in Embodiment 1, and shall not be described
herein any further. And according to an existing specification, the aperiodic CSI report may include an RI, a wideband
or subband first PMI/second PMI, and a wideband or subband CQI.
[0079] In this embodiment, one of the following conditions or a combination thereof may be adopted in determining
the priorities of the PUSCHs according to the type of the UCI carried by the PUSCHs:

condition 5: the priority of the PUSCH containing ACK/NACK being higher than the priority of the PUSCH containing
periodic CSI;
condition 6: the priority of the PUSCH containing ACK/NACK being higher than the priority of the PUSCH containing
aperiodic CSI; and
condition 7: the priority of the PUSCH containing aperiodic CSI being higher than the priority of the PUSCH containing
periodic CSI.

[0080] Furthermore, the method may include: sorting priorities of the PUSCHs containing different types of periodic
CSI. The Embodiment 1 may be referred to for priorities of the different types of periodic CSI.
[0081] Or, priorities of the PUSCHs containing different types of aperiodic CSI may be sorted. For example, the priorities
may be determined according to a feedback type, such as modes 1-2, and 2-2, etc. Following Table 1 may be referred
to for the feedback type.

[0082] Furthermore, when the priorities of the PUSCHs containing periodic CSI are identical, the priorities may be
further determined according to ID numbers of CSI processes. Or, when the priorities of the PUSCHs containing aperiodic
CSI are identical, the priorities may be further determined according to ID numbers of CSI processes.



EP 3 035 749 A1

12

5

10

15

20

25

30

35

40

45

50

55

[0083] It should be noted that the above conditions may be used separately, or may be used after some of them are
combined, or may be used after all of them are combined; however, the present disclosure is not limited thereto.
[0084] In this embodiment, when the PUSCH contains two or more types of UCI, the priority of the PUSCH may be
determined according to the priorities of the two or more types of UCI.
[0085] In particular, if a PUSCH carries more than one types of UCI, in comparing priorities of multiple PUSCHs, the
comparison is performed according to UCI of highest priority in the PUSCHs; and if priorities of UCI of highest priorities
are identical, the comparison is performed according to UCI of second priority in the PUSCHs; and so on.
[0086] For example, if a PUSCH in a cell 1 carries ACK/NACK and periodic CSI and a PUSCH in a cell 2 carries
aperiodic CSI, as the ACK/NACK of a highest priority in the cell 1 is higher than the aperiodic CSI in the cell 2 in priority,
it may be judged that the priority of the PUSCH in the cell 1 is higher than that of the PUSCH in the cell 2.
[0087] In another implementation, when the user equipment needs to transmit a PUSCH signal in a serving cell and
transmit also a PUSCH signal in another serving cell within the same subframe, the priorities of the power allocation
may be determined according to the index/type of at least two cells.
[0088] In particular, one of the following conditions or a combination thereof may be adopted: the priority of the PUSCH
for a primary cell being higher than the priority of the PUSCH for a secondary cell; the priority of the PUSCH for a macro
cell being higher than the priority of the PUSCH for a small cell; and the priority of the PUSCH for a cell with a smaller
index being higher than the priority of the PUSCH for a cell with a larger index.
[0089] It should be noted that the above conditions may be used separately, or may be used after some of them are
combined, or may be used after all of them are combined; however, the present disclosure is not limited thereto.
[0090] In still another implementation, when the user equipment needs to transmit a PUSCH signal in a serving cell
and transmit also a PUSCH signal in another serving cell within the same subframe, the priorities of the power allocation
may be jointly determined according to the type of the UCI carried by the PUSCHs and the index/type of each cell.
[0091] Furthermore, if the PUSCHs do not carry UCI, the priorities of the PUSCHs carrying UCI are higher than those
of the PUSCHs carrying no UCI. The relevant art may be referred to for the PUSCHs carrying no UCI.
[0092] How to sort priorities of the PUSCHs of at least two cells is only illustrated above. However, the present disclosure
is not limited thereto, and a particular manner of determining priorities may be determined according to an actual situation.
After the above priority sorting is performed, there may exist a case where multiple PUSCHs have identical priorities.
How to allocate transmission power after the priorities of the PUSCHs are sorted in a case where the transmission power
of the user equipment is limited shall be described below.
[0093] In an implementation, the allocating power for the uplink channels of the at least two cells according to the
result of the sorting regarding the priorities may include: allocating power for one or more PUSCH(s) having a higher
priority, and in a case where there is remaining power, allocating the remaining power for one or more PUSCH(s) having
a next priority.
[0094] In particular, when it is determined that the user equipment needs to transmit a PUSCH signal in a serving cell
and transmit also a PUSCH signal in another serving cell within the same subframe, and it is possible that the transmission
power of the user equipment exceeds a maximum transmission power PCMAX, power allocation is performed on the
PUSCH signals in the subframe.
[0095] The PUSCHs in each cell are sorted according to the predetermined priorities. The power allocation is performed
preferentially on PUSCHs of higher priorities, and transmission power of signals of relatively low priorities is lowered,
so as to ensure transmission of signals of higher priorities. In the following description, remaining transmission power
refers to transmission power remained after the maximum output power of the user equipment is subtracted by allocated
transmission power.
[0096] For example, if the user equipment does not support simultaneous transmission of PUSCHs and PUCCHs in
the same carrier or different carriers, when PUCCHs are not transmitted and only PUSCHs are transmitted, the PUSCHs
of highest priorities may be calculated according to Formula (2), assuming that the PUSCHs of highest priorities are
transmitted in a k-th carrier/cell, 

[0097] If there exist multiple PUSCHs of identical priorities, 

^
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where, w(i) is a power allocation weight; w(i) s of the PUSCHs of identical priorities are identical.
[0098] If power of the PUSCH of a highest priority has not reached the maximum transmission power PCMAX of the
user equipment, power is allocated for the PUSCH of the second priority, assuming that the PUSCH of the second
priority is transmitted in a c-th carrier/cell: 

[0099] And so on. If a sum of power of other PUSCHs than the PUSCH of the lowest priority has not reached the
maximum transmission power PCMAX of the user equipment, power is allocated for the PUSCH of the lowest priority,
assuming that the PUSCH of the lowest priority is transmitted in a d-th carrier/cell: 

[0100] If there exist multiple PUSCHs of the lowest priority, 

[0101] The above-described manner is that whether the PUSCHs of the highest priority may be transmitted at full
power but not exceeds the maximum transmission power of the user equipment is judged; if it is exceeded, equal power
allocation is performed on all PUSCHs of the highest priority, and other PUSCHs of lower priorities are not transmitted;
if it is not exceeded, it is ensured that the PUSCHs of the highest priority are transmitted at the full power; if there is
power remained, whether the PUSCHs of secondarily highest priority may be transmitted at full power but not exceeds
the maximum transmission power of the user equipment is judged; if it is exceeded, equal power allocation is performed
on all PUSCHs of the secondarily highest priority, and other PUSCHs of lower priorities are not transmitted; if it is not
exceeded, it is ensured that the PUSCHs of the secondarily highest priority are transmitted at the full power; if there is
still power remained, power allocation is continued to be performed on PUSCHs of next priority; and so on.
[0102] In an implementation, the allocating power for the uplink channels of the at least two cells according to the
result of the sorting regarding the priorities may include: weighting transmission power of the PUSCHs according to the
result of the sorting regarding the priorities, and allocating power for each of the PUSCHs according to the weights.
[0103] In particular, power allocation is performed on the PUSCHs of various priorities, and it is ensured that the
PUSCHs of higher priorities have relatively high power, and the PUSCHs of lower priorities have relatively low power.
[0104] With the above method, when it is needed to simultaneously transmit PUSCHs in different serving cells within
the same subframe, power allocation is performed on multiple PUSCHs. Hence, the transmission power of the user
equipment is lowered, and a problem that a sum of transmission power is greater than a configured maximum output
power that may be resulted from simultaneously transmitting uplink channels containing UCI in different serving cells
within the same frame is solved.

Embodiment 3

[0105] An embodiment of the present disclosure provides a power control method for an uplink channel, applicable
to a user equipment side keeping in connection with at least two cells. This embodiment shall be described taking
PUCCHs and PUSCHs of the at least two cells as an example, with contents identical to those in Embodiment 1 or 2
being not going to be described herein any further.
[0106] The two cells carrying PUSCHs and the PUCCHs may be cells with identical types/indices of different base
stations. For example, it may be that a primary cell of a macro base station carries the PUCCHs and a primary cell of a
small base station carries the PUSCHs, respectively, or it may be that a primary cell of a macro base station carries the
PUSCHs and a primary cell of a small base station carries the PUCCHs, respectively; or they may be cells with different
types/indices of different base stations, for example, it may be that a primary cell of a macro base station carries the
PUCCHs and a secondary cell of a small base station carries the PUSCHs, respectively, or it may be that a secondary
cell of a macro base station carries the PUSCHs and a primary cell of a small base station carries the PUCCHs,
respectively, or they may be cells with different types/indices of the same eNB. However, the present disclosure is not
limited thereto.

^

^
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[0107] In this embodiment, it is assumed that the user equipment may support that PUSCHs and PUCCHs are trans-
mitted simultaneously in the same carrier or in different carriers, and it is not differentiated whether they in the same
carrier or in different carriers. That is, it is not the case where the PUSCHs and PUCCHs being transmitted simultaneously
in the same carrier is only supported and the PUSCHs and PUCCHs being transmitted in different carriers is not supported,
or it is not the case where the PUSCHs and PUCCHs being transmitted in different carriers is only supported and the
PUSCHs and PUCCHs being transmitted simultaneously in the same carrier is not supported. In such configuration, if
the PUCCHs and PUSCHs are transmitted simultaneously, there will exist the following combinations (taking two cells
as an example):

(1) there exist PUCCHs but there exists no PUSCH for the cell 1, and there exist PUCCHs but there exists no
PUSCH for the cell 2, which has been described in Embodiment 1;
(2) there exist PUCCHs but there exists no PUSCH for the cell 1, and there exist PUCCHs and PUSCHs for the cell
2; the comparison between the PUCCHs carried by the cell 1 and cell 2 has been described in Embodiment 1; a
relationship between the PUCCHs in the cell 1 and PUSCHs in the cell 2 shall be only described herein, which, for
example, is divided into the following cases: the PUCCHs of the cell 1 carry ACK/NACK, and the PUSCHs of the
cell 2 carry periodic/aperiodic CSI; the PUCCHs of the cell 1 carry SRs, and the PUSCHs of the cell 2 carry periodic/
aperiodic CSI; the PUCCHs of the cell 1 carry periodic CSI, and the PUSCHs of the cell 2 carry periodic/aperiodic
CSI; and
(3) there exist PUCCHs and PUSCHs for the cell 1, and there exist PUCCHs and PUSCHs for the cell 2; the
comparison between the PUCCHs carried by the cell 1 and cell 2 has been described in Embodiment 1, and the
comparison between the PUSCHs carried by the cell 1 and cell 2 has been described in Embodiment 2.

[0108] The relationship between the PUCCHs in the cell 1 and the PUSCHs in the cell 2 is identical to the relationship
between the PUCCHs in the cell 1 and the PUSCHs in the cell 2 in above (2) where there exist PUCCHs but there exists
no PUSCH for the cell 1, and there exist PUCCHs and PUSCHs for the cell 2. Following description is given to these
two cases.
[0109] In this embodiment, the uplink channels of the at least two cells include: a PUCCH for a cell and a PUSCH for
another cell. And the sorting priorities of uplink channels of the at least two cells may include: determining priorities of
the uplink channels according to one or more combination(s) of: a type of the UCI contained in the uplink channels, a
type or indexes of the at least two cells, the types of the uplink channels.
[0110] In an implementation, when the user equipment needs to transmit a PUCCH signal in a serving cell and transmit
a PUSCH signal in another serving cell within the same subframe, the priorities of the power allocation may be determined
according to the type of the UCI carried by the PUCCHs or PUSCHs.
[0111] In particular, one of the following conditions or a combination thereof may be used in the priority sorting: the
priority of the uplink channels containing ACK/NACK being higher than the priority of the uplink channels containing
periodic CSI; the priority of the uplink channels containing an SR being higher than the priority of the uplink channels
containing periodic CSI; the priority of the uplink channels containing ACK/NACK being higher than the priority of the
uplink channels containing an SR; the priority of the uplink channels containing an SR being higher than the priority of
the uplink channels containing aperiodic CSI; and the priority of the uplink channels containing aperiodic CSI being
higher than the priority of the uplink channels containing periodic CSI.
[0112] Furthermore, the method may include: sorting priorities of the uplink channels containing different types of
periodic CSI; Embodiment 1 may be referred to for how to sort; or sorting priorities of the uplink channels containing
different types of aperiodic CSI; Embodiment 2 may be referred to for how to sort.
[0113] Furthermore, when the priorities of the uplink channels containing periodic CSI are identical, the priorities may
be further determined according to ID numbers of CSI processes. Or, when the priorities of the uplink channels containing
aperiodic CSI are identical, the priorities may be further determined according to ID numbers of CSI processes.
[0114] In this implementation, when the uplink channels contain two or more types of UCI, the priority of the uplink
channels may be determined according to the priorities of the two or more types of UCI.
[0115] In particular, if a PUCCH carries more than one types of UCI, in comparing priorities of the PUCCHs/PUSCHs,
the comparison may be performed according to UCI of highest priority in the PUCCHs; and if priorities of UCI of highest
priorities are identical, the comparison is performed according to UCI of second priority in the PUCCHs; and so on.
[0116] For example, if a PUCCH in a cell 1 carries ACK/NACK and periodic CSI and a PUSCH in a cell 2 carries
aperiodic CSI, as the ACK/NACK of a highest priority in the cell 1 is higher than the aperiodic CSI of a highest priority
in the cell 2 in priority, it may be judged that the priority of the PUCCH in the cell 1 is higher than that of the PUSCH in
the cell 2.
[0117] In another implementation, when the user equipment needs to transmit a PUCCH signal in a serving cell and
transmit a PUSCH signal in another serving cell within the same subframe, the priorities of the power allocation may be
determined according to the index/type of the at least two cells.
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[0118] In particular, one of the following conditions or a combination thereof may be adopted in the priority sorting:
the priority of the uplink channels for a primary cell being higher than the priority of the uplink channels for a secondary
cell; the priority of the uplink channels for a macro cell being higher than the priority of the uplink channels for a small
cell; and the priority of the uplink channels for a cell with a smaller index being higher than the priority of the uplink
channels for a cell with a larger index.
[0119] In a further implementation, when the user equipment needs to transmit a PUCCH signal in a serving cell and
transmit a PUSCH signal in another serving cell within the same subframe, the priorities of the power allocation may be
determined according to the type of the uplink channels.
[0120] In particular, the priority of the PUCCHs is higher than that of the PUSCHs.
[0121] In still another implementation, when the user equipment needs to transmit a PUCCH signal in a serving cell
and transmit a PUSCH signal in another serving cell within the same subframe, the priorities of the power allocation
may be jointly determined according to the type of the UCI carried by the PUCCHs or the PUSCHs and the types/indices
of the at least two cells.
[0122] In still another implementation, when the user equipment needs to transmit a PUCCH signal in a serving cell
and transmit a PUSCH signal in another serving cell within the same subframe, the priorities of the power allocation
may be jointly determined according to the type of the UCI carried by the PUCCHs or the PUSCCHs and the types of
the uplink channels.
[0123] In still another implementation, when the user equipment needs to transmit a PUCCH signal in a serving cell
and transmit a PUSCH signal in another serving cell within the same subframe, the priorities of the power allocation
may be jointly determined according to the types of the uplink channels and the types/indices of the at least two cells.
[0124] In still another implementation, when the user equipment needs to transmit a PUCCH signal in a serving cell
and transmit a PUSCH signal in another serving cell within the same subframe, the priorities of the power allocation
may be jointly determined according to the type of the UCI carried by the PUCCHs or the PUSCCHs, the types of the
uplink channels and the types/indices of the at least two cells.
[0125] How to sort priorities of the PUCCHs/PUSCHs of at least two cells is only illustrated above. However, the
present disclosure is not limited thereto, and a particular manner of determining priorities may be determined according
to an actual situation. After the above priority sorting is performed, there may exist a case where multiple
PUCCHs/PUSCHs have identical priorities. How to allocate transmission power after the priorities of the
PUCCHs/PUSCHs are sorted in a case where the transmission power of the user equipment is limited shall be described
below.
[0126] In an implementation, the allocating power for the uplink channels of the at least two cells according to the
result of the sorting regarding the priorities may include: allocating power for one or more uplink channel(s) having a
higher priority, and in a case where there is remaining power, allocating the remaining power for one or more uplink
channel(s) having a next priority.
[0127] In particular, when it is determined that the user equipment needs to transmit PUCCHs in a serving cell and
transmit PUSCHs in one or more other serving cell(s) within the same subframe, and it is possible that the transmission
power of the user equipment exceeds a maximum transmission power PCMAX, power allocation is performed on the
PUCCH signals and the PUSCH signals in the subframe.
[0128] The PUSCHs/PUCCHs in each cell are sorted according to the predetermined priorities. The power allocation
is performed preferentially on uplink channels of higher priorities, and transmission power of signals of relatively low
priorities is lowered, so as to ensure transmission of signals of higher priorities. In the following description, remaining
transmission power refers to transmission power remained after the maximum output power of the user equipment is
subtracted by allocated transmission power.
[0129] That is, a PUCCH of a highest priority may be calculated according to Formula (3), or a PUSCH of a highest
priority may be calculated according to Formula (1). If there exist multiple PUSCHs/PUCCHs, those of identical priorities
are allocated with weights at identical power. For those of secondary priorities, if transmission power remained after the
uplink channels of higher priorities are allocated with power is still greater than 0, the remaining transmission power is
allocated to the uplink channels of secondary priorities.
[0130] For example, whether the uplink channels of the highest priority may be transmitted at full power but not exceeds
the maximum transmission power of the user equipment is judged first; if it is exceeded, equal power allocation is
performed on all uplink channels of the highest priority, and other uplink channels of lower priorities are not transmitted;
if it is not exceeded, it is ensured that the uplink channels of the highest priority are transmitted at the full power; if there
is power remained, whether the uplink channels of secondarily highest priority may be transmitted at full power but not
exceeds the maximum transmission power of the user equipment is judged; if it is exceeded, equal power allocation is
performed on all uplink channels of the secondarily highest priority, and other uplink channels of lower priorities are not
transmitted; if it is not exceeded, it is ensured that the uplink channels of the secondarily highest priority are transmitted
at the full power; if there is still power remained, power allocation is continued to be performed on uplink channels of
next priority; and so on.

^
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[0131] In another implementation, the allocating power for the uplink channels of the at least two cells according to
the result of the sorting regarding the priorities may include: weighting transmission power of the uplink channels according
to the result of the sorting regarding the priorities, and allocating power for each of the uplink channels according to the
weights.
[0132] In particular, power allocation is performed on the uplink channels of various priorities, and it is ensured that
the uplink channels of higher priorities have relatively high power, and the uplink channels of lower priorities have
relatively low power.
[0133] With the above method, when it is needed to simultaneously transmit PUSCHs and PUCCHs in different serving
cells within the same subframe, power allocation is performed on multiple PUSCHs/PUCCHs. Hence, the transmission
power of the user equipment is lowered, and a problem that a sum of transmission power is greater than a configured
maximum output power that may be resulted from simultaneously transmitting PUSCHs and PUCCHs in different serving
cells within the same frame is solved.

Embodiment 4

[0134] Based on embodiments 1, 2 and 3, the embodiment of the present disclosure shall further describe the power
control method for an uplink channel. In this embodiment, embodiments 1, 2 and 3 are used in a combined manner.
And implementations of two of these embodiments may be carried out, or all the three embodiments are carried out.
[0135] For example, embodiments 1 and 3 may be combined. If a PUCCH1 and a PUSCH containing UCI (PUSCH1
with UCI) are transmitted in the cell 1 and a PUCCH2 is transmitted in the cell 2, comparison of the PUCCH1 with the
PUCCH2 and comparison of the PUCCH2 with the PUSCH1 are respectively concerned. Assuming that the PUCCH1
carries ACK/NACK, the PUSCH1 carries aperiodic CSI and the PUCCH2 carries periodic CSI, the PUCCH1 may be
preferentially allocated with power according to a manner in embodiments 1 and 3; if there exists remaining power, it
may be allocated to the PUSCH1; and if there still exists remaining power, it may be allocated to the PUCCH2.
[0136] For another example, embodiments 1, 2 and 3 may be combined. If a PUCCH1 and a PUSCH1 with UCI are
transmitted in the cell 1 and a PUCCH2 and a PUSCH2 with UCI are transmitted in the cell 2, comparison of the PUCCH1
with the PUCCH2, comparison of the PUCCH1 with the PUSCH2, comparison of the PUCCH2 with the PUSCH1 and
comparison of the PUSCH1 with the PUSCH2 are respectively concerned. Assuming that the PUCCH1 carries
ACK/NACK, the PUSCH1 carries aperiodic CSI, the PUCCH2 carries ACK/NACK and the PUSCH2 carries periodic
CSI, according to a manner in embodiments 1, 2 and 3, the PUCCH1 and the PUCCH2 may have the same highest
priority (if the sorting is performed according to the type of the UCI only, but not according to the types of the cells), the
priority of the PUSCH1 is second, and the priority of the PUSCH2 is third, and the PUCCH1 and the PUCCH2 may be
preferentially allocated with power (which is not lowered); if there exists remaining power, it may be allocated to the
PUSCH1; and if there still exists remaining power, it may be allocated to the PUSCH2.
[0137] For a further example, assuming that the schemes in embodiments 1 and 2 are effective and the scheme in
Embodiment 3 is not taken into account, that is, when the PUSCH is compared with the PUCCH, according only the
relevant art, the priorities of the PUCCHs are higher than the priorities of the PUSCHs carrying UCI, and the priorities
of the PUSCHs carrying UCI are higher than the priorities of the PUSCHs carrying no UCI, if the PUCCH1 (containing
ACK/NACK) and the PUSCH1 with UCI (containing aperiodic CSI) are transmitted in the cell 1 and the PUCCH2 (con-
taining periodic CSI) is transmitted in the cell 2, the priority of the PUCCH1 is highest, the priority of the PUCCH2 is the
second, and the priority of the PUSCH1 is the lowest.
[0138] Furthermore, if the user equipment may simultaneously transmit PUCCHs and PUSCHs in different carriers,
but may not simultaneously transmit PUCCHs and PUSCHs in the same carrier, priorities of the PUCCHs and PUSCHs
in different carriers may be sorted according to the type of the UCI, or according to the cell/carrier serial numbers, or
according to the types of the uplink channels. The sorting of different types of the uplink channels may be:

• uplink channels containing ACK/NACK > uplink channels containing SRs > uplink channels containing CSI
• uplink channels containing aperiodic CSI > uplink channels containing periodic CSI
• uplink channels containing different types of reports of periodic CSI may be sorted, and may not be sorted.

[0139] A particular method of power allocation is identical those in embodiments 1-3, and shall not be described any
further.
[0140] With the above method, when it is needed to simultaneously transmit PUSCHs/PUCCHs in different serving
cells within the same subframe, power allocation is performed on multiple PUSCHs/PUCCHs. Hence, the transmission
power of the user equipment is lowered, and a problem that a sum of transmission power is greater than a configured
maximum output power that may be resulted from simultaneously transmitting uplink channels containing UCI in different
serving cells within the same frame is solved.
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Embodiment 5

[0141] An embodiment of the present disclosure provides a user equipment, keeping in connection with at least two
cells. This embodiment corresponds to the power control method for an uplink channel described in embodiments 1-4,
with contents identical to those in embodiments 1-4 being not going to be described any further.
[0142] Fig. 9 is a schematic diagram of a structure of the user equipment of the embodiment of the present disclosure.
As shown in Fig. 9, the user equipment 900 includes a priority determining unit 901 and a power control unit 902. Other
components of the user equipment 900 are not shown in the figure, and the relevant art may be referred to for them.
[0143] The priority determining unit 901 is configured to sort priorities of uplink channels of the at least two cells, when
uplink channel signals containing UCI are transmitted in the same subframe for the at least two cells, and the power
control unit 902 is configured to allocate power for uplink channels of the at least two cells, or perform selection on the
uplink channels, according to a result of the sorting regarding the priorities.
[0144] In particular implementation, the user equipment 900 may be configured to generate ACK/NACK feedback
according to a received downlink signal, or generate corresponding uplink control information according to a period and
offset configured for periodic CSI, or according to received aperiodic CSI triggering indication, or according to a request
for needed resources of uplink traffics.
[0145] The user equipment 900 may be configured to transmit the uplink channel signals according to a result of power
allocation for uplink channels, or a result of selection of uplink channels. The relevant art may be referred to for details
of the generation of the UCI and the transmission of the uplink channels.
[0146] In an implementation, the uplink channels of the at least two cells include: a PUCCH for a cell and a PUCCH
for another cell; and the priority determining unit 901 is configured to determine priorities of the PUCCHs according to
the type of the UCI contained in the PUCCHs and/or the type or indexes of the at least two cells.
[0147] The power control unit 902 may be configured to allocate power for one or more PUCCH(s) having a higher
priority, and in a case where there is remaining power, allocate the remaining power for one or more PUCCH(s) having
a next priority; or weight transmission power of the PUCCHs according to the result of the sorting regarding the priorities,
and allocate power for each of the PUCCHs according to the weights; or allocate power for a PUCCH having a highest
priority, and discard rest of the PUCCHs.
[0148] In another implementation, the uplink channels of the at least two cells include: a PUCCH for a cell and a
PDSCH for another cell; and the priority determining unit 901 may be configured to determine priorities of the uplink
channels according to one piece of the following information or a combination thereof: the type of the UCI contained in
the uplink channels, the type or indexes of the at least two cells, and the types of the uplink channels.
[0149] The power control unit 902 may be configured to allocate power for one or more uplink channel(s) having a
higher priority, and in a case where there is remaining power, allocate the remaining power for one or more uplink
channel(s) having a next priority; or weight transmission power of the uplink channels according to the result of the
sorting regarding the priorities, and allocate power for each of the uplink channels according to the weights.
[0150] In a further implementation, the uplink channels of the at least two cells include: a PDSCH for a cell and a
PDSCH for another cell; and the priority determining unit 901 may be configured to determine priorities of the PDSCHs
according to the type of the UCI contained in the PDSCHs, and/or the type or indexes of the at least two cells.
[0151] The power control unit 902 may be configured to allocate power for one or more PDSCH(s) having a higher
priority, and in a case where there is remaining power, allocate the remaining power for one or more PDSCH(s) having
a next priority, or weight transmission power of the PDSCH(s) according to the result of the sorting regarding the priorities,
and allocate power for each of the PDSCHs according to the weights.
[0152] An embodiment of the present disclosure provides a communication system. Fig. 10 is a schematic diagram
of a structure of the communication system of the embodiment of the present disclosure. As shown in Fig. 10, the
communication system 1000 includes a first base station, a second base station and a user equipment 1001. The first
base station or the second base station may be a macro base station, and may also be a small base station, etc. And
the present disclosure is not limited thereto.
[0153] The user equipment 1001 is configured to keep in connection with at least two cells formed by the first base
station and the second base station, and sort priorities of uplink channels of the at least two cells, when uplink channel
signals containing UCI are transmitted in the same subframe for the at least two cells; and allocate power for the uplink
channels of the at least two cells, or perform selection on the uplink channels, according to a result of the sorting regarding
the priorities.
[0154] An embodiment of the present disclosure provides a computer-readable program, wherein when the program
is executed in a user equipment, the program enables a computer to carry out the power control method for an uplink
channel as described in embodiments 1-4 in the user equipment.
[0155] An embodiment of the present disclosure provides a storage medium in which a computer-readable program
is stored, wherein the computer-readable program enables a computer to carry out the power control method for an
uplink channel as described in embodiments 1-4 in a user equipment.
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[0156] The above apparatuses and methods of the present disclosure may be implemented by hardware, or by hard-
ware in combination with software. The present disclosure relates to such a computer-readable program that when the
program is executed by a logic device, the logic device is enabled to carry out the apparatus or components as described
above, or to carry out the methods or steps as described above. The present disclosure also relates to a storage medium
for storing the above program, such as a hard disk, a floppy disk, a CD, a DVD, and a flash memory, etc.
[0157] One or more functional blocks and/or one or more combinations of the functional blocks in Figures may be
realized as a universal processor, a digital signal processor (DSP), an application-specific integrated circuit (ASIC), a
field programmable gate array (FPGA) or other programmable logic devices, discrete gate or transistor logic devices,
discrete hardware component or any appropriate combinations thereof. And they may also be realized as a combination
of computing equipment, such as a combination of a DSP and a microprocessor, multiple processors, one or more
microprocessors in communication combination with a DSP, or any other such configuration.
[0158] The present disclosure is described above with reference to particular embodiments. However, it should be
understood by those skilled in the art that such a description is illustrative only, and not intended to limit the protection
scope of the present disclosure. Various variants and modifications may be made by those skilled in the art according
to the principles of the present disclosure, and such variants and modifications fall within the scope of the present
disclosure.

Claims

1. A power control method for an uplink channel, applicable to a user equipment keeping in connection with at least
two cells, the method comprising:

sorting, by the user equipment, priorities of uplink channels of the at least two cells when the user equipment
transmits uplink channel signals containing uplink control information (UCI) for the at least two cells in the same
subframe; and
allocating power for the uplink channels of the at least two cells, or performing selection on the uplink channels,
according to a result of the sorting regarding the priorities.

2. The method according to claim 1, wherein the uplink channels of the at least two cells comprise: a physical uplink
control channel (PUCCH) for a cell and a PUCCH for another cell;
and the sorting priorities of uplink channels of the at least two cells comprises:

determining priorities of the PUCCHs according to a type of the UCI contained in the PUCCHs and/or a type
or indexes of the at least two cells.

3. The method according to claim 2, wherein one of the following conditions or a combination thereof is adopted in
determining the priorities of the PUCCHs according to the type of the UCI contained in the PUCCHs:

the priority of the PUCCH containing ACK/NACK being higher than the priority of the PUCCH containing periodic
channel state information (CSI); the priority of the PUCCH containing a schedule request (SR) being higher
than the priority of the PUCCH containing periodic CSI; and the priority of the PUCCH containing ACK/NACK
being higher than the priority of the PUCCH containing an SR.

4. The method according to claim 3, wherein the method further comprises:

sorting priorities of the PUCCHs containing different types of periodic CSI.

5. The method according to claim 4, wherein the method further comprises:

further determining the priorities according to ID numbers of CSI processes, when the priorities of the PUCCHs
containing periodic CSI are identical.

6. The method according to claim 2, wherein when the PUCCHs contain two or more types of UCI, the method further
comprises:

determining the priorities of the PUCCHs according to priorities of the two or more types of UCI.
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7. The method according to claim 2, wherein one of the following conditions or a combination thereof is adopted in
determining the priorities of the PUCCHs according to the type or the indexes of the at least two cells:

the priority of the PUCCH for a primary cell being higher than the priority of the PUCCH for a secondary cell;
the priority of the PUCCH for a macro cell being higher than the priority of the PUCCH for a small cell; and the
priority of the PUCCH for a cell with a smaller index being higher than the priority of the PUCCH for a cell with
a larger index.

8. The method according to claim 2, wherein the allocating power for the uplink channels of the at least two cells
according to a result of the sorting regarding the priority comprises:

allocating power for one or more PUCCH(s) having a higher priority, and in a case where there is remaining
power, allocating the remaining power for one or more PUCCH(s) having a next priority; or
weighting transmission power of the PUCCHs according to the result of the sorting regarding the priority, and
allocating power for each of the PUCCHs according to weights.

9. The method according to claim 2, wherein the performing selection on the uplink channels of the at least two cells
according to the result of the sorting regarding the priority comprises:

allocating power for a PUCCH having a highest priority, and discarding the rest of the PUCCHs.

10. The method according to claim 1, wherein the uplink channels of the at least two cells comprise: a PUCCH for a
cell and a physical uplink shared channel (PUSCH) for another cell;
and the sorting priorities of uplink channels of the at least two cells comprises:

determining the priorities of the uplink channels according to one piece of the following information or a com-
bination thereof: a type of the UCI contained in the uplink channels, a type or indexes of the at least two cells,
and the types of the uplink channels.

11. The method according to claim 10, wherein one of the following conditions or a combination thereof is adopted in
determining the priorities of the uplink channels according to the type of the UCI contained in the uplink channels:

the priority of the uplink channel containing ACK/NACK being higher than the priority of the uplink channel
containing periodic CSI; the priority of the uplink channel containing SR being higher than the priority of the
uplink channel containing periodic CSI; the priority of the uplink channel containing ACK/NACK being higher
than the priority of the uplink channel containing SR; the priority of the uplink channel containing SR being
higher than the priority of the uplink channel containing aperiodic CSI; and the priority of the uplink channel
containing aperiodic CSI being higher than the priority of the uplink channel containing periodic CSI.

12. The method according to claim 11, wherein the method further comprises:

sorting the priorities of the uplink channels containing different types of periodic CSI, or sorting the priorities of
the uplink channels containing different types of aperiodic CSI.

13. The method according to claim 12, wherein the method further comprises:

further determining the priorities according to ID numbers of CSI processes, when the priorities of the uplink
channels containing periodic CSI or aperiodic CSI are identical.

14. The method according to claim 10, wherein when the uplink channels contain two or more types of UCI, the method
further comprises:

determining the priorities of the uplink channels according to priorities of the two or more types of UCI.

15. The method according to claim 10, wherein one of the following conditions or a combination thereof is adopted in
determining the priorities of the uplink channels according to the type or the indexes of the at least two cells:

the priority of the uplink channel for a primary cell being higher than the priority of the uplink channel for a
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secondary cell; the priority of the uplink channel for a macro cell being higher than the priority of the uplink
channel for a small cell; and the priority of the uplink channel for a cell with a smaller index being higher than
the priority of the uplink channel for a cell with a larger index.

16. The method according to claim 10, wherein the determining the priorities of the uplink channels according to the
types of the uplink channels comprises: the priority of the PUCCH being higher than the priority of the PUSCH.

17. The method according to claim 10, wherein the allocating power for the uplink channels of the at least two cells
according to a result of the sorting regarding the priorities comprises:

allocating power for one or more uplink channel(s) having a higher priority, and in a case where there is remaining
power, allocating the remaining power for one or more uplink channel(s) having a next priority; or
weighting transmission power of the uplink channels according to the result of the sorting regarding the priorities,
and allocating power for each of the uplink channels according to weights.

18. The method according to claim 1, wherein the uplink channels of the at least two cells comprise: a PUSCH for a
cell and a PUSCH for another cell;
and the sorting priorities of uplink channels of the at least two cells comprises:

determining priorities of the PUSCHs according to a type of the UCI contained in the PUSCHs and/or a type or
indexes of the at least two cells.

19. The method according to claim 18, wherein one of the following conditions or a combination thereof is adopted in
determining the priorities of the PUSCHs according to the type of the UCI contained in the PUSCHs:

the priority of the PUSCH containing ACK/NACK being higher than the priority of the PUSCH containing periodic
CSI; the priority of the PUSCH containing ACK/NACK being higher than the priority of the PUSCH containing
aperiodic CSI; and the priority of the PUSCH containing aperiodic CSI being higher than the priority of the
PUSCH containing periodic CSI.

20. The method according to claim 19, wherein the method further comprises:

sorting the priorities of the PUSCHs containing different types of periodic CSI, or sorting the priorities of the
PUSCHs containing different types of aperiodic CSI.

21. The method according to claim 20, wherein the method further comprises:

further determining the priorities according to ID numbers of CSI processes, when the priorities of the PUSCHs
containing periodic CSI or aperiodic CSI are identical.

22. The method according to claim 18, wherein when the PUSCHs contain two or more types of UCI, the method further
comprises:

determining the priorities of the PUSCHs according to priorities of the two or more types of UCI.

23. The method according to claim 18, wherein one of the following conditions or a combination thereof is adopted in
determining the priorities of the PUSCHs according to the types or the indexes of the at least two cells:

the priority of the PUSCH for a primary cell being higher than the priority of the PUSCH for a secondary cell;
the priority of the PUSCH for a macro cell being higher than the priority of the PUSCH for a small cell; and the
priority of the PUSCH for a cell with a smaller index being higher than the priority of the PUSCH for a cell with
a larger index.

24. The method according to claim 18, wherein the allocating power for the uplink channels of the at least two cells
according to a result of the sorting regarding the priorities comprises:

allocating power for one or more PUSCH(s) having a higher priority, and in a case where there is remaining
power, allocating the remaining power for one or more PUSCH(s) having a next priority; or
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weighting transmission power of the PUSCHs according to the result of the sorting regarding the priorities, and
allocating power for each of the PUSCHs according to weights.

25. A user equipment, keeping in connection with at least two cells, the user equipment comprising:

a priority determining unit configured to sort priorities of uplink channels of the at least two cells, when uplink
channel signals containing UCI are transmitted in the same subframe for the at least two cells; and
a power control unit configured to allocate power for the uplink channels of the at least two cells, or perform
selection on the uplink channels, according to a result of the sorting regarding the priorities.

26. The user equipment according to claim 25, wherein the uplink channels of the at least two cells comprise: a PUCCH
for a cell and a PUCCH for another cell;
and the priority determining unit is further configured to determine priorities of the PUCCHs according to a type of
the UCI contained in the PUCCHs and/or a type or indexes of the at least two cells.

27. The user equipment according to claim 26, wherein the power control unit is further configured to allocate power
for one or more physical uplink channel(s) having a higher priority, and in a case where there is remaining power,
allocate the remaining power for one or more physical uplink channel(s) having a next priority; or
weight transmission power of the PUCCHs according to the result of the sorting regarding the priorities, and allocate
power for each of the PUCCHs according to weights; or
allocate power for one PUCCH having a higher priority, and discard the rest of the PUCCHs.

28. The user equipment according to claim 25, wherein the uplink channels of the at least two cells comprise: a PUCCH
for a cell and a PUSCH for another cell;
and the priority determining unit is further configured to determine priorities of the uplink channels according to one
piece of the following information or a combination thereof: a type of the UCI contained in the uplink channels, a
type or indexes of the at least two cells, and the types of the uplink channels.

29. The user equipment according to claim 28, wherein the power control unit is further configured to allocate power
for one or more uplink channel(s) having a higher priority, and in a case where there is remaining power, allocate
the remaining power for one or more uplink channel(s) having a next priority; or
weight transmission power of the uplink channels according to the result of the sorting regarding the priorities, and
allocate power for each of the uplink channels according to weights.

30. The user equipment according to claim 25, wherein the uplink channels of the at least two cells comprise: a PUSCH
for a cell and a PUSCH for another cell;
and the priority determining unit is further configured to determine priorities of the PUSCHs according to a type of
the UCI contained in the PUSCHs, and/or a type or indexes of the at least two cells.

31. The user equipment according to claim 30, wherein the power control unit is further configured to allocate power
for one or more PUSCH(s) having a higher priority, and in a case where there is remaining power, allocate the
remaining power for one or more PUSCH(s) having a next priority; or
weight transmission power of the PUSCHs according to the result of the sorting regarding the priorities, and allocate
power for each of the PUSCHs according to weights.

32. A communication system, comprising:

a user equipment, keeping in connection with at least two cells, and configured to sort priorities of uplink channels
of the at least two cells, when uplink channel signals containing UCI are transmitted in the same subframe for
the at least two cells; and allocate power for the uplink channels of the at least two cells, or perform selection
on the uplink channels, according to a result of the sorting regarding the priorities.

33. A computer-readable program, wherein when the program is executed in user equipment, the program enables a
computer to carry out the power control method for an uplink channel as claimed in any one of claims 1-24 in the
user equipment.

34. A storage medium in which a computer-readable program is stored, wherein the computer-readable program enables
a computer to carry out the power control method for an uplink channel as claimed in any one of claims 1-24 in user



EP 3 035 749 A1

22

5

10

15

20

25

30

35

40

45

50

55

equipment.
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