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(54) A drift compensated ion sensor

(57) An ion sensor (300) for sensing an ion concen-
tration in a bulk solution comprises a reference electrode
(310) embedded in an reference electrolyte solution
(340), and a first ion selective electrode (320). The ion
sensor (300) moreover comprises a second electrode
(330) sensitive to the reference ions or to an ion different
from the ion to be measured, whereby the second elec-
trode (330) is in direct contact with the bulk solution when

the ion sensor is immersed therein. The potential differ-
ence (V1) between the first electrode and the reference
electrode is a measure for the ion concentration in the
bulk solution and is corrected with the potential difference
(V2) between the second electrode and the reference
electrode to compensate for the drift of the reference
electrode (310).
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Description

Field of the invention

[0001] The invention relates to the field of electrochemical sensors. More specifically it relates to systems and methods
for compensating the drift of a reference electrode in a miniaturized ion sensor.

Background of the invention

[0002] Potentiometric sensors are used for detecting chemical or biochemical compounds in a solution. Such poten-
tiometric sensors are electrochemical sensors that generate voltages that scale with the concentration of an ion to be
determined. A pH sensor is an example of such a potentiometric sensor. A potentiometric sensor usually comprises an
ion-selective electrode and a reference electrode. The reference electrode has a potential which can be used as a
reference potential for the ion-selective electrode. The potential difference between the ion-selective electrode and the
reference electrode is a measure for the concentration of the compound for which the ion-selective electrode is sensitive.
An important requirement is that the potential of the reference electrode is stable and constant.
[0003] In operation, the reference electrode is immersed, together with the ion-selective electrode, in the solution
under test. For proper operation, the interfacial potential of the reference electrode should be independent of the solution
composition.
[0004] A commonly used type of reference electrode is a silver chloride electrode (Ag/AgCl). This electrode has a
fixed potential when in contact with a reservoir with a fixed chloride concentration (e.g. 3 Molar KCl). An example thereof
is shown in FIG. 1. FIG. 1 shows a prior art reference electrode comprising an Ag/AgCl wire 110, immersed in a reservoir
120 containing a predetermined chloride concentration, for instance 3 Molar KCl (the reference electrolyte solution). An
electrolyte bridge or a porous ceramic plug separates the reference electrolyte solution from the solution which needs
to be measured. In the exemplary reference electrode of FIG. 1 the electrolyte bridge is a porous frit (salt bridge) 130
separating the inner reservoir and the bulk solution. Ions can still pass through this junction; therefore an ionic contact
forms. The potential of the Ag/AgCl electrode depends on the chloride concentration in the reference electrolyte solution.
The electrolyte bridge or the porous ceramic plug prevents that chloride ions instantaneously migrate between the liquid
of the reference electrode and the solution. If the reference electrode is immersed in a solution with different chloride
concentration, chloride ions will leach out which leads to change in chloride concentration in the reservoir and therefore
to drift of the reference electrode. Depending on the volume of the reference electrolyte solution these migrations will
cause the chloride concentration in the reference electrolyte solution to change, thereby changing the reference voltage.
As the reservoir is rather large in the example of FIG. 1, drift is limited. One way of stabilizing the reference voltage is
to increase the volume of the reference electrolyte solution. This is, however, not possible in microfabricated reference
electrodes since the size is limited in these electrodes.
[0005] Microfabricated reference electrodes typically comprise a planar electrode, made by photolithography or screen-
printing techniques covered by a hydrogel such as agarose or polyhydroxyethylmethacrylate (pHEMA). An example
developed by Simonis et. al. "Miniaturised reference electrodes for field-effect sensors compatible to silicon chip tech-
nology", Electrochimica Acta 51, volume 51, issue 5, 10 November 2005, pages 930-937, is shown in FIG. 2. FIG. 2
shows a printed circuit board 216 comprising a stack of a silicon layer 222, covered with a SiO2 layer 220, covered with
an Ag/AgCl layer 218. The Ag/AgCl layer is covered by an hydrogel 214 which comprises KCl, for instance agarose
(agar) + KCl or polyhydroxymethylmethacrylate (pHEMA) + KCl. The hydrogel layer 214 is sealed with a PVC layer 210
and the PVC layer is covered with a nafion or cellulose nitrate layer 212.
[0006] The covered hydrogel layer 214, 210 is sealed at its sidewalls by means of a sealing (e.g. an O-ring) 208. The
sealing 208 is sealed against the Ag/AgCl layer. Outside the sealing 208 an epoxy resin 204 is applied, thus screening
the outside part of the Ag/AgCl electrode (the part not covered by the sealing 208 and the hydrogel 214) from the
environment. Silicone 206 is applied partly covering the epoxy resin 204, the sealing 208, and the nafion or cellulose
nitrate 212. An electrical contact 202 is in contact with the Ag/AgCl electrode 218 and allows to measure the potential
of the electrode 218.
[0007] Increasing the stability of miniaturized reference electrodes is preferably done without increasing the volume
of the reference electrolyte solution. Many studies on miniaturized reference electrodes have focused on the composition
of the reference electrolyte solution (e.g. a hydrogel), and covering it with membranes to slow down the out diffusion of
chloride ions. Besides these efforts there is still room for improving the stability of miniaturized reference electrodes.

Summary of the invention

[0008] It is an object of embodiments of the present invention to provide a sensitive, accurate and stable ion sensor.
[0009] The above objective is accomplished by a method and device according to the present invention.
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[0010] In a first aspect, the present invention provides an ion sensor for sensing an ion concentration in a bulk solution,
which comprises a reference electrode embedded in an reference electrolyte solution comprising reference ions, the
electrolyte solution inducing a voltage on the reference electrode which is dependent on the concentration of reference
ions in the reference electrolyte solution; a first electrode which is ion selective for the ion to be measured and a second
electrode which is ion-selective to the reference ions or to an ion different from the ion to be measured, the first electrode
and the second electrode being adapted for being in direct contact with the bulk solution when the ion sensor is immersed
in the bulk solution. The ion sensor furthermore comprises a controller for determining a first potential difference between
the first electrode and the reference electrode as a measure for the ion concentration in the bulk solution, and for
correcting this first potential difference between the first electrode and the reference electrode with a second potential
difference between the second electrode and the reference electrode for compensating for the drift of the reference
electrode.
[0011] It is an advantage of embodiments of the present invention that a sensitive, accurate and stable ion sensor is
provided. The stability thereby refers to the stability of the reference electrode. The reference voltage of the reference
electrode drifts when the concentration of the reference ion in the reference electrolyte solution drifts. It is an advantage
of embodiments of the present invention that a reference voltage can be obtained that is stabilized with regard to
concentration changes of the reference ion in the reference electrolyte solution. It is an advantage of embodiments of
the present invention that drift of the reference voltage of the reference electrode can be stabilized without a need for
increased volume of the reference electrolyte solution. It is an advantage of embodiments of the present invention that
the volume of the reference electrolyte solution can be in the order of microliters. It is an advantage of embodiments of
the present invention that drift of the reference electrode can be directly measured and compensated for by means of
a measurement on a second electrode in contact with the bulk solution. This allows to reduce the volume of the electrolyte
solution even more. In embodiments of the present invention the second electrode is ion-selective to the reference ions.
In this case, the voltage difference between the second electrode and the reference electrode is a measure for the
concentration difference of the reference ions in the electrolyte solution and the reference ions in the bulk solution. This
concentration difference is a driving force for the drift. Therefore it is an advantage of embodiments of the present
invention that the voltage difference between the second electrode and the reference electrode is, when immersing the
ion sensor in a bulk solution, a measure for the drift the reference electrode is going to experience. When the voltage
difference is reaching 0V the reference sensor has equilibrated with the bulk solution and no drift is expected anymore.
Miniaturized ion sensors can be made that can be used in applications for which conventional reference electrodes are
not suited, because they are too large and rigid. Ion sensors can for example be miniaturized such that they can be used
in sweat patches, or they can be positioned near a wound for smart wound monitoring, or they can be integrated in
diapers. It is an advantage of embodiments of the present invention that the drift of the reference electrode can be
compensated by measuring the potential difference between the second electrode and the reference electrode, the
reference electrode being the same as the one used for measuring the potential difference with respect to the first
electrode. The second electrode is ion-selective for the reference ion. Both the second electrode and the reference
electrode may for example be made of the same material, the present invention, however, not being limited thereto.
When the ion sensor is immersed in the bulk solution, the concentration of the reference ion in the reference electrolyte
solution might change because of diffusion of the reference ion into the bulk solution. This concentration change causes
the voltage of the reference electrode to drift. This drift can be compensated with the second electrode which is in direct
contact with the bulk solution.
[0012] In embodiments of the present invention, the reference electrolyte solution may comprise a hydrogel. This is
advantageous as mixing of the reference electrolyte solution and the bulk solution is prevented while there is ion-
conductivity between the reference electrolyte solution and the bulk solution when the ion sensor is immersed in the
bulk solution.
[0013] In an ion sensor according to embodiments of the present invention, the reference electrolyte solution may be
enclosed by a barrier layer, the barrier layer being ion conductive and being adapted for preventing mixing of the reference
electrolyte solution and the bulk solution when the sensor is immersed in the bulk solution. When using a barrier layer,
the concentration of the reference ion in the reference electrolyte solution remains stable over a longer time than without
the barrier layer.
[0014] In embodiments of the present invention, the reference electrode and the second electrode may comprise silver
chloride. It is an advantage of embodiments of the present invention that a silver chloride reference electrode, although
continuously immersed in an electrolyte solution, is corrosion resistant. Furthermore, it is easy and inexpensive to
manufacture.
[0015] In embodiments of the present invention, the controller may be adapted for subtracting the second potential
difference between the second electrode and the reference electrode from the first potential difference between the first
electrode and reference electrode. It is hence possible to eliminate the drift of the voltage of the reference electrode by
simple calculations, in particular subtractions.
[0016] The controller may comprise a filter for performing a filter operation, in particular for filtering out changes in the
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second potential difference which have a different behavior than changes caused by the drift of the reference electrode.
The drift of the reference electrode is caused by diffusion of the reference ions out of the electrolyte solution. This drift
can be modelled. It is an advantage of embodiments of the present invention that changes in the second potential
difference which are not caused by this drift can be filtered out based on characteristics of the modelled drift. It is an
advantage of embodiments of the present invention that the output of the filter is representative for the drift of the
reference electrode.
[0017] The filter may filter out changes in the second potential difference which are faster than the maximum drift
speed of the reference electrode. This way, fast concentration changes in the bulk solution which are not representative
for the drift of the reference electrode, but which are due to actual concentration changes of the bulk solution, may be
filtered out.
[0018] In a second aspect, the present invention provides the use of an ion sensor according to embodiments of the
first aspect of the present invention. Features of such ion sensor are set out above. The use comprises immersing the
ion sensor in a bulk solution of which an ion concentration is to be determined; measuring a first potential difference
between the first electrode and the reference electrode and a second potential difference between the second electrode
and the reference electrode, and compensating for drift of the reference electrode by correcting the first potential difference
with the second potential difference.
[0019] It is an advantage of embodiments of the present invention that it is possible to compensate for the drift of the
reference electrode. It is an advantage of embodiments of the present invention that the reference electrode can be
calibrated to a desired concentration of reference ions in the reference electrolyte solution. In embodiments of the present
invention the desired concentration of reference ions is reached when, after immersing the ion sensor in the conditioning
solution, the potential difference between the second sensor and the reference sensor is zero.
[0020] The use according to embodiments of the present invention may further comprise, before immersing the ion
sensor in a bulk solution of which an ion concentration is to be determined, immersing the ion sensor in a conditioning
solution having a pre-determined concentration of reference ions until the concentration of reference ions in the reference
electrolyte solution is equal to the predetermined concentration.
[0021] In a third aspect, the present invention provides a method for compensating for drift in an ion sensor comprising
a reference electrode embedded in an reference electrolyte solution comprising reference ions, a first electrode which
is ion selective for the ion to be measured, and a second electrode which is ion-selective to the reference ions or to an
ion different from the ion to be measured. The method comprises measuring a first potential difference between the first
electrode and the reference electrode, and a second potential difference between the second electrode and the reference
electrode, and compensating for drift of the reference electrode by correcting the first potential difference with the second
potential difference.
[0022] In embodiments of the present invention, correcting the first potential difference with the second potential
difference may include excluding rapid changes in second potential difference from the compensating step.
[0023] Particular and preferred aspects of the invention are set out in the accompanying independent and dependent
claims. Features from the dependent claims may be combined with features of the independent claims and with features
of other dependent claims as appropriate and not merely as explicitly set out in the claims.
[0024] These and other aspects of the invention will be apparent from and elucidated with reference to the embodi-
ment(s) described hereinafter.

Brief description of the drawings

[0025]

FIG. 1 shows a prior art reference electrode.
FIG. 2 shows a miniaturized prior art reference electrode.
FIG. 3 shows a picture of a miniaturized reference electrode and second electrode in accordance with an embodiment
of the present invention.
FIG. 4 shows the drift of a reference electrode when immersed in a solution with a different chloride concentration
than the chloride concentration in the reference electrolyte solution.
FIG. 5 is a schematic drawing of a miniaturized ion sensor in accordance with an embodiment of the present invention.
FIG. 6 shows the voltage of a second electrode and the voltage of a reference electrode with respect to a drift-less
large reference electrode as a function of time in 3 Molar KCl and in 0.1 Molar KCl, whereby the second electrode
and the reference electrode are configured in accordance with an embodiment of the present invention.
FIG. 7 shows the potential difference between the two traces of FIG. 6.
FIG. 8 shows the potential difference of an IrOx electrode and a reference electrode after compensation for the drift
of the reference electrode and the potential difference of a bare AgCl electrode and the reference electrode in
function of time measured with an ion sensor in accordance with embodiments of the present invention.
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FIG. 9 shows the potential difference between an IrOx electrode and a reference electrode and the potential difference
between a bare AgCl electrode and the reference electrode in function of time measured with an ion sensor in
accordance with embodiments of the present invention.
FIG. 10 shows how to compensate for drift of the reference electrode in accordance with embodiments of the present
invention.
FIG. 11 shows the measured pH before and after compensating for drift in accordance with embodiments of the
present invention.
FIG. 12 shows the potential difference between an IrOx electrode and a reference electrode after compensation for
the drift of the reference electrode and the potential difference of a bare AgCl electrode and the reference electrode
in function of time measured with an ion sensor in accordance with embodiments of the present invention.
FIG. 13 shows the potential difference of an IrOx electrode and a reference electrode and the potential difference
of a bare AgCl electrode and the reference electrode in function of time measured with an ion sensor in accordance
with embodiments of the present invention.
FIG. 14 shows how to compensate for drift of the reference electrode in accordance with embodiments of the present
invention.
FIG. 15 shows the measured pH before and after compensating for drift in accordance with embodiments of the
present invention.
FIG. 16 shows a picture of a sensor according to an exemplary embodiment of the present invention.
FIG. 17 shows the potential difference of an IrOx electrode and a reference electrode and the potential difference
of a bare AgCl electrode and the reference electrode in function of time, measured with an ion sensor in accordance
with embodiments of the present invention.
FIG. 18 shows a signal processing flow in accordance with embodiments of the present invention.
FIG. 19 shows the potential difference of a bare AgCl electrode and the reference electrode in function of time
measured with an ion sensor in accordance with embodiments of the present invention.

[0026] The drawings are only schematic and are non-limiting. In the drawings, the size of some of the elements may
be exaggerated and not drawn on scale for illustrative purposes.
[0027] Any reference signs in the claims shall not be construed as limiting the scope.
[0028] In the different drawings, the same reference signs refer to the same or analogous elements.

Detailed description of illustrative embodiments

[0029] The present invention will be described with respect to particular embodiments and with reference to certain
drawings but the invention is not limited thereto but only by the claims. The drawings described are only schematic and
are non-limiting. In the drawings, the size of some of the elements may be exaggerated and not drawn on scale for
illustrative purposes. The dimensions and the relative dimensions do not correspond to actual reductions to practice of
the invention.
[0030] The terms first, second and the like in the description and in the claims, are used for distinguishing between
similar elements and not necessarily for describing a sequence, either temporally, spatially, in ranking or in any other
manner. It is to be understood that the terms so used are interchangeable under appropriate circumstances and that
the embodiments of the invention described herein are capable of operation in other sequences than described or
illustrated herein.
[0031] Moreover, the terms top, bottom, over, under and the like in the description and the claims are used for descriptive
purposes and not necessarily for describing relative positions. It is to be understood that the terms so used are inter-
changeable under appropriate circumstances and that the embodiments of the invention described herein are capable
of operation in other orientations than described or illustrated herein.
[0032] It is to be noticed that the term "comprising", used in the claims, should not be interpreted as being restricted
to the means listed thereafter; it does not exclude other elements or steps. It is thus to be interpreted as specifying the
presence of the stated features, integers, steps or components as referred to, but does not preclude the presence or
addition of one or more other features, integers, steps or components, or groups thereof. Thus, the scope of the expression
"a device comprising means A and B" should not be limited to devices consisting only of components A and B. It means
that with respect to the present invention, the only relevant components of the device are A and B.
[0033] Reference throughout this specification to "one embodiment" or "an embodiment" means that a particular
feature, structure or characteristic described in connection with the embodiment is included in at least one embodiment
of the present invention. Thus, appearances of the phrases "in one embodiment" or "in an embodiment" in various places
throughout this specification are not necessarily all referring to the same embodiment, but may. Furthermore, the particular
features, structures or characteristics may be combined in any suitable manner, as would be apparent to one of ordinary
skill in the art from this disclosure, in one or more embodiments.
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[0034] Similarly it should be appreciated that in the description of exemplary embodiments of the invention, various
features of the invention are sometimes grouped together in a single embodiment, figure, or description thereof for the
purpose of streamlining the disclosure and aiding in the understanding of one or more of the various inventive aspects.
This method of disclosure, however, is not to be interpreted as reflecting an intention that the claimed invention requires
more features than are expressly recited in each claim. Rather, as the following claims reflect, inventive aspects lie in
less than all features of a single foregoing disclosed embodiment. Thus, the claims following the detailed description
are hereby expressly incorporated into this detailed description, with each claim standing on its own as a separate
embodiment of this invention.
[0035] Furthermore, while some embodiments described herein include some but not other features included in other
embodiments, combinations of features of different embodiments are meant to be within the scope of the invention, and
form different embodiments, as would be understood by those in the art. For example, in the following claims, any of
the claimed embodiments can be used in any combination.
[0036] In the description provided herein, numerous specific details are set forth. However, it is to be understood that
embodiments of the invention may be practiced without these specific details. In other instances, well-known methods,
structures and techniques have not been shown in detail in order not to obscure an understanding of this description.
[0037] Where in embodiments of the present invention reference is made to the voltage of an electrode, reference is
made to the voltage of that electrode with respect to a drift-less large reference electrode.
[0038] Where in embodiments of the present invention reference is made to "a bare electrode", reference is made to
an electrode that is in direct contact with the bulk solution when it is immersed in the bulk solution.
[0039] In a first aspect, the present invention relates to an ion sensor 300, for instance a miniaturized ion sensor, for
sensing an ion concentration in a bulk solution. A picture of an exemplary embodiment of an ion sensor 300 according
to embodiments of the present invention is illustrated in FIG. 3, and a schematic cross-sectional view is shown in FIG.
5. The ion sensor 300 as illustrated in FIG. 5 is shown to be integrated on a substrate 510.
[0040] In operation, such an ion sensor 300 is immersed in the bulk solution for obtaining the ion concentration of the
ion it is sensitive for. In embodiments of the present invention an ion sensor 300 comprises at least one reference
electrode 310, at least one first electrode 320 which is ion selective for the ion to be measured, and at least one second
electrode 330 which is ion selective for ions which may leach out of a reference solution surrounding the reference
electrode 310, added for performing drift compensation of the first electrode. In the present invention, the at least one
first electrode 320 and the at least one second electrode 330 share the same at least one reference electrode 310. The
exemplary embodiment illustrated in FIG. 3 the ion sensor 300 comprises a single reference electrode 310, a single first
electrode 320 and two second electrodes 330.
[0041] The reference electrode 310 is embedded in a reference electrolyte solution 340. The material of the reference
electrode and the reference electrolyte solution are chosen such that a voltage is induced on the reference electrode
310. This voltage is dependent on the concentration of a reference ion in the reference electrolyte solution. The reference
electrode 310 might be any suitable reference electrode known to a person skilled in the art, for example it may be made
of Ag/AgCl. The reference electrolyte solution might be any suitable electrolyte solution, for instance a KCl solution,
comprising Cl ions. The present invention, however, is not limited to the cited materials.. The reference electrode 310
might also be made of cupper covered by a reference electrolyte with a fixed concentration of cupper ions. Another
example is an IrOx electrode covered by a hydrogel containing a buffer. A buffer is a solution with a constant pH that is
insensitive to small additions of acid or base.
[0042] The volume of the reference electrolyte solution in a miniaturized sensor implementation typically is a few
microliters. The concentration of the chloride ion in the reference KCl solution will determine the reference potential of
the reference electrode 310. In embodiments of the present invention the reference electrolyte solution 340 may comprise
a hydrogel such as agarose (agar) or polyhydroxymethylmethacrylate (pHEMA). In embodiments of the present invention
the reference electrolyte solution 340 is a fluid enclosed by a barrier layer 342. The barrier layer 342 may for instance
be a PVC layer. Presence of a barrier layer 342 is only required if the reference electrolyte solution 340 cannot keep its
shape and/or position without being supported thereto. However, even if the reference electrolyte solution is sufficiently
stable by itself, a barrier layer 342 may be provided.
[0043] The first electrode 320 is an ion selective electrode which is selective for the ion to be measured. The ion
selective electrode might for example be an ISFET (Ion Sensitive Field Effect Transistor). The ion selective electrode
might for example be made of iridium oxide (IrOx) which can be used for pH measurements. The ion selective electrode
320 can also be an AgCl electrode covered by an ion-selective membrane or self-assembled monolayer. The ion-selective
electrode can be an AgCl electrode in contact with an electrolyte reservoir and separated by the sample solution by a
glass membrane (thereby forming a pH sensor). The ion-selective electrode can be a AgCl electrode in contact with an
electrolyte reservoir and separated by the sample solution by a (solid-state) ion selective membrane.
[0044] When the ion sensor 300 is immersed in the bulk solution an ion conductive path is present between the
reference electrolyte solution 340 and the bulk solution. This is due to used materials, and in particular inexpensive and
easy to manufacture materials, always showing some mobility of the ions.
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[0045] If the ion sensor 300 is placed in a bulk solution with an ion concentration, for instance a chloride concentration,
which is different from the ion concentration, for instance chloride concentration than the concentration in the reference
solution 340, ions diffuse into or out of the reference electrolyte solution 340. The diffusion of ions alters the ion con-
centration in the reference electrolyte solution 340 and leads to drift of the voltage of the reference electrode 310. In
case of a miniaturized ion sensor, the volume of the reference electrolyte solution 340 is much smaller (e.g. three orders
of magnitude) than the volume of a reservoir of a reference electrode as represented in FIG. 1 (microliter versus milliliter
volumes). Therefore the concentration change rate of ions, e.g. chloride ions, in the reference electrolyte solution is
higher for miniaturized reference electrodes than for non-miniaturized ones. Therefore also the voltage change rate of
the reference electrode 310 is higher for miniaturized reference electrodes, and the problem of electrode drift is hence
higher for miniaturized ion sensors.
[0046] The barrier layer 342 which may optionally be present around the reference electrolyte solution 340 may
minimize concentration changes in the reference electrolyte solution 340 by minimizing the transport of ions through the
barrier layer 342. Prior art solutions have tried to find barrier layers 342 which are less prone to ion leakage, but this
resulted in exotic and expensive materials, which are often difficult to introduce into an existing process flow.
[0047] When the ion sensor 300 is immersed in a bulk solution, a first potential difference between the reference
electrode 310 and the first electrode 320 is a measure for the ion concentration in the bulk solution. Changes in the
concentration of the reference ion in the reference electrolyte solution 340, however, as explained above, change the
voltage of the reference electrode 310 and thus the first potential difference between the first electrode 320 and the
reference electrode 310.
[0048] The drift of a miniaturized reference electrode 310 in function of the time illustrated in FIG. 4. The vertical axis
represents the voltage of the reference electrode in Volt. The horizontal axis represents the time the reference electrode
310 is submerged in a bulk solution. In the example the ion concentration, in the example illustrated a chloride concen-
tration, in the bulk solution is different from the ion concentration in the reference electrolyte solution. This concentration
difference causes the chloride ions to diffuse between the reference electrolyte solution 340 and the bulk solution and
therefore causes a drift of the voltage of the reference electrode 310. In FIG. 4, the voltage starts to change almost
immediately, and increases after about 1 hour, up to a sufficiently large time, in the example illustrated about 8 to 9
hours, as from when the ion concentrations in the reference solution 340 and in the bulk solution are substantially equal,
and the voltage on the reference electrode 310 stabilizes.
[0049] To compensate for these voltage changes on the reference electrode, causing a faulty determination of the ion
concentration in the bulk solution, the ion sensor 300 according to embodiments of the present invention comprises a
second electrode 330. The second electrode 330 is in direct contact with the bulk solution, as is the first electrode 320,
when the ion sensor 300 is immersed in the bulk solution. Therefore the second electrode is also referred to as a bare
electrode. The ion sensor 300 according to embodiments of the present invention may comprise one or more second
electrodes 330 and/or one or more reference electrodes 310 and/or one or more first electrodes 320; at least one of each.
[0050] The second electrode 330 is an ion-selective electrode that is sensitive for the reference ions (i.e. the type of
ions leaching out of the reference electrode and causing drift). The second electrode may for instance be a bare Ag/AgCl
electrode. This second electrode 330 may be less sensitive than the first electrode 320. Preferably the second electrode
330 is not sensitive to the concentration of the ion under study (the ion for which the first electrode 320 is sensitive). In
embodiments of the present invention the second potential difference between the second electrode 330 and the reference
electrode 310 changes linearly with the logarithm of the concentration of the reference ion in the reference electrolyte
solution 340.
[0051] Changes in the concentration of the reference ion in the reference electrolyte solution 340 will cause a change
in a second potential difference between the second electrode 330 and the reference electrode 310. This change in
second potential difference can be used as a measure for the concentration change of the reference ion in the reference
electrolyte solution 340. In embodiments of the present invention this second potential difference is used to compensate
for the drift of the reference sensor 310. The second potential difference between the second electrode 330 and the
reference electrode 310 is used to correct the determined ion concentration of the bulk solution, which is determined
based on the first potential difference between the first electrode 320 and the reference electrode 310. This mitigates
the need for a large volume of the reference electrolyte solution 340 or even permits to reduce the volume of the reference
electrolyte solution thus reducing the size of the reference electrode 310. Hereto, an ion sensor 300 according to
embodiments of the present invention comprises a controller for determining a first potential difference between the first
electrode 320 and the reference electrode 310 as a measure of the ion concentration in the bulk solution. Moreover, the
controller is adapted for correcting this first potential difference between the first electrode 320 and the reference electrode
310 with a second potential difference between the second electrode 330 and the reference electrode 310, for compen-
sating for the drift of the reference electrode 310.
[0052] In a second aspect, the present invention relates to a method for obtaining an ion concentration in a bulk solution
using an ion sensor in accordance with embodiments of the present invention.
[0053] The method may comprise an initial, optional, conditioning step wherein the ion sensor 300 is immersed in a
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conditioning solution. This conditioning solution has a reference ion concentration which is the desired reference ion
concentration of the reference electrolyte solution 340. During this step the reference electrode is immersed in the
conditioning solution for a time sufficiently long until the desired concentration of the reference ion in the reference
electrolyte solution is reached. This step is not required if the reference ion concentration was already the desired one.
After this conditioning step, which may be carried out as part of a manufacturing step, or which may be carried out by
the user to recalibrate the device, the reference solution 340 has a known ion concentration.
[0054] In actual use, the ion sensor 300 according to embodiments of the present invention, having a reference
electrode 310 immersed or embedded in a reference solution with a known ion concentration, is immersed in the bulk
solution. This means that the covered reference electrode 310, the first electrode 320 and the second electrode 330 are
all immersed in the bulk solution.
[0055] In embodiments of the present invention, two potential differences are measured: a first potential difference V1
between the first electrode and the reference electrode (indicative for the ion concentration which needs to be determined)
and a second potential difference V2 between the second electrode 330 and the reference electrode 310 (proportional
with the ion concentration difference between the reference solution 340 and the bulk solution; hence a measure for the
drift of the reference electrode 310). When the second potential difference V2 is measured over time it gives an indication
of the drift of the reference sensor. Next the drift of the reference electrode 310 is compensated for by correcting the
first potential difference V1 between the first electrode 320 and the reference electrode 310 with the second potential
difference V2 between the second electrode 330 and the reference electrode 310.
[0056] In embodiments of the present invention the drift compensation is performed over time by simple calculations,
such as by subtracting the measured second potential difference from the first potential difference. More complex
solutions which take into account the expected drift behavior are also possible, though. The drift may for example be
expected to occur at a slow rate. Fast changes of the first and/or second potential difference between the second
electrode and the reference electrode may therefore be neglected when compensating for the slow drift. They can for
example be caused by changing the bulk solution with another bulk solution which has a different reference ion concen-
tration.

EXAMPLES

[0057] FIG. 6 shows in a first graph 610 the voltage of a bare AgCl electrode 330 (the second electrode) and in a
second graph 630 the voltage a pHEMA covered AgCl electrode 310 (the reference electrode) over time. In a first
conditioning step the second electrode and the reference electrode are immersed and conditioned in 3 M KCl. The
reference electrode and the second electrode are immersed in 3M KCl until the chloride concentration in the pHEMA is
equal to 3 M KCl. Next the reference electrode and the second electrode are immersed in 0.1 M KCl. In 3 M KCl, the
voltages are close to 0 mV, as expected, because there is no difference in chloride concentration between both solutions.
When immersed in 0.1 M KCl, the bare AgCl electrode (the second electrode 330) immediately changes potential to
about 70 mV, while the pHEMA covered AgCl electrode (the reference electrode 310), slowly approaches the same
potential, when chloride ions diffuse out of the reservoir (the reference electrolyte solution 340).
[0058] In FIG. 7 the potential difference 730 is plotted which is indicative for V2 in FIG. 4, for the system of FIG. 6 with
the reference electrode 310 and the second electrode 330. The potential difference is ∼ 0 mV in 3 M KCL, increases
rapidly when immersed in 0.1 M KCl and slowly returns to 0 mV as the pHEMA reservoir (the reference electrolyte
solution) equilibrates with the bulk solution. This signal can be used to compensate the drift of the reference electrode 310.
[0059] Curve 820 in FIG. 8 shows the potential difference V1 between a first electrode 320 and a reference electrode
310 in function of time. The first electrode 320 is in this case an IrOx electrode. The high level voltage in curve 820
corresponds with a bulk solution having a pH of 4.00. The low level voltages in curve 820 corresponds with a bulk solution
having a pH of 7.00. Curve 830 corresponds with the potential difference V2 between the second electrode 330 and the
reference electrode 310. In this case the reference electrode 310 is an AgCl electrode. The second electrode 330 is
less sensitive to the pH of the bulk solution than the first electrode 320 (6 mV/pH compared with 64 mV/pH) and can
therefore be used to compensate for the drift of the reference electrode 310. The first electrode has a much higher pH
sensitivity of 64 mV/pH. In a first conditioning step, the ion sensor 300 is immersed in a 3 KCl bulk solution. This can be
seen in the first 70 seconds in the curves of FIG. 8. Next the ion sensor is calibrated by alternatingly immersing it in a
pH 7.00 buffer and a pH 4.00 buffer, both containing 0.1 M KCl. The potential difference of curve 830 is increasing
because the chloride concentration in the reference electrolyte solution 340 and the sample solution is different (3 M in
the reference electrolyte and 0.1 M in the sample).
[0060] FIG. 9 shows two curves. A first curve 920 illustrates the potential difference V1 between the first electrode 320
and the reference electrode 310. The second curve 930 shows the potential difference V2 between the second electrode
330 and the reference electrode 310. The peaks in the first curve 920 and the second curve 930 are caused by the
calibration of the miniaturized ion sensor 300. The first curve as well as the second curves show the same drift in function
of the time. This drift is caused by a drift of the reference electrode 310. In the example of FIG. 9 the miniaturized ion
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sensor is immersed in a bulk solution with pH 7.00 and with 0.1 M KCl. The reference electrolyte solution 340 was
conditioned in 3 M KCl. Therefore the chloride ions leach out of the reference electrolyte solution 340 (pHEMA reservoir
in this exemplary embodiment of the present invention) when the miniaturized ion sensor 300 is immersed in the bulk
solution. This caused a drift of the reference electrode 310 which is visible in curve 920 and curve 930. In the example
of FIG. 9, in this exemplary embodiment of the present invention, this drift can be compensated by subtracting the drift
of the second curve 930 from the first curve 920.
[0061] This is illustrated in FIG. 10 which shows a first curve 920 which is the potential difference V1 between the first
electrode 320 and the reference electrode 310 in function of time. FIG. 10 also shows a second curve 930 which is the
potential difference V2 between the second electrode 330 and the reference electrode 310. Both curves have a negative
slope caused by the leaching out of reference ions out of the reference electrolyte solution 340. This slope can be
removed from the measurement curve 920 by adding the drift voltage to the first curve 920 resulting in curve 1020. The
drift voltage on a certain moment in time is the potential difference between the curve 1030 and the second curve 930,
whereby the curve 1030 has a constant voltage which is the voltage of the second curve 1030 at the beginning of the
measurement. It can be seen that the slope of curve 1020 is significantly decreased compared to the slope of curve
920. It is thus an advantage of embodiments of the present invention that the drift of the reference electrode 310 caused
by leaching out of reference ions can be compensated for at least partially by measuring and taking into account the
potential difference V2 between a second electrode 330 and the reference electrode 310 whereby the second electrode
330 is ion-selective for the reference ion present in the reference electrolyte surrounding the reference electrode 310,
and whereby the second electrode 330 is in direct contact with the bulk solution.
[0062] FIG. 11 shows the pH value which is derived from the measured potential difference between the first electrode
320 and the reference electrode 310 (curve 920 in FIG. 10). This derivation can be done by calibrating the ion sensor
300 in one or more bulk solutions with known pH value. The resulting pH value curve is curve 1140. After compensation
for drift of the reference electrode 310, curve 1150 is obtained. Without compensation a 0.85 pH point offset is reached
after two hours, whereas this is only 0.15 pH point with compensation.
[0063] FIG. 12, FIG. 13, FIG. 14 and FIG. 15 illustrate measurements done with a different (compared to the ion sensor
used in the experiments illustrated in FIGs 8-11) ion sensor in accordance with an embodiment of the present invention.
[0064] Curve 820 in FIG. 12 shows the potential difference of a first electrode 320 and the reference electrode 310.
The first electrode 320 is in this case an IrOx electrode. The high level voltage in curve 820 corresponds with a bulk
solution having a pH of 4.00. The low level voltage in curve 820 corresponds with a bulk solution having a pH of 7.00.
Curve 830 corresponds with the potential difference between the second electrode 330 and the reference electrode 310.
In this case the reference electrode 310 is an AgCl electrode. The conditioning of the ion sensor is done in a 3M KCl
bulk solution. The calibration is done in a buffer with pH=7 and in a buffer with pH=4. Both buffers are containing 0.1 M
KCl. The IrOx electrode has a sensitivity of 65 mV/pH and the bare AgCl electrode is substantially insensitive for pH
changes (only 2 mV/pH).
[0065] FIG. 13 shows a first curve 920 which is the potential difference between the first electrode 320 and the reference
electrode 310 and a second curve 930 which is the potential difference between the second electrode 330 and the
reference electrode 310. The pHEMA reservoir of the reference electrode 310 was conditioned in a buffer with 3 M KCl.
The curves in FIG. 13 result from immersing the ion sensor in a sample solution with pH=7 and with 0.1 M KCl. The
concentration difference causes the drift of the reference electrode 310 during the first 4 hours. The peak in the curves
after 4 hours and after 24 hours is caused by immersing the ion sensor in a buffer with pH=4. The pH sensitivity of the
first electrode 320 (the IrOx electrode) is: 65 mV/pH at 0 hr, 64 mV/pH at 4 hrs, 64 mV/ph at 24 hrs. The pH sensitivity
of the second electrode 330 (the bare AgCl electrode) is: 2 mV/pH at 0 hr, 1 mV/pH at 4 hrs, 1 mV/pH at 24 hrs. As can
been seen from these measurements this ion sensor has no sensitivity loss after 24 hrs.
[0066] FIG. 14 shows the voltage measured with the IrOx electrode (curve 920), the voltage measured with the bare
AgCl electrode (curve 930) and the curve 1020 which is the result of compensating the voltage measured with the IrOx
electrode with the voltage with the bare AgCl electrode. The voltages are measured with the reference electrode 310
as reference. The compensation is done to remove the drift of the reference electrode.
[0067] FIG. 15 shows the pH value in time, derived from the measured voltages in FIG. 14. The conversion from a
voltage to a pH value can be done based on the calibration measurements. Curve 1140 is the measured pH value
corresponding with the measured voltage of curve 920. Curve 1150 is the obtained pH value after correcting for the drift
of the reference electrode. Without compensation the measured pH is equal to: 1.5 after 4 hrs, 1.3 after 24 hrs. With
compensation the measured pH is equal to: 0.04 after 4 hrs, 0.2 after 24 hrs. It can be seen from FIG. 15 that the drift
of the reference electrode during the first 4 hours, which is visible in curve 1140, can be removed by compensating for
it (curve 1150). The drift between hour 4 and hour 24 might be caused by a pH change in the calibration solution (e.g.
by evaporation), or by a temperature change.
[0068] FIG. 16 shows a picture of a miniaturized ion sensor 300 in accordance with an embodiment of the present
invention. The picture shows a reference electrode 310 embedded in an reference electrolyte solution 340 (KCl in pHEMA
reservoir). The reference electrode 310 is an AgCl electrode. It also shows two first electrodes 310 and two second
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electrodes 320. In this exemplary embodiment of the present invention the first electrodes 310 are IrOx electrodes and
the second electrodes are bare AgCl electrodes.
[0069] In an exemplary embodiment of the present invention the drift of the reference electrode 310 may be compen-
sated for using the formulas below. In the following formulas V1 is the voltage difference between the first electrode 320
and the reference electrode 310. V2 is the voltage difference between the second electrode 330 and the same reference
electrode 310.
[0070] In the examples below the reference electrode 310 is an AgCl electrode in pHEMA comprising KCl, the first
electrode 320 is a pH sensitive (IrOx) electrode, and the second electrode 330 is an AgCl electrode. The methods applied
in the example below can, however, also be applied to other ion sensors 300 in accordance with embodiments of the
present invention.
[0071] In the following formulas time instance zero corresponds with the moment immediately after calibrating the ion
sensor 300 in a 3M KCl solution.
[0072] After calibration (t=0): 

where 3M is the known concentration in the pHEMA solution.
[0073] After leaching out of ions from the electrolyte solution 340 (the pHEMA reservoir) at t=t1: 

without compensation
[0074] In this case, V1 has an unknown offset and is therefore not a correct measure for the pH anymore. However,
V2 exhibits a similar offset. It is possible to compensate with the value of V2 recorded at t = 0: 

[0075] This difference can be used to compensate for the drift of V1 resulting in a compensated V1 which is a measure
for the pH. In this example it is assumed that the Cl- concentration at time t=0 is equal to the Cl- concentration at time
t=t1. These formulas are illustrated in the graph of FIG. 17 wherein V1 and V2 are plotted in function of time.
[0076] In embodiments of the present invention compensation for the drift is done as explained in the following para-
graphs. The voltages V1 and V2 depend on the pH and chloride concentration: 
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wherein pCl(pHEMA) is defined as a negative logarithm (-log) of the chloride concentration in the pHEMA, pCl(sample)
is a negative logarithm of the chloride concentration in the sample, a, b and d are the sensitivities towards chloride and
pH, respectively, which are close to the Nernstian limit of 59 mV/decade, and C1 and C2 are constants given by the
standard potentials of the interface reactions involved.
[0077] However, V1 and V2 change over time: 

wherein  is the drift and  is the signal. 

wherein  is the drift leaching out of chloride of pHEMA gel (slow effect) and wherein  is

the change in the chloride concentration in the bulk solution.
[0078] V2 changes over time if the chloride concentration in the sample changes over time, or because ions leach out
of the pHEMA reservoir, which is the drift term. V1 changes over time because of pH changes in sample, which is the
parameter to be measured, or because of the same drift term.
[0079] If the chloride concentration in the sample (pCl(sample)) does not change, V2 can be directly used to compensate
V1 as described above.
[0080] The pHEMA reservoir is a hydrogel that slows the diffusion of the chloride ions. Therefore, the drift term

 will be small (for instance < 10 mV/min or smaller). A rapid change in V2 is therefore most likely to be

attributed to changes in the sample chloride concentration. These changes do not need to be compensated. Therefore,
rapid changes can be removed by first applying a filter 1810, as illustrated in FIG. 18, to V2.

[0081] The filter 1810 may be implemented as a software filter running on a processor/controller or it may be imple-
mented as a hardware filter. This filter 1810 can be used to cancel noise caused by measurement electronics and/or
changes in the sample chloride concentration. As shown in FIG. 18 this filter is applied on the V2 signal after which the
filtered V2 is used to compensate for the drift of V1 (the minus operator 1820 in FIG. 18). Amongst others such a filter
1810 may be an (extended) Kalman filter, a particle-filter (a filter based on Sequential Monte Carlo methods or density
estimation algorithms), a Wiener-filter or a ’plain’ digital filter.
[0082] In embodiments of the present invention the filter 1810 may have other input signals such as the temperature,
the signal V1, or signals from other sensors. The filter 1810 might for example be a Kalman filter. Based on these inputs
the filter 1810 estimates the most likely drift signal which can afterwards be subtracted from V1. These additional inputs
are shown in FIG. 18 with a dashed arrow.
[0083] The filter 1810 (e.g. Kalman or particle filter) may estimate the most likely drift of the reference electrode 310
based on a physical model of the drift and may filter out noise caused by the measurement electronics or changes in
the chloride concentration in the bulk solution. In embodiments of the present invention the filter 1810 or combination
of filters 1810 is recursive, meaning that the filter 1810 uses current and past measurements to predict the most likely drift.
[0084] In embodiments of the present invention the decision to compensate (subtract step 1820 in FIG. 18) the filtered
signal can be conditional as well. If V2 or its derivative does not exceed a predetermined threshold, V1 is compensated.
This is illustrated in FIG. 19. FIG. 19 shows V2 in function of time. In regions I and III the slope is below a certain threshold.
In these regions V1 may be compensated with V2. In region II, The slope is above a certain threshold. In this region V1
may not be compensated by V2.
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Claims

1. An ion sensor (300) for sensing an ion concentration in a bulk solution, the ion sensor (300) comprising:

- a reference electrode (310) embedded in an reference electrolyte solution (340) comprising reference ions,
the electrolyte solution inducing a voltage on the reference electrode (310) which is dependent on the concen-
tration of reference ions in the reference electrolyte solution,
- a first electrode (320) which is ion selective for the ion to be measured,
- a second electrode (330) which is ion-selective to the reference ions or to an ion different from the ion to be
measured, the first electrode (320) and the second electrode (330) being adapted for being in direct contact
with the bulk solution when the ion sensor (300) is immersed in the bulk solution, and
- a controller for determining a first potential difference between the first electrode (320) and the reference
electrode (310) as a measure for the ion concentration in the bulk solution, and for correcting this first potential
difference between the first electrode (320) and the reference electrode (310) with a second potential difference
between the second electrode (330) and the reference electrode (310) for compensating for the drift of the
reference electrode (310).

2. An ion sensor (300) according to claim 1, whereby the reference electrolyte solution (340) comprises a hydrogel.

3. An ion sensor (300) according to any of the previous claims, whereby the reference electrolyte solution is enclosed
by a barrier layer (342), the barrier layer (342) being ion conductive and being adapted for preventing mixing of the
reference electrolyte solution (340) and the bulk solution when the sensor (300) is immersed in the bulk solution.

4. An ion sensor (300) according to any of the previous claims, whereby the reference electrode (310) and the second
electrode (330) comprise silver chloride.

5. An ion sensor (300) according to any of the previous claims, wherein the controller is adapted for subtracting the
second potential difference between the second electrode (330) and the reference electrode (310) from the first
potential difference between the first electrode (320) and reference electrode (310).

6. An ion sensor (300) according to any of the previous claims, wherein the controller comprises a filter (1810) for
filtering out changes in the second potential difference which have a different behavior than changes caused by the
drift of the reference electrode (310).

7. An ion sensor (300) according to claim 6, wherein the filter (1810) filters out changes in the second potential difference
which are faster than the maximum drift speed of the reference electrode (310).

8. Use of an ion sensor (300) according to any of the previous claims, comprising:

- immersing the ion sensor (300) in a bulk solution of which an ion concentration is to be determined,
- measuring a first potential difference (V1) between the first electrode (320) and the reference electrode (310),
and a second potential difference (V2) between the second electrode (330) and the reference electrode (310),
and compensating for drift of the reference electrode (310) by correcting the first potential difference (V1) with
the second potential difference (V2).

9. Use according to claim 8, further comprising, before immersing the ion sensor (300) in a bulk solution of which an
ion concentration is to be determined, immersing the ion sensor in a conditioning solution having a pre-determined
concentration of reference ions until the concentration of reference ions in the reference electrolyte solution (340)
is equal to the predetermined concentration.

10. Method for compensating for drift in an ion sensor comprising a reference electrode (310) embedded in an reference
electrolyte solution (340) comprising reference ions, a first electrode (320) which is ion selective for the ion to be
measured, and a second electrode (330) which is ion-selective to the reference ions or to an ion different from the
ion to be measured,
the method comprising measuring a first potential difference (V1) between the first electrode (320) and the reference
electrode (310), and a second potential difference (V2) between the second electrode (330) and the reference
electrode (310), and compensating for drift of the reference electrode (310) by correcting the first potential difference
(V1) with the second potential difference (V2).
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11. Method according to claim 10, wherein correcting the first potential difference (V1) with the second potential difference
(V2) includes excluding rapid changes in second potential difference (V2) from the compensating step.
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