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(54) INFORMATION FEEDBACK METHOD, INFORMATION FEEDBACK DEVICE AND TERMINAL

(57) The present disclosure relates to the field of
communication technology, and provides an information
feedback method, an information feedback device and a
UE. The information feedback method includes steps of:
acquiring PMIs of multiple-level component precoding
matrices of a precoding matrix for downlink data trans-
mission; and feeding back the PMI of each of the multi-
ple-level component precoding matrices of the precoding
matrix to a base station individually, or feeding back the
jointly encoded PMIs, each of which is the PMI of each
of the multiple-level component precoding matrices of
the precoding matrix, to the base station.
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Description

CROSS-REFERENCE TO RELATED APPLICATION

[0001] The present disclosure claims a priority of the
Chinese Patent Application No.201510501769.6 filed on
August 14, 2015, which is incorporated herein by refer-
ence in its entirety.

TECHNICAL FIELD

[0002] The present disclosure relates to the field of
communication technology, in particular to an informa-
tion feedback method, an information feedback device
and a User Equipment (UE).

BACKGROUND

[0003] Along with the rapid development of mobile In-
ternet, service data traffic grows dramatically, which is
putting enormous strain on an existing wireless network.
For a currently mainstream communication system (e.g.,
a Long Term Evolution (LTE) system), it is still the most
important object to increase system capacity and reduce
interference.
[0004] As compared with a traditional two-dimensional
(2D) Multiple Input Multiple Output (MIMO) technology,
for a three-dimensional (3D) MIMO technology, an addi-
tional available dimension is provided on the basis of a
vertical dimension. Chanel information in this dimension
may be utilized, so as to effectively inhibit inter-cell inter-
ference, thereby to increase an average throughput of
an edge user or even the entire cell.
[0005] For a current Frequency Division Duplex (FDD)
LTE system, in order to acquire downlink Channel State
Information (CSI), a downlink reference signal, e.g.,
Channel State Information-Reference Signal (CSI-RS)
or Cell-specific Reference Signal (CRS), needs to be
used by a UE to estimate a downlink channel and feed
back a Rank Indicator (RI), a Precoding Matrix Indicator
(PMI) and a Channel Quality Indicator (CQI) to an evolved
NodeB (eNB, i.e., a base station). The UE may report
the CSI periodically or non-periodically. In the case of
reporting the CSI periodically, the CSI may have a length
not greater than 11 bits, so the CSI is reported coarsely.
[0006] For the periodic feedback in the current LTE
system, 8-antennae codebooks are merely taken into
consideration. As compared with the 8-antennae code-
books, the number of the 3D MIMO codebooks increases
significantly. Hence, in the case of reporting the CSI, the
feedback overhead for the UE increases significantly too.
In other words, it is difficult for a conventional feedback
mode to support the feedback of the codebooks in a larg-
er amount. There is currently no scheme about a feed-
back mode with respect to the 3D MIMO codebooks in
the industry.

SUMMARY

(1) Technical problem to be solved

[0007] An object of the present disclosure is to provide
an information feedback method, an information feed-
back device and a UE capable of supporting a higher
codebook feedback load.

(2) Technical solution

[0008] In one aspect, the present disclosure provides
in some embodiments an information feedback method,
including steps of: acquiring PMIs of multiple-level com-
ponent precoding matrices of a precoding matrix for
downlink data transmission; and feeding back the PMI
of each of the multiple-level component precoding ma-
trices of the precoding matrix to a base station individu-
ally, or feeding back the jointly encoded PMIs, each of
which is the PMI of each of the multiple-level component
precoding matrices of the precoding matrix, to the base
station.
[0009] In a possible embodiment of the present disclo-
sure, the step of acquiring the PMIs of the multiple-level
component precoding matrices of the precoding matrix
for the downlink data transmission includes: acquiring a
dimension indication of a first-level component precoding
matrix of the precoding matrix for the downlink data trans-
mission; acquiring the PMI of the first-level component
precoding matrix in accordance with the dimension indi-
cation of the first-level component precoding matrix; and
acquiring the PMIs of a second-level to an Nth-level com-
ponent precoding matrices of the precoding matrix. Each
of the second-level to the Nth-level component precoding
matrices is acquired in accordance with a previous-level
component precoding matrix, and N is an integer greater
than 2.
[0010] In a possible embodiment of the present disclo-
sure, the step of acquiring the PMI of the first-level com-
ponent precoding matrix in accordance with the dimen-
sion indication of the first-level component precoding ma-
trix includes acquiring a first PMI PMI1 of the first-level
component precoding matrix, or acquiring a horizontal-
dimension PMI H-PMI1 and a vertical-dimension PMI V-
PMI1 of the first-level component precoding matrix.
[0011] In a possible embodiment of the present disclo-
sure, the step of feeding back the PMI of each of the
multiple-level component precoding matrices of the pre-
coding matrix, to the base station includes feeding back
at least one of a horizontal-dimension PMI and a vertical-
dimension PMI of each of the multiple-level component
precoding matrices and the other PMI to the base station
after they are jointly encoded.
[0012] In a possible embodiment of the present disclo-
sure, the step of feeding back the PMI of each of the
multiple-level component precoding matrices to the base
station or feeding back the PMI of each of the multiple-
level component precoding matrices to the base station
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after they are jointly encoded includes feeding back the
first PMI PMI1 of the first-level component precoding ma-
trix and PMIs PMI2 to PMIN of the second-level to the
Nth-level component precoding matrices to the base sta-
tion independently, or feeding back the horizontal-dimen-
sion PMI H-PMI1 and the vertical-dimension PMI V-PMI1
of the first-level component precoding matrix and the
PMIs PMI2 to PMIN of the second-level to the Nth-level
component precoding matrices to the base station inde-
pendently, or feeding back at least two of the first PMI
PMI1 of the first-level component precoding matrix and
PMIs PMI2 to PMIN of the second-level to the Nth-level
component precoding matrices to the base station after
they are jointly encoded, or feeding back at least two of
the horizontal-dimension PMI H-PMI1 and the vertical-
dimension PMI V-PMI1 of the first-level component pre-
coding matrix and the PMIs PMI2 to PMIN of the second-
level to the Nth-level component precoding matrices to
the base station after they are jointly encoded. In a pos-
sible embodiment of the present disclosure, the informa-
tion feedback method further includes feeding back an
RI for determining the precoding matrix to the base sta-
tion independently, or feeding back a CQI for determining
the precoding matrix to the base station independently,
or feeding back the RI for determining the precoding ma-
trix that is jointly encoded with the first PMI PMI1 or the
vertical-dimension PMI V-PMI1 of the first-level compo-
nent precoding matrix, to the base station, or feeding
back the CQI for determining the precoding matrix that
is jointly encoded with at least one of the horizontal-di-
mension PMI1 of the first-level component precoding ma-
trix and the PMI2 to PMIN of the second-level to the
Nth-level component precoding matrices to the base sta-
tion after they are jointly encoded.
[0013] In a possible embodiment of the present disclo-
sure, a feedback period of the RI is substantially greater
than or equal to a feedback period of the PMI1, the H-
PMI1 or the V-PMI1, the feedback period of the PMI1 is
substantially greater than or equal to a feedback period
of the PMI2 to PMIN, a feedback period of the PMI2 is
substantially identical to a feedback period of the CQI,
and the feedback period of the V-PMI1 is substantially
greater than or equal to the feedback period of the H-
PMI1.
[0014] In a possible embodiment of the present disclo-
sure, T-RI=MRI*H*Np and T-MPI1=H*Np, where T-PMI1
represents a feedback period of the PMI1 or a feedback
period of the PMI1 jointly encoded with any other feed-
back item, the other feedback item has a feedback period
substantially smaller than the feedback period of the
PMI1 in the case that the PMI1 is fed back independently,
T-PMI2 represents a feedback period of the PMI2 or CQI,
Np=T-PMI2/2, T-RI represents a feedback period of the
RI or a feedback period of the RI jointly encoded with any
other feedback item, the other feedback item has a feed-
back period substantially smaller than the feedback pe-
riod of the RI, and MRI and H are both positive integers.
[0015] In a possible embodiment of the present disclo-

sure, the RI has a feedback priority level greater than the
PMI1, the PMI1 has a feedback priority level greater than
the PMI2 to the PMIN and greater than the CQI, and the
V-PMI1 has a feedback priority level greater than the H-
PMI1 and the PMI2 to the PMIN.
[0016] In a possible embodiment of the present disclo-
sure, in the case that an identical UE needs to feed back
information to two base stations simultaneously, a first
RI fed back to a first base station has a feedback priority
level greater than a second RI fed back to a second base
station, the second RI has a feedback priority level great-
er than the PMI1 fed back to the first base station, the
PMI1 fed back to the first base station has a feedback
priority level greater than the PMI1 fed back to the second
base station, the PMI1 fed back to the second base sta-
tion has a feedback priority level greater than the PMI2
fed back to the first base station and a first CQI fed back
to the first base station, the V-PMI1 fed back to the second
base station has a feedback priority level greater than
the PMI1 fed back to the first base station, and the PMI1
fed back to the first base station has a feedback priority
level greater than the H-PMI1 fed back to the second
base station and the PMI2 fed back to the second base
station. The first base station is a base station having an
MIMO antenna array with controllable horizontal dimen-
sion antennas, and the second base station is a base
station having an MIMO antenna array with both control-
lable horizontal and vertical antennas.
[0017] In another aspect, the present disclosure pro-
vides in some embodiments an information feedback de-
vice, including: an acquisition module configured to ac-
quire PMIs of multiple-level component precoding matri-
ces of a precoding matrix for downlink data transmission;
and a feedback module configured to feed back the PMI
of each of the multiple-level component precoding ma-
trices of the precoding matrix to a base station, or feed
back the PMI of each of the multiple-level component
precoding matrices of the precoding matrix, to the base
station.
[0018] In a possible embodiment of the present disclo-
sure, the acquisition module includes: a first acquisition
unit configured to acquire a dimension indication of a
first-level component precoding matrix of the precoding
matrix for the downlink data transmission; a second ac-
quisition unit configured to acquire the PMI of the first-
level component precoding matrix in accordance with the
dimension indication of the first-level component precod-
ing matrix; and a third acquisition unit configured to ac-
quire the PMIs of a second-level to an Nth-level compo-
nent precoding matrices of the precoding matrix. Each
of the second-level to the Nth-level component precoding
matrices is acquired in accordance with a previous-level
component precoding matrix, and N is an integer greater
than 2.
[0019] In a possible embodiment of the present disclo-
sure, the second acquisition unit is further configured to
acquire a first PMI PMI1 of the first-level component pre-
coding matrix, or acquire a horizontal-dimension PMI H-
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PMI1 and a vertical-dimension PMI V-PMI1 of the first-
level component precoding matrix.
[0020] In a possible embodiment of the present disclo-
sure, the feedback module is further configured to feed
back at least one of a horizontal-dimension PMI and a
vertical-dimension PMI of each of the multiple-level com-
ponent precoding matrices and the other PMI to the base
station after they are jointly encoded.
[0021] In a possible embodiment of the present disclo-
sure, the feedback module includes: a first independent
feedback unit configured to feed back the first PMI PMI1
of the first-level component precoding matrix and PMIs
PMI2 to PMIN of the second-level to the Nth-level com-
ponent precoding matrices to the base station, or feed
back the horizontal-dimension PMI H-PMI1 and the ver-
tical-dimension PMI V-PMI1 of the first-level component
precoding matrix and the PMIs PMI2 to PMIN of the sec-
ond-level to the Nth-level component precoding matrices
to the base station; or a first joint feedback unit configured
to feed back at least two of the first PMI PMI1 of the first-
level component precoding matrix and PMIs PMI2 to
PMIN of the second-level to the Nth-level component pre-
coding matrices to the base station after they are jointly
encoded, or feed back at least two of the horizontal-di-
mension PMI H-PMI1 and the vertical-dimension PMI V-
PMI1 of the first-level component precoding matrix and
the PMIs PMI2 to PMIN of the second-level to the Nth-lev-
el component precoding matrices to the base station after
they are jointly encoded. In a possible embodiment of
the present disclosure, the feedback module further in-
cludes: a second independent feedback unit configured
to feed back an RI for determining the precoding matrix
to the base station independently, or feed back a CQI for
determining the precoding matrix to the base station in-
dependently; or a second joint feedback unit configured
to feed back the RI for determining the precoding matrix
that is jointly encoded with the first PMI PMI1 or the ver-
tical-dimension PMI V-PMI1 of the first-level component
precoding matrix, to the base station, or feed back the
CQI for determining the precoding matrix that is jointly
encoded with at least one of the horizontal-dimension
PMI1 of the first-level component precoding matrix and
the PMI2 to PMIN of the second-level to the Nth-level
component precoding matrices to the base station after
they are jointly encoded. In a possible embodiment of
the present disclosure, a feedback period of the RI is
substantially greater than or equal to a feedback period
of the PMI1, the H-PMI1 or the V-PMI1, the feedback
period of the PMI1 is substantially greater than or equal
to a feedback period of the PMI2 to PMIN, a feedback
period of the PMI2 is substantially identical to a feedback
period of the CQI, and the feedback period of the V-PMI1
is substantially greater than or equal to the feedback pe-
riod of the H-PMI1.
[0022] In a possible embodiment of the present disclo-
sure, T-RI=MRI*H*Np and T-MPI1=H*Np, where T-PMI1
represents a feedback period of the PMI1 or a feedback
period of the PMI1 jointly encoded with any other feed-

back item, the other feedback item has a feedback period
substantially smaller than the feedback period of the
PMI1 in the case that the PMI1 is fed back independently,
T-PMI2 represents a feedback period of the PMI2 or CQI,
Np=T-PMI2/2, T-RI represents a feedback period of the
RI or a feedback period of the RI jointly encoded with any
other feedback item, the other feedback item has a feed-
back period substantially smaller than the feedback pe-
riod of the RI, and MRI and H are both positive integers.
[0023] In a possible embodiment of the present disclo-
sure, the RI has a feedback priority level greater than the
PMI1, the PMI1 has a feedback priority level greater than
the PMI2 to the PMIN and greater than the CQI, and the
V-PMI1 has a feedback priority level greater than the H-
PMI1 and the PMI2 to the PMIN.
[0024] In a possible embodiment of the present disclo-
sure, in the case that an identical UE needs to feed back
information to two base stations simultaneously, a first
RI fed back to a first base station has a feedback priority
level greater than a second RI fed back to a second base
station, the second RI has a feedback priority level great-
er than the PMI1 fed back to the first base station, the
PMI1 fed back to the first base station has a feedback
priority level greater than the PMI1 fed back to the second
base station, the PMI1 fed back to the second base sta-
tion has a feedback priority level greater than the PMI2
fed back to the first base station and a first CQI fed back
to the first base station, the V-PMI1 fed back to the second
base station has a feedback priority level greater than
the PMI1 fed back to the first base station, and the PMI1
fed back to the first base station has a feedback priority
level greater than the H-PMI1 fed back to the second
base station and the PMI2 fed back to the second base
station. The first base station is a base station having an
MIMO antenna array with controllable horizontal dimen-
sion antennas, and the second base station is a base
station having an MIMO antenna array with both control-
lable horizontal and vertical antennas.
[0025] In yet another aspect, the present disclosure
provides in some embodiments a UE, including a proc-
essor and a memory connected to the processor via a
bus interface and configured to store therein programs
and data for the operation of the processor. The proces-
sor is configured to call and execute the programs and
data stored in the memory, so as to: acquire PMIs of
multiple-level component precoding matrices of a pre-
coding matrix for downlink data transmission; and feed
back the PMI of each of the multiple-level component
precoding matrices of the precoding matrix to a base sta-
tion, or feed back the PMI of each of the multiple-level
component precoding matrices of the precoding matrix,
to the base station.

(3) Beneficial effect

[0026] According to the embodiments of the present
disclosure, the PMIs of the multiple-level component pre-
coding matrices of the precoding matrix for the downlink
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data transmission may be acquired, and then the PMI of
each of the multiple-level component precoding matrices
may be fed back to the base station, or fed back to the
base station after they are jointly encoded. As a result,
it is able to support a higher codebook feedback load,
thereby to meet the requirement of a 3D MIMO antenna
array.

BRIEF DESCRIPTION OF THE DRAWINGS

[0027] In order to illustrate the technical solutions of
the present disclosure or the related art in a clearer man-
ner, the drawings desired for the present disclosure or
the related art will be described hereinafter briefly. Obvi-
ously, the following drawings merely relate to some em-
bodiments of the present disclosure, and based on these
drawings, a person skilled in the art may obtain the other
drawings without any creative effort.

Fig.1 is a schematic view showing a 2D MIMO dual-
polarization antenna array;
Fig.2 is a schematic view showing a 2D MIMO single-
polarization antenna array;
Fig.3 is a schematic view showing a 3D MIMO dual-
polarization antenna array;
Fig.4 is a schematic view showing a 3D MIMO single-
polarization antenna array;
Fig.5 is a flow chart of an information feedback meth-
od according to the first embodiment of the present
disclosure;
Figs.6 and 7 are flow charts of the information feed-
back method according to the second embodiment
of the present disclosure;
Fig.8 is a schematic view showing the information
feedback method according to the third embodiment
of the present disclosure;
Fig.9 is a schematic view showing a first feedback
situation according to the third embodiment of the
present disclosure;
Fig.10 is a schematic view showing a second feed-
back situation according to the third embodiment of
the present disclosure;
Fig.11 is a schematic view showing a third feedback
situation according to the third embodiment of the
present disclosure;
Fig.12 is a schematic view showing a fourth feedback
situation according to the third embodiment of the
present disclosure;
Fig. 13 is a schematic view showing an information
feedback device according to the fourth embodiment
of the present disclosure; and
Fig.14 is a schematic view showing a UE according
to the fifth embodiment of the present disclosure.

DETAILED DESCRIPTION OF THE EMBODIMENTS

[0028] The present disclosure will be described here-
inafter in conjunction with the drawings and embodi-

ments. The following embodiments are for illustrative pur-
poses only, but shall not be used to limit the scope of the
present disclosure.
[0029] In order to make the objects, the technical so-
lutions and the advantages of the present disclosure
more apparent, the present disclosure will be described
hereinafter in a clear and complete manner in conjunction
with the drawings and embodiments. Obviously, the fol-
lowing embodiments merely relate to a part of, rather
than all of, the embodiments of the present disclosure,
and based on these embodiments, a person skilled in
the art may, without any creative effort, obtain the other
embodiments, which also fall within the scope of the
present disclosure.
[0030] Unless otherwise defined, any technical or sci-
entific term used herein shall have the common meaning
understood by a person of ordinary skills. Such words as
"first" and "second" used in the specification and claims
are merely used to differentiate different components
rather than to represent any order, number or impor-
tance. Similarly, such words as "one" or "one of" are
merely used to represent the existence of at least one
member, rather than to limit the number thereof. Such
words as "connect" or "connected to" may include elec-
trical connection, direct or indirect, rather than to be lim-
ited to physical or mechanical connection. Such words
as "on", "under", "left" and "right" are merely used to rep-
resent relative position relationship, and when an abso-
lute position of the object is changed, the relative position
relationship will be changed too.
[0031] As shown in Figs.1 and 2, for a conventional 2D
MIMO smart antenna array having controllable horizontal
dimension antennas, there are a plurality of transmission
antennae at a transmitting end and a plurality of reception
antennae at a receiving end, so as to mainly acquire a
multi-antenna gain by use of a spatial freedom degree in
a horizontal direction. Fig.1 shows a dual-polarization an-
tenna array arranged in the horizontal direction, and Fig.2
shows a single-polarization antenna array arranged in
the horizontal direction.
[0032] A 3D MIMO technology having both controllable
horizontal and vertical antennas, as a new wireless tech-
nology, has attracted more and more attentions. As
shown in Figs.3 and 4, without changing an antenna size,
for the 3D MIMO technology, each vertical antenna ele-
ment may be divided into a plurality of elements, so as
to acquire another spatial dimension, i.e., a vertical di-
mension. Fig.3 shows a dual-polarization antenna array
arranged in both the horizontal direction and a vertical
direction, and Fig.4 shows a signal-polarization antenna
array arranged in both the horizontal direction and the
vertical direction. It is able for the 3D MIMO technology,
as a further development stage of the MIMO technology,
increase an LTE transmission performance, thereby to
further reduce the inter-cell interference, increase the
system throughput and improve the spectral efficiency.
[0033] In a conventional cellular system, beams from
the transmitting end of a base station may merely be
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adjusted in the horizontal direction, and it has a fixed
down-tilt angle for each user in the vertical dimension.
Hence, various beamforming/precoding techniques are
achieved on the basis of channel information in the hor-
izontal direction. Actually, because of a 3D channel, it is
impossible for a method with the fixed down-tilt angle to
acquire optimum throughput performance. Along with an
increase in the number of the users in a cell, the users
may be distributed at different regions of the cell, includ-
ing at the center of the cell and at an edge of the cell. In
the case of using a conventional 2D beamforming tech-
nology, it is merely able to differentiate the users in the
horizontal direction in accordance with the channel infor-
mation in the horizontal dimension, rather than to differ-
entiate the users in the vertical dimension. As a result,
the system performance may be seriously and adversely
affected.
[0034] As compared with the traditional 2D MIMO tech-
nology, for the 3D MIMO technology, an additional avail-
able dimension is provided on the basis of a vertical di-
mension. Chanel information in this dimension may be
utilized, so as to effectively inhibit inter-cell interference,
thereby to increase an average throughput of an edge
user or even the entire cell. For a current FDD LTE sys-
tem, in order to acquire downlink CSI, a downlink refer-
ence signal, e.g., CSI-RS or CRS, needs to be used by
a UE to estimate a downlink channel and feed back an
RI, a PMI and a CQI to an eNB (i.e., a base station). The
UE may report the CSI periodically or non-periodically.
In the case of reporting the CSI periodically, the CSI may
have a length not greater than 11 bits, so the CSI is re-
ported coarsely.
[0035] For the periodic feedback in the current LTE
system, 8-antennae codebooks are merely taken into
consideration. As compared with the 8-antennae code-
books, the number of the 3D MIMO codebooks increases
significantly. Hence, in the case of reporting the CSI, the
feedback overhead for the UE increases significantly too.
In other words, it is difficult for a conventional feedback
mode to support the feedback of the codebooks in a larg-
er amount. There is currently no scheme about a feed-
back mode with respect to the 3D MIMO codebooks in
the industry.
[0036] An object of the present disclosure is to provide
an information feedback method, an information feed-
back device and a UE, so as to support a higher codebook
feedback load, thereby to meet the requirement of the
3D MIMO antenna array.

First Embodiment

[0037] As shown in Fig.5, the present disclosure pro-
vides in this embodiment an information feedback meth-
od, which includes: Step 51 of acquiring PMIs of multiple-
level component precoding matrices of a precoding ma-
trix for downlink data transmission; and Step 52 of feeding
back the PMI of each of the multiple-level component
precoding matrices of the precoding matrix to a base sta-

tion individually, or feeding back the jointly encoded
PMIs, each of which is the PMI of each of the multiple-
level component precoding matrices of the precoding
matrix, to the base station.
[0038] Here, the so-called "joint encoding" refers to an
encoding operation where different bit regions of the re-
sultant information correspond to different pieces of in-
dication information. For example, for the indication in-
formation acquired after the joint encoding, the preceding
N1 bits correspond to first indication information, the
N1+1 to N2 bits correspond to second indication infor-
mation, and so on.
[0039] In a possible embodiment of the present disclo-
sure, the indication information acquired after they are
jointly encoded may further be used to indicate a joint
state of all the indication information, i.e., the states of
all the indication information may be combined and then
encoded uniformly.
[0040] In this embodiment, a precoding matrix W for
the downlink data transmission is acquired in accordance
with multiple-levels of precoding matrices W1, W2, ....,
and WN. There is a plurality of schemes for the design
of a codebook of a 3D MIMO antenna array. For example,
in the case that there are two levels of precoding matri-
ces, W=W1*W2, where W represents the precoding ma-
trix, W1 represents the first-level component precoding
matrix, and W2 represents the second-level component
precoding matrix.

 where 

represents a kth-dimension precoding matrix in a hori-

zontal dimension, and  represents an 1th-dimension

precoding matrix in the vertical dimension.
[0041] The precoding matrix in each dimension con-
sists of a group of column vectors, and each column vec-
tor is generated in accordance with a Discrete Fourier
Transformation (DFT) vector.
[0042] W1 is generated in accordance with two pre-
coding matrices in the horizontal dimension and the ver-
tical dimension, so two PMIs may be used for W1. One
of the two PMIs is used to indicate the precoding matrix
in the vertical dimension, and the other is used to indicate
the precoding matrix in the horizontal dimension.
[0043] W2 may be used to achieve column selection,
i.e., r vectors may be selected from the group of vectors
in W1, where r is determined in accordance with an RI.

 where φi repre-

sents a phase adjustment factor, and Yi represents a

beam selection vector.
[0044] The UE may calculate a corresponding CQI for
each code word (i.e., the precoding matrix) in accordance
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with a channel estimation result. After the determination
of the RI and the PMI, the CQI corresponding to the code
word may be fed back to the eNB too. According to the
first embodiment of the present disclosure, the PMIs of
the multiple-level component precoding matrices of the
precoding matrix for the downlink data transmission may
be acquired, and then the PMI of each of the multiple-
level component precoding matrices may be fed back to
the base station, or fed back to the base station after they
are jointly encoded. As a result, it is able to support a
higher codebook feedback load, thereby to meet the re-
quirement of the 3D MIMO antenna array.

Second Embodiment

[0045] As shown in Fig.6, the present disclosure pro-
vides in some embodiments an information feedback
method, which includes: Step 61 of acquiring a dimension
indication of a first-level component precoding matrix of
a precoding matrix for downlink data transmission; Step
62 of acquiring a PMI of the first-level component pre-
coding matrix in accordance with the dimension indica-
tion of the first-level component precoding matrix; Step
63 of acquiring PMIs of a second-level to an Nth-level
component precoding matrices of the precoding matrix;
and Step 64 of feeding back the PMI of each of the mul-
tiple-level component precoding matrices to a base sta-
tion individually, or feeding back the jointly encoded
PMIs, each of which is the PMI of each of the multiple-
level component precoding matrices to the base station
after they are jointly encoded. Each of the second-level
to the Nth-level component precoding matrices is ac-
quired in accordance with a previous-level component
precoding matrix, and N is an integer greater than 2.
[0046] As shown in Fig.7, in the second embodiment,
Step 62 may include Step 621 of acquiring a first PMI1
of the first-level component precoding matrix in accord-
ance with the dimension indication of the first-level com-
ponent precoding matrix. In the case that the first-level
component precoding matrix W1 meets or does not meet
a Kronecker product of the horizontal dimension and the
vertical dimension (the Kronecker product is acquired in
accordance with two matrices of any sizes), W1 may cor-
respond to a PMI, i.e., the PMI1.
[0047] During the implementation, Step 62 may further
include Step 622 of acquiring a horizontal-dimension PMI
H-PMI1 and a vertical-dimension PMI V-PMI1 of the first-
level component precoding matrix. In the case that the
first-level component precoding matrix W1 meets the
Kronecker product of the horizontal dimension and the
vertical dimension, W1 may correspond to the horizontal-
dimension PMI H-PMI1 and the vertical-dimension PMI
V-PMI1.
[0048] In the case of feeding back the information in-
dependently, Step 64 may include: Step 641 of feeding
back the first PMI PMI1 of the first-level component pre-
coding matrix and PMIs PMI2 to PMIN of the second-
level to the Nth-level component precoding matrices to

the base station, or Step 642 of feeding back the hori-
zontal-dimension PMI H-PMI1 and the vertical-dimen-
sion PMI V-PMI1 of the first-level component precoding
matrix and the PMIs PMI2 to PMIN of the second-level
to the Nth-level component precoding matrices to the
base station.
[0049] In the case of feeding back the information joint-
ly, Step 64 may include: Step 643 of feeding back at least
two of the first PMI PMI1 of the first-level component pre-
coding matrix and PMIs PMI2 to PMIN of the second-
level to the Nth-level component precoding matrices to
the base station after they are jointly encoded, or Step
644 of feeding back at least one of the horizontal-dimen-
sion PMI H-PMI1 and the vertical-dimension PMI V-PMI1
of each level component precoding matrix, that is jointly
encoded with the other PMIs to the base station after
they are jointly encoded.
[0050] In the case of feeding back the information after
they are jointly encoded, at least two of the horizontal-
dimension PMI H-PMI1 and the vertical-dimension PMI
V-PMI1 of the first-level component precoding matrix and
the PMIs PMI2 to PMIN of the second-level to the Nth-lev-
el component precoding matrices may be fed back to the
base station after they are jointly encoded.

Third Embodiment

[0051] As shown in Fig.8, the present disclosure pro-
vides in this embodiment an information feedback meth-
od, which includes: Step 811 of acquiring a first PMI PMI1
of a first-level component precoding matrix of a precoding
matrix, or Step 812 of acquiring a horizontal-dimension
PMI H-PMI1 and a vertical-dimension PMI V-PMI1 of the
first-level component precoding matrix; Step 82 of ac-
quiring PMIs of a second-level to an Nth-level component
precoding matrices of the precoding matrix, each of the
second-level to the Nth-level component precoding ma-
trices being acquired in accordance with a previous-level
component precoding matrix, and N being an integer
greater than 2; and Step 831 of feeding back an RI for
determining the precoding matrix to the base station in-
dependently, or Step 832 of feeding back a CQI for de-
termining the precoding matrix to the base station inde-
pendently, or Step 833 of feeding back the RI for deter-
mining the precoding matrix that is jointly encoded with
the first PMI PMI1 or the vertical-dimension PMI V-PMI1
of the first-level component precoding matrix, to the base
station, or Step 834 of feeding back the CQI for deter-
mining the precoding matrix that is jointly encoded with
at least one of the horizontal-dimension PMI1 of the first-
level component precoding matrix and the PMI2 to PMIN
of the second-level to the Nth-level component precoding
matrices to the base station after they are jointly encoded.
[0052] In Steps 831, 832, 833 and 834, there is the
following correspondence between feedback periods of
the feedback items. A feedback period of the RI is sub-
stantially greater than or equal to a feedback period of
the PMI1, the H-PMI1 or the V-PMI1, the feedback period
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of the PMI1 is substantially greater than or equal to a
feedback period of the PMI2 to PMIN, a feedback period
of the PMI2 is substantially identical to a feedback period
of the CQI, and the feedback period of the V-PMI1 is
substantially greater than or equal to the feedback period
of the H-PMI1.
[0053] To be specific, T-RI=MRI*H*Np and T-
MPI1=H*Np, where T-PMI1 represents a feedback peri-
od of the PMI1 or a feedback period of the PMI1 jointly
encoded with any other feedback item, the other feed-
back item has a feedback period substantially smaller
than the feedback period of the PMI1 in the case that the
PMI1 is fed back independently, T-PMI2 represents a
feedback period of the PMI2 or CQI, Np=T-PMI2/2, T-RI
represents a feedback period of the RI or a feedback
period of the RI jointly encoded with any other feedback
item, the other feedback item has a feedback period sub-
stantially smaller than the feedback period of the RI, and
MRI and H are both positive integers.
[0054] As shown in Fig.9, in the case that the precoding
matrix W is acquired in accordance with two levels of
precoding matrices (i.e., W1 and W2), the PMI1 and PMI2
of each of the multiple levels of precoding matrices, the
RI for determining the precoding matrix that is jointly en-
coded with the CQI for determining the precoding matrix
may be fed back to the base station independently. The
feedback period of the RI is substantially greater than or
equal to the feedback period of the PMI1, the feedback
period of the PMI1 is substantially greater than or equal
the feedback period of the PMI2, and the feedback period
of the PMI2 is substantially identical to the feedback pe-
riod of the CQI.
[0055] To be specific, T-PMI=H*Np, and T-
RI=MRI*H*Np, where T-PMI1 represents the feedback
period of the PMI1, T-PMI2 represents the feedback pe-
riod of the PMI2 or the CQI, T-RI represents the feedback
period of the RI, and MRI and H are both positive integers.
T-PMI2/2=Np
[0056] Fig.10 shows a feedback situation where RI and
CQI are fed back independently while PMI1 and PMI2
are fed back after they are jointly encoded. The feedback
period of the RI is substantially greater than or equal to
the feedback period of the PMI1 and the PMI2 after they
are jointly encoded, and the feedback period of the PMI1
and the PMI2 after they are jointly encoded is substan-
tially identical to the feedback period of the CQI.
[0057] To be specific, T-RI=MRI*Np, where T-RI rep-
resents the feedback period of the RI, Np represents the
feedback period of the PMI1 and the PMI2 after they are
jointly encoded, and MRI is a positive integer.
[0058] Fig.12 shows a feedback situation where the V-
PMI1 is fed back independently while the H-PMI1 and
the PMI2 are fed back after they are jointly encoded. The
feedback period of the RI is substantially greater than or
equal to the feedback period of the V-PMI1, the feedback
period of the V-PMI1 is substantially greater than or equal
to the feedback period of the H-PMI1 and the PMI2 after
they are jointly encoded, and the feedback period of the

H-PMI1 and the PMI2 after they are jointly encoded is
substantially identical to the feedback period of the CQI.
[0059] To be specific, T1=H*Np, and T=MRI*H*Np,
where T2 represents the feedback period of the RI, T1
represents the feedback period of the V-PMI1, Np rep-
resents the feedback period of the H-PMI1 and the PMI2
after they are jointly encoded, and MRI and H are both
positive integers.
[0060] As shown in Fig.11, in the case that the precod-
ing matrix W is acquired in accordance with two levels
of precoding matrices (W1 and W2), the RI for determin-
ing the precoding matrix that is jointly encoded with the
PMI1 or the V-PMI1 of the first-level component precod-
ing matrix may be fed back to the base station after they
are jointly encoded.
[0061] Fig.11 shows a feedback situation where RI and
the V-PMI1 are fed back after they are jointly encoded
while the other feedback items, i.e., the H-PMI1, the PMI2
and the CQI, are fed back independently. The feedback
period of the R1 and the PMI1 or the V-PMI1 after they
are jointly encoded is substantially greater than or equal
to the feedback period of the H-PMI1, the feedback period
of the H-PMI1 is substantially greater than or equal to
the feedback period of the PMI2, and the feedback period
of the PMI2 is substantially identical to the feedback pe-
riod of the CQI.
[0062] To be specific, T3=H*Np and T4=MRI*H*Np,
where T3 represents the feedback period of the H-PMI1,
T4 represents the feedback period of the RI and the PMI1
or the V-PMI1 after they are jointly encoded, MRI and H
are both positive integers, T-PMI2/2=Np, and T-PMI2
represents the feedback period of the PMI2.
[0063] For a feedback sequence, in the case that a
feedback conflict occurs within a certain subframe, a
feedback item having the highest feedback priority may
be reserved and a feedback item having the lowest feed-
back priority may be abandoned. To be specific, the RI
has a feedback priority level greater than the PMI1, the
PMI1 has a feedback priority level greater than the PMI2
to the PMIN and greater than the CQI, and the V-PMI1
has a feedback priority level greater than the H-PMI1 and
the PMI2 to the PMIN.
[0064] Here, the feedback priority level of the RI in-
cudes a feedback priority level of the RI in the case that
the RI is fed back independently or fed back after they
are jointly encoded with the other CSI.
[0065] Identically, the feedback priority level of the
PMI1 incudes a feedback priority level of the PMI1 in the
case that the PMI1 is fed back independently or fed back
after they are jointly encoded with the other CSI.
[0066] Identically, the feedback priority level of the V-
PMI1 incudes a feedback priority level of the V-PMI1 in
the case that the RI is fed back independently or fed back
after they are jointly encoded with the other CSI.
[0067] In the case that an identical UE needs to feed
back information to two base stations simultaneously, a
first RI fed back to a first base station has a feedback
priority level greater than a second RI fed back to a sec-
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ond base station, the second RI has a feedback priority
level greater than the PMI1 fed back to the first base
station, the PMI1 fed back to the first base station has a
feedback priority level greater than the PMI1 fed back to
the second base station, the PMI1 fed back to the second
base station has a feedback priority level greater than
the PMI2 fed back to the first base station and a first CQI
fed back to the first base station, the V-PMI1 fed back to
the second base station has a feedback priority level
greater than the PMI1 fed back to the first base station,
and the PMI1 fed back to the first base station has a
feedback priority level greater than the H-PMI1 fed back
to the second base station and the PMI2 fed back to the
second base station. The first base station is a base sta-
tion having an MIMO antenna array with controllable hor-
izontal dimension antennas (i.e., a base station having
a 2D MIMO antenna array), and the second base station
is a base station having an MIMO antenna array with
both controllable horizontal and vertical antennas (i.e., a
base station having a 3D MIMO antenna array).
[0068] According to the third embodiment of the
present disclosure, the PMIs of the multiple-level com-
ponent precoding matrices of the precoding matrix for
the downlink data transmission may be acquired, and
then the PMI of each of the multiple-level component
precoding matrices may be fed back to the base station,
or fed back to the base station after they are jointly en-
coded. As a result, it is able to support a higher codebook
feedback load, thereby to meet the requirement of the
3D MIMO antenna array.

Fourth Embodiment

[0069] As shown in Fig.13, the present disclosure pro-
vides in this embodiment an information feedback device
130, which includes: an acquisition module 131 config-
ured to acquire PMIs of multiple-level component pre-
coding matrices of a precoding matrix for downlink data
transmission; and a feedback module 132 configured to
feed back the PMI of each of the multiple-level compo-
nent precoding matrices of the precoding matrix to a base
station, or feed back the PMI of each of the multiple-level
component precoding matrices of the precoding matrix,
to the base station.
[0070] In a possible embodiment of the present disclo-
sure, the acquisition module 131 includes: a first acqui-
sition unit configured to acquire a dimension indication
of a first-level component precoding matrix of the pre-
coding matrix for the downlink data transmission; a sec-
ond acquisition unit configured to acquire the PMI of the
first-level component precoding matrix in accordance
with the dimension indication of the first-level component
precoding matrix; and a third acquisition unit configured
to acquire the PMIs of a second-level to an Nth-level com-
ponent precoding matrices of the precoding matrix. Each
of the second-level to the Nth-level component precoding
matrices is acquired in accordance with a previous-level
component precoding matrix, and N is an integer greater

than 2.
[0071] In a possible embodiment of the present disclo-
sure, the second acquisition unit is further configured to
acquire a first PMI PMI1 of the first-level component pre-
coding matrix, or acquire a horizontal-dimension PMI H-
PMI1 and a vertical-dimension PMI V-PMI1 of the first-
level component precoding matrix.
[0072] In a possible embodiment of the present disclo-
sure, the feedback module 132 includes: a first independ-
ent feedback unit configured to feed back the first PMI
PMI1 of the first-level component precoding matrix and
PMIs PMI2 to PMIN of the second-level to the Nth-level
component precoding matrices to the base station, or
feed back the horizontal-dimension PMI H-PMI1 and the
vertical-dimension PMI V-PMI1 of the first-level compo-
nent precoding matrix and the PMIs PMI2 to PMIN of the
second-level to the Nth-level component precoding ma-
trices to the base station; or a first joint feedback unit
configured to feed back at least two of the first PMI PMI1
of the first-level component precoding matrix and PMIs
PMI2 to PMIN of the second-level to the Nth-level com-
ponent precoding matrices to the base station after they
are jointly encoded, or feed back at least one of the hor-
izontal-dimension PMI H-PMI and the vertical-dimension
PMI V-PMI of each level component precoding matrix,
along with the PMIs PMI2 to PMIN of the other level com-
ponent precoding matrices to the base station after they
are jointly encoded. For example, the first joint feedback
unit may be configured to feed back at least least two of
the horizontal-dimension PMI H-PMI1 and the vertical-
dimension PMI V-PMI1 of the first-level component pre-
coding matrix and the PMIs PMI2 to PMIN of the second-
level to the Nth-level component precoding matrices to
the base station after they are jointly encoded.
[0073] In a possible embodiment of the present disclo-
sure, the feedback module 132 further includes: a second
independent feedback unit configured to feed back an RI
for determining the precoding matrix to the base station
independently, or feed back a CQI for determining the
precoding matrix to the base station independently; or a
second joint feedback unit configured to feed back the
RI for determining the precoding matrix that is jointly en-
coded with the first PMI PMI1 or the vertical-dimension
PMI V-PMI1 of the first-level component precoding ma-
trix, to the base station, or feed back the CQI for deter-
mining the precoding matrix that is jointly encoded with
at least one of the horizontal-dimension PMI1 of the first-
level component precoding matrix and the PMI2 to PMIN
of the second-level to the Nth-level component precoding
matrices to the base station after they are jointly encoded.
[0074] A feedback period of the RI is substantially
greater than or equal to a feedback period of the PMI1,
the H-PMI1 or the V-PMI1, the feedback period of the
PMI1 is substantially greater than or equal to a feedback
period of the PMI2 to PMIN, a feedback period of the
PMI2 is substantially identical to a feedback period of the
CQI, and the feedback period of the V-PMI1 is substan-
tially greater than or equal to the feedback period of the
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H-PMI1.
[0075] To be specific, T-RI=MRI*H*Np and T-
MPI1=H*Np, where T-PMI1 represents a feedback peri-
od of the PMI1 or a feedback period of the PMI1 jointly
encoded with any other feedback item, the other feed-
back item has a feedback period substantially smaller
than the feedback period of the PMI1 in the case that the
PMI1 is fed back independently, T-PMI2 represents a
feedback period of the PMI2 or CQI, Np=T-PMI2/2, T-RI
represents a feedback period of the RI or a feedback
period of the RI jointly encoded with any other feedback
item, the other feedback item has a feedback period sub-
stantially smaller than the feedback period of the RI, and
MRI and H are both positive integers.
[0076] In a possible embodiment of the present disclo-
sure, the RI has a feedback priority level greater than the
PMI1, the PMI1 has a feedback priority level greater than
the PMI2 to the PMIN and greater than the CQI, and the
V-PMI1 has a feedback priority level greater than the H-
PMI1 and the PMI2 to the PMIN.
[0077] In a possible embodiment of the present disclo-
sure, in the case that an identical UE needs to feed back
information to two base stations simultaneously, a first
RI fed back to a first base station has a feedback priority
level greater than a second RI fed back to a second base
station, the second RI has a feedback priority level great-
er than the PMI1 fed back to the first base station, the
PMI1 fed back to the first base station has a feedback
priority level greater than the PMI1 fed back to the second
base station, the PMI1 fed back to the second base sta-
tion has a feedback priority level greater than the PMI2
fed back to the first base station and a first CQI fed back
to the first base station, the V-PMI1 fed back to the second
base station has a feedback priority level greater than
the PMI1 fed back to the first base station, and the PMI1
fed back to the first base station has a feedback priority
level greater than the H-PMI1 fed back to the second
base station and the PMI2 fed back to the second base
station. The first base station is a base station having an
MIMO antenna array with controllable horizontal dimen-
sion antennas, and the second base station is a base
station having an MIMO antenna array with both control-
lable horizontal and vertical antennas.
[0078] It should be appreciated that, the information
feedback device corresponds to the above-mentioned
method. All the implementation modes in the above
method embodiments may be applied to the information
feedback device, with a substantially identical technical
effect.

Fifth Embodiment

[0079] As shown in Fig.14, the present disclosure pro-
vides in this embodiment a UE, which includes a proc-
essor 141 and a memory 143 connected to the processor
via a bus interface 142 and configured to store therein
programs and data for the operation of the processor
141. The processor is configured to call and execute the

programs and data stored in the memory, so as to: ac-
quire PMIs of multiple-level component precoding matri-
ces of a precoding matrix for downlink data transmission;
and feed back the PMI of each of the multiple-level com-
ponent precoding matrices of the precoding matrix to a
base station, or feed back the PMI of each of the multiple-
level component precoding matrices of the precoding
matrix, to the base station. The processor is further con-
figured to achieve functions of any other module of the
information feedback device.
[0080] It should be appreciated that, all or parts of the
above-mentioned steps may be implemented through
hardware or a computer program. The computer program
includes instructions for executing parts of or all of the
steps in the above-mentioned method. In addition, the
computer program may be stored in a computer-readable
storage medium in any form.
[0081] The above are merely the preferred embodi-
ments of the present disclosure, but the present disclo-
sure is not limited thereto. Obviously, a person skilled in
the art may make further modifications and improve-
ments without departing from the spirit of the present
disclosure, and these modifications and improvements
shall also fall within the scope of the present disclosure.

Claims

1. An information feedback method, comprising steps
of:

acquiring Precoding Matrix Indicators (PMIs) of
multiple-level component precoding matrices of
a precoding matrix for downlink data transmis-
sion; and
feeding back the PMI of each of the multiple-
level component precoding matrices of the pre-
coding matrix to a base station individually, or
feeding back the jointly encoded PMIs, each of
which is the PMI of each of the multiple-level
component precoding matrices of the precoding
matrix, to the base station.

2. The information feedback method according to claim
1, wherein the step of acquiring the PMIs of the mul-
tiple-level component precoding matrices of the pre-
coding matrix for the downlink data transmission
comprises:

acquiring a dimension indication of a first-level
component precoding matrix of the precoding
matrix for the downlink data transmission;
acquiring the PMI of the first-level component
precoding matrix in accordance with the dimen-
sion indication of the first-level component pre-
coding matrix; and
acquiring the PMIs of a second-level to an
Nth-level component precoding matrices of the
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precoding matrix,
wherein each of the second-level to the Nth-level
component precoding matrices is acquired in
accordance with a previous-level component
precoding matrix, and N is an integer greater
than 2.

3. The information feedback method according to claim
2, wherein the step of acquiring the PMI of the first-
level component precoding matrix in accordance
with the dimension indication of the first-level com-
ponent precoding matrix comprises
acquiring a first PMI PMI1 of the first-level compo-
nent precoding matrix, or
acquiring a horizontal-dimension PMI H-PMI1 and a
vertical-dimension PMI V-PMI1 of the first-level com-
ponent precoding matrix.

4. The information feedback method according to any
one of claims 1 to 3, wherein the step of feeding back
the PMI of each of the multiple-level component pre-
coding matrices of the precoding matrix, to the base
station comprises
feeding back at least one of a horizontal-dimension
PMI and a vertical-dimension PMI of each of the mul-
tiple-level component precoding matrices, that is
jointly encoded with the other PMI to the base station
after they are jointly encoded.

5. The information feedback method according to any
one of claims 1 to 3, wherein the step of feeding back
the PMI of each of the multiple-level component pre-
coding matrices to the base station or feeding back
the PMI of each of the multiple-level component pre-
coding matrices to the base station after they are
jointly encoded comprises:

feeding back independently the first PMI PMI1
of the first-level component precoding matrix
and PMIs PMI2 to PMIN of the second-level to
the Nth-level component precoding matrices to
the base station, or
feeding back independently the horizontal-di-
mension PMI H-PMI1 and the vertical-dimen-
sion PMI V-PMI1 of the first-level component
precoding matrix and the PMIs PMI2 to PMIN of
the second-level to the Nth-level component pre-
coding matrices to the base station, or
feeding back at least two of the first PMI PMI1
of the first-level component precoding matrix
and PMIs PMI2 to PMIN of the second-level to
the Nth-level component precoding matrices to
the base station after they are jointly encoded, or
feeding back at least two of the horizontal-di-
mension PMI H-PMI1 and the vertical-dimen-
sion PMI V-PMI1 of the first-level component
precoding matrix and the PMIs PMI2 to PMIN of
the second-level to the Nth-level component pre-

coding matrices to the base station after they
are jointly encoded.

6. The information feedback method according to claim
5, further comprising:

feeding back a Rank Indicator (RI) for determin-
ing the precoding matrix to the base station in-
dependently, or
feeding back a Channel Quality Indicator (CQI)
for determining the precoding matrix to the base
station independently, or
feeding back the RI for determining the precod-
ing matrix that is jointly encoded with one of the
first PMI PMI1 and the vertical-dimension PMI
V-PMI1 of the first-level component precoding
matrix, to the base station, or
feeding back the CQI for determining the pre-
coding matrix that is jointly encoded with at least
one of the H-PMI1 and the PMI2 to PMIN to the
base station after they are jointly encoded.

7. The information feedback method according to claim
6, wherein
a feedback period of the RI is substantially greater
than or equal to a feedback period of the PMI1, the
H-PMI1 or the V-PMI1,
the feedback period of the PMI1 is substantially
greater than or equal to a feedback period of the
PMI2 to PMIN,
a feedback period of the PMI2 is substantially iden-
tical to a feedback period of the CQI, and
the feedback period of the V-PMI1 is substantially
greater than or equal to the feedback period of the
H-PMI1.

8. The information feedback method according to claim
7, wherein
T-RI=MRI*H*Np and T-MPI1=H*Np,
where T-PMI1 represents a feedback period of the
PMI1 or a feedback period of the PMI1 jointly encod-
ed with any other feedback item, the other feedback
item has a feedback period substantially smaller than
the feedback period of the PMI1 in the case that the
PMI1 is fed back independently, T-PMI2 represents
a feedback period of the PMI2 or CQI, Np=T-PMI2/2,
T-RI represents a feedback period of the RI or a feed-
back period of the RI jointly encoded with any other
feedback item, the other feedback item has a feed-
back period substantially smaller than the feedback
period of the RI, and MRI and H are both positive
integers.

9. The information feedback method according to claim
6, wherein
the RI has a feedback priority level greater than the
PMI1,
the PMI1 has a feedback priority level greater than
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the PMI2 to the PMIN and greater than the CQI, and
the V-PMI1 has a feedback priority level greater than
the H-PMI1 and the PMI2 to the PMIN.

10. The information feedback method according to claim
6, wherein in the case that an identical User Equip-
ment (UE) needs to feed back information to two
base stations simultaneously, a first RI fed back to
a first base station has a feedback priority level great-
er than a second RI fed back to a second base sta-
tion, the second RI has a feedback priority level
greater than the PMI1 fed back to the first base sta-
tion, the PMI1 fed back to the first base station has
a feedback priority level greater than the PMI1 fed
back to the second base station, the PMI1 fed back
to the second base station has a feedback priority
level greater than the PMI2 fed back to the first base
station and a first CQI fed back to the first base sta-
tion, the V-PMI1 fed back to the second base station
has a feedback priority level greater than the PMI1
fed back to the first base station, and the PMI1 fed
back to the first base station has a feedback priority
level greater than the H-PMI1 fed back to the second
base station and the PMI2 fed back to the second
base station,
wherein the first base station is a base station having
a Multiple-Input Multiple-Output (MIMO) antenna ar-
ray with controllable horizontal dimension antennas,
and the second base station is a base station having
an MIMO antenna array with both controllable hori-
zontal and vertical antennas.

11. An information feedback device, comprising:

an acquisition module configured to acquire Pre-
coding Matrix Indicators (PMIs) of multiple-level
component precoding matrices of a precoding
matrix for downlink data transmission; and
a feedback module configured to feed back the
PMI of each of the multiple-level component pre-
coding matrices of the precoding matrix to a
base station, or feed back the PMI of each of
the multiple-level component precoding matri-
ces of the precoding matrix, to the base station.

12. The information feedback device according to claim
11, wherein the acquisition module comprises:

a first acquisition unit configured to acquire a
dimension indication of a first-level component
precoding matrix of the precoding matrix for the
downlink data transmission;
a second acquisition unit configured to acquire
the PMI of the first-level component precoding
matrix in accordance with the dimension indica-
tion of the first-level component precoding ma-
trix; and
a third acquisition unit configured to acquire the

PMIs of a second-level to an Nth-level compo-
nent precoding matrices of the precoding matrix,
wherein each of the second-level to the Nth-level
component precoding matrices is acquired in
accordance with a previous-level component
precoding matrix, and N is an integer greater
than 2.

13. The information feedback device according to claim
12, wherein the second acquisition unit is further con-
figured to acquire a first PMI PMI1 of the first-level
component precoding matrix, or acquire a horizon-
tal-dimension PMI H-PMI1 and a vertical-dimension
PMI V-PMI1 of the first-level component precoding
matrix.

14. The information feedback device according to any
one of claims 11 to 13, wherein the feedback module
is further configured to feed back at least one of a
horizontal-dimension PMI and a vertical-dimension
PMI of each of the multiple-level component precod-
ing matrices that is jointly encoded with the other
PMI to the base station after they are jointly encoded.

15. The information feedback device according to any
one of claims 11 to 13, wherein the feedback module
comprises:

a first independent feedback unit configured to
feed back independently the first PMI PMI1 of
the first-level component precoding matrix and
PMIs PMI2 to PMIN of the second-level to the
Nth-level component precoding matrices to the
base station, or feed back independently the
horizontal-dimension PMI H-PMI1 and the ver-
tical-dimension PMI V-PMI1 of the first-level
component precoding matrix and the PMIs PMI2
to PMIN of the second-level to the Nth-level com-
ponent precoding matrices to the base station;
or
a first joint feedback unit configured to feed back
at least two of the first PMI PMI1 of the first-level
component precoding matrix and PMIs PMI2 to
PMIN of the second-level to the Nth-level com-
ponent precoding matrices to the base station
after they are jointly encoded, or feed back at
least two of the horizontal-dimension PMI H-
PMI1 and the vertical-dimension PMI V-PMI1 of
the first-level component precoding matrix and
the PMIs PMI2 to PMIN of the second-level to
the Nth-level component precoding matrices to
the base station after they are jointly encoded.

16. The information feedback device according to claim
15, wherein the feedback module further comprises:

a second independent feedback unit configured
to feed back a Rank Indicator (RI) for determin-
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ing the precoding matrix to the base station in-
dependently, or feed back a Channel Quality In-
dicator (CQI) for determining the precoding ma-
trix to the base station independently; or
a second joint feedback unit configured to feed
back the RI for determining the precoding matrix
that is jointly encoded with one of the first PMI
PMI1 and the vertical-dimension PMI V-PMI1 of
the first-level component precoding matrix, to
the base station, or feed back the CQI for deter-
mining the precoding matrix that is jointly encod-
ed with at least one of the H- PMI1 of the first-
level component precoding matrix and the PMI2
to PMIN of the second-level to the Nth-level com-
ponent precoding matrices to the base station
after they are jointly encoded.

17. The information feedback device according to claim
16, wherein a feedback period of the RI is substan-
tially greater than or equal to a feedback period of
the PMI1, the H-PMI1 or the V-PMI1, the feedback
period of the PMI1 is substantially greater than or
equal to a feedback period of the PMI2 to PMIN, a
feedback period of the PMI2 is substantially identical
to a feedback period of the CQI, and the feedback
period of the V-PMI1 is substantially greater than or
equal to the feedback period of the H-PMI1.

18. The information feedback device according to claim
17, wherein T-RI=MRI*H*Np and T-MPI1=H*Np,
where T-PMI1 represents a feedback period of the
PMI1 or a feedback period of the PMI1 jointly encod-
ed with any other feedback item, the other feedback
item has a feedback period substantially smaller than
the feedback period of the PMI1 in the case that the
PMI1 is fed back independently, T-PMI2 represents
a feedback period of the PMI2 or CQI, Np=T-PMI2/2,
T-RI represents a feedback period of the RI or a feed-
back period of the RI jointly encoded with any other
feedback item, the other feedback item has a feed-
back period substantially smaller than the feedback
period of the RI, and MRI and H are both positive
integers.

19. The information feedback device according to claim
16, wherein the RI has a feedback priority level great-
er than the PMI1, the PMI1 has a feedback priority
level greater than the PMI2 to the PMIN and greater
than the CQI, and the V-PMI1 has a feedback priority
level greater than the H-PMI1 and the PMI2 to the
PMIN.

20. The information feedback device according to claim
16, wherein in the case that an identical User Equip-
ment (UE) needs to feed back information to two
base stations simultaneously, a first RI fed back to
a first base station has a feedback priority level great-
er than a second RI fed back to a second base sta-

tion, the second RI has a feedback priority level
greater than the PMI1 fed back to the first base sta-
tion, the PMI1 fed back to the first base station has
a feedback priority level greater than the PMI1 fed
back to the second base station, the PMI1 fed back
to the second base station has a feedback priority
level greater than the PMI2 fed back to the first base
station and a first CQI fed back to the first base sta-
tion, the V-PMI1 fed back to the second base station
has a feedback priority level greater than the PMI1
fed back to the first base station, and the PMI1 fed
back to the first base station has a feedback priority
level greater than the H-PMI1 fed back to the second
base station and the PMI2 fed back to the second
base station,
wherein the first base station is a base station having
a Multiple-Input Multiple-Output (MIMO) antenna ar-
ray with controllable horizontal dimension antennas,
and the second base station is a base station having
an MIMO antenna array with both controllable hori-
zontal and vertical antennas.

21. A User Equipment (UE), comprising a processor and
a memory connected to the processor via a bus in-
terface and configured to store therein programs and
data for the operation of the processor, wherein the
processor is configured to call and execute the pro-
grams and data stored in the memory, so as to: ac-
quire Precoding Matrix Indicators (PMIs) of multiple-
level component precoding matrices of a precoding
matrix for downlink data transmission; and feed back
the PMI of each of the multiple-level component pre-
coding matrices of the precoding matrix to a base
station, or feed back the PMI of each of the multiple-
level component precoding matrices of the precod-
ing matrix, to the base station.
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