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(54) STEERING HANDLE LOCK MECHANISM

(57) In a steering handle lock mechanism (10), ac-
companying swinging of an arm member (164) due to an
operating force from an operating member (132) to the
arm member (164), a link member (174) slides in a lon-
gitudinal direction in conjunction with an action point
(204) of the arm member (164). The operating member
(132) and the arm member (164) are arranged above a
top bridge (106). In addition, a lock member (192) slides
in the longitudinal direction in conjunction with the link
member (174), whereby the lock member (192) engages
in a recess (198) of the top bridge (106) .
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Description

BACKGROUND OF THE INVENTION

Field of the Invention:

[0001] The present invention relates to a handle lock
mechanism provided on a vehicle, and which engages
with a steering unit to lock steering of the steering unit.
Description of the Related Art:

For example, Japanese Laid-Open Patent Publica-
tion No. 2001-063650 discloses a handle lock device
for performing a handle locking operation with re-
spect to a handle of a motorcycle. In such a handle
lock device, when the driver erects a stand in order
to park the motorcycle or the like, an operating force
thereof is input to a force point of a swing lever. In
this case, when a pressing lever swings via a spring
which acts as a fulcrum, a lock pin connected to an
action point of the pressing lever engages with a
head pipe and a stem pipe that make up the vehicle
body frame.

SUMMARY OF THE INVENTION

[0002] However, with the technique disclosed in Jap-
anese Laid-Open Patent Publication No. 2001-063650,
the swinging motion of the pressing lever in the form of
an arm member operates as the handle locking opera-
tion. Therefore, it is difficult to suitably design the position
of the force point of the swing lever by which the operating
force is input, as well as the stroke amount of the lock
pin when the driver erects the stand. Further, because
the operating force is transmitted via a cable to the handle
lock device in the vicinity of the head pipe, there is also
a problem in that the structure of the device becomes
large in scale.
[0003] Thus, the present invention has the object of
providing a handle lock mechanism, which is capable of
saving space as well as reducing the size and scale of
the handle lock mechanism, while also enhancing oper-
ability of the handle locking operation.
[0004] A handle lock mechanism according to the
present invention comprises an operating member,
which is disposed on a vehicle equipped with a steering
unit that is steerably supported with respect to a vehicle
main body, together with being supported on the vehicle
main body and performing a handle locking operation
with respect to a handle that constitutes part of the steer-
ing unit, an arm member to which an operating force of
the operating member is input, and a lock member adapt-
ed to lock steering of the steering unit by coming into
engagement with the steering unit accompanying swing-
ing of the arm member caused by the operating force.
[0005] First Aspect: The handle lock mechanism fur-
ther comprises a link member adapted to slide in a pre-
determined direction accompanying swinging of the arm

member, and in conjunction with an action point of the
arm member. In this case, the operating member and the
arm member are arranged above a top bridge that con-
stitutes part of the steering unit and supports the handle.
Further, the lock member slides in the predetermined di-
rection in conjunction with the link member, whereby the
lock member engages with the top bridge.
[0006] Second Aspect: The handle lock mechanism
further comprises a bracket that covers the arm member
and the link member while supporting the handle lock
mechanism on the vehicle main body. In this case, the
operating member and the arm member are arranged at
positions overlapping each other in a height direction,
and the link member and the lock member are disposed
so as to overlap with the operating member along a ver-
tical direction.
[0007] Third Aspect: The lock member is disposed in
a slide hole formed in the bracket, and engages with the
link member so as to slide in the predetermined direction
along the slide hole.
[0008] Fourth Aspect: The link member slides substan-
tially in parallel with an upper surface of the top bridge
at a location above the top bridge.
[0009] Fifth Aspect: A fulcrum, a force point to which
the operating force is input, and the action point are ar-
ranged in this order from above to below on the arm mem-
ber, and the arm member overlaps at least halfway with
the operating member along the vertical direction.
[0010] Sixth Aspect: A recess into which the lock mem-
ber is inserted is provided in a side surface of the top
bridge.
[0011] According to the first aspect of the present in-
vention, the operating member and the arm member are
both arranged above the top bridge. Therefore, the op-
erating member and the arm member are arranged in
the vicinity of the handle which is supported by the top
bridge. Owing thereto, operability of the handle locking
operation can be improved. Further, since the operating
member and the arm member can be arranged in close
proximity to each other, it is possible to achieve a savings
in space of the operating member and the arm member.
Furthermore, since the lock member slides in the prede-
termined direction in conjunction with the link member,
a reduction in size of the arm member is also enabled.
As a result, a savings in space and a reduction in size of
the handle lock mechanism as a whole can be realized.
[0012] According to the second aspect of the present
invention, along with achieving a reduction in size of the
bracket, unintended access to the arm member, the link
member, and the lock member from the exterior (for ex-
ample, tampering with respect to components inside the
bracket) can be prevented.
[0013] According to the third aspect of the present in-
vention, while the sliding motion of the lock member is
guided in the slide hole of the bracket, the lock member
and the link member engage with one another so that
the lock member slides in the predetermined direction
along the slide hole. Owing to this feature, there is no
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need to machine the respective components that make
up the handle lock mechanism with high accuracy, and
therefore, the cost to machine the respective compo-
nents can be reduced. In particular, assuming that the
link member and the lock member are engaged with one
another in the predetermined direction (sliding direction),
the above effect can easily be obtained.
[0014] According to the fourth aspect of the present
invention, since the link member slides along the upper
surface of the top bridge, a reduction in size of the handle
lock mechanism can be easily achieved.
[0015] According to the fifth aspect of the present in-
vention, while the operating force of the operating mem-
ber is input to the force point at the center of the arm
member, the height direction of the operating member is
aligned to the greatest extent possible with the height
direction of the arm member. Consequently, it is possible
to ensure a stroke amount in the predetermined direction
of the lock member, while also reducing the size of the
portion above the top bridge in the handle lock mecha-
nism.
[0016] According to the sixth aspect of the present in-
vention, locking of the top bridge can be made to occur
with a simple configuration. Further, simply by sliding the
lock member along the predetermined direction, the lock
member is inserted into the recess, and steering of the
steering unit is locked. Consequently, the need for highly
precise positional accuracy between the lock member
and the recess is eliminated, and a further reduction in
machining costs can be realized.
[0017] The above and other objects, features, and ad-
vantages of the present invention will become more ap-
parent from the following description when taken in con-
junction with the accompanying drawings, in which a pre-
ferred embodiment of the present invention is shown by
way of illustrative example.

BRIEF DESCRIPTION OF THE DRAWINGS

[0018]

FIG. 1 is a right side view of a motorcycle in which
a handle lock mechanism according to an embodi-
ment of the present invention is incorporated;
FIG. 2 is a view illustrating portions around the pe-
riphery of the handle lock mechanism as viewed from
the perspective of a driver;
FIG. 3 is a cross-sectional view taken along line III-
III of FIG. 2;
FIG. 4 is an exploded perspective view of the handle
lock mechanism shown in FIG. 1;
FIG. 5 is a perspective view illustrating an arrange-
ment of components in the interior of a bracket shown
in FIG. 4;
FIG. 6 is a cross-sectional view taken along line VI-
VI of FIG. 4;
FIG. 7 is an explanatory diagram showing a handle
locking operation (locking operation) effected by the

handle lock mechanism; and
FIG. 8 is an explanatory diagram showing a handle
unlocking operation (lock releasing operation) effect-
ed by the handle lock mechanism.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0019] A preferred embodiment of a handle lock mech-
anism according to the present invention will be present-
ed and described in detail below with reference to the
accompanying drawings.

[Configuration of Motorcycle 12]

[0020] FIG. 1 is a right side view of a motorcycle 12 as
a vehicle in which a handle lock mechanism 10 according
to a present embodiment is incorporated. In the descrip-
tion of the present embodiment, front and rear, right and
left, and up and down directions will be described accord-
ing to directions as viewed from the perspective of an
occupant who is seated on a seat 14 of the motorcycle 12.
[0021] The motorcycle 12 is a saddle type vehicle in
which a seat 14, on which a vehicle occupant is seated
in a straddling manner, is provided above a rear portion
of a vehicle body frame 16 (vehicle main body). The ve-
hicle body frame 16 supports an engine 18 which serves
as a power unit. A head pipe 20 at a front end of the
vehicle body frame 16 supports a steering unit 24 for
steering the front wheel 22. Further, a swing arm 28 that
supports the rear wheel 26 is provided on the rear side
of the vehicle body frame 16.
[0022] In the vehicle body frame 16, a pair of left and
right main frames 30 extend rearward and downwardly
from a rear portion of the head pipe 20. A pair of left and
right down frames 32 extend rearward and downwardly
from front end portions of the main frames 30. Further,
a pair of right and left pivot frames 34 extend rearward
and downwardly from rear ends of the main frames 30.
Furthermore, at the rear ends of the main frames 30, a
pair of right and left seat frames 36 extend rearwardly of
the vehicle, and rearward and upwardly from upper por-
tions of the pivot frames 34.
[0023] The left and right main frames 30 include main
frame body portions 30a that extend rearward and down-
wardly with a comparatively gentle inclination from a low-
er portion of the head pipe 20, and reinforcing frame por-
tions 30b that connect an upper portion of the head pipe
20 and front parts of the main frame body portions 30a.
Intermediate parts of the main frame body portions 30a
and the down frames 32 are connected by a pair of left
and right connecting frames 38.
[0024] The pair of left and right pivot frames 34 are
connected by a pivot shaft 40 that extends in the vehicle
widthwise direction. A front end portion of the swing arm
28 is pivotally supported by the pivot shaft 40. Therefore,
the swing arm 28 swings upward and downward about
the pivot shaft 40. The rear wheel 26 is pivotally support-
ed by a rear wheel axle 42 which is inserted through the
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rear end portion of the swing arm 28.
[0025] In front of the pivot frames 34, the engine 18 is
mounted on the motorcycle 12 so as to be suspended
from the vehicle body frame 16. The engine 18 is
equipped with a crankcase 44 that supports a non-illus-
trated crankshaft which extends in the vehicle widthwise
direction (lateral direction) of the motorcycle 12, and a
cylinder section 46 that extends forward and upwardly
from a front portion of the crankcase 44. In this case, the
engine 18 is positioned below the main frame body por-
tions 30a. Further, the cylinder section 46 extends for-
ward and upwardly in following relation to the main frame
body portions 30a. A front part of the cylinder section 46
is located between the left and right down frames 32 as
well as between the left and right connecting frames 38.
A non-illustrated transmission is accommodated in a rear
part of the crankcase 44.
[0026] The engine 18 is an engine which is forwardly
inclined so that the cylinder section 46 is disposed more
horizontally than it is vertically. An output from the engine
18 is transmitted to the rear wheel 26 via a chain 50,
which is wound on the output shaft of the engine 18 and
the rear wheel 26.
[0027] An exhaust pipe 52 of the engine 18 is drawn
out downwardly from a cylinder head of the cylinder sec-
tion 46, passes under the engine 18 and extends in a
rearward direction, and is connected to a muffler 54 on
the right side of the swing arm 28.
[0028] The seat 14 is made up from a front seat 14a
for the driver (vehicle occupant), and a rear seat 14b for
a passenger. The rear seat 14b is arranged one step
higher than the front seat 14a. Further, the seat 14 is
disposed so as to be vertically rotatable via a hinge 14c
at a front end portion thereof. The front seat 14a is dis-
posed above a rear portion of the main frames 30, above
the pivot frames 34, and above a rear portion of the crank-
case 44. The rear seat 14b is disposed above a rear
portion of the seat frames 36. On the left and right sides
of the rear seat 14b, grip members 56 are provided re-
spectively, which are gripped by the passenger who is
seated on the rear seat 14b.
[0029] A pair of right and left plate-shaped step holders
58 are provided on outside surfaces of the pivot frames
34. The step holders 58 support a pair of left and right
driver sub-steps 60 for the driver, as well as passenger
steps 62 for the passenger, respectively. On front lower
sides of the front seat 14a, a pair of left and right main
steps 64 for use by the driver are provided. A main stand
66 is connected to lower portions of the pivot frames 34.
Furthermore, a side stand 68 is provided on a left end
part of the lower portion of the vehicle body frame 16.
[0030] The motorcycle 12 further includes a vehicle
body cover 70 that covers the vehicle body. The vehicle
body cover 70 includes a front cover 72 that covers the
head pipe 20 and an upper portion of the steering unit
24 from the front, rear, left, and right sides thereof, a seat
bottom cover 74 that covers the main frames 30 from the
upper, left, and right sides thereof at a lower rear part of

the front cover 72, and a pair of left and right intermediate
side covers 76 that cover a rear portion of the engine 18
and the vehicle body frame 16 from the sides at a location
below the seat bottom cover 74.
[0031] The front cover 72 includes a front surface cover
72a that covers the head pipe 20 and an upper portion
of the steering unit 24 from the front, left, and right sides
thereof, and a rear surface cover 72b that covers the
head pipe 20 and the steering unit 24 from the rear. An
upward and downward extending plate-shaped wind
screen 78, and a headlight 80 are provided on the front
surface cover 72a.
[0032] Further, the vehicle body cover 70 includes an
undercover 82 that covers the engine 18 from below, a
pair of left and right rear covers 84 that cover the bottom
of the seat 14 from the sides at a location behind the seat
bottom cover 74, and a pair of left and right frame covers
86 that cover a lower rear portion of the engine 18 and
lower portions of the pivot frames 34 from the sides.
[0033] In addition, the motorcycle 12 includes a rear
fender 88 that covers the rear wheel 26 from above, and
a front fender 90 that covers the front wheel 22 from
above.
[0034] A front part of the seat bottom cover 74 and front
portions of the intermediate side covers 76 are vertically
aligned to thereby form a tunnel-shaped center tunnel
section 92 having an inverted U-shaped cross section.
A front portion of the vehicle body frame 16 and the cyl-
inder section 46 are accommodated inside the center
tunnel section 92. An upper surface of the center tunnel
section 92 is disposed at a position lower than the upper
surface of the front seat 14a. Owing thereto, between the
front surface of the front seat 14a and the rear surface
cover 72b, a downwardly recessed straddling section 94
is formed, over which the driver who is seated on the
front seat 14a can pass his legs when getting on and off
from the motorcycle 12.
[0035] A fuel tank 96 is disposed below the front seat
14a. A fuel supply port 98 is provided on an upper surface
of a front part of the fuel tank 96. In this case, when the
seat 14 is opened upwardly, the fuel tank 96 is exposed
from above. A lid 100 is provided on a front end portion
of the front seat 14a. In this case, when the lid 100 is
rotated toward the straddling section 94, the fuel supply
port 98 is exposed.
[0036] As shown in FIGS. 1 to 3, the steering unit 24
comprises a steering shaft 102 which is axially supported
in a rotating manner by the head pipe 20, a pair of right
and left front forks 104 disposed on both left and right
sides of the front wheel 22 and which support the front
wheel 22, a top bridge 106 fixed to an upper end of the
steering shaft 102 and connecting the left and right front
forks 104, and a bottom bridge 108 fixed to a lower end
of the steering shaft 102 and connecting the left and right
front forks 104. Further, the steering unit 24 is also
equipped with a bar handle 110, which serves as a steer-
ing handle provided above the front forks 104, and a han-
dle post 112 that fixes the bar handle 110 to the top bridge
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106.
[0037] The front wheel 22 is pivotally supported by a
front wheel axle 114 that is passed between lower end
portions of the front forks 104. On the other hand, a pair
of left and right rearview mirrors 115 and a pair of left and
right knuckle guards 116 are provided on the bar handle
110.
[0038] The top bridge 106 is positioned above the head
pipe 20. A center portion of the top bridge 106 in the
vehicle widthwise direction is configured in the form of a
shaft fixing portion through which the steering shaft 102
is inserted and fixed. Further, both end portions of the
top bridge 106 in the vehicle widthwise direction are con-
figured as fork fixing members, into which the upper parts
of the front forks 104 are fitted and fixed. When the steer-
ing unit 24 is steered due to the bar handle 110 being
operated by the driver, the top bridge 106 and related
components are rotated about the steering shaft 102.

[Configuration of Handle Lock Mechanism 10]

[0039] Next, a description of the handle lock mecha-
nism 10 which is mounted on the motorcycle 12 will be
presented with reference to FIGS. 1 through 8.
[0040] The handle lock mechanism 10 is fixedly sup-
ported on the motorcycle 12 by (the head pipe 20 of) the
vehicle body frame 16, in a space in proximity to the head
pipe 20, the top bridge 106, and the handle post 112.
The handle lock mechanism 10 restricts (locks) steering
of the steering unit 24 due to a handle locking operation
of the driver performed at a time of parking or the like.
[0041] The handle lock mechanism 10 comprises an
operating member 132 equipped with a lock knob 130
by which the driver performs a handle locking operation
(locking operation) or a handle lock releasing operation
(unlocking operation), and a main body section 134 that
carries out a handle locking action (locking action) or a
handle lock releasing action (unlocking action) with re-
spect to the steering unit 24 due to operation of the lock
knob 130 by the driver. The operating member 132 is
attached by a non-illustrated fastening means to the rear
of the main body section 134. The main body section 134
is fixed to a substantially planar frame 136, which is pro-
vided at a rear part of the head pipe 20. Consequently,
the handle lock mechanism 10 is supported by the vehicle
body frame 16.
[0042] A lock knob 130 and a changeover switch 138,
which are operated by the driver or the like, are disposed
on an upper surface of the operating member 132. Ac-
cordingly, the operating member 132 functions as a com-
bination switch (operating element). In this instance, the
lock knob 130 is an operation switch for turning a main
power supply of the motorcycle 12 on and off, and switch-
ing between actions of the main body section 134. Due
to the lock knob 130 being operated by the driver, the
operating member 132 causes an operation pin 140,
which projects out from a front surface facing toward the
main body section 134, to advance and retract. The

changeover switch 138 is an operation switch for switch-
ing between a locked state of the seat 14 and a locked
state of the lid 100.
[0043] The main body section 134 includes a bracket
142 to which the operating member 132 is attached. The
bracket 142 is a housing, which extends downwardly
from above at a location behind the handle post 112, the
top bridge 106, and the head pipe 20, and is capable of
accommodating respective components therein that
make up the main body section 134. More specifically,
as shown in FIGS. 3, 4, 7, and 8, the bracket 142 is formed
in a manner so that an upper side portion 142a of the
bracket 142, which faces mutually in a longitudinal
(front/rear) direction with respect to the handle post 112
(see FIGS. 1 and 3), has a forwardly protruding shape.
Further, a central portion 142b of the bracket 142 extends
rearwardly from the upper side portion 142a at a location
above the top bridge 106. Furthermore, a lower side por-
tion 142c of the bracket 142 faces mutually in the longi-
tudinal direction with respect to the top bridge 106, and
extends to the frame 136. The operating member 132 is
fixed to a back surface portion 142d that constitutes part
of the upper side portion 142a of the bracket 142.
[0044] Further, a bottom part 142e which is continuous
with the lower side portion 142c of the bracket 142 has
a shape in which a central portion thereof is slightly re-
cessed rearwardly. A positioning pin 146 is disposed in
the center of the bottom part 142e. The positioning pin
146 is inserted into a positioning hole 148 which is pro-
vided in the center of the frame 136 (see FIGS. 4 and 6).
Consequently, the bracket 142 is positioned at a prede-
termined location on the upper surface of the frame 136.
Furthermore, both left and right ends of the bottom part
142e are fixed by bolts 150 to both left and right ends of
the frame 136.
[0045] Further, locations of the upper side portion
142a, the central portion 142b, and the lower side portion
142c that face toward the handle post 112 and the top
bridge 106 are opened largely in the forward direction. A
first cover member 152 is fitted onto these opened por-
tions from the front. The first cover member 152 is fixed
to the bracket 142 by bolts 154. A second cover member
156 is further fitted onto the bracket 142 from the front in
covering relation to the first cover member 152.
[0046] On the other hand, the lower side portion 142c
opens rearwardly, and the opening thereof is covered
with a third cover member 158. The third cover member
158 is fixed to the lower side portion 142c by bolts 160.
In this manner, the first to third cover members 152, 156,
158 are fixed to the bracket 142. As a result, a closed
space in which the various components can be accom-
modated is formed inside the bracket 142, and together
therewith, entry of water, dust, and the like into the closed
space from the exterior can be prevented.
[0047] The following components are accommodated
in the interior of the closed space. More specifically, the
operation pin 140 of the operating member 132 enters
into the closed space from the rear at the location of the
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upper side portion 142a. The operation pin 140 is a bolt-
shaped push rod, which is connected to an L-shaped
plate 162. Another end of the plate 162 is connected to
a central part of an arm member 164 that is disposed
inside the upper side portion 142a.
[0048] The arm member 164 is a plate-shaped mem-
ber extending in the vertical direction, and is disposed in
a forwardly inclined manner from an upper side toward
a lower side thereof. In this case, the operating member
132 and the arm member 164 are arranged above the
top bridge 106, at positions overlapping one another in
the vertical direction (height direction). Further, the op-
erating member 132 and the arm member 164 are ar-
ranged so as to overlap one another at least halfway
along the height direction.
[0049] An upper end part of the arm member 164 ex-
tends to a suspended part 142f (see FIGS. 5, 7, and 8)
that extends downwardly from an upper end of the upper
side portion 142a. A pin member 166 penetrates in a
lateral (left/right) direction through the suspended part
142f and the upper end part of the arm member 164. A
washer 168 is inserted over the left end of the pin member
166 (a distal end part thereof which has passed through
the suspended part 142f), and a snap pin 170 for pre-
venting detachment of the pin member 166 and the wash-
er 168 is mounted in the pin member 166.
[0050] A central part of the arm member 164 and the
plate 162 are caulked together in the lateral direction by
a caulking pin 172. A lower end part of the arm member
164 is connected to a link member 174. The link member
174 includes a plate-shaped section 174a that serves as
a sliding member extending in a predetermined direction
(longitudinal direction). An upwardly extending projecting
part 174b is formed on the right side of the front end
portion of the plate-shaped section 174a. The projecting
part 174b and the lower end part of the arm member 164
are caulked together in the lateral direction by a caulking
pin 176, thereby connecting the arm member 164 and
the link member 174. Moreover, as shown in FIGS. 7 and
8, an elongate through hole 178, which extends along
the arm member 164 and through which the caulking pin
176 penetrates, is formed at the lower end part of the
arm member 164.
[0051] The plate-shaped section 174a extends in the
longitudinal direction substantially in parallel with the up-
per surface of the top bridge 106. As shown in FIG. 5,
elongate through holes 180f, 180r are formed respec-
tively in front and rear sides of the plate-shaped section
174a along the longitudinal direction. Bolts 182f, 182r are
inserted through each of the through holes 180f, 180r.
As shown in FIGS. 3 and 5, the respective bolts 182f,
182r are inserted respectively through collars 184f, 184r
and a central portion 142b of the bracket 142, and are
screw-engaged with nuts 186f, 186r.
[0052] An oblique downwardly extending projecting
part 174c is formed on the left side of a rear end portion
of the plate-shaped section 174a. A spring member 190
is attached through a collar 188 to the projecting part

174c. The spring member 190 is a compression spring,
which is interposed between the collar 188 and a location
on a front side in the central portion 142b of the bracket
142. The spring member 190 functions as a return spring
that applies a spring force in a rearward direction (in a
direction opposite to the direction in which the spring is
compressed).
[0053] A downwardly extending connecting part 174d
is formed on the right side of the rear end portion of the
plate-shaped section 174a. A lock member 192 in the
form of a lock pin that extends in the longitudinal direction
is connected to a lower end of the connecting part 174d.
The lock member 192 is supported in the longitudinal
direction by a cylindrical sleeve 194 which is arranged in
the lower side portion 142c of the bracket 142. More spe-
cifically, the lock member 192 is slidably supported in the
longitudinal direction inside a slide hole 196 formed in
the sleeve 194. Further, the link member 174 and the
lock member 192 are disposed so as to overlap with the
operating member 132 along the vertical direction.
[0054] In addition, the slide hole 196 is formed in facing
relation to the side surface of the top bridge 106. Accord-
ingly, the lock member 192 is disposed in the sleeve 194
so as to face toward the top bridge 106. A recess 198 is
formed in the top bridge 106 into which the lock member
192 can be inserted when the lock member 192 is ad-
vanced and retracted in the longitudinal direction along
the slide hole 196.

[Operations of the Handle Lock Mechanism 10]

[0055] Operations of the handle lock mechanism 10,
which is configured in the manner described above, will
now be described with reference to FIGS. 1 through 8.
Descriptions will be given concerning a case in which the
main body section 134 performs a handle locking action
(locking action) with respect to the steering unit 24 in
accordance with a handle locking operation (locking op-
eration) of the lock knob 130 performed by the driver (see
FIG. 7), and a case in which the main body section 134
performs a handle lock releasing action (unlocking ac-
tion) with respect to the steering unit 24 in accordance
with a handle lock releasing operation (unlocking oper-
ation) of the lock knob 130 performed by the driver (see
FIG. 8). Moreover, although as described above, the lock
knob 130 is also capable of turning the main power supply
of the motorcycle 12 on and off, in the description of op-
erations presented herein, descriptions concerning
switching between on and off states of the main power
supply are omitted.
[0056] First, with reference to FIG. 7, a description will
be given concerning the handle locking action of the main
body section 134 caused by a locking operation of the
driver. At a time that the motorcycle 12 is parked, and
when the driver rotates the lock knob 130, the operation
pin 140 projects out in a forward direction due to operation
of the lock knob 130. The operation pin 140 is connected
to the central part of the arm member 164 via the plate
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162 and the caulking pin 172. Accordingly, when the op-
eration pin 140 moves forward, a central portion (the
caulking pin 172) of the arm member 164 becomes a
force point 200 of the operating force which acts in a
direction (forward direction) from the operation pin 140
toward the arm member 164.
[0057] In this case, because the pin member 166 pen-
etrates through the upper end part of the arm member
164 and the suspended part 142f of the bracket 142, the
position of the upper end part of the arm member 164 is
fixed. Accordingly, the upper end part (the pin member
166) of the arm member 164 serves as a fulcrum 202
with respect to the aforementioned operating force.
[0058] Therefore, when the operating force in the for-
ward direction acts on the force point 200, the arm mem-
ber 164 swings (rotates) about the fulcrum 202 in a clock-
wise direction as shown in FIG. 7. Consequently, the low-
er end part of the arm member 164 is displaced from the
position shown in FIG. 8 to a position on a front upper
side as shown in FIG. 7. More specifically, the lower end
part (the caulking pin 176) of the arm member 164 serves
as an action point 204 of the operating force. In this case,
because the through hole 178 is formed in an elongated
shape along the arm member 164, the arm member 164
can be swung smoothly.
[0059] The lower end part of the arm member 164 is
connected to the projecting part 174b of the link member
174 via the caulking pin 176. Consequently, in the case
that the arm member 164 is swung to the front upper
side, in conjunction with movement of the action point
204, the link member 174 slides forward as a whole along
the upper surface of the top bridge 106 in opposition to
the biasing force of the spring member 190 in the rear-
ward direction. In this case, the bolts 182f, 182r penetrate
through the elongate through holes 180f, 180r (see FIG.
5). As a result, the link member 174 can slide smoothly
in the forward direction.
[0060] The lock member 192 is connected to the con-
necting part 174d of the link member 174. Therefore, in
the case that the link member 174 is slid forward, the lock
member 192 slides in the forward direction in conjunction
with the link member 174 under a guiding action of the
slide hole 196. Consequently, the lock member 192 is
inserted into the recess 198, and steering of the steering
unit 24 including the top bridge 106 can be restricted.
[0061] Next, with reference to FIG. 8, a description will
be given concerning the handle lock releasing action of
the handle lock of the main body section 134 caused by
an unlocking operation of the driver. During parking,
when the driver turns the lock knob 130 in a direction
opposite to that of the locking operation, the operation
pin 140 is retracted due to operation of the lock knob 130.
Consequently, an operating force from the operation pin
140 acts in a rearward direction on the central part (force
point 200) of the arm member 164 via the plate 162 and
the caulking pin 172.
[0062] As a result, the arm member 164 swings about
the fulcrum 202 in a counterclockwise direction as shown

in FIG. 8. Consequently, the lower end part of the arm
member 164 is displaced from the position shown in FIG.
7 to a position on a rear lower side as shown in FIG. 8.
In this case as well, because the through hole 178 is
formed in an elongated shape, the arm member 164 can
be swung smoothly.
[0063] By the arm member 164 swinging rearward and
downwardly, in conjunction with displacement of the ac-
tion point 204, the link member 174 slides rearward as a
whole along the upper surface of the top bridge 106. In
this case, together with the bolts 182f, 182r penetrating
through the elongate through holes 180f, 180r (see FIG.
5), a rearward biasing force of the spring member 190
acts on the link member 174. Consequently, the link
member 174 can slide smoothly in the rearward direction.
[0064] In addition, by the link member 174 sliding rear-
ward, the lock member 192 slides in the rearward direc-
tion in conjunction with the link member 174 under a guid-
ing action of the slide hole 196. Consequently, the lock
member 192 that was inserted into the recess 198 sep-
arates away from the recess 198, and is retracted into
the sleeve 194 under the guiding action of the slide hole
196. As a result, the steering unit 24 including the top
bridge 106 is released (unlocked) from the handle locked
state by the lock member 192.

[Advantages and Effects of the Present Embodiment]

[0065] As described above, in accordance with the
handle lock mechanism 10 according to the present em-
bodiment, the operating member 132 and the arm mem-
ber 164 are arranged above the top bridge 106. Owing
to this feature, the operating member 132 and the arm
member 164 are arranged in the vicinity of the bar handle
110 which is supported by the top bridge 106. As a result,
operability of the handle locking operation can be im-
proved. Further, since the operating member 132 and
the arm member 164 can be arranged in close proximity
to each other, it is possible to achieve a savings in space
of the operating member 132 and the arm member 164.
Furthermore, since the lock member 192 slides in the
longitudinal direction in conjunction with the link member
174, a reduction in size of the arm member 164 is also
enabled. As a result, a savings in space and a reduction
in size of the handle lock mechanism 10 as a whole can
be realized.
[0066] Further, in the present embodiment, the bracket
142 covers the arm member 164 and the link member
174 while supporting the handle lock mechanism 10 on
the head pipe 20. Further, the operating member 132
and the arm member 164 are arranged at positions over-
lapping each other in a height direction. Furthermore, the
link member 174 and the lock member 192 are disposed
so as to overlap with the operating member 132 along
the vertical direction. In accordance with this feature,
along with achieving a reduction in size of the bracket
142, unintended access to the arm member 164, the link
member 174, and the lock member 192 from the exterior
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(for example, tampering with respect to components in-
side the bracket 142) can be prevented.
[0067] Further, in the present embodiment, the sliding
motion of the lock member 192 in the longitudinal direc-
tion is guided by the slide hole 196 of the sleeve 194
which is disposed in the bracket 142. In addition, the lock
member 192 and the link member 174 engage with each
other, so that the lock member 192 slides in the longitu-
dinal direction along the slide hole 196. As a result, there
is no need to machine the respective components that
make up the handle lock mechanism 10 with high accu-
racy, and therefore, the cost to machine the respective
components can be reduced. In particular, since the link
member 174 and the lock member 192 are engaged with
one another in the longitudinal direction, the above effect
can easily be obtained.
[0068] Further still, since the link member 174 slides
in the longitudinal direction along the upper surface of
the top bridge 106, a reduction in size of the handle lock
mechanism 10 can be easily achieved.
[0069] Further, in the present embodiment, while the
operating force of the operating member 132 is input to
the force point 200 at the center of the arm member 164
via the operation pin 140, the height direction of the op-
erating member 132 is aligned to the greatest extent pos-
sible with the height direction of the arm member 164.
Consequently, it is possible to ensure a stroke amount
in the longitudinal direction of the lock member 192, while
also reducing the size of the portion above the top bridge
106 in the handle lock mechanism 10.
[0070] Furthermore, in the present embodiment, the
recess 198 into which the lock member 192 is inserted
is provided in a side surface of the top bridge 106. In
accordance with this feature, with a simple configuration,
it is possible to lock the steering unit 24 including the top
bridge 106. Further, simply by sliding the lock member
192 along the longitudinal direction, the lock member 192
is inserted into the recess 198, and steering of the steer-
ing unit 24 is locked. Consequently, the need for highly
precise positional accuracy between the lock member
192 and the recess 198 is eliminated, and a further re-
duction in machining costs can be realized.
[0071] In a handle lock mechanism (10), accompany-
ing swinging of an arm member (164) due to an operating
force from an operating member (132) to the arm member
(164), a link member (174) slides in a longitudinal direc-
tion in conjunction with an action point (204) of the arm
member (164). The operating member (132) and the arm
member (164) are arranged above a top bridge (106). In
addition, a lock member (192) slides in the longitudinal
direction in conjunction with the link member (174),
whereby the lock member (192) engages in a recess
(198) of the top bridge (106).

Claims

1. A handle lock mechanism (10) comprising an oper-

ating member (132) which is disposed on a vehicle
(12) equipped with a steering unit (24) that is steer-
ably supported with respect to a vehicle main body
(16), together with being supported on the vehicle
main body (16) and performing a handle locking op-
eration with respect to a handle (110) that constitutes
part of the steering unit (24), an arm member (164)
to which an operating force of the operating member
(132) is input, and a lock member (192) adapted to
lock steering of the steering unit (24) by coming into
engagement with the steering unit (24) accompany-
ing swinging of the arm member (164) caused by the
operating force, the handle lock mechanism (10) fur-
ther comprising:

a link member (174) adapted to slide in a pre-
determined direction accompanying swinging of
the arm member (164), and in conjunction with
an action point (204) of the arm member (164);
wherein the operating member (132) and the
arm member (164) are arranged above a top
bridge (106) that constitutes part of the steering
unit (24) and supports the handle (110); and
the lock member (192) slides in the predeter-
mined direction in conjunction with the link mem-
ber (174), whereby the lock member (192) en-
gages with the top bridge (106).

2. The handle lock mechanism (10) according to claim
1, further comprising:

a bracket (142) that covers the arm member
(164) and the link member (174) while support-
ing the handle lock mechanism (10) on the ve-
hicle main body (16);
wherein the operating member (132) and the
arm member (164) are arranged at positions
overlapping each other in a height direction; and
the link member (174) and the lock member
(192) are disposed so as to overlap with the op-
erating member (132) along a vertical direction.

3. The handle lock mechanism (10) according to claim
2, wherein the lock member (192) is disposed in a
slide hole (196) formed in the bracket (142), and en-
gages with the link member (174) so as to slide in
the predetermined direction along the slide hole
(196).

4. The handle lock mechanism (10) according to any
one of claims 1 to 3, wherein the link member (174)
slides substantially in parallel with an upper surface
of the top bridge (106) at a location above the top
bridge (106).

5. The handle lock mechanism (10) according to any
one of claims 1 to 4, wherein a fulcrum (202), a force
point (200) to which the operating force is input, and
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the action point (204) are arranged in this order from
above to below on the arm member (164), and the
arm member (164) overlaps at least halfway with the
operating member (132) along the vertical direction.

6. The handle lock mechanism (10) according to any
one of claims 1 to 5, wherein a recess (198) into
which the lock member (192) is inserted is provided
in a side surface of the top bridge (106).
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