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Description

TECHNICAL FIELD

[0001] The invention relates to a security technology
in the communication field, and in particular to an access
control method and system, an electronic device, and a
computer storage medium.

BACKGROUND

[0002] The initial demand for an embedded Universal
Integrated Circuit Card (eUICC) is originated from the
internet-of-things field (particularly the vehicle industry)
(i.e., an embedded Subscriber Identification Module (eS-
IM) card). However, along with an increased demand for
the eUICC, the eUICC may further be applied to the per-
sonal field, and may be, for example, applied to the wear-
able field. The demand for the eUICC is also changed to
dynamically download a profile, switch between different
profiles and the like.
[0003] At present, international organizations such as
the Global System for Mobile Communications Alliance
(GSMA) and European Telecommunication Standards
Institute (ETSI) are trying to formulate eUICC relevant
standards. Regarding the eUICC relevant standards in
the personal field, in a related technical architecture, a
Local Profile Assistant (LPA) function is integrated by a
manufacturer into an Operation System (OS) of a device,
so that a profile operation interface is provided for a sub-
scriber and a Subscription Manager-Data Preparation +
(SM-DP+) is connected with the eUICC to download and
manage the profile.
[0004] Nevertheless, the integration of the LPA to the
OS has the following defects.

(1) In response to an upgradation of the LPA function,
the subscriber needs to update the OS of the device.
(2) The operator needs to adapt LPAs for different
terminal devices and functions of the LPAs are re-
stricted.
(3) With the upgradation of the LPA, systems of the
operators need to be modified, which have high dif-
ficulty in implementation.

[0005] Chinese patent publication number
CN104185179A discloses a control apparatus for a sub-
scriber identity module. The control apparatus compris-
es: a first receiving module, which is used for receiving
a first profile operation request for requesting a first op-
eration on a first target profile from a network side; a first
determination module, which is used for determining
whether execution of the first operation on the first target
profile is allowed according to a control rule stored in the
first target profile to obtain a determination result; and a
first execution module, which is used for executing the
first operation on the first target profile when the deter-
mination result indicates the execution of the first oper-

ation on the first target profile is allowed or, otherwise,
for refusing to execute the first operation on the first target
profile.

SUMMARY

[0006] Embodiments of the invention provide an ac-
cess control method and system, an electronic device,
and a computer storage medium.
[0007] The technical solutions in the embodiments of
the invention are implemented as follows.
[0008] An embodiment of the invention provides an ac-
cess control method, which is applied to an electronic
device and includes the following operations.
[0009] An LPA module located on an application layer
of an electronic device receives a control instruction,
where the control instruction is to indicate a control op-
eration on a eUICC.
[0010] In response to the control instruction, the LPA
module invokes an Application Programming Interface
(API) of an OS of the electronic device to send information
or command corresponding to the control instruction to
the eUICC.
[0011] When the API of the OS is invoked, the OS de-
termines, based on an access control rule, whether the
LPA module has a permission to access the eUICC or
not, and sends, in response to the determination that the
LPA module has the permission to access the eUICC,
the information or command corresponding to the control
instruction to the eUICC so that the eUICC performs an
operation based on the information or command.
[0012] In the above solution, the method may further
include the following operation.
[0013] The OS acquires the access control rule from
the eUICC and stores the access control rule.
[0014] In the above solutions, the operation that the
OS acquires the access control rule from the eUICC may
include the following actions.
[0015] The OS sends a read request to the eUICC.
[0016] The OS receives the access control rule re-
turned from the eUICC.
[0017] In the above solutions, the method may further
include the following operation.
[0018] After an Issuer Security Domain-Profile (ISD-P)
corresponding to the LPA module is deactivated, the OS
clears the stored access control rule.
[0019] In the above solutions, the method may further
include the following operation.
[0020] When the access control rule stored by the eU-
ICC is changed, the OS acquires a new access control
rule from the eUICC, and updates the native stored ac-
cess control rule.
[0021] In the above solutions, when an interaction be-
tween an SM-DP+ or a service platform and the eUICC
is implemented via the electronic device, the LPA module
receives the control instruction.
[0022] Before the API of the OS is invoked, the method
may further include the following operation.
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[0023] The LPA module acquires the information or
command corresponding to the control instruction from
the SM-DP+ or the service platform.
[0024] In the above solutions, the access control rule
at least includes verification information for the LPA mod-
ule, where the verification information is used for verifying
whether the LPA module has the permission to access
the eUICC or not.
[0025] In the above solutions, the access control rule
may further include an access permission for the API.
[0026] Before in response to the determination that the
LPA module has the permission to access the eUICC,
the OS sends the information or command corresponding
to the control instruction to the eUICC, the method may
further include the following operation.
[0027] The OS determines whether the API invoked
by the LPA module is allowed to be invoked or not by
using the access permission for the API in the access
control rule, and sends, in response to the determination
that the API invoked by the LPA module is allowed to be
invoked, the information or command corresponding to
the control instruction to the eUICC.
[0028] An embodiment of the invention further pro-
vides an electronic device, which includes an LPA mod-
ule and an OS module.
[0029] The LPA module located on an application layer
of the electronic device is configured to: receive a control
instruction, where the control instruction is to indicate a
control operation on a eUICC; and invoke, in response
to the control instruction, an API of the OS module to
send information or command corresponding to the con-
trol instruction to the eUICC.
[0030] The OS module is configured to: determine,
when the own API is invoked, based on an access control
rule, whether the LPA module has a permission to access
the eUICC or not, and send, in response to the determi-
nation that the LPA module has the permission to access
the eUICC, the information or command corresponding
to the control instruction to the eUICC, such that the eU-
ICC performs an operation based on the information or
command.
[0031] In the above solution, the OS module is further
configured to acquire the access control rule from the
eUICC and store the access control rule.
[0032] In the above solutions, the OS module is further
configured to clear, after an ISD-P corresponding to the
LPA module is deactivated, the stored access control
rule.
[0033] In the above solutions, the OS module is further
configured to acquire, when the access control rule
stored by the eUICC is changed, a new access control
rule from the eUICC, and update the native stored access
control rule.
[0034] In the above solutions, when an interaction be-
tween an SM-DP+ or a service platform and the eUICC
is implemented via the electronic device, the LPA module
receives the control instruction.
[0035] The LPA module is further configured to acquire

the information or command corresponding to the control
instruction from the SM-DP+ or the service platform.
[0036] In the above solutions, the access control rule
at least includes verification information for the LPA mod-
ule, where the verification information is used for verifying
whether the LPA module has the permission to access
the eUICC or not.
[0037] In the above solutions, the access control rule
may further include an access permission for the API.
The OS module is further configured to: determine, in
response to the determination that the LPA module has
the permission to access the eUICC, whether the API
invoked by the LPA module is allowed to be invoked or
not by using the access permission for the API in the
access control rule, and send, in response to the deter-
mination that the API invoked by the LPA module is al-
lowed to be invoked, the information or command corre-
sponding to the control instruction to the eUICC.
[0038] An embodiment of the invention further pro-
vides an access control system, which includes: an elec-
tronic device and a eUICC; and the electronic device in-
cludes: an LPA module and an OS module.
[0039] The LPA module located on an application layer
of the electronic device is configured to: receive a control
instruction, where the control instruction is to indicate a
control operation on a eUICC; and invoke, in response
to the control instruction, an API of the OS module to
send information or command corresponding to the con-
trol instruction to the eUICC.
[0040] The OS module is configured to: determine,
when the own API is invoked, based on an access control
rule, whether the LPA module has a permission to access
the eUICC or not, and send, in response to the determi-
nation that the LPA module has the permission to access
the eUICC, the information or command corresponding
to the control instruction to the eUICC.
[0041] The eUICC is configured to perform an opera-
tion based on the information or command.
[0042] In the above solutions, the OS module is further
configured to acquire the access control rule from the
eUICC and store the access control rule.
[0043] The eUICC is further configured to provide the
access control rule for the OS module.
[0044] An embodiment of the invention further pro-
vides a computer storage medium having stored thereon
a computer program; and the computer program imple-
ments the operations of the above any method when be-
ing executed by a processor.
[0045] According to the access control method and
system, the electronic device and the computer storage
medium provided by the embodiments of the invention,
the LPA module located on the application layer of the
electronic device receives the control instruction, where
the control instruction is to indicate the control operation
on the eUICC; in response to the control instruction, the
LPA module invokes the API of the OS of the electronic
device to send the information or command correspond-
ing to the control instruction to the eUICC; when the API
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of the OS is invoked, the OS determines, based on the
access control rule, whether the LPA module has the
permission to access the eUICC or not, and sends, in
response to the determination that the LPA module has
the permission to access the eUICC, the information or
command corresponding to the control instruction to the
eUICC so that the eUICC performs the operation based
on the information or command. Since the LPA module
is located on the application layer of the electronic device
and is completely separated from the OS, the solutions
provided by the embodiments of the invention may be
adapted to different electronic devices; and for the up-
gradation of the LPA module, a system of an operator
does not need to be modified and the OS of the electronic
device does not need to be upgraded; furthermore, by
managing the permission of the LPA via the OS, the se-
curity operation on the eUICC may be implemented.

BRIEF DESCRIPTION OF DRAWINGS

[0046] In the drawings (not unnecessarily drawn to
scale), similar reference numerals may describe similar
components in different views. Each embodiment dis-
cussed herein is illustrated in the accompanying draw-
ings by way of example and not by way of limitation.

FIG. 1 illustrates a schematic diagram of a technical
architecture for a eUICC relevant standard in a per-
sonal field in the related art.
FIG. 2 illustrates a flow diagram of an access control
method at an electronic device side according to a
first embodiment of the invention.
FIG. 3 illustrates a flow diagram of an access control
method according to a first embodiment of the inven-
tion.
FIG. 4 illustrates a structural schematic diagram of
an electronic device according to a second embod-
iment of the invention.
FIG. 5 illustrates a structural schematic diagram of
an access control system according to a second em-
bodiment of the invention.
FIG. 6 illustrates a structural schematic diagram of
an access control system according to a third em-
bodiment of the invention.
FIG. 7 illustrates a flow diagram showing a subscrib-
er downloading a profile via a device application ac-
cording to a third embodiment of the invention.
FIG. 8 illustrates a schematic diagram showing a
subscriber performing interaction with a current ac-
tivated ISD-P via a device application according to
a third embodiment of the invention.
FIG. 9 illustrates a flow diagram showing a subscrib-
er managing an ISD-P via a device application ac-
cording to a third embodiment of the invention.

DETAILED DESCRIPTION

[0047] The invention will be further described below in

detail in combination with the accompanying drawings
and embodiments.
[0048] Before the embodiments of the invention are
described, the related art of the eUICC card will be de-
scribed in detail firstly.
[0049] The initial demand for the eUICC is originated
from the internet-of-things field (particularly the vehicle
industry). It is stipulated in EU legislation that all models
of family cars and light passenger cars sold within the
EU as of April 2018 must be equipped with an eCall emer-
gency call system (the system may be automatical-
ly/manually connected to a network in emergency to re-
port position information of a subscriber, thereby giving
an emergency aid conveniently). The system is designed
based on a mobile network and needs to equip a Univer-
sal Integrated Circuit Card (UICC) (i.e., a Subscriber
Identification Module (SIM) card) in each vehicle. Con-
sidering the safety, a vehicle manufacturer does not ex-
pect the subscribers to replace the UICC by themselves.
Therefore, there is a need to embed the UICC (i.e., eU-
ICC) into a vehicle to sell uniformly.
[0050] However, a new problem arises: it is possible
that a place of production and a place of final sales for a
vehicle may be inconsistent; if a code number is preset,
high roaming cost will be caused; and moreover, the per-
manent roaming is not supported in some places. There-
fore, the requirement of dynamically downloading a for-
mal code number is generated.
[0051] Along with a development of technologies and
services, and a constantly deepened discussion on the
requirement, the eSIM card should have the function of
having an independent hardware carrier, dynamically up-
loading a profile and switching between profiles of differ-
ent operators. Meanwhile, the eUICC has been expand-
ed to the personal field (such as wristwatch, mobile
phone, tablet, etc.).
[0052] At present, the international organizations such
as the GSMA and ETSI are trying to formulate eUICC
relevant standards. FIG. 1 illustrates an existing technical
architecture for a eUICC relevant standard in a personal
field. As illustrated in FIG. 1, in the related technical ar-
chitecture, an LPA function is integrated by a manufac-
turer to an OS of a device, so that a profile operation
interface is provided for a subscriber and the SM-DP+ is
connected with the eUICC to download and manage the
profile. The LPA is communicated with an LPA service
module on the eUICC via a local interface to create, ac-
tivate/deactivate and delete the profile.
[0053] In FIG. 1, the profile of an operator is present
as an ISD-P on the eUICC, different operators (SM-DP+)
correspond to different ISD-Ps on the card and the ISD-
Ps are isolated safely from each other.
[0054] From the above description, it may be seen that
the LPA is integrated to the OS, and with such a manner,
the following problems will be encountered.

(1) In response to the upgradation of the LPA func-
tion, the subscriber needs to update the OS of the
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device.
(2) The operator needs to adapt LPAs of different
terminal devices and the functions of the LPAs are
restricted.
(3) With the upgradation of the LPA, the systems of
the operators need to be modified, which have high
difficulty in implementation (for the LPAs provided
by different manufacturers, when the function of the
LPA is extended, it is possible that a background
system of the operator needs to be adaptively up-
graded; and in face of numerous terminal manufac-
turers, the work on the adaptive upgradation is
huge).

[0055] In view of this, in various embodiments of the
invention, an LPA module located on an application layer
of an electronic device receives a control instruction,
where the control instruction is to indicate a control op-
eration on a eUICC; in response to the control instruction,
the LPA module invokes an API of an OS of the electronic
device to send information or command corresponding
to the control instruction to the eUICC; and when the API
of the OS is invoked, the OS determines, based on an
access control rule, whether the LPA module has a per-
mission to access the eUICC or not, and sends, in re-
sponse to the determination that the LPA module has the
permission to access the eUICC, the information or com-
mand to the eUICC so that the eUICC performs an op-
eration based on the information or command.

First embodiment

[0056] An access control method according to this em-
bodiment of the invention is applied to an electronic de-
vice. The electronic device may be a wearable device, a
mobile phone, a tablet and the like. As illustrated in FIG.
2, the method may include the following operations.
[0057] At 201: an LPA module located on an applica-
tion layer of an electronic device receives a control in-
struction.
[0058] Herein, the control instruction is used for indi-
cating a control operation to be performed on a eUICC.
[0059] In practical applications, the control instruction
may be a control instruction sent when the subscriber
performs related operations such as activation/deactiva-
tion operation and deletion operation on an ISD-P in the
eUICC. The control instruction may also be a control in-
struction sent when the subscriber implements interac-
tion between an SM-DP+ or a service platform and the
eUICC via the electronic device (LPA module), for exam-
ple, when the subscriber implements the interaction be-
tween the SM-DP+ and the eUICC in a profile download-
ing process via the LPA module, and also for example,
when the subscriber implements the interaction between
the SM-DP+ or the service platform and a profile of a
current activated ISD-P on the eUICC via the LPA mod-
ule.
[0060] At 202: in response to the control instruction,

the LPA module invokes an API of an OS of the electronic
device to send information or command corresponding
to the control instruction to the eUICC.
[0061] In practical applications, when the interaction
between the SM-DP+ or the service platform and the eU-
ICC is implemented via the electronic device, the LPA
module receives the control instruction. Before the API
of the OS is invoked, the method may further include the
following operation.
[0062] The LPA module acquires the information or
command corresponding to the control instruction from
the SM-DP+ or the service platform.
[0063] At 203: when the API of the OS is invoked, the
OS determines, based on an access control rule, whether
the LPA module has a permission to access the eUICC
or not, and sends, in response to the determination that
the LPA module has the permission to access the eUICC,
the information or command to the eUICC so that the
eUICC performs an operation based on the information
or command.
[0064] Herein, in practical applications, the OS needs
to acquire the access control rule from the eUICC and
store the access control rule first.
[0065] Specifically, the OS sends a read request to the
eUICC.
[0066] The OS receives the access control rule re-
turned from the eUICC.
[0067] When the ISD-P (located on the eUICC) corre-
sponding to the LPA module is deactivated, the OS needs
to clear the stored access control rule to guarantee a
security access to the eUICC.
[0068] In addition, when the access control rule stored
by the eUICC is changed (the access control rule is add-
ed, deleted or modified, etc.), the OS acquires a new
access control rule from the eUICC and updates the
stored access control rule, to guarantee the security ac-
cess to the eUICC.
[0069] Herein, in practical applications, the access
control rule stored by the eUICC may be updated (includ-
ing that the access control rule is added, deleted or mod-
ified, etc.) by a background (it may be a background of
an operator, a device manufacturer, a card issuer or a
third party) via an Over The Air (OTA)/On The Internet
(OTI) manner.
[0070] Correspondingly, when the access control rule
stored by the eUICC is changed, the eUICC may actively
notify the OS. Certainly, the OS may also know in a polling
manner that the access control rule stored by the eUICC
is changed.
[0071] In practical applications, the access control rule
at least includes verification information for the LPA mod-
ule, where the verification information is used for verifying
whether the LPA module has the permission to access
the eUICC or not. For example, the verification informa-
tion is a hash valve of a signature certificate of the LPA
module and the like. Certainly, the access control rule
may further include an identifier (mask) indicating wheth-
er an API is allowed to be invoked or not, for example, 1
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may be set to indicate that a corresponding API may be
invoked as long as the permission verification is passed,
and 0 may indicate that a corresponding API cannot be
invoked even though the permission verification is
passed.
[0072] In practical applications, according to different
control instructions received by the LPA module, the LPA
module may be set to invoke different APIs. For example,
a first API is invoked in an ISD-P creation process; and
when a created ISD-P is operated, a second API is in-
voked and so on.
[0073] In one embodiment, the access control rule may
further include: an access permission for the API. Cor-
respondingly, before in response to the determination
that the LPA module has the permission to access the
eUICC, the OS sends the information or command to the
eUICC, the method may further include the following op-
eration.
[0074] The OS determines whether the API invoked
by the LPA module is allowed to be invoked or not by
using the access permission for the API in the access
control rule, and sends, in response to the determination
that the API invoked by the LPA module is allowed to be
invoked, the information or command corresponding to
the control instruction to the eUICC.
[0075] As can be seen from the above description, in
order to implement the method provided by the embod-
iment of the invention, the access control rule needs to
be set in advance at a eUICC side.
[0076] An embodiment of the invention further pro-
vides an access control method. As illustrated in FIG. 3,
the method may include the following operations.
[0077] At 301: an LPA module located on an applica-
tion layer of an electronic device receives a control in-
struction.
[0078] Herein, the control instruction is to indicate a
control operation on a eUICC.
[0079] At 302: in response to the control instruction,
the LPA module invokes an API of an OS of the electronic
device to send information or command corresponding
to the control instruction to the eUICC.
[0080] At 303: when the API of the OS is invoked, the
OS determines, based on an access control rule, whether
the LPA module has a permission to access the eUICC
or not, and sends, in response to the determination that
the LPA module has the permission to access the eUICC,
the information or command to the eUICC.
[0081] At 304: the eUICC performs an operation based
on the information or command.
[0082] It is to be noted that the specific processing pro-
cedures of the LPA module, the OS and the eUICC have
been detailed above and will not be repeated herein.
[0083] According to the access control method provid-
ed by this embodiment of the invention, the LPA module
located on the application layer of the electronic device
receives the control instruction, where the control instruc-
tion is to indicate the control operation on the eUICC; in
response to the control instruction, the LPA module in-

vokes the API of the OS of the electronic device to send
the information or command corresponding to the control
instruction to the eUICC; when the API of the OS is in-
voked, the OS determines, based on the access control
rule, whether the LPA module has the permission to ac-
cess the eUICC or not, and sends, in response to the
determination that the LPA module has the permission
to access the eUICC, the information or command to the
eUICC so that the eUICC performs the operation based
on the information or command. Since the LPA module
is located on the application layer of the electronic device
and is completely separated from the OS, the solutions
provided by the embodiments of the invention may be
adapted to different electronic devices; and for the up-
gradation of the LPA module, a system of an operator
does not need to be modified and the OS of the electronic
device also does not need to be upgraded. Furthermore,
by managing the permission of the LPA via the OS, the
security operation on the eUICC may be implemented.

Second embodiment

[0084] In order to implement the method in the above
embodiment of the invention, this embodiment provides
an electronic device. The electronic device may be a
wearable device, a mobile phone, a tablet and the like.
As illustrated in FIG. 4, the electronic device may include
an LPA module 41 and an OS module 42.
[0085] The LPA module 41 located on an application
layer of the electronic device is configured to receive a
control instruction, where the control instruction is to in-
dicate a control operation on a eUICC; and invoke, in
response to the control instruction, an API of the OS mod-
ule 42 so as to send information or command correspond-
ing to the control instruction to the eUICC.
[0086] The OS module 42 is configured to determine,
when its own API is invoked, based on an access control
rule, whether the LPA module 41 has a permission to
access the eUICC or not, and send, in response to the
determination that the LPA module 41 has the permission
to access the eUICC, the information or command to the
eUICC so that the eUICC performs an operation based
on the information or command.
[0087] In practical applications, the control instruction
may be a control instruction sent when the subscriber
performs operations such as activation/deactivation op-
eration and deletion operation on an ISD-P in the eUICC.
The control instruction may further be a control instruction
sent when the subscriber implements interaction be-
tween an SM-DP+ or a service platform and the eUICC
via the electronic device (LPA module 41), for example,
when the subscriber implements the interaction between
the SM-DP+ and the eUICC in a profile downloading
process via the LPA module 41, and also for example,
when the subscriber implements the interaction between
the SM-DP+ or the service platform and a profile of a
current activated ISD-P on the eUICC via the LPA module
41.
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[0088] Herein, in practical applications, when the inter-
action between an SM-DP+ or a service platform and the
eUICC is implemented via the electronic device, the LPA
module 41 receives the control instruction.
[0089] The LPA module 41 is further configured to ac-
quire the information or command corresponding to the
control instruction from the SM-DP+ or the service plat-
form.
[0090] In one embodiment, the OS module 42 is further
configured to acquire the access control rule from the
eUICC and store the access control rule.
[0091] Specifically, the OS module 42 sends a read
request to the eUICC.
[0092] The OS module 42 receives the access control
rule returned from the eUICC.
[0093] When the ISD-P (located on the eUICC) corre-
sponding to the LPA module 41 is deactivated, the OS
module 42 needs to clear the stored access control rule
to guarantee a security access to the eUICC.
[0094] In addition, when the access control rule stored
by the eUICC is changed (the access control rule is add-
ed, deleted or modified, etc.), the OS module 42 needs
to acquire a new access control rule from the eUICC, and
update the locally stored access control rule to guarantee
the security access to the eUICC.
[0095] Herein, in practical applications, the access
control rule stored by the eUICC may be updated (includ-
ing that the access control rule is added, deleted or mod-
ified, etc.) by a background (it may be a background of
an operator, a device manufacturer, a card issuer or a
third party) via an OTA/OTI manner.
[0096] Correspondingly, when the access control rule
stored by the eUICC is changed, the eUICC may actively
notify the OS module 42. Certainly, the OS module 42
may also know in a polling manner that the access control
rule stored by the eUICC is changed.
[0097] In practical applications, the access control rule
at least includes verification information for the LPA mod-
ule, where the verification information is used for verifying
whether the LPA module 41 has the permission to access
the eUICC or not. For example, the verification informa-
tion is a hash valve of a signature certificate of the LPA
module 41 and the like. Certainly, the access control rule
may further include an identifier (mask) indicating wheth-
er an API is allowed to be invoked or not. For example,
1 may be set to indicate that a corresponding API may
be invoked as long as the permission verification is
passed, and 0 may indicate that a corresponding API
cannot be invoked even though the permission verifica-
tion is passed.
[0098] In practical applications, according to different
control instructions received by the LPA module, the LPA
module may be set to invoke different APIs. For example,
a first API is invoked in an ISD-P creation process; and
when a created ISD-P is operated, a second API is in-
voked.
[0099] In one embodiment, the access control rule may
further include: an access permission for the API. The

OS module 42 is further configured to: determine, in re-
sponse to the determination that the LPA module has the
permission to access the eUICC, whether the API in-
voked by the LPA module 41 is allowed to be invoked or
not by using the access permission for the API in the
access control rule, and send, in response to the deter-
mination that the API invoked by the LPA module 41 is
allowed to be invoked, the information or command to
the eUICC.
[0100] As can be seen from the above description, in
order to implement the method provided by this embod-
iment of the invention, the access control rule needs to
be set in advance at the eUICC side.
[0101] In practical applications, the LPA module 41 and
the OS module may be implemented by a controller in
the electronic device.
[0102] In order to implement the method in the above
embodiment of the invention, this embodiment further
provides an access control system. As illustrated in FIG.
5, the system may include an electronic device 51 and a
eUICC 52.
[0103] The electronic device may include an LPA mod-
ule 511 and an OS module 512.
[0104] The LPA module 511 located on an application
layer of the electronic device is configured to receive a
control instruction, where the control instruction is to in-
dicate a control operation on the eUICC 52; and invoke,
in response to the control instruction, an API of the OS
module 512 so as to send information or command cor-
responding to the control instruction to the eUICC 52.
[0105] The OS module 512 is configured to determine,
when its own API is invoked, based on an access control
rule, whether the LPA module has a permission to access
the eUICC 52 or not, and send, in response to the deter-
mination that the LPA module 511 has the permission to
access the eUICC, the information or command to the
eUICC 52.
[0106] The eUICC 52 is configured to perform an op-
eration based on the information or command.
[0107] The OS module 512 is further configured to ac-
quire the access control rule from the eUICC 52 and store
the access control rule.
[0108] The eUICC 52 is further configured to provide
the access control rule for the OS module 512.
[0109] The specific processing procedures of the LPA
module 511 and the OS module 512 have been detailed
above and will not be repeated herein.
[0110] According to the solutions provided by this em-
bodiment of the invention, the LPA module located on
the application layer of the electronic device receives the
control instruction, where the control instruction is to in-
dicate the control operation on the eUICC; in response
to the control instruction, the LPA module invokes the
API of the OS module of the electronic device to send
the information or command corresponding to the control
instruction to the eUICC; when the API of the OS module
is invoked, the OS module determines, based on the ac-
cess control rule, whether the LPA module has the per-
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mission to access the eUICC or not, and sends, in re-
sponse to the determination that the LPA module has the
permission to access the eUICC, the information or com-
mand to the eUICC so that the eUICC performs the op-
eration based on the information or command. Since the
LPA module is located on the application layer of the
electronic device and is completely separated from the
OS, the solutions provided by the embodiments of the
invention may be adapted to different electronic devices;
and for the upgradation of the LPA module, a system of
an operator does not need to be modified and the OS of
the electronic device does not need to be upgraded. Fur-
thermore, by managing the permission of the LPA via the
OS, the security operation on the eUICC may be imple-
mented.

Third embodiment

[0111] On the basis of the first and second embodi-
ments, an architecture and a function of each module as
well as an interaction process between modules in the
embodiments of the invention will be described in detail
in this embodiment.
[0112] FIG. 6 illustrates a structural schematic diagram
of an access control system according to a third embod-
iment of the invention. It may be seen from FIG. 6 that
compared with the system shown in FIG. 1, the following
modules are added in the embodiments of the invention.

(1) Two sets of APIs are added in the OS of the elec-
tronic device.
As illustrated in FIG. 6, the two sets of APIs added
are respectively an API Set 1 and an API Set 2, where
the API Set 1 is mainly in charge of creation and
deletion of an ISD-P, and the API Set 2 is mainly in
charge of accessing an application in an ISD-P, such
as sending various Application Protocol Data Unit
(APDU) commands.
(2) A eUICC AC Applet (an application program com-
piled with a Java programming language; in practical
applications, according to the Device OS, an appli-
cation program compiled with other languages may
also be adopted) is added on the eUICC. The eUICC
AC Applet is an Access Control application. The AC
Applet is configured to control a permission of an
application on the electronic device to access the
API Set 1, that is, store an access control rule for the
API Set 1.
(3) An AC Applet is added to the created ISD-P,
which is also an Access Control application. The Ap-
plet is configured to control a permission of an ap-
plication on the electronic device to access the API
Set 2, that is, store an access control rule for the API
Set 2.
(4) An Access Control Enforcer (AC Enforcer) is add-
ed to the Device OS. The AC Enforcer is configured
to upload access control rules stored by the AC Ap-
plets in the eUICC and the current activated ISD-P.

(5) An MNO LPA of an operator (certainly, in practical
applications, it may also be an LPA of a third party)
is present in the form of a device application, pro-
vides an operation interface for a subscriber, con-
nects the SM-DP+ and the eUICC to implement se-
curity communication and implement the operation
of the subscriber on the eUICC.

[0113] Concerning the AC Applet, there are the follow-
ing setting requirements.
[0114] The eUICC and the ISD-P are respectively pro-
vided with one AC Applet, namely an eUICC AC Applet
and an ISD-P AC Applet respectively.
[0115] Herein, each AC Applet stores the access con-
trol rule (one or more access control rules), and each rule
includes a hash value (affirmatively chosen item) of a
signature certificate of a device application (MNO LPA
or the LPA of the third party) and a name/ID (optional
item) of the device application. Besides, in each rule, a
mask may be set to indicate whether an API is allowed
to be invoked or not, for example, 1 may indicate that a
corresponding API may be invoked as long as the per-
mission verification is passed, and 0 may indicate that a
corresponding API cannot be invoked even though the
permission verification is passed.
[0116] The Native LPA is configured to implement ac-
tivation/deactivation, deletion and other operations of the
ISD-P. At any moment, at most one ISD-P on the eUICC
is in an activated state.
[0117] The update mechanism in the AC Enforcer for
the access control rule stored by the eUICC AC Applet
is as follows.
[0118] Firstly, when the device is powered on, the AC
Enforcer uploads an access control rule stored in the
eUICC AC Applet (the AC Enforcer reads the access
control rule from the eUICC AC Applet and stores the
access control rule).
[0119] Then, when the access control rule stored in
the eUICC AC Applet is changed (such as the access
control rule is added, deleted or modified), the AC En-
forcer updates the stored access control rule.
[0120] The update mechanism in the AC Enforcer for
the access control rule stored by the ISD-P AC Applet is
as follows.
[0121] Firstly, when the device is powered on, an ac-
cess control rule stored in an ISD-P AC Applet corre-
sponding to an ISD-P in an activated state at present is
uploaded.
[0122] Secondly, when the access control rule stored
in the ISD-P AC Applet in the activated state at present
is changed (such as the access control rule is added,
deleted or modified, etc.), the AC Enforcer updates the
stored access control rule.
[0123] Thirdly, when the ISD-P is deactivated, the
stored access control rule corresponding to the ISD-P is
cleared.
[0124] Fourthly, when another ISD-P is activated, an
access control rule stored in the activated ISD-P AC Ap-
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plet is reloaded.
[0125] The operations on the eUICC will be described
below in detail.
[0126] First of all, the operations of interaction between
the SM-DP+ and the eUICC in the profile downloading
process by the subscriber via the MNO is described.
[0127] As illustrated in FIG. 7, the process may include
the following operations.
[0128] At 701: the AC Enforcer selects a eUICC AC
Applet and reads an access control rule stored therein.
[0129] Herein, in practical applications, when there is
no activated ISD-P on the eUICC, after the device is pow-
ered on, the AC Enforcer selects the eUICC AC Applet
and reads the access control rule stored therein.
[0130] At 702: the eUICC AC Applet returns its own
stored access control rule to the AC Enforcer.
[0131] At 703: after the reception of the access control
rule, the AC Enforcer stores the access control rule.
[0132] At 704: a subscriber selects a profile to be down-
loaded via an MNO LPA.
[0133] At 705: in response to the reception of selection
of the profile by the subscriber, the MNO LPA sends a
profile downloading request to the SM-DP+.
[0134] At 706: in response to the reception of the re-
quest, the SM-DP+ returns instructions such as an ISD-
P creation instruction and a profile downloading/installa-
tion instruction to the MNO LPA according to request
information.
[0135] Herein, in practical applications, an ISD-P
needs to be created on the eUICC first and then a profile
is installed in the ISD-P. Accordingly, the instructions in-
clude a creation instruction, an installation instruction,
etc.
[0136] At 707: in response to the reception of the in-
structions, the MNO LPA invokes an API in the API Set 1.
[0137] At 708: after knowing that the API in the API Set
1 is invoked, the AC Enforcer verifies, according to the
stored access control rule, whether the MNO LPA has a
permission to access the API Set 1 or not, and transmits,
in response to the determination that the MNO LPA has
a related access permission, the instructions such as the
ISD-P creation instruction and the profile downloading/in-
stallation instruction to the eUICC transparently.
[0138] Herein, when the verification is not passed, cor-
responding error information is returned to the MNO LPA.
[0139] At 709: the MNO LPA creates the ISD-P and
downloads/installs the profile by interacting with the SM-
DP+ and the eUICC.
[0140] At 710: in response to the completion of the in-
stallation, the eUICC returns a profile successful instal-
lation response to the AC Enforcer.
[0141] Herein, in the case of an error during installa-
tion, error information is returned and the process is end-
ed.
[0142] At 711: the AC Enforcer returns the profile suc-
cessful installation response to the MNO LPA.
[0143] At 712: the MNO LPA returns the profile suc-
cessful installation response to the SM-DP+.

[0144] At 713: the MNO LPA prompts the subscriber
for successful installation of the profile.
[0145] Next, the operations of the interaction, imple-
mented by the subscriber via the MNO LPA, between the
SM-DP+ or the service platform and the profile of the
current activated ISD-P on the eUICC is described.
[0146] As illustrated in FIG. 8, the process may include
the following operations.
[0147] At 801: the AC Enforcer selects the ISD-P AC
Applet in the current activated ISD-P and reads an access
control rule stored therein.
[0148] Herein, after the profile is installed successfully
and the ISD-P is activated, the AC Enforcer may read
the stored access control rule from the ISD-P AC Applet
in the current activated ISD-P.
[0149] At 802: the ISD-P AC Applet in the current ac-
tivated ISD-P returns the access control rule to the AC
Enforcer.
[0150] At 803: in response to the reception of the ac-
cess control rule, the AC Enforcer stores the access con-
trol rule.
[0151] At 804: a subscriber performs an operation via
the MNO LPA, where the operation involves the interac-
tion between the SM-DP+ or the service platform and the
eUICC.
[0152] At 805: the MNO LPA sends an interaction re-
quest to the SM-DP+ or the service platform.
[0153] At 806: the SM-DP+ or the service platform re-
turns response information according to request informa-
tion.
[0154] Herein, the response information may be an AP-
DU instruction, etc.
[0155] At 807: in response to the reception of the re-
sponse information, the MNO LPA invokes an API in the
API Set 2.
[0156] At 808: after knowing that the API in the API Set
2 is invoked, the AC Enforcer verifies, according to the
stored access control rule, whether the MNO LPA has a
permission to access the API Set 2 or not, and transmits,
in response to the determination that the MNO LPA has
a related access permission, the response information
to the eUICC transparently.
[0157] Herein, when the verification is not passed, cor-
responding error information is returned to the MNO LPA.
[0158] At 809: the MNO LPA executes various instruc-
tions via the interaction with the SM-DP+ or the service
platform and the eUICC.
[0159] Thirdly, operations on activation, deactivation
and deletion of an ISD-P will be described.
[0160] When the access control rule stored in the eU-
ICC AC Applet allows the MNO LPA to activate/deacti-
vate and delete an ISD-P (which may be implemented
by setting a mask corresponding to a API as 1), a sub-
scriber may activate, deactivate and delete the ISD-P on
the eUICC via the MNO LPA (it may be perceptible to
the subscriber that the operation is executed for the pro-
file).
[0161] Specifically, as illustrated in FIG. 9, the process
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may include the following operations.
[0162] At 901: a subscriber selects an ISD-P to be op-
erated and an operation to be performed via an operation
interface provided by the MNO PLA.
[0163] Herein, the operation may be an activation op-
eration, a deactivation operation, a deletion operation
and the like.
[0164] At 902: in response to the reception of an in-
struction from the subscriber, the MNO LPA invokes an
API in the API Set 1.
[0165] At 903: after knowing that the API in the API Set
1 is invoked, the AC Enforcer verifies, according to the
stored access control rule, whether the MNO LPA has a
permission to access the API Set 1 or not (permission
verification on the operation selected by the subscriber),
and transmits, in response to the determination that the
MNO LPA has a related access permission, the instruc-
tion to the eUICC transparently.
[0166] Herein, when the verification is not passed, cor-
responding error information is returned to the MNO LPA.
[0167] At 904: an LPS Services performs an operation
corresponding to the instruction on a profile in the corre-
sponding ISD-P on the eUICC according to the instruc-
tion.
[0168] At 905: after the completion of the operation,
the LPS Services returns an operation successful re-
sponse to the AC Enforcer.
[0169] Herein, in the case of an error during operation,
error information is returned and the process is ended.
[0170] At 906: the AC Enforcer returns the operation
successful response to the MNO LPA.
[0171] At 907: the MNO LPA prompts the subscriber
of the successful operation.
[0172] It may be seen from the above description that
with the solutions provided by the embodiments of the
invention, the problem that the LPA must be built in the
OS of the device is solved firstly; secondly, the problem
that the security access of the MNO LPA to the eUICC
that needs to be considered when the LPA is not built in
the OS of the device is solved by controlling the access
permission of the MNO LPA via the OS; and thirdly, by
controlling the access permission of the MNO LPA via
the OS, the problem of functional openness of the ISD-
P to the MNO LPA is further solved.
[0173] Therefore, when the solutions in the embodi-
ments of the invention are adopted, the following bene-
ficial effects may be achieved.

1) Since the LPA is located on the application layer
of the electronic device, the LPA may be designed
by the operator independently and may be present
in the form of an App, so that different terminal de-
vices may be adapted.
2) By controlling the access permission of the MNO
LPA via the OS, the MNO LPA may completely con-
trol a life cycle of a ISD-P to which the MNO LPA
belongs without affecting life cycles of other ISD-Ps.
3) By controlling the access permission of the MNO

LPA via the OS, the MNO LPA may freely access an
application in the ISD-P to which the MNO LPA be-
longs, and cannot access content in other ISD-Ps
without authorization.

[0174] A person skilled in the art should understand
that the embodiments of the invention may be provided
as a method, system or computer program product.
Therefore, the invention may use a form of hardware em-
bodiments, software embodiments, or embodiments with
a combination of software and hardware. Moreover, the
invention may use a form of a computer program product
that is implemented on one or more computer-usable
storage media (including but not limited to a disk memory,
an optical memory, and the like) that include a computer-
usable program code.
[0175] The invention is described with reference to the
flowcharts and/or block diagrams of the method, the de-
vice (system), and the computer program product ac-
cording to the embodiments of the invention. It should be
understood that computer program instructions may be
used to implement each process and/or each block in
the flowcharts and/or the block diagrams and a combi-
nation of processes and/or blocks in the flowcharts and/or
the block diagrams. These computer program instruc-
tions may be provided to a processor of a general-pur-
pose computer, a dedicated computer, an embedded
processor, or any other programmable data processing
device to generate a machine, so that the instructions
executed by a processor of a computer or any other pro-
grammable data processing device generate an appara-
tus for implementing function(s) specified in one or more
processes in the flowcharts and/or in one or more blocks
in the block diagrams.
[0176] These computer program instructions may be
stored in a computer readable memory that can instruct
the computer or any other programmable data process-
ing device to work in a specific manner so that the in-
structions stored in the computer readable memory gen-
erate an artifact that includes an instruction apparatus.
The instruction apparatus implements functions speci-
fied in one or more processes in the flowcharts and/or in
one or more blocks in the block diagrams.
[0177] These computer program instructions may be
loaded onto a computer or another programmable data
processing device so that a series of operations and
steps are performed on the computer or other program-
mable devices, thereby generating computer-imple-
mented processing. Therefore, the instructions executed
on the computer or other programmable devices provide
steps for implementing a function in one or more proc-
esses in the flowcharts and/or in one or more blocks in
the block diagrams.
[0178] In view of this, an embodiment of the invention
provides a computer storage medium, which specifically
is a computer readable storage medium and stores ther-
eon a computer program. The computer program imple-
ments the steps of the method in the embodiment of the
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invention when being executed by a processor.
[0179] The above are only preferred embodiments of
the invention and are not intended to limit a scope of
protection of the invention.

INDUSTRIAL APPLICABILITY

[0180] According to the solutions provided by the em-
bodiments of the invention, the LPA module located on
the application layer of the electronic device receives the
control instruction, where the control instruction is to in-
dicate the control operation on the eUICC; in response
to the control instruction, the LPA module invokes the
API of the OS of the electronic device to send the infor-
mation or command corresponding to the control instruc-
tion to the eUICC; when the API of the OS is invoked,
the OS determines, based on the access control rule,
whether the LPA module has the permission to access
the eUICC or not, and sends, in response to the deter-
mination that the LPA module has the permission to ac-
cess the eUICC, the information or command to the eU-
ICC so that the eUICC performs the operation based on
the information or command. Since the LPA module is
located on the application layer of the electronic device
and is completely separated from the OS, the solutions
provided by the embodiments of the invention may be
adapted to different electronic devices; and for the up-
gradation of the LPA module, a system of an operator
does not need to be modified and the OS of the electronic
device also does not need to be upgraded; furthermore,
by managing the permission of the LPA via the OS, the
security operation on the eUICC may be implemented.

Claims

1. An access control method, applied to an electronic
device, comprising:

receiving (201), by a Local Profile Assistant,
LPA, module located on an application layer of
the electronic device, a control instruction,
wherein the control instruction is to indicate a
control operation on an embedded Universal In-
tegrated Circuit Card, eUICC;
invoking (202), by the LPA module, in response
to the control instruction, an Application Pro-
gramming Interface, API, of an Operation Sys-
tem, OS, of the electronic device to send infor-
mation or command corresponding to the con-
trol instruction to the eUICC; and
when the API of the OS is invoked, determining
(203), by the OS, based on an access control
rule, whether the LPA module has a permission
to access the eUICC or not, and sending, in re-
sponse to the determination that the LPA mod-
ule has the permission to access the eUICC, the
information or command corresponding to the

control instruction to the eUICC, such that the
eUICC performs an operation based on the in-
formation or command.

2. The method of claim 1, further comprising:
acquiring, by the OS, the access control rule from
the eUICC and storing the access control rule.

3. The method of claim 2, wherein acquiring, by the
OS, the access control rule from the eUICC compris-
es:

sending, by the OS, a read request to the eUICC;
and
receiving, by the OS, the access control rule re-
turned from the eUICC.

4. The method of claim 2, further comprising:
after an Issuer Security Domain-Profile, ISD-P, cor-
responding to the LPA module is deactivated, clear-
ing, by the OS, the stored access control rule.

5. The method of claim 2, further comprising:
when the access control rule stored by the eUICC is
changed, acquiring, by the OS, a new access control
rule from the eUICC, and updating the stored access
control rule.

6. The method of claim 1, wherein when an interaction
between a Subscription Manager-Data Prepara-
tion+, SM-DP+, or a service platform and the eUICC
is implemented via the electronic device, the LPA
module receives the control instruction; and
before invoking the API of the OS, the method further
comprises:
acquiring, by the LPA module, the information or
command corresponding to the control instruction
from the SM-DP+ or the service platform.

7. The method of any one of claims 1 to 6, wherein the
access control rule at least comprises verification
information for the LPA module; and the verification
information is used for verifying whether the LPA
module has the permission to access the eUICC or
not.

8. The method of claim 7, wherein the access control
rule further comprises an access permission for the
API; and before sending, in response to the deter-
mination that the LPA module has the permission to
access the eUICC, the information or command cor-
responding to the control instruction to the eUICC,
the method further comprises:
determining, by using the access permission for the
API in the access control rule, whether the API in-
voked by the LPA module is allowed to be invoked
or not, and sending, in response to the determination
that the API invoked by the LPA module is allowed
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to be invoked, the information or command corre-
sponding to the control instruction to the eUICC.

9. An electronic device comprising:

a Local Profile Assistant, LPA, module (41) lo-
cated on an application layer of the electronic
device, configured to receive a control instruc-
tion, wherein the control instruction is to indicate
a control operation on an embedded Universal
Integrated Circuit Card, eUICC; and invoke, in
response to the control instruction, an Applica-
tion Programming Interface, API, of an Opera-
tion System, OS, module (42), to send informa-
tion or command corresponding to the control
instruction to the eUICC; and
the OS module (42), configured to determine,
when the own API is invoked, based on an ac-
cess control rule, whether the LPA module (41)
has a permission to access the eUICC or not,
and send, in response to the determination that
the LPA module (41) has the permission to ac-
cess the eUICC, the information or command
corresponding to the control instruction to the
eUICC, such that the eUICC performs an oper-
ation based on the information or command.

10. The electronic device of claim 9, wherein the OS
module (42) is further configured to acquire the ac-
cess control rule from the eUICC and store the ac-
cess control rule.

11. The electronic device of claim 10, wherein the OS
module (42) is further configured to clear, after an
Issuer Security Domain-Profile, ISD-P, correspond-
ing to the LPA module (41) is deactivated, the stored
access control rule.

12. The electronic device of claim 10, wherein the OS
module (42) is further configured to acquire, in re-
sponse to the access control rule stored by the eU-
ICC is changed, a new access control rule from the
eUICC, and update the stored access control rule.

13. The electronic device of claim 9, wherein when an
interaction between a Subscription Manager-Data
Preparation+, SM-DP+, or a service platform and the
eUICC is implemented via the electronic device, the
LPA module (41) receives the control instruction; and
the LPA module (41) is further configured to acquire
the information or command corresponding to the
control instruction from the SM-DP+ or the service
platform.

14. The electronic device of any one of claims 9 to 13,
wherein the access control rule at least comprises
verification information for the LPA module (41); and
the verification information is used for verifying

whether the LPA module (41) has the permission to
access the eUICC or not.

15. A computer storage medium having stored thereon
a computer program, wherein the computer program
implements the steps of the method of any one of
claims 1 to 8 when being executed by a processor.

Patentansprüche

1. Zugriffssteuerverfahren, angewendet auf ein elek-
tronisches Gerät, umfassend:

Empfangen (201), einer Steueranweisung
durch ein "Local Profile Assistant"-Modul (LPA-
Modul), das sich auf einer Anwendungsschicht
des elektronischen Geräts befindet, wobei die
Steueranweisung einen Steuervorgang auf ei-
ner eingebetteten universellen integrierten
Schaltkarte (eUICC) angeben soll;
Aufrufen (202), durch das LPA-Module, als Ant-
wort auf die Steueranweisung, einer Anwen-
dungsprogrammierschnittstelle (API) eines Be-
triebssystems (OS) des elektronischen Geräts,
um eine Information oder einen Befehl entspre-
chend der Steueranweisung an die eUICC zu
senden; und
wenn die API des OS aufgerufen wird, Bestim-
men (203), durch das OS, basierend auf einer
Zugriffssteuerregel, ob das LPA-Modul eine Be-
rechtigung hat, auf die eUICC zuzugreifen oder
nicht, und Senden, als Antwort auf die Bestim-
mung, dass das LPA-Modul die Berechtigung
hat, auf die eUICC zuzugreifen, der Information
oder des Befehls entsprechend der Steueran-
weisung an die eUICC, sodass die eUICC ba-
sierend auf der Information oder dem Befehl ei-
nen Vorgang durchführt.

2. Verfahren nach Anspruch 1, ferner umfassend:
Erhalten, durch das OS, der Zugriffssteuerregel von
der eUICC und Speichern der Zugriffssteuerregel.

3. Verfahren nach Anspruch 2, wobei das Erhalten,
durch das OS, der Zugriffssteuerregel von der
eUICC Folgendes umfasst:

Senden, durch das OS, einer Leseanfrage an
die eUICC; und
Empfangen, durch das OS, der von der eUICC
zurückgesandten Zugriffssteuerregel.

4. Verfahren nach Anspruch 2, ferner umfassend:
nachdem ein "Issuer Security Domain Profile" (ISD-
P), das dem LPA-Modul entspricht, deaktiviert wur-
de, Löschen, durch das OS, der gespeicherten Zu-
griffssteuerregel.
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5. Verfahren nach Anspruch 2, ferner umfassend:
Erhalten, wenn die von der eUICC gespeicherte Zu-
griffssteuerregel geändert wird, durch das OS, einer
neuen Zugriffssteuerregel von der eUICC und Aktu-
alisieren der gespeicherten Zugriffssteuerregel.

6. Verfahren nach Anspruch 1, wobei, wenn eine Inter-
aktion zwischen einer "Subscription Manager-Data
Preparation+" (SM-DP+) oder einer Service-Platt-
form und der eUICC über das elektronische Gerät
implementiert wird, das LPA-Modul die Steueran-
weisung empfängt; und
das Verfahren vor Aufrufen der API des OS ferner
Folgendes umfasst:
Erhalten, durch das LPA-Modul, der Information
oder des Befehls entsprechend der Steueranwei-
sung von der SM-DP+ oder der Service-Plattform.

7. Verfahren nach einem der Ansprüche 1 bis 6, wobei
die Zugriffssteuerregel zumindest eine Verifizie-
rungsinformation für das LPA-Modul umfasst; und
die Verifizierungsinformation zum Verifizieren, ob
das LPA-Modul die Berechtigung hat, auf die eUICC
zuzugreifen oder nicht, verwendet wird.

8. Verfahren nach Anspruch 7, wobei die Zugriffssteu-
erregel ferner eine Zugriffsberechtigung für die API
umfasst; und vor dem Senden, als Antwort auf die
Bestimmung, dass das LPA-Modul die Berechtigung
hat, auf die eUICC zuzugreifen, der Information oder
des Befehls entsprechend der Steueranweisung an
die eUICC, das Verfahren ferner Folgendes umfasst:
Bestimmen, durch Verwenden der Zugriffsberechti-
gung für die API in der Zugriffssteuerregel, ob die
von dem LPA-Modul aufgerufene API berechtigt ist,
aufgerufen zu werden oder nicht, und Senden, als
Antwort auf die Bestimmung, dass die von dem LPA-
Modul aufgerufene API berechtigt ist, aufgerufen zu
werden, der Information oder des Befehls entspre-
chend der Steueranweisung an die eUICC.

9. Elektronisches Gerät, umfassend:

ein "Local Profile Assistant"-Modul (LPA-Modul)
(41), das sich auf einer Anwendungsschicht des
elektronischen Geräts befindet und konfiguriert
ist, um eine Steueranweisung zu empfangen,
wobei die Steueranweisung einen Steuervor-
gang auf einer eingebetteten universellen inte-
grierten Schaltkarte (eUICC) angeben soll; und
als Antwort auf die Steueranweisung eine
Anwendungsprogrammierschnittstelle (API) ei-
nes Betriebssystem-Moduls (OS-Moduls) (42)
aufrufen soll, um eine Information oder einen
Befehl entsprechend der Steueranweisung an
die eUICC zu senden; und
das OS-Modul (42), das konfiguriert ist, um ba-
sierend auf einer Zugriffssteuerregel zu bestim-

men, wenn die eigene API aufgerufen wird, ob
das LPA-Modul (41) eine Berechtigung hat, auf
die eUICC zuzugreifen oder nicht, und um als
Antwort auf die Bestimmung, dass das LPA-Mo-
dul (41) die Berechtigung hat, auf die eUICC zu-
zugreifen, die Information oder den Befehl ent-
sprechend der Steueranweisung an die eUICC
zu senden, sodass die eUICC einen Vorgang
durchführt, der auf der Information oder dem Be-
fehl basiert.

10. Elektronisches Gerät nach Anspruch 9, wobei das
OS-Modul (42) ferner konfiguriert ist, um die Zugriffs-
steuerregel von der eUICC zu erhalten und die Zu-
griffssteuerregel zu speichern.

11. Elektronisches Gerät nach Anspruch 10, wobei das
OS-Modul (42) ferner konfiguriert ist, um die gespei-
cherte Zugriffssteuerregel zu löschen, nachdem ein
"Issuer Security Domain Profile" (ISD-P), das dem
LPA-Modul (41) entspricht, deaktiviert wurde.

12. Elektronisches Gerät nach Anspruch 10, wobei das
OS-Modul (42) ferner konfiguriert ist, um als Antwort
auf das Ändern der von der eUICC gespeicherten
Zugriffssteuerregel eine neue Zugriffssteuerregel
von der eUICC zu erhalten und die gespeicherte Zu-
griffssteuerregel zu aktualisieren.

13. Elektronisches Gerät nach Anspruch 9, wobei, wenn
eine Interaktion zwischen einer "Subscription Mana-
ger-Data Preparation+" (SM-DP+) oder einer Ser-
vice-Plattform und der eUICC über das elektroni-
sche Gerät implementiert wird, das LPA-Modul (41)
die Steueranweisung empfängt; und
das LPA-Modul (41) ferner konfiguriert ist, um die
Information oder den Befehl entsprechend der Steu-
eranweisung von der SM-DP+ oder der Service-
Plattform zu erhalten.

14. Elektronisches Gerät nach einem der Ansprüche 9
bis 13, wobei die Zugriffssteuerregel zumindest die
Verifizierungsinformation für das LPA-Modul (41)
umfasst; und die Verifizierungsinformation verwen-
det wird, um zu verifizieren, ob das LPA-Modul (41)
die Berechtigung hat, auf die eUICC zuzugreifen
oder nicht.

15. Computerspeichermedium, das ein darauf gespei-
chertes Computerprogramm hat, wobei das Compu-
terprogramm die Schritte des Verfahrens nach ei-
nem der Ansprüche 1 bis 8 implementiert, wenn es
durch einen Prozessor ausgeführt wird.

Revendications

1. Procédé de contrôle d’accès, appliqué sur un dispo-
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sitif électronique, comprenant :

la réception (201), par un module d’assistant de
profil local, LPA, situé sur une couche d’appli-
cation du dispositif électronique, une instruction
de contrôle, dans lequel l’instruction de contrôle
est destinée à indiquer une opération de contrô-
le sur une carte de circuit intégré universelle in-
corporée, eUICC ;
l’appel (202), par le module de LPA, en réponse
à l’instruction de contrôle, à une interface de pro-
grammation d’application, API, d’un système
d’exploitation, OS, du dispositif électronique
pour qu’elle envoie des informations ou une
commande correspondant à l’instruction de con-
trôle à l’eUICC ; et
lors de l’appel à l’API de l’OS, la détermination
(203), par l’OS, sur la base d’une règle de con-
trôle d’accès, du fait que le module de LPA a
une permission d’accéder à l’eUICC ou non, et
l’envoi, en réponse à la détermination que le mo-
dule de LPA a la permission d’accéder à
l’eUICC, des informations ou de la commande
correspondant à l’instruction de contrôle à
l’eUICC, de telle sorte que l’eUICC réalise une
opération sur la base des informations ou de la
commande.

2. Procédé selon la revendication 1, comprenant en
outre :
l’acquisition, par l’OS, de la règle de contrôle d’accès
à partir de l’eUICC et le stockage de la règle de con-
trôle d’accès.

3. Procédé selon la revendication 2, dans lequel l’ac-
quisition, par l’OS, de la règle de contrôle d’accès à
partir de l’eUICC comprend :

l’envoi, par l’OS, d’une demande de lecture à
l’eUICC ; et
la réception, par l’OS, de la règle de contrôle
d’accès renvoyée de l’eUICC.

4. Procédé selon la revendication 2, comprenant en
outre :
après qu’un domaine de sécurité d’émetteur-profil,
ISD-P, correspondant au module de LPA est désac-
tivé, l’effacement, par l’OS, de la règle de contrôle
d’accès stockée.

5. Procédé selon la revendication 2, comprenant en
outre :
lorsque la règle de contrôle d’accès stockée par
l’eUICC est changée, l’acquisition, par l’OS, d’une
nouvelle règle de contrôle d’accès à partir de
l’eUICC, et la mise à jour de la règle de contrôle
d’accès stockée.

6. Procédé selon la revendication 1, dans lequel lors-
qu’une interaction entre un gestionnaire d’abonne-
ment-préparation de données+, SM-DP+, ou une
plate-forme de service et l’eUICC est implémentée
par l’intermédiaire du dispositif électronique, le mo-
dule de LPA reçoit l’instruction de contrôle ; et
avant l’appel à l’API de l’OS, le procédé comprend
en outre :
l’acquisition, par le module de LPA, des informations
ou de la commande correspondant à l’instruction de
contrôle à partir du SM-DP+ ou de la plate-forme de
service.

7. Procédé selon l’une quelconque des revendications
1 à 6, dans lequel la règle de contrôle d’accès com-
prend au moins des informations de vérification pour
le module de LPA ; et les informations de vérification
sont utilisées pour vérifier le fait que le module de
LPA a la permission d’accéder à l’eUICC ou non.

8. Procédé selon la revendication 7, dans lequel la rè-
gle de contrôle d’accès comprend en outre une per-
mission d’accès pour l’API ; et avant l’envoi, en ré-
ponse à la détermination que le module de LPA a la
permission d’accéder à l’eUICC, des informations
ou de la commande correspondant à l’instruction de
contrôle à l’eUICC, le procédé comprend en outre :
la détermination, en utilisant la permission d’accès
pour l’API dans la règle de contrôle d’accès, du fait
que l’API ayant fait l’objet de l’appel par le module
de LPA est permis de faire l’objet d’un appel ou non,
et l’envoi, en réponse à la détermination que l’API
ayant fait l’objet de l’appel par le module de LPA est
permis de faire l’objet d’un appel, des informations
ou de la commande correspondant à l’instruction de
contrôle to l’eUICC.

9. Dispositif électronique, comprenant :

un module d’assistant de profil local, LPA, (41)
situé sur une couche d’application du dispositif
électronique, configuré pour recevoir une ins-
truction de contrôle, dans lequel l’instruction de
contrôle est destinée à indiquer une opération
de contrôle sur une carte de circuit intégré uni-
verselle incorporée, eUICC ; et faire l’appel, en
réponse à l’instruction de contrôle, à une inter-
face de programmation d’application, API, d’un
module de système d’exploitation, OS, (42),
pour qu’elle envoie des informations ou une
commande correspondant à l’instruction de con-
trôle à l’eUICC ; et
le module d’OS (42) étant configuré pour déter-
miner, lorsque l’API propre fait l’objet de l’appel,
sur la base d’une règle de contrôle d’accès, le
fait que le module de LPA (41) a une permission
d’accéder à l’eUICC ou non, et envoyer, en ré-
ponse à la détermination que le module de LPA
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(41) a la permission d’accéder à l’eUICC, les
informations ou la commande correspondant à
l’instruction de contrôle à l’eUICC, de telle sorte
que l’eUICC réalise une opération sur la base
des informations ou de la commande.

10. Dispositif électronique selon la revendication 9, dans
lequel le module d’OS (42) est en outre configuré
pour acquérir la règle de contrôle d’accès à partir de
l’eUICC et stocker la règle de contrôle d’accès.

11. Dispositif électronique selon la revendication 10,
dans lequel le module d’OS (42) est en outre confi-
guré pour effacer, après qu’un domaine de sécurité
d’émetteur-profil, ISD-P, correspondant au module
de LPA (41) est désactivé, la règle de contrôle d’ac-
cès stockée.

12. Dispositif électronique selon la revendication 10,
dans lequel le module d’OS (42) est en outre confi-
guré pour acquérir, en réponse au fait que la règle
de contrôle d’accès stockée par l’eUICC est chan-
gée, une nouvelle règle de contrôle d’accès à partir
de l’eUICC, et mettre à jour la règle de contrôle d’ac-
cès stockée.

13. Dispositif électronique selon la revendication 9, dans
lequel lorsqu’une interaction entre un gestionnaire
d’abonnement-préparation de données+, SM-DP+,
ou une plate-forme de service et l’eUICC est implé-
mentée par l’intermédiaire du dispositif électronique,
le module de LPA (41) reçoit l’instruction de
contrôle ; et
le module de LPA (41) est en outre configuré pour
acquérir les informations ou commande correspon-
dant à l’instruction de contrôle à partir du SM-DP+
ou de la plate-forme de service.

14. Dispositif électronique selon l’une quelconque des
revendications 9 à 13, dans lequel la règle de con-
trôle d’accès comprend au moins des informations
de vérification pour le module de LPA (41) ; et les
informations de vérification sont utilisées pour véri-
fier le fait que le module de LPA (41) a la permission
d’accéder à l’eUICC ou non.

15. Support de stockage d’ordinateur ayant, stocké sur
celle-ci, un programme d’ordinateur, dans lequel le
programme d’ordinateur implémente les étapes du
procédé selon l’une quelconque des revendications
1 à 8 lorsqu’il est exécuté par un processeur.
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