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(54) Method and system for displaying the position and orientation of a linear instrument navigated 
with respect to a 3D medical image

(57) The invention relates to a method for displaying
the position of a linear instrument (3) navigated with re-
spect to a 3D medical image (1), wherein:
- said linear instrument (3) is coupled to a guide (2);
- the guide (2) is tracked by a navigation system with
respect to the 3D image (1);
- a plane (4) passing through the axis of the linear instru-

ment (3) is virtually attached to the guide (2);
- a slice reformatted in the 3D image and passing through
said plane (4) is displayed.

Another object of the invention is a system for carrying
out said method.
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Description

FIELD OF THE INVENTION

[0001] The invention relates to a method and a system
for displaying the position of a linear instrument navigated
with respect to a 3D medical image using a navigation
system.

BACKGROUND OF THE INVENTION

[0002] Navigation technologies have been widely used
to display the position of instruments on 3D medical im-
ages which are Computed Tomography (CT) or Magnetic
resonance images (MRI), or any other type such Cone
Beam Computer Tomography (CBCT), Positron Emis-
sion Tomography (PET), or the like.
[0003] Conventionally, a registration method is applied
between a 3D image and a tracking device, also named
localizer, such that the position and orientation of an in-
strument is known in a coordinate system attached to the
image.
[0004] We consider in particular the display of a linear
instrument such as a probe, a pointer, a drilling guide, a
cannula, a drill bit, a needle, or the like.
[0005] Conventionally, the position of a linear instru-
ment is displayed on several 2D images that represent
reformatted slices or projections of the 3D medical image.
[0006] In most surgical navigation systems the position
of the linear instrument is represented by three views:
two views are planes passing through the axis of the in-
strument and are approximately perpendicular to each
other, and one view is orthogonal to the instrument axis.
[0007] Optionally, a fourth view is displayed, showing
a 3D representation of the instrument and images using
volume rendering or surface rendering techniques, for
example using 3D surfaces of segmented anatomical
structures.
[0008] In efforts to reduce the complexity and quantity
of information which is displayed to the user, some sys-
tems have proposed to display only two 2D images pass-
ing through the linear instrument.
[0009] Considering the standard references used in
medical imaging, one of those images is often pseudo-
axial and the other image is often pseudo-sagittal.
[0010] When the user moves the linear tool, the two
images are recomputed in real-time to display updates
of images that pass through the axis of the instrument.
[0011] However, none of the representations that are
currently available for displaying the position of a linear
instrument in a 3D image are really intuitive, which ne-
cessitates training and usage before being efficient.

BRIEF DESCRIPTION OF THE INVENTION

[0012] The invention aims at reducing the complexity
and number of information for a user who intends to vis-
ualize the position of a linear instrument navigated with

respect to a 3D medical image in order to facilitate the
insertion of the linear instrument towards a target visible
on the 3D image.
[0013] An object of the invention is a method for dis-
playing the position of a linear instrument navigated with
respect to a 3D medical image, wherein:

- said linear instrument is coupled to a guide;
- the guide is tracked by a navigation system with re-

spect to the 3D image;
- a plane passing through the axis of the linear instru-

ment is virtually attached to the guide;
- a slice reformatted in the 3D image and passing

through said plane is displayed.

[0014] According to an embodiment, a representation
of the linear instrument is displayed on said reformatted
slice.
[0015] According to a preferred embodiment, said
guide has a non-symmetrical shape and said virtually
attached plane is associated with the most longitudinal
dimension of the guide.
[0016] The linear instrument may be able to slide in
the guide. Alternatively, the linear instrument is rigidly
fixed to the guide.
[0017] According to an embodiment, said reformatted
slice is the only view of the 3D image that is displayed.
[0018] According to an embodiment, said representa-
tion of the linear instrument is a line in the center of said
reformatted slice.
[0019] Another object of the invention is a system for
displaying the position of a linear instrument navigated
with respect to a 3D medical image, comprising:

- a processor adapted to be coupled to a navigation
system to receive navigation data,

- a guide coupled to the linear instrument, wherein a
plane passing through the axis of the linear instru-
ment is virtually attached to the guide so as to be
tracked by the navigation system with respect to the
3D image, the processor being configured to com-
pute a slice reformatted in the 3D image and passing
through said plane, and

- a display coupled to the processor and configured
to display said reformatted slice.

[0020] According to an embodiment, the guide has a
non-symmetrical shape and the virtually attached plane
is associated with the most longitudinal dimension of the
guide.
[0021] The linear instrument may be able to slide in
the guide. Alternatively, the linear instrument is rigidly
fixed to the guide.

BRIEF DESCRIPTION OF THE DRAWINGS

[0022] Other features and advantages of the invention
will be apparent from the following description, in con-
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nection with the appended drawings wherein Figure 1
illustrates an embodiment of the method.

DETAILED DESCRIPTION OF EMBODIMENTS OF 
THE INVENTION

[0023] The method described below is carried out by
a system comprising a computer and a screen. The com-
puter includes a processor adapted to be integrated or
coupled to a navigation system to receive navigation da-
ta. The system further comprises a guide coupled to the
linear instrument, wherein a plane passing through the
axis of the linear instrument is virtually attached to the
guide so as to be tracked by the navigation system with
respect to the 3D image. The processor is also configured
to compute a slice reformatted in the 3D image and pass-
ing through said plane. The screen is coupled to the proc-
essor and is configured to display said reformatted slice.
[0024] A 3D image of a patient’s body comprising a
target to be reached by the linear instrument is provided.
[0025] The 3D image can be obtained by Computed
Tomography (CT), Magnetic resonance (MR), Cone
Beam Computer Tomography (CBCT), Positron Emis-
sion Tomography (PET), or the like.
[0026] The linear instrument can be a probe, a pointer,
a drilling guide, a cannula, a drill bit, a needle, or the like.
According to an embodiment, the linear instrument is a
needle which is intended to perform a biopsy or to treat
a tumor using for example radiofrequency, microwave,
or cryogeny technics.
[0027] The 3D image is represented by a volume of
voxels in a coordinate system represented by (OXYZ) in
Figure 1.
[0028] The linear instrument is coupled to a guide.
[0029] According to an embodiment, the linear instru-
ment is fixed to the guide. In a particular case, the guide
is a very small sensor, such as miniature electromagnetic
sensor of less than two millimeters diameter, which can
be placed at the tip of the linear instrument.
[0030] In a preferred embodiment, the instrument is
able to slide inside the guide. The guide can be a needle
holder in which a needle can be inserted and slide. The
guide can be an adjustable device that has a variable
diameter inside, for example using pliers, or it can be
made of several cylinders that have different diameters
adapted to various needle diameters.
[0031] The guide is equipped with a tracker that is lo-
calized in position and orientation by a tracking system
with respect to the 3D image of the patient. The tracker
is localized with respect to a localizer using conventional
navigation techniques, said localizer can be for example
an electromagnetic emitter placed on the patient and con-
taining fiducials for registering said tracker with said 3D
image. Or it can be an optical or electromagnetic localizer
or a robot placed on the side of the patient and registered
with fiducials placed on the patient or fixed with respect
to the examination table. Globally, the guide has a posi-
tion and orientation which is tracked in real-time with re-

spect to the 3D image.
[0032] The guide may be handled by a user.
[0033] Alternatively, the guide can be placed at an ex-
tremity of a mechanical articulated arm, a haptic system
or a robot.
[0034] Using conventional surgical navigation and ro-
botics techniques, the position and orientation of the
guide is known with respect to the image coordinate sys-
tem (OXYZ).
[0035] Said position is represented by a local coordi-
nate system (oxyz) and a matrix M between both coor-
dinate systems (OXYZ) and (oxyz) is known at any time.
[0036] By convention, it is assumed that the local di-
rection y represents the direction of the linear instrument
which is inserted in the guide and o is an origin point
located on the axis of the linear instrument.
[0037] In conventional surgical navigation systems,
planar images passing through the linear instrument axis
are computed and displayed as oblique slices reformat-
ted in the 3D image volume.
[0038] One seeks to display reformatted slices in the
3D image that contain the axis of the linear instrument
such that the user can see where the instrument goes
on the 3D image with respect to the target. But it is not
easy to define and compute a direction d orthogonal to
the direction of the instrument y in order to constitute an
image plane (o,y,d).
[0039] For example, a plane containing the point o, the
instrument direction y and the direction X transformed by
the matrix M is computed and the corresponding refor-
matted slice, which is a 2D image, is computed in the 3D
image. It constitutes a pseudo-axial view. If the direction
z and Z are perfectly aligned, it produces a perfect axial
image in a plane parallel to X and Y.
[0040] In another example, a plane containing the point
o, the instrument direction y and the direction Z trans-
formed by the matrix M is computed and the correspond-
ing reformatted slice, which is a 2D image, is computed
in the 3D image. It constitutes a pseudo-sagittal view. If
the direction x and X are perfectly aligned, it produces a
perfect sagittal image in a plane parallel to Y and Z.
[0041] It is common to compute and display two imag-
es that correspond to the planes (o,y,X) and (o,y,Z). This
provides the user with a simulation of the continuation of
the linear instrument before its insertion in the body along
two images passing through the axis of said linear instru-
ment. The user manipulates the guide and visualizes the
images until it is found that the linear instrument will reach
the target and avoid obstacles such as dangerous or-
gans. With this mode of representation, the user has to
interpret images for which the coordinate systems move
together with the guide motion, which may be found dif-
ficult by some users.
[0042] The proposed method solves this drawback by
virtually attaching an image plane to the guide, said im-
age plane passing through the axis of the instrument.
The position of said attached image plane with respect
to the 3D medical image is known via the matrix M. And
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a reformatted slice corresponding to said plane is com-
puted and displayed on a monitor, which can be of any
type including conventional display monitor, small dis-
play mounted on any instrument, virtual reality glasses,
or augmented reality glasses. In a preferred embodiment,
a small display having a size between one to five inches
is attached to the guide to offer a complete system that
facilitates hand-eye coordination.
[0043] The instrument is inserted in the guide along
the direction y. For any position of the guide in the image
coordinate system represented by a matrix M, a plane
passing by the point o, the vector x and the vector y is
determined. An image reformatted in the 3D image and
passing through said plane (o,x,y) is displayed. It pro-
duces an effect that is known by physicians when they
manipulate an ultrasound probe: the guide acts like a
virtual ultrasound probe. With such a representation, a
user that has been trained previously to manipulate ul-
trasound probes and images will find that the navigation
of the guide in the 3D image is very intuitive, which helps
saving time and reinforcing the efficiency of the proce-
dure.
[0044] The computation of the oblique slice reformat-
ted in the 3D image volume relies on standard algorithms.
It can be done by many methods and has to be optimized
such that the computation and the display of the oblique
slice are made in real time. This computation is done
using the following principles. For each pixel (i, j) of the
reformatted image, the coordinate of the corresponding
point p in the coordinate system (oxyz) is computed from
the pixel size of the image and the position of the point
o in the image coordinate system (oixy) which depends
on the width of the image and on the known geometry of
the needle guide (the directions of the width and height
of the image coincide with x and y vectors. The coordi-
nates of the corresponding point P in the coordinate sys-
tem (OXYZ) are then computed by using the matrix M.
The voxel corresponding to this point can now be com-
puted directly, using the voxel size of the 3D image, and
the data to put in the pixel (i, j) of the image can be com-
puted with this voxel data or, if necessary, with some
interpolation techniques from the voxels close to the vox-
el found (for example, linear, trilinear or neighborhood
interpolations)..This principle described above can be
implemented in a processor using many well-known soft-
ware functions and algorithms. For example, such algo-
rithms can be provided by software libraries such as ITK
(Insight Segmentation and Registration Toolkit) and VTK
(Visualization ToolKit), developed by Kitware Inc., New
York, USA.
[0045] In a preferred embodiment, the guide has a non-
symmetrical shape. For example, the guide has an elon-
gated shape with two shorter dimensions y and z and
one longer dimension x.
[0046] In a preferred embodiment, the guide is a nee-
dle holder in which the needle can slide freely along the
axis y. For example, the guide can be made of pliers that
hold the needle with a pressure sufficient to maintain a

linear trajectory but small enough to allow a translation
of the needle inside the pliers. A representation of the
instrument direction y is displayed on the image. The
representation can be a plain or dashed line, either finite
with a tool tip or infinite. The user can first navigate the
guide in an ultrasound-like mode and then once a suitable
image plane has been found that contains the target and
that offers a safe access path, the needle can be pushed
inside the guide in the direction of the target. The user
can then acquire new 3D images to check the correction
position of the needle with respect to the target. The user
can readjust the guide position if necessary and continue
the needle penetration in the body by visualizing the im-
age in the plane (o,x,y) attached to the guide.
[0047] In a preferred embodiment, the representation
of the linear instrument is a line in the center of said refor-
matted image, which is not possible with an ultrasound
probe equipped with a linear guide and offers the advan-
tage to be very intuitive to manipulate. For example, said
line is a vertical line that passes through the middle point
of the image.
[0048] This system will act as if the user would manip-
ulate a 2D imaging ultrasound probe with a linear guide
physically attached to the ultrasound probe, but with ma-
jor differences: (a) the image is not an ultrasound image
but a high quality CT, CBCT or MR image, (b) there is
no ultrasound probe but only a plastic guide equipped
with a tracker, (c) the image is not real but virtual, (d) only
one 3D image acquisition is necessary to compute as
many virtual images as necessary, (d) the needle can be
inserted in the middle of the image which is not possible
when the ultrasound probe is present.
[0049] In a preferred embodiment, said reformatted im-
age is the only view of the 3D image that is presented to
the user, which eliminates confusion and offers a system
that is very easy to use.
[0050] In another preferred embodiment, the linear in-
strument is rigidly fixed to the guide. For example, the
guide can be attached to the top of a needle, or it can be
a miniature electromagnetic sensor inserted in a needle.
It is then possible to display not only the direction but
also the tip of the instrument on the reformatted image.
The representation of the instrument contains a point that
is calibrated to represent the tip of the instrument.
[0051] Fig 1 illustrates an embodiment of the method.
[0052] A volume 1 of a 3D image that can be for ex-
ample a CT or CBCT image is provided.
[0053] A coordinate system OXYZ is attached to the
3D image 1. A localizer 6 is placed in the volume 1 and
is visible in the 3D image. A registration of the coordinate
system OXYZ with a coordinate system attached to the
localizer 6 allows determining a transformation matrix be-
tween the coordinate system of the localizer and the co-
ordinate system of the 3D image.
[0054] A guide 2 is represented as a needle holder in
which a linear instrument 3 such as a needle can slide
along a defined direction y. A local coordinate system
(oxyz) is attached to the guide 3. The line (oy) represents
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the position of the linear instrument. A tracker 5 is at-
tached to the guide 2 and is tracked by a navigation sys-
tem. Since the localizer 6 is also tracked by the navigation
system, the guide 2 is navigated with respect to the 3D
image using a combination of transformation matrices.
[0055] An image plane 4 passing through o, x and y is
computed and represented as a reformatted slice in the
3D image 1. Said reformatted slice is then displayed on
a monitor.

Claims

1. A method for displaying the position of a linear in-
strument (3) navigated with respect to a 3D medical
image (1), wherein:

- said linear instrument (3) is coupled to a guide
(2);
- the guide (2) is tracked by a navigation system
with respect to the 3D image (1);
- a plane (4) passing through the axis of the linear
instrument (3) is virtually attached to the guide
(2);
- a slice reformatted in the 3D image and passing
through said plane (4) is displayed.

2. The method of claim 1, wherein a representation of
the linear instrument is displayed on said reformatted
slice.

3. The method of claim 1 or claim 2, wherein said guide
has a non-symmetrical shape and said virtually at-
tached plane is associated with the most longitudinal
dimension of the guide.

4. The method of one of claims 1 to 3, wherein said
linear instrument is able to slide in the guide.

5. The method of one of claims 1 to 3, wherein said
linear instrument is rigidly fixed to the guide.

6. The method of one of claims 1 to 5, wherein said
reformatted slice is the only view of the 3D image
that is displayed.

7. The method of one of claims 1 to 6 wherein said
representation of the linear instrument is a line in the
center of said reformatted slice.

8. A system for displaying the position of a linear in-
strument navigated with respect to a 3D medical im-
age, comprising:

- a processor adapted to be coupled to a navi-
gation system to receive navigation data,
- a guide coupled to the linear instrument, where-
in a plane passing through the axis of the linear

instrument is virtually attached to the guide so
as to be tracked by the navigation system with
respect to the 3D image, the processor being
configured to compute a slice reformatted in the
3D image and passing through said plane, and
- a display coupled to the processor and config-
ured to display said reformatted slice.

9. The system of claim 8, wherein the guide has a non-
symmetrical shape and the virtually attached plane
is associated with the most longitudinal dimension
of the guide.

10. The system of one of claims 8 or 9, wherein said
linear instrument is able to slide in the guide.

11. The system of one of claims 8 or 9, wherein said
linear instrument is rigidly fixed to the guide.

7 8 



EP 3 009 096 A1

6



EP 3 009 096 A1

7

5

10

15

20

25

30

35

40

45

50

55



EP 3 009 096 A1

8

5

10

15

20

25

30

35

40

45

50

55


	bibliography
	abstract
	description
	claims
	drawings
	search report

