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(54) REFLECTIVE FABRIC WITH COLOR PRINTING AND FABRICATION METHOD THEREOF

(57) The invention discloses a reflective fabric with
color printing and fabrication method thereof, glass
beads (5) are planted on its surface by using a thermo-
plastic PE material as carrier to embed a part of the glass
beads into the thermoplastic PE material and project the
other part of the glass beads (5) on the surface of the
thermoplastic PE material; a film is plated on the surface
of projected glass beads to form a reflective layer (4); ink
patterns are printed on the surfaces of the reflective layer
and the thermoplastic PE material to form a color printing
layer (3); resin is evenly coated on the surface of the

color printing layer (3) to form an elastic resin layer; the
surface of the elastic resin layer (2) is combined with the
fabric to form a fabric layer (1); and after forming, the
thermoplastic PE material is peeled off from the glass
beads to form the product. On the premise of maintaining
the reflective effect of reflective material, the invention
employs a special printing method to give the material
the color diversity, allow the reflective material to be rich
in color, give the material wider application and longer
service life, and apply this type of material in production
of fashionable clothing better.
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Description

Field of the Invention

[0001] The invention relates to a reflective fabric with
color printing, a reflective fabric with color printing based
on glass bead retro reflection technology used for night
operation instruction and garment decoration, and be-
longs to the field of novel material fabrication.

Background of the Invention

[0002] Since the reflective material has special prop-
erties of retro-reflection without providing energy by itself,
it is widely used in the special fields of highway, space-
flight, night operation and garment decoration. Fabrica-
tion of reflective fabric involves a fabrication and combi-
nation process of a variety of materials. These materials
include an optical reflection element, a bottom layer, a
surface layer, a bonding layer and other auxiliary layers.
Now, that mostly used in clothing associated industry is
the reflective fabric with glass beads as the reflection
element.
[0003] The existing reflective fabric can not meet de-
velopment of the garment industry due to its color mon-
otone, generally grey or silver grey or monotone multi-
color and low reflection intensity. With the social progress
and the advance of the modernized process, people in-
crease pursuit for new garments, present particular re-
quirements for the clothing material processing technol-
ogy, and continuously improve safety and aesthetic con-
sciousness, so use of reflective materials in clothing is a
large fashion trend of international clothing and is the
special embodiment of fashion and high grade.
[0004] The invention gives the surface of the material
the printed patterns with retro-reflection property, bright
color and rich content without changing the safety pro-
tection property of the reflective material, and makes the
material be diverse and suitable for manufacturing vari-
ous special clothing, textile materials, etc.

Summary of the Invention

[0005] The technical problem solved by the invention
is to provide a reflective fabric with color printing to solve
problems in the background of the invention above.
[0006] The invention provides the following technical
scheme: a reflective fabric with color printing, including
a fabric layer, an elastic resin layer, a color printing layer
and glass beads, wherein the fabric layer is connected
with the elastic resin layer, the elastic resin layer is con-
nected with the color printing layer, the glass beads are
embedded in the color printing layer, and a reflective layer
is set on the surface of the glass beads which embedded
in the color printing layer.
[0007] Preferably, the fabric layer is blend-woven by
one or more of polyester cotton , all cotton ,terylene ,
spandex and acrylon.

[0008] Preferably, the elastic resin layer is a thermo-
plastic polyurethane elastomer layer or an acrylic elas-
tomer layer.
[0009] Preferably, the color printing layer is formed by
a combination of one or more of intaglio printing, silk
screen printing, flexography printing , digital printing with
transparent ink and combination thereof.
[0010] Preferably, the reflective layer is a colorless
transparent coated hemispheroid or a grey coated hem-
ispheroid, and the reflective layer has a thickness of
100-200 Å.
[0011] Preferably, the glass beads are solid spheroids
with both ellpticity and devitrification rate less than or
equal to 3% and have refractive index between 1.7 and
1.94, and the glass beads are sunk into 60-70% depth
of the color printing layer.
[0012] During production, glass beads are planted on
its surface by using a thermoplastic PE material as carrier
to embed a part of the glass beads into the thermoplastic
PE material and project the other part of the glass beads
on the surface of the thermoplastic PE material, and the
glass beads are settled at 30-40% depth of the thermo-
plastic PE material; a film is plated on the surface of pro-
jected glass beads to form a reflective layer, and the film
is made of aluminum or silver; ink patterns are printed
on the surfaces of the reflective layer and the thermo-
plastic PE material to form a color printing layer; resin is
evenly coated on the surface of the color printing layer
to form an elastic resin layer; when the elastic resin layer
is half-dried, it is combined with the fabric to form a fabric
layer; and after forming, the thermoplastic PE material is
peeled off from the glass beads to form the product.
[0013] Compared to the prior art, the invention has
beneficial effects: on the premise of maintaining the re-
flective effect, the invention employs a printing method
to give the material the color diversity and longer service
life, and apply this type of material in production of fash-
ionable clothing better.

Brief Description of the Drawings

[0014]

Fig. 1 is the sectional structural representation of the
invention;

Fig. 2 is the planar structural representation of the
invention;

[0015] In the drawings, 1-the fabric layer, 2-the elastic
resin layer, 3-the color printing layer, 4-the reflective lay-
er, and 5-the glass beads.

Description of the Preferred Embodiments

[0016] The technical schemes in the examples of the
invention will be clearly and fully described below in con-
junction with the accompanying drawings in the exam-
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ples of the invention, and it is obvious that described ex-
amples are only a part of examples of the invention, but
not all examples. Based on the examples of the invention,
all other examples obtained by one of ordinary skill in the
art without creative work fall within the scope claimed by
the invention.
[0017] Referring to Fig. 1-2, in the example of the in-
vention, a reflective fabric with color printing and fabrica-
tion method thereof, includes glass beads 5, a reflective
layer 4, a color printing layer 3, an environment friendly
elastic resin layer with environmental protection effect 2,
and a fabric layer 1, the back hemispheroid of the glass
bead 5 is covered with the reflective layer 4, the glass
beads have refractive index between 1.7 and 1.94, the
reflective layer 4 is transparent or grey, has thickness of
100-200 Å and is covered on the back surface of the
glass bead layer 5. The front surfaces of glass beads
form multilayer and multicolor color printing by intaglio
printing or silk screen printing or flexography printing or
digital printing with transparent ink. The glass beads 5
are planted at 60-70% depth of the color printing layer 3;
the elastic resin layer 2 is covered on the surfaces of the
glass beads 5 with the reflective layer 4 and the color
printing layer 3, the lower part of the elastic resin layer 2
is connected with the fabric layer 1; the reflective fabric
with color printing has overall thickness of 175-485mm,
wherein the thickness of the fabric layer 1 is 50-300mm,
the thickness of the elastic resin layer 2 is 60-115mm,
the thickness of the reflective layer 4 is 100-200 Å, the
thickness of the color printing layer 3 is 5-10mm, and the
diameter of the glass beads 5 is 60mm.
[0018] The fabrication process is as follows: the first
step, glass beads 5 are planted on its surface by using
a thermoplastic PE material as carrier, settlement rate of
the glass beads 5 is controlled to embed a part of the
glass beads 5 into a thermoplastic PE material and
project the other part of the glass beads on the surface
of the thermoplastic PE material, and the glass beads 5
are settled at 30-40% depth of the thermoplastic PE ma-
terial; the second step, a film is plated on the surface of
projected glass beads 5 to form a reflective layer 4, and
the film is made of aluminum or silver; the third step, ink
patterns are printed on the surfaces of the reflective layer
4 and the thermoplastic PE material to form a color print-
ing layer 3; the fourth step, resin is evenly coated on the
surface of the color printing layer 3 to form an elastic
resin layer 2; the fifth step, the elastic resin layer 2 is
combined with the fabric when half-dried to form a fabric
layer 1; and the sixth step, after forming, the thermoplas-
tic PE material is peeled off from the glass beads 5 to
form the product.
[0019] It is obvious for those skilled in the art that the
invention is not limited to details of above exemplary ex-
amples, and that the invention could be implemented in
other specific forms without departing from the spirit or
basic characteristics of the invention. Therefore, in all
respects, the examples should be considered as exem-
plary, but not limiting, the scope of the invention is limited

by attached claims rather than the above description,
thus it is intended that all variations falling within the
meaning and scope of equivalent elements of the claims
are encompassed in the invention. Any drawing refer-
ence signs should not be considered to limit claims in-
volved.
[0020] Furthermore, it will be understood that, although
the invention is described according to embodiments, not
every embodiment comprises only one independent
technical scheme, the depiction way of the specification
is only for clarity, those skilled in the art should consider
the specification as a whole, and technical schemes in
various examples could be suitably combined to form
other embodiments that could be understood by those
skilled in the art.

Claims

1. A fabrication method of reflective fabric with color
printing, characterized in that:

a. glass beads are planted on the surface of a
thermoplastic PE material, settlement rate of the
glass beads is controlled to embed a part of the
glass beads into the thermoplastic PE material
and project the other part of the glass beads on
the surface of the thermoplastic PE material;
b. a film is plated on the surface of projected
glass beads to form a reflective layer, and the
film is made of aluminum or silver;
c. ink patterns are printed on the surfaces of the
reflective layer and the thermoplastic PE mate-
rial to form a color printing layer;
d. resin is evenly coated on the surface of the
color printing layer to form an elastic resin layer;
e. when the elastic resin layer is half-dried, it is
combined with the fabric to form a fabric layer;
and
f. after forming, the thermoplastic PE material is
peeled off from the glass beads to form the prod-
uct.

2. The fabrication method of reflective fabric with color
printing according to claim 1, characterized in that:
in the step a, the glass beads are settled at 30-40%
depth of the thermoplastic PE material.

3. The fabrication method of reflective fabric with color
printing according to claim 1, characterized in that:
in the step c, the color printing layer is formed by one
or more of intaglio printing, silk screen printing, flex-
ography printing , digital printing with transparent ink
and combination thereof.

4. A reflective fabric with color printing, characterized
in that: including a fabric layer, an elastic resin layer,
a color printing layer and glass beads, wherein the
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fabric layer is connected with the elastic resin layer,
the elastic resin layer is connected with the color
printing layer, the glass beads are embedded in the
color printing layer, and a reflective layer is set on
the surface of the glass beads which embedded in
the color printing layer.

5. The reflective fabric with color printing according to
claim 4, characterized in that:

the fabric layer is blend-woven by one or more
of polyester cotton, all cotton,
terylene , spandex and acrylon .

6. The reflective fabric with color printing according to
claim 4, characterized in that:

the elastic resin layer is a thermoplastic poly-
urethane elastomer layer or an acrylic elastomer
layer.

7. The reflective fabric with color printing according to
claim 4, characterized in that:

the reflective layer is a transparent coated hem-
ispheroid or a grey coated hemispheroid.

8. The reflective fabric with color printing according to
claim 7, characterized in that:

the reflective layer has a thickness of 100-200 Å.

9. The reflective fabric with color printing according to
claim 4, characterized in that:

the glass beads are solid glass beads with both
ellpticity and devitrification rate less than or
equal to 3% and have refractive index between
1.7 and 1.94.

10. The reflective fabric with color printing according to
any one of claim 4-9, characterized in that: the
glass beads are sunk into 60-70% depth of the color
printing layer.
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