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(54) MAGNETIC RESONANCE IMAGING APPARATUS COMPRISING A SUPERCONDUCTING 
MAGNET

(57) A magnetic resonance imaging (MRI) apparatus
includes a coil assembly (21) including a superconduc-
tive magnet; and a helium container (40) configured to
accommodate a helium in a liquid state and the coil as-
sembly. The helium container includes a partition wall

(41) configured to surround a portion of an outer circum-
ference of the coil assembly, and the helium in the liquid
state is accommodated in a first space formed between
the partition wall and the coil assembly.
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Description

BACKGROUND

1. Field

[0001] Apparatuses and methods consistent with ex-
emplary embodiments relate to magnetic resonance im-
aging using a superconductive magnet.

2. Description of the Related Art

[0002] A medical imaging apparatus provides images
containing information related to a patient. The medical
imaging apparatus includes, for example, an X-ray ap-
paratus, an ultrasonic diagnostic apparatus, a computed
tomography (CT) imaging apparatus, and a magnetic
resonance imaging (MRI) apparatus.
[0003] Among the above-described apparatuses, the
magnetic resonance imaging apparatus is configured to
provide images of soft tissues with excellent contrast and
a variety of diagnostic visual information while being rel-
atively convenient with respect to controlling imaging
conditions. Thus, the magnetic resonance imaging ap-
paratus is widely used in a medical diagnostic field.
[0004] A magnetic resonance imaging (MRI) refers to
an imaging technique using density and physicochemical
characteristics of an atomic nucleus by generating a res-
onance of a hydrogen atomic nucleus at an inside of a
human body by using magnetic fields, which are not
harmful to the human body, and also by using a specific
ionization of radio frequency (RF).
[0005] In detail, the magnetic resonance imaging ap-
paratus is used to diagnose an internal region of a human
body by supplying a certain frequency and energy and
by converting the energy released from an atomic nucle-
us into signals while certain magnetic fields at the atomic
nucleus are applied. A proton of the atomic nucleus has
a spin angular momentum and a magnetic dipole, and
thus when a magnetic field is applied, the proton is
aligned in a direction of the magnetic field and performs
precession about the direction of the magnetic field. The
magnetic resonance imaging apparatus is capable of ob-
taining cross-sectional images of a human body by using
a nuclear magnetic resonance that is generated by a
strong magnetic force from a superconductive electro-
magnetic apparatus included in the magnetic resonance
imaging apparatus.

SUMMARY

[0006] One or more exemplary embodiments provide
a magnetic resonance imaging (MRI) apparatus config-
ured to efficiently cool a coil assembly and reduce an
usage amount of helium.
[0007] In accordance with an aspect of an exemplary
embodiment, a magnetic resonance imaging apparatus
includes a coil assembly, a helium container and a par-

tition wall. The coil assembly may be configured to move
by use of a superconductive magnet. The helium con-
tainer may allow the coil assembly to be accommodated
therein, and also allow helium in a liquid state to be ac-
commodated therein. A partition wall may be provided
as to surround at least a portion of an outer circumferen-
tial wall of the coil assembly at an inside the helium con-
tainer. Helium in a liquid state may be accommodated at
an inside space formed by the partition wall.
[0008] Helium in a liquid state may be accommodated
at a lower space of the helium container positioned at an
outer side of the partition wall.
[0009] The magnetic resonance imaging apparatus
may further include a cooling apparatus to cool the helium
in a liquid state at an inside the helium container.
[0010] The helium in a liquid state cooled by use of the
cooling apparatus may be introduced to the inside space
formed by the partition wall.
[0011] After the inside space of the partition wall is
completely filled with the helium in a liquid state, helium
in a liquid state being introduced to the inside space of
the partition wall may be descended toward the lower
space of the helium container.
[0012] A storage chamber may be further provided at
an inside the helium container, and the helium in a liquid
state cooled by use of the cooling apparatus may be in-
troduced to the storage chamber.
[0013] The storage chamber may be connected to the
inside space formed by the partition wall.
[0014] A plurality of coils included in the coil assembly
may be connected by use of a connector.
[0015] The inside space of the helium container may
be divided by use of a separation wall, to form an accom-
modation space at which the connector is positioned.
[0016] The accommodation space formed by use of
the separation wall may be communicated with the inside
space formed by the partition wall surrounding an outer
side surface of the coil assembly.
[0017] A maximum height of the separation wall form-
ing the accommodation space from a bottom surface of
the helium container may be lower than a height of an
end portion of the partition wall surrounding the outer
side surface of the coil assembly.
[0018] The accommodation space may be provided by
dividing a portion of the lower space of the helium con-
tainer.
[0019] The accommodation space may be positioned
at a lateral side of the inside space of the helium contain-
er.
[0020] The connector may be provided in a plurality of
units, and the accommodation space may be provided
corresponding in number to the number of the connec-
tors.
[0021] Helium in a liquid state may be accommodated
at an inside the accommodation space.
[0022] In accordance with an aspect of an exemplary
embodiment, a magnetic resonance imaging apparatus
includes a superconductive electromagnetic apparatus,
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a helium container, a cooling apparatus and a partition
wall. The superconductive electromagnetic apparatus
may be configured to move by use of a superconductive
magnet. The helium container allows the superconduc-
tive magnet to be accommodated therein, and allows he-
lium in a liquid state to cool the superconductive electro-
magnetic apparatus to be accommodated therein. The
cooling apparatus may be configured to cool the helium
in a liquid state at an inside the helium container. The
partition wall may be configured to divide an inside space
of the helium container and provided to surround a portion
of an outer side surface of the superconductive electro-
magnetic apparatus. A portion of the helium in a liquid
state may be accommodated in the inside space of the
helium container at which the superconductive electro-
magnetic apparatus is positioned while the other portion
of the helium in a liquid state is accommodated at a lower
space of the helium container positioned at an outer side
of the partition wall.
[0023] The helium in a liquid state cooled by use of the
cooling apparatus may be introduced to the inside space
formed by the partition wall.
[0024] At an inside the helium container, a storage
chamber communicated with the inside space formed by
the partition wall may be further provided.
[0025] The helium cooled by use of the cooling appa-
ratus may be introduced to the inside space of the parti-
tion wall through the storage chamber.
[0026] The superconductive electromagnetic appara-
tus may include a plurality of coils, and the plurality of
coils may be connected by use of a connector.
[0027] The inside space of the helium container may
be further divided by a separation wall, and the connector
may be accommodated at a space formed by use of the
separation wall.
[0028] The inside space formed by the partition wall
and the inside space formed by the separation wall may
be communicated with each other.
[0029] In accordance with an aspect an exemplary em-
bodiment, a magnetic resonance imaging apparatus in-
cludes a superconductive electromagnetic apparatus, a
helium container, a cooling apparatus and a partition wall.
The superconductive electromagnetic apparatus may be
configured to move by use of a superconductive magnet.
The helium container may allow the superconductive
electromagnetic apparatus to be accommodated therein.
The cooling apparatus may be configured to cool helium
in a liquid state at an inside the helium container. The
partition wall may be configured to divide an inside space
of the helium container as to surround a portion of an
outer side surface of the superconductive electromag-
netic apparatus, wherein the helium in a liquid state
cooled by the cooling apparatus may be introduced to
the inside the partition wall.
[0030] The superconductive electromagnetic appara-
tus may include a connector to which a plurality of coils
is connected, and the connector may be accommodated
at an accommodation space formed by a separation wall

provided at an inside the helium container.
[0031] The accommodation space may be communi-
cated with the inside the partition wall such that the helium
in a liquid state is accommodated in the accommodation
space.

BRIEF DESCRIPTION OF THE DRAWINGS

[0032] The above and/or other aspects will become
more apparent by describing certain exemplary embod-
iments with reference to the accompanying drawings.

FIG. 1 is a schematic view of a magnetic resonance
imaging (MRI) apparatus in accordance with an ex-
emplary embodiment.
FIG. 2 is a view illustrating an inside of a helium con-
tainer in accordance with an exemplary embodi-
ment.
FIG. 3 is a graph illustrating a pressure change at
an inside of a helium container in accordance with
an exemplary embodiment.
FIG. 4A, 4B, and FIG. 4C are views illustrating a
usage state of a helium container in accordance with
an exemplary embodiment.
FIG. 5 is a view illustrating an inside of a helium con-
tainer in accordance with an exemplary embodi-
ment.
FIG. 6 is a view illustrating a portion of a helium con-
tainer in accordance with an exemplary embodi-
ment.
FIG. 7 is a view illustrating an inside of a helium con-
tainer in accordance with an exemplary embodi-
ment.
FIG. 8 is a view illustrating an inside of a helium con-
tainer in accordance with an exemplary embodi-
ment.

DETAILED DESCRIPTION

[0033] Reference will now be made in detail to exem-
plary embodiments with reference to the accompanying
drawings, wherein like reference numerals refer to like
elements throughout. In this regard, the exemplary em-
bodiments may have different forms and should not be
construed as being limited to the descriptions set forth
herein. Accordingly, the exemplary embodiments are
merely described below, by referring to the figures, to
explain aspects of the present description.
[0034] FIG. 1 is a schematic view of a magnetic reso-
nance imaging (MRI) apparatus in accordance with an
exemplary embodiment.
[0035] Referring to FIG. 1, a magnetic resonance im-
aging apparatus 1 includes a housing 10, a supercon-
ductive electromagnetic apparatus 20, a vacuum con-
tainer 30, and a helium container 40. The housing 10
may form an exterior appearance of the magnetic reso-
nance imaging apparatus 1, and the superconductive
electromagnetic apparatus 20, the vacuum container 30,
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and the helium container 40 may be provided at an inside
of the housing 10.
[0036] The superconductive electromagnetic appara-
tus 20 generates a strong magnetic force in a cryogenic
state when a current is applied. The superconductive
electromagnetic apparatus 20 includes a coil assembly
21 configured to generate magnetic fields when supplied
with a current, and is accommodated at the helium con-
tainer 40. The superconductive electromagnetic appara-
tus 20 may further include a cryogenic cooling apparatus
configured to cool helium so that the helium at an inside
of the helium container maintains a cryogenic state, and
a current supplying apparatus configured to supply a cur-
rent to the coil assembly 21 and the cryogenic cooling
apparatus.
[0037] The housing 10 may be provided in the shape
of a ring having an opening 10a, i.e., a bore, formed at
a center portion thereof. An object to be imaged may be
moved through the opening 10a. A plurality of insulation
layers may be disposed at an inner side surface of the
housing 10 for insulation.
[0038] The superconductive electromagnetic appara-
tus 20 may be provided at an inside of the housing 10.
The superconductive electromagnetic apparatus 20 may
include the coil assembly 21. The coil assembly 21 in-
cludes a main coil 21a to move as a superconductive
magnet by receiving a current from a current supplying
apparatus, and a shield coil 21b positioned at an outer
side of the main coil 21a. Magnetic fields are generated
at the main coil 21a in a state of superconductivity as a
current having a strong pulse continuously flows without
loss by electric resistance. A current in a direction oppo-
site to the direction of the current flowing through the
main coil 21a flows through the shield coil 21b, and is
provided to prevent leakage of the magnetic fields gen-
erated from the main coil 21a.
[0039] The superconductive electromagnetic appara-
tus 20 may be accommodated at an inside of the helium
container 40. The helium container 40 may be provided
in the shape of a ring, and helium in a liquid state may
fill an inside thereof.
[0040] A cooling apparatus 23 and a connecting pipe
24 may be provided at one side of the helium container
40. The cooling apparatus 23 is provided to inlet helium
to the inside of the helium container 40 after cooling the
helium that is vaporized at the inside of the helium con-
tainer 40. The helium vaporized at the inside of the helium
container 40 may be outlet through the connecting pipe
24. As the vaporized helium is outlet through the con-
necting pipe 24, the inside pressure of the helium con-
tainer 40 is prevented from reaching a predetermined
pressure.
[0041] The helium in a liquid state that is cooled by the
cooling apparatus 23 may be inlet to the helium container
40 through an inlet pipe 25, or another pipe.
[0042] A partition wall 41 to surround a portion of the
superconductive electromagnetic apparatus 20 may be
provided at a lower portion 44 of the inside of the helium

container 40. The partition wall 41 may be provided to
surround a portion of the superconductive electromag-
netic apparatus 20 . Also, the partition wall 41 may be
provided in a semicircular shape around a center 43 of
the bore 10a of the magnetic resonance imaging appa-
ratus 1. The partition wall 41 is positioned at the lower
part in the magnetic resonance imaging apparatus 1.
[0043] At least a portion of the helium in a liquid state
provided at the inside of the helium container 40 is ac-
commodated at an inside space 410 formed by the par-
tition wall 41, while another portion may be accommo-
dated at an outside of the inside space 410 of the partition
wall 41.
[0044] The vacuum container 30 may be provided at
an outside of the helium container 40. The vacuum con-
tainer 30, which has a vacuum state formed inside, is
provided between the helium container 40 and the hous-
ing 10. The helium container 40 may be insulated by us-
ing the vacuum container 30. FIG. 2 is a view illustrating
a helium container in accordance with an exemplary em-
bodiment. Referring to FIG. 2, the helium container 40
provided at the inside of the magnetic resonance imaging
apparatus 1 in accordance with an exemplary embodi-
ment may include the partition wall 41. The supercon-
ductive electromagnetic apparatus 20 is accommodated
at the inside of the helium container 40, and the partition
wall 41, a portion of which has a semicircular shape, may
be positioned at a lower portion of the superconductive
electromagnetic apparatus 20. The partition wall 41 may
be spaced apart by a predetermined distance from the
superconductive electromagnetic apparatus 20, and may
be provided to surround a portion of an outer surface of
the superconductive electromagnetic apparatus 20.
[0045] An area of the outer surface of the supercon-
ductive electromagnetic apparatus 20 surrounded by the
partition wall 41 may vary according to an environment
of the magnetic resonance imaging apparatus 1. For ex-
ample, the partition wall 41 may be provided to surround
the outer surface of the superconductive electromagnetic
apparatus 20 by about 45% or more of the entire area of
the outer surface of the superconductive electromagnetic
apparatus 20. That is, when a diameter of a cross section
of the superconductive electromagnetic apparatus 20 is
D1, end portions P1 and P2 of the partition wall 41 may
be positioned to form a semicircular shape having a di-
ameter of D2, wherein D2 has a value corresponding to
about 45% of a value of D1. In an exemplary embodiment,
the left end portion P1 and the right end portion P2 of the
partition wall 41 may be positioned to have identical
heights of D2 with respect to a line 200 through a bottom
202 of the partition wall 41.
[0046] Helium R1, R1’, and R1" in a liquid state may
be accommodated at the inside of the helium container
40. The helium R1 in a liquid state may be accommodated
at an inside space 410 formed by the partition wall 41,
which surrounds at least a portion of the superconductive
electromagnetic apparatus 20, and helium R1’ in a liquid
state may be at least partly accommodated at an outside
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space 430 of the partition wall 41.
[0047] Heat may be generated at the superconductive
electromagnetic apparatus 20 by eddy currents when im-
aging by using the magnetic resonance imaging appa-
ratus 1, and when the temperature of the superconduc-
tive electromagnetic apparatus 20 exceeds a predeter-
mined temperature, the state of superconductivity of the
superconductive electromagnetic apparatus 20 may be
affected. Thus, at least a portion of the superconductive
electromagnetic apparatus 20 may be cooled by using
the helium R1 in a liquid state such that the supercon-
ductive electromagnetic apparatus 20 may maintain the
state of superconductivity.
[0048] The helium R1’ in a liquid state may be provided
in addition to the helium R1 in a liquid state accommo-
dated at the inside space 410 of the partition wall 41. The
amount of the helium R1’ to be added may be adjusted.
[0049] The heat generated from the superconductive
electromagnetic apparatus 20 is delivered to the helium
R1 in a liquid state accommodated at the inside space
410 of the partition wall 41, and the helium R1 in a liquid
state may be vaporized by the delivered heat. Helium R2
in a vaporized state may be cooled by using the cooling
apparatus 23 and phase-changed into a liquid state, and
may be inlet to the inside space 410 of the partition wall
41. When the inside space 410 of the partition wall 41 is
filled with the helium R1 in a liquid state, the helium in a
liquid state that is introduced from the cooling apparatus
23 flows down toward a lower portion of the helium con-
tainer 40 by overflowing from the partition wall 41.
[0050] A storage chamber 42 may be further provided
at the inside of the helium container 40. The storage
chamber 42 may be connected with the inside space 410
of the partition wall 41. The helium R1" in a liquid state
cooled by the cooling apparatus 23 is introduced to the
storage chamber 42, and the helium R1" in a liquid state
that is inlet to the storage chamber 42 may be inlet to the
inside space 410 of the partition wall 41.
[0051] The helium R1" in a liquid state cooled by the
cooling apparatus 23 is introduced to the storage cham-
ber 42, and the helium R1" in a liquid state of the storage
chamber 42 may be inlet to the inside space 410 of the
partition wall 41. When an amount of the helium R1 or
R1" in a liquid state accommodated at the inside space
410 of the partition wall 41 or the storage chamber 42
reach the maximum level, the helium in a liquid state that
is introduced to the inside of the storage chamber 42 or
the partition wall 41 is overflown from the storage cham-
ber 42 or the partition wall 41, and flows toward a lower
portion of the helium container 40.
[0052] By providing the storage chamber 42, when the
helium R1 in a liquid state is vaporized by the heat gen-
erated from the superconductive electromagnetic appa-
ratus 20 such that the level of the helium R1 in a liquid
state is lowered, the helium R1" in a liquid state accom-
modated at the storage chamber 42 may be promptly
provided to the inside space 410 of the partition wall 41.
[0053] In a case where the storage chamber 42 is not

provided, when the level of the helium R1 in a liquid state
in the inside space 410 of the partition wall 41 is lowered
as the helium R1 in a liquid state at the inside space 410
of the partition wall 41 is vaporized, the helium in a liquid
state might not be promptly provided to the inside space
410 of the partition wall 41 during cooling of the helium
R2 in a vaporized state by the cooling apparatus 23. Ac-
cording to an exemplary embodiment, by providing the
storage chamber 42 connected with the inside space 410
of the partition wall 41, the helium in a liquid state ac-
commodated at the storage chamber 42 may be promptly
provided to the inside space 410 of the partition wall 41,
so that the level of the helium R1 in a liquid state at the
inside space 410 of the partition wall 41 may be prevented
from being reduced.
[0054] FIG. 3 is a graph illustrating a pressure change
at the inside of the helium container in accordance with
an exemplary embodiment.
[0055] In FIG. 3, the helium in a liquid state and the
helium in a vaporized state are both present at the inside
of the helium container 40 in accordance with an exem-
plary embodiment. The helium in a liquid state is accom-
modated at the inside space 410 of the partition wall 41,
at the storage chamber 42, and at a lower space 39 of
the helium container 40, and the helium in a vaporized
state may be accommodated at an upper space 45 of
the helium container 40.
[0056] In a case of a standby state in which imaging
by the magnetic resonance imaging apparatus 1 is not
being performed (S1), the pressure at the inside of the
helium container 40 may be maintained approximately
within a level of A1. In a case in which imaging by the
magnetic resonance imaging apparatus 1 is being per-
formed (S2), heat is generated at the superconductive
electromagnetic apparatus 20 and the helium in a liquid
state may be vaporized.
[0057] When the helium in a liquid state is vaporized,
the pressure at the inside of the helium container 40 may
be increased above the level of A1. The helium in a va-
porized state is cooled by the cooling apparatus 23, and
the helium in a liquid state that is cooled may be inlet to
the inside of the partition wall 41 through the storage
chamber 42. The level of the helium in a liquid state at
the inside space 410 of the partition wall 41 is maintained
to cool the superconductive electromagnetic apparatus
20.
[0058] At the time when imaging by the magnetic res-
onance imaging apparatus 1 is performed, the pressure
at the inside space 410 of the helium container 40 may
be increased to be higher than the level of A1, which is
the pressure in the standby state. In a case where imag-
ing by the magnetic resonance imaging apparatus 1 is
performed and cooling of the helium R2 in a vaporized
state is normally performed by the cooling apparatus 23,
the maximum pressure of the helium container 40 may
be a level of A2.
[0059] In a case where imaging by the magnetic res-
onance imaging apparatus 1 is continuously performed

7 8 



EP 3 009 854 A1

6

5

10

15

20

25

30

35

40

45

50

55

or cooling of the helium in a vaporized state by the cooling
apparatus 23 is not normally performed due to, for ex-
ample, a defect in the cooling apparatus 23 (S3), the
pressure at the inside of the helium container 40 may be
increased above the level of A2. The pressure at the in-
side of the helium container 40 may be controlled to be
lower than the level of A3, which is the maximum allow-
able pressure so that the helium container 40 may be
prevented from being damaged. The maximum allowable
pressure A3 may be set differently according to the en-
vironment of the helium container 40.
[0060] When the pressure at the inside of the helium
container 40 reaches the level of A3, the connecting pipe
24 is opened, and the helium in a vaporized state may
be released to an outside through the connecting pipe
24. The connecting pipe 24 may remain closed by using
a check valve (not shown), and when the pressure of the
inside of the helium container 40 reaches the level of A3,
the check valve is opened and the helium in a vaporized
state may be outlet through the connecting pipe 24. In a
case where imaging by the magnetic resonance imaging
apparatus 1 is stopped or cooling of the helium in a va-
porized state by the cooling apparatus 23 becomes nor-
mal, the connecting pipe 24 may be closed. When the
connecting pipe 24 is closed, the helium in a vaporized
state is cooled by the cooling apparatus 23, and the pres-
sure at the inside of the helium container 40 is decreased
to approximately maintain the level of A1 in the standby
state.
[0061] According to an exemplary embodiment, by di-
viding the lower space of the helium container 40 by using
the partition wall 41 so that the helium in a liquid state is
accommodated at the inside space 410 of the partition
wall 41 and the remaining helium in a liquid state is ac-
commodated at the lower space of the helium container
40, the ratio of the space that is taken by the helium in a
liquid state at the inside of the helium container 40 may
be largely reduced when compared to the related art.
Thus, the usage amount of helium may be reduced when
compared to the related art.
[0062] The space that may be occupied by the helium
in a vaporized state may be considered as being in-
creased as much as the space that is occupied by the
helium in a liquid state in the helium container 40 is re-
duced. Since the space that may be occupied by the he-
lium in a vaporized state is increased, an increased
amount of the helium in a vaporized state may further be
accommodated within the helium container 40, and thus
the time taken for the inside pressure of the helium con-
tainer 40 to reach the allowable pressure level of A3 by
the helium in a vaporized state may increase. As the time
taken for the inside pressure of the helium container 40
to reach the allowable pressure level of A3 by using the
helium in a vaporized state increases, the interval at
which the connecting pipe 24 is opened increases, and
thus the amount of the helium in a vaporized state being
released to an outside of the helium container 40 through
the connecting pipe 24 may be reduced when compared

to a related art. By reducing the amount of the helium in
a vaporized state being released to an outside of the
helium container 40, the amount of the helium in a liquid
state to be inlet to the helium container 40 in the magnetic
resonance imaging apparatus 1 may be reduced.
[0063] If the volume of the helium container 40 is re-
duced, the usage amount of the helium in a liquid state
may be reduced. However, since a storage space of the
helium in a vaporized state, which is provided to function
as a buffer, is reduced as well, the amount of the helium
in a liquid state being released through the connecting
pipe 24 may be increased. However, according to an
exemplary embodiment, by increasing the storage space
of the helium in a vaporized state while reducing the us-
age amount of the helium in a liquid state, the initial
amount of the helium being introduced to the helium con-
tainer 40 is reduced and also the amount of the helium
in a vaporized state being released during the use of the
magnetic resonance imaging apparatus 1 is reduced. Ac-
cordingly, the amount of usage of the helium to be re-
plenished during the use of the magnetic resonance im-
aging apparatus 1 may also be reduced.
[0064] As described above, in accordance with an ex-
emplary embodiment, the usage amount of helium may
be effectively reduced, and thus the manufacturing cost
and the costs for operating the magnetic resonance im-
aging apparatus 1 may be reduced.
[0065] FIG. 4A, 4B, and FIG. 4C are views illustrating
a usage state of the helium container in accordance with
an exemplary embodiment.
[0066] Referring to FIG. 4A to FIG. 4C, the magnetic
resonance imaging apparatus 1 in accordance with an
exemplary embodiment may be manufactured and trans-
ported while being in a state that the helium in a liquid
state fills the inside of the helium container 40 or in a
state that an amount of the helium in a liquid state greater
than needed during the use of the magnetic resonance
imaging apparatus 1 fills the inside of the helium contain-
er 40 (FIG. 4A).
[0067] At the time of manufacturing the magnetic res-
onance imaging apparatus 1, the superconductive elec-
tromagnetic apparatus 20 is provided to flow a high cur-
rent such that the magnetic resonance imaging appara-
tus 1 has superconductivity, and at the superconductive
electromagnetic apparatus 20, heat may be generated
by the high current. The superconductive electromagnet-
ic apparatus 20 needs to maintain superconductivity at
a lower temperature below a reference level. Thus, at
the time of manufacturing the magnetic resonance im-
aging apparatus 1, an amount of the helium in a liquid
state greater than needed for the time of usage of the
magnetic resonance imaging apparatus 1 may be ac-
commodated at the inside of the helium container 40.
The amount of the helium in a liquid state needed for the
superconductive electromagnetic apparatus 20 to have
superconductivity may vary depending on products.
[0068] For example, the helium in a liquid state may
fill substantially an entirety of the superconductive elec-
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tromagnetic apparatus 20 provided at the inside of the
helium container 40. At the time of when the magnetic
resonance imaging apparatus 1 is manufactured and
transported to a place to be installed, the cooling appa-
ratus 23 of the magnetic resonance imaging apparatus
1 is not connected to a power, and thus the helium in a
liquid state may be continually vaporized during the proc-
ess of the transportation and released from the helium
container 40.
[0069] After the transportation of the magnetic reso-
nance imaging apparatus 1, the helium in a liquid state
may be accommodated at the inside space 410 of the
partition wall 41 and the outside space 430 (FIG. 4B). A
portion of the helium in a liquid state is vaporized and
exited from the helium container 40 during the transpor-
tation, and the remaining portion of the helium in a liquid
state may be accommodated at the inside of the helium
container 40. The space which was previously occupied
by the portion of the helium in a liquid state that is vapor-
ized and exited may be occupied by the helium in a va-
porized state. A portion of the helium in a liquid state is
accommodated at the inside of the partition wall 41, and
the remaining portion of the helium in a liquid state may
remain accommodated at a lower space of the helium
container 40. After the transportation of the magnetic res-
onance imaging apparatus 1, the inside space 410 of the
partition wall 41 might not be entirely filled with the helium
in a liquid state.
[0070] In a state of FIG. 4B, when the cooling appara-
tus 23 is driven, the helium in a vaporized state is cooled
and may be inlet to the inside of the partition wall 41
through the storage chamber 42. The helium in a vapor-
ized state at the inside of the helium container 40 is cooled
by the cooling apparatus 23, and is introduced only into
the inside space 410 of the partition wall 41 until filling
the entirety of the inside space 410 of the partition wall
41, and thus the amount of the helium in a liquid state
accommodated at the outside space 430 of the partition
wall 41 may be gradually reduced. As illustrated on FIG.
4C, when the inside space 410 of the partition wall 41 is
entirely filled with the helium in a liquid state, the helium
in a liquid state inlet from the cooling apparatus 23 may
be provided to a lower space of the helium container 40,
i.e., the outside space 430 of the partition wall 41. As
described above, a portion of the helium in a liquid state
fills the entirety of the inside space 410 of the partition
wall 41, and the remaining portion of the helium in a liquid
state may be accommodated at the storage chamber 42
and at the lower space of the helium container 40.
[0071] When the inside pressure of the helium contain-
er 40 reaches the maximum allowable level by using the
magnetic resonance imaging apparatus 1, the helium in
a vaporized state may be released to an outside the he-
lium container 40 through the connecting pipe 23. Thus,
the amount of the helium in a liquid state at the inside of
the helium container 40 may be gradually reduced. At
this time, the amount of the helium in a liquid state at the
inside space 410 of the partition wall 41 may be main-

tained, and the amount of the helium in a liquid state
accommodated at the lower space of the helium contain-
er 40 may be reduced. The helium in a vaporized state
is cooled by the cooling apparatus 23 and is introduced
to the inside of the partition wall 41 through the storage
chamber 42, and thus the state of the inside space 410
of the partition wall 41 being entirely filled with the helium
in a liquid state may be maintained. However, as much
as the amount of the helium in a vaporized state released
to an outside, the helium in a liquid state accommodated
at the lower space of the helium container 40 may be
reduced.
[0072] When the helium in a liquid state accommodat-
ed at the lower space of the helium container 40 is entirely
exhausted, the level of the helium in a liquid state at the
inside space 410 of the partition wall 41 may also be
lowered. When the level of the helium in a liquid state at
the inside space 410 of the partition wall 41 is lowered,
the cooling by the superconductive electromagnetic ap-
paratus 20 might not be efficiently performed. Thus, the
helium in a liquid state needs to be inlet to the inside of
the helium container 40. In a case where the helium in a
liquid state accommodated at the lower space of the he-
lium container 40 is exhausted or in a case where the
level of the helium in a liquid state at the inside space
410 of the partition wall 41 is reduced below the level
needed to cool the superconductive electromagnetic ap-
paratus 20, a user may inlet the helium in a liquid state
into the inside of the helium container 40. For example,
when about 50% of the superconductive electromagnetic
apparatus 20 and/or the helium container 40 is filled with
the helium in a liquid state accommodated at the inside
of the partition wall 41, a user may inlet the helium in a
liquid state into the inside of the helium container 40.
[0073] FIG. 5 is a view illustrating an inside of a helium
container in accordance with another exemplary embod-
iment, and FIG. 6 is a view illustrating a portion of a helium
container in accordance with another exemplary embod-
iment.
[0074] Referring to FIG. 5 and FIG. 6, the supercon-
ductive electromagnetic apparatus 20 in accordance with
another exemplary embodiment may include a connector
22. The connector 22 is positioned at an accommodation
space 411, at which helium in a liquid state is accommo-
dated, at an inside of the helium container 40. The con-
nector 22 may be cooled by the helium in a liquid state
at the inside of the accommodation space 411.
[0075] The superconductive electromagnetic appara-
tus 20 may include a plurality of coils, and the plurality
of coils may be connected by using the connector 22.
The connector 22 may include a connection plate 220
and a plurality of connection cups 221 provided at one
surface of the connection plate 220. The plurality of coils
are inserted into the connection cup 221, and an inside
of the connection cup 221 may be filled with a metallic
material that is identical with that of the coils. Thus, the
plurality of coils provided at the superconductive electro-
magnetic apparatus 20 may be connected through the
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connector 22. In a case where the plurality of coils are
connected through the connector 22, an electric resist-
ance may be avoided at a portion at which the coils are
connected to each other.
[0076] The connector 22 refers to a portion at which
the plurality of coils are connected, and when tempera-
ture is increased, an electric resistance may occur at the
connector 22. Therefore, to prevent superconductivity of
the superconductive electromagnetic apparatus 20 from
being affected by the electric resistance occurring at the
superconductive electromagnetic apparatus 20, the con-
nector 22 needs to be maintained in a state of being
cooled by the helium in a liquid state.
[0077] The accommodation space 411 at which the
connector 22 is positioned is provided at the inside of the
helium container 40, and the accommodation space 411
may be provided to form a single space while connected
with respect to the inside space 410 of the partition wall
41, and the coil assembly 21 of the superconductive elec-
tromagnetic apparatus 20 is positioned in the accommo-
dation space 411. The accommodation space 411 may
be provided by dividing a portion of a lower space at the
inside of the helium container 40 by using separation
walls 412a and 412b. The separation walls 412a and
412b forming the accommodation space 411 may be pro-
vided while connected to the partition wall 41 formed to
surround an outer circumferential surface of the coil as-
sembly 21.
[0078] The accommodation space 411 at which the
connector 22 is positioned may be provided at a lower
portion of the inside of the helium container 40. Since the
accommodation space 411 is provided at the lower por-
tion of the inside of the helium container 40, in a case
where the remaining amount of the helium in a liquid state
at the inside of the helium container 40 is small, the state
of the connector 22 being cooled may be maintained.
Thus, the connector 22 may be prevented from not being
properly cooled, and therefore, the state of superconduc-
tivity of the superconductive electromagnetic apparatus
20 may be prevented from being affected by an occur-
rence of a resistance at the superconductive electromag-
netic apparatus 20.
[0079] At an outside of the separation walls 412a and
214b of the accommodation space 411, the helium in a
liquid state in surplus is accommodated, and when va-
porized, the surplus helium in a liquid state is cooled by
the cooling apparatus 23 and may be inlet into the inside
space 410 of the partition wall 41 and toward the accom-
modation space 411.
[0080] FIG. 7 is a view illustrating an inside of a helium
container in accordance with still another exemplary em-
bodiment.
[0081] Referring to FIG. 7, an accommodation space
411’ at which the connector 22 is positioned may be pro-
vided at a side portion of the helium container 40. The
accommodation space 411’ at which the connector 22 is
positioned may be connected to the inside space 410 of
the partition wall 41 surrounding an outer circumferential

surface of the coil assembly 21. The maximum height H1
of the separation walls 412a’ and 412b’ forming the ac-
commodation space 411’ with respect to a line 206
through a bottom 208 of the helium container 40 may be
lower than the maximum height H2 of an end portion P1
of the partition wall 41 with respect to the bottom 208 of
the helium container 40. Therefore, when the amount of
the helium in a liquid state at the inside of the partition
wall 41 is reduced, the helium in a liquid state may still
be sufficiently accommodated at the inside of the accom-
modation space 411 at which the connector 22 is posi-
tioned.
[0082] Similar to the above described exemplary em-
bodiments, the helium container 40 has a structure in
which the helium in a liquid state cooled by the cooling
apparatus 23 is introduced into the inside space 410 of
the partition wall 41 and the accommodation space 411’
formed by the separation walls 412a’ and 412b’, and
when the helium in a liquid state is further inlet from the
cooling apparatus 23 after entirely filling the inside space
410 and the accommodation space 411’, the helium in a
liquid state, which is further inlet, is accommodated at
the lower space of the helium container 40.
[0083] FIG. 8 is a view illustrating an inside of a helium
container in accordance with still another exemplary em-
bodiment.
[0084] Referring to FIG. 8, a plurality of connectors 22
and 22’ are provided. A plurality of accommodation spac-
es 411a and 411b, at which the connectors 22 and 22’
are respectively positioned, correspond with respect to
the number of the connectors 22 and 22’. The accom-
modation spaces 411a and 411b formed by separation
walls 413a, 413b, 414a, and 414b may be connected to
the inside space 410 of the partition wall 41 surrounding
an outer circumferential surface of the coil assembly 21.
[0085] Similar to the above described exemplary em-
bodiments, the helium container 40 has a structure in
which the helium in a liquid state cooled by the cooling
apparatus 23 is introduced into the inside space 410 of
the partition wall 41, and the accommodation spaces
411a and 411b of the separation walls 413a, 413b, 414a,
and 414b, and when the helium in a liquid state is further
inlet from the cooling apparatus 23 after entirely filling
the inside space 410, and the accommodation spaces
411a and 411b, the helium in a liquid state, which is fur-
ther inlet, is accommodated at the lower space of the
helium container 40.
[0086] As described above, by dividing a space at an
inside of the helium container by using the partition wall
and by cooling the coil assembly by using the helium in
a liquid state that is accommodated at the inside space
of the partition wall, at which the coil assembly is posi-
tioned, the inlet amount of the helium in a liquid state may
be reduced at the time of manufacturing of the magnetic
resonance imaging apparatus 1. Also, by increasing the
space at which the vaporized helium is accommodated,
the frequency of releasing the helium in a vaporized state
to an outside may be reduced, and thus the usage
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amount of the helium in a liquid state during use of the
magnetic resonance imaging apparatus 1 may be re-
duced. In addition, by accommodating the surplus helium
in a liquid state at an outside space of the partition wall,
the helium in a liquid state may be stably supplied into
the inside space of the partition wall. Accordingly, by re-
ducing the usage amount of the helium in a liquid state,
the manufacturing cost of the magnetic resonance imag-
ing apparatus 1 may be reduced, and the state of the coil
assembly and the connector being cooled may be stably
maintained.
[0087] Therefore, according to the exemplary embod-
iments, by reducing the amount of helium stored at an
inside of a helium container and/or the consumption
amount of helium, the costs needed to manufacture and
use an magnetic resonance imaging apparatus can be
reduced.
[0088] The foregoing exemplary embodiments and ad-
vantages are merely exemplary and are not to be con-
strued as limiting. The present teaching can be readily
applied to other types of apparatuses. The description of
the exemplary embodiments is intended to be illustrative,
and not to limit the scope of the claims, and many alter-
natives, modifications, and variations will be apparent to
those skilled in the art.

Claims

1. A magnetic resonance imaging (MRI) apparatus,
comprising:

a coil assembly comprising a superconductive
magnet; and
a helium container which is configured to ac-
commodate the coil assembly and a helium, and
which comprises a partition wall configured to
surround a portion of an outer circumference of
the coil assembly,
wherein the helium in the liquid state is accom-
modated in a first space formed between the
partition wall and the coil assembly.

2. The MRI apparatus of claim 1, wherein the helium
in the liquid state is further accommodated in a sec-
ond space disposed at a lower portion of the helium
container outside the partition wall.

3. The MRI apparatus of claim 1, further comprising:

a cooling apparatus configured to cool the heli-
um in a vaporized state into the helium in the
liquid state.

4. The MRI apparatus of claim 3, wherein the helium,
which has been cooled by the cooling apparatus into
the liquid state, is introduced to the first space.

5. The MRI apparatus of claim 4, wherein, in response
to the first space being substantially filled with the
helium in the liquid state, the helium in the liquid state
is configured to flow down into the second space.

6. The MRI apparatus of claim 3, wherein the helium
container further comprises a storage chamber po-
sitioned inside the helium container, and
the helium, which has been cooled by the cooling
apparatus into the liquid state, is introduced to the
storage chamber.

7. The MRI apparatus of claim 6, wherein the storage
chamber is configured to be communicably connect-
ed to the first space.

8. The MRI apparatus of claim 1, wherein the coil as-
sembly comprises coils, which are connected to
each other by a connector.

9. The MRI apparatus of claim 8, wherein the helium
container further comprises an accommodation
space configured to house the connector, and
the accommodation space is formed by separation
walls which extend from the partition wall through
the second space.

10. The MRI apparatus of claim 9, wherein the accom-
modation space formed by the separation walls is
communicably connected with the first space.

11. The MRI apparatus of claim 9, wherein a maximum
height of the separation walls is less than a height
of an end portion of the partition wall, with respect
to a bottom of the helium container.

12. The MRI apparatus of claim 9, wherein the separa-
tion walls divide a portion of second space inside the
helium container.

13. The MRI apparatus of claim 12, wherein the accom-
modation space is positioned at a lateral side of the
first space of the helium container, with respect to a
bottom of the helium container.

14. The MRI apparatus of claim 12, wherein the connec-
tor comprises connection elements, and
the accommodation space comprises a number of
accommodation spaces corresponding to a number
of the connection elements.

15. The MRI apparatus of claim 9, further comprising:

a cooling apparatus configured to cool the heli-
um in a vaporized state into the helium in the
liquid state,
wherein the cooling apparatus is configured to
provide the helium in the liquid state to the ac-
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commodation space.
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