
Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
3 

00
9 

16
1

A
1

TEPZZ¥ZZ9_6_A_T
(11) EP 3 009 161 A1

(12) EUROPEAN PATENT APPLICATION

(43) Date of publication: 
20.04.2016 Bulletin 2016/16

(21) Application number: 14004110.4

(22) Date of filing: 05.12.2014

(51) Int Cl.:
A61M 25/00 (2006.01) A61M 25/01 (2006.01)

A61M 25/10 (2006.01)

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR
Designated Extension States: 
BA ME

(30) Priority: 15.10.2014 PL 40980414

(27) Previously filed application: 
15.10.2014 PL 40980414

(71) Applicant: Innovations for Heart and Vessels Sp. 
z o.o.
40-171 Katowice (PL)

(72) Inventors:  
• Buszman, Piotr

40-761 Katowice (PL)
• Buszman, Pawel

40-748 Katowice (PL)
• Milewski, Krzysztof

40-748 Katowice (PL)

(74) Representative: Gizinska-Schohe, Malgorzata
European Patent Attorney 
Helmpertstrasse 11a
80687 München (DE)

(54) Intravascular microcatheter for delivering active substances

(57) The application relates to an intravascular mi-
crocatheter for delivering active substances comprising
a proximal end portion, a stem, and a distal end portion
with an atraumatic tip, characterised in that it comprises
a main channel (7) for delivering active substances cen-
trally positioned and parallel to a lateral guidewire chan-

nel (6) arranged at least on the section of the distal end
portion (3) of the microcatheter in which there is placed
an active substance delivery region (4) with regularly dis-
tributed pores (5) in a number of 20 to 200, whereas the
atraumatic tip (8) of the microcatheter is devoid of pores
and closed.
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Description

[0001] The subject of the present invention is an intra-
vascular microcatheter for delivering active substances.
The invention relates to the field of medical devices for
percutaneous insertion into patients’ blood vessels, for
example, through a radial or femoral artery in order to
insert a catheter in place, where lesions are present or
where, for other reason, there is a need for a local appli-
cation of active substances into the interior of the vessel.
[0002] In many diseases the systemic drug adminis-
tration is applied in the first instance, which might cause
many side effects, and sometimes does not provide the
expected results. In case the lesions occur locally, for
example, in specific sections of the blood vessel, it is
desirable to use the medications only at the place of des-
tination. In such a situation, it is easier to control the drug
delivery and to obtain the desired therapeutic dose and/or
the desired concentration of active substance at the lo-
cation of lesions.
[0003] There are known infusion catheters that are pro-
vided with pores for delivering liquids, especially active
substances, into the interior of the vessels, although
these catheters are usually bigger with pores of bigger
sizes that are intended for applications other than intra-
vascular, where the active substance flows out under the
pressure applied by the operator. The pressure can be
uneven and sometimes too rapid, which can cause the
uncontrolled movements of the catheter.
[0004] From the European Patent Application
EP0778036A1 there is known a microcatheter that is po-
rous at its distal part and has the outside diameter of 1
to 0.3 mm. However, the pores of the catheter do not
provide any connection between the inside of the cath-
eter and the lumen of the vessel, until the delivered liquid
active substance is not provided under the appropriate
pressure. For such conditions a flexible structure of the
catheter ending is adapted, and it can be expanded at
the elevated pressure inside the catheter. The active sub-
stance is applied at the pressure of 200 to 1000 PSI,
which in a case of the intravascular application might
result in the damage to the vessel. The catheter at its
distal part might have a variable diameter.
[0005] From the United States Patent Application
US20030045866A1 there is known a catheter compris-
ing a few longitudinal regions covered with a microporous
membrane that becomes permeable after reaching a cer-
tain limit in the fluid pressure inside the catheter and as
a result the local delivery of therapeutic substance is pos-
sible. The drug delivery simultaneously into a few regions
is provided.
[0006] The purpose of the present invention is to de-
sign an improved microcatheter with a high number of
regularly distributed pores of small sizes, which will pro-
vide a slow, safe, local delivery of active substances over
the entire length of the vessel to cover its walls uniformly.
The purpose of the invention is also to improve the mi-
crocatheter efficiency by applying an inflatable balloon

for closing the lumen of the blood vessel into the region,
where the active substance is delivered, in order to sta-
bilize the microcatheter and to prevent the backflow of
the active substance and mixing thereof with the inflowing
blood.
[0007] An intravascular microcatheter for delivering
active substances comprising a proximal end portion, a
stem, and a distal end portion with an atraumatic tip, ac-
cording to the present invention is characterised in that
it comprises a main channel for delivering active sub-
stances centrally positioned and parallel to a lateral
guidewire channel arranged at least on the section of the
distal end portion of the microcatheter in which there is
placed an active substance delivery region with regularly
distributed pores in a number of 20 to 200, whereas the
atraumatic tip of the microcatheter is devoid of pores and
closed.
[0008] The outer diameter of the catheter is from 0.5
to 1.5 mm.
[0009] In addition, the catheter comprises an atraumat-
ic balloon (9) positioned before the region (4) at the prox-
imal end portion of the microcatheter.
[0010] The subject of the present invention in an ex-
emplary embodiment is illustrated in the drawing, where
Fig. 1 shows a general view of the microcatheter with its
main elements; Fig. 2 shows in magnification the part A
of the microcatheter as marked in Fig. 1, i.e. the distal
end portion of the microcatheter with the micropores; Fig.
3 shows the cross-section of the distal end portion of the
microcatheter as presented in Fig. 2; Fig. 4 shows the
general view of the microcatheter in the second exem-
plary embodiment with a balloon antecedent to the distal
end portion of the microcatheter; and Fig. 5 shows in
magnification the part A of the microcatheter as marked
in Fig. 4, i.e. the distal end portion of the microcatheter
with the micropores and the inflated balloon.
[0011] The intravascular microcatheter for delivering
active substances in an exemplary embodiment compris-
es the following parts: a proximal end portion 1, a stem
2, and a distal end portion 3, whereas the distal end por-
tion comprises an active substance delivery region 4 with
multiple regularly distributed (i.e. with maintaining the
fixed, determined distance between them) pores 5. The
pores 5 are located on the lateral surface of the micro-
catheter in the region 4, whereas the direction of con-
ducting the pores through the wall of the microcatheter
is perpendicular to the main channel 7, so that the active
substance is distributed in a radial direction. The proximal
end portion of the microcatheter can be provided with a
separate first tip 1’ designed for cooperation with a sy-
ringe or another system for inflation and deflation of the
balloon and a second tip 1" that cooperates with a syringe
or another system for delivering an active substance so-
lution. Along the microcatheter, there is placed an internal
main channel 7, preferably with a circular cross-section,
i.e. a channel for delivering active substances, by which
the active substance is delivered (a drug solution or a
solution of drug composition). The pores 5 are connected
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with the main channel 7, to enable the active substance
distribution. Preferably, the distal end portion comprises
at least 20 pores, for example, several dozens of pores,
also preferably up to 100 or even more than 100 pores,
also preferably up to 200 pores. The microcatheter is
also provided with a guidewire channel 6 that is parallel
to the main channel 7 for delivering active substances
and is arranged at least on the section of the distal end
portion of the microcatheter. The guidewire channel 6
has smoothly shaped inlet and outlet openings. The
guidewire channel 6 has a smaller diameter than the main
channel 7 and is located on the lateral wall of the main
channel, i.e. the guidewire channel occupies only a small
area of the lateral wall of the catheter. This guidewire
channel can be led along the whole region with pores 5
for delivering active substances, but can be also short-
ened and located, for example, only in the terminal part
of the region 4 for delivering active substances. The mi-
crocatheter is further provided with a closed (made of
solid material, devoid of pores), atraumatic, rounded
(ovoid) tip 8, preferably covered with an elastic hy-
drophilic material to facilitate passing the microcatheter
through the winding blood vessel sections. The embod-
iment as described above is presented in Figs.1, 2 and 3.
[0012] In Figs. 4 and 5 the microcatheter is presented
in a different variety of implementation, in which it is ad-
ditionally equipped with an atraumatic inflatable balloon
9 with a circular cross-section. The balloon 9 is located
concentrically around the channel for delivering active
substances and is designed for the proximal occlusion
of the vessel. This allows for more efficient delivery of
active substances to the destination place only, prevents
the backflow of the active substances which is especially
beneficial in case toxic medicaments like cytostatics are
applied, and also stabilizes the catheter. The closure of
the vessel with the balloon also minimizes the decrease
in concentration of the medicament applied locally. The
balloon, at the time of conducting the catheter through
the blood vessels, is deflated and has the minimum di-
ameter. After filling the balloon and obtaining the occlu-
sion effect, the balloon is easily emptied and returns to
its minimum size. For those skilled in the art it would be
clear that the microcatheter in its variety with a balloon
must have an additional internal channel designed for
filling and emptying the balloon, i.e. in the part of the
microcatheter that is extending to the place of balloon
attachment there are located two channels - a channel
for supplying and discharging the liquid to the balloon
and a channel leading to the distal end portion which
delivers the active substances.
[0013] The pores, which are provided in the distal end
portion of the microcatheter, have a diameter of 0.1 to
0.5 mm and at least some of these pores are located
around the walls of the catheter, and opposed to each
other to compensate mutually the pressure of the liquid
streams coming out of individual pores. The pores can
be arranged diversely, for example, in rows, linearly
along the distal end portion or obliquely (or spirally). The

pores are made in the wall of the microcatheter in the
direction approximately perpendicular to the catheter
channel and occupy the region of length d - as marked
on Figs. 2 - ranging from 5 to 15 cm, for example, 6, 8,
10 cm. The outer diameter of the microcatheter ranges
from 0.5 to 1.5 mm, preferably 0.5 to 1.0 mm. The atrau-
matic distal tip of the catheter does not contain pores,
and this allows eliminating the uncontrolled movement
of the microcatheter (e.g. the catheter retraction) what is
observed if the liquid outflows from the top terminal part
of known catheters with a pore/pores on the top of the
catheter.
[0014] The microcatheter according to the invention
can be manufactured using different materials in its var-
ious parts. It is possible, in particular, manufacturing of
the distal end portion using more flexible and softer ma-
terials then the other part of the catheter.
[0015] The design of the microcatheter in part where
there is the guidewire channel arranged parallel to the
channel for delivering active substances may be slightly
different then presented in Fig. 3. It is possible to design
this part in such way, to obtain a circular cross-section
of the catheter, and the two channels - the guidewire
channel and the channel for liquid supply - can be adja-
cent with each other.
[0016] The construction of the proximal end portion of
the catheter, that is accessible to the operator, such as
the ending for connecting the catheter to the pump for
delivery of active substances and the pump for balloon
inflation, will be apparent to the person skilled in the art.
These elements do not constitute the essence of the
present solution.
[0017] The active substances applied in a liquid form
that are delivered by means of the microcatheter accord-
ing to the invention may be selected from the group con-
sisting of immunosuppressants, cytostatic agents, anti-
proliferative drugs, anti-inflammatory drugs, antigrowth
drugs, antithrombotic drugs, biologic medicaments in-
cluding tissue adhesive or combinations of these medi-
caments.
[0018] The cytostatic agents may be selected, for ex-
ample, from the taxanes group (preferably paclitaxel or
docetaxel). The immunosuppressants may be selected
from the group of rapamycin derivatives, for example, it
may be sirolimus, everolimus or zotarolimus.
[0019] In comparison to the available and known sim-
ilar catheters, the microcatheter of the present invention
is characterised in that the drug administration is per-
formed over the entire length of the vessel atraumatically
- without any contact with the vessel wall by spraying.
Due to the use of a "monorail" type of a system, and
because of its low profile, it will be possible to administer
the drug outside of the occlusion or in place with the lack
of blood flow, for example, caused by the phenomenon
of "no reflow", where the administered substances does
not reach. The presence of the proximal balloon prevents
the "leakage" of the drug proximate to the systemic cir-
culation and increases the concentration of active sub-
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stances in the desired location.

Reference numerals on the drawings:

[0020]

1 proximal end portion of microcatheter
1’ proximal end portion of channel for inflating balloon
1" proximal end portion of channel for delivering active

substances
2 stem of microcatheter
3 distal end portion of microcatheter
4 region of active substance delivery
5 pores
6 lateral guidewire channel
7 main channel for delivering active substances
8 tip of microcatheter
9 balloon
d length of region with pores

Claims

1. An intravascular microcatheter for delivering active
substances comprising a proximal end portion, a
stem, and a distal end portion with an atraumatic tip,
characterised in that it comprises a main channel
(7) for delivering active substances centrally posi-
tioned and parallel to a lateral guidewire channel (6)
arranged at least on the section of the distal end
portion (3) of the microcatheter in which there is
placed an active substance delivery region (4) with
regularly distributed pores (5) in a number of 20 to
200, whereas the atraumatic tip (8) of the microcath-
eter is devoid of pores and closed.

2. The intravascular microcatheter according to claim
1, characterised in that the outer diameter of the
catheter is from 0.5 to 1.5 mm.

3. The intravascular microcatheter according to claim
1 or 2 characterised in that the catheter additionally
comprises an atraumatic balloon (9) positioned be-
fore the region (4) at the proximal end portion of the
microcatheter.
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