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(54) Map of coverage within a telecommunication network

(57) There is provided a method for providing a map
of coverage within a telecommunication network, said
telecommunication network comprising a plurality of
communication devices including first communication
devices and second communication devices and a cen-
tral controller, the method comprising: activating one or
more second communication devices to broadcast bea-
con signals at specific one or more radio frequency RF
bands, wherein the beacon signals enable one or more
first communication devices to make measurements; re-

ceiving at the central controller measurements from the
one or more first communication devices, said measure-
ments based on the beacon signals received at said one
or more first communication devices; and creating, using
the measurements, by the central controller a coverage
map, wherein the coverage map is indicative of the cov-
erage that the second communication devices can pro-
vide to the first communication devices. There are also
provided a central controller, an application and a com-
munication device.
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Description

Field of the Disclosure

[0001] This disclosure relates to providing cells of radio
communication coverage between communication de-
vices and a core network. Particularly, the invention re-
lates to defining a set of criteria to select certain commu-
nication devices out of candidates to become active for
providing service to a set of communication devices.

Background to the Invention

[0002] Cellular telecommunications networks charac-
teristically provide "cells" of radio communication cover-
age between communication devices (which are typically
mobile) and a core network (with a "downlink" from core
network to communication device and an "uplink" in the
opposite direction).
[0003] Various radio access technologies (RATs) are
implemented: currently digital cellular networks are the
most common and these are loosely classed as second
generation (2G), third generation (3G), fourth generation
(4G), etc. technologies according to whether the RAT
achieves effective data communications that meet in-
creasingly challenging requirements. In meeting these
requirements, the technologies make different uses of
the available radio frequency (RF) bandwidth: neighbour-
ing cells in 2G technologies, for example, are deployed
so that they use RF bandwidth at different frequencies
to avoid interference.
[0004] To ensure effective coverage of a large geo-
graphic area, a plurality of cells are provided by respec-
tive network nodes referred to variously as base trans-
ceiver stations and base stations. Base (transceiver) sta-
tions are associated with one or more antenna arrays
which in turn establish respective cells. They are control-
led at least in part by other entities in the core network
known as controllers (in 3G technologies such as UMTS
these are referred to as radio network controllers, RNCs).
More recently certain categories of base transceiver sta-
tions, referred to as eNodeBs or eNBs in the context of
LTE, implement both base station functionality and at
least some controller functionality. The antenna arrays
(and thus, often, the base stations) are geographically
distributed so that the coverage of each cell typically over-
laps with that of neighbouring cells only at the cell edge.
The RATs aim to ensure that communication devices are
provided with continuous coverage even if they are mov-
ing from the coverage of a first cell to that of a second
across the cell edge region: to do this they use a rese-
lection technique referred to as "handover" (or "handoff").
Handoff is described as "soft" when the procedure allows
for a transition period during which control and/or user
data traffic intended for a given communication device is
routed to the device through more than one of the cells,
in other words the device is permitted to "camp" on more
than one cell.

[0005] Providing communication devices with cover-
age at cell edge typically requires more network resourc-
es; for instance transmission power needs to be higher
in the downlink in order for the RF signal to propagate to
the cell edge.
[0006] Release ’99 of the W-CDMA Standard enabled
the reuse of the same frequency at cell edge with soft
handover (i.e. handover having a transition phase where
a terminal effectively camps on both source and target
cells).
[0007] In later releases of 3G RATs, however, HSDPA,
for instance, has mainly removed in downlink the concept
of soft handover: data is transmitted from only one cell
to the terminal.
[0008] In many parts of the world, 4G RATs (such those
compliant with the 3GPP standards known as Long Term
Evolution (LTE)) are deployed. Like these later 3G re-
leases, LTE uses universal frequency reuse (where cells
sufficiently far apart operate on the same frequency) with-
out soft handoff. Consequently, high levels of interfer-
ence and low SINR (signal to interference plus noise ra-
tio) can be expected near the cell edge. This means users
at the cell edge in LTE (and HSDPA, etc.) require more
radio resources (i.e. user plane resource blocks, control
channel resource blocks, etc.) than users closer to the
serving base transceiver stations (i.e. eNBs). According-
ly, the potential for the cell be impacted increases when
there is an increase in the number and activity of users
at/near to the cell edge.
[0009] LTE is also specified to handle different types
of base transceiver station entities. The requirement for
cellular communications coverage is far from uniform
across a typical geographic area. Furthermore natural
features or features of the built environment introduce
additional constraints upon the operation of base station
entities.
[0010] The most prevalent class of base transceiver
station is the wide area eNodeB which provides coverage
over a wide geographical spread (spanning distances of
up to 20km) - this is sometimes termed the "macro (layer)
eNB" type. Such eNBs often provide more than one "cell"
or sector.
[0011] Base transceiver stations of more limited trans-
mit power than the macro eNBs, and typically providing
one cell or sector, are referred to as micro eNBs.
[0012] Smaller cells may be provided by devices of
even lower power: local area eNBs (or picocell base sta-
tions) and home eNBs (or femtocell base stations). The
resulting femtocells and picocells are sometimes referred
to generally as "small cells". These classes of base trans-
ceiver stations are typically used in areas where cover-
age would otherwise be inadequate or awkward to main-
tain using conventional eNB equipment. The main dis-
tinction between local area and home eNBs is that in the
case of the home eNBs the location and control of the
device lies with the end-user rather than the network op-
erator; these devices conventionally offer communica-
tion services to a "white-list" of home-users rather than
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any network subscribers that happen to be within cover-
age.
[0013] LTE has a hierarchical architecture so that a
wide area layer of coverage (the macro layer) may over-
lap or encompass geographic regions within the cover-
age of smaller cells (the "micro layer"). Nevertheless
there may be a preference on behalf of the network op-
erator to have uplink and/or downlink traffic for certain
devices handed down to the micro layer; to free up ca-
pacity in the macro layer for devices that are out of micro
layer coverage, for example.
[0014] Network operators wish to improve the efficien-
cy of the use of their networks at or near cell edges.
[0015] It is known to address the cell edge problem by:

• Increasing the performance at cell edge, for instance
by adding more and more complex software in the
macrocells to improve the cell edge performance
(usually within the area of the coordinated schedul-
ing between adjacent cells). In certain cases, such
as for the CoMP (Coordinated Multi Point) feature
described in 3GPP Release 11, the improved cell
edge performance brings with it the need for dedi-
cated transmit (Tx) and receive (Rx) antennas asso-
ciated with one or more macro eNBs.

• Installing fixed Small Cells (i.e. local area eNodeBs)
to increase system capacity.

[0016] The installation of fixed small cells by a network
operator brings with it the burden of finding suitable lo-
cations, paying for the site rental, and deploying addi-
tional cables to connect the fixed Small Cells to other
nodes of the network. Furthermore, installation and com-
missioning (including configuring) of fixed small cells
takes time: even if wireless backhaul is used instead of
cables, the fixed small cells need to be installed in a suit-
able position and configured for operation at that location.
In some cases, this process may include the configura-
tion and testing of directional antennas associated with
such small cell devices which require the skills of a pro-
fessional radio engineer. In addition, where the small cell
device fails or otherwise requires servicing the device
and the installation site needs to be accessible by the
operator: since these devices are typically the property
of the network operator but located on private land and
in sometimes inaccessible locations, there are likely to
be logistical and practical obstacles to intervention by
one of the operator’s engineers.
[0017] The LTE standards (Release 10 (and later) of
the 3GPP) also describe two further Radio Access Net-
work entities: relays and repeaters which can be used to
address the problem of cell edges. Both types of entity
provide extension of coverage for one cell of an existing
base transceiver station.
[0018] A repeater is communicatively tied to a corre-
sponding (typically macro) eNB, having a first antenna
within a given cell (the "donor cell") of the eNB and a
second antenna directed towards a coverage area where

coverage extension is required. In certain instances, a
repeater merely retransmits (i.e. re-broadcasts) a signal,
received at a first frequency, at a second frequency, typ-
ically amplifying the repeated signal. Uplink and downlink
signals may thus be conveyed through repeaters without
any need for decoding.
[0019] Repeaters specified in Release 10 (and later)
of the 3GPP standards decode the (incoming) signal and
then recode and retransmit that signal: this new class of
repeater is referred to as a "relay".
[0020] A relay is also communicatively tied to a corre-
sponding eNB. It too has a first antenna within a given
cell (the "donor cell") of the eNB and a second antenna
directed towards a target coverage area. Relays however
form their own cells and operate in many ways as base
transceiver stations in their own right. Relays decode the
signals from the donor cell, applying any necessary error
correction, and make decisions about how radio resourc-
es (such as the channels within each radio subframe)
are assigned.
[0021] There are certain network conditions where in-
dividual communication devices in cellular networks
have a disproportionately detrimental effect on the net-
work performance.
[0022] In certain cases, for example, one or more ter-
minals (also termed "user equipment" or simply UE) may
be close to the edge of a serving cell. A small number of
active users at cell edge can consume a high number of
cell resources (e.g. LTE resource blocks) since cell edge
typically correlates to poor coverage; implying that a high-
er number of resources must be dedicated to the cell
edge users to provide a throughput at a given level when
compared to the demand for resources by users that are
in better radio conditions (i.e. away from the cell edges).
Serving radio resources to communication devices at
cell-edge has a higher cost in terms of resource allocation
and power usage than a similar device in a region of the
cell closer to a serving base transceiver station system
(such as an eNodeB).
[0023] When cellular networks are deployed, they are
often specified with greater capacity than is forecast to
be required by the existing communication devices. How-
ever, the numbers of communication devices and the de-
mand for ever more network resources means that the
network may be affected by capacity problems in the ra-
dio interface more often than is acceptable.
[0024] Known approaches to cell edge problems seek
to increase the capacity or coverage of the cellular net-
work by addition of further network equipment at loca-
tions in the network where cell edge problems regularly
occur (or are forecast). Such equipment is typically fixed
in location and requires careful planning.
[0025] Network and other performance conditions very
often change over time: for instance, individual commu-
nication devices that, by virtue of their location at the cell
edge and active use of the network, have a detrimental
effect on the network performance at one time, may, at
other times, be idle and cause no such effect. Further-
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more, as UEs are typically mobile, they may have moved
outside the affected cell entirely or closer to the base
transceiver station equipment that serves the cell - either
way, reducing the detrimental effect.
[0026] It is therefore desirable to ensure that the net-
work can adapt to the presence of dynamic effects upon
capacity and coverage and in addition to provide a sys-
tem that allows the extension of coverage in a cellular
network that can be deployed dynamically without requir-
ing the siting of additional radio equipment near regions
of poor radio coverage.
[0027] The known approaches typically require the
provision of dedicated and additional radio network
equipment to assist in the extension of cell coverage.
Such equipment is typically fixed in location and requires
careful planning.
[0028] When there are several potential aggregators
that can be used, there is a need to define a set of criteria
to select which aggregators out of the candidates may
become active for providing the service to a set of termi-
nals. Specifically, there is a need for a solution to enable
communication devices to provide a coverage area to a
set of terminals.

Summary of the Invention

[0029] According to a first aspect of present disclosure
there is provided a method for providing a coverage map
within a telecommunication network, said telecommuni-
cation network comprising

- a plurality of communication devices including first
communication devices and second communication
devices and

- a central controller,

the method comprising:

- activating one or more second communication de-
vices to broadcast beacon signals at specific one or
more radio frequency RF bands, wherein the beacon
signals enable one or more first communication de-
vices to make measurements;

- receiving at the central controller measurements
from the one or more first communication devices,
said measurements based on the beacon signals
received at said one or more first communication de-
vices; and

- creating, using the measurements, by the central
controller a coverage map, wherein the coverage
map is indicative of the coverage that the second
communication devices can provide for the first com-
munication devices.

[0030] The second communication devices are differ-
ent from the first communication devices in regards of
their capacity to act as aggregators, where an aggregator
is a device comprising means for aggregating one or

more connections from first communication devices to-
wards a RAN. In the context of the present specification
aggregating is to be understood as the capacity to provide
a coverage area to provide service to a number of first
communication devices currently connecting through an
additional layer. An aggregation connection transports
aggregated data from first communication devices, the
data from each first communication device being pack-
etized for backhaul to a core network.
[0031] The second communication devices are in-
structed to send a signal for example a pilot signal or
beacon signal, and the first communication devices re-
port of this signal back to the central controller, which
then uses these reports to build maps of coverage or
coverage maps for the second communication devices.
[0032] In certain embodiments the method is used to
decide which second communication devices are best to
use for providing service to other communication devic-
es.
[0033] In the case when there is a necessity to provide
a supplementary coverage area, and where there exist
several potential aggregators, there is a need to define
a set of criteria to select which aggregators out of the
candidates may become active providing the service to
a set of terminals. In the present specification user equip-
ment UE and terminals refer to first communication de-
vices which may receive the mentioned beacon signals
from second communication devices.
[0034] In this kind of solutions, a number of communi-
cation devices may be available on a specific cell to pro-
vide a coverage area to offer service to a number of nor-
mal terminals currently connecting through an additional
layer, namely the Crowd RAN Layer.
[0035] A method according to the invention advanta-
geously gathers specific information on radio conditions
in order to take decisions on which aggregators may be
activated. Given the specific features and conditions of
a network of second communication devices acting as
small cell or access points that are dynamically activated
the defined invention provides a way for the first commu-
nication devices or terminals which are to be aggregated
to measure the quality of the coverage they could get
from an aggregator before the aggregator has come to
service. The mentioned radio conditions may be availa-
bility, battery life, location, expected benefit, etc.
[0036] In certain embodiments the second communi-
cation devices are communication devices that are con-
figurable to act as aggregators, and the central controller
is an aggregator central controller. Advantageously this
allows the central controller to instruct the second com-
munication devices to establish an aggregation connec-
tion to the first communication device and a second con-
nection between the first communication device and a
core network CN, wherein the second connection in-
cludes the aggregation connection and the instruction is
dependent upon performance conditions.
[0037] In certain embodiments of the invention the cen-
tral controller instructs said one or more second commu-
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nication devices to activate.
[0038] In the context of this specification a map of cov-
erage may be a record of the discovered relationships
between potential aggregators and population of first
communication devices or UEs. If the geographical loca-
tions of both the potential aggregator and the UEs are
known, then the map can be a geographical map whereby
the relationship between the potential aggregators and
UEs is distance. However, when the geographical loca-
tion of the UE is unknown with any precision, then the
map can be a radio map, where the relationship between
the potential aggregator and the UEs is pathloss, re-
ceived signal strength or equivalent measure. Multiple
relationships may be recorded by a map of coverage if
known. For example, both distance and pathloss may be
discovered and recorded. This information may be dis-
played graphically (as if it were a conventional map),
and/or the relationships may be recorded only in a ma-
chine readable database. There may be information in
the map of coverage including the time in which potential
aggregators and potential aggregated devices are static
or the time in which they have been in the cell, or even
data such as remaining battery life.
[0039] In certain embodiments of the invention the ac-
tivation of one or more second communication devices
is performed periodically. Advantageously beacon sig-
nals may be sent periodically by the second communi-
cation devices to one or more first communication devic-
es allowing the update of radio conditions of the telecom-
munication network at the central controller. This is quite
advantageous in situations where the first communica-
tion devices, for example mobile phones, change position
continuously.
[0040] Alternatively, instead of periodically, the activa-
tion may be made upon a command received from the
central controller. Advantageously the central controller
may be in communication with a core network from which
estimations may be received so that a decision is made
to activate said beacon signals in the second communi-
cation devices.
[0041] In certain embodiments of the invention the one
or more radio frequency bands are non-cellular bands
close to the cellular bands to be used in the RAN.
[0042] Measurements are made on the non-cellular
band but in a band which is representative of measure-
ments that would have been made if a cellular band had
been used. Representative comprises that said cellular
band provide similar propagation features to the propa-
gation features of those cellular bands, such as fading,
reflexion or diffraction, in such a manner that the pathloss
behaviour reported by the communication devices relia-
bly reproduces the pathloss for cellular bands to be used
in the RAN. This is, instead of making a measure directly
into a cellular band, which may be done only using cellular
communications -e.g., for regulatory reasons, non-cellu-
lar band is used to make a measure in said cellular band,
and the non-cellular band used is one that is close to the
cellular band in such a way that all radio measurements

(such as power received, attenuation, interference, etc.)
can be considered as equivalent to measurements that
would have been done in the cellular band.
[0043] Advantageously, the RF bands being non-cel-
lular bands which are close to the cellular bands to be
used by the RAN provide similar propagation features to
the propagation features of those cellular bands, such
as fading, reflexion or diffraction, in such a manner that
the pathloss behaviour reported by the communication
devices reliably reproduces the pathloss for cellular
bands to be used in the RAN. In this manner the created
map is a more reliable pattern for pathloss and at the
same time the cellular bands are relieved from said trans-
missions, therefore suitable for being used for other pur-
poses, such as communication
[0044] In certain embodiments the one or more RF
bands may be cellular bands to be used in the RAN. In
certain embodiments there may be FDD or TDD channels
which are not used within cellular the RF band which may
be used for broadcasting the beacon signals.
[0045] In certain embodiments in which the one or
more RF bands are cellular bands, the one or more sec-
ond communication devices are activated to broadcast
said beacon signals in a barred state.
[0046] In case when cellular RF bands are used for the
broadcast of beacon signals, a second communication
device may be put in a barred state so that it does not
appear as an available access point/cell to the first com-
munication device receiving a broadcast signal. This ad-
vantageously allows a central controller to receive meas-
urements from said first communication device, but there
is an option for the second communication devices to
broadcast beacon signals without the requirement of act-
ing as aggregators: i.e simply due to conditions such as
remaining battery life or bandwidth requirements from
the second communication device in a particular time
frame, or others. Advantageously in these embodiments
the beacon signal’s carrier is a carrier not carrying traffic,
so this is a way to ensure it only acts as a beacon carrier
as it is prevented from managing data or voice traffic. In
case a second communication device is selected -acti-
vated- to act as an aggregator, one cellular carrier used
will be a first carrier, whilst a second carrier would be
used as beacon only. Alternatively in the same area a
single carrier may be used as both:

- beacon only, when the aggregator is not aggregating
but just signalling its presence, or

- traffic and beacon when the aggregator is actually
managing aggregated traffic.

[0047] In certain embodiments the beacon signal is
sent via a cellular technology such as LTE FDD, TDD,
or 3G) or a Wi-Fi technology such as a Wi-FI carrier in
the 2GHz spectrum, for example.
[0048] In certain embodiments a method according to
the invention further comprises activating one or more of
the second communication devices as an aggregator
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based on at least the coverage map.
[0049] Further to creating a map of coverage, the cen-
tral controller may activate one or more second commu-
nication devices depending on the requirements for a
permissible pathloss, for example. In an example a map
of coverage may fulfil the requirements for a group of
devices so that the potential aggregators offering a re-
quired service may be activated. In another example, fur-
ther to the map of coverage, the central controller may
activate some of the potential aggregators only if other
conditions are met.
[0050] In certain embodiments the telecommunication
network further comprises a core network (CN) and a
radio access network (RAN), wherein the first communi-
cation devices are communication devices connected to
the CN via the RAN, and which are candidate to be con-
nected to the CN via the second communication devices.
[0051] In certain embodiments the activated one or
more second communication devices are second com-
munication devices which are not currently acting as ag-
gregators. Advantageously this allows rotation of second
communication devices acting as aggregators.
[0052] In certain embodiments the second communi-
cation devices comprise communication devices which
are not currently acting as aggregators and/or second
communication devices which are already acting as ag-
gregators.
[0053] Advantageously this allows the whole set of
second communication devices to be considered as ag-
gregators, thus capturing both groups of second commu-
nication devices to be mapped:

- only aggregators which are to be switched on, so
that they are considered as candidate aggregators
and potentially selected, and

- also those aggregators which are already active.

[0054] In this way handover is avoided for first com-
munication devices being aggregated through a particu-
lar aggregator in the case when, for example, a second
communication device is selected as a potential aggre-
gator; in said example even if the potential aggregator is
to be activated, the aggregator keeps its function as sec-
ond communication device which is to be an aggregator
and thus the first communication device needs not to be
handed over to a different Crowd RAN Layer.
[0055] In certain embodiments creating the map of cov-
erage comprises estimating, for each of the first commu-
nication devices, a pathloss with each relevant second
communication device.
[0056] The map of coverage is created for the aggre-
gators not yet active (i.e., the ones that are to be activated
by a method according to the invention) and also for those
that are already active.
[0057] A relevant second communication device may
be a device whose connection path with the first commu-
nication device is to be included in the map of coverage.
For example, the pathloss may be only computed be-

tween those first communication devices and aggrega-
tors to which there is at least a possibility of connection.
In another example, the pathloss may be computed be-
tween each and every pair of aggregators and first com-
munication devices.
[0058] In certain embodiments the estimated pathloss
the estimated pathloss is based on the measurements
reported by the one or more first communication devices
which have received the relevant beacon signal.
[0059] According to a second aspect of the present
invention there is provided a central controller adapted to

- communicate with communication devices in a tele-
communication network,

- receive measurements from one or more first com-
munication devices, following a method according
to the first aspect of the invention and

- create a map of the coverage following a method
according to the first aspect of the invention, wherein
the map of the coverage is indicative of the coverage
that the second communication devices can provide
for the first communication devices.

[0060] In certain embodiments, the central controller,
is further adapted to instructing to activate one or more
second communication devices following a method ac-
cording to the first aspect of the invention. This advanta-
geously allows a further functionality on the central con-
troller which not only maps the potential coverage which
would be provided from potential aggregators to first
communication devices, but further is able to activate
certain selected aggregators.
[0061] The above aspects can be implemented within
a communication device for providing an aggregator fa-
cility in a telecommunications network having a core net-
work, CN, and a radio access network, RAN, the com-
munication device comprising: a communication unit
configured to establish an aggregation connection to at
least one nearby communication device and to establish
a second connection between the at least one nearby
communication device and the CN, and a processor unit
configured to report device status information to an ag-
gregator controller, to receive instructions from the ag-
gregator controller, said instructions being dependent
upon performance conditions including the reported de-
vice status, and to enable the aggregation connection in
accordance with the instructions.
[0062] In certain embodiments, the processor is con-
figured to report device status information including in-
formation selected from: the location of the communica-
tion device, accuracy of the location, supported RAT
technologies, supported RAT frequency bands, battery
characteristics, mobility state, and/or current battery
drain consumption.
[0063] In certain embodiments, the processor is con-
figured to enable the aggregation connection by estab-
lishing an aggregation cell at a frequency band different
from an operating frequency band of the RAN.
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[0064] In certain embodiments, the processor is con-
figured to enable the aggregation connection by estab-
lishing an aggregation cell using a wireless communica-
tion technology different from a wireless communication
technology used by the RAN.
[0065] In certain embodiments, the processor unit is
further configured to enable the second connection by
enabling the communication unit, the second connection
including the aggregation connection and a wireless con-
nection between the communication device and the RAN.
[0066] Certain embodiments of the aggregation cell
serve more than one nearby communication device. In
these embodiments, the wireless connection aggregates
a data traffic for each of the nearby communication de-
vices into an aggregated payload, thereby making more
effective use of the wireless connection.
[0067] In certain embodiments, the communication de-
vice for providing an aggregator facility corresponds to
the second communication device in the system de-
scribed above and may implement any of the functional-
ities of the equivalent second communication device in
the system described above.
[0068] The above aspects can be implemented in con-
junction with a method for reporting readiness of a com-
munication device to act as aggregator in a telecommu-
nications network having at least one controller entity,
the method comprising: determining a change in location
of the communication device based on two or more lo-
cations determined at temporally spaced apart intervals,
the interval being a first interval; if there has been no
change in location over the first interval , further compar-
ing locations at a second interval; and if there has been
no change in location over the second interval, determin-
ing that the communication device is in an aggregator-
ready status and reporting the location of said aggrega-
tor-ready device. Conveniently, changes in location may
be determined in the communication device itself.
[0069] In certain cases, the location of the communi-
cation device is an absolute location. Conveniently, the
location of the communication device may be determined
using a global navigation satellite system, GNSS, such
as, GPS. The location of the communication device may
be reported in GPS format.
[0070] In certain cases, the second interval may be set
in accordance with the type of the communication device.
[0071] In certain cases, the method may further com-
prise determining that the communication device is not
in an aggregator-ready status if there has been a change
in location over the first interval; and reporting the location
to the controller entity. The method may then further com-
prise determining location of the communication device
after a third temporally spaced apart interval.
[0072] In certain cases, the method may further com-
prise, if there has been no change in location over the
second interval, determining the location of the commu-
nication device at temporally spaced apart intervals, the
interval being a fourth predetermined interval.
[0073] In certain cases, reporting the location of the

aggregator-ready device may comprise reporting the lo-
cation to the controller entity. Alternatively or additionally,
reporting the location of the aggregator-ready device may
further comprise reporting aggregator-ready status to the
controller entity.
[0074] In certain cases, the method may further com-
prise obtaining additional information concerning the sta-
tus of the communication device; and reporting the ad-
ditional information to the controller entity. The additional
information may conveniently include an indication of the
remaining battery life of the communication device.
[0075] The above aspects may also be implemented
in conjunction with a method for handling change in mo-
bility status of a communication device that provides an
active aggregator cell in a telecommunications network,
the telecommunications network having a core network,
at least one controller entity and a macrolayer radio ac-
cess network, the macrolayer radio access network being
configured to provide a backhaul connection to the core
network and to provide wireless communication connec-
tions to communication devices, the method comprising:
at temporally spaced apart intervals, obtaining a plurality
of locations of the communication device; comparing a
location determined at an earlier time to a location at a
later time; if there has been no change in location, in-
structing communication devices having active connec-
tion to reconnect to the macrolayer, and causing the cell
to bar establishment of further active connections.
[0076] In certain cases, this method may further com-
prise reporting that the aggregator cell is deactivated as
a result of the change of mobility status.
[0077] In addition, the above aspects may be imple-
mented in conjunction with a method in a controller entity
for determining functionality of communication devices
in a cellular communication network including a plurality
of communication devices, the method comprising: ob-
taining at least one measure of the performance of the
cellular communication network in a component area of
radio coverage; determining from the or each measure
of performance whether performance conditions in the
component area of radio coverage support the activation
of an aggregator facility, said aggregator facility providing
radio coverage to at least one first communication device
within a selected geographical area; determining from
the or each measure of performance whether a net ben-
efit is expected for the performance of the network in the
component area as a result of the activation of the ag-
gregator facility; and controlling activation of an aggre-
gator functionality at at least one second communication
device when performance conditions in the component
area of radio coverage support the activation of the ag-
gregator facility and when a net benefit is expected.
[0078] As a result, it can be determined whether an
aggregator facility (i.e. an aggregator layer), in which the
radio coverage offered by the macrocell is extended by
the addition of radio coverage from one or more aggre-
gators, can and should (according to some criteria) be
initiated. Each second communication device that be-
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comes an aggregator has a functionality whereby that
device may provide radio coverage in addition to that of
the macrocell. This aggregator functionality may be ac-
tivated as a routine within a client application executing
on the communication device or as a dedicated function-
ality, for example.
[0079] In certain cases, determining whether a net ben-
efit is expected as a result of the activation of the aggre-
gator facility may include determining whether the
number of static first communication devices located in
a portion of the component area within range of the at
least one second communication device exceeds a
threshold number.
[0080] In certain cases, determining whether perform-
ance conditions support the activation of an aggregator
facility includes determining whether network conditions
necessary for the activation of an aggregator facility hold
for a given component area of radio coverage; and de-
termining whether network conditions sufficient to sup-
port the activation of an aggregator facility hold for the
component area.
[0081] In certain cases, determining whether the net-
work conditions necessary for the activation of an aggre-
gator facility hold includes at least one of: determining
whether cell load exceeds a load threshold while through-
put lies below a minimum throughput threshold; deter-
mining whether the number of users in a region of the
cell exceeds a user number threshold while throughput
for a given application falls below a minimum throughput
threshold; determining whether a happiness metric lies
below a happiness threshold; and/or determining wheth-
er the usage of control resources exceeds a control re-
source threshold.
[0082] In certain cases, the network conditions suffi-
cient for the activation of an aggregator facility depend
upon the level of at least one of the following parameters:
the number of communication devices in the component
area of radio coverage; the number of communication
devices in the component area of radio coverage having
activated aggregator functionality; signal to interference
plus noise ratio, SINR; path loss/received signal received
power, RSRP; the available radio access technologies,
operational frequency bands and/or carriers; location in-
formation of the communication devices; mobility infor-
mation of the communication devices; and predicted de-
vice power profile for the at least one communication
devices.
[0083] In certain cases, the at least one second com-
munication device is one of: a user equipment (UE); a
machine type communication (MTC) device; a repeater;
a relay unit; an access point; wireless station; small cell
station; or a dedicated aggregator facility communication
device.
[0084] In certain cases, determining whether a net ben-
efit as a result of the activation of the aggregator facility
is performed on a macrocell basis for at least one mac-
rocell within the cellular telecommunications network.
[0085] In addition, the above aspects may be imple-

mented in conjunction with a method in a controller entity
for determining functionality of communication devices
in a cellular communication network including a plurality
of communication devices, the plurality of communica-
tion devices including one or more candidate aggregator
devices, the method comprising: obtaining information
relative to candidate aggregator devices in a given area
of radio coverage; for each of a plurality of subsets of the
candidate aggregator devices, estimating a correspond-
ing expected gain based on the obtained information,
wherein the expected gain is a difference between an
estimated value of a first measure of performance of the
network after activation of an aggregator functionality in
said subset of candidate aggregator devices and a first
measured value of the first measure of performance of
the network before activation of an aggregator function-
ality in any of the plurality of subsets, and wherein the
aggregator functionality provides radio coverage to at
least one first communication device within a selected
geographical area; and activating an aggregator func-
tionality in at least one subset selected from the plurality
of subsets based at least in part on their corresponding
expected gains.
[0086] Examples of the techniques used to obtain the
estimated value of the first measure of performance of
the network include: estimation by temporary activation
of the aggregator functionality (whether complete or par-
tial activation of the aggregator functionality is per-
formed); and estimation which requires no activation of
the aggregator functionality (for example using a model-
ling or inference technique to interpolate or extrapolate
from known historical or other related indirect measure-
ments).
[0087] In certain cases, the method may further com-
prise: maintaining the aggregator functionality activated
in the at least one selected subset if a second measured
value of the first measure of performance of the network
after activation of the aggregator functionality in the at
least one selected subset is higher than said first meas-
ured value.
[0088] It is noted that one or more of the subsets of the
candidate aggregator devices could have a single can-
didate aggregator device as a member. Often, however,
there are likely to be a plurality of such candidate aggre-
gator devices in each subset considered.
[0089] In certain cases the method may further com-
prise: choosing a selection algorithm for use in selecting
the at least one subset based on a type of the obtained
information.
[0090] As a result, the aggregator selection algorithm
used may be chosen to suit the available type of infor-
mation relative to candidate aggregator devices in the
given area of radio coverage obtained.
[0091] In certain cases, the expected gain for each
subset is estimated by: obtaining the first measured value
by measuring said first measure of performance of the
network before activation of an aggregator functionality
in any of the plurality of subsets; and for each candidate
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aggregator device in the subset, calculating the estimat-
ed value of the first measure of performance of the net-
work for a case where the device provides an active ag-
gregator functionality, and calculating a difference be-
tween the estimated value and the first measured value
of the first measure.
[0092] Alternatively, the expected gain for each subset
is estimated by, obtaining the first measured value by
measuring said first measure of performance of the net-
work before activation of an aggregator functionality in
any of the plurality of subsets; and for each subset, cal-
culating the estimated value of the first measure of per-
formance of the network for a case where each of the
devices in the subset provides an active aggregator func-
tionality, and calculating a difference between the esti-
mated value and the first measured value of the first
measure.
[0093] In certain cases, the subset in which the aggre-
gator functionality is activated is selected by: evaluating
the expected gain for each subset; and selecting a subset
having a required expected gain. Here, the evaluation of
the expected gain may comprise calculating which of the
at least one subsets provides the greatest expected gain,
and wherein the selection of the subset having the re-
quired expected gain comprises selecting the subset that
provides the greatest expected gain.
[0094] Alternatively, the evaluation of the expected
gain may comprise calculating which of the subsets re-
quires fewest changes in aggregator devices from the
aggregator devices currently providing the aggregator
functionality, and wherein the selection of the subset hav-
ing the required expected gain comprises selecting the
subset that requires fewest changes in aggregator de-
vices, the estimated expected gain exceeding a threshold
gain value.
[0095] In a further case, the evaluation of the estimated
expected gain may comprise modelling performance of
the network with the selected subset activated and com-
paring that modelled performance information to the
measured performance of the network before activation
of an aggregator functionality.
[0096] In certain cases, if the second measured value
of the first measure of performance of the network does
not exceed the first measured value, the method may
further include: controlling the or each candidate aggre-
gator device having an active aggregator functionality to
deactivate the aggregator functionality.
[0097] In certain cases, activating the aggregator func-
tionality in the at least one selected subset may include,
for the or each candidate aggregator device in the se-
lected subset, controlling the respective device to acti-
vate the active aggregator functionality.
[0098] In certain cases, the method may further com-
prise obtaining a third measured value of a second meas-
ure of performance of the network before activation of an
aggregator functionality in any of the plurality of subsets;
and maintaining the aggregator functionality activated in
the at least one selected subset if a fourth measured

value of the second measure of performance of the net-
work after activation of the aggregator functionality in the
at least one selected subset is higher than the third meas-
ured value.
[0099] In such cases, the second measure of perform-
ance used in determining whether to maintain an already
active aggregator functionality may thus differ from the
first measure used to determine whether the aggregator
functionality should be activated in the first instance.
[0100] In certain cases, the method may further com-
prise updating the selection of candidate aggregator de-
vices, at spaced-apart intervals of time, by: obtaining a
further measured value of the measure of performance
of the network; for each subset of the candidate aggre-
gator devices, estimating an updated corresponding ex-
pected gain; selecting at least one of the subsets based
at least in part upon their corresponding updated expect-
ed gain; activating an aggregator functionality in each
selected subset; and maintaining the active aggregator
functionality if the further measured value of the measure
of performance of the network exceeds a reference value
of said measure. Here the method may further comprise,
before estimating the updated expected gain, changing
the configuration of the active aggregator functionality in
response to the further performance information.
[0101] In certain cases, the reference value may be a
value of said measure averaged over a plurality of his-
torical measurements. Alternatively, the reference meas-
ured value may be a value of said measure selected from
any one of N further measured values of said measure
obtained in the N most recent update operations.
[0102] In certain cases, each candidate aggregator de-
vice may be a communication device that fulfils at least
one criterion selected from: sufficient battery life; location
within a portion of the given area of radio coverage for
which the aggregator functionality is expected to be re-
quired; and current path loss metric for the communica-
tion link between the communication device and the cel-
lular communication network falls below a path loss
threshold.
[0103] Examples of communication device may in-
clude one of a user equipment (UE); a machine type com-
munication (MTC) device; an access point; wireless sta-
tion; and/or small cell station.
[0104] In respective cases, the given area of radio cov-
erage may be selected from: a macrocell coverage area
for at least one macrocell within the cellular telecommu-
nications network; a coverage area for at least one sector
within the macrolayer of the cellular telecommunications
network; and the coverage area of the entire cellular tel-
ecommunications network.
[0105] The above aspects may also be implemented
in conjunction with a method for determining functionality
of communication devices in a cellular communication
network including a plurality of communication devices,
the plurality of communication devices including one or
more candidate aggregator devices, the method com-
prising, at spaced-apart intervals of time: estimating an
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expected gain for each of a plurality of subsets of the
candidate aggregator devices, the estimate being based
on information relative to candidate aggregator devices
in a given area of radio coverage, wherein the expected
gain is a difference between an estimated value of a
measure of performance of the network after activation
of an aggregator functionality in said subset of candidate
aggregator devices and a current measured value of the
measure of performance of the network, and wherein the
aggregator functionality provides radio coverage to at
least one first communication device within a selected
geographical area; activating an aggregator functionality
in at least one subset selected from the plurality of sub-
sets based at least in part on their corresponding expect-
ed gains; and maintaining the activated aggregator func-
tionality in the at least one selected subset if the current
value of the measure of performance of the network ex-
ceeds a reference value of said measure.
[0106] The above aspects may be implemented within
a system for providing an aggregator facility in a telecom-
munications network; the system comprising: a core net-
work, CN; and a radio access network, RAN, which is
configured to provide a backhaul connection to the CN
and to provide wireless communication connections to
radio communication devices; wherein the system further
comprises: a first communication device, the first com-
munication device having a first connection to the CN,
the first connection path including a wireless connection
between the RAN and the first communication device; a
second communication device; and an aggregator con-
troller, which communicates with the RAN and the CN
and which is configured to instruct the second commu-
nication device to establish an aggregation connection
to the first communication device and a second connec-
tion between the first communication device and the CN,
wherein the second connection included the aggregation
connection and the instruction is dependent upon per-
formance conditions.
[0107] The second connection may be used instead of
the first connection to the CN; alternatively the second
connection may be used in addition to the first connection
to the CN.
[0108] In certain embodiments, the aggregation con-
nection is a wireless connection.
[0109] In certain embodiments there are a plurality of
first communication devices. Where there are more than
one first communication device, the aggregation connec-
tion transports aggregated data from the first communi-
cation devices, the data from each first communication
device being packetized for backhaul to the core network.
[0110] In certain embodiments, the second communi-
cation device may be a user equipment (UE) whose user
has indicated that the UE may be dynamically assigned
to act as an "aggregator".
[0111] In certain embodiments, the second connection
further includes a second wireless connection to the RAN
and the backhaul connection from the RAN to the CN.
Where the second communication device is a user equip-

ment (UE), the second wireless connection may be es-
tablished using a SIM card specific to that device to au-
thenticate the device to the CN.
[0112] In certain alternative embodiments, the second
connection further includes a connection using at least
one connection technology selected from: optical fibre
cable technologies; Ethernet technologies; a fixed line
xDSL technology; microwave backhaul technology;
and/or a Wi-Fi technology. In the case of Wi-Fi technol-
ogy, the connection may thus comprise a Wi-Fi section
from second communication device to a Wi-Fi access
point and a fixed line section from the Wi-Fi access point
to the core network. Fixed line xDSL and optical fibre
connections may be either direct or indirect; in the indirect
case, the connection may be established via at least one
intervening network entity.
[0113] In certain embodiments, the second communi-
cation device may be a dedicated communication device
specifically deployed to act as an aggregator. Alterna-
tively or additionally, the second communication device
may be a small cell base transceiver station, for example,
a home eNodeB (HeNB).
[0114] In certain embodiments, the aggregator control-
ler is independent of the RAN. The controlling function-
ality (which could be implemented, for example, as a soft-
ware) is thus placed in an entity that is typically external
to the eNodeBs. This external entity is configured to es-
tablish a communication channel with selected terminals
(or other communication devices) that are capable of act-
ing as aggregators for other terminals in the network.
When each of these selected terminals acts as aggrega-
tors for one or more other terminals in the network, the
latter are connected to the CN via a secondary connec-
tion which is different from the primary connection they
would have when connected with the CN via the RAN.
These connections are primarily logical connections be-
tween the terminals and the CN. The secondary connec-
tion will include a communication channel between the
selected terminal and the one or more other terminals in
the network for which the selected terminal acts as an
aggregator (hereafter, we will call the selected terminal
"aggregator"). The aggregator will communicate with
each of these other terminals and combine their commu-
nication streams before they are transmitted to the Core
Network. In certain cases, the external entity is config-
ured to establish further parallel communication chan-
nels with other communication devices: this may be use-
ful when determining the locations of communication de-
vices more generally rather than candidate aggregators
alone, as may be needed in certain embodiments.
[0115] As a result, the system may be deployed without
requiring bespoke adaptations of otherwise conventional
eNodeBs to include dedicated software functionalities.
The introduction of a separate controller entity means
that the system may be implemented in association with
any conventional macrocell layer deployment.
[0116] Furthermore the system requires neither
changes in network architecture nor new stricter require-
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ments in synchronization, backhaul, etc.
[0117] As a user may obtain (and to some extent con-
trol the positioning of) candidate aggregators, the users
of the network may also benefit in that they are able to
influence the overall coverage of the macrolayer by their
own actions.
[0118] In certain embodiments, the performance con-
ditions upon which the instruction to the second commu-
nication device to establish the second connection de-
pends include a metric of coverage quality and/or usage
of resources in the network being greater than a threshold
level. This metric may be a metric of a level of interference
in the network. In particular, this level of interference may
be one due to the use of the first connection. The thresh-
old level is an estimate (which can be predetermined) of
a level of interference due to the use of the second con-
nection.
[0119] In certain embodiments, the instruction to es-
tablish an aggregation connection may be conditional up-
on performance conditions associated with the second
communication device. This may be in addition to the
metric discussed above. The performance conditions as-
sociated with the second communication device may in-
clude parameters associated with the connection be-
tween the second communication device and the RAN.
The performance conditions associated with the second
communication device may include at least one of SINR,
received signal received power (RSRP), location infor-
mation, and battery life.
[0120] In certain embodiments, the aggregator control-
ler may be further configured to process the performance
conditions associated with the second communication
device and, only if the parameters are determined to in-
dicate that the second communication device is a candi-
date for assignment as an aggregator, to instruct the sec-
ond communication device to establish the aggregation
connection to the first communication device.
[0121] According to a third aspect of the present dis-
closure there is provided a communication device com-
prising means for being activated to send beacon signals
capable of being received by first communication devic-
es, at specific one or more radio frequency RF bands,
following a method according to the first aspect of the
invention.
[0122] In certain embodiments of the third aspect of
the invention the communication device comprises
means for receiving an instruction from a central control-
ler for being activated, following a method according to
the first aspect of the invention.
[0123] In addition, the above aspects may be imple-
mented within a controller entity for controlling an aggre-
gator facility in a cellular telecommunication network,
wherein the network has a core network, CN, and a radio
access network, RAN, and serves at least one first com-
munication device, the controller entity comprising a net-
work interface unit configured to provide an interface to
the CN and controller unit configured: to obtain perform-
ance condition information for a region of the telecom-

munication network, to determine whether a second com-
munication device provides aggregator functionality to
said at least one first communication device, and to in-
struct the second communication device to establish an
aggregation connection to the first communication device
in dependence upon the determination.
[0124] In certain embodiments, the performance con-
ditions include conditions associated with a communica-
tion link between the or each first communication device
and an eNB in the RAN, and the controller unit is config-
ured to determine whether a second communication de-
vice provides aggregator functionality by determining
whether the performance conditions match trigger con-
ditions.
[0125] In certain embodiments, the controller unit is
configured to instruct the second communication device
to establish an aggregation connection by assigning a
second communication device to operate in the aggre-
gator mode, upon receipt of an indication that perform-
ance conditions match the trigger conditions, and com-
manding the first communication device to switch at least
a portion of its data link from the eNB to the second com-
munication device in aggregator mode, wherein aggre-
gator mode is a mode in which the second communica-
tion device is configured to aggregate data traffic from
one or more of said first communication devices.
[0126] In certain embodiments, the performance con-
ditions include conditions related to the location of one
or more second communication device and the controller
unit is further configured to obtain performance condition
information repeatedly at time intervals and to determine
whether a second communication device provides ag-
gregator functionality on successive occasions in de-
pendence upon the performance condition information
thus obtained, thereby updating the determination. In cer-
tain embodiments, the conditions related to the location
of one or more second communication device indicate
whether each second communication device is static for
a duration sufficient to allow effective aggregator func-
tionality.
[0127] In certain embodiments, the controller unit is
configured to activate the network interface unit in de-
pendence upon the performance condition information,
thereby activating an aggregator layer in the telecommu-
nication network. In certain embodiments, the processing
means is configured to deactivate the network interface
unit in dependence upon the performance condition in-
formation, thereby deactivating an aggregator layer in
the telecommunication network.
[0128] In certain embodiments, the performance con-
dition information includes location information for the at
least one first communication device and the controller
unit is further configured to determine whether a second
communication device provides aggregator functionality
in dependence upon the location information for the at
least one first communication device.
[0129] In certain embodiments, the controller entity
corresponds to the aggregator controller in the system
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described above and may implement any of the function-
alities of the aggregator controller in the system de-
scribed above.
[0130] In a further aspect of the invention there is pro-
vided an application or computer software comprising
means for

- enabling a first communication device to activate a
measuring function,

- using said function, measuring signals received from
a second of communication device, at specific radio
frequency RF bands via an aggregation connection,
and

- send said measurements to a central controller, fol-
lowing a method according to the first aspect of the
invention.

[0131] Said application or computer software may be
installed on the first communication device, and further
executed by said first communication device (e.g., via a
processor of the first communication device).
[0132] The application or computer software, when ex-
ecuted on a computing device, causes one or more proc-
essors to perform a method according to the above as-
pects of the present disclosure.
[0133] A further aspect provides machine-readable
storage storing such an application or computer software.
[0134] It is an aim of certain embodiments of the
present disclosure to solve, mitigate or obviate, at least
partly, at least one of the problems and/or disadvantages
associated with the prior art. Certain embodiments aim
to provide at least one of the advantages described be-
low.

Brief Description of the Drawings

[0135] Various embodiments of the present disclosure
will now be described with reference to the accompany-
ing drawings, in which:

Figures 1A to 1C illustrate a radio access network
where certain communication devices are dynami-
cally assigned as aggregators within a single cell;
Figures 2A and 2B illustrate a further radio access
network where certain communication devices are
dynamically assigned as aggregators within a mul-
ticell network;
Figure 3 illustrates the functional elements of an ag-
gregator controller suitable for enabling, controlling
and disabling an aggregator layer in the network ar-
chitecture of Figures 1A, 1B, 1C, 2A and 2B;
Figure 4 illustrates the behaviour of nearby commu-
nication devices when the aggregator controller of
Figure 3 enables an aggregator layer at a given ag-
gregator;
Figure 5 illustrates the functional elements of a com-
munication device suitable for use in the network ar-
chitecture of Figures 1A, 1B, 1C, 2A and 2B;

Figures 6A and 6B illustrate certain operations of a
controller entity in determining whether activation of
an aggregator facility is supported;
Figure 7 shows a flowchart showing certain opera-
tions of a communication device associated with mo-
bility status;
Figure 8 shows a flowchart showing certain further
operations of a communication device associated
with mobility status; and
Figure 9 illustrates an example of a system where a
method according to the invention is implemented.
Figure 10 illustrates a scenario where a method ac-
cording to the invention may be implemented, where
currently second communication devices are acting
as aggregators.
Figure 11 shows some of the steps of a method ac-
cording to the invention.

Detailed Description of Preferred Embodiments

[0136] The present disclosure relates to a method for
providing a map of coverage within a telecommunications
network architecture that includes a radio access network
(RAN), a core network (CN) and a packet data network
(PDN). Communication devices, such as mobile termi-
nals, user equipment (UEs) and wireless access stations,
establish wireless connections to the network by means
of the RAN.
[0137] Figures 1A to 1C show a single cell 100 of the
telecommunications network provided by a base trans-
ceiver station (i.e. macro eNB) 120 within the RAN. The
telecommunications network architecture further com-
prises a network node, referred to as an aggregator con-
troller (AC) 102, which communicates with the RAN and
the CN (illustrated here as a link between the AC 102
and the eNB 120) but which may be implemented inde-
pendently of the component entities of either RAN or CN.
[0138] The AC 102 identifies at least one communica-
tion device 104 as candidate for assignment as an ag-
gregator. The AC 102 also instructs any given aggregator
candidate 104 to activate (or deactivate) an aggregator
mode, whereby it provides base station functionality for
nearby (mobile) communication devices 110: in Figure
1C, each activated, aggregator-enabled communication
device 104 provides a respective aggregator cell 150.
The AC 102 also determines whether any aggregator
candidate 104 is activated at all at a given time in a given
region of the telecommunications network. In Figures 1A
to 1C, candidate aggregators 104 are illustrated as UEs:
this is merely one example of a suitable communication
devices 104, candidate aggregators may equally be ded-
icated communication devices or even small cell base
transceiver stations such as HeN Bs or femtocell eN Bs.
[0139] The AC 102 is configured to interrogate one or
more communication devices 104, where these devices
are connected to the RAN (i.e. the eNB 120), to determine
certain parameters associated with the device 104 and/or
its connection to the RAN (e.g. SINR, reference signal
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received power (RSRP), receive signal code power
(RSCP), location information, battery life, etc.). Data as-
sociated with the parameters is processed at the AC 102
and, if the parameters are determined to indicate that the
or each communication device 104 is a candidate for
assignment as an aggregator, the communication device
104 may be configured to implement an aggregator
mode, whereby it provides base station functionality for
nearby (mobile) communication devices 110.
[0140] Figures 1A to 1C also illustrate one scenario
where the facility extending base station functionality to
nearby (mobile) communication devices 110 is contem-
plated. As communication devices approach the furthest
range of macrocell coverage in the cell (i.e. the cell edge,
illustrated as shaded area 130), they consume more net-
work resource. By selecting certain communication de-
vices to act as aggregators, these devices being within
good macrocell coverage but having the facility to extend
base station functionality within an "aggregator cell" be-
yond the coverage of the macrocell layer, the network
can deploy aggregators to address the problems of cell
edge.
[0141] Certain network-connected communication de-
vices 104 are thus used as a type of small cell entity.
Network-connected communication devices assigned to
perform this small cell-like functionality are termed "ag-
gregators" because, where there are more than one com-
munication devices 110 nearby a given network-connect-
ed communication device 104 in aggregator mode, the
data traffic from the nearby communication devices 110,
for each of the nearby communication devices 110, is
buffered for transport (i.e. "aggregated") using a back-
haul connection between the aggregator 104 and the
core network. By aggregating the data from one or more
nearby communication devices 110, the aggregator can
both (a) assist in extending the network coverage to lo-
cations where (i) the macrolayer coverage is otherwise
either temporarily or permanently inadequate or (ii) the
macrolayer coverage is adequate but devices within a
certain coverage area (e.g., cell edge) consume too
many resources and (b) transport data over the RAN
more efficiently. One of the advantages of buffering data
from the nearby communication devices 110 is that the
backhaul connection from the aggregator 104 (which
may be considered as a single logical "pipe") can be
made less "bursty" reducing signal resource consump-
tion and reducing the overhead of the signalling.
[0142] Aggregators are typically, dynamically
switched-on and off in dependence upon conditions af-
fecting the performance of the network. These perform-
ance conditions include both network conditions (such
as interference, load, etc.) and other conditions that could
affect the performance of the system (such as the pre-
dicted level of activity in the cell at a given time or date,
the presence and/or number of candidate aggregators in
suitable locations, the distribution of UEs in cell edge
locations, and/or the level of resource consumption by
communication devices in the potential coverage area of

respective candidate aggregators).
[0143] In certain cases, the coverage of the existing
macrolayer is used for backhaul and a technology/band
different from the one used for the backhaul is used as
a radio interface for extending the coverage to nearby
(mobile) communication devices 110. The coverage ex-
tension is therefore supplied to nearby communication
devices 110 by aggregators operating "out-of-band" with
respect to the macrolayer operating frequencies.
[0144] In one example, the macrolayer operates using
LTE carriers at frequency bands around 800MHz or
1800MHz while the cell 150 provided by the aggregator
to nearby communication devices operates at 2600MHz.
In another example, the macrolayer operates using LTE
carriers at frequency bands around 2600MHz using an
FDD technology while the cell extension provided by the
aggregator to nearby communication devices operates
at 2600MHz in a TDD technology. Furthermore, the read-
er will appreciate that further out-of-band frequency
bands may be available at frequencies for which no li-
cence is needed, such as the 2.4GHz and 5GHz bands
used by conventional WiFi technologies (i.e. compliant
with the IEEE 802.11 family of standards) or in the near
infrared and visible light spectrum used by light commu-
nications technologies such as visible light communica-
tions, VLC (sometimes referred to as "Li-Fi").
[0145] Aggregators (and candidate aggregators) may
be fixed in a single location much as conventional small
cell base station transceivers are: determining or obtain
a location for such devices is essentially a matter of
checking that this fixed status has not been altered.
Equally and without loss of generalisation, it will be ap-
preciated that in many instances aggregators (and can-
didate aggregators) are themselves mobile. While in cer-
tain embodiments, it is a requirement that the aggregator
is static when active, it is also contemplated that the ag-
gregator may be moved to another site and activated at
the new site - such communication devices are referred
to as "nomadic", as distinct from "fixed" devices. One
specific example of a nomadic device arises when the
candidate aggregator is installed in a motor vehicle, such
as a commuter’s car: the vehicle is driven from a home
location (where it may be static) to an office location
(where, after the journey is complete, the device may
again be unmoved throughout the working day).
[0146] The AC 102 is a central logical entity (e.g. a
server), which may or may not be integrated within the
elements of the 3GPP Radio Access Network. The AC
102 monitors conditions affecting the performance of the
network to assist in deciding which UEs 104 (or other
network-connected communication devices) will act as
aggregator.
[0147] Certain implementations of the AC 102 obtain
information from all network-connected communication
devices in a given sector before determining which of
these devices can act as aggregators by virtue of the
device status and current location. This determination is
repeated for respective sectors at intervals of time: in
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certain cases, the intervals are equal in duration, while
in others, the intervals are of variable duration and may
be adapted to the known or predicted behaviour of com-
munication devices using the network.
[0148] The AC may further repeatedly determine
whether, on a set of basic criteria (i.e. performance con-
ditions such as the network conditions, the current loca-
tion and status of communication devices, etc.), any de-
vices in a given sector should enter into service as ag-
gregators at all. The criteria may include a measure of
the comparative benefit of introducing an aggregator fa-
cility compared to having no aggregator facility in a given
sector.
[0149] The AC is capable of establishing, maintaining
and deactivating communications with the candidate ag-
gregators, i.e. those UEs or other network-connected
communication devices determined to have the capabil-
ity to act as aggregators. This capability (provided
through an application layer carried over the user plane
of the macro layer, for example) allows the AC to:

• obtain information from all the UEs that can act as
aggregators 104, this information may include per-
formance factors such as location and its accuracy,
supported RATs and related technologies (such as
conventional WiFi technologies, VLC technologies,
etc.), supported operational frequency bands, bat-
tery characteristics, status, and current battery drain
consumption; and/or

• provide commands to the aggregators 104 such as:
commands to set-up an aggregator control layer us-
ing some specific algorithm depending upon per-
formance conditions such as those obtained from
the aggregators 104, to select the RAT/band to be
used in such a layer, to start transmission, to send
handover commands to the aggregated UEs (i.e. the
nearby communication devices 110 served by the
aggregators 104), to stop transmission, and/or to
send information to the aggregator control layer.

[0150] In certain implementations, the AC 102 might
communicate with the LTE eNodeB or 3G RNC in order
to "move", via handover to a specific RAT/frequency, a
terminal (or other communication device) that is set to
act as an aggregator 104. This move may be a change
in serving cells: in such cases the communication with
the LTE eNodeB or RNC is a request for a handover of
the aggregator 104 from a current cell to a neighbouring
cell: communication with the eNodeB or RNC is neces-
sary then since handovers are under the control of the
LTE eNode (for 3G, the control is done by the RNC). The
move might also be a forced reselection: in which case
communication with the LTE eNodeB would be unnec-
essary.
[0151] In certain implementations, the AC 102 may es-
tablish a further direct communication with "normal" UEs
110 (i.e. those communication devices not currently as-
signed to act as aggregators). This direct communication

may be through a preinstalled application, for instance,
configured to gather further performance information
such as the strength/quality of received signals in the cell
100 in which the normal UEs 110 are camped/connected,
and/or data on the strength/quality of received signals in
other RATs/band, and/or location information.
[0152] In certain implementations, the aggregation en-
abled communication devices 104 (i.e. aggregators or
candidate devices) are also relay nodes. Such devices
may transfer data for one group of network-attached
communication devices as a conventional relay node,
while serving another group of network-attached com-
munication devices as an aggregator.
[0153] The aggregator 104 is distinct from a typical re-
lay node in a number of respects. Firstly, relay nodes are
tied to a particular donor cell. They are presumed to be
static and entirely under the control of the network oper-
ator via the eNB providing the donor cell. Furthermore,
relay nodes are typically operated using radio resources
allocated to them by the donor cell and are thus integrated
in the scheduling for the macrocell. In logical terms, a
connection from a communication device to the core net-
work via a relay node is the same logical connection as
that between the communication device and the core net-
work via the donor eNB: resource that would be allocated
within the macrolayer for the direct connection from com-
munication device to eNodeB is instead allocated to the
indirect connection via the relay unit.
[0154] The macrolayer (i.e. provided by eNB 120) and
the aggregator 104 provide separate logical connections
between the Core Network and communication device
110, with the aggregator 104 being "configurable" to pro-
vide this connection. Whereas the relay node provides
an alternative physical route provided the communication
device camps on the relay cell rather than the donor cell,
the AC 102 ensures that the network can control whether
a given candidate (or group of candidates) for aggregator
is enabled (i.e. enters into service as an aggregator) and
thus determines the conditions under which the commu-
nication device switches between a connection estab-
lished by the RAN and a connection established by the
aggregator (when instantiated).
[0155] Figures 2A and 2B illustrate a further radio ac-
cess network where certain communication devices are
dynamically assigned as aggregators within a multicell
network. This scenario demonstrates that the aggregator
is not however merely a "temporary" base transceiver
station. As the aggregator is activated and deactivated
ad hoc (i.e. opportunistically) based on the need of the
RAN as a whole, it is contemplated that certain commu-
nication devices 204 camped on neighbouring cells 280
could be assigned aggregator status: in Figure 2B, each
activated, aggregator-enabled communication device
204 provides a respective aggregator cell 250.
[0156] Such aggregators 204 can be arranged to pro-
vide more effective base station functionality to commu-
nication devices in the cell 200 currently serving a con-
ventional communication device 210. While that aggre-
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gator 204 would normally be outside the reach of the
serving cell 200, it can nevertheless be activated, via the
AC 202.
[0157] As the AC 202 need not be associated specifi-
cally with a given cell 200, but rather with a network that
may include a plurality of cells (200, 280), the AC 202 is
adapted to view the network holistically. By activating
aggregator facilities 204 that sit outside the (macrolayer)
coverage of a cell 200 yet still serving communication
devices 210 within that cell 200, the AC 202 may still
deliver an overall benefit to the network.
[0158] Figure 3 illustrates the functional elements of
an aggregator controller 300 suitable for enabling, con-
trolling and disabling an aggregator layer in the network
architecture of Figures 1A, 1B, 1C, 2A or 2B. These func-
tional elements may be implemented as software rou-
tines and/or as dedicated hardware units, these elements
being substantially interchangeable.
[0159] The functional elements include a communica-
tion module 320 for obtaining information from potential
aggregators by establishing communication via an appli-
cation layer with these devices. The information obtained
contributes to the factors affecting the performance of
the network upon which the establishment of a connec-
tion between aggregators and nearby communication
devices depends and may include: current location (e.g.
location information derived from global or regional sat-
ellite positioning systems, such as Global Positioning
System, GPS, GLONASS, BeiDou/COMPASS, IRNSS
or Galileo); historical information (covering, for example,
the last two weeks) of the location of the candidate ag-
gregator; level of physical mobility at present (i.e. whether
moving or not); a measure of LTE radio coverage in the
macrolayer; an indicator of battery level, current con-
sumption, expected remaining battery etc.; information
concerning neighbour cells of the aggregator, in respect
of the connection between the aggregator and the mac-
rolayer RAN; and a measure of the improvements (or
otherwise) expected, after switching on an aggregator
layer in a specific region of the radio network, the im-
provements being measured in terms of latency (i.e. data
waiting time), for example. This information may be made
available in the application layer through an aggregator
client application executing on the respective aggregator
candidate devices.
[0160] One reason for obtaining such information re-
lates to the nature of the devices that are candidates. It
is likely that many of the candidate aggregators are in
fact "nomadic", changing (i.e. commuting) between two
or more static locations over a period of hours or days.
Thus for many candidate devices the characteristics of
the network will change as they move within the network:
a communication device that is a suitable candidate ag-
gregator at a given location, X, and a given time, T, may
not be suitable elsewhere, X + x, at a later instant, T + t:
specifically if the location is close enough to extend an
aggregator cell to the (macrolayer) cell edge at T, but out
of range of the cell edge at T + t. Thus the controller 300

needs to obtain this information to inform decisions as to
whether the communication device is (currently) a can-
didate aggregator and whether, if a candidate aggrega-
tor, it should be activated/deactivated as an aggregator.
[0161] Optionally, the communication module 320 may
be configured to obtain additional information from com-
munication devices other than aggregators; this addition-
al information being analogous to the information ob-
tained from candidate aggregators and similarly contrib-
uting to the factors affecting the performance of the net-
work upon which the establishment of a connection be-
tween aggregators and nearby communication devices
depends. A specific non-aggregator client application
may be installed in some or all of the communication
devices within a network to provide this additional infor-
mation.
[0162] The communication module 320 may also be
configured to obtain macrolayer information (i.e. data
concerning network conditions) from the macrolayer con-
cerning the current level of resource consumption of the
schedulers, coverage maps and (if available) real time
traffic maps.
[0163] The functional elements include a selection
module 330 for selecting (and communicating to) the ag-
gregators that have to start the transmission of an ag-
gregator cell and for determining which of the supported
technology/frequency bands the selected aggregators is
to use in operation.
[0164] A monitoring module 340 is also provided to
evaluate performance conditions (such as the network
conditions and other conditions affecting performance)
to determine which of the currently selected aggregators
will continue their transmission.
[0165] In cases where a change in aggregator is indi-
cated by the monitoring module 340, the selection mod-
ule 330 may be further configured to select (and commu-
nicate to) those aggregators which should stop their
transmission (and thereby cease to be in service as an
aggregator).
[0166] When enabling an aggregator layer in a given
sector or cell of a radio network, the aggregator controller
first instructs one or more communication devices (prese-
lected to act as aggregators) to start radiating coverage
(i.e. to implement an aggregator "cell").
[0167] In Figure 4, the activity of communication de-
vices nearby an active aggregator are illustrated. Once
a given aggregator starts radiating coverage to its own
cell 405, the behaviour of nearby communication devices
adapts accordingly.
[0168] Nearby communication devices (i.e. terminals,
such as UEs) that are in idle mode will automatically camp
on the newly established aggregator cell 420 (by virtue
of the conventional idle mode reselection of the cell with
the strongest signal strength coupled with the prioritiza-
tion of LTE layers broadcast by the LTE eNodeB). If the
nearby idle device thereafter enters an active mode 430,
transmission starts (or does not start) over the aggregator
cell 440. Where there is an ongoing existing connection
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through the macrolayer of the RAN (i.e. it is determined
that the nearby communication device is active on the
macrolayer) 410, the RAN may optionally, upon request
from the aggregator controller, move (i.e. hand-off) the
ongoing communication of the respective nearby device
towards the aggregator cell 415. If such a request is
made, transmission starts (or proceeds) over the aggre-
gator cell 440.
[0169] Figure 5 illustrates the functional elements of a
communication device 500 suitable for use as an aggre-
gator in the network architecture of Figure 1A, 1B, 1C,
2A or 2B.
[0170] The communication device 500 includes a
memory 510, location unit 520, a processor 540, in-
put/output devices 550 and a network interface unit 560
having a transceiver module 565. Data is transferred be-
tween the various components via a bus 545. To operate
as an aggregator, the network interface unit 560, through
its transceiver module 545 must be capable of establish-
ing two separate network interfaces: a backhaul interface
and a coverage extension interface. In certain implemen-
tations, the transceiver module operates in at least two
sets of frequency bands: one set of bands that corre-
spond to the RAT of the macrolayer and a further "out-
of-band" set of frequencies not used by the RAT. In some
cases, communications on the "out-of-band" set of fre-
quencies use a different RAT from the macrolayer.
[0171] In certain implementations, the backhaul and
the coverage extension interface might use the same
working frequency/RAT as a conventional relay node in
order to facilitate the deployment of multi-hop scenarios,
in which chains of Radio Access Network entities are
deployed. For example, a first aggregator may appear to
other communication devices as a Donor eNodeB and a
second aggregator may appear to the first aggregator as
a conventional UE while providing its own cell to nearby
communication devices appearing to them as a conven-
tional Relay Node.
[0172] Clearly the backhaul connection from the back-
haul interface of the communication device 500 need not
be a cellular wireless connection and may include non-
cellular wireless and/or a fixed line connection using a
connection technology such as: optical fibre cable tech-
nology; ethernet technologies; a fixed line xDSL technol-
ogy; microwave backhaul technology; visible light com-
munications, VLC and/or a Wi-Fi technology.
[0173] As noted previously, it is anticipated that many
of the candidate aggregators move between two or more
static locations over a period of hours or days. It is there-
fore important that the communication device 500 can,
using data obtained from the location unit 520, provide
adequate reports of changes in location, which may in
turn inform the controller’s decisions as to whether the
communication device is considered a candidate aggre-
gator and whether, if a candidate aggregator, it should
be activated/deactivated as an aggregator.
[0174] The location unit 520 may include a global nav-
igation satellite system (GNSS) unit, such as a global

positioning system (GPS) unit or the like to provide loca-
tion information for the communication device 500 as well
as cell synchronization if other methods are not available.
Alternatively or additionally, the location unit 520 may
obtain a location "fix" by inference from the RSRP togeth-
er with knowledge of the location of cell sites in the mac-
rolayer.
[0175] By obtaining a plurality of location fixes of the
communication device 500 at different (known) times,
the communication device 500 can determine its current
mobility level. The mobility level may be determined as
a binary determination, i.e. the device may be "static" or
"non-static": clearly however a non-static mobility level
can be more finely distinguished by characterising the
degree and nature of the mobility situations, e.g. semi-
static/nomadic scenarios, high mobility, static relative to
others (yet changing location), etc. Alternatively, the
communication device 500 may report each location fix
(together with a time stamp) to the controller and the con-
troller may determine for the current mobility level of the
communication device 500. In the latter case, the per-
sistent reporting of location fixes may incur a higher cost
in terms of battery usage necessary to facilitate the trans-
mission of such reports.
[0176] In certain embodiments, the communication de-
vice is not considered a candidate aggregator device if
the mobility level is not "static". In other cases, there may
be non-static mobility states which nevertheless qualify
the communication device to be considered a candidate
aggregator device (for example, the detected movement
may be determined to be at a speed lower than a prede-
termined threshold speed, or the change in location may
be within a limited geographical area). In the latter case,
the controller may determine that an alternative pattern
of operation (such as the selection of aggregator selec-
tion routines that are more suitable for such qualifying
non-static situations) may be needed to ensure effective
use of communication devices having qualifying mobility
statuses.
[0177] While not shown, the communication device
500 may be powered from a battery - such as a recharge-
able Li-ion battery, conventional in the field of portable
cellular communication devices, such as smartphones.
The level of that battery may conveniently be monitored.
Alternatively or in addition to the mobility criteria dis-
cussed above, the communication device may be reject-
ed as a candidate aggregator device if the monitored
battery level drops below a battery level threshold.
[0178] In the present discussion, it will be readily ap-
parent to the reader that many alternative and comple-
mentary factors may be used to determine whether a
given communication device may be considered ready
to act as aggregator: mobility status as discussed above
is one of a number of useful criteria upon which readiness
may be determined. Indeed, mobility status as illustrated
- where a simple dichotomy is made between "static" and
"non-static" status - is clearly a simplification of a more
complex determination of a plurality of categories of "mo-
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bility status" (which might span multiple degrees and or
types of "mobility", for example).
[0179] For a device to be determined to be "aggrega-
tor-ready" it must fulfil certain physical criteria (e.g. being
switched on, capable of receiving and sending signals
according to an appropriate protocol, etc.) and fulfils one
or more criteria for suitability: for example exhibiting a
mobility status that permits effective aggregator opera-
tion. Battery life is a significant example of a physical
criteria which would also be considered to determine
readiness to act as an aggregator.
[0180] Even if conditions exist that suggest it would be
possible to deploy one or more aggregation layer in a
cellular communication network, there must be a good
reason to decide to set-up an aggregator layer: in es-
sence there needs to be some tangible expected benefit
in doing so rather than persist with the normal macrolayer
operation.
[0181] Figures 6A and 6B show a flowchart of certain
operations performed by a controller entity in determining
whether activation of an aggregator facility is supported.
[0182] At operation S610, the controller obtains values
for one or more cell or user related metrics, referred to
hereafter as "cell metrics", thereby checking the perform-
ance of the macrolayer. The cell metrics may include for
example, measurements of: cell load (for instance, re-
source block (RB) usage), cell throughput, number of ac-
tive communication devices located in predefined por-
tions of the cell coverage area, a "happiness" value for
the users (measured latency in data transfer, uplink wait-
ing time, or a value obtained by inference from user feed-
back in social network services, for example); and/or con-
trol resource usage (e.g. PDCCH usage).
[0183] The cell metrics provide a measure of perform-
ance of the macrolayer that is used in determining wheth-
er the conditions in a given area of radio coverage offered
by a cellular communication network support the activa-
tion of an aggregator facility. Here the given area of radio
coverage may be selected from: a macrocell coverage
area for at least one macrocell within the cellular tele-
communications network; a coverage area for at least
one sector within the macrolayer of the cellular telecom-
munications network; and the coverage area of the entire
cellular telecommunications network.
[0184] In certain cases, the controller may be config-
ured to define the given area of radio coverage which is
to support the activation of an aggregator facility by iden-
tifying a subset of available cells for which one or more
cell parameter conditions hold, e.g. more than a given
number of cells in the subset have a cell metric and/or
user metric lower than corresponding threshold value.
This might result in the area of radio coverage which is
to support the activation of an aggregator facility being a
subset of the cells in the cellular network covering an
entire city.
[0185] In Figure 6A, for example, this determination
involves two distinct stages: operation S612, which deals
with certain conditions hold that would make activation

of an aggregator facility desirable (even necessary), and
operation S614, which deals with further conditions which
would determine whether such a facility would be feasi-
ble. In alternative approaches, the conditions that support
activation of an aggregator facility may be performed in
other ways, in particular operations S612 and S614 may
be performed in parallel with one another or in "reverse"
order; furthermore, all conditions may be assessed in a
single procedure based on the cell metrics.
[0186] At operation S612, the controller determines
whether the cell metrics meet target threshold values.
This operation may include: determining whether cell
load (i.e. RB usage) exceeds a load threshold while
throughput lies below a minimum throughput threshold;
determining whether the number of users in a region of
the cell (such as the cell edge) exceeds a user number
threshold while throughput per App falls below a mini-
mum App throughput threshold (an App is a software
application executable on a user’s communication de-
vice: Apps that rely upon network connectivity may be
affected if the throughput allocated is below some thresh-
old, for instance, a video streaming App with a throughput
lower than 300kbps would provide an inadequate display
output); determining whether a happiness metric (wheth-
er aggregated for a number of users or a group of users
or not) lies below a happiness threshold; and/or deter-
mining whether the usage of control resources (such as
PDCCH) exceeds a control resource threshold.
[0187] If the cell metrics meet the target threshold con-
ditions, the controller concludes that necessary condi-
tions for aggregator layer deployment hold and moves
to operation S614.
[0188] At operation S614, the controller determines
whether certain conditions sufficient for aggregator layer
deployment hold. The controller thus determined wheth-
er effective aggregator layer deployment will be possible.
Operation S614 may include determining:

whether there are aggregator enabled communica-
tion devices (i.e. candidate aggregator devices) in
the cell and whether these communication devices
have certain characteristics in terms of mobility (e.g.
they are, have been for an amount of time, and/or
are expected to be, "static");
whether there are communication devices (aggre-
gator enabled or not) in one or more macrocells with
certain characteristics in terms of mobility (e.g. they
are, have been for an amount of time, and/or are
expected to be "static");
whether the controller has access to data concerning
path loss towards the macrocell and/or amongst
communication devices (e.g. UEs/terminals) and/or
location information of the aggregators and/or the
other communication devices;
whether there are communication devices in cover-
age of potential aggregators;
whether there is a matching between the capabilities
(technology/band supported) between aggregators
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and nearby communication devices;
whether at least some of the aggregators have suf-
ficient battery life to maintain aggregator functionality
for a predetermined period of time;
whether conditions of low interference hold; and/or
whether spectrum and technology resources need-
ed for use in deployment of the aggregator layer are
available.

[0189] If the controller concludes that sufficient condi-
tions for aggregator layer deployment hold, the controller
next performs operation S616. In certain alternative ap-
proaches, the controller performs operation S616 before
or in parallel with the operations at S612 and/or S614.
[0190] In operation S616, the controller makes a pre-
liminary determination of whether a benefit for the net-
work would be expected if the network were to deploy
the aggregator layer. This preliminary determination con-
siders a limited number of properties of the cell metrics
obtained at operation S610 and thus relies upon a subset
of the information necessary for aggregator layer deploy-
ment: for instance, a benefit at this stage would be ex-
pected because there were several static users at cell
edge under the potential coverage of some static aggre-
gators or because there are small cells with unused ca-
pacity in an area close to some static users but with ag-
gregators located in their coverage area.
[0191] If it is determined that either necessary condi-
tions (at operation S612) or sufficient conditions (at op-
eration S614) are not present, the controller waits a pre-
determined period of time (by setting a timer for example)
and then obtains a further set of cell metrics (at operation
S610). Likewise, should it be determined that no benefit
is expected from the deployment of the aggregator layer
(at operation S616), the controller will again return to op-
eration S610 and obtain a further set of cell metrics.
[0192] If however, at operation S616, the controller
makes a preliminary determination that there would be
an expected benefit, in principle, for the network if the
aggregator layer were to be deployed, the controller ini-
tiates a more detailed phase of operation (illustrated in
Figure 6B) by collecting further performance information,
operation S620 (in addition to the cell metrics obtained
at operation S610).
[0193] During the collection of further performance in-
formation, operation S620, the controller obtains a list of
aggregator enabled communication devices (i.e. candi-
date aggregators) currently camped within a given mac-
rocell, using information updates received, at temporally
spaced-apart intervals, from the aggregators. In addition
to the list of candidate aggregators, the further perform-
ance information may include some or all of the following
information obtained from the respective aggregators:

• location (of the updating aggregator). This location
information may be obtained by the aggregator by
inference from the RSRP and/or using a GPS unit.

• pathloss/SINR (measured at the updating aggrega-

tor). This may be with respect to the current macro-
cell or a set of macrocells.

• mobility level (static or not) measured by the aggre-
gator itself

• information on location and/or pathloss of all UEs or
other network connected communication devices
that are static (optionally, this may be filtered to relate
only to UEs that are static and that in addition are
expected to remain static by analysing and using ge-
olocalized historical information of the UE) and that
are camped/or are/have been connected there

[0194] The controller processes some or all of this per-
formance information to evaluate the relative distance
and pathloss/SINR (or similar quality) between candidate
aggregators and the devices of users in the cell.
[0195] In certain embodiments, the controller makes a
selection of aggregators from among the aggregator en-
abled communication devices in accordance with a single
aggregator selection algorithm. In other embodiments,
there may be a plurality of available aggregator selection
routines (i.e. algorithms) and it is first necessary to de-
termine which routine to adopt. When required, the op-
eration of determining which routine to use may be any
conventional selection operation.
[0196] Figure 6B illustrates one embodiment where a
plurality of aggregator selection routines are available.
Here, the available respective aggregator selection rou-
tines may each be suited to respective, different perform-
ance conditions. In operation S622, an algorithm corre-
sponding to one of these routines is determined depend-
ing upon the availability of specific further performance
information, such as aggregator location information or
pathloss measurement data. In cases where only a single
aggregator selection algorithm is available, the determi-
nation of which algorithm to use is trivial and operation
S622 may be omitted.
[0197] Once it is determined which routine (i.e. algo-
rithm) is suited to the available further performance in-
formation, this algorithm determines which, if any, aggre-
gator enabled devices should be activated for aggregator
functionality and defines the sub-processes by which
benefit (i.e. achievable gain) from aggregator layer de-
ployment will be calculated. The algorithm thus serves
to select aggregators from among the candidate aggre-
gators for deployment of the aggregator layer. The op-
eration of this algorithm is illustrated as operation S624
in Figure 6B.
[0198] At operation S624 (whether this is the only avail-
able aggregator selection routine or a routine determined
to be suited to available further performance information
at operation S622), the controller makes a selection from
among the aggregator enabled communication devices,
this selection being a selection of one or more aggrega-
tors based either on individual characteristics of the re-
spective, selected aggregators or collective characteris-
tics when the selected aggregators are considered as a
group selected from among the aggregator enabled com-
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munication devices.
[0199] While the present embodiment contemplates
the use of a single aggregator selection routine within a
single area, this does not preclude the use of more than
one selection routine - for example, the use of a first ag-
gregator selection routine during peak hours of the day
or week and a second aggregator selection routine at
other times. Furthermore, it is equally contemplated that
where two areas of radio coverage are considered sep-
arately, each area may adopt a respective, different ag-
gregator selection routine consistent with the information
relative to candidate aggregator devices that can be ob-
tained.
[0200] It is thus possible that the choice of aggregator
selection routine may be fixed based on empirical knowl-
edge (using routines for which sufficient information has
been available historically, because the penetration of
terminals supporting a network operator client applica-
tion has become sufficiently high, say) or dynamic (based
on how much information is currently available for each
routine).
[0201] It is further contemplated that the choice of
which selection routine to adopt may be governed by a
quality metric of the effectiveness of any given routine
as a function of the amount of relevant information that
can be collected. By obtaining information that might be
used by one or more of the possible routine and discard-
ing the routines for which available information is such
that that their quality metric is too low, the routine whose
quality metric implies it can provide the highest gain for
the network would then be chosen.
[0202] In certain embodiments, the selection of aggre-
gators includes the selection as a group from some or all
possible different groups or subsets of aggregator ena-
bled communication devices, each group being termed
an "evaluation group". An expected gain for each evalu-
ation group is then calculated.
[0203] In other embodiments, the selection of aggre-
gators is the selection of individual devices (i.e. subsets
of aggregator enabled communication devices having a
single member each). Here, expected gain is calculated
for each individual candidate aggregator.
[0204] The expected (achievable) gain results from an
evaluation of the expected improvement in a given cell
metric: this cell metric may be the, or one of the, cell
metrics obtained at operation S610. For example, the
expected gain may be the result of a comparison between
a) the value of that given cell metric when the or each
aggregator is selected and b) the currently experienced
(i.e. measured) value of that cell metric.
[0205] In certain cases, the expected gain may be ex-
pressed as the difference between the value of a given
cell metric predicted for a given evaluation group (eval-
uated before actually activating that group for aggregator
functionality) and the current value of the given cell met-
ric. Where no aggregator enabled communication devic-
es are activated, the current value of the cell metric is
the measured value of the cell metric for the cellular com-

munication network where no aggregator functionality is
activated. Otherwise, the current value of the cell metric
is the measured value of the cell metric for the network
where a current group of aggregator enabled communi-
cation devices are activated for aggregator functionality,
said current group need not be the evaluation group. The
prediction of the cell metric may be a function of the fur-
ther performance information collected at operation
S620.
[0206] Where expected gain is determined for evalu-
ation groups or individual candidate aggregators, the ag-
gregator selection algorithm then assesses the respec-
tive expected gains for some or all possible different ag-
gregators or groups of aggregators, the selected aggre-
gator or group of aggregators may be the individual or
group providing the greatest expected gain. Alternatively,
the selected aggregator or group of aggregators may be
selected from a subset of groups having gains that ex-
ceed a threshold gain, taking account of other practical
constraints such as maintaining aggregators that are al-
ready active unless there is a good reason to stop them
(e.g. battery level dropping below a level that can support
continued operation or detected movement of the active
aggregator).
[0207] At operation S626, the controller makes a full
determination of whether a benefit for the network would
be expected if the network were to deploy the aggregator
layer by modelling network performance for a network
with the selected aggregator or group of aggregators ac-
tivated and comparing that performance to the currently
measured network performance information (as collect-
ed at operation S620).
[0208] In the case of the aggregator selection using
evaluation groups, the full determination of benefit for the
network entails comparing the expected gain from the
use of the selected evaluation group of aggregators to
data representative of the current network performance.
[0209] In a specific example where one of the selected
subsets of aggregators is not currently active, sufficient
benefit from first activation of that selected subset would
be confirmed where the measured value of a given cell
metric (assuming the given cell metric is the one used in
the algorithm at operation S624) is significantly higher
than that cell metric measured before the activation.
[0210] In another example where the aggregator layer
is activated (i.e. at least one subset of aggregator enabled
communication devices are activated for aggregator
functionality), sufficient benefit is confirmed when the
gain is higher than one of a reference average metric
(e.g. historical data) or a cell metric measured in the pre-
vious last N iterations, where N is an integer greater than
1.
[0211] In certain cases, a measured value of a first
metric (metric A) is used before activation, whereas after
activation, a second, different, metric (metric B) is used
instead. Known pre-activation network performance in-
dicators (often referred to as KPIs - or key performance
indicators) are used in order to evaluate metric A. Esti-
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mated values of metric A are compared to known meas-
ured values of metric A, to indicate whether the network
needs assistance and to deduce that activation of the
aggregator layer will provide that assistance. After acti-
vation, metric B may be calculated using both the stored
KPIs pre-activation, and the current KPIs measured after
activation. If metric B after activation is sufficiently better
than metric B before activation, the aggregator layer is
maintained active.
[0212] If the determination at operation S626 is that a
net benefit is indeed provided by deploying the selected
device or group of devices (i.e. subset) as the aggrega-
tors, the controller activates an aggregator server (oper-
ation S628) to support the aggregator layer and instructs
each of the selected communication devices to activate
(or maintain active) their respective aggregator function-
alities (e.g. by executing a routine in an aggregator client
application). These aggregator functionalities include
functionalities consistent with operation as a MiFi archi-
tecture access point (offering WiFi protocol and/or VLC
connectivity to nearby communication devices) and/or
as a small cell (offering connectivity using a cellular tel-
ecommunications standard).
[0213] While not illustrated in Figure 6B, the controller
may conveniently launch a RAT selection routine to de-
termine which carrier bandwidth/RAT/band will be used
by each (selected) aggregator, the carrier band-
width/RAT/band being chosen from among one or more
permutations of available RAT, band, and carrier band-
width available for the implementation of an aggregator
layer in a specific cell. For instance, the RAT selection
routine may determine that as LTE FDD2.6 is not used
in current and/or neighbour macrocell, it can be used by
all selected aggregators within range of those cells.
[0214] As discussed in relation to Figure 4, nearby
communication devices may transfer some or all of their
data traffic to the selected aggregator(s) differently de-
pending upon whether they are in an "idle" or "connected"
state.
[0215] In the former case, handoff of idle devices may
be facilitated by the controller modifying the neighbour
cell list (NCL), which is provided to devices in idle modes,
with the parameters of the selected active aggregators.
[0216] In the latter case, the controller may determine
whether to request a handover for a device in connected
state when information such as radio measurements
from communication devices in the macro cell compare
unfavourably with radio measurements from communi-
cation devices using the selected aggregators (always
providing such information is available at it might be from
access to the relevant RRM function of the eNodeB/RNC
in the macrocell). Examples of communication devices
for which a handover might be requested include those
devices: a) that are in the coverage area of a specific
aggregator(s) and b) that have channel quality indicator
(CQI) and/or RSRP in relation to the macrocell that is
worse than the one of the aggregators.
[0217] While not illustrated in Figure 4, the aggregator

may alternatively (or additionally) offer WiFi protocol
and/or VLC connectivity to nearby communication devic-
es (thereby operating as a MiFi architecture access
point). In such cases, handoff onto the aggregation func-
tionality may be effected by informing respective nearby
communication devices which aggregators offer an ac-
cess point in the cell and by commanding those commu-
nication devices close to the identified access points to
enable Wi-Fi transmission.
[0218] Optionally, the controller may then seek to op-
timise the aggregator layer, operation S630.
[0219] Optimization by the controller may include at
least one of the following procedures:

• checking, once a given nearby communication de-
vice is connected to an aggregator, whether that de-
vice has a worse CQI/SINR/RSRP with respect to
the the macrocell than with respect to the aggregator,
and in such a case will be (or can be) handed over
to the Macro layer (e.g. by issuing a handover com-
mand or releasing the aggregation connection with
redirection). Conveniently the selection parameters
for this device would be changed for an amount of
time to avoid unwanted ping-pong effects (i.e. hys-
teresis);

• checking the performance in the aggregator layer
against the performance that would be expected if a
given communication device were to stay in the mac-
rolayer, depending on which information can be
made available to the controller and/or to the aggre-
gator. Examples of the performance information that
may be checked include measures of user happi-
ness metrics such as: latency (i.e. the round trip time
(RTT) for transmitted and received packets or uplink
waiting time. Examples of the performance informa-
tion that may be checked may also include: historical
data (such as throughput for specific Apps) obtained
in the macrolayer in similar or same location and
under the same or similar RSRP/CQI conditions;

• checking the level of interference and/or availability
of resources for the spectrum/technology used in the
aggregator layer and taking actions to improve these
parameters (e.g. create clusters of spectrum/tech-
nology utilization, reduce utilization of those resourc-
es in the macrolayer); and

• optimizing the selection of aggregators taking ac-
count of mobility. The aggregators themselves may
be required to take certain actions when aggregated
users (i.e. communication devices using the aggre-
gation facility of a selected aggregator) start mobility.
Likewise, when aggregators themselves become
mobile, the controller may act to alter the perform-
ance of the aggregator later, e.g. by instructing the
newly mobile aggregator to switch off aggregation
functionality.

[0220] Checking the performance in the aggregator
layer using RTT may involve comparing RTT for the same
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packet using macrocell and current aggregator layer
service respectively. Using uplink waiting time to check
performance may involve comparing this time before and
after the optimization.
[0221] Checking the performance in the aggregator
layer using historical data may involve comparing histor-
ical data to actual data obtained through the aggregator.
It is also possible to run periodical speed tests just to
check the current quality.
[0222] Whether optimised as described or not, the con-
troller iterates back through operations S622, S624 and
S626, selecting one or more aggregators which may be
identical to the aggregator(s) selected in previous itera-
tions or may represent a group having a different consti-
tution of aggregator enabled communication devices.
[0223] Periodically, cell metrics are checked - opera-
tion S632 - and this information is used in further itera-
tions of operations S622, S624 and S626. The cell met-
rics checked here may be the same as those obtained
at operation S610: equally they may be different from
those cell metrics.
[0224] If the determination at operation S626 is that a
net benefit is not in fact provided by deploying the select-
ed devices (or group of devices) as aggregators, the con-
troller halts the use of the aggregator layer operation
S640. This may entail instructing all aggregator enabled
communication devices in the cell to deactivate their ag-
gregator functionality and to deactivate the aggregator
layer server in the controller.
[0225] After a second predetermined time (typically
longer in duration than the period characteristic of the
iteration of operations S622, S624 and S626), the con-
troller restarts first phase of determining the preliminary
benefit of aggregator layer deployment at operation
S610.
[0226] To provide the information needed by the con-
troller to perform the operations described in Figure 6A
and 6B, communication devices are arranged to present
information upon which the controller can make its re-
spective determinations of suitability of the device as a
candidate aggregator and whether a suitable candidate
is to be activated (or deactivated).
[0227] Figure 7 shows an exemplary flowchart show-
ing certain operations of a communication device in ac-
cordance with an aspect of the present disclosure.
[0228] In Figure 7, the communication device evalu-
ates its current location at temporally spaced-apart inter-
vals (e.g. every T1 seconds). Once there are at least two
measures of location (i.e. location fixes) it is possible to
determine whether there has been any change in the
mobility state of the communication device. Any given
location fix is conveniently obtained with a minimum level
of accuracy. The time difference between the acquisition
of the location fixes is used to determine the degree of
mobility (if any) between two fixes. To ensure that fixes
are sufficiently far apart in time for a significant movement
to be detected each fix is conveniently associated with a
corresponding time stamp (which may be acquired from

a connected macrocell and/or within the GPS signalling
structure). Where more than one communication device
is used it is contemplated that they may be operated in
a synchronised manner.
[0229] An initial location fix is obtained at time T0, op-
eration S710. At a point in time T1 seconds later than T0
a further location fix is obtained, S712.
[0230] The location fixes T1 seconds apart are com-
pared to determine whether there has been a change in
the detected location, operation S720.
[0231] In other embodiments, the algorithm used to de-
termine whether a change in location has occurred may
alternatively or additionally use parameters other than
reported position and time, for example direction of
movement or altitude.
[0232] In general terms, a potential aggregator may be
considered to have moved (i.e. changed from a "static"
state to a "non-static" state) if its position is displaced by
a distance of D metres over a time interval Ti-T(i-1), where
D and Ti can be determined, calculated, signalled or oth-
erwise obtained dependent on parameters (e.g. current
mobility state).
[0233] Where the location has changed between the
fixes, the mobility state is set to be "non-static", operation
S722. For the sake of clarity, the scenario illustrated in
Figure 7 shows the determination at operation S720 as
binary between "static" and "non-static", on the basis of
any detected change in location. The skilled reader will
readily appreciate that alternative determinations, having
more than two cases or indeed two cases decided upon
different criteria, may be substituted for the current op-
eration S720 without requiring any other alteration to the
flowchart. For example the change in location between
fixes may be registered as indicating a "non-static" state
when the location has changed by more than a minimum
position change threshold of D1 metres since last loca-
tion fix.
[0234] When in non-static mobility state, new location
fixes are sent to the controller, operation S724 and a
further location fix is taken after an interval of T2 sec-
onds/minutes, operation S726. Typically the time scale
T2 is greater than T1, but could be the same or less than
T1: sending updates will use power, computation and
signalling resources etc. so this task would be performed
less frequently when the latest information is that the de-
vice is in mobility (and presumably not currently for con-
sideration as a candidate aggregator). The operation flow
then returns to operation S720, where it is again deter-
mined whether there has been a change in the detected
location. In this way the location is still checked in case
the mobility state has changed to "static". If the commu-
nication device has become static but the latest report
still indicates that its state is "non-static", the use of a T2
greater than T1 will merely result in a slight delay in con-
sidering it as a potential candidate for activation.
[0235] Where the location has not changed between
the fixes, it is determined that the mobility state may be
"static" but that further fixes are required to be more cer-
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tain. In the illustrated case, it is considered that a com-
munication device needs to have been static for a longer
period than the interval of T1 between successive fixes
in operations S710 and S712 (during initialisation) or the
interval of T2 in operation S726 (in subsequent itera-
tions).
[0236] To avoid a situation of "false" attribution of "stat-
ic" status to a device (which may after all be embedded
in a vehicle) just because the device has stopped tem-
porarily (e.g., car that has stopped at a light, to re-fuel or
in heavy traffic, or a car that has temporarily parked), the
communication device obtains a further location fix at
time N * T3 seconds later, where N and/or T3 could be
dependent on the type of communication device (e.g., in
a car, residential) or type of scenario of installation (e.g.,
at a bus terminal, in a scenario that is likely to be static),
operation S728. For example, if the scenario is likely to
be static, it may be adequate to set N or T3 equal to zero
or close to zero as it may be assumed that an earlier
indication of "static" status at operation S720 is likely to
be correct.
[0237] The location fixes N * T3 seconds apart are com-
pared to determine whether there has been a change in
the detected location, operation S730. If at the end of the
period N*T3 the position is still unchanged, the mobility
state is set to "static", operation S732. The current (static)
location fix is sent in a reporting message to the controller,
operation S734. Optionally, the communication device
may also indicate that it is in the "static" state (either in
the same reporting message as operation S734 or in a
separate status reporting message), operation S736.
This option may be considered convenient as it facilitates
understanding of why the location fix was reported. Al-
ternatively, the controller may infer that because it has
received a reporting message having a location fix from
the communication device, it can conclude that the re-
porting communication device is static.
[0238] Where location fixes are derived from GPS-
based position signalling, the location fix may be sent as
GPS location information (i.e. based upon the WGS84
standard) rather than latitude and longitude alone. Con-
veniently, the reporting message may include an indica-
tion that the location information is in GPS position for-
mat. Alternatively or additionally, the reporting message
may include an indication that GPS information is avail-
able, regardless of the source of the reported location fix.
[0239] A reporting message (either the same reporting
message as operation S734 or in a separate additional
information reporting message) may optionally include
additional information, for instance: specifics of the can-
didate aggregator: e.g. device model, software release
information, hardware identifiers, etc; device state, such
as battery status; and/or radio information, such as
camped Cell Id, Radio coverage quality, CQI of radio
channel used to perform such a communication, neigh-
bour cells for the communication device modem, etc.
[0240] The flow then iterates, whilst the communica-
tion device is in mobility state "static". The communication

device obtains a further location fix after an interval of T4
seconds, operation S740. T4 is typically a shorter time
period than T2, since it is desirable to avoid a communi-
cation device being considered "static" when it is in fact
"non-static": any static communication device is a poten-
tial candidate aggregator, so any false attribution of "stat-
ic" status may have a detrimental effect on the delivery
of an effective aggregator layer. The operation flow in
the "static" mobility state then returns to operation S730,
where it is checked once again whether the detected lo-
cation has changed. Any change in location results in the
mobility state being set to non-static and location fixes
being taken at intervals of T2 (rather than T4)
[0241] In a further arrangement of the present disclo-
sure, more than one aggregation layer is activated within
the network. In certain cases, respective aggregation lay-
ers are activated and deactivated in corresponding sec-
tors or groups of sectors of the cellular network. In certain
cases aggregation layers are established within one sec-
tor or cell that extend the coverage of that sector or cell
to encompass communication devices served by neigh-
bouring sectors or cells: thus the benefit to the network
of the deployment of any given aggregation layer may
be calculated for a region of the radio coverage of the
cellular network that includes more than one sector
and/or cell.
[0242] Certain arrangements of the present disclosure
relate to the dynamic activation of one or more commu-
nication devices to provide an aggregation layer. Each
of the one or more communication devices appears, to
the macrolayer as a UE; while to other communication
devices, they each appear as a class of small cell base
transceiver station. The dynamic activation is due in part
to determining if a benefit could be expected by such dual
UE/small cell activation: that might arise if the macrolayer
doesn’t provide a prerequisite quality of service to the
other communication devices. Dynamic activation also
requires a more fine-tuned determination dependent up-
on selecting a set of devices capable of the dual UE/small
cell or UE/MiFi functionality for activation and determin-
ing whether the network would benefit from the activation
of that particular group. Only where the network is deter-
mined to benefit on the basis of this fine-grained deter-
mination will the selected communication devices be ac-
tivated as hybrid UE/small cells (or UE/MiFi devices).
[0243] Likewise certain embodiments of the present
disclosure relate to the dynamic deactivation of an ag-
gregation layer provided by certain communication de-
vices.
[0244] Considering once more the simplified example
of a binary determination of whether a communication
device is in "static" or "non-static" state, it is clear that
once an aggregator device has activated an aggregator
mode (and radiates a small cell, VLC or WiFi coverage,
for example) it is desirable to monitor the location of the
device in case there is a change in that mobility state and
method to deal with change of mobility state: "non-static"
state being presumed incompatible with effective aggre-

41 42 



EP 3 010 274 A1

23

5

10

15

20

25

30

35

40

45

50

55

gator functionality.
[0245] This scenario is illustrated in Figure 8.
[0246] Once the communication device has been ac-
tivated, the communication device monitors its location
every T5 seconds (obtaining an initial location fix at op-
eration S810, if necessary and further location fixes at
operation S812). T5 needs to be a very short time as it
is crucial to determine as soon as possible whether the
communication device is still "static" since the perform-
ances of the network may be affected. Note that this may
be the same iterative monitoring of mobility status as at
operation S740 of Figure 7 or a distinct iteration at a dif-
ferent time interval specific to monitoring the operation
of active aggregator devices.
[0247] The location fixes obtained at operations S810
and S812 are compared, operation S820, and if location
changes (to a predetermined degree of accuracy, etc.),
the communication device will immediately bar the cell
(so that the UEs in idles will not connect), operation S830
and send handover commands to all the communication
devices connected to the aggregator cell and to the mac-
rocell. The handover procedure from aggregator cell to
macrocell may then be handled according to any con-
ventional standardised handover procedures.
[0248] The communication device sends the handover
command because it effectively operates as a base sta-
tion for the aggregator cell when it is activated.
[0249] The cell barring is important in order to prevent
nearby communication devices in idle mode from at-
tempting to connect to the cell radiated by the commu-
nication device, while that cell is still being radiated, to
support the handover operation, for instance.
[0250] Conveniently the deactivating aggregator de-
vice sends the controller a message including an indica-
tion that aggregator-state has been released giving the
cause as "mobility". Additionally, the deactivating aggre-
gator device may then update its mobility state to "non-
static".
[0251] The communication device may additionally
monitor its battery life every T6 seconds. As noted pre-
viously, low battery level may preclude the communica-
tion device from being considered a candidate for acti-
vation. If expected remaining battery duration is lower
than T7 seconds/minutes, the active communication de-
vice may conveniently gradually deactivate the aggrega-
tor mode by performing operations similar to operations
S832 and S834. In this case however, handover com-
mands will be executed, and confirmed completed, one
at a time, before sending out further handover com-
mands.
[0252] As will be apparent from the preceding discus-
sion, it is assumed that the interactions between control-
ler and communication device are governed by a shared
communication protocol.
[0253] Using this protocol, the controller can send in-
formation requests to one or more communication devic-
es (aggregators), specifying any additional information it
wants to receive.

[0254] The communication device likewise uses the
shared protocol to respond to such information requests,
providing the requested information, which may for in-
stance consist of the following:

• Mobility State
• Communication device specifics: e.g. device model,

software release, hardware identifiers, etc.
• Device State: battery status
• Radio information: Serving Cell Id, Radio coverage

quality (e.g. Serving Cell RSRP, Serving Cell RSRQ,
etc.); CQI of radio channel used to perform such a
communication, Neighbour cells for the UE modem

• Radio measurements executed on neighbour cells,
detected cells on other LTE frequencies that are not
part of the neighbour list, Wi-Fi access point identi-
fiers (i.e. SSIDs) and strength detected onto Wi-Fi
receiver

[0255] Conveniently, the communication device may
maintain a protocol connection open by sending dummy
bits for the next Z seconds, otherwise it stops sending
dummy bits.
[0256] Using this protocol, the controller can also send
commands instructing the Communication device to en-
ter into aggregator state (i.e. as a either a small cell and/or
Wi-Fi Access point). The communication protocol for
such a command includes a set-up command (sent to
the communication device) providing the following infor-
mation: LTE carrier to be used for transmission, and main
parameters; transmission, TX, power to be used: (default
is "MAX TX Power); optionally, a parameter for setting-
up a second carrier; optionally, a parameter to set-up a
Wi-Fi Access Point; time of the day in which the cell shall
start radiating; Parameters needed to manage the status
of local algorithms within the Communication device
whilst in the aggregator state.
[0257] Once the command to enter aggregator mode
is received, the communication device uses the shared
communication protocol to obtain, from a controller da-
tabase or a database within the OSS server, the param-
eters needed to set-up the aggregator cell: for example,
IP addresses (if not derived with a fixed rule from current
R-UE IP address). Alternatively, the communication de-
vice may use the parameters used last time it acted as
an aggregator, provided that some criteria are still met:
for example that the location is still the same as last time;
that, while the location has changed, the RAU is still the
same; that, while the location has changed, the R-U
camped in the same cell as last time.
[0258] Once the communication device has the infor-
mation needed to set-up the aggregator cell, it prepares
its transceiver module (565, Figure 5) to be ready to ra-
diate. The communication device then starts radiating at
the requested Time of the Day. The Communication de-
vice then confirms to the controller that it is radiating (i.e.
that the aggregator mode is active).
[0259] Whilst the communication device is in aggrega-
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tor state, the communication protocol may also be used
by the controller to request provision of additional infor-
mation, such as: Battery status; Number of connected
communication devices; Average Resource Blocks oc-
cupation; Average CQIs of the connected UEs; and Av-
erage CQI of the connected Modem.
[0260] Figure 9 illustrates a scenario where a method
according to the invention may be implemented, where
currently second communication devices 902 are not act-
ing as aggregators. In particular, second communication
devices 902 and first communication devices 901 are
shown in a telecommunications network comprising a
central controller 903; in figure 9 the central controller is
in communication with a eNodeB 904.
[0261] The central controller 903 is configured to acti-
vate the second communication devices 902 to broad-
cast beacon signals 905. The RF bands which may be
used may be close to, for example, 2.6 GHz either as
FDD LTE2600 or TDD LTE2600. The transmission power
may be set by the central controller 903 or, if not possible,
the second communication devices 902 may communi-
cate to the central controller the transmission power
which is being used via Wi-Fi or Bluetooth.
[0262] The first communication devices receive the
command to scan and listen to the Wi/Fi Bluetooth band,
and to report 906 to the central controller 903 the power
of the received signal by any second communication de-
vices 902 or potential aggregator.
[0263] The central controller 903 is able to build a com-
prehensive pathloss map between first communication
devices 901 (active or idle) and the second communica-
tion devices 902 or potential aggregator, and use this
information to select according to the implemented meth-
od the aggregators to be added.
[0264] In an example, the potential aggregators peri-
odically activate or deactivate an application comprising
means for implementing a method according to the in-
vention, for example a Crowdnet layer (TDD or FDD 2,
6) in barred state; terminals candidate to be aggregated
are requested by the telecommunications network to
measure these bands whilst in connected mode and to
report the discovered Cells and - if possible - the signal
level to the eNodeB).
[0265] Knowing the transmitted power as well as the
received power level by the communication devices al-
lows to define a pathloss between each potential aggre-
gator 902 and each first communication device 901; for
example if the received signal is low, it may mean there
is too much distance between a specific potential aggre-
gator 902 and a first communication device 901, and as
a consequence, the pathloss is high.
[0266] A small portion of the FDD or TDD spectrum of
the networks may be dedicated for the activity of sending
the temporary signal 905. Advantageously this reduces
the potential interference towards an aggregator in serv-
ice coming from potential aggregators during the imple-
mentation of a method according to the invention.
[0267] There may be alternatives for the first commu-

nication devices 901 to report 906 measurements to the
central controller 903: All the first communication devices
may be instructed to report to the CN and second com-
munication devices or aggregators using 3GPP mecha-
nisms to report the observed TDD or FDD cells used by
the Crowd RAN (a network of terminals acting as Small
Cell/Access Points that are dynamically switched-on de-
pending on availability, battery life, location, expected
benefits etc.) and detected carriers in an area, and then
sending all this info to the central controller 903. In an-
other alternative, some of the communication devices
may have installed an application that either

- connects with a chipset ordering to report the
TDD/FDD cells used by the Crowd RAN and detect-
ed, or

- opens the Wi-Fi receiver, and observes the applica-
tions detected in area and report the measurements
to the central controller 903.

[0268] The communication devices located around an
aggregator may be the ones instructed to report to the
central controller. In an alternative embodiment only the
communication devices within a specific area may be
instructed to report to the central controller 903.
[0269] The communication devices 901 to be poten-
tially aggregated need to measure the quality of the cov-
erage they might get from an aggregator 902 before the
aggregator has come to service.
[0270] The received power or signal may be what is
reported 906 back to the central controller 903. The qual-
ity of the received signal may also be reported. Besides,
this information may be reported using a 3GPP mecha-
nism, for example, the LTE specification inherently sup-
ports self-organizing network -SON- in which features
like Automatic Neighbour Relation (ANR) use the normal
measuring report including the cells not being part of a
neighbour list. Alternatively Wi-Fi may be used as a bea-
con. It may be initiated via a dedicated application for
which a design for a reporting method may be implement-
ed- e.g. report periodically in an area in which it is ex-
pected to have a crowd RAN.
[0271] The map of coverage may be created in the
following manner: the central controller 903 may know
the transmission TX power of the second communication
devices 902 in the carrier they use as a beacon; this
carrier may be the carrier TDD or FDD used in the Crowd
RAN, or the second carrier used for beacon purpose, or
the Wi-Fi carriers used as a beacon. The central control-
ler 903 then calculates pathloss = TX power - RX power.
[0272] Figure 10 illustrates a scenario where a method
according to the invention may be implemented, where
currently second communication devices 1002 are acting
as aggregators. The central controller may be an aggre-
gator controller 1003; a telecommunication network may
comprise one or more crowd RAN 1006; the aggregator
controller 1003 and may send 1007 an instruction to sec-
ond communication devices 1002 to broadcast beacon
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signals 1005 at specific one or more radio frequency RF
bands, so that first communication devices 1001 make
measurements in such a way that the current configura-
tion may be changed, due to certain conditions reported
from the eNodeB 1004 to the central controller 1003.
[0273] As illustrated in figure 10, a number of aggre-
gators 1002 may be available on a specific cell to provide
a coverage area to offer service to a number of first com-
munication devices 1001 currently connecting through
the network via the eNodeB 1004, or MacroCell.
[0274] Figure 11 shows a central controller 1101 within
a telecommunication network implementing the following
method steps:

- activating (810) one or more second communication
devices (1102) to broadcast beacon signals (1105)
at specific one or more radio frequency RF bands,
wherein the beacon signals (1105) enable one or
more first communication devices (1101) to make
measurements (1111);

- receiving (1112) at the central controller (1103)
measurements (1111) from the one or more first
communication devices, said measurements based
on the beacon signals (1105) received at said one
or more first communication devices (1101); and

- creating (1113), using the measurements (1111), by
the central controller a coverage map (1114), where-
in the coverage map (814) is indicative of the cover-
age (that the second communication devices (1102)
can provide for the first communication devices
(1101).

[0275] It will be appreciated that whilst various aspects
and embodiments of the present invention have hereto-
fore been described, the scope of the present invention
is not limited to the particular arrangements set out herein
and instead extends to encompass all arrangements, and
modifications and alterations thereto, which fall within the
scope of the appended claims.
[0276] For example, whilst embodiments described in
the foregoing description refer to LTE, it should be noted
that the aggregator architecture described may equally
be deployed in telecommunications networks based on
other cellular telecommunication architectures, for exam-
ple 2G, 3G, LTE-Advanced (3GPP Release 10 onwards),
future architectures (e.g., 5G), as well as WD-CDMA and
WiMAX. The aggregator architecture is agnostic to the
specific type of RAN used. In other words, the aggregator
controller/controller entity is adapted to work with any
RAN and/or combinations of RANs. This is, for example,
one of the reasons why in certain embodiments the ag-
gregator controller/controller entity is independent of the
RAN. Similar observations apply for the communication
device for providing an aggregator facility.
[0277] In addition, it will be apparent to the reader that
the term radio access technology (RAT) may extend to
include related technologies such as conventional WiFi
technologies (i.e. compliant with the IEEE 802.11 family

of standards) and/or VLC technologies, where the con-
text requires or allows this.
[0278] Furthermore, while the above description de-
scribes the aggregation layer as providing a bridge to the
cellular network for communication devices that are at
the edges of cells, the skilled reader will appreciate that
dynamic coverage "blackspots" may arise elsewhere
within radio coverage regions (for example, due to equip-
ment malfunction, unusual usage patterns, and/or fea-
tures of the natural or built environment).
[0279] The reader will furthermore appreciate that as-
pects of the foregoing disclosure apply equally and with-
out loss of generality to aggregators (and candidate ag-
gregators) that are fixed in a single location as to aggre-
gators (and candidate aggregators) that are in an alter-
native mobility state: such as nomadic or mobile.
[0280] It will also be well understood by persons of or-
dinary skill in the art that whilst the described embodi-
ments implement certain functionality by means of soft-
ware, that functionality could equally be implemented
solely in hardware (for example by means of one or more
ASICs (application specific integrated circuit)) or indeed
by a mix of hardware and software. As such, the scope
of the present invention should not be interpreted as be-
ing limited only to being implemented in software.
[0281] Lastly, it should also be noted that whilst the
accompanying claims set out particular combinations of
features described herein, the scope of the present in-
vention is not limited to the particular combinations here-
after claimed, but instead extends to encompass any
combination of features or embodiments herein dis-
closed irrespective of whether or not that particular com-
bination has been specifically enumerated in the accom-
panying claims at this time.

Claims

1. A method for providing a map of coverage within a
telecommunication network, said telecommunica-
tion network comprising

- a plurality of communication devices including
first communication devices (901, 1001, 1101)
and second communication devices (902, 1002,
1102) and
- a central controller (903, 1003, 1103),

the method comprising:

- activating (1110) one or more second commu-
nication devices to broadcast beacon signals at
specific one or more radio frequency RF bands,
wherein the beacon signals enable one or more
first communication devices to make measure-
ments (1111);
- receiving (1112) at the central controller meas-
urements (1111) from the one or more first com-
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munication devices, said measurements based
on the beacon signals (905, 1005, 1105) re-
ceived at said one or more first communication
devices; and 1
- creating (1113), using the measurements, by
the central controller a coverage map (1114),
wherein the coverage map is indicative of the
coverage that the second communication devic-
es can provide for the first communication de-
vices.

2. A method according to claim 1, wherein the second
communication devices are communication devices
that are configurable to act as aggregators, and the
central controller is an aggregator central controller.

3. A method according to claim 1 wherein the central
controller instructs said one or more second com-
munication devices to activate.

4. A method according to any one of the above claims
wherein the activation of one or more second com-
munication devices is performed periodically.

5. A method according to any one of the above claims
wherein the one or more RF bands are non-cellular
bands close to the cellular bands to be used in the
RAN.

6. A method according to any of claims 1 to 4 wherein
the one or more RF bands are cellular bands to be
used in the RAN.

7. A method according to claim 6, wherein the one or
more second communication devices (602) are ac-
tivated to broadcast said beacon signals in a barred
state.

8. A method according to any one of the above claims
further comprising activating one or more of the sec-
ond communication devices as an aggregator based
on at least the coverage map.

9. A method according to claim 2, wherein the second
communication devices comprise second communi-
cation devices which are not currently acting as ag-
gregators and/or second communication devices
which are already acting as aggregators.

10. A method according to any one of the above claims,
wherein the telecommunication network further com-
prises a core network (CN) and a radio access net-
work (RAN), and wherein the first communication
devices are communication devices connected to
the CN via the RAN, and which are candidate to be
connected to the CN via the second communication
devices.

11. A method according to any one of the above claims,
wherein creating the map of coverage comprises es-
timating, for each of the first communication devices,
a pathloss with each relevant second communica-
tion device.

12. A method according to claim 11, wherein the esti-
mated pathloss is based on the measurements re-
ported by the one or more first communication de-
vices which have received the relevant beacon sig-
nal.

13. A central controller adapted to

- communicate with communication devices in
a telecommunication system,
- receiving measurements from one or more first
communication devices, following a method ac-
cording to any of claims 1 to 12 and
- creating a map of the coverage following a
method according to any one of claims 1 to 12,
wherein the map of the coverage is indicative of
the coverage that the second communication
devices can provide for the first communication
devices.

14. An application comprising means for

- enabling a first communication device to acti-
vate a measuring function,
- using said function, measuring signals re-
ceived from a second communication device, at
specific radio frequency RF bands via an aggre-
gation connection, and
- sending said measurements to a central con-
troller, following a method according to any of
claims 1 to 12.

15. A communication device comprising means for be-
ing activated to broadcast beacon signals capable
of being received by one or more communication
devices, at one or more radio frequency RF bands,
following a method according to any of claims 1 to 12.
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