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(54) SPROUTER

(57) Sprouter (1) comprising a box-shaped container
(2) and one or more bored transverse sprouting dia-
phragms (3) positionable inside said box-shaped con-
tainer at different heights, said box-shaped container (2)
further comprising at least one opening (4) for inserting
said one or more bored diaphragms and a plurality of
modules (100) combinable by stacking, said plurality of
combinable modules comprising a lower module (101)
provided with a lower base (101a), an upper module (102)
provided with an upper covering element (102a) and one
or more intermediate modules (103) comprised between
said upper module and said lower module, one or more
modules of said plurality of modules being provided with

a couple of transverse guides (40) arranged on opposite
sides to bear at least one diaphragm of said one or more
diaphragms, said sprouter further comprising irrigating
means (130) comprising at least one vessel (131) for
containing the irrigation liquid, at least one pump (132)
and at least one channeling line (133) to channel, by
means of said at least one pump, said irrigation liquid to
said upper module, characterized in that said channeling
line comprises a plurality of ducts (164), each duct being
constrained to the respective module of said plurality of
stackable modules so that the ducts (164) of two con-
secutive stackable modules, at least when stacked, are
sealingly combinable to one another.
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Description

[0001] The present invention concerns a sprouter.
[0002] According to the known art, sprouters are used
to promote the growth of sprouts, including those used
for food and grown indoors.
[0003] It is known that such devices comprise a box-
shaped container and one or more transverse sprouting
diaphragms, or trays, positioned inside the box-shaped
container at different heights. Such box-shaped contain-
er in turn comprises a front opening for inserting the afore-
said diaphragms and a door that can be combined with
the opening for the closing and opening of the box-
shaped container.
[0004] For example, the Chinese Utility Model
CN204616313U, in the name of HUBEI CERES TECH-
NOLOGY CO LTD, describes a sprouter comprising a
box-shaped container provided with a rigid door and a
plurality of trays. The sprouter described in the Chinese
Patent also comprises a lower reservoir and a pump to
make water, or the irrigation liquid of the sprouts, circulate
inside the box-shaped container. The water is sprayed
above by means of special nozzles. Finally, the container
is provided with an opening for the internal ventilation of
the box-shaped container. The Chinese document
CN20440882, in the name of CHONGQING KAIRUI AG-
RICULTURAL DEV CO LTD et alii, describes a solution
similar to the one described in the Patent
CN204616313U described above. In particular, this doc-
ument describes a sprouter comprising a first fan adapted
to make air circulate inside the box-shaped container and
a second fan adapted to introduce fresh air inside the
box-shaped container and to release consumed air out-
side of it after the same has been recirculated for a certain
period inside the box-shaped container, thanks to the
internal fan.
[0005] The document CN104365221, in the name of
GU MINGTAO describes a sprouter rather similar to the
one described in the document CN20440882. In the
CN104365221 solution, the sprouter further comprises
a series of sensors, such as humidity and temperature
sensors, adapted to vary the climatic conditions of the
sprouting chamber.
[0006] However, the aforesaid solutions are not with-
out drawbacks. In particular, the aforesaid solutions al-
ways comprise a door that completely covers the opening
for the access to the diaphragms on which the seeds
used for the growth of the sprouts are deposited and thus
do not ensure an adequate passage of air between the
outside and inside of the sprouter. This can result in the
immediate generation of unpleasant smells in the room
or place in which the sprouter is positioned and, shortly
after, in the eventual molding of the sprouts and in a high
risk of condense forming inside with the consequent pres-
ence of bacterial loads. Instead, other solutions provide
a passage of air between the inside and outside of the
sprouter, with a closed door, however obtained through
the presence of mechanical and electric elements such

as, for example, one or more fans that considerably com-
plicate the sprouter both in terms of structure and assem-
bly. Moreover, a further disadvantage of the solutions of
the known art is that the user cannot effectively modify
the volume of the box-shaped container in which to allow
or prevent the exchange of air inside it. Therefore, an
object of the present invention is to achieve a sprouter
that excludes a priori the condition prerequisite for the
formation of molds and condensations inside the sprout-
er, with a consequent presence of bacterial loads.
[0007] A further object of the present invention is to
achieve a simple sprouter from both a structural and con-
structive point of view.
[0008] Finally, an object of the present invention is to
implement an easy-to-use sprouter capable of ensuring
greater flexibility of use.
[0009] These and other objects are achieved by a
sprouter comprising a box-shaped container and one or
more bored transverse sprouting diaphragms positiona-
ble inside said box-shaped container at different heights,
said box-shaped container further comprising at least
one opening for inserting said one or more bored dia-
phragms and at least one door constrained to said box-
shaped container and combinable to cover said opening
of said box-shaped container, characterized in that said
at least one door comprises at least one curtain slidingly
constrained to said box-shaped container so that to be
able to lengthen, or shorten, in order to cover at least
partially, or completely, said at least one opening, and in
that said at least one curtain comprises a plurality of holes
for the passage of air inside said box-shaped container.
[0010] This solution therefore allows to achieve the ob-
jects mentioned. In fact, the use of a curtain makes it
possible to increase or decrease the passage section of
air inside the box-shaped container in order to allow or
prevent the passage of air inside the box-shaped con-
tainer based on the number of shelves actually used by
the user. Therefore, in practice, the curtain allows to cov-
er at least partially, or completely, said at least one open-
ing, or between two consecutive diaphragms, or between
a diaphragm and the upper, or lower, edge delimiting the
opening of the box-shaped container.
[0011] According to a first embodiment of the invention,
this curtain can be wound around a winding axis. More-
over, the sprouter comprises winding means to wind said
curtain; these winding means comprise at least one ro-
tation shaft around which said at least one curtain can
be wound, wherein said rotation shaft has a longitudinal
axis coinciding with said winding axis.
[0012] According to a further embodiment of the inven-
tion, said curtain is of the pleated type, or foldable/stretch-
able. In this case, the sprouter comprises means to
fold/stretch said pleated curtain, wherein said means
comprise at least one flat-base stop rod on which said
pleated curtain completely folds.
[0013] According to the invention, said at least one
opening is defined by a least one upper edge and at least
one lower edge; said at least one rotation shaft, or said
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stop rod, is therefore arranged at either said upper edge
or said lower edge.
[0014] Moreover, and always according to the inven-
tion, said curtain is sized so that its weight is such as to
maintain it in a stable position in a plurality of different
positions as it gradually lengthens or shortens.
[0015] Both according to the first and second embod-
iment of the invention, the sprouter comprises at least
one linear guide to guide the lengthening/shortening of
said curtain; such at least one linear guide is constrained
to said box-shaped container in a substantially parallel
direction to that of the lengthening/shortening of the cur-
tain. Moreover, according to a particular embodiment of
the invention, said rotation shaft, or said at least one stop
rod, can slide along said at least one guide and can be
reversibly stopped in a plurality of positions.
[0016] Moreover, the holes of said plurality of holes in
the curtain are preferably less than 2 mm in size and
anyhow capable of ensuring a continuous passage of air
inside and outside of the sprouter. It should be noted that
the term hole refers to any opening of geometric, or cir-
cular, or rectangular shape that is anyhow less than 2
mm in diameter or length or width. In practice, this solu-
tion advantageously makes it possible to completely cov-
er the opening of the box-shaped container and to both
allow the exchange of air between the inside and outside
of the container and to prevent insects, such as gnats,
mosquitoes or other, from accessing the container and
thus from compromising the hygiene of the sprouts grow-
ing. Therefore, in practice, thanks to the presence of such
holes of such reduced size, it is also possible to only
partially cover said at least one opening so as to only
cover the access to the bored diaphragms on which the
sprouts were planted and to anyhow allow the passage
of air at said section of the covered opening. It should be
noted that a simple cotton curtain, therefore breathable,
would not be suitable for solving the aforesaid technical
problems since it would not allow the passage of air be-
tween the inside and outside of the sprouter. Moreover,
a curtain made of cotton or similar would be subject to
molds and/or to retain humidity inside the sprouter with-
out being able to provide a suitable exchange of air be-
tween the inside and outside of the sprouter. Therefore,
the holes must be greater than a certain size in order to
ensure the aforesaid passage of air, preferably greater
than 0.7 mm.
[0017] Always according to the invention, said box-
shaped container comprises a plurality of modules com-
binable by stacking. In particular, said plurality of com-
binable modules comprises a lower module provided with
a lower base, an upper module provided with an upper
covering element and one or more intermediate modules
comprised between said upper module and said lower
module. Each intermediate module is provided with a
couple of transverse guides arranged on opposite sides
in order to bear at least one diaphragm of said one or
more diaphragms. This solution is supported by the pres-
ence of a door of the curtain type that can be stretched

in length according to the final height of the box-shaped
container, therefore according to the number of interme-
diate diaphragms selected by the user, who can therefore
advantageously customize the use around the need.
[0018] Always according to this embodiment, the
sprouter comprises connecting means to connect said
one or more modules of said plurality of modules by
stacking them removably; said connecting means com-
prise at least one jutting portion and at least one corre-
sponding recessed portion that can be shape coupled to
said jutting portion, wherein each module of said plurality
of modules comprises at least one jutting portion and/or
at least one recessed portion so as to couple by staking
to a module placed below and/or to a module arranged
above.
[0019] Moreover, according to a particular aspect of
the invention, the sprouter comprises irrigating means in
turn comprising at least one vessel for containing the
irrigation liquid, at least one pump and at least one chan-
neling line to channel, by means of said at least one
pump, said irrigation liquid towards said upper module.
[0020] Preferably, said upper module comprises a de-
livering plate to deliver the irrigation liquid. Such irrigating
plate is provided with a plurality of irrigating nozzles and
is arranged at a lower level than said upper cover.
[0021] Advantageously, said channeling line compris-
es a plurality of ducts. Each duct is constrained to the
respective module of said plurality of combinable mod-
ules so that the ducts of two consecutive modules, at
least when stacked, are sealingly combined to one an-
other.
[0022] Finally, the sprouter comprises a box-shaped
container and one or more bored transverse sprouting
diaphragms positionable inside said box-shaped con-
tainer at different heights, said box-shaped container fur-
ther comprising at least one opening for inserting said
one or more bored diaphragms and a plurality of modules
combinable by stacking, said plurality of combinable
modules comprising a lower module provided with a low-
er base, an upper module provided with an upper cover-
ing element, and one or more intermediate modules com-
prised between said upper module and said lower mod-
ule, one or more modules of said plurality of modules
being provided with a couple of transverse guides ar-
ranged on opposite sides in order to bear at least one
diaphragm of said one or more diaphragms, said sprouter
further comprising irrigating means comprising at least
one vessel for containing the irrigation liquid, at least one
pump and at least one channeling line to channel, by
means of said at least one pump, said irrigation liquid to
said upper module, characterized in that said channeling
line comprises a plurality of ducts, each duct being con-
strained to the respective module of said plurality of
stackable modules so that the ducts of two consecutive
stackable modules, at least when stacked, are sealingly
combinable to one another.
[0023] This solution therefore makes it possible to ex-
ploit the channeling ducts combined with the modules
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and to use them both for the passage of the irrigation
liquid as position centering and locking elements for the
stacking of the modules. Moreover, this solution further
makes it possible to quickly assemble/disassemble the
sprouter and/or to raise or lower its height according to
the production needs required. Moreover, thanks to this
solution and regardless of the number of modules used,
it will always be possible to create a channeling line that
brings the irrigation liquid from the lower container to the
upper module in order to deliver it to the diaphragms with-
out also having to assembly the channeling line, since it
will already be assembled once the modules will be
stacked correctly among one another.
[0024] These and other aspects of the present inven-
tion will be clearer to the field technician from the following
description of a preferred embodiment of the present in-
vention, provided by way of example and not limiting,
with reference to the figures attached, wherein:

figures 1A, 1B and 1C show axonometric views of
the sprouter according to a first embodiment of the
invention, with a winding curtain arranged in three
different positions;
figures 2A and 2B show two axonometric views of
the sprouter according to a second embodiment, with
a pleated curtain arranged in two different positions;
figure 3 shows a sectional longitudinal view of the
sprouter both according to the first and second em-
bodiment;
figure 4 shows a sectional longitudinal view of a
sprouter according to a third embodiment of the in-
vention;
figure 5A shows an axonometric view of the sprouter
according to the embodiment shown in figure 4, but
with one module less compared to the one shown in
figure 4;
figures 5B and 5C respectively show a front and ax-
onometric view of the sprouter in figure 5A with the
curtain in two different positions;
figures 6A and 6B respectively show a view of the
side of a module of the sprouter and a series of sides
assembled to one another on several modules of the
sprouter.

[0025] With particular reference to these figures, the
number 1 was used to denote a sprouter according to
the invention.
[0026] A first embodiment of the invention is shown in
figures 1A, 1B and 1C. In these figures, the sprouter 1
comprises a box-shaped container 2 and three bored
transverse sprouting diaphragms 3 positionable in the
box-shaped container 2 at different heights. According
to the known art, a certain quantity of seeds for the con-
trolled growth of the sprouts is arranged on these bored
diaphragms 3. Although in the attached drawings these
bored diaphragms 3 are always shown in a quadrilateral,
or rectangular, shape, a circular type of bored dia-
phragms 3 would anyhow be included in the protection

scope of the present invention. These circular dia-
phragms 3 are advantageously used in combination with
a box-shaped container 4 with quadrilateral cross-sec-
tion, since on the four corners of the quadrilateral, when
diaphragms are inserted, there are air passages that im-
prove the circulation of the air between two overlapping
contiguous diaphragms.
[0027] The box-shaped container 2 further comprises
a front opening 4 and a door 5 combinable with the open-
ing 4 arranged on the front side 2a of the box-shaped
container 2. Advantageously, the door 5 comprises a cur-
tain that can be wound around a winding axis X and which
is constrained to slide along the container 2 so as to
lengthen or shorten and to thus cover, at least partially,
the front opening 4. The curtain 5 further comprises a
plurality of holes 20 for the passage of air inside the box-
shaped container 2. Figures 1A, 1B and 1C show three
different positions in which the curtain 5 is once unwound,
also to vary the section of the opening 4 for the passage
of air between the inside I and outside E of the box-
shaped container 2, and to thus prevent the new sprouts
from molding, thanks to the fact that it promotes the ex-
change of air inside the box-shaped container 2.
[0028] Although the embodiment provides the pres-
ence of a single front opening 4, it should anyhow be
noted that the presence of a further opening, on the back
side 2b of the box-shaped container 2 for example, com-
bined with a further door 5 of the curtain type, would an-
yhow be included in the protection scope of the present
invention. This would moreover make it possible to con-
siderably increase the exchange of air inside of the
sprouter 1.
[0029] Moreover, the sprouter 1 comprises winding
means for the curtain 5. These winding means comprise
a rotation shaft 6 around which the curtain can be wound.
This rotation shaft 6 has a longitudinal axis coinciding
with the winding/unwinding axis X of the curtain 5. In par-
ticular, the front opening 4 is defined by an upper edge
4a, two side edges 4b and a lower edge 4c. The rotation
shaft 6 is constrained to the front side 2a of the box-
shaped container 2 and is, preferably, aligned to and at
the upper edge 4a of the opening 4. This way, the curtain
5 is unwound starting from the upper edge 4a in direction
of the lower one 4c and wound in direction of the upper
edge 4a. It should be noted that, in figure 1A, the curtain
5 is positioned to cover the highest section of the opening
4 comprised between the diaphragm 3 that is at a higher
height and the upper edge 4a that defines the opening
4, in figure 2B the curtain 5 is positioned to cover the
section of the opening 4 comprised between the upper
edge 4a and the diaphragm 3 arranged at a lower height,
finally, in figure 1C the curtain 5 completely covers the
opening 4.
[0030] According to the embodiment herein described,
the winding curtain 5 is sized so that its weight is such
as to maintain it in a stable position in a plurality of dif-
ferent positions as it gradually lengthens/shortens.
[0031] According to the embodiment described in fig-
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ures 1A and 1C attached, the sprouter 1 comprises two
linear guides 10 in order to guide the lengthening/short-
ening of the curtain 5 along the edges 5a. These two
linear guides 10 are constrained integrally to the front
side 2a of the box-shaped container 2, in a Y direction
parallel to the lengthening/shortening direction of the cur-
tain 5 and orthogonally to the one of said winding axis X.
In particular, these two linear guides 10 are arranged
along the respective side edge 4b of the opening 4 of the
box-shaped container 4. Alternatively, in an embodiment
not shown herein, the sprouter 1 comprises elastic return
means for the winding curtain 5 to force the rotation shaft
6 to always rotate in the winding direction of the curtain
and a plurality of pairs of engaging elements combined
at various heights along the two side edges 4b of the
opening 4 of the box-shaped container 2, which are cou-
plable with two fastening elements arranged on the lower
end of the curtain 5 at the diaphragms 3. This way, the
curtain 5, alternatively to the embodiment herein de-
scribed and shown, would be constrained to these en-
gaging elements at different heights.
[0032] The winding means for the curtain 5 can further
comprise, in an embodiment not shown herein, a cord to
lengthen or shorten the curtain 5.
[0033] Figures 2A and 2B show two variants of a sec-
ond embodiment of the invention that are rather similar
to the one shown in figures 1A and 1C, but which are
nonetheless different than the latter since the curtain 5
is of the pleated type ("plissé type"), or foldable on itself
and not winding. Also in this case, the curtain 5 is however
slidingly constrained to the box-shaped container 2 in
order to lengthen or shorten to cover at least partially, or
completely, the opening 4. Also in this case, the pleated
curtain 5 further comprises a plurality of holes 20 for the
passage of air inside the box-shaped container 2.
[0034] As shown in figures 2A and 2B, the sprouter 1
comprises means 60 for folding/stretching the pleated
curtain 5. In figure 2A, these folding/stretching means
comprise a single flat-base stop rod 61 on which the cur-
tain 5 completely folds. In particular, the stop rod 61 is
fixed on the front side 2a of the box-shaped container 2,
at the upper edge 4a of the opening 4 of the box-shaped
container 4. In figure 2B, these folding/stretching means
comprise two flat-base stop rods 61 on which the curtain
5 completely folds. As will be clearer below in the last
embodiment shown in figure 2B, the two rods 61 are not
fixed at the upper 4a or lower 4c edge of the opening 4
of the box-shaped container 2, but slidingly in a plurality
of positions. These two stop rods 61 are arranged on the
respective ends of the curtain 5.
[0035] The pleated curtain 5 is still sized so that its
weight is such as to maintain it in a stable position in a
plurality of different positions as it gradually length-
ens/shortens. The means 60 can further comprise, in an
embodiment not shown herein, a cord to lengthen or
shorten the pleated curtain 5.
[0036] As in the embodiment described in figures 1A-
1C, also in the second embodiment of the invention

shown in figures 2A and 2B, the sprouter 1 comprises
two linear guides 10 in order to guide the lengthen-
ing/shortening of the pleated curtain 5 along the side edg-
es 5a. These two linear guides 10 are constrained inte-
grally to the box-shaped container 2, in a Y direction sub-
stantially orthogonal to the lengthening/shortening one
of the curtain 5. In particular, these two linear guides 10
are constrainably arranged on the front side 2a of the
box-shaped container 2, along the respective side edge
4a of the opening 4 of the box-shaped container 2.
[0037] As mentioned above, in figure 2B, the two stop
rods 61 can slide along the two guides 10 and are re-
versibly lockable in a plurality of positions so as to make
it possible to also cover a section of the opening 4 that
is between the two consecutive bored diaphragms 3,
without being forced to always cover the section of the
opening 4 that is between the upper 4a or lower 4b edge
of the opening 4 of the box-shaped container 2 and the
nearest bored diaphragm 3.
[0038] Also in the first embodiment, the rotation shaft
6 can also slide along the two guides 10 and reversibly
lockable in a plurality of different positions without there-
by departing from the protection scope of the present
invention.
[0039] Moreover, the holes 20 of the curtain 5, whether
winding or pleated, are less than 2 mm in size and, an-
yhow, sized so as to prevent insects from accessing the
box-shaped container 2 at the section of the opening 4
covered by the curtain 5. This makes it possible to obtain
a sufficient exchange of air inside the box-shaped con-
tainer 2 and to simultaneously prevent insects from pen-
etrating the boxed-shaped container 2 when the curtain
is lowered to cover partially, or completely, the front open-
ing 4. In any case, these holes 20 are spread out over
the entire surface of the curtain 5, like a mosquito net, to
ensure the passage of air between the inside I and the
outside E of the box-shaped container 2 under any con-
dition, even with the curtain 5 completely lowered to com-
pletely cover the front opening 4. The curtain is made of
a glass fiber net, or of a plastic material such as PVC for
example, or anyhow of another material with similar char-
acteristics.
[0040] The diaphragms 3 are positioned between the
box-shaped container 2, leaning on appropriate couples
of transverse profiles 40 arranged cantileverly on the in-
ner side 22a of the two side walls 22 of the box-shaped
container 2.
[0041] As shown in figure 3, the sprouter 1, both in the
first and in the second aforesaid embodiments, further
comprises irrigating means 130 that in turn comprise a
vessel 131 for containing the irrigation liquid, i.e. water
eventually mixed to nutritive substances, a pump 132
and a line 133 for channeling the irrigation liquid in direc-
tion of the upper wall 23 of the box-shaped container 2
by means of the pump. It should be noted that the vessel
131 is contained under the box-shaped container 2 and
that the pump 132, of the immersion type, is contained
within the vessel 131 of the irrigation liquid. Finally it
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should be specified that, in other embodiments, the pump
can be outside of the sprouter without thereby departing
from the protection scope of the present invention.
[0042] The channeling line 133 runs along a side wall
22 of the box-shaped container 2 and ends at the upper
wall 23 of the box-shaped container 2. According to the
invention, the upper wall 23 comprises a delivering plate
134 in order to deliver the irrigation liquid. This delivering
plate 134, which is arranged parallel to the upper side 2c
of the box-shaped container, is provided with a plurality
of irrigating nozzles 135. According to a third embodiment
of the invention, the box-shaped container 2 comprises
a plurality of modules 100 combinable by stacking.
[0043] According to the embodiment shown in figure
4, the plurality of combinable modules 100 comprises a
lower module 101 provided with a lower base 101a, an
upper module 102 provided with an upper removable
covering element 102a, and two intermediate modules
103 comprised between the upper module 102 and the
lower module 101. Each intermediate module 103 and
lower module 102 are further provided with a couple of
transverse profiles 40 arranged inside the opening 4 in
order to bear the respective diaphragm 3 of the three
diaphragms 3 used in the sprouter 1 shown in figure 3.
Instead, figure 5A shows a sprouter 1, wherein there is
only one intermediate module 103 and two diaphragms
3. In other embodiments not shown herein, the number
of intermediate modules 103 can also be greater than
two, such as three or four or more for example, without
thereby departing from the protection scope of the
present invention.
[0044] It should be noted that in a variant of this third
embodiment not shown herein, the height of the interme-
diate module 103 and of the lower 101 and upper 102
modules, as the respective widths and lengths, are iden-
tical without thereby departing from the protection scope
of the present invention. This solution makes it possible
to mold the modules 100 of the box-shaped container 4
by using a single mold.
[0045] The modules 100 of the box-shaped container
can alternatively further be obtained by means of a 3D
printer.
[0046] As shown in figures 4 and 5A to 5C, the sprouter
1, according to the third embodiment, further comprises
means 200 for connecting, by stacking and removably,
the modules 101, 102 and 103. These connecting means
200 by stacking comprise a jutting portion 201 and a cor-
responding recessed portion 202 couplable by shape to
the jutting portion 201. In particular, the lower module
101 comprises a jutting portion 201 arranged on the up-
per side 101b and couplable with a recessed portion 202
arranged on the lower side 103a of the intermediate mod-
ule 103 arranged above the aforesaid lower module 101.
Moreover, the intermediate module 103 further compris-
es a jutting portion 201 arranged on its upper side 103b.
The intermediate modules 103 are all identical in shape
and size, therefore, the last module to be stacked, the
upper module 102, comprises a recessed portion 202

arranged on its lower side 102b that couples with the
jutting portion 201 arranged on the upper surface 103b
of the intermediate module 103 at higher height. Accord-
ing to the embodiment described herein, the jutting por-
tion 201 and the recessed portion 202 extend in vertical
direction.
[0047] According to the embodiment shown in figure
5A, the sprouter 1 further comprises irrigating means 130
that in turn comprise a vessel 131 for containing the irri-
gation liquid, i.e. water eventually mixed to nutritive sub-
stances, a pump 132 and a line 133 for channeling the
irrigation liquid in direction of the upper module 102 by
means of the pump. It should be noted that the vessel
131 is contained between the lower module 101 and that
the pump 132 is of the immersion type and is contained
within the vessel 131 of the irrigation liquid.
[0048] According to the invention, the upper module
102 comprises a delivering plate 134 in order to deliver
the irrigation liquid. This delivering plate 134 is provided
with a plurality of irrigating nozzles 135 and is arranged
at the upper wall 23 of the box-shaped container 2, at a
lower level compared to the upper covering 102a so that
this plate 134 can also be inspected. Both the delivering
plate 134 and the plurality of nozzles 135 are also present
in the first and second embodiments of the invention de-
scribed above and shown in figures 1A-1C, 2A-2B and
3. Although not shown in those figures, the embodiment
can however further comprise an upper covering 102a
removable for the inspection of the delivering plate 134
arranged at the upper wall 23.
[0049] Moreover, the channeling line 133 comprises a
plurality of ducts 164 each of which is constrained to the
respective module 101, 102 and 103 of the plurality of
combinable modules 100 so that the ducts 164 of the two
consecutive modules, at least when stacked, are seal-
ingly combined to one another. This way, regardless of
the number of modules, it will always be possible to create
a channeling line 133 that brings the irrigation liquid from
the lower vessel 131 to the upper module 102 in order
to deliver it to the diaphragms 3 by using the irrigating or
delivering plate 134 without thereby having to also as-
semble the channeling line 133, since it will already be
assembled once the modules 100 will be stacked cor-
rectly among one another. Finally, the ends 164a and
164b of each duct 164 of said plurality of ducts are ob-
tained so that they can be arranged, respectively, at the
jutting portion 201 and at the recessed portion 202 cou-
plable by shape to the jutting portion 201.
[0050] It should be noted that the lengthening/shorten-
ing curtain door 5 is advantageously used in this sprouter
1 of the type made up with combinable modules 100
since, independently from the number of intermediate
modules 103 used, it will always be possible to complete-
ly or partially cover the front opening 4 by winding the
curtain 5 to an appropriate length according to the
number of intermediate modules 103 used. It should how-
ever be noted that, although a sprouter 1 provided with
a lengthening/shortening door 5 comprising a winding or
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pleated curtain has been described up to this point, a
solution of the type described in the third embodiment,
i.e. a box-shaped container 2 of the modular type but
without a curtain door 5, as described below, may also
be protected per se.
[0051] In practice, it would be a sprouter 1 comprising,
in its essential implementation, a box-shaped container
2 and one or more transverse sprouting diaphragms 3
positionable inside said box-shaped container 2 at differ-
ent heights and advantageously removable, wherein said
box-shaped container 2 further comprises at least one
opening 4 and a plurality of modules 100 combinable by
stacking.
[0052] In particular the sprouter 1, in its most simple
embodiment, comprises a box-shaped container 2 and
one or more bored transverse sprouting diaphragms 3
positionable inside said box-shaped container at different
heights, said box-shaped container 2 further comprising
at least one opening 4 for inserting bored diaphragms
and a plurality of modules 100 combinable by stacking.
Always in its most simple embodiment, said plurality of
combinable modules 100 comprises at least one lower
module 101 provided with a lower base 101a, at least
one upper module 102 provided with an upper covering
element 102a, advantageously removable, and one or
more intermediate modules 103 comprised between said
upper module 102 and said lower module 101. Moreover,
one or more modules 101, 102 and/or 103 can be pro-
vided with a couple of transverse profiles 40 arranged
inside the opening 4 in order to bear the respective dia-
phragm 3 of the plurality of diaphragms 3 used in the
sprouter 1, such as shown in figure 4 or 5A for example.
In its essential embodiment, the sprouter further com-
prises irrigating means 130 comprising at least one ves-
sel 131 for containing the irrigation liquid, at least one
pump 132 and a line for channeling 133 the irrigation
liquid to the upper module by means of the pump 132.
Advantageously, the channeling line 133 comprises a
plurality of ducts 164, wherein each duct is constrained
to the respective module of the plurality of stackable mod-
ules 100 so that the ducts 164 of the two consecutive
stackable modules, at least when stacked, are sealingly
combinable to one another.
[0053] In other embodiments, the sprouter 1 will then
comprise one or more of claims 2 to 15.
[0054] Moreover, this type of sprouter 1 devoid of a
door 5 in its essential implementation, further comprises
means 200 for connecting, by stacking and removably,
the modules 101, 102 and 103. These connecting means
200 by stacking comprise a jutting portion 201 and a cor-
responding recessed portion 202 couplable by shape to
the jutting portion 201. In particular, the lower module
101 comprises a jutting portion 201 arranged on the up-
per side 101b and couplable with a recessed portion 202
arranged on the lower side 103a of the intermediate mod-
ule 103 arranged above the aforesaid lower module 101.
Moreover, the intermediate module 103 further compris-
es a jutting portion 201 arranged on its upper side 103b.

The intermediate modules 103 are all identical in shape
and size, therefore, the last module to be stacked, the
upper module 102, comprises a recessed portion 202
arranged on its lower side 102b that couples with the
jutting portion 201 arranged on the upper surface 103b
of the intermediate module 103 at higher height. Accord-
ing to the embodiment described herein, the jutting por-
tion 201 and the recessed portion 202 extend in vertical
direction.
[0055] Moreover, the sprouter 1 can further comprise
irrigating means 130 that in turn comprise a vessel 131
for containing the irrigation liquid, i.e. water eventually
mixed to nutritive substances, a pump 132 and a line 133
for channeling the irrigation liquid in direction of the upper
module 102 by means of the pump. It should be noted
that the vessel 131 is contained between the lower mod-
ule 101 and that the pump 132 is of the immersion type
and is contained within the vessel 131 of the irrigation
liquid. Moreover, the upper module 102 comprises a de-
livering plate 134 in order to deliver the irrigation liquid.
This delivering plate 134 is provided with a plurality of
irrigating nozzles 135 and is arranged at the upper wall
23 of the box-shaped container 2, at a lower level com-
pared to the upper covering 102a so that this plate 134
can also be inspected.
[0056] Moreover, as already mentioned above for the
most simple embodiment, the channeling line 133 can
comprise a plurality of ducts 164 each of which is con-
strained to the respective module 101, 102 and 103 of
the plurality of combinable modules 100 so that the ducts
164 of the two consecutive modules, at least when
stacked, are sealingly combinable to one another. This
way, regardless of the number of modules used, it will
always be possible to create a channeling line 133 that
brings the irrigation liquid from the lower vessel 131 to
the upper module 102 in order to deliver it to the dia-
phragms 3 by using the irrigating or delivering plate 134
without thereby having to also assemble the channeling
line 133, since it will already be assembled once the mod-
ules 100 will be stacked correctly among one another.
Finally, the ends 164a and 164b of each duct 164 of said
plurality of ducts are obtained so that they can be ar-
ranged, respectively, at the jutting portion 201 and at the
recessed portion 202 couplable by shape to the jutting
portion 201.
[0057] Also in this embodiment, it should be noted that
the curtain door 5, whether winding or pleated and any-
how lengthening/shortening, although not essential, is
advantageously used in this sprouter 1 of the type ob-
tained with combinable modules 100 since, independ-
ently from the number of intermediate modules 103 used,
it will always be possible to completely or partially cover
the front opening 4 by winding the curtain 5 of the appro-
priate length depending on the number of intermediate
modules 103 used. Therefore, in practice, this embodi-
ment will comprise the characteristics of the sprouter
comprised in the claims 1 to 10.
[0058] According to a particular embodiment of the in-
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vention shown in figures 6A and 6B, each module 101,
102 and 103 of the plurality of combinable modules 100
(not completely shown in the figures mentioned) com-
prises a respective side 101b, 102b, 103b that, in turn,
comprises two jutting portions 201 and two recessed por-
tions 202 so as to couple by stacking to the side of the
module placed below and/or to the side of the module
placed above. For example, as shown in figure 6B, the
three modules 101, 102 and 103 (not completely shown
as mentioned above, but only with reference to the re-
spective side) of the plurality of modules 100 have their
own side 101b, 102b and 103b further comprising a duct
164 of the channeling line 133. Always with reference to
figure 6B, the side 103b of the intermediate module 103
is hooked, at the bottom, to the side 101b of the lower
module 101 and, at the top, to the side 102b of the upper
module 102. This thanks to the jutting 201 and recessed
202 portions and the duct 164 of the channeling line 133.
[0059] It should be noted that the three sides shown in
figure 6B could be, in other embodiments, the three sides
103b of three intermediate modules 103. Advantageous-
ly, the sides 101b, 102b and 103b of the three modules
101, 102 and 103 are identical, as the sides parallel to
and opposite (not shown in the figure) the ones shown
in figure 6B, therefore, only one mold is needed to obtain
most of the box-shaped container 2 of the sprouter 1.

Claims

1. Sprouter (1) comprising a box-shaped container (2)
and one or more bored transverse sprouting dia-
phragms (3) positionable inside said box-shaped
container at different heights, said box-shaped con-
tainer (2) further comprising at least one opening (4)
for inserting said one or more bored diaphragms and
a plurality of modules (100) combinable by stacking,
said plurality of combinable modules comprising a
lower module (101) provided with a lower base
(101a), an upper module (102) provided with an up-
per covering element (102a) and one or more inter-
mediate modules (103) comprised between said up-
per module and said lower module, one or more mod-
ules of said plurality of modules being provided with
a couple of transverse guides (40) arranged on op-
posite sides to bear at least one diaphragm of said
one or more diaphragms, said sprouter further com-
prising irrigating means (130) comprising at least one
vessel (131) for containing the irrigation liquid, at
least one pump (132) and at least one channeling
line (133) to channel, by means of said at least one
pump, said irrigation liquid to said upper module,
characterized in that said channeling line compris-
es a plurality of ducts (164), each duct being con-
strained to the respective module of said plurality of
stackable modules so that the ducts (164) of two
consecutive stackable modules, at least when
stacked, are sealingly combinable to one another.

2. Sprouter according to claim 1, characterized by
comprising connecting means (200) to connect said
one or more modules of said plurality of modules by
stacking them removably, said connecting means
comprising at least one jutting portion (201) and at
least one corresponding recessed portion (202) that
can be shape coupled to said jutting portion, each
module of said plurality of modules comprising at
least one jutting portion and/or at least one recessed
portion so that to be stack coupled to a module
placed below and/or a module placed above.

3. Sprouter according to claim 1 or 2, characterized
in that said upper module (102) comprises a deliv-
ering plate (134) in order to deliver the irrigation liq-
uid, said irrigating plate being provided with a plural-
ity of irrigating nozzles (135) and being arranged at
the upper wall of said box-shaped container.

4. Sprouter according to one or more of claims 1 to 3,
characterized in that the ends (164a, 164b) of each
duct (164) of said plurality of ducts are made to be
arranged, respectively, at said at least one jutting
portion (201) and said at least one recessed portion
(202) that can be shape coupled to said jutting por-
tion.

5. Sprouter according to one or more of claims 1 to 4,
characterized in that said one or more bored dia-
phragms (3) have circular or rectangular shape.

6. Sprouter according to one or more of claims 2 to 5,
characterized in that each module (101, 102, 103)
of said plurality of combinable modules (100) com-
prises at least one side (101b, 102b, 103b) compris-
ing at least one jutting portion (201) and/or at least
one recessed portion (202) so as to couple by stack-
ing to the side of the lower module and/or to the side
of the upper module.

7. Sprouter according to claim 6, characterized in that
said at least one side (101b, 102b, 103b) of each
module (101, 102, 103) of said plurality of combina-
ble modules (100) further comprises said at least
one duct (164) of said plurality of ducts.

8. Sprouter according to claim 6 or 7, characterized
in that the sides (101b, 102b, 103b) of each module
(101, 102, 103) of said plurality of modules are iden-
tical.

9. Sprouter (1) according to one or more of claims 1 to
8, wherein said box-shaped container comprises at
least one door (5) constrained to said box-shaped
container and combinable to cover said opening of
said box-shaped container, characterized in that
said at least one door (5) comprises at least one
curtain slidingly constrained to said box-shaped con-
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tainer so as to be able to lengthen, or shorten, in
order to cover at least partially, or completely, said
at least one opening, and in that said at least one
curtain comprises a plurality of holes (20) so that the
air can cross said box-shaped container.

10. Sprouter (1) according to claim 9, characterized in
that said curtain can be wound around a winding
axis (x) and in that it comprises winding means for
said curtain, said winding means comprising at least
one rotation shaft (6) around which said at least one
curtain can be wound, said rotation shaft having a
longitudinal axis coinciding with said winding axis.

11. Sprouter according to claim 10, characterized in
that said at least one opening (4) is defined by at
least one upper edge (4a) and one lower edge (4c),
said at least one rotation shaft being arranged at said
upper edge (4a) or said lower edge (4c).

12. Sprouter according to claim 10 or 11, characterized
in that said curtain is sized so that its weight is such
as to maintain it in a stable position in a plurality of
different positions as it gradually lengthens/short-
ens.

13. Sprouter according to one or more of claims 9 to 12,
characterized by comprising at least one linear
guide (10) to guide the lengthening/shortening of
said curtain (5), said at least one linear guide (10)
being constrained to said box-shaped container in a
direction substantially parallel to the lengthen-
ing/shortening direction of said curtain (5).

14. Sprouter according to at least claims 10 and 13,
characterized in that said rotation shaft slides along
said at least one guide and can be reversibly stopped
in a plurality of positions.

15. Sprouter according to one or more of claims 9 to 14,
characterized in that said holes are less than 2 mm
in size.
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