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(54) DRIVE POWER SOURCE RETURN STABILITY IMPROVEMENT CIRCUIT

(57) The invention provides a circuit for improving
the stability of the backfeed of driving power supplies,
including a reference resistor, a current measuring resis-
tor, a comparator, a logic circuit, a driving circuit and a
load, and also including a control circuit, a current limiting
resistor, an energy storage capacitor, and a resistor for
generating a voltage difference of the residual current,
an output end of the comparator is connected to one end
of the current limiting resistor, the other end of the current
limiting resistor is simultaneously connected to one end
of the resistor for generating a voltage difference of the
residual current and an input end of the logic circuit, a
backfeed voltage between the current limiting resistor
and the resistor for generating a voltage difference of the
residual current is directed to the logic circuit, the other
end of the resistor for generating a voltage difference of
the residual current is connected to one end of the energy
storage capacitor. The described circuit structure in the
invention largely reduces current jitters and suppresses
current surges, increases safety and reliability of the cir-
cuit.
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Description

Technical Field

[0001] The present invention relates to a technical field
of driving power supplies, and in particular to a circuit for
improving the stability of the backfeed of driving power
supplies.

Background

[0002] A driving power supply (for example, a LED driv-
ing power supply) refers to a power converter that con-
verts a power supply (for example, high voltage and in-
dustrial frequency AC i.e., mains, low voltage and high
frequency AC such as an output of an electronic trans-
former etc.) into specific voltage and current to drive an
apparatus or device (e.g. LED lighting), that is, to convert
the power supply through a device such as a transformer
to a rated power suitable for the operation of the lighting
apparatus or device. In order to ensure the safe use of
the driving power supply, a backfeed circuit is generally
provided in the driving power supply system. The back-
feed circuit controls the function and application of the
driving power supply according to the back feed (back-
feed) result fed back by the corresponding current meas-
uring circuit or voltage measuring circuit (backfeed cur-
rent or backfeed voltage). A schematic diagram of the
structure of a conventional driving power supply back-
feed circuit applied to above-described driving power
supply is shown in FIG. 1. The circuit includes a driving
portion, a power supply portion, and a load portion.
Among them, the driving portion provides power to the
power supply portion. The driving portion includes an en-
ergy supply control circuit, and may also include a power
selection circuit and a logic circuit. The power supply por-
tion is responsible for powering the load portion. The pow-
er supply portion also includes a current measuring circuit
and/or a voltage measuring circuit to provide the back-
feed (backfeed current or backfeed voltage) feedback to
the driving portion. In the conventional driving power sup-
ply backfeed circuit, generally in the Direct Current por-
tion, a corresponding comparator circuit in the current
measuring circuit or the voltage measuring circuit is di-
rectly used to compare the load current (or voltage) with
a preset reference current (or voltage). And the result of
the comparison is fed back directly to the driving portion.
Due to the direct feedback of the current results, when
the driving power supply abnormally works or malfunc-
tions, or when the power is turned on, the current jitter
or current surge generated by the backfeed circuit of such
a structure will usually result in a deviation of the circuit
detection result, thereby resulting in mistakes when back-
feeding to the driving portion and when driving energy to
the power supply. Even, when the generated current jitter
or current surge peak is relatively large, it may easily
cause damage to the driving power supply and cause a
safety hazard. Therefore, the conventional driving power

supply backfeed circuit system does not meet the re-
quirements for the development of the functionality, safe-
ty, and reliability of the driving power supply.

Summary of the Invention

[0003] The invention aims at the problem that the ex-
isting driving power supply backfeed circuit can not deal
with the current jitter or current surge in the circuit due
to the direct feedback of current measuring result, there-
by causing that the driving power supplies tend to pro-
duce malfunctions and accidents, and proposes a novel
circuit for improving the stability of the backfeed of driving
power supplies. While implementing a current measuring
circuit and/or a voltage measuring circuit to provide back-
feed feedback to the driving circuit to control the driving
output function, the circuit can largely reduce current jit-
ters and suppress current surges by configuring a current
limiting resistor, a resistor for generating a voltage differ-
ence of the residual current, and an energy storage ca-
pacitor, thereby reducing the safety hazards of the circuit.
Therefore, the present invention can adapt to the devel-
opment requirements of functional, safety, and reliability
integrated in the driving power supply, thereby improving
the service life of the driving power supply device and
reducing the cost of the driving power supply system.
[0004] The technical solutions of the present invention
are as follows:
A circuit for improving the stability of the backfeed of driv-
ing power supplies includes a reference resistor, a cur-
rent measuring resistor, a comparator, a logic circuit, a
driving circuit, and a load. One end of the reference re-
sistor is connected to an input power supply. The other
end of the reference resistor is connected to an input end
of the comparator. One end of the current measuring
resistor is connected to the input power supply. The other
end of the current measuring resistor is connected simul-
taneously to the other input end of the comparator and
an output end of the load. An input end of the load is
connected to an output end of the driving circuit. The
circuit for improving the stability of the backfeed of driving
power supplies is also characterized in including a control
circuit, a current limiting resistor, an energy storage ca-
pacitor, and a resistor for generating a voltage difference
of the residual current. An output end of the comparator
is connected to one end of the current limiting resistor.
The other end of the current limiting resistor is simulta-
neously connected to one end of the resistor for gener-
ating a voltage difference of the residual current and an
input end of the logic circuit. A backfeed voltage between
the current limiting resistor and the resistor for generating
a voltage difference of the residual current is directed to
the logic circuit. The other end of the resistor for gener-
ating a voltage difference of the residual current is con-
nected to one end of the energy storage capacitor. The
other end of the energy storage capacitor is grounded.
An input end of the driving circuit is connected to an output
end of the control circuit. An input end of the control circuit
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is connected to an output end of the logic circuit.
[0005] A constant current source is also included, and
the other end of the reference resistor is connected to
the constant current source.
[0006] A configuration resistor is also included. The
control circuit has at least four input ends. The first input
end of the control circuit is inputted with a control voltage
signal. The second input end of the control circuit is con-
nected to the output end of the logic circuit. The third
input end of the control circuit is connected to one end
of the configuration resistor. The fourth input end of the
control circuit is connected to the other end of the refer-
ence resistor. The other end of the configuration resistor
is grounded.
[0007] The control circuit further has a fifth input end,
and the fifth input end of the control circuit is inputted with
a dimming voltage signal.
[0008] The value of the resistor for generating a voltage
difference of the residual current maintains the backfeed
voltage ranging from -10 mV to +10 mV.
[0009] The value of the configuration resistor main-
tains its partial voltage of IV.
[0010] The value of the reference resistor maintains its
partial voltage of 200mV.
[0011] The logic circuit is an inverter.
[0012] The control voltage in the control voltage signal
has a value ranging from 0-10V.
[0013] The dimming voltage in the dimming voltage
signal has a value ranging from 0-10V.
[0014] The technical effects of the present invention
are as follows:
The present invention provides a circuit for improving the
stability of the backfeed of driving power supplies, includ-
ing a reference resistor, a current measuring resistor, a
comparator, a logic circuit, a driving circuit and a load,
and also including a control circuit, a current limiting re-
sistor, a resistor for generating a voltage difference of
the residual current, and an energy storage capacitor.
One end of the reference resistor and one end of the
current measuring resistor are both connected to the in-
put power supply. The other end of the reference resistor
and the other end of the current measuring resistor are
both connected to the input ends of the comparator. The
output end of the comparator is connected to one end of
the current limiting resistor. The other end of the current
limiting resistor is connected simultaneously to one end
of the resistor for generating a voltage difference of the
residual current and the input end of the logic circuit. A
backfeed voltage between the current limiting resistor
and the resistor for generating a voltage difference of the
residual current is directed to the logic circuit. The other
end of the resistor for generating a voltage difference of
the residual current is connected to one end of the energy
storage capacitor. The other end of the energy storage
capacitor is grounded. This circuit no longer directly feeds
back the comparison result detected by the comparator
of the load current with a certain reference current to the
driving control circuit. Instead, through the specific con-

nection of components and their mutual cooperation, and
by configuring the current limiting resistor, the resistor
for generating a voltage difference of the residual current
and the energy storage capacitors to perform the current
limiting and the stable trimming, the stable voltage and
current are provided. In addition, the voltage between
the current limiting resistor and the resistor for generating
a voltage difference of the residual current is directed as
the backfeed voltage, so that the circuit can largely re-
duce current jitters and suppress current surges. The
control circuit accurately judges the current status of the
driving power supply according to the result of the stable
backfeed voltage, so that the driving circuit can drive the
load, thereby reducing potential circuit safety hazards,
adapting to the development requirements of functional,
safety, and reliability integrated in the driving power sup-
ply, and improving the service life of the driving power
supply device and reducing the cost of the driving power
supply system.
[0015] The circuit for improving the stability of the back-
feed of driving power supplies proposed in the present
invention can be provided with a constant current source
to further improve the stability of the backfeed voltage.
Or a control circuit with multiple input ends is provided.
The control circuit determines the current state of the
LED driving power supply based on the level of the com-
parator output level. The control circuit generates the
driving signal for adjusting the current through the refer-
ence voltage, the current state of the LED driving power
supply, and the control voltage signal obtained by its own
inputs, so that the driving circuit can to drive the load,
thereby further improving the stability of the entire back-
feed circuit. Moreover, this preferred solution no longer
uses a constant current source to provide a constant volt-
age, thereby avoiding the difference of parameters due
to different types of different devices, which will result in
the problem of voltage fluctuations, unstable precision,
and dissatisfying the different load requirements. By se-
lecting the configuration resistor and the control circuit
with multiple inputs, the comparator is also used to mon-
itor the driving supply current for accurate current meas-
uring feedback. Combining the range of control voltages
adapted to different applications and the range of dimmer
voltages satisfying different illumination lighting require-
ments, the circuit can be applied to different loads while
improving the reliability and versatility of the entire circuit.
And the problem of repeated design and development
for different application requirements is avoided, and the
design cycle and cost are reduced.

Description of the drawings

[0016]

FIG. 1 is a schematic diagram of a structure of a
conventional backfeed circuit of a driving power sup-
ply.
FIG. 2 is a schematic diagram of a first preferred
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structure of a circuit for improving the stability of the
backfeed of driving power supplies according to the
present invention.
FIG. 3 is a schematic diagram of a second preferred
structure of a circuit for improving the stability of the
backfeed of driving power supplies according to the
present invention.

Detailed description of embodiments

[0017] The present invention will be described below
with reference to the accompanying drawings.
[0018] The present invention relates to a circuit for im-
proving the stability of backfeed of driving power sup-
plies. A schematic diagram of the preferred structure of
the circuit is shown in FIG 2. The circuit includes a ref-
erence resistor R1, a current measuring resistor R2, a
comparator, a logic circuit, a control circuit, a driving cir-
cuit, and a load. The circuit also includes a current limiting
resistor R3, a resistor R4 for generating a voltage differ-
ence of the residual current, and an energy storage ca-
pacitor C1. This embodiment also preferably includes a
constant current source. One end of the reference resis-
tor R1 is connected to the input power supply Vin. The
other end of the reference resistor R1 is connected si-
multaneously to an input end (for example, the in-phase
end) of the comparator and the constant current source.
One end of the current measuring resistor R2 is connect-
ed to the input power supply Vin. The other end of the
current measuring resistor R2 is connected simultane-
ously to the other input end (for example, the out-phase
end) of the comparator and the output end of the load.
The input end of the load is connected to the output end
of the driving circuit. The input end of the driving circuit
is connected to the output end of the control circuit. The
input end of the control circuit is connected to the output
end of the logic circuit. The output end of the comparator
is connected to one end of a current limiting resistor R3.
The other end of the current limiting resistor R3 is con-
nected simultaneously to the resistor R4 for generating
a voltage difference of the residual current and the input
end of the logic circuit. A backfeed voltage between the
current limiting resistor R3 and the resistor R4 for gener-
ating a voltage difference of the residual current is direct-
ed to the logic circuit. The other end of the resistor R4 for
generating a voltage difference of the residual current is
connected to one end of the energy storage capacitor
C1. The other end of the energy storage capacitor C1 is
grounded. This circuit no longer directly feeds back the
comparison result detected by the comparator of the load
current with a certain reference current to the driving con-
trol circuit. Instead, by selecting and using the current
limiting resistor R3, the resistor R4 for generating a volt-
age difference of the residual current and the energy stor-
age capacitor C1, the voltage between the current limiting
resistor R3 and the resistor R4 for generating a voltage
difference of the residual current is directed as the back-
feed voltage, the comparator is also used to monitor the

current of the driving power supply for implementing the
function of accurate current measurement and feedback.
At the same time, selecting and properly configuring the
circuit structure including the current limiting resistor R3,
the resistor R4 for generating a voltage difference of the
residual current and the energy storage capacitor C1 can
achieve a stable current limiting function of the circuit,
thereby avoiding the safety risks of the circuit caused by
large current jitters and surges. And the safety, stability
and reliability of the circuit are improved.
[0019] Preferably, the value of the resistor R4 for gen-
erating a voltage difference of the residual current may
be selected to maintain the backfeed voltage (input volt-
age of the logic circuit shown in FIG. 2) ranging from -10
mV to +10 mV. The reference resistor R1 can be selected
to maintain its partial voltage of 200mV. Furthermore, the
logic circuit may be an inverter, or it may be a combination
logic circuit of one or more inverters, AND gates, OR
gates, and/or other such logic gates.
[0020] The operating principle of the circuit shown in
FIG. 2 according to the present invention will be de-
scribed below:
When the driving power supply works normally, the ref-
erence resistor R1 and the current measuring resistor R2
convert the reference current and the detection current
to voltages. Specifically, the reference current is convert-
ed into a reference voltage through the reference resistor
R1, the detection current is converted into a current meas-
uring voltage (also referred to as a detection voltage)
through the current measuring resistor R2. Then, the
comparator compares the above two voltage values (i.e.,
the reference voltage and the current measuring voltage)
to determine whether the detection current (i.e., corre-
sponding to the current measuring voltage) is higher than
the reference current (i.e., corresponding to the reference
voltage), i.e., whether the detection current is within a
reasonable range of safety value with respect to the ref-
erence current. As shown in FIG. 2, for example, two
input ends of the comparator are: an in-phase input end
connected to the current measuring resistor R2 (generi-
cally identified as"+" end) and an out-phase input end
connected to the reference resistor R1 (generally identi-
fied as"-" end). When the input voltage at the in-phase
input end is greater than the input voltage at the out-
phase input end, the comparator outputs a high level.
When the input voltage at the in-phase input end is less
than the input voltage at the out-phase input end, the
comparator outputs a low level. According to the level of
the output of the comparator, the current state of the driv-
ing power supply can be determined at this time. That is,
it is determined whether the detection current (i.e., cor-
responding to the current measuring voltage) is higher
than the reference current (i.e., corresponding to the ref-
erence voltage), i.e., whether the detection current is
within a reasonable range of safety value with respect to
the reference current. Further, after the output level of
the comparator is limited and stabilized by the current
limiting resistor R3, the resistor R4 for generating a volt-
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age difference of the residual current, and the energy
storage capacitor C1, the value of the backfeed voltage
(the input voltage of the logic circuit as shown in FIG. 2)
is Vbackfeed=Vfloat+Icntl*R4 (where Vfloat is the floating volt-
age generated on the storage capacitor C1; Icntl is the
current flowing through the current limiting resistor R3
and the resistor R4 for generating a voltage difference of
the residual current, i.e., the difference current output by
the comparator). When the circuit works normally and
the floating voltage generated on the energy storage ca-
pacitor C1 gradually rises and gradually approaches a
certain target value (gradually approaches and has not
reached), the resistor R4 for generating a voltage differ-
ence of the residual current generates the voltage differ-
ence of the residual current according to the difference
current output by the comparator. The voltage difference
of the residual current is further compensated to the
above mentioned certain target value (i.e., added to the
backfeed voltage Vbackfeed for feedback control). Then
the logical level of the backfeed voltage is adjusted by
the logic circuit. After that, the control circuit generates
a driving signal for adjusting the current according to the
received current state of the LED driving power supply,
that is, the control circuit adjusts (i.e., increases or de-
creases the driving current) and controls the driving cir-
cuit to drive the load. As shown in FIG. 2, the circuit for
improving the stability of the backfeed of driving power
supplies according to the present invention uses a con-
stant current source to provide a constant current voltage
difference. For example, the reference resistor R1 can
be selected to maintain its partial voltage of 200mV. The
constant current voltage difference can be customized
according to the different requirements of the reference
current.
[0021] FIG. 3 is a schematic diagram of a second pre-
ferred structure of the circuit for improving the stability of
backfeed of driving power supplies according to the
present invention. The circuit for improving the stability
of backfeed of driving power supplies according to this
embodiment includes a reference resistor R1, a current
measuring resistor R2, a comparator, a logic circuit, a
driving circuit, and a load. The circuit also includes a con-
trol circuit, a current limiting resistor R3, a resistor R4 for
generating a voltage difference of the residual current, a
configuration resistor R5, and an energy storage capac-
itor C1. The control circuit in this embodiment has five
input ends and one output end. Wherein, one end of the
reference resistor R1 is connected to the input power sup-
ply Vin. The other end of the reference resistor R1 is con-
nected simultaneously to an input end (for example, an
in-phase input end) of the comparator and the fourth input
end of the control circuit. One end of the current meas-
uring resistor R2 is connected to the input power supply
Vin. The other end of the current measuring resistor R2
is connected simultaneously to the other input end (for
example, the out-phase input end) of the comparator and
the output end of the load. The input end of the load is
connected to the output end of the driving circuit. The

input of the driving circuit is connected to the output end
of the control circuit. The first input end of the control
circuit is inputted with a control voltage signal (or con-
nection control voltage Vc). The fifth input end of the con-
trol circuit is inputted with a dimming voltage signal (or
connection dimming voltage Vd). The second input end
of the control circuit is connected to the output end of the
logic circuit. The third input end of the control circuit is
connected to a branch including the configuration resistor
R5. Specifically, the third input end of the control circuit
is connected to one end of the configuration resistor R5.
The other end of the configuration resistor R5 is ground-
ed. The output end of the comparator is connected to
one end of a current limiting resistor R3. The other end
of the current limiting resistor R3 is connected simulta-
neously to one end of the resistor R4 for generating a
voltage difference of the residual current and the input
end of the logic circuit. A backfeed voltage between the
current limiting resistor R3 and the resistor R4 for gener-
ating a voltage difference of the residual current is direct-
ed to the logic circuit. The other end of the resistor R4 for
generating a voltage difference of the residual current is
connected to one end of the energy storage capacitor
C1. The other end of the energy storage capacitor C1 is
grounded. This circuit no longer directly feeds back the
comparison result detected by the comparator of the load
current with a certain reference current to the driving con-
trol circuit. Instead, by selecting and using the current
limiting resistor R3, the resistor R4 for generating a volt-
age difference of the residual current, and the energy
storage capacitor C1, and also using the comparator to
monitor the current of the driving power supply, the func-
tion of accurate current measurement and feedback is
implemented. At the same time, selecting and properly
configuring the circuit structure including the current lim-
iting resistor R3, the resistor R4 for generating a voltage
difference of the residual current and the energy storage
capacitor C1 can achieve a stable current limiting function
of the circuit, thereby avoiding the safety risks of the cir-
cuit caused by large current jitters and surges. And the
safety, stability and reliability of the circuit are improved.
In addition, the circuit no longer uses a constant current
source to provide a constant voltage. Instead, by select-
ing the configuration resistor R5 and cooperatively using
a control circuit having a plurality of inputs in combination
with a range of control voltages Vc adapted to different
applications and a range of dimmer voltages Vd satisfying
different illumination lighting requirements, the current
measuring circuit is implemented as such a current
measuring circuit that can be applied to different load
requirements, and the generality of the current measur-
ing circuit is improved, thereby reducing the design cycle
and cost.
[0022] Preferably, the value of the resistor R4 for gen-
erating a voltage difference of the residual current may
be selected to maintain the backfeed voltage (input volt-
age of the logic circuit as shown in FIG. 3) ranging from
-10 mV to +10 mV. The control voltage Vc in the control
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voltage signal may have a value ranging from 0-10V.The
dimming voltage Vd in the dimming voltage signal may
have a value ranging from 0-10V.The value of the con-
figuration resistor R5 can be selected to maintain its par-
tial voltage of 1V.The value of the reference resistor R1
can be selected to maintain its partial voltage of 200mV.
Furthermore, the logic circuit may be an inverter, or it
may be a combination logic circuit of one or more invert-
ers, AND gates, OR gates, and/or other such logic gates.
[0023] The operating principle of the circuit according
to the invention shown in FIG. 3 will be described below.
[0024] When the driving power supply works normally,
the reference resistor R1 and the current measuring re-
sistor R2 convert the reference current and the detection
current to voltages. Specifically, the reference current is
converted into the reference voltage through the refer-
ence resistor R1. The detection current is converted into
the current measuring voltage (also referred to as the
detection voltage) through the current measuring resistor
R2. Then, the comparator compares the above two volt-
age values (i.e., the reference voltage and the current
measuring voltage) to determine whether the detection
current (i.e., corresponding to the current measuring volt-
age) is higher than the reference current (i.e., corre-
sponding to the reference voltage), i.e., whether the de-
tection current is within a reasonable range of safety val-
ue with respect to the reference current. As shown in
FIG. 3, for example, two input ends of the comparator
are: the in-phase input end connected to the current
measuring resistor R2 (generically identified as"+" end)
and the out-phase input end connected to the reference
resistor R1 (generally identified as"-" end). When the in-
put voltage at the in-phase input end is greater than the
input voltage at the out-phase input end, the comparator
outputs a high level. When the input voltage at the in-
phase input end is less than the input voltage at the out-
phase input end, the comparator outputs a low level. Ac-
cording to the level of the output of the comparator, the
current state of the driving power supply can be deter-
mined at this time. That is, it is determined whether the
detection current (i.e., corresponding to the current
measuring voltage) is higher than the reference current
(i.e., corresponding to the reference voltage), i.e., wheth-
er the detection current is within a reasonable range of
safety value with respect to the reference current. Fur-
ther, after the output level of the comparator is limited
and stabilized by the current limiting resistor R3, the re-
sistor R4 for generating a voltage difference of the resid-
ual current, and the energy storage capacitor C1, the val-
ue of the backfeed voltage (the input voltage of the logic
circuit as shown in FIG. 3) is Vbackfeed=Vfloat+Icntl*R4
(where Vfloat is the floating voltage generated on the en-
ergy storage capacitor C1; Icntl is the current flowing
through the current limiting resistor R3 and the resistor
R4 for generating a voltage difference of the residual cur-
rent, i.e., the difference current output by the compara-
tor). When the circuit works normally and the floating volt-
age generated on the energy storage capacitor C1 grad-

ually rises and gradually approaches a certain target val-
ue (gradually approaches and has not reached), the re-
sistor R4 for generating a voltage difference of the resid-
ual current generates the voltage difference of the resid-
ual current according to the difference current output by
the comparator. The voltage difference of the residual
current is further compensated to the above mentioned
certain target value (i.e., added to the backfeed voltage
Vbackfeed for feedback control). Then the logical level of
the backfeed voltage is adjusted by the logic circuit and
subsequently inputted to the control circuit. The control
circuit generates a driving signal for adjusting the current
according to the reference voltage obtained by the fourth
input end and the current state of the LED driving power
supply obtained by the second input end in combination
with the control voltage signal of the first input end and
the dimming voltage signal of the fifth input end. That is,
the control circuit adjusts (i.e., increases or decreases
the driving current) according to the data obtained from
the inputs to control the driving circuit to drive the load.
As shown in FIG. 3, the circuit for improving the stability
of the backfeed of driving power supplies according to
the present invention does not use a constant current
source to provide a constant current voltage difference.
Instead, a stable constant current voltage difference is
achieved by the configuration resistor R5 and its associ-
ated control circuit. For example, the value of the config-
uration resistor R5 may be selected to maintain its partial
voltage of 1V.The value of the reference resistor R1 can
be selected to maintain its partial voltage of 200mV.The
constant current voltage difference can be customized
according to the different requirements of the reference
current. In addition, when different driving power supplies
are used or a driving power supply is used in applications
with different requirements for illumination lighting (e.g.,
LED illumination lighting), the present invention can sat-
isfy different requirements for current measuring feed-
back by its control circuit with multiple inputs. For exam-
ple, when driving different types of illumination lighting
apparatuses or devices, the control voltage Vc can be
adjusted within the range of 0-10V. When the illumination
lighting apparatuses or devices operate in lighting envi-
ronments with different requirements, the dimming volt-
age Vd can be adjusted within the range of 0-10V.The
above voltage range can be customized according to dif-
ferent application requirements.
[0025] It should be noted that the above-described em-
bodiments may make those skilled in the art more fully
understand the present invention, but do not limit the in-
vention in any way. Therefore, although the invention has
been described in detail in this specification with refer-
ence to the accompanying drawings and embodiments,
those skilled in the art should understand that modifica-
tions or equivalent substitutions can still be made to the
invention. In short, all technical solutions and improve-
ments that do not deviate from the spirit and scope of the
present invention shall all be covered by the protection
scope of the present invention.
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Claims

1. A circuit for improving the stability of the backfeed
of driving power supplies including a reference re-
sistor, a current measuring resistor, a comparator, a
logic circuit, a driving circuit, and a load, one end of
the reference resistor is connected to an input power
supply, the other end of the reference resistor is con-
nected to an input end of the comparator, one end
of the current measuring resistor is connected to the
input power supply, the other end of the current
measuring resistor is connected simultaneously to
the other input end of the comparator and an output
end of the load, an input end of the load is connected
to an output end of the driving circuit, the circuit for
improving the stability of the backfeed of driving pow-
er supplies is also characterized in including a con-
trol circuit, a current limiting resistor, an energy stor-
age capacitor, and a resistor for generating a voltage
difference of the residual current, an output end of
the comparator is connected to one end of the current
limiting resistor, the other end of the current limiting
resistor is simultaneously connected to one end of
the resistor for generating a voltage difference of the
residual current and an input end of the logic circuit,
a backfeed voltage between the current limiting re-
sistor and the resistor for generating a voltage dif-
ference of the residual current is directed to the logic
circuit, the other end of the resistor for generating a
voltage difference of the residual current is connect-
ed to one end of the energy storage capacitor, the
other end of the energy storage capacitor is ground-
ed, an input end of the driving circuit is connected to
an output end of the control circuit, an input end of
the control circuit is connected to an output end of
the logic circuit.

2. The circuit for improving the stability of the backfeed
of driving power supplies according to claim 1, further
comprising a constant current source, the other end
of the reference resistor is connected to the constant
current source.

3. The circuit for improving the stability of the backfeed
of driving power supplies according to claim 1, further
comprising a configuration resistor, the control circuit
has at least four input ends, the first input end of the
control circuit is inputted with a control voltage signal,
the second input end of the control circuit is connect-
ed to the output end of the logic circuit, the third input
end of the control circuit is connected to one end of
the configuration resistor, the fourth input end of the
control circuit is connected to the other end of the
reference resistor, the other end of the configuration
resistor is grounded.

4. The circuit for improving the stability of the backfeed
of driving power supplies according to claim 3,

wherein the control circuit further has a fifth input
end, and the fifth input end of the control circuit is
inputted with a dimming voltage signal.

5. The circuit for improving the stability of the backfeed
of driving power supplies according to any of claims
1-4, wherein the value of the resistor for generating
a voltage difference of the residual current maintains
the backfeed voltage ranging from -10 mV to +10 mV.

6. The circuit for improving the stability of the backfeed
of driving power supplies according to claim 3,
wherein the value of the configuration resistor main-
tains its partial voltage of 1V.

7. The circuit for improving the stability of the backfeed
of driving power supplies according to claim 1,
wherein the value of the reference resistor maintains
its partial voltage of 200mV.

8. The circuit for improving the stability of the backfeed
of driving power supplies according to claim 1,
wherein the logic circuit is an inverter.

9. The circuit for improving the stability of the backfeed
of driving power supplies according to claim 3,
wherein the control voltage in the control voltage sig-
nal has a value ranging from 0-10V.

10. The circuit for improving the stability of the backfeed
of driving power supplies according to claim 4,
wherein the dimming voltage in the dimming voltage
signal has a value ranging from 0-10V.
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