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(54) Arrangement for a monitoring camera device

(57) Monitoring camera device (100) having a cam-
era head (106) being movable within a movement range
(MR1, MR2) is provided. The arrangement (200) com-
prises an enclosure (202) for covering the interior of the
monitoring camera device (100) and having an opening
(204, 206) for the camera head (106) providing a free
line of sight for an arbitrary camera head position within
the movement range (MR1, MR2), a shield (208) movably
arranged relative the enclosure (202) for masking parts

of the opening not being used for providing the free line
of sight for the arbitrary camera head position, the shield
(208) comprising a first (302) and a second (304) shield
portion mutually movably arranged, wherein the shield
(208) is maneuverable between a compressed state
(306) and an extended state (308) by movement of the
first shield portion (302) relative to the second shield por-
tion (308).
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Description

Field of the invention

[0001] The invention relates to an arrangement for a
monitoring camera device and a monitoring camera de-
vice comprising such an arrangement.

Background of the invention

[0002] A monitoring camera device such as a network
camera device may be used in many different situations,
both indoors and outdoors, to monitor a scene. The mon-
itoring camera device often comprises a camera head
where the camera head is movable within a movement
range for adjustment during the installation of the moni-
toring camera device. This simplifies the installation and
alignment of the camera head such that a desirable view
of the scene is achieved by the monitoring camera de-
vice. The camera head may additionally or alternatively
be movable within a movement range during operation
of the monitoring camera. This is advantageous as the
line of sight for the camera head of the monitoring camera
device may be adjusted during monitoring and thereby
the monitored view of the scene may be changed. The
monitoring camera device may further comprise a plu-
rality of movable camera heads such that a larger extent
of a scene may be monitored or that different portions of
the scene may be monitored by each of the camera
heads.
[0003] In many situations it is desirable to increase the
robustness and durability of the monitoring camera de-
vice by protecting the interior of the monitoring camera
device by an enclosure. To design the enclosure is, how-
ever, a complicated task as the enclosure should not
block or disturb the view of the monitoring camera device.
The enclosure should further not hinder the movement
capability of the camera head(s) of the monitoring cam-
era device.
[0004] The enclosure may further be arranged to at
least partly block view into the monitoring camera device.
This may for example be desirable in a surveillance sit-
uation where it is advantageous to prevent or at least to
render it more difficult for a person viewing the monitoring
camera device to detect the direction at which a camera
head is aimed. Problems associated with that a person
in a scene, who detects where a visible camera head is
directed, may based on this awareness move out of the
view of the visible camera head, may thereby be prevent-
ed or at least alleviated. Discomfort which may result
from that a person in a scene feels monitored by a visible
camera head may further be mitigated. A more effective
and discrete monitoring camera may therefore be ob-
tained by blocking view into the interior of the monitoring
camera device.
[0005] To this end, US 3993866 A discloses a housing
enclosing a camera. The housing further comprises a
transparent cover which is coated such that the camera

is substantially invisible from the outside of the housing.
[0006] Alternatively, US 6354749 B1 describes a hous-
ing for a surveillance camera having an upper housing
which houses a pan-and-tilt mechanism. The camera is
carried by the pan-and-tilt mechanism, and extends into
a lower, transparent housing. An inner liner is provided
within the lower housing and covers the camera in order
to protect the camera. The inner liner covers the camera,
except that a slot allows the camera lens to capture im-
ages through the lower housing. A shield is fixed to the
camera to move with the camera, covering the slot in the
inner liner, the shield defining one opening for the camera
lens. The inner liner and the shield are dark in color to
prevent visual location of the camera lens.
[0007] Moreover, US 5765043 A discloses an enclo-
sure for housing and protecting a device adapted to be
continuously aimed at an external target object. The en-
closure includes inner and outer windowed portions
which are movable relative to one another in response
to movements of the device. The outer window is elon-
gated and oriented around the tilt axis of the device to
provide a line of sight to the target object at all times in
response to tilting rotation of the device. The inner win-
dow is smaller and extends transversely of the outer win-
dow. Because the outer enclosure portion or dome over-
lies the inner enclosure portion or dome it blocks the line
of sight to the target object except when the inner window
is in registry with the outer window. When this occurs a
relatively small opening affords a clear line of sight.
[0008] There is, however, a need to further improve
protection and/or blocking view of the interior of a mon-
itoring camera device and in particular when the moni-
toring camera device comprises a movable camera head.

Summary of the invention

[0009] It is an object of the present invention to provide
an improved covering such that improved protection
and/or masking of a monitoring camera device is provid-
ed. According to a first aspect of the invention, this and
other objects that will be evident from the following de-
scription are achieved by providing an arrangement for
a monitoring camera having a camera head being mov-
able within a movement range. The arrangement com-
prises an enclosure for covering the interior of the mon-
itoring camera device and having an opening for the cam-
era head providing a free line of sight for an arbitrary
camera head position within the movement range, a
shield movably arranged relative the enclosure for mask-
ing parts of the opening not being used for providing the
free line of sight for the arbitrary camera head position,
the shield comprising a first and a second shield portion
mutually movably arranged, wherein the shield is maneu-
verable between a compressed state and an extended
state by movement of the first shield portion relative to
the second shield portion.
[0010] By the shield being movably arranged relative
to the enclosure an efficient covering of the interior of the
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monitoring camera device is achieved while a free line
of sight for the camera head is provided. A more robust
and durable monitoring camera device may thereby be
obtained.
[0011] The shield and the enclosure may further pre-
vent view into the camera. This allows for the use of a
transparent cover such as a dome window. An improved
optical quality of the monitoring camera device is there-
fore obtained as, for example, more light from a scene
may reach the camera head of the monitoring camera
without being scattered, refracted and/or reflected by the
cover as would be the case for a cover being reflective
or translucent. A clearer image of the scene may further
be obtained.
[0012] The opening of the enclosure may be larger
than the extent of the camera head which provides an
unperturbed movement of the camera head within the
movement range.
[0013] A more versatile enclosure is provided as cam-
era heads having differing diameters may be used by the
same enclosure. In other words, the opening provides
the possibility to use camera heads having different di-
ameters as long as the diameters are smaller than a
smallest width of the openings. Simplified installation and
a more efficient monitoring of a scene may thereby be
provided by a monitoring camera device comprising the
arrangement.
[0014] Another advantage is that a compact arrange-
ment is provided by the first and a second shield portions
being mutually movably arranged such that the shield is
maneuverable between a compressed state and an ex-
tended state. A simple arrangement for covering the in-
terior of the monitoring camera device is also obtained.
The arrangement thereby protects the interior of the mon-
itoring camera device from external forces such as a blow
which may damage the monitoring camera device.
[0015] The interior of the monitoring camera device
may further be efficiently blocked from view from the out-
side of the monitoring camera device.
[0016] Problems associated with the movable shield
coming in contact with or in other ways interfering with
components such as a base for the camera head and/or
control electronics for the monitoring camera device are
further mitigated.
[0017] The first shield portion of the shield may com-
prise an aperture being moveable in a range correspond-
ing to the movement range of the camera head and de-
fined by a first and a second end position by movement
of the shield in order to align the aperture with the free
line of sight for the arbitrary camera head position.
[0018] An advantage is that the aperture may have an
extension which corresponds to the extension of the cam-
era head. In other words, an efficient masking is provided
in that the contour of the mask may closely follow the
periphery of the camera head. A formation of a gap ad-
jacent to the camera head may therefore be avoided and
an improved masking of the opening, and thereby a dens-
er covering of the interior of the monitoring camera, de-

vice is obtained. The interior of the monitoring camera
device is better protected by the shield. A more efficient
blocking of view into the monitoring camera device may
further be obtained by the shield.
[0019] The shield may be maneuverable from the com-
pressed state to or towards the extended state in re-
sponse to an alignment of the aperture of the first shield
portion of the shield with the free line of sight for the ar-
bitrary camera head position.
[0020] The shield may thereby follow the movement of
the camera head such that an effective covering of the
interior of the monitoring camera device is obtained. The
interior of the monitoring camera device may further be
efficiently blocked from view from the outside of the mon-
itoring camera device. By being maneuverable from the
compressed state to or towards the extended state a sim-
ple and compact arrangement is provided which covers
the interior of the monitoring camera device for an arbi-
trary camera head position within the movement range
of the camera head. The allowed movement of the cam-
era head further provides a more efficient and flexible
monitoring of a scene by the monitoring camera device.
[0021] The shield may be maneuverable to the extend-
ed state during movement of the aperture from the first
end position to the second end position.
[0022] This allows for a compact design of the shield,
while preventing that a gap is formed in the covering of
the interior of the monitoring camera device. Problems
associated with contact with or interference between the
shield and components arranged within the monitoring
camera device may thus be further mitigated. This re-
duces constraints on the design of the interior of the mon-
itoring camera and components within the monitoring
camera may for example be placed further away from
the centre of the monitoring camera device. The preven-
tion of a gap being formed in the covering of the interior
of the monitoring camera device may further prevent view
into the interior of the monitoring camera device.
[0023] The arrangement may further comprise a spring
member arranged to cause a relative movement between
the first and second shield portion during movement of
the aperture from the first end position towards the sec-
ond end position such that the shield assumes the ex-
tended state.
[0024] A more compact shield may thereby be
achieved. The formation of a gap between the enclosure
and the shield is prevented. In other words, the relative
movement between the first and second shield portion,
caused by the spring member, makes the second shield
portion extend beyond the first shield portion such that
the interior of the monitoring camera device is covered
by the shield. The interior of the monitoring camera de-
vice may thereby be protected from external forces which
may originate from a blow. The opening of the enclosure
may further be efficiently masked by the arrangement
such that the interior may be blocked from view from the
outside of the monitoring camera device.
[0025] The spring member may be arranged to cause
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the relative movement between the first and second
shield portion during an initial range part of the movement
of the aperture from the first end position to the second
end position such that the extended state of the shield is
established before the aperture reaches the second end
position.
[0026] This is advantageous as the formation of a gap
between the enclosure and the shield is further mitigated.
[0027] The range defined by the first and the second
end position may correspond to a movement range of
the camera head between 0 and 90 degrees, preferably
between 15 and 75 degrees.
[0028] The shield may be pivotably mounted in the en-
closure which enables the shield to move relative the
enclosure.
[0029] The shield and/or the enclosure may be non-
transparent which prevents a view of the interior of the
monitoring camera device. This may render it more dif-
ficult for a person viewing the monitoring camera device
to detect where a camera head is aimed. The risk that a
person viewing the camera may be disturbed by a feeling
of being watched by the monitoring camera device is fur-
ther reduced. Hence, a more discreet monitoring camera
device is provided.
[0030] The first and the second shield portions may
overlap in the compressed state of the shield.
[0031] A more compact shield is thereby obtained
which requires less space for movement within the inte-
rior of the monitoring camera device. The overlap further
provides a more robust and durable shield.
[0032] The second shield portion may comprise a cut
out arranged such that the shield in its compressed state
forms a continuous outer envelope surface and that a
common aperture is defined by the cut out and the ap-
erture of the first shield portion of the shield. The shield
may thereby be made more compact as the overlap be-
tween the first and the second shield portions may be
increased in the compressed state.
[0033] The first and the second shield portions may be
mutually movably arranged by means of a joint providing
a pivotable connection between the first and second
shield portions. An efficient relative movement between
the first and the second shield portions may thereby be
achieved.
[0034] The joint may comprise a pivot stop defining a
maximum pivot angle of the pivotable connection be-
tween the first and second shield portions corresponding
to the expanded state of the shield. A gap between the
first and the second shield may thereby be prevented.
[0035] The arrangement may further comprise a plu-
rality of camera heads each being movable within an as-
sociated movement range, wherein the enclosure further
comprises openings for each of the plurality of camera
heads such that free lines of sight are provided for each
arbitrary camera head position of the associated camera
heads within the movement range for each of the camera
heads, and wherein the first shield portion of the shield
comprises a plurality of apertures, each aperture being

alignable with the free line of sight for each arbitrary cam-
era head position of the associated camera heads.
[0036] A larger extent of a scene may be thereby be
monitored and different portions of the scene may be
monitored by each of the camera heads. A multiple of
views of a scene may be monitored by the monitoring
camera device such that a more detailed view of a scene
may be obtained from a scene.
[0037] According to a second aspect of the invention,
a monitoring camera device comprising the arrangement
described above is provided.
[0038] The function and benefits of the monitoring
camera device are described above in relation to the ar-
rangement. The above mentioned features, when appli-
cable, apply to this second aspect as well
[0039] It is noted that the invention relates to all pos-
sible combinations of features recited in the claims.

Brief description of the drawings

[0040] These and other aspects of the present inven-
tion will now be described in more detail, with reference
to the appended drawings showing embodiments of the
invention.
[0041] As illustrated in the figures, the sizes of layers
and regions are exaggerated for illustrative purposes
and, thus, are provided to illustrate the general structures
of embodiments of the present invention. Like reference
numerals refer to like elements throughout.

Fig. 1 illustrates a monitoring camera device.
Fig. 2 illustrates the monitoring camera device of Fig.
1 further comprising an arrangement 200 for the
monitoring camera device according to one embod-
iment of the present invention.
Figs. 3a and 3b illustrate exploded and assembled
perspective side views, respectively, of the arrange-
ment of Fig. 2 according to one embodiment of the
present invention.

Detailed description

[0042] The present invention will now be described
more fully hereinafter with reference to the accompany-
ing drawings, in which currently preferred embodiments
of the invention are shown. This invention may, however,
be embodied in many different forms and should not be
construed as limited to the embodiments set forth herein;
rather, these embodiments are provided for thorough-
ness and completeness, and to fully convey the scope
of the invention to the skilled person.
[0043] Fig. 1 shows a monitoring camera device 100
comprising a dome window 102 (indicated with dotted
lines), a mounting base 104 and a plurality of camera
heads 106.
[0044] The monitoring camera device 100 according
to the embodiment shown in Fig.1 is for reasons of clarity
depicted without the inventive arrangement comprising
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an enclosure and a shield. The arrangement will however
be described in detail below with reference to Figs 2 and
3a-3b.
[0045] According to the embodiment shown in Fig. 1,
the monitoring camera device 100 is a network camera
device comprising three camera heads 106. The field of
views for the camera heads 106 may be spatially sepa-
rated or overlap. The plurality of camera heads 106 may
thereby increase the field of view for the monitoring cam-
era device 100 compared to the use of a single camera
head. The camera heads 106 are arranged to capture
images or image streams from a scene. The camera
heads 106 may be arranged to provide images or image
streams which may be presented separately or be
stitched together. The camera heads 106 are each mov-
able within a movement range. The movement range of
the camera heads 106 set the extent, i.e. the angular
range, through which the camera heads may move. The
movement range of the different cameras may differ in
extent but may also be the same. The camera heads 106
may move independently or in a unison manner. The
movements of the camera heads 106 may occur during
installation or adjustment of the monitoring camera de-
vice 100, to for example adjust the scene(s) which is/are
monitored by the monitoring camera device 100. The
camera heads 106 may further move during operation of
the monitoring camera device 100 such that an object
within a scene may for example be followed.
[0046] Here, the mounting base 104 has a circular
cross-section and may be rotatable about an axis which
is substantially perpendicular to a circular cross-section
of the mounting base 104 of the monitoring camera de-
vice 100. A more flexible mounting of the mounting base
104 is thereby obtained. The mounting base 104 may
further be arranged to rotate the monitoring camera de-
vice 100 such that the field of view of the monitoring cam-
era device 100 may be varied.
[0047] According to other embodiments the mounting
base 104 may be fixed relative the monitoring camera
device 100.
[0048] The dome window 102 is normally made of a
transparent material, such as a transparent plastic ma-
terial. To protect the monitoring camera device, and in
particular the camera heads 106 of the monitoring cam-
era device 100 against outside forces, the dome window
102 may be made of a material strong enough to be able
to withstand a certain amount of blows and hits.
[0049] The transparency of the dome window, howev-
er, allows the interior of the monitoring camera device
100 to be visible from the outside of the monitoring cam-
era device. A person viewing the monitoring camera de-
vice 100 may thereby detect where the visible camera
heads 106 are aimed and from that gain information of
whether a location in a scene is presently monitored or
not by the monitoring camera device 100. Hence, the
efficiency of the monitoring camera device 100 in, for
example, a surveillance application is reduced as a per-
son may move out of the view of one or more of the

camera heads 106 to avoid being monitored by the mon-
itoring camera device 100.
[0050] The visibility of the interior of the monitoring
camera device 100 to a person viewing the monitoring
camera device 100 may further result in that the person
may feel being monitored by a visible camera head. This
may cause discomfort for the person.
[0051] Control electronics 108 to for example steer the
camera heads 106 may further be viewed from outside
the monitoring camera device which may cause atten-
tion. The control electronics 108 may further comprise a
light emitting element such as a light emitting diode which
may further reduce the discreetness of the monitoring
camera device 100.
[0052] Fig. 2 illustrates the monitoring camera 100 ac-
cording to Fig. 1 further comprising an arrangement 200.
The arrangement 200 comprises an enclosure 202 for
covering the interior of the monitoring camera device 100.
The enclosure 202 has openings 204, 206 for the camera
heads 106 such that a free line of sight for an arbitrary
camera head position is provided within the movement
ranges MR1 and MR2 of the camera heads 106. The en-
closure 202 may be formed by two parts assembled such
that a joint is formed between the two parts extending in
parallel with the movement range MR2. A simplified man-
ufacturing of the enclosure 202 may thereby be achieved.
[0053] The arrangement 200 further comprises a
shield 208 which is movably arranged relative the enclo-
sure 202 such that parts of the openings 204, 206 not
being used for providing the free line of sight for the ar-
bitrary camera head positions are masked. The arrange-
ment 200 thereby protects the interior of the monitoring
camera device 100 such that a more robust and durable
monitoring camera device 100 is provided.
[0054] According to this embodiment the enclosure
202 and the shield 208 are non-transparent such that
viewing of the interior of the monitoring camera device
100 is prevented. By blocking view into the interior of the
monitoring camera device 100 determination of where
the camera heads 106 are aimed is prevented or at least
rendered more difficult. A more effective and discrete
monitoring camera device 100 is therefore obtained as
discussed above.
[0055] The camera heads 106 according to this ar-
rangement further comprise anti-reflective coatings on
their outer protruding ends such that a determination of
their line of sight is made more difficult. The enclosure
202 and the shield 208 are preferably of the same ma-
terial and/or have the same visual appearance. The sur-
face structure and color of the enclosure 202 and the
shield 208 may be the same. The camera heads 106 may
have the same visual appearance as the enclosure 202
and the shield 208.
[0056] The enclosure 202 and/or the shield 208 may
further be of a plastic material, such as a polycar-
bonate/acrylonitrile-butadiene-styrene (PC/ABS) ther-
moplastic blend. Metallic materials may also be used.
[0057] Figs. 3a and 3b illustrates perspective side
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views of the arrangement 200 for the monitoring camera
device 100 where the opening 204 of the enclosure 202
is shown. For clarity the arrangement 200 is shown both
in partly exploded and assembled views. The opening
204 has a lower edge 204a and an upper edge 204b.
The lower edge 206a and the upper edge 206b of the
second opening 206 are also, for clarity, indicated in the
figures.
[0058] The shield 208 further comprises a first 302 and
a second 304 shield portion. The first 302 and the second
304 shield portion are mutually movably arranged such
that the shield 208 is maneuverable between a com-
pressed state 306, see Figure 3a, and an extended state
308, see Figure 3b, by movement of the first shield portion
302 relative to the second shield portion 304. According
to this embodiment the first 302 and the second 304
shield portions overlap such that the second shield por-
tion 304 is, at least in the compressed state, arranged
on the exterior of the first shield portion 302.
[0059] The first shield portion 302 of the shield 208
comprises an aperture 310 which is moveable in a range
corresponding to the movement range MR1 of the camera
head. The range is defined by a first end position 312
and a second end position 314, which are illustrated in
Figs. 3a and 3b, respectively. By the aperture 310 fol-
lowing the movement of the shield 208, which in turn
follows the movement of a camera head (shown only in
Fig. 2), a free line of sight for the arbitrary camera head
position is achieved. An efficient masking of the opening
204 and thus covering of the interior of the monitoring
camera device 100 is thereby provided as the contour of
the mask, which is set by the periphery of the aperture
310, may closely follow the periphery of the camera head
106. A formation of a gap adjacent to the camera head
is therefore avoided and a closer covering of the interior
of the monitoring camera device 100 is obtained. The
enclosure 202 and the shield 208, i.e. the first 302 and
the second 304 shield portions, are in this embodiment
non-transparent such that a more efficient blocking of
view into the monitoring camera device 100 is obtained
by the arrangement 200.
[0060] Figs. 3a and 3b further illustrate how the shield
208 is maneuverable from the compressed state 306 to
the extended state 308 as the aperture moves from the
first end position 312 to the second end position 314. For
the sake of completeness it should be mentioned that
the shield 208 moves from the compressed state 306 to
or towards the extended state as the aperture 310 is po-
sitioned at an arbitrary position between the first end po-
sition 312 and the second end position 314 as a response
to the movement of the shield 208. An alignment of the
aperture 310 of the first shield portion 302 of the shield
208 with the free line of sight for an arbitrary camera head
position may thereby be provided.
[0061] By being maneuverable from the compressed
state 306 to or towards the extended state 308 a simple
and compact arrangement 200 is provided which covers
the interior of the monitoring camera device 100 for an

arbitrary camera head position within its movement
range. The uninterrupted movement of the aperture 310
facilitates a smooth movement of the camera head 106
such that efficient and flexible monitoring of a scene is
provided by the monitoring camera device 100 while the
interior of the monitoring camera device 100 is covered.
[0062] The shield 208 is further maneuverable to the
extended state 308 during movement of the aperture 310
from the first end position 312 to the second end position
314. The associated relative movement of the first 302
and the second 304 shield portions thereby prevents that
a gap is formed in shield 208 such that an efficient cov-
ering of a monitoring camera device may be achieved.
A compact design of the shield 208 is further provided.
[0063] A spring member 316 causes the relative move-
ment between the first 302 and second 304 shield por-
tions such that the shield 208 assumes the extended
state 308 during movement of the aperture 310. In other
words, the extended state 308 is reached when the ap-
erture 310 moves from the first end position 312 towards
the second end position 314. Such a movement may be
achieved by the movement of a camera head 106 of a
monitoring camera device 100 comprising the arrange-
ment 200. In other words, the relative movement between
the first 302 and second 304 shield portion, caused by
the spring member 316, makes the second shield portion
304 extend beyond the first shield portion 302 such that
the interior of a monitoring camera device is covered by
the shield 208. The interior of the monitoring camera de-
vice 100 may thereby also be efficiently covered such
that the interior may be blocked from view from the out-
side of the monitoring camera device 100.
[0064] The spring member 316 and the arrangement
thereof is shown in more detail in detached enlargements
in Figs. 3a and 3b. The spring member 316 is in this
embodiment arranged on the enclosure 202, but may in
other embodiments be arranged on the shield 208.
[0065] An abutment 317 is arranged on the second
shield portion 304. The abutment 317 rests against a
movable leg of the spring member 316 such that the sec-
ond shield portion is movable relative the enclosure 202
against the spring action of the spring member 316.
[0066] The spring member 316 is arranged to control
the relative movement between the first 302 and second
304 shield portions during movement of the aperture 310.
A more compact shield 208 may thereby be provided as
the second shield portion 304 may be made smaller while
a gap formation between the shield 208 and the enclo-
sure 202 is prevented at for instance the lower ends 204a
and 206a of the openings 204 and 206, respectively. The
relative movement between the first 302 and second 304
shield portions, controlled by the spring member 316,
during movement of the aperture 310 provides that the
extended state 308 of the shield 208 may be established
before the aperture 310 reaches the second end position
314, and during movement from the second end position
314 to the first end position 312, that the compressed
state 306 may be established when the aperture 310
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reaches the first end position 312. This prevents the for-
mation of uncovered gaps in the shield 208. The over-
lapping enclosure 202 and the shield 208 of the arrange-
ment 200 thereby provide a covering of the interior of the
monitoring camera device 100.
[0067] Still referring to Figures 3a and 3b, the range
defined by the first 312 and the second 314 end position
corresponds, according to this embodiment, to a move-
ment range MR1 of a camera head between 15 and 75
degrees. The aperture 310 is further moveable in the
range MR1 corresponding to the movement range of a
camera head such that a free line of sight is provided for
an arbitrary camera head position within the range MR1.
This is advantageous in, for example, a situation where
a monitoring camera device 100 comprising the arrange-
ment 200 is arranged in a ceiling of a room. This move-
ment range may prevent that the ceiling itself is monitored
by the monitoring camera device 100. The field of view
of the camera head 106 may however be large enough
such that a 0 to 90 degree view of the room is provided.
[0068] According to other embodiments the range de-
fined by the first 312 and the second 314 end positions
correspond to a movement range of 0 to 90 degrees. By
covering the range 0 to 90 degree the camera head of a
monitoring camera device 100 may monitor an angular
space of at least 90 degrees.
[0069] It should be noted that the angular space cov-
ered by the field of view of a camera head may further
increase the monitoring range of the monitoring camera
device. As an example, a camera head having a field of
view of for instance 60° may allow for monitoring of an
angular space defined by the first and the second end
positions, and with an addition of 60°. The additional 60°
results from the field of view of the camera head providing
an addition of 30° at the respective end positions. Further,
by having three camera heads, as disclosed in Figs. 1
and 2, the monitoring camera device may for example
cover a 180° horizontal angle.
[0070] Other cameras of a plurality of camera heads
may additionally have movement ranges between 15 and
75 degrees, or alternatively 0 to 90 degrees. By providing,
for example three camera heads as shown in figure 1, at
least a full half sphere space monitoring may be
achieved. The field of views for the camera heads may
be separated or overlapping. The images or sequences
of images captured by the monitoring camera device may
be stitched to form a single displayed image.
[0071] The relative motion of the shield 208 and the
enclosure may be achieved by the shield 208 being piv-
otably mounted in the enclosure 202.
[0072] The first 302 and the second 304 shield portions
may further be mutually movably arranged by means of
a joint 318 providing a pivotable connection between the
first 302 and second 304 shield portions. An efficient rel-
ative movement between the first 302 and the second
304 shield portions may thereby be achieved.
[0073] The first portion 302 and the second portion 304
of the shield 208 are in this embodiment pivotably con-

nected by means of a joint 318 comprising a protruding
element 320 of the first portion 302 which is arranged to
extend into a corresponding opening fixture 322 of the
second portion 304 of the shield 208. The protruding el-
ement 320 and the opening fixture 322 may provide ro-
tational snap-in engagement.
[0074] The protruding element 320 may further extend
beyond the opening fixture 322 such that the protruding
element 320 may reach the enclosure 202. The shield
208 may thereby via the protruding element 320 be piv-
otably mounted in the enclosure 202. This allows the
shield 208 to be movably arranged relative the enclosure
202.
[0075] The enclosure may in other embodiments com-
prise the protruding element and the shield may comprise
the corresponding opening fixture. The skilled person in
the art realizes that other types of arrangements may be
used to achieve the relative movement of the first and
the second portions of the shield and/or the relative mo-
tion of the shield relative to the enclosure.
[0076] The joint 318 comprises a pivot stop 324 defin-
ing a maximum pivot angle of the pivotable connection
between the first 302 and second 304 shield portions.
The joint 318 is shown in the detached enlargements of
Figs. 3a and 3b. The pivot stop 324 is provided on the
second shield portion 304 and is arranged to allow for a
maximum relative movement between the first 302 and
second 304 shield portion. When the maximum relative
movement has been reached, the pivot stop 324 is ar-
ranged for engagement with the first shield portion 302
such that continued movement of the shield portions 302,
304 will occur in a unison fashion. Thus, the pivotable
connection allows the first shield portion 302 to be moved
relative the second shield portion 304, but only to an ex-
tent defined by the pivot stop 324 and corresponding to
the expanded state 308 of the shield 208. A gap between
the first and the second shield may thereby be prevented.
[0077] The spring arrangement 316 is arranged to co-
operate with the joint 318 upon movement of the shield
208. Upon movement of the aperture 310 of the shield
208 from the first end position 312 towards the second
end position 314, the first shield portion 302 will be moved
relative the second shield portion 304 causing an expan-
sion of the shield 208. Once the shield has reached its
extended state 308, continued movement of the first
shield portion 302 will occur in unison with movement of
the second shield portion 304. Movement of the second
shield portion 304 will in turn make the abutment 317
engage the movable leg of the spring member 316 caus-
ing a biasing of the spring member 316. Consequently,
once the aperture 310 has been positioned in the second
end position 314, the spring member will be biased, and
during a subsequent movement of the aperture 310 in
the direction towards the first end position 312, the spring
member 316 will initially act on the second shield portion
304 causing it to move in unison with the first shield por-
tion 302. The unison movement of the first and second
shield portions 302, 304 will continue until the second
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shield portion 304 has reached a position corresponding
to the compressed state 306 of the shield 208, and con-
tinued movement of the first shield portion 302 will com-
press the shield 208 until it has reached its compressed
state 306.
[0078] The joint 318 further comprises an additional
pivot stop 325 defining a stop pivot angle of the pivotable
connection between the first 302 and second 304 shield
portions corresponding to the compressed state 306 of
the shield 208 such that the first portion 302 of the shield
208 does not extend beyond the second 304 portion of
the shield 208 in the compressed state 306. This prevents
that the first portion 302 of the shield may extend into the
interior of the arrangement such that it may come in con-
tact with components within the interior of a monitoring
camera device.
[0079] Referring to Fig. 3b, in this embodiment the ar-
rangement 200 has a first shield portion 302 which com-
prises a recessed portion 326 such that a step 328 is
formed. In this embodiment the recessed portion 326 has
a thickness such that the combined thickness of recessed
portion 326 and the second shield portion is substantially
the same as the thickness of the first shield portion 302,
i.e. where the first shield portion 302 does not comprise
the recessed portion 326. The step 328 therefore pro-
vides an additional stop angle of the pivotable connection
between the first 302 and second 304 shield portions in
the compressed state 306 of the shield 208. A surface
having a substantially uniform thickness is therefore pro-
vided as the first 302 and the second 304 shield portions
overlap in the compressed state 306, see Figure 3a. A
more uniform outer surface 329 of the shield 208 is there-
by achieved in the compressed state 306. The forces
exerted on the additional pivot stop 325 in the com-
pressed state 306 are further reduced by the step 328.
[0080] The second shield portion 304 has a cut out 330
as shown in Figure 3b. The cut out 330 allows the shield
208, in its compressed state 306, to form a continuous
outer envelope surface 331, see Figure 3a. A common
aperture is also defined by the cut out 330 and the aper-
ture 310 of the first shield portion 302 of the shield 208.
The overlap between the first 302 and the second 304
shield portions may thereby be made larger such that the
shield 208 may be more compact in the compressed state
306.
[0081] The person skilled in the art realizes that the
present invention by no means is limited to the preferred
embodiments described above. On the contrary, many
modifications and variations are possible within the
scope of the appended claims.
[0082] For example, the camera head may be moved
in a panning or tilting movement.
[0083] The first shield portion 302 may be arranged to
move outside the second shield portion 304.
[0084] The enclosure 202 and the shield 208 may be
transparent, although this would reduce the view-block-
ing effect.
[0085] The movement range of a camera head may be

between 0 and 180 degrees. A larger space than a full
half sphere space may thereby be monitored by the mon-
itoring camera device.
[0086] The aperture and/or the opening may be
shaped for example as an ellipse, a rectangle or a poly-
gon, and may be adapted to an outer shape of each cam-
era head.
[0087] Although only the opening 204 and the associ-
ated aperture 310 have been discussed in relation to
Figs. 3a and 3b, the function of the openings for the other
two camera heads shown in Fig. 1 is the same.
[0088] It should, however, be noted that in other em-
bodiments the arrangement may comprise more than
three camera heads, each being movable within an as-
sociated movement range, wherein the enclosure further
comprises openings for each of the plurality of camera
heads such that free lines of sight are provided for each
arbitrary camera head position of the associated camera
heads within the movement range for each of the camera
heads, and wherein the first shield portion of the shield
comprises a plurality of apertures, each aperture being
alignable with the free line of sight for each arbitrary cam-
era head position of the associated camera heads.
[0089] According to other embodiments the arrange-
ment may comprise one camera head.
[0090] The camera heads may be any type of camera
heads, e.g., camera heads employing visible light, IR
camera heads, or thermal camera heads.
[0091] Additionally, variations to the disclosed embod-
iments can be understood and effected by the skilled
person in practicing the claimed invention, from a study
of the drawings, the disclosure, and the appended claims.
In the claims, the word "comprising" does not exclude
other elements or steps, and the indefinite article "a" or
"an" does not exclude a plurality. The mere fact that cer-
tain measures are recited in mutually different dependent
claims does not indicate that a combination of these
measures cannot be used to advantage.

Claims

1. An arrangement for a monitoring camera device
(100) having a camera head (106) being movable
within a movement range (MR1, MR2), the arrange-
ment (200) comprising
an enclosure (202) for covering the interior of the
monitoring camera device (100) and having an open-
ing (204, 206) for the camera head (106) providing
a free line of sight for an arbitrary camera head po-
sition within the movement range (MR1, MR2),
a shield (208) movably arranged relative the enclo-
sure (202) for masking parts of the opening (204,
206) not being used for providing the free line of sight
for the arbitrary camera head position,
the shield (208) comprising a first (302) and a second
(304) shield portion mutually movably arranged,
wherein the shield (208) is maneuverable between
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a compressed state (306) and an extended state
(308) by movement of the first shield portion (302)
relative to the second shield portion (308).

2. The arrangement according to claim 1, wherein the
first shield portion (304) of the shield (208) comprises
an aperture (310) being moveable in a range corre-
sponding to the movement range (MR1) of the cam-
era head (106) and defined by a first (312) and a
second (314) end position by movement of the shield
(208) in order to align the aperture (310) with the free
line of sight for the arbitrary camera head position.

3. The arrangement according to claim 2, wherein the
shield (208) is maneuverable from the compressed
state (306) to or towards the extended state (308) in
response to an alignment of the aperture (310) of
the first shield portion (302) of the shield (208) with
the free line of sight for the arbitrary camera head
position.

4. The arrangement according to any of the claims 2 -
3, wherein the shield (208) is maneuverable to the
extended state (306) during movement of the aper-
ture (310) from the first end position (312) to the sec-
ond end position (314).

5. The arrangement according to claim 4, further com-
prising a spring member (316) arranged to cause a
relative movement between the first (302) and sec-
ond (304) shield portion during movement of the ap-
erture (310) from the first end position (312) towards
the second end position (314) such that the shield
(208) assumes the extended state (308).

6. The arrangement according to claim 5, wherein the
spring member (316) is arranged to cause the rela-
tive movement between the first (302) and second
(304) shield portion during an initial range part of the
movement of the aperture (310) from the first end
position (312) to the second end position (314) such
that the extended state (308) of the shield (208) is
established before the aperture (310) reaches the
second end position (314).

7. The arrangement according to any of the claims 2 -
6, wherein the range defined by the first (312) and
the second (314) end position corresponds to a
movement range (MR1) of the camera head (306)
between 0 and 90 degrees, preferably between 15
and 75 degrees.

8. The arrangement according to any of the claims 1 -
7, wherein the shield (208) is pivotably mounted in
the enclosure (202).

9. The arrangement according to any of the claims 1 -
8, wherein the shield (208) and/or the enclosure

(202) is non-transparent.

10. The arrangement according to any of the claims 1 -
9, wherein the first (302) and the second (304) shield
portions overlap in the compressed state (306) of
the shield (208).

11. The arrangement according to claim 10, wherein the
second shield portion (304) comprises a cut out (330)
arranged such that the shield (208) in its compressed
state (306) forms a continuous outer envelope sur-
face (331) and that a common aperture is defined
by the cut out (330) and the aperture (310) of the
first shield portion (302) of the shield (208).

12. The arrangement according to any of the claims 1 -
11, wherein the first (302) and the second (304)
shield portions are mutually movably arranged by
means of a joint (318) providing a pivotable connec-
tion between the first (302) and second (304) shield
portions.

13. The arrangement according to claim 12, wherein the
joint (318) comprises a pivot stop (324) defining a
maximum pivot angle of the pivotable connection be-
tween the first (302) and second (304) shield portions
corresponding to the expanded state (308) of the
shield (208).

14. The arrangement according to any of the claims 1 -
13, further comprising a plurality of camera heads
(106) each being movable within an associated
movement range (MR1, MR2), wherein the enclosure
(202) further comprises openings (204, 206) for each
of the plurality of camera heads (106) such that free
lines of sight are provided for each arbitrary camera
head position of the associated camera heads (106)
within the movement range (MR1, MR2) for each of
the camera heads (106), and wherein the first shield
portion (302) of the shield (208) comprises a plurality
of apertures (310), each aperture (310) being align-
able with the free line of sight for each arbitrary cam-
era head position of the associated camera heads
(106).

15. A monitoring camera device (100) comprising the
arrangement (200) according to any of the claims 1
- 14.
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