
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

20
6 

26
4

B
1

TEPZZ  Z6 64B_T
(11) EP 2 206 264 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
03.08.2016 Bulletin 2016/31

(21) Application number: 08797118.0

(22) Date of filing: 04.08.2008

(51) Int Cl.:
H04L 1/16 (2006.01) H04B 7/04 (2006.01)

H04L 1/18 (2006.01) H04L 1/06 (2006.01)

(86) International application number: 
PCT/US2008/072111

(87) International publication number: 
WO 2009/042290 (02.04.2009 Gazette 2009/14)

(54) RETRANSMISSION METHOD FOR HARQ IN MIMO SYSTEMS

NEUÜBERTRAGUNGSVERFAHREN FÜR HARQ IN MIMO-SYSTEMEN

PROCÉDÉ DE RETRANSMISSION DESTINÉ AU PROTOCOLE HARQ DANS DES SYSTÈMES 
MIMO

(84) Designated Contracting States: 
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR 
HR HU IE IS IT LI LT LU LV MC MT NL NO PL PT 
RO SE SI SK TR

(30) Priority: 28.09.2007 US 864066

(43) Date of publication of application: 
14.07.2010 Bulletin 2010/28

(60) Divisional application: 
16172391.1

(73) Proprietor: Apple Inc.
Cupertino, CA 95014 (US)

(72) Inventor: KOTECHA, Jayesh H.
Austin
Texas 78729 (US)

(74) Representative: Keseris, Denis et al
Withers & Rogers LLP 
4 More London Riverside
London SE1 2AU (GB)

(56) References cited:  
EP-A1- 1 615 365 EP-A1- 1 635 518
EP-A2- 1 780 925 WO-A2-2007/089126

• QUALCOMM EUROPE: "Impact of MIMO on RAN2 
Specifications", 3GPP DRAFT; R2-070194 
INTRODUCTION OF MIMO IN RAN2 
SPECIFICATIONS, 3RD GENERATION 
PARTNERSHIP PROJECT (3GPP), MOBILE 
COMPETENCE CENTRE ; 650, ROUTE DES 
LUCIOLES ; F-06921 SOPHIA-ANTIPOLIS 
CEDEX ; FRANCE, vol. RAN WG2, no. Sorrento, 
Italy; 20070112, 12 January 2007 (2007-01-12), 
XP050133298, [retrieved on 2007-01-12]

• LOVE D.J. ET AL.: ’Multimode Precoding for 
MIMO Wireless Systems.’ IEEE TRANS. ON 
SIGNAL PROCESSING vol. 53, no. 10, October 
2005, pages 3674 - 3687, XP011139445

• ’Physical channels and modulation.’ 3GPP TS 
36.211 V2.0.0. 24 September 2007, pages 22 - 
31,33- 3, XP008131097

• GOROKHOV A. ET AL.: ’Receive Antenna 
Selection for MIMO Spatial Multiplexing: Theory 
and Algorithms.’ IEEE TRANS. ON SIGNAL 
PROCESSING vol. 51, no. 11, November 2003, 
pages 2796 - 2807, XP011102796



EP 2 206 264 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The present invention is directed in general to field of information processing. In one aspect, the present
invention relates to a system and method for codeword retransmission within MIMO communication systems.

Description of the Related Art

[0002] Wireless communication systems transmit and receive signals within a designated electromagnetic frequency
spectrum, but the capacity of the electromagnetic frequency spectrum is limited. As the demand for wireless communi-
cation systems continues to expand, there are increasing challenges to improve spectrum usage efficiency. To improve
the communication capacity of the systems while reducing the sensitivity of the systems to noise and interference and
limiting the power of the transmissions, a number of wireless communication techniques have been proposed, such as
Multiple Input Multiple Output (MIMO), which is a transmission method involving multiple transmit antennas and multiple
receive antennas. For example, space division multiple access (SDMA) systems can be implemented as closed-loop
systems to improve spectrum usage efficiency. SDMA has recently emerged as a popular technique for the next gen-
eration communication systems. SDMA based methods have been adopted in several current emerging standards such
as IEEE 802.16 and the 3rd Generation Partnership Project (3GPP) Long Term Evolution (LTE) platform.
[0003] Wireless communication systems, such as the example MIMO system 100 shown in Figure 1, include one or
more transmitters 101 and one or more receiver stations 105.1-105.m, where "m" is an integer representing the number
of receiver stations in a given geographic area. As depicted, the transmitter 101 (e.g., base station) uses a first multiple
antenna array 104 to communicate with one or more receiver stations 105.1-105.m (e.g., subscriber stations), each
having its own receiver antenna array 106.i (e.g., 106.1, 106.2, ... 106.m), where each antenna array 106.i includes one
or antennas. While the wireless communication system 100 may be any type of wireless communication system (including
but not limited to a MIMO system, SDMA system, CDMA system, OFDMA system, OFDM system, etc.), an example
MIMO wireless communication system 100 includes a transmitter 101 (which may act as a node B or base station) and
one or more receivers 105.i (each of which may act as a subscriber station or user equipment), which can be virtually
any type of wireless one-way or two-way communication device such as a cellular telephone, wireless equipped computer
system, and wireless personal digital assistant. Of course, the receiver/subscriber station 105.i can also transmit signals
which are received by the transmitter/base station 101. The signals communicated between transmitter 101 and receiver
105.i can include voice, data, electronic mail, video, and other data, voice, and video signals.
[0004] With MIMO communication systems, the transmitter 101 can use knowledge about the communication channel
at each receiver 105.i to operate on the transmit signal before transmitting from the transmit antenna array 104 by using
precoding techniques, thereby improving the quality and capacity of signal transmission to the subscriber stations 105.i.
Precoding is implemented by applying a set of transmit beam forming or precoding weights to signals applied to each
antenna in the antenna array 104 prior to transmission. For example, precoding techniques may be used to implement
spatial multiplexing whereby independent and separately encoded data signals, so called streams, are transmitted from
each of the multiple transmit antennas to a single subscriber station, effectively re-using or multiplexing the space
dimension. With spatial multiplexing, the number of layers (or rank) simultaneously transmitted to one subscriber station
(e.g., 105.1) may be adapted to match current channel characteristics. In this way, rank adaptation may exploit the
potential capacity boost offered by multiple antennas when the transmission channel is rich with multipath diversity.
[0005] Examples of such precoding techniques may be understood with reference to Figure 1, where the MIMO system
base station 101 receives one or more information signals (e.g., s1-sm). Each information signal si is encoded, modulated
and/or mapped into transmission layers for downlink transmission by the channel encoding/modulation/mapping module
102.i, and then precoded with a precoding vector prior to transmission over the transmit antenna array 104. For example,
when precoding is used to implement spatial multiplexing through multiple antennas, one or more transport blocks or
codewords may be simultaneously transmitted over one or more layers to the same subscriber station (e.g., 105.1). In
this context, a layer is a symbol stream originating from the modulated bits of a codeword, where a codeword refers to
the coded bits of one transport block. To spatially multiplex one or more symbol streams (e.g., signal s1 and s2) through
multiple antennas, "precoding" weights (e.g., precoding vectors w1 and w2) are applied to one or more symbol streams
(e.g., signal s1 and s2) and the result (e.g., vectors x1 and x2) is transmitted over an array of antennas 104. (Note: lower
case bold variables indicate vectors and upper case BOLD variables indicate matrices). The precoding vectors wi may
be stored in a codebook (not shown) and used to direct the signal with the objective of enhancing the signal quality or
performance metric, like signal-to-interference-and-noise ratio (SINR) of the received signal. In particular, the base
station 101 has an array of N antennas 104, where N is an integer greater than or equal to m. The base station prepares



EP 2 206 264 B1

3

5

10

15

20

25

30

35

40

45

50

55

one or more transmission signals, represented by the vector xi, for each signal si, where i ∈ {1, 2, ..., m}. The transmission
signal vector xi is determined in accordance with Equation [1]: 

where wi, is the ith precoding, N dimensional transmission weight vector (also referred to as a "transmit precoder"), and
each coefficient wj of weight vector wi represents a weight and phase shift on the jth transmit antenna 104. In addition,
the term "si" is the data to be transmitted to the ith receiver. Each of the coefficients of weight vector wi may be a complex
weight. Unless otherwise indicated, transmission precoding vectors are referred to as "weight vectors," and reception
vectors are referred to as "combining vectors," though in systems having reciprocal channels (such as TDD systems),
a combining vector v at a receiver/subscriber station can be used as both a combining vector (when receiving signals
from a transmitter/base station) and a weighting vector (when transmitting to a transmitter/base station).
[0006] At the receiver, the received signals detected by the array of antennas 106.i are processed using the appropriate
combining vectors 107.i (e.g., v1 and v2). For example, the transmission signal vector x1 is transmitted via a channel
represented by a channel matrix H1, and is received at the receiver 105.1 as a receive signal vector y1= H1

Hx1 + n1
(where n represents noise and any co-channel interference caused by other subscriber stations). More generally, the
received signals for the ith subscriber station 105.i are represented by a kii x 1 received signal vector yi in accordance
with Equation [2]: 

where "si" is the data to be transmitted to the ith subscriber station 105.i, "sn" is the data transmitted to the nth subscriber
station 105.n, the * superscript denotes the complex conjugation operator, "Hi

H " represents the complex conjugate
transpose of the channel matrix correlating the base station 101 and ith subscriber station 105.i, wi is the ith transmit
weight vector, and wn is the nth transmit weight vector. The superscript "H" is used herein as a hermitian operator to
represent a complex conjugate transpose operator. The jth element of the received signal vector yi represents the signal
received on the jth antenna of subscriber station 105.i,j ∈ {1, 2, ..., ki}. The first term on the right hand side of Equation
[2] is the desired receive signal while the summation terms less the desired receive signal represent co-channel inter-
ference. Finally, to obtain a data signal, zi, which is an estimate of the transmitted data si, the subscriber station 105.i
combines the signals received on the k antennas 106.i using a combining vector vi 107.i in accordance with Equation [3]: 

and then demaps demodulates and decodes the result with processing module 108. i to obtain the data signal, zi.
[0007] One difficulty associated with spatial multiplexing is the mapping of one or more codewords onto the physical
layers being transmitted by the base station 101, particularly where the number of codewords and available transmit
antenna ports at the transmitter can change from one base station to the next. While mapping codewords to layers may
be trivial in the case of two antenna ports (since the number of layers equals the number of codewords), the mapping
is more complex in the four antenna port case since there are potentially fewer codewords than layers. And even when
a mapping structure is adopted, the confines of the mapping structure can create other problems for the operation of
the transmitter. For example, a prescribed mapping structure may restrict the ability of the base station to efficiently
retransmit signal information to a subscriber station. Accordingly, there is a need for an improved system and methodology
for signal processing and control signaling in a MIMO system. There is also a need for a retransmission scheme which
may be used within the prescribed mapping structures of a MIMO system. In addition, there is a need for a spatial
multiplexing system and methodology which provides a codeword-to-layer mapping approach which overcomes the
problems in the art, such as outlined above. Further limitations and disadvantages of conventional processes and
technologies will become apparent to one of skill in the art after reviewing the remainder of the present application with
reference to the drawings and detailed description which follow. Other examples of prior art methods can be found
disclosed in, for example, EP1615365A1 and EP1635518A1.
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BRIEF DESCRIPTION OF THE DRAWINGS

[0008] The present invention may be understood, and its numerous objects, features and advantages obtained, when
the following detailed description of a preferred embodiment is considered in conjunction with the following drawings,
in which:

Figure 1 (labeled prior art) depicts a wireless communication system;
Figure 2 depicts one or more receivers in a wireless communication system in which codeword retransmission is
provided which conforms with a predetermined codeword-to-layer mapping structure;
Figure 3 depicts a transmitter in a wireless communication system in which codeword retransmission is provided
which conforms with a predetermined codeword-to-layer mapping structure;
Figure 4 depicts a first example flow for a retransmission methodology for retransmitting a failed codeword over two
codeword pipes using the same higher order rank as was used in the original transmission; and
Figure 5 depicts an example flow for performing a HARQ retransmission over two or more layers.

[0009] It will be appreciated that for simplicity and clarity of illustration, elements illustrated in the drawings have not
necessarily been drawn to scale. For example, the dimensions of some of the elements are exaggerated relative to other
elements for purposes of promoting and improving clarity and understanding. Further, where considered appropriate,
reference numerals have been repeated among the drawings to represent corresponding or analogous elements.

DETAILED DESCRIPTION

[0010] A codeword transmission system and methodology are described for use in efficiently providing codeword
transmission and retransmissions in wireless multi-input, multiple output (MIMO) systems. Using codebook-based pre-
coding techniques, spatially multiplexed transmission is enabled so that one or more codewords or transport blocks may
be simultaneously transmitted over one or more layers using a predetermined codeword-to-mapping structure, such as
specified by the 3GPP LTE specification TS 36.211 entitled "Physical Channels and Modulation." In instances where
one of a plurality of codewords being transmitted over two codeword pipes fails the transmission, codeword retransmission
is enabled by duplicating the failed codeword at the transmitter/base station and then retransmitting the duplicated
codewords over both codeword pipes. In such instances, the retransmission of the duplicated codeword may be performed
using the same transmission layers or "rank" as the original transmission, or may be performed using any desired higher
order transmission rank that uses two or more transmission layers (e.g., rank 2, rank 3 or rank 4) that may or may not
be the same as the original transmission. However, it will also be appreciated that the codeword duplication and trans-
mission techniques disclosed herein may also be used for the original transmission of a codeword, even if there has not
been a prior failure to transmit the codeword. In whatever form implemented, at least the information bits in the codeword
to be transmitted over both codeword pipes are transmitted, either as duplicated codewords or by separately modulating
and coding the information bits at the base station, resulting in two codewords (having identical information) that are
transmitted over the two codeword pipes. In any case, control signaling may be generated by the base station/transmitter
to signal the selected retransmission mode to the subscriber station/receiver and otherwise track any error control
processing information. For example, the retransmission mode may be signaled by including one or more additional
signaling bits in the control signal, or by re-using existing control signal information in a way that can be recognized by
the subscriber station/receiver. At the subscriber station/receiver, the retransmitted codewords may be decoded and
combined, such as by using a receive diversity combiner-type algorithm. With the disclosed retransmission scheme, the
retransmitted codeword need not revert to a lower rank for retransmission if there are no pending codewords awaiting
transmission, thereby providing a diversity advantage to improve system performance in most cases.
[0011] Various illustrative embodiments of the present invention will now be described in detail with reference to the
accompanying figures. While various details are set forth in the following description, it will be appreciated that the
present invention may be practiced without these specific details, and that numerous implementation-specific decisions
may be made to the invention described herein to achieve the device designer’s specific goals, such as compliance with
process technology or design-related constraints, which will vary from one implementation to another. While such a
development effort might be complex and time-consuming, it would nevertheless be a routine undertaking for those of
ordinary skill in the art having the benefit of this disclosure. For example, selected aspects are shown in block diagram
form, rather than in detail, in order to avoid limiting or obscuring the present invention. In addition, some portions of the
detailed descriptions provided herein are presented in terms of algorithms or operations on data within a computer
memory. Such descriptions and representations are used by those skilled in the art to describe and convey the substance
of their work to others skilled in the art. Various illustrative embodiments of the present invention will now be described
in detail below with reference to the figures.
[0012] Figures 2 and 3 depict a wireless communication system 200 in which codeword retransmission is provided
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which conforms with a predetermined codeword-to-layer mapping structure. In the depicted system 200, a transmitter
210 uses codebook-based techniques to design downlink precoding vectors for precoding one or more input signals
that are transmitted from a transmitter 210 (e.g., a base station) to one or more receivers 201.i (e.g., subscriber stations).
The transmitter 210 includes a multi-antenna array 227 for communicating with the receivers 201.i, each of which includes
an array 202.i having one or more antennas for communicating with the transmitter 210. In operation, a data signals si
presented at the transmitter 210 for transmission to the receiver 201.i is transformed by the signal processor 218 into a
transmission signal represented by the vector xi. In accordance with the general LTE structure for downlink physical
channels, signal processor 218 defines a baseband signal xi from the input data signal si by first using an encoder/mod-
ulator 220 to perform channel encoding and modulation on the data signals si, thereby generating one or more codewords.
Scrambling unit modules 221a, 221b are then used to scramble coded bits in each of the codewords to be transmitted
on a physical channel, and then modulation mapping unit modules 222a, 222b are used to modulate the scrambled bits
to generate complex-valued modulation symbols for each codeword. Next, a layer mapper unit module 223 maps the
complex-valued modulation symbols for each of the codewords onto one or several layers, followed by a precoding unit
module 224 which precodes the complex-valued modulation symbols on each layer for transmission on the antenna
ports by mapping the transmission layer(s) onto resources on each of a plurality of transmit antenna ports. Resource
element mapper modules 225a, 225b are then used to map the complex-valued modulation symbols for each antenna
port to resource elements, and orthogonal frequency division multiplex (OFDM) unit modules 226a, 226b are used to
generate complex-valued time-domain OFDM signal for each antenna port.
[0013] According to the 3GPP LTE technical specification TS 36.211 entitled "Physical Channels and Modulation,"
the layer mapper unit module 223 in the transmitter 210 (shown in Figure 3) implements a predetermined codeword-to-
mapping structure for mapping up to two codewords on up to four transmission layers. The LTE codeword-to-mapping
structure 230 illustrated in Figure 2 provides a mapping for the layer mapper unit module 223 (as indicated by the dashed
lines to layer mapper 223 depicted in Figure 3) which depends on the transmission rank. A single codeword is mapped
to a single transmission layer (e.g., layer 0) using a rank 1 transmission structure 240. However, two codewords may
be mapped to two or more layers, depending on whether the transmitter is using rank 2, rank 3 or rank 4 transmission
structures. With a rank 2 transmission structure 250, a first codeword CW1 is mapped to a first transmission layer (e.g.,
layer 0) and a second codeword CW2 is mapped to a second transmission layer (e.g., layer 1). With a rank 3 transmission
structure 260, a first codeword CW1 is mapped to a first transmission layer (e.g., layer 0), while a serial-to-parallel
converter (S/P) is used to map a second codeword CW2 to second and third transmission layers (e.g., layers 1 and 2).
Finally, with a rank 4 transmission structure 270, a serial-to-parallel converter is used to map a first codeword CW1 is
mapped to first and second transmission layers (e.g., layers 0 and 1), while a serial-to-parallel converter is used to map
a second codeword CW2 to third and fourth transmission layers (e.g., layers 2 and 3). By using higher order rank
structures (e.g., rank 2, rank 3 or rank 4), the transmitter 210 is able to exploit the higher capacity allowed by having
multiple antennas 227.
[0014] For a variety of reasons, there will be occasions where one or more of the transmitted codewords will not
successfully pass or transmit to the receiver. As is known in the art, there are a variety of error control techniques which
may be used to detect and/or correct transmission errors, or to otherwise determine that a transmission has failed. For
example, Automatic Repeat-reQuest (ARQ) is an error control method for data transmission which uses acknowledg-
ments and timeouts to achieve reliable data transmission. Another error control method is Hybrid Automatic Repeat-
reQuest (HARQ) which adds error-detection (ED) bits to data to be transmitted (such as cyclic redundancy check, CRC),
and also adds forward error correction (FEC) bits to the existing Error Detection (ED) bits (such as Reed-Solomon code
or Turbo code). If the channel quality is bad and not all transmission errors can be corrected, the receiver will detect this
situation using the error-detection code, and a retransmission is requested by the receiver.
[0015] While codeword failures can be remedied by retransmitting the failed codeword, there are situations where the
retransmission of a codeword conflicts with the defined LTE codeword-to-mapping structure that may arise when the
failed codeword was originally transmitted using a higher order rank transmission structure. To consider an example
where a HARQ retransmission request conflicts with the defined LTE codeword-to-mapping structure, consider the case
where two codewords are simultaneously transmitted using a channel rank of three or four. If the first codeword (e.g.,
CW1) passes but the second codeword (e.g., CW2) fails, a HARQ retransmission request 212 will be sent to the transmitter
210, requesting that the second codeword CW2 be retransmitted. In cases where the data buffer (not shown) at the
transmitter 210 is empty (i.e., there are no additional data/codewords to transmit), the transmitter 210 has only the single
failed codeword (e.g., CW2) to transmit. As a result, the codeword transmission originally used two layers, but for the
retransmission, the only possibility provided by the defined LTE codeword-to-mapping structure is to transmit a single
codeword using the rank one mapping onto a single layer. The resulting change in transmission rank limits the retrans-
mission of the second codeword (e.g., CW2) to half as many coded bits as the original transmission, which can result
in a substantial loss of coding gain as compared to the high coding rates in the first transmission. Stated more generally,
if the channel rank is two or higher by the time that the second codeword is to be retransmitted, the transmitter would
be forced to perform rank override, thereby increasing channel quality indicator (CQI) inaccuracy (the CQI is measured
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per codeword) and loss.
[0016] To address this potential conflict, selected embodiments of the present invention provide a codeword retrans-
mission scheme whereby a failed codeword is duplicated and retransmitted using the original channel rank. To this end,
each receiver 201.i includes a HARQ reception module 204.i which provides one or more receiver functions, including
detecting and/or correcting errors, detecting codeword transmission failures (e.g., using HARQ error detection tech-
niques), requesting retransmission of the failed codeword(s), detecting and demapping retransmitted codewords and
newly transmitted codewords. As will be appreciated, the HARQ reception module 204.i may be implemented as part
of the signal processor 203.i or with separate control logic and/or circuit functionality at the receiver 201.i to effectively
request, detect and demap duplicate codewords in any desired way. For example, the HARQ reception module 204.i
may include circuitry and/or control logic which is used to compare the predetermined bit fields (e.g., hybrid ARQ process
number and the retransmission sequence number in the physical downlink control channel (PDCCH) downlink scheduling
assignment fields) or other alternate bits in case of different signaling mechanism) to detect if a particular transmission
is a retransmission event and to subsequently proceed to decoding the codewords in some diversity combining algorithm
or otherwise. A transmitter 210 detects a retransmission request generated by a receiver 201.i, such as by using a HARQ
retransmission detector 214. Such a detector may be implemented as part of the signal processor 218 or with separate
control logic and/or circuit functionality at the transmitter 210 to detect the feedback of a HARQ retransmission request
212 from a receiver 201.i.
[0017] In response to detecting a HARQ retransmission request for a failed codeword, a HARQ retransmission module
216 at the transmitter 210 includes a codeword duplication module 217 for duplicating the codeword to be retransmitted.
As will be appreciated, the codeword duplication module 217 may be implemented as part of the signal processor 218
or with separate control logic and/or circuit functionality at the transmitter 210 to effectively duplicate the failed codeword
in any desired way. For example, the codeword duplication module 217 may replace the successfully transmitted code-
word (e.g., CW1) with the failed codeword (e.g., CW2) and then effectively transmit the failed codeword CW2 on both
codeword pipes. In this example, the duplicated codewords 219a may be provided directly to the layer mapper unit
module 223. In other embodiments, the codeword duplication module 217 may duplicate the information bits from the
failed codeword (e.g., CW2), but use different modulation and coding. In these embodiments, the duplicated codeword
information 219b may be provided directly to the encoder/modulator 220. However duplicated, the HARQ retransmission
module 216 is configured to duplicate and retransmit at least the information bits in the failed codeword over two codeword
pipes.
[0018] To alert the receiver 201.i as to which retransmission mode is being used to retransmit the failed codeword,
the transmitter 210 includes a control signal module 215 for generating control signaling. The control signal module 215
receives codeword retransmission information 215a from the HARQ transmission module 216 whenever codeword
duplication and (re)transmission is scheduled to occur, and generates in response thereto control information 215b for
baseband processing by the processor 218. As will be appreciated, the control signal module 215 may be implemented
as part of the signal processor 218 or with separate control logic and/or circuit functionality at the transmitter 210 to
generate a control signal that identifies the selected retransmission mode to the subscriber station/receiver and otherwise
tracks any HARQ processing information. In various embodiments, the control signal may be included as one or more
parameters in the PDCCH, such as the HARQ process number and the retransmission sequence number (RSN) downlink
scheduling assignment fields described in the 3GPP TSG-RAN WG1 #50 R1-073870 entitled "Notes From Offline
Discussions on PDCCH Contents." In this example, the HARQ process ID number field identifies which codeword is
being retransmitted, while the RSN field identifies the transmission count to provide a "new data" or "redundancy"
indicator. Of course, any desired control signal parameters may be used to convey the HARQ process ID number and
retransmission count information to the receiver, or to convey other error control process parameters for use in control
signaling of codeword transmission or HARQ retransmission specified herein. As will be appreciated, the control signal
module 215 may also be used to generate control signaling to alert the receiver 201.i when an original codeword
transmission is being provided over two codeword pipes.
[0019] In selected embodiments, the retransmission mode may be signaled by including one or more additional sig-
naling bits in the control signal generated by the control signal module 215. At the receiver 201.i, the additional signaling
bits are detected in the reception module 204.i and used to determine which retransmission mode is being used. To
provide an example where two modes are identified by a single additional control signal bit, a first retransmission mode
(e.g., the failed codeword is being duplicated and retransmitted) is signaled when the signaling bit has a first predetermined
value, but a second retransmission mode (e.g., the failed codeword information is being duplicated and retransmitted)
is signaled when the signaling bit has a second predetermined value. By using one or more additional signaling bits to
signal how the codeword is being duplicated, it is possible to reuse control signal bits from one of the codewords for
other signaling purposes. Thus, if the additional signaling bit in the control signal indicates that both codewords are
identical (e.g., the same coded bits/symbols are being transmitted), then control signal bits from one of the codewords
(e.g., transport block size bits, modulation coding scheme (MCS) bits, HARQ bits etc. in the second codeword) can be
used for other purposes, such as storing additional information. At the receiver, this mode will be detected from the
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additional signaling bit, and the receiver can extract the additional information from the control signal bit fields in the
other codeword.
[0020] In other embodiments, the retransmission mode may be signaled by re-using existing control signal bits in a
way that can be recognized by the subscriber station/receiver. In such embodiments, the control signal generated by
the control signal module 215 specifies predetermined bit field values in the control signal for two codewords to indicate
that they are duplicates of one another. In an example embodiment, codeword identity is indicated if the control signals
for two codewords contain the same HARQ process ID number and retransmission count in respective bit fields for both
codewords. At the receiver 201.i, the reception module 204.i may be configured to determine which codewords are the
same by inspecting and comparing the predetermined bit field values. This may be done by including control logic and/or
circuitry in the reception module 204.i that compares the predetermined bit field values, and if the HARQ process ID
number and retransmission count in respective bit fields for two codewords are the same, then the receiver 201.i deter-
mines that a failed codeword is being retransmitted. The retransmitted codewords may then be decoded and combined,
such as by using demapping module 204.i which uses the LTE codeword-to-mapping structure 230 to demap the
retransmitted codewords (as indicated by the dashed lines to the HARQ error control module 204.i depicted in Figure
2). The demapped codewords may then be decoded and combined, such as by using a receive diversity combiner-type
algorithm at the signal processing module 203.i.
[0021] In addition to the retransmission mode, the control signal generated by the transmitter’s control signal module
215 may also specify one or more parameters used in the HARQ error control process. By sending the error control
process parameters to the receiver 201.i, both the transmitter 210 and receiver 201.i can track the error control process
parameters. Examples of such parameters in the control signal include a HARQ process ID number and retransmission
count for a failed codeword that is to be retransmitted. These parameters may be used to control the HARQ retransmission
by treating the retransmission event using duplicated codewords as a single retransmission for purposes of HARQ
retransmission counting and decoding. In this way, a single retransmission attempt (using duplicated codewords) is not
counted twice against any limit on the retransmit attempts. Alternatively, the retransmission of a codeword may be treated
as a double retransmission for purposes of HARQ retransmission counting and decoding, in which case the control
signal parameters are updated accordingly by the control signal module 215.
[0022] Figure 4 depicts a first example flow for a retransmission methodology 300 for retransmitting a failed codeword
over two codeword pipes using any desired higher order rank, including but not limited to the same rank as was used
in the original transmission. As a preliminary step, a transmitter/base station transmits two codewords over two or more
transmission layers to a receiver/user equipment using a higher order rank transmission structure (step 302). In an
example embodiment, the higher order rank transmission structure is selected from a predetermined codeword-to-
mapping structure. When the codewords are transmitted in a MIMO communication system, the two codewords may be
transmitted using the rank 3 transmission structure 260 or rank 4 transmission structure 270 defined in the LTE codeword-
to-mapping structure 230 shown in Figure 2, though it will be appreciated that the two codewords may also be transmitted
using the rank 2 transmission structure 250. At the receiver/user equipment, a codeword transmission failure is detected
(step 304), such as by implementing a HARQ error control scheme at the user equipment. To request retransmission
of the failed codeword, the receiver/user equipment feeds back a HARQ retransmission request for the failed codeword
(step 306).
[0023] At the base station, one or more HARQ retransmission requests are detected (step 308), where each HARQ
retransmission request may be fed back by a different user equipment device. If there are any additional codewords in
the data buffer to be transmitted to a given user equipment (negative outcome to decision 310), then the failed codeword
may be retransmitted with the next codeword from the data buffer (step 311) using an appropriate higher order rank
structure if supported by the channel conditions. However, if there are not any additional codewords in the data buffer
to be transmitted to a given user equipment (affirmative outcome to decision 310), then at least information bits from
the failed codeword are duplicated into a duplicate codeword (step 312). The duplication may be performed by generating
the duplicate codeword as a copy of the failed codeword. Alternatively, the duplication may be performed by duplicating
the information bits from the failed codeword and using different modulation and coding on the duplicated information
bits. As a result, a first modulation and coding scheme would be used to encode the information bits into the failed
codeword, and a second modulation and coding scheme would be used to encode the information bits into the duplicate
codeword. As described herein, the duplicated codewords (or codeword information) are subsequently retransmitted to
the user equipment at step 316 using any desired higher order rank transmission structure.
[0024] However, along with retransmitting the failed codeword, the base station must generate and send control
signaling (step 314) to notify the user equipment of how the failed codeword is being retransmitted. The control signaling
may be generated to update the HARQ count information for the failed codeword, and may also include an additional
control signal bit that is set to indicate the retransmission mode (step 313). As indicated above, the additional control
signal bit may be used to distinguish between two retransmission modes, where a first retransmission mode (e.g., the
failed codeword is being duplicated and retransmitted) is signaled when the signaling bit has a first predetermined value
(e.g., "0"), and a second retransmission mode (eg., the failed codeword information is being duplicated and retransmitted)
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is signaled when the signaling bit has a second predetermined value (e.g., "1 "). Alternatively, the control signaling may
be generated to set existing control signal fields to to indicate the retransmission mode (step 314). In an example
embodiment, a codeword may be designated as a duplicate of another codeword if the control signals for two codewords
contain the same HARQ process ID number and retransmission count in respective bit fields for both codewords.
[0025] Once the control signaling is received at the user equipment, control logic at the user equipment may be
configured to detect the retransmitted codeword (step 318). Detection is enabled by using the predetermined codeword-
to-mapping structure at the user equipment to extract the duplicates of the failed codeword from the higher order rank
transmission structure. The duplicate codewords may also be combined at step 318, such as by using a receiver algorithm
at the user equipment.
[0026] Selected embodiments of the present invention may also be illustrated with reference to Figure 5, which depicts
an example flow 400 for performing a HARQ retransmission over two or more layers. As depicted, the process starts
(step 401) when the transmitter has information to communicate in the form of codewords over one or more downlink
physical channels to one or more receivers. During this transmission mode, the transmitter simultaneously transmits
two codewords over at least two transmission layers using a higher order channel rank (step 402). In accordance with
selected embodiments, the higher order channel rank may be a rank 2, rank 3 or rank 4 transmission structure as defined
in the LTE codeword-to-mapping structure. For example, the transmitter may use channel rank three or four during the
first attempt to transmit two codewords (step 402). By using a higher order channel rank to transmit the two codewords,
the transmitter spatially multiplexes the two codewords as independent and separately encoded data signals or streams.
[0027] At step 404, the transmitter receives a retransmission request for a second codeword that was not successfully
transmitted where the first codeword was successfully transmitted. If, for example, the two codewords (CW1 and CW2)
were originally transmitted (at step 402) using a channel rank three so that a first codeword (CW1) was mapped to layer
0 and the second codeword (CW2) was mapped to layers 1 and 2, channel conditions may cause the second codeword
(CW2) to fail transmission while the first codeword (CW1) passes. As will be appreciated, transmission failure can be
caused by any of a variety of reasons, such as poor channel transmission or noise conditions. The retransmission request
may be generated by a receiver as a HARQ retransmission request when the receiver’s HARQ error control module
determines that the transmission of the second codeword (CW2) failed, though other error control methodologies may
be used to generate retransmission requests. When a HARQ retransmission request is generated and fed back to the
transmitter, the receiver and transmitter both maintain error control processing parameters (e.g., HARQ process ID
number and retransmission count) for the retransmission request.
[0028] At step 406, the transmitter duplicates the second (failed) codeword (e.g., CW2) or at least the information bits
in the failed codeword. As will be appreciated, the codeword duplication is not required if there are any additional
codewords in the data buffer to be transmitted to the receiver since the transmitter can spatially multiplex the failed
codeword with the next codeword. However, if there are no additional codewords to be transmitted to the receiver, the
failed codeword can be retransmitted to the receiver using a higher order rank by duplicating the failed codeword using
any desired technique. In various embodiments, duplication may be performed by replacing the first codeword with the
second codeword (e.g., CW1 = CW2). Alternatively, the information bits from the failed codeword CW2 may be duplicated
and separately modulated (e.g., with different modulation and coding on the duplicated information bits). In connection
with the codeword duplication process, the transmitter generates or updates control signal information, and may retransmit
duplicated codeword (information) over the same layers as originally used to transmit the two codewords (step 406),
though any desired higher order layer mapping may be used. The control signal generated by the transmitter (step 406)
is sent to the receiver to signal the selected retransmission mode to the receiver and otherwise track any error control
processing information (e.g., HARQ process ID number and transmission count).
[0029] At step 408, the receiver uses control signal to detect the retransmitted second codeword (CW2). For example,
the control signal may contain one or more additional signaling bits which are used to indicate whether the failed codeword
is being retransmitted on both codeword pipes. Alternatively, existing control signal information (e.g., the HARQ process
ID number and retransmission count) for two codewords may be used by the receiver to determine whether the failed
codeword is being retransmitted on both codeword pipes. In this way, the receiver uses the control signal to decode and
combine the duplicated codeword (information). If the second (failed) codeword is not successfully transmitted (negative
outcome to decision 410), then the error control parameters (e.g., HARQ count) are updated (step 412), and another
retransmission request is processed (as indicated by the feedback loop to step 404). However, if the second (failed)
codeword passes (affirmative outcome to decision 410), then the retransmission process ends (step 414).
[0030] While the example sequence described with reference to Figure 5 describes a scenario where the second
codeword (CW2) fails the original transmission, it will be appreciated that the disclosed techniques may also be used
when the first codeword (CW1) fails, in which the first codeword (information) is duplicated and transmitted over two or
more layers. And again, while the disclosed techniques may be used when there is a codeword transmission failure, it
will be appreciated that, in selected embodiments, the same codeword may be transmitted along both the codeword
transmission pipes, even for a new transmission and irrespective of whether the transmitter’s data buffer is empty or
otherwise. This mode may be indicated in the control signaling by have identical HARQ process ID for both the codewords
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as well as indicating that both codewords in this transmission are new transmissions.
[0031] By now it should be appreciated that there has been provided a method and system for (re)transmitting code-
words in a MIMO communication system. As disclosed, a plurality of codewords is transmitted to a receiver over at least
first and second transmission layers using a first higher order transmission rank. If a first codeword is not successfully
transmitted, the receiver requests that the transmitter retransmit the first codeword. At the transmitter, the request may
be received as a Hybrid Automatic Repeat-reQuest (HARQ) request to retransmit the first codeword. In response, the
transmitter duplicates at least information bits from the first codeword into a second codeword. The information bits may
be duplicated by generating the second codeword as a copy of the first codeword, or by using separate modulation and
coding schemes to encode the information bits into first and second codewords. Once duplicated, the first and second
codewords are transmitted over at least two transmission layers using a second higher order transmission rank over
two or more (e.g., four) transmit antennas, which may or may not be the same as the first higher order transmission rank
for the original transmission. In various embodiments, the first and second codewords may be transmitted to the receiver
using a rank 2, rank 3 or rank 4 transmission rank selected from an LTE codeword-to-mapping structure for mapping
up to two codewords on up to four transmission layers. In connection with the retransmission of the first codeword, a
control signal is generated at the transmitter to signal a retransmission mode to the receiver. The control signal may be
used to track any error control processing information for retransmission of the first codeword, and/or to signal a trans-
mission mode for the transmission of the first codeword. For example, by setting a control signal bit for the first codeword,
a first transmission mode is signaled if the control signal bit has a first predetermined value, while a second transmission
mode is signaled if the control signal bit has a second predetermined value. In addition or in the alternative, the control
signal may be generated by writing one or more predetermined values into predetermined control signal bit fields for the
first codeword and writing the same one or more predetermined values into predetermined control signal bit fields for
the second codeword. The control signal may also be generated to include a transmission count parameter which is
incremented, by one, once each time the first codeword is retransmitted. Alternatively, the transmission count parameter
may be incremented, by one, twice each time the first codeword is retransmitted.
[0032] In another form, there is provided a method and system for transmitting transport blocks in a MIMO communi-
cation system. As disclosed, a transport block is identified that is to be transmitted to a receiver. The transport block
may be identified by receiving a request from the receiver to retransmit the transport block, or by identifying a transport
block to be transmitted to the receiver in an original or new transmission. The identified transport block is duplicated into
first and second transport blocks. The first and second transport blocks are then transmitted to the receiver over at least
first and second transmission layers using a transmit antenna array having two or more (e.g., four) transmit antennas.
The transmission processing may include mapping the first and second transport blocks to at least first and second
transmission layers using an LTE codeword-to-mapping structure. In addition, a control signal may be generated to
signal a transmission mode to the receiver by including one or more control parameters in the physical downlink control
channel. In selected embodiments, the control parameters include a transmission count parameter which is incremented
once (or twice) each time the first and second transport blocks are transmitted. At the receiver, the first and second
transport blocks are decoded and combined by using a receive diversity combiner-type process.
[0033] In yet another form, there is provided a method and system for using a communication device to transmit
codewords in a MIMO communication system. The disclosed communication device includes a codeword duplication
module for duplicating at least information bits from a first codeword into a second codeword, a layer mapping module
for mapping the first codeword and second codeword onto a plurality of transmission layers, and a precoding module
for mapping the plurality of transmission layers onto resources on each of a plurality of transmit antenna ports. In addition,
a codeword transmission module is provided for duplicating at least information bits from the first codeword (or transport
block) into a second codeword (or transport block) so that the first and second codewords (transport blocks) can be
transmitted or retransmitted using a higher order transmission rank. A control signaling module may also be provided
control signal is generated at the transmitter to signal a retransmission mode to the receiver. The control signal may be
used to generate a control signal which may be used to track any error control processing information for retransmission
of the first codeword, and/or to signal a transmission mode for the transmission of the first codeword. There is also
disclosed communication device for receiving codewords in a MIMO communication system. The disclosed communi-
cation device includes a receive antenna array and a HARQ reception module which is configured for comparing pre-
determined bit fields in a first control signal for a first codeword with predetermined bit fields in a second control signal
for a second codeword to determine if the first and second codewords are duplicates of one another. The HARQ reception
module may also be configured for decoding the transmitted duplicated codeword. In various embodiments, the decoding
operation is performed by decoding the duplicated codeword from the first and second codewords using a diversity
combining process and a HARQ combining decoding process.
[0034] In still yet another form, there is disclosed a method and system for controlling spatial multiplexing of one or
more transport blocks to a receiver by transmitting a control signal to a receiver to signal a transmission mode wherein
duplicated transport blocks are transmitted. In selected embodiments, the control signal is transmitted by transmitting
first and second transport block control signals, where each transport block control signal includes a retransmission
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sequence number and a hybrid ARQ process number. If the receiver detects that the retransmission sequence numbers
and a hybrid ARQ process numbers in the first and second transport block control signals are the same, then the receiver
determines that a first transport block associated with the first transport block control signal is a duplicate of a second
transport block associated with the second transport block control signal. In other embodiments, the control signal control
signal is transmitted by setting a control signal bit for the first transport block to signal a first transmission mode if the
control signal bit has a first predetermined value and to signal a second transmission mode if the control signal bit has
a second predetermined value.
[0035] The methods and systems for retransmitting codewords using the higher order rank structures as shown and
described herein may be implemented in software stored on a computer-readable medium and executed as a computer
program on a general purpose or special purpose computer to perform certain tasks. For a hardware implementation,
the elements used to perform various signal processing steps at the transmitter (e.g., coding and modulating the data,
scrambling, mapping, precoding the mapped modulated signals, preconditioning the precoded signals, duplicating and
retransmitting the codewords, and so on) and/or at the receiver (e.g., recovering the transmitted signals, demodulating
and decoding the recovered signals, detecting whether transmission succeeded, feeding back retransmission requests,
and so on) may be implemented within one or more application specific integrated circuits (ASICs), digital signal proc-
essors (DSPs), digital signal processing devices (DSPDs), programmable logic devices (PLDs), field programmable
gate arrays (FPGAs), processors, controllers, micro-controllers, microprocessors, other electronic units designed to
perform the functions described herein, or a combination thereof. In addition or in the alternative, a software implemen-
tation may be used, whereby some or all of the signal processing steps at each of the transmitter and receiver may be
implemented with modules (e.g., procedures, functions, and so on) that perform the functions described herein. It will
be appreciated that the separation of functionality into modules is for illustrative purposes, and alternative embodiments
may merge the functionality of multiple software modules into a single module or may impose an alternate decomposition
of functionality of modules. In any software implementation, the software code may be executed by a processor or
controller, with the code and any underlying or processed data being stored in any machine-readable or computer-
readable storage medium, such as an on-board or external memory unit.
[0036] Although the described exemplary embodiments disclosed herein are directed to various MIMO precoding
systems and methods for using same, the present invention is not necessarily limited to the example embodiments
illustrate herein. For example, various embodiments of a MIMO precoding system and design methodology disclosed
herein may be implemented in connection with various proprietary or wireless communication standards, such as IEEE
802.16e, 3GPP-LTE, DVB and other multi-user MIMO systems. In addition, it will be appreciated that the embodiments
described herein with reference to transmitting codewords from a base station to user equipment may be generalized
to apply to any transmitter and receiver, or vice versa. Thus, the particular embodiments disclosed above are illustrative
only and should not be taken as limitations upon the present invention, as the invention may be modified and practiced
in different but equivalent manners apparent to those skilled in the art having the benefit of the teachings herein. Ac-
cordingly, the foregoing description is not intended to limit the invention to the particular form set forth, but on the contrary,
is intended to cover such alternatives, modifications and equivalents as may be included within the scope of the invention
as defined by the appended claims so that those skilled in the art should understand that they can make various changes,
substitutions and alterations without departing from the scope of the invention in its broadest form.
[0037] Benefits, other advantages, and solutions to problems have been described above with regard to specific
embodiments. However, the benefits, advantages, solutions to problems, and any element(s) that may cause any benefit,
advantage, or solution to occur or become more pronounced are not to be construed as a critical, required, or essential
feature or element of any or all the claims. As used herein, the terms "comprises," "comprising," or any other variation
thereof, are intended to cover a non-exclusive inclusion, such that a process, method, article, or apparatus that comprises
a list of elements does not include only those elements but may include other elements not expressly listed or inherent
to such process, method, article, or apparatus.

Claims

1. A method for retransmitting codewords in a MIMO communication system, comprising:

transmitting a plurality of codewords to a receiver over at least first and second transmission layers (302)
according to a transmission rank; and
receiving a request from the receiver to retransmit a first codeword (308);
duplicating at least information bits from the first codeword into a second codeword (312) to prevent a change
in the transmission rank; and
transmitting the first codeword and the second codeword over at least two transmission layers according to the
transmission rank; wherein the method is characterized by:
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generating a control signal at the transmitter to signal a retransmission mode to the receiver (314), wherein
a first value of the control signal (314) indicates that the second codeword is a duplicate of the first codeword,
and wherein a second value of the control signal (314) indicates that the second codeword comprises the
information bits from the first codeword encoded using a different modulation and coding than the first
codeword.

2. The method of claim 1, where transmitting the first codeword and second codeword comprises transmitting the first
codeword and second codeword to a receiver using a rank 2, rank 3 or rank 4 transmission rank selected from an
LTE codeword-to-mapping structure for mapping up to two codewords on up to four transmission layers (316).

3. The method of claim 1, where duplicating at least information bits from the first codeword into a second codeword
comprises generating the second codeword as a copy of the first codeword (312).

4. The method of claim 1, where duplicating at least information bits from the first codeword into a second codeword
comprises:

using a first modulation and coding to encode the information bits into the first codeword (312); and
using a second modulation and coding to encode the information bits into the second codeword (312).

5. The method of claim 1, where generating a control signal comprises generating a control signal to track any error
control processing and decoding information for retransmission of the first codeword (314).

6. The method of claim 1, where generating a control signal comprises writing one or more predetermined values into
predetermined control signal bit fields for the first codeword and writing the same one or more predetermined values
into predetermined control signal bit fields for the second codeword (314).

7. The method of claim 1, where generating a control signal comprises generating a transmission count parameter
which is incremented, by one, once or twice each time the first codeword is retransmitted (314).

8. A communication device for receiving codewords in a MIMO communication system, comprising:

a receive antenna array (202i) for receiving, in response to a retransmission request, first and second codewords;
wherein the communication device is characterized by a HARQ reception module (204i) for detecting signaling
bits indicating whether the second codeword is a duplicate of the first codeword or if the second codeword
comprises the information bits from the first codeword using a different modulation and coding from the first
codeword and for decoding the transmitted duplicated codeword using at least the first and second codewords
in response to the detected duplication.

9. The communication device of claim 8, where decoding the transmitted duplicated codeword comprises decoding
the duplicated codeword from the first and second codewords using a diversity combining process for a new trans-
mission or a retransmission (204i)

Patentansprüche

1. Verfahren zum Neuübertragen von Codewörtern in einem MIMO-Kommunikationssystem, das aufweist:

Übertragen einer Vielzahl von Codewörtern an einen Empfänger über zumindest erste und zweite Übertra-
gungsschichten (302) gemäß einem Übertragungsrang; und
Empfangen einer Anforderung von dem Empfänger, ein erstes Codewort (308) neu zu übertragen;
Duplizieren von zumindest Informationsbits aus dem ersten Codewort in ein zweites Codewort (312), um eine
Änderung in dem Übertragungsrang zu vermeiden; und
Übertragen des ersten Codewortes und des zweiten Codewortes über zumindest zwei Übertragungsschichten
gemäß dem Übertragungsrang;
wobei das Verfahren gekennzeichnet ist durch:

Erzeugen eines Steuersignals an dem Transmitter, um dem Empfänger (314) einen Neuübertragungsmo-
dus zu signalisieren, wobei ein erster Wert des Steuersignals (314) anzeigt, dass das zweite Codewort ein
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Duplikat des ersten Codewortes ist, und wobei ein zweiter Wert des Steuersignals (314) anzeigt, dass das
zweite Codewort die Informationsbits aus dem ersten Codewort aufweist, die unter Verwendung einer
unterschiedlichen Modulation und Codierung wie bei dem ersten Codewort codiert worden sind.

2. Verfahren gemäß Anspruch 1, wobei Übertragen des ersten Codewortes und des zweiten Codewortes Übertragen
des ersten Codewortes und des zweiten Codewortes zu einem Empfänger unter Verwendung eines Rang 2, Rang
3 oder Rang 4 Übertragungsranges umfasst, der aus einer LTE-Codewort-zu-Entschlüsselungsstruktur zum Ent-
schlüsseln von bis zu zwei Codewörtern auf bis zu vier Übertragungsschichten (316) ausgewählt ist.

3. Verfahren gemäß Anspruch 1, wobei das Duplizieren von zumindest Informationsbits von dem ersten Codewort in
ein zweites Codewort Erzeugen des zweiten Codewortes als eine Kopie des ersten Codewortes (312) umfasst.

4. Verfahren gemäß Anspruch 1, wobei Duplizieren von zumindest Informationsbits von dem ersten Codewort in ein
zweites Codewort umfasst:

Verwenden einer ersten Modulation und Codierung zum Codieren der Informationsbits in das erste Codewort
(312); und
Verwenden einer zweiten Modulation und Codierung, um die Informationsbits in das zweite Codewort zu co-
dieren.

5. Verfahren gemäß Anspruch 1, wobei Erzeugen eines Steuersignals Erzeugen eines Steuersignals aufweist, um
irgendeine Fehlersteuerungsverarbeitung und Decodierinformation zur Neuübertragung des ersten Codewortes
(314) nachzuverfolgen.

6. Verfahren gemäß Anspruch 1, wobei Erzeugen eines Steuersignals Schreiben eines oder mehrerer vorbestimmter
Werte in vorbestimmte Steuersignalbitfelder für das erste Codewort umfasst und Schreiben derselben einen oder
mehreren vorbestimmten Werte in vorbestimmte Steuersignalbitfelder für das zweite Codewort (314).

7. Verfahren gemäß Anspruch 1, wobei Erzeugen eines Steuersignals Erzeugen eines Übertragungszählparameters
umfasst, der um Eins inkrementiert wird, einmal oder zweimal, jedes Mal, wenn das erste Codewort neu übertragen
wird (314).

8. Kommunikationsvorrichtung zum Empfangen von Codewörtern in einem MIMO-Kommunikationssystem, das auf-
weist:

eine Empfangsantennenanordnung (202i) zum Empfangen von ersten und zweiten Codewörtern in Antwort auf
eine Neuübertragungsanforderung;
wobei die Kommunikationsvorrichtung gekennzeichnet ist durch ein HARQ-Empfangsmodul zum Erfassen
von Signalbits, die anzeigen, ob das zweite Codewort ein Duplikat des ersten Codeworts ist, oder, ob das zweite
Codewort die Informationsbits des ersten Codewortes unter Verwendung einer von dem ersten Codewort un-
terschiedliche Modulation und Codierung aufweist, und zum Decodieren des übertragenen duplizierten Code-
wortes unter Verwendung von zumindest der ersten und zweiten Codewörter in Antwort auf die erfasste Dup-
lizierung.

9. Kommunikationsvorrichtung gemäß Anspruch 8, wobei Decodieren des übertragenen duplizierten Codewortes De-
codieren des duplizierten Codewortes aus den ersten und zweiten Codewörtern unter Verwendung eines Diversi-
tätskombinierprozesses für eine neue Übertragung oder eine Wiederübertragung (204i) aufweist.

Revendications

1. Procédé de retransmission de mots codés dans un système de communication MIMO, comprenant :

la transmission d’une pluralité de mots codés à un récepteur sur au moins des première et seconde couches
de transmission (302) selon un rang de transmission ; et
la réception d’une demande du récepteur de retransmettre un premier mot codé (308) ;
la duplication d’au moins des bits d’informations du premier mot codé en un second mot codé (312) pour
empêcher un changement dans le rang de transmission ; et
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la transmission du premier mot codé et du second mot codé sur au moins deux couches de transmission selon
le rang de transmission ;
dans lequel le procédé est caractérisé par :

la génération d’un signal de commande au niveau de l’émetteur pour signaler un mode de retransmission
au récepteur (314), une première valeur du signal de commande (314) indiquant que le second mot codé
est un double du premier mot codé, et une seconde valeur du signal de commande (314) indiquant que le
second mot codé comprend les bits d’informations issus du premier mot codé encodés à l’aide d’une
modulation et d’un codage différents du premier mot codé.

2. Procédé selon la revendication 1, dans lequel la transmission du premier mot codé et du second mot codé comprend
la transmission du premier mot codé et du second mot codé à un récepteur à l’aide d’un rang de transmission de
rang 2, de rang 3 ou de rang 4 choisi parmi une structure de mot codé à mappage LTE pour mapper jusqu’à deux
mots codés sur jusqu’à quatre couches de transmission (316).

3. Procédé selon la revendication 1, dans lequel la duplication d’au moins des bits d’informations à partir du premier
mot codé et en un second mot codé comprend la génération du second mot codé en une copie du premier mot
codé (312).

4. Procédé selon la revendication 1, dans lequel la duplication d’au moins des bits d’informations du premier mot codé
et en un second mot codé comprend :

l’utilisation d’une première modulation et d’un premier codage pour encoder les bits d’informations en le premier
mot codé (312) ; et
l’utilisation d’une seconde modulation et d’un second codage pour encoder les bits d’informations en le second
mot codé (312).

5. Procédé selon la revendication 1, dans lequel la génération d’un signal de commande comprend la génération d’un
signal de commande pour traquer toutes informations de traitement et de décodage de commande d’erreur pour
retransmission du premier mot codé (314).

6. Procédé selon la revendication 1, dans lequel la génération d’un signal de commande comprend l’écriture d’une ou
plusieurs valeurs prédéterminées dans des champs de bits de signal de commande prédéterminés pour le premier
mot codé et l’écriture des mêmes une ou plusieurs valeurs prédéterminées dans des champs de bits de signal de
commande prédéterminés pour le second mot codé (314).

7. Procédé selon la revendication 1, où la génération d’un signal de commande comprend la génération d’un paramètre
de décompte de transmission qui est incrémenté, de un, une ou deux fois à chaque fois que le premier mot codé
est retransmis (314).

8. Dispositif de communication permettant de recevoir des mots codés dans un système de communication MIMO,
comprenant :

un réseau d’antennes de réception (202i) permettant de recevoir, en réponse à une demande de retransmission,
des premier et second mots codés ;
dans lequel le dispositif de communication est caractérisé par un module de réception HARQ (204i) permettant
de détecter des bits de signalisation indiquant si le second mot codé est un double du premier mot codé ou si
le second mot codé comprend les bits d’informations issus du premier mot codé en utilisant une modulation et
un codage différents du premier mot codé et permettant de décoder le mot codé dupliqué transmis à l’aide d’au
moins les premier et second mots codés en réponse à la duplication détectée.

9. Dispositif de communication selon la revendication 8, dans lequel le décodage du mot dupliqué transmis comprend
le décodage du mot codé dupliqué issu des premier et second mots codés à l’aide d’un processus de combinaison
de diversité pour une nouvelle transmission ou une retransmission (204i).
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