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(S)  Improvements  in  ticket  issuing  machines. 

<g)  This  invention  is  concerned  with  a  ticket  issuing 
machine  system  including  a  keyboard  6  to  enter  into 
the  machine  details  of  a  ticket  to  be  issued  a  printer 
1  to  print  out  ticket  information  on  the  ticket  depend- 
ing  upon  the  data  entered  into  the  keyboard  and 
means  8  for  storing  information  about  the  tickets 
issued  by  the  machine  and  which  includes  a  store 
circuit  board  module  12  capable  of  storing  data 
about  the  tickets  issued  and  which  is  readily  capable 
of  being  inserted  into  and  removed  from  the  ticket 
issuing  machine  to  have  the  details  of  the  tickets 

M  issued  transferred  to  an  exterior  store. 
^  The  machine  includes  optical  emitting  means  17, 
. 20   and  optical  responsive  means  8,  19  to  enable 
%  signals  to  be  passed. 
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IMPROVEMENTS  IN  TICKET  ISSUING  MACHINES 

This  invention  has  reference  to  ticket  issuing 
machines  ad  has  particular  but  not  exclusive  refer- 
ence  to  tickets  to  be  issued  for  travel  by  public 
transport  more  especially  .  by  omnibus  or  by  rail- 
way. 

It  has  been  known  for  many  years  to  provide 
ticket  issuing  machines  comprising  various  kinds  of 
variations  of  a  printing  drum  associated  with  print 
wheel  mechanisms  to  enable  variable  information 
to  be  printed  on  the  ticket  and  in  which  the  print 
wheel  mechanism  was  preset  to  determine  the  date 
to  be  printed  on  the  ticket.  The  variable  data  to  be 
printed  on  the  ticket  could  relate  to  the  kind  of 
ticket  (single,  return  period);  the  fare  stage  (either 
the  stage  of  boarding  or  the  stage  at  which  the 
passenger  was  required  to  alight),  the  value  of  the 
ticket  issued  etc.  In  addition  static  information  was 
printed  on  the  ticket  and  this  information  might 
refer  to  the  issuing  authority  and  the  sequence  of 
the  ticket  and  perhaps  the  date  of  issue  of  the 
ticket.  In  addition  the  ticket  machines  included  reg- 
isters  to  enable  accumulative  information,  such  as 
the  total  number  of  tickets  or  the  total  value  of 
tickets  issued  during  a  predetermined  period  to  be 
displayed.  Such  registers  usually  showed  an  accu- 
mulative  number  which  was  checked  as  the  con- 
ductor  was  issued  with  the  ticket  issuing  machine 
at  the  start  of  a  duty  period  and  was  rechecked  at 
the  end  of  the  duty  period  also  some  ticket  issuing 
machines  were  provided  to  issue  preprinted  tickets 
of  predetermined  demoninations.  Thus  a  series  of 
webs  of  tickets  were  arranged  in  a  machine  each 
web  being  printed  in  a  distinctive  colour  and  each 
representing  a  certain  ticket  value  on  depression  of 
a  selected  lever  a  single  ticket  of  predetermined 
value  (depending  upon  which  lever  was  de- 
pressed)  was  issued.  The  machine  also  included 
counter  mechanisms  to  indicate  the  number  of 
tickets  of  each  value  issued. 

The  amount  of  information  which  could  be 
printed  on  the  ticket  or  displayed  on  counter 
mechanisms  was  limited  by  the  number  of  print 
wheels  or  display  wheels  which  could  be  arranged 
in  the  ticket  issuing  machine  as  well  as  by  the 
number  of  items  which  could  be  accommodated  on 
each  of  the  print  wheels  or  display  wheels. 

In  the  specifications  of  British  Patents  Nos. 
1553570  and  1547984  there  is  described  a  Ticket 
Issuing  Machine  for  issuing  tickets  for  totalizator 
betting  applications  and  this  machine  includes  a 
wire  printer  mechanism  as  well  as  a  keyboard,  a 
microprocessor  and  a  matrix  display.  Information 
about  bets  laid  etc.  were  recorded  on  a  computer 
usually  located  at  a  distance  from  but  connected  to 
the  individual  ticket  issuing  machines. 

In  the  Specification  of  European  Patent  Ap- 
plication  No.  82300282.9  (0057080)  there  is  de- 
scribed  a  ticket  issuing  machine  for  transport  un- 
dertakings  and  which  comprise  a  ticket  printing 

5  device  a  paper  feed  device  for  feeding  a  ticket  web 
past  the  printing  device,  a  microprocessor  means, 
a  keyboard  for  entering  data  into  the  microproces- 
sor  means,  a  store  for  retaining  information  about 
information  to  be  printed  on  a  ticket  which  informa- 

70  tion  can  be  transferred  to  the  microprocessor 
means  to  control  the  ticket  printing  device  under 
the  control  of  the  microprocessor  means  to  deter- 
mine  the  information  to  be  printed  on  the  ticket 
web,  and  a  display  panel  for  displaying  information 

15  to  be  entered  on  the  keyboard  and  information  to 
be  printed  on  the  ticket  and  power  means  for 
driving  the  parts  of  the  ticket  issuing  machine. 

In  the  specification  of  British  Patent  No. 
2140952  there  is  described  a  ticket  issuing  ma- 

20  chine  particularly  for  use  with  transport  undertak- 
ings  and  a  ticket  issuing  and  printing  device  in 
which  keys  respectively  associated  with  the  num- 
bers  0  to  9  can  be  operated  in  one  mode  to  enter 
the  associated  digits  for  entering  the  price  of  a 

25  ticket  and  can  be  operated  in  one  mode  to  enter 
the  associated  digits  for  entering  the  price  of  a 
ticket  and  can  be  operated  in  a  rapid  issue  mode 
to  select  a  complete  pre-programmed  price  asso- 
ciated  therewith.  In  the  rapid  issue  mode  the  opera- 

30  tion  of  a  key  will  also  select  a  pre-programmed 
class  of  ticket.  It  is  an  object  of  the  present  inven- 
tion  to  provide  an  improved  ticket  issuing  machine. 

It  is  a  further  object  of  the  present  invention  to 
provide  an  improved  ticket  issuing  machine  which 

35  is  capable  of  recording  data  about  the  tickets  is- 
sued  in  a  simple  and  convenient  manner 

It  is  a  further  object  of  the  present  invention  to 
provide  a  wider  range  of  the  record  of  the  tickets 
issued  than  has  been  possible  heretofore. 

40  It  is  also  an  object  of  the  present  invention  to 
provide  a  ticket  issuing  machine  capable  of  receiv- 
ing  handling  shocks  caused  by  the  vehicle  carrying 
the  ticket  issuing  machine  accommodating  for  bad 
traffic  conditions. 

45  According  to  the  present  invention  a  ticket  is- 
suing  machine  system  includes  a  keyboard  to  en- 
ter  into  the  machine  details  of  a  ticket  to  be  issued, 
a  printer  to  print  out  ticket  information  on  the  ticket 
depending  on  the  data  entered  into  the  keyboard 

so  and  means  for  storing  information  about  the  tickets 
issued  by  the  machine  characterised  by  the  provi- 
sion  of  a  store  circuit  board  module  capable  of 
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storing  aata  aDout  tne  ticKets  issued  and  which  is 
readily  capable  of  being  inserted  into  and  removed 
from  the  machine  to  have  the  details  of  the  tickets 
issued  transferred  to  an  exterior  store. 

Preferably  the  ticket  issuing  machine  and  the 
store  circuit  board  module  each  have  an  optical 
emitting  means  and  an  optical  responsive  means  to 
enable  signals  about  the  tickets  issued  to  be 
passed  from  the  ticket  issuing  machine  to  the  store 
circuit  board  module  and  vice  versa. 

Conveniently  the  optical  emitting  means  com- 
prises  an  infra  red  light  emitter  and  the  optical 
responsive  means  comprises  an  infra  red  light  re- 
ceiver. 

Preferably  the  ticket  issuing  machine  system 
includes  a  recorder  to  enable  details  of  tickets 
issued  and  recorded  on  the  store  circuit  board 
module  to  be  processed  and  recorded. 

A  ticket  issuing  machine  suitable  for  use  on  an 
omnibus  or  other  transport  including  a  store  circuit 
board  module  according  to  the  present  will  now  be 
described  by  way  of  example  with  reference  to  the 
accompanying  drawings  wherein 

Fig.  1  is  a  side  view  of  th  Ticket  Issuing 
Machine  simplified  with  top  cover  removed 

Fig.  2  is  a  simplified  plan  view  of  the  ticket 
issuing  machine  with  the  cover  keyboard  and  dis- 
play  and  processor  circuit  board  removed 

Fig.  3  is  a  sectional  front  view  of  the  ma- 
chine  with  cover  removed 

Fig.  4  is  a  detailed  plan  view  of  the  store 
circuit  board  and  module  compartment  of  the  ticket 
issuing  machine 

Fig.  5  is  a  front  view  of  the  compartment  of 
Rg.  4 

Fig.  6  is  a  simplified  circuit  diagram  of  the 
store  circuit  board  module 

Fig.  7  is  a  circuit  diagram  of  part  of  the 
nterface  circuit  between  the  store  circuit  board 
•nodule  and  the  ticket  issuing  machine 

Referring  to  Figs.1,  2  and  3  of  the  drawings 
here  is  shown  a  Ticket  Issuing  Machine  suitable 
or  use  with  a  Transport  undertaking  for  example 
:or  use  on  an  omnbibus  when  the  machine  is 
secured  to  a  counter  adjacent  to  the  omnibus  driv- 
3r.  The  Machine  includes  a  Print  Unit  1  mounted  at 
tie  rear  of  the  machine  and  having  two  print  rollers 
I  and  3  (Fig  2)  each  having  an  associated  needle 
jrint  head  located  beneath  the  web  guide  4  and 
web  feed  means  for  feeding  a  ticket  web  through 
he  printer  unit  and  which  are  conveniently  of  the 
cind  described  in  the  specification  of  our  British 
'atent  No.  2058674. 

A  keyboard  6  (Fig.  1)  is  mounted  on  the  upper 
ront  part  of  the  machine  and  a  display  unit  is 
issociated  with  the  keyboard  and  is  arranged  to 
iisplay  data  entered  into  the  machine  (referring  for 
»xample  to  the  kind  of  ticket  or  the  value  of  ticket 

to  be  issued)  It  also  displays  information  or  instruc- 
tions  about  the  kind  of  data  next  required  to  be 
entered  into  the  machine.  The  ticket  issuing  ma- 
chine  is  a  microprocessor  type  of  ticket  issuing 

5  machine  of  the  kind  described  in  the  Specification 
of  European  Patent  application  No.  0057080  and 
British  Patent  No.  2140952  on  which  the  keyboard 
is  operated  to  effect  certain  control  functions.  First 
of  all  the  driver  of  the  vehicle  enters  his  code 

ro  number  into  the  machine  and  any  other  additional 
information  about  the  time  of  start  of  his  shift,  the 
route  number  of  his  omnibus  etc.  When  the  driver 
has  finished  his  shift  he  likewise  enters  his  code 
number  to  indicate  the  shift  end.  During  his  tour  of 

75  duty  he  enters  details  of  tickets  required  to  be 
issued  perhaps  tickets  issued  by  the  rapid  issue 
mode  or  season  tickets.  Details  of  such  tickets 
issued  appear  on  the  drivers  displays  before  the 
tickets  are  issued.  A  series  of  cable  assembly 

20  terminals  7  are  arranged  in  the  machine  with  con- 
nections  to  and  from  the  processor  board  8  (Fig. 
3)  and  the  power  board  9  which  boards  8  and  9 
and  connected  by  a  ribbon  cable  10.  Further  ribbon 
cables  connect  the  board  8  and  9  to  the  keyboard 

25  6,  and  the  processor  board  to  the  display  unit. 
The  cable  assembly  terminals  are  connected  to 

the  main  cable  assembly  and  to  the  respective 
print  head  cirucits  as  well  as  to  the  "paper  out" 
detector  responsive  to  the  ticket  web  supply  being 

jo  nearly  exhausted  and  to  the  inch  button  for  feeding 
the  ticket  web  slowly  through  the  print  unit  when 
for  example  a  fresh  web  is  being  loaded  into  the 
machine. 

%  Beneath  the  processor  board  8  and  power 
is  board  9  in  the  ticket  issuing  machine  is  a  compart- 

ment  11  to  receive  a  store  circuit  board  module  12 
(Fig.  4)  on  which  details  of  journeys  taken  by  the 
vehicle  including  the  details  of  tickets  issued  are 
recorded.  This  circuit  board  device  includes  a  cir- 

■o  cuit  board  to  be  hereinafter  described  and  secured 
within  a  casing.  A  latch  mechanism  13  is  provided 
at  one  side  of  the  compartment  11  and  this  latch 
mechanism  13  is  associated  with  a  release  sole- 
noid  14.  The  latch  which  includes  a  fork  end  mem- 

is  ber  protrudes  into  a  slot  in  the  adjacent  side  of  the 
circuit  board  module  casing  12  to  secure  the  cas- 
ing  firmly  in  the  ticket  issuing  machine  but  on  the 
energisation  of  the  solenoid  the  latch  mechanism  is 
released  to  enable  the  circuit  board  module  to  be 

io  withdrawn. 
When  the  circuit  board  module  12  is  inserted 

into  the  compartment  11  its  leading  end  carries  a 
pair  of  electrical  contacts  15  which  make  electrical 
contact  with  a  pair  of  electric  supply  contacts  16 

s  within  the  ticket  issuing  machine.  The  leading  end 
of  the  circuit  board  module  also  carries  a  pair  of 
infra  red  photo  electric  optical  emitter  (light  emit- 
ting  diode)  17  and  optical  receiver  18  devices  and 
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these  emit  17  and  receiver  18  devices  cooperate 
with  respective  optical  receiver  19  and  emit  20  - 
(light  emitting  diode)  devices  in  the  ticket  issuing 
machine.  These  emit  17,  20  devices  and  receive 
18,  19  devices  serve  to  transfer  trains  of  pulses 
from  the  ticket  issuing  machine  to  the  circuit  board 
module  through  the  optical  emit  device  20  and 
optical  receive  device  1  8  of  the  circuit  board  mod- 
ule  and  to  transmit  trains  of  pulses  from  the  circuit 
board  through  the  optical  emit  device  17  and  the 
optical  receive  device  19  even  when  the  ticket 
issuing  machine  and  module  may  be  rendered 
unstable  due  to  traffic  conditions.  The  module  cas- 
ing  12  and  the  compartment  11  are  so  shaped  as 
to  prevent  the  module  being  inserted  into  the  com- 
partment  1  1  in  an  upside  down  condition  or  back  to 
front. 

Referring  to  Fig.  6  of  the  drawings  there  is 
shown  a  circuit  diagram  of  the  store  circuit  board 
module.  This  includes  a  connection  15  from  the 
ticket  issuing  machine  whereby  an  electric  supply 
voltage,  connection  is  made  from  the  ticket  issuing 
machine  and  comprises  a  5  volt  D.C.  supply  the 
positive  terminal  being  connected  to  the  VCC  con- 
nection  and  the  negative  terminal  being  connected 
to  the  O.V.  connection.  A  further  connection  is 
made  to  the  V  CC  connection  with  a  reversed  bias 
rectifier  between  the  V  Batt  and  VCC  connections. 
A  battery  34  is  also  connected  between  the  OV 
and  V  Batt  via  a  diode  connection  to  maintain 
signals  applied  to  the  memory  store  circuits  to  be 
hereinafter  described  when  the  module  is  discon- 
nected  from  the  voltage  supply  of  the  ticket  issuing 
machine  or  in  the  event  of  a  power  failure.  A  main 
processor  chip  circuit  21  which  constitutes  a  cen- 
tral  processing  unit,  an  operational  programme 
memory  circuit  22  and  a  control  device  23  as  well 
as  four  memory  store  circuits  24  are  included.  The 
store  circuits  store  information  and  data  and  for 
example  the  store  circuits  may  store  information 
about  the  following  : 

a)  tickets  issued,  value  of  tickets  issued; 
b)  name  of  issuing  authority,  date  etc.  to  be 

printed  on  ticket; 
c)  information  recorded  as  faretables  etc; 
d)  details  of  validation  (clocking  on  time  etc). 

The  main  processor  circuit  and  the  operational 
programme  memory  circuit  are  connected  to  the 
VCC  supply  whereas  the  control  device  circuit  and 
the  memory  circuits  are  connected  to  the  V  Batt 
supply.  Each  of  these  circuits  are  chip  circuits  and 
have  appropriate  address  bus  etc.  connections. 

A  receiver  circuit  25  including  an  infra  red 
receiving  device  18  is  arranged  to  receive  an  infra 
red  signal  from  the  ticket  issuing  machine  and  an 
emitter  circuit  26  including  an  infra  red  emitter 
device  17  are  each  connected  to  the  main  proces- 
sor  circuit  21.  A  reset  circuit  27  is  included  to 

ensure  that  the  signals  in  the  circuit  board  module 
are  retained  during  power  down  for  example  when 
the  module  is  being  removed  from  the  ticket  is- 
suing  machine  compartment. 

5  As  shown  in  Fig.  7  a  terminal  plate  28  being 
part  of  the  central  processing  unit  of  circuit  board 
module  has  electrical  5  volt  supply  connections 
from  the  ticket  issuing  machine  through,  contacts 
15  and  16. 

10  The  emitter  (light  emitting  diode)  17  is  con- 
nected  in  circuit  29  to  convert  an  electrical  signal 
into  a  light  signal  and  this  circuit  is  associated  with 
a  receiver  circuit  30. 

The  receiver  18  is  connected  in  a  circuit  31  to 
75  change  light  signals  into  electrical  signals  and  this 

circuit  31  is  connected  to  an  amplifier  and  filter 
circuit  32  as  well  as  a  signal  level  converter  circuit. 

A  recorder  unit  is  arranged  to  initialise  modules 
at  the  commencement  of  a  drivers  duty  period  and 

20  a  non-initialised  module  is  not  permitted  to  be 
accepted  by  the  ticket  issuing  machine  thus  ensur- 
ing  that  unauthorized  ticket  issue  cannot  take 
place. 

The  recorder  circuit  includes  a  compartment 
25  similar  to  the  compartment  1  1  of  the  ticket  issuing 

machine  as  shown  in  Fig.  4  and  which  is  capable 
of  receiving  a  store  circuit  board  module  so  that 
data  and  information  can  be  recorded  in  the  re- 
corder  unit.  The  compartment  includes  latch 

30  mechanism  and  electrical  contacts  as  well  as  infra 
red  photo  electric  optical  emitter  and  receiver  de- 
vices  to  cooperate  with  respective  emitter  and  re- 
ceiver  devices  in  the  store  circuit  board  module  to 
transfer  data  and  information  into  the  recorder. 

35  These  operate  in  a  similar  way  to  the  devices  etc. 
shown  in  Fig.  4. 

In  the  event  of  fares  adjustment  revised  in- 
formation  is  keyed  into  the  Recorders  memory.  As 
each  subsequent  module  is  initialised  the  updated 

40  fare  information  is  automatically  implanted  for 
transfer  into  the  memory  of  the  ticket  issuing  ma- 
chine  when  the  driver  takes  over  his  vehicle. 

The  recorder  unit  is  linked  to  a  tally  roll  printer 
for  immediate  printing  of  details  of  all  transactions 

45  and  this  may  be  transferred  to  a  computer  for 
detailed  analysis  of  the  data. 

In  operation  the  driver  inserts  his  store  circuit 
board  module  into  the  ticket  issuing  machine,  he 
keys  his  code  number  into  the  machine  and  follows 

so  his  simple  sign-on  routine.  Once  the  sign  on  rou- 
tine  including  the  routing  have  been  entered  the 
machine  is  ready  to  issue  tickets.  The  data  entered 
on  to  the  keyboard  is  processed  by  the  ticket 
issuing  machine  and  in  relation  to  ticket  issuing 

55  data  such  data  entered  on  the  display  and  printed 
by  the  print  unit  1  on  the  ticket  issued. 

4 
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ueiaiis  or  tne  aaia  enierea  into  tne  KeyDoara 
are  transferred  to  the  store  circuit  board  module 
through  the  infra  red  emitter  device  20  and  recep- 
tor  device  18  and  this  data  is  transferred  to  the 
main  processor  unit  21  and  stored  in  the  memory  5 
store  circuits  22  under  the  control  of  the  control 
circuits.  This  procedure  is  followed  during  the  dri- 
vers  tour  of  duty  and  at  the  end  of  this  tour  he 
keys  into  the  ticket  issuing  machine  his  sign  off 
number  which  operates  to  release  the  solenoid  to 
latch  mechanism  13  and  permit  the  store  circuit 
board  module  to  be  released.  The  module  is  then 
taken  by  the  driver  to  the  depot  at  the  end  of  his 
shift  when  he  inserts  the  module  into  the  recorder 
which  gives  the  driver  a  receipt  and  by  transferring  rs 
a  train  of  pulses  from  the  module  to  the  recorder  to 
print  out  details  of  the  data  stored  in  the  memory 
store  circuits  21  of  the  module  and  to  transfer 
details  of  such  data  stored  into  the  recorder  store 
for  processing.  20 

As  the  ticket  issuing  machine  includes  a  buffer 
memory  information  about  the  previous  removals 
and  replacements  of  the  module  are  recorded. 
Thus  an  accumulating  grand  total  of  tickets  issued 
and  cash  received  is  held  permanently  in  the  ticket  25 
issuing  machines  memory. 

Claims 
30 

1  .  A  ticket  issuing  machine  system  including  a 
keyboard  6  to  enter  into  the  machine  details  of  a 
ticket  to  be  issued  a  printer  1  to  print  out  ticket 
nformation  on  the  ticket  depending  upon  the  data 
entered  into  the  keyboard  and  means  for  storing  35 
nformation  about  the  tickets  issued  by  the  machine 
:haracterised  by  the  provision  of  a  store  circuit 
Doard  module  12  capable  of  storing  data  about  the 
ickets  issued  and  which  is  readily  capable  of  being 

inserted  into  and  removed  from  the  ticket  issuing 
machine  to  have  the  details  of  the  tickets  issued 
transferred  to  an  exterior  store. 

2.  A  ticket  issuing  machine  system  according 
to  Claim  1  wherein  the  ticket  issuing  machine  and 
the  store  circuit  board  module  12  each  have  an 
optical  emitting  means  17,  2  20  and  an  optical 
responsive  means  18,  19  to  enable  signals  about 
the  tickets  issued  to  be  passed  from  the  ticket 
issuing  machine  to  the  store  circuit  board  module 
1  2  and  vice  versa. 

3.  A  ticket  issuing  machine  according  to  claim 
2  wherein  the  optical  emitting  means  17,  20  com- 
prises  an  infra  red  light  emitter  and  the  optical 
responsive  means  18,  19  comprises  an  infra  red 
light  receiver. 

4.  A  ticket  issuing  machine  according  to  any 
one  of  the  proceeding  claims  including  means  to 
locate  the  circuit  board  module  accurately  within 
the  ticket  issuing  machine  and  a  latch  13,  14  to 
secure  the  circuit  module  within  the  ticket  issuing 
machine. 

5.  A  ticket  issuing  machine  according  to  Claim 
4  wherein  the  circuit  board  module  and  the  ticket 
issuing  machine  include  complementary  contacts 
15,  16  to  make  an  electrical  connection  there- 
between. 

6.  A  ticket  issuing  machine  according  to  any 
ane  of  the  proceeding  claims  wherein  the  circuit 
aoard  module  contains  independent  battery  means 
34  to  maintain  signals  stored  in  the  memory  of  the 
circuit  board  module  when  the  module  is  diecon- 
lected  or  in  the  case  of  power  failure. 

7.  A  ticket  issuing  machine  system  according 
:o  any  one  of  the  proceeding  claims  including  a 
ecorder  to  enable  details  of  tickets  issued  and 
ecorded  on  the  store  circuit  board  module  to  be 
Drocessed  and  recorded. 
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