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Description

TECHNICAL FIELD

[0001] The present invention relates generally to a sys-
tem for providing a waveform for stimulating biological
tissue.

BACKGROUND

[0002] Various types of stimulators have been devel-
oped for a variety of in-vivo applications. For example, a
stimulator can be employed for performing spinal cord
stimulation, deep-brain stimulation or for stimulation of
other neurological paths, such as for treatment of various
disorders and diseases. Typically, each stimulator in-
cludes a waveform generator that generates its own
waveform. For instance, a user defines the necessary
parameters and the stimulator constructs the waveform
accordingly. Usually the parameters include amplitude,
frequency, phase symmetry and duty cycle. The more
complex the waveform, the more parameters are neces-
sary to describe the waveform.
[0003] Implantable stimulators are constrained by
space and typically cannot accommodate complex cir-
cuitry. Implantable stimulators, therefore, usually trade
off waveform complexity for saving space. A simpler stim-
ulator design also tends to consume less power, which
is also a significant consideration in implantable devices.
For example, power saving is important since surgery is
usually required to replace the battery. Furthermore, sim-
ple stimulator designs are rugged and are generally less
prone to failure. Safety and low failure rate are important
requirements by the government regulator agencies for
approving any medical device.
[0004] WO 87/07511 discloses an implantable pro-
grammable stimulator system having a plurality of pulse
sources that output electrical stimulation pulses to the
patient.

SUMMARY

[0005] The present invention relates generally to a sys-
tem for providing a waveform for stimulating biological
tissue.
[0006] Accordingly, a first aspect of the invention pro-
vides an implantable programmable stimulator system
as set out in claim 1. Preferred features of this aspect of
the invention are set out in claims 2 to 14.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007]

FIG. 1 depicts a block diagram of a programmable
stimulation system that.
FIG. 2 depicts an example of yet another stimulation
system.

FIG. 3 depicts a block diagram of an implantable
pulse generator system.
FIG. 4 depicts a block diagram of an embodiment of
an implantable pulse generator system that can be
implemented according to an aspect of the present
invention.
FIG. 4A depicts a block diagram of one type of wave-
form controller that can be employed in the system
of FIG. 4.
FIG. 4B depicts a block diagram of another type of
waveform controller that can be employed in the sys-
tem of FIG. 4.
FIG. 5 depicts an example of an implantable pulse
generator device.

DETAILED DESCRIPTION

[0008] The present invention relates to systems for
storing and playing back one or more waveforms to stim-
ulate biological tissue. As used herein, the term "wave-
form" describes the amplitude versus time relationship
for a signal and may encompass one or more periods of
a given waveform. The waveform can be a recorded sig-
nal (such as may be sampled digitally or by analog
means, and stored) or the waveform can be generated
by a waveform generating device (e.g., an oscillator or
other waveform generator). For example, the waveform
generator can construct or derive the waveform from a
mathematical formula or based on a drawing or other
visualization of a waveform that may be displayed on a
screen. The waveform data in the memory can be pre-
programmed, such as prior to implantation, or the wave-
form data can be programmed post-implantation of the
system.
[0009] By way of further example, the waveform can
include a biological signal, such a can be recorded from
a subject (e.g., a human or other animal). The biological
signal can be measured and sensed from the biological
tissue of the subject, which biological tissue can include
any and all signals from the nervous system and all struc-
tures innervated and influenced by the nervous system.
Additionally, a plurality of waveforms may be concurrent-
ly recorded from a plurality of different anatomical sites
(e.g., of the nervous system) of the subject to provide an
aggregate set of waveforms. The aggregate set of wave-
forms can be stored as a set of waveforms associated
with controlling and/or regulating predetermined nervous
system activity, including signals from brain and other
organs.
[0010] The recorded waveforms can also include bio-
logical signals from the brain, spinal cord, peripheral
nerves, and cranial nerves. The biological signal can fur-
ther include biological signals known to control and/or
regulate autonomic nervous system (sympathetic and
parasympathetic) activity as well as activity affecting the
nervous system and all body organs (e.g., endocrine sys-
tem, immune system, lung, heart, cardiovascular, gastro-
intestinal, genital-urinary). Such an aggregate set of con-
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currently recorded biological waveforms can be stored
as the waveform data in the memory. The duration and
number of pulse trains (or periods) of each of the wave-
forms stored in the memory can vary according to activity
being controlled and/or regulated by the respective wave-
forms.
[0011] Turning to the figures, FIG. 1 depicts a stimu-
lation system 10. The stimulation system 10 includes
memory 12 that stores (or records) waveform data cor-
responding to one or more waveforms. The waveform
data can be stored in the memory 12 based on an INPUT
signal received by a communication system 14. The one
or more waveforms can be stored as one or more com-
plete periods of the waveform, which can be referred to
as snippets. As described herein, the waveform data that
is stored in the memory 12 corresponds to one or more
actual waveforms, which can be an analog or digital rep-
resentation of the waveform(s). This type of waveform
data that is stored in the memory 12 thus is referred to
herein as non-parametric waveform data.
[0012] The communication system 14 can include a
receiver that receives the INPUT signal via one or more
communication modes, such as including radio frequen-
cy (RF), infrared (IR), direct contact (e.g., electrically or
optically conductive path), capacitive coupling, and in-
ductive coupling to name a few. The INPUT signal further
can be provided via more than one communication mode,
such as providing the INPUT signal as including one or
more waveforms via one mode and command informa-
tion (e.g., scheduling and programming information) via
another mode. The communication system 14 can be
capable of bi-directional communications, such as also
including a transmitter or transceiver circuitry. The trans-
mitter and receiver portions of the communication system
14 can employ the same or different communication
modes.
[0013] The memory 12 can be implemented as an an-
alog memory, such as is capable of storing an analog
version of the waveform that is received by the commu-
nication system 14. The memory can also be implement-
ed as digital memory that stores a digital representation
or sample of the input waveform or stores a digitally en-
coded version of the waveform. For instance, the memory
12 can store the sample waveform as a digital sample,
such as using pulse code modulation (PCM) or adaptive
differential pulse code modulation (ADPCM) or pulse
width modulation (PWM), although other modulation
techniques can be utilized. The digital sample of the
waveform further may be stored in a compressed format
according to one or more CODECs (e.g., MP3, AAC,
3GPP, WAV, etc.), although compression is not required.
There are a multitude of varying standards that can be
grouped in three major forms of audio CODECs, includ-
ing, for example, direct audio coding, perceptual audio
coding, and synthesis coding, any one or more of which
can be employed to store a digital representation of wave-
forms in the memory 12.
[0014] A playback system 16 is configured to retrieve

and play back one or more waveforms according to se-
lected waveform data stored in the memory 12. The play-
back system 16 can be implemented as hardware (e.g.,
one or more integrated circuits), software or a combina-
tion or hardware and software. The implementation of
the playback system 16 can vary, for example, according
to the type of audio (analog or digital) that is stored in the
memory 12. The playback system 16, for example, can
be programmed with one or more audio CODECs that
convert (or decode) the encoded waveform data into a
corresponding output waveform.
[0015] The playback system 16 can be implemented
as an integrated circuit 24, such as including a microcon-
troller or microprocessor. For instance, suitable micro-
controller integrated circuits (ICs) are commercially avail-
able from Atmel Corporation of San Jose, California.
Such microcontroller ICs may include the memory 12 in-
tegrated into the IC 24, such as in the form or FLASH
memory or other programmable memory (electrically
programmable read only memory (EPROM)), or the
memory 12 can be external to the IC 24.
[0016] The playback system 16 provides the output
waveform to an amplifier 18 that amplifies the output
waveform. The playback system 16 further can be con-
figured to provide output waveforms to one or more out-
put channels, each output channel providing an amplified
output waveform corresponding to the waveform data
stored in the memory 12. One or more electrodes 20 can
be coupled to each of the channels for delivering electri-
cal stimulation to biological tissue located adjacent the
electrode(s).
[0017] As an example, the playback system 16 can be
configured to select one or more waveforms from the
memory 12 for providing a corresponding output wave-
form. As mentioned above, a plurality of different types
of waveforms can be stored in the memory 12, generally
limited only by the size of the memory. The playback
system 16 thus can select and arrange one or more wave-
forms to provide a desired output waveform pattern. Ad-
ditionally, the playback system 16 further can combine a
plurality of different waveforms into more complex com-
posite output waveforms. It will be appreciated that the
ability of selecting from a plurality of predefined stored
waveforms affords the stimulation system enhanced ca-
pabilities, as virtually any output waveform can be stored
and played back from the memory 12.
[0018] The design can be simplified even further by
storing waveforms of gradually changing parameters in
the memory 12. For example, a plurality of versions of
the same waveform, but of varying amplitude, can be
stored in the memory 12 so as to effectively eliminate the
need for additional amplitude controlling circuitry. Ac-
cordingly, if a greater or lesser amplitude may be required
for a given application, an appropriate different waveform
can be selected. The playback system 16 can also be
programmed and/or configured to manipulate one or
more selected waveforms from the memory 12, such as
using digital or analog computation, to vary parameters
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(e.g., amplitude, frequency, phase symmetry and/or duty
cycle) of the one or more selected waveforms. The cor-
responding amplified output signal corresponds to an
amplified version of the selected waveform, including any
such manipulations.
[0019] The amplifier 18 can be implemented as an an-
alog amplifier or a digital amplifier. For an analog version
of the amplifier 18, a digital-to-analog converter (not
shown) can provide a corresponding analog version of
the output waveform and a linear amplifier, in turn, can
operate to amplify the analog output waveform to a de-
sired level. Power conditioning circuitry can be utilized
to provide a desired potential for use in generating the
amplified output waveform. Alternatively, the amplifier
can be implemented as a class D amplifier (or switched
power supply), although other amplifier topologies can
also be used. By implementing the amplifier as a class
D amplifier, the amplifier 18 can run directly off a battery
or other power supply efficiently and be implemented us-
ing low-voltage components. Those skilled in the art will
appreciate various types of switching amplifier topologies
are that can be utilized in the system 10. Additionally, the
amplifier 18 can be configured to operate in a current
mode or a voltage mode control, such as to provide a
desired current or voltage.
[0020] The amplifier 18 can comprise a network of am-
plifiers arranged to drive a plurality of loads (depicted as
electrodes 20) according to respective output waveforms
provided by the playback system 16. The electrode(s) 20
can be implanted in strategic locations in the patient’s
tissue according to given application of the stimulation
system 10. For example, the electrode(s) can be located
within a patient’s brain, spinal cord or other anatomic
locations. The anatomic locations can be in close prox-
imity to the playback system or at remote locations.
[0021] The system 10 can be implemented as an open
loop system or a closed loop system. For the example
of a closed loop system, the system 10 can also include
feedback, indicated as dotted line 22. The feedback 22
provides information about the stimulus being applied to
the electrode(s) and/or about a characteristic of the elec-
trode(s). As an example, the feedback 22 can provide an
electrical signal to the playback system 16, based on
which an indication of load impedance associated with
the electrode(s) can be determined.
[0022] The impedance characteristics can be utilized
for a variety of purposes. For instance, the impedance
can be employed to implement current control, such as
by the playback system 16 selecting a predefined wave-
form from the memory 12 to maintain a desired current
level in the waveform that is provided to the electrode(s)
20. Alternatively or additionally, the impedance charac-
teristics can be used as part of diagnostics, such as by
recording (or logging) impedance over extended periods
of time and evaluating a condition of the electrode(s). As
another alternative, the feedback 22 can be employed to
ascertain high impedance conditions (e.g., an open cir-
cuit) or a low impedance condition (e.g., a short circuit).

Those skilled in the art will understand and appreciate
various approaches that can be implemented to provide
the feedback 22. Additionally, various types of diagnostic
or operational controls can be implemented based on
such feedback.
[0023] Since the waveform is played back from non-
parametric waveform data that is stored in the memory
12, the system 10 can be implemented in a cost efficient
manner from commercially available recording and play-
back circuitry. Additionally, because the waveforms can
be generated externally, provided to the system 10, and
stored in the memory 12, there is a greater degree of
flexibility in the types and complexity of waveforms that
can be stored in the memory. That is, the system 10 is
not constrained by limitations in the cost or size or com-
plexity of a typical parametric waveform generator. Ad-
ditionally, the playback system 16 may further construct
more complex waveforms by combining two or more
stored waveforms in a particular order (e.g., a pattern of
waveform trains). As an example, one or more of the
waveforms stored in the memory can include actual re-
corded impulses (electrical waveforms), such as can be
recorded from the patient in which the stimulation system
10 is to be implanted, from a different person or from a
non-human animal subject. The playback system 16 can
also combine two more waveforms by performing a su-
perimposition of such waveforms to construct a desired
aggregate waveform.
[0024] FIG. 2 depicts an example of a programmable
stimulation system 50. The system 50 comprises an im-
plantable pulse generator (IPG) 52 that is implanted in a
patient’s body 54, such as implanted under the skin of
the chest (e.g., below the collarbone) or other anatomic
location. In contrast to many existing IPG designs, the
IPG 52 is not required to generate a pulse or waveform,
but instead is configured to play back one or more pre-
defined waveforms. The IPG 52 includes an internal re-
ceiver 56 that can receive a signal from an external pro-
grammer 58, which is located external to the body 54.
The external programmer 58 can communicate the signal
to the receiver 56 using one or more communications
modes, such as described herein. In the example, of FIG.
2, a connectionless communications mode is illustrated,
although a physical connection can be made to provide
an electrical or optical conductive medium for data com-
munications.
[0025] A waveform generator 60 can provide one or
more waveforms 62 to the external programmer 58 for
transmission to the IPG 52. The waveform generator 60
can include any type of device or system that can gen-
erate the one or more waveforms 62, including a pro-
grammable signal generator, a pulse generator, and a
waveform synthesizer to name a few. The waveform gen-
erator 60 further may be a PC-based system or a stand
alone system capable of generating one or more desired
waveforms. The waveform generator 60 can also be pro-
grammed with biological, recorded waveforms, such as
may have been measured and recorded from the pa-
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tient’s body 54 or from any other biological subject (e.g.,
human or other animal).
[0026] For electrical stimulation of a patient’s brain, the
waveform can be recorded as electrical impulses meas-
ured from one or more anatomical regions of a biological
subject’s brain. The waveform generator 60 thus can pro-
vide the biological, recorded waveforms to the external
programmer 58 for transferring such waveforms to the
memory via the internal receiver 56 of the IPG 52. The
measurements, for example, can be made by sensing
electrodes inserted within target tissue or by external
sensors placed adjacent target tissue or a combination
of internal or external sensors. Those skilled in the art
will understand and appreciate various types of sensors
and measurement devices that can be employed to
measure and record the biological waveforms. Addition-
ally, while the foregoing mentions recording electrical im-
pulses from one or more regions of a subject’s brain, it
is to be appreciated that the impulses can be recorded
from other nerve tissue, one or more other organs, or
other anatomical sites (human or other animal) or any
combination thereof.
[0027] The external programmer 58 transmits a signal
59 to the receiver 56 of the IPG 52 corresponding to the
waveform 62 provided by the generator 60. As discussed
herein, the signal 59 transmitted by the external program-
mer 58 can include (or encode) the actual waveform 62
provided by the waveform generator 60 (e.g., an actual
biological, recorded waveform or a synthesized wave-
form). The external programmer can transmit the signal
59 as including a complete period, more than one period
(e.g., snippets) or as a fraction of a period of the desired
waveform 62 in any communications mode. The receiver
56, for example, can provide the waveform to the memory
as encoded waveform data, such as corresponding to an
encoding scheme implemented by the waveform gener-
ator 60. Alternatively, the receiver 56 can demodulate/de-
code an encoded received signal and provide a corre-
sponding demodulated/decoded signal 66 to the memory
64 so that the waveform data corresponds to the one or
more waveforms 62. Additionally encoding may also be
performed by the receiver 56 or other circuitry (not
shown) for providing encoded waveform data for storing
the waveform(s) 62 the memory 64.
[0028] The sample of the waveform 66 stored in the
memory 64 can correspond to an analog version of the
waveform or a corresponding digital (e.g., PCM) repre-
sentation of the waveform. Those skilled in the art will
appreciate various different representations that can be
stored in the memory 64 based on the teachings con-
tained herein. It will further be understood that some or
all of the waveforms 66 stored in the memory 64 can be
programmed prior to implantation of the IPG 52 within
the body 54.
[0029] After a desired number of one or more wave-
forms 66 have been stored in the memory 64, such as
during a program mode, playback circuitry 68 can play
back one or more selected waveforms 66 from the mem-

ory 64. The playback circuitry 68 can play back a wave-
form according to a defined play back schedule, which
may be a periodic or continuous schedule. Alternatively
or additionally, the playback circuitry 68 can be config-
ured to play back one or more selected waveforms in
response to a stimulus, which stimulus can be user-gen-
erated or provided by associated sensing circuitry (not
shown).
[0030] The playback circuitry 68 can play back the one
or more selected waveforms by retrieving the selected
waveform(s) from the memory and providing the output
waveform(s) to one or more amplifiers 70. The amplifier
70 amplifies the output waveform to a desired level to
provide a corresponding amplified version of the wave-
form. That is, the amplified waveform 72 can be substan-
tially the same as the waveform 62 generated by the
waveform generator 60. Alternatively, when the wave-
form 62 is stored as encoded data, the amplified wave-
form 72 can correspond to a decoded version of the
waveform. Typically, a plurality of waveforms 66 are
stored in the memory 64 to provide a greater selection
of available waveforms for operating the IPG 52. The
amplified waveform 72 can be provided to one or more
strategically placed electrodes or other implantable de-
vices capable of delivering an electrical stimulus to ad-
jacent biological tissue.
[0031] FIG. 3 depicts an example of another implant-
able pulse generator (IPG) system 100. The IPG system
100 is configured to deliver electrical stimulation to target
tissue, such as by using one or more electrodes. In the
example of FIG. 3, IPG the system 100 includes a control
system 102 that is operative to control recording and play-
back of one or more waveforms for implementing elec-
trical stimulation. The control system 102 can be imple-
mented as a microcontroller unit (e.g., an integrated cir-
cuit) or as a combination of one or more integrated circuits
that can be programmed and/or configured to implement
the functions described herein.
[0032] The control system 102 is coupled to a trans-
ceiver 104. The transceiver 104 can be coupled to an
antenna 106 for implementing wireless communications
to and from the IPG system 100. As used herein, the term
"wireless" refers to communications of information with-
out a physical connection for the communication medium
(the physical connection usually being electrically con-
ductive or optical fiber). As described herein, the trans-
ceiver 104 alternatively could be implemented as a hard
wired connection (e.g., electrically conductive or optical
links). Those skilled in the art will understand and appre-
ciate various types of wireless communication modes
that can be implemented by the transceiver 104, such as
described herein. As an example, the transceiver 104
can be programmed and/or configured to implement a
short range bi-directional wireless communication tech-
nology, such as Bluetooth or one of the 802.11x proto-
cols.
[0033] The transceiver 104 can also employ security
features to inhibit unintentional or unauthorized access
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to the IPG 100. The security features can be implemented
as software and/or hardware, such may be part of the
transceiver and/or as part of the control system 102. As
one example, the security measures can be integrated
as part of the wireless protocol implemented by the trans-
ceiver 104 (e.g., Bluetooth wireless communications em-
ploys the SAFER+ algorithm for authentication and key
generation). Other communication protocols may employ
different security measures to mitigate unauthorized
communication with the IPG. Alternatively or additionally,
the transceiver 104 can utilize a predefined key or ID
associated with the IPG 100 to identify the intended re-
cipient of the communication and confirm the received
information as originating from an authorized or trusted
source.
[0034] The control system 102 is connected to provide
one or more output waveforms to an amplifier system
108. The amplifier system 108 is connected to receive
and amplify the output waveforms from the control sys-
tem 102 and provide the corresponding amplified wave-
forms to an output system 110. The output system 110
is configured to distribute the amplified waveforms to a
set of one or more corresponding output channels 112.
The output channels 112 may include output ports elec-
trically coupled directly with respective electrodes or oth-
er peripheral devices coupled to receive the output wave-
forms from the IPG system 100. The IPG system 100
can also include a power system 114 that is operative to
supply power for operation of the various components.
[0035] Turning to the contents of the control system
102, the control system 102 includes memory 116 that
can store digital data representing each of the one or
more waveforms. The memory 116 can be implemented
as random access memory (RAM), flash memory, pro-
grammable read-only memory (PROM), electrically eras-
able programmable read-only memory (EEPROM) or
other types of memory capable of storing digital repre-
sentations of the one or more waveforms. The storage
capacity of the memory 116 may vary according to ap-
plication design requirements of the IPG 100.
[0036] A central processing unit (CPU) 118 is coupled
to the memory 116, such as via a bus 120. The bus 120
can be any type of connection or backplane (or a com-
bination thereof) that enables communication between
the various components of the control system 102, in-
cluding the memory 116 and the CPU 118. For example,
the CPU 118 and memory 116 can be instantiated on an
integrated circuit, such as a microcontroller or application
specific integrated circuit (ASIC) that forms the control
system 102. In such an example the bus 120 can be
implemented as an internal IC bus. While the memory
116 is depicted as residing within the control system 102,
at least a portion of the memory could be implemented
as an external memory structure (e.g., implemented as
one or more integrated circuits).
[0037] The CPU 118 can selectively retrieve the re-
spective waveforms from the memory 116 and supply (or
play back) the selected retrieved waveform to the ampli-

fier system 108. As an example, the CPU 118 can per-
form computer-executable control instructions that con-
trol which of the one or more waveforms are supplied to
the amplifier system 108. The executable instructions
can also control or adjust parameters of the output wave-
forms. The computer-executable control instructions can
be stored in the memory 116, such as with the waveform
data. The control system 102 can also include one or
more digital-to-analog converters (DAC) 122 and 124
that are connected with the bus 120. The CPU 118 thus
can supply the retrieved waveform data to the DACs 122
and 124. The DACs 122 and 124 can convert the stored
digital waveforms to corresponding analog output wave-
forms and provide the analog output waveforms the am-
plifier system 108.
[0038] The CPU 118 can also employ computer exe-
cutable instructions (such as may be stored in the mem-
ory 116) to control operation of the receiver 104. The
CPU 118 can communicate with the transceiver 104
through the bus 120 through a corresponding interface
126 that is connected between the transceiver and the
bus. As an example, during a programming mode, the
CPU 118 can receive and send information via the trans-
ceiver 104 for programming the memory 116. The infor-
mation received, for example, may include more digital
waveforms that are stored in the memory for play back
during a normal operating mode.
[0039] The information received via the transceiver
104 can also include computer-executable instructions
such as for control operating parameters of the IPG 100.
Alternatively, some or all of the IPG operating parameters
can be pre-programmed. The programmable operating
parameters can include scaling parameters for adjusting
one more parameters of the output waveform. For exam-
ple, the scaling parameters can include the amplitude,
pulse width, pulse duration, as well as control the number
of pulse trains of the one or more stored waveforms that
are supplied as the corresponding analog output wave-
form to the amplifier system 108. The CPU 118 can mod-
ify such scaling of parameters during operation to provide
a modified version of the stored waveform (e.g., the mod-
ifications being based on feedback 144 to provide for
closed loop operation).
[0040] The CPU 118 can also control which of the plu-
rality of output channels 112 are provided with corre-
sponding output waveforms. For example, the CPU 118
can provide a CONTROL (or selection) signal 132 to the
output system 110 through the bus 120 and via a corre-
sponding interface 130. The output system 110 can be
implemented as a switching matrix or multiplexer that is
configured to selectively couple selected corresponding
output signals from the amplifier system 108 to the cor-
responding output channels 112 based on the CON-
TROL signal. For instance, the output system 112 can
include network of switches that are configured to com-
plete an electrically conductive path from the control sys-
tem to the selected output channel(s). The output system
110 thus can selectively distribute output waveforms to
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one or more of the output channels 112 based upon the
control instructions stored in the memory 116 that define
how such distribution is to occur.
[0041] As described herein, an electrode (or elec-
trodes) can be coupled to each of the corresponding out-
put channels 112 for delivering corresponding electrical
stimulus based on the amplified analog waveforms dis-
tributed to the corresponding outputs by the output sys-
tem 110. The size and the configuration of the output
system 110 can vary according to the number of output
channels as well as the number of respective inputs pro-
vided by the amplifier system 108.
[0042] The amplifier system 108 can include a plurality
of amplifiers, which in the example of FIG. 3 are depicted
as including four amplifiers (indicated at AMP 1 through
AMP 4). As mentioned above, the control system 102
includes DACs 122 and 124 that provide corresponding
analog output waveform signals to the amplifier system
108. In the example of FIG. 3, the DAC 122 is coupled
to supply a corresponding analog input two amplifiers
AMP 1 and AMP 2. The DAC 124 is coupled to provide
a corresponding output signal to the amplifier AMP 4.
The control system 102 also provides the corresponding
signal indicated at 132 for selecting which of the output
waveforms is connected to supply the analog input to the
amplifier AMP 3. For the example of FIG. 3, in which
there are two analog outputs provided by the control sys-
tem 102, the control system 102 can provide an output
that controls operation of corresponding switches 134
and 136. The output thus can operate to connect the
output of DAC 122 with the amplifier AMP 3 or to connect
the output of DAC 124 with the input of AMP 3. Those
skilled in the art will understand and appreciate various
other types of circuits and switch networks that can be
utilized to supply a desired output waveform selectively
to the input of amplifier AMP 3. Such circuitry can also
include an inverter to supply an inverted version of a
stored waveform, for example.
[0043] To mitigate interference between the respective
output channels 112, DC blocking capacitors 138 can be
connected between the output system 110 and the cor-
responding ports of the output channels 112. The DC
blocking capacitors 138 can be selected to have a cor-
responding capacitance based upon the desired fre-
quency range at which the output signals are to be sup-
plied to the corresponding output channels 112.
[0044] The power system 114 includes a battery 140
that stores a charge for providing corresponding DC volt-
age to the IPG system 100. For example, the battery 140
supplies the DC output voltage to an associated power
supply system 142. The amount of voltage provided the
battery 140 can vary according to the power require-
ments of the IPG system 100.
[0045] The power supply system 142 can also include
load tracking and switch mode power supplies for pro-
viding appropriate power to the various parts of the IPG
system. As an example, the load tracking aspect of the
power supply system 142 can vary the voltage rails sup-

plied to the output system 110 as a function of the par-
ticular output waveform(s) being provided by the control
system 102 to the amplifier system 108.
[0046] Additionally or alternatively, the control system
102 can vary the voltage rails of the output system 110
according to IPG power requirements, such as either by
controlling the power supply system 142. The control sys-
tem 102 can also vary the amplitude of the analog output
waveform by controlling a variable gain of the respective
amplifiers. Alternatively, as described herein, digital
waveforms stored in the memory 116 can be prepro-
grammed with different desired amplitudes. Thus, to pro-
vide the desired amplitude at a given channel, the control
system 102 can play back the given waveform that has
the desired amplitude.
[0047] The output system 110 can also provide feed-
back, indicated at 144, to the control system 102. The
feedback 144 can be sent over one or more connections
depending on the extent of information being provided.
In the example of FIG. 3, the feedback 144 can include
a plurality of inputs, each being provided to the analog
digital converter ADC 146. The CPU 118 can receive a
corresponding digital representation of the feedback sig-
nals received ADC 146. For instance, the digital feedback
information can be stored in memory 116 for use by one
or more control functions that are being executed by the
CPU 118.
[0048] The CPU 118 (running executable instructions)
can evaluate the corresponding digital representation of
the feedback signals to ascertain information about the
operation of the IPG 100. As one example, the feedback
144 can provide an indication of the output impedance
for the respective output channels (e.g., including the im-
pedance of the electrodes connected at the respective
output channels). The CPU 118 or other circuitry can
determine the impedance, for example, as a function of
the voltage or current signal provided by the feedback
144. The determined impedances can be used for a va-
riety of functions.
[0049] By way of example, the control system 102 can
implement safety functions based on the detected im-
pedance at the respective output channels 112. For in-
stance, if the digitally converted feedback information in-
dicates is sufficiently low impedance (e.g., corresponding
to a short circuit condition at one or more output channels
112) the CPU 118 can implement pre-programmed con-
trol procedures. Additionally, if the impedance informa-
tion provided by the feedback 144 indicates a sufficiently
high impedance (e.g., corresponding to an open circuit
condition), suitable procedures may be implemented. A
high impedance condition may indicate that an electrode
has been decoupled from its output channel. During op-
eration, in response to detecting an impedance that is
outside normal operating parameters, the control system
102 can, for example, adjust and/or discontinue providing
output waveforms to one or more of the output channels
112 at which the condition has been detected.
[0050] As another example, the feedback 144 can pro-
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vide an indication of charge associated with the output
channels. For example, the feedback 144 can include an
indication of voltage and current characteristics for each
of the output channels 112. The control system 102 can
be programmed (e.g., with appropriate executable in-
structions stored in the memory 116) to compute a charge
density value based on input parameters and known
electrical characteristics of each output channel. If the
computed charge density for a given output channel 112
exceeds a predetermined threshold, the control system
102 can deactivate the given output channel.
[0051] Still another example might be to program the
control system 102 to perform charge balancing associ-
ated with operation of the amplifiers and/or the output
system 110 based on the feedback 144. For example,
the control system 102 can monitor the charge at a given
output channel such as to help ensure that no net DC
voltage exists in any of the channels 112 that might be
adverse to the desired electrical stimulation being pro-
vided at each channel.
[0052] The control system 102 can also activate the
transceiver 104 for transmitting appropriate information
when the feedback 144 indicates these and other sensed
conditions may reside outside of expected operating pa-
rameters. The control system 102 can initiate transmis-
sion of the information automatically in response to de-
tecting operation outside of expected operating param-
eters. Alternatively, the control system 102 can store
such information (e.g., in the memory 116) and transmit
in response to being interrogated by a corresponding ex-
ternal transmitter or external transceiver.
[0053] The feedback 144 can also provide an indica-
tion of the available energy in the battery 140. Accord-
ingly, one or more of the inputs in the feedback 144 can
be converted to a corresponding digital representation
and evaluated by the CPU 118. If the available battery
power falls below a predetermined threshold, for exam-
ple, appropriate action can be taken to conserve power
or otherwise provide an indication (e.g., via the transceiv-
er 104) that the battery 140 should be replaced or re-
charged.
[0054] The power system 114 can also include a bat-
tery charging system 148 and a power receiver 150. The
battery charging system 148, for example, may include
charging control circuitry for the battery 140 as well as a
power converter (e.g., including a rectifier) that is oper-
ative to convert the power received by the power receiver
150 to an appropriate form and level to facilitate charging
the battery 140. In this regard, the battery 140 can be a
rechargeable type, such as a lithium battery, or nickel
cadmium battery capable of extended use between
charges. Alternatively, as described herein, the battery
140 may be replaceable.
[0055] The power receiver 150, for instance, can be
implemented as a inductive power pick-up such as in-
cluding an inductive coil and other appropriate circuitry
that can receive, filter and couple power (e.g., via mutual
inductance) from a corresponding power transmitter that

may be placed adjacent or in contact with the power re-
ceiver. The power receiver 150 and the battery charging
system 148 can be implemented as an integrated system
to facilitate charging the battery 140. Additionally, the
control system 102 can control the battery charging sys-
tem 144 in response to the feedback 144. For example,
the control system 102 can provide corresponding control
signals 151 to the battery charging system 148 through
a corresponding interface 152. Additionally, the current
and/or voltage associated with the charging of the battery
(or other parameters associated with operation of the
charging system) can be monitored by the control system
102 via one or more corresponding analog inputs 154
that is provided to the ADC 146. The control system 102
can control the battery charging process in response to
the voltage and/or current characteristics associated with
the charging process, as detected via the input 154.
[0056] FIG. 4 depicts another example of an IPG sys-
tem 200 according to an embodiment of the present in-
vention. The IPG system 200 includes a system control
block 202. The system control 202 is programmed and/or
configured to control basic operation of the system 200.
The basic operation can include power management,
communication and output controls. The system control
202 can also program one or more waveform controllers
204. As described herein, each of the waveform control-
lers 204 include memory 206 that can store waveform
data representing one or more waveforms.
[0057] In the example of FIG. 4, there are M waveform
controllers 204 (indicated at WAVEFORM CONTROL-
LER 1 through WAVEFORM CONTROLLER M), where
M is a positive integer. Each waveform controller 204 is
programmed to retrieve one or more waveform from its
respective memory 206 for playback over one or more
output channels 208. For example, there are N output
channels, where N is a positive integer where N ≥ 1. As
one example, N=M; although, N may not be equal to M
(e.g., N > M or N< M).
[0058] An amplifier 210 can be connected to drive each
of the respective output channels 208. FIG. 4 depicts a
separate amplifier 210, indicated at AMP 1, AMP 2
through AMP N, for driving each of the respective N out-
put channels 208. Additionally, each amplifier 210 can
be connected to a respective output channel through a
DC blocking capacitor 211 to reduce inter-channel inter-
ference. By way of example, each of the amplifiers 210
can drive its associated output channel 208 based on a
set of one or more waveform signals provided by one or
more of the waveform controllers 204.
[0059] Each waveform controller 204 can include an
output system 212 that controls to which of the N output
channels 208 each respective waveform controller 204
provides its output waveform signal. The output system
212 thus selectively distributes output waveform signals
to one or more output channels, such as based on a
selection signal (not shown). For instance, each output
system 212 can be electrically connected with an input
of each of the N amplifiers 210 through a connection ma-
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trix 214. The connection matrix 214 may include a set of
connections (e.g., electrically conductive wires or traces)
that directly connect each of the M waveform controllers
204 and each of the N amplifiers. Alternatively, the con-
nection matrix 212 can provide for a selected subset of
connections from the waveform controllers to the ampli-
fiers 210. Each amplifier 210 may include the same or a
different number of inputs.
[0060] In some cases, a given amplifier 210 may re-
ceive an input waveform from only a single waveform
controller 204. However, the design of FIG. 4 affords flex-
ibility in which the given amplifier 210 can receive output
waveforms from more than one waveform controller 204.
For example, the system control 202 can provide instruc-
tions to each of the waveform controllers 204 to control
to which set of one or more amplifier 210 the waveform
controller provides its output waveform. Additionally, the
system control 202 can program which respective wave-
form (either a single wave or train of multiple waveforms)
are to be provided by each of the waveform controllers
204 to the respective amplifiers.
[0061] To support multiple input waveforms, the am-
plifiers 210 can include an input stage (e.g., summing
circuitry - not shown) that aggregates the input wave-
forms received via the connection matrix 214. Each of
the amplifiers 210 thus can overlay multiple waveforms
received from the waveform controllers 204 to form a
composite waveform that is, in turn, amplified and pro-
vided to the corresponding output channel 208.
[0062] The amplifiers 210 can also provide feedback,
indicated schematically at 216, to the waveform control-
lers 204. For example, the feedback 216 can provide an
indication of impedance for the respective output chan-
nels 208. The waveform controllers 204 can employ the
impedance to ascertain whether the system 200 is oper-
ating within expected operating parameters (e.g., for
placement of an electrode or for implementing safety fea-
tures), such as described herein. The waveform control-
lers 204 can implement appropriate action based on the
feedback received, including adjusting an output wave-
form or even terminating an output waveform from being
provided to one or more of the amplifiers 210. The wave-
form controllers 204 can also provide information to the
system control 202 based on the feedback 216.
[0063] As another example, the feedback 216 can pro-
vide an indication of charge associated with the elec-
trode(s) being driven by a given amplifier 210. The wave-
form controller 204 can be programmed to compute
charge density based on input parameters and known
electrical characteristics of the electrode devices con-
nected to the respective output channels 208. If the
charge density exceeds a predetermined threshold, the
waveform controller 204 can deactivate the output chan-
nel. It is to be appreciated that such computations can
alternatively be performed by the system control 202
(e.g., depending on the processing ability afforded the
waveform controllers).
[0064] Still another example might be to perform

charge balancing in the operation of the amplifiers 210
based on feedback 216 received from the respective out-
put channels 208. The monitoring of the charge at a given
channel 208, for instance, can help ensure that no net
DC voltage appears in any of the channels 208. The DC
voltage for a given channel 208 can be mitigated, at least
in part, by employing the DC blocking capacitors 211.
[0065] Those skilled in the art will understand and ap-
preciate various types of amplifiers 210 that can be uti-
lized to amplify the input waveforms (from the waveform
controllers 204) for driving the output channels 208. The
type of amplifier will typically be selected to provide for
low power consumption since the IPG 200 is intended to
be implanted in a subject. As one example, the amplifiers
210 can be implemented as class G amplifiers, which by
adjusting the power supply voltage (or voltage rails) dur-
ing operation reduced power consumption can be
achieved relative to other amplifier types. As another ex-
ample, the amplifiers 210 can be implemented as class
H amplifiers, which operate similar to class G amplifiers
as well as modulate the output based on the input signal.
Other types of amplifiers can also be utilized, such as
amplifiers designed to amplify audio signals and also op-
erate with low power consumption (e.g., class D or
switching power amplifier).
[0066] As mentioned above, the system control system
202 can communicate with the waveform controllers 204,
such as over a data bus 220. The bus 220 can be bi-
directional to allow communication of information be-
tween the system control 202 and one or more of the
waveform controllers 204. As one example, the bus 220
can be implemented as a serial peripheral interface (SPI)
bus that communicates SPI data 222, such as including
a clock signal, a "data in" signal, and a "data out" signal.
The bus 220 can also include a "chip select" signal 224
to enable communication of the SPI data (data and clock
signals) between the system control 202 and a selected
one of the waveform controllers 204. Those skilled in the
art will appreciate that system 200 may also implement
other bus topologies, such as I2C bus, system manage-
ment bus (SMBus), as well as other known or yet to be
developed bus structures (e.g., including other serial and
parallel bus structures).
[0067] As described herein, the system control 202 can
employ the bus 220 to program each of the waveform
controllers 204 as well as to receive information from the
waveform controllers. According to one aspect, the sys-
tem control 202 can program some or all of the waveform
controllers 204 by storing one or more waveforms in the
memory 206 for subsequent play back. The system con-
trol 202 can also program the waveform controller 204
to control which of the stored waveforms are to be played
back during operation. The system control 202 can also
program operation of the output system 212 of each of
the waveform controllers 204 to control which amplifier
210 the analog output waveforms are to be provided.
[0068] As another example, the system control 202 can
program the waveform controllers 204 to adjust or scale
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parameters of the waveform(s) that are being played
back. For example, the parameters can include ampli-
tude, pulse width, pulse duration. The system control 202
can also program the waveform controllers 204 to control
the number of pulse trains of the one or more stored
waveforms that are supplied as the corresponding analog
output waveform. As described herein, the waveforms
that are stored in the memory 206 of the respective wave-
form controllers 204 can be pre-recorded waveforms (re-
corded from an animal or from a waveform generator) or
the waveforms can be synthesized waveforms that are
provided to the system 200 as they are generated re-
motely.
[0069] The waveform controllers 204 can also provide
information to the system control 202 via the bus 220.
The waveform controllers 204 can provide information to
the system control 202 in response to an interrogation
command from the system control or automatically in re-
sponse to detecting one or more predetermined condi-
tions. For example, one or more of the waveform con-
trollers 204 can provide impedance information to the
system control based on the feedback 216 received from
one or more amplifiers (e.g., raw feedback data and/or
preprocessed information indicating detected imped-
ance is outside of expected operating parameters). Other
diagnostic information associated with operation of the
waveform controllers 204 or as may be sensed by one
or more sensors (not shown) can also be sent from the
waveform controllers to the system control 202. This in-
formation may be stored in the memory 228 and acted
on by one or more processes running in the system con-
trol 202. Alternatively, some or all such information can
be sent to a remote station (e.g., an external programmer)
via a communication system 232.
[0070] The system control 202 includes a system proc-
essor 226 and associated memory 228. For example,
the system processor 226 can be implemented as a mi-
crocontroller unit that includes the memory 228. Alterna-
tively or additionally, the memory 228 can be implement-
ed be implemented separately from they system proces-
sor 226.
[0071] The memory 228 can include instructions and
data to control the over all operation of the system 200.
For instance, the memory 228 can store instructions and
information to enable communication with the waveform
controllers 204 over the bus 220. The memory 228 can
also store instructions that define which of the amplifiers
210 are to be activated as well instructions that define
operating parameters of the respective amplifiers (col-
lectively referred to as "amplifier control instructions").
The system control 202 thus can employ the amplifier
control instructions to provide corresponding control sig-
nals, indicated at 230, to control each of the amplifiers
210. The control signals 230, for example, can activate
a given amplifier 210 as well as place a deactivated am-
plifier into a sleep mode (e.g., for power conservation).
The control signals 230 can also adjust one or more am-
plifier operating parameters, such as to adjust amplifier

gain or to adjust voltage rails for a respective amplifier.
The memory 228 can also store scheduling information
can identify which waveform or combination of wave-
forms are to be played back by each of the waveform
controllers 204 as well as parameters of the respective
waveforms that are to be played back.
[0072] The memory 228 can also store waveform data
representing the waveforms that are being programmed
into the waveform controllers. The waveforms can be
stored in the memory 228 temporarily (e.g., during pro-
gramming) or copies of all waveforms can be stored in
the memory until erased or overwritten. The copies of
waveforms stored in the memory 228 can provide a set
of stored waveforms (internal to the IPG) that can be
employed for programming the waveform controllers
204. For example, if adjustments need to be made to one
or more waveforms (e.g., during operation), the adjust-
ments may be made by the system control 202 selecting
one or more alternative waveforms from the memory 228
and programming corresponding waveform controllers
204. Adjustments can also be implemented by appropri-
ate scaling of waveform parameters. Alternatively, the
one or more alternative waveforms can be provided from
a remote external programmer, such as described here-
in.
[0073] The communication system 232 is coupled with
an antenna 234 for communicating information wirelessly
relative to the IPG. As mentioned herein, the information
can include program instructions effective to control op-
eration of the IPG system 200, including the system con-
trol 202, the waveform controllers 204 and the amplifiers
210. The system control 202 can receive such program
instructions and store them in the memory 228, some of
which can be transferred to program respective wave-
form controllers 204 via the bus 220.
[0074] The communication system 232 can be imple-
mented as including a receiver and a transmitter (a trans-
ceiver) that provide for bi-directional communication of
information relative to the IPG 200. A remote station thus
can communicate with the IPG by employing a predeter-
mined wireless protocol. The communication system 232
can implement any one of a plurality of known wireless
communication protocols, such as Bluetooth, Digital En-
hanced Cordless Telecommunications (DECT), OBject
Exchange (OBEX) communication protocol, as well as
other known and yet to be developed protocols.
[0075] The communication system 232 can also em-
ploy security features to inhibit unintentional or unauthor-
ized access to the IPG 200. The security features can be
part of the communication protocol being implemented
by the communication system 232 or the features can be
specific to the IPG system 200. For the example of im-
plementing Bluetooth wireless communications, the
communication system 232 can implement the SAFER+
algorithm for authentication and key generation. Alterna-
tively, the use of a predefined key or ID associated with
the IPG 200 may be required as part of data transmission
to identify a communication as being an authorized com-
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munication.
[0076] The IPG 200 also includes a battery 236 that
stores energy for providing power to the IPG. The battery
236 can include one or more cells configured to store a
charge for providing corresponding DC voltage. The bat-
tery 236 can be replaceable and/or rechargeable de-
pending on the expected duration that the IPG 200 will
be implanted in a patient. The battery 236 can be directly
coupled to the system control 202 and provide an output
voltage to a power converter 238. The power converter
238 can provide a suitable regulated output voltage to
the system control 202 and to the amplifiers 210 and the
waveform controllers 204. The particular voltage provid-
ed by the converter 238 can vary based on the operating
requirements of the circuitry implemented in the IPG sys-
tem 200. Additionally, the amplifiers (e.g., if implemented
as class G or H amplifier) 210 can implement load track-
ing functions, such as to adjust voltage rails as a function
of the load requirements of the analog output waveforms
being provided to the output channels 208.
[0077] FIGS. 4A and 4B depict examples of different
basic configurations that can be utilized to implement the
waveform controllers 204 of FIG. 4. In FIG. 4A, the wave-
form controller includes a processor 250 and associated
memory 252. The memory 252 can be internal to the
processor 250, external to the processor as shown, or a
portion of the memory can be internal and another part
can be external relative to the processor. The processor
250 is also coupled to supply an output waveform signal
253 to a multiplexer 254. The processor 250 supplies the
output waveform signal 253 based on one or more wave-
forms retrieved from the memory 252. The multiplexer
254 distributes the output waveform signal to one or more
selected outputs 256 for play back over a selected set of
one or more output channels. For instance, the processor
250 can provide a selection signal (SEL) to the multiplex-
er 254 to control which channel amplifiers receive the
output waveform via the outputs 256. It will be appreci-
ated that that the waveform controller also includes dig-
ital-to-analog converter (not shown) to convert the stored
digital waveform data into a corresponding analog output
waveform that is provided to the selected outputs 256.
[0078] The waveforms can be stored in the memory
252 in response to waveform data provided to the wave-
form controller, such as from the system control 202 (FIG.
4). Control instructions can also be stored in the memory
252 to provide for other closed loop control of the wave-
form controller and the amplifiers being driven with the
analog output waveforms. For instance, the processor
250 can also receive one or more signals, indicated at
258, from the amplifiers 210 or from sensors (not shown).
The processor 250 can utilize the one or more signals
258 to adjust one or more parameters of the output wave-
form, to select one or more alternative waveforms, or to
adjust operation of the amplifiers 210. By employing the
processor 250 and memory 252 in the waveform control-
ler, those skilled in the art will understand and appreciate
various types of intelligent control that can be implement-

ed at the waveform controller (e.g., including real time
and/or periodic adjustments).
[0079] FIG. 4B depicts an example of another wave-
form controller 204 that includes a direct memory access
(DMA) controller 260 that is connected with associated
memory 262. The DMA controller 260 is programmed
and/or configured to transfer one or more predetermined
blocks of data from the memory 262 to an output multi-
plexer 264. As described herein, the blocks of data cor-
respond to one or more waveforms that are stored in the
memory 262. The system control 202 (FIG. 4), for exam-
ple, can provide an INPUT signal to cause the DMA con-
troller 260 to write the waveform data to the memory 262
(e.g., during a programming mode). The system control
202 can also program the DMA controller 260 to retrieve
and transfer the stored waveform data to the multiplexer
264 (e.g., during normal operation). The system control
202 can also program the multiplexer 264 to distribute
the corresponding analog output waveform to one or
more amplifiers 210. For example, a corresponding se-
lection signal (SEL) can be provided to configure the mul-
tiplexer 264 to distribute the output waveform to a select-
ed set of one or more amplifiers 210. The SEL signal can
be stored in the waveform controller, such as based on
instructionos from the system control 202 (FIG. 4).
[0080] It will be appreciated that variations of the basic
approaches of FIGS. 4A and 4B may also be implement-
ed. For instance, a processor and a DMA controller may
be implemented in the waveform controller 204 so that
play back of stored waveform(s) can be implemented by
the DMA controller and other intelligent controls are ex-
ecuted by the processor. This combined approach can
help reduce the processing requirements of the proces-
sor, although generally at the expense of additional cir-
cuitry to implement the DMA controller. The cooperation
of the processor and the DMA controller may also be
balanced according to the power requirements of the IPG
200. Additionally, those skilled in the art will appreciate
other aspects and features that may be implemented in
the waveform controllers of FIGS. 4A and 4B (e.g., in-
cluding buses, connections and power inputs and filters).
[0081] FIG. 5 depicts an example of an IPG 300. The
IPG 300 includes a substantially biocompatible housing
302 that encapsulates IPG circuitry 303 that is pro-
grammed (or programmable) and configured to imple-
ment the functions described herein. The IPG circuitry
303 can correspond to any of the types of systems shown
and described herein (e.g., FIGS. 1-4) as well as combi-
nations thereof consistent with the teachings contained
in this document. The housing 302 can be hermetically
sealed. The circuitry 303 can include a control system
304 that can include a play back system 306 and memory
308, such as described herein. The control system 304
can provide one or more analog output waveforms (from
the memory) to an associated output system 310. The
output system 310 distributes one or more output wave-
forms to channels 312 associated with each of a plurality
of respective output ports. As described herein, the wave-
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forms provided to each channel 312 can be the same or
different.
[0082] In the example of FIG. 5, a pair of output recep-
tacles 314 and 316 each provides electrical access to
the plurality of output channels 312. For instance, each
channel can include an electrical contact that can be elec-
trically connected to a corresponding mating part of a
lead system (not shown). One type of lead system in-
cludes male connector parts that are dimensioned and
configured for mating insertion into and within corre-
sponding female receptacles 314 and 316 (e.g., the leads
are plugged into the receptacles). The playback system
306 thus can deliver a corresponding amplified electrical
stimulus to one or more electrodes (through the lead sys-
tem) according to the output waveform delivered to each
of the respective output channels 312. The number of
leads and number channels for each receptacle can vary
according to patient and pathology requirements.
[0083] The IPG 300 also includes a communication
system 320 that is configured to enable communication
with an external programmer (see, e.g., FIG. 2). For in-
stance, the communication system 320 can employ wire-
less communication according to a predetermined com-
munication mode via one or more antenna 322. The con-
trol system 304 can communicate with the external pro-
grammer via the control system. The communication may
be bi-directional. For example, the control system 304
can receive program instructions and waveform data that
can be stored in the memory, such as described herein.
Additionally, the control system 302 can send diagnostic
information and report on operating parameters of the
IPG system 300 and of lead system that may coupled to
the IPG system, such as described herein.
[0084] What have been described above are examples
of the present invention. It is, of course, not possible to
describe every conceivable combination of components
or methodologies for purposes of describing the present
invention, but one of ordinary skill in the art will recognize
that many further combinations and permutations of the
present invention are possible. Accordingly, the present
invention is intended to embrace all such alterations,
modifications, and variations that fall within the scope of
the appended claims.

Claims

1. An implantable programmable stimulator system
characterized by a plurality of waveform controllers,
each waveform controller comprising:

memory storing non-parametric waveform data
comprising one or more waveforms;
a playback system programmed to play back the
non-parametric waveform data as one or more
output waveforms based on retrieving the non-
parametric waveform data from the memory;
and

an output system that is configured to drive at
least one output channel based on the one or
more output waveforms, the output system se-
lecting the at least one output channel from a
plurality of output channels in response to a se-
lection signal.

2. A system according to claim 1, wherein the output
system further comprises a switch network connect-
ed between the playback system and the plurality of
output channels, the switch network configured to
complete an electrically conductive path from an out-
put of the playback system and the at least one out-
put channel in response to the selection signal.

3. A system according to claim 1, further comprising an
amplifier system that is coupled to amplify the one
or more output waveforms to provide a correspond-
ing amplified output waveform to the at least one
output channel.

4. A system according to claim 1, further comprising a
system control that is connected to communicate
with each of the plurality of waveform controller, the
system controller being operative to provide date to
program at least one of the plurality of waveform con-
trollers.

5. A system according to claim 1, further comprising a
communication system that is configured to commu-
nicate data relative to the implantable programmable
stimulator system for programming the memory.

6. A system according to claim 1, wherein the memory
stores the one or more waveforms as a digital rep-
resentation of a biological waveform recorded from
tissue of a biological subject.

7. A system according to claim 1, wherein the output
system is configured to scale the one or more output
waveforms electronically.

8. A system according to claim 1, wherein the playback
system is programmed to scale at least one wave-
form parameter of the one or more output wave-
forms.

9. A system according to claim 1, wherein the non-par-
ametric waveform data further comprises non-para-
metric waveform data for a plurality of different wave-
forms, the playback system playing back the non-
parametric waveform data for at least one of the plu-
rality of different waveforms as at least one output
waveform.

10. A system according to claim 1, wherein the one or
more waveforms is a train of waveform pulses.
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11. A system according to claim 10, wherein the play-
back system is configured to construct a pattern of
waveform trains by combining two or more stored
waveforms in a particular order.

12. A system according to claim 1, wherein the playback
system is configured to construct an aggregate
waveform comprising a superimposition of at least
two of the one or more output waveforms.

13. A system according to claim 4 further comprising a
communication system that is configured to commu-
nicate data to the system control, the system control
employing at least some of the data received by the
communication system to program the one or more
waveforms in memory of the at least one of the plu-
rality of waveform controllers.

14. A system according to claim 1, wherein each of at
least one of the output channels is controllable by
more than one of the plurality of waveform control-
lers.

Patentansprüche

1. Implantierbares, programmierbares Stimulations-
system, gekennzeichnet durch eine Vielzahl von
Wellenformsteuerungen, jede Wellenformsteue-
rung umfassend:

einen Speicher zum Speichern von nichtpara-
metrischen Wellenformdaten, umfassend eine
oder mehrere Wellenformen;
ein Wiedergabesystem, das programmiert ist,
um die nichtparametrischen Wellenformdaten
als eine oder mehrere Ausgangswellenformen
basierend auf dem Abrufen der nichtparametri-
schen Wellenformdaten aus dem Speicher wie-
derzugeben; und
ein Ausgabesystem, das konfiguriert ist, um zu-
mindest einen Ausgangskanal basierend auf
den einen oder mehreren Ausgangswellenfor-
men anzutreiben, wobei das Ausgabesystem
den zumindest einen Ausgangskanal aus einer
Vielzahl von Ausgangskanälen ansprechend
auf ein Auswahlsignal auswählt.

2. System nach Anspruch 1, wobei das Ausgabesys-
tem ferner ein Schaltnetzwerk umfasst, das zwi-
schen dem Wiedergabesystem und der Vielzahl von
Ausgangskanälen verbunden ist, wobei das Schalt-
netzwerk konfiguriert ist, um einen elektrisch leiten-
den Pfad von einem Ausgang des Wiedergabesys-
tems und von dem zumindest einen Ausgangskanal
ansprechend auf das Auswahlsignal zu vervollstän-
digen.

3. System nach Anspruch 1, ferner umfassend ein Ver-
stärkersystem, das gekoppelt ist, um die eine oder
mehreren Ausgangswellenformen zu verstärken,
um eine entsprechende verstärkte Ausgangswellen-
form zu dem zumindest einen Ausgangskanal be-
reitzustellen.

4. System nach Anspruch 1, ferner umfassend eine
Systemsteuerung, die verbunden ist, um mit jeder
der Vielzahl von Wellenformsteuerungen zu kommu-
nizieren, wobei mit der Systemsteuerung Daten be-
reitgestellt werden können, um zumindest eine der
Vielzahl an Wellenformsteuerungen zu programmie-
ren.

5. System nach Anspruch 1, ferner umfassend ein
Kommunikationssystem, das konfiguriert ist, um Da-
ten in Bezug auf das implantierbare, programmier-
bare Stimulationssystem zur Programmierung des
Speichers zu kommunizieren.

6. System nach Anspruch 1, wobei der Speicher die
eine oder mehreren Wellenformen als eine digitale
Darstellung einer biologischen Wellenform spei-
chert, die vom Gewebe eines biologischen Objekts
aufgezeichnet wurde.

7. System nach Anspruch 1, wobei das Ausgabesys-
tem konfiguriert ist, um die eine oder mehreren Aus-
gabewellenformen elektronisch zu skalieren.

8. System nach Anspruch 1, wobei das Wiedergabe-
system programmiert ist, um zumindest einen Wel-
lenformparameter der einen oder mehreren Ausga-
benwellenformen zu skalieren.

9. System nach Anspruch 1, wobei die nichtparamet-
rischen Wellenformdaten ferner nichtparametrische
Wellenformdaten für eine Vielzahl von verschiede-
nen Wellenformen umfassen, wobei das Wiederga-
besystem die nichtparametrischen Wellenformda-
ten für zumindest eine der Vielzahl der verschiede-
nen Wellenformen als zumindest eine Ausgabewel-
lenform wiedergibt.

10. System nach Anspruch 1, wobei die eine oder meh-
reren Wellenformen eine Abfolge von Wellenformim-
pulsen darstellt.

11. System nach Anspruch 10, wobei das Wiedergabe-
system konfiguriert ist, um durch das Kombinieren
von zwei oder mehr gespeicherten Wellenformen in
einer bestimmten Reihenfolge ein Wellenformim-
pulsmuster zu bilden.

12. System nach Anspruch 1, wobei das Wiedergabe-
system konfiguriert ist, um eine Aggregat-Wellen-
form zu bilden, umfassend eine Überlagerung aus
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zumindest zwei der einen oder mehreren Ausgabe-
wellenformen.

13. System nach Anspruch 4, ferner umfassend ein
Kommunikationssystem, das konfiguriert ist, um Da-
ten an die Systemsteuerung zu kommunizieren, wo-
bei die Systemsteuerung zumindest einige der von
dem Kommunikationssystem erhaltenen Daten ver-
wendet, um die eine oder mehreren Wellenformen
im Speicher von zumindest einer der Vielzahl von
Wellenformsteuerungen zu programmieren.

14. System nach Anspruch 1, wobei jeder der zumindest
einen Ausgangskanäle durch mehr als eine der Viel-
zahl von Wellenformsteuerungen gesteuert werden
kann.

Revendications

1. Système stimulateur programmable implantable ca-
ractérisé par une pluralité d’unités de commande
de forme d’onde, chaque unité de commande de for-
me d’onde comprenant:

le stockage mémoire des données de forme
d’onde non paramétriques comprenant une ou
plusieurs formes d’onde ;
un système de lecture programmé pour lire les
données de forme d’onde non paramétriques
comme une ou plusieurs formes d’onde de sortie
en fonction de la récupération des données de
formes d’onde non paramétriques à partir de la
mémoire ; et
un système de sortie qui est configuré pour en-
traîner au moins un canal de sortie en fonction
de l’une ou plusieurs formes d’onde de sortie,
le système de sortie en sélectionnant ledit au
moins un canal de sortie à partir d’une pluralité
de canaux de sortie en réponse à un signal de
sélection.

2. Système selon la revendication 1, où le système de
sortie comprend en outre un réseau de commutation
connecté entre le système de lecture et la pluralité
des canaux de sortie, le réseau de commutation con-
figuré pour suivre un trajet électriquement conduc-
teur à partir d’une sortie du système de lecture et
dudit au moins un canal de sortie en réponse au
signal de sélection.

3. Système selon la revendication 1, comprenant éga-
lement un système d’amplificateur, couplé pour am-
plifier une ou plusieurs formes d’onde de sortie et
ainsi fournir une forme d’onde de sortie amplifiée
correspondante audit moins un canal de sortie.

4. Système selon la revendication 1, comprenant en

outre un système de commande, connecté pour
communiquer avec chacun de la pluralité des unités
de commande de forme d’onde, l’unité de comman-
de du système étant opérationnelle pour fournir des
données pour programmer au moins une de la plu-
ralité des unités de commande de forme d’onde.

5. Système selon la revendication 1, comprenant en
outre un système de communications configuré pour
communiquer des données relatives au système sti-
mulateur programmable implantable afin de pro-
grammer la mémoire.

6. Système selon la revendication 1, où la mémoire
stocke une ou plusieurs formes d’onde sous forme
de représentation numérique d’une forme d’onde
biologique enregistrée à partir de tissus d’un sujet
biologique.

7. Système selon la revendication 1, où le système de
sortie est configuré pour mettre à l’échelle l’une ou
plusieurs formes d’onde de sortie électroniquement.

8. Système selon la revendication 1, où le système de
lecture est programmé pour mettre à l’échelle au
moins un paramètre de forme d’onde de l’une ou
plusieurs formes d’onde de sortie.

9. Système selon la revendication 1, où les données
de forme d’onde non paramétriques comprennent
en outre des données de forme d’onde non paramé-
triques pour une pluralité de formes d’ondes diffé-
rentes, le système de lecture parcourant les données
de forme d’onde non paramétriques pour au moins
une de la pluralité des formes d’ondes différentes
comme au moins une forme d’onde de sortie.

10. Système selon la revendication 1, où l’une ou plu-
sieurs formes d’onde est un train d’impulsions de
forme d’onde.

11. Système selon la revendication 10, où le système
de lecture est configuré pour construire un modèle
de trains de forme d’onde en combinant deux ou
plusieurs formes d’onde mémorisées dans un ordre
particulier.

12. Système selon la revendication 1, où le système de
lecture est configuré pour construire une forme d’on-
de globale comprenant une superposition d’au
moins deux de l’une ou plusieurs formes d’onde de
sortie.

13. Système selon la revendication 4 comprenant éga-
lement un système de communications configuré
pour communiquer des données à l’unité de com-
mande du système, l’unité de commande du systè-
me employant au moins une partie des données re-
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çues par le système de communications pour pro-
grammer l’une ou plusieurs formes d’onde en mé-
moire de ladite au moins une forme d’onde de la
pluralité d’unités de commande de forme d’onde.

14. Système selon la revendication 1, où chacun d’au
moins l’un des canaux de sortie est contrôlable par
plus d’une pluralité d’unités de commande de forme
d’onde.
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