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Description

[0001] The present invention relates to a device and a
method for optoacoustic imaging of an object according
to the independent claims.
[0002] Optoacoustic imaging is based on the photoa-
coustic effect, according to which ultrasonic waves are
generated due to absorption of electromagnetic radiation
by an object, e.g. a biological tissue, and a subsequent
thermoelastic expansion of the object. Excitation radia-
tion, for example laser light or radiofrequency radiation,
can either be pulsed radiation with short pulse durations
or continuous radiation with a modulated amplitude or
frequency.
[0003] Optoacoustic imaging of biological tissues pro-
vides a unique combination of high spatial resolution and
rich contrast based on spectrally-dependent absorption
of light. Techniques like multispectral optoacoustic tom-
ography (MSOT) are therefore able to simultaneously
render images of anatomical, functional and molecular
contrast by exciting tissues at several optical wave-
lengths, thereby enabling highly promising applications
in molecular imaging and diagnostics, drug development
and treatment monitoring.
[0004] A device according to the preamble of claim 1
is known from US 2012/190963 A1. It is an object of the
invention to provide a device and a method allowing for
an improved and reliable optoacoustic imaging of an ob-
ject, in particular a device and method appropriate for
dermatology and/or epithelial tissue imaging applications
in terms of resolution interfacing to the skin/epithelial tis-
sue dimensions, portability and form factor, i.e. a device
with design and/or physical dimensions appropriate for
portable dermatology or endoscopic applications.
[0005] This object is achieved by a device and a meth-
od according to the independent claims. Advantageous
embodiments of the invention are defined in the depend-
ent claims.
[0006] The term "detection location" within the mean-
ing of the present invention preferably relates to a location
at which acoustic waves are directly detected, e.g. by an
acoustic detector located at the detection location, and/or
to a real or virtual location which acoustic waves can pass
through for being subsequently detected by an acoustic
detector. Accordingly, detection locations in the sense of
the present invention may be formed in different man-
ners, for example by providing point-like acoustic detec-
tion elements at the detection locations, by providing one
or more detection elements with one or more focus
points, wherein each of the focus points being located at
a detection location, or by providing one or more point-
like apertures, wherein each of the point-like apertures
being located at a detection location.
[0007] It has to be noted that within the meaning of the
present invention the term "optoacoustic imaging" is not
limited to optoacoustic imaging within the narrower
sense, i.e. where the object is irradiated with visible light,
but also relates to photoacoustic imaging and thermoa-

coustic imaging, where the object under investigation is
irradiated with electromagnetic radiation in other spectral
ranges, e.g. the radiofrequency or microwave range.
[0008] The detection locations are established prefer-
ably with the ultrasound equivalent of an optical pinhole,
i.e. detecting waves passing through one small real or
virtual aperture. The aperture accepts sound waves
passing through the aperture and rejects and/or does not
detect waves propagating in other directions not passing
through the pinhole. This operation can be established
by physical means (e.g. by small physical detectors,
small sound apertures, needle sound carriers embedded
in low-transmitting sound material) or by virtual means
implemented using acoustic lenses, detectors of partic-
ular shape to reject signals or detector arrays. An advan-
tageous aspect associated with pinhole detection relates
to measures that ensure wide-angle acceptance of ultra-
sonic waves as disclosed in the preferred embodiments.
[0009] The term "point-like" referring to detection loca-
tions within the meaning of the present invention prefer-
ably relates to small-sized sound detection entities, like
small-sized ultrasound transducers, apertures, pinholes
or detection focal points, the size of which is in the range,
in particular in the same order or smaller of the achievable
and/or desired spatial resolution of an image to be ob-
tained using the device and/or the method according to
the invention. While the pinhole size will determine the
lateral resolution achieved, high-axial resolution can be
similarly implemented by adapting the detection frequen-
cy of the detector to several tens of MHz or hundreds of
MHz for achieving axial resolution below 30 micrometers,
preferably below 10 micrometers.
[0010] The invention is based on the approach to pro-
vide a device for optoacoustic imaging of an object having
a detection unit, which is designed to detect the acoustic
waves at one or more point-like detection locations,
wherein the point-like detection locations are located out-
side of the region of interest of the object. The point-like
detection locations may be given by different entities, for
example one or more point-like sound detection ele-
ments, one or more focus points of one or more sound
detection elements, or one or more point-like apertures
to be passed by acoustic waves before being subse-
quently detected by a sound detector. A point-like detec-
tor is assumed to be a small aperture area, which can be
symmetric or asymmetric and can be of circular, rectan-
gular or any other shape. Preferably the size of the point
detector is at least comparable in size or smaller than
the desired spatial resolution.
[0011] Due to the point-like character of sound detec-
tion, a high spatial certainty regarding the detected
acoustic information and, therefore, a high sharpness of
the obtained images can be achieved. Conversely, no
directional certainty is afforded by these detectors. In oth-
er words it is not possible to determine with pin-hole de-
tectors the exact angle or angles that a certain sound
comes from along one, two or three dimensions. To re-
solve this issue, the device preferably employs image
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formation based on tomographic principles and may em-
ploy modelling of the tomographic detection process by
assuming a known sensitivity field, i.e. a spatial distribu-
tion of the relative strength and/or dispersion by which
an acoustic source in the tissue is detected at the at least
one point-like detection entity. The sensitivity field can
be employed to weigh reconstructions based on back-
projection or model based inversion approaches, for ex-
ample by assigning certain weights to data modelled
along certain directions or data associated with certain
locations in space.
[0012] Another aspect is that the usage of a plurality
of point-like detection locations, which can be arranged
in a two-dimensional grid, may yield high resolution im-
ages, since a high number of space-resolved data is col-
lected and converted to tomographic images. The grid
assumed herein could be a flat grid or a grid assuming
a curvature, the latter possibly improving the image qual-
ity assumed. The detector locations can form a pattern
in space in a time-invariant or a time-dependent manner,
e.g. through arrays of detectors or by translation of de-
tector elements.
[0013] Still another aspect is that the use of point-like
detection locations may improve tomographic approach-
es, like model based inversion schemes, in particular
when a point-spread-function (PSF) correction, also
known as impulse response correction, is incorporated.
This can be achieved, when using model based inversion
schemes, whereby the physical process of a real detector
provided at detection locations is modelled instead of ide-
alizing the detector as a single point. In this respect, the
physical dimensions of the detector employed are incor-
porated in the inversion model during a process that ei-
ther integrates signal detection over the entire detector
aperture or uses an equivalent process. Therefore, pro-
viding point-like detection locations according to the in-
vention allows for both a simplification and an improve-
ment of tomographic image reconstruction. Alternatively,
it is possible to deploy deconvolution in order to account
for the physical or virtual dimensions of the pinhole and
improve the image resolution and/or quality. Deconvolu-
tion can be applied in two or three-dimensions according
to methods disclosed in the literature.
[0014] By detecting acoustic waves according to the
invention, the data to be collected are well suited for
achieving high resolution images, for instance in the field
of epithelial tissue imaging, such as the skin, in the mes-
oscopics range, i.e. at depths up to a few millimeters.
This may preferably be achieved using a variety of tom-
ographic conversion approaches including back-projec-
tion algorithms or model based approaches, such as for-
ward modelling.
[0015] Last but not least, the invention relates to ar-
rangements that impart a small form factor and portable,
easy to use handheld operation which enables seamless
integration into the operating room. At the core of the
device design is the use of a light-weight technology
which enables fast measurement of out-of-focus ultra-

sonic signals in order to quickly collect multi-projection
data from tissue. Fast processing operations preferably
further allow a real time representation of the scanned
data for direct feedback to the physician. Portability in
particular refers to a form factor that can allow operation
by a single hand/arm of an operator using light-weight
and small form factor machinery. This is achieved herein
by using small form factor detectors and flexible optical
guidance systems for illumination. Although the detector
unit is on the handheld part of the device, the light source
and the detection and computation electronics could be
placed in a control unit which is separate from the hand-
held part.
[0016] Portability herein further implies that the ar-
rangement of pinhole detectors is done in such a way
that at least the detector pattern and at least part of the
illumination arrangement is enclosed into one unit (see,
e.g., Fig.1 and 1A which will be discussed in detail below)
which possibly integrates several other systems, includ-
ing an optical system for visual inspection, a fluorescence
imaging system, an optical coherence tomography sys-
tem or an optical resolution optoacoustic microscopy sys-
tem.
[0017] A particularly preferred inventive feature herein
is that the portable device effectively places the point-
like detection locations (pinhole detectors) in an invaria-
ble distance to the object surface. Invariable distance is
defined herein in the sense that the distance between
the pinhole detector pattern and the surface of the object
imaged does not change through the data acquisition
process. To achieve this, the device implements the pin-
hole detector pattern using an effective surface, also re-
ferred to as "intermediate surface", determined by the
front part of the device. i.e. the side of the device directed
towards the object, which is congruent with the direction
of sound detection. This side establishes direct contact
with the object of interest. Direct contact is defined herein
either as direct physical contact of the device and the
object, or through an acoustically matching spacer or me-
dium. In all cases, the effective surface is established
between the device and the object, connects the device
and the object and has the crucial role of establishing 1)
a barrier between the device machinery and the tissue
imaged, (barrier preventing electrical, fluid or other flow
from one medium to the other) and 2) a reference point
between the pinhole detector(s) and the surface of the
object. The reference point is preferably required in the
sense of preventing the movement of the object surface
and of the object imaged in relation to the pinhole detector
pattern during the acquisition. This is particularly advan-
tageous in handheld operation. The device proposed
herein preferably achieves resolutions in the order of
1-50 microns. However, handheld operation can easily
move the scanner by distances that are orders higher
than the desired resolution. The establishment of the ef-
fective surface fixes or locks the object imaged in relation
to the portable scanner, so that movements of the scan-
ner are translated to the object imaged. In this manner
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the relative distance between the pin-hole detectors and
the object imaged does not change during the scan, as
long as direct contact through the effective surface is
applied.
[0018] Handheld operation is advantageous for ac-
cessing all body parts in a physician’s office or an out-
patient examination. Different methods are foreseen for
establishing the effective surface for the portable opto-
acoustic device, as opposed to a stationary scanner. The
inventive device foresees the use of a border or "rim" in
the front end of the device that slightly compresses the
tissue under investigation, keeping it immovable in rela-
tion to the detector. In addition or alternatively, this op-
eration is enabled by using an effective surface made of
material that establishes friction between the device and
the object imaged, for example the skin. Finally, a suction
operation may be provided where the device further gen-
erates negative pressure to force the skin or other epi-
thelial tissue to attach to the front end of the device using
a manually operated or mechanically/electronically op-
erating pump - in analogy to the suction action of an oc-
topus suction cup. It is to be understood that the effective
surface could be a membrane, separating the pinhole
detectors from the object, possibly further enclosing a
coupling medium for sound coupling to the detectors.
This membrane could then be in direct contact with the
object imaged. Alternatively, the effective surface could
be the bare surface of a cMUT wafer or piezoelectric
detector array and of the illumination unit, manufactured
to create a physical surface acting as the effective surface
in direct contact with the object. A further alternative
would be an effective surface generated by a protective
membrane placed in front of a detection pattern, for ex-
ample in front of a cMUT wafer or piezoelectric detector
array. The effective surface could serve yet another func-
tion, in particular to enclose an acoustic matching medi-
um that couples sound from the object to the ultrasound
detector. This could be a solid, gel or fluid material con-
tained within the enclosure and prevented from escaping
by a membrane also establishing the effective surface.
[0019] In particular, it is also possible to integrate the
light sources onto the portable head (light emitting di-
odes, laser diodes). In this case it is further possible to
achieve data transfer wirelessly, i.e. through transmis-
sion and detection of radiowaves, microwaves or light.
This can be achieved in particular when using intensity
modulated, frequency modulated or phase modulated
light. For multi-spectral imaging, light sources of different
wavelengths need to be incorporated. Alternatively, a
light guide is guiding light from a light source placed else-
where to minimize the weight of the device - especially
when light pulses are used; the latter requiring larger
sources.
[0020] In summary, the invention allows for a reliable
acquisition of high-quality optoacoustic images of an ob-
ject and in particular fulfills the resolution needs with re-
spect to the examination of skin and endothelial tissues.
Not according to the invention, the point-like detection

locations are located on a surface of the object. In par-
ticular, when detecting optoacoustic waves, the device
is in contact with the object. By this means, high resolu-
tion images can be received also for sections of the ob-
ject, which correspond to regions of interest at larger
depths beneath the surface of the object. Further, only a
thin film of coupling medium between the object and the
device may be sufficient to perform efficient acoustic
and/or optical coupling.
[0021] In a further preferred embodiment, the point-like
detection locations are located above a surface of the
object. Preferably, the point-like detection locations are
located in the proximity of the surface of the object, in
particular at a distance of less than 2 mm, in particular
less than 1 mm, from the surface of the object. By these
means, a spacing is obtained between the point-like de-
tection locations and the surface of the object. Preferably,
a coupling medium is provided to fill the space created
between the scanner and the surface of the object im-
aged. Advantageously, the spacing allows for coupling
electromagnetic radiation, in particular light, into the ob-
ject from a side area of the device, also referred to as
side illumination, instead of or in addition to an illumina-
tion from a direction above the object, also referred to as
front illumination. Moreover, in the case of having a spac-
ing which is filled with coupling medium, the device can
be easily and safely moved on or over the object without
the risk of scratching or damaging the point-like detection
locations of the detection unit. In accordance with the
invention, each of the one or more point-like detection
locations exhibits a divergent field of view, in which
acoustic waves are collected. In this way, a large portion
of the emitted acoustic energy from the object imaged is
collected by the device, even though individually sound
is detected by small-sized sound detection entities, like
small-sized ultrasound transducers, apertures or pin-
holes.
[0022] According to the invention, the detection unit
comprises one or more point-like detection elements lo-
cated at said point-like detection locations for detecting
acoustic waves. The term "detection elements" within the
meaning of the present invention relates to any sound
detection elements, which are preferably located at said
point-like detection locations for detecting acoustic
waves and which are in particular arranged on a one- or
two-dimensional array, which is located at said point-like
detection locations, for detecting acoustic waves. The
term "point-like" referring to the term "detection ele-
ments" preferably relates to small-sized detection ele-
ments, the size of which is in the range, in particular in
the same order, of the desired and/or achievable spatial
resolution, in particular the lateral resolution, of the image
to be obtained. By this means, the acoustic waves can
be directly detected at the one or more point-like detec-
tion locations without providing an additional setup. This
may simplify the device and reduce its costs.
[0023] In a particularly preferred embodiment, the
point-like detection elements comprise sensitive areas,
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which have dimensions smaller than 150 mm, in particular
smaller than 50 mm. By this means, spatial certainty re-
garding the detected acoustic information is further im-
proved and, therefore, the sharpness of the obtained im-
ages is further enhanced. Moreover, a high number of
detection elements can be implemented in a detection
unit. Therefore, a high number of space-resolved, optoa-
coustic data can be collected in parallel, which may fur-
ther improve the acquisition of high resolution images
using tomographic approaches, such as back-projection
algorithms or model based approaches.
[0024] Preferably, the detection unit comprises a plu-
rality of point-like detection elements, which are arranged
on a one- or two-dimensional pattern. For detecting
acoustic waves, said one- or two-dimensional pattern is
established by an array of detectors and is located at
said point-like detection locations. By this means, multi-
ple data points, which are arranged in a one- or two-
dimensional grid, can be collected. These data can then
be converted to high resolution images using tomograph-
ic approaches, such as back-projection or model based
approaches, which may improve high-resolution images.
[0025] In another particularly preferred embodiment,
the point-like detection elements correspond to capaci-
tive ultrasonic transducers, in particular capacitive micro-
machined ultrasonic transducers (CMUTs). CMUTs are
transducers, wherein the energy transduction is due to
change in capacitance. Preferably, CMUTs are con-
structed on silicon using micromachining technique,
wherein a cavity is formed in a silicon substrate, and a
thin layer suspended on the top of the cavity serves as
a membrane on which a metallized layer acts an elec-
trode, together with the silicon substrate which serves as
a bottom electrode. If an AC signal is applied across the
biased electrodes, it will generate ultrasonic waves in the
medium of interest. In this way, a CMUT works as a trans-
mitter. On the other hand, if ultrasonic waves are applied
on the membrane of biased CMUT, as with the present
preferred embodiment of the invention, it will generate
alternating signal as the capacitance of the CMUT is var-
ied. In this way, it works as a receiver of ultrasonic waves.
Compared to other transducer techniques, by means of
using CMUTs as point-like detection elements a consid-
erably large number of transducers can be included in a
transducer array.
[0026] According to the invention, the one or more
point-like detection locations correspond to one or more
focus points of one or more detection elements for de-
tecting acoustic waves. Preferably, the detection ele-
ments correspond to focused ultrasound transducers
having an ultrasound sensitivity exhibiting a maximum at
some distance from the transducer face. In the focal zone
of the transducer, the ultrasound sensitivity may be
heightened by 100 times or more compared with the sen-
sitivity outside of the focal zone. Because of this in-
creased sensitivity, a much larger acoustic signal will be
obtained from a sound emitting entity when being posi-
tioned in the focal zone.

[0027] Another preferred inventive aspect herein is the
use of ultra-wide band ultrasound frequencies, using
broadband detectors, for deploying further advanta-
geous capabilities of the technology presented herein.
Several energy absorbing features in epithelial tissues
have different sizes, which correspondingly emit sound
at different frequencies. Detection of these frequencies
over a broad frequency band is particularly beneficial as
it allows visualization of different tissue features ranging
from small vessels (venules, arterioles) to larger vessels
and interfaces or other tissue structures. It was found
that broadband spectra can be achieved by using mate-
rial from a Lithium Niobate (LiNbO3) crystal, which yields
broadband characteristics and high sensitivity. Corre-
spondingly, it was found that frequencies ranging from a
few MHZ (or hundreds of KHz) to several tens or hundred
MHz (for example 50Mhz or 200 MHz) contain important
frequencies for imaging the epithelium and sub-epithelial
structures. This implies that the use of broad frequency
components improves the imaging performance as it re-
covers more tissue features, over using narrower bands.
The exact selection of a bandwidth can be ultimately de-
termined by the physical capabilities of the transducer
employed and the desired features to be imaged.
[0028] The utilization of frequencies in image formation
is likewise a preferred aspect in the invention. In partic-
ular, it was found that separation of frequencies in differ-
ent bands, using appropriate filters applied on the raw
signals, is advantageously improving the imaging per-
formance. Images reconstructed at different frequency
bands contain different spatial frequencies, i.e different
tissue features. Combination of images at different fre-
quency bands can then result in better separation of
these features in the combined (composite) image. This
is because these different features can be rendered with
different intensities or different colors or other rendering
scheme to better outline their presence. Another reason
is the lower noise power available to narrower band-pass
filtered signals, compared to non-filtered or wider band-
pass filtered signals. This frequency-band-dependent
imaging is also an essential feature of the technique scal-
ability. An alternative utilization of the frequency bands
regards the use of a particular frequency per resolution
and depth setting desired. For example a different fre-
quency band (higher frequency) is appropriate for imag-
ing the skin epidermis (more superficial structures / high-
er resolution) vs a lower frequency band for imaging the
dermis or hypodermis (deeper seated structures / lower
resolution).
[0029] An additional preferred aspect of the invention
is that the transducer employed collects sound with high
acceptance angle. CMUT transducers optimize the an-
gular sensitivity by utilizing material sensitive both to
broadband responses and to wide acceptance angle. By
making these transducers smaller (order of 100 microns
or less) and with thinner membranes it is possible to
achieve better detection characteristics and higher an-
gular detection, while fulfilling the design criterion of a
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pinhole, by reducing their physical size dimensions. For
piezoelectric and other sound sensitive material imple-
mentation an important feature is the location of the focal
point, i.e. the point implementing the virtual pinhole. Typ-
ically such points are implemented by imparting curva-
ture in the sound sensitive surface and/or by using acous-
tic lenses. Focal points can also be achieved by an array
of elements, effectively implementing an aperture lead-
ing to a pinhole with synthetic methods. In all these cases,
a particularly preferred inventive feature herein is asso-
ciated with the location of the focal point in relation to the
medium and the sound detecting surface of the trans-
ducer. In particular, it is possible to increase and/or max-
imize the acceptance angle of the detector and/or pinhole
by placing the focal point as close as possible to the
sound detecting surface of the transducer (for flat sur-
faces, typically consisting of multiple elements) or on or
close to the virtual surface that passes through the
boundary defining the outer border of the curved surface.
This is a particularly advantageous preferred feature of
the invention, by which the acceptance angle of the pin-
hole is modulated by the placement of the focal point.
This is compatible with other embodiments of the inven-
tion herein, whereby the focal point is preferentially lo-
cated outside the object imaged. Therefore by designing
the system whereby the focal point maximizes the ac-
ceptance angle by being placed close to the detector,
and the overall detector is then placed in proximity to the
surface provides an advantageous feature herein. For
example, by using a detector having a half-sphere cur-
vature, the focal point is then placed at the center of the
surface passing through the boundary of the half sphere,
effectively accepting signals through the focal point over
virtually 180 degrees. By adapting the exact shape and
pinhole placement in this case, the focal point could be
placed outside the half sphere, effectively modulating the
acceptance angle.
[0030] In a preferred implementation, the detection unit
comprises at least one deflection element for deflecting
the focus points of the detection elements such that the
focus points can be positioned at different lateral loca-
tions outside of the region of interest, in particular on or
above a surface of the object. This allows for an efficient
examination of the object without the need of laterally
moving the device over the object’s surface. The deflec-
tion element can be transparent for at least a part of the
electromagnetic radiation, which is irradiated by the irra-
diation unit. In this way, object illumination from the top
is enabled. Moreover, integration with other imaging mo-
dalities is possible, such as visual inspection through an
eyepiece, lens, photography, optical coherence tomog-
raphy or other microscopy method and with optical res-
olution optoacoustic imaging. All in all, straightforward
illumination and implementation of hybrid imaging ap-
proaches are facilitated.
[0031] Preferably, the detection unit comprises one or
more point-like apertures, which said acoustic waves can
pass through. More preferably, the point-like apertures

are located in a manner that the major part, preferably
more than 70 %, more preferably more than 90 %, more
preferably more than 95 %, most preferably more than
99 %, of the intensity of the acoustic wave that is to be
detected can pass through the point-like apertures before
it is detected. The term "aperture" within the meaning of
the present invention relates to any means that can be
passed through by waves, such as acoustic waves, which
are generated in the region of interest of the object upon
irradiation with the electromagnetic radiation. The term
"point-like", which refers to the term "aperture" within the
meaning of the present invention, relates to a small-sized
aperture, the size of which is in the range, in particular
in the same order, of the desired and/or achievable spa-
tial resolution of the image to be obtained. By this means,
the spatial certainty in the obtained images is enhanced
without considerable intensity losses. Similarly, the term
pin-hole is used to indicate a small aperture.
[0032] Preferably, the device comprises an image
processing device, which is arranged for processing the
light signals and/or the acoustic signals and for generat-
ing an optoacoustic image of the object in two or three
dimensions. The image is preferably generated using a
tomographic reconstruction, which is based on a forward
model that encompasses aspects of sound propagation
in tissue and aspects of the at least one detector sensi-
tivity field.
[0033] Preferably, the device is a handheld device that
is adapted for being grasped and held with fingers and/or
a hand in order to position the device onto an object under
investigation and/or to move the device by hand relative
to the object under investigation, in particular by position-
ing it onto or moving it along an exterior surface of the
object. In this way, one can ensure that all body parts in
a physician’s office or an out-patient examination can be
accessed efficiently. The term "handheld device" also re-
lates to optoacoustic imaging devices in which only a
component thereof, in particular the irradiation unit and/or
the detector unit, is adapted for being grasped and held
with fingers and/or a hand for same purposes. Preferably,
the size of a handheld device or a respective handheld
probe within the meaning of the invention is less than 15
cm in width and/or depth and/or height. The term "hand-
held device" may further relate to any optoacoustic im-
aging device which is designed for acquiring tomographic
optoacoustic images at arbitrary orientations of the hand-
held device or handheld probe, respectively. For exam-
ple, when images from the object are acquired, the ori-
entation of the handheld device or probe can vary from
a vertical up to a vertical down orientation and can include
all orientations in between, in particular a horizontal ori-
entation.
[0034] Hereinafter, further additional or alternative as-
pects of the invention and preferred or alternative aspects
of the invention are elucidated.
[0035] According to an additional or alternative aspect
of the invention, an optoacoustic device, also referred to
as "mesoscopic imaging device", is configured for imag-
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ing an object under investigation, in particular a biological
object, in a reflectance mode. The term "reflectance
mode" refers to placing both the excitation and the de-
tection machinery on the same side of the tissue which
is to be imaged. The mesoscopic imaging device includes
an optical illumination device, which has a light source
device. The light source device, like a pulse laser source
or light of modulated intensity and/or modulated phase,
is adapted for illuminating the object. To this end, the
light source device may include optical reflective and/or
refractive components, metamaterials, and/or diffusive
components, like mirrors, galvanometers, diffusers, or
other moving parts and systems of lenses and of optical
filters.
[0036] The detector device preferably comprises an
acoustic detector device with at least one ultrasonic de-
tector element (transducer), being arranged for collecting
acoustic signals, which are created in the object in re-
sponse to the illumination of the object. The acoustic de-
tector device is arranged so that it allows, i.e. it does not
adversely affect, the optical illumination of the tissue.
Correspondingly, the optical illumination device is ar-
ranged to allow, i.e. not to adversely affect, acoustic (ul-
trasound) detection from the tissue.
[0037] The at least one ultrasound detector is prefer-
ably arranged to detect sound passing through a small
aperture, also referred to as pinhole. The small aperture
is important to enable spatial certainty in the images,
which are generated. The detection process from the
small aperture can then be modelled assuming a known
sensitivity field for the small aperture. The sensitivity field
describes the spatial distribution of the relative strength
and/or dispersion by which an acoustic source in the tis-
sue is detected by the at least one detector. Image for-
mation is then based on a tomographic approach which
can model or approximate the sound propagation and
possibly include the particular characteristics of the de-
tector used (for example frequency response and/or he
frequency dependent spatial response of the detector
system), followed by at least one inversion step to pro-
duce the image from the data measured.
[0038] Furthermore, the mesoscopic imaging device
includes an image processing device, which is arranged
for processing the light signals and the acoustic signals
and to generate an optoacoustic image of the object in
two or three dimensions. The image can be generated
using a tomographic reconstruction, which is based on
a forward model that encompasses aspects of sound
propagation in tissue and aspects of the at least one de-
tector sensitivity field.
[0039] It is another additional or alternative aspect of
the invention to provide a second detector device, which
comprises a light detector device, like an eyepiece, an
array of photodetectors, a CCD detector, an optical co-
herence tomography detector etc., which is arranged for
collecting light signals. These light signals are created in
the object after an input of the illumination light has been
received. Thus, the light detector device, which may in-

clude spectrally filtering components, can be adapted for
collecting e.g. scattering, reflection, absorption and/or
fluorescence image data. The data can be collected with
a lens, for example a photographic lens or one of varying
magnification. The optical data are generated in re-
sponse to a second illumination device. Said second il-
lumination device can be identical to the first illumination
device, which is used for the creation of optoacoustic
images or which could be adapted to the specifics of an
optical image. For example, the second illumination de-
vice can be an excitation light for the generation of a
fluorescence image or a scanned coherent beam, which
is part of an optical coherence tomography imaging sys-
tem. The optical image is helpful to guide the device
placement on top of a suspicious lesion. If not with an
eyepiece, the device projects the light images on a screen
for guiding accurate placement, but also for diagnostic
and theranostic purposes. Fiduciary markers can also be
used for device placement, either in conjunction with the
optical system or independently. Markers that track (on
the skin or on the optical image) the field of view of the
optoacoustic device for accurate placement would be im-
portant. These can be cross-hairs, crosses, dots or other
markers, which are projected on the skin or on the optical
image from an optical illuminator. The optical image can
be used for diagnostic or theranostic imaging or to create
a hybrid image on the basis of optical image data and
optoacoustic image data reconstructed from the light sig-
nals and the acoustic signals.
[0040] In this context, the skin/endothelium imaging
device, in particular the image processing device is con-
figured for creating optoacoustic images, optical images
and hybrid images. The optoacoustic images attain the
resolution and overall imaging characteristics of the ul-
trasound spatial resolution determined by the character-
istics of the acoustic detector device and the processing
method, which is employed.
[0041] Correspondingly, the optical image character-
istics depend primarily on the optical detector, which is
used and they will vary depending on, whether a CCD
detector or another detector, for example an OCT detec-
tor is used. In the case of using OCT, three-dimensional
views can be considered. However, the spatial resolution
of hybrid images may be a combination of features that
are available to the different imaging devices and signals,
which are collected and can depend on the characteris-
tics, element size and geometry of both optical and
acoustic devices.
[0042] Therefore, the hybrid image can be a simple
superposition of ultrasound and optical images. Alterna-
tively, it could be based on a more elaborate processing
scheme that uses features from both systems in order to
create a third image.
[0043] It is another additional or alternative aspect of
the invention to integrate a laser scanning system, which
scans the object of interest with a laser beam. An appro-
priate illumination system can use parts of the machinery
of the illumination systems that is described above and/or
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add components that modify the laser beam, for example
by adjusting its width and imparting focusing character-
istics. Detection of optoacoustic signals, which are gen-
erated in response to this system, can be similarly de-
tected with the ultrasonic transducer present in the sys-
tem or a second transducer with detection characteristics
that are closer to the frequency content generated by the
focused laser beam. The system and image formation
can also be performed by an image processing device.
Said image processing device is arranged for processing
the acoustic signals and generating an optical resolution
optoacoustic image of the object, which can be used
alone or in association with the other images and signals
collected in order to form hybrid images.
[0044] It is yet another additional or alternative aspect
of the invention to generate images, which comprise a
variation in resolution and depth by adapting the charac-
teristics of the ultrasound detection, such as frequency
or field of view (scan pattern and dimensions) to optimally
interface to the dimensions of the particular epithelial dis-
ease imaged and time allotted to the examination. This
dynamic adaptation is enabled as an automated or a us-
er-defined feature, where the user selects the area to be
scanned in the operation console. This selection can be
guided by the visual inspection of the lesion before the
examination with the inventive device or by inspecting
the lesion with the second device feature. The second
device feature can also be employed to automatically
guide the scan parameters by analyzing the dimensions
and possibly the optical properties of the underlying le-
sion and optimally setting the parameters of the mes-
oscopic optoacoustic and other scans. For example, it
can employ image segmentation algorithms to determine
the lesion area and boundaries and then form a scan
pattern to optimally interface those boundaries or guide
optical-resolution optoacoustic microscopy to a certain
area on the skin. The adaptation of some of these pa-
rameters can also be done by modification of the detector
itself (different transducer, addition of a second transduc-
er to expand the operating range of the device), for ex-
ample by software adaptations (i.e. use of a broadband
transducer and then scan parameters or appropriate filter
or processing of broadband opto-acoustic data to
achieve the proper depth and resolution). However, ad-
aptation can also occur in relation with other aspects of
the invention by which optical resolution of surface-
weighted contrast can be gradually exchanged for high-
frequency optoacoustic resolution, which will further re-
duce at large depths or specimen volumes according to
ultrasonic diffraction principles. This will result to images,
which integrate these scalable imaging characteristics
projected for diagnostic and theranostic readings.
[0045] Scalability can be granted in particular by em-
ploying detector elements with a wide-band ultrasound
frequency detection ability. Beneficial performance is
achieved for detection in bands as broad as a few hun-
dred KHz to a few hundred MHz. Preferred implementa-
tions are carried out using single transducer elements

built from Lithium Niobate (LiNbO3) crystal material, con-
structed in a curved mode to allow wide acceptance angle
and detecting from 2 Mhz to 200 MHz. Alternatively, mul-
tiple transducers can be used to detect at different fre-
quency bands, for example one transducer covering the
0.5-10Mhz range and another the 10 Mhz to 50 Mhz
range; the exact values given herein only as examples.
The transducers could be scanned in parallel placed in
proximity to each-other.
[0046] The invention does not only significantly im-
prove on penetration depths of optical imaging, using ul-
trasound broadband detection, but can also adapt the
resolution with depth, spanning from specimen of a few
hundred microns in depth (diameter) and a few microns
resolution to specimen of approx. 5 mm in diameter and
less than 30 mm resolution by adapting the frequency
range employed from broad-band transducers or even
utilizing different acoustic sensors for the different fre-
quencies to be considered.
[0047] This approach can be employed to combine
many diverse features from the signals collected and
capitalize on diverse optical contrast parameters, includ-
ing imaging of intrinsic contrast (lesion boundaries, blood
vessels, oxygenated and deoxygenated hemoglobin,
melanin, various metabolites, oxygenation or hypoxia) or
extrinsically administered agents, such as optical dyes,
fluorochromes or nanoparticles. Detection of these bi-
omarkers can be achieved at a single wavelength or after
multi-wavelength illumination of the tissue, collection of
images at different wavelengths and the spectral
processing of these images to identify certain absorption
signatures of the underlying moieties of interest.
[0048] The device can operate using multi-spectral op-
toacoustic tomography (MSOT) principles, by utilizing il-
lumination at multiple wavelengths and spectral process-
ing methods to retrieve anatomical, functional/physiolog-
ical and molecular parameters in-vivo. Biomarkers can
also be resolved as time signatures, where variations of
absorbing parameters over time can be instead recorded
to identify structural, physiological or even molecular fea-
tures in the tissue. This can be achieved by taking differ-
ences between images or more generally match the im-
ages to certain dynamic patterns revealing specific tissue
characteristics.
[0049] According to a preferred aspect of the invention
an acoustic detector is used, which is arranged to detect
sound from a pinhole. This can be achieved for example
by focused electro-acoustic transducers, such as piezo-
electric transducers (PZT), which detect signals only from
a small aperture, using capacitive transducers CMUT
(Capacitive micromachined ultrasonic transducers), hy-
drophones or other silicon based transducers. Similarly,
detector locations (detector arrays) can be implemented
using detector elements based on optical interferometry
or silicon photonics. In all these preferred cases, the
sound is detected over a grid of small apertures (pin-
hole) and is considered unfocused, i.e. it detects light
from multiple diverse acceptance angles (projections).
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By use of the effective surface (intermediate surface) the
grid of pinholes is at an invariable distance from the object
imaged, which is a particularly preferred feature in the
invention herein, to ensure that the pinhole grid (point-
like detection locations) has an invariable distance from
the object or the surface of the object imaged throughout
the data collection process. In this manner, even detector
scanning implementations, for example for implementa-
tions / devices using a single or a small number of de-
tectors to establish a pin-hole grid, can yield high reso-
lution imaging in handheld operation, despite the possi-
ble user-dependent movement. This arrangement is also
preferred even for stationary scanners, to prevent against
object movement. For example if the object is the arm of
a person, the establishment of the effective surface aids
in avoiding the translation of the person’s movement to
breaking the condition of invariable distance and result-
ing in motion artifacts and resolution deterioration. These
signals, generated under conditions of an invariable dis-
tance are then tomographically reconstructed to reveal
a two or three-dimensional image.
[0050] Such "pinhole" apertures can be implemented
in different ways. One way is to implement the aperture
physically using detectors of small size, for example
CMUT based detectors, silicon/silica detectors or phys-
ically small interferometric detectors, and for example
fiber based detectors. An important technology herein is
silicon photonics, whereby sound is similarly detected
from a small physical area. Another way is to implement
the aperture geometrically and electronically using ele-
ments of curved surfaces and/or acoustic lenses, so as
to preferentially detect from a small focal point and/or by
employing timing to further control the detection charac-
teristics, for example by a delay and sum technique. In
this case, a set of moving stages, an acoustic and/or
optical mirror or a combination of moving stages and mir-
rors may be used to establish a detector pattern onto the
area. Still another way is to implement a pinhole utilizing
an interferometry fiber, such as fibers incorporating
Bragg gratings or Fabry-Perot resonators. It may be an
alternative to enclose the detector using a material and
allowing only a small opening, by which sound can reach
the detector. To achieve such an implementation, a
sound reflecting material or a sound absorbing material
or a combination of the two materials is positioned to
enclose the detector and allow access to the detector
from sound waves, which only pass through the small
physical opening. Typically, liquid-air interfaces can nice-
ly achieve sound reflection, for example a hollow glass
surface. To avoid reflections, padding with sound absorb-
ing material (or void structures not propagating sound)
would be necessary or the enlargement of the physical
pinhole to reduce the sound interference with the walls
of the detector protection. It is helpful in this detection
approach to surround the detector (besides the opening)
with a sound absorbing material to prevent reflected
sound from re-entering the medium. Alternatively, if effi-
cient sound absorption can be ensured by the surround-

ing of the medium (except the open aperture, i.e. pinhole),
the reflecting material can be avoided altogether.
[0051] A potent alternative is the use of a point detector
from a material that transmits sound (for example a metal
hairpin or needle) surrounded by a material that does not
transmit or establishes high sound reflection sound, for
example void or air. By scanning the needle one can take
pinhole measurements from multiple points. A system
with multiple needles can also be foreseen, in order to
parallelize the detection. The needles can be directed to
multiple sensors read in parallel.
[0052] The transducers mentioned above preferably
comprise electro-transducers, i.e. piezoelectric, capaci-
tive or silicon transducers. Silicon transducers include
wafer-based transducers or interferometric fiber based
transducers, which also allow illumination through them.
The use of a laser beam scanning and detecting via the
use of an interferometer is a preferred approach herein,
implemented by means of the effective surface. Howev-
er, the use of piezoelectric detectors or cMUT’s can lead
to even more preferred approaches, especially for allow-
ing parallel detection, or when they can achieved more
broadband detection and smaller/more lightweight im-
plementations compared to interferometric detectors.
Therefore, for further reducing the width, size and costs
and increasing the portability, the use of electro-acoustic
detectors (CMUT, silicon, fiber, and physical pinhole)
would be preferred.
[0053] Preferably, the pinhole detector elements are
located along a predetermined reference surface, for ex-
ample a flat surface, convex or concave surface and are
coupled to tissue through a medium that couples acoustic
energy. The medium can further disperse light. The me-
dium dispersion is useful for homogeneously distributing
illumination light to the tissue surface. The medium could
also be a layered medium that disperses light in a circular
manner to illuminate tissue in a ring pattern. The medium
could be a unit that establishes the effective surface,
could be part of the effective surface, be in contact with
the effective surface or be delineated at least in one side
by the effective surface. The detectors in operation have
a focus point that is placed outside of the tissue,
0.1-10mm away from the tissue surface. Sound captured
in this mode comes from multiple diverse points within
the medium, but collected through a virtual small spatial
aperture, which yields spatial certainty, but angle uncer-
tainty, as to the origin of data. However, using multiple
points arranged in a two-dimensional grid, these data
can then be converted to high resolution images using
previously described tomographic approaches, such as
back-projection or model based approaches. As outlined,
a pinhole in proximity to the active detection surface of
the detector increases the acceptance angle of the pin-
hole and leads to an increased number of projections
available for tomography. This design improves the im-
age reconstruction and image performance.
[0054] In another additional or alternative aspect of the
invention, a focused ultrasound detector, for example an
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electro-acoustic ultrasound detector, scans the detector
or focal point to establish the pattern of small aperture
detection. Effectively, the focal area of the transducer is
considered an unfocused small aperture detector. Here-
in, the aperture is established electronically using the
curved shape of the detector and adding of delayed sig-
nals to detect signals that come from lines passing within
the detector aperture. Measures to account for sound
diffraction and overall the finite-area of the detector may
be further necessary to enable accurate detection, since
these detectors tend to have large detection area, there-
fore not itself establishing a pinhole, but only by means
of electronic processing and/or mathematical modelling
of the exact detection ability of the transducer’s area.
Modelling of the detection also offers measuring to ac-
count for the particular acceptance characteristics.
These models can be incorporated in a forward model
describing the sound propagation and detection and then
subsequent mathematical inversion, which establishes
pinhole operation by means of incorporating the detector
model in the forward problem.
[0055] Another preferred feature of the device relates
to illumination methods appropriate for interfacing light
onto tissue. The illumination implementations considered
are advantageous for the operation of the scanner. Illu-
mination herein is administered preferably as surface il-
lumination provided either by trans-illuminating, also re-
ferred to as front illumination, through the pattern of point
detectors using plane wave illumination or patterned il-
lumination, for example ring illumination. This can, for
example, be achieved through a surface which deflects
sound emitted from tissue to the system but allows light
to pass through the surface at the wavelength of interest.
Trans-illumination can also be achieved through an ap-
propriately modified chip of capacitive transducers or
interferometric transducers, assuming the wafer or sur-
face is appropriately treated to pass light, as a meta-
material. A diffuser can be also used to make the illumi-
nation more homogeneous, at any illumination pattern
(ring, rectangular etc) and either used in trans-illumina-
tion mode or placed under the line of detectors. For ex-
ample, a diffuser could be implemented as a volume en-
closed within surfaces and containing a scattering medi-
um (for example a liquid scatterer, a gel scatterer such
as Agar and TiO2 spheres or intralipid, or a solid scatterer
with appropriate acoustic propagation properties). The
enclosing surface may be a light reflecting surface. Light
can be injected in the scattering volume through an op-
tical guide from one or multiple locations. Injected light
is scattered around and reflected by the enclosing sur-
faces. Obviously the surface that comes in contact with
tissue is not reflecting, and therefore allows the deposi-
tion of all photons in the tissue. In that respect, a homog-
enous photon pattern is injected from a ring or from a
rectangle into the tissue to excite optoacoustic respons-
es. More common alternatives include directly injecting
light into tissue by bringing optical fibers in close proximity
or direct contact with tissue. An advantage of the en-

closed surface is that a distributed illumination pattern
can be achieved. While in principle homogeneous illumi-
nation is preferred, ring, donut or rectangular illumination
where the center is not strongly illuminated (rectangular
donut) are preferred to improve dynamic range consid-
erations, stemming from depositing high amounts of light
energy directly in front of the pinhole. In this case, ad-
justing the light energy away from the transducer can
improve visibility and dynamic range.
[0056] Moreover, the invention preferably relates to the
use of light illumination of one time-varying parameter in
the form of amplitude, frequency or phase. When ampli-
tude variations are considered, these can be in the form
of ultra-short light pulses such as the ones coming from
Ti:Saphire lasers, Optical Parametric Oscillators or laser
diodes, light emitting diodes, fiber lasers or other light
producing elements. Alternatively, varying amplitude can
also be established via the use of intensity modulated
lasers and laser diodes. Finally, frequency or phase mod-
ulated light sources can be also considered. Details of
implementing frequency domain imaging have been es-
tablished in published patent application WO
2013/167147 A.
[0057] As a further advantage of the invention, the light
source device of a hybrid opto-acoustic mesoscope de-
vice can be adapted for various illumination types, like a
wide-field illumination, a patterned illumination, a single
plane illumination, a focused illumination and/or a pencil-
beam illumination of the object. With the wide-field illu-
mination, a surface region of the object covering a region
of investigation is homogeneously illuminated. Corre-
spondingly, the patterned or the focused illumination
yields a patterned or focused light field distribution on the
surface region of the object; which can be time-varying,
e.g. by scanning the pattern or light focus. More than one
illumination types can be combined, depending on the
particular imaging performance characteristics required.
The direction of the illumination can be established from
one side of the object, in particular when imaging epithe-
lial tissues whereby access to the tissue is only possible
from one side of the tissue.
[0058] Preferably, direction of the illumination for the
primary device features, i.e. the acoustic resolution mes-
oscopy, can occur in two major ways. One is through the
optical and acoustic system by using transparent com-
ponents or metamaterials. The second is laterally by cou-
pling light from the sides of the field of view, typically
using an expanding system, a reflective and/or diffusive
medium to homogeneously distribute light in the tissue.
For example, the coupling medium of a detector to the
tissue could be a diffusive gel or fluid, containing multiple
scatterers such as lipids, TiO2 particles or other scatter-
ing media. The fluid could be enclosed by a reflective
surface, such as a mirror or reflecting foil, such as a white
foil or silver or aluminum foil to reflect photons escaping
the coupling gel back into the coupling medium and tis-
sue. Both ways of illumination can be combined.
[0059] According to yet another alternative embodi-
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ment, an acoustic transparent mirror is utilized which re-
flects sound to a single element detector but are scanned
using galvo-based devices or other fast motor-stages in
order to offer the equivalent raster scan of using a two
dimensional acoustic detector grid pattern. Although not
as fast as a CMUT-based system, using a single detector
and an acoustic scanned mirror combination has the ad-
vantage of a transparent sound deflecting device which
allows for an implementation of additional imaging
modes. The use of an optically transparent mirror in this
case can facilitate object Illumination from the top and
integration with other imaging modalities such as visual
inspection through an eyepiece (which is a preferred em-
bodiment), lens, photography, optical coherence tomog-
raphy or other microscopy method and with optical res-
olution opto-acoustic imaging. This contributes to a prac-
tical system and it is particularly attractive to facilitate
straightforward illumination and to implement hybrid im-
aging approached.
[0060] According to another particularly preferred em-
bodiment of the invention, the image processing device
is configured for creating not only optoacoustic mes-
oscope images, but further at least one of an optical im-
age and/or an optical resolution opto-acoustic image. In
particular, the optical image has the advantage that the
arrangement of the acoustic detector device can be done
under optical control, i.e. the acoustic detector device
can be positioned relative to the object in dependency
on optical image data collected with the object. The op-
tical image can be also used for conventional tissue and
lesion inspection for diagnostic or theranostic purposes
in analogy to the current practice in dermatology. How-
ever, as already indicated, the optical image can also
imply a tomographic optical image, for example an optical
coherence tomography image offering high resolution
three-dimensional images of the first few hundred mi-
crons to millimetres of tissue and the acoustic resolution
imaging revealing co-registered contrast also extending
deeper in tissue. As a further advantage, the optical im-
age data and/or the opto-acoustic image data can be
used for reconstructing the opto-acoustic image and the
optical image, resp., and vice versa.
[0061] Generally, the object to be imaged may com-
prise e.g. human skin, animal skin or other superficial
tissue up to several millimetres. Different levels of mini-
aturized technology are considered so that the present
inventive approach can be also added to endoscopic de-
vices so that it can image internal epithelial disease in-
cluding colon, oesophagus or the linings of internal or-
gans and vessels. In the latter case, the light source de-
vice, the light detector device and the acoustic detector
device are coupled with into the endoscope device. Pref-
erably, the acoustic detector device is arranged on a dis-
tal portion of the endoscope device, so that hybrid or
opto-acoustic images can be collected representing an
inner portion of the object investigated.
[0062] The above and other elements, features, steps,
characteristics and advantages of the present invention

will be more apparent from the following detailed descrip-
tion of preferred embodiments with reference to the fol-
lowing figures:

Fig. 1 shows a cross-sectional view of an embodi-
ment of a device for optoacoustic imaging;

Figs. 2 a) and b) show cross-sectional views of two
further preferred embodiments of a device for
optoacoustic imaging;

Figs. 3 a) to d) show cross-sectional views of pre-
ferred embodiments of detection units for de-
tecting acoustic signals;

Figs. 4 a) to c) show perspective views of preferred
embodiments of a device for optoacoustic im-
aging using rotating deflection elements
and/or rotating detection elements;

Fig. 5 shows a side view of a preferred embodiment
for fast rotational motion of a deflection ele-
ment;

Fig. 6 shows different views of a preferred embodi-
ment of a deflection element surrounded by a
matching material;

Fig. 7 shows a perspective view of a preferred em-
bodiment of a detection unit using an acoustic
refractor;

Fig. 8 shows a perspective view of a preferred em-
bodiment of a detection unit using a focusing
mechanism;

Fig. 9 shows a perspective view of a preferred em-
bodiment of a device for optoacoustic imaging,
which is provided for handheld applications;
and

Fig. 10 shows a perspective view of an example of a
guiding element of the device for optoacoustic
imaging when used in endoscopic applica-
tions.

[0063] Figure 1 shows a cross-sectional view of an em-
bodiment of a device 1 for opto-acoustic imaging of a
region of interest 3 of a tissue 2. The region of interest 3
is irradiated with electromagnetic radiation 6 generated
by an irradiation unit (not shown) via illuminating the sur-
face 4 of the tissue 2, either in front illumination 7, also
referred to as trans-illumination, or in side illumination 8
or in a combination of front illumination 7 and side illumi-
nation 8.
[0064] The irradiation unit may comprise pulsed lasers,
such as Ti:Saphire lasers, light guides, microwave puls-
es, laser diodes, light emitting diodes, fiber lasers and
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other elements that are configured to provide a pulsed
illumination of the tissue 4. Moreover, the irradiation unit
may include one or more laser scanning systems and/or
interferometers. In addition, the electromagnetic radia-
tion 6 may exhibit a modulated intensity and/or a modu-
lated phase and/or an adjustable beam width. Alterna-
tively, the irradiation unit can comprise an electric gen-
erator, which is configured to generate pulsed heat in the
tissue 2 in order to achieve thermoacoustic images.
[0065] Furthermore, the device 1 comprises an enclo-
sure 14, preferably of a size that is appropriate for hand-
held use, which encloses a detection pattern 9 for de-
tecting acoustic waves, which are generated in the region
of interest 3 of the tissue 2 upon irradiation with electro-
magnetic radiation 6. The detection pattern 9 comprises
several point-like detection positions 11, also referred to
as point-like detector elements, which can be implement-
ed using at least one of piezoelectric transducers (PZT),
capacitive transducers, preferably capacitive micro-ma-
chined ultrasound transducers (CMUT), hydrophones,
silicon based transducers and optical interferometry-
based sound detectors, such as fiber Bragg-based de-
tectors or Fabry-Perot based detectors. The term ele-
ment implies herein a pinhole, i.e. a point whereby sound
arrives from multiple directions and is detected, not nec-
essarily a physical detection element such as a trans-
ducer. For example, the element could be a transducer,
or the focal point of a transducer located elsewhere. Due
to the small size of the point-like detection elements 11,
a large portion of the intensity of the front illumination 7
passes the detection pattern 9 and reaches the tissue 2,
in particular the region of interest 3 of the tissue 2. Pref-
erably, the side illumination 8 is configured to bypass the
point-like detection elements 11 of the detection unit 9.
[0066] Preferably, the point-like detection elements 11
are arranged in a one- or two-dimensional array config-
uration. This configuration could be linear (flat) or curved.
It is also preferred that the detection elements 11 are
located above the region of interest 3 of the tissue 2, in
particular above the surface 4 of the tissue 2. Alterna-
tively, the point-like detection elements 11 can also be
located, for example, on the surface 4 of the tissue 2,
below the tissue 2 or even inside the tissue 2, i.e. below
the surface 4 of the tissue 2.
[0067] Preferably, an effective surface 13 is provided
as an intermediate surface between the detectors or the
point-like detector elements, to establish an invariable
distance between the point-like detection elements 11
and the surface 4 of the tissue 2. The effective surface
could be a coupling medium of discrete width for optically
and/or acoustically coupling tissue 2 and detection unit
9, an infinitely thin membrane or other arrangements es-
tablishing an effective surface, which may further contain
or enclose a coupling medium. In order to avoid or to
reduce reflection losses of the electromagnetic radiation
6 and/or the acoustic waves at the interface in between
the surface 4 of the tissue 2 and the coupling medium
13, the coupling medium 13 preferably exhibits a refrac-

tive index, which is close or identical to the refractive
index of the tissue 2.
[0068] In the present example, the device 1 comprises
a container 13a in which the coupling medium is provided.
The container 13a comprises a bottom wall the outer sur-
face 10a of which is in contact with the object 2 and es-
tablishes in this case the effective surface. Consistent
with the description above, the coupling medium is con-
sidered in this case as part of the handheld sensor. By
means of the bottom wall of the container 13a, a pre-
defined distance (invariable distance) is maintained be-
tween the surface 4 of the object 2 and/or the region of
interest 3 within the object 2 on the one hand and the
point-like detection elements 11 on the other hand. Pref-
erably, the outer surface 10a, which is also referred to
as intermediate surface 10a, is arranged and/or designed
for maintaining the object 2 in a stable position relative
to the intermediate surface 10a, preferably such that the
object 2 cannot be readily moved in relation to the inter-
mediate surface 10a during the optoacoustic imaging of
the object 2, for example that any movement of the object
or the device is concurrently translated to the device or
the object respectively
[0069] The point-like detection elements 11 are con-
figured to detect acoustic waves emanating from the re-
gion of interest 3 within a given field of view 12, also
referred to as acceptance angle, i.e. a solid angle within
which the respective detection element 11 is sensitive to
acoustic waves.
[0070] The detection unit 9 and preferably also the ir-
radiation unit are integrated in a casing 14 which may be
filled with a wave-propagating medium, which can be liq-
uid, solid, gaseous, jellylike or foamy.
[0071] The optoacoustic imaging device 1 further com-
prises a processing device 16 for processing the detector
signals generated by the detecting elements 11 and for
reconstructing images based on the processed detector
signals. For example, the processing device 16 compris-
es an analog-to-digital converter (ADC) for converting
analog detector signals of the detecting elements 11 to
corresponding digital detector signals and a graphic
processing unit (GPU). In the example shown, the
processing device 16 is arranged separately from the
casing 14. However, in an alternative configuration (not
shown), the processing device 16 can also be integrated
in the casing 14.
[0072] Figure 2 a) and b) show cross-sectional views
of two further preferred embodiments of a device 1 for
optoacoustic imaging. In distinction to the embodiment
shown in Figure 1, where point-like detection locations
are given by point-like sound detection elements 11, in
the embodiments of Figure 2 the point-like detection lo-
cations are given by point-like focus points 19 of sound
detection elements 23. The focus points 19 and the de-
tection elements 23 are part of detection unit 9.
[0073] In the example given in Figure 2a a front illumi-
nation 7 and/or a side illumination 8 setup is provided for
irradiating the region of interest 3 of the tissue with elec-
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tromagnetic radiation 6. Preferably, the front illumination
7 is provided by deflecting electromagnetic radiation 6 at
a deflecting element 43 towards the region of interest 3
of the tissue. Regarding the side illumination 8, the elu-
cidations in connection with the example given in Figure
1 apply accordingly.
[0074] In the given example, a plurality of focus points
19 are provided, which are preferably arranged in a one-
or two-dimensional array 22. Each focus point 19 has a
field of view 12, which is suited for collecting acoustic
waves that are generated in the region of interest 3 of
the tissue.
[0075] The focus points 19 correspond to respective
focal points of focused sound detection elements 23, as
exemplarily indicated for one focus point 19 by dashed
lines. Preferably, an acoustic deflection element 18 is
provided for deflecting sound waves emanating from the
region of interest 3 and passing through the focus points
19 to the detection elements 23. Preferably, the detection
elements 23 are located outside the path of the front il-
lumination 7, while the acoustic deflection element 18
may be located in said path of the front illumination 7.
Accordingly, the acoustic deflection element 18 is pref-
erably transparent for the electromagnetic radiation 6 of
the front illumination 7. Alternatively or additionally, the
acoustic deflection element 18 may deflect or refract the
electromagnetic radiation 6 of the front illumination 7. The
detection elements 23 can be provided outside the casing
14 or inside or partially inside the casing 14.
[0076] Preferably, a port 21, in particular an optical
port, may be provided for visual inspection of the tissue
under investigation. Visual inspection occurs preferably
in an optical manner, e.g. by using an eyepiece, a camera
or similar. This is illustrated in Figure 9, which shows a
perspective view of a preferred embodiment of a device
1 for optoacoustic imaging, which is designed for hand-
held applications. In this case, at least the major part of
the components for illuminating the region of interest 3
of the tissue and detecting acoustic waves generated in
said region of interest 3 of the tissue upon irradiation, are
housed in casing 14, which is configured to be held in
the hand 39 of a user, who can examine the tissue by
moving the device 1 onto the surface of the tissue. Alter-
natively, the device 1 may also be held by a user in an
indirect manner, which can for example be realized by
an additional handle or any other holder that may be at-
tached to the casing 14 and directly held by the user’s
hand 39. At a top portion of the casing 14 of the handheld
device 1, an eyepiece and/or an optical imaging port 21
is provided, which allows for a direct visual inspection of
the investigated tissue and/or for a transfer of optical im-
ages to any processing and/or display device configured
to process and/or display optical images of the tissue.
[0077] Furthermore, the bottom part of the device 1
according to Figure 2a may comprise a bottom wall, e.g.
of plastic, metal or other material, that is fixed by a rim
20 in order to enclose the coupling medium 13 forming
an interface to the tissue 2. The rim 20 can further act in

a bottom wall straightening or tightening manner, where-
by a slight pressure of the device 1 onto the tissues 2
can cause an extension of the tissue 2 in order to provide
a more flat surface and minimize folds and wrinkles.
[0078] Similarly to the example given in Figure 1, the
bottom wall of the bottom part of the device 1 shown in
Figure 2 has an outer surface 10b by means of which a
pre-defined distance between the surface of the object
and/or the region of interest 3 within the object and the
point-like detection elements, i.e. the focus points 19,
can be easily and reliably maintained during image ac-
quisition. The outer surface 10b, which is also referred
to as intermediate surface 10b, is arranged and/or de-
signed for maintaining the object in a stable position rel-
ative to the intermediate surface 10b.
[0079] Figure 2b shows a preferred alternative of the
embodiment shown in Figure 2a. In this alternative em-
bodiment, the detection elements 23 are located inside
the enclosure 14 and are translated along a two- or three-
dimensional pattern, correspondingly establishing a pin-
hole pattern. In this way, acoustic waves, which are gen-
erated in the region of interest 3 of the tissue and which
passed through the focus points 19, can be collected
directly. In this context, the term "directly" means that no
additional acoustic component - such as an acoustic de-
flection element 18 shown in Figure 2a - is necessary to
collect acoustic waves. This may consequently lead to a
more compact design of the device. However, no front
illumination 7 (see Figure 2a) is provided in this case,
because the detection elements 23 may adversely affect
the propagation of electromagnetic radiation 6. Accord-
ingly, instead of front illumination 7 side illumination 8 is
preferred. Regarding the side illumination 8 and other
aspects of the device 1, the elucidations in connection
with the example given in Figure 1 apply accordingly.
Regarding the outer surface 10b of the bottom wall of the
bottom part of the device 1 the above elucidations relating
to Figure 2a apply accordingly.
[0080] A particularly preferred embodiment of the in-
vention is based on the implementation of Figure 2b. At
least one piezoelectric transducer is enclosed into the
enclosure 14 and scanned with a two-dimensional min-
iaturized translation stage to establish a two-dimensional
grid of pinholes, one of these pinhole locations are ex-
emplified by pinhole 19. The pinhole in this case is es-
tablished as the focus point of the transducer, i.e. the
pinhole is not the piezoelectric surface itself, but the focal
point established by the piezoelectric surface. This focal
point can be established using a curved piezoelectric sur-
face, as shown in Figure 3c, which will be elucidated in
more detail below. Acoustic lenses could be additionally
or alternatively used. A preferred aspect of the transducer
is that the focal point is not established away from the
curved surface, as schematically shown in Figure 2 and
Figure 3c, but very close to the transducer, preferably
close to the center of the disk (flat surface) established
by the border of the curved surface of the transcuder
shown on Fig.3c. For example the curved surface could
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be half sphere (180 degrees coverage) or an ellipse or
other sphere of similar coverage. By bringing the focal
point close to the transducer, a wide acceptance angle
12 is established, for example an acceptance angle larg-
er than 90 degrees, preferably larger than 120 degrees,
and can be employed for tomographic mesoscopy. Cor-
respondingly, the entire transducer in Figure 2b is pref-
erably placed close to the effective surface 10b for ex-
ample within 1 mm or closer from surface 10b. Surface
10b establishes contact and friction with the surface of
the object imaged so as to establish and maintain an
invariable distance.
[0081] According to another preferred aspect of the de-
vice 1, in addition to the effective surface 10b, i.e. the
intermediate surface, a rim 20 (the cross-section of which
is shown in Figure 2b) is further employed to establish
the invariable distance between the pinhole grid 22 and
the object. Since in the preferred implementation in Fig-
ure 2b scanning of the detector or detectors 23 is as-
sumed, the establishment of an invariable distance is par-
ticularly advantageous for high-resolution imaging.
[0082] The illumination in the embodiment of Fig. 2b
can be given by side illumination 8 at an angle, which
could be broad-beam or of another profile (not shown),
for example structured or adaptive. Side illumination 8 is
shown also by alternative implementations just above
the effective surface 10b. If only side illumination is em-
ployed, it is preferably implied that the medium around
the pinhole pattern 22 may contain optically deflecting or
scattering matter, surrounded by an optically reflecting
surface so as to direct as much of the light energy from
side illumination to the object. Finally, transillumination
would be also possible in this implementation, in analogy
to beam 7 in Fig. 1. A preferred implementation may con-
struct a part of the inside of the enclosure 14 from optically
reflective material so as to further establish the enclosure
14 as an illumination unit, in remote analogy to an inte-
grating sphere. In this case, even if the transducer(s) 23
will be interfering with the direct component of light, light
energy coupling to the tissue, i.e. the object, would be
still possible due to propagating light within the enclosure
14.
[0083] Figures 3a) to d) show cross-sectional views of
preferred embodiments of detection units 9 for detecting
acoustic signals, wherein point-like detection locations
are given by point-like apertures 42.
[0084] In the embodiment shown in Figure 3a a fo-
cused sound detection element 23 configured to collect
acoustic waves is provided within a cavity 41 exhibiting
a triangular shape. The cavity 42 has wide end, at which
the detection element 23 is provided, and a narrow end
forming a point-like aperture 42, also referred to as pin-
hole, by which a field of view 12 of the detection element
23 is defined. Acoustic waves emanating from a tissue
under investigation and propagating within the field of
view 12 will pass the point-like aperture 42, enter the
cavity 41 and be detected by the detection element 23.
Preferably, the cavity 41 is formed by ultrasound-opaque,

in particular ultrasound reflecting and/or absorbing, ele-
ments 24. The detection unit 9 according to Figure 3a
may also comprise an acoustic lens 25 which is designed
for focusing acoustic waves to the sensitive area of the
detection element 23.
[0085] Preferably, at least parts of the lower surfaces
10c of the ultrasound-opaque elements 24 allow for main-
taining a pre-defined distance between the surface of the
object and/or the region of interest within the object and
the point-like detection entity, i.e. the point-like aperture
42. The surfaces 10c are also referred to as intermediate
surfaces 10c and are preferably arranged and/or de-
signed for maintaining the object in a stable position rel-
ative to the intermediate surface 10c and/or the point-like
aperture 42.
[0086] In Figure 3b an alternative embodiment is
shown, wherein instead of a cavity 41 (see Figure 3a) a
casing 14 is provided, which is preferably filled with an
ultrasonic, wave-propagating medium 28. Preferably, the
ultrasonic, wave-propagating medium is 28 is a fluid. Ad-
ditionally, Figure 3b shows a wavelength filter 26, which
filters out acoustic wavelengths, which shall not be col-
lected and/or detected by the detection element 23. Re-
garding the detection element 23, ultrasound reflective
and/or absorbing elements 24, acoustic lens 25 and
point-like aperture as well as the lower surfaces 10d of
the ultrasound-opaque elements 24, the above elucida-
tions in connection with Figure 3a apply accordingly.
[0087] Figure 3c shows another preferred embodi-
ment, where a focused ultrasound detection element 23
is provided with a cone-shaped cap, which is preferably
made of a solid ultrasonic wave-propagating medium 28.
The tip of the cap constitutes a point-like aperture 42 or
pinhole through which sound waves emanating from the
tissue pass. Accordingly, no additional sound guiding el-
ements 24 or casing 14 (see Figures 3a and 3b) are nec-
essary. As exemplarily shown in Figure 3d, the cap can
also have the shape of a pointed cone.
[0088] Figures 4 a) to c) show perspective views of
preferred alternative embodiments of a device 1 for op-
toacoustic imaging, wherein at least one point-like de-
tection location in form of a focus point of detection ele-
ment 23 scans the region of interest of tissue 2. To this
purpose, movable, preferably rotating, deflection ele-
ments 18 and/or movable, preferably rotating, detection
elements 23 are provided.
[0089] In the example given in Figure 4a, the optoa-
coustic imaging device 1 comprises a detection unit 9 for
detecting acoustic waves generated in tissue 2. Electro-
magnetic radiation 6 originating from an irradiation unit
5 irradiates the tissue 2 in front irradiation 7. The detection
unit 9 comprises an acoustic deflection element 18 for
deflecting acoustic waves emanating from tissue 2 and
a detection element 23 for detecting the acoustic waves
reflected at the deflection element 18.
[0090] Preferably, both the acoustic deflection element
18 and the detection element 23 can be rotated around
an axis of rotation 33 and 33’, respectively. In the present
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example, the axis of rotation 33 of deflection element 18
running along y direction is perpendicular to the axis of
rotation 33’ of detection element 23 running along z di-
rection. By this means, scanning of the focus point of the
detection element 23 over tissue 2 is possible along a
desired plane and/or direction, e.g. in y direction or in x-
y plane.
[0091] Regarding the rotation of the acoustic deflection
element 18, a deflection element rotator 29 is provided.
Regarding the rotation of the detection element 23, a
detection element rotator 30 is provided. Preferably, the
deflection element rotator 29 and/or the detection ele-
ment rotator 30 constitute a mechanical device, however,
other mechanisms including optical, electronic and mag-
netic mechanisms can be provided as rotator 29 or 30,
respectively.
[0092] It should be noted that preferred embodiments
of the invention are not limited to the above-mentioned
different axis of rotation 33 and 33’. As exemplarily shown
in Figure 4b, a single axis of rotation 33 of the deflection
element 18 along the x direction can be provided. The
axis of rotation 33 is substantially parallel to the surface
of tissue 2 and/or to the orientation and/or symmetry axis
of detection element 23. By rotating the deflection ele-
ment 18 around axis 33, acoustic waves emanating from
a, preferably linear, region of interest of tissue 2 along y
direction are deflected at the deflection element 18 and
detected by detection element 23. Preferably, in order to
allow for a scanning of the tissue 2 also in x direction, a
translational drive may be provided for moving, in partic-
ular translating, the deflection element 18 and/or the de-
tection element 23 parallel to or along rotational axis 33.
Regarding the remaining components of the device 1, in
particular the irradiation unit 5, the elucidations with ref-
erence to Figure 4a apply accordingly.
[0093] In Figure 4c another preferred embodiment is
shown. Detection unit 9 comprises a detection element
23 and two rotating acoustic deflection elements 18. Pref-
erably, respective axis 33 and 33’ of rotation of the de-
flection elements 18 are perpendicular to each other. In
the present example, the detection element 23 is cone-
shaped, but may have any other shape. Using two rotat-
able deflection elements 18 allows for scanning the focus
point of the detection element 23 over the tissue 2 in the
desired plane, e.g. x-y plane, or direction, e.g. z direction,
in a simple and compact manner.
[0094] Figure 5 shows a side view of another preferred
embodiment for fast rotational motion of an acoustic de-
flection element 18. Preferably, the detection element 23
for detecting acoustic waves is rotatable around an axis
of rotation 33 using an appropriate drive (not shown).
The rotational motion of the acoustic deflection element
18 around its axis of rotation 33’ is driven by a cam 34
attached to a rotating motor (not shown). Two magnets
35 and 35’ are provided, wherein one magnet 35 is pro-
vided, in particular fixed, at the acoustic deflection ele-
ment 18 and the other magnet 35’ is fixed in place, e.g.
fixed at the device. By means of rotating cam 34, the

acoustic reflector 18 (shown here in its initial position) is
rotated counterclockwise about a certain angle of rota-
tion. When continuing the counterclockwise rotation of
the cam 34, the deflection element 18, after having
reached a maximum angle of rotation, is rotated clock-
wise back to its initial position due to attraction forces
caused by the magnets 35 and 35’. Instead of magnets,
other elements causing reset forces to the acoustic re-
flector 18 are possible, e.g. a spring or any other elastic
material.
[0095] Figure 6 shows a perspective view and a front
view of a preferred embodiment of an acoustic deflection
element 18 surrounded by an index-matching material
36. This embodiment of the deflection element 18 is pref-
erably used in the embodiments of the device 1 shown
in Figures 2a, 4a-4c and 5. Preferably, the index-match-
ing material 36 is a solid, however, also other materials
36 like liquids, gels and foams can be used. In the present
example, the index-matching material 36 has a cylindrical
shape, but is not limited to this shape. Preferably, the
index-matching material 36 has a refractive index, which
is identical or at least similar to the refractive index of the
acoustic deflection element 18. In this way, unwanted
deflection of the front illumination (see, in particular, Fig-
ure 2a, but also Figures 4a-4c and 5) due to refraction
at the interface can be avoided or at least reduced. More-
over, both the portion of electromagnetic radiation 6
transmitted through the acoustic deflection element 18
and the portion of acoustic waves reflected by the acous-
tic deflection element 18 can be increased.
[0096] Figure 7 shows a perspective view of another
preferred embodiment of a detection unit 9 comprising a
detection element 23 for detecting acoustic waves and
an acoustic refractor 37 configured for guiding acoustic
waves emanating from tissue 2 to the detection element
23 by means refraction of the acoustic waves. Preferably,
the acoustic refractor 37 is rotatable. The present em-
bodiment may also comprise a plurality of, preferably in-
dependently controllable, acoustic refractors 37 for guid-
ing acoustic waves to the detection element 23. The
acoustic refractor 37 may also interact with possible other
components for guiding acoustic waves, such as acoustic
deflection elements, acoustic beam splitters or the like.
The present embodiment may also include any number
of acoustic beam paths.
[0097] Figure 8 shows a perspective view of yet anoth-
er preferred embodiment of a detection unit 9 using a
focusing mechanism. The detection unit 9 comprises an
acoustic deflection element 18 for guiding acoustic
waves, which emanate from tissue 2, towards a linear
array 38 of detection elements 23. Preferably, the array
38 is rotatable around a rotational axis, which is prefer-
ably parallel to the surface of the tissue 2, in order to
detect acoustic waves originating from differently orient-
ed linear regions of interest of the tissue 2. In addition to
the embodiments shown in Figures 2a and 4, an acoustic
lens 25 is provided for guiding, in particular focusing,
acoustic waves which are reflected by the deflection el-
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ement 18 towards the array 38 of detection elements 23.
Instead of only one acoustic lens 25 it is also possible to
provide a plurality of acoustic lenses for guiding or focus-
ing acoustic waves towards detection elements 23. Pref-
erably, the acoustic lens 25 exhibits a biconvex shape.
Alternatively, also concave or plano-convex shaped lens-
es are preferred. Instead of an acoustic reflector 18, other
components, such as beam splitters, acoustic refractors
or the like, can be provided for guiding acoustic waves
emanating from tissue 2 towards the acoustic lens 25.
Providing one or more acoustic lenses 25 allows for a
more compact design of the detection unit 9 and, there-
fore, an even more efficient packaging of the device.
[0098] Figure 10 shows a perspective view of an ex-
ample of a combined illumination and detection element
preferably used in endoscopic applications. In the given
example, out of focus detection is implemented in a min-
iaturized form, wherein ultrasound detection fibers 40’
(bright fibers) are used to establish a pinhole pattern.
[0099] In a basis unit (not shown) of an according en-
doscope device, a light source device, a light detector
device and an image processing device are provided.
Illumination light 6 generated by the light source device
is administered to the tissue under investigation through
illumination fibers 40 (dark fibers) or any other appropri-
ate fibers inserted within or around a matrix of the detec-
tion fibers 40’.
[0100] In a particularly preferred embodiment of the
inventive device, the scanner operates in frequency do-
main mode. Frequency domain can be employed to uti-
lize lightweight illumination sources of small form factor
that can be integrated in the handheld scanner to improve
portability. In frequency domain mode, light with its in-
tensity, frequency or phase modulated over multiple fre-
quencies is directed towards the tissue. The different fre-
quencies can be applied simultaneously or sequentially
or in a frequency scanning mode (chirp). Importantly dif-
ferent frequencies can carry different wavelengths.
These frequencies can be discrete or being scanned dur-
ing the imaging session. For example, wavelength
532nm may be emitted at frequencies 10, 20, 30,... 100
MHz, wavelength 580nm at frequencies 11, 21, 31,...101
MHz and wavelength 630 nm at 12, 22, 32, ...102 Mhz.
In another example, the intensity of wavelength 550nm
is modulated on a frequency range scanned continuously
(chirp) over 5-50Mhz and the intensity of wavelength
650nm scanned over the same range but with a time
delay so that for example when 550nm is at 20MHz,
650nm is at 5 MHZ. More such wavelengths can be add-
ed in a time delayed fashion. The numbers here are used
only as example as any combination of wavelength, fre-
quency and frequency range is possible. However by en-
coding wavelengths at different frequencies it is possible
to perform real-time multispectral mesoscopy, since all
wavelengths could be emitted towards tissue at the same
time. Detection of sound then collects the amplitude and
phase information of the sound waves generated in tis-
sue in response to the intensity modulated illumination,

using a pinhole pattern, and reconstructs images at the
corresponding optical wavelengths. Detection of the data
used in the reconstruction could be based on correlation
/ auto-correlation functions or on the detection of ampli-
tude and or phase of sound signals, such as homodyne
or heterodyne demodulation, quadrature (I&Q) demod-
ulation etc. These signals can be then digitized and the
corresponding amplitude and/or phase signals detected
or the output of the correlation functions stored for
processing and inversion for image generation. This illu-
mination and detection scheme generally utilizes more
lightweight and more economic components than time-
domain methods (using for example pulsed illumination)
and can lead to an cost-efficient device. By employing
parallel detection of the data, it can also result in a fast
imaging device. Image inversion can then use solutions
of the optoacoustic pressure equation in the frequency
domain, including back-projection, frequency-domain
model based inversion or Fourier Transform inversions
possibly implemented using fast fourier transforms. This
approach can significantly improve the portability and re-
duce the cost and speed of a portable optoacoustic de-
vice using pinhole technology.
[0101] An alternative preferred embodiment uses tis-
sue illumination together with a cMUT detector, whereby
the illumination is provided through the CMUT detector,
by using small optical gaps in the cMUT wafer which dif-
fract the light onto the object. The delivery of light could
be based on fiber illumination, placed in the cMUT wafer
openings or by open beam projection. In the latter case,
careful arrangement of the cMUT detectors and openings
could utilize the cMUT wafer as a meta-material. For ex-
ample arrays of tiny holes can be manufactured onto the
cMUT chip, in the tens of nanometer scales to few mi-
crons. These openings could still suffice to effectively
pass light onto the tissue. The openings could be effec-
tively blocked with opaque metal cap to further increase
the amount of light delivered. Finally the openings could
be coated in a gain medium to amplify the light emitted
into the object. A preferred illumination nevertheless uti-
lizes side illumination which is incident on tissue by direct
deposition occurring between the cMUT wafer and the
object imaged. The illumination can be further facilitated
by a reflective or diffusive layer, between the cMUT wafer
and the object imaged to better propagate the light com-
ing from the side illumination onto tissue, in particular by
scattering and/or reflection. The detection of sound
waves by the cMUT detector could be facilitated either
in the time or the frequency domain.

Reference Signs

[0102]

(1) Optoacoustic imaging device
(2) Tissue/Object
(3) Region of interest
(4) Surface of the tissue
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(5) Irradiation unit
(6) Electromagnetic radiation/light
(7) Front illumination
(8) Side illumination
(9) Detection unit
(11) Point-like detection element(s)
(12) Field of view
(13) Effective surface/Coupling medium
(14) Casing
(16) Processing device
(18) Acoustic deflection element(s)
(19) Focus point(s)
(20) Fastener/Rim
(21) Port
(22) Array of focus points
(23) Detection element(s)
(24) Ultrasound-opaque element(s)
(25) Acoustic lens
(26) Wavelength filter
(28) Ultrasonic wave-propagating medium
(29) Deflection element rotator
(30) Detection element rotator
(33) Axis of rotation (detection element)
(33’) Axis of rotation (deflection element)
(34) Cam
(35) Magnet (on deflection element)
(35’) Magnet (fixed in place)
(36) Index-matching material
(37) Acoustic refractor
(38) Array of detection elements
(39) Hand of the user
(40) Optical fibers
(40) Acoustic fibers/waveguides
(41) Cavity
(42) Point-like aperture
(43) Illumination deflecting element

Claims

1. A device (1) for optoacoustic imaging of an object
(2) comprising an irradiation unit for irradiating a re-
gion of interest (3) of the object (2) with electromag-
netic radiation (6) and
a detection unit (9) for detecting acoustic, in partic-
ular ultrasonic, waves generated in the region of in-
terest (3) of the object (2) upon irradiation with the
electromagnetic radiation (6), wherein the detection
unit (9) comprises one or more focused detection
elements (23), wherein one or more focus points (19)
of the one or more focused detection elements (23)
correspond to one or more point-like detection loca-
tions (19), wherein each of the one or more point-
like detection locations (19) exhibits a divergent field
of view (12), in which acoustic waves emitted from
the object (2) are collected, characterised in that
the device (1) further comprises an intermediate sur-
face (10b) for arrangement between the one or more

focus points (19) and the object (2), such that during
the optoacoustic imaging the one or more focus
points (19) are located outside of the region of inter-
est (3) of the object (2) and the intermediate surface
(10b) is in physical contact with the object (2), where-
by an invariable distance between the one or more
focus points (19) and a surface (4) of the object (2)
imaged is established, wherein the one or more fo-
cus points (19) are placed 0.1 to 10 mm away from
the surface (4) of the object (2).

2. The device (1) according to claim 1, the point-like
detection locations (19) and the irradiation unit being
enclosed in a portable arrangement or portable unit.

3. The device (1) according to any of the preceding
claims, the intermediate surface (10b) and/or the en-
closure of the device (1) being arranged and/or de-
signed for maintaining the object (2) in a stable po-
sition relative to the intermediate surface (10b) such
that the object (2) is not or cannot be moved in rela-
tion to the intermediate surface (10b) during the op-
toacoustic imaging of the object (2).

4. The device (1) according to any of the preceding
claims, the point-like detection locations (19) being
located in a proximity of the intermediate surface
(10b) and/or of the surface (4) of the object (1), in
particular at a distance of less than 2 mm, in partic-
ular less than 1 mm, from the intermediate surface
(10b) and/or the surface (4) of the object (2).

5. The device (1) according to claim 1, wherein a plu-
rality of detection elements (23) are arranged on a
one- or two-dimensional array such that the focus
points of said detection elements (23) are located at
said point-like detection locations for detecting
acoustic waves.

6. The device (1) according to any of the preceding
claims, the detection unit (9) comprising at least one
deflection element (18) for deflecting the focus points
(19) of the detection elements (23) such that the fo-
cus points (19) can be positioned at different lateral
locations outside of the region of interest (3).

7. The device (1) according to claim 6, the deflection
element (18) being transparent for at least a part of
the electromagnetic radiation (6) irradiated by the
irradiation unit (5).

8. The device (1) according to any of the preceding
claims, the detection unit (9) comprising one or more
point-like apertures (42), which said acoustic waves
can pass through.

9. The device (1) according to claim 8, the point-like
apertures (42) being configured and/or located such
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that a major part, preferably more than 70% or 90%,
of the acoustic wave intensity at the detection unit
(9) passes through the point-like apertures (42) be-
fore being detected.

10. The device (1) according to any of the preceding
claims, the device (1) being a handheld device that
is adapted for being grasped and held with fingers
and/or a hand (39) in order to position the device (1)
onto an object (2) under investigation and/or to move
the device (1) by hand (39) relative to the object (2)
under investigation, in particular by positioning it onto
or moving it along an exterior surface (4) of the object
(2).

11. A Method for optoacoustic imaging of an object (2)
by irradiating a region of interest (3) of the object (2)
with electromagnetic radiation (6), in particular light,
by means of an irradiation unit (5) and detecting
acoustic, in particular ultrasonic, waves, which were
generated in the region of interest (3) of the object
(2) upon irradiation with the electromagnetic radia-
tion (6),
detecting the acoustic waves by means of one or
more focused detection elements (23), wherein one
or more focus points (19) of the one or more focused
detection elements (23) correspond to one or more
point-like detection locations (19), wherein each of
the one or more point-like detection locations (19)
exhibits a divergent field of view (12), in which acous-
tic waves emitted from the object (2) are collected,
characterised in that an intermediate surface (10b)
is arranged between the one or more focus points
(19) and the object (2), such that the one or more
focus points (19) are located outside of the region of
interest (3) of the object (2), and the intermediate
surface (10b) is in physical contact with the object
(2), whereby an invariable distance between the one
or more focus points (19) and a surface (4) of the
object (2) imaged is established, wherein the one or
more focus points (19) are placed 0.1 to 10 mm away
from the surface (4) of the object (2).

Patentansprüche

1. Vorrichtung (1) zur optoakustischen Bildgebung ei-
nes Objekts (2) aufweisend
eine Bestrahlungseinheit zur Bestrahlung einer inte-
ressierenden Region (3) des Objekts (2) mit elektro-
magnetischer Strahlung (6) und
einer Detektionseinheit (9) zur Detektion akustischer
Wellen, insbesondere Ultraschallwellen, die in der
interessierenden Region (3) des Objekts (2) bei Be-
strahlung mit der elektromagnetischen Strahlung (6)
erzeugt werden, wobei
die Detektionseinheit (9) ein oder mehrere fokussier-
te Detektionselemente (23) aufweist, wobei ein oder

mehrere Fokuspunkte (19) des einen oder der meh-
reren fokussierten Detektionselemente (23) einem
oder mehreren punktartigen Detektionsorten (19)
entsprechen, wobei der eine oder jeder der mehre-
ren punktartigen Detektionsorte (19) ein divergentes
Sichtfeld (12) besitzt, in welchem vom Objekt (2)
emittierte akustische Wellen erfasst werden,
dadurch gekennzeichnet, dass
die Vorrichtung (1) des Weiteren eine Zwischeno-
berfläche (10b) zur Anordnung zwischen dem einen
oder den mehreren Fokuspunkten (19) und dem Ob-
jekt (2) aufweist, so dass während der optoakusti-
schen Bildgebung der eine oder die mehreren Fo-
kuspunkte (19) außerhalb der interessierenden Re-
gion (3) des Objekts (2) liegt bzw. liegen und sich
die Zwischenoberfläche (10b) in physischem Kon-
takt mit dem Objekt (2) befindet, wodurch eine
gleichbleibende Distanz zwischen dem einen oder
den mehreren Fokuspunkten (19) und einer Ober-
fläche (4) des abgebildeten Objekts (2) gebildet wird,
wobei der eine oder die mehreren Fokuspunkte (19)
0,1 bis 10 mm von der Oberfläche (4) des Objekts
(2) entfernt platziert werden.

2. Vorrichtung (1) nach Anspruch 1, wobei die punktar-
tigen Detektionsorte (19) und die Bestrahlungsein-
heit von einer tragbaren Einrichtung oder einer trag-
baren Einheit eingeschlossen sind.

3. Vorrichtung (1) nach einem der vorangehenden An-
sprüche, wobei die Zwischenoberfläche (10b)
und/oder das Gehäuse der Vorrichtung (1) angeord-
net und/oder eingerichtet sind, um das Objekt (2) in
einer stabilen Position relativ zur Zwischenoberflä-
che (10b) zu halten, so dass das Objekt (2) in Rela-
tion zur Zwischenoberfläche (10b) während der op-
toakustischen Bildgebung des Objekts (2) nicht be-
wegt wird oder nicht bewegt werden kann.

4. Vorrichtung (1) nach einem der vorangehenden An-
sprüche, wobei die punktartigen Detektionsorte (19)
in der Umgebung der Zwischenoberfläche (10b)
und/oder der Oberfläche (4) des Objekts (2) liegen,
insbesondere in einem Abstand von weniger als 2
mm, insbesondere weniger als 1 mm, zur Zwische-
noberfläche (10b) und/oder zur Oberfläche (4) des
Objekts (2).

5. Vorrichtung (1) nach Anspruch 1, wobei eine Vielzahl
von Detektionselementen (23) auf einem ein- oder
zweidimensionalen Array angeordnet sind, so dass
die Fokuspunkte der besagten Detektionselemente
(23) an besagten punktartigen Detektionsorten zur
Detektion akustischer Wellen liegen.

6. Vorrichtung (1) nach einem der vorangehenden An-
sprüche, wobei die Detektionseinheit (9) wenigstens
ein Ablenkungselement (18) zur Ablenkung der Fo-

33 34 



EP 2 946 721 B1

19

5

10

15

20

25

30

35

40

45

50

55

kuspunkte (19) der Detektionselemente (23) auf-
weist, so dass die Fokuspunkte (19) an unterschied-
lichen Orten seitlich außerhalb der interessierenden
Region (3) positioniert werden können.

7. Vorrichtung (1) nach Anspruch 6, wobei das Ablen-
kungselement (18) für wenigstens einen Teil der
elektromagnetischen Strahlung (6), die von der Be-
strahlungseinheit (5) ausgestrahlt wird, transparent
ist.

8. Vorrichtung nach einem der vorangehenden An-
sprüche, wobei die Detektionseinheit (9) eine oder
mehrere punktartige Aperturen (42) aufweist, durch
die die besagten akustischen Wellen hindurchtreten
können.

9. Vorrichtung nach Anspruch 8, wobei die punktarti-
gen Aperturen (42) derart eingerichtet und/oder ver-
ortet sind, dass ein Großteil, vorzugsweise mehr als
70% oder 90%, der Intensität der akustischen Wellen
an der Detektionseinheit (9) durch die punktartigen
Aperturen (42) tritt, bevor sie detektiert wird.

10. Vorrichtung (1) nach einem der vorangehenden An-
sprüche, wobei die Vorrichtung (1) eine handgeführ-
te Vorrichtung ist, die dazu eingerichtet ist, mit Fin-
gern und/oder einer Hand (39) gegriffen und gehal-
ten zu werden, um die Vorrichtung (1) auf einem un-
tersuchten Objekt (2) zu positionieren und/oder um
die Vorrichtung (1) per Hand (39) relativ zum unter-
suchten Objekt (2) zu bewegen, insbesondere durch
Positionieren auf oder Bewegung entlang einer äu-
ßeren Oberfläche (4) des Objekts (4).

11. Verfahren zur optoakustischen Bildgebung eines
Objekts (2) durch Bestrahlen einer interessierenden
Region (3) des Objekts (2) mit elektromagnetischer
Strahlung (6), insbesondere Licht, mittels einer Be-
strahlungseinheit (5) und
Detektieren akustischer Wellen, insbesondere Ultra-
schallwellen, die in der interessierenden Region (3)
des Objekts (2) bei Bestrahlung mit der elektroma-
gnetischen Strahlung erzeugt wurden,
Detektieren der akustischen Wellen durch ein oder
mehrere fokussierte Detektionselemente (23), wo-
bei ein oder mehrere Fokuspunkte (19) des einen
oder der mehreren fokussierten Detektionselemente
(23) einem oder mehreren punktartigen Detektions-
orten (19) entsprechen, wobei der eine oder jeder
der mehreren punktartigen Detektionsorte (19) ein
divergentes Sichtfeld (12) besitzt, in dem vom Objekt
(2) emittierte akustische Wellen erfasst werden,
dadurch gekennzeichnet, dass
eine Zwischenoberfläche (10b) zwischen dem einen
oder den mehreren Fokuspunkten (19) und dem Ob-
jekt (2) angeordnet ist, so dass der eine oder die
mehreren Fokuspunkte (19) außerhalb der interes-

sierenden Region (3) des Objekts (2) liegt bzw. lie-
gen und die Zwischenoberfläche (10b) in physi-
schem Kontakt mit dem Objekt (2) ist, wodurch eine
gleichbleibende Distanz zwischen dem einen oder
den mehreren Fokuspunkten (19) und einer Ober-
fläche (4) des abgebildeten Objekts (2) gebildet wird,
wobei der eine oder die mehreren Fokuspunkte (19)
0,1 bis 10 mm von der Oberfläche (4) des Objekts
(2) entfernt platziert werden.

Revendications

1. Dispositif (1) d’imagerie optoacoustique d’un objet
(2) comprenant
une unité d’irradiation destinée à irradier une région
d’intérêt (3) de l’objet (2) avec un rayonnement élec-
tromagnétique (6) et
une unité de détection (9) destinée à détecter des
ondes acoustiques, en particulier ultrasonores, gé-
nérées dans la région d’intérêt (3) de l’objet (2) lors
d’une irradiation avec le rayonnement électroma-
gnétique (6),
dans lequel l’unité de détection (9) comprend un ou
plusieurs éléments de détection focalisés (23), dans
lequel un ou plusieurs points focaux (19) des un ou
plusieurs éléments de détection focalisés (23) cor-
respondent à un ou plusieurs emplacements de dé-
tection de type point (19), dans lequel chacun des
un ou plusieurs emplacements de détection de type
point (19) affiche un champ de vision divergent (12),
dans lequel des ondes acoustiques émises par l’ob-
jet (2) sont collectées, caractérisé en ce que
le dispositif (1) comprend en outre une surface in-
termédiaire (10b) pour agencement entre les un ou
plusieurs points focaux (19) et l’objet (2), de telle
sorte que pendant l’imagerie optoacoustique, les un
ou plusieurs points focaux (19) soient situés à l’ex-
térieur de la région d’intérêt (3) de l’objet (2) et la
surface intermédiaire (10b) soit en contact physique
avec l’objet (2), moyennant quoi une distance inva-
riable entre les un ou plusieurs points focaux (19) et
une surface (4) de l’objet (2) imagé est établie, dans
lequel les un ou plusieurs points focaux (19) sont
placés à 0,1 à 10 mm de la surface (4) de l’objet (2).

2. Dispositif (1) selon la revendication 1, dans lequel
les emplacements de détection de type point (19) et
l’unité d’irradiation sont enfermés dans un agence-
ment portable ou une unité portable.

3. Dispositif (1) selon l’une quelconque des revendica-
tions précédentes, la surface intermédiaire (10b)
et/ou l’enceinte du dispositif (1) étant agencées et/ou
conçues pour maintenir l’objet (2) dans une position
stable relativement à la surface intermédiaire (10b)
de telle sorte que l’objet (2) ne soit pas ou ne puisse
pas être déplacé par rapport à la surface intermé-
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diaire (10b) pendant l’imagerie optoacoustique de
l’objet (2).

4. Dispositif (1) selon l’une quelconque des revendica-
tions précédentes, les emplacements de détection
de type point (19) étant situés à proximité de la sur-
face intermédiaire (10b) et/ou de la surface (4) de
l’objet (1), en particulier à une distance de moins de
2 mm, en particulier de moins de 1 mm, de la surface
intermédiaire (10b) et/ou de la surface (4) de l’objet
(2).

5. Dispositif (1) selon la revendication 1, dans lequel
une pluralité d’éléments de détection (23) sont agen-
cés sur un tableau uni- ou bidimensionnel de telle
sorte que les points focaux desdits éléments de dé-
tection (23) soient situés auxdits emplacements de
détection de type point pour détecter des ondes
acoustiques.

6. Dispositif (1) selon l’une quelconque des revendica-
tions précédentes, l’unité de détection (9) compre-
nant au moins un élément de déflexion (18) destiné
à défléchir les points focaux (19) des éléments de
détection (23) de telle sorte que les points focaux
(19) puissent être positionnés à des emplacements
latéraux différents à l’extérieur de la région d’intérêt
(3).

7. Dispositif (1) selon la revendication 6, l’élément de
déflexion (18) étant transparent à au moins une par-
tie du rayonnement électromagnétique (6) irradié par
l’unité d’irradiation (5).

8. Dispositif (1) selon l’une quelconque des revendica-
tions précédentes, l’unité de détection (9) compre-
nant une ou plusieurs ouvertures de type point (42),
que lesdites ondes acoustiques peuvent traverser.

9. Dispositif (1) selon la revendication 8, les ouvertures
de type point (42) étant configurées et/ou situées de
telle sorte qu’une majeure partie, de préférence plus
de 70 % ou 90 %, de l’intensité d’onde acoustique
au niveau de l’unité de détection (9) traverse les
ouvertures de type point (42) avant d’être détectées.

10. Dispositif (1) selon l’une quelconque des revendica-
tions précédentes, le dispositif (1) étant un dispositif
à main qui est adapté pour être saisi et tenu par des
doigts et/ou une main (39) afin de positionner le dis-
positif (1) sur un objet (2) en cours d’examen et/ou
déplacer le dispositif (1) à la main (39) relativement
à l’objet (2) en cours d’examen, en particulier en le
positionnant sur ou en le déplaçant le long d’une
surface extérieure (4) de l’objet (2).

11. Procédé d’imagerie optoacoustique d’un objet (2)
par

l’irradiation d’une région d’intérêt (3) de l’objet (2)
avec un rayonnement électromagnétique (6), en par-
ticulier de la lumière, au moyen d’une unité d’irradia-
tion (5) et la détection d’ondes acoustiques, en par-
ticulier ultrasonores, qui ont été générées dans la
région d’intérêt (3) de l’objet (2) lors d’une irradiation
avec le rayonnement électromagnétique (6),
la détection des ondes acoustiques au moyen d’un
ou plusieurs éléments de détection focalisés (23),
dans lequel un ou plusieurs points focaux (19) d’un
ou plusieurs éléments de détection focalisés (23)
correspondent à un ou plusieurs emplacements de
détection de type point (19), dans lequel chacun des
un ou plusieurs emplacements de détection de type
point (19) affiche un champ de vision divergent (12),
dans lequel des ondes acoustiques émises par l’ob-
jet (2) sont collectées, caractérisé en ce qu’une sur-
face intermédiaire (10b) est agencée entre les un ou
plusieurs points focaux (19) et l’objet (2), de telle
sorte que les un ou plusieurs points focaux (19)
soient situés à l’extérieur de la région d’intérêt (3) de
l’objet (2), et la surface intermédiaire (10b) soit en
contact physique avec l’objet (2), moyennant quoi
une distance invariable entre les un ou plusieurs
points focaux (19) et une surface (4) de l’objet (2)
imagé est établie, dans lequel les un ou plusieurs
points focaux (19) sont placés à 0,1 à 10 mm de la
surface (4) de l’objet (2).
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