
Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
3 

44
4 

30
6

A
1

TEPZZ¥444¥Z6A_T
(11) EP 3 444 306 A1

(12) EUROPEAN PATENT APPLICATION

(43) Date of publication: 
20.02.2019 Bulletin 2019/08

(21) Application number: 18195800.0

(22) Date of filing: 05.03.2010

(51) Int Cl.:
C09D 1/00 (2006.01) C09D 183/04 (2006.01)

C09D 127/12 (2006.01) C09D 175/04 (2006.01)

C09D 5/32 (2006.01) C08G 77/50 (2006.01)

C09D 7/61 (2018.01) C08K 3/22 (2006.01)

C08K 3/00 (2018.01) C08K 5/00 (2006.01)

(84) Designated Contracting States: 
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR 
HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL 
PT RO SE SI SK SM TR

(30) Priority: 23.03.2009 US 409422

(62) Document number(s) of the earlier application(s) in 
accordance with Art. 76 EPC: 
10250396.8 / 2 233 533

(71) Applicant: The Boeing Company
Chicago, IL 60606-2016 (US)

(72) Inventors:  
• Larson-Smith, Kjersta L

Seattle, WA 98146 (US)

• Sundaram, Vasan S.
Issaquah, WA 98029 (US)

• Bowen, David A.
Bellevue, WA 98008 (US)

(74) Representative: Boult Wade Tennant LLP
Verulam Gardens 
70 Gray’s Inn Road
London WC1X 8BT (GB)

Remarks: 
This application was filed on 20-09-2018 as a 
divisional application to the application mentioned 
under INID code 62.

(54) DURABLE UV BLOCKING TRANSPARENT COATING

(57) A coating and associated method for coating is
disclosed. The coating provides a hard, transparent, UV
blocking coating for a substrate. A UV blocking layer is
first deposited upon the substrate, and a hard coating is
deposited above the UV blocking layer. A soft coating

layer may be deposited between the UV blocking layer
and the hard coating. The soft and hard coating layers
may both have the general composition SiOxCy. The soft
and hard coating layers may be deposited by a plasma
vapor deposition process.
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Description

FIELD

[0001] This disclosure relates generally to a wear re-
sistant coating, and more particularly, to a durable dual
layer transparent coating that includes an ultra violet (UV)
blocking layer.

BACKGROUND

[0002] Plastics are finding increasing use in manufac-
tured goods. For example, certain automobiles have
plastic body panels, and aircraft have plastic interior pan-
eling and exterior skin panels formed of plastics and plas-
tic composites. While plastics offer several excellent
properties including light weight, formability, and low
cost, plastics also have significant disadvantages. In gen-
eral, plastic surfaces are not as hard or abrasion resistant
as metal surfaces. Furthermore, while some plastics may
be transparent, glass, which is much heavier and more
expensive, remains the material of choice in certain crit-
ical applications such as safety glass in automobiles and
in passenger aircraft windshields. Substituting polymeric
materials such as stretched acrylic or polycarbonate
would lead to lighter transparencies, but would also pave
the way for re-designing the overall shape of cockpits,
for example. A new class of transparent composites
made of glass fiber reinforced polymer have been devel-
oped that have mechanical characteristics, such as ten-
sile strength, which are comparable to aluminum. How-
ever, these transparent composites are soft and are high-
ly susceptible to UV, chemical attack and or mechanically
induced degradation. Currently, stretched acrylic mate-
rials are used to fabricate aircraft passenger windows.
Acrylic is used because of its flexibility, light weight, and
easy formability. However, acrylic is a soft material and
hence can be easily scratched. Water absorption, chem-
ical attack, and mechanically induced scratches can lead
to crazing when stress is applied to acrylic materials, as
in a passenger window application.
[0003] Industry wide, polymer based transparencies
are protected against wear and other chemical/nature
induced degradation through siloxane coatings. At the
present time, polycarbonate and other types of polymeric
windows are protected by sol-gel based polysiloxane
coatings. The term sol-gel or solution-gelation refers to
materials undergoing a series of hydrolization and con-
densation reactions. The sol-gel coatings are homoge-
neous mixtures of a solvent, an organosilane, an alkoxide
and a catalyst that are processed to form a suitable coat-
ing. The sol-gel coatings provide high transmittance and
limited durability against wear and UV induced degrada-
tion. Typically, a metal alkoxide or metal salt is hydrolyzed
to form a metal hydroxide. The metal hydroxide then con-
denses in solution to form a hybrid organic/inorganic pol-
ymer. The ratio of organic to inorganic components in
the polymer matrix is controlled to maximize the perform-

ance for a given application. For example, increasing the
organic groups would improve flexibility but may com-
promise wear and environmentally induced durability.
The sol-gel coating may include materials such as cerium
or titanium to improve abrasion resistance and ultraviolet
induced degradation of the coatings. A typical application
process would consist of component surface cleaning,
followed by the application of the coating via a flow, spray
or dip process. The surface cleaning may be achieved
by solvent wiping with, for example, isopropyl alcohol or
exposing the component to oxygen plasma. The sol-gel
coatings can be cured at room temperature or elevated
temperatures. For example, stretched acrylics must be
cured at temperatures less than 180°F.
[0004] Aircraft cockpit windows are currently made of
multi-pane glass for strength and abrasion resistance.
Efforts are on going to switch to polymeric material based
flight deck windows as these materials are light and are
amenable to forming desired shapes at a low cost. While
plastics offer several excellent properties such as light
weight, formability, and low cost, plastics also have sig-
nificant short comings. In general, plastic surfaces are
not as hard or abrasion resistant as glass or steel sur-
faces. Polymeric materials are susceptible to particle
(e.g. sand)/water induced erosion and chemical crazing;
protective hard coatings are needed to maintain the op-
tical quality of the windows in use.
[0005] In addition, while a polymeric-glass laminate
has weight savings over an all glass laminate, additional
weight savings could be achieved by removal of the glass
facing ply if erosion and abrasion were not a problem.
The polymeric-glass laminate also suffers from thermally
induced stresses which degrade service life due to the
thermal expansion difference between the glass and pol-
ymeric layers. Matching contour between glass and pol-
ymeric plies poses manufacturing problems and often
leads to optical and service related issues in the final
part. Commercially available transparent hard coatings
are in general solvent based polysiloxane. These coat-
ings are applied through a dip, spray or float coat process
and offer limited durability
[0006] Duplex coating schemes have been developed
that offer improved performance. For example, a dual
layer scheme has been developed that includes a rela-
tively soft hard coat, such as polysiloxane with a harder
but brittle top layer. Further developments to dual layer
schemes include a multilayer scheme as well as a dual
layer coating applied using only plasma deposition. While
these newer coating developments offer outstanding du-
rability, they transmit light over all wavelengths, including
UV.
[0007] There is a need for a durable, transparent, hard
coating that improves component lifetime by providing
UV protection. The coating should provide improved re-
silience against chemicals commonly encountered in
product maintenance, excellent weatherability charac-
teristics, and UV protection. The coating should be both
hard and flexible, so that it tolerates the flexing of the
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polymeric material due to operation and thermal stress-
es. The coating should be provided by a simple process
and at a low cost.

SUMMARY

[0008] The following embodiments and aspects there-
of are described and illustrated in conjunction with sys-
tems and methods that are meant to be exemplary and
illustrative, not limiting in scope. In various embodiments,
one or more of the problems described above in the Back-
ground have been reduced or eliminated, while other em-
bodiments are directed to other improvements.
[0009] A first embodiment of the disclosure provides
for a coating including a UV blocking layer and a hard
coating layer disposed above the UV blocking layer. The
hard coating layer has the general formula SiOxCy.
[0010] A second embodiment of the disclosure pro-
vides for an article including a substrate and a coating
deposited upon the substrate. The coating includes a UV
blocking layer disposed upon the substrate and a hard
coating layer. The hard coating layer has the general
formula SiOxCy
[0011] A third embodiment of the disclosure provides
for a method of forming a coating on a substrate including
the steps of providing a substrate, depositing UV blocking
layer upon the substrate, and depositing a hard coating
layer upon the UV blocking layer. The hard coating has
the general formula SiOxCy.
[0012] One advantage of the present disclosure is to
provide a transparent, hard coating with excellent dura-
bility and UV protection.
[0013] Another advantage of the present disclosure is
to provide a transparent, hard coating having UV protec-
tion that improves component lifetime.
[0014] Another advantage of the present disclosure is
to provide a transparent, hard coating that is both hard
and flexible and provides UV protection.
[0015] Another advantage of the present disclosure is
to provide a transparent, hard coating that provides im-
proved resistance against chemicals commonly encoun-
tered in product maintenance, which further provides UV
protection.
[0016] Another advantage is to provide a transparent,
hard coating providing excellent weatherability charac-
teristics and UV protection.
[0017] Another advantage of the present disclosure is
to provide a process for applying a transparent, hard coat-
ing that provides UV protection.
[0018] Another advantage of the present disclosure is
to provide a durable coating that provides UV blocking.
[0019] Another advantage of the present disclosure is
to provide a method of forming a coating on a substrate
including the steps of applying coatings having differing
characteristics.
[0020] Another advantage of the disclosure is to pro-
vide a method of applying transparent hard coating hav-
ing different engineering properties like hardness and

elastic modulus.
[0021] Another advantage is to provide a transparent,
hard coating having UV protection at temperatures com-
patible with a substrate or without damaging a substrate
or degrading its physical properties.
[0022] Another advantage is to provide a transparent,
hard coating having UV protection that can be substan-
tially seamlessly varied within the coating thickness.
[0023] Further aspects of the method and apparatus
are disclosed herein. Other features and advantages of
the present disclosure will be apparent from the following
more detailed description of the preferred embodiment,
taken in conjunction with the accompanying drawings
that illustrate, by way of example, the principles of the
invention.

BRIEF DESCRIPTION OF THE DRAWINGS

[0024]

Fig. 1 is an exemplary embodiment of an applied
coating according to the disclosure.
Fig. 2 is a graph showing the amount of light trans-
mitted through an exemplary UV blocking coating
compared with the Air Mass 1.5 solar spectrum.
Fig. 3 is a graph showing the results of a test deter-
mining the relative adhesion of the UV blocking coat-
ing and UV dual layer coating according to BSS 7225
Type I and III for a dry and 24 hour water soak.
Fig. 4 is a graph showing the results of a test deter-
mining the abrasion resistance of the UV coating
comparing optical haze as a function of Taber wear
cycle (ASTM D-1044) for another exemplary coating
according to the disclosure.

DETAILED DESCRIPTION

[0025] The present disclosure now will be described
more fully hereinafter with reference to the accompany-
ing drawing, in which a preferred embodiment of the in-
vention is shown. This disclosure may, however, be em-
bodied in many different forms and should not be con-
strued as limited to the embodiments set forth herein;
rather, these embodiments are provided so that this dis-
closure will be thorough and complete and will fully con-
vey the scope of the disclosure to those skilled in the art.
All composition percents are given as weight percents,
unless otherwise specified.
[0026] Fig. 1 illustrates an embodiment of an exempla-
ry coated article 100 according to the disclosure. The
coated article 100 includes a coating 110 and a substrate
120. The coated article 100 may be an aircraft window,
aircraft cockpit canopy, or other coated transparent sub-
strate. For example, the coated article 100 may be se-
lected from a group including, but not limited to an acrylic
aircraft window, an airplane cockpit, an airplane naviga-
tion light lens, and a fiberglass-epoxy radome. Addition-
ally, the coated article 100 need not be limited to the
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aircraft industry. For example, the coated article 100 may
further be selected from a group including, but not limited
to consumer electronics such as polycarbonate cases
for consumer electronics, cell phone touch screens, and
automotive applications such as automobile parts, pan-
els and windows, as well as other industry applications
exposed to wear and damage.
[0027] As can be seen in Fig. 1, in an exemplary em-
bodiment of the disclosure, a coating 110 is disclosed
that includes a first layer 130, a second layer 140, a third
layer 150, and an optional fourth layer 160. The first layer
130 is formed of a UV blocking material. The first layer
130 is deposited adjacent or directly upon the substrate
220. The UV blocking material is selected to absorb UV
wavelength light. In one embodiment, the UV blocking
material may be a polyurethane or polysiloxane based
material. In another embodiment, the UV blocking mate-
rial may be a UV blocking polymer material. For example,
the UV blocking polymer material may be a polyurethane
or other polymer containing benzophenone to other phe-
nol containing compound that absorbs UV light. In an-
other embodiment, the UV blocking material may be a
metal oxide. For example, the UV blocking material may
zinc oxide, titanium oxide, cerium oxide, or any mixture
of these metal oxides. In yet another embodiment, the
UV blocking material may be a polymer material including
metal oxide particles. In one example, the UV blocking
material may be a polymer containing nano-scale parti-
cles of zinc oxide. The alternating multilayer design cre-
ates more interfaces which allows for any advancing
crack to be deflected, thereby dissipating energy and im-
proving toughness.
[0028] In one embodiment, the UV blocking material
may be applied by a process including, but not limited to,
spray coating, float coating, plasma deposition and sput-
tering. In one embodiment, the UV blocking layer blocks
more than 97% of UV radiation up to 375 nm. In another
embodiment, the UV blocking layer blocks for than 98%
of UV radiation up to 375 nm. In another embodiment,
the UV blocking layer blocks for than 99% of UV radiation
up to 375 nm.
[0029] The second layer 140 is a first protective layer.
The first protective layer 140 may be a soft coating ma-
terial such as a polysiloxane coating. In one embodiment,
the first protective layer 140 is a polysiloxane having a
general formula SixOyCz. In one embodiment, the first
protective layer 140 may be applied by a process select-
ed from a group including, but not limited to a dip process
and a plasma deposition process. The first protective lay-
er 140 has a first hardness and first modulus.
[0030] The third layer 150 is a second protective layer.
The second protective layer 150 is a hard coating mate-
rial, for example a SixOyCz. In one embodiment, the sec-
ond protective layer 150 is deposited by plasma deposi-
tion. The second protective layer 150 has a second hard-
ness and a second modulus. The second hardness is
selected to be greater than the first hardness of the first
protective layer 140. In addition, the second modulus is

greater than the first modulus of the first protective layer
140. As defined herein, the term soft layer is defined as
having a hardness factor less than that of an adjacent
outer hard layer. The hardness factor may be selected
from the group including, but not limited to known hard-
ness factors including scratch hardness, indentation
hardness.
[0031] The optional fourth layer 160 is an outer protec-
tive layer. The outer protective layer 160 is a transparent
hydrophobic coating. In one embodiment, the outer pro-
tective layer 160 may be a fluorinated hydrocarbon. In
another embodiment, the outer protective layer 160 is a
non-polar organosilane. The outer protective layer 160
may be applied by any suitable method, for example, but
not limited to spraying, wiping, painting, and dipping. In
one embodiment, the outer protective layer 160 may
have a thickness of between about 1 nm and about 5 nm.
In another embodiment, the outer protective layer 160
has a thickness of between about 1 nm and about 3 nm.
In yet another embodiment, the outer protective coating
has a thickness of less than about 1 nm.
[0032] In addition to the outer protective layer 160 pro-
viding water repellency to the coating 110, the outer pro-
tective layer 160 may also provide an additional layer of
physical protection for the substrate 120. In one embod-
iment, the outer protective layer 160 also functions as a
wear indicator. The outer protective layer 160 indicates
wear when the hydrophobicity of the coating is degraded
or partially degraded, that is, when the coating 110 is less
hydrophobic. The decrease in hydrophobicity indicates
that some or all of the coating 110 has been abraded
away, damaged, or otherwise removed, such as for ex-
ample by chemical attack or physical abrasion, and that
some or all of the coating 110 needs to be reapplied.
[0033] In an alternative embodiment, the first layer 130
and the second layer 140 are combined in a single layer
(not shown) having protective and UV blocking proper-
ties. In one embodiment, the single layer may be a pol-
ymer containing UV blocking components. In one em-
bodiment, the single layer may be a polysiloxane con-
taining UV blocking components. In another embodi-
ment, the single layer may be a polyurethane or other
polymer containing benzophenone to other phenol con-
taining compound that absorbs UV light. In another em-
bodiment, the single layer may be a metal oxide. For
example, the single layer may zinc oxide, titanium oxide,
cerium oxide, or any mixture of these metal oxides. In
yet another embodiment, the single layer may be a pol-
ymer material including metal oxide particles. In one ex-
ample, the single layer may be a polymer containing na-
no-scale particles of zinc oxide.
[0034] In another alternative embodiment, a plurality
of alternating layers of a soft coating material and a hard
coating material are deposited between the UV blocking
material and the hydrophobic material.
[0035] The substrate 120 may be a metal, a rigid pol-
ymer material such as an acrylic, polycarbonate or plas-
tic, a fiber reinforced polymer matrix, an amorphous ma-
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terial such as glass, or other similar material. The sub-
strate 120 may be a hard, soft, flexible or rigid material.
The coating 210 benefits any substrate 120 where the
coating 210 is harder than the substrate 220. In one em-
bodiment, the substrate 120 may be a common aircraft
passenger window formed of acrylic or other similar pol-
ymeric material. For example, the coating 210 may be
applied to stretched acrylic substrate, such as a stretched
acrylic aircraft window, to improve crack growth resist-
ance. U.S. Patent Publication No. 2007/0122598A1,
published May 31, 2007, and U.S. Patent Application No.
12/137,390, filed June 11, 2008, disclose duplex coating
schemes that include soft and hard coating layers.
[0036] The soft coating material has greater adhesion
and flexibility characteristics relative to the hard coating
material. The greater adhesion and flexibility of the soft
coating material improves the adhesion of the coating
110 to the substrate 120. The soft coating material pro-
vides a bonding layer and thus is deposited prior to de-
positing hard coating material. The soft coating material
need not be very thick to provide the adhesion benefit to
the hard coating material. In one embodiment, the soft
coating material may have a thickness of between about
3 mm and 7 mm. For example, the soft coating material
may have a thickness of about 4 mm, 5 mm, or 6 mm. The
thickness of the soft coating material is sufficient to en-
sure the adhesion of hard coating material to substrate
120.
[0037] In one embodiment, the soft coating material
has a general composition of SiOxCy having about 30%
to about 35% Si, about 30% to about 35% C, and about
30% to about 35% O. In one embodiment, the soft ma-
terial has a hardness of about 0.5 GPa to about 1.5 GPa.
Within this application, all composition percents are pro-
vided as atomic percent.
[0038] As discussed above, the hard coating material
has greater hardness, wear, and weatherability charac-
teristics relative to the soft coating material. The greater
hardness, wear, and weatherability characteristics im-
prove the resistance of the coating 110 against mechan-
ical scratching, chemical attack, and environmental deg-
radation. In one embodiment, the hard coating material
may have a thickness of between about 3 mm and 7 mm.
For example, the hard coating material may have a thick-
ness of about 4 mm, 5 mm, or 6 mm. The thickness of the
hard coating material is sufficient to provide a desired
durability to the coating 110. In one embodiment, the hard
coating material has a general composition of SiOxCy
having about 30% to about 35% Si, about 25% to about
30% C, and about 40% to about 45% O. In one embod-
iment, the hard coating material has a hardness of about
1.9 GPa to about 6.0 GPa. In one embodiment, the layer
thicknesses will be in the nanometer range so that na-
nostructure induced (for example Hall-Pitch effect) me-
chanical strength will be in effect.
[0039] As shown in Fig. 1, the thickness of each layer
of the second layer 130 and third layer 140 are approx-
imately equal. In yet another embodiment, the layers of

the second layer 130 and/or the third layer 140 may vary
in thickness. In still another embodiment, the coating 210
may include more than one soft coating material and
more than one hard coating material. For example, dif-
ferent soft coatings materials and/or different hard coat-
ings materials may be used that vary in composition
and/or hardness.
[0040] The coating 110 improves resistance of the sub-
strate 120 to surface effects. In one embodiment, the
abrasion resistance of the coating 110, as measured by
the percent change in haze as measured in a Taber wear
Test (ASTM D-1044-90), is more than two orders of mag-
nitude better than that for a polysiloxane coated polycar-
bonate substrate. In one embodiment, the erosion resist-
ance of the coating 110, as measured by percent change
in haze as measured in a Falling Sand Test (ASTM D
968-05), is more than a factor of three better than that
for glass. In addition, the optical properties, including light
transmittance in the visible region, clarity and haze, of a
substrate 120 with a coating 110 disposed thereupon are
approximately equal to the same properties of a substrate
120 with a single polysiloxane coating.
[0041] In an exemplary method of forming the coated
substrate 100 according to the disclosure, a plasma
based deposition technique can be used to deposit trans-
parent silicon oxycarbide nano-layers and form the alter-
nating soft and hard, flexible multi-layers. In this scheme,
process parameters, for example, the oxygen to silicon
precursor ratio, would determine coating characteristics
such as hardness, modulus and coating deposition rate.
[0042] In one embodiment of the invention, the soft and
hard materials are applied in a single step using a plasma
based deposition process. By tuning the process param-
eter, the present scheme allows manipulation of individ-
ual layer characteristics such as layer thickness, hard-
ness and modulus. The ability to change these coating
characteristics would enable the applicability of the same
system to process products for different applications
such as windows for aircraft or cell phone screens where
the requirements can be vastly different. For example,
aircraft window coatings need to be hard and flexible
whereas in such applications as consumer electronics
the coatings should be resistant to wear and exposure
to consumables such as coke. From a manufacturing
point of view, both the coating application cost and prod-
uct thru-put are increased.
[0043] In one embodiment, the soft and hard coating
layers 140, 150 are formed by depositing alternating lay-
ers of soft coating material and hard coating material hav-
ing differing SiOxCy compositions. The coating 110 is fur-
ther formed by depositing the UV blocking layer 130 and
hydrophobic layer 160. The coating 110 may be formed
by using a plasma based deposition process.
[0044] The coating 110, other than the hydrophobic
layer 160, may be formed in a single step continuous
process or may be formed by a multiple step discontin-
uous process. A substantially seamless material transi-
tion exits between the alternating layers of the soft coat-
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ing material and the hard coating material, which results
from the use of the plasma deposition process to deposit
both layers. In one embodiment, the coating 110, except
for the hydrophobic layer 160, is formed in a single coat-
ing process without removing the substrate 120 from the
process chamber. In yet another embodiment, the sub-
strate 120 is not removed from the process chamber and
input parameters such as chemical gas flow rates, are
varied during the coating process. By controlling and ad-
justing the deposition process parameters, individual lay-
er characteristics including composition, layer thickness,
hardness and modulus may be controlled and individually
selected for each deposited layer. Furthermore, deposi-
tion parameters such as bias voltage, pressure, temper-
ature and flow rate can be controlled and adjusted to
influence the microstructure of the coating and its relative
hardness or softness. Thus, two coatings with the same
chemical composition may have different coating densi-
ties having different hardness and modulus characteris-
tics.
[0045] The plasma based deposition process of the
current invention uses a plasma-enhanced chemical va-
por deposition (PECVD) that uses the energy of plasma
electrons to disassociate process gases. The plasma
source includes a radio frequency or microwave power
source and an appropriate applicator. For example, a
plasma reactor using microwave power at 2.45 GHz may
be used to dissociate and ionize the process gasses. The
layers can be deposited at low substrate temperatures
of between about 20°C to about 30°C. The PECVD con-
ditions, such as gas flow, deposition pressure, and plas-
ma power may be adjusted to produce a hard, transpar-
ent coating in accordance with known plasma deposition
principles.
[0046] The process further employs the principal of
Electron Cyclotron Resonance (ECR), in which a static
magnetic field is applied along the direction of microwave
propagation. Resonance occurs when the microwave ra-
dian frequency ω is equal to the cyclotron frequency ωc
= qB/me, where q is the electronic charge, B is the mag-
netic field strength, and me is the electron mass. If f =
2.45 GHz, the resonance field value is 875 Gauss. At
resonance, the electrons gyrate in synchronism with the
oscillating microwave field. The plasma electrons are
thus accelerated by the microwave field.
[0047] The process gas used in this deposition process
is oxygen used in combination with an organosilicon pre-
cursor. For example, the precursor gas may be any one
of octamethycyclotetrasiloxane (C8H24O4S14)), also
know as OMCTS, hexamethyldisiloxane (Si2C6H18O),
tetramethylcyclotetrasiloxane (Si4C4H16O4), and oc-
tamethylcyclotetrasiloxane ((SiO)4(CH3)8). In one em-
bodiment, OMCTS is used as the precursor gas. The
OMCTS vapor pressure at room temperature is approx-
imately one Torr, which greatly facilitates vapor introduc-
tion into the process chamber. Addtionally, the Hazard-
ous Materials Identification System (HMIS®) hazard rat-
ing for OMCTS is 1-2-0, which means that OMCTS is

about as safe as a typical house paint. In another em-
bodiment, combinations of different precursor gases may
be used.
[0048] To deposit the alternating layers of SiOxCy, the
OMCTS is heated to about 70°C to increase vapor pres-
sure of the OMCTS. The vapor is then metered into the
process chamber by a heated mass flow controller. The
vapor is introduced just above the substrate through four
ports equally spaced around the chamber, while oxygen
O2 is injected through four ports located under the input
microwave window. The ratio of OMCTS to O2 (OM-
CTS/O2) is between about 40-60 to form a soft layer and
is between about 15-35 to form a hard layer. In one em-
bodiment, the substrate is neither heated or cooled by
external systems and/or methods, and is at ambient tem-
perature at the start of the deposition process. The sub-
strate temperature may increase as a result of the coating
deposition. In another embodiment, the substrate tem-
perature is less than about 100°C during the deposition.
[0049] There are two methods that can be used to de-
posit the UV blocking layer 130. If using a solvent based
coating, spry, dip or float coating techniques are used.
These coatings include metal oxide particles, such as
zinc oxide particles, or contain an organic UV blocking
material such as a compound having a phenol group. UV
blocking coatings can also be deposited using PECVD
in a process similar to the hard coat deposition. For ex-
ample, zinc oxide coating can be deposited using a di-
ethylzinc and oxygen in a PECVD process.
[0050] The outer protective layer 160 may be applied
by a spray or dip process. In one example, a thin layer
of the coating solution is brushed on the substrate. The
substrate is allowed to dry and any resulting haze is gen-
tly buffed out with a microfiber towel.
[0051] In one embodiment, substrate 120, prior to be-
ing loaded into a plasma deposition chamber for the ap-
plication of the coating 110, may be first chemically
cleaned to remove contaminants such as hydrocarbons
and other undesirable materials. The cleaning process
may be accomplished using, for example, ultrasonic
cleaning in solvents or aqueous detergents. Once the
desired vacuum conditions are obtained, substrate 120
may be sputter cleaned using inert ions and/or oxygen
ions. Once the cleaning step is complete, the hard coating
application can commence.
[0052] Fig. 2 shows the test results for a 0.125 inch
thick quartz glass sample having a coating prepared in
accordance with the present disclosure. Quartz is trans-
parent in the UV region and thus the effect of UV blocking
characteristics of the coating can be clearly exemplified.
The spectrum of light transmitted through the UV blocking
layer was obtained with a UV-Vis spectrometer. The
transmitted light, or in other words, the light that passed
through the UV blocking layer, was compared with the
spectrum of solar light on the Earth’s surface, as provided
by Air Mass 1.5 common standard. As can be seen in
Fig. 2, nearly all of the UV light, as defined as wavelengths
of less than 390 nm, was blocked by the UV blocking
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layer. The peak in transmittance at 270 nm is not of con-
cern because there is not any irradiance in Air Mass 1.5
at that wavelength.
[0053] In another test, 0.125 inch thick transparent
composite samples having a coating prepared in accord-
ance with the present disclosure were prepared. These
samples and an uncoated sample were exposed to 300
kJ of UV light in an Atlas Ci4000 WeatherOmeter accord-
ing to SAE J 1960. The WeatherOmeter exposes sam-
ples to UV light at a controlled temperature and humidity
to simulate typical conditions. In this text, a visual inspec-
tion of the coated samples did not reveal any change in
color to the coated samples, while the uncoated samples
were yellow and had high haze.
[0054] Fig. 3 shows test results for another set of sam-
ples prepared according to the present disclosure. In this
test, the adhesion of the coating to 0.125 inch transparent
composite substrates was tested by forming a cross
hatch scribe of 5 parallel lines set 45 deg off upon the
samples and applying a tape over the scribed area. Ad-
ditional samples were prepared in accordance with the
present disclosure. Two sets of samples were prepared
for each coating. One set was scribed and immediately
tested. The second set was soaked in water for 24 hours.
The samples were dried off, scribed and tested. Adhesion
was analyzed for dry samples and after a 24 hour soak
(Type I and Type III). As can be seen in Fig. 3, the coating
according to the present disclosure had excellent adhe-
sion for both wet and dry tests. All coatings with an ad-
hesion of 8 or higher were considered to be passing ac-
cording to the criteria of this exemplary test.
[0055] Fig. 4 shows the test results for yet another test
of samples prepared according to the present disclosure.
In this test, coated 0.125 inch thick transparent composite
samples were tested for wear in accordance with the pro-
cedure described in ASTM D-1044-90, "Standard Test
Method for Resistance of Transparent Plastics to Surface
Abrasion", also known as a Taber Wear Test. The test
included tow CS-10 wheels to which a predetermined
weight of 500 gm load was applied. The wheels abraded
the coated substrate surface as the substrate was rotated
on a table. Increase in haze is used as the criteria for
measuring the severity of abrasion. In this test, the sam-
ples were exposed until the haze increased by 5% as a
result of abrasion. As can be seen in Fig. 4, the bare
substrates exhibited very poor wear resistance, while
substrates coated in accordance with the present disclo-
sure showed improved resistance to abrasion as com-
pared to uncoated substrates, polysiloxane coated sub-
strates, and UV blocking layer and polysiloxane coated
substrates.
[0056] This disclosure describes an extremely durable
transparent coating that provides UV protection to an un-
derlying substrate. In one embodiment, the coating may
be constantly monitored. Though this invention is aimed
at transparent substrates, such as windows, any critical
application where a hard, transparent protective coating
that provides UV protection is desired or required to pro-

tect a substrate is feasible.
[0057] While the disclosure has been described with
reference to a preferred embodiment, it will be under-
stood by those skilled in the art that various changes may
be made and equivalents may be substituted for ele-
ments thereof without departing from the scope of the
disclosure. In addition, many modifications may be made
to adapt a particular situation or material to the teachings
of the disclosure without departing from the essential
scope thereof. Therefore, it is intended that the disclosure
not be limited to the particular embodiment disclosed as
the best mode contemplated for carrying out this disclo-
sure, but that the disclosure will include all embodiments
falling within the scope of the appended claims. It is there-
fore intended that the following appended claims and
claims hereafter introduced are interpreted to include all
such modifications, permutations, additions, and sub-
combinations as are within their true spirit and scope.
[0058] The present invention also incorporates the fol-
lowing numbered clauses

1. A coating, comprising:

a UV blocking layer; and
a hard coating layer disposed above the UV
blocking layer;
wherein the hard coating layer has the general
formula SiOxCy .

2. The coating of clause 1, wherein the UV blocking
layer is a polysiloxane coating that blocks greater
than about 97% of UV radiation up to 375 nm.

3. The coating of clause 1, wherein the UV blocking
layer comprises a metal oxide.

4. The coating of clause 1, wherein the hard coating
comprises about 30% to about 35% Si, about 25%
to about 30% C, and about 40% to about 45% O.

5. The coating of clause 1, further comprising multi-
ple alternating layers of a soft coating and a hard
coating.

6. The coating of clause 1, further comprising a hy-
drophobic outer layer deposited upon the hard coat-
ing layer.

7. The coating of clause 1, wherein the UV blocking
layer comprises a first layer and a second layer,
wherein the first layer provides UV blocking and the
second layer provides a soft coating layer between
the first layer and the hard coating layer;

8. The coating of clause 7, wherein the first layer has
the general formula SiOxCy .

9. The coating of clause 7, wherein the soft coating
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comprises about 30% to about 35% Si, about 30%
to about 35% C, and about 30% to about 35% O.

10. The coating of clause 7, wherein the UV blocking
layer is a metal oxide layer.

11. An article comprising:

a substrate; and
a coating deposited upon the substrate,
wherein the coating comprises any of the coat-
ings of clauses 1 through clauses 10.

12. A method of forming a coating on a substrate,
comprising:

providing a substrate;
depositing UV blocking layer upon the substrate;
and
depositing a hard coating layer upon the UV
blocking layer;
wherein the hard coating has the general formu-
la SiOxCy .

13. The method of clause 13, wherein the UV block-
ing layer is deposited by depositing a coating layer
comprising a metal oxide.

14. The method of clause 13, wherein the UV block-
ing layer is deposited as a first layer providing UV
blocking and a second layer, wherein the second
layer is a soft coating layer.

15. The method of clause 14, wherein the soft coating
layer and the hard coating layer are deposited by a
plasma deposition process.

Claims

1. A coating, comprising:

a UV blocking layer; and
a hard coating layer disposed above the UV
blocking layer; and
a hydrophobic coating disposed above the hard
coating layer;
wherein the hard coating layer has the general
formula SiOxCy .

2. The coating of claim 1, wherein the UV blocking layer
is a polysiloxane coating that blocks greater than
about 97% of UV radiation up to 375 nm.

3. The coating of claim 1, wherein the UV blocking layer
comprises a metal oxide.

4. The coating of claim 1, wherein the hard coating com-

prises about 30% to about 35% Si, about 25% to
about 30% C, and about 40% to about 45% O.

5. The coating of claim 1, further comprising multiple
alternating layers of a soft coating and a hard coating.

6. The coating of claim 1, further comprising a hydro-
phobic outer layer deposited upon the hard coating
layer.

7. The coating of claim 1, wherein the UV blocking layer
comprises a first layer and a second layer, wherein
the first layer provides UV blocking and the second
layer provides a soft coating layer between the first
layer and the hard coating layer;

8. The coating of claim 7, wherein the first layer has
the general formula SiOxCy.

9. The coating of claim 7, wherein the soft coating com-
prises about 30% to about 35% Si, about 30% to
about 35% C, and about 30% to about 35% O.

10. The coating of claim 7, wherein the UV blocking layer
is a metal oxide layer.

11. An article comprising:

a substrate; and
a coating deposited upon the substrate,
wherein the coating comprises any of the coat-
ings of claims 1 through claim 10.

12. An article according to claim 11 wherein the sub-
strate is stretched acrylic.

13. A method of forming a coating on a substrate, com-
prising:

providing a substrate;
depositing UV blocking layer upon the substrate;
depositing a hard coating layer upon the UV
blocking layer; and
depositing a hydrophobic coating upon the hard
coating layer;
wherein the hard coating has the general formu-
la SiOxCy.

14. A method according to claim 13 wherein the sub-
strate is stretched acrylic
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