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Description

1. TECHNICAL FIELD

[0001] The present invention relates to a method for manufacturing an optical fiber base material.

2. DESCRIPTION OF THE RELATED ART

[0002] A method for manufacturing an optical fiber base material includes producing glass fine particles through a
hydrolysis of a glass material gas in a flame and depositing the produced glass fine particles onto a rotating starting
member. For example, Outside Vapor Deposition (OVD) method attaches and deposits glass fine particles generated
in a flame of a burner onto a starting member while the starting member is being rotated and reciprocated relative to the
burner, to obtain a soot (or a deposit of glass fine particles), and then dehydrates and sinters the soot in an electric furnace.
[0003] Examined Japanese Patent Publication No. 03-009047 proposes a multi-nozzle burner that is configured such
that small-diameter gas discharge ports ejecting an oxidizing gas are disposed within a combustible gas discharge port
so as to surround a centrally arranged material gas discharge port. Japanese Patent Application Publications Nos.
10-101343 and 2003-226544 disclose a technique to properly adjust the focus distances of the small-diameter gas
discharge ports ejecting an oxidizing gas to boost the blending of the ejected gases. Japanese Patent Application
Publication No. 2006-182624 discloses that the flow rate ratio between the oxidizing gas supplied through the small-
diameter gas discharge ports and the combustible gas and the flow speed ratio between the oxidizing gas supplied
through the small-diameter gas discharge ports and the glass material gas may be adjusted in order to optimize the gas
discharge conditions. JP 2003-165737 A1 discloses a method for manufacturing an optical fiber material comprising
blowing out the raw material gas, a combustible gas, a supporting gas and a seal gas from a burner, hydrolyzing the
raw material gas in flame to generate glass fine particles, and accumulating the glass find particles on the target. The
feet rate of the supporting gas blown from the nozzles is adjusted at the flow rate of 19 m/s or more and 35 m/s or less.
[0004] To fabricate a deposit of glass fine particles, a concentric multi-tube burner is used. When the concentric multi-
tube burner does not sufficiently blend together a glass material gas, a combustible gas, and an oxidizing gas, however,
the yield of the glass fine particles decreases. In this case, it is difficult to fabricate soot within a short period of time. On
the other hand, if the blending of the glass material gas, the combustible gas, and the oxidizing gas is positively boosted,
the glass fine particle production efficiency does increase but the instability of the flame increases. This lowers the ratio
of the glass fine particles deposited onto the target surface. Accordingly, the improvement of the glass fine particle
production efficiency is not fully turned into the increase in the deposition speed.
[0005] Furthermore, as the base materials increase in size, the flow rates of the gases supplied to the burner similarly
increase. The increase in gas flow rate requires an increase in the distance between the burner and the deposition target
surface for the purpose of protecting the burner against the radiation heat and preventing the glass fine particles from
attaching onto the end of the burner. This requirement makes the flow of the flame generated by the burner unstable
and makes it difficult to improve the deposition efficiency.

SUMMARY

[0006] Therefore, it is an object of an aspect of the innovations herein to provide a method for manufacturing an optical
fiber base material, which is capable of overcoming the above drawbacks accompanying the related art. The above and
other objects can be achieved by combinations described in the independent claims. The dependent claims define further
advantageous and exemplary combinations of the innovations herein.
[0007] According to an aspect related to the innovations herein, one exemplary method for manufacturing an optical
fiber base material includes producing glass fine particles through a hydrolysis of a glass material gas in a flame created
by an oxidizing gas and a combustible gas. The method uses a burner including: a central gas discharge port that ejects
a gas containing an oxidizing gas; a plurality of small-diameter gas discharge ports that are arranged in a concentric
circle with the central gas discharge port so as to externally surround the central gas dischargeport, where thepluralityof
small-diametergas discharge ports eject a gas containing an oxidizing gas; a combustible gas discharge port that is
concentrically arranged with the central gas discharge port so as to externally surround the central gas discharge port,
where the combustible gas discharge port has the plurality of small-diameter gas discharge port arranged therein and
the combustible gas discharge port ejects a combustible gas; and an oxidizing gas discharge port that is concentrically
arranged with the central gas discharge port so as to externally surround the combustible gas discharge port, the oxidizing
gas discharge port ejecting an oxidizing gas. Here, relations of H/(O1 + O2 + O3) > 2 and O1 < O2 < O3 are both satisfied
where O1 denotes a gas flow rate at the central gas discharge port, O2 denotes a gas flow rate at the plurality of small-
diameter gas discharge ports, O3 denotes a gas flow rate at the oxidizing gas discharge port, and H denotes a gas flow
rate at the combustible gas discharge port.
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BRIEF DESCRIPTION OF THE DRAWINGS

[0008]

Fig. 1 is a schematic view illustrating an apparatus for manufacturing an optical fiber base material.
Fig. 2 is a schematic view illustrating the horizontal section of the end of a burner.

DESCRIPTION OF EXEMPLARY EMBODIMENTS

[0009] Some aspects of the invention will now be described based on the embodiments, which do not intend to limit
the scope of the present invention, but exemplify the invention. All of the features and the combinations thereof described
in the embodiment are not necessarily essential to the invention.
[0010] Fig. 1 is a schematic view illustrating an apparatus for manufacturing an optical fiber base material by means
of the OVD method. The apparatus includes a burner 3 positioned within a reaction chamber, an ingot chuck mechanism
4, and an exhaust hood 5.
[0011] The ingot chuck mechanism 4 holds dummy rods 2 welded to the respective ends of a core portion 1 of an
optical fiber base material and horizontally holds the core portion 1 and dummy rods 2 within the reaction chamber.
Furthermore, the ingot chuck mechanism 4 rotates the core portion 1 and dummy rods 2 around the rotation axis extending
in the longitudinal direction of the dummy rods 2.
[0012] The burner 3 is positioned below the core portion 1, which is held by the ingot chuck mechanism 4. The burner
3 sprays a flame onto the side surface of the core portion 1 while being reciprocated along the core portion 1 as indicated
by the arrow in Fig. 1 by a burner guide mechanism (not shown).
[0013] Here, the burner 3 is reciprocated in order that a starting member including the core portion 1 and the dummy
rods 2 and the burner 3 reciprocate relative to each other. Therefore, in place of the burner 3 , it may be the starting
member which is reciprocated in its longitudinal direction.
[0014] The exhaust hood 5 is positioned above the core portion 1. The exhaust hood 5 removes from the reaction
chamber the gases and the glass fine particles that are output from the burner 3 but are not deposited onto the core
portion 1.
[0015] Fig. 2 is a schematic view illustrating the horizontal section of the end of the burner 3. The burner 3 is a concentric
multi-tube burner, and includes a central gas discharge port 6, seal gas discharge ports 7 and 10, a combustible gas
discharge port 8, and small-diameter gas discharge ports 9.
[0016] The central gas discharge port 6 is positioned at the center of the burner 3. The seal gas discharge port 7 is
positioned so as to externally surround the central gas discharge port 6 concentrically with the central gas discharge port 6.
[0017] The combustible gas discharge port 8 is positioned so as to externally surround the seal gas discharge port 7
concentrically with the central gas discharge port 6 and the seal gas discharge port 7. The combustible gas discharge
port 8 includes therein eight small-diameter gas discharge ports 9.
[0018] The eight small-diameter gas discharge ports 9 are arranged in single circle concentrically with the central gas
discharge port 6. The eight small-diameter gas discharge ports 9 in the same circle have the same focus distance. The
combustible gas discharge port 8 is further externally surrounded by the seal gas discharge port 10 and the oxidizing
gas discharge port 11 in the stated order. The seal gas discharge port 10 and the oxidizing gas discharge port 11 are
concentrically arranged with the combustible gas discharge port 8.
[0019] In the burner 3 having the above-described configuration, the central gas discharge port 6 ejects a glass material
gas, which is a rawmaterial of the optical fiber glass base material, together with an oxidizing gas. The combustible gas
discharge port 8 ejects a combustible gas, and the seal gas discharge ports 7 and 10 eject a seal gas. The small-diameter
gas discharge ports 9 and the oxidizing gas discharge port 11 eject an oxidizing gas.
[0020] In the above-described burner 3, the combustible gas from the combustible gas discharge port 8 is supplied
from inside and outside with the oxidizing gas from the small-diameter gas discharge ports 9 and the oxidizing gas from
the oxidizing gas discharge port 11. With such a configuration, the combustible gas and the oxidizing gas are not wasted
and sufficiently mix together in the burner 3. Furthermore, the burner 3 can prevent the combustible gas from spreading
outwards and from flowing unstably.
[0021] Here, attention is focused on the flow speed distribution among the various discharge ports in the burner 3.
Specifically speaking, the gas flow speeds at the respective discharge ports may be controlled so as to satisfy the
following Expression 1. 
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Here, V1 denotes the gas flow speed at the central gas discharge port 6, which discharges the glass material gas together
with the oxidizing gas, V2 denotes the gas flow speed at the small-diameter gas discharge ports 9, which discharge the
oxidizing gas , V3 denotes the gas flow speed at the combustible gas discharge port 8, which discharges the combustible
gas, and V4 denotes the gas flow speed at the oxidizing gas discharge port 11, which discharges the oxidizing gas. Such
a flow speed control boosts the blending of the gases and can stabilize the flow of the flame created by the burner 3.
[0022] Even if the above flow speed condition is satisfied, an excessively high gas flow rate at the central gas discharge
port 6 may inhibit the reaction of the glass material gas and thus lower the deposition speed of the glass fine particles
onto the starting member. Also, if an excessively large amount of oxidizing gas is supplied to the small-diameter gas
discharge ports 9, the gas flowmay cool the deposition target surface of the starting member. Therefore, the deposition
ratio of the glass fine particles onto the starting member decreases. Furthermore, if the combustible gas discharge port
8 is supplied from outside with an excessively small amount of oxidizing gas, the combustible gas cannot be prevented
from spreading outwards and the flow of the flame becomes less stable, which may inhibit the deposition of the glass
fine particles onto the starting member.
[0023] Here, attention is focused on the flow rate distribution among the various discharge ports. Specifically speaking,
the gas flow rates of the respective gas discharge ports are controlled so as to satisfy the conditions represented by the
following Expressions 2 and 3. 

Here, O1 denotes the flow rate of the gas supplied through the central gas discharge port 6, O2 denotes the flow rate of
the oxidizing gas supplied to the small-diameter gas discharge ports 9, O3 denotes the flow rate of the oxidizing gas
supplied to the oxidizing gas discharge port 11, and H denotes the flow rate of the combustible gas supplied to the
combustible gas discharge port 8.
[0024] Controlling the gas flow rate distribution in the above fashion enables the oxidizing gas and the combustible
gas to be blended with the flow of the glass material gas and the oxidizing gas at the center ina stable and concentrated
manner. Specifically speaking, since the flow speed of the oxidizing gas ejected from the small-diameter gas discharge
ports 9 is set higher than the flow speed of the combustible gas, the low-speed combustible gas is drawn into the high-
speed oxidizing gas during the blending of the combustible gas and the oxidizing gas. In addition, the flow of the high-
speed oxidizing gas serves as the center of the flow of the low-speed combustible gas, which forms a stable flow of a
gas mixture in which the combustible gas stably flows along the flow of the oxidizing gas. Consequently, the above-
described flow rate distribution control can boost the blending of the combustible gas and the oxidizing gas with it being
possible to stabilize the flow of the flame.
[0025] Furthermore, the flow speed of the gas mixture containing the glass material gas and the oxidizing gas is set
higher than the flow speed of the surrounding gas mixture containing the combustible gas and the oxidizing gas. In this
manner, the gas mixture containing the combustible gas and the oxidizing gas is drawn into and blended with the gas
mixture of the glass material gas and the oxidizing gas. Consequently, the blending of the combustible gas and the
oxidizing gas into the glass material gas is boosted, which in turn improves the glass fine particle production efficiency.
Also, the flow of the gas mixture containing the glass material gas and the oxidizing gas serves as the center of the flow
of the gas mixture containing the combustible gas and the oxidizing gas. This further improves the stability of the flow
of the flame.
[0026] In addition, the flow speed of the oxidizing gas ejected from the oxidizing gas discharge port 11 is set lower
than the flow speed of the combustible gas. Such a control enables the flux of the combustible gas to be concentrated
with it being possible to prevent the combustible gas from spreading into the surrounding intra-chamber atmosphere.
As a result, the flow of the flame is stabilized.
[0027] Controlling the flow speeds and rates of the combustible gas flow and the three proximate different oxidizing
gas flows in the above-described manner can stabilize the flow of the flame with it being possible to boost the blending
of the gases. Thus, the present invention can improve both the yield and deposition efficiency of the glass fine particles.

<First Example>

[0028] The first example is not according to the invention and serves only illustrative purposes not falling with the
definition of the claims. The apparatus illustrated in Fig. 1 was used to manufacture optical fiber base materials based
on the OVD method. The starting member was provided by welding the pair of dummy rods 2 with an outer diameter of
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50 mm to the respective ends of the core portion 1 (core rod) with an outer diameter of 50 mm and a length of 1,000 mm.
[0029] The burner 3 has the structure shown in Fig. 2. The focus distances of the small-diameter gas discharge ports
9 were uniformly set at 150 mm. Table 1 shows the gases supplied to the central gas discharge port 6 (FIRST TUBE),
the seal gas discharge ports 7 and 10 (SECOND TUBE AND FOURTH TUBE), the combustible gas discharge port 8
(THIRD TUBE) and the small-diameter gas discharge ports 9.

[0030] Under the above conditions, the burner 3 generated a flame and sprays the flame onto the starting member.
In this case, 50 kg of the glass fine particles , which were producedby the hydrolysis in the flame, were deposited onto
the starting member, to form an optical fiber base material. In addition, while the flow rates of the gases supplied to the
burner 3 were kept at the same level, the flow speeds at the respective discharge ports were varied in first, second, third
and fourth comparison examples. Table 2 shows the flow speeds of the gases in a first example and the first to fourth
comparison examples.

[0031] In Table 2, V1 denotes the gas flow speed at the central gas discharge port 6 (FIRST TUBE), V2 denotes the
gas flow speed at the small-diameter gas discharge ports 9, V3 denotes the gas flow speed at the combustible gas
discharge port 8 (THIRD TUBE), and V4 denotes, the gas flow speed at the oxidizing gas discharge port 11 (FIFTH TUBE).
[0032] As seen from Table 2, a deposition efficiency of 68.0 % was achieved in the first example, where the gas flow
speeds of the respective gas discharge ports were controlled so as to satisfy the condition of V1 > V2 > V3 > V4. During
the optical fiber base material manufacturing process in the first example, the gases were well blended together while
the flame remained concentrated, which stabilized the flow of the flame.
[0033] In the first comparison example, the flow speed V1 was decreased by increasing the inner diameter of the
central gas discharge port 6 (FIRST TUBE). In this case, the flame generated by the burner 3 spread, which made the
surrounding flow of the oxyhydrogen flame unstable. The glass fine particle deposition efficiency also dropped to 64.6 %.
[0034] In the second comparison example, the flow speed V2 was decreased by increasing the inner diameter of the
small-diameter gas discharge ports 9. In this case, the hydrogen flame became less concentrated, and the glass fine
particle deposition efficiency dropped to 63.8 %.
[0035] In the third comparison example, the flow speed V4 was increased by reducing the inner diameter of oxidizing
gas discharge port 11 (FIFTH TUBE). In this case, the flow of the hydrogen flame became unstable because it was
drawn into the flow of the oxidizing gas and spread outwards. Consequently, the deposition efficiency dropped to 66.0 %.
[0036] In the fourth comparison example, the flow speeds of the respective discharge ports were set so as to satisfy
the relation represented by the following Expression 4. 

<Table 1>

FIRST TUBE SiCl4+ O2

SECOND TUBE SEAL GAS

THIRD TUBE H2

FOURTH TUBE SEAL GAS

FIFTH TUBE O2

SMALL-DIAMETER GAS DISCHARGE PORT O2

<Table 2>

V1 m/s V2 m/s V3 m/s V4 m/s DEPOSITION EFFICIENCY %

Embodiment 1 29.5 25.9 12.1 2.1 68.0

Comparison 1 22.6 25.9 12.1 2.1 64.6

Comparison 2 29.5 9.3 12.1 2.1 63.8

Comparison 3 29.5 25.9 12.1 14.0 66.0

Comparison 4 10.0 12.1 13.4 14.0 63.0
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[0037] In this case, the flow of the flame became significantly less concentrated as a whole, and the deposition efficiency
dropped to as low as 43.0 %.

<Second Example>

[0038] The second example is not according to the invention and serves only illustrative purposes not falling with the
definition of the claims. The burner 3 having the same configuration as in the first example was used to deposit 50 kg
of glass fine particles onto the starting member having the same configuration as in the first example. In a second
example, however, the flow rates of the gases supplied to the respective discharge ports were varied to alter the flow
speed ratio among the ports.

<Embodiment of the Invention>

[0039] The burner 3 having the same configuration as in the first example was used to deposit 50 kg of glass fine
particles onto the starting member having the same configuration as in the first example. However, the flow rates of the
respective discharge ports were varied in the embodiment and fifth to eighth comparison examples under the condition
that the flow speed V1 at the central gas discharge port 6 ejecting the oxidizing gas remained constant at 29.5 m/s, the
flow speed V2 at the small-diameter gas discharge ports 9 remained constant at 25.9 m/s, and the flow speed V4 at the
oxidizing gas discharge port 11 remained at 2.1 m/s.
[0040] Table 3 shows the flow rates at the respective discharge ports in the embodiment and the fifth to eighth com-
parison examples . In Table 3, O1 denotes the gas flow rate of the central gas discharge port 6, O2 denotes the gas flow
rate of the small-diameter gas discharge ports 9, and O3 denotes the gas flow rate of the oxidizing gas discharge port 11.

[0041] As shown in Table 3, the embodiment was made under such conditions as to satisfy the relations represented
by the following Expressions 2 and 3. 

[0042] As seen from Table 3, the embodiment achieved a deposition efficiency of 68.0 %.
[0043] In the fifth comparison example, where the flow rates were set at such values not to satisfy the relation repre-
sented by Expression 2, the combustible gas was not sufficiently supplied, and the deposition efficiency dropped to 65.7
%. In the sixth to eighth comparison examples, where the flow rates were set at such values not to satisfy the relation
represented by Expression 3, the deposition efficiency similarly dropped.
[0044] As is apparent from the above, the above-described method can boost the blending of the combustible gas
and the oxidizing gas even when there is a large distance from the end of the burner to the deposition target surface,
thereby increasing the glass fine particle production efficiency. The present invention can also stabilize the flow of the
flame and thus achieve a high deposition efficiency for the produced glass fine particles.
[0045] Therefore, the present invention can improve the deposition speed during the optical fiber base material man-
ufacturing process. Consequently, the present invention can improve the productivity of the optical fiber base material
manufacturing method.

<Table 3>

O1 L/min. O2 L/min. O3 L/min. H2 L/min. DEPOSITION EFFICIENCY %

Embodiment 3 10.0 22.0 35.0 150 68.0

Comparison 5 12.0 26.4 42.0 150 65.7

Comparison 6 25.0 22.0 35.0 150 62.7

Comparison 7 10.0 40.0 35.0 150 65.1

Comparison 8 10.0 22.0 15.0 150 66.5
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Claims

1. A method for manufacturing an optical fiber base material including producing glass fine particles through a hydrolysis
of a glass material gas in a flame created by an oxidizing gas and a combustible gas, the method using a burner
(3) comprising:

a central gas discharge port (6) that ejects a gas containing an oxidizing gas;
a plurality of small-diameter gas discharge ports (9) that are arranged in a concentric circle with the central gas
discharge port (6) so as to externally surround the central gas discharge port (6), the plurality of small-diameter
gas discharge ports (9) ejecting a gas containing an oxidizing gas;
a combustible gas discharge port (8) that is concentrically arranged with the central gas discharge port (6) so
as to externally surround the central gas discharge port (6), the combustible gas discharge port (8) having the
plurality of small-diameter gas discharge port (9) arranged therein, the combustible gas discharge port (8)
ejecting a combustible gas; and
an oxidizing gas discharge port (11) that is concentrically arranged with the central gas discharge port (6) so
as to externally surround the combustible gas discharge port (8), the oxidizing gas discharge port (11) ejecting
an oxidizing gas,
characterized in that
relations of H/(O1 + O2 + O3) > 2 and O1 < O2 < O3 are both satisfied where O1 denotes a gas flow rate at the
central gas discharge port (6), O2 denotes a gas flow rate at the plurality of small-diameter gas discharge ports
(9), O3 denotes a gas flow rate at the oxidizing gas discharge port (11), and H denotes a gas flow rate at the
combustible gas discharge port (8).

2. The method as set forth in claim 1, wherein
the gas ejected from the central gas discharge port (6) contains the glass material gas of which the optical fiber
base material is made.

3. The method as set forth in one of claims 1 and 2, wherein
the plurality of small-diameter gas discharge ports (9) have the same focus distance.

Patentansprüche

1. Verfahren zum Herstellen eines Lichtleitfaserbasismaterials, mit dem Erzeugen von Glasfeinpartikeln durch eine
Hydrolyse eines Glasmaterials in einer Flamme, die durch ein oxidierendes Gas und ein brennbares Gas erzeugt
wird, wobei das Verfahren einen Brenner (3) verwendet, mit:

einer mittigen Gasausstoßöffnung (6), über die ein ein oxidierendes Gas enthaltendes Gas ausgestoßen wird;
mehreren Gasausstoßöffnungen (9) mit kleinem Durchmesser, die in einem konzentrischen Kreis bezüglich
der mittigen Gasausstoßöffnung (6) angeordnet sind, so dass sie die mittige Gasausstoßöffnung (6) außen
umschließen, wobei die mehreren Gasausstoßöffnungen (9) mit kleinem Durchmesser ein ein oxidierendes
Gas enthaltendes Gas ausstoßen;
einer Gasausstoßöffnung (8) für ein brennbares Gas, die bezüglich der mittigen Gasausstoßöffnung (6) kon-
zentrisch angeordnet ist, so dass sie die mittige Gasausstoßöffnung (6) außen umschließt, wobei die Gasaus-
stoßöffnungen (9) mit kleinem Durchmesser in der Gasausstoßöffnung (8) für ein brennbares Gas angeordnet
sind, und wobei die Gasausstoßöffnung (8) für ein brennbares Gas ein brennbares Gas ausstößt; und
einer Gasausstoßöffnung (11) für ein oxidierendes Gas, die bezüglich der mittigen Gasausstoßöffnung (6)
konzentrisch angeordnet ist, so dass sie die Gasausstoßöffnung (8) für ein brennbares Gas umschließt, wobei
die Gasausstoßöffnung (11) für ein oxidierendes Gas ein oxidierendes Gas ausstößt;
dadurch gekennzeichnet, dass
die Beziehungen H/(O1 + O2 + O3) > 2 und O1 < O2 < O3 beide erfüllt sind, wobei O1 eine Gasdurchflussrate
an der mittigen Gasausstoßöffnung (6), O2 eine Gasdurchflussrate an den mehreren Gasausstoßöffnungen (9)
mit kleinem Durchmesser, O3 eine Gasdurchflussrate an der Gasausstoßöffnung (11) für ein oxidierendes Gas
und H eine Gasdurchflussrate an der Gasausstoßöffnung (8) für ein brennbares Gas bezeichnen.

2. Verfahren nach Anspruch 1, wobei
das von der mittigen Gasausstoßöffnung (6) ausgestoßene Gas das Glasmaterialgas enthält, aus dem das Licht-
leitfaserbasismaterial hergestellt ist.
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3. Verfahren nach Anspruch 1 oder 2, wobei die mehreren Gasausstoßöffnungen (9) mit kleinem Durchmesser den
gleichen Fokusabstand haben.

Revendications

1. Procédé de fabrication d’un matériau de base d’une fibre optique incluant la production de fines particules en verre
par l’hydrolyse d’un gaz de matériau de verre dans une flamme créée par un gaz oxydant et un gaz combustible,
le procédé utilisant un brûleur (3) comprenant :

un port central de décharge de gaz (6) qui expulse un gaz renfermant un gaz oxydant ;
une pluralité de ports de décharge de gaz de petits diamètres (9) qui sont disposés en un cercle concentrique
par rapport au port central de décharge du gaz (6) de façon à entourer par l’extérieur le port central de décharge
du gaz (6), la pluralité de ports de décharge de gaz de petits diamètres (9) expulsant un gaz renfermant un gaz
oxydant ;
un port de décharge du gaz combustible (8) qui est disposé de manière concentrique avec le port central de
décharge de gaz (6) de façon à entourer par l’extérieur le port central de décharge du gaz (6), le port de décharge
du gaz combustible (8) ayant une pluralité de ports de décharge de gaz de petits diamètres (9) qui y sont
disposés, le port de décharge du gaz combustible (8) expulsant un gaz combustible ; et
un port de décharge du gaz oxydant (11) qui est disposé de manière concentrique avec le port central de
décharge du gaz (6) de façon à entourer par l’extérieur le port de décharge du gaz combustible (8), le port de
décharge du gaz oxydant (11) expulsant un gaz oxydant,
caractérisé en ce que
les relations H / (O1 + O2 + O3) > 2 et O1 < O2 < O2 sont toutes les deux satisfaites où O1 indique une vitesse
le débit du gaz au port central de décharge du gaz (6), O2 indique un débit du gaz à la pluralité des ports de
décharge de petits diamètres (9), O3 indique un débit du gaz au port de décharge du gaz oxydant (11), et H
indique un débit du gaz au port de décharge du gaz inflammable (8).

2. Procédé selon la revendication 1, dans lequel
le gaz expulsé du port central de décharge du gaz (6) renferme le gaz du matériau en verre dont est fait le matériau
de base de la fibre optique.

3. Procédé selon l’une des revendications 1 et 2, dans lequel la pluralité des ports de décharge du gaz de petits
diamètres (9) ont la même distance focale.
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