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(54) MANUFACTURING PROCESS OF MOLDING STRESS CONTROL MODULE FOR 
CROSS-LINKED POLYETHYLENE INSULATION CABLE BODY TERMINAL

(57) The present invention discloses a manufactur-
ing process for a termination injection molding stress con-
trol module for cross-linked polyethylene insulated cable
body, which comprises the steps of melting and
cross-linking a cable factory insulation layer and a filling
insulation; melting and cross-linking the cable factory
semiconducting layer and a filling semiconducting layer;
and melting and cross-linking the filling insulation and
the filling semiconducting layer. The manufacturing proc-
ess is convenient to operate, and the manufactured
stress control module is integrated with the cable body;
the electrical property of electric field stress distribution
is stable, the problem that an active interface is generated
between the cable and the stress control module as they

are made of different materials is solved, and the problem
of breakdown of cable insulation as a result of local elec-
tric field distortion of the insulating layer caused by space
charge accumulation at an insulation border is avoided.
The manufacturing process of the present invention
breaks through the technical bottleneck in the industry
worldwide that an ultra-high voltage DC cable is free of
termination connection, and meets the requirements for
submarine cable as well as AC and DC high-voltage/ul-
tra-high-voltage cable termination on-site manufacture
and breakdown rescue.
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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a process tech-
nology for a termination injection molding stress control
module for cross-linked polyethylene insulated cable
body, which is applicable to an on-site manufacturing
process for a termination injection molding stress control
module for 66 kv to 500 kV AC high voltage and ultra-
high voltage, 610 kV to 6500 kV DC cross-linked poly-
ethylene insulated cable body.

BACKGROUND OF THE INVENTION

[0002] Distortion of an electric field at a termination of
a conventional 66 kV to 500 kV AC high voltage and ultra-
high voltage, 6 10 kV to 6 500 kV DC cross-linked pol-
yethylene insulated power cable may occur. In order to
overcome the effects associated with distortion of the
electric field, an outer semiconducting layer of the cable
needs stress control design at the cutting position. Up to
now, considerable achievements have been made in the
technical field of cable termination stress control world-
wide, and accessories designed accordingly have been
put into market. Stress control within these accessories
is accomplished in advance within the factory by profes-
sional manufacturers, that is, the accessories are pre-
manufactured, and then assembled and fitted onto the
cable body at site. An active interface exists between a
stress cone and the cable body insulation. There are
complications such as micro air gaps, micro water, im-
purities as well as insulation grease and the like in the
active interface which easily results in creeping discharge
of the air gaps and space charge accumulation and there-
fore local distortion of the electric field, thereby finally
leading to insulation breakdown and imposing con-
straints on the safe operation of the cable system.

SUMMARY

[0003] In view of the above problems, the present in-
vention provides a manufacturing process for a termina-
tion injection molding stress control module for cross-
linked polyethylene insulated cable body, which is simple
in construction, low in cost, and safe and reliable.
[0004] The technical scheme that the present invention
adopts to solve its technical problems is described as
follows.
[0005] A manufacturing process for termination injec-
tion molding stress control module for cross-linked poly-
ethylene insulated cable body comprises the following
steps: a. according to the requirements of the manufac-
turing process, stripping and cutting an outer protection
layer and a metal protection layer at the cable termina-
tion, stripping the outer semiconducting layer (i.e., the
factory outer semiconducting layer) of the cable, and
grinding and smoothing the cable insulation (i.e., the fac-

tory insulation surface);mounting a molding machine at
a port of the factory outer semiconducting layer of the
cable, fixing the cable in the center of molding cavity of
the insulation molding machine, and connecting a small
extruder and a control instrument; when the insulation
molding machine is started up and preheated to a tem-
perature at which the cross-linked polyethylene melts,
extruding the molten cross-linked polyethylene insulation
(i.e., the filling insulation) having the same material as
the cable insulation into a cavity of the molding machine,
and raising the temperature and performing crosslinking
through heating to allow the factory insulation and the
filling insulation to melt, graft and combine into an inte-
grated insulation after the molding cavity of the molding
machine is filled with the filling insulation; and removing
the insulation molding machine after it is cooled to obtain
a particularly molded body of the cable termination stress
control module insulation; and b. mounting a filling sem-
iconducting layer molding machine at the port of the fac-
tory outer semiconducting layer of the cable; mounting
and fixing the particularly molded body of the stress con-
trol module insulation in the center of molding cavity of
the filling semiconducting layer molding machine, con-
necting the small extruder and the control instrument,
and preheating the extruder; when the molding machine
is started up and preheated to a temperature at which a
cross-linked semiconducting material melts, starting the
extruder to extrude the molten semiconducting material
having the same material as the outer semiconducting
layer of the cable into a cavity of the filling semiconducting
layer molding machine to form a filling semiconducting
layer, stopping the extruder after the cavity of the semi-
conducting layer molding machine is filled with the molten
filling semiconducting material, and then raising the tem-
perature and performing crosslinking through heating to
allow the factory outer semiconducting layer, the factory
insulation, the filling insulation and the filling semicon-
ducting layer to melt, graft and combine with each other;
and removing the insulation molding machine after it is
cooled to obtain a particularly molded body of conduction
and insulation of a cable termination stress control mod-
ule.
[0006] Wherein in step a, the cable body is first put into
the insulation molding machine for fixation and sealing
before the molten cross-linked polyethylene cable insu-
lation material is filled, and the molding machine is heated
to 120 °C and maintained at this temperature; then the
extruder is started to extrude the molten cross-linked pol-
yethylene insulation in the extruder into the molding ma-
chine after the extruder is heated to a temperature be-
tween 105 °C and 120 °C, the extruding is stopped when
the pressure within the molding machine reaches 2 MPa
to 5 MPa, and at this time the cross-linked polyethylene
insulation filled has been molded; meanwhile the insula-
tion molding machine is heated and maintained at 150
°C to 160 °C, and the pressure is maintained at 3 MPa
to 5 MPa, under which circumstances the crosslinking is
performed for 3 to 8 hours to allow the cable factory in-
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sulation layer and the filling insulation to cross link and
melt into one body.
[0007] In step b, the particularly molded body of the
cable stress control module insulation is mounted and
fixed in the center of molding cavity of the filling semi-
conducting layer molding machine before the molten
cross-linked semiconducting material is filled, and the
molding machine is heated to 120 °C and maintained at
this temperature; after the small extruder and the control
instrument are connected, and the extruder is heated to
a temperature between 105 °C and 120 °C, the extruder
is started to extrude the molten cross-linked semicon-
ducting material into the semiconducting layer molding
machine; the extruding is stopped when the pressure
within the molding machine reaches 2 MPa to 5 MPa,
and at this time the cross-linked semiconducting material
has been molded in the molding machine; meanwhile the
semiconducting layer molding machine is heated and
maintained at 150 °C to 160 °C, and the pressure is main-
tained at 3 MPa to 5 MPa, under which circumstances
the crosslinking is performed for 3 to 8 hours to allow the
cable factory insulation layer, the filling insulation and the
filling semiconducting layer to cross link and melt into
one body.
[0008] The whole filling insulation takes a shape of a
data pit which is high in the middle part and small at two
ends, and the highest middle filling insulation is inwardly
configured as a concave curve, such that the filling sem-
iconducting layer is composited on the concave curve
and is connected with the stripped and cut port of the
outer semiconducting layer of the cable.
[0009] The present invention has the beneficial effects
that the manufacturing process is convenient to operate,
and the manufactured stress control module is integrated
with the cable body; the electrical property of electric field
stress distribution is stable, the problem that an active
interface is generated between the cable and the stress
control module as they are made of different materials is
solved, and the problem of breakdown of cable insulation
as a result of local electric field distortion of the insulating
layer caused by space charge accumulation at an insu-
lation border is avoided. The manufacturing process of
the present invention breaks through the technical bot-
tleneck in the industry worldwide that an ultra-high volt-
age DC cable is free of termination connection, and
meets the requirements for submarine cable as well as
AC and DC high-voltage/ultra-high-voltage cable termi-
nation on-site manufacture and breakdown rescue.

BRIEF DESCRIPTION OF DRAWINGS

[0010] A further description will be made below in con-
nection with the accompanying drawings and preferred
embodiments of the present invention.

Figure 1 is a structural schematic diagram of a stress
control module manufactured according to the
present invention; and

Figure 2 is a structural schematic diagram of one
embodiment of a cable terminal.

DETAILED DESCRIPTION OF THE EMBODIMENTS

[0011] The manufacturing process of the present in-
vention is used for overcoming electric field distortion at
the stripping and cutting position of the semiconducting
layer of the cable body termination, thereby preventing
breakdown at this position. This position is mainly sub-
jected to the following processes: melting and crosslink-
ing of the factory insulation layer and the filling insulation;
melting and crosslinking of the factory semiconducting
layer and the filling semiconducting layer; and melting
and crosslinking of the filling insulation and the filling sem-
iconducting layer. After the above-mentioned operations,
the injection molding manufacture of the stress control
module may be accomplished. Then, the manufacture of
a cable terminal may be started subsequently.
[0012] In particular, as shown in Figure 1, the manu-
facturing process comprises the following steps: accord-
ing to the requirements of the manufacturing process,
stripping and cutting an outer protection layer and a metal
protection layer at the cable termination, stripping an out-
er semiconducting layer (i.e., a factory outer semicon-
ducting layer 2) of cable 1, and grinding and smoothing
the cable insulation (i.e., the factory insulation surface 3)
;mounting a molding machine at a port of the factory outer
semiconducting layer 2 of the cable, fixing the cable in
the center of molding cavity of the insulation molding ma-
chine, and connecting a small extruder and a control in-
strument; extruding a molten cross-linked polyethylene
insulation (i.e., a filling insulation 4) having the same ma-
terial as the cable insulation into a cavity of a molding
machine when the insulation molding machine is started
up and preheated to a temperature at which the cross-
linked polyethylene melts, and raising the temperature
and performing crosslinking through heating to allow the
factory insulation 3 and the filling insulation 4 to melt,
graft and combine into an integrated insulation after the
molding cavity of the molding machine is filled with the
filling insulation 4;and removing the insulation molding
machine after it is cooled to obtain a particularly molded
body of a cable termination stress control module insu-
lation. Wherein the cable body is first put into the insula-
tion molding machine for fixation and sealing before the
molten cross-linked polyethylene cable insulation mate-
rial is filled, and the molding machine is heated to 120
°C and maintained at this temperature; then the extruder
is started to extrude the molten cross-linked polyethylene
insulation in the extruder into the molding machine after
the extruder is heated to a temperature between 105 °C
and 120 °C, the extruding is stopped when the pressure
within the molding machine reaches 2 MPa to 5 MPa,
and at this time the cross-linked polyethylene insulation
filled has been molded; meanwhile the insulation molding
machine is heated and maintained at 150 °C to 160 °C,
and the pressure is maintained at 3 MPa to 5 MPa, under
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which circumstances the crosslinking is performed for 3
to 8 hours to allow the cable factory insulation layer 3
and the filling insulation to cross link and melt into one
body.
[0013] The manufacturing process further comprises
the following steps: mounting a filling semiconducting lay-
er molding machine at port A of the factory outer semi-
conducting layer of the cable; mounting and fixing the
particularly molded body of the stress control module in-
sulation in the center of molding cavity of the filling sem-
iconducting layer molding machine, connecting the small
extruder and the control instrument, and preheating the
extruder; when the molding machine is started up and
preheated to a temperature at which a cross-linked sem-
iconducting material melts, starting the extruder to ex-
trude the molten semiconducting material having the
same material as the outer semiconducting layer of the
cable into a cavity of the filling semiconducting layer
molding machine to form a filling semiconducting layer
5, stopping the extruder after the cavity of the semicon-
ducting layer molding machine is filled with the molten
filling semiconducting material, and then raising the tem-
perature and performing crosslinking through heating to
allow the factory outer semiconducting layer 2, the factory
insulation 3, the filling insulation 4 and the filling semi-
conducting layer 5 to melt, graft and combine with each
other; and removing the insulation molding machine after
it is cooled to obtain a particularly molded body of con-
duction and insulation of a cable termination stress con-
trol module. Wherein the particularly molded body of the
cable stress control module insulation is mounted and
fixed in the center of molding cavity of the filling semi-
conducting layer molding machine before the molten
cross-linked semiconducting material is filled, and the
molding machine is heated to 120 °C and maintained at
this temperature; after the small extruder and the control
instrument are connected, and the extruder is heated to
a temperature between 105 °C and 120 °C, the extruder
is started to extrude the molten cross-linked semicon-
ducting material into the semiconducting layer molding
machine; the extruding is stopped when the pressure
within the molding machine reaches 2 MPa to 5 MPa,
and at this time the cross-linked semiconducting material
has been molded in the molding machine; meanwhile the
semiconducting layer molding machine is heated and
maintained at 150 °C to 160 °C, and the pressure is main-
tained at 3 MPa to 5 MPa, under which circumstances
the crosslinking is performed for 3 to 8 hours to allow the
cable factory insulation layer, the filling insulation and the
filling semiconducting layer to cross link and melt into
one body.
[0014] In order to achieve a better stress control, the
whole filling insulation takes a shape of a data pit which
is thick in the middle part and thin at two ends, and the
highest filling insulation at middle is inwardly configured
as a concave curve 41, such that the filling semiconduct-
ing layer is composited on the concave curve and is con-
nected with the stripped and cut port A of the outer sem-

iconducting layer of the cable.
[0015] After accomplishing the injection molding of the
stress control module, the manufacture of the cable ter-
minal may be started subsequently. As shown in Figure
2, the stress control module is placed into a termination
porcelain shell or a composite shell 6 whose bottom is
nested with a flange 7; an insulating oil 8, which is gen-
erally liquid insulating medium such as toad oil or
polyisobutylene and the like, is filled into internal voids
of the termination porcelain shell or the composite shell
6 until fully filled; and finally the porcelain shell or the
composite shell 6 is sealed at the top to obtain the cable
terminal.

Claims

1. A manufacturing process for termination injection
molding stress control module for cross-linked poly-
ethylene insulated cable body, characterized in
that it comprises the following steps:

a. according to the requirements of the manu-
facturing process, stripping and cutting an outer
protection layer and a metal protection layer at
the cable termination, stripping an outer semi-
conducting layer (i.e., a factory outer semicon-
ducting layer) of the cable, and grinding and
smoothing the cable insulation (i.e., a factory in-
sulation surface);mounting a molding machine
at a port of the factory outer semiconducting lay-
er of the cable, fixing the cable in the center of
molding cavity of the insulation molding ma-
chine, and connecting a small extruder and a
control instrument; when the insulation molding
machine is started up and preheated to a tem-
perature at which a cross-linked polyethylene
melts, extruding the molten cross-linked poly-
ethylene insulation (i.e., a filling insulation) hav-
ing the same material as the cable insulation
into a cavity of the molding machine, and raising
the temperature and performing crosslinking
through heating to allow the factory insulation
and the filling insulation to melt, graft and com-
bine into an integrated insulation after the mold-
ing cavity of the molding machine is filled with
the filling insulation; and removing the insulation
molding machine after it is cooled to obtain a
particularly molded body of a cable termination
stress control module insulation; and
b. mounting a filling semiconducting layer mold-
ing machine at a port of the factory outer semi-
conducting layer of the cable; mounting and fix-
ing the particularly molded body of the stress
control module insulation in the center of mold-
ing cavity of the filling semiconducting layer
molding machine, connecting the small extruder
and the control instrument, and preheating the
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extruder; when the molding machine is started
up and preheated to a temperature at which a
cross-linked semiconducting material melts,
starting the extruder to extrude the molten sem-
iconducting material having the same material
as the outer semiconducting layer of the cable
into a cavity of the filling semiconducting layer
molding machine to form a filling semiconduct-
ing layer, stopping the extruder after the cavity
of the semiconducting layer molding machine is
filled with the molten filling semiconducting ma-
terial, and then raising the temperature and per-
forming crosslinking through heating to allow the
factory outer semiconducting layer, the factory
insulation, the filling insulation and the filling
semiconducting layer to melt, graft and combine
with each other; and removing the insulation
molding machine after it is cooled to obtain a
particularly molded body of conduction and in-
sulation of a cable termination stress control
module.

2. The manufacturing process for termination injection
molding stress control module for cross-linked poly-
ethylene insulated cable body according to claim 1,
characterized in that in step a, the cable body is
first put into the insulation molding machine for fixa-
tion and sealing before the molten cross-linked pol-
yethylene cable insulation material is filled, and the
molding machine is heated to 120 °C and maintained
at this temperature; then the extruder is started to
extrude the molten cross-linked polyethylene insu-
lation in the extruder into the molding machine after
the extruder is heated to a temperature between 105
°C and 120 °C, the extruding is stopped when the
pressure within the molding machine reaches 2 MPa
to 5 MPa, and at this time the cross-linked polyeth-
ylene insulation filled has been molded; meanwhile
the insulation molding machine is heated and main-
tained at 150 °C to 160 °C, and the pressure is main-
tained at 3 MPa to 5 MPa, under which circumstanc-
es the crosslinking is performed for 3 to 8 hours to
allow the cable factory insulation layer and the filling
insulation to cross link and melt into one body.

3. The manufacturing process for termination injection
molding stress control module for cross-linked poly-
ethylene insulated cable body according to claim 1,
characterized in that in step b, the particularly mold-
ed body of the cable stress control module insulation
is mounted and fixed in the center of molding cavity
of the filling semiconducting layer molding machine
before the molten cross-linked semiconducting ma-
terial is filled, and the molding machine is heated to
120 °C and maintained at this temperature; after the
small extruder and the control instrument are con-
nected, and the extruder is heated to a temperature
between 105 °C and 120 °C, the extruder is started

to extrude the molten cross-linked semiconducting
material into the semiconducting layer molding ma-
chine; the extruding is stopped when the pressure
within the molding machine reaches 2 MPa to 5 MPa,
and at this time the cross-linked semiconducting ma-
terial has been molded in the molding machine;
meanwhile the semiconducting layer molding ma-
chine is heated and maintained at 150 °C to 160 °C,
and the pressure is maintained at 3 MPa to 5 MPa,
under which circumstances the crosslinking is per-
formed for 3 to 8 hours to allow the cable factory
insulation layer, the filling insulation and the filling
semiconducting layer to cross link and melt into one
body.

4. The manufacturing process for termination injection
molding stress control module for cross-linked poly-
ethylene insulated cable body according to claim 1,
characterized in that the whole filling insulation
takes a shape of a data pit which is high in the middle
part and small at two ends, and the highest middle
filling insulation is inwardly configured as a concave
curve, such that the filling semiconducting layer is
composited on the concave curve and is connected
with the stripped and cut port of the outer semicon-
ducting layer of the cable.
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