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Description

[0001] The present invention relates to a pulley apparatus such as guide pulley or tension pulley that is assembled
and used in a belt power train mechanism such as a mechanism that drives an auxiliary machine like a compressor
used in the air-conditioner of an automobile by way of a continuous pulley, or a mechanism that transmits rotation force
between a crank pulley that is fastened to the end section of a crankshaft and a cam pulley that is fastened to the end
section of a camshaft by way of a timing belt.
[0002] JP H11 148550 A is considered as closest prior art. The document discloses a pulley device in which a pulley
is fitted to the outer circumference of an outer ring of a ball bearing. A locking groove is provided around part in the axial
direction of the outer circumferential surface, having a width which is a range of 1/20 to 1/2 the width of the outer ring.
The bottom surface of the engaging groove has a knurled profile to prevent creeping of the pulley rim.
[0003] As a pulley apparatus such as a guide pulley or tension pulley that is assembled and used in a belt power train
mechanism, pulley apparatuses having a synthetic resin pulley fastened to the outer ring of a rolling bearing made of a
metal material such as bearing steel have been conventionally used in order to reduce weight and cost. FIG. 9 illustrates
a construction of a pulley apparatus in which a synthetic resin pulley as disclosed in JP 10-122339 (A) is assembled.
This pulley apparatus 1 is composed of a pulley 2 made of synthetic resin and around which a belt is placed, and a
rolling bearing 3, which is a single-row deep-groove radial ball bearing for supporting the pulley 2 so as to be able to
freely rotate around a support shaft or the like. The rolling bearing 3 comprises: an inner ring 5 having a single-row inner
ring raceway 4 formed around the outer circumferential surface thereof; an outer ring 7 having a single-row outer ring
raceway 6 formed around the inner circumferential surface thereof; and a plurality of rolling elements that are located
between the inner ring raceway 4 and the outer ring raceway 6 so as to be able to roll freely. Moreover, a seal plate 9
is provided between the outer circumferential surface of both end section of the inner ring 5 and the inner circumferential
surface of both end sections of the outer ring 7, and together with preventing grease that is filled in the internal space
where the rolling elements 8 are located from leaking to the outside, prevents dust and the like from the outside getting
into the internal space. The pulley 2 is fastened around the outer circumferential surface of the outer ring 7 of the rolling
bearing 3 made in this way.
[0004] The pulley 2 has an inner-diameter side cylindrical section 10 and an outer-diameter cylindrical section 11 that
are concentric with each other. The outer circumferential surface in the middle section of the inner-diameter side cylindrical
section 10 and the inner circumferential surface in the middle section of the outer-diameter cylindrical section 11 are
connected by a circular ring shaped connecting section 12, and a plurality of reinforcement ribs 13 are provided on each
of both sides of the connecting section 12 in a radial shape. This kind of pulley 2 is such that the inner-diameter cylindrical
section 10 is provided and fastened around the outer ring 7 of the rolling bearing 3 by injection molding. In other words,
the pulley apparatus, 1 is obtained by injecting molten thermoplastic resin inside a cavity having an inner shape that
corresponds to the outer shape of the pulley 2 which is formed in a die with the portion near the outer circumference of
the outer ring 7 molded on the inner circumference side thereof, and after this thermoplastic resin has cooled and
solidified, opening the die and taking the pulley 2 with the rolling bearing 3 from the cavity.
[0005] The pulley apparatus 1 that is constructed in this way is used as a guide pulley or tension pulley which is
assembled in belt power train mechanism that drives an auxiliary machine of an automobile. In other words, the inner
ring 5 of the rolling bearing 3 is fitted and fastened onto a support shaft that is fastened to a stationary portion of the
engine such as the cylinder block. A continuous belt is placed around the outer circumferential surface of the pulley 2.
As this continuous belt moves, the pulley 2 rotates, and the contact angle and tension of the continuous belt is maintained.
[0006] In the case of a pulley apparatus 1 in which a synthetic resin pulley 2 is fastened to the outer circumferential
surface of the outer ring 7, the outer ring 7 is made using metal plate such as bearing steel, so the coefficient of linear
expansion of the outer ring 7 and the pulley 2 are different. Therefore, as the temperature rises during use, the adhesion
between the outer ring 7 and the pulley 2 decreases, and there is a possibility that relative slipping (creep) will occur
between the outer ring 7 and the pulley 2. Technology for preventing this kind of creep is disclosed in JP 61-38218 (A),
JP 50-20043 (U), JP 50-23540 (U), and JP 11-148550 (A). In the pulley apparatus disclosed in JP 61-38218 (A), as
illustrated in FIGS. 10A, 10B, knurling (serration) 14 is formed around the entire outer circumferential surface of the
outer ring 7a, and when a synthetic resin pulley is fitted around the outside of the outer ring 7a, the knurling 14 bites into
the inner circumferential surface of the pulley, which prevents creep.
[0007] Moreover, in the pulley apparatus disclosed in JP 50-20043 (U), as illustrated in FIGS. 11A, 11B, a concave
groove 15a (15b) having differing width along the axial direction is formed in the circumferential direction in the outer
circumferential surface of the outer ring 7b (7c), and a synthetic resin pulley is fastened to the outer circumferential
surface of the outer ring 7b (7c) by injection molding. When performing injection molding, molten thermoplastic synthetic
resin is filled into the concave groove 15a (15b). The concave groove 15a has differing width in the axial direction in the
circumferential direction, so the inside surface of the concave groove 15a (15b) engages with the synthetic resin that is
solidified inside the concave groove 15a (15b), which prevent the occurrence of creep between the outer ring 7b (7c)
and the pulley.
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[0008] Furthermore, in the pulley apparatus disclosed in JP 50-23540 (U), as illustrated in FIG. 12, a pair of concave
grooves 15c are formed around the entire outer circumferential surface of the outer ring 7d so as to be inclined with
respect to the axial direction and not parallel with each other, and a synthetic resin pulley is fastened on the outer
circumferential surface of the outer ring 7d by injection molding. The pair of concave grooves 15c is inclined in the axial
direction, so the occurrence of creep between the outer ring 7d and the pulley is prevented. In this construction, by
making direction of inclination of the pair of concave grooves 15c opposite from each other, the axial loads that occur
as the pulley rotates cancel each other out, and thus a moment load that causes pulley apparatus to twist does not occur
in the outer ring 7d.
[0009] In the construction disclosed in JP 61-38218 (A), JP 50-20043 (U) and JP 50-23540 (U), it is possible to prevent
the occurrence of creep between the pulley and the outer ring 7a to 7d, however, there is still some unsolved problems.
In other words, in the case of the construction disclosed in JP 61-38218 (A), knurling 14 is formed around the entire
outer circumferential surface of the outer ring 7a, so when performing heat treatment after the knurling 14 is formed,
there is a possibility that the outer ring 7a may deform due to residual strain. Moreover, when forming an outer ring
raceway 6 around the inner circumferential surface of the outer ring 7a, it is difficult to hold the outer circumferential
surface of the outer ring 7a with good precision. Therefore, there is a possibility that the workability and processing
precision of the outer ring raceway 6 will decrease.
[0010] On the other hand, in the case of the construction disclosed in JP 50-20043 (U) and JP 50-23540 (U), a cylindrical
surface remains on the outer circumferential surface of the outer ring 7b to 7d, so there is no decrease in the workability
or processing precision of the outer ring raceway 6. However, as the performance of automobiles has increased in recent
years, there is a tendency for the tension in the belt placed around the pulley and the rotational speed of the pulley to
increase, and so there is increase in the force that causes creep to occur between the pulley and the outer ring. In the
case where the force that causes creep is large, in the construction disclosed in JP 50-20043 (U), it is necessary to
make the difference in the width dimension in the axial direction of the concave groove 15a (15b) large, and in the
construction disclosed in JP 50-23540 (U), it is necessary to make the inclination angle of the concave grooves 15c
large. When the difference in the width dimension of the concave groove 15a (15b) or the inclination angle of the concave
grooves 15c is large, the processing area on the outer circumferential surface of the outer ring 7b to 7d becomes large.
[0011] Furthermore, in the case of the construction disclosed in JP 50-20043 (U) and JP 50-23540 (U), the shape in
the width direction of the cylindrical surface that remains on the outer circumferential surface of the outer ring 7b to 7d
changes in the circumferential direction. Therefore, when performing heat treatment of the outer ring 7b to 7d after the
concave grooves 15a to 15c have been formed, there is a possibility that the outer ring 7b to 7d will deform due to
residual strain.
[0012] FIG. 13 and FIG. 14 illustrate construction that is disclosed in JP 11-148550 (A). In this construction, a locking
groove 16 is formed in part in the axial direction of the outer circumferential surface of the outer ring 7e of the rolling
bearing 3a, and a straight pattern knurling 19 is formed by arranging concave sections 17 and convex section 18
alternately around the entire circumference of the bottom surface of the locking groove 16 using knurling process. Part
of the synthetic resin of the pulley 2a is allowed to enter into the concave sections 17 that are formed in the bottom
surface of the locking groove 16 of the outer ring 7e to form protrusions 20 that are long in the axial direction on the
inner circumferential surface of the pulley 2a. The engagement between these protrusions 20 and the knurling 19 on
the outer ring 7e prevents the occurrence of creep between the pulley 2a and the outer ring 7e.
[0013] In the case of the construction disclosed in JP 11-148550 (A), the shape in the width direction of the cylindrical
surface remaining on the outer circumferential surface of the outer ring 7e is the same in the circumferential direction,
so even when performing heat treatment after the knurling 19 has been formed on the outer circumferential surface of
the outer ring 7e, deformation of the outer ring 7e due to residual strain is prevented. However, in this construction the
number, shape and dimensions of the concave sections 17 and convex sections 18 of the knurling 19 are not particularly
regulated. Therefore, when the length in the circumferential direction of the bottom surface of the concave sections 17
is too short, or when the depth in the radial direction of the concave sections 17 is too deep, the part of the synthetic
resin of the pulley 2a does not enter into all of the concave sections 17, so there is a possibility that gaps (voids) will
occur between the inner circumferential surface of the pulley 2a and the outer circumferential surface of the outer ring
7e. Particularly, when the length in the circumferential direction of the concave sections 17 is short (essentially 0), and
the cross-sectional shape of the protrusions 20 is triangular, it becomes easy of gaps to occur between the inner
circumferential surface of the pulley 2a and the outer circumferential surface of the outer ring 7e. As a result, there is a
possibility of looseness between the pulley 2a and the outer ring 7e, or a possibility that it will not be possible to sufficiently
maintain the connecting strength between the pulley 2a and the outer ring 7e.
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[Related Literature]

[Patent Literature]

[0014]

[Patent Literature 1] JP 10-122339 (A)
[Patent Literature 2] JP 61-38218 (A)
[Patent Literature 3] JP 50-20043 (U)
[Patent Literature 4] JP 50-23540 (U)
[Patent Literature 5] JP11-148550 (A)

SUMMARY OF THE INVENTION

[Problem to be Solved by the Invention]

[0015] In consideration of the problems above, it is the object of the present invention to provide a pulley apparatus
that is able to surely prevent the occurrence of creep between a pulley made of synthetic resin and an outer ring made
of a metal material.
[0016] The pulley apparatus of an aspect of the present invention comprises: a rolling bearing having an inner ring
that has an inner ring raceway around the outer circumferential surface thereof, an outer ring that has an outer ring
raceway around the inner circumferential surface thereof, and a plurality of rolling elements that are provided between
the inner ring raceway and the outer ring raceway; and a pulley that has an outer circumferential surface around which
a belt is placed, and an inner circumferential surface that is fitted around the outer circumferential surface of the outer ring.
[0017] At least one locking groove is provided around part in the axial direction of the outer circumferential surface of
the outer ring, the locking groove having a width that is within the range of 1/20 to 1/2 the width of the outer ring; and
knurling is formed on the bottom surface of this locking groove by a knurling process such that concave sections and
convex sections that extend in the width direction and in an inclined state with respect to the axial direction are alternately
arranged around the entire circumference; each of these concave sections comprising a bottom surface and two inside
surfaces on both sides in the circumferential direction of the bottom surface and that are continuous with the tip end
surfaces of the adjacent convex sections; these concave sections having a trapezoidal shape. Furthermore, a plurality
of trapezoidal shaped protrusions that extend in the width direction and in an inclined state with respect to the axial
direction and that engage with the concave sections are formed in part in the axial direction of the inner circumferential
surface of the pulley.
[0018] Preferably in this aspect as well, the pulley is fastened to the outer circumferential surface of the outer ring by
injection molding, and the protrusions are formed at the same time as this injection molding by molten resin of the pulley
being filled in the locking groove and hardening.
[0019] Locking grooves are formed in two locations in the axial direction of the outer circumferential surface of the
outer ring; and the concave sections and convex sections of the knurling that is formed in the bottom surfaces of these
locking grooves are provided in a state so as to incline at the same angle with respect to the axial direction in opposite
directions from each other.

[Effect of the Invention]

[0020] In the case of the pulley apparatus of the present invention, by properly regulating the number, shape and
dimensions of the concave sections and convex sections of knurling that is formed around the outer circumferential
surface of the outer ring, it is possible to definitely prevent the occurrence of creep between the pulley made of synthetic
resin and the outer ring made of a metal material.
[0021] Moreover, in a preferred embodiment of the present invention, it is possible to keep the force that is applied to
the areas of contact between the surfaces on the sides in the circumferential direction of protrusions that are formed
around the inner circumferential surface of the pulley and the inside surface of the knurling due to the rotation of the
pulley small.

BRIEF DESCRIPTION OF THE DRAWINGS

[0022]

FIG. 1 is a perspective view illustrating a rolling bearing that has been removed from a pulley apparatus of a first
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example.
FIG. 2 is a front view as seen from the radial direction of the rolling bearing in FIG. 1.
FIG. 3 is a partial cross-sectional view of section a-a in FIG. 2.
FIG. 4 is a drawing similar to FIG. 3 of a pulley apparatus of the first example and illustrates the state of a pulley
fastened around the outer-diameter side of the outer ring,
FIG. 5 illustrates a second example and is a partial cross-sectional perspective view of a pulley apparatus.
FIG. 6 is a front view as seen from the radial direction of a rolling bearing of a pulley apparatus of the second example.
FIG. 7 illustrates a third example of an embodiment of the present invention, and is a partial cross-sectional per-
spective view of a pulley apparatus.
FIG. 8 is a front view as seen from the radial direction of a rolling bearing of a pulley apparatus of the third example
of an embodiment of the present invention.
FIG. 9 is a partial cross-sectional perspective view illustrating an example of a conventional pulley apparatus.
FIGS. 10A and 10B illustrate a first example of construction for preventing creep in a conventional pulley apparatus,
where FIG. 10A is a partial cross-sectional view of a rolling bearing, and FIG. 10B is a side view of a rolling bearing
with part omitted.
FIG. 11A illustrates a second example and FIG. 11B illustrates a third example of construction for preventing creep
in a conventional pulley apparatus.
FIG. 12 illustrates a fourth example of construction for preventing creep in a conventional pulley apparatus, and is
a front view of a rolling bearing as seen from the outside in the radial direction.
FIG. 13 is a partial cross-sectional view that illustrates a fifth example of construction for preventing creep in a
conventional pulley apparatus.
FIG. 14 is a cross-sectional view of section b-b in FIG. 13.

MODES FOR CARRYING OUT THE INVENTION

[Example 1]

[0023] FIG. 1 to FIG. 3 illustrate a first example. A feature of this example is the devising of the shape and dimensions
of concave sections 17a and convex sections 18a of knurling 19a that is formed on part of the outer circumferential
surface of the outer ring of a pulley apparatus that certainly prevents the occurrence of creep between the pulley and
outer ring. The construction and functions of the other parts are the same as in a conventional pulley apparatus, so
drawings and explanations of identical parts are omitted or simplified, with the explanation below centering on the features
of this example.
[0024] The outer ring 7f of the rolling bearing 3b of the pulley apparatus of this example has an outer diameter of 35
mm to 60 mm, a width dimension of 8 mm to 20 mm, and a locking groove 16a is formed around part in the axial direction
of the outer circumferential surface. Concave sections 17a and convex sections 18a are formed on the bottom surface
of this locking groove 16a so as to be alternately arranged around the entire circumference to form knurling 19a. By
filling part of synthetic resin of the pulley 2b into the concave sections 17a and allowing the synthetic resin to solidify,
protrusions 20a that are long in the axial direction are formed in part in the axial direction of the inner circumferential
surface of the pulley 2b. By the protrusion 20a engaging with the knurling 19a, the occurrence of creep between the
pulley 2b and the outer ring 7f is prevented. The width W19 of the knurling 19a, and the width W7 of the outer ring 7f are
set so as to be regulated by the relationship 0.05W7 ≤ W19 ≤ 0.5W7. When W19 < 0.05W7, there is a possibility that the
creep torque that is applied between the pulley 2b and the outer ring 7f will not be able to be supported, which is
undesirable. On the other hand, when W19 > 0.5W7, it becomes difficult to form the knurling 19a using knurling process.
[0025] The total number of concave sections 17a is taken to be 50 to 150. When the number of concave sections 17a,
or in other words, the number of protrusions 20a is less than 50, the number of protrusions 20a becomes insufficient,
and there is a possibility that creep torque that is applied between the pulley 2b and the outer ring 7f will not be able to
be supported. On the other hand, when the number of concave sections 17a exceeds 150, there is a possibility that
when trying to cause part of the synthetic resin of the pulley 2b to penetrate, the synthetic resin will not spread out
completely in all of the concave sections 17a, and thus there is a possibility that gaps will occur between the bottom
surfaces 21 of the concave sections 17a and the tip end surfaces of the protrusions 20a. Moreover, the length in the
circumferential direction of the protrusions 20a becomes short, and the strength of the protrusions 20a will becomes
low, so there is a possibility that creep torque that is applied between the pulley 2b and the outer ring 7f will not be able
to be supported, and that durability of the pulley will not be able to be maintained.
[0026] Moreover, inside surfaces (stepped surfaces) 23 that are continuous with the tip end surfaces 22 of the convex
sections 18a and that face each other in the circumferential direction are provided on the inner surfaces of the concave
sections 17a, and the angle of intersection θ between adjacent inside surfaces 23 is regulated within the range of 45°
to 120°. When the angle of intersection θ is less than 45°, there is a possibility that when trying to cause part of the
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synthetic resin of the pulley 2b to penetrate, the synthetic resin will not spread out completely in all of the concave
sections 17a, and thus there is a possibility that gaps will occur between the bottom surfaces 21 of the concave sections
17a and the tip end surfaces of the protrusions 20a. On the other hand, when the angle of intersection θ exceeds 120°,
not only does it become difficult to sufficiently maintain the number of concave sections 17a, but the pressure angle at
the contact surface between the inside surfaces 23 and the protrusions becomes small. Therefore, it becomes easy for
the inner circumferential surface of the pulley 2b to slide with respect to the outer circumferential surface of the outer
ring 7f, and thus it is not possible to sufficiently obtain the effect of preventing creep.
[0027] In addition, when the depth h in the radial direction of the concave sections 17a, and the diameter D of the
circumscribed circle of the tip end surface of the convex sections 18a (diameter at the peak of the convex sections 18a)
are set so as to satisfy the relationship 0.004D ≤ h ≤ 0.015D. When h > 0.015D, there is a possibility that when trying to
cause part of the synthetic resin of the pulley 2b to penetrate, the synthetic resin will not spread out completely in all of
the concave sections 17a, and thus there is a possibility that gaps will occur between the bottom surfaces 21 of the
concave sections 17a and the tip end surfaces of the protrusions 20a. On the other hand, when h < 0.004D, it is not
possible to sufficiently maintain connecting strength between the concave sections 17a and the protrusions 20a, and
thus there is a possibility that creep torque that is applied between the pulley 2b and the outer ring 7f will not be able to
be supported.
[0028] Furthermore, the length L in the circumferential direction of the bottom surface 21 of the concave sections 17a,
and the diameter D of the circumscribed circle of the tip end surface 22 of the convex sections 18a are set so as to
satisfy the relationship 0.01D ≤ L ≤ 0.03D. When L < 0.01D, it becomes difficult to sufficiently maintain the strength of
the protrusions 20a, and thus there is a possibility that the torque applied between the pulley 2b and the outer ring 7f
will not be able to be supported. On the other hand, when L > 0.03D, it becomes difficult to sufficiently maintain the
number of concave sections 17a.

[Example 2]

[0029] FIG. 5 and FIG.6 illustrate a second example. In this example, concave sections 17b and convex sections 18b
of knurling 19b are provided in an inclined state with respect to the axial direction of a rolling bearing 3c. This kind of
knurling 19b can be formed by performing knurling on the bottoms surface of a locking groove 16b by a twill knurling
tool. As in the first example of the embodiment, part of the synthetic resin of the pulley 2c penetrates into the concave
sections 17b and solidifies to form protrusions 20b on the inner circumferential surface of the pulley 2c that are inclined
with respect to the axial direction. The protrusions 20b engage with the knurling 19b on the outer ring, which prevents
the occurrence of creep between the pulley 2c and the outer ring 7g.
[0030] In this example, the concave sections 17b and convex sections 18b are provided in a state so as to be inclined
with the axial direction of the rolling bearing 3c, so as the pulley 2c rotates, it is possible to reduce the force that is applied
to the stepped surface of the knurling 19b from the side surfaces in the circumferential direction of the protrusions 20b.
The angle (twist angle) α that is formed between the formation direction of the concave sections 17b and the convex
sections 18b and the axial direction of the rolling bearing 3b is regulated within the range 0° < α ≤ 10°, and preferably
within the range 0° < α ≤ 3°. The lower limit value of the range for the twist angle α is set from the aspect of keeping the
force applied to the inside surface (stepped surface) of the concave sections 17b from the side surfaces in the circum-
ferential direction of the protrusions small On the other hand, the upper limit value of the range for the twist angle α is
set from the aspect of preventing the force in the tangential direction with respect to the engaging section between the
side surfaces in the circumferential direction of the protrusions 20b and the inside surfaces of the concave sections 17b
from becoming too large.
[0031] An axial load that occurs in the outer ring 7f as the pulley 2c rotates is supported by the engagement between
the end surfaces in the width direction of the protrusions 20b and the inside end surfaces in the width direction of the
concave sections 17b. In this example, the inside end surfaces in the width direction of the concave sections 17b are
provided in a perpendicular direction with respect to the axial direction of the outer ring 7f. However, it is also possible
to form the concave sections 17b so as to span across the width direction of the locking groove 16b (in a state wherein
both end sections in the width direction of the concave sections 17b are open on the surfaces of both sides in the width
direction of the locking groove 16b), or it is possible to form the inside end surfaces in the width direction of the concave
sections 17b as a surface that is orthogonal with respect tc the formation direction of the concave sections 17b and
convex sections 18b. The construction and effect of the other parts are the same as in the first example of the embodiment.
Preferably, in this example as well, the conditions related to the number, shape and dimensions of the concave sections
and convex sections of the first example are applied.

[Example 3]

[0032] FIG. 7 and FIG. 8 illustrate a third example of an embodiment of the present invention. In this example, knurling
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19b, 19c is formed at two locations around the outer circumferential surface of the outer ring 7h so as to be symmetrical
about the center section in the axial direction of the outer ring 7h. In other words, locking grooves 16b, 16c are formed
at two locations around the outer circumferential surface of the outer ring 7h that are separated in the axial direction,
and concave sections 17b, 17c and convex sections 18b, 18c of the knurling 19b, 19c are formed in the bottom surfaces
of the locking grooves 16b, 16c so as to be inclined at the same angle in opposite directions in the axial direction.
However, the period (pitch) of the concave sections 17b, 17c and convex sections 18b, 18c do not necessarily need to
be the same, and, for example, the period of the knurling 19c could be shifted by half a period with respect to the period
of the knurling 19b.
[0033] In this example, the knurling 19b, 19c are formed at two locations on the outer circumferential surface of the
outer ring 7h so as to be symmetrical about the center section in the axial direction of the outer ring 7h. Therefore, the
axial loads that occur in the outer ring 7h as the pulley 2d rotates can cancel each other out. The construction and effect
of the other parts are the same as in the second example of the embodiment.

[Specific Example]

[0034] Testing that was performed to confirm the effect related to the first example of the embodiment above will be
explained. In this testing, a total of two kinds of samples of single-row deep-groove ball bearings, having JIS bearing
number 6203, with an inner diameter of 17 mm, outer diameter of 40 mm and width of 12 mm, were formed such that
one kind of sample (example of the invention) that is within the technical scope of the present invention, and the other
kind of sample (comparative example) is not within the scope of the present invention, and were such that the number,
shape and dimensions of concave sections and convex sections of the formed knurling differed between each kind of
sample. In each kind of sample, the width dimension of the locking groove was 2.4 mm and the width dimension of the
knurling of both was 1.6 mm.

[0035] In each of the examples illustrated in Table 1, the pulley apparatuses are such that synthetic resin is injected
into each of the outer ring to form pulleys around the outer circumferential surface of the outer rings. The synthetic resin
material used for the pulleys was nylon 66, the outer diameter dimension of the pulleys was 70 mm, and the width
dimension was 24 mm.
[0036] In the pulley apparatuses that were obtained in this way, pulleys were fastened so as not to be able to rotate
and a force in the rotation direction was applied to the outer ring. In this state, the size of the torque when creep (relative
rotation of the outer ring with respect to the pulley) occurred between the pulley and the outer ring was measured three
times.

[0037] Table 2 illustrates the results of the test. The standard deviation of the size of the torque when creep occurred
was suppressed at 8.7 for the example, which was about half of the 16.3 for the comparative example. This shows that
there are cases when the number, shape and dimension of the knurling was not suitably regulated, gaps occurred
between the bottom surfaces of the concave sections of the knurling and the tip end surfaces of the protrusions, and
that it is not possible to sufficiently maintain the connecting strength between the pulley and the outer ring. Moreover, it
can be seen that for the average value of the size of the torque when creep occurred, there was about a 10% improvement

[Table 1]

Number 
of 
Concave 
Sections

Intersection 
Angle θ  
(degrees)

Depth h of 
Concave 
Sections 
(mm)

Diameter D of 
Circumscribed Circle of 
Tip End Surface of Convex 
Sections (mm)

Length L in 
Circumferential Direction 
of Bottom Surface of 
Concave Sections (mm)

Example 76 95 0.3 38 1.6

Comparative 
Example

200 80 0.2 39 0.6

[Table 2]

Size of Torque when Creep Occurred (Nm)

First Try Second Try Third Try Average

Example 111 92 110 104.3

Comparative Example 120 85 86 97
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in the case of the example of the invention when compared with the comparison example From the testing above, it
could be confirmed that there was definitely an improvement in the size of the creep torque that could be supported
between the pulley and the outer ring by applying the present invention to the pulley apparatus having construction, for
example, as disclosed in JP 11-148550 (A).

[Explanation of Reference Numbers]

[0038]

1 Pulley apparatus
2, 2a to 2d Pulley
3, 3a to 3c Rolling bearing
4 Inner ring raceway
5 Inner ring
6 Outer ring raceway
7, 7a to 7h Outer ring
8 Rolling body
9 Seal plate
10 Inner-diameter side cylindrical section
11 Outer-diameter side cylindrical section
12 Connecting section
13 Reinforcement rib
14 Knurling
15a to 15c Concave groove
16,16a to 16c Locking groove
17, 17a to 17c Concave section
18, 18a to 18c Convex section
19, 19a to 19c Knurling
20, 20a, 20b Protrusion
21 Bottom surface
22 Tip end surface
23 Inside surface

Claims

1. A pulley apparatus, comprising:

a rolling bearing (3d) having an inner ring (5) that has an inner ring raceway (4) around the outer circumferential
surface thereof, an outer ring (7h) that has an outer ring raceway (6) around the inner circumferential surface
thereof, and a plurality of rolling elements (8) that are provided between the inner ring raceway (4) and the outer
ring raceway (6); and
a pulley (2d) that has an outer circumferential surface around which a belt is placed, and an inner circumferential
surface that is fitted around the outer circumferential surface of the outer ring (7h); wherein
locking grooves (16b, 16c) are formed in two locations in the axial direction of the outer circumferential surface
of the outer ring (7h);
grooves (16b, 16c) respectively having a width that is within the range of 1/20 to 1/2 the width of the outer ring (7h);
knurling (19b, 19c) is formed on the bottom surface of the locking grooves (16b, 16c) by a knurling process
such that concave sections (17b, 17c) and convex sections (18b, 18c) that extend in the width direction in a
state so as to incline at the same angle with respect to the axial direction in opposite directions from each other
are alternately arranged around the entire circumference; each of these concave sections (17b, 17c) comprising
a bottom surface and two inside surfaces on both sides in the circumferential direction of the bottom surface
and that are continuous with the tip end surfaces of the adjacent convex sections (18b, 18c); these concave
sections (17b, 17c) having a trapezoidal shape; and
a plurality of trapezoidal shaped protrusions that extend in the width direction and in an inclined state with
respect to the axial direction and that engage with the concave sections are formed around two locations in the
axial direction of the inner circumferential surface of the pulley (2d).
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2. The pulley apparatus according to claim 1, wherein
the pulley (2d) is fastened to the outer circumferential surface of the outer ring (7h) by injection molding, and the
protrusions are formed at the same time as this injection molding by molten resin of the pulley (2d) being filled in
the locking groove (16b, 16c) and hardening.

Patentansprüche

1. Riemenscheibenvorrichtung, umfassend:

ein Wälzlager (3d) mit einem Innenring (5), welcher eine Innenringlaufbahn (4) um dessen Außenumfangso-
berfläche herum aufweist, einen Außenring (7h), welcher eine Außenringlaufbahn (6) um dessen Innenum-
fangsoberfläche herum aufweist, und mehrere Wälzelemente (8), welche zwischen der Innenringlaufbahn (4)
und der Außenringlaufbahn (6) vorgesehen sind; und
eine Riemenscheibe (2d), weiche eine Außenumfangsoberfläche aufweist, um welche herum ein Riemen plat-
ziert ist, und eine Innenumfangsoberfläche aufweist, welche um die Außenumfangsoberfläche des Außenrings
(7h) befestigt ist; wobei
Verriegelungsnuten (16b, 16c) in zwei Orten in der Axialrichtung der Außenumfangsoberfläche des Außenrings
(7h) ausgebildet sind;
wobei Nuten (16b, 16c) jeweils eine Breite aufweisen, die innerhalb des Bereichs von 1/20 bis 1/2 der Breite
des Außenrings (7h) ist;
eine Rändelung (19b, 19c) auf der Bodenoberfläche der Verriegelungsnuten (16b, 16c) durch ein Rändelungs-
verfahren derart ausgebildet ist, dass konkave Abschnitte (17b, 17c) und konvexe Abschnitte (18b, 18c), welche
sich in der Breitenrichtung in einem Zustand derart erstrecken, dass sie sich im gleichen Winkel bezüglich der
Axialrichtung in entgegengesetzte Richtungen voneinander neigen, abwechselnd um den Gesamtumfang herum
angeordnet sind; wobei jeder dieser konkaven Abschnitte (17b, 17c) eine Bodenoberfläche und zwei Inneno-
berflächen auf beiden Seiten in der Umfangsrichtung der Bodenoberfläche umfasst, und welche mit den Vor-
derendoberflächen der benachbarten konvexen Abschnitte (18b, 18c) kontinuierlich sind; wobei diese konkaven
Abschnitte (17b, 17c) eine trapezoide Form aufweisen; und
wobei mehrere trapezoid geformte Vorsprünge, welche sich in der Breitenrichtung und in einem geneigten
Zustand bezüglich der Axialrichtung erstrecken, und welche mit den konkaven Abschnitten in Eingriff stehen,
um zwei Orte in der Axialrichtung der Innenumfangsoberfläche der Riemenscheibe (2d) herum ausgebildet sind.

2. Riemenscheibenvorrichtung nach Aspruch 1, wobei
die Riemenscheibe (2d) an der Außenumfangsoberfläche des Außenrings (7h) durch Spritzgießen befestigt ist, und
die Vorsprünge zur gleichen Zeit wie dieses Spritzgießen durch geschmolzenes Harz der Riemenscheibe (2d)
ausgebildet werden, welches in die Verriegelungsnut (16b, 16c) eingefüllt und ausgehärtet wird.

Revendications

1. Dispositif de poulie, comprenant:

- un palier à roulement (3d) comportant un anneau intérieur (5) ayant un chemin de roulement d’anneau intérieur
(4) autour de la surface circonférentielle extérieure de celui-ci, un anneau extérieur (7h) qui a un chemin de
roulement d’anneau extérieur (6) autour de la surface circonférentielle intérieure de celui-ci, et une pluralité
d’éléments roulants (8) qui sont disposés entre le chemin de roulement d’anneau intérieur (4) et le chemin de
roulement d’anneau extérieur (6); et
- une poulie (2d) qui a une surface circonférentielle extérieure autour de laquelle une bande est placée, et une
surface circonférentielle intérieure qui est montée autour de la surface circonférentielle extérieure de l’anneau
extérieur (7h); dans lequel
- des rainures de verrouillage (16b, 16c) sont formées en deux emplacements dans la direction axiale de la
surface circonférentielle extérieure de l’anneau extérieur (7h);
- les rainures (16b, 16c) ayant respectivement une largeur qui est comprise dans la gamme de 1/20 à 1/2 de
la largeur de l’anneau extérieur (7h);
- de moletage (19b, 19c) est formé sur la surface inférieure des rainures de verrouillage (16b, 16c) par un
procédé de moletage de sorte que des sections concaves (17b, 17c) et convexes (18b, 18c) qui s’étendent
dans le sens de la largeur dans un état de manière à incliner au même angle par rapport à la direction axiale
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dans des directions opposées l’une par rapport à l’autre sont disposées en alternance tout autour de la circon-
férence; chacune de ces sections concaves (17b, 17c) comprenant une surface inférieure et deux surfaces
intérieures sur les deux côtés dans la direction circonférentielle de la surface inférieure et qui sont continues
avec les surfaces frontales d’extrémité des sections convexes adjacentes (18b, 18c); ces sections concaves
(17b, 17c) ayant une forme trapézoïdale; et
- une pluralité de saillies de forme trapézoïdale, qui s’étendent dans la direction de la largeur et dans un état
incliné par rapport à la direction axiale et qui s’engrènent avec les parties concaves, sont formées autour de
deux emplacements dans la direction axiale de la surface circonférentielle intérieure de la poulie (2d).

2. Le dispositif de poulie selon la revendication 1, dans lequel la poulie (2d) est fixée à la surface circonférentielle
extérieure de l’anneau extérieur (7h) par moulage par injection et les saillies sont formées en même temps que ce
moulage par injection en de résine fondue de la poulie (2d) étant remplie dans la rainure de verrouillage (16b, 16c)
et durcissant.
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