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determined processing.

Provided is an information processing device includ-
ing: a first connection portion that is connected to another
device; a first antenna configured to perform wireless
communication with a reader/writer; and a communica-
tion control unit configured to control wireless communi-

cation with the reader/writer via the first antenna and con-
trol wireless communication with the reader/writer via a
second antenna of the another device through the first
connection portion, in which the communication control
unit controls reading of identification information from a
memory on the basis of wireless communication with the
reader/writer via the first antenna or the second antenna.
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Description

TECHNICAL FIELD

[0001] The present disclosure relates to a first infor-
mation processing device, a second information process-
ing device, an information processing method, a pro-
gram, and an information processing system.

BACKGROUND ART

[0002] In recent years, opportunities to enjoy games
by using information processing terminals such as smart-
phones and tablets have been increased with develop-
ment of information processing technology. Further, in-
tegration of a digital game executed on an information
processing terminal with a game using things has also
been attempted.
[0003] For example, there is disclosed a technology of
providing a light emitting display unit on a surface of a
card substrate and supplying power for light emission of
this light emitting display unit from a card reader, thereby
obtaining a desired light emitting mode without increasing
a thickness of the card and enhancing a utility value of
the card (e.g., see Patent Document 1).
[0004] There is also disclosed a technology of, by ap-
plying electronic paper technology, allowing a specified
number of pieces of electronic paper to be used as game
cards in such a manner that patterns, numbers, symbols,
and the like corresponding to each game can be dis-
played in a switchable manner on display surfaces of the
electronic paper so that the electronic paper can be used
as various game cards (e.g., see Patent Document 2).
[0005] Further, there is also disclosed a technology of
giving visual enjoyment to a user by causing each oper-
ation element of an input operation device to blink or emit
light (e.g., see Patent Document 3).

CITATION LIST

PATENT DOCUMENT

[0006]

Patent Document 1: Japanese Patent Application
Laid-Open No. 06-195529
Patent Document 2: Japanese Patent Application
Laid-Open No. 2008-12207
Patent Document 3: Japanese Patent Application
Laid-Open No. 2000-102674

SUMMARY OF THE INVENTION

PROBLEMS TO BE SOLVED BY THE INVENTION

[0007] However, expression by an interactive user in-
terface using a device (hereinafter, also referred to as
"UI expression") has not been generally realized. In view

of this, it is desired to provide a device capable of per-
forming interactive UI expression in accordance with pre-
determined processing.

SOLUTIONS TO PROBLEMS

[0008] The present disclosure provides a first informa-
tion processing device including: a first connection por-
tion that is connected to a second information processing
device; a first antenna configured to perform wireless
communication with an external device; and a commu-
nication control unit configured to control wireless com-
munication with the external device via the first antenna
and control wireless communication with the external de-
vice via a second antenna of the second information
processing device through the first connection portion,
in which the first information processing device is en-
gageable with the second information processing device,
and the communication control unit controls reading of
identification information from a memory on the basis of
wireless communication with the external device via the
first antenna or the second antenna.
[0009] The present disclosure provides an information
processing method by a processor, the processor con-
trolling wireless communication with an external device
via a first antenna and controlling wireless communica-
tion with the external device via a second antenna of a
second information processing device through a first con-
nection portion, a first information processing device that
includes the processor being engageable with the sec-
ond information processing device, the information
processing method, by the processor, including: control-
ling reading of identification information from a memory
on a basis of wireless communication with the external
device via the first antenna or the second antenna.
[0010] The present disclosure provides a program for
causing a computer to function as a first information
processing device including a communication control unit
configured to control wireless communication with an ex-
ternal device via a first antenna and control wireless com-
munication with the external device via a second antenna
of a second information processing device through a first
connection portion, in which the first information process-
ing device is engageable with the second information
processing device, and the communication control unit
controls reading of identification information from a mem-
ory on the basis of wireless communication with the ex-
ternal device via the first antenna or the second antenna.
[0011] The present disclosure provides a second in-
formation processing device including: a second connec-
tion portion that is connected to a first information
processing device; a second antenna configured to per-
form wireless communication with an external device un-
der the control of a communication control unit of the first
information processing device via the second connection
portion; a user interface unit; and an operation control
unit configured to control, in a case where the second
antenna receives an operation request from the external
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device, the user interface unit so that output is performed
by the user interface unit on the basis of the operation
request, in which the second information processing de-
vice is engageable with the first information processing
device.
[0012] The present disclosure provides an information
processing method, by a processor, including, in a case
where a second antenna receives an operation request
from an external device under the control of a communi-
cation control unit of a first information processing device
via a second connection portion, controlling a user inter-
face unit so that output is performed by the user interface
unit on the basis of the operation request, in which a
second information processing device including the proc-
essor is engageable with the first information processing
device.
[0013] The present disclosure provides a program for
causing a computer to function as a second information
processing device including an operation control unit
configured to control, in a case where a second antenna
receives an operation request from an external device
under control of a communication control unit of a first
information processing device via a second connection
portion, a user interface unit so that output is performed
by the user interface unit on the basis of the operation
request, in which the second information processing de-
vice is engageable with the first information processing
device.
[0014] The present disclosure provides an information
processing system including: a first information process-
ing device; and a second information processing device,
in which the first information processing device is en-
gageable with the second information processing device,
the first information processing device includes a first
connection portion that is connected to the second infor-
mation processing device, a first antenna configured to
perform wireless communication with an external device,
and a communication control unit configured to control
wireless communication with the external device via the
first antenna and control wireless communication with
the external device via a second antenna of the second
information processing device through the first connec-
tion portion, the communication control unit controls
reading of identification information from a memory on
the basis of wireless communication with the external
device via the first antenna or the second antenna, the
second information processing device includes a second
connection portion that is connected to the first informa-
tion processing device, the second antenna, a user in-
terface unit, and an operation control unit configured to
control, in a case where the second antenna receives an
operation request from the external device, the user in-
terface unit so that output is performed by the user inter-
face unit on the basis of the operation request.

EFFECTS OF THE INVENTION

[0015] As described above, the present disclosure can

provide a device capable of performing interactive UI ex-
pression in accordance with predetermined processing.
Note that the above effects are not necessarily limited,
and any of the effects described in the present specifi-
cation or other effects that can be grasped from the
present specification may be exhibited in addition to or
in place of the above effects.

BRIEF DESCRIPTION OF DRAWINGS

[0016]

Fig. 1 illustrates an example of an external configu-
ration of an information processing system accord-
ing to this embodiment.
Fig. 2 illustrates an example of a state in which a
single user plays a game by using the information
processing system according to this embodiment.
Fig. 3 illustrates an example of an overall configura-
tion of the information processing system according
to this embodiment.
Fig. 4 illustrates an example of a usage status of an
information processing system according to an em-
bodiment of the present disclosure.
Fig. 5 illustrates another example of a usage status
of an information processing system according to an
embodiment of the present disclosure.
Fig. 6 is an exploded perspective view of a game
device including a basic pedestal.
Fig. 7 is an exploded perspective view of an extended
pedestal.
Fig. 8 is an exploded perspective view of a game
device including a basic pedestal and an extended
pedestal.
Fig. 9 is a diagram for describing usefulness of sep-
arating a game device into a basic pedestal and an
extended pedestal.
Fig. 10 illustrates a functional configuration example
of a game device.
Fig. 11 is a diagram for describing an example of a
countermeasure against a collision between wire-
less communications.
Fig. 12 is a diagram for describing Modification Ex-
ample 1 of a countermeasure against a collision be-
tween wireless communications.
Fig. 13 is a diagram for describing Modification Ex-
ample 2 of a countermeasure against a collision be-
tween wireless communications.
Fig. 14 is a flowchart showing operation in which
lighting of an LED in a game device is executed on
the basis of an LED lighting pattern read from a mem-
ory of a basic pedestal.
Fig. 15 is a flowchart showing operation in which
lighting of an LED in a game device is executed on
the basis of an LED lighting pattern that is acquired
in response to a UI operation instruction from a game
console main body.
Fig. 16 is a flowchart showing operation in which
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lighting of an LED in a game device is executed on
the basis of an LED lighting pattern acquired in re-
sponse to a UI operation instruction from a game
console main body.

MODE FOR CARRYING OUT THE INVENTION

[0017] Hereinafter, preferred embodiments of the
present disclosure will be described in detail with refer-
ence to the accompanying drawings. Note that, in this
specification and the drawings, components having sub-
stantially the same functional configurations will be rep-
resented as the same reference signs, and repeated de-
scription thereof will be omitted.
[0018] Further, in this specification and the drawings,
a plurality of components having substantially the same
or similar functional configuration may be distinguished
from each other by adding different numbers to the same
reference sign. However, in a case where it is unneces-
sary to individually distinguish the plurality of components
having substantially the same or similar functional con-
figuration in particular, those components are denoted
only by the same reference sign. Further, similar com-
ponents in different embodiments may be distinguished
from each other by adding different alphabets to the same
reference sign. However, in a case where it is unneces-
sary to individually distinguish the similar components in
particular, those components are denoted only by the
same reference sign.
[0019] Further, description will be provided in the fol-
lowing order.

0. Overview of information processing system
1. Details of information processing system

1-1. State of single basic pedestal
1-2. Combined state between basic pedestal
and extended pedestal
1.3. Structure of game device
1.4. Usefulness of separating game device
1.5. Functional configuration example of game
device
1.6. Modification examples of countermeasure
against collision between wireless communica-
tions
1.7. Operation examples

2. Conclusion

<0. Overview of information processing system>

[0020] Fig. 1 illustrates an example of an external con-
figuration of an information processing system 100 ca-
pable of implementing an application such as a game by
using short-range wireless communication technology.
Further, Fig. 2 illustrates an example of a state in which
a single user plays a game by using the information
processing system 100.

[0021] The information processing system 100 illus-
trated in Figs. 1 and 2 includes a game console main
body 200 and a pad device 300. The game console main
body 200 includes, for example, a general-purpose in-
formation terminal such as a smartphone or a tablet, and
executes a game application. An upper surface of the
game console main body 200 is a screen 201 for display-
ing video of the game. The screen 201 may be a touch-
screen display, and a user who is a player of the game
can directly perform input operation on the screen 201
with his/her fingertip.
[0022] Meanwhile, the pad device 300 is a plate-
shaped device on which the user who is a player of the
game performs operation, such as placing devices in-
cluding figures corresponding to characters, weapons,
and loot (hereinafter, also referred to as "game devices")
400-1, 400-2, .... As described below, in the pad device
300, antenna coils to communicate with RFID tags em-
bedded in the respective game devices 400-1, 400-2, ...
are arranged in a two-dimensional array.
[0023] The pad device 300 can also be regarded as
an external device of the information terminal. The game
console main body 200 and the pad device 300 are con-
nected to each other via wireless communication such
as Bluetooth (registered trademark). As a matter of
course, it is also conceivable to connect the game con-
sole main body 200 and the pad device 300 in a wired
manner by using a cable such as a universal serial bus
(USB). Further, the game console main body 200 is as-
sumed to be connected to a wide area network such as
the Internet via a wireless fidelity (Wi-Fi) (registered
trademark) or Ethernet (registered trademark) cable.

(Game fused with things)

[0024] Herein, in this embodiment, originally virtual
digital information such as characters, weapons, and loot
used in a digitized game can be treated as real material
objects such as cards and figures, and a digital game
executed in the game console main body 200 can be
combined with a game using things.
[0025] For example, when an RFID tag is attached to
inside or outside of a real object such as a card or a figure
and the user who is a player of the game appropriately
places the card or figure on the pad device 300 during
the game, the game console main body 200 can read
information from the RFID tag attached to the inside or
outside of the card or figure via the pad device 300 in
accordance with progress of the executed game (growth
of a character, depletion of a weapon, acquisition of loot,
and the like) or can rewrite the information of the RFID
tag.
[0026] For convenience, this embodiment will be de-
scribed by mainly assuming a game using figures. The
figures are assumed to be produced by imitating appear-
ance (e.g., shape, color, size, and the like) of characters,
weapons, loot, and the like appearing in the game. Fur-
ther, each figure is preferably formed integrally with a
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pedestal. Then, the figure can be stably placed on the
pad device 300 by placing the pedestal on the pad device
300. Note that, as described below, the pedestal on which
the figure is formed may be directly placed on the pad
device 300, or may be placed on another pedestal to be
indirectly placed on the pad device 300.
[0027] Further, in the examples illustrated in Figs. 1
and 2, a single user enjoys the game executed in the
game console main body 200 while operating the game
devices on the pad device 300. However, the number of
users of the game is not limited to one. Two or more users
can also participate in the game executed in the game
console main body 200 while operating the game devices
by using their respective dedicated pad devices 300. That
is, the pad device 300 may be additionally provided for
each participant in the game.

(Background)

[0028] Herein, among figures used in the game field,
there are products having a near field communication
(NFC) function. Such products can perform wireless
communication using NFC with a device facing the prod-
ucts. However, such products do not have a user inter-
face. This makes it difficult to improve fun of the game
(hereinafter, also referred to as "game characteristics")
or to enhance a user experience.
[0029] Therefore, in this embodiment, a technology of
improving the game characteristics and enhancing the
user experience by using a game device having a user
interface (UI) will be described. For example, there is
provided a game device capable of performing interactive
UI expression in accordance with predetermined
processing (e.g., processing performed by a game ap-
plication, or the like) because a user interface (light emit-
ting diode (LED), switch, speaker, vibration motor, and
the like) and a processor for controlling the user interface
are mounted on the game device.
[0030] With such a game device, expression according
to execution of the game can be given by the game de-
vice, in addition to a normal decoration for the game de-
vice (figure). As an example, expression (e.g., lighting of
the LED, and the like) that matches a timing at which a
character appearing in the game shows a technique can
be given by the game device.
[0031] Further, according to this embodiment, the
game console main body and the game device can re-
alize wireless communication via the pad device in re-
sponse to a command from the game console main body.
Thus, various expressions can be achieved by cooper-
atively performing the game console main body and the
game device. As an example, it is possible to transmit
information regarding the figure from the game console
main body to the user and transmit user operation re-
garding the figure to the game console main body. With
this configuration, it is expected that an interactive UI is
realized and possibilities of the game are expanded.
[0032] Next, an overall configuration of such an infor-

mation processing system 100 according to this embod-
iment will be described with reference to Fig. 3. Fig. 3
illustrates an example of an overall configuration of the
information processing system 100 according to this em-
bodiment.
[0033] As illustrated in Fig. 3, the information process-
ing system 100 according to this embodiment includes
the game console main body 200, the pad device 300,
and the game device 400.

(Game console main body 200)

[0034] The game console main body 200 is realized
by, for example, an information processing terminal such
as a smartphone or a tablet, and executes a game ap-
plication. An upper surface of the game console main
body 200 is a screen 201 for displaying video of the game.
The screen 201 may be a touchscreen display, and a
user who is a player of the game can directly perform
input operation on the screen 201 with his/her fingertip.
[0035] Further, the game console main body 200 can
also be connected to a wide area network such as the
Internet via a Wi-Fi (registered trademark) or Ethernet
(registered trademark) cable to intercommunicate with a
server (not illustrated) installed on the network.
[0036] Further, the game console main body 200 can
realize interaction using video or audio of the game cor-
responding to the game device 400 by controlling output
of video and audio on the screen 201 on the basis of
information read from an RFID tag 401 in the game device
400 placed on the pad device 300 or touch operation
input by the user on the pad device 300. For example,
the game console main body 200 performs control for
causing video of a character corresponding to a figure of
the game device 400 to appear on the screen 201.
[0037] Further, the game console main body 200 can
also realize interaction using video and audio of the game
in response to user operation on the game device 400
placed on the pad device 300, such as removing the
game device 400 from the pad device 300, changing a
position of the game device 400, and moving the game
device 400 back and forth or left and right, or touch op-
eration input by the user on the pad device 300. For ex-
ample, the game console main body 200 controls output
of video and audio, such as switching of a screen or
progress of the game, in response to the kind of the game
device 400 that the user places on the pad device 300,
a position and orientation of the game device 400 placed
on the pad device 300, movement of the game device
400 on the pad device 300, a tap, double tap, swipe, or
flick operation by the user, or the like. Further, for exam-
ple, a pointer displayed on the screen 201 of the game
console main body 200 is moved in response to operation
in which the user performs dragging with his/her finger
on the pad device 300. Alternatively, in response to op-
eration in which the user performs tapping with his/her
finger on the pad device 300, it is recognized that the
user presses a button displayed at a corresponding po-
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sition on an operation screen displayed on the screen
201 of the game console main body 200.
[0038] Further, the game console main body 200 can
record information such as a state of the character (de-
gree of growth, emotion, degree of fatigue, and the like)
and a score of the game on the RFID tag 401 in the game
device 400 via the pad device 300 in accordance with
the progress of the game. A more specific configuration
of the game console main body 200 according to this
embodiment will be described below.

(Pad device 300)

[0039] As can also be seen from Fig. 1, the pad device
300 has a plate-shaped housing structure, and is provid-
ed for use by placing the housing on a floor or desk so
that an operation surface faces upward, the operation
surface being an operation surface on which the user
who is a player of the game performs operation of placing
the game device 400 corresponding to a character,
weapon, or loot, operation of moving the game device
400, or touch operation. In the pad device 300, the an-
tenna coils to communicate with the RFID tag 401 at-
tached to the outside or inside of each game device 400
are arranged in a two-dimensional array. A more specific
configuration of the pad device 300 according to this em-
bodiment will be described below.

(Game device 400)

[0040] The game device 400 is a so-called "integrated
circuit (IC) card" in which the RFID tag 401 is embedded
in the pedestal on which the figure made from paper,
resin, or the like is formed. The RFID tag 401 includes a
communication function module capable of performing
short-range wireless communication based on a prede-
termined standard with a reader/writer of the pad device
300 and a storage function (memory) module from or into
which the reader/writer reads or writes information by
using this short-range wireless communication. The an-
tenna coils for short-range wireless communication are
formed in the game device 400. Further, the figure imi-
tating the appearance (e.g., shape, color, size, and the
like) of the character, weapon, loot, or the like appearing
in the game is formed on the game device 400. A more
specific configuration of the game device 400 according
to this embodiment will be described below.
[0041] The information processing system according
to the embodiment of the present disclosure has been
described above.
[0042] Note that, in the following description, a case
where a switch and an LED are used as examples of the
user interface will be mainly described. However, the us-
er interface is not limited to such examples. In the user
interface, an input unit may be a touchscreen, a button,
or another sensor device. Further, in the user interface
n, the input unit may be a speaker or a vibration motor.

<1. Details of information processing system>

[0043] Next, details of the information processing sys-
tem according to the embodiment of the present disclo-
sure will be described.

(1.1. State of single basic pedestal)

[0044] First, an example of a usage status of the infor-
mation processing system according to the embodiment
of the present disclosure will be described. Fig. 4 illus-
trates an example of a usage status of the information
processing system according to the embodiment of the
present disclosure. Fig. 4 illustrates the game console
main body 200, the pad device 300, and the game device
400-1. The game device 400-1 includes a pedestal (here-
inafter, also referred to as "basic pedestal 420") integrally
formed with a figure 410.
[0045] As described above, in this embodiment, the
game device 400-1 including the basic pedestal 420 is
assumed to be a form of the game device 400. Herein-
after, a state in which an extended pedestal 430 (Fig. 5)
described below is not connected to the basic pedestal
420 as illustrated in Fig. 4 will also be referred to as "state
of the single basic pedestal". The basic pedestal 420 can
function as a first information processing device, and the
extended pedestal 430 can function as a second infor-
mation processing device. Note that usefulness of sep-
arating the game device 400 into the basic pedestal 420
and the extended pedestal 430 (Fig. 5) will be described
below.
[0046] In the following description, the figure 410 is as-
sumed to be an object imitating the appearance of the
character appearing in the game. However, the figure
410 may imitate appearance of a weapon, loot, or the
like appearing in the game. Further, an antenna is em-
bedded in the basic pedestal 420. In addition, the basic
pedestal 420 has a short-range wireless communication
function based on the predetermined standard using the
antenna. Meanwhile, the pad device 300 includes a read-
er/writer. That is, the antenna of the basic pedestal 420
and the reader/writer of the pad device 300 can perform
short-range wireless communication based on the pre-
determined standard. The reader/writer can function as
an external device of the game device 400.
[0047] The game console main body 200 executes a
game application. For example, the game console main
body 200 can display a screen suitable for the progress
of the game. Further, the game console main body 200
and the pad device 300 can perform wireless communi-
cation with each other. However, as described above,
the game console main body 200 and the pad device 300
may perform wired communication.
[0048] Identification information (identification infor-
mation of the RFID tag) is recorded on a memory of the
basic pedestal 420. The identification information may
be information related to the figure 410. As an example,
the identification information may be information for iden-

9 10 



EP 3 721 956 A1

7

5

10

15

20

25

30

35

40

45

50

55

tifying the figure 410. Then, the game console main body
200 can identify the figure 410 formed on the basic ped-
estal 420 on the basis of the identification information
read by the pad device 300 from the memory of the basic
pedestal 420.
[0049] Further, individual information related to the
identification information is recorded on the memory of
the basic pedestal 420. The individual information may
be information indicating characteristics of the character
corresponding to the figure 410 (e.g., strength and the
like of the character). The individual information recorded
on the memory of the basic pedestal 420 may be appro-
priately updated by the pad device 300 under the control
of the game console main body 200.
[0050] Further, operation information related to oper-
ation of the extended pedestal 430 described below can
be recorded on the memory of the basic pedestal 420.
The operation information recorded on the memory of
the basic pedestal 420 may also be appropriately updat-
ed by the pad device 300 under the control of the game
console main body 200. Note that, in the following de-
scription, a predetermined operation pattern will be used
as an example of the operation information. However,
the operation information is not limited to such an exam-
ple. In particular, in the following description, an LED
lighting pattern will be used as an example of the oper-
ation pattern.
[0051] As illustrated in Fig. 4, the user can place the
game device 400-1 on the pad device 300 during the
progress of the game. At this time, when the identification
information and the individual information are read by the
reader/writer of the pad device 300 from the memory of
the basic pedestal 420 via short-range wireless commu-
nication and are acquired by the game console main body
200 from the pad device 300 via wireless communication,
the game console main body 200 may advance the game
in accordance with the acquired identification information
and individual information.
[0052] For example, as illustrated in Fig. 4, the game
console main body 200 may display, on the screen, an
image related to the figure 410 (e.g., an image corre-
sponding to the figure 410, or the like) identified on the
basis of the acquired identification information. When the
user visually recognizes the image displayed on the
screen in this way, the user can grasp that the game
device 400-1 placed on the pad device 300 is recognized.
Further, the game console main body 200 may use the
acquired individual information (e.g., the strength and the
like of the character) for the progress of the game.
[0053] The example of the usage status of the infor-
mation processing system according to the embodiment
of the present disclosure has been described above.

(1.2. Combined state between basic pedestal and ex-
tended pedestal)

[0054] Next, another example of the usage status of
the information processing system according to the em-

bodiment of the present disclosure will be described. Fig.
5 illustrates another example of the usage status of the
information processing system according to the embod-
iment of the present disclosure. Fig. 5 illustrates the game
console main body 200, the pad device 300, and the
game device 400-2. The basic pedestal 420 and the ex-
tended pedestal 430 are engageable, and the game de-
vice 400-2 includes not only the basic pedestal 420 but
also a pedestal connected to the basic pedestal 420
(hereinafter, also referred to as "extended pedestal").
[0055] Thus, in this embodiment, the game device
400-2 including the basic pedestal 420 and the extended
pedestal 430 is assumed to be another form of the game
device 400. Hereinafter, a state in which the extended
pedestal 430 is connected to the basic pedestal 420 as
illustrated in Fig. 5 will also be referred to as "combined
state between the basic pedestal and the extended ped-
estal".
[0056] An antenna is embedded in the extended ped-
estal 430. In addition, the extended pedestal 430 has a
short-range wireless communication function based on
the predetermined standard using the antenna. The an-
tenna of the extended pedestal 430 and the reader/writer
of the pad device 300 can perform short-range wireless
communication based on the predetermined standard.
[0057] Note that, as illustrated in Fig. 5, in a case where
the extended pedestal 430 is placed on the pad device
300 while the extended pedestal 430 is being connected
to a lower surface of the basic pedestal 420, a distance
between the extended pedestal 430 and the pad device
300 is smaller than a distance between the basic pedestal
420 and the pad device 300. Therefore, it can be said
that the extended pedestal 430 is more suitable for wire-
less communication with the pad device 300 than the
basic pedestal 420. However, a collision may occur be-
tween wireless communication using the antenna of the
basic pedestal 420 and wireless communication using
the antenna of the extended pedestal 430. A counter-
measure against the collision between the wireless com-
munication using the antenna of the basic pedestal 420
and the wireless communication using the antenna of the
extended pedestal 430 will be described below.
[0058] In the combined state between the basic ped-
estal and the extended pedestal (Fig. 5), as well as in
the state of the single basic pedestal (Fig. 4), the pad
device 300 may read the identification information, the
individual information, and the operation information re-
corded on the memory of the basic pedestal 420 and
update the individual information and the operation infor-
mation recorded on the memory of the basic pedestal
420 under the control of the game console main body
200. However, in the combined state between the basic
pedestal and the extended pedestal (Fig. 5), the antenna
of the extended pedestal 430 is mainly used for short-
range wireless communication with the pad device 300.
[0059] The extended pedestal 430 includes a user in-
terface unit, and the user interface unit includes an input
unit and an output unit. In the example illustrated in Fig.
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5, the extended pedestal 430 includes a switch 4323 as
an example of the input unit, and includes an LED 4324
as an example of the output unit. However, as described
below, the switch 4323 is also merely an example of the
input unit, and the input unit is not limited to the switch.
Further, the LED 4324 is merely an example of the output
unit, and the output unit is not limited to the LED 4324.
[0060] The switch 4323 can be operated by the user.
For example, the user can turn on the switch 4323 and
can also turn off the switch 4323. For example, when the
antenna of the extended pedestal 430 receives a state
check request from the game console main body 200 via
the pad device 300, the extended pedestal 430 returns
a state check response including a state of the switch
4323 (e.g., whether the switch is on or off) to the game
console main body 200 via the pad device 300.
[0061] As described above, the operation information
(LED lighting pattern) related to operation of the extended
pedestal 430 can be recorded on the memory of the basic
pedestal 420. Then, when the antenna of the extended
pedestal 430 receives a UI operation request including
information that specifies the LED lighting pattern from
the game console main body 200 via the pad device 300,
the extended pedestal 430 reads the LED lighting pattern
from the memory of basic pedestal 420 and controls light-
ing of the LED 4324 in accordance with the read LED
lighting pattern.
[0062] Note that, herein, the LED lighting pattern is as-
sumed to be recorded on the memory of the basic ped-
estal 420 in advance. However, the LED lighting pattern
is also assumed to be included in the UI operation re-
quest. In such a case, when the antenna of the extended
pedestal 430 receives the UI operation request including
the LED lighting pattern from the game console main
body 200 via the pad device 300, the extended pedestal
430 only needs to acquire the LED lighting pattern from
the UI operation request and control lighting of the LED
4324 in accordance with the acquired LED lighting pat-
tern.
[0063] As illustrated in Fig. 5, the user can place the
game device 400-2 on the pad device 300 during the
progress of the game. In this case, as well as in the case
where the game device 400-1 is placed on the pad device
300 (Fig. 4), when the identification information and the
individual information are read by the reader/writer of the
pad device 300 from the memory of the basic pedestal
420 via short-range wireless communication and are ac-
quired by the game console main body 200 from the pad
device 300 via wireless communication, the game con-
sole main body 200 may advance the game in accord-
ance with the acquired identification information and in-
dividual information.
[0064] For example, as illustrated in Fig. 5, as well as
in the case where the game device 400-1 is placed on
the pad device 300 (Fig. 4), the game console main body
200 may display, on the screen, an image related to the
figure 410 (e.g., an image corresponding to the figure
410) identified on the basis of the acquired identification

information. Further, the game console main body 200
may use the acquired individual information (e.g., the
strength and the like of the character) for the progress of
the game. Further, as illustrated in Fig. 5, in a case where
lighting of the LED 4324 has been controlled, the game
console main body 200 may reflect lighting of the LED
4324 on the screen.
[0065] The another example of the usage status of the
information processing system according to the embod-
iment of the present disclosure has been described
above.

(1.3. Structure of game device)

[0066] Next, a structure of the game device 400 will be
described. Fig. 6 is an exploded perspective view of the
game device 400-1 including the basic pedestal. As il-
lustrated in Fig. 6, the basic pedestal 420 includes an
upper lid 4210, a lower lid 4230, and a substrate 4220.
The figure 410 is formed on the upper lid 4210. In addition,
the substrate 4220 can be held in a space that is gener-
ated inside the upper lid 4210 and the lower lid 4230
when the upper lid 4210 and the lower lid 4230 are fitted.
[0067] An IC chip 4221 is formed on an upper surface
of the substrate 4220. Further, a first connection portion
(hereinafter, also referred to as "extended pedestal con-
nection portion") 4222 to be connected to the extended
pedestal 430 is formed on a lower surface of the substrate
4220. A hole 4231 is formed in the lower lid 4230. The
extended pedestal connection portion 4222 passes
through the hole 4231 when the extended pedestal con-
nection portion 4222 is connected to the extended ped-
estal 430.
[0068] Fig. 7 is an exploded perspective view of the
extended pedestal 430. As illustrated in Fig. 7, the ex-
tended pedestal 430 includes an upper lid 4310, a lower
lid 4330, and a substrate 4320. The substrate 4320 can
be held in a space that is generated inside the upper lid
4310 and the lower lid 4330 when the upper lid 4310 and
the lower lid 4330 are fitted.
[0069] A second connection portion (hereinafter, also
referred to as "basic pedestal connection portion") 4322
to be connected to the basic pedestal 420 is formed on
an upper surface of the substrate 4320. A hole 4331 is
formed in the upper lid 4310. The basic pedestal connec-
tion portion 4322 passes through the hole 4331 when the
basic pedestal connection portion 4322 is connected to
the basic pedestal 420.
[0070] In addition, a micro controller unit (MCU) 4321
is formed on the upper surface of the substrate 4320 as
an example of a control device. Further, LEDs 4324-1 to
4324-3 are formed on the upper surface of the substrate
4320. In the example illustrated in Fig. 7, the number of
LEDs 4324 is three, but the number of LEDs 4324 is not
limited to three. Further, the switch 4323 is formed on
the upper surface of the substrate 4320.
[0071] Fig. 8 is an exploded perspective view of the
game device 400-2 including the basic pedestal 420 and
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the extended pedestal 430. As illustrated in Fig. 8, when
the basic pedestal 420 and the extended pedestal 430
are connected to each other, the combined state between
the basic pedestal 420 and the extended pedestal 430
can be formed, and the user can integrally use the basic
pedestal 420 and the extended pedestal 430. The switch
4323 can be operated by the user. Further, the LEDs
4324-1 to 4324-3 can be turned on to be visually recog-
nized by the user.
[0072] The structure of the game device 400 has been
described above.

(1.4. Usefulness of separating game device)

[0073] Next, the usefulness of separating the game de-
vice 400 into the basic pedestal 420 and the extended
pedestal 430 will be described. Fig. 9 is a diagram for
describing the usefulness of separating the game device
400 into the basic pedestal 420 and the extended ped-
estal 430. Referring to Fig. 9, the kinds of basic pedestals
420 are represented as "A" to "N". That is, the kinds of
game devices 400 that can be used for the game in the
state of the single basic pedestal are "A" to "N".
[0074] Meanwhile, the kind of extended pedestal 430
is represented as "X". At this time, the kinds of combined
states between the basic pedestal 420 and the extended
pedestal 430 are represented as "A + X" to "N + X". That
is, the kinds of game devices 400 that can be used for
the game in the combined state between the basic ped-
estal and the extended pedestal are "A + X" to "N + X".
[0075] As described above, the game device 400 is
separated into the basic pedestal 420 and the extended
pedestal 430. Thus, in a case where there is a plurality
of kinds of basic pedestals 420, the same number of com-
bined states between the basic pedestal 420 and the
extended pedestal 430 as the number of kinds of basic
pedestals 420 can also be created, even if there is only
one kind of extended pedestal 430. For example, even
if there is only one kind of extended pedestal 430, it is
possible to perform UI expression unique to the figure
410 in the combined state between the basic pedestal
420 and the extended pedestal 430 as well as in the state
of the single basic pedestal. Further, because only one
kind of extended pedestal 430 is required, it is possible
to reduce a cost for creating the game device.
[0076] Note that, in the example illustrated in Fig. 9,
there is only one kind of extended pedestal 430. Howev-
er, there may be a plurality of kinds of extended pedestals
430. For example, the kind of extended pedestal 430 may
be changed in accordance with a predetermined condi-
tion. For example, the kind of extended pedestal 430 may
be changed in accordance with a current time, or may
be changed in accordance with the identification infor-
mation read from the memory of the basic pedestal 420.
[0077] The usefulness of separating the game device
400 into the basic pedestal 420 and the extended ped-
estal 430 has been described above.

(1.5. Functional configuration example of game device)

[0078] Next, a functional configuration example of the
game device 400 will be described. Fig. 10 illustrates a
functional configuration example of the game device 400.
Fig. 10 illustrates the basic pedestal 420 and the extend-
ed pedestal 430.
[0079] The basic pedestal 420 includes an antenna A
(first antenna) (4224), an extended pedestal detection
unit 4223, a switching unit 4225, the extended pedestal
connection portion 4222, and the IC chip 4221. The IC
chip 4221 includes a communication control unit 4221a,
a memory 4221b, and an external interface 4221c. As
described above, the identification information and the
individual information are recorded on the memory
4221b.
[0080] The external interface 4221c transmits/re-
ceives control signals to/from an external interface 4321a
of the MCU 4321 of the extended pedestal 430 via the
extended pedestal connection portion 4222 and the basic
pedestal connection portion 4322, thereby realizing com-
munication between the IC chip 4221 of the basic ped-
estal 420 and the MCU 4321 of the extended pedestal
430.
[0081] Meanwhile, the extended pedestal 430 includes
an antenna B (second antenna) (4326), the basic ped-
estal connection portion 4322, a rectifier circuit unit 4327,
a power supply circuit unit 4328, the MCU 4321, and a
UI (Fig. 10. The MCU 4321 includes the external interface
4321a and an operation control unit 4321b.
[0082] The external interface 4321c transmits/re-
ceives control signals to/from the external interface
4221c of the MCU 4321 of the extended pedestal 430
via the basic pedestal connection portion 4322 and the
extended pedestal connection portion 4222, thereby re-
alizing communication between the MCU 4321 of the ex-
tended pedestal 430 and the IC chip 4221 of the basic
pedestal 420.
[0083] The example in Fig. 10 illustrates an input/out-
put unit 4325, an input unit 4323Z, and an output unit
4324Z as examples of the UI. The input/output unit 4325
includes a display device equipped with a touchscreen.
The input unit 4323Z includes a button, a switch, and a
sensor device. The output unit 4324Z includes an LED,
a vibration motor, and a speaker. In this embodiment,
the extended pedestal 430 is mainly assumed to include
a switch and an LED as examples of the UI.
[0084] The antenna A (4224) can perform wireless
communication with the reader/writer of the pad device
300. For example, the antenna A (4224) can perform
short-range wireless communication based on the pre-
determined standard with the reader/writer of the pad
device 300. Similarly, the antenna B (4326) can perform
wireless communication with the reader/writer of the pad
device 300. For example, the antenna B (4226) can per-
form short-range wireless communication based on the
predetermined standard with the reader/writer of the pad
device 300.
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[0085] The extended pedestal connection portion 4222
of the basic pedestal 420 and the basic pedestal connec-
tion portion 4322 of the extended pedestal 430 are con-
nected and disconnected on the basis of user operation.
In a case where the extended pedestal 430 is not con-
nected to the basic pedestal 420, the game device 400
is in the state of the single basic pedestal. Meanwhile, in
a case where the extended pedestal 430 is connected
to the basic pedestal 420, the game device 400 is in the
combined state between the basic pedestal and the ex-
tended pedestal.
[0086] The communication control unit 4221a can con-
trol wireless communication with the reader/writer of the
pad device 300 using the antenna A (4224). In particular,
in a case where the extended pedestal 430 is not con-
nected to the basic pedestal 420 (i.e., in a case where
the game device 400 is in the state of the single basic
pedestal), the communication control unit 4221a controls
wireless communication with the reader/writer of the pad
device 300 using the antenna A (4224).
[0087] Further, the communication control unit 4221a
can control wireless communication with the reader/writ-
er of the pad device 300 using the antenna B (second
antenna) (4326) of the extended pedestal 430 via the
extended pedestal connection portion 4222 and the basic
pedestal connection portion 4322. In particular, in a case
where the extended pedestal 430 is connected to the
basic pedestal 420 (i.e., in a case where the game device
400 is in the combined state between the basic pedestal
and the extended pedestal), the communication control
unit 4221a controls wireless communication with the
reader/writer of the pad device 300 using the antenna B
(4326).
[0088] As described above, in a case where the anten-
na whose wireless communication is controlled is
changed depending on whether or not the extended ped-
estal 430 is connected to the basic pedestal 420, a col-
lision may occur between wireless communication using
the antenna A (4224) of the basic pedestal 420 and wire-
less communication using the antenna B (4326) of the
extended pedestal 430. Therefore, it is preferable to take
a countermeasure against the collision between the wire-
less communication using the antenna A (4224) of the
basic pedestal 420 and the wireless communication us-
ing the antenna B (4326) of the extended pedestal 430.
[0089] Herein, an example in which a countermeasure
against the collision between the wireless communica-
tions is taken by the extended pedestal detection unit
4223 and the switching unit 4225 will be described. Fig.
11 is a diagram for describing an example of the coun-
termeasure against the collision between the wireless
communications. Note that Modification Examples 1 and
2 of the countermeasure against the collision between
the wireless communications will be described below.
[0090] As illustrated in Fig. 11, the basic pedestal 420
includes not only the antenna A (4224), the extended
pedestal detection unit 4223, the switching unit 4225,
and the IC chip 4221, but also a tuning circuit unit A

(4229). Further, the extended pedestal 430 includes not
only the antenna B (4326), the rectifier circuit unit 4327,
the power supply circuit unit 4328, and the MCU 4321
but also a tuning circuit unit B (4329). Fig. 11 also illus-
trates an antenna (hereinafter, also referred to as "pad
antenna") 440 included in the pad device 300.
[0091] The extended pedestal detection unit 4223 de-
tects a connection state between the extended pedestal
connection portion 4222 and the basic pedestal connec-
tion portion 4322. Herein, it is mainly assumed that the
extended pedestal detection unit 4223 directly checks
whether or not the extended pedestal connection portion
4222 and the basic pedestal connection portion 4322 are
connected. However, the extended pedestal detection
unit 4223 may detect the connection state in any way.
For example, the extended pedestal detection unit 4223
may detect the connection state by using a predeter-
mined switch, or may detect the connection state by using
a control signal transmitted from the MCU 4321.
[0092] The switching unit 4225 switches the antenna
whose wireless communication is controlled by the com-
munication control unit 4221a between the antenna A
(4224) and the antenna B (4326) on the basis of the con-
nection state between the extended pedestal connection
portion 4222 and the basic pedestal connection portion
4322.
[0093] For example, in a case where the extended ped-
estal detection unit 4223 detects connection between the
extended pedestal connection portion 4222 and the basic
pedestal connection portion 4322, the switching unit
4225 only needs to switch the antenna whose wireless
communication is controlled by the communication con-
trol unit 4221a from the antenna A (4224) to the antenna
B (4326). Specifically, as illustrated in Fig. 11, when the
switch of the switching unit 4225 is turned off, the antenna
whose wireless communication is controlled by the com-
munication control unit 4221a can be switched from the
antenna A (4224) to the antenna B (4326).
[0094] Meanwhile, in a case where disconnection be-
tween the extended pedestal connection portion 4222
and the basic pedestal connection portion 4322 is de-
tected, the switching unit 4225 only needs to switch the
antenna whose wireless communication is controlled by
the communication control unit 4221a from the antenna
B (4326) to the antenna A (4224). Specifically, when the
switch of the switching unit 4225 is turned on, the antenna
whose wireless communication is controlled by the com-
munication control unit 4221a from the antenna B (4326)
to the antenna A (4224).
[0095] Referring back to Fig. 10, description will be
continued. The communication control unit 4221a con-
trols reading of the identification information from the
memory 4221b on the basis of wireless communication
with the reader/writer of the pad device 300 via the an-
tenna A (4224) or antenna B (4326).
[0096] For example, in a case where the extended ped-
estal 430 is not connected to the basic pedestal 420 (i.e.,
in a case where the game device 400 is in the state of
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the single basic pedestal), it is assumed that the antenna
A (4224) receives a read request from the reader/writer
of the pad device 300 under the control of the game con-
sole main body 200. In such a case, the communication
control unit 4221a only needs to read the identification
information from the memory 4221b and control the an-
tenna A (4224) so that the antenna A (4224) returns a
read response including the identification information to
the reader/writer of the pad device 300.
[0097] Meanwhile, in a case where the extended ped-
estal 430 is connected to the basic pedestal 420 (i.e., in
a case where the game device 400 is in the combined
state between the basic pedestal and the extended ped-
estal), it is assumed that the antenna B (4326) receives
a read request from the reader/writer of the pad device
300 under the control of the game console main body
200. In such a case, the communication control unit
4221a only needs to read the identification information
from the memory 4221b and control the antenna B (4226)
so that the antenna B (4326) returns a read response
including the identification information to the reader/writ-
er of the pad device 300.
[0098] In a case where the antenna B (4326) receives
a UI operation request from the reader/writer of the pad
device 300, the operation control unit 4321b controls the
LED so as to turn on the LED on the basis of the UI
operation request. At this time, the LED lighting pattern
may be recorded on the memory 4221b of the basic ped-
estal 420 in advance, or may be included in the UI oper-
ation request.
[0099] First, the LED lighting pattern is assumed to be
recorded on the memory 4221b of the basic pedestal 420
in advance. In such a case, in a case where the antenna
B (4326) receives a UI operation request from the read-
er/writer of the pad device 300, the operation control unit
4321b only needs to read the LED lighting pattern cor-
responding to the UI operation request from the memory
4221b of the basic pedestal 420 and control the LED so
as to turn on the LED on the basis of the LED lighting
pattern.
[0100] Meanwhile, the LED lighting pattern is assumed
to be included in the UI operation request. In such a case,
in a case where the antenna B (4326) receives a UI op-
eration request from the reader/writer of the pad device
300, the operation control unit 4321b only needs to ac-
quire the LED lighting pattern from the UI operation re-
quest and control the LED so as to turn on the LED on
the basis of the LED lighting pattern.
[0101] Further, the extended pedestal 430 includes the
switch. The switch can accept operating information from
the user. More specifically, the switch of the extended
pedestal 430 can accept operating information (on or off)
from the user. At this time, in a case where the antenna
B (4326) receives an operating information request (state
check request) from the reader/writer of the pad device
300, the antenna B (4326) transmits operating informa-
tion to the reader/writer of the pad device 300 under the
control of the game console main body 200.

[0102] The power supply circuit unit 4328 generates
power supply on the basis of a magnetic field detected
by the antenna B (4326). Specifically, when the antenna
B (4326) outputs an alternating current generated on the
basis of the magnetic field to the rectifier circuit unit 4327,
the rectifier circuit unit 4327 converts the alternating cur-
rent into a direct current and outputs the direct current to
the power supply circuit unit 4328. The power supply cir-
cuit unit 4328 acquires power from such a direct current
and supplies the power to the IC chip 4221 and the MCU
4321.
[0103] Thus, in a case where power is acquired on the
basis of the magnetic field detected by the antenna B
(4326), a battery for charging is unnecessary. Therefore,
the extended pedestal 430 can be reduced in thickness,
size, or cost.
[0104] Note that Fig. 10 illustrates a case where power
is generated by the power supply circuit unit 4328. How-
ever, the extended pedestal 430 may include a battery.
At this time, power from the battery may be supplied to
the IC chip 4221 and the MCU 4321. Thus, in a case
where power is supplied from the battery, it is unneces-
sary to detect a magnetic field for charging. Therefore,
the game device can operate more dynamically and even
in a state away from a power supply source. The kind of
battery may be a primary battery or a secondary battery.
[0105] The functional configuration example of the
game device 400 has been described above.

(1.6. Modification examples of countermeasure against 
collision between wireless communications)

[0106] Next, modification examples of the counter-
measure against the collision between the wireless com-
munication using the antenna A (4224) of the basic ped-
estal 420 and the wireless communication using the an-
tenna B (4326) of the extended pedestal 430 will be de-
scribed. First, Modification Example 1 of the counter-
measure against the collision between the wireless com-
munications will be described. Fig. 12 is a diagram for
describing Modification Example 1 of the countermeas-
ure against the collision between the wireless communi-
cations.
[0107] As illustrated in Fig. 12, the basic pedestal 420
includes not only the antenna A (4224) and the IC chip
4221 but also the tuning circuit unit A (4229). That is,
unlike the example illustrated in Fig. 11, the basic ped-
estal 420 does not need to include the extended pedestal
detection unit 4223 or the switching unit 4225. Further,
the extended pedestal 430 includes not only the antenna
B (4326), the rectifier circuit unit 4327, the power supply
circuit unit 4328, and the MCU 4321 but also a tuning
circuit unit B (4329). Fig. 12 also illustrates the pad an-
tenna 440 included in the pad device 300.
[0108] As illustrated in Fig. 12, as Modification Exam-
ple 1 of the countermeasure against the collision between
the wireless communication using the antenna A (4224)
of the basic pedestal 420 and the wireless communica-
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tion using the antenna B (4326) of the extended pedestal
430, the antenna A (4224) may be connected in parallel
with the antenna B (4326). With this configuration, the
antenna A (4224) and the antenna B (4326) can be inte-
grally treated. This makes it possible to avoid the collision
between the wireless communications.
[0109] Next, Modification Example 2 of the counter-
measure against the collision between the wireless com-
munications will be described. Fig. 13 is a diagram for
describing Modification Example 2 of the countermeas-
ure against the collision between the wireless communi-
cations.
[0110] As illustrated in Fig. 13, the basic pedestal 420
includes not only the antenna A (4224) and the IC chip
4221 but also the tuning circuit unit A (4229). That is,
unlike the example illustrated in Fig. 11, the basic ped-
estal 420 does not need to include the extended pedestal
detection unit 4223 or the switching unit 4225. Further,
the extended pedestal 430 includes not only the antenna
B (4326), the rectifier circuit unit 4327, the power supply
circuit unit 4328, and the MCU 4321 but also a tuning
circuit unit B (4329). Fig. 12 also illustrates the pad an-
tenna 440 included in the pad device 300.
[0111] As illustrated in Fig. 13, as Modification Exam-
ple 2 of the countermeasure against the collision between
the wireless communication using the antenna A (4224)
of the basic pedestal 420 and the wireless communica-
tion using the antenna B (4326) of the extended pedestal
430, the antenna A (4224) may be magnetically coupled
(magnetic-field coupled) to the antenna B (4326). With
this configuration, the antenna A (4224) and the antenna
B (4326) can be integrally treated. This makes it possible
to avoid the collision between the wireless communica-
tions.
[0112] Modification examples of the countermeasure
against the collision between the wireless communica-
tions have been described below.

(1.7. Operation examples)

[0113] Next, operation of the information processing
system according to the embodiment of the present dis-
closure will be specifically described with reference to
Figs. 14 to 16. First, operation in which lighting of the
LED in the game device 400 is executed on the basis of
the LED lighting pattern read from the memory 4221b of
the basic pedestal 420 will be described with reference
to Fig. 14.
[0114] Fig. 14 is a flowchart showing operation in which
lighting of the LED in the game device 400 is executed
on the basis of the LED lighting pattern read from the
memory 4221b of the basic pedestal 420. As shown in
Fig. 14, the game console main body 200 transmits an
instruction to detect a game device to the pad device 300
at a predetermined timing during progress of a game
(S121). Upon receipt of the instruction to detect the game
device, the pad device 300 attempts to detect whether
or not the game device is detected by transmitting a read

request via short-range wireless communication (S122).
[0115] Herein, it is assumed that the extended pedestal
430 is not connected to the basic pedestal 420 (i.e., the
game device 400 is in the state of the single basic ped-
estal). In such a case, the basic pedestal 420 receives
the read request via the antenna A (4224). When the
read request is received, the communication control unit
4221a reads identification information and individual in-
formation from the memory 4221b, and includes the iden-
tification information and individual information in a re-
sponse to the read request. The antenna A (4224) trans-
mits the response to the game console main body 200
via the pad device 300 (S123, S124).
[0116] As described above, the identification informa-
tion may be information for identifying the figure 410. At
this time, the game console main body 200 can identify
the figure 410 formed on the basic pedestal 420 on the
basis of the identification information. Further, as de-
scribed above, the individual information may be infor-
mation indicating the characteristics of the character cor-
responding to the figure 410 (e.g., the strength and the
like of the character). At this time, the individual informa-
tion can be used for the progress of the game.
[0117] Then, the game console main body 200 trans-
mits a UI operation setting instruction including an LED
lighting pattern to the pad device 300 (S125). Such an
LED lighting pattern may be determined by the game
console main body 200 in accordance with the identifi-
cation information or in accordance with both the identi-
fication information and the individual information. Upon
receipt of the UI operation setting instruction, the pad
device 300 controls a UI operation setting by transmitting
a UI setting request including the LED lighting pattern via
short-range wireless communication (S126).
[0118] Herein, it is assumed that the extended pedestal
430 is not connected to the basic pedestal 420 (i.e., the
game device 400 is in the state of the single basic ped-
estal). In such a case, the basic pedestal 420 receives
the UI setting request via the antenna A (4224). When
the UI setting request is received, the communication
control unit 4221a acquires the LED lighting pattern from
the UI setting request and writes the LED lighting pattern
into the memory 4221b (S127). The pad device 300 trans-
mits the control result of the UI operation setting to the
game console main body 200 (S128).
[0119] Then, the game console main body 200 trans-
mits a UI operation instruction including information that
specifies the LED lighting pattern to the pad device 300
at a predetermined timing during the progress of the
game (S129). Upon receipt of the UI operation instruc-
tion, the pad device 300 controls UI operation by trans-
mitting a UI operation request including the information
that specifies the LED lighting pattern via short-range
wireless communication (S130).
[0120] Herein, it is assumed that the extended pedestal
430 is connected to the basic pedestal 420 (i.e., the game
device 400 is in the combined state between the basic
pedestal and the extended pedestal). In such a case, the
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extended pedestal 430 receives the UI operation request
via the antenna B (4326). When the UI operation request
is received, the operation control unit 4321b acquires the
information that specifies the LED lighting pattern from
the UI operation request, and reads the LED lighting pat-
tern specified by the information from the memory 4221b
(S131, S132). The operation control unit 4321b turns on
the LED on the basis of the LED lighting pattern (S133).
[0121] The operation in which lighting of the LED in the
game device 400 is executed on the basis of the LED
lighting pattern read from the memory 4221b of the basic
pedestal 420 has been described above.
[0122] Next, operation in which lighting of the LED in
the game device 400 is executed on the basis of an LED
lighting pattern that is acquired in response to a UI op-
eration instruction from the game console main body 200
will be described with reference to Fig. 15.
[0123] Fig. 15 is a flowchart showing operation in which
lighting of the LED in game device 400 is executed on
the basis of an LED lighting pattern that is acquired in
response to a UI operation instruction from the game
console main body 200. As shown in Fig. 15, first, S141
to S144 are executed. Such S141 to S144 may be exe-
cuted in a similar manner to S121 to S124 shown in Fig.
14. Therefore, detailed description of S141 to S144
shown in Fig. 15 will be omitted.
[0124] Then, the game console main body 200 trans-
mits a UI operation instruction including an LED lighting
pattern to the pad device 300 at a predetermined timing
during the progress of the game (S145). Upon receipt of
the UI operation instruction, the pad device 300 controls
UI operation by transmitting a UI operation request in-
cluding the LED lighting pattern via short-range wireless
communication (S146).
[0125] Herein, it is assumed that the extended pedestal
430 is connected to the basic pedestal 420 (i.e., the game
device 400 is in the combined state between the basic
pedestal and the extended pedestal). In such a case, the
extended pedestal 430 receives the UI operation request
via the antenna B (4326). When the UI operation request
is received, the operation control unit 4321b acquires the
LED lighting pattern from the UI operation request and
turns on the LED on the basis of the LED lighting pattern
(S147).
[0126] The operation in which lighting of the LED is
executed on the basis of the LED lighting pattern that is
acquired in response to the UI operation instruction from
the game console main body 200 has been described
above.
[0127] Next, operation of notifying the game console
main body 200 of information regarding user operation
on the game device 400 will be described with reference
to Fig. 16.
[0128] Fig. 16 is a flowchart showing operation of no-
tifying the game console main body 200 of information
regarding user operation on the game device 400. As
shown in Fig. 16, first, S151 to S154 are executed. Such
S151 to S154 may be executed in a similar manner to

S121 to S124 shown in Fig. 14. Therefore, detailed de-
scription of S151 to S154 shown in Fig. 16 will be omitted.
Herein, the user turns on the switch of the extended ped-
estal 430 (S155).
[0129] Then, the game console main body 200 trans-
mits an instruction to check a state of the game device
to the pad device 300 at a predetermined timing during
the progress of the game (S156). Upon receipt of the
instruction to check the state of the game device, the pad
device 300 checks the state of the game device by trans-
mitting a state check request via short-range wireless
communication (S157).
[0130] Herein, it is assumed that the extended pedestal
430 is connected to the basic pedestal 420 (i.e., the game
device 400 is in the combined state between the basic
pedestal and the extended pedestal). In such a case, the
extended pedestal 430 receives the state check request
via the antenna B (4326). When the state check request
is received, the operation control unit 4321b acquires a
state of the switch (e.g., whether the switch is on or off)
(S158), and the antenna B (4326) returns a state check
response including the state of the switch to the game
console main body 200 via the pad device 300 (S159,
S160)
[0131] In this way, the game console main body 200
is notified of information regarding user operation on the
game device 400. In the game console main body 200,
the information regarding the user operation transmitted
as described above may be used in any way. For exam-
ple, in the game console main body 200, the information
regarding the user operation may be used for the
progress of the game. For example, in a case where the
game console main body 200 detects turning on of the
switch of the game device 400, it may be determined that
the character corresponding to the figure 410 of the game
device 400 has attacked.
[0132] The operation of notifying the game console
main body 200 of information regarding user operation
on the game device 400 has been described above.

<2. Conclusion>

[0133] As described above, in this embodiment, a
game device having a UI improves the game character-
istics and enhances the user experience. For example,
there is provided a game device capable of performing
interactive UI expression in accordance with predeter-
mined processing because a user interface and a proc-
essor for controlling the user interface are mounted on
the game device.
[0134] With such a game device, expression according
to execution of the game can be given by the game de-
vice, in addition to a normal decoration for the game de-
vice (figure). As an example, expression (e.g., lighting of
the LED, and the like) that matches a timing at which a
character appearing in the game shows a technique can
be given by the game device.
[0135] Further, according to this embodiment, the
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game console main body and the game device can re-
alize wireless communication via the pad device in re-
sponse to a command from the game console main body.
Thus, various expressions can be achieved by cooper-
atively performing the game console main body and the
game device. As an example, it is possible to transmit
information regarding the figure from the game console
main body to the user and transmit user operation re-
garding the figure to the game console main body. With
this configuration, it is expected that an interactive UI is
realized and possibilities of the game are expanded.
[0136] The preferred embodiments of the present dis-
closure have been described above in detail with refer-
ence to the accompanying drawings. However, the
present technology is not limited to such examples. It is
obvious that a person having ordinary knowledge in the
technical field of the present disclosure can come up with
various changes or modifications within the scope of the
technical idea described in the claims. As a matter of
course, it is understood that those changes and modifi-
cations also belong to the technical scope of the present
disclosure.
[0137] For example, a computer program for exercis-
ing functions of the game console main body 200, the
pad device 300, or the game device 400 described above
can also be created in hardware such as a CPU (or MCU),
a ROM, a RAM, and an IC chip included the game console
main body 200, the pad device 300, or the game device
400. Further, a computer-readable storage medium stor-
ing the computer program is also provided.
[0138] Further, the effects described in the present
specification are merely illustrative or exemplary and are
not limited. In other words, the technology according to
the present disclosure can have other effects that are
apparent to those skilled in the art from the description
of the present specification in addition to or in place of
the above effects.
[0139] Note that the present technology can also be
configured as follows.

(1) A first information processing device including:

a first connection portion that is connected to a
second information processing device;
a first antenna configured to perform wireless
communication with an external device; and
a communication control unit configured to con-
trol wireless communication with the external
device via the first antenna and control wireless
communication with the external device via a
second antenna of the second information
processing device through the first connection
portion, in which
the first information processing device is en-
gageable with the second information process-
ing device, and
the communication control unit controls reading
of identification information from a memory on

the basis of wireless communication with the ex-
ternal device via the first antenna or the second
antenna.

(2) The first information processing device according
to (1), in which
the identification information is related to a figure
formed on the first information processing device.
(3) The first information processing device according
to (1) or (2), in which
in a case where the first antenna receives operation
information from the external device, the communi-
cation control unit writes the operation information
into the memory.
(4) The first information processing device according
to any one of (1) to (3), further including:

a detection unit configured to detect a connec-
tion state between the first connection portion
and the second information processing device;
and
a switching unit configured to switch, on the ba-
sis of the connection state, an antenna whose
wireless communication is controlled by the
communication control unit between the first an-
tenna and the second antenna.

(5) The first information processing device according
to (4), in which
in a case where connection between the first con-
nection portion and the second information process-
ing device is detected, the switching unit switches
the antenna whose wireless communication is con-
trolled by the communication control unit from the
first antenna to the second antenna.
(6) The first information processing device according
to any one of (1) to (3), in which
the first antenna is connected in parallel with the sec-
ond antenna.
(7) The first information processing device according
to any one of (1) to (3), in which
the first antenna is magnetically coupled to the sec-
ond antenna.
(8) An information processing method by a proces-
sor,
the processor controlling wireless communication
with an external device via a first antenna and con-
trolling wireless communication with the external de-
vice via a second antenna of a second information
processing device through a first connection portion,
a first information processing device that includes
the processor being engageable with the second in-
formation processing device, the information
processing method, by the processor, including:
controlling reading of identification information from
a memory on a basis of wireless communication with
the external device via the first antenna or the second
antenna.
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(9) A program for causing a computer to function as
a first information processing device including a com-
munication control unit configured to control wireless
communication with an external device via a first an-
tenna and control wireless communication with the
external device via a second antenna of a second
information processing device through a first con-
nection portion, in which
the first information processing device is engageable
with the second information processing device, and
the communication control unit controls reading of
identification information from a memory on the basis
of wireless communication with the external device
via the first antenna or the second antenna.
(10) A second information processing device includ-
ing:

a second connection portion that is connected
to a first information processing device;
a second antenna configured to perform wire-
less communication with an external device un-
der the control of a communication control unit
of the first information processing device via the
second connection portion;
a user interface unit; and
an operation control unit configured to control,
in a case where the second antenna receives
an operation request from the external device,
the user interface unit so that output is per-
formed by the user interface unit on the basis of
the operation request, in which
the second information processing device is en-
gageable with the first information processing
device.

(11) The second information processing device ac-
cording to (10), in which
in a case where the second antenna receives the
operation request from the external device, the op-
eration control unit reads operation information cor-
responding to the operation request from a memory
of the first information processing device and con-
trols the user interface unit so that output is per-
formed by the user interface unit on the basis of the
operation information.
(12) The second information processing device ac-
cording to (10) or (11), in which
in a case where the second antenna receives the
operation request from the external device, the op-
eration control unit acquires operation information
from the operation request and controls the user in-
terface unit so that output is performed by the user
interface unit on the basis of the operation informa-
tion.
(13) The second information processing device ac-
cording to any one of (10) to (12), further including
a power supply unit configured to generate power
supply on the basis of a magnetic field detected by

the second antenna.
(14) The second information processing device ac-
cording to any one of (10) to (13), further including
a battery.
(15) The second information processing device ac-
cording to any one of (10) to (14), in which
the user interface unit is configured to accept oper-
ating information from a user, and
in a case where the second antenna receives an
operating information request from the external de-
vice, the second antenna transmits the operating in-
formation to the external device.
(16) An information processing method, by a proc-
essor, including
in a case where a second antenna receives an op-
eration request from an external device under the
control of a communication control unit of a first in-
formation processing device via a second connec-
tion portion, controlling a user interface unit so that
output is performed by the user interface unit on the
basis of the operation request, in which
a second information processing device including
the processor is engageable with the first information
processing device.
(17) A program for causing a computer to function as
a second information processing device including an
operation control unit configured to control, in a case
where a second antenna receives an operation re-
quest from an external device under control of a com-
munication control unit of a first information process-
ing device via a second connection portion, a user
interface unit so that output is performed by the user
interface unit on the basis of the operation request,
in which
the second information processing device is engage-
able with the first information processing device.
(18) An information processing system including:

a first information processing device; and
a second information processing device, in
which
the first information processing device is en-
gageable with the second information process-
ing device,
the first information processing device includes
a first connection portion that is connected to
the second information processing device,
a first antenna configured to perform wireless
communication with an external device, and
a communication control unit configured to con-
trol wireless communication with the external
device via the first antenna and control wireless
communication with the external device via a
second antenna of the second information
processing device through the first connection
portion,
the communication control unit controls reading
of identification information from a memory on
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the basis of wireless communication with the ex-
ternal device via the first antenna or the second
antenna,
the second information processing device in-
cludes
a second connection portion that is connected
to the first information processing device,
the second antenna,
a user interface unit, and
an operation control unit configured to control,
in a case where the second antenna receives
an operation request from the external device,
the user interface unit so that output is per-
formed by the user interface unit on the basis of
the operation request.

REFERENCE SIGNS LIST

[0140]

100 Information processing system
200 Game console main body
201 Screen
300 Pad device
400 Game device
401 RFID tag
410 Figure
420 Basic pedestal
4210 Upper lid
4220 Substrate
4221 IC chip
4221a Communication control unit
4221b Memory
4221c External interface
4222 Extended pedestal connection portion
4223 Extended pedestal detection unit
4224 Antenna
4225 Switching unit
4230 Lower lid
4231 Hole
430 Extended pedestal
4310 Upper lid
4320 Substrate
4321 MCU
4321a External interface
4321b Operation control unit
4321c External interface
4322 Basic pedestal connection portion
4323 Switch
4323Z Input unit
4324 LED
4324Z Output unit
4325 Input/output unit
4326 Antenna
4327 Rectifier circuit unit
4328 Power supply circuit unit
4330 Lower lid
4331 Hole

440 Pad antenna

Claims

1. A first information processing device comprising:

a first connection portion that is connected to a
second information processing device;
a first antenna configured to perform wireless
communication with an external device; and
a communication control unit configured to con-
trol wireless communication with the external
device via the first antenna and control wireless
communication with the external device via a
second antenna of the second information
processing device through the first connection
portion, wherein
the first information processing device is en-
gageable with the second information process-
ing device, and
the communication control unit controls reading
of identification information from a memory on
a basis of wireless communication with the ex-
ternal device via the first antenna or the second
antenna.

2. The first information processing device according to
claim 1, wherein
the identification information is related to a figure
formed on the first information processing device.

3. The first information processing device according to
claim 1, wherein
in a case where the first antenna receives operation
information from the external device, the communi-
cation control unit writes the operation information
into the memory.

4. The first information processing device according to
claim 1, further comprising:

a detection unit configured to detect a connec-
tion state between the first connection portion
and the second information processing device;
and
a switching unit configured to switch, on a basis
of the connection state, an antenna whose wire-
less communication is controlled by the commu-
nication control unit between the first antenna
and the second antenna.

5. The first information processing device according to
claim 4, wherein
in a case where connection between the first con-
nection portion and the second information process-
ing device is detected, the switching unit switches
the antenna whose wireless communication is con-
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trolled by the communication control unit from the
first antenna to the second antenna.

6. The first information processing device according to
claim 1, wherein
the first antenna is connected in parallel with the sec-
ond antenna.

7. The first information processing device according to
claim 1, wherein
the first antenna is magnetically coupled to the sec-
ond antenna.

8. An information processing method by a processor,
the processor controlling wireless communication
with an external device via a first antenna and con-
trolling wireless communication with the external de-
vice via a second antenna of a second information
processing device through a first connection portion,
a first information processing device that includes
the processor being engageable with the second in-
formation processing device, the information
processing method, by the processor, comprising:
controlling reading of identification information from
a memory on a basis of wireless communication with
the external device via the first antenna or the second
antenna.

9. A program for causing a computer to function as
a first information processing device including a com-
munication control unit configured to control wireless
communication with an external device via a first an-
tenna and control wireless communication with the
external device via a second antenna of a second
information processing device through a first con-
nection portion, wherein
the first information processing device is engageable
with the second information processing device, and
the communication control unit controls reading of
identification information from a memory on a basis
of wireless communication with the external device
via the first antenna or the second antenna.

10. A second information processing device comprising:

a second connection portion that is connected
to a first information processing device;
a second antenna configured to perform wire-
less communication with an external device un-
der control of a communication control unit of
the first information processing device via the
second connection portion;
a user interface unit; and
an operation control unit configured to control,
in a case where the second antenna receives
an operation request from the external device,
the user interface unit so that output is per-
formed by the user interface unit on a basis of

the operation request, wherein
the second information processing device is en-
gageable with the first information processing
device.

11. The second information processing device accord-
ing to claim 10, wherein
in a case where the second antenna receives the
operation request from the external device, the op-
eration control unit reads operation information cor-
responding to the operation request from a memory
of the first information processing device and con-
trols the user interface unit so that output is per-
formed by the user interface unit on a basis of the
operation information.

12. The second information processing device accord-
ing to claim 10, wherein
in a case where the second antenna receives the
operation request from the external device, the op-
eration control unit acquires operation information
from the operation request and controls the user in-
terface unit so that output is performed by the user
interface unit on a basis of the operation information.

13. The second information processing device accord-
ing to claim 10, further comprising
a power supply unit configured to generate power
supply on a basis of a magnetic field detected by the
second antenna.

14. The second information processing device accord-
ing to claim 10, further comprising
a battery.

15. The second information processing device accord-
ing to claim 10, wherein
the user interface unit is configured to accept oper-
ating information from a user, and
in a case where the second antenna receives an
operating information request from the external de-
vice, the second antenna transmits the operating in-
formation to the external device.

16. An information processing method, by a processor,
comprising
in a case where a second antenna receives an op-
eration request from an external device under control
of a communication control unit of a first information
processing device via a second connection portion,
controlling a user interface unit so that output is per-
formed by the user interface unit on a basis of the
operation request, wherein
a second information processing device including
the processor is engageable with the first information
processing device.

17. A program for causing a computer to function as
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a second information processing device including an
operation control unit configured to control, in a case
where a second antenna receives an operation re-
quest from an external device under control of a com-
munication control unit of a first information process-
ing device via a second connection portion, a user
interface unit so that output is performed by the user
interface unit on a basis of the operation request,
wherein
the second information processing device is engage-
able with the first information processing device.

18. An information processing system comprising:

a first information processing device; and
a second information processing device, where-
in
the first information processing device is en-
gageable with the second information process-
ing device,
the first information processing device includes
a first connection portion that is connected to
the second information processing device,
a first antenna configured to perform wireless
communication with an external device, and
a communication control unit configured to con-
trol wireless communication with the external
device via the first antenna and control wireless
communication with the external device via a
second antenna of the second information
processing device through the first connection
portion,
the communication control unit controls reading
of identification information from a memory on
a basis of wireless communication with the ex-
ternal device via the first antenna or the second
antenna,
the second information processing device in-
cludes
a second connection portion that is connected
to the first information processing device,
the second antenna,
a user interface unit, and
an operation control unit configured to control,
in a case where the second antenna receives
an operation request from the external device,
the user interface unit so that output is per-
formed by the user interface unit on a basis of
the operation request.
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