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(54) STERILIZING APPARATUS FOR STERILIZING A CONTAINER AND METHOD FOR 
STERILIZING A CONTAINER

(57) Method for sterilizing a container (100) compris-
ing the steps of: generating a flow of water vapour;
introducing an aqueous compound containing a liquid
hydrogen peroxide into the flow of water vapour so as to
obtain a mixture of water vapour and partially evaporated

hydrogen peroxide;
heating the mixture so as to complete its evaporation;
delivering the heated and evaporated mixture to the con-
tainer (100) to be sterilized.
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Description

[0001] The present invention relates to a sterilizing ap-
paratus for sterilizing a container and a method for ster-
ilizing a container.
[0002] The reference sector is the bottling of so-called
"sensitive" food products, i.e. products that are particu-
larly sensitive to bacteriological contamination and oxi-
dation, such as, for example, isotonic drinks, juices, nec-
tars, soft drinks, tea, milk-based drinks, coffee-based
drinks, etc., for which it is fundamental to prevent any
microbiological contamination throughout the packaging
stages.
[0003] Within this context, the focus is on the decon-
tamination of the primary packaging, whether it is a bottle,
a pouch, or a cardboard container; the decontamination
is performed before the packaging is filled. Decontami-
nation techniques of the prior art for containers and the
relative closing systems (spouts, caps, etc.) envisage the
use of chemical agents (e.g. aqueous solutions contain-
ing peracetic acid or hydrogen peroxide), or the applica-
tion of radiation or the use of heat.
[0004] For example, a first chemical sterilisation meth-
od for sterilizing the inside walls of a container envisages
the following steps:

- vaporizing an aqueous solution containing hydrogen
peroxide into the container (e.g. bottle);

- making the hydrogen peroxide vapours condense
on the inside walls of the container (bringing the walls
themselves to a temperature less than or equal to
the condensation temperature of the peroxide va-
pours);

- making the condensed agent evaporate using hot
air so as to "activate" it;

- drying the inside walls of the container.

[0005] A second chemical sterilisation method envis-
ages keeping the hydrogen peroxide constantly in the
vapour state. In that case, the peroxide does not need
"to be activated".
[0006] However, in the second method the tempera-
ture of the inside walls of the container must always be
higher than the condensation temperature of the perox-
ide vapours so as to prevent their condensation: this con-
dition can be technically and economically laborious to
implement.
[0007] For example, document US2010/0202919 pro-
poses a vaporizer for sterilizing plastic containers com-
prising a cylindrical housing having a heating plate as its
base. An aqueous solution containing hydrogen peroxide
is injected into the vaporizer through a longitudinal central
conduit at the end of which a nozzle is assembled, which
nozzle sprays the solution onto the heating plate so as
to make it evaporate. A gaseous means (e.g. air) is in-
troduced into the cylinder and, through a conveyor, sent
towards the heating plate. This gaseous means acts as
a carrier for the vaporized sterilizing agent, i.e. it carries

it towards the outside of the cylinder, hence towards the
containers to be sterilized.
[0008] The main limit of the solutions using the first
method and air as a carrier is connected with the need
to deposit the hydrogen peroxide condensate onto all the
surfaces to be treated, which are not always easy to
reach. Let’s consider, for example, containers with a
complex geometry (e.g. undercuts or handles) for which
condensation only takes place in high treatment times,
which require oversized sterilizing apparatus.
[0009] The use of water vapour as a carrier (instead
of air) makes the condensation of the hydrogen peroxide
on the surfaces to be treated easier, but this solution
poses another problem.
[0010] In fact, it is not possible to be sure of the com-
plete evaporation of the liquid hydrogen peroxide injected
into the vapour flow. This is due to undesired condensa-
tion of the vapour itself, which contrast the completion of
the evaporation of the hydrogen peroxide.
[0011] On the other hand, it is actually the complete
evaporation of the peroxide that allows the concentration
of the sterilizing agent which condenses on the surfaces
to be monitored, ensuring that pre-established sterility
values are obtained and remain constant over time.
[0012] The use of water vapour as a carrier is described
in US7708959, in which a predefined dose of aqueous
solution containing liquid hydrogen peroxide is injected
into a vapour flow. This mixture is conveyed towards a
sterilization chamber in which the spout or cap of a con-
tainer to be sterilized is placed. In this solution, the vapour
performs the following functions:

- it causes the evaporation of the sterilizing agent (and
therefore the activation of the peroxide);

- it acts as a carrier, i.e. it carries the sterilizing agent.

[0013] However, to keep the concentration of the ster-
ilizing agent under control and to ensure the complete
evaporation of the peroxide, the structural complexity
must be increased.
[0014] For example, document US7708959 envisages
a shifting device for the injector so as to move it away
from the vapour when the injection of the peroxide is not
required. Alternatively, a cooling device is provided in
proximity to the injector so as to contrast the increase in
the peroxide temperature before injection into the vapour
flow.
[0015] In this context, the technical task underpinning
the present invention is to provide a sterilizing apparatus
for sterilizing a container and a method for sterilizing a
container, which obviate the drawbacks of the prior art
cited above.
[0016] In particular, an object of the present invention
is to provide a sterilizing apparatus for sterilizing a con-
tainer and a method for sterilizing a container that ensure
the desired sterility degree is obtained and maintained
over time, without having to increase the structural com-
plexity. The set technical task and the specified objects
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are substantially attained by a sterilizing apparatus for
sterilizing a container and a method for sterilizing a con-
tainer, comprising the technical characteristics as set out
in one or more of the accompanying claims.
[0017] Further characteristics and advantages of the
present invention will more fully emerge from the indic-
ative, and therefore non-limiting, description of a pre-
ferred but not exclusive embodiment of a sterilizing ap-
paratus for sterilizing a container and a method for ster-
ilizing a container, as illustrated in the accompanying
drawings, in which:

- figure 1 schematically illustrates a first embodiment
of a sterilizing apparatus for sterilizing a container,
according to the present invention;

- figure 2 schematically illustrates a second embodi-
ment of a sterilizing apparatus for sterilizing a con-
tainer, according to the present invention.

[0018] With reference to the figures, 1 is used to indi-
cate a sterilizing apparatus for sterilizing a container 100.
In particular, the container 100 is a bottle made of high-
density polyethylene (known by the acronym HDPE).
[0019] The sterilizing apparatus 1 comprises a mixing
chamber 2 having a first opening 3 of admission of water
vapour.
[0020] For example, the water vapour comes from the
supply services of the site where the apparatus 1 oper-
ates. Alternatively, the water vapour is generated by a
dedicated generating unit 9.
[0021] Preferably, the water vapour is at a pressure
comprised between about 2 bar and 3 bar and, therefore,
at a temperature comprised between 120°C and 145°C.
[0022] The sterilizing apparatus 1 comprises means
for introducing 4 an aqueous compound containing a liq-
uid sterilizing agent inside the mixing chamber 2. In par-
ticular, the liquid sterilizing agent is hydrogen peroxide.
Preferably, the concentration of hydrogen peroxide in the
aqueous compound is about 35%.
[0023] Preferably, the means for introducing 4 the
aqueous compound comprise a spray nozzle 5. For ex-
ample, the spray nozzle 5 is a compressed air or piezo-
electric spray nozzle.
[0024] In an alternative not illustrated, the means for
introducing 4 consist of a conduit that has the aqueous
compound drip into the mixing chamber 2.
[0025] In an alternative not illustrated, the means for
introducing 4 consist of an ejector that draws the aqueous
compound into the vapour flow contained in the mixing
chamber 2.
[0026] Inside the mixing chamber 2, coming into con-
tact with the water vapour (at the temperature and pres-
sure indicated above), the aqueous compound contain-
ing the sterilizing agent also starts to evaporate.
[0027] Hence a mixture of water vapour and evaporat-
ed sterilizing agent is generated which is discharged from
the mixing chamber 2 through a second opening 6.
[0028] Originally, before being delivered to the contain-

er 100 to be sterilized, the mixture thus obtained is heated
by a heating unit 7 which promotes the complete evap-
oration of the sterilizing agent and keeps the mixture in
the gaseous state.
[0029] Such heating unit 7 is placed upstream of a
treatment chamber 8 of the container 100 to be sterilized.
[0030] In the embodiments described and illustrated
herein, the treatment chamber 8 is the internal volume
of the bottle 100, i.e. the space delimited by the walls and
the bottom of the bottle 100.
[0031] In an alternative embodiment (not illustrated),
the treatment chamber 8 is a chamber containing the
bottle 100, therefore it is the external walls of the bottle
100 that are treated.
[0032] In a first embodiment, illustrated in fig. 1, the
heating unit 7 is placed downstream of the mixing cham-
ber 2 so as to receive the mixture of water vapour and
partially evaporated sterilizing agent from the second
opening 6 of the mixing chamber 2.
[0033] For example, the heating unit 7 consists of an
electric heat exchanger or a vapour heat exchanger of
the known type.
[0034] In a second embodiment, illustrated in fig. 2, the
heating unit 7 is located inside the mixing chamber 2.
[0035] For example, the heating unit 7 consists of a
heat exchanger comprising a metal plate 10 inside which
at least one electric resistance 11 is arranged. Alterna-
tively, the heating unit 7 consists of a vapour heat ex-
changer comprising a metal plate appropriately shaped
to make the vapour circulate.
[0036] The method for sterilizing a container, accord-
ing to the present invention, is described below.
[0037] The water vapour, for example coming from the
dedicated generating unit 9 or from the supply services
of the site, is entered into the mixing chamber 2 and the
aqueous compound containing the liquid sterilizing agent
is introduced into the vapour flow. This introduction pref-
erably takes place by injection, for example, by spraying
the aqueous compound through the spray nozzle 5.
[0038] As already mentioned above, the high temper-
ature of the water vapour makes the aqueous compound
containing the sterilizing agent partially evaporate too.
Thus, the mixture of water vapour and partially evapo-
rated sterilizing agent is obtained.
[0039] In the first embodiment, the mixture thus ob-
tained passes into the heating unit 7 placed downstream
of the mixing chamber 2.
[0040] Advantageously, the heating unit 7 allows the
evaporation of the aqueous compound (hence of the ster-
ilizing agent) to be completed and the mixture to be kept
in the gaseous state.
[0041] In particular, the heating unit 7 is sized so as to
be able to evaporate a maximum quantity of liquid pre-
established according to the required degree of steriliza-
tion.
[0042] After identifying the working point, i.e. the op-
erating temperature, of the heating unit 7 which allows
the liquid component of the mixture (coming from the
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mixing chamber 2) to evaporate completely, this temper-
ature condition is maintained over time thanks to a feed-
back control.
[0043] In the second embodiment, the mixture is heat-
ed directly inside the mixing chamber 2, which contains
the heating unit 7.
[0044] For example, the mixture impacts against the
heated metal plate 10 which completes its evaporation
and guarantees the maintenance of the gaseous state.
[0045] Subsequently, the mixture is drawn into the con-
tainer 100, brushing against its inside walls.
[0046] In particular, the inside walls of the container
100 are kept at a temperature less than or equal to the
condensation temperature of the hydrogen peroxide va-
pour, i.e. less than 60°C.
[0047] In this way, the hydrogen peroxide condenses
on the walls. Subsequently, it is evaporated by means of
the delivery of hot air.
[0048] The concentration of sterilizing agent in the mix-
ture is determined by measuring the flow rate of vapour
and the flow rate of sterilizing agent at the inlet to the
mixing chamber 2, a concentration which is kept constant
through a feedback control that operates on the dedicat-
ed valves so as to keep the flow rates within a pre-es-
tablished range.
[0049] From the above description, the characteristics
of the sterilizing apparatus for sterilizing a container and
the method for sterilizing a container, according to the
present invention, are clear, as are the advantages.
[0050] In particular, the apparatus and the method pro-
posed herein use pressurized water vapour as a carrier,
which makes it easier to treat medium sized-large bottles
and with complex geometry, such as the bottles used in
the dairy industry.
[0051] By heating the gaseous mixture (formed by wa-
ter vapour and hydrogen peroxide) prior to delivering it
to the container, the complete evaporation of the steriliz-
ing agent is guaranteed, which allows the concentration
of the condensed sterilizing agent to be kept under control
(preventing its condensation prior to the contact with the
walls of the container), thus ensuring that the desired
degree of sterility is obtained and maintained over time.
[0052] To do so, it is sufficient to insert a heat exchang-
er just downstream of the mixing chamber or directly in-
side it without having to increase the structural complexity
of the apparatus.

Claims

1. Sterilizing apparatus (1) for sterilizing a container
(100), comprising:

a treatment chamber (8) of the container (100);
a mixing chamber (2) having a first opening (3)
of admission of water vapour;
means for introducing (4) an aqueous com-
pound containing a liquid sterilizing agent inside

said mixing chamber (2), said mixing chamber
(2) having a second opening (6) of discharge of
a mixture of water vapour and partially evapo-
rated sterilizing agent towards said treatment
chamber (8),
characterized in that it comprises a heating unit
(7) that is operatively active on the mixture of
water vapour and partially evaporated sterilizing
agent in order to complete the evaporation
thereof, said heating unit (7) being located up-
stream of said treatment chamber (8).

2. Sterilizing apparatus (1) according to claim 1, where-
in said heating unit (7) is located downstream of said
mixing chamber (2) so as to receive said mixture
from the second opening (6) of the mixing chamber
(2).

3. Sterilizing apparatus (1) according to claim 1, where-
in said heating unit (7) is placed inside said mixing
chamber (2).

4. Sterilizing apparatus (1) according to any one of the
preceding claims, wherein said heating unit (7) con-
sists in an electric heat exchanger or a vapour heat
exchanger.

5. Sterilizing apparatus (1) according to any one of the
preceding claims, wherein said means for introduc-
ing (4) the aqueous compound are configured to in-
troduce an aqueous compound containing hydrogen
peroxide as sterilizing agent.

6. Sterilizing apparatus (1) according to any one of the
preceding claims, wherein said means for introduc-
ing (4) the aqueous compound comprise a spray
nozzle (5).

7. Sterilizing apparatus (1) according to claim 6, where-
in said spray nozzle (5) is a compressed air or pie-
zoelectric spray nozzle.

8. Sterilizing apparatus (1) according to claims 1 to 5,
wherein said means for introducing (4) the aqueous
compound consist in a conduit connecting to the mix-
ing chamber (2) so as to have the aqueous com-
pound drip into said mixing chamber (2).

9. Sterilizing apparatus (1) according to claims 1 to 5,
wherein said means for introducing (4) the aqueous
compound consist in an ejector that draws the aque-
ous compound into the water vapour contained in
said mixing chamber (2).

10. Method for sterilizing a container (100), comprising
the steps of:

generating a flow of water vapour;
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introducing an aqueous compound containing a
liquid sterilizing agent into the flow of water va-
pour so as to obtain a mixture of water vapour
and partially evaporated sterilizing agent;
delivering said mixture to the container (100) to
be sterilized,
characterized in that it comprises a step of
heating the mixture of water vapour and partially
evaporated sterilizing agent prior to delivering it
to said container (100).
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