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Description

TECHNICAL FIELD

[0001] The present disclosure relates, in general, to
wireless communications and, more particularly, sys-
tems and methods for self-deferral with downlink and up-
link transmission opportunity sharing.

BACKGROUND

[0002] The 3GPP Rel-13 feature "Licensed-Assisted
Access" (LAA) allows LTE equipment to also operate in
the unlicensed 5 GHz radio spectrum. The unlicensed 5
GHz spectrum is used as a complement to the licensed
spectrum. An ongoing 3GPP Rel-14 work item adds UL
transmissions to LAA. Accordingly, devices (i.e., LTE us-
er equipment (UEs)) connect in the licensed spectrum
(primary cell or PCell) and use carrier aggregation to ben-
efit from additional transmission capacity in the unli-
censed spectrum (secondary cell or SCell). Standalone
operation of LTE in unlicensed spectrum is also possible
and is under development by the MuLTEfire Alliance.
[0003] Regulatory requirements, however, may not
permit transmissions in the unlicensed spectrum without
prior channel sensing. Since the unlicensed spectrum
must be shared with other radios of similar or dissimilar
wireless technologies, a so-called listen-before-talk
(LBT) method needs to be applied. LBT involves sensing
the medium for a pre-defined minimum amount of time
and backing off if the channel is busy. Today, the unli-
censed 5 GHz spectrum is mainly used by equipment
implementing the IEEE 802.11 Wireless Local Area Net-
work (WLAN) standard, also known under its marketing
brand as "Wi-Fi."
[0004] Both Wi-Fi and LAA may operate in multi-carrier
mode with simultaneous transmission across multiple
unlicensed channels in the 5 GHz band. Wi-Fi follows a
hierarchical multi-carrier LBT scheme known as channel
bonding.

Long Term Evolution (LTE)

[0005] FIGURE 1 illustrates the basic LTE downlink
physical resource 100. LTE uses Orthogonal Frequency
Division Multiplexing (OFDM) in the downlink and Dis-
crete Fourier Transform (DFT)-spread OFDM (also re-
ferred to as single-carrier FDMA (SC-FDMA)) in the up-
link. The basic LTE downlink physical resource can thus
be seen as a time-frequency grid, where each resource
element 110 corresponds to one OFDM subcarrier 115
during one OFDM symbol interval. The uplink subframe
has the same subcarrier spacing as the downlink, and
the same number of SC-FDMA symbols in the time do-
main as OFDM symbols in the downlink.
[0006] FIGURE 2 illustrates the LTE time-domain
structure 200. In the time domain, LTE downlink trans-
missions are organized into radio frames 210 of 10 ms,

each radio frame 210 consisting of ten equally-sized sub-
frames 215 of length Tsubframe = 1 ms, in the illustrated
example embdoiment. Each subframe 215 comprises
two slots of duration 0.5 ms each, and the slot numbering
within a frame ranges from 0 to 19. For normal cyclic
prefix, one subframe 215 consists of 14 OFDM symbols.
The duration of each symbol is approximately 71.4 ms.
[0007] Furthermore, the resource allocation in LTE is
typically described in terms of resource blocks (RBs),
where a RB corresponds to one slot (0.5 ms) in the time
domain and 12 contiguous subcarriers in the frequency
domain. A pair of two adjacent RBs in time direction (1.0
ms) is known as a resource block pair. RBs are numbered
in the frequency domain, starting with 0 from one end of
the system bandwidth.
[0008] Downlink transmissions are dynamically sched-
uled. For example, in each subframe, the base station
transmits control information about which terminals data
is transmitted to and upon which resource blocks the data
is transmitted, in the current downlink subframe. This
control signaling is typically transmitted in the first 1, 2,
3, or 4 OFDM symbols in each subframe and the number
n = 1, 2, 3, or 4 is known as the Control Format Indicator
(CFI). The downlink subframe also contains common ref-
erence symbols, which are known to the receiver and
used for coherent demodulation of e.g., the control infor-
mation. FIGURE 3 illustrates an example downlink sub-
frame 300 with CFI = 3 OFDM symbols as control. The
reference symbols shown there are the cell specific ref-
erence symbols (CRS) and are used to support multiple
functions including fine time and frequency synchroniza-
tion and channel estimation for certain transmission
modes.
[0009] From LTE Rel-11 onwards, DL or UL resource
assignments can also be scheduled on the enhanced
Physical Downlink Control Channel (EPDCCH). By con-
trast, according to Rel-8 to Rel-10, only the Physical
Downlink Control Channel (PDCCH) is available.

Physical Downlink Control Channel and Enhanced 
Physical Downlink Control Channel

[0010] The Physical Downlink Control Channel (PD-
CCH) and the Enhanced Physical Downlink Control
Channel (EPDCCH) may be used to carry downlink con-
trol information (DCI) such as scheduling decisions and
power-control commands. For example, DCI may in-
clude:

• Downlink scheduling assignments, including Physi-
cal Downlink Shared Channel (PDSCH) resource in-
dication, transport format, hybrid-Automatic Repeat
Request (HARQ) information, and/or control infor-
mation related to spatial multiplexing where applica-
ble. A downlink scheduling assignment may also in-
clude a command for power control of the PUCCH
used for transmission of HARQ acknowledgements
in response to downlink scheduling assignments.
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• Uplink scheduling grants, including Physical Uplink
Shared Channel (PUSCH) resource indication,
transport format, and HARQ-related information. An
uplink scheduling grant may also include a command
for power control of the PUSCH.

• Power-control commands for a set of terminals as a
complement to the commands included in the sched-
uling assignments/grants.

[0011] One PDCCH/EPDCCH may carry one DCI
message containing one of the groups of information list-
ed above. As multiple terminals can be scheduled simul-
taneously, and each terminal can be scheduled on both
downlink and uplink simultaneously, there must be a pos-
sibility to transmit multiple scheduling messages within
each subframe. Each scheduling message may be trans-
mitted on separate PDCCH/EPDCCH resources, and
consequently there are typically multiple simultaneous
PDCCH/EPDCCH transmissions within each subframe
in each cell. Furthermore, to support different radio-chan-
nel conditions, link adaptation can be used, where the
code rate of the PDCCH/EPDCCH is selected by adapt-
ing the resource usage for the PDCCH/EPDCCH, to
match the radio-channel conditions.

Carrier Aggregation

[0012] The LTE Rel-10 standard supports bandwidths
larger than 20 MHz. One important requirement on LTE
Rel-10 is to assure backward compatibility with LTE Rel-
8. This should also include spectrum compatibility. That
would imply that an LTE Rel-10 carrier, wider than 20
MHz, should appear as a number of LTE carriers to an
LTE Rel-8 terminal. Each such carrier can be referred to
as a Component Carrier (CC). In particular for early LTE
Rel-10 deployments it can be expected that there will be
a smaller number of LTE Rel-10-capable terminals com-
pared to many LTE legacy terminals. Therefore, it is nec-
essary to assure an efficient use of a wide carrier also
for legacy terminals, i.e. that it is possible to implement
carriers where legacy terminals can be scheduled in all
parts of the wideband LTE Rel-10 carrier. The straight-
forward way to obtain this would be by means of carrier
aggregation.
[0013] FIGURE 4 illustrates aggregated bandwidth
400 by carrier aggregation (CA). CA implies that an LTE
Rel-10 terminal can receive multiple CC 405A-E, where
the CC have, or at least the possibility to have, the same
structure as a Rel-8 carrier. A CA-capable UE is assigned
a primary cell (PCell) which is always activated, and one
or more secondary cells (SCells) which may be activated
or deactivated dynamically.
[0014] The number of aggregated CC 405A-E as well
as the bandwidth of the individual CC may be different
for uplink and downlink. A symmetric configuration refers
to the case where the number of CCs 405A-E in downlink
and uplink is the same whereas an asymmetric configu-
ration refers to the case that the number of CCs 405A-E

is different. It is important to note that the number of CCs
405A-E configured in a cell may be different from the
number of CCs 405A-E seen by a terminal. For example,
a terminal may support more downlink CCs than uplink
CCs, even though the cell is configured with the same
number of uplink and downlink CCs.
[0015] In addition, a key feature of carrier aggregation
in the ability to perform cross-carrier scheduling. This
mechanism allows an EPDCCH on one CC to schedule
data transmissions on another CC by means of a 3-bit
Carrier Indicator Field (CIF) inserted at the beginning of
the EPDCCH messages. For data transmissions on a
given CC, a wireless device may expect to receive sched-
uling messages on the EPDCCH on just one CC--either
the same CC, or a different CC via cross-carrier sched-
uling. The mapping from EPDCCH to PDSCH is also con-
figured semi-statically.

Wireless Local Area Network

[0016] In typical deployments of WLAN, carrier sense
multiple access with collision avoidance (CSMA/CA) is
used for medium access. This means that the channel
is sensed to perform a clear channel assessment (CCA),
and a transmission is initiated only if the channel is de-
clared as Idle. In case the channel is declared as Busy,
the transmission is essentially deferred until the channel
is deemed to be Idle.
[0017] When the range of several access points (APs)
using the same frequency overlap, all transmissions re-
lated to one AP might be deferred in case a transmission
on the same frequency to or from another AP within range
can be detected. Effectively, this means that if several
APs are within range, they will have to share the channel
in time, and the throughput for the individual APs may be
severely degraded. FIGURE 5 illustrates an example lis-
ten before talk (LBT) mechanism 500 on a single unli-
censed channel.
[0018] In the single-channel LBT case, after a Wi-Fi
station A transmits a data frame to a station B, station B
shall transmit the ACK frame back to station A with a
delay of 16 ms. Such an ACK frame is transmitted by
station B without performing a LBT operation. To prevent
another station interfering with such an ACK frame trans-
mission, a station shall defer for a duration of 34 ms (re-
ferred to as DIFS) after the channel is observed to be
occupied before assessing again whether the channel is
occupied.
[0019] Therefore, a station that wishes to transmit first
performs a CCA by sensing the medium for a fixed du-
ration DIFS. If the medium is idle then the station as-
sumes that it may take ownership of the medium and
begin a frame exchange sequence. If the medium is busy,
the station waits for the medium to go idle, defers for
DIFS, and waits for a further random backoff period.
[0020] To further prevent a station from occupying the
channel continuously and thereby prevent other stations
from accessing the channel, it is required for a station
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wishing to transmit again after a transmission is complet-
ed to perform a random backoff.
[0021] For multi-carrier operation, Wi-Fi follows a hier-
archical channel bonding scheme to determine its trans-
mission bandwidth for a frame, which could be 20 MHz,
40 MHz, 80 MHz, or 160 MHz for example. In the 5 GHz
band, wider Wi-Fi channel widths of 40 MHz, 80 MHz,
160 MHz or 80+80 MHz are formed by combining 20 MHz
sub-channels in a nonoverlapping manner. A pre-deter-
mined primary channel performs the CW-based random
access procedure after a defer period if necessary, and
then counts down the random number generated. The
secondary channels only perform a quick CCA check for
a PIFS duration (generally 25 ms) before the potential
start of transmission to determine if the additional sec-
ondary channels are available for transmission. Based
on the results of the secondary CCA check, transmission
is performed on the larger bandwidths; otherwise trans-
mission falls back to smaller bandwidths. The Wi-Fi pri-
mary channel is always included in all transmissions, i.e.,
transmission on secondary channels alone is not al-
lowed.

Load-based Clear Channel Assessment

[0022] For a device not utilizing the Wi-Fi protocol, Eu-
rope Regulation EN 301.893, v. 1.7.1 provides the certain
requirements and minimum behavior for the load-based
clear channel assessment. FIGURE 6 illustrates an ex-
ample LBT mechanism 600 in conformance with EN
301.893. The requirements and minimum behavior are
as follows:

1. Before a transmission or a burst of transmissions
604 on an operating channel, the equipment shall
perform a Clear Channel Assessment (CCA) 602
check by detecting the energy level of the operating
channel. The equipment shall observe the operating
channel(s) for the duration of the CCA observation
time 606, which is set by the manufacturer and shall
be not less than 20 ms. The Operating Channel shall
be considered occupied if the energy level in the
channel exceeds the threshold corresponding to the
power level given in enumerated point #5 below. If
the equipment finds the channel to be clear, it may
send transmissions 604 immediately (see point #3
below).

2. If during CCA check 602, the equipment finds an
Operating Channel occupied, it shall not transmit in
that channel. The equipment shall perform an Ex-
tended CCA check 608 in which the Operating Chan-
nel is observed for the duration of a random factor
N multiplied by the CCA observation time. N defines
the number of clear idle slots 610 resulting in a total
Idle Period that needs to be observed before initia-
tion of the transmission. The value of N shall be ran-
domly selected in the range 1... q every time an Ex-

tended CCA 608 is required and the value stored in
a counter. The value of q is selected by the manu-
facturer in the range 4...32. This selected value shall
be declared by the manufacturer (see clause 5.3.1
q)). The counter is decremented every time a CCA
slot is considered to be "unoccupied". When the
counter reaches zero, the equipment may transmit
612.
It should be noted that the equipment is allowed to
continue Short Control Signaling Transmissions on
this channel providing it complies with the require-
ments in clause 4.9.2.3.
For equipment having simultaneous transmissions
on multiple (adjacent or non-adjacent) operating
channels, the equipment is allowed to continue
transmissions on other operating channels providing
the CCA check did not detect any signals on those
channels.

3. The total time that an equipment makes use of an
operating channel is the maximum channel occu-
pancy time 614 which shall be less than (13/32) 3
q ms, with q as defined in point #2 above. After the
maximum channel occupancy time 614, the device
shall perform the extended CCA 608 described in
point #2 above.

4. Upon correct reception of a packet which was in-
tended for the equipment, the equipment may skip
CCA and immediately proceed with the transmission
of management and control frames (e.g. ACK and
Block ACK frames). A consecutive sequence of
transmissions by the equipment, without it perform-
ing a new CCA, shall not exceed the maximum chan-
nel occupancy time as defined in point #3 above.
For the purpose of multi-cast, the ACK transmissions
(associated with the same data packet) of the indi-
vidual devices are allowed to take place in a se-
quence.

5. The energy detection threshold for the CCA shall
be proportional to the maximum transmit power (PH)
of the transmitter: for a 23 dBm e.i.r.p. transmitter
the CCA threshold level (TL) shall be equal or lower
than -73 dBm/MHz at the input to the receiver (as-
suming a 0 dBi receive antenna). For other transmit
power levels, the CCA threshold level TL shall be
calculated using the formula: TL = -73 dBm/MHz +
23 - PH (assuming a 0 dBi receive antenna and PH
specified in dBm e.i.r.p.).

Licensed-assisted access (LAA) to unlicensed spec-
trum using LTE

[0023] Up to now, the spectrum used by LTE has been
dedicated to LTE. This has the advantage that the LTE
system does not need to care about the coexistence is-
sue and the spectrum efficiency can be maximized. How-
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ever, the spectrum allocated to LTE is limited, and the
allocated spectrum cannot meet the ever increasing de-
mand for larger throughput from applications and/or serv-
ices. Therefore, a new work item has been initiated in
3GPP on extending LTE to exploit unlicensed spectrum
in addition to licensed spectrum.
[0024] FIGURE 7 illustrates licensed-assisted access
(LAA) to unlicensed spectrum using LTE carrier aggre-
gation. As depicted, a wireless device 710 is connected
to a primary cell (PCell) 712 in the licensed band and one
or more secondary cells (SCells) 714 in the unlicensed
ban. Herein, a secondary cell in unlicensed spectrum
may be referred to as a LAA secondary cell (LAA SCell).
The LAA SCell may operate in downlink only mode or
operate with both UL and DL traffic. Furthermore, certain
embodiments may include LTE nodes operating in stan-
dalone mode in license-exempt channels without assist-
ance from a licensed cell. Unlicensed spectrum can, by
definition, be simultaneously used by multiple different
technologies. Therefore, LTE needs to consider the co-
existence issue with other systems such as IEEE 802.11
(Wi-Fi).
[0025] For LAA, the backoff counter does not have to
be decremented when a slot is sensed to be idle during
the extended clear channel assessment (ECCA) proce-
dure. Additionally, any subframe can be used for either
DL or UL transmission.
[0026] To coexist fairly with the Wi-Fi system, trans-
mission on the SCell must conform to LBT protocols in
order to avoid collisions and causing interference to on-
going transmissions. This includes both performing LBT
before commencing transmissions, limiting the maximum
duration of a single transmission burst, and limiting trans-
mit power. The maximum transmission burst duration is
specified by country and region-specific relations, e.g.,
4 ms in Japan and 13 ms according to EN 301.893.
[0027] FIGURE 8 illustrates LAA to the unlicensed
spectrum with LBT and UL and DL transmissions within
a transmission opportunity (TXOP). Specifically, in the
example depicted, a 4 ms LAA TXOP 802 after success-
ful LBT 804 consists of a DL transmission burst 806 with
two subframes followed by an UL transmission burst 808
of two subframes. Thus, there is TXOP sharing between
the downlink and the uplink. The UL burst 808 may per-
form a single CCA, a short extended CCA, or no CCA
before transmission.

Multi-Carrier Operation

[0028] The use of LTE CA, introduced since Rel-10,
offers means to increase the peak data rate, system ca-
pacity and user experience by aggregating radio resourc-
es from multiple carriers that may reside in the same
band or different band.
[0029] In Rel-13, LAA has attracted a lot of interest in
extending the LTE CA feature towards capturing the
spectrum opportunities of unlicensed spectrum in the
5GHz band. WLAN operating in the 5GHz band already

supports 80 MHz in the field and 160 GHz is to follow in
a second wave deployment of IEEE 802.11ac. Enabling
the utilization of multi-carrier operation on unlicensed car-
rier using LAA is deemed necessary as further CA en-
hancements. The extension of the CA framework beyond
five carriers has been started in LTE Rel-13. The objec-
tive is to support up to 32 carriers in both UL and DL.
[0030] For LAA, the eNB is allowed to transmit DL data
burst(s) on the carriers that have completed ECCA with
potential self-deferral (including idle sensing for a single
interval) to align transmission over multiple carriers. A
point under further study in LAA is that if the network
node can receive on a carrier while transmitting on an-
other carrier, backoff counters for the carriers not trans-
mitting while other carriers are transmitting may be frozen
if the carriers are within X MHz of each other. However,
the value of X has yet to be determined.
[0031] LTE systems currently allow licensed carriers
to be aggregated and utilized for data transmission to
boost the throughput. Due to the introduction of LAA in
3GPP Rel-13, there is a need to support multi-carrier
operation on unlicensed carriers. Hence, the LBT design
should be carefully considered for multi-carrier operation.
[0032] One existing solution is that the network node
does LBT for each carrier on unlicensed spectrum in or-
der to access the channel. If the LBT succeeds on one
carrier, the network node transmits on this carrier. Fur-
thermore it is generally not possible to transmit on one
LAA carrier and simultaneously receive or sense the
channel on adjacent carriers due to adjacent channel in-
terference. For example, consider a LAA TXOP consist-
ing of a DL transmission burst followed by an UL trans-
mission burst, i.e., TXOP sharing between DL and UL.
FIGURE 9 illustrates two LAA SCells 902A-B wherein an
UL burst 904 is interfered by a DL burst 906 on an adja-
cent carrier with autonomous sensing.
[0033] If each carrier such as LAA SCell 902B performs
autonomous sensing such as energy detection and de-
fers LBT 908 while an adjacent carrier is transmitting on
the DL, a carrier may resume LBT 910 and start trans-
mitting during the UL portion 904 of the adjacent carrier’s
TXOP due to the lack of adjacent channel leakage ener-
gy. This UL portion 904 will then not be decodable due
to the sudden DL transmission 906 of the adjacent carrier,
leading to an inefficient use of the unlicensed spectrum.
[0034] Further examples of prior art may be found in
the following documents:

US 2015/373741 A1 (YERRAMMALLI SRINIVAS
ET AL), 24 December 2015, that relates to methods
and apparatuses for multi-carrier transmissions over
adjacent channels that reduce self-jamming due to
asymmetric interference.

US 2015/049715 A1 (YERRAMMALLI SRINIVAS
ET AL), 19 February 2015, that relates to methods,
systems, and devices are described for clear chan-
nel assessments (CCAs) on multiple component car-
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riers transmitted using an unlicensed spectrum.

ALCATEL-LUCENT SHANGHAI BELL ET AL: "Mul-
ti-carrier LBT operation for LAA", 3GPP DRAFT;
R1-154573, that relates to single-carrier transmis-
sion on the unlicensed spectrum at any time.

HUAWEI ET AL: "Multicarrier operation for LAA DL",
3GPP DRAFT; R1-154342, that relates to multicar-
rier operation and candidate solutions for simultane-
ous transmission and power sharing among carriers.

SUMMARY

[0035] The invention is defined by the independent
claims. Embodiments of the invention are defined by the
dependent claims. To address the foregoing problems
with existing solutions, disclosed are a method (accord-
ing to independent claim 1) and an access node (accord-
ing to independent claim 8) for self-deferral with downlink
and uplink transmission opportunity sharing.
[0036] According to certain embodiments, a method
for self-deferring transmissions in a multi-carrier network
is implemented in a network node. The method includes
determining, by a first controller seeking to initiate a car-
rier sensing procedure in a first cell, that a second cell
associated with a second controller has initiated a first
transmission opportunity on an adjacent carrier. The first
controller determines a first transmission opportunity du-
ration associated with the first transmission opportunity
initiated in the second cell. The first transmission oppor-
tunity duration includes an uplink portion and a downlink
portion for transmission in the second cell. The first con-
troller defers the carrier sensing procedure to be per-
formed in the first cell by the first transmission opportunity
duration. The carrier sensing procedure in the first cell is
performed after the first transmission opportunity dura-
tion expires.
[0037] According to certain embodiments, a network
node for self-deferring transmissions in a multi-carrier
network includes a memory for storing data and a first
controller seeking to initiate a carrier sensing procedure
in a first cell. The first controller determines that a second
cell associated with a second controller has initiated a
first transmission opportunity on an adjacent carrier. The
first controller determines a first transmission opportunity
duration associated with the first transmission opportu-
nity. The first transmission opportunity duration includes
an uplink portion and a downlink portion for transmission
in the second cell. The first controller defers the carrier
sensing procedure to be performed in the first cell by the
first transmission opportunity duration. The first controller
performs the carrier sensing procedure in the first cell
after the first transmission opportunity duration expires.
[0038] According to certain embodiments, a method
for deferring transmissions in a multi-carrier network is
implemented in a wireless device. The method includes
initiating, by the wireless device, a carrier sensing pro-

cedure in a first cell. A first notification is received from
a network node that a first transmission opportunity has
been initiated on an adjacent carrier in a second cell. The
carrier sensing procedure is deferred in the first cell by
a first transmission opportunity duration associated with
the first transmission opportunity initiated in the second
cell. The first transmission opportunity duration includes
an uplink portion and a downlink portion for transmission
in the second cell. The wireless device performs the car-
rier sensing procedure in the first cell after the first trans-
mission opportunity duration expires.
[0039] According to certain embodiments, a wireless
device for deferring transmissions in a first cell in a multi-
carrier network includes a transceiver for receiving sig-
nals from a network node and a processor in communi-
cation with the transceiver. The processor receives a first
notification from the network node that a first transmis-
sion opportunity has been initiated on an adjacent carrier
in a second cell. A carrier sensing procedure is deferred
in the first cell for a first transmission opportunity duration
associated with the first transmission opportunity initiated
in the second cell. The first transmission opportunity du-
ration includes an uplink portion and a downlink portion
for transmission in the second cell. The carrier sensing
procedure is performed in the first cell after the first trans-
mission opportunity duration expires.
[0040] Certain embodiments of the present disclosure
may provide one or more technical advantages. For ex-
ample, certain embodiments facilitate the utilization of
multi-carrier operation on unlicensed carriers. As another
example, certain embodiments may avoid interference
from downlink bursts on one licensed assisted access
secondary cell to uplink bursts within the transmission
opportunity of an adjacent secondary cell. Another tech-
nical advantage may be improved coexistence between
LAA/LTE-U and Wi-Fi. Still another technical advantage
may be the facilitation of multi-carrier operation in stan-
dalone LTE-U networks.
[0041] Other advantages may be readily apparent to
one having skill in the art. Certain embodiments may have
none, some, or all of the recited advantages.

BRIEF DESCRIPTION OF THE DRAWINGS

[0042] For a more complete understanding of the dis-
closed embodiments and their features and advantages,
reference is now made to the following description, taken
in conjunction with the accompanying drawings, in which:

FIGURE 1 illustrates the basic LTE downlink physi-
cal resource, according to certain embodiments;
FIGURE 2 illustrates the LTE time-domain structure,
according to certain embodiments;
FIGURE 3 illustrates an example downlink sub-
frame, according to certain embodiments;
FIGURE 4 illustrates aggregated bandwidth by car-
rier aggregation, according to certain embodiments;
FIGURE 5 illustrates an example listen before talk
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(LBT) mechanism on a single unlicensed channel,
according to certain embodiments;
FIGURE 6 illustrates another example LBT mecha-
nism, according to certain embodiments;
FIGURE 7 illustrates licensed-assisted access
(LAA) to unlicensed spectrum using LTE carrier ag-
gregation, according to certain embodiments;
FIGURE 8 illustrates LAA to the unlicensed spectrum
with LBT and uplink and downlink transmissions
within a transmission opportunity, according to cer-
tain embodiments;
FIGURE 9 illustrates two LAA secondary cells
wherein an uplink burst is interfered by a downlink
burst on an adjacent carrier with autonomous sens-
ing, according to certain embodiments;
FIGURE 10 illustrates an embodiment of a network
that may implement LBT self-deferral, in accordance
with certain embodiments;
FIGURE 11 illustrates an exemplary network node
for self-deferring LBT transmissions in a multi-carrier
network, in accordance with certain embodiments;
FIGURE 12 illustrates an exemplary TXOP-aware
LBT self-deferral configuration for MRBC scenarios,
in accordance with certain embodiments;
FIGURE 13 illustrates an alternative exemplary TX-
OP-aware LBT self-deferral configuration for MRBC
scenarios, in accordance with certain embodiments;
FIGURE 14 illustrates an exemplary method by a
network node for self-deferring LBT transmissions
in a multi-carrier network, in accordance with certain
embodiments;
FIGURE 15 illustrates an exemplary computer net-
working virtual apparatus for self-deferring LBT
transmissions in a multi carrier network, in accord-
ance with certain embodiments;
FIGURE 16 illustrates an exemplary wireless device
for self-deferring LBT transmissions in a multi-carrier
network, in accordance with certain embodiments;
FIGURE 17 illustrates an exemplary method by a
wireless device for self-deferring LBT transmissions
in a multi-carrier network, in accordance with certain
embodiments;
FIGURE 18 illustrates an example computer net-
working virtual apparatus for self-deferring LBT
transmissions in a multi-carrier network, according
to certain embodiments; and
FIGURE 19 illustrates an exemplary radio network
controller or core network node, in accordance with
certain embodiments.

DETAILED DESCRIPTION

[0043] According to certain embodiments, a new listen
before talk (LBT) self-deferral logical controller is intro-
duced at the network node. A transmission opportunity
aware self-deferral procedure may be used for multicar-
rier LBT scenarios. For example, if a licensed assisted
access secondary cell (LAA SCell) is deferring its LBT

process to let another carrier finish its transmission op-
portunity, then the deferral period may include the entire
planned transmission opportunity duration, including
both the downlink (DL) and uplink (UL) burst durations.
If multiple adjacent secondary cells (SCells) have com-
menced their transmission opportunities (TXOPs), then
remaining carriers may take into account the longest
such planned TXOP with DL/UL sharing. If the UL burst
portion of a TXOP is cancelled due to failed LBT, this
may be communicated to adjacent carriers who may then
resume their LBT processes. For purposes of this disclo-
sure, adjacent carriers may refer to both those carrier
that are either immediately or directly adjacent and those
carrier that are within close enough proximity to experi-
ence adjacent channel leakage energy which may result
in undecodable transmissions.
[0044] Example applications of the proposed TXOP-
aware self-deferral are described for two main categories
of multicarrier LBT. The first category of applications in-
clude multiple random backoff channels (MRBC) wherein
a network node performs LBT on each carrier with either
the same random number or different random numbers.
The network node then transmits on the corresponding
carriers where LBT succeeds after following the post-
backoff wait time. The second category of applications
include a single random backoff channel (SRBC) wherein
the node performs LBT with full-fledged random backoff
on one of the multiple carriers. A short period before the
intended transmit time, the network node may do a quick
CCA check on other carriers. The network node may then
transmit on the random back off channel plus a subset
of the other carriers that are revealed to be free by the
quick CCA check.
[0045] FIGURE 10 is a block diagram illustrating an
embodiment of a network 1000 that may implement LBT
self-deferral, in accordance with certain embodiments.
Network 1000 includes one or more wireless devices
710A-C, which may be interchangeably referred to as
wireless devices 710 or UEs 710, and network nodes
1015A-C, which may be interchangeably referred to as
network nodes 1015 or eNodeBs 1015. A wireless device
710 may communicate with network nodes 1015 over a
wireless interface. For example, wireless device 710A
may transmit wireless signals to one or more of network
nodes 1015, and/or receive wireless signals from one or
more of network nodes 1015. The wireless signals may
contain voice traffic, data traffic, control signals, and/or
any other suitable information. In some embodiments,
an area of wireless signal coverage associated with a
network node 1015 may be referred to as a cell. In some
embodiments, wireless devices 710 may have D2D ca-
pability. Thus, wireless devices 710 may be able to re-
ceive signals from and/or transmit signals directly to an-
other wireless device 710. For example, wireless device
710A may be able to receive signals from and/or transmit
signals to wireless device 710B.
[0046] In certain embodiments, network nodes 1015
may interface with a radio network controller (not depict-
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ed). The radio network controller may control network
nodes 1015 and may provide certain radio resource man-
agement functions, mobility management functions,
and/or other suitable functions. In certain embodiments,
the functions of the radio network controller may be in-
cluded in network node 1015. The radio network control-
ler may interface with a core network node. In certain
embodiments, the radio network controller may interface
with the core network node via an interconnecting net-
work. The interconnecting network may refer to any in-
terconnecting system capable of transmitting audio, vid-
eo, signals, data, messages, or any combination of the
preceding. The interconnecting network may include all
or a portion of a public switched telephone network
(PSTN), a public or private data network, a local area
network (LAN), a metropolitan area network (MAN), a
wide area network (WAN), a local, regional, or global
communication or computer network such as the Inter-
net, a wireline or wireless network, an enterprise intranet,
or any other suitable communication link, including com-
binations thereof.
[0047] In some embodiments, the core network node
may manage the establishment of communication ses-
sions and various other functionalities for wireless devic-
es 710. Wireless devices 710 may exchange certain sig-
nals with the core network node using the non-access
stratum layer. In non-access stratum signaling, signals
between wireless devices 710 and the core network node
may be transparently passed through the radio access
network. In certain embodiments, network nodes 1015
may interface with one or more network nodes over an
internode interface. For example, network nodes 1015A
and 1015B may interface over an X2 interface.
[0048] As described above, example embodiments of
network 1000 may include one or more wireless devices
710, and one or more different types of network nodes
capable of communicating (directly or indirectly) with
wireless devices 710. Wireless device 710 may refer to
any type of wireless device communicating with a node
and/or with another wireless device in a cellular or mobile
communication system. Examples of wireless device 710
include a mobile phone, a smart phone, a PDA (Personal
Digital Assistant), a portable computer (e.g., laptop, tab-
let), a sensor, a modem, a machine-type-communication
(MTC) device / machine-to-machine (M2M) device, lap-
top embedded equipment (LEE), laptop mounted equip-
ment (LME), USB dongles, a D2D capable device, or
another device that can provide wireless communication.
A wireless device 710 may also be referred to as UE, a
station (STA), a device, or a terminal in some embodi-
ments. Also, in some embodiments, generic terminology,
"radio network node" (or simply "network node") is used.
It can be any kind of network node, which may comprise
a Node B, base station (BS), multi-standard radio (MSR)
radio node such as MSR BS, eNode B, network control-
ler, radio network controller (RNC), base station control-
ler (BSC), relay donor node controlling relay, base trans-
ceiver station (BTS), access point (AP), transmission

points, transmission nodes, RRU, RRH, nodes in distrib-
uted antenna system (DAS), core network node (e.g.
MSC, MME etc.), O&M, OSS, SON, positioning node
(e.g. E-SMLC), MDT, or any suitable network node. The
terminology such as network node and UE should be
considering non-limiting and does in particular not imply
a certain hierarchical relation between the two; in general
"eNodeB" could be considered as device 1 and "UE" de-
vice 2, and these two devices communicate with each
other over some radio channel. Example embodiments
of network nodes 1015, wireless devices or UEs 710,
and other network nodes (such as radio network control-
ler or core network node) are described in more detail
with respect to FIGURES 13, 16, and 19, respectively.
[0049] Although FIGURE 10 illustrates a particular ar-
rangement of network 1000, the present disclosure con-
templates that the various embodiments described here-
in may be applied to a variety of networks having any
suitable configuration. For example, network 1000 may
include any suitable number of wireless devices 710 and
network nodes 1015, as well as any additional elements
suitable to support communication between UEs or be-
tween a UE and another communication device (such as
a landline telephone). Furthermore, although certain em-
bodiments may be described as implemented in a long
term evolution (LTE) network, the embodiments may be
implemented in any appropriate type of telecommunica-
tion system supporting any suitable communication
standards and using any suitable components, and are
applicable to any radio access technology (RAT) or multi-
RAT systems in which the UE receives and/or transmits
signals (e.g., data). For example, the various embodi-
ments described herein may be applicable to LTE, LTE-
Advanced, LTE-U UMTS, HSPA, GSM, cdma2000,
WiMax, WiFi, 5G, another suitable radio access technol-
ogy, or any suitable combination of one or more radio
access technologies. Although certain embodiments
may be described in the context of wireless transmissions
in the downlink, the present disclosure contemplates that
the various embodiments are equally applicable in the
uplink and vice versa.
[0050] The TXOP-aware self-deferral techniques de-
scribed herein are applicable to both LAA LTE and stan-
dalone LTE operation in license-exempt channels. How-
ever, whether or not the spectrum is licensed is not de-
terminative. In a particular embodiment, the license-ex-
empt spectrum could be licensed for a special use and
rented for LAA use. The described techniques are gen-
erally applicable for transmissions from both network
nodes 1015 and wireless devices 710. Likewise, the tech-
niques are applicable to both frequency-division duplex
(FDD) and time-division duplex (TDD) systems.
[0051] FIGURE 11 is a block schematic of an exem-
plary network node 1015, in accordance with certain em-
bodiments. Network node 1015 may be any type of radio
network node or any network node that communicates
with a UE and/or with another network node. Network
nodes 1015 may be deployed throughout network 1000
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as a homogenous deployment, heterogeneous deploy-
ment, or mixed deployment. A homogeneous deploy-
ment may generally describe a deployment made up of
the same (or similar) type of network nodes 1015 and/or
similar coverage and cell sizes and inter-site distances.
A heterogeneous deployment may generally describe
deployments using a variety of types of network nodes
1015 having different cell sizes, transmit powers, capac-
ities, and inter-site distances. For example, a heteroge-
neous deployment may include a plurality of low-power
nodes placed throughout a macro-cell layout. Mixed de-
ployments may include a mix of homogenous portions
and heterogeneous portions.
[0052] Network node 1015 may include one or more
of transceiver 1110, processor 1120, memory 1130, and
network interface 1140. In some embodiments, trans-
ceiver 1110 facilitates transmitting wireless signals to and
receiving wireless signals from wireless device 710 (e.g.,
via an antenna), processor 1120 executes instructions
to provide some or all of the functionality described above
as being provided by a network node 1015, memory 1130
stores the instructions executed by processor 1120, and
network interface 1140 communicates signals to back-
end network components, such as a gateway, switch,
router, Internet, Public Switched Telephone Network
(PSTN), core network nodes or radio network controllers,
etc.
[0053] In certain embodiments, network node 1015
may be capable of using multi-antenna techniques, and
may be equipped with multiple antennas and capable of
supporting MIMO techniques. The one or more antennas
may have controllable polarization. In other words, each
element may have two co-located sub elements with dif-
ferent polarizations (e.g., 90 degree separation as in
cross-polarization), so that different sets of beamforming
weights will give the emitted wave different polarization.
[0054] Processor 1120 may include any suitable com-
bination of hardware and software implemented in one
or more modules to execute instructions and manipulate
data to perform some or all of the described functions of
network node 1015. In some embodiments, processor
1120 may include, for example, one or more computers,
one or more central processing units (CPUs), one or more
microprocessors, one or more applications, and/or other
logic.
[0055] Memory 1130 is generally operable to store in-
structions, such as a computer program, software, an
application including one or more of logic, rules, algo-
rithms, code, tables, etc. and/or other instructions capa-
ble of being executed by a processor. Examples of mem-
ory 1130 include computer memory (for example, Ran-
dom Access Memory (RAM) or Read Only Memory
(ROM)), mass storage media (for example, a hard disk),
removable storage media (for example, a Compact Disk
(CD) or a Digital Video Disk (DVD)), and/or or any other
volatile or non-volatile, non-transitory computer-reada-
ble and/or computer-executable memory devices that
store information.

[0056] In some embodiments, network interface 1140
is communicatively coupled to processor 1120 and may
refer to any suitable device operable to receive input for
network node 1015, send output from network node
1015, perform suitable processing of the input or output
or both, communicate to other devices, or any combina-
tion of the preceding. Network interface 1140 may include
appropriate hardware (e.g., port, modem, network inter-
face card, etc.) and software, including protocol conver-
sion and data processing capabilities, to communicate
through a network.
[0057] In certain embodiments, one or more controllers
1150A-B are introduced at network node 1015. Control-
lers 1150A-B may comprise self-deferral logic controllers
that are each associated with a carrier cell. Accordingly,
though network node 1015 is depicted as including only
two controllers 1150A-B, it is recognized that network
node 1015 may include any appropriate number of con-
trollers. In still other embodiments, a single controller
1050 may be incorporated into network node 1015 and
operate to control multiple carriers.
[0058] In a particular embodiment, controllers 1150A-
B take into account the planned TXOP durations of active
SCells within network node 1015 and coordinate the self-
deferral periods of SCells which are not transmitting or
receiving. If multiple adjacent SCells have commenced
their TXOPs, then remaining carriers take into account
the longest such planned TXOP with DL/UL sharing.
Controllers 1150A-B may also configure the self-deferral
duration on SCells that have finished ECCA and are
about to transmit. The SCells may be co-located at the
same physical transmission point (i.e., network node
1015) or may be non-co-located at different physical
transmission points (i.e., network nodes 1015).
[0059] In a particular embodiment, if the UL burst por-
tion starting from subframe n of a TXOP is cancelled due
to failed LBT at wireless device 710, a first controller
1150A may indicate to other controllers 1150B associat-
ed with adjacent carriers that the adjacent carriers may
resume their LBT processes without waiting for the entire
planned TXOP duration, for example, resume LBT from
subframe n+1. Alternatively, if the UL burst portion start-
ing from subframe n of a TXOP is cancelled due to a
failed LBT at wireless device 710 but wireless device 710
was also granted UL transmission at n+1, wireless device
710 may attempt to do another LBT at n+1. If the LBT
succeeds, then wireless device 710 may transmit on the
UL at n+1. Thus, failing at subframe n does not mean
that all of the UL portion of the TXOP is cancelled if the
wireless device 710 has further grants for transmission.
[0060] In another particular embodiment, controllers
1150A-B may configure the deferral durations based on
TXOP durations of wireless devices 710 belonging to oth-
er technologies. As a non-limiting example, controllers
1150A-B take into account decoded Wi-Fi preambles and
Wi-Fi NAV information to determine self-deferral dura-
tions for better coexistence.
[0061] In another particular embodiment, controllers
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1150A-B may configure the deferral durations based on
TXOP durations and timings of nodes of the same tech-
nology that belong to another cell or another network. As
a non-limiting example, controllers 1150A-B take into ac-
count the TXOP configurations of a neighboring LAA net-
work node and increase frequency reuse by scheduling
the DL TXOP portion of one or more of its own SCells to
coincide with the DL TXOP portions of the neighbor LAA
carriers at the network node 1015.
[0062] In certain embodiments, controllers 1150A-B
may transmit deferral requests over the air with request-
ed LBT self-deferral duration to be followed by neighbor-
ing nodes of the same or another technology. As a non-
limiting example, if controller 1150A is about to com-
mence an UL-heavy TXOP, controller 1150A may indi-
cate how long neighboring LAA controllers 1150B should
defer their DL LBT, so as to avoid DL-to-UL collisions
from neighboring LAA controllers.
[0063] Other embodiments of network node 1015 may
include additional components beyond those shown in
FIGURE 11 that may be responsible for providing certain
aspects of the radio network node’s functionality, includ-
ing any of the functionality described above and/or any
additional functionality (including any functionality nec-
essary to support the solutions described above). The
various different types of network nodes may include
components having the same physical hardware but con-
figured (e.g., via programming) to support different radio
access technologies, or may represent partly or entirely
different physical components. Additionally, the terms
first and second are provided for example purposes only
and may be interchanged.
[0064] FIGURE 12 illustrates an exemplary TXOP-
aware LBT self-deferral configuration for MRBC scenar-
ios, in accordance with certain embodiments. Specifical-
ly, FIGURE 12 illustrates a first LAA SCell 1210A and a
second LAA SCell 1210B. Each LAA SCell 1210A-B is
associated with a controller 1150A-B, respectively, that
operate according to the respective controllers 1150A-B
own associated random backoff cycle. In other words,
each controller 1150 A-B associated with SCells 1210A-
B individually perform CCA checks (in slots) in order to
decrement its associated random backoff counter. The
controllers 1150A-B associated with SCells 1210A-B
may have independent backoff counters or may be jointly
assigned a common backoff counter, in particular em-
bodiments.
[0065] As depicted in FIGURE 12, a first controller
1150A may perform a first carrier sensing procedure
1220A in a first SCell 1210A. Similarly, a second control-
ler 1150B may perform a second carrier sensing proce-
dure 1220B in a second SCell 1210B. Again, the terms
first and second are provided for example purposes only
and may be interchanged.
[0066] In a particular embodiment, the first carrier
sensing procedure 1220A includes an LBT with random
back off procedure and the second carrier sensing pro-
cedure 1220B includes a second LBT with random back

off procedure. In the depicted example, first SCell 1210A
is the first to finish its carrier sensing procedure 1220A
at point 1222. Accordingly, first controller 1150A associ-
ated with first SCell 1210A begins a TXOP 1224 at point
1222. In the depicted example, TXOP 1224 includes two
DL subframes 1226 followed by three UL subframes
1228. First SCell 1210A may begin the TXOP 1224 im-
mediately after point 1222, in a particular embodiment.
Alternatively, first Scell 1210A may optionally wait for one
or more CCA slots before transmitting in TXOP 1224.
[0067] As depicted in FIGURE 12, second SCell 1210B
defers for the entire length of TXOP 1224 on first SCell
1210A. Thus, first controller 1150A may configure self-
deferral duration 1230 on second SCell 1210B to allow
UL reception on first SCell 1210A without adjacent chan-
nel interference from SCell 1210B. At the conclusion of
TXOP 1224, first SCell 1210A releases the channel at
point 1232 and second SCell 1210B may resume its LBT
with backoff procedure 1220B at point 1234.
[0068] FIGURE 13 illustrates an alternative exemplary
TXOP-aware LBT self-deferral configuration for MRBC
scenarios, in accordance with certain embodiments.
Similar to FIGURE 12, a first SCell 1310A and a second
SCell 1310B are depicted as performing first and second
carrier sensing procedures 1320A and 1320B, respec-
tively. Again, Additionally, the terms first and second are
provided for example purposes only and may be inter-
changed.
[0069] As depicted, first SCell 1310A is the first to finish
its carrier sensing procedure at point 1322. First SCell
1310A then initiates first transmission opportunity 1324,
which includes two downlink subframes 1326 and three
uplink subframes 1328. In the illustrated embodiment
however, even if second SCell 1310B misses transmit-
ting simultaneously on the DL due to unfinished LBT and
backoff procedure 1320B, second SCell 1310B may be
configured to perform a single CCA or short extended
CCA at point 1330 before the start of the UL transmission
of UL subframes 1328 on first SCell 1310A. Second SCell
1310B may be configured to start simultaneous UL trans-
mission during the UL subframes 1328 if the channel
appears to be idle, as shown in FIGURE 13. Accordingly,
second SCell 1310B defers only for the downlink duration
1332 and transmits on the UL during the UP duration
1334. The durations 1328 and 1334 of the UL transmis-
sion bursts may be coordinated by controllers 1150A-B
to avoid overlapping with the next DL burst of first SCell
1310A. Additionally, the UL grants for second SCell
1310B may be sent via cross-carrier scheduling, in par-
ticular embodiments.
[0070] In still another embodiment, transmission-
aware LBT self-deferral may be applied to a multi-carrier
scheme with a single random backoff channel (SRBC).
In such an embodiment, the carrier or SCell that is des-
ignated as the single random backoff channel with ran-
dom draws of a backoff counter may be designated and
may be changed dynamically prior to an intended trans-
mission burst. Additionally, the possible contention win-
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dow size may be changed dynamically prior to an intend-
ed transmit burst. The remaining carriers (i.e., SCells)
that are not designated may be considered to be ancillary
carriers.
[0071] In certain embodiments, the choice of the SRBC
may be made based on channel interference conditions.
In other embodiments, the choice of the SRBC may be
made based on the presence or absence of other SRBCs
in adjacent networks. As one non-limiting example, the
adjacent network may be an IEEE 802.11 network with
its primary channel on the same carrier as the SRBC of
LAA. In the case of a wireless device 710 attempting
multicarrier UL transmission, the wireless device’s SRBC
may be configured by the network node 1015. In another
example, multiple carriers are designated as full random
backoff channels, and the first SCell to complete its back-
off procedure is designated as the SRBC and initiates
the quick CCA check on all or some of the other channels,
regardless of their backoff counter state.
[0072] On the ancillary carriers, a short CCA of fixed
duration may be performed to check which of the carriers
are available for transmission along with the random
backoff channel. This ancillary CCA check may be per-
formed in parallel with the end of the random backoff
countdown or during the defer period on the SRBC. Thus,
the ancillary CCA check may be performed when the
SRBC senses the medium to be idle and is approaching
a feasible transmission start time.
[0073] The self-deferral controller 1150A-B may con-
figure self-deferral durations on either the SRBC or the
ancillary channels by taking into account the overall du-
ration of planned DL and UL bursts within a TXOP, based
on the techniques described above with regard FIG-
URES 12 and 13.
[0074] FIGURE 14 illustrates method 1400 by a net-
work node 115 for self-deferring transmissions in a multi-
carrier network, in accordance with certain embodi-
ments. The method begins at step 1404 when a first con-
troller 1150B seeking to initiate a carrier sensing proce-
dure 1220B, 1320B in a first SCell 1210B, 1310B deter-
mines that a second SCell 1210A, 1310A associated with
a second controller 1150A has initiated a first TXOP
1224, 1324 on an adjacent carrier. In certain embodi-
ments, the first controller 1150B and the second control-
ler 1150A are co-located at the same network node 1015.
In certain embodiments, initiating the carrier sensing pro-
cedure may include initiating, by the first controller
1150B, a procedure for determining the duration of the
sensing procedure. For example, where the first control-
ler 1150B is starting a new procedure, first controller
1150B may begin a procedure for generating a random
number for the backoff. Alternatively, where first control-
ler 1150B is resuming a previously initiated LBT proce-
dure, initiating the carrier sensing procedure may include
determining a pending backoff number.
[0075] At step 1406, first controller 1150B determines
a first TXOP duration 1230, 1332 associated with the first
TXOP 1224, 1324 initiated in the second SCell 1210A,

1310A. In certain embodiments, the length of the first
TXOP duration is determined based on at least one of a
decoded Wi-Fi preamble, Wi-Fi NAV information associ-
ated with a second network node (1015B-C), and a TXOP
configuration of a second network node, a downlink por-
tion for transmission in the second cell coinciding with a
downlink portion of a TXOP of the second network node.
In other embodiments, the length of the first TXOP du-
ration 1230, 1332 may be received from a second net-
work node 1015B that neighbors first network node
1015A.
[0076] At step 1408, first controller 1150B defers the
carrier sensing procedure 1220B, 1320B for the first TX-
OP duration 1230, 1332 associated with the first TXOP
1224, 1324 initiated in the second SCell 1210A, 1310A.
[0077] At step 1410, first controller 1150B then per-
forms the carrier sensing procedure 1220B, 1320B in the
first SCell 1210A, 1310A after the first TXOP duration
expires 1234, 1332. In a particular embodiment, perform-
ing the carrier sensing procedure 1220B, 1320B may in-
clude resuming a carrier sensing procedure 1220B,
1320B that was previously being performed when it was
determined that the second SCell 1210A, 1310A had in-
itiated the first TXOP 1224, 1324. In a particular embod-
iment, first controller 1150B may determine that the first
TXOP 1224, 1324 has failed or has been cancelled, and
first controller 1150 may perform the carrier sensing pro-
cedure 1220B, 1320 in the first SCell 1210A, 1310A at
step 1410 in response to determining that the first TXOP
1224, 1324 has failed or been cancelled.
[0078] In certain embodiments, the method for self-de-
ferring transmissions in a multi-carrier network as de-
scribed above may be performed by a computer network-
ing virtual apparatus. FIGURE 15 illustrates an example
computer networking virtual apparatus 1500 for self-de-
ferring transmissions in a multi-carrier network, accord-
ing to certain embodiments. In certain embodiments,
computer networking virtual apparatus 1500 may include
at least one determining module 1510, a deferring mod-
ule 1520, a performing module 1530, and any other suit-
able modules for self-deferring transmissions in a multi-
carrier network. In certain embodiments, virtual comput-
ing device 1500 may alternatively or additionally include
modules for performing steps similar to those described
above with regard to the method illustrated and described
in FIGURE 14. In some embodiments, one or more of
the determining module 1510, deferring module 1520,
performing module 1520, or any other suitable module
may be implemented using one or more processors 1120
of FIGURE 11. In certain embodiments, the functions of
two or more of the various modules may be combined
into a single module.
[0079] The at least one determining module 1510 may
perform the determining functions of computer network-
ing virtual apparatus 1500. For example, when seeking
to initiate a carrier sensing procedure 1220B, 1320B in
a first SCell 1210B, 1310B, determining module 1510
may determine that a second SCell 1210A, 1310A asso-
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ciated with a second controller 1150A has initiated a first
TXOP 1224, 1324 on an adjacent carrier. As another
example, determining module 1510 may determine a first
TXOP duration 1230, 1332 associated with the first TX-
OP 1224, 1324 initiated in the second SCell 1210A,
1310A. In a particular embodiment, determining module
1510 may include or be included in processor 1120. The
determining module may include analog and/or digital
circuitry configured to perform any of the functions of the
determining module and/or processor 1120. The func-
tions of the determining module may, in certain embod-
iments, be performed in one or more distinct modules.
[0080] The deferring module 1520 may perform the de-
ferring functions of computer networking virtual appara-
tus 1500. For example, deferring module 1520 defer the
carrier sensing procedure 1220B, 1320B for the first TX-
OP duration 1230, 1332 associated with the first TXOP
1224, 1324 initiated in the second SCell 1210A, 1310A.
In a particular embodiment, deferring module 1520 may
include or be included in processor 1120. The deferring
module 1520 may include analog and/or digital circuitry
configured to perform any of the functions of the deferring
module and/or processor 1120. The functions of defer-
ring module 1520 may, in certain embodiments, be per-
formed in one or more distinct modules.
[0081] The performing module 1530 may perform the
performing functions of computer networking virtual ap-
paratus 1500. For example, performing module 1530
may perform the carrier sensing procedure 1220B,
1320B in the first SCell 1210A, 1310A after the first TXOP
duration expires 1234, 1332. In a particular embodiment,
performing the carrier sensing procedure 1220B, 1320B
may include resuming a carrier sensing procedure
1220B, 1320B that was previously being performed when
it was determined that the second SCell 1210A, 1310A
had initiated the first TXOP 1224, 1324. In other embod-
iments, performing the carrier sensing procedure 1220B,
1320B may include initiating a new carrier sensing pro-
cedure. In a particular embodiment, performing module
1530 may include or be included in processor 1120. The
performing module 1530 may include analog and/or dig-
ital circuitry configured to perform any of the functions of
the deferring module and/or processor 1120. The func-
tions of performing module 1530 may, in certain embod-
iments, be performed in one or more distinct modules.
[0082] Other embodiments of computer networking vir-
tual apparatus 1500 may include additional components
beyond those shown in FIGURE 15 that may be respon-
sible for providing certain aspects of the radio network
node’s 1015 functionality, including any of the function-
ality described above and/or any additional functionality
(including any functionality necessary to support the so-
lutions described above). The various different types of
network nodes 1015 may include components having the
same physical hardware but configured (e.g., via pro-
gramming) to support different radio access technolo-
gies, or may represent partly or entirely different physical
components.

[0083] FIGURE 16 is a block schematic of an exem-
plary wireless device 710, in accordance with certain em-
bodiments. As depicted, wireless device 710 includes
transceiver 1610, processor 1620, and memory 1630. In
some embodiments, transceiver 1610 facilitates trans-
mitting wireless signals to and receiving wireless signals
from network node 1015 (e.g., via an antenna), processor
1620 executes instructions to provide some or all of the
functionality described above as being provided by wire-
less device 710, and memory 1630 stores the instructions
executed by processor 1620.
[0084] Processor 1620 may include any suitable com-
bination of hardware and software implemented in one
or more modules to execute instructions and manipulate
data to perform some or all of the described functions of
wireless device 710. In some embodiments, processor
1620 may include, for example, one or more computers,
one or more central processing units (CPUs), one or more
microprocessors, one or more applications, and/or other
logic.
[0085] Memory 1630 is generally operable to store in-
structions, such as a computer program, software, an
application including one or more of logic, rules, algo-
rithms, code, tables, etc. and/or other instructions capa-
ble of being executed by a processor. Examples of mem-
ory 1630 include computer memory (for example, Ran-
dom Access Memory (RAM) or Read Only Memory
(ROM)), mass storage media (for example, a hard disk),
removable storage media (for example, a Compact Disk
(CD) or a Digital Video Disk (DVD)), and/or or any other
volatile or non-volatile, non-transitory computer-reada-
ble and/or computer-executable memory devices that
store information.
[0086] Other embodiments of wireless device 710 may
include additional components beyond those shown in
FIGURE 16 that may be responsible for providing certain
aspects of the wireless device’s functionality, including
any of the functionality described above and/or any ad-
ditional functionality (including any functionality neces-
sary to support the solution described above).
[0087] FIGURE 17 illustrates a method 1700 by a wire-
less device 710 for deferring transmissions in a multi-
carrier network, in accordance with certain embodi-
ments. The method begins at step 1704 when wireless
device 710 initiates a carrier sensing procedure 1220B,
1320B in a first SCell 1210B, 1310B. In a particular em-
bodiment, the carrier sensing procedure 1220B, 1320B
comprises a listen before talk procedure performed by
wireless device 710 to sense whether a channel associ-
ated with first SCell 1210B, 1310B is busy. Performing
the carrier sensing procedure 1220B, 1320B may include
detecting an energy level of the channel, in a particular
embodiment. Again, the terms first and second are pro-
vided for example purposes only and may be inter-
changed.
[0088] At step 1706, wireless device 710 receives a
first notification from a network node 1015 that a first
TXOP 1224, 1324 has been initiated on an adjacent car-
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rier in a second SCell 1210A, 1310A.
[0089] At step 1708, wireless device 710 defers the
carrier sensing procedure 1220B, 1320B in the first SCell
1210B, 1310B by a first TXOP duration 1230, 1332 as-
sociated with first TXOP 1224, 1324 initiated in the sec-
ond SCell 1210A, 1310A. In a particular embodiment,
the first notification from network node 1015 indicates
the first TXOP duration 1230, 1332 associated with first
TXOP 1224, 1324.
[0090] At step 1710, wireless device 710 performs car-
rier sensing procedure 1220B, 1320B in the first SCell
1210B, 1310B after the first TXOP duration 1230, 1332
expires. In a particular embodiment, performing carrier
sensing procedure 1220B, 1320B comprises initiating a
new carrier sensing procedure. In other embodiments,
performing carrier sensing procedure 1220B, 1320B may
include resuming a previous carrier sensing procedure
that was terminated before it was complete.
[0091] In certain embodiments, the method similar to
that described above with regard to the method per-
formed by wireless device 710 may be performed by a
computer networking virtual apparatus. FIGURE 18 illus-
trates an example computer networking virtual apparatus
1800 for self-deferring transmissions in a multi-carrier
network, according to certain embodiments. In certain
embodiments, computer networking virtual apparatus
1800 may include at least one initiating module 1810,
receiving module 1820, deferring module 1830, perform-
ing module 1840, and any other suitable modules for self-
deferring transmissions in a multi-carrier network. In cer-
tain embodiments, computer networking virtual appara-
tus 1800 may alternatively or additionally include mod-
ules for performing steps similar to those described
above with regard to the method illustrated and described
in FIGURE 17. In some embodiments, one or more of
the initiating module 1810, receiving module 1820, de-
ferring module 1830, performing module 1840, or any
other suitable module may be implemented using one or
more processors 1620 of FIGURE 16. In certain embod-
iments, the functions of two or more of the various mod-
ules may be combined into a single module.
[0092] The at least one initiating module 1810 may per-
form the initiating functions of computer networking vir-
tual apparatus 1800. For example, initiating module 1810
may initiate a carrier sensing procedure 1220B, 1320B
in a first SCell 1210B, 1310B. In a particular embodiment,
initiating module 1810 may include or be included in proc-
essor 1620. The initiating module 1810 may include an-
alog and/or digital circuitry configured to perform any of
the functions of the initiating module and/or processor
1620. The functions of the initiating module may, in cer-
tain embodiments, be performed in one or more distinct
modules.
[0093] The receiving module 1820 may perform the
receiving functions of computer networking virtual appa-
ratus 1800. For example, receiving module 1820 may
receive a first notification from a network node 1015 that
a TXOP 1224, 1324 has been initiated on an adjacent

carrier in a second SCell 1210A, 1310A. In a particular
embodiment, receiving module 1820 may include or be
included in transceiver 1610. The receiving module 1820
may include analog and/or digital circuitry configured to
perform any of the functions of the receiving module
and/or transceiver 1610. The functions of the receiving
module may, in certain embodiments, be performed in
one or more distinct modules.
[0094] The deferring module 1830 may perform the de-
ferring functions of computer networking virtual appara-
tus 1800. For example, deferring module 1830 may defer
the carrier sensing procedure 1220B, 1320B in the first
SCell 1210B, 1310B by a first TXOP duration 1230, 1332
associated with the first TXOP 1224, 1324 initiated in the
second SCell 1210A, 1310A. In a particular embodiment,
deferring module 1830 may include or be included in
processor 1620. The deferring module 1830 may include
analog and/or digital circuitry configured to perform any
of the functions of the deferring module and/or processor
1620. The functions of the deferring module may, in cer-
tain embodiments, be performed in one or more distinct
modules.
[0095] The performing module 1840 may perform the
performing functions of computer networking virtual ap-
paratus 1800. For example, performing module 1840
may perform the carrier sensing procedure 1220B,
1320B in the first SCell 1210A, 1310A after the first TXOP
duration expires 1234, 1332. In a particular embodiment,
performing the carrier sensing procedure 1220B, 1320B
may include resuming a carrier sensing procedure
1220B, 1320B that was previously being performed when
it was determined that the second SCell 1210A, 1310A
had initiated the first TXOP 1224, 1324. In other embod-
iments, performing the carrier sensing procedure 1220B,
1320B may include initiating a new carrier sensing pro-
cedure. In a particular embodiment, performing module
1840 may include or be included in processor 1620. The
performing module 1840 may include analog and/or dig-
ital circuitry configured to perform any of the functions of
the performing module and/or processor 1620. The func-
tions of performing module 1840 may, in certain embod-
iments, be performed in one or more distinct modules.
[0096] Other embodiments of computer networking vir-
tual apparatus 1800 may include additional components
beyond those shown in FIGURE 18 that may be respon-
sible for providing certain aspects of the functionality of
wireless device 710, including any of the functionality de-
scribed above and/or any additional functionality (includ-
ing any functionality necessary to support the solutions
described above). The various different types of wireless
devices 710 may include components having the same
physical hardware but configured (e.g., via program-
ming) to support different radio access technologies, or
may represent partly or entirely different physical com-
ponents.
[0097] FIGURE 19 is a block schematic of an exem-
plary radio network controller or core network node 1900,
in accordance with certain embodiments. Examples of
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network nodes can include a mobile switching center
(MSC), a serving GPRS support node (SGSN), a mobility
management entity (MME), a radio network controller
(RNC), a base station controller (BSC), and so on. The
radio network controller or core network node 1900 in-
clude processor 1920, memory 1930, and network inter-
face 1940. In some embodiments, processor 1920 exe-
cutes instructions to provide some or all of the function-
ality described above as being provided by the network
node, memory 1930 stores the instructions executed by
processor 1920, and network interface 1940 communi-
cates signals to any suitable node, such as a gateway,
switch, router, Internet, Public Switched Telephone Net-
work (PSTN), network nodes 1015, radio network con-
trollers or core network nodes 1900, etc.
[0098] Processor 1920 may include any suitable com-
bination of hardware and software implemented in one
or more modules to execute instructions and manipulate
data to perform some or all of the described functions of
the radio network controller or core network node 1900.
In some embodiments, processor 1920 may include, for
example, one or more computers, one or more central
processing units (CPUs), one or more microprocessors,
one or more applications, and/or other logic.
[0099] Memory 1930 is generally operable to store in-
structions, such as a computer program, software, an
application including one or more of logic, rules, algo-
rithms, code, tables, etc. and/or other instructions capa-
ble of being executed by a processor. Examples of mem-
ory 1930 include computer memory (for example, Ran-
dom Access Memory (RAM) or Read Only Memory
(ROM)), mass storage media (for example, a hard disk),
removable storage media (for example, a Compact Disk
(CD) or a Digital Video Disk (DVD)), and/or or any other
volatile or non-volatile, non-transitory computer-reada-
ble and/or computer-executable memory devices that
store information.
[0100] In some embodiments, network interface 1940
is communicatively coupled to processor 1920 and may
refer to any suitable device operable to receive input for
the network node, send output from the network node,
perform suitable processing of the input or output or both,
communicate to other devices, or any combination of the
preceding. Network interface 1940 may include appro-
priate hardware (e.g., port, modem, network interface
card, etc.) and software, including protocol conversion
and data processing capabilities, to communicate
through a network.
[0101] Other embodiments of the network node may
include additional components beyond those shown in
FIGURE 19 that may be responsible for providing certain
aspects of the network node’s functionality, including any
of the functionality described above and/or any additional
functionality (including any functionality necessary to
support the solution described above).
[0102] According to certain embodiments, a method
for self-deferring transmissions in a multi-carrier network
is implemented in a network node. The method includes

determining, by a first controller seeking to initiate a car-
rier sensing procedure in a first cell, that a second cell
associated with a second controller has initiated a first
transmission opportunity on an adjacent carrier. The first
controller determines a first transmission opportunity du-
ration associated with the first transmission opportunity
initiated in the second cell. The first transmission oppor-
tunity duration includes an uplink portion and a downlink
portion for transmission in the second cell. The first con-
troller defers the carrier sensing procedure to be per-
formed in the first cell by the first transmission opportunity
duration. The carrier sensing procedure in the first cell is
performed after the first transmission opportunity dura-
tion expires.
[0103] According to certain embodiments, a network
node for self-deferring transmissions in a multi-carrier
network includes a memory for storing data and a first
controller seeking to initiate a carrier sensing procedure
in a first cell. The first controller determines that a second
cell associated with a second controller has initiated a
first transmission opportunity on an adjacent carrier. The
first controller determines a first transmission opportunity
duration associated with the first transmission opportu-
nity. The first transmission opportunity duration includes
an uplink portion and a downlink portion for transmission
in the second cell. The first controller defers the carrier
sensing procedure to be performed in the first cell by the
first transmission opportunity duration. The first controller
performs the carrier sensing procedure in the first cell
after the first transmission opportunity duration expires.
[0104] According to certain embodiments, a method
for deferring transmissions in a multi-carrier network is
implemented in a wireless device. The method includes
initiating, by the wireless device, a carrier sensing pro-
cedure in a first cell. A first notification is received from
a network node that a first transmission opportunity has
been initiated on an adjacent carrier in a second cell. The
carrier sensing procedure is deferred in the first cell by
a first transmission opportunity duration associated with
the first transmission opportunity initiated in the second
cell. The first transmission opportunity duration includes
an uplink portion and a downlink portion for transmission
in the second cell. The wireless device performs the car-
rier sensing procedure in the first cell after the first trans-
mission opportunity duration expires.
[0105] According to certain embodiments, a wireless
device for deferring transmissions in a first cell in a multi-
carrier network includes a transceiver for receiving sig-
nals from a network node and a processor in communi-
cation with the transceiver. The processor receives a first
notification from the network node that a first transmis-
sion opportunity has been initiated on an adjacent carrier
in a second cell. A carrier sensing procedure is deferred
in the first cell for a first transmission opportunity duration
associated with the first transmission opportunity initiated
in the second cell. The first transmission opportunity du-
ration includes an uplink portion and a downlink portion
for transmission in the second cell. The carrier sensing
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procedure is performed in the first cell after the first trans-
mission opportunity duration expires.
[0106] Certain embodiments facilitate the utilization of
multi-carrier operation on unlicensed carriers. As another
example, certain embodiments may avoid interference
from downlink bursts on one licensed assisted access
secondary cell to uplink bursts within the transmission
opportunity of an adjacent secondary cell. Another tech-
nical advantage may be improved coexistence between
LAA/LTE-U and Wi-Fi. Still another technical advantage
may be the facilitation of multi-carrier operation in stan-
dalone LTE-U networks.
[0107] Modifications, additions, or omissions may be
made to the systems and apparatuses described herein
without departing from the scope of the present invention
as defined by the appended claims. The components of
the systems and apparatuses may be integrated or sep-
arated. Moreover, the operations of the systems and ap-
paratuses may be performed by more, fewer, or other
components. Additionally, operations of the systems and
apparatuses may be performed using any suitable logic
comprising software, hardware, and/or other logic. As
used in this document, "each" refers to each member of
a set or each member of a subset of a set.
[0108] Modifications, additions, or omissions may be
made to the methods described herein without departing
from the scope of the present invention as defined by the
appended claims.
[0109] Although this disclosure has been described in
terms of certain embodiments, alterations and permuta-
tions of the embodiments will be apparent to those skilled
in the art. Accordingly, the above description of the em-
bodiments does not constrain the scope of the appended
independent claims. Other changes, substitutions, and
alterations are possible without departing from the scope
of the present invention as defined by the following
claims.
[0110] Abbreviations used in the preceding description
include:

CCA Clear Channel Assessment
CW Contention Window
DCF Distributed Coordination Function
DIFS DCF Inter-frame Spacing
DL Downlink
DRS Discovery Reference Signal
eNB evolved NodeB, base station
LAA Licensed-Assisted Access
LBT Listen before talk
MRBC Multiple Random Backoff Channels
PDCCH Physical Downlink Control Channel
PIFS PCF Inter-frame Spacing
PUSCH Physical Uplink Shared Channel
QoS Quality of Service
SCell Secondary Cell
SRBC Single Random Backoff Channel
SIFS Short Inter-frame Spacing
TTI Transmission-Time Interval

TXOP Transmission Opportunity
UE User Equipment
UL Uplink Control Information

Claims

1. A method (1400) by a network node (1015A) for de-
ferring a carrier sensing procedure (1220B) in a LTE
network, the method comprising:

determining, by a first controller (1150A) seek-
ing to initiate the carrier sensing procedure
(1220B) in a first cell (1210B) operating on a first
carrier, that a second cell (1210A) associated
with a second controller (1150B) has initiated a
first transmission opportunity (1224) on a sec-
ond carrier that is adjacent to the first carrier,
wherein the carrier sensing procedure (1220B)
in the first cell (1210B) operating on the first car-
rier includes Listen Before Talk, LBT, with ran-
dom back off procedure;
determining, by the first controller (1150A) as-
sociated with the first cell (1210B), a first trans-
mission opportunity duration (1230) associated
with the first transmission opportunity (1224) in-
itiated in the second cell;
deferring, by the first controller, the carrier sens-
ing procedure (1220B) to be performed in the
first cell (1210B), the carrier sensing procedure
(1220B) deferred by the first transmission op-
portunity duration (1230) associated with the
first transmission opportunity (1224) initiated in
the second cell (1210A);
initiating the carrier sensing procedure (1220B)
in the first cell (1210B) after the first transmission
opportunity duration (1230) unless instructed by
the second controller; and
after the first transmission opportunity duration
expires, deferring, by the second controller a
carrier sensing procedure to be performed in the
second cell on the second carrier in a second
transmission opportunity.

2. The method (1400) of Claim 1, wherein the first con-
troller (1150A) and the second controller (1150B) are
co-located at the first network node (1015A) such
that the first cell (1210B) and the second cell (1210A)
are co-located at the first network node (1015A).

3. The method (1400) of any of Claims 1-2, further com-
prising:

determining, by the first controller (1150A), that
a third cell associated with a third controller has
initiated a second transmission opportunity on
a third carrier that is adjacent to the first carrier;
and
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determining, by the first controller (1150A), a
second transmission opportunity duration asso-
ciated with the second transmission opportunity
initiated in the third cell; and
deferring the carrier sensing procedure (1220B)
by the longer of the first transmission opportunity
duration (1230) and the second transmission
opportunity duration; and
performing the carrier sensing procedure
(1220B) in the first cell (1210B) after the longer
of the first transmission opportunity duration
(1230) and the second transmission opportunity
duration expires.

4. The method (1400) of any of Claims 1-3, further com-
prising:

receiving, by the first controller (1150A) associ-
ated with the first cell (1210B), notification from
the second controller that the first transmission
opportunity (1224) initiated in the second cell
(1210A) is terminated before an expected dura-
tion; and
initiating the carrier sensing procedure (1220B)
in the first cell (1210B) during the first transmis-
sion opportunity (1224).

5. The method (1400) of any of Claims 1-4, wherein:

the carrier sensing procedure (1220B) is being
performed when it is determined that the second
cell (1210A) associated with the second control-
ler (1150B) has initiated the first transmission
opportunity (1224); and
initiating the carrier sensing procedure (1220B)
in the first cell (1210B) after the first transmission
opportunity duration (1230) expires comprises
resuming the carrier sensing procedure
(1220B).

6. The method (1400) of any of Claims 1-4, wherein:

the carrier sensing procedure (1220B) is being
performed when it is determined that the second
cell (1210A) associated with the second control-
ler (1150B) has initiated the first transmission
opportunity (1224);
the second controller (1150B) defers a transmis-
sion during the first transmission opportunity
(1224) for at least one clear channel assessment
(CCA) slot to allow the carrier sensing procedure
(1220B) to be completed in the first cell; and
initiating the carrier sensing procedure (1220B)
in the first cell (1210B) after the first transmission
opportunity duration (1230) expires comprises
initiating an additional carrier sensing procedure
(1234).

7. The method (1400) of any of Claims 1-6, wherein
the first transmission opportunity duration comprises
an uplink portion and a downlink portion for trans-
mission in the second cell, the method further com-
prising:

performing a clear channel assessment in the
first cell (1210B) prior to the uplink portion of the
first transmission opportunity duration (1230);
and
receiving, by the first controller (1150A), on an
uplink during the uplink portion of the first trans-
mission opportunity duration (1230) while the
second controller (1150B) is receiving on the up-
link during the uplink portion of the first trans-
mission (1224).

8. A network node (1015A) for deferring a carrier sens-
ing procedure (1210B) in a LTE network, the network
node (1015A) comprising:

a memory (1130) for storing data;
a first processor (1150A) seeking to initiate a
carrier sensing procedure (1220B) in a first cell
(1210B) operating on a first carrier, the first proc-
essor (1150A) operable to:

determine that a second cell (1210A) asso-
ciated with a second processor (1150B) has
initiated a first transmission opportunity
(1224) on a second carrier that is adjacent
to the first carrier, wherein the carrier sens-
ing procedure (1220B) in the first cell
(1210B) operating on the first carrier in-
cludes Listen Before Talk, LBT, with ran-
dom back off procedure;
determine a first transmission opportunity
duration (1230) associated with the first
transmission opportunity (1224) initiated in
the second cell (1210A);
defer the carrier sensing procedure (1220B)
to be performed in the first cell (1210B), the
carrier sensing procedure (1220B) deferred
by the first transmission opportunity dura-
tion (1230) associated with the first trans-
mission opportunity (1224) initiated in the
second cell (1210A);
initiate the carrier sensing procedure
(1220B) in the first cell (1210A) after the first
transmission opportunity duration (1230)
unless instructed by the second processor
(1150B); and
the second processor (1150B) operable to,
after the first transmission opportunity du-
ration expires, defer a carrier sensing pro-
cedure to be performed in the second cell
on the second carrier in a second transmis-
sion opportunity.
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Patentansprüche

1. Verfahren (1400) durch einen Netzwerkknoten
(1015A) zum Aufschieben einer Trägererfassungs-
prozedur (1220B) in einem LTE-Netzwerk, wobei
das Verfahren Folgendes umfasst:

Bestimmen, durch eine erste Steuerung
(1150A), die versucht, die Trägererfassungs-
prozedur (1220B) in einer ersten Zelle (1210B)
zu initiieren, die auf einem ersten Träger arbei-
tet, dass eine zweite Zelle (1210A), die einer
zweiten Steuerung (1150B) zugeordnet ist, eine
erste Übertragungsmöglichkeit (1224) auf ei-
nem zweiten Träger initiiert hat, der dem ersten
Träger benachbart ist, wobei die Trägererfas-
sungsprozedur (1220B) in der ersten Zelle
(1210B), die auf dem ersten Träger arbeitet, ein
Listen Before Talk, LBT, mit einer zufälligen
Rückschaltprozedur umfasst;
Bestimmen, durch die erste Steuerung (1150A),
die der ersten Zelle (1210B) zugeordnet ist, ei-
ner ersten Übertragungsmöglichkeitsdauer
(1230), die der ersten Übertragungsmöglichkeit
(1224) zugeordnet ist, die in der zweiten Zelle
initiiert wurde;
Aufschieben, durch die erste Steuerung, der
Trägererfassungsprozedur (1220B), die in der
ersten Zelle (1210B) auszuführen ist, wobei die
Trägererfassungsprozedur (1220B), die von der
ersten Übertragungsmöglichkeitsdauer (1230)
aufgeschoben wird, der ersten Übertragungs-
möglichkeit (1224) zugeordnet ist, die in der
zweiten Zelle (1210A) initiiert wird;
Initiieren der Trägererfassungsprozedur
(1220B) in der ersten Zelle (1210B) nach der
ersten Übertragungsmöglichkeitsdauer (1230),
sofern dies nicht von der zweiten Steuerung an-
gewiesen wird; und
nach Ablauf der ersten Übertragungsmöglich-
keitsdauer, Aufschieben, durch die zweite Steu-
erung, einer Trägererfassungsprozedur, die in
der zweiten Zelle auf dem zweiten Träger bei
einer zweiten Übertragungsmöglichkeit durch-
zuführen ist.

2. Verfahren (1400) nach Anspruch 1, wobei die erste
Steuerung (1150A) und die zweite Steuerung
(1150B) am ersten Netzwerkknoten (1015A) zusam-
men angeordnet sind, so, dass sich die erste Zelle
(1210B) und die zweite Zelle (1210A) am ersten
Netzwerkknoten (1015A) befinden.

3. Verfahren (1400) nach einem der Ansprüche 1 bis
2, das ferner Folgendes umfasst:

Bestimmen durch die erste Steuerung (1150A),
dass eine dritte Zelle, die einer dritten Steuerung

zugeordnet ist, eine zweite Übertragungsmög-
lichkeit auf einem dritten Träger initiiert hat, der
neben dem ersten Träger angeordnet ist; und
Bestimmen, durch die erste Steuerung (1150A),
einer zweiten Übertragungsmöglichkeitsdauer,
die der zweiten Übertragungsmöglichkeit zuge-
ordnet ist, die in der dritten Zelle initiiert ist; und
Aufschieben der Trägererfassungsprozedur
(1220B) um die längere der ersten Übertra-
gungsmöglichkeitsdauer (1230) und der zwei-
ten Übertragungsmöglichkeitsdauer; und
Durchführen der Trägererfassungsprozedur
(1220B) in der ersten Zelle (1210B) nach Ablauf
der längeren der ersten Übertragungsmöglich-
keitsdauer (1230) und der zweiten Übertra-
gungsmöglichkeitsdauer.

4. Verfahren (1400) nach einem der Ansprüche 1 bis
3, das ferner Folgendes umfasst:

Empfangen, durch die erste Steuerung (1150A),
die der ersten Zelle (1210B) zugeordnet ist, ei-
ner Benachrichtigung von der zweiten Steue-
rung, dass die erste Übertragungsmöglichkeit
(1224), die in der zweiten Zelle (1210A) initiiert
wurde, vor einer erwarteten Dauer beendet wird;
und
Initiieren der Trägererfassungsprozedur
(1220B) in der ersten Zelle (1210B) während der
ersten Übertragungsmöglichkeit (1224).

5. Verfahren (1400) nach einem der Ansprüche 1 bis
4, wobei:

die Trägererfassungsprozedur (1220B) durch-
geführt wird, wenn festgestellt wird, dass die
zweite Zelle (1210A), die der zweiten Steuerung
(1150B) zugeordnet ist, die erste Übertragungs-
möglichkeit (1224) initiiert hat; und
das Initiieren der Trägererfassungsprozedur
(1220B) in der ersten Zelle (1210B) nach Ablauf
der ersten Übertragungsmöglichkeitsdauer
(1230) das Wiederaufnehmen der Trägererfas-
sungsprozedur (1220B) umfasst.

6. Verfahren (1400) nach einem der Ansprüche 1 bis
4, wobei:

die Trägererfassungsprozedur (1220B) durch-
geführt wird, wenn festgestellt wird, dass die
zweite Zelle (1210A), die der zweiten Steuerung
(1150B) zugeordnet ist, die erste Übertragungs-
möglichkeit (1224) initiiert hat;
die zweite Steuerung (1150B) eine Übertragung
während der ersten Übertragungsmöglichkeit
(1224) für mindestens einen Freikanalbewer-
tungs-Steckplatz (Clear Channel Assessment,
CCA) aufschiebt, damit die Trägererfassungs-
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prozedur (1220B) in der ersten Zelle abge-
schlossen werden kann; und
das Initiieren der Trägererfassungsprozedur
(1220B) in der ersten Zelle (1210B) nach Ablauf
der ersten Übertragungsmöglichkeitsdauer
(1230) das Initiieren einer zusätzlichen Träger-
erfassungsprozedur (1234) umfasst.

7. Verfahren (1400) nach einem der Ansprüche 1 bis
6, wobei die erste Übertragungsmöglichkeitsdauer
einen Uplink-Abschnitt und einen Downlink-Ab-
schnitt zur Übertragung in der zweiten Zelle umfasst;
wobei das Verfahren ferner Folgendes umfasst:

Durchführen einer Freikanalbewertung in der
ersten Zelle (1210B) vor dem Uplink-Abschnitt
der ersten Übertragungsmöglichkeitsdauer
(1230); und
Empfangen, durch die erste Steuerung (1150A),
auf einem Uplink während des Uplink-Ab-
schnitts der ersten Übertragungsmöglichkeits-
dauer (1230), während die zweite Steuerung
(1150B) während des Uplink-Abschnitts der ers-
ten Übertragung (1224) auf dem Uplink emp-
fängt.

8. Netzwerkknoten (1015A) zum Aufschieben einer
Trägererfassungsprozedur (1210B) in einem LTE-
Netzwerk, wobei der Netzwerkknoten (1015A) Fol-
gendes umfasst:

einen Speicher (1130) zum Speichern von Da-
ten;
einen ersten Prozessor (1150A), der versucht,
eine Trägererfassungsprozedur (1220B) in ei-
ner ersten Zelle (1210B) zu initiieren, die auf ei-
nem ersten Träger arbeitet, wobei der erste Pro-
zessor (1150A) für Folgendes ausgelegt ist:

Bestimmen, dass eine zweite Zelle
(1210A), die einem zweiten Prozessor
(1150B) zugeordnet ist, eine erste Übertra-
gungsmöglichkeit (1224) auf einem zweiten
Träger initiiert hat, der dem ersten Träger
benachbart ist, wobei die Trägererfas-
sungsprozedur (1220B) in der ersten Zelle
(1210B), die auf dem ersten Träger arbeitet,
ein Listen Before Talk, LBT, mit einer zufäl-
ligen Rückschaltprozedur umfasst;
Bestimmen einer ersten Übertragungsmög-
lichkeitsdauer (1230), die der ersten Über-
tragungsmöglichkeit (1224) zugeordnet ist,
die in der zweiten Zelle (1210A) initiiert wur-
de;
Aufschieben der Trägererfassungsproze-
dur (1220B), die in der ersten Zelle (1210B)
auszuführen ist, wobei die Trägererfas-
sungsprozedur (1220B) von der ersten

Übertragungsmöglichkeitsdauer (1230)
aufgeschoben wird, die der ersten Übertra-
gungsmöglichkeit (1224) zugeordnet ist,
die in der zweiten Zelle (1210A) initiiert wird;
Initiieren der Trägererfassungsprozedur
(1220B) in der ersten Zelle (1210A) nach
der ersten Übertragungsmöglichkeitsdauer
(1230), sofern dies nicht von dem zweiten
Prozessor (1150B) angewiesen wird; und
wobei der zweite Prozessor (1150B) dafür
ausgelegt ist, nach Ablauf der ersten Über-
tragungsmöglichkeitsdauer eine Trägerer-
fassungsprozedur aufzuschieben, die in
der zweiten Zelle auf dem zweiten Träger
bei einer zweiten Übertragungsmöglichkeit
durchzuführen ist.

Revendications

1. Procédé (1400) par un nœud de réseau (1015A)
pour reporter une procédure de détection de porteu-
se (1220B) dans un réseau LTE, le procédé
comprenant :

la détermination, par un premier contrôleur
(1150A) cherchant à initialiser la procédure de
détection de porteuse (1220B) dans une pre-
mière cellule (1210B) fonctionnant sur une pre-
mière porteuse, qu’une deuxième cellule
(1210A) associée à un deuxième contrôleur
(1150B) a initialisé une première possibilité de
transmission (1224) sur une deuxième porteuse
qui est adjacente à la première porteuse, dans
lequel la procédure de détection de porteuse
(1220B) dans la première cellule (1210B) fonc-
tionnant sur la première porteuse inclut une pro-
cédure d’accès multiple avec écoute de porteu-
se, LBT, avec réduction de puissance aléatoire ;
la détermination, par le premier contrôleur
(1150A) associé à la première cellule (1210B),
d’une première possibilité de durée de transmis-
sion (1230) associée à la première possibilité
de transmission (1224) initialisée dans la
deuxième cellule ;
le report, par le premier contrôleur, de la procé-
dure de détection de porteuse (1220B) destinée
à être réalisée dans la première cellule (1210B),
la procédure de détection de porteuse (1220B)
étant reportée selon la première possibilité de
durée de transmission (1230) associée à la pre-
mière possibilité de transmission (1224) initiali-
sée dans la deuxième cellule (1210A) ;
l’initialisation de la procédure de détection de
porteuse (1220B) dans la première cellule
(1210B) après la première possibilité de durée
de transmission (1230) sauf instruction par le
deuxième contrôleur ; et
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après que la première possibilité de durée de
transmission expire, le report, par le deuxième
contrôleur, d’une procédure de détection de por-
teuse destinée à être réalisée dans la deuxième
cellule sur la deuxième porteuse dans un secon-
de possibilité de transmission.

2. Procédé (1400) selon la revendication 1, dans lequel
le premier contrôleur (1150A) et le deuxième con-
trôleur (1150B) sont co-situés au premier nœud de
réseau (1015A) de telle sorte que la première cellule
(1210B) et la deuxième cellule (1210A) soient co-
situées au premier nœud de réseau (1015A).

3. Procédé (1400) selon l’une quelconque des reven-
dications 1 et 2, comprenant en outre :

la détermination, par le premier contrôleur
(1150A), qu’une troisième cellule associée à un
troisième contrôleur a initialisé une seconde
possibilité de transmission sur une troisième
porteuse qui est adjacente à la première
porteuse ; et
la détermination, par le premier contrôleur
(1150A), d’une seconde possibilité de durée de
transmission associée à la seconde possibilité
de transmission initialisée dans la troisième
cellule ; et
le report de la procédure de détection de por-
teuse (1220B) selon la plus longue de la pre-
mière possibilité de durée de transmission
(1230) et de la seconde possibilité de durée de
transmission ; et
la réalisation de la procédure de détection de
porteuse (1220B) dans la première cellule
(1210B) après que la plus longue de la première
possibilité de durée de transmission (1230) et
de la seconde possibilité de durée de transmis-
sion expire.

4. Procédé (1400) selon l’une quelconque des reven-
dications 1 à 3, comprenant en outre :

la réception, par le premier contrôleur (1150A)
associé à la première cellule (1210B), d’une no-
tification, à partir du deuxième contrôleur, que
la première possibilité de transmission (1224)
initialisée dans la deuxième cellule (1210A)
s’est terminée avant une durée escomptée ; et
l’initialisation de la procédure de détection de
porteuse (1220B) dans la première cellule
(1210B) durant la première possibilité de trans-
mission (1224).

5. Procédé (1400) selon l’une quelconque des reven-
dications 1 à 4, dans lequel :

la procédure de détection de porteuse (1220B)

est réalisée lorsqu’il est déterminé que la
deuxième cellule (1210A) associée au deuxiè-
me contrôleur (1150B) a initialisé la première
possibilité de transmission (1224) ; et
l’initialisation de la procédure de détection de
porteuse (1220B) dans la première cellule
(1210B) après que la première possibilité de du-
rée de transmission (1230) expire comprend la
reprise de la procédure de détection de porteuse
(1220B).

6. Procédé (1400) selon l’une quelconque des reven-
dications 1 à 4, dans lequel :

la procédure de détection de porteuse (1220B)
est réalisée lorsqu’il est déterminé que la
deuxième cellule (1210A) associée au deuxiè-
me contrôleur (1150B) a initialisé la première
possibilité de transmission (1224) ;
le deuxième contrôleur (1150B) reporte une
transmission durant la première possibilité de
transmission (1224) pendant au moins un inter-
valle d’évaluation de canal libre (CCA) pour per-
mettre à la procédure de détection de porteuse
(1220B) d’être achevée dans la première
cellule ; et
l’initialisation de la procédure de détection de
porteuse (1220B) dans la première cellule
(1210B) après que la première possibilité de du-
rée de transmission (1230) expire comprend
l’initialisation d’une procédure de détection de
porteuse supplémentaire (1234).

7. Procédé (1400) selon l’une quelconque des reven-
dications 1 à 6, dans lequel la première possibilité
de durée de transmission comprend une portion de
liaison montante et une portion de liaison descen-
dante pour la transmission dans la deuxième cellule,
le procédé comprenant en outre :

la réalisation d’une évaluation de canal libre
dans la première cellule (1210B) avant la portion
de liaison montante de la première possibilité
de durée de transmission (1230) ; et
la réception, par le premier contrôleur (1150A),
sur une liaison montante durant la portion de
liaison montante de la première possibilité de
durée de transmission (1230) alors que le
deuxième contrôleur (1150B) est en train de re-
cevoir sur la liaison montante durant la portion
de liaison montante de la première transmission
(1224).

8. Nœud de réseau (1015A) pour reporter une procé-
dure de détection de porteuse (1210B) dans un ré-
seau LTE, le nœud de réseau (1015A) comprenant :

une mémoire (1130) pour stocker des données ;
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un premier processeur (1150A) cherchant à ini-
tialiser une procédure de détection de porteuse
(1220B) dans une première cellule (1210B)
fonctionnant sur une première porteuse, le pre-
mier processeur (1150A) étant utilisable pour :

déterminer qu’une deuxième cellule
(1210A) associée à un second processeur
(1150B) a initialisé une première possibilité
de transmission (1224) sur une deuxième
porteuse qui est adjacente à la première
porteuse, dans lequel la procédure de dé-
tection de porteuse (1220B) dans la premiè-
re cellule (1210B) fonctionnant sur la pre-
mière porteuse inclut une procédure d’ac-
cès multiple avec écoute de porteuse, LBT,
avec réduction de puissance aléatoire ;
déterminer une première possibilité de du-
rée de transmission (1230) associée à la
première possibilité de transmission (1224)
initialisée dans la deuxième cellule
(1210A) ;
reporter la procédure de détection de por-
teuse (1220B) destinée à être réalisée dans
la première cellule (1210B), la procédure de
détection de porteuse (1220B) étant repor-
tée selon la première possibilité de durée
de transmission (1230) associée à la pre-
mière possibilité de transmission (1224) ini-
tialisée dans la deuxième cellule (1210A) ;
initialiser la procédure de détection de por-
teuse (1220B) dans la première cellule
(1210A) après la première possibilité de du-
rée de transmission (1230) sauf instruction
par le second processeur (1150B) ; et
le second processeur (1150B) étant utilisa-
ble pour, après que la première possibilité
de durée de transmission expire, reporter
une procédure de détection de porteuse
destinée à être réalisée dans la deuxième
cellule sur la deuxième porteuse dans une
seconde possibilité de transmission.
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