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APPARATUS THEREOF

(57) An organic light-emitting diode (OLED) pixel
structure, a driving method, a driving circuit and a display
device. The pixel structure includes a plurality of pixel
units arranged in a matrix; each pixel unit includes a plu-
rality of sub-pixels with different colors (1, 11; 2, 12; 3,
13); at least two sub-pixels in each pixel unit share one

compensating circuit; and different sub-pixels sharing the
same one compensating circuit are respectively dis-
played in different periods of outputting one frame of im-
age. The pixel structure can improve the dynamic reso-
lution of the display device and optimize the display ef-
fect.
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Description

TECHNICAL FIELD

[0001] Embodiments of the present disclosure relate
to an organic light-emitting diode (OLED) pixel structure,
a driving method, a driving circuit, and a display device.

BACKGROUND

[0002] In order to solve the problem regarding the dif-
ficult in the layout of an active-matrix organic light-emit-
ting diode (AMOLED) display device of high resolution,
two sub-pixels may share one compensating circuit. As
illustrated in FIG. 1, an AMOLED pixel structure compris-
es a plurality of pixel units, and each pixel unit may include
a blue sub-pixel 1, a red sub-pixel 2 and a green sub-
pixel 3. A sub-pixel in the first row and a sub-pixel at a
corresponding position of the second row share one com-
pensating circuit; a sub-pixel in the third row and a sub-
pixel at a corresponding position of the fourth row share
one compensating circuit; ...; and a sub-pixel in the 2k-
1th row and a sub-pixel at a corresponding position of the
2kth row share one compensating circuit, namely sub-
pixels in different pixel units share one compensating cir-
cuit. In the working process of the display device, the
sub-pixels of various colors in a same pixel are simulta-
neously displayed; odd rows of pixel units are driven to
display in the first half period of outputting one frame of
image; and even rows of pixel units are driven to display
in the second half period of outputting the one frame of
image.
[0003] However, the display device will suffer from the
problem of reduced dynamic resolution when the display
device is displaying dynamic images, for instance, when
a single transverse line having a width of one pixel unit
is moved in each frame (e.g., the first frame of image
displays the first row of pixels, and the remaining rows
are in dark state; the second frame of image displays the
second row of pixels, and the remaining rows are in dark
state; ...). Detailed description will be given below. As
illustrated in FIG. 2, in the first half period of outputting
the first frame of image, the odd rows of pixel units are
driven to display; in this period, the single transverse line,
e.g., the first row of pixels, can be displayed, and the
remaining odd rows of pixels display dark sate. In the
second half period of outputting the first frame of image,
the even rows of pixel units are driven to display (driven
to display the dark state), but in this period, the single
transverse line is disposed in the first row of pixel units,
so no image can be displayed in the second half period
of outputting the first frame of image (when the dark state
is displayed, there is no image display for human vision).
In the first half period of the second frame of image, the
odd rows of pixel units are driven to display, but in this
period, the single transverse line is disposed in the sec-
ond row of pixel units, so no image is displayed in the
first half period of outputting the second frame of image.

In the second half period of outputting the second frame
of image, the even rows of pixel units are driven to display,
and in this period, the single transverse line can be dis-
played. In the first half period of outputting the third frame
of image, the odd rows of pixel units are driven to display,
and in this period, the single transverse line can be dis-
played. In the second half period of outputting the third
frame of image, the even rows of pixel units are driven
to display, but in this period, the single transverse line is
disposed in the third rod of pixel units, so no image is
displayed in the second half period of outputting the third
frame of image. In the first half period of outputting the
fourth frame of image, the odd rows of pixel units are
driven to display, but in this period, the single transverse
line is disposed in the fourth row of pixel units, so no
image is displayed in the first half period of outputting the
fourth frame of image. In the second half period of out-
putting the fourth frame of image, the even rows of pixel
units are driven to display, and in this period, the single
transverse line can be displayed. Thus, as illustrated in
FIG. 2, the display time of the single transverse line in
the first frame is separated too far away from the display
time of the single transverse line in the second frame,
but the display time of the single transverse line in the
second frame is separated too close to the display time
of the single transverse line in the third frame, so the
original smooth image can provide the sense of mesh
division, and hence the dynamic resolution of the display
device can be reduced.

SUMMARY

[0004] Embodiments of the present disclosure provide
an OLED pixel structure, a driving method, a driving cir-
cuit, and a display device, which can improve the dynamic
resolution of the display device and optimize the display
effect.
[0005] An embodiment of the present disclosure pro-
vides an organic light-emitting diode (OLED) pixel struc-
ture, comprising a plurality of pixel units arranged in a
matrix; each pixel unit includes a plurality of sub-pixels
with different colors; at least two sub-pixels in each pixel
unit share one compensating circuit; and different sub-
pixels sharing the same one compensating circuit are
respectively displayed in different periods of outputting
one frame of image.
[0006] Further, for example, the pixel unit includes a
first sub-pixel, a second sub-pixel and a third sub-pixel
with different colors.
[0007] Further, for example, the first sub-pixel, the sec-
ond sub-pixel and the third sub-pixel are disposed in a
same row; and the first sub-pixel and the second sub-
pixel share the same one compensating circuit.
[0008] Further, for example, the first sub-pixel, the sec-
ond sub-pixel and the third sub-pixel are arranged in a
delta shape or in an inverted delta shape; the first sub-
pixel and the second sub-pixel, and the third sub-pixel
are disposed in different rows; and the first sub-pixel and
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the third sub-pixel share the same one compensating
circuit:
[0009] Further, for example, the first sub-pixel, the sec-
ond sub-pixel and the third sub-pixel are respectively a
red sub-pixel, a green sub-pixel and a blue sub-pixel,
respectively.
[0010] Another embodiment of the present disclosure
provides a driving method of any one of the above-men-
tioned OLED pixel structures, and the driving method in-
cludes: driving portion of sub-pixels in the pixel units to
display in a first period of outputting one frame of image;
and driving remaining sub-pixels in the pixel units to dis-
play in a second period of outputting the one frame of
image. The first period is not overlapped with the second
period; and at least one sub-pixel driven in the first period
and at least one sub-pixel driven in the second period
share the same one compensating circuit.
[0011] Further, for example, in the case where a first
sub-pixel, a second sub-pixel and a third sub-pixel in the
pixel unit are disposed in a same row, and the first sub-
pixel and the second sub-pixel share the same one com-
pensating circuit, the first sub-pixel in the pixel unit is
driven to display in the first period of outputting one frame
of image, and the second sub-pixel and the third sub-
pixel in the pixel unit are driven to display in the second
period of outputting the one frame of image; or the first
sub-pixel and the third sub-pixel in the pixel unit are driven
to display in the first period of outputting one frame of
image, and the second sub-pixel in the pixel unit is driven
to display in the second period of outputting the one frame
of image.
[0012] Further, for example, in the case where a first
sub-pixel, a second sub-pixel and a third sub-pixel in the
pixel unit are arranged in a delta shape or in an inverted
delta shape, the first sub-pixel and the second sub-pixel,
and the third sub-pixel being disposed in different rows,
the first sub-pixel and the third sub-pixel sharing the same
one compensating circuit, the first sub-pixel and the sec-
ond sub-pixel in the pixel unit are driven to display in the
first period of outputting one frame of image, and the third
sub-pixel in the pixel unit is driven to display in the second
period of outputting the one frame of image; or the third
sub-pixel in the pixel unit is driven to display in the first
period of outputting one frame of image, and the first sub-
pixel and the second sub-pixel in the pixel unit are driven
to display in the second period of outputting the one frame
of image.
[0013] Further, for example, a sum of durations of the
first period and the second period is equal to duration of
outputting one frame of image.
[0014] Still another embodiment of the present disclo-
sure provides a driving circuit of any one of the above-
mentioned OLED pixel structures, comprising: a first driv-
ing unit configured to drive portion of sub-pixels in the
pixel units to display in the first period of outputting one
frame of image; and a second driving unit configured to
drive remaining sub-pixels in the pixel units to display in
the second period of outputting the one frame of image;

the first period is not overlapped with the second period;
and at least one sub-pixel driven in the first period and
at least one sub-pixel driven in the second period share
the same one compensating circuit.
[0015] Further still another embodiment of the present
disclosure provides a display device, comprising the
above-mentioned OLED pixel structure 5 and the above-
mentioned driving circuit.

BRIEF DESCRIPTION OF THE DRAWINGS

[0016] In order to clearly illustrate the technical solution
of the embodiments of the disclosure, the drawings of
the embodiments will be briefly described in the following;
it is obvious that the described drawings are only related
to some embodiments of the disclosure and thus are not
limitative of the disclosure.

FIG. 1 is a schematic diagram of an OLED pixel struc-
ture;
FIG. 2 is a schematic diagram illustrating the mesh
division of an image when the OLED pixel structure
displays the dynamic image;
FIG. 3 is a drive diagram when the OLED pixel struc-
ture displays an image;
FIG. 4 is a schematic diagram of an OLED pixel struc-
ture;
FIG. 5 is a drive diagram when the OLED pixel struc-
ture displays an image; and
FIG. 6 is a schematic diagram of another OLED pixel
structure.

DETAILED DESCRIPTION

[0017] In order to make objects, technical details and
advantages of the embodiments of the disclosure appar-
ent, the technical solutions of the embodiments will be
described in a clearly and fully understandable way in
connection with the drawings related to the embodiments
of the disclosure. Apparently, the described embodi-
ments are just a part but not all of the embodiments of
the disclosure. Based on the described embodiments
herein, those skilled in the art can obtain other embodi-
ment(s), without any inventive work, which should be
within the scope of the disclosure.
[0018] Unless otherwise defined, all the technical and
scientific terms used herein have the same meanings as
commonly understood by one of ordinary skill in the art
to which the present disclosure belongs. The terms "first,"
"second," etc., which arc used in the description and the
claims of the present application for disclosure, are not
intended to indicate any sequence, amount or impor-
tance, but distinguish various components. Also, the
terms such as "a," "an," etc., are not intended to limit the
amount, but indicate the existence of at least one. The
terms "comprise," "comprising," "include," "including,"
etc., are intended to specify that the elements or the ob-
jects stated before these terms encompass the elements
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or the objects and equivalents thereof listed after these
terms, but do not preclude the other elements or objects.
The phrases "connect", "connected", etc., are not intend-
ed to define a physical connection or mechanical con-
nection, but may include an electrical connection, directly
or indirectly. "On," "under," "right," "left" and the like are
only used to indicate relative position relationship, and
when the position of the object which is described is
changed, the relative position relationship may be
changed accordingly.
[0019] In order to solve the problem that an image
presents the sense of mesh division when the active ma-
trix organic light emitting diode (AMOLED) pixel structure
as illustrated in FIG. 1 displays the dynamic image, em-
bodiments of the present disclosure provide a new OLED
pixel structure, a driving method, a driving circuit and a
display device, which can improve the dynamic resolution
of the display device and optimize the display effect.

First Embodiment

[0020] The embodiment provides an OLED pixel struc-
ture, which comprises a plurality of pixel units arranged
in a matrix. Each pixel unit includes a plurality of sub-
pixels with different colors; at least two sub-pixels in each
pixel unit share one compensating circuit; and different
sub-pixels sharing the same one compensating circuit
are respectively displayed in different periods of output-
ting one frame of image.
[0021] In the embodiment, different sub-pixels in a
same pixel unit share a same compensating circuit, and
different sub-pixels sharing the same one compensating
circuit are respectively displayed in different periods of
outputting one frame of image. Thus, on one hand, the
embodiment can solve the problem of difficult layout of
an OLED display panel of high resolution; and on the
other hand, the embodiment can avoid the problem that
the display time moments of two adjacent rows of pixel
units are too far away from or too close to each other in
the process of displaying a dynamic image, and hence
can improve the dynamic resolution of the display device
and optimize the display effect.
[0022] In one preferred embodiment, each pixel unit
includes three sub-pixels (e.g., red, green and blue
(RGB) sub-pixels), namely each pixel unit includes a first
sub-pixel, a second sub-pixel and a third sub-pixel with
different colors. Of course, each pixel unit is not limited
to include three sub-pixels and may also include four or
more sub-pixels (e.g., red, green, blue and white (RGBW)
sub-pixels), as long as different sub-pixels sharing the
same compensating circuit can be respectively displayed
in different periods of outputting one frame of image.
[0023] In one preferred embodiment, the first sub-pix-
el, the second sub-pixel and the third sub-pixel may be
disposed in a same row, in which the first sub-pixel and
the second sub-pixel share the same compensating cir-
cuit.
[0024] In another preferred embodiment, the first sub-

pixel, the second sub-pixel and the third sub-pixel may
be arranged in the delta shape (Δ) or in the inverted delta
(∇) shape; the first sub-pixel and the second sub-pixel
are disposed in different rows from the third sub-pixel
are; and the first sub-pixel and the third sub-pixel share
the same compensating circuit. In the embodiment of the
present disclosure, the arrangement mode of the sub-
pixels is not limited to the specific form as illustrated in
the figure and may adopt any appropriate arrangement
mode.
[0025] For instance, in the embodiment, the first sub-
pixel is one of a red sub-pixel, a green sub-pixel and a
blue sub-pixel; correspondingly, the second sub-pixel is
another one of the red sub-pixel, the green sub-pixel and
the blue sub-pixel; and accordingly, the third sub-pixel is
the third one of the red sub-pixel, the green sub-pixel and
the blue sub-pixel.

Second Embodiment

[0026] The embodiment provides a driving method of
the foregoing OLED pixel structure. The driving method
comprises the following operations: driving portion of
sub-pixels in the pixel units to display in the first period
of outputting one frame of image; and driving the remain-
ing sub-pixels in the pixel units to display in the second
period of outputting the one frame of image, wherein the
first period is not overlapped with the second period, and
at least one sub-pixel driven in the first period and at least
one sub-pixel driven in the second period share one com-
pensating circuit.
[0027] In the embodiment, different sub-pixels in a
same pixel unit share a same compensating circuit, and
different sub-pixels sharing the same one compensating
circuit are respectively displayed in different periods of
outputting one frame of image. Thus, on one hand, the
embodiment can solve the problem of difficult layout of
an OLED display panel of high resolution; and on the
other hand, the embodiment can avoid the problem that
the display time moments of two adjacent rows of pixel
units are too far away from or too close to each other in
the process of displaying a dynamic image, and hence
can improve the dynamic resolution of the display device
and optimize the display effect.
[0028] Moreover, for instance, in one example, when
the first sub-pixel, the second sub-pixel and the third sub-
pixel in the pixel unit are disposed in the same row, and
the first sub-pixel and the second sub-pixel share the
same compensating circuit, the driving method specifi-
cally comprises the following steps: driving the first sub-
pixels in the pixel units to display in the first period of
outputting one frame of image, and driving the second
sub-pixels and the third sub-pixels in the pixel units to
display in the second period of outputting the one frame
of image; or driving the first sub-pixels and the third sub-
pixels in the pixel units to display in the first period of
outputting one frame of image, and driving the second
sub-pixels in the pixel units to display in the second period
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of outputting the one frame of image.
[0029] Moreover, for instance, in one example, when
the first sub-pixel, the second sub-pixel and the third sub-
pixel in the pixel unit are arranged in the delta shape or
in the inverted delta shape, the first sub-pixel and the
second sub-pixel, and the third sub-pixel being disposed
in different rows, the first sub-pixel and the third sub-pixel
sharing the same compensating circuit, the driving meth-
od specifically comprises the following steps: driving the
first sub-pixels and the second sub-pixels in the pixel
units to display in the first period of outputting one frame
of image, and driving the third sub-pixels in the pixel units
to display in the second period of outputting the one frame
of image; or driving the third sub-pixels in the pixel units
to display in the first period of outputting one frame of
image, and driving the first sub-pixels and the second
sub-pixels in the pixel units to display in the second period
of outputting the one frame of image.
[0030] Furthermore, for instance, the sum of the dura-
tions of the first period and the second period is equal to
the duration of outputting one frame of image, so that
smooth images can be guaranteed and the sense of
mesh division can be avoided.

Third Embodiment

[0031] The embodiment provides a driving circuit of
the foregoing OLED pixel structure. The driving circuit
comprises: a first driving unit configured to drive portion
of sub-pixels in the pixel units to display in the first period
of outputting one frame of image; and a second driving
unit configured to drive the remaining sub-pixels in the
pixel units to display in the second period of outputting
the one frame of image, wherein the first period is not
overlapped with the second period; and at least one sub-
pixel driven in the first period and at least one sub-pixel
driven in the second period share one compensating cir-
cuit. The first driving unit and the second driving unit, for
instance, may be realized by an integrated circuit (IC), a
semiconductor chip or the like, and for instance, may also
be realized by being integrated into the same chip.
[0032] In the embodiment, different sub-pixels in a
same pixel unit share the same compensating circuit,
and different sub-pixels sharing the same one compen-
sating circuit are respectively displayed in different peri-
ods of outputting one frame of image. Thus, on one hand,
the embodiment can solve the problem of difficult layout
of an OLED display panel of high resolution; and on the
other hand, the embodiment can avoid the problem that
the display time moments of two adjacent rows of pixel
units are too far away from or too close to each other in
the process of displaying a dynamic image, and hence
can improve the dynamic resolution of the display device
and optimize the display effect.

Fourth Embodiment

[0033] The embodiment provides a display device,

which comprises the foregoing OLED pixel structure and
the foregoing driving circuit. The display device may be:
any product or component with display function such as
a TV, a display, a digital picture frame, a mobile phone
and a tablet PC.

Fifth Embodiment

[0034] As illustrated in FIG. 6, the OLED pixel structure
provided by the embodiment comprises a plurality of pixel
units arranged in a matrix. Each pixel unit includes a blue
sub-pixel 11, a red sub-pixel 12 and a green sub-pixel
13 disposed in the same row, in which any two sub-pixels
share one compensating circuit. For instance, the blue
sub-pixel 11 and the red sub-pixel 12 share one com-
pensating circuit; or the green sub-pixel 13 and the red
sub-pixel 12 share one compensating circuit; or the green
sub-pixel 13 and the blue sub-pixel 11 share one com-
pensating circuit. Thus, the problem of difficult layout of
the OLED display device in the case of high resolution
can be solved.
[0035] Taking the case that the red sub-pixel 12 and
the blue sub-pixel 11 share one compensating circuit as
an example, as illustrated in FIG. 3, when the OLED pixel
structure as illustrated in FIG. 6 is driven, the red sub-
pixels 12 in the pixel units are driven to display in the first
period of outputting one frame of image; the green sub-
pixels 13 and the blue sub-pixels 11 in the pixel units are
driven to display in the second period of outputting the
one frame of image; and the first period is not overlapped
with the second period. In order to ensure to smoothly
display images, the sum of the durations of the first period
and the second period is preferably the duration of out-
putting one frame of image. Thus, in the process of dis-
playing a dynamic image, the display time and the display
images of two adjacent rows of pixel units can be better
connected, so that the sense of mesh division can be
avoided.
[0036] Moreover, in the case where the red sub-pixel
12 and the green sub-pixel 13 share one compensating
circuit, as illustrated in FIG. 3, when the OLED pixel struc-
ture as illustrated in FIG. 6 is driven, the red sub-pixels
12 in the pixel units are driven to display in the first period
of outputting one frame of image; the green sub-pixels
13 and the blue sub-pixels 11 in the pixel units are driven
to display in the second period of outputting the one frame
of image; and the first period is not overlapped with the
second period. In order to ensure smooth images, the
sum of the durations of the first period and the second
period is equal to the duration of outputting one frame of
image. Thus, in the process of displaying a dynamic im-
age, the display time and the display images of two ad-
jacent rows of pixel units can be better connected, so
that the sense of mesh division can be avoided.
[0037] Moreover, in the case where the red sub-pixel
12 and the green sub-pixel 13 share one compensating
circuit, when the OLED pixel structure as illustrated in
FIG. 6 is driven, the green sub-pixels 13 in the pixel units
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are driven to display in the first period of outputting one
frame of image; the red sub-pixels 12 and the blue sub-
pixels 11 in the pixel units are driven to display in the
second period of outputting the one frame of image:, and
the first period is not overlapped with the second period.
In order to ensure smooth images, the sum of the dura-
tions of the first period and the second period is equal to
the duration of outputting one frame of image. Thus, in
the process of displaying a dynamic image, the display
time and the display images of two adjacent rows of pixel
units can be better connected, so that the sense of mesh
division can be avoided.
[0038] Moreover, in the case where the blue sub-pixel
11 and the green sub-pixel 13 share one compensating
circuit, when the OLED pixel structure as illustrated in
FIG. 6 is driven, the blue sub-pixels 11 in the pixel units
are driven to display in the first period of outputting one
frame of image; the green sub-pixels 13 and the red sub-
pixels 12 in the pixel units are driven to display in the
second period of outputting the one frame of image; and
the first period is not overlapped with the second period.
In order to ensure smooth images, the sum of the dura-
tions of the first period and the second period is equal to
the duration of outputting one frame of image. Thus, in
the process of displaying a dynamic image, the display
time and the display images of two adjacent rows of pixel
units can be better connected, so that the sense of mesh
division can be avoided.
[0039] Moreover, in the case where the blue sub-pixel
11 and the green sub-pixel 13 share one compensating
circuit, when the OLED pixel structure as illustrated in
FIG. 6 is driven, the green sub-pixels 13 in the pixel units
are driven to display in the first period of outputting one
frame of image; the blue sub-pixels 11 and the red sub-
pixels 12 in the pixel units are driven to display in the
second period of outputting the one frame of image; and
the first period is not overlapped with the second period.
In order to ensure smooth images, the sum of the dura-
tions of the first period and the second period is equal to
the duration of outputting one frame of image. Thus, in
the process of displaying a dynamic image, the display
time and the display images of two adjacent rows of pixel
units can be better connected, so that the sense of mesh
division can be avoided.
[0040] Moreover, in the case the blue sub-pixel 11 and
the red sub-pixel 12 share one compensating circuit,
when the OLED pixel structure as illustrated in FIG. 6 is
driven, the blue sub-pixels 11 in the pixel units are driven
to display in the first period of outputting one frame of
image; the green sub-pixels 13 and the red sub-pixels
12 in the pixel units are driven to display in the second
period of outputting the one frame of image; and the first
period is not overlapped with the second period. In order
to ensure smooth images, the sum of the durations of
the first period and the second period is equal to the du-
ration of outputting one frame of image. Thus, in the proc-
ess of displaying a dynamic image, the display time and
the display images of two adjacent rows of pixel units

can be better connected, so that the sense of mesh di-
vision can be avoided.

Sixth Embodiment

[0041] As illustrated in FIG. 4, the OLED pixel structure
provided by the embodiment comprises a plurality of pixel
units arranged in a matrix. Each pixel unit includes a blue
sub-pixel 1, a red sub-pixel 2 and a green sub-pixel 3
arranged in the delta shape or in the inverted delta shape.
In the display process, two adjacent pixel units share the
red sub-pixel 2 or the blue sub-pixel 1, and the positions
of the red sub-pixel 2 and the blue sub-pixel 1 may be
exchanged. There are two means for two sub-pixels to
share one compensating circuit: for instance, the green
sub-pixel 3 and the red sub-pixel 2 share one compen-
sating circuit, or the green sub-pixel 3 and the blue sub-
pixel 1 share one compensating circuit. Thus, the prob-
lem of difficult layout of the OLED display device of high
resolution can be solved.
[0042] In the case where the red sub-pixel 2 and the
green sub-pixel 3 share one compensating circuit, as il-
lustrated in FIG. 5, when the OLED pixel structure as
illustrated in FIG. 4 is driven, the green sub-pixels 3 and
the blue sub-pixels 1 in the pixel units are driven to display
in the first period of outputting one frame of image; the
red sub-pixels 2 in the pixel units are driven to display in
the second period of outputting the one frame of image;
and the first period is not overlapped with the second
period. In order to ensure smooth images, the sum of the
durations of the first period and the second period is equal
to the duration of outputting one frame of image. Thus,
in the process of displaying a dynamic image, the display
time and the display images of two adjacent rows of pixel
units can be better connected, so that the sense of mesh
division can be avoided.
[0043] Moreover, in the case where the red sub-pixel
2 and the green sub-pixel 3 share one compensating
circuit, when the OLED pixel structure as illustrated in
FIG. 4 is driven, the red sub-pixels 2 and the blue sub-
pixels 1 in the pixel units are driven to display in the first
period of outputting one frame of image; the green sub-
pixels 3 in the pixel units are driven to display in the sec-
ond period of outputting the one frame of image; and the
first period is not overlapped with the second period. In
order to ensure smooth images, the sum of the durations
of the first period and the second period is equal to the
duration of outputting one frame of image. Thus, in the
process of displaying a dynamic image, the display time
and the display images of two adjacent rows of pixel units
can be better connected, so that the sense of mesh di-
vision can be avoided.
[0044] Moreover, in the case where the blue sub-pixel
1 and the green sub-pixel 3 share one compensating
circuit, when the OLED pixel structure as illustrated in
FIG. 4 is driven, the green sub-pixels 3 and the red sub-
pixels 2 in the pixel units are driven to display in the first
period of outputting one frame of image; the blue sub-
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pixels 1 in the pixel units are driven to display in the sec-
ond period of outputting the one frame of image; and the
first period is not overlapped with the second period. In
order to ensure smooth images, the sum of the durations
of the first period and the second period is equal to the
duration of outputting one frame of image. Thus, in the
process of displaying a dynamic image, the display time
and the display images of two adjacent rows of pixel units
can be better connected, so that the sense of mesh di-
vision can be avoided.
[0045] Moreover, in the case where the blue sub-pixel
1 and the green sub-pixel 3 share one compensating
circuit, when the OLED pixel structure as illustrated in
FIG. 4 is driven, the blue sub-pixels 1 and the red sub-
pixels 2 in the pixel units are driven to display in the first
period of outputting one frame of image; the green sub-
pixels 3 in the pixel units are driven to display in the sec-
ond period of outputting the one frame of image; and the
first period is not overlapped with the second period. In
order to ensure smooth images, the sum of the durations
of the first period and the second period is equal to the
duration of outputting one frame of image. Thus, in the
process of displaying a dynamic image, the display time
and the display images of two adjacent rows of pixel units
can be better connected, so that the sense of mesh di-
vision can be avoided.
[0046] In the embodiment of the present disclosure,
the compensating circuit applied in the pixel unit may
adopt any proper compensating circuit for OLED, as long
as the compensating circuit can compensate the image
nonuniformity caused by the parameter variation of driv-
ing thin-film transistors (TFTs) in the OLED driving circuit
and the IR drop on a power wire; the compensating circuit
may adopt any of current compensation type, voltage
compensation type or mixed compensation type; and the
sub-pixels in the pixel units may have independent OLED
driving circuits. Different sub-pixels sharing one compen-
sating circuit are respectively displayed in different period
of outputting one frame of image. Specifically, the sub-
pixels may be respectively controlled by switching TFTs.
For instance, as for a 2T1C compensating circuit, a
switching TFT may be additionally arranged between an
output end of the compensating circuit and an input end
of a luminescent device, so as to control the display of
different sub-pixels sharing one compensating circuit in
different periods of one frame.
[0047] What are described above is related to the il-
lustrative embodiments of the disclosure only and not
limitative to the scope of the disclosure; the scopes of
the disclosure are defined by the accompanying claims.
[0048] The application claims priority to the Chinese
patent application No. 201510673840.9, filed October
16, 2015, the entire disclosure of which is incorporated
herein by reference as part of the present application.

Claims

1. An organic light-emitting diode (OLED) pixel struc-
ture, comprising a plurality of pixel units arranged in
a matrix,
wherein each pixel unit includes a plurality of sub-
pixels with different colors; at least two sub-pixels in
each pixel unit share one compensating circuit; and
different sub-pixels sharing the same one compen-
sating circuit are respectively displayed in different
periods of outputting one frame of image.

2. The OLED pixel structure according to claim 1,
wherein the pixel unit includes a first sub-pixel, a
second sub-pixel and a third sub-pixel with different
colors.

3. The OLED pixel structure according to claim 2,
wherein the first sub-pixel, the second sub-pixel and
the third sub-pixel are disposed in a same row; and
the first sub-pixel and the second sub-pixel share
the same one compensating circuit.

4. The OLED pixel structure according to claim 2,
wherein the first sub-pixel, the second sub-pixel and
the third sub-pixel are arranged in a delta shape or
in an inverted delta shape;
the first sub-pixel and the second sub-pixel, and the
third sub-pixel are disposed in different rows; and
the first sub-pixel and the third sub-pixel share the
same one compensating circuit.

5. The OLED pixel structure according to any one of
claims 2 to 4, wherein the first sub-pixel, the second
sub-pixel and the third sub-pixel are respectively a
red sub-pixel, a green sub-pixel and a blue sub-pixel,
respectively.

6. A driving method of the OLED pixel structure accord-
ing to any one of claims 1 to 5, comprising:

driving portion of sub-pixels in the pixel units to
display in a first period of outputting one frame
of image; and
driving remaining sub-pixels in the pixel units to
display in a second period of outputting the one
frame of image,
wherein the first period is not overlapped with
the second period; and at least one sub-pixel
driven in the first period and at least one sub-
pixel driven in the second period share the same
one compensating circuit.

7. The driving method of the OLED pixel structure ac-
cording to claim 6, wherein in the case where a first
sub-pixel, a second sub-pixel and a third sub-pixel
in the pixel unit are disposed in a same row, and the
first sub-pixel and the second sub-pixel share the
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same one compensating circuit,
the first sub-pixel in the pixel unit is driven to display
in the first period of outputting one frame of image,
and the second sub-pixel and the third sub-pixel in
the pixel unit are driven to display in the second pe-
riod of outputting the one frame of image; or
the first sub-pixel and the third sub-pixel in the pixel
unit are driven to display in the first period of output-
ting one frame of image, and the second sub-pixel
in the pixel unit is driven to display in the second
period of outputting the one frame of image.

8. The driving method of the OLED pixel structure ac-
cording to claim 6, wherein in the case where a first
sub-pixel, a second sub-pixel and a third sub-pixel
in the pixel unit are arranged in a delta shape or in
an inverted delta shape, the first sub-pixel and the
second sub-pixel, and the third sub-pixel being dis-
posed in different rows, the first sub-pixel and the
third sub-pixel sharing the same one compensating
circuit,
the first sub-pixel and the second sub-pixel in the
pixel unit are driven to display in the first period of
outputting one frame of image, and the third sub-
pixel in the pixel unit is driven to display in the second
period of outputting the one frame of image; or
the third sub-pixel in the pixel unit is driven to display
in the first period of outputting one frame of image,
and the first sub-pixel and the second sub-pixel in
the pixel unit are driven to display in the second pe-
riod of outputting the one frame of image.

9. The driving method of the OLED pixel structure ac-
cording to claim 6, wherein a sum of durations of the
first period and the second period is equal to duration
of outputting one frame of image.

10. A driving circuit of the OLED pixel structure accord-
ing to any one of claims 1 to 5, comprising:

a first driving unit configured to drive portion of
sub-pixels in the pixel units to display in the first
period of outputting one frame of image; and
a second driving unit configured to drive remain-
ing sub-pixels in the pixel units to display in the
second period of outputting the one frame of im-
age,
wherein the first period is not overlapped with
the second period; and at least one sub-pixel
driven in the first period and at least one sub-
pixel driven in the second period share the same
one compensating circuit.

11. A display device, comprising the OLED pixel struc-
ture according to any one of claims 1 to 5 and the
driving circuit according to claim 10.
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