
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
EP

3 
35

5 
17

2
B

1
*EP003355172B1*

(11) EP 3 355 172 B1
(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
02.12.2020 Bulletin 2020/49

(21) Application number: 16848894.8

(22) Date of filing: 21.09.2016

(51) Int Cl.:
G06F 3/048 (2013.01) H04M 1/725 (2006.01)

G06F 3/0488 (2013.01) G06F 3/0484 (2013.01)

G06F 3/0486 (2013.01) H04L 12/28 (2006.01)

G05B 19/409 (2006.01)

(86) International application number: 
PCT/KR2016/010495

(87) International publication number: 
WO 2017/052168 (30.03.2017 Gazette 2017/13)

(54) ELECTRONIC DEVICE AND UI PROVIDING METHOD THEREFOR

ELEKTRONISCHE VORRICHTUNG UND 
BENUTZEROBERFLÄCHENBEREITSTELLUNGSVERFAHREN DAFÜR

DISPOSITIF ÉLECTRONIQUE ET PROCÉDÉ DE FOURNITURE D’UI S’Y RAPPORTANT

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR

(30) Priority: 25.09.2015 KR 20150136989

(43) Date of publication of application: 
01.08.2018 Bulletin 2018/31

(73) Proprietor: Samsung Electronics Co., Ltd.
Suwon-si, Gyeonggi-do 16677 (KR)

(72) Inventors:  
• CHOI, Yu-ri

Seoul 05794 (KR)
• PARK, Hee-sung

Seoul 08707 (KR)
• KO, Se-rin

Suwon-si
Gyeonggi-do 16679 (KR)

• KIM, Dong-seok
Suwon-si
Gyeonggi-do 16701 (KR)

• LEE, Jeong-pyo
Suwon-si
Gyeonggi-do 16679 (KR)

• CHO, Seung-hyun
Yongin-si
Gyeonggi-do 16896 (KR)

(74) Representative: HGF
1 City Walk
Leeds LS11 9DX (GB)

(56) References cited:  
WO-A1-2015/076609 KR-A- 20120 072 518
KR-A- 20130 060 109 KR-A- 20140 077 127
KR-A- 20140 147 059 KR-A- 20150 059 081



EP 3 355 172 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

[Technical Field]

[0001] The present disclosure relates to an electronic
device and a user interface (UI) providing method there-
for, and more particularly, to an electronic device which
provides use patterns of other devices and a UI providing
method therefor.

[Background Art]

[0002] Thanks to the development of electronic tech-
nology, various types of devices are developing and are
being distributed, and devices provided with various com-
munication functions are increasingly used in normal
households. Furthermore, related-art devices without
communication functions are provided with communica-
tion functions, thereby establishing an IoT environment.
[0003] The IoT is the abbreviation of Internet of Things
and refers to an environment where things in life are con-
nected with one another via a wired or wireless network,
and share information with one another. In various fields
such as smart home, etc., information may be shared by
connecting things. In addition, users are able to control
various devices remotely using communication func-
tions.
[0004] However, as various devices provided with
communication functions are distributed, the number of
devices connected to a network increases, and thus there
is an inconvenience in controlling the plurality of devices
individually.
[0005] Therefore, there is a demand for a method for
monitoring and controlling IoT devices more intuitively.
[0006] WO 2015/076609 A1 describes a method and
apparatus for controlling a plurality of home devices on
a group basis. The method involves collecting operation
state information about the plurality of home devices,
generating control history information based on the col-
lected operation state information, grouping some of the
plurality of home devices together based on the control
history information, and controlling operations of the
group of home devices.

[Detailed Description of the Present disclosure]

[Technical Objects]

[0007] The present disclosure has been developed in
order to meet the above-mentioned demand, and an ob-
ject of the present disclosure is to provide an electronic
device which controls a plurality of devices by providing
a UI related to use patterns of the plurality of devices
connected to the same network, and a UI providing meth-
od therefor.

[Technical Solving Method]

[0008] The present invention is defined by the append-
ed claims. References to embodiments in the description
falling outside the scope of the appended claims are to
be understood as examples useful for understanding the
present invention.
[0009] In accordance with an aspect of the present in-
vention, there is provided an electronic device compris-
ing: a display; and a processor configured to: display,
through the display, a UI based on use patterns of a plu-
rality of devices connected to a same network, wherein
the UI comprises a device axis and a time axis, and pro-
vides information related to use of at least one device in
a region where the device axis and the time axis intersect
each other, based on a touch interaction being input on
a region of the UI where a use pattern is not set, display,
through the display, a menu for setting a new use pattern
for the device and the time corresponding to the touched
region, said menu including one or more selectable func-
tions related to the device and time corresponding to the
touched region, and based on a function being selected
from said one or more selectable functions, display, in
the touched region, through the display, a graphical ele-
ment corresponding to said new use pattern, indicating
that a use pattern corresponding to the selected function
is set.
[0010] In accordance with another aspect of the
present invention, there is provided a method for provid-
ing a UI of an electronic device, the method comprising:
generating a UI based on use patterns of a plurality of
devices connected to a same network, wherein the UI
comprises a device axis and a time axis, and provides
information related to use of at least one device in a region
where the device axis and the time axis intersect each
other; displaying the generated UI; based on a touch in-
teraction being input on a region of the UI where a use
pattern is not set, displaying a menu for setting a new
use pattern for the device and the time corresponding to
the touched region, said menu including one or more
selectable functions related to the device and time cor-
responding to the touched region; and based on a func-
tion being selected from said one or more selectable func-
tions, displaying, in the touched region, a graphical ele-
ment corresponding to said new use pattern, indicating
that a use pattern corresponding to the selected function
is set.

[Advantageous Effect]

[0011] According to various embodiments of the
present disclosure as described above, a UI regarding
use patterns of a plurality of devices connected to the
same network may be provided, and the plurality of de-
vices may be controlled through the UI, such that user’s
convenience can be enhanced.
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[Brief Description of the Drawings]

[0012]

FIG. 1 is a view showing an IoT system according
to an exemplary embodiment of the present disclo-
sure;
FIGs. 2A and 2B are block diagrams to illustrate an
example of a configuration of an electronic device;
FIGs. 3A and 3B are views showing an example of
a method for providing a UI in an electronic device;
FIG. 4 is a view to illustrate a method for controlling
a plurality of devices according to an exemplary em-
bodiment of the present disclosure;
FIG. 5 is a view to illustrate an operation according
to grouping according to an exemplary embodiment
of the present disclosure;
FIG. 6 is a view to illustrate an operation according
to grouping according to another exemplary embod-
iment of the present disclosure;
FIG. 7 is a view to illustrate a method for using en-
vironment information according to an exemplary
embodiment of the present disclosure;
FIG. 8 is a view to illustrate a conditional operation
according to an exemplary embodiment of the
present disclosure;
FIG. 9 is a view to illustrate a method for controlling
an operation of a specific device at a specific time
according to an exemplary embodiment of the
present disclosure;
FIG. 10 is a view to illustrate a method for providing
detailed information, etc. according to an exemplary
embodiment of the present disclosure;
FIG. 11 is a view to illustrate a method for using a
plurality of groups according to an exemplary em-
bodiment of the present disclosure;
FIG. 12 is a view to illustrate a method for controlling
a device using sleep pattern information and envi-
ronment information according to an exemplary em-
bodiment of the present disclosure;
FIG. 13 is a view to illustrate an operation related to
a pinch-in or pinch-out interaction in a device axis
direction according to an exemplary embodiment of
the present disclosure;
FIG. 14 is a view to illustrate an operation related to
a pinch-in or pinch-out interaction in a time axis di-
rection according to an exemplary embodiment of
the present disclosure; and
FIG. 15 is a flowchart to illustrate a UI providing meth-
od of an electronic device according to an exemplary
embodiment of the present disclosure.

[Best Mode for Embodying the Invention]

[Mode for Embodying the Invention]

[0013] Exemplary embodiments of the present disclo-
sure will be described herein below with reference to the

accompanying drawings. However, various exemplary
embodiments of the present disclosure are not limited to
the specific embodiments and should be construed as
including modifications, and/or alternatives of exemplary
embodiments of the present disclosure. In the explana-
tion of the drawings, same or similar reference numerals
are used for similar elements.
[0014] The term such as "first" and "second" used in
the present disclosure may be used to distinguish various
elements regardless of an order and/or importance of the
elements. Accordingly, the order or importance of the
corresponding elements are not limited by these expres-
sions. For example, a first element may be named a sec-
ond element without departing from the scope of right of
the present disclosure, and similarly, a second element
may be named a first element.
[0015] It will be understood that when an element (for
example, a first element) is "(operatively or communica-
tively) coupled with/to" or "connected with" another ele-
ment (for example, a second element), the element may
be directly coupled with/to another element, and there
may be an intervening element (for example, a third el-
ement) between the element and another element. To
the contrary, it will be understood that when an element
(for example, a first element) is "directly coupled with/to"
or "directly connected to" another element (for example,
a second element), there is no intervening element (for
example, a third element) between the element and an-
other element.
[0016] The terms used in the present disclosure are
just for the purpose of describing particular exemplary
embodiments and are not intended to limit the present
disclosure. As used herein, the singular forms are intend-
ed to include the plural forms as well, unless the context
clearly indicates otherwise. All of the terms used herein
including technical or scientific terms have the same
meanings as those generally understood by an ordinary
skilled person in the related art unless they are defined
otherwise. The terms defined in a generally used diction-
ary should be interpreted as having the same meanings
as the contextual meanings of the relevant technology
and should not be interpreted as having ideal or exag-
gerated meanings unless they are clearly defined in the
various exemplary embodiments. According to circum-
stances, even the terms defined in the exemplary em-
bodiments should not be interpreted as excluding the em-
bodiments of the present disclosure.
[0017] Hereinafter, various embodiments of the
present disclosure will be described in detail with refer-
ence to the accompanying drawings.
[0018] FIG. 1 is a view showing an IoT system 10 ac-
cording to an exemplary embodiment of the present dis-
closure. Referring to FIG. 1, the IoT system 10 includes
an electronic device 100, a plurality of devices 200-1,
200-2, 200-3, 200-4, and a network device 300.
[0019] The IoT system 10 may be implemented by us-
ing a home network system, which connects all electric
and electronic devices in a household to one another in
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a wired or wireless manner, thereby enabling bidirection-
al communication thereamong, but any system that con-
nects the plurality of devices 200-1, 200-2, 200-3, 200-4
to one another via a network and controls the same is
applicable without being limited thereto. For example,
the IoT system 10 may include a system that connects
devices in an office to one another via a network and
controls the same.
[0020] As shown in the drawing, the electronic device
100 may be implemented by using a mobile phone such
as a smart phone, but is not limited thereto. The electronic
device 100 may be implemented by using various types
of devices which are portable and are provided with a
display function, such as a tablet personal computer
(PC), a portable multimedia player (PMP), a personal
digital assistant (PDA), a navigation device, or the like.
In addition, the electronic device 100 may have a touch
screen embedded therein and may be implemented to
execute an application by using a finger or a pen (for
example, a stylus pen).
[0021] The electronic device 100 may access the net-
work device 300 and receive use patterns of the plurality
of devices 200-1, 200-2, 200-3, 200-4. For example, the
electronic device 100 may receive, from the network de-
vice 300, information indicating that the smart TV is
turned on from 6 p.m. to 10 p.m on weekdays.
[0022] The electronic device 100 may display the use
patterns of the plurality of devices 200-1, 200-2, 200-3,
200-4, received from the network device 300. For exam-
ple, the electronic device 100 may display information
regarding the plurality of devices 200-1, 200-2, 200-3,
200-4 which have been used for a week by using a table
or a graph.
[0023] The electronic device 100 may transmit a con-
trol command to control the plurality of devices 200-1,
200-2, 200-3, 200-4 to the network device 300. For ex-
ample, in response to a user command to turn on the
smart TV being inputted, the electronic device 100 may
transmit a corresponding control command to the net-
work device 300 and control the smart TV to be turned on.
[0024] The plurality of devices 200-1, 200-2, 200-3,
200-4 may be electronic devices that are connected to a
network. For example, the plurality of devices 200-1,
200-2, 200-3, 200-4 may be a smart TV, a refrigerator,
a cleaner, a washing machine, a lamp, a thermostat, a
computer, an oven, a digital picture frame, or the like.
However, this should not be considered as limiting, and
the plurality of devices 200-1, 200-2, 200-3, 200-4 are
not limited to special devices as long as they are provided
with a communication function.
[0025] In response to an operation state being
changed, the plurality of devices 200-1, 200-2, 200-3,
200-4 may transmit corresponding information to the net-
work device 300. For example, in response to the smart
TV being turned on, the smart TV may transmit a time at
which the smart TV is turned on, information on a viewed
channel, etc. to the network device 300.
[0026] The plurality of devices 200-1, 200-2, 200-3,

200-4 may receive a control command from the network
device 300 and may perform a corresponding operation.
For example, in response to a control command to turn
on the smart TV being received, the smart TV may be
turned on and transmit a time at which the smart TV is
turned on, information on a viewed channel, etc. to the
network device 300.
[0027] The network device 300 may be implemented
by using a gateway device, a network server, an external
cloud server, or the like, and may control overall opera-
tions of the plurality of devices 200-1, 200-2, 200-3, 200-4
in the IoT system 10. That is, the network device 300
may control the operations of the plurality of devices
200-1, 200-2, 200-3, 200-4 which are communicable
therewith. For example, the network device 300 may be
implemented by using a home server, a network server,
or the like.
[0028] The network device 300 may receive informa-
tion on the use patterns of the plurality of devices 200-1,
200-2, 200-3, 200-4, and may transmit the information
to the electronic device 100. For example, the network
device 300 may transmit, to the electronic device 100, a
time at which the smart TV is turned on, information on
a viewed channel, information on a time at which the
refrigerator is opened, information on a time at which the
cleaner is used, etc.
[0029] The network device 300 may transmit a control
command to control the plurality of devices 200-1, 200-2,
200-3, 200-4, based on a control command received from
the electronic device 100. Alternatively, the network de-
vice 300 may convert the received control command and
may transmit the control command to the plurality of de-
vices 200-1, 200-2, 200-3, 200-4. For example, when the
IoT system 10 is established as shown in FIG. 1, the
network device 300 may store control commands to con-
trol various functions that are provided by the smart TV,
the refrigerator, the cleaner, and the washing machine,
and may convert the control command received from the
electronic device 100 into a control command corre-
sponding to each of the devices, and may transmit the
control command.
[0030] In the above-described example, the electronic
device 100 and the plurality of devices 200-1, 200-2,
200-3, 200-4 communicate with one another by using the
network device 300. However, this should not be consid-
ered as limiting. For example, after the electronic device
100 and the plurality of devices 200-1, 200-2, 200-3,
200-4 are initially connected to one another by using the
network device 300, the electronic device 100 and the
plurality of devices 200-1, 200-2, 200-3, 200-4 may di-
rectly communicate with one another without the network
device 300. Alternatively, the electronic device 100 and
the plurality of devices 200-1, 200-2, 200-3, 200-4 may
be configured to directly communicate with one another
from the outset. Alternatively, the electronic device 100
may be configured to communicate with the plurality of
devices 200-1, 200-2, 200-3, 200-4 by using an external
server that communicates with the network device 300.
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In this case, the electronic device 100 may receive the
use patterns of the plurality of devices 200-1, 200-2,
200-3, 200-4 by communicating with the external server
through the Internet or the like, and may transmit a control
command.
[0031] FIG. 2A is a block diagram showing a configu-
ration of the electronic device 100 according to an exem-
plary embodiment of the present disclosure.
[0032] Referring to FIG. 2A, the electronic device 100
includes a display 110 and a processor 120.
[0033] The display 110 may display information on the
use patterns of the plurality of devices under the control
of the processor 120. In addition, the display 110 may
display a graphic user interface (GUI) indicating that the
plurality of devices are grouped. In addition, the display
110 may display a UI to receive a user interaction.
[0034] In addition, the display 110 may be implement-
ed by using a liquid crystal display (LCD) panel, an or-
ganic light emitting diode (OLED), etc., but is not limited
thereto. In addition, the display 110 may be implemented
by using a flexible display, a transparent display, etc.
according to a circumstance.
[0035] The processor 120 controls the overall opera-
tion of the electronic device 100.
[0036] In particular, the processor 120 may display,
through the display 110, a UI which includes a device
axis and a time axis and provides information related to
the user of at least one device in a region where the
device axis and the time axis intersect each other, based
on the use patterns of the plurality of devices connected
to the same network.
[0037] The processor 120 may set the device axis by
categorizing the plurality of devices. For example, the
processor 120 may categorize an air conditioner, a fan,
or the like as a cooling and heating device, and may cat-
egorize a refrigerator, a microwave oven, or the like as
a kitchen device. The processor 120 may arrange the
devices included in the same category continuously. In
addition, the processor 120 may group the devices ar-
ranged continuously. Such category information may be
stored in the electronic device 100 or the electronic de-
vice 100 may generate category information according
to a use pattern.
[0038] The processor 120 may set the time axis to a
predetermined time, and may display the UI. For exam-
ple, the processor 120 may display a UI indicating the
use patterns of the plurality of devices for different days
of the week, or may display a UI indicating the use pat-
terns of the plurality of devices for each time for a day.
The predetermined time may be selected by the user.
[0039] The information related to the use of at least
one device may include at least one of information indi-
cating whether the operation state of the at least one
device is changed and detailed information on the oper-
ation state of the at least one device. For example, when
the turned-off smart TV is turned on, it is determined that
the operation state of the device is changed. In addition,
a viewed channel, a volume level, brightness, or etc. of

the smart TV may refer to the detailed information on the
operation state of the device.
[0040] The information indicating whether the opera-
tion state of the device is changed and the detailed in-
formation on the operation state of the device may vary
according to the type of the device. For example, it may
be determined that the operation state of the smart TV
is changed when the turned off smart TV is turned on or
a channel is changed, or it may be determined that the
operation state of the refrigerator is changed when tem-
perature of a fridge is changed. In addition, the detailed
information of the smart TV may be a viewed channel, a
volume level, brightness, etc., and the detailed informa-
tion of the refrigerator may be temperature of the fridge
or temperature of a freezer.
[0041] The processor 120 may group a plurality of de-
vices belonging to a first time section of the time axis on
the UI, based on the operation states of the plurality of
devices, and may provide the grouped devices, and, in
response to the first time section coming, the processor
120 may control the grouped plurality of devices simul-
taneously. For example, the processor 120 may group
the operation states of a main room lamp and a coffee
pot based on the operation states of the two devices in-
dicating that the two devices are turned on at 7 a.m. on
Monday, and may control a control command to turn on
the two devices at 7 a.m. on Tuesday. However, this
should not be considered as limiting, and the processor
120 may group the devices according to a repeated op-
eration state. For example, when the operation state in-
dicating that the main room lamp and the coffee pot are
turned on at 7 a.m. on Monday is continued for weeks,
the processor 120 may group the operation states of the
two devices. The processor 120 may group the operation
states of the two devices, and may transmit a control
command to turn on the two devices at 7 a.m. on next
Monday rather than at 7 a.m. on Tuesday. Alternatively,
the processor 120 may group a plurality of devices se-
lected by the user according to a user’s interaction for
grouping.
[0042] The processor 120 may display a GUI for visu-
ally feeding back information that the plurality of devices
are grouped, and, in response to a user interaction of
dragging and dropping the GUI in a second time section
being inputted, the processor 120 may control the
grouped plurality of devices to operate in the second time
section in the same way as in the operation states of the
first time section. Alternatively, in response to the GUI
being touched, the processor 120 may display that the
GUI is selected, and, in response to the GUI being
touched once more, the processor 120 may inactivate
the grouped plurality of devices corresponding to the
GUI.
[0043] The device axis may be divided into identifica-
tion information of the plurality of devices and environ-
ment information related to the functions of the plurality
of devices, and the processor 120 may provide detailed
environment information corresponding to the environ-
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ment information in a region where the environment in-
formation of the device axis and the time axis intersect
each other.
[0044] The processor 130 may group a plurality of de-
vices and detailed environment information belonging to
a third time section of the time axis on the UI, based on
the operation states of the plurality of devices, and may
provide the grouped devices, and, in response to the third
time section in which an ambient environment matches
the detailed environment coming, the processor 120 may
control the grouped plurality of devices to operate in the
same way as in the operation state of the third time sec-
tion.
[0045] Herein, the environment information may in-
clude at least one of weather, indoor temperature, out-
door temperature, humidity, and illuminance.
[0046] In response to a pinch-in interaction being in-
putted on any one of the regions where the device axis
and the time axis intersect each other, the processor 120
may display detailed information on the device corre-
sponding to the device axis, and a guide message ac-
cording to the environment information included in the
time axis. For example, the processor 120 may display
using hours, an amount of power, a power rate, etc. of
the device as the detailed information of the device. Al-
ternatively, the processor 120 may display a guide mes-
sage asking the user to bring an umbrella according to
environment information indicating that a rainfall proba-
bility is high.
[0047] In response to a pinch-in interaction being in-
putted in the device axis direction, the processor 120 may
group the plurality of devices according to types of the
devices, and may categorize the grouped devices ac-
cording to the type and display the devices, and, in re-
sponse to a pinch-out interaction being inputted in the
device axis direction, the processor 120 may display the
detailed information of the plurality of devices. For exam-
ple, the processor 120 may group the fan and the air
conditioner as a cooling device, and may display an av-
erage use pattern of the cooling device. In this case, the
processor 120 may present the device axis as a cooling
device, a kitchen device, a multimedia device, a cleaning
device, etc. Herein, in response to the pinch-in interaction
being inputted once more, the processor 120 may group
the above-described groups once more. For example,
the processor 120 may group the cooling device, the
kitchen device, and the cleaning device as a household
appliance.
[0048] In response to a pinch-in or pinch-out interaction
being inputted in the time axis direction, the processor
120 may change the time unit of the time axis, and may
change the information related to the use of the displayed
at least one device to information corresponding to the
changed time unit, and may display the information. The
time unit may be o’clock, day, week, month, year, etc.,
or may be a specific period designated by the user.
[0049] FIG. 2B is a block diagram showing an example
of a detailed configuration of the electronic device 100.

Referring to FIG. 2B, the electronic device 100 may in-
clude a display 110, a processor 120, a storage 130, a
user interface 140, a communication unit 150, an audio
processor 160, a video processor 170, a speaker 180, a
button 181, a camera 182, and a microphone 183. From
among the elements illustrated in FIG. 2B, the same el-
ements as those in FIG. 2A will not be described in detail.
[0050] The processor 120 may control the overall op-
eration of the electronic device 100 by using various pro-
grams stored in the storage 130.
[0051] Specifically, the processor 120 includes a ran-
dom access memory (RAM) 121, a read only memory
(ROM) 122, a main central processing unit (CPU) 123,
a graphic processor 124, first to nth interfaces 125-1 to
125-n, and a bus 126.
[0052] The RAM 121, the ROM 122, the main CPU
123, the graphic processor 124, and the first to nth inter-
faces 125-1 to 125-n may be connected with one another
via the bus 126.
[0053] The first to nth interfaces 125-1 to 125-n may
be connected with the above-described elements. One
of the interfaces may be a network interface connected
to an external device via a network.
[0054] The main CPU 123 may access the storage 130
and performs booting using an operating system (O/S)
stored in the storage 130. In addition, the main CPU 123
performs various operations by using various programs
stored in the storage 130.
[0055] The ROM 122 stores a set of instructions for
booting a system. In response to a turn-on command
being inputted and power being supplied, the main CPU
123 copies the O/S stored in the storage 130 onto the
RAM 121 according to the instruction stored in the ROM
122, executes the O/S and boots the system. In response
to booting being completed, the main CPU 123 copies
various application programs stored in the storage 130
onto the RAM 121, executes the programs copied onto
the RAM 121, and performs various operations.
[0056] The graphic processor 124 may generate a
screen including various objects such as an icon, an im-
age, a text, and the like, by using a calculator (not shown)
and a renderer (not shown). The calculator (not shown)
calculates attribute values of the objects to be displayed,
such as coordinate values, shape, size, color, and the
like, according to the layout of the screen, based on a
received control command. The renderer (not shown)
generates a screen of various layouts including the ob-
jects based on the attribute values calculated by the cal-
culator. The screen generated by the renderer (not
shown) may be displayed on a display region of the dis-
play 110.
[0057] The above-described operations of the proces-
sor 120 may be performed by a program stored in the
storage 130.
[0058] The storage 130 may store various data such
as an O/S software module for driving the electronic de-
vice 100, a UI module, information on the use patterns
of the plurality of devices, etc. In particular, the storage
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130 may store information on the groups classified ac-
cording to the types of the plurality of devices. Such in-
formation may be received from an external device or
may be set by the user.
[0059] In this case, the processor 120 may process
and display an inputted image based on information
stored in the storage 130.
[0060] The user interface 140 may receive various user
interactions. When the electronic device 100 is imple-
mented by using a touch-based portable terminal, the
user interface 140 may be implemented by using a touch
screen forming an interlayered structure with a touch pad.
In this case, the user interface 140 may be used as the
above-described display 110.
[0061] The communication unit 150 is configured to
communicate with various kinds of external devices in
various communication methods. The communication
unit 150 includes a WiFi chip 151, a Bluetooth chip 152,
a wireless communication chip 153, a near field commu-
nication (NFC) chip 154, or the like. The processor 120
may communicate with various kinds of external devices
using the communication unit 150.
[0062] The WiFi chip 151 and the Bluetooth chip 152
communicate in a WiFi method and a Bluetooth method,
respectively. When the WiFi chip 151 or the Bluetooth
chip 152 is used, a variety of connection information such
as an SSID and a session key may be exchanged first,
and communication may be established using the con-
nection information, and then a variety of information may
be exchanged. The wireless communication chip 153 re-
fers to a chip which communicates according to various
communication standards such as IEEE, Zigbee, 3rd gen-
eration (3G), 3rd generation partnership project (3GPP),
long term evolution (LTE), and the like. The NFC chip
154 refers to a chip which operates in an NFC method
using a band of 13.56 MHz from among various RF-ID
frequency bands such as 135 kHz, 13.56 MHz, 433 MHz,
860-960 MHz, and 2.45 GHz.
[0063] The communication unit 150 may perform uni-
directional communication or bidirectional communica-
tion with an external device. When performing the unidi-
rectional communication, the communication unit 150
may receive signals from the external device. When per-
forming the bidirectional communication, the communi-
cation unit 150 may receive signals from the external
device and may transmit signals to the external device.
[0064] The audio processor 160 is an element for
processing audio data. The audio processor 160 may
perform various processing operations such as decod-
ing, amplifying, noise filtering, or the like with respect to
the audio data.
[0065] The video processor 170 is an element for
processing video data. The video processor 170 may per-
form various image processing operations such as de-
coding, scaling, noise filtering, frame rate conversion,
resolution conversion, or the like with respect to the video
data.
[0066] The speaker 180 is an element which outputs

various notification sounds or voice messages as well as
various audio data processed in the audio processor 160.
[0067] The button 181 may be various types of buttons
formed on a certain area of an exterior of a main body of
the electronic device 100, such as a front surface, a side
surface, a rear surface, or like, for example, a mechanical
button, a touch pad, a wheel, or the like.
[0068] The camera 182 is configured to capture a still
image or a moving image under the control of the user.
The camera 182 may be implemented in plural number,
including a front surface camera and a rear surface cam-
era.
[0069] The microphone 183 is configured to receive a
user voice or other sounds and convert them into audio
data.
[0070] In addition, according to an exemplary embod-
iment, the electronic device 100 may further include a
USB port to which a USB connector is connected, various
external input ports for connecting with various external
terminals, such as a headset, a mouse, a local area net-
work (LAN), etc., a digital multimedia broadcasting
(DMB) chip for receiving and processing a DMB signal,
various sensors, etc., although they are not illustrated in
FIG. 2B.
[0071] Hereinafter, a basic configuration for easy un-
derstanding of the present disclosure and various exem-
plary embodiments will be described.
[0072] FIGs. 3A and 3B are views showing an example
of a method for providing a UI in the electronic device 100.
[0073] As shown in FIG. 3A, the processor 120 may
display, through the display 110, a UI which includes a
device axis and a time axis and provides information re-
lated to the use of at least one device in a region where
the device axis and the time axis intersect each other,
based on use patterns of a plurality of devices connected
to the same network. For example, the processor 120
may display the use patterns of the plurality of devices
according to each time section.
[0074] Herein, the information related to the use of the
at least one device may be detailed information on the
operation state of the at least one device. For example,
the processor 120 may display using hours, a using mode
(a normal mode, a bedding mode, a delicate mode, etc.),
etc. of the washing machine as detailed information.
[0075] Alternatively, the information related to the use
of the at least one device may be information indicating
whether the operation state of the at least one device is
changed as shown in FIG. 3B. For example, according
to a use pattern in which device 1 (Thing 1) is turned on
at 7 o’clock (310) and is turned off at 8 o’clock (320), the
processor 120 may indicate that the operation state is
changed at a corresponding time. Device 1 does not
change the operation state at 10 o’clock, and the proc-
essor 120 may not display anything at 10 o’clock of device
1. In the above-described example, it is determined
whether the operation state is changed only based on
the turning on and turning off operations, but this should
not be considered as limiting. For example, in the case
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of the air conditioner, the processor 120 may determine
that the operation state is changed based on a change
in temperature, and, in the case of the smart TV, the
processor 120 may determine that the operation state is
changed based on a change in a channel or a volume.
[0076] Alternatively, the processor 120 may display a
UI including both the information indicating whether the
operation state of the at least one device is changed and
the detailed information on the operation state of the at
least one device.
[0077] In response to a new device being detected, the
processor 120 may determine a position for displaying
the new device, based on information stored in the stor-
age 130. The processor 120 may determine a type of the
new device based on a product name, a manufacture
number, a serial number, etc. of the new device. For ex-
ample, when the type of the new device is a refrigerator,
the processor 120 may display a use pattern of the re-
frigerator in the proximity of the other kitchen devices
displayed.
[0078] Alternatively, in response to a new device being
detected, the processor 120 may classify the new device
based on an existing use pattern and a use pattern of
the new device. For example, in response to there being
use pattern information indicating that a kitchen lamp and
an oven are turned on at 7 a.m., and the detected new
device being repeatedly used at 7 a.m., the processor
120 may place the new device in the proximity of the
kitchen lamp and the oven, and may display use pattern
information on the new device.
[0079] The processor 120 may group a plurality of de-
vices belonging to the same time section of the time axis
on the UI, based on the operation states of the plurality
of devices, and may provide the groups. In particular, the
processor 120 may display a GUI for visually feeding
back information indicating that the plurality of devices
are grouped. For example, the processor 120 may group
device 1 (Thing 1), device 3 (Thing 3), and device 4 (Thing
4) based on that their operations states are changed at
9 o’clock, and may display a GUI 330 for visually feeding
back information indicating that the corresponding devic-
es are grouped. Alternatively, the processor 120 may
group device 1 (Thing 1), device 3 (Thing 3), and device
4 (Thing 4) only in response to the change in the operation
states of the corresponding devices at 9 o’clock being
repeated more than a predetermined number of times.
Alternatively, the processor 120 may group the corre-
sponding devices in response to there being a user’s
input for grouping.
[0080] The processor 120 may divide the device axis
into identification information of the plurality of devices
and environment information related to the functions of
the plurality of devices, and may display the same. The
processor 120 may provide detailed environment infor-
mation corresponding to environment information in a
region where the environment information of the device
axis and the time axis intersect each other.
[0081] Herein, the environment information may in-

clude at least one of weather, indoor temperature, out-
door temperature, humidity, and illuminance. For exam-
ple, the processor 120 may display temperature, humidity
information, etc. according to each time section. The
processor 120 may receive the environment information
from at least one of the plurality of devices, sensors con-
nected to the IoT system 10, and an external server. Al-
ternatively, the processor 120 may directly measure en-
vironment information.
[0082] Alternatively, the processor 120 may display
that temperature, humidity, etc. is changed according to
each time section. For example, in response to temper-
ature being increased from 20 degrees to 21 degrees,
the processor 120 may display that the temperature is
changed in a corresponding time section. Alternatively,
the processor 120 may set a specific section for every
environment information, and may determine whether
the environment information is changed. For example,
the processor 120 may set a plurality of sections of tem-
perature on a basis of 5 degrees, and may determine
that the temperature is not changed in response to the
temperature being changed from 20 degrees to 25 de-
grees.
[0083] According to a user interaction of touching a
certain point of the displayed UI, the processor 120 may
change a control command of a device corresponding to
the corresponding point. For example, the processor 120
may generate a control command by touching a point
corresponding to the smart TV of 7 p.m. A detailed de-
scription of this will be provided below.
[0084] The processor 120 may group a plurality of de-
vices and detailed environment information belonging to
the same time section of the time axis on the UI, based
on the operation states of the plurality of devices, and
provide the group. In particular, the processor 120 may
display a GUI for visually feeding back information indi-
cating that the plurality of devices and the detailed envi-
ronment information are grouped. For example, the proc-
essor 120 may group device 2 (Thing 2), device 3 (Thing
3), and detailed environment information 2 (Data 2)
based on that the operation states of the corresponding
device and the detailed environment information 2 (Data
2) are changed at 10 o’clock, and may display a GUI 340
for visually feeding back information indicating that the
corresponding devices and the detailed environment in-
formation are grouped. Alternatively, the processor 120
may group device 1 (Thing 1), device 3 (Thing 3), and
device 4 (Thing 4) and detailed environment information
2 (Data 2) only in response to the change in the operation
states of the corresponding devices and the detailed en-
vironment information at 9 o’clock being repeated more
than a predetermined number of times. Alternatively, the
processor 120 may group the corresponding devices and
the detailed environment information in response to there
being a user’s input for grouping. A method for controlling
the grouped plurality of devices by using the GUI will be
described below.
[0085] FIG. 4 is a view to illustrate a method for con-
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trolling a plurality of devices according to an exemplary
embodiment of the present disclosure.
[0086] As shown in FIG. 4, the processor 120 may
group a plurality of devices belonging to the first time
section of the time axis on the UI, based on the operation
states of the plurality of devices, and may provide the
group and, in response to the first time section coming,
the processor 120 may control the grouped plurality of
devices simultaneously. For example, the processor 120
may control such that a main room lamp, a main room
clock, and a coffee pot are turned on and temperature of
water is adjusted to 30 degrees at 7 a.m. of the next day,
based on a use pattern 410 indicating that the main room
lamp, the main room clock, and the coffee pot are turned
on and water is used at temperature of 30 degrees at 7
a.m.
[0087] Alternatively, the processor 120 may control
such that the plurality of devices operate in the same way
at 7 a.m. on the same day after a week or on the same
date after a month. The user may set a time at which the
processor 120 controls the plurality of devices.
[0088] In response to the use pattern in which the main
room lamp, the main room clock, and the coffee pot are
turned on and the water temperature is 30 degrees at 7
a.m. being repeated multiple times, the processor 120
may control the plurality of devices using the correspond-
ing use pattern. For example, in response to the same
pattern being repeated more than three times at 7 a.m.,
the processor 120 may control the plurality of devices
using the corresponding use pattern.
[0089] A time section for determining whether the use
pattern is repeated may be a one-hour basis. For exam-
ple, the processor 120 may determine use of a device
from 7 a.m. to 7:59 a.m. as the use pattern of the 7 o’clock
time section. Accordingly, the processor 120 may deter-
mine both a case in which the main room lamp is turned
on at 7 a.m. and a case in which the main room lamp is
turned on at 7:30 a.m. as the use pattern of the same
time section. The time section may be set by the user.
[0090] FIG. 5 is a view to illustrate an operation ac-
cording to grouping according to an exemplary embodi-
ment of the present disclosure.
[0091] As shown in FIG. 5, the processor 120 may dis-
play a GUI 510 for visually feeding back information in-
dicating that a plurality of devices are grouped, and, in
response to a user interaction of dragging the GUI 510
and dropping it into the second time section being input-
ted, the processor 120 may control such that the grouped
plurality of devices operate in the second time section in
the same operation states as in the first time section. For
example, in response to an interaction of dragging the
GUI 510 grouping the use patterns of the plurality of de-
vices at 7 a.m. and dropping the GUI 510 into the 8 p.m.
section being inputted, the processor 120 may control
such that the operations of the plurality of devices at 7
a.m. are performed in the same way at 8 p.m.
[0092] The processor 120 may change the operation
states of the first time section to the second time section

and store the operation states according to a drag and
drop interaction. In response to the second time section
coming, the processor 120 may transmit a control com-
mand based on the stored information.
[0093] The processor 120 may change the operations
states of the first time section to the second time section
and store the same according to a drag and drop inter-
action, and may control such that the operation states of
the plurality of devices are not changed in the first time
section. However, this should not be considered as lim-
iting. The processor 120 may copy the operation states
of the first time section into the second time section, and
may control the plurality of devices to operate according
to the use patterns in the first time section. Accordingly,
the operation states of the plurality of devices may be
equally used in another time section.
[0094] FIG. 6 is a view to illustrate an operation ac-
cording to grouping according to another exemplary em-
bodiment of the present disclosure.
[0095] Referring to FIG. 6, the processor 120 may dis-
play a GUI 610 for visually feeding back information in-
dicating that a plurality of devices are grouped, and, in
response to a user interaction of touching a time section
620 of the GUI 610 being inputted, the processor 120
may indicate that the corresponding GUI 610 is selected.
For example, the processor 120 may change the color
of the border of the corresponding GUI 610 or may shade
the inside of the corresponding GUI 610.
[0096] In response to a user interaction of touching a
point 630 of the selected GUI 610 being inputted, the
processor 120 may not change the operation states of
the plurality of devices during the time section of the se-
lected GUI 610. The processor 120 may not change the
operation states of the plurality of devices on a one off
basis. For example, the processor 120 may not change
the operation states of the plurality of devices during the
second week, but may change the operation states of
the plurality of devices during the second week of the
next month. Alternatively, the processor 120 may delete
the operation states of the plurality of devices in the cor-
responding time section, and may not change the oper-
ation states permanently. However, in response to a new
use pattern being repeated, the processor 120 may dis-
play the new use pattern in the corresponding time sec-
tion.
[0097] Alternatively, the processor 120 may inactivate
the plurality of devices during the time section of the se-
lected GUI 610. For example, the processor 120 may
turn off all of the plurality of devices, rather than changing
the operation states of the plurality of devices. In this
case, there may be a difference between the operation
state in which the turned-on device is turned off and the
operation state in which setting of the turned-on device
is changed.
[0098] FIG. 7 is a view to illustrate a method for using
environment information according to an exemplary em-
bodiment of the present disclosure.
[0099] Referring to FIG. 7, the device axis may be di-
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vided into identification information of a plurality of de-
vices and environment information related to the func-
tions of the plurality of devices, and the processor 120
may provide detailed environment information corre-
sponding to environment information in a region where
the environment information of the device axis and the
time axis intersect each other. Herein, the environment
information may include at least one of weather, indoor
temperature, outdoor temperature, humidity, and illumi-
nance.
[0100] The processor 120 may group a plurality of de-
vices and detailed environment information belonging to
the third time section of the time axis on a UI, based on
the operation states of the plurality of devices, and may
provide the group. The processor 120 may display a GUI
710 for visually feeding back information indicating that
the plurality of devices and the detailed environment in-
formation are grouped. For example, the processor 120
may group a use pattern 410 indicating that the main
room lamp, the main room clock, and the coffee pot are
turned on and water temperature is 30 degrees at 7 a.m.,
and sunny weather and indoor temperature of 24 de-
grees.
[0101] In response to the third time section in which an
ambient environment is the same as the detailed envi-
ronment coming, the processor 120 may control the
grouped plurality of devices to operate in the same op-
eration states as in the third time section. For example,
in response to the weather being sunny and the indoor
temperature being 24 degrees at 7 a.m. of the next day,
the processor 120 may control such that the main room
lamp, the main room clock, and the coffee pot are turned
on and water temperature is adjusted to 30 degrees.
However, this should not be considered as limiting, and
the processor 120 may control the plurality of devices
only based on the environment information. For example,
in response to weather being sunny and the indoor tem-
perature being 24 degrees although it is not 7 o’clock in
the morning, the processor 120 may control such that
the main room lamp, the main room clock, and the coffee
pot are turned on and water temperature is adjusted to
30 degrees.
[0102] The processor 120 may group only some de-
vices related to specific environment information. For ex-
ample, the processor 120 may group temperature infor-
mation of environment information and an air conditioner
and a fan. Alternatively, the processor 120 may a group
a fine dust concentration of the environment information
and a cleaner.
[0103] A configuration for controlling the operations of
the plurality of devices by using the GUI 710 is the same
as described above, and a description thereof is omitted.
[0104] FIG. 8 is a view to illustrate a conditional oper-
ation according to an exemplary embodiment of the
present disclosure.
[0105] As shown in FIG. 8, in response to an operation
state of a device being changed, the processor 120 may
change operation states of the other devices in se-

quence. For example, in response to a milk pot being
used at 12 a.m., the processor 120 may turn on a nursing
lamp and control the air conditioner to reach 24 degrees.
In addition, in response to the nursing lamp being turned
on, the processor 120 may unmute a door bell and a
smart TV.
[0106] In response to the use of the milk pot being
stopped, the processor 120 may control the nursing lamp
and the air conditioner to be turned off. In addition, in
response to the nursing lamp being turned off, the proc-
essor 120 may mute the door bell and the smart TV. The
processor 120 may execute such a conditional operation
based on a repeated use pattern. Alternatively, the con-
ditional operation may be stored by the user.
[0107] The processor 120 may indicate that the con-
ditional operation is performed by displaying an arrow
(not shown) on the plurality of devices which perform the
conditional operation. For example, the processor 120
may display an arrow from the milk pot to a region 830
indicating the nursing lamp and the air conditioner of 12
a.m. In addition, the processor 120 may display an arrow
from the region 830 indicating the nursing lamp and the
air conditioner of 12 a.m. to a region 840 indicating the
door bell and the smart TV of 12 a.m.
[0108] The processor 120 may distinguish between a
night region 810 and a day region 820 and may cause
the night region 810 and the day region 820 to operate
differently. For example, in response to the milk pot being
used at 9 a.m., the processor 120 may turn off the nursing
lamp. Herein, the temporal division between the night
region 810 and the day region 820 may be set by the user.
[0109] FIG. 9 is a view to illustrate a method for con-
trolling an operation of a specific device at a specific time
according to an exemplary embodiment of the present
disclosure.
[0110] As described above, the processor 120 may
control a plurality of devices based on use pattern infor-
mation of the plurality of devices. Alternatively, the proc-
essor 120 may control the plurality of devices through
user’s setting.
[0111] As shown in FIG. 9, in response to an interaction
of touching a region and keeping touching on a displayed
UI being inputted, the processor 120 may determine
whether a use pattern is set on the corresponding region,
first.
[0112] In response to a use pattern not being set on
the corresponding region, the processor 120 may provide
a menu for setting a new use pattern. For example, in
response to an interaction of touching a region 910 cor-
responding to the smart TV of 3 p.m. and keeping touch-
ing being inputted, the processor 120 may display a new
task generation menu (New task) 920. In addition, in re-
sponse to the new task generation menu (New task) 920
being selected, the processor 120 may display a menu
930 including channel setting, volume setting, and serv-
ice setting. In response to the service setting being se-
lected, the processor 120 may display a sub menu 940
including news, movie, and drama. In addition, in re-
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sponse to the news being selected, the processor 120
may finally display a GUI 950 indicating that a new use
pattern is set. In the above-described example, the smart
TV has been described by way of an example, but a menu
type and contents may be changed according to a device.
[0113] In response to a use pattern being set on the
corresponding region, the processor 120 may display a
menu for changing the use pattern to induce a user com-
mand. For example, the processor 120 may toggle on or
off a device which is simply turned on or off according to
a touch input. Alternatively, in response to there being
various selection options such as an operation for setting
a specific numeric value, the processor 120 may display
a corresponding menu. In addition, as described above,
a hierarchical menu may be displayed.
[0114] FIG. 10 is a view to illustrate a method for pro-
viding detailed information, etc. according to an exem-
plary embodiment of the present disclosure.
[0115] As shown in FIG. 10, in response to a pinch-in
interaction being inputted on one of the regions where
the device axis and the time axis intersect each other on
a displayed UI, the processor 120 may display a guide
message according to detailed information on the device
corresponding to the device axis and environment infor-
mation included in the time axis.
[0116] The processor 120 may display an operation
state, a setting state, an amount of power, a power rate,
etc. as detailed information on the device. For example,
in response to a pinch-in interaction being inputted on
the region corresponding to the milk pot of 6 p.m., the
processor 120 may display necessary milk, necessary
milk powder, an amount of power, a power rate, etc. as
detailed information on the milk pot of 6 p.m. Herein, the
processor 120 may store information on the necessary
milk, the necessary milk powder, etc. Alternatively, the
user may initially set information on the necessary milk,
the necessary milk powder, etc.
[0117] The processor 120 may display a guide mes-
sage according to environment information included in
the time axis. For example, the processor 120 may dis-
play a message saying "Umbrella needed" based on ex-
ternal temperature of 6 p.m. Alternatively, the processor
120 may display a message saying "Air conditioner need-
ed to be driven" or "Ventilation needed" based on indoor
temperature of 6 p.m.
[0118] FIG. 11 is a view to illustrate a method for using
a plurality of groups according to an exemplary embod-
iment of the present disclosure.
[0119] As shown in FIG. 11, the processor 120 may
display a plurality of groups based on use patterns of the
plurality of devices. In response to a user interaction of
selecting the plurality of groups being inputted, the proc-
essor 120 may display the selected plurality of groups
1110, 1120, 1130 to be distinguished from the other
groups. For example, the processor 120 may change the
colors of the borders of the selected plurality of groups
1110, 1120, 1130, or may shade the insides of the se-
lected plurality of groups 1110, 1120, 1130.

[0120] In response to a user interaction of dragging the
selected plurality of groups 1110, 1120, 1130 and drop-
ping the same into another time section being inputted,
the processor 120 may control the plurality of devices
included in the selected plurality of groups 1110, 1120,
1130 to operate in the same way in another time section.
A method for using the selected plurality of groups 1110,
1120, 1130 is similar to the above-described method of
using the GUI, and thus a detailed description thereof is
omitted.
[0121] FIG. 12 is a view to illustrate a method for con-
trolling devices using sleep pattern information and en-
vironment information according to an exemplary em-
bodiment of the present disclosure.
[0122] As shown in FIG. 12, the processor 120 may
receive information on a user’s sleep state through a sen-
sor, and may display the information. For example, the
processor 120 may display user’s sleeping hours, etc.
[0123] In response to a pinch-in interaction 1210 being
inputted on any one of regions indicating sleeping hours,
the processor 120 may analyze the user’s sleeping hours
based on environment information, and may display a
result of analyzing. For example, the processor 120 may
analyze a lack of sleep based on temperature and hu-
midity information, and may determine that the problem
is temperature. In addition, the processor 120 may dis-
play a message 1220 saying "You need to sleep for two
more hours. You need to control temperature appropri-
ately."
[0124] In response to a user interaction of dragging the
above-described message 1220 and dropping the mes-
sage 1220 into a region corresponding to a cooling device
being inputted, the processor 120 may automatically con-
trol the cooling device. For example, in response to a
user interaction of dragging the above-described mes-
sage 1220 and dropping the message 1220 to a region
corresponding to the air conditioner being inputted, the
processor 120 may generate a control command to drive
the air conditioner or a control command to reduce tem-
perature of the air conditioner, and may display a corre-
sponding GUI 1230. In response to a user interaction of
touching the corresponding GUI 1230 being inputted, the
processor 120 may display an operation state of the air
conditioner.
[0125] Such an operation may be performed based on
schedule information stored in the electronic device 100.
For example, in response to a school exam schedule
being stored in the electronic device 100, the processor
120 may reduce using hours related to the smart TV, the
Internet during the exam period, and may display the
using hours.
[0126] FIG. 13 is a view to illustrate an operation relat-
ed to a pinch-in or pinch-out interaction in the device axis
direction according to an exemplary embodiment of the
present disclosure.
[0127] As shown in FIG. 13, in response to a pinch-in
interaction being inputted in the device axis direction, the
processor 120 may group the plurality of devices accord-
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ing to types of devices, and may categorize the grouped
groups by type and display the groups. For example, the
processor 120 may categorize the air conditioner, the
fan, the heater, etc. as a cooling and heating device, and
may categorize the refrigerator, the microwave oven, etc.
as a kitchen device.
[0128] The storage 130 may store information indicat-
ing that the plurality of devices are divided into a large
group, a medium group, a small group, and an individual
device. The processor 120 may display a UI screen cor-
responding to the pinch-in interaction in the device axis
direction based on the information stored in the storage
130.
[0129] In response to a pinch-out interaction being in-
putted in the device axis direction, the processor 120 may
display detailed information of the plurality of devices.
For example, the processor 120 may display using hours,
an amount of power, a power rate of a device as detailed
information.
[0130] In addition, the processor 120 may display a
specific setting value for each device. For example, the
processor 120 may display channel or volume informa-
tion of the smart TV, wind strength or rotation information
of the fan, etc.
[0131] In FIG. 13, the processor 120 may display elec-
tronic devices which are grouped into two groups, and
detailed information. However, this is merely an example,
and other settings are possible. In response to a pinch-
out interaction being inputted in the device axis direction
with the plurality of groups being displayed, the plurality
of groups may be divided into individual devices and the
devices may be displayed.
[0132] FIG. 14 is a view to illustrate an operation relat-
ed to a pinch-in or pinch out interaction in the time axis
direction according to an exemplary embodiment of the
present disclosure.
[0133] As shown in FIG. 14, in response to a pinch-in
or pinch-out interaction being inputted in the time axis
direction, the processor 120 may change a time unit of
the time axis. For example, the processor 120 may set
days for a week or o’clock of one day as the time unit.
The time unit may be selected by the user.
[0134] The processor 120 may change information re-
lated to the use of at least one device displayed to infor-
mation corresponding to the changed time unit. For ex-
ample, the processor 120 may change information dis-
played on an o’clock basis to information of a yearly basis,
and may display an average of use patterns. Alternative-
ly, the processor 120 may sample some of the use pat-
terns and display the sampled use patterns.
[0135] FIG. 15 is a flowchart to illustrate a method for
providing a UI of an electronic device according to an
exemplary embodiment of the present disclosure.
[0136] First, the method may generate a UI based on
use patterns of a plurality of devices connected to the
same network (S1510), wherein the UI includes a device
axis and a time axis, and provides information related to
use of at least one device in a region where the device

axis and the time axis intersect each other. In addition,
the method may display the generated UI (S1520).
[0137] Herein, the information related to the use of the
at least one device may include at least one of information
indicating whether an operation state of the at least one
device is changed, and detailed information regarding an
operation state of the at least one device.
[0138] The method may further include: grouping a plu-
rality of devices belonging to a first time section of the
time axis on the UI, based on operation states of the
plurality of devices, and providing the group; and, in re-
sponse to the first time section coming, controlling the
grouped plurality of devices simultaneously.
[0139] The grouping and providing may further include
displaying a GUI for visually feeding back information
indicating that the grouped plurality of devices are
grouped, and, in response to a user interaction of drag-
ging the GUI and dropping the GUI into a second time
section being inputted, controlling the grouped plurality
of devices to operate in the same operation states in the
second time section as the operation states in the first
time section.
[0140] The device axis may be divided into identifica-
tion information of the plurality of devices and environ-
ment information related to functions of the plurality of
devices, and the method may further include providing
detailed environment information corresponding to the
environment information in a region where the environ-
ment information of the device axis and the time axis
intersect each other.
[0141] In addition, the method may further include:
grouping a plurality of devices and the detailed environ-
ment information belonging to a third time section of the
time axis on the UI, based on the operation states of the
plurality of devices, and providing the group; and, in re-
sponse to the third time section in which an ambient en-
vironment is the same as the detailed environment com-
ing, controlling the grouped plurality of devices to operate
in the same operation states as the operation states in
the third time section.
[0142] Herein, the environment information may in-
clude at least one of weather, indoor temperature, out-
door temperature, humidity, and illuminance.
[0143] The method may further include, in response to
a pinch-in interaction being inputted on any one of the
regions where the device axis and the time axis intersect
each other, displaying a guide message according to de-
tailed information on a device corresponding to the de-
vice axis and environment information included in the
time axis.
[0144] In response to a pinch-in interaction being in-
putted in the device axis direction, the displaying (S1520)
may group the plurality of devices according to types of
the devices, and categorize the grouped group according
to a type and display the group, and, in response to a
pinch-out interaction being inputted in the device axis
direction, the displaying may display detailed information
of the plurality of devices.
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[0145] In addition, the displaying (S1520) may include:
in response to a pinch-in or pinch-out interaction being
inputted in the time axis direction, changing a time unit
of the time axis, and changing the information related to
the use of the at least one device displayed to information
corresponding to the changed time unit.
[0146] According to various embodiments of the
present disclosure as described above, a UI regarding
use patterns of a plurality of devices connected to the
same network may be provided, and the plurality of de-
vices may be controlled through the UI, such that user’s
convenience can be enhanced.
[0147] In the above-described example, the use pat-
terns of the plurality of devices are used as they are, and
a repeated use pattern is used. However, this should not
be considered as limiting. For example, the electronic
device may use clustering, classification, frequent pat-
tern mining, etc. in order to extract a meaningful use pat-
tern from the use patterns of the plurality of devices. The
electronic device may allow similar use patterns of the
use patterns of the plurality of devices to cluster, and, in
response to a new use pattern being inputted, the elec-
tronic device may classify the new use pattern based on
the clustering use patterns, and may mine a frequently
used pattern from the use patterns of the plurality of de-
vices. The electronic device may control the plurality of
devices by using the extracted meaningful use pattern.
[0148] In the above-described example, the electronic
device operates based on a use pattern. However, a spe-
cific device may malfunction. For example, in response
to the main room lamp not being turned on although it
should be turned on at 7 a.m., the electronic device may
transmit a control command to turn on the main room
lamp. In response to the main room lamp not being turned
on even after the control command is transmitted a pre-
determined number of times, the electronic device may
display an error message. In addition, the electronic de-
vice may inform the user that malfunction occurs in a
predetermined method. For example, the user may set
the electronic device to transmit a message to a user’s
smart phone in response to malfunction occurring.
[0149] The UI providing method of the electronic de-
vice according to various exemplary embodiments of the
present disclosure described above may be implement-
ed as a program code executable in a computer, and
may be stored in various non-transitory computer read-
able media, and may be provided to each server or de-
vices to be executed by a processor.
[0150] For example, there is provided a non-transitory
computer readable medium which stores a program se-
quentially performing the steps of: generating a UI based
on use patterns of a plurality of devices connected to a
same network, wherein the UI includes a device axis and
a time axis, and provides information related to use of at
least one device in a region where the device axis and
the time axis intersect each other; and displaying the gen-
erated UI.
[0151] The non-transitory computer readable medium

refers to a medium that stores data semi-permanently
rather than storing data for a very short time, such as a
register, a cache, a memory or etc., and is readable by
an apparatus. Specifically, the above-described various
applications or programs may be stored in the non-tran-
sitory computer readable medium such as a compact disc
(CD), a digital versatile disk (DVD), a hard disk, a Blu-
ray disk, a universal serial bus (USB), a memory card, a
ROM or etc., and may be provided.
[0152] While preferred embodiments of the present
disclosure have been illustrated and described, the
present disclosure is not limited to the above-described
specific embodiments. The present description, and the
embodiments disclosed therein, should not be interpret-
ed as limiting the scope of the invention which is defined
by the appended claims.

Claims

1. An electronic device (100) comprising:

a display (110); and
a processor (120) configured to:

display (S1510, S1520), through the display
(110), a UI based on use patterns of a plu-
rality of devices (200-1, 200-2, 200-3,
200-4) connected to a same network,
wherein the UI comprises a device axis and
a time axis, and provides information relat-
ed to use of at least one device in a region
where the device axis and the time axis in-
tersect each other,
based on a touch interaction being input on
a region (910) of the UI where a use pattern
is not set, display, through the display, a
menu (930) for setting a new use pattern for
the device and the time corresponding to
the touched region (910), said menu includ-
ing one or more selectable functions (930,
940) related to the device and time corre-
sponding to the touched region (910), and
based on a function being selected from
said one or more selectable functions (930,
940), display, in the touched region (910),
through the display (110), a graphical ele-
ment corresponding to said new use pattern
(950), indicating that a use pattern corre-
sponding to the selected function is set.

2. The electronic device of claim 1, wherein the infor-
mation related to the use of the at least one device
comprises at least one of information indicating
whether an operation state of the at least one device
is changed, and detailed information regarding an
operation state of the at least one device.
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3. The electronic device of claim 1, wherein the proc-
essor (120) is configured to group a plurality of de-
vices belonging to a first time section of the time axis
on the UI, based on operation states of the plurality
of devices, and to provide the group, and, in re-
sponse to the first time section coming, the processor
(120) is configured to control the grouped plurality
of devices simultaneously.

4. The electronic device of claim 3,
wherein the processor (120) is configured to display
a GUI (510) for visually feeding back information in-
dicating that the grouped plurality of devices are
grouped, and
wherein, in response to a user interaction of dragging
the GUI (510) and dropping the GUI (510) into a sec-
ond time section being inputted, the processor (120)
is configured to control the grouped plurality of de-
vices to operate in the same operation states in the
second time section as the operation states in the
first time section.

5. The electronic device of claim 1,
wherein the device axis is divided into identification
information of the plurality of devices and environ-
ment information related to functions of the plurality
of devices, and
wherein the processor (120) is configured to provide
detailed environment information corresponding to
the environment information in a region where the
environment information of the device axis and the
time axis intersect each other.

6. The electronic device of claim 5, wherein the proc-
essor (120) is configured to group a plurality of de-
vices and the detailed environment information be-
longing to a third time section of the time axis on the
UI, based on the operation states of the plurality of
devices, and to provide the group, and, in response
to the third time section in which an ambient envi-
ronment is the same as the detailed environment
coming, the processor (120) is configured to control
the grouped plurality of devices to operate in the
same operation states as the operation states in the
third time section.

7. The electronic device of claim 5, wherein the envi-
ronment information comprises at least one of
weather, indoor temperature, outdoor temperature,
humidity, and illuminance.

8. The electronic device of claim 5, wherein, in re-
sponse to a pinch-in interaction (1010) being input-
ted on any one of the regions where the device axis
and the time axis intersect each other, the processor
(120) is configured to display a guide message
(1020) according to detailed information on a device
corresponding to the device axis and environment

information included in the time axis.

9. The electronic device of claim 1,
wherein, in response to a pinch-in interaction being
inputted in the device axis direction, the processor
(120) is configured to group the plurality of devices
according to types of the devices, and to categorize
the grouped group according to a type and to display
the group, and
wherein, in response to a pinch-out interaction being
inputted in the device axis direction, the processor
(120) is configured to display detailed information of
the plurality of devices.

10. The electronic device of claim 1, wherein, in re-
sponse to a pinch-in or pinch-out interaction being
inputted in the time axis direction, the processor
(120) is configured to change a time unit of the time
axis, and to change the information related to the
use of the at least one device displayed to informa-
tion corresponding to the changed time unit.

11. A method for providing a UI of an electronic device
(100), the method comprising:

generating (S1510) a UI based on use patterns
of a plurality of devices (200-1, 200-2, 200-3,
200-4) connected to a same network, wherein
the UI comprises a device axis and a time axis,
and provides information related to use of at
least one device in a region where the device
axis and the time axis intersect each other;
displaying (S1520) the generated UI;
based on a touch interaction being input on a
region (910) of the UI where a use pattern is not
set, displaying a menu (930) for setting a new
use pattern for the device and the time corre-
sponding to the touched region (910), said menu
including one or more selectable functions (930,
940) related to the device and time correspond-
ing to the touched region (910); and
based on a function being selected from said
one or more selectable functions (930, 940), dis-
playing, in the touched region (910), a graphical
element corresponding to said new use pattern
(950), indicating that a use pattern correspond-
ing to the selected function is set.

12. The method of claim 11, wherein the information re-
lated to the use of the at least one device comprises
at least one of information indicating whether an op-
eration state of the at least one device is changed,
and detailed information regarding an operation
state of the at least one device.

13. The method of claim 11, further comprising:

grouping a plurality of devices belonging to a
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first time section of the time axis on the UI, based
on operation states of the plurality of devices,
and providing the group; and
in response to the first time section coming, con-
trolling the grouped plurality of devices simulta-
neously.

14. The method of claim 13, wherein the grouping and
providing further comprises displaying a GUI (510)
for visually feeding back information indicating that
the grouped plurality of devices are grouped, and, in
response to a user interaction of dragging the GUI
(510) and dropping the GUI (510) into a second time
section being inputted, controlling the grouped plu-
rality of devices to operate in the same operation
states in the second time section as the operation
states in the first time section.

15. The method of claim 11,
wherein the device axis is divided into identification
information of the plurality of devices and environ-
ment information related to functions of the plurality
of devices, and
wherein the method further comprises providing de-
tailed environment information corresponding to the
environment information in a region where the envi-
ronment information of the device axis and the time
axis intersect each other.

Patentansprüche

1. Elektronische Vorrichtung (100), umfassend:

eine Anzeige (110); und
einen Prozessor (120), der für Folgendes kon-
figuriert ist:

Anzeigen (S1510, S1520), über die Anzei-
ge (110), einer Benutzeroberfläche basie-
rend auf Verwendungsmustern einer Viel-
zahl von Vorrichtungen (200-1, 200-2,
200-3, 200-4), die mit einem gleichen Netz-
werk verbunden sind, wobei die Benutzero-
berfläche eine Vorrichtungsachse und eine
Zeitachse umfasst und Informationen in Be-
zug auf Verwendung von mindestens einer
Vorrichtung in einem Bereich bereitstellt, in
dem sich die Vorrichtungsachse und die
Zeitachse schneiden,
basierend auf einer Berührungsinteraktion,
die in einem Bereich (910) der Benutzero-
berfläche eingegeben wird, in dem kein Ver-
wendungsmuster festgelegt ist, Anzeigen,
über die Anzeige, eines Menüs (930) zum
Festlegen eines neuen Verwendungsmus-
ters für die Vorrichtung und die Zeit entspre-
chend dem berührten Bereich (910), wobei

das Menü eine oder mehrere auswählbare
Funktionen (930, 940) beinhaltet, die sich
auf die Vorrichtung und die Zeit entspre-
chend dem berührten Bereich (910) bezie-
hen, und
basierend auf einer Funktion, die aus der
einen oder den mehreren auswählbaren
Funktionen (930, 940) ausgewählt wird, An-
zeigen, in dem berührten Bereich (910),
über die Anzeige (110), eines grafischen
Elements entsprechend dem neuen Ver-
wendungsmuster (950), das angibt, dass
ein Verwendungsmuster entsprechend der
ausgewählten Funktion festgelegt ist.

2. Elektronische Vorrichtung nach Anspruch 1, wobei
die Informationen, die sich auf die Verwendung der
mindestens einen Vorrichtung beziehen, mindes-
tens eines von Informationen, die angeben, ob ein
Betriebszustand der mindestens einen Vorrichtung
geändert wird, und detaillierten Informationen in Be-
zug auf einen Betriebszustand der mindestens einen
Vorrichtung umfassen.

3. Elektronische Vorrichtung nach Anspruch 1, wobei
der Prozessor (120) konfiguriert ist, um eine Vielzahl
von Vorrichtungen, die zu einem ersten Zeitabschnitt
der Zeitachse auf der Benutzeroberfläche gehören,
basierend auf Betriebszuständen der Vielzahl von
Vorrichtungen zu gruppieren und um die Gruppe be-
reitzustellen und wobei als Reaktion auf den kom-
menden ersten Zeitabschnitt der Prozessor (120)
konfiguriert ist, um die gruppierte Vielzahl von Vor-
richtungen gleichzeitig zu steuern.

4. Elektronische Vorrichtung nach Anspruch 3,
wobei der Prozessor (120) konfiguriert ist, um eine
grafische Benutzeroberfläche (510) zum visuellen
Rückführen von Informationen anzuzeigen, die an-
geben, dass die gruppierte Vielzahl von Vorrichtun-
gen gruppiert ist, und
wobei als Reaktion auf eine Benutzerinteraktion des
Ziehens der grafischen Benutzeroberfläche (510)
und des Ablegens der grafischen Benutzeroberflä-
che (510) in einen zweiten Zeitabschnitt, die einge-
geben wird, der Prozessor (120) konfiguriert ist, um
die gruppierte Vielzahl von Vorrichtungen zu steu-
ern, um in dem zweiten Zeitabschnitt in den gleichen
Betriebszuständen wie die Betriebszustände in dem
ersten Zeitabschnitt zu arbeiten.

5. Elektronische Vorrichtung nach Anspruch 1,
wobei die Vorrichtungsachse in Identifikationsinfor-
mationen der Vielzahl von Vorrichtungen und Um-
gebungsinformationen in Bezug auf Funktionen der
Vielzahl von Vorrichtungen unterteilt ist, und
wobei der Prozessor (120) konfiguriert ist, um detail-
lierte Umgebungsinformationen entsprechend den

27 28 



EP 3 355 172 B1

16

5

10

15

20

25

30

35

40

45

50

55

Umgebungsinformationen in einem Bereich bereit-
zustellen, in dem sich die Umgebungsinformationen
der Vorrichtungsachse und der Zeitachse schnei-
den.

6. Elektronische Vorrichtung nach Anspruch 5, wobei
der Prozessor (120) konfiguriert ist, um eine Vielzahl
von Vorrichtungen und die detaillierten Umgebungs-
informationen, die zu einem dritten Zeitabschnitt der
Zeitachse auf der Benutzeroberfläche gehören, ba-
sierend auf den Betriebszuständen der Vielzahl von
Vorrichtungen zu gruppieren und um die Gruppe be-
reitzustellen, und wobei als Reaktion auf den dritten
Zeitabschnitt, in dem eine Umgebungsumgebung
die gleiche wie die kommende detaillierte Umge-
bung ist, der Prozessor (120) konfiguriert ist, um die
gruppierte Vielzahl von Vorrichtungen zu steuern,
um in den gleichen Betriebszuständen wie die Be-
triebszustände in dem dritten Zeitabschnitt zu arbei-
ten.

7. Elektronische Vorrichtung nach Anspruch 5, wobei
die Umgebungsinformationen mindestens eines von
Wetter, Innentemperatur, Außentemperatur, Luft-
feuchtigkeit und Beleuchtungsstärke umfassen.

8. Elektronische Vorrichtung nach Anspruch 5, wobei
als Reaktion auf eine Einklemminteraktion (1010),
die in einen beliebigen der Bereiche eingegeben
wird, in denen sich die Vorrichtungsachse und die
Zeitachse schneiden, der Prozessor (120) konfigu-
riert ist, um eine Führungsnachricht (1020) gemäß
detaillierten Informationen über eine Vorrichtung
entsprechend der Vorrichtungsachse und Umge-
bungsinformationen, die in der Zeitachse enthalten
sind, anzuzeigen.

9. Elektronische Vorrichtung nach Anspruch 1,
wobei als Reaktion auf eine Einklemminteraktion,
die in die Vorrichtungsachsenrichtung eingegeben
wird, der Prozessor (120) konfiguriert ist, um die Viel-
zahl von Vorrichtungen gemäß Arten der Vorrichtun-
gen zu gruppieren und um die gruppierte Gruppe
gemäß einer Art zu kategorisieren und um die Grup-
pe anzuzeigen, und
wobei als Reaktion auf eine Ausklemminteraktion,
die in die Vorrichtungsachsenrichtung eingegeben
wird, der Prozessor (120) konfiguriert ist, um detail-
lierte Informationen über die Vielzahl von Vorrich-
tungen anzuzeigen.

10. Elektronische Vorrichtung nach Anspruch 1, wobei
als Reaktion auf eine Einklemm- oder Ausklemmin-
teraktion, die in die Zeitachsenrichtung eingegeben
wird, der Prozessor (120) konfiguriert ist, um eine
Zeiteinheit der Zeitachse zu ändern und um die In-
formationen in Bezug auf die Verwendung der min-
destens einen angezeigten Vorrichtung in Informa-

tionen entsprechend der geänderten Zeiteinheit zu
ändern.

11. Verfahren zum Bereitstellen einer Benutzeroberflä-
che einer elektronischen Vorrichtung (100), wobei
das Verfahren Folgendes umfasst:

Erzeugen (S1510) einer Benutzeroberfläche
basierend auf Verwendungsmustern einer Viel-
zahl von Vorrichtungen (200-1, 200-2, 200-3,
200-4), die mit einem gleichen Netzwerk ver-
bunden sind, wobei die Benutzeroberfläche eine
Vorrichtungsachse und eine Zeitachse umfasst
und Informationen in Bezug auf Verwendung
von mindestens einer Vorrichtung in einem Be-
reich bereitstellt, in dem sich die Vorrichtungs-
achse und die Zeitachse schneiden;
Anzeigen (S1520) der erzeugten Benutzerober-
fläche;
basierend auf einer Berührungsinteraktion, die
in einem Bereich (910) der Benutzeroberfläche
eingegeben wird, in dem kein Verwendungs-
muster festgelegt ist, Anzeigen eines Menüs
(930) zum Festlegen eines neuen Verwen-
dungsmusters für die Vorrichtung und die Zeit
entsprechend dem berührten Bereich (910), wo-
bei das Menü eine oder mehrere auswählbare
Funktionen (930, 940) in Bezug auf die Vorrich-
tung und die Zeit entsprechend dem berührten
Bereich (910) beinhaltet; und
basierend auf einer Funktion, die aus der einen
oder den mehreren auswählbaren Funktionen
(930, 940) ausgewählt wird, Anzeigen, in dem
berührten Bereich (910), eines grafisches Ele-
ments entsprechend dem neuen Verwendungs-
muster (950), das angibt, dass ein Verwen-
dungsmuster entsprechend der ausgewählten
Funktion festgelegt ist.

12. Verfahren nach Anspruch 11, wobei die Informatio-
nen, die sich auf die Verwendung der mindestens
einen Vorrichtung beziehen, mindestens eines von
Informationen, die angeben, ob ein Betriebszustand
der mindestens einen Vorrichtung geändert wird,
und detaillierten Informationen in Bezug auf einen
Betriebszustand der mindestens einen Vorrichtung
umfassen.

13. Verfahren nach Anspruch 11, ferner umfassend:

Gruppieren einer Vielzahl von Vorrichtungen,
die zu einem ersten Zeitabschnitt der Zeitachse
auf der Benutzeroberfläche gehören, basierend
auf Betriebszuständen der Vielzahl von Vorrich-
tungen und Bereitstellen der Gruppe; und
als Reaktion auf den kommenden ersten Zeit-
abschnitt, gleichzeitiges Steuern der gruppier-
ten Vielzahl von Vorrichtungen.
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14. Verfahren nach Anspruch 13, wobei das Gruppieren
und Bereitstellen ferner das Anzeigen einer grafi-
schen Benutzeroberfläche (510) zum visuellen
Rückführen von Informationen umfasst, die ange-
ben, dass die gruppierte Vielzahl von Vorrichtungen
gruppiert ist, und als Reaktion auf eine Benutzerin-
teraktion des Ziehens der grafischen Benutzerober-
fläche (510) und Ablegens der grafischen Benut-
zeroberfläche (510) in einen zweiten Zeitabschnitt,
die eingegeben wird, Steuern der gruppierten Viel-
zahl von Vorrichtungen, um in dem zweiten Zeitab-
schnitt in den gleichen Betriebszuständen wie die
Betriebszustände in dem ersten Zeitabschnitt zu ar-
beiten.

15. Verfahren nach Anspruch 11,
wobei die Vorrichtungsachse in Identifikationsinfor-
mationen der Vielzahl von Vorrichtungen und Um-
gebungsinformationen in Bezug auf Funktionen der
Vielzahl von Vorrichtungen unterteilt ist, und
wobei das Verfahren ferner das Bereitstellen detail-
lierter Umgebungsinformationen entsprechend den
Umgebungsinformationen in einem Bereich um-
fasst, in dem sich die Umgebungsinformationen der
Vorrichtungsachse und der Zeitachse schneiden.

Revendications

1. Dispositif électronique (100) comprenant :

un affichage (110) ; et
un processeur (120) configuré pour :

afficher (S1510, S1520), via l’affichage
(110), une UI basée sur des modèles d’uti-
lisation d’une pluralité de dispositifs (200-1,
200-2, 200-3, 200-4) connectés à un même
réseau, dans lequel l’UI comprend un axe
du dispositif et un axe du temps, et fournit
des informations relatives à l’utilisation d’au
moins un dispositif dans une région où l’axe
du dispositif et l’axe du temps se coupent,
sur la base d’une interaction tactile étant en-
trée sur une région (910) de l’UI où un mo-
dèle d’utilisation n’est pas défini, afficher,
via l’affichage, un menu (930) pour définir
un nouveau modèle d’utilisation pour le dis-
positif et le temps correspondant à la région
touchée (910), ledit menu comprenant une
ou plusieurs fonctions sélectionnables
(930, 940) relatives au dispositif et au temps
correspondant à la région touchée (910), et
sur la base d’une fonction étant sélection-
née parmi lesdites une ou plusieurs fonc-
tions sélectionnables (930, 940), afficher,
dans la région touchée (910), via l’affichage
(110), un élément graphique correspondant

audit nouveau modèle d’utilisation (950), in-
diquant qu’un modèle d’utilisation corres-
pondant à la fonction sélectionnée est défi-
ni.

2. Dispositif électronique selon la revendication 1, dans
lequel les informations relatives à l’utilisation de l’au
moins un dispositif comprennent au moins l’une d’in-
formations indiquant si un état de fonctionnement de
l’au moins un dispositif est modifié, et d’informations
détaillées concernant un état de fonctionnement de
l’au moins un dispositif.

3. Dispositif électronique selon la revendication 1, dans
lequel le processeur (120) est configuré pour grou-
per une pluralité de dispositifs appartenant à une
première section temporelle de l’axe du temps sur
l’UI, sur la base d’états de fonctionnement de la plu-
ralité de dispositifs, et pour fournir le groupe et, en
réponse à l’arrivée de la première section temporel-
le, le processeur (120) est configuré pour comman-
der simultanément la pluralité groupée de dispositifs.

4. Dispositif électronique selon la revendication 3,
dans lequel le processeur (120) est configuré pour
afficher une GUI (510) destinée à renvoyer visuelle-
ment des informations indiquant que la pluralité
groupée de dispositifs est groupée, et
dans lequel, en réponse à une interaction utilisateur
consistant à faire glisser la GUI (510) et à déposer
la GUI (510) dans une deuxième section temporelle
entrée, le processeur (120) est configuré pour com-
mander à la pluralité groupée de dispositifs de fonc-
tionner dans les mêmes états de fonctionnement
dans la deuxième section temporelle que les états
de fonctionnement dans la première section tempo-
relle.

5. Dispositif électronique selon la revendication 1,
dans lequel l’axe du dispositif est divisé en informa-
tions d’identification de la pluralité de dispositifs et
en informations d’environnement relatives aux fonc-
tions de la pluralité de dispositifs, et
dans lequel le processeur (120) est configuré pour
fournir des informations d’environnement détaillées
correspondant aux informations d’environnement
dans une région où les informations d’environne-
ment de l’axe du dispositif et de l’axe du temps se
coupent.

6. Dispositif électronique selon la revendication 5, dans
lequel le processeur (120) est configuré pour grou-
per une pluralité de dispositifs et les informations
d’environnement détaillées appartenant à une troi-
sième section temporelle de l’axe du temps sur l’UI,
sur la base des états de fonctionnement de la plu-
ralité de dispositifs, et pour fournir le groupe, et, en
réponse à la troisième section temporelle dans la-
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quelle un environnement ambiant est le même que
l’environnement détaillé arrivant, le processeur
(120) est configuré pour commander à la pluralité
groupée de dispositifs de fonctionner dans les mê-
mes états de fonctionnement que les états de fonc-
tionnement dans la troisième section temporelle.

7. Dispositif électronique selon la revendication 5, dans
lequel les informations d’environnement compren-
nent au moins l’un parmi la météo, la température
intérieure, la température extérieure, l’humidité et
l’éclairement.

8. Dispositif électronique selon la revendication 5, dans
lequel, en réponse à une interaction par pincement
intérieur (1010) entrée sur l’une quelconque des ré-
gions où l’axe du dispositif et l’axe du temps se croi-
sent, le processeur (120) est configuré pour afficher
un message de guidage (1020) selon des informa-
tions détaillées sur un dispositif correspondant à
l’axe du dispositif et des informations d’environne-
ment incluses dans l’axe du temps.

9. Dispositif électronique selon la revendication 1,
dans lequel, en réponse à une interaction par pince-
ment intérieur entrée dans la direction de l’axe du
dispositif, le processeur (120) est configuré pour
grouper la pluralité de dispositifs selon les types de
dispositifs, et pour classer le groupe groupé selon
un type et pour afficher le groupe, et
dans lequel, en réponse à une interaction par pince-
ment extérieur entrée dans la direction de l’axe du
dispositif, le processeur (120) est configuré pour af-
ficher des informations détaillées de la pluralité de
dispositifs.

10. Dispositif électronique selon la revendication 1, dans
lequel, en réponse à une interaction de pincement
intérieur ou pincement extérieur étant entrée dans
la direction de l’axe du temps, le processeur (120)
est configuré pour changer une unité de temps de
l’axe du temps, et pour changer les informations re-
latives à l’utilisation de l’au moins un dispositif affiché
en informations correspondant à l’unité de temps
modifiée.

11. Procédé de fourniture d’une UI d’un dispositif élec-
tronique (100), le procédé comprenant :

la génération (S1510) d’une UI basée sur des
modèles d’utilisation d’une pluralité de disposi-
tifs (200-1, 200-2, 200-3, 200-4) connectés à un
même réseau, dans lequel l’interface utilisateur
comprend un axe du dispositif et un axe du
temps, et fournit des informations relatives à
l’utilisation d’au moins un dispositif dans une ré-
gion où l’axe du dispositif et l’axe du temps se
coupent ;

l’affichage (S1520) de l’UI générée ;
sur la base d’une interaction tactile étant entrée
sur une région (910) de l’UI où un modèle d’uti-
lisation n’est pas défini, l’affichage d’un menu
(930) pour définir un nouveau modèle d’utilisa-
tion pour le dispositif et le temps correspondant
à la région touchée (910), ledit menu compre-
nant une ou plusieurs fonctions sélectionnables
(930, 940) relatives au dispositif et au temps cor-
respondant à la région touchée (910) ; et
sur la base d’une fonction étant sélectionnée
parmi lesdites une ou plusieurs fonctions sélec-
tionnables (930, 940), l’affichage, dans la région
touchée (910), d’un élément graphique corres-
pondant audit nouveau modèle d’utilisation
(950), indiquant qu’un modèle d’utilisation cor-
respondant à la fonction sélectionnée est défini.

12. Procédé selon la revendication 11, dans lequel les
informations relatives à l’utilisation de l’au moins un
dispositif comprennent au moins l’une d’informations
indiquant si un état de fonctionnement de l’au moins
un dispositif est changé, et d’informations détaillées
concernant un état de fonctionnement de l’au moins
un dispositif.

13. Procédé selon la revendication 11, comprenant en
outre :

le groupement d’une pluralité de dispositifs ap-
partenant à une première section temporelle de
l’axe du temps sur l’UI, sur la base des états de
fonctionnement de la pluralité de dispositifs, et
la fourniture du groupe ; et
en réponse à l’arrivée de la première section
temporelle, la commande simultanée de la plu-
ralité groupée de dispositifs.

14. Procédé selon la revendication 13, dans lequel le
groupement et la fourniture comprennent en outre
l’affichage d’une GUI (510) destinée à renvoyer vi-
suellement des informations indiquant que la plura-
lité groupée de dispositifs est groupée, et, en répon-
se à une interaction utilisateur consistant à faire glis-
ser la GUI (510) et à déposer la GUI (510) dans une
deuxième section temporelle étant entrée, la com-
mande à la pluralité groupée de dispositifs de fonc-
tionner dans les mêmes états de fonctionnement
dans la deuxième section temporelle que les états
de fonctionnement dans la première section tempo-
relle.

15. Procédé selon la revendication 11,
dans lequel l’axe du dispositif est divisé en informa-
tions d’identification de la pluralité de dispositifs et
en informations d’environnement relatives aux fonc-
tions de la pluralité de dispositifs, et
dans lequel le procédé comprend en outre la fourni-
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ture d’informations d’environnement détaillées cor-
respondant aux informations d’environnement dans
une région où les informations d’environnement de
l’axe du dispositif et de l’axe du temps se coupent.
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