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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a radio paging technology, and in particular, to a technology of allocating paging
areas.

BACKGROUND OF THE INVENTION

[0002] In a wireless communication system, User Equipment (UE) changes to the idle state when no service is active
in order to reduce power consumption and save radio resources. When the UE is idle, the connection between the UE
and the communication network is released. If the communication network wants to contact the UE, the communication
network needs to page the UE. Multiple wireless coverage areas adjacent to each other are generally designed in a
communication system to control overhead of paging messages. When a UE is idle, the scope of the variable location
of the UE tracked by the communication network is a wireless coverage area. If the communication network wants to
page a UE when the UE is in a wireless coverage area, the communication network needs only to page the UE within
the wireless coverage area that covers the UE. The wireless coverage area here is called a paging area. When the UE
leaves the paging area, the UE needs to notify the communication network to update the location information of the UE
and request the communication network to allocate a new paging area.
[0003] In practical application, if the paging area is too small, the UE may leave the current paging area and enters a
new paging area frequently in the motion process, and much location update signaling is generated. If the paging area
is too wide, when the communication network pages a UE, the communication needs to send paging messages within
a wide scope, which leads to high load of paging. Therefore, in the planning of paging areas in the deployment of a
communication network, a tradeoff between the amount of location update signaling and the paging overhead needs to
be accomplished.
[0004] In some communication networks, multiple small wireless coverage areas are planned to control the coverage
of the paging area flexibly and avoid change of the wireless configuration parameters, and one or more small wireless
coverage areas generally combine into a larger wireless coverage area which is allocated as a paging area to the UE.
The small wireless coverage areas are called "basic paging areas". If one paging area includes multiple basic paging
areas, the UE does not need to initiate location update to the communication network when the UE moves between the
basic paging areas. For example, in an Evolved Packet System (EPS), multiple Tracking Areas (TAs) are planned. When
allocating paging areas to the UEs, the EPS may allocate one TA or a larger area composed of multiple TAs to a UE as
a paging area based on a certain algorithm according to the region, type of the user of the UE, time segment, and other
various conditions. A set of TAs included in a paging area allocated to a UE is called a TA list in the EPS. If a paging
area allocated to the UE includes multiple TAs, the UE does not need to initiate location update to the EPS when the
UE moves between the TAs.
[0005] In the prior art, communication technicians perform on-site survey, analyze the adjacent basic paging areas to
be potentially visited by the UE after the UE moves to a basic paging area, and then configure this basic paging area
and the adjacent basic paging areas to be visited potentially as a TA list into the communication network. When the
communication network allocates a paging area to a UE located in this basic paging area, the communication network
allocates the configured TA list corresponding to this basic paging area to the UE.
[0006] In the process of implementing the present invention, the inventor finds that: In the prior art, the paging area
allocated by the communication network to the UE is relatively fixed. In practice, however, the motion of the UE in the
communication network keeps changing. For a specific paging area or basic paging area, the location update procedure
and the paging load in this area keep changing quickly and dynamically for certain reasons. In this case, if the paging
area configured in the communication network is relatively fixed and the paging area allocated to the UE is also fixed,
the previously deployed paging area can hardly adapt to the dynamic change of the location update procedure and the
paging load quickly, and the communication network can hardly adjust the basic paging areas included in the paging
area allocated to the UE in time.
[0007] EP1838122A1 defines a method for determining a location area (70) of a mobile terminal (30) in a wireless
cellular telecommunication network, the mobile terminal (30) being located in a first wireless area of the wireless cellular
telecommunication network. The method comprises the steps of: obtaining, for each second wireless area of a group
of second wireless areas, information related to the probability that the mobile terminal moves into the second wireless
area (S404), and determining a subset of second wireless areas from the obtained information (S405), the determined
subset of second wireless areas being the location area of the mobile terminal.
[0008] WO93/23965 discloses a system for paging mobile stations (M1-M10) within a service area (103) of a cellular
telecommunication system wherein paging areas (102), which are composed of a plurality of location areas (101), are
created to provide a means for locating a mobile station (M1-M10) when the mobile station (M1-M10) has not responded
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to a location area (101) page and without requiring a service area (103) page. The system sends a page request to the
location area (101) where the desired mobile station (M1-M10) last registered. If a response is not received, the system
sends a page request to the paging area (102) which includes a plurality of location areas (101) where the mobile station
(M1-M10) is likely to be found. If a page response is still not received from the desired mobile station (M1-M10), then a
page request will be sent to all of the location areas (101) within the service area (103).

SUMMARY OF THE INVENTION

[0009] The embodiments of the present invention provide a method and an apparatus for allocating paging areas in
order to allocate paging areas flexibly and appropriately.
[0010] A method for allocating a tracking area TA, list in an Evolved Packet System, EPS, includes: determining a
basic TA currently visited by a UE; and allocating a TA list to the UE according to preset parameters and a history record
of motion trace of UEs located in the basic paging area currently visited by the UE, wherein the TA list comprises multiple
continuous adjacent TAs of the motion trace to which the UE more probably moves than to other TAs based on the
history record, and wherein the preset parameters are at least one of: an upper threshold of the number of the multiple
continuous adjacent TAs in the TA list and a threshold of a sum of probabilities of the UEs moving from the TA currently
visited by the UE to all adjacent TAs in the TA list.
[0011] An apparatus for allocating a tracking area, TA, list in an Evolved Packet System, EPS, includes: a determining
unit, configured to determine a TA currently visited by a UE; and a paging area allocating unit, configured to allocate a
TA list to the UE according to preset parameters and a history record of motion trace of UEs located in the TA currently
visited by the UE, wherein the TA list comprises multiple continuous adjacent TAs of the motion trace to which the UE
more probably moves than to other TAs based on the history record, wherein the preset parameters are at least one of
an upper threshold of the number of the multiple continuous adjacent TAs in the TA list and a threshold of a sum of
probabilities of the UEs moving from the TA currently visited by the UE to all adjacent TAs in the TA list.
[0012] In the embodiments of the present invention, a paging area is allocated to a UE according to the history record
of subsequent motion trace of the UEs located in the basic paging area currently visited by the UE. The history record
is equivalent to a motion model of multiple UEs, and is updated over time. In this way, a paging area is allocated to a
UE according to the updated motion model of multiple UEs, which minimizes the amount of location update signaling
sent by the UE subsequently and the signaling overhead consumed in the paging. Therefore, the paging area allocated
to the UE is appropriate.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013] To illustrate the technical solution under the present invention or the prior art more clearly, the following outlines
the accompanying drawings involved in description of the embodiments of the present invention or the prior art. Appar-
ently, the accompanying drawings outlined below are illustrative rather than exhaustive. Persons of ordinary skill in the
art can derive other drawings from such accompanying drawings without any creative effort.

FIG. 1 is a flowchart of a method for allocating paging areas in an embodiment of the present invention;
FIG. 2 shows a structure of an apparatus for allocating paging areas in an embodiment of the present invention;
FIG. 3 shows an application scenario of a first embodiment of present invention;
FIG. 4 is a method flowchart of a first embodiment of the present invention;
FIG. 5 shows an application scenario of a second embodiment of present invention;
FIG. 6 is a method flowchart of a second embodiment of the present invention;
FIG. 7 is a method flowchart of a third embodiment of the present invention;
FIG. 8 is a method flowchart of a fourth embodiment of the present invention; and
FIG. 9 is a method flowchart of a fifth embodiment of the present invention.

DETAILED DESCRIPTION OF THE EMBODIMENTS

[0014] The following detailed description is given in conjunction with the accompanying drawings in order to provide
a thorough understanding of the present invention. Evidently, the drawings and the detailed description are merely
representative of particular embodiments of the present invention, and the embodiments are illustrative in nature rather
than exhaustive. All other embodiments, which can be derived by those skilled in the art from the embodiments given
herein without any creative effort, shall fall within the scope of the present invention.
[0015] As shown in FIG. 1, a method for allocating paging areas in an embodiment of the present invention includes
the following steps:
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Step S101: Determine a basic paging area currently visited by a UE.
Step S102: Allocate a paging area to the UE according to a history record of motion trace of UEs located in the
basic paging area currently visited by the UE.

[0016] Specifically, the basic paging area currently visited by the UE is determined according to an identifier (ID) of
the currently visited basic paging area, where the ID is reported by the UE or a Radio Access Network (RAN).
[0017] An operation that accompanies the step of determining the basic paging area currently visited by the UE may
be: determining at least one basic paging area visited by the UE before the UE enters the currently visited basic paging
area, for example, determining a first basic paging area which is last visited by the UE before the UE enters the currently
visited basic paging area, a second basic paging area which is last visited by the UE before the UE enters the first basic
paging area, and so on. In this way, a paging area can be allocated to a UE according to a history record of continuous
motion trace of multiple UEs located in the basic paging area currently visited by the UE, where the motion trace of the
UEs is a trace of the UEs moving from at least one basic paging area previously visited by the UEs to the basic paging
area currently visited by the UE and to the basic paging areas subsequently visited by the UEs. A paging area allocated
to a UE includes at least the basic paging area currently visited by the UE, and may include at least one basic paging
area that tends to be visited by the UEs after the UEs move from the previous motion trace recorded in the history record
to the basic paging area currently visited by the UE. Besides, the at least one basic paging area visited by the UEs
before the UEs enter the currently visited basic paging area may be determined according to the ID of at least one basic
paging area visited by the UEs before the UEs enter the currently visited basic paging area, where the ID is reported by
the UEs. If the ID of the at least one basic paging area previously visited by the UEs is the ID of one basic paging area,
the ID of one basic paging area is the ID of the first basic paging area last visited by the UEs before the UEs move to
the currently visited basic paging area. Based on the history record of continuous motion trace of multiple UEs moving
from the previously visited basic paging area to the currently visited basic paging area and to the subsequently visited
basic paging areas, the prediction about the potential trace of a UE with the same history trace is more accurate, and
more appropriate paging area is generated for the UE.
[0018] The contents of the history record depend on the actual needs so long as the history record reflects the motion
trace of multiple UEs. For example, the history record may include information indicating how many times the UEs in
the currently visited basic paging area move to other basic paging areas in each unit of time within a specific period.
The history record may include: actual number of motions of the UEs from the basic paging area currently visited by the
UE to the basic paging areas adjacent to the currently visited basic paging area, or a result obtained after the actual
number of motions is divided or multiplied by a scale factor. More specifically, if the scale factor is less than 1, the actual
number of motions corresponding to the adjacent basic paging areas inside the paging area is divided by the scale
factor, where the paging area is allocated to the UEs located in the currently visited basic paging area or the actual
number of motions corresponding to the adjacent basic paging areas outside the paging area is multiplied by the scale
factor, where the paging area is allocated to the UEs located in the currently visited basic paging area.
[0019] The motion trace of the UEs in the history record may be motion trace of multiple UEs. In practice, however, it
is appropriate to record the motion trace of the UEs with a sampling flag. In the statistic period, the paging area allocated
to the sampled UEs may include only the basic paging area currently visited by the sampled UEs in order to obtain data
of continuous motion of the sampled UEs between basic paging areas.
[0020] The history record may be a combination of multiple history records, each being maintained in a different time
segment.
[0021] If the UE is static or moves only in the currently visited basic paging area in a specific time segment such as
a time length of periodic location update, the ID of the at least one basic paging area visited previously may be the ID
of the currently visited basic paging area.
[0022] If the history record shows that the UEs located in the currently visited basic paging area will most probably
stay inside the currently visited basic paging area subsequently, the paging area allocated to the UE may include fewer
basic paging areas, for example, include only the basic paging area currently visited by the UE. Further, the paging area
allocated to the UE may include the basic paging area which will be most probably visited by the UEs located in the
basic paging area currently visited by the UE among the basic paging areas adjacent to the currently visited basic paging
area. The number of basic paging areas included in the paging area allocated to the UE located in the currently visited
basic paging area is less than the number of basic paging areas included in the paging area allocated to the UE located
in a different basic paging area which will be most probably visited by the UE.
[0023] Besides, the number of basic paging areas included in the paging area allocated to the UE depends on at least
one of these factors: time segment, user type, user property, property of the basic paging area, and motion speed of the UE.
[0024] The paging area allocated to the UE may include multiple continuous adjacent basic paging areas. The multiple
continuous adjacent basic paging areas are a result of prediction performed according to the history record and the trace
of motion of the UE between the multiple continuous adjacent basic paging areas. In the history record, the UE located
in a basic paging area on the motion trace will more probably move to the next adjacent basic paging area on the motion
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trace than move to other basic paging areas. In the history record, after the UE moves from a previous adjacent basic
paging area to a basic paging area on the motion trace, the UE will more probably move from this basic paging area to
the next adjacent basic paging area on the motion trace than move to other basic paging areas.
[0025] The number of multiple continuous basic paging areas on the motion trace depends on at least one of these
factors: user type, property of basic paging area, time segment, and motion speed of the UE.
[0026] The paging area may be allocated to the UE according to preset parameters. The preset parameters may be:
an upper threshold of basic paging areas included in a paging area; or a threshold of a sum of probabilities of the UEs
moving from the currently visited basic paging area to all adjacent basic paging areas in the paging area; or both of them.
[0027] A recent motion frequency corresponding to a specific paging area included in the paging area allocated to a
UE may reach or exceed a preset threshold of the recent motion frequency. The recent motion frequency corresponding
to a specific basic paging area refers to how many times a UE moves from a currently visited basic paging area to the
specific basic paging area in a recent period; or refers to how many times a UE, which has moved from a previous basic
paging area to the currently visited basic paging area, moves to the specific basic paging area in a recent period.
[0028] The steps in the foregoing method embodiment and the step of generating and maintaining the history record
may be implemented by the same network entity; or, the steps in the foregoing method embodiment are implemented
by one network entity, and the step of generating and maintaining the history record is implemented by another network
entity. For example, supposing that the previous method embodiment is applied to an EPS, a Mobility Management
Entity (MME) may be responsible for determining the basic paging area currently visited by the UE, allocating a paging
area to the UE, and generating and maintaining the history record; or, an MME is responsible for determining the basic
paging area currently visited by the UE and allocating a paging area to the UE, and a central node is responsible for
generating and maintaining the history record. One or more MMEs may report the motion trace of the UE to the central
node, and the central node creates or updates the record according to the reported motion trace. As required by the
MME, or when decided as necessary by the central node, or upon expiry of the set period, the central node may submit
the result of analyzing the history record to the MME. The motion trace reported by the MME to the central node may
be statistic data in a specific period. The central node may inform the MME of the paging area corresponding to the
basic paging area, for example, when the MME is restarted but the MME stores no history record of motion of the UE.
Further, the central node may analyze the statistic data reported by the MME, obtain the updated paging area corre-
sponding to the basic paging area, and submit the analysis result to the MME periodically. When the MME needs to
allocate a paging area corresponding to a basic paging area to the UE, the MME may allocate the paging area submitted
by the central node to the UE directly.
[0029] The foregoing method embodiment may be implemented by different apparatuses. As shown in FIG. 2, one of
the apparatuses for allocating paging areas includes:

a determining unit 201, adapted to determine a basic paging area currently visited by a UE; and
a paging area allocating unit 202, adapted to allocate a paging area to this UE according to a history record of motion
trace of UEs located in the basic paging area determined by the determining unit 201.

[0030] Specifically, the determining unit 201 may determine the basic paging area currently visited by the UE according
to the ID of the currently visited basic paging area, where the ID is reported by the UE or RAN.
[0031] At the same time of determining the basic paging area currently visited by the UE, the determining unit 201
may determine at least one basic paging area visited by the UE before the UE enters the currently visited basic paging
area, for example, determine a first basic paging area which is last visited by the UE before the UE enters the currently
visited basic paging area, a second basic paging area which is last visited by the UE before the UE enters the first basic
paging area, and so on. In this way, the paging area allocating unit 202 can allocate a paging area to a UE according
to a history record of continuous motion trace of multiple UEs located in the basic paging area currently visited by the
UE, where the motion trace of the UEs is a trace of the UEs moving from at least one basic paging area previously
visited by the UEs to the basic paging area currently visited by the UE and to at least one basic paging area subsequently
visited by the UEs. A paging area allocated to a UE includes at least the basic paging area currently visited by the UE,
and may include at least one basic paging area that tends to be visited by the UEs after the UEs move from the previous
motion trace recorded in the history record to the basic paging area currently visited by the UE. Also, the determining
unit 201 may determine at least one basic paging area visited by the UEs before the UEs enter the currently visited
basic paging area according to the ID of at least one basic paging area visited by the UEs before the UEs enter the
currently visited basic paging area, where the ID is reported by the UEs.
[0032] The motion trace of the UEs in the history record may be motion trace of multiple UEs. In practice, however, it
is appropriate to record the motion trace of the UEs with a sampling flag. During the sampling operation for the motion
of a UE, the paging area allocated by the paging area allocating unit 202 to the sampled UEs includes only the basic
paging area currently visited by the sampled UEs in order to obtain data of continuous motion of the sampled UEs
between basic paging areas.
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[0033] If the history record shows that the UEs located in the currently visited basic paging area will most probably
move inside the currently visited basic paging area subsequently, the paging area allocated by the paging area allocating
unit 202 to the UE may include fewer basic paging areas, for example, include only the basic paging area currently
visited by the UE. Further, the paging area allocated to the UE may include the basic paging area which will be most
probably visited by the UEs located in the basic paging area currently visited by the UE among the basic paging areas
adjacent to the currently visited basic paging area.
[0034] The units in the foregoing apparatus may be set as or applied in the MME of the EPS, and the working mode
of such units in the MME is the same as the working mode in the foregoing apparatus.
[0035] To help those skilled in the art better understand the present invention, the following gives several embodiments
of the present invention. In the following embodiments, the network environment is an EPS, "TA" is the basic paging
area mentioned above, and "TA list" is the paging area allocated to the UE.
[0036] FIG. 3 shows an application scenario of a first embodiment of present invention. In this embodiment, TA1, TA2,
and TA4 are adjacent to each other; TA1, TA2, and TA3 are adjacent to each other; and TA3 is adjacent to TA5.
[0037] As shown in FIG. 4, the method in the first embodiment includes the following steps:

Step S401: The MME receives a Tracking Area Update (TAU) Request message that carries a Last TAI and a
Current TAI. The Last TAI (also known as Last Visited TAI) is an ID of the last TA visited by the UE before the UE
enters the current TA; and the Current TAI is an ID of the TA currently visited by the UE.
Step S402: The MME locates the record in Table 1 by using the Last TAI in the TAU Request message as a source
TA and using the Current TAI as a target TA. If no record is found, the MME creates the record. If the record is found
successfully, the MME modifies the count field in the record. As a way of modifying the count field, the MME may
add 1 to the counter, or perform a weighting operation according to the property of the user of the UE, target TA,
and time segment, namely, add a weighted value to the existing count. For example, for a TAU initiated by a VIP
user, the count increases by 1.2; for a TAU initiated by an ordinary user, the count increases by 1; for a TAU initiated
in rush hours, the count increases by 1.2; for a TAU initiated in ordinary time segments, the count increases by 1.

[0038] As shown in Table 1, a record includes these fields: Source TA, Target TA, Count, Is target TA in current
preferred TA List, Count after a scale factor is applied, Percent, Percent order, and Recent motion frequency. Each
record uses the source TA plus the target TA as an index. "Count" measures how many times a UE or UEs move from
the source TA to the target TA within the current statistic period. "Is target TA in current preferred TA list" indicates
whether the TA list allocated to the UE includes the target TA when the MME allocates the TA list to the UE in the source
TA after analyzing the data in the history record. In practice, the MME may analyze the latest data in the history record
at intervals such as 10 minutes, and update the TA included in the TA list for a source TA. "Count after a scale factor is
applied" will be interpreted below. "Percent" is a ratio of a first count to a second count, where the first count is a result
of multiplying a scale factor by each record in a set of records with the same source TA value in Table 1, and the second
count is a total count of multiplying the scale factor by all records in the set of records. "Recent motion frequency" refers
to the number of motions of the UE from the source TA to the target TA within a recent period, and is measured in

Table 1

Source 
TA

Target 
TA

Count Is target TA in 
current 
preferred TA 
list?

Count after a 
scale factor 
(0.6) is 
applied

Percent Pe 
rcent 
order

Recent motion 
frequency (number of 
times per second, last 
10 minutes)

TA1 TA1 500 Yes 500 51. 0% 1 7.9

TA1 TA2 50 No 30 3.1 % 4 2.0

TA1 TA3 300 Yes 300 30. 6% 2 5.3

TA1 TA4 150 Yes 150 15. 3% 3 2.5

TA3 TA1 700 Yes 700 35 % 1 8.3

TA3 TA2 200 Yes 200 10 % 4 3.0

TA3 TA3 650 Yes 650 32. 5% 2 5.1

TA3 TA5 450 Yes 450 22. 5% 3 3.5
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number of times per second. The statistic period of "Recent motion frequency" is not necessarily equal to, but may be
shorter than, the statistic period of the number of motions from the source TA to the target TA.
[0039] Table 1 is only an example. In practice, the content of the table depends on the actual needs. For example,
"Count" does not necessarily coexist with "Count after a scale factor is applied".
[0040] The MME calculates and refreshes the percent of motions from a source TA to each target TA in real time or
periodically, and ranks the motions according to the percent. The percent in the statistics reflects the probability of the
UE moving from a source TA to each target TA. The MME may also calculate the frequency of moving from the source
TA to the target TA recently (such as in the last 10 minutes).
[0041] Taking the first four records in Table 1 as an example, the MME receives and counts 1000 TAU Request
messages in which the Last TAI is the ID of TA1. In such TAU Request messages, there are 500 TAU Request messages
in which the target TA is still TA1, ranking number 1; there are 300 TAU Request messages in which the target TA is
TA3, ranking number 2; there are 150 TAU Request messages in which the target TA is TA4, ranking number 3; and
there are 50 TAU Request messages in which the target TA is TA2, ranking number 4.
[0042] Nevertheless, the four records do not mean that the adjacent TAs of TA1 are TA2, TA3 and TA4 only. TA1
may have other adjacent TAs, but no motion of the UE from TA1 to the adjacent TA has been statisticized for reasons
such as communication lines, and the MME keeps no record of motion from TA1 to the adjacent TAs.
[0043] It should be noted that the TA currently visited by the UE is necessarily included in the allocated TA list. In this
way, when the MME ranks the records in percentage, the MME does not necessarily calculate or rank the percents for
the records whose target TA is the source TA, but calculates and ranks the records in percentage, where target TA in
the record is not the source TA.
[0044] Step S403 occurs after step S402: After receiving a new Attach Request message or TAU Request message
from a UE, the MME finds a TA to which the UE will most probably move from the TA identified by the Current TAI carried
in the message, adds the found TA into the TA list, and allocates the TA list to the UE that sends the message. It should
be noted that at the time of allocating a TA list to the UE, the Current TAI corresponds to the source TA in Table 1 so
that it is practicable to determine the TA or TAs to which the UE will most probably move.
[0045] Supposing that the Current TAI carried in the Attach Request or TAU Request is the ID of TA1, according to
the percent order in Table 1, the MME determines the order of probabilities of being the next TA to be visited by the UE
in TA1, and the order from high probability to low probability is: TA1 -> TA3 -> TA4 -> TA2.
[0046] The following two parameters may be configured on the MME:

(a) upper threshold of the number of TAs in a TA list For example, it is stipulated that a TA list can include three
TAs at most. If the Current TAI carried in the Attach Request or TAU Request is the ID of TA1, according to the
records in Table 1 and the threshold, the MME determines that the TA list allocated to the UE includes TA1, TA3,
and TA4.
(b) threshold of the sum of probabilities of the UEs moving from the current TA to all TAs in the TA list

[0047] For example, the set threshold is 80%. If the Current TAI carried in the Attach Request or TAU Request is the
ID of TA1, according to the records in Table 1 and the threshold, the MME determines that the sum of the probabilities
of moving from TA1 to TA1, TA3, and TA4 is 81.6%, which is greater than 80%. Therefore, the TA list allocated to the
UE includes TA1 and TA3.
[0048] When the MME allocates a TA list to the UE, (a) and/or (b) above serves as constraint conditions of the allocation.
[0049] The values of parameters (a) and (b) above are determined according to the actual needs. Specifically, the
values of such parameters depend on the user type, TA, time segment, and property or feature of a single user. Here
are several examples of setting the parameters:

For the UE that involves few calls and short messages, the maximum number of TAs allowed in a TA list may be a
large value, and the primary purpose is to control the amount of location update signaling;
for the UE that moves along a road, the maximum number of TAs allowed in a TA list may be a large value, and the
primary purpose is to control the amount of location update signaling;
in rush hours, the maximum number of TAs allowed in a TA list may be a large value, and the primary purpose is
to control the amount of location update signaling; and
for the UE that moves at a high speed, the maximum number of TAs allowed in a TA list may be a large value, and
the primary purpose is to control the amount of location update signaling. The MME may judge the motion speed
of the UE according to the frequency of the UE sending ordinary TAU Request messages (namely, not the TAU
Request messages sent periodically) continuously in a unit of time. For example, the UE sends an ordinary TAU
Request message 4 times per hour, which is greater than the threshold 3 times per hour; but the maximum number
of TAs allowed in a TA list for this UE is 6, and therefore, the MME increases the maximum number of TAs allowed
in the TA list allocated to the UE, namely, modifies the threshold to 7.



EP 2 739 101 B1

8

5

10

15

20

25

30

35

40

45

50

55

[0050] It should be noted that: If the Current TAI carried in the Attach Request or TAU Request is the ID of TA1 and
the MME determines that the UE will most probably move from TA1 to TA3 and TA4, the MME always lets the TA list
include TA3 and TA4 when the UE initiates the TAU by using TA1 as the current TA. No TAU is initiated (except periodical
TAU) when the UE moves between TAs in the TA list. Therefore, the number of sent TAU Request messages will be
relatively small when the UE moves from TA1 to TA3 and TA4 subsequently. In this way, the percent of the UE moving
to the less probable TA (such as TA2) will rise relatively. After a while, it is possible that the percent of motion from TA1
to TA2 ranks higher, and the MME determines that the UE will more probably move from TA1 to TA2 than TA4. The
percent of motion to TA4 ranks third previously. When the UE initiates TAU by using TA1 as the current TA, the MME
may add TA2 into the TA list. In fact, the number of TAU Request messages between TA3 and TA4 will decrease. That
is, the number of TAU Request messages between all adjacent TAs in the TA list will decrease. In other words, the
percent order of the frequency of moving from a TA to other TAs may be unstable.
[0051] For such problems, two corrective solutions are put forward herein:

(u) A "recent motion frequency" field is introduced in Table 1. The "recent motion frequency" refers to frequency of
moving from one TA to another in a recent period. A threshold of the recent motion frequency may be set. The MME
adds the target TA corresponding to the recent motion frequency into the current preferred TA list only if a recent
motion frequency reaches or exceeds the threshold. For example, it is assumed that the threshold is 3 times per
second and the Current TAI carried in the Attach Request or TAU Request is the ID of TA1. When the MME allocates
the TA list to the UE, because the UE in TA1 moves to TA1 and TA3 at a frequency of more than 3 times per second
in the recent period, but the UE moves to TA2 and TA4 at a frequency of less than 3 times per second in the recent
period, the MME adds TA1 and TA3 into the TA list, but does not add TA2 or TA4 into the TA list. Further, if a recent
motion frequency is less than the threshold, the MME may ignore the record of the recent motion frequency in
calculating or ranking the percent.
After a target TA is added into the preferred TA list of a source TA, the record of motion from the source TA to the
target TA is no longer restricted by the motion frequency threshold. That is, when the MME finds that the recent
motion frequency of moving from the source TA to the target TA is less than the threshold, the MME does not exclude
the target TA from the preferred TA list, but still applies the target TA in calculating and ranking the percent, and
the target TA may be ranked last and excluded from the preferred TA list of the source TA. In this case, the record
of motion from the source TA to the target TA is restricted by the recent motion frequency again.
The statistic period of the recent motion frequency may be short, and may be different from the refresh period of
other data in the record.
(v) At the time of ranking the percents, for the records whose target TA is outside the current preferred TA list
corresponding to the source TA, the value of the "count" field may be multiplied by a scale factor p, and then the
percent is calculated and ranked together with other records. The scale factor p may be obtained in this way: In the
same comparable statistic period, after a target TA is added into a TA list, the MME calculates the ratio of the
"number of TAU Request messages from the source TA corresponding to the TA list to the target TA" to the number
counted before the target TA is added into the TA list, and the ratio is the scale factor p. The scale factor p may be
configured empirically, and adjusted and optimized on an ongoing basis. In Table 1, the scale factor p is 0.6 fixedly.
Nevertheless, the scale factor p may be generated dynamically according to the statistic result on the MME. The
scale factor p may be a globally uniform value, or a value that varies with region, time segment, source TA, and
target TA.

[0052] Nevertheless, if the count corresponding to the target TA not added into the TA list is not multiplied by the scale
factor p, the count corresponding to the target TA added into the TA list may be divided by the scale factor p.
[0053] Besides, solution (u) and solution (v) may be applied simultaneously or separately.
[0054] According to the protocol, if an idle UE does not move out of the current paging area within a specific time
segment and a location update procedure is triggered, the UE needs to initiate a special location update procedure,
namely, periodical location update procedure, to notify the current location of the UE to the network and keep synchro-
nization between the UE and the network. In an EPS, the periodical location update procedure is a periodical TAU
procedure. If the MME finds that the UE in a source TA moves to the source TA at a higher percent according to the
TAU Request messages sent by the UE, it indicates that the users in the source TA primarily stay static or move within
the source TA, for example, within a residential area or office premises. In this way, the MME may allocate a TA list that
includes fewer TAs to the UE in such a TA in order to save overhead. Such statistic characteristics may vary with time.
For example, the statistic characteristics of a TA in rush hours are different from those in ordinary time segments.
[0055] In the prior art, the Last TAI is defined as the TA visited by the UE before the UE enters the current TA, and
always different from the current TA. Therefore, the MME is unable to know whether the UE stays on the current TA in
a long time according to the periodical route update message. In order to optimize the allocation of the TA list when the
UE is static, the embodiments of the present invention put forward a method for setting Last TAI. For example, when
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the UE confirms that the UE has stayed in a TA for a period longer than a threshold, the UE sets the Last TAI to the ID
of the current TA when initiating periodical route update. Specifically, the Last TAI may be set in the following way:

The UE sets the stored Last TAI value to the ID of the TA currently visited by the UE at the time of getting attached;
The UE updates the Last TAI to the ID of the current TA when the UE moves from the current TA to another TA;
The UE sets the stored Last TAI value to the ID of the current TA whenever the UE performs the periodical TAU;
or the UE sets the Last TAI to the ID of the current TA only if the UE does not move from the current TA to another
TA within N continuous times of periodical TAU, where the value of N may be configured on the UE or delivered
from the network.

[0056] In the TAU Request message sent in the TAU procedure, the UE always sets the Last TAI in the message to
the Last TAI value currently stored by the UE.
[0057] When the probability of multiple UEs in a TA moving to the TA reaches or exceeds a preset threshold, the MME
determines that the UE generally keeps static within this TA (for example, the TA covers office premises). Therefore,
the MME may decrease the TAs included in the TA list appropriately when allocating a TA list to the UE in this TA.
[0058] To further optimize the process of generating the TA list, the MME may perform forward search in the history
record of the motion trace of the UE. Specifically, in the history record, if the subsequent motion trace of the UE in the
current TA passes through multiple continuous adjacent TAs, the paging area allocated to the UE includes the multiple
continuous adjacent TAs corresponding to the motion trace. For example, according to the four records in Table 1, the
MME determines that no UE has moved from TA1 to TA5 directly so far because TA1 is not adjacent to TA5 or because
the probability of the UE moving from TA1 to TA5 directly is very low for certain reasons although they are adjacent to
each other. It is assumed that, according to filtering conditions, the MME decides to add TA3 into the TA list whose
current TA is TA1, but according to the last four records in Table 1, the MME determines that the UE in TA3 will more
probably move to TA5, and therefore, the MME also adds TA5 into the TA list. In this way, if the MME moves from TA1
to TA3, and then moves from TA3 to TA5, the MME will initiate no TAU, thus saving the signaling. Here, TA1, TA3 and
TA5 are called "three continuous adjacent TAs".
[0059] Supposing that the UE is currently located in TA1, the approximate probability of the UE moving from TA1 to
TA2, TA3...TAN-1, and finally to TAN is: 

[0060] In the formula above, PM#N is a ratio of the count of motions from TAM to TAN in Table 1 to the total count of
motions from TAM to all adjacent TAs.
[0061] The depth of the forward search performed by the MME is generally 1-5. Specifically, the depth can be configured
according to the type of user, TA, time segment, and motion speed of the UE. Generally, a greater depth of forward
search may be applied to the UE that moves quickly. For example, the current ordinary TAU frequency counted for a
UE is 4 times per hour, which exceeds the frequency threshold 3 times per hour; and the forward search depth set for
the UE is 3. Therefore, the MME may increase the forward search depth of the UE by 1, and to 4.
[0062] In the forward search process, the search depth is limited to the maximum number of TAs included in the TA
list allocated to the UE. Meanwhile, for every step of search on the path of forward search, adding a new adjacent TA
into the TA list is controlled by a minimum value of the sum of probabilities of moving from the current TA to an adjacent
TA in every step of search, where the adjacent TA is a TA adjacent to the current TA in the newly accessed TA list. That
is, the minimum value of the sum of probabilities is applicable to every step of search. The sum of probabilities may vary
with the search depth. For example, in a forward search from TA1 currently visited by the UE, in the first step of search,
the adjacent TAs whose motion probability is not less than 80% are added into the TA list. Supposing that TA3 and TA4
are added into the TA list, the next step of search is performed for one of the motion traces (such as TA3), and the
adjacent TAs whose motion probability is not less than 70% are added into the TA list.
[0063] The MME may perform forward search for multiple possible subsequent motion traces of the UE according to
the information in the history record. For example, in the foregoing search process, search may be performed along two
paths: TA1 -> TA3, and TA1 -> TA4.
[0064] In certain circumstances, several TAs may form a loop. On this loop, the MME may return to the start point
after performing forward search for several times. Therefore, the MME should check whether such circumstances occur
on a path in the forward search, and terminate the forward search on the path once they occur.
[0065] In this embodiment, step S401 and step S402 deal with the method of maintaining the history record of the
motion trace of the UE according to the information in the TAU Request message; step S403 deals with the method of
allocating a TA list to the UE currently located in a TA according to the maintained history record. In fact, step S401,
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step S402, and step S403 are not totally separated from each other. In practice, when the MME receives a TAU Request
message in step S401 and step S402, a TA list needs to be allocated to the UE according to the maintained history
record; when the MME allocates a TA list to a UE in step S403, the MME also maintains and updates the history record
of the motion trace of the UE according to the Last TAI and Current TAI in the TAU Request message. Step S401 and
S402 are one aspect of the procedure, and step S403 is the other aspect of the same procedure. In this embodiment,
the three steps are described separately in order to make the description concise.
[0066] It should be noted that the MME may maintain the history record in the same way. Specifically, the MME uses
a certain proportion of the UEs as samples randomly. For each sampled UE, the MME always puts only the TA currently
visited by the sampled UE into the corresponding TA list in the sampling process. More specifically, in the sampling
process, the MME puts only the TA currently visited by a sampled UE into the TA list allocated to the sampled UE
whenever the MME allocates a TA list to the sampled UE. All the sampled UEs initiate a TAU procedure whenever they
move out of the current TA. The MME may record the continuous trace of motion of the sampled UEs between the TAs.
For example, when a UE enters TA1, the MME determines the UE as a sampled UE randomly, and the TA list allocated
to the sampled UE includes only TA1. After the sampled UE moves from TA1 to TA2, the sampled UE sends a TAU
Request message that carries a Last TAI and a Current TAI, where the Last TAI is the ID of TA1, and the Current TAI
is the ID of TA2. The MME determines that the sampled UE has moved from TA1 to TA2 according to the TAU Request
message reported by the UE.
[0067] In practice, the MME may maintain different motion trace history record tables for different time segments. For
example, the MME maintain a history record for each of these time segments: 7:00-9:00 a.m. (punch-in rush hours),
9:00-15:00 (usual time), and 17:00-19:00 (punch-out rush hours); or the MME maintains a history record for each of
these days: Monday to Friday (working days), and Saturday and Sunday (weekends); or the MME combines such history
records when allocating a TA list to the UE, namely, allocates a TA list to the UE according to the combined history record.
[0068] As mentioned above, the MME may report the statistic information to a central node, and the central node
analyzes the data and delivers the preferred TA list of each current TA to the MME in different scenarios (such as different
time segments and different user types). The central node may obtain statistic information from multiple MMEs, analyze
them together, and delivers the analysis result to each MME. The analysis method employed the central node is the
same as the analysis method employed the MME in this embodiment. In the embodiments to be described below, the
central node may also be used to put data together, analyze the data, and deliver the analysis result, which will not be
repeated any further.
[0069] The following describes the second embodiment.
[0070] FIG. 5 shows the application scenario of the second embodiment. Supposing that the lines in the illustration
indicate roads, the line from TA2 to TA3 is one branch of the road, and the line from TA2 to TA4 is the other branch. As
shown in FIG. 5, if the vehicles from TA3 or TA4 to TA2 need to move further, the vehicles can only travel along the
road to TA1 (supposing that the traffic rule does not allow a vehicle to swerve to TA4 at the intersection after the vehicle
travels from TA3 to TA2, and does not allow a vehicle to swerve to TA3 at the intersection after the vehicle travels from
TA4 to TA2). If a vehicle that travels from TA1 to TA2 needs to run further, the vehicle may enter TA3 or TA4. If the
method in the first embodiment is applied, the statistic result shows that the UE moves from TA2 to these TAs most
frequently: TA1, TA3, and TA4. Therefore, when the TA currently visited by the UE is TA2, the MME puts TA1, TA2,
TA3, and TA4 into the TA list allocated to the UE. In fact, if the UE moves from TA3 into TA2, because it is probable
that the UE will enter TA1 and it is scarcely possible that the UE will swerve to TA4 or turn back to TA3, futile paging
overhead will occur if TA3 or TA4 is still included in the TA list in such circumstances.
[0071] As revealed in FIG. 5, the UE moving from which TA into the current TA is a factor for deciding the target TA
to which the UE will most likely enter. Considering such a factor, this embodiment puts forward the following two solutions:

(x) When the UE sends a TAU Request message, the TAU Request message carries a Last TAI and a Last2 TAI.
The Last2 TAI is the ID of the TA visited by the UE before the UE enters the TA corresponding to the Last TAI,
namely, the Last2 TAI indicates the TA from which the UE enters the TA corresponding to the Last TAI.
(y) The MME uses a certain proportion of the UEs as samples randomly. For each sampled UE, the MME always
puts only the TA currently visited by the sampled UE into the corresponding TA list in the sampling process. More
specifically, in the sampling process, the MME puts only the TA currently visited by a sampled UE into the TA list
allocated to the sampled UE whenever the MME allocates a TA list to the sampled UE. All the sampled UEs initiate
a TAU procedure whenever they move out of the current TA. The MME may record the continuous trace of motion
of the sampled UEs between the TAs. For example, when a sampled UE enters TA1, the TA list allocated by the
MME to the sampled UE includes only TA1. After the sampled UE moves from TA1 to TA2, the sampled UE sends
a TAU Request message that carries a Last TAI and a Current TAI, where the Last TAI is the ID of TA1, and the
Current TAI is the ID of TA2. The TA list reallocated by the MME to the sampled UE includes only TA2. After the
sampled UE moves from TA2 to TA3, the sampled UE sends a TAU Request message that carries a Last TAI and
a Current TAI again, where the Last TAI is the ID of TA2, and the Current TAI is the ID of TA3. According to the
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motion trace of the UE between the TAs, the MME determines that the sampled UE has moved to TA3 after the
sampled UE moves from TAI to TA2.

[0072] Solution (1) brings the same effect as solution (2) above.
[0073] The second embodiment is based on solution (x), and solution (y) will be detailed in the fifth embodiment later.
[0074] As shown in FIG. 6, the method in the second embodiment includes the following steps:

Step S601: The MME receives a TAU Request message. The TAU Request message carries Last TAI, Last2 TAI,
and Current TAI. The meanings of Last TAI, Last2 TAI, and Current TAI have been described above.
Step S602: The MME locates the record in Table 1 by using the Last2 TAI in the TAU Request message as a source
TA, using the Last TAI as an intermediate TA, and using the Current TAI as a target TA. If no record is found, the
MME creates the record. If the record is found successfully, the MME modifies the count field in the record. As a
way of modifying the count field, the MME may add 1 to the counter, or perform a weighting operation according to
the property of the user of the UE, target TA, and time segment, namely, add a weighted value to the existing count.

[0075] The MME calculates and refreshes the percent of motions from the same source TA and intermediate TA to
each target TA in real time or periodically, and ranks the motions according to the percent.
[0076] Taking the first four records in Table 2 as an example, the MME receives and counts 1000 TAU Request
messages, in which the Last2 TAI is the ID of TA1 and the Last TAI is the ID of TA2. In such messages, there are 10
TAU Request messages in which the target TA is still TA1; there are 40 TAU Request messages in which the target TA
is TA2; the TAU Request messages using TA3 as the target TA are more than the TAU Request messages using TA4
as the target TA. That is, among the UEs that moves from TA1 to TA2, a majority of them enter TA3, and a minority of
them enter TA4.
[0077] The fifth record and the sixth record in Table 2 are statistics of 1500 TAU Request messages in which the Last2
TAI is the ID of TA3, and the Last TAI is the ID of TA2.
[0078] The last two records in Table 2 are statistics of 1000 TAU Request messages, in which the Last2 TAI is the ID
of TA2 and the Last TAI is the ID of TA3. It should be noted that after the UE moves from TA2 to TA3, the counted
frequency of the UEs moving to TA3 is relatively high. One possible reason is that: A rest area exists in TA3, and the

Table 2

Source 
TA

Intermediate 
TA

Target 
TA

Count Is target 
TA in 
current 
preferred 
TA list?

Count 
after a 
scale 
factor 
(0.6) is 
applied

Percent Percent 
order

Recent 
motion 
frequency 
(number of 
times per 
second, last 
10 minutes)

TA1 TA2 TA1 10 No 6 NA *1 NA 0.5

TA1 TA2 TA2 40 NA NA NA *2 NA 2.1

TA1 TA2 TA3 850 Yes 850 93.4 % 1 10

TA1 TA2 TA4 100 No 60 6.6 % 2 5.7

TA3 TA2 TA2 100 NA NA NA *2 NA 2.5

TA3 TA2 TA1 1400 Yes 140 0 100 % 1 15.4

TA2 TA3 TA3 300 NA NA NA *2 NA 6.4

TA2 TA3 TA5 700 Yes 700 100 % 1 12.5

*1: In this record, because the recent motion frequency is lower than the threshold, it is excluded from the factors for
calculating and ranking the percents in this embodiment.
*2: In this embodiment, the records whose target TA is the current TA are not involved in calculating or ranking the
percents.
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vehicle that carries UE stays in the rest area for a long time, and multiple periodical TAU procedures occur in TA3.
[0079] Table 2 is only an example. In practice, the content of the table depends on the actual needs. For example,
"Count" does not necessarily coexist with "Count after a scale factor is applied".
[0080] Step S603 occurs after step S602: After receiving a new Attach Request message or TAU Request message
from a UE, the MME allocates the TA list corresponding to the Current TAI and the Last TAI to the UE that sends the
message according to the Current TAI and Last TAI carried in the message and the maintained record. It should be
noted that at the time of allocating a TA list to the UE, the Current TAI corresponds to the intermediate TA in Table 2
and the Last TAI corresponds to the source TA in Table 2 so that it is practicable to determine the TA or TAs to which
the UE will most probably move.
[0081] Supposing that the Last TAI carried in the Attach Request message or TAU Request message is the ID of TA1
and the Current TAI carried in the message is the ID of TA2, according to the records in Table 2, the MME determines
the order of probabilities of being the next TA to be visited by the UE after the UE moves from TA1 to TA2, and the order
from high probability to low probability is: TA3 -> TA4. The records corresponding to TA1 and TA2 are not involved in
the ranking of probabilities. TA1 is not involved in the ranking because it does not fulfill the stipulated recent motion
frequency threshold; TA2 is not involved in the ranking because it must be included in the TA list. The operation method
in this embodiment does not allow such records to participate in the calculation of ranking.
[0082] Like the first embodiment, the following three parameters may be configured on the MME:

(a) upper threshold of the number of TAs in a TA list
(b) threshold of the sum of probabilities of the UEs moving from the current TA to all TAs in the TA list
(c) threshold of recent motion frequency

[0083] When the MME allocates a TA list to the UE, (a), or (b), or (c) above or any combination thereof serves as
constraint conditions of the allocation.
[0084] Solution (u) and solution (v) in the first embodiment above are also applicable to the second embodiment.
[0085] For the fourth record in Table 2, if TA4 is not included in the current preferred TA list allocated to the UEs which
move from TA1 to TA2, the statistics show that there are 100 occasions of the UEs moving to TA4 among the UEs which
have moved from TA1 to TA2, but the 100 occasions are multiplied by a scale factor 0.6 to obtain only 60 occasions.
The 60 occasions and the 850 occasions counted in the third record are incorporated in the calculation and ranking of
the percents.
[0086] In the second embodiment, "Is target TA in current preferred TA list" indicates whether the TA list allocated to
the UE includes the target TA when the MME allocates the TA list to the UE which moves from a specific source to
another specific intermediate TA after the data in the history record is analyzed. In practice, the MME may analyze the
latest data in the history record at intervals such as 10 minutes, and update the TA included in the TA list for a source
TA and a specific intermediate TA.
[0087] According to Table 2, among the UEs which have moved from TA1 to TA2, the MME calculates the weighted
probabilities of the UEs moving to the target TA, and the order from high probability to low probability is TA3(93.4%) ->
TA4 (6.6%). If the configured threshold is 90%, the MME may add only TA3 and TA2 into the TA list; if the configured
threshold is 95%, the MME adds TA3, TA4, and TA2 into the TA list.
[0088] In order to optimize the allocation of the TA list to the static UEs, a method for setting Last TAI and Last2 TAI
is put forward. The setting method enables the MME to determine the relative static state of the UE. The TA list allocated
to a relatively static UE may include fewer TAs. Specifically, the Last TAI and Last2 TAI may be set in the following way:

When getting attached, the UE sets the stored Last TAI value and Last2 TAI value to the ID of the TA currently
visited by the UE;
When moving from the current TA to another TA, the UE updates the stored Last2 TAI value to the stored Last TAI
value, and then updates the stored Last TAI value to the ID of the current TA newly visited by the UE;
While M procedures of TAU occur continuously at intervals, if the TA currently visited by the UE keeps unchanged,
the UE sets the Last2 TAI value to the Last TAI value; while N procedures of TAU occur continuously at intervals,
if the TA currently visited by the UE keeps unchanged, the UE sets the Last TAI value to the Current TAI value,
where M and N may be configured on the UE or delivered by the network. The M counter and the N counter are
cleared to 0 only when the current TA of the UE changes; when the M counter and the N counter are both greater
than or equal to the set value, the Last TAI and Last2 TAI needs to be updated. As regards whether the Last TAI is
updated first or the Last2 TAI is updated first, it depends on the policy on the UE. For example, while Max(M,N)
procedures of TAU occur continuously at intervals, if the TA currently visited by the UE keeps unchanged, the Last2
TAI value, the Last TAI value and the Current TAI value carried in the TAU Request message are the same, namely,
they are the ID of the TA currently visited by the UE.
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[0089] According to the statistics, if the MME finds that the UE which has moved from a source TA to an intermediate
TA will more probably move to the intermediate TA than other TAs, and, if the probability reaches or exceeds a threshold,
the MME determines that the UEs in the intermediate TA generally keep static or move inside the intermediate TA.
Therefore, the MME can reduce the TAs included in the TA list to save the paging overhead. It should be noted that:
After the UE in the intermediate TA keeps static for a period, the source TA may the intermediate TA.
[0090] The forward search described in the first embodiment above is also applicable to the second embodiment. For
example, supposing that a UE is currently located in TA2, the MME determines that the UE will probably move to TA3
after the UE moves from TA1 to TA2 according to Table 2, and therefore, the MME adds TA3 into the TA list. Through
forward search in Table 2, the MME determines that the UE will more probably move to TA5 after the UE moves from
TA2 to TA3, and therefore, the MME adds TA5 into the TA list. For the UE that moves quickly, a greater depth of forward
search may be applied.
[0091] It should be noted that the MME may maintain the history record in the same way. Specifically, the MME uses
a certain proportion of the UEs as samples randomly. For each sampled UE, the MME always puts only the TA currently
visited by the sampled UE into the corresponding TA list in the sampling process. More specifically, in the sampling
process, the MME puts only the TA currently visited by a sampled UE into the TA list allocated to the sampled UE
whenever the MME allocates a TA list to the sampled UE. All the sampled UEs initiate a TAU procedure whenever they
move out of the current TA. The MME may record the continuous trace of motion of the sampled UEs between the TAs.
For example, when a UE enters TA1, the MME determines the UE as a sampled UE randomly, and the TA list allocated
to the sampled UE includes only TA1. After the sampled UE moves from TA1 to TA2, the sampled UE sends a TAU
Request message that carries a Last TAI and a Current TAI, where the Last TAI is the ID of TA1, and the Current TAI
is the ID of TA2. The TA list reallocated by the MME to the sampled UE includes only TA2. After the sampled UE moves
from TA2 to TA3, the sampled UE sends a TAU Request message that carries a Last TAI and a Current TAI again,
where the Last TAI is the ID of TA2, and the Current TAI is the ID of TA3. According to the continuous motion trace of
the UE between the TAs, the MME determines that the sampled UE has moved to TA3 after the sampled UE moves
from TA1 to TA2.
[0092] The first embodiment and the second embodiment describe how the MME determines the times that the UE
moves between TAs according to all TAU Request messages, and analyze an incidental phenomenon: After several
TAs are added into the TA list corresponding to a specific TA, the TAU procedures between two adjacent TAs in such
TAs decrease. Such a phenomenon exerts only a slight impact on the ranking stability of few target TAs to which the
UE will less probably move from the specific TA. Moreover, the impact may be overcome through method (u) and method
(v) described in the first embodiment and the second embodiment, without affecting the practicability of the method for
collecting statistics in the first embodiment and the second embodiment. Another method for collecting statistics is put
forward herein: The MME counts the times that the UE moves between TAs through sampling. With enough samples,
this method for collecting statistics reflects the probability of the UE moving between adjacent TAs accurately, without
generating the incidental phenomenon mentioned in the first embodiment and the second embodiment.
[0093] Therefore, a third embodiment is described below. In the third embodiment, the MME allocates a TA list inclusive
of only one TA to the sampled UE selected randomly, and obtains the number of motions of the sampled UEs between
two adjacent TAs. As shown in FIG. 7, the method in this embodiment includes the following steps:

Step S701: The MME receives an Attach Request message or TAU Request message. The Attach Request message
or TAU Request message carries a Current TAI. The TAU Request message further carries a Last TAI.
Step S702: If a TAU procedure is initiated by the UE, the MME judges whether a sampling flag is set in the context
of the UE. If a sampling flag is set in the UE context, the MME determines that the UE context stored on the MME
already stores the TA1 corresponding to the TA visited by the UE in the previous attaching or TAU procedure of the
UE. This TAI is called a Previous TAI. The Last TAI carried in the TAU Request message sent by the sampled UE
is the same as the Previous TAI in the context stored in the MME. That is, the MME can determine the TA visited
by the UE before the UE enters the current TA according to the Last TAI in the TAU Request message, and save
the information about the TA visited by the UE before the UE enters the current TA in the previous attaching or TAU
procedure. For more details, see step S704. The MME locates the record in Table 3 by using the Last TAI (or
Previous TAI) as a source TA and using the Current TAI as a target TA. If no record is found, the MME creates the
record. If the record is found successfully, the MME modifies the count field in the record. As a way of modifying
the count field, the MME may add 1 to the counter, or perform a weighting operation according to the property of
the user of the UE, target TA, and time segment, namely, add a weighted value to the existing count.
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[0094] Table 3 is only an example. In practice, the content of the table depends on the actual needs. For example,
"Count" does not necessarily coexist with "Count after a scale factor is applied".
[0095] The MME calculates and refreshes the percent of motions from a source TA to each target TA in real time or
periodically, ranks the motions according to the percent, and calculates the recent motion frequency.
[0096] In this embodiment, the MME needs only to track two consecutive TAU procedures of the sampled UE, and
obtain the information about the motion of the UE from the previous TA (identified by Previous TAI) to the current TA
(identified by Current TAI). Therefore, the MME clears the sampling flag in the UE context after processing the TAU
Request message of the sampled UE in the way above.
[0097] Step S703 occurs after step S702: When processing all received Attach Request messages or TAU Request
messages, the MME selects a certain proportion (such as 5%) of UEs as sampled UEs randomly. A sampling flag is
affixed into the context of each sampled UE on the MME.
[0098] When the MME allocates the TA list, the MME needs to consider only the percent of motions of the UE from a
current TA to each target TA. Therefore, for different current TA, the percent of the UE being selected as a sampled UE
is not necessarily the same in the Attach procedure or TAU procedure. For example, in a TA with dense population, the
percent of the UE being selected as a sampled UE in an attaching procedure or TAU procedure initiated in the TA may
be low, for example, 2%; in a TA with sparse population, the percent may be higher, for example, 15%; when the MME
is just started and few history records of the motion trace of the UE have been collected, the sampling percent may be
high; after the MME runs for a period and the history record includes enough data, the sampling percent may be low,
for the purpose of updating the history data. In different time segments, the percent may differ. For example, in rush
hours or time segments characterized by crowds of traveling people or frequent TAU procedures, the percent may be low.
[0099] Step S704: For the sampled UEs, the MME may record the Current TAI carried in the Attach Request or TAU
Request into the Previous TAI of the UE context, and add only the Current TAI into the TA list when allocating the TA
list to the sampled UE. The MME may allocate the TA list to the sampled UE by sending an Attach Accept message or
TAU Accept message.
[0100] For the UE not sampled, according to the Current TAI carried in the Attach Request or TAU Request, the MME
searches Table 3 to select the target TAs to which the UE will probably move from the current TA, adds the selected
target TAs and the current TA of the UE into the TA list, and allocates the TA list to the UE.
[0101] The selection conditions and the selection method in the first embodiment are applicable to the third embodiment
except the scale factor. When the sampling-based method for collecting statistics is applied, the TA list allocated to the
sampled UE always includes only the TA currently visited by the sampled UE, and only the TAU initiated by the sampled
UE exerts impact on the data in Table 3. Therefore, the data in Table 3 keeps stable no matter which TAs are included
in the TA list allocated to the UE. Therefore, the scale factor in the first embodiment is not required here.
[0102] In the third embodiment, the MME tracks only the motion trace of the sampled UE in a TAU period, and obtains
the statistic information about the sampled UE moving from the previous TA to the next TA. In practice, the MME may
keep tracking a sampled UE for several TAU periods continuously. In such periods, the TA list allocated by the MME to
the sampled UE includes only the TA currently visited by the sampled UE. In this way, the MME obtains continuous
trace of the sampled UE moving between the TAs, and obtains more precise statistic information.
[0103] For that purpose, a fourth embodiment is put forward. In the fourth embodiment, the MME keeps tracking the
sampled UE for two TAU periods continuously, and obtains continuous motion trace of the sampled UE between three
TAs. Specifically, the MME may add two fields "Previous TAI" and "Previous2 TAI" into the context. The values of the

Table 3

Source TA Target TA Count Percent Percent order Recent motion frequency (number of times 
per second, last 10 minutes)

TA1 TA1 500 50% 1 10

TA1 TA2 50 5.0% 4 1.1

TA1 TA3 300 30.0% 2 5.7

TA1 TA4 150 15.0% 3 3.5

TA3 TA1 700 35% 1 8.3

TA3 TA2 200 10% 4 3.0

TA3 TA3 650 32.5% 2 5.1

TA3 TA5 450 22.5% 3 3.5
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two fields are initialized to invalid values. As shown in FIG. 8, the method in the fourth embodiment includes the following
steps:

Step S801: The MME receives an Attach Request message or TAU Request message. The Attach Request message
or TAU Request message carries a Current TAI. The TAU Request message further carries a Last TAI.
Step S802: If a TAU procedure is initiated by the UE, the MME judges whether a sampling flag is set in the context
of the UE. If a sampling flag is set in the UE context, and the Previous2 TAI and the Previous TAI in the context are
set to valid TAI values, the MME locates the corresponding record in Table 4 by using the Previous2 TAI as a source
TA, using the Previous TAI as an intermediate TA (the value of the intermediate TA may also be obtained from the
Last TAI in the TAU Request message), and using the Current TAI in the Attach Request message or TAU Request
message as a target TA. If no record is found, the MME creates the record; if the record is found successfully, the
MME modifies the count field in the record. As a way of modifying the count field, the MME may add 1 to the counter,
or perform a weighting operation according to the property of the user of the UE, target TA, and time segment,
namely, add a weighted value to the existing count.

[0104] Table 4 is only an example. In practice, the content of the table depends on the actual needs. For example,
"Count" does not necessarily coexist with "Count after a scale factor is applied".
[0105] The MME calculates and refreshes the percent of motions to each target TA in real time or periodically after
the UE moves from a source TA to an intermediate TA, ranks the motions according to the percent, and calculates the
recent motion frequency.
[0106] If the Previou2 TAI of the UE is valid, namely, if a complete continuous tracking procedure (two TAU periods)
is finished for the UE, the MME clears the sampling flag in the UE context, and sets the Previous TAI and the Previous2
TAI to an invalid value. If the Previou2 TAI of the UE is invalid, the MME sets the Previous2 TAI to the value of Previous
TAI, and then sets the Previous TAI to the value of the Current TAI carried in the TAU Request message.
[0107] Step S803 occurs after step S802: When processing all received Attach Request messages or TAU Request
messages, if the UE is not set as a sampled UE, the MME selects a certain proportion (such as 5%) of UEs as sampled
UEs randomly. A sampling flag is affixed into the context of each sampled UE on the MME.
[0108] For the UEs located in different current TAs, the selected proportion of the UEs may vary.
[0109] Step S804: For the sampled UEs, including the sampled UEs which have not undergone a complete continuous
tracking procedure, the MME may record the Current TAI carried in the Attach Request or TAU Request into the Previous
TAI of the UE context, and add only the Current TAI into the TA list when allocating a TA list to the sampled UE. The
MME may allocate the TA list to the sampled UE by sending an Attach Accept message or TAU Accept message.

Table 4

Source 
TA

Intermediate TA Target 
TA

Count Percent Percent 
order

Recent motion frequency 
(number of times per second, 
last 10 minutes)

TA1 TA2 TA1 10 NA*1 NA 0.5

TA1 TA2 TA2 40 NA*2 NA 2.1

TA1 TA2 TA3 850 93.4% 1 10

TA1 TA2 TA4 100 6.6% 2 5.7

TA3 TA2 TA2 100 NA*2 NA 2.5

TA3 TA2 TA1 140 0 100% 1 15.4

TA2 TA3 TA3 300 NA*2 NA 6.4

TA2 TA3 TA5 700 100% 1 12.5

*1: In this record, because the recent motion frequency is lower than the threshold, it is excluded from the factors for
calculating and ranking the percents in this embodiment.
*2: In this embodiment, the records whose target TA is the current TA are not involved in calculating or ranking the
percents.
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[0110] For the UE not sampled, the MME searches Table 4 to select the target TAs to which the UE will probably
move after the UE moves from the source TA to the intermediate TA, where the source TA is the TA identified by the
Last TAI carried in the Attach Request or TAU Request (for the Attach Request message, the Current TAI may be a
Last TAI concurrently), and the intermediate TA is the TA identified by the Current TAI; and then the MME adds the
selected target TAs and the current TA of the UE into the TA list, and allocates the TA list to the UE.
[0111] In the fourth embodiment, the MME tracks the motion of the UE between the TAs by using only the Current
TAI carried in the Attach Request message or TAU Request message. Therefore, after a UE is selected as a sampled
UE, the MME needs to track the UE for two more continuous TAU periods to obtain the motion trace of the UE from the
source TA to the intermediate TA and to the target TA. In fact, the TAU Request message carries a Last TAI in addition
to the Current TAI. If the Last TAI is considered additionally, the MME can track the UE for only one TAU period after
the UE is selected as a sampled UE, thus accomplishing the effect of the fourth embodiment.
[0112] For that purpose, a fifth embodiment is put forward. Specifically, the MME still adds two fields "Previous TAI"
and "Previous2 TAI" into the context of the UE. The values of the two fields are initialized to invalid values. As shown in
FIG. 9, the method in the fifth embodiment includes the following steps:

Step S901: The MME receives an Attach Request message or TAU Request message. The Attach Request message
or TAU Request message carries a Current TAI. The TAU Request message further carries a Last TAI.
Step S902: If a TAU procedure is initiated by the UE, the MME judges whether a sampling flag is set in the context
of the UE. If so, the Previous2 TAI (including the Previous TAI) in the context should be a valid TAI. The MME locates
the corresponding record in Table 4 by using the Previous2 TAI as a source TA, using the Previous TAI as an
intermediate TA, and using the Current TAI in the TAU Request message as a target TA. If no record is found, the
MME creates the record. If the record is found successfully, the MME modifies the count field in the record. As a
way of modifying the count field, the MME may add 1 to the counter, or perform a weighting operation according to
the property of the user of the UE, target TA, and time segment, namely, add a weighted value to the existing count.

[0113] The MME calculates and refreshes the percent of motions to each target TA in real time or periodically after
the UE moves from a source TA to an intermediate TA, ranks the motions according to the percent, and calculates the
recent motion frequency.
[0114] Now, a complete continuous tracking procedure (1 TAU period) is finished for the sampled UE, and the MME
clears the sampling flag in the context of the UE.
[0115] Step S903 occurs after step S902: When processing all received TAU Request messages, the MME selects
a certain proportion (such as 5%) of UEs as sampled UEs randomly. A sampling flag is affixed into the context of each
sampled UE on the MME.
[0116] Step S904: For the sampled UEs, the MME may record the Current TAI carried in the TAU Request message
into the Previous TAI of the context of the UEs, record the Last TAI carried in the TAU Request message into the
Previous2 TAI of the context, and add only the current TA into the TA list when allocating the TA list to the sampled UE.
The MME may allocate the TA list to the sampled UE by sending an Attach Accept message or TAU Accept message.
[0117] For the UEs which send an Attach Request message and the UEs not sampled, the MME searches Table 4 to
select the target TAs to which the UE will probably move after the UE moves from the source TA to the intermediate
TA, where the source TA is the TA identified by the Last TAI carried in the Attach Request or TAU Request (for the
Attach Request, the Current TAI may be a Last TAI concurrently), and the intermediate TA is the TA identified by the
Current TAI; and then the MME adds the selected target TAs and the current TA of the UE into the TA list, and allocates
the TA list to the UE.
[0118] It should be noted that the embodiments of the present invention are not only applicable to the EPS, but also
applicable to other network environments. When the embodiments of the present invention are applied to a Circuit
Switched (CS) domain environment of the communication system, the MME in the foregoing embodiments is equivalent
to a Mobile Switching Center (MSC) in the CS domain, and the basic paging area is a Location Area (LA) in the WCDMA
system. When the embodiments of the present invention are applied to a GPRS/UMTS system, the MME in the foregoing
embodiments is equivalent to a Serving GPRS Supporting Node (SGSN) in the GPRS/UMTS, and the basic paging area
is a Routing Area (RA) in the Packet Switched (PS) domain of the WCDMA system. When the embodiments of the
present invention are applied to a World Interoperability for Microwave Access (WiMax) system, the MME in the foregoing
embodiments is equivalent to an Access Serving Node Gateway (ASN-GW) in the WiMax system, and the basic paging
area is a paging area in the WiMax system.

Item 1. A method for allocating paging areas, comprising:

determining a basic paging area currently visited by a User Equipment (UE); and
allocating a paging area to the UE according to a history record of motion trace of UEs located in the basic
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paging area currently visited by the UE.

Item 2. The method for allocating paging areas according to item 1, further comprising:

determining a history record of continuous motion trace of the UEs, from at least one basic paging area visited
by the UEs before the UEs enter the basic paging area currently visited by the UE to at least one basic paging
area visited by the UEs subsequently;
the allocating of paging areas to the UE according to the history record comprises: allocating a paging area to
the UE according to the history record of continuous motion trace of the UEs, from at least one basic paging
area visited by the UE before the UE enters the current basic paging area to the basic paging area currently
visited by the UE and to at least one basic paging area visited by the UE subsequently.

Item 3. The method for allocating paging areas according to item 1, wherein the determining of the basic paging
area currently visited by the UE comprises:

receiving an identifier (ID) of the basic paging area currently visited by the UE from the UE or a Radio Access
Network (RAN), and determining the basic paging area currently visited by the UE according to the ID.

Item 4. The method for allocating paging areas according to item 2, wherein:

the determining of the basic paging area currently visited by the UE and determining at least one basic paging
area visited by the UEs before the UEs enter the currently visited basic paging area comprises:

obtaining the ID of the currently visited basic paging area and the ID of at least one basic paging area
previously visited by the UEs, wherein the IDs are reported by the UE; and determining the basic paging
area currently visited by the UE and determining at least one basic paging area visited by the UEs before
the UEs enter the currently visited basic paging area according to the IDs.

Item 5. The method for allocating paging areas according to item 2 or item 4, wherein:

if the ID of the at least one basic paging area previously visited by the UEs is the ID of one basic paging area,
the ID of one basic paging area is the ID of a first basic paging area last visited by the UEs before the UEs
move to the currently visited basic paging area.

Item 6. The method for allocating paging areas according to item 2 or item 4, wherein:

if the number of the ID of the at least one basic paging area previously visited by the UEs is two, one ID of the
basic paging areas is the ID of a first basic paging area last visited by the UEs before the UEs move to the
currently visited basic paging area, and the other ID of the basic paging areas is the ID of a second basic paging
area last visited by the UE before the UE moves to the first basic paging area.

Item 7. The method for allocating paging areas according to item 1 or item 2, wherein:

the history record comprises information indicating times of the UEs in the currently visited basic paging area
move to other basic paging areas in each unit of time within a specific period.

Item 8. The method for allocating paging areas according to item 1 or item 2, wherein:

the history record comprises: actual number of motions of the UEs from the basic paging area currently visited
by the UE to the basic paging areas adjacent to the currently visited basic paging area, or a result obtained
after a scale factor is applied to the actual number of motions.

Item 9. The method for allocating paging areas according to item 8, wherein:

if the scale factor is less than 1, the actual number of motions corresponding to adjacent basic paging areas
inside the paging area allocated to the UEs located in the currently visited basic paging area is divided by the
scale factor, or the actual number of motions corresponding to the adjacent basic paging areas outside the
paging area allocated to the UEs located in the currently visited basic paging area is multiplied by the scale factor.
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Item 10. The method for allocating paging areas according to item 1 or item 2, wherein:

the motion trace of the UEs in the history record is the motion trace of the UEs on which a sampling flag is set;
and the paging area allocated to a sampled UE comprises only the basic paging area currently visited by the
sampled UE.

Item 11. The method for allocating paging areas according to item 1 or item 2, wherein:

the history record is a combination of multiple history records, each being maintained in a different time segment.

Item 12. The method for allocating paging areas according to item 4, wherein:

if the UE is static or moves only in the currently visited basic paging area, the ID of the at least one basic paging
area visited previously is the ID of the currently visited basic paging area.

Item 13. The method for allocating paging areas according to item 1 or item 2, wherein:

if the history record shows that the UEs located in the currently visited basic paging area will most probably
move inside the currently visited basic paging area subsequently, the paging area allocated to the UE comprises
only the basic paging area currently visited by the UE, or the paging area allocated to the UE comprises the
basic paging area currently visited by the UE and a basic paging area which will be most probably visited by
the UEs located in the basic paging area currently visited by the UE among the basic paging areas adjacent to
the currently visited basic paging area; the number of basic paging areas incorporated in the paging area
allocated to the UE located in the currently visited basic paging area is less than the number of basic paging
areas incorporated in the paging area allocated to the UE located in a different basic paging area; and a
probability for a UE in another basic paging area to move out of the other basic paging area is higher than a
probability for a UE in the currently visited basic paging area to move out of the currently visited basic paging area.

Item 14. The method for allocating paging areas according to item 1 or item 2, wherein:

the number of basic paging areas incorporated in the paging area allocated to the UE depends on at least one
of these factors: time segment, user type, user property, property of the basic paging area, and motion speed
of the UE.

Item 15. The method for allocating paging areas according to item 1 or item 2, wherein:

the paging area allocated to the UE comprises multiple continuous adjacent basic paging areas; the multiple
continuous adjacent basic paging areas are a result of prediction performed according to the history record on
trace of motion of the UE between the multiple continuous adjacent basic paging areas.

Item 16. The method for allocating paging areas according to item 15, wherein:

in the history record, the UE located in a basic paging area on the motion trace will more probably move to a
next adjacent basic paging area on the motion trace than move to other basic paging areas.

Item 17. The method for allocating paging areas according to item 15, wherein:

in the history record, after the UE moves from a previous adjacent basic paging area to a basic paging area on
the motion trace, the UE will more probably move from this basic paging area to a next adjacent basic paging
area on the motion trace than move to other basic paging areas.

Item 18. The method for allocating paging areas according to item 15, wherein:

the number of multiple continuous basic paging areas on a motion trace depends on at least one of these factors:
user type, property of basic paging area, time segment, and motion speed of the UE.

Item 19. The method for allocating paging areas according to item 1 or item 2, wherein:
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the allocating of the paging area to the UE is: allocating the paging area to the UE according to preset parameters.

Item 20. The method for allocating paging areas according to item 19, wherein:

the preset parameters are:

an upper threshold of the number of basic paging areas in a paging area; and/or
a threshold of a sum of probabilities of the UEs moving from the currently visited basic paging area to all
adjacent basic paging areas in the paging area.

Item 21. The method for allocating paging areas according to item 1 or item 2, wherein:

a recent motion frequency corresponding to each specific paging area incorporated in the paging area allocated
to a UE reaches or exceeds a preset threshold of the recent motion frequency; the recent motion frequency
corresponding to a specific basic paging area refers to how many times a UE moves from a currently visited
basic paging area to the specific basic paging area in a recent period, or refers to how many times a UE, which
has moved from a previous basic paging area to the currently visited basic paging area, moves to the specific
basic paging area in the recent period.

Item 22. The method for allocating paging areas according to item 1 or item 2, wherein:

if the method for allocating paging areas is applied to an Evolved Packet System (EPS), the steps of the method
for allocating paging areas are performed by a Mobility Management Entity (MME), the basic paging area is a
Tracking Area (TA), and the step of allocating the paging area to the UE comprises: allocating a TA list to the UE.

Item 23. The method for allocating paging areas according to item 22, wherein:

the history record is generated and maintained by the MME, or by a network entity independent of the MME.

Item 24. An apparatus for allocating paging areas, comprising:

a determining unit, adapted to determine a basic paging area currently visited by a User Equipment (UE); and
a paging area allocating unit, adapted to allocate a paging area to this UE according to a history record of motion
trace of UEs located in the basic paging area determined by the determining unit.

Item 25. The apparatus for allocating paging areas according to item 24, wherein:

the determining unit is further adapted to determine at least one basic paging area visited by the UEs before
the UEs enter the basic paging area currently visited by the UE; and
the paging area allocating unit allocates the paging area to the UE according to a history record of continuous
motion trace of the UEs located in the basic paging area currently visited by the UE, wherein the motion trace
of the UEs is a trace of the UEs moving from at least one basic paging area previously visited by the UEs to
the basic paging area currently visited by the UE and to at least one basic paging area subsequently visited by
the UEs.Persons of ordinary skill in the art should understand that all or part of the steps of the method under
the present invention may be implemented by a program instructing relevant hardware. The program may be
stored in a computer readable storage medium. When the program runs, the steps of the method specified in
any of the embodiments above can be performed. The storage medium may be a magnetic disk, CD-ROM,
Read-Only Memory (ROM), or Random Access Memory (RAM).

[0119] Although the invention is described through some exemplary embodiments, the invention is not limited to such
embodiments. It is apparent that those skilled in the art can make + modifications and variations to the invention without
departing from the scope of the invention. The invention is intended to cover the modifications and variations provided
that they fall in the scope of protection defined by the following claims or their equivalents.

Claims

1. A method for allocating a tracking area, TA, list in an Evolved Packet System, EPS, comprising:
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determining (S101) a TA currently visited by a user equipment, UE; and
allocating (S102) a TA list to the UE according to preset parameters and a history record of motion trace of UEs
located in the TA currently visited by the UE;
wherein the TA list comprises multiple continuous adjacent TAs of the motion trace to which the UE more
probably moves than to other TAs based on the history record,
wherein the preset parameters are at least one of:

an upper threshold of the number of the multiple continuous adjacent TAs in the TA list and a threshold of
a sum of probabilities of the UEs moving from the TA currently visited by the UE to all adjacent TAs in the
TA list.

2. The method according to claim 1, further comprising:

determining a history record of continuous motion trace of the UEs, from at least one TA visited by the UEs
before the UEs enter the TA currently visited by the UE to at least one TA visited by the UEs subsequently;
the allocating of the TA list to the UE according to the history record comprises: allocating a TA list to the UE
according to the history record of continuous motion trace of the UEs located in the TA currently visited by the
UE, wherein the motion trace of the UEs is a trace of the UEs moving from at least one TA previously visited
by the UEs to the TA currently visited by the UE and to at least one TA subsequently visited by the UE.

3. The method according to claim 1 or claim 2, wherein:

the TA list allocated to the UE comprises the TA currently visited by the UE and a TA which will be most probably
visited by the UEs located in the TA currently visited by the UE among TAs adjacent to the currently visited TA.

4. The method according to claim 1 or claim 2, wherein:

the number of the multiple continuous adjacent TAs in the TA list allocated to the UE depends on at least one
of these factors: time segment, user type, property of the TA currently visited by the UE, and motion speed of
the UE.

5. The method according to claim 1 or 2, wherein:

the number of multiple continuous TAs of a motion trace depends on at least one of these factors: user type,
property of the TA currently visited by the UE, time segment, and motion speed of the UE.

6. The method according to claim 1 or claim 2, wherein:

a recent motion frequency corresponding to each specific TA incorporated in the TA list allocated to a UE
reaches or exceeds a preset threshold of the recent motion frequency, and the recent motion frequency refers
to how many times a UE moves from a currently visited TA to the specific TA in a recent period, or refers to
how many times a UE, which has moved from a previous TA to the currently visited TA, moves to the specific
TA in the recent period.

7. An apparatus for a tracking area, TA, list in an Evolved Packet System, EPS, comprising:

a determining unit (201), configured to determine a TA currently visited by a user equipment ,UE; and
a paging area allocating unit (202), configured to allocate a TA list to the UE according to preset parameters
and a history record of motion trace of UEs located in the TA currently visited by the UE;
wherein the TA list comprises multiple continuous adjacent TAs of the motion trace to which the UE more
probably moves than to other TAs based on the history record,
wherein the preset parameters are at least one of:

an upper threshold of the number of the multiple continuous adjacent TAs in the TA list and a threshold of
a sum of probabilities of the UEs moving from the TA currently visited by the UE to all adjacent TAs in the
TA list.

8. The apparatus according to claim 7, wherein:
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the determining unit is further adapted to determine at least one TA visited by the UEs before the UEs enter
the TA currently visited by the UE; and
the paging area allocating unit is configured to allocate a TA list to the UE according to the history record of
continuous motion trace of the UEs located in the TA currently visited by the UE, wherein the motion trace of
the UEs is a trace of the UEs moving from at least one TA previously visited by the UEs to the TA currently
visited by the UE and to at least one TA subsequently visited by the UE.

9. The apparatus according to claim 7 or 8, wherein:

the TA list allocated to the UE comprises the TA currently visited by the UE and a TA which will be most probably
visited by the UEs located in the TA currently visited by the UE among TAs adjacent to the currently visited TA.

10. The apparatus according to claim 7 or 8, wherein:

the number of the multiple continuous adjacent TAs in the TA list allocated to the UE depends on at least one
of these factors: time segment, user type, property of the TA currently visited by the UE, and motion speed of
the UE.

11. The apparatus according to claim 7 or 8, wherein:

the number of multiple continuous TAs of a motion trace depends on at least one of these factors: user type,
property of the TA currently visited by the UE, time segment, and motion speed of the UE.

12. The apparatus according to claim 7 or 8, wherein:

a recent motion frequency corresponding to each specific TA incorporated in the TA list allocated to a UE
reaches or exceeds a preset threshold of the recent motion frequency, and the recent motion frequency refers
to how many times a UE moves from a currently visited TA to the specific TA in a recent period, or refers to
how many times a UE, which has moved from a previous TA to the currently visited TA, moves to the specific
TA in the recent period.

Patentansprüche

1. Verfahren zum Zuweisen einer Liste von Verfolgungsbereichen (Tracking Area, TA) in einem weiterentwickelten
Paketdatensystem (Evolved Packet System, EPS), das Folgendes aufweist:

Bestimmen (S101) eines Verfolgungsbereichs, TA, der derzeit von einer Benutzereinrichtung (User Equipment,
UE) besucht wird; und
Zuweisen (S102) einer TA-Liste zu der UE basierend auf voreingestellten Parametern und anhand eines His-
toriendatensatzes zur Verfolgung der Bewegungen von UEs in dem TA, der von der UE derzeit besucht wird;
wobei die TA-Liste eine Mehrzahl zusammenhängender, benachbarter TAs zur Verfolgung der Bewegungen
aufweist, zu denen die UE sich wahrscheinlicher bewegt als zu anderen TAs, basierend auf dem Historienda-
tensatz;
wobei die voreingestellten Parameter aus mindestens einem der Folgenden bestehen:

einem oberen Grenzwert der Anzahl der Mehrzahl zusammenhängender, benachbarter TAs auf der TA-
Liste und einem Grenzwert einer Summe von Wahrscheinlichkeiten, mit denen sich die UEs aus dem derzeit
durch die UE besuchten TA in alle benachbarten TAs auf der TA-Liste bewegen.

2. Verfahren nach Anspruch 1, das ferner Folgendes aufweist:

Bestimmen eines Historiendatensatzes zur kontinuierlichen Verfolgung der Bewegungen von UEs aus mindes-
tens einem TA, der von den UEs besucht wurde, bevor die UEs in den derzeit von der UE besuchten TA
eintreten, bis in mindestens einen anschließend von den UEs besuchten TA;
wobei das Zuweisen einer TA-Liste zu der UE anhand des Historiendatensatzes Folgendes aufweist: Zuweisen
einer TA-Liste zu der UE anhand des Historiendatensatzes zur kontinuierlichen Verfolgung der Bewegungen
von UEs in dem derzeit von der UE besuchten TA, wobei die Verfolgung der Bewegungen der UEs eine Ver-
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folgung der UEs ist, die sich aus mindestens einem zuvor von den UEs besuchten TA in den derzeit von der
UE besuchten TA und in mindestens einen anschließend von der UE besuchten TA bewegen.

3. Verfahren nach Anspruch 1 oder Anspruch 2, wobei:

die TA-Liste, die der UE zugewiesen wird, den TA, der derzeit von der UE besucht wird, und einen TA aufweist,
der am wahrscheinlichsten durch die UEs in dem TA besucht wird, der derzeit durch die UE besucht wird, unter
TAs, die dem derzeit besuchten TA benachbart sind.

4. Verfahren nach Anspruch 1 oder 2, wobei:

die Anzahl der Mehrzahl zusammenhängender, benachbarter TAs in der TA-Liste, die der UE zugewiesen wird,
von mindestens einem der folgenden Faktoren abhängig ist: Zeitabschnitt, Benutzertyp, Eigenschaft des derzeit
durch die UE besuchten TA und Bewegungsgeschwindigkeit der UE.

5. Verfahren nach Anspruch 1 oder 2, wobei:

die Anzahl der Mehrzahl zusammenhängender TAs einer Verfolgung der Bewegung von mindestens einem
der folgenden Faktoren abhängig ist: Benutzertyp, Eigenschaft des derzeit durch die UE besuchten TA, Zeit-
abschnitt und Bewegungsgeschwindigkeit der UE.

6. Verfahren nach Anspruch 1 oder Anspruch 2, wobei:

eine Bewegungsfrequenz in der letzten Zeit, die jedem spezifischen TA entspricht und in die einer UE zuge-
wiesene TA-Liste eingeflossen ist, einen voreingestellten Grenzwert für die Bewegungsfrequenz in der letzten
Zeit erreicht oder übersteigt und die Bewegungsfrequenz in der letzten Zeit bezieht sich darauf, wie oft eine UE
sich in der letzten Zeit von einem derzeit besuchten TA in den spezifischen TA bewegt hat, oder bezieht sich
darauf, wie oft eine UE, die sich aus einem vorherigen TA in den derzeit besuchten TA bewegt hat, sich in der
letzten Zeit in den spezifischen TA bewegt hat.

7. Vorrichtung für eine Liste von Verfolgungsbereichen (Tracking Area, TA) in einem weiterentwickelten Paketdaten-
system (Evolved Packet System, EPS), die Folgendes aufweist:

eine Bestimmungseinheit (201), die dafür geeignet ist, einen derzeit von einer Benutzereinrichtung, UE, be-
suchten TA zu bestimmen; und
eine Rufzonen-Zuweisungseinheit (202), die dafür geeignet ist, der UE eine TA-Liste zuzuweisen, basierend
auf voreingestellten Parametern und anhand eines Historiendatensatzes zur Verfolgung der Bewegungen von
UEs in dem derzeit durch die UE besuchten TA;
wobei die TA-Liste eine Mehrzahl zusammenhängender, benachbarter TAs der Verfolgung der Bewegungen
aufweist, zu denen sich die UE wahrscheinlicher bewegt als zu anderen TAs, basierend auf dem Historienda-
tensatz,
wobei die voreingestellten Parameter aus mindestens einem der Folgenden bestehen:

einem oberen Grenzwert der Anzahl der Mehrzahl zusammenhängender, benachbarter TAs auf der TA-
Liste und einem Grenzwert einer Summe von Wahrscheinlichkeiten, mit denen sich die UEs aus dem derzeit
besuchten TA in alle benachbarten TAs auf der TA-Liste bewegen.

8. Vorrichtung nach Anspruch 7, wobei:

die Bestimmungseinheit ferner dafür geeignet ist, mindestens einen TA zu bestimmen, der von den UEs besucht
wurde, bevor die UEs in den derzeit von der UE besuchten TA eintreten; und
die Rufzonen-Zuweisungseinheit dafür geeignet ist, eine TA-Liste der UE anhand des Historiendatensatzes zur
kontinuierlichen Verfolgung der Bewegungen der UEs in dem derzeit von der UE besuchten TA zuzuweisen,
wobei die Verfolgung der Bewegungen der UEs eine Verfolgung der UEs ist, die sich aus mindestens einem
zuvor von den UEs besuchten TA in den derzeit von der UE besuchten TA und in mindestens einen anschließend
von den UEs besuchten TA bewegen.

9. Vorrichtung nach Anspruch 7 oder 8, wobei:
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die TA-Liste, die der UE zugewiesen wird, den TA, der derzeit von der UE besucht wird, und einen TA aufweist,
der am wahrscheinlichsten durch die UEs besucht wird, der sich in dem TA, der derzeit durch die UE besucht
wird, unter TAs befindet, die dem derzeit besuchten TA benachbart sind.

10. Vorrichtung nach Anspruch 7 oder 8, wobei:

die Anzahl der Mehrzahl zusammenhängender, benachbarter TAs in der TA-Liste, die der UE zugewiesen wird,
von mindestens einem der folgenden Faktoren abhängig ist: Zeitabschnitt, Benutzertyp, Eigenschaft des derzeit
durch die UE besuchten TA und Bewegungsgeschwindigkeit der UE.

11. Vorrichtung nach Anspruch 7 oder 8, wobei:

die Anzahl der Mehrzahl zusammenhängender TAs einer Verfolgung der Bewegung von mindestens einem
der folgenden Faktoren abhängig ist: Benutzertyp, Eigenschaft des derzeit durch die UE besuchten TA, Zeit-
abschnitt und Bewegungsgeschwindigkeit der UE.

12. Vorrichtung nach Anspruch 7 oder 8, wobei:

eine Bewegungsfrequenz in der letzten Zeit, die jedem spezifischen TA entspricht und in die einer UE zuge-
wiesene TA-Liste eingeflossen ist, einen voreingestellten Grenzwert für die Bewegungsfrequenz in der letzten
Zeit erreicht oder übersteigt und die Bewegungsfrequenz in der letzten Zeit sich darauf bezieht, wie oft eine UE
sich in der letzten Zeit von einem derzeit besuchten TA in den spezifischen TA bewegt hat, oder sich darauf
bezieht, wie oft eine UE, die sich aus einem vorherigen TA in den derzeit besuchten TA bewegt hat, sich in der
letzten Zeit in den spezifischen TA bewegt hat.

Revendications

1. Procédé destiné à allouer une liste de zones de poursuite, TA (Tracking Area), dans un Système à Paquets Evolué,
EPS (Evolved Packet System), comprenant :

la détermination (S101) d’une TA actuellement visitée par un équipement d’utilisateur, UE (User Equipment) ; et
l’allocation (S102) d’une liste de TA à l’UE selon des paramètres prédéfinis et un enregistrement d’historique
d’une trace de mouvement d’UE situés dans la TA actuellement visitée par l’UE ;
dans lequel la liste de TA comprend de multiples TA adjacentes continues de la trace de mouvement vers
laquelle l’UE se déplace plus probablement que vers d’autres TA sur la base de l’enregistrement d’historique,
dans lequel les paramètres prédéfinis sont au moins l’un des suivants :

un seuil supérieur du nombre des multiples TA adjacentes continues dans la liste de TA et un seuil d’une
somme de probabilités que les UE se déplacent de la TA actuellement visitée par l’UE vers toutes les TA
adjacentes dans la liste de TA.

2. Procédé selon la revendication 1, comprenant en outre :

la détermination d’un enregistrement d’historique d’une trace de mouvement continue des UE, d’au moins une
TA visitée par les UE avant que les UE pénètrent dans la TA actuellement visitée par l’UE vers au moins une
TA visitée ensuite par les UE ;
l’allocation de la liste de TA à l’UE selon l’enregistrement d’historique comprend :

l’allocation d’une liste de TA à l’UE selon l’enregistrement d’historique d’une trace de mouvement continue
des UE situés dans la TA actuellement visitée par l’UE, dans lequel la trace de mouvement des UE est
une trace des UE se déplaçant d’au moins une TA précédemment visitée par les UE vers la TA actuellement
visitée par l’UE et vers au moins une TA visitée ensuite par l’UE.

3. Procédé selon la revendication 1 ou la revendication 2, dans lequel :

la liste de TA allouées à l’UE comprend la TA actuellement visitée par l’UE et une TA qui sera le plus probablement
visitée par les UE situés dans la TA actuellement visitée par l’UE parmi des TA adjacentes à la TA actuellement
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visitée.

4. Procédé selon la revendication 1 ou la revendication 2, dans lequel :

le nombre des multiples TA adjacentes continues dans la liste de TA allouées à l’UE dépend d’au moins l’un
de ces facteurs : un segment temporel, un type d’utilisateur, une propriété de la TA actuellement visitée par
l’UE, et une vitesse de déplacement de l’UE.

5. Procédé selon la revendication 1 ou 2, dans lequel :

le nombre de multiples TA continues d’une trace de mouvement dépend d’au moins l’un de ces facteurs : un
type d’utilisateur, une propriété de la TA actuellement visitée par l’UE, un segment temporel, et une vitesse de
déplacement de l’UE.

6. Procédé selon la revendication 1 ou la revendication 2, dans lequel :

une fréquence de déplacement récente correspondant à chaque TA spécifique incorporée à la liste de TA
allouées à un UE atteint ou dépasse un seuil prédéfini de la fréquence de déplacement récente, et la fréquence
de déplacement récente représente le nombre de fois qu’un UE se déplace d’une TA actuellement visitée vers
la TA spécifique au cours d’une période de temps récente, ou représente le nombre de fois qu’un UE, qui s’est
déplacé d’une TA précédente vers la TA actuellement visitée, se déplace vers la TA spécifique au cours de la
période de temps récente.

7. Appareil destiné à une liste de zones de poursuite, TA, dans un Système à Paquets Evolué, EPS, comprenant :

une unité de détermination (201), configurée pour déterminer une TA actuellement visitée par un équipement
d’utilisateur ,UE ; et
une unité d’allocation de zone de recherche (202), configurée pour allouer une liste de TA à l’UE selon des
paramètres prédéfinis et un enregistrement d’historique d’une trace de mouvement d’UE situés dans la TA
actuellement visitée par l’UE ;
dans lequel la liste de TA comprend de multiples TA adjacentes continues de la trace de mouvement vers
laquelle l’UE se déplace plus probablement que vers d’autres TA sur la base de l’enregistrement d’historique,
dans lequel les paramètres prédéfinis sont au moins l’un des suivants :

un seuil supérieur du nombre des multiples TA adjacentes continues dans la liste de TA et un seuil d’une
somme de probabilités que les UE se déplacent de la TA actuellement visitée par l’UE vers toutes les TA
adjacentes dans la liste de TA.

8. Appareil selon la revendication 7, dans lequel :

l’unité de détermination est en outre apte à déterminer au moins une TA visitée par les UE avant que les UE
pénètrent dans la TA actuellement visitée par l’UE ; et
l’unité d’allocation de zone de recherche est configurée pour allouer une liste de TA à l’UE selon l’enregistrement
d’historique d’une trace de mouvement continue des UE situés dans la TA actuellement visitée par l’UE, dans
lequel la trace de mouvement des UE est une trace des UE se déplaçant d’au moins une TA précédemment
visitée par les UE vers la TA actuellement visitée par l’UE et vers au moins une TA visitée ensuite par l’UE.

9. Appareil selon la revendication 7 ou 8, dans lequel :

la liste de TA allouées à l’UE comprend la TA actuellement visitée par l’UE et une TA qui sera le plus probablement
visitée par les UE situés dans la TA actuellement visitée par l’UE parmi des TA adjacentes à la TA actuellement
visitée.

10. Appareil selon la revendication 7 ou 8, dans lequel :

le nombre des multiples TA adjacentes continues dans la liste de TA allouées à l’UE dépend d’au moins l’un
de ces facteurs : un segment temporel, un type d’utilisateur, une propriété de la TA actuellement visitée par
l’UE, et une vitesse de déplacement de l’UE.
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11. Appareil selon la revendication 7 ou 8, dans lequel :

le nombre de multiples TA continues d’une trace de mouvement dépend d’au moins l’un de ces facteurs : un
type d’utilisateur, une propriété de la TA actuellement visitée par l’UE, un segment temporel, et une vitesse de
déplacement de l’UE.

12. Appareil selon la revendication 7 ou 8, dans lequel :

une fréquence de déplacement récente correspondant à chaque TA spécifique incorporée à la liste de TA
allouées à un UE atteint ou dépasse un seuil prédéfini de la fréquence de déplacement récente, et la fréquence
de déplacement récente représente le nombre de fois qu’un UE se déplace d’une TA actuellement visitée vers
la TA spécifique au cours d’une période de temps récente, ou représente le nombre de fois qu’un UE, qui s’est
déplacé d’une TA précédente vers la TA actuellement visitée, se déplace vers la TA spécifique au cours de la
période de temps récente.
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