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Description 

The  present  invention  relates  to  a  polarizing  film  containing  an  anthraquinone  dye. Polyvinyl  alcohol  (PA)  based  films  having  iodine  or  a  dichroic  dye  fixed  thereto  are  well  known  as  po- larizing  films.  Such  conventional  polarizing  films  have  good  polarizing  performances  but  their  resistance to  heat  and  moisture  is  not  so  good.  In  order  to  solve  this  problem,  lamination  with  protective  films  such as  those  based  on  cellulose  acetate  has  been  proposed  and  polarizing  films  manufactured  by  this  method have  been  commercialized.  But  depending  on  the  field  of  use,  even  such  laminated  polarizing  films  some- times  suffer  from  moisture  attack. 
Polarizing  films  that  employ  non-PVA  hydrophobic  polymers  as  their  base  have  been  reviewed  and  it has  been  proposed  to  form  a  polyene  structure  by  removing  hydrogen  halides  from  vinyl  halide  based polymers  such  as  PVC  and  PVDC.  However,  for  several  reasons  such  as  low  heat  resistance  insuffi- cient  stability  to  light  and  oxygen,  and  very  small  latitude  in  the  choice  of  colors,  these  polarizinq  films have  not  yet  gained  much  popularity. 
JP-B-3944/74  and  JP-A-45153/79  show  polyamide  based  polarizing  films.  Polarizing  films  employing this  polyamide-dye  combination  have  higher  heat  and  moisture  resistance  and  mechanical  strength  than those  based  on  the  PVA-iodine  combination,  the  PVA-dichroic  dye  combination,  or  polyenes,  but  their polarizing  performance  is  poor  as  compared  with  the  last-mentioned  three  types  of  polarizing  films. Under  these  circumstances,  the  present  inventors  conducted  intensive  studies  in  order  to  develop  a novel  polarizing  film  that  not  only  has  high  polarizing  performance  but  also  possesses  good  use  charac- teristics  such  as  resistance  to  heat,  moisture  and  weather,  and  transparency.  As  a  result,  the  present inventors  found  that  this  object  can  be  attained  by  employing  an  organic  resin  polymer  as  a  film  base  and by  incorporating  in  this  polymer  a  dye  that  is  highly  soluble  in  it  and  which  has  high  dichroism. The  present  invention  has  been  accomplished  on  the  basis  of  this  finding. The  present  invention  provides  a  polarizing  film  that  comprises  a  film  base  having  incorporated  in  an oriented  state  a  dichroic  anthraquinone  dye  of  the  general  formula  (I)  : 
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( I )  

35 

wherein  R1  and  R2  each  represents  a  hydrogen  atom,  an  alkyl  group,  an  alkoxy  group,  an  aralkyloxy group,  an  aryl  group,  a  cyclohexyl  group,  a  4-alkylcyclohexyl  group,  a  carboxylic  acid  ester  group,  a 40  carboxylic  acid  amide  group,  a  halogen  atom,  or  R1  and  R2  take  together  represent 

o r  45 

;  X  is  an  oxygen  atom,  a  sulfur  atom  or  an  amino  group. The  structure  of  the  anthraquinone  compound  having  the  formula  (I)  is  hereunder  described  in  detail. The  alkyl  or  alkoxy  group  denoted  by  Ri  and  R2  which  may  be  the  same  or  different  typically  has  1  to  18 carbon  atoms,  with  the  range  of  1  to  9  carbon  atoms  being  preferred.  The  aralkyloxy  group  denoted  by  R1 
and  R2  is  preferably  a  benzyloxy  group,  which  may  be  substituted  by  an  alkyl  or  alkoxy  group  having  1  to 
18,  preferably  1  to  9,  carbon  atoms.  The  aryl  group  denoted  by  Ri  and  R2  is  preferably 

50 

55 
r \ * .  

60 
(wherein  R3  is  a  hydrogen  atom  or  the  same  alkyl  group  as  denoted  by  Ri;  R*  is  a  hydrogen  atom  or  the 
same  alkyl  or  alkoxy  group  as  denoted  by  Ri).  The  4-alkylcyclohexyl  group  denoted  by  Ri  and  R2  is  pref- 
erably  a  trans-4-alkylcyclohexyl  group  that  is  substituted  by  a  d-Cg  alkyl  group.  Examples  of  the  car- 
boxylic  acid  ester  group  denoted  by  R1  and  R2 

65 
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(R5  is  the  same  alkyl  group  as  denoted  by  FP).  Examples  of  the  carboxylic  acid  amide  qroup  denoted  bv  R1 and  R2  include  y 

15 

-CONH 

20 

-CONE 
25 

and  -CONHR5.  Examples  of  the  halogen  atom  denoted  by  R1  and  R2  include  F,  Cl  and  Br  atoms. 
Examples  of  the  organic  resin  that  is  used  as  the  film  base  in  the  present  invention  include:  polyes- 

ters,  polycarbonates,  polyether  sulfones,  polyimides,  polyamides,  vinyl  halide  polymers,  vinylidene  hali- 
de  polymers,  polyvinyl  alcohols,  ethylene-vinyl  acetate  copolymers,  celiulosics,  polyvinyl  butyrals  and 
liquid  crystalline  polymers. 

Illustrative  liquid  crystalline  polymers  are  copoiyesters  of  polyethylene  terephthalate-parahydroxy- benzoic  acid. 
Among  these  highly  heat-  and  moisture-resistant  polymers,  polyesters,  polyamides,  polyimides,  and 

copoiyesters  liquid  crystalline  polymers  of  polyethylene  terephthalateparahydroxybenzoic  acid  are  pref- 
erably  used. 

The  polarizing  film  of  the  present  invention  is  produced  by  incorporating  0.01  to  10  wt%,  preferably 
0.05  to  5  wt%,  of  the  anthraquinone  dye  in  the  film  bases  mentioned  above. 

Depending  on  the  need,  two  or  more  of  the  anthraquinone  compounds  specified  above  may  be  used  in 
admixture.  The  polarizing  film  of  the  present  invention  may  also  contain  other  dichroic  dyes,  non-dichroic 
dyes,  or  any  suitable  additives  such  as  UV  absorbers  and  antioxidants. 

The  polarizing  film  of  the  present  invention  is  typically  produced  by  the  following  procedure:  a  compo- sition  comprising  an  organic  resin  serving  as  the  film  base,  an  anthraquinone  compound  and  any  other 
necessary  component  is  melted  to  a  homogeneous  state  and  shaped  into  a  film  or  sheet  form;  then,  the 
film  or  sheet  is  stretched  uniaxially  by  a  stretch  ratio  of  from  3  to  12  times  at  a  temperature  of  from  20  to 
200°C  and  further  heat-treated  at  100  to  250°C  for  a  period  of  from  one  second  to  30  minutes  so  as  to 
make  a  film  with  a  thickness  typically  ranging  from  30  to  200  ym.  If  necessary,  the  drawing  operation  may be  conducted  in  two  directions,  for  example,  a  longitudinal  direction  and  a  traversal  direction  at  right  an- 
gles. 

The  liquid  crystalline  copolyester  of  polyethylene  terephthalate-parahyroxybenzoic  acid  is  a  polyes- 
ter  resin  that  is  formed  by  copolymerizing  a  polyethylene  terephthalate  component  (A)  and  a  parahy- 
droxybenzoic  acid  component  (B)  with  the  (A)  to  (B)  molar  ratio  being  adjusted  to  be  within  the  range  of 
40:60  to  5:95.  This  resin  forms  a  "thermotropic"  liquid  crystal  which,  in  a  molten  state,  exhibits  anisotro- 
py  which  observed  under  a  polarizing  microscope  employing  crossed  Nicol  prisms. 

In  order  to  make  a  polarizing  film  from  this  liquid  crystalline  polyester  resin,  it  is  first  blended  with  a  di- 
chroic  acid  and  the  mixture  is  melted  and  formed  into  a  film  through  a  die,  typically  rectangular  or  circular 
in  cross  section,  under  appropriate  shear  and  draft  conditions.  Higher  shear  rates  are  desirably  em- 
ployed.  Although  satisfactory  film  orientation  and  transparency  can  be  attained  under  the  commonly  em- 
ployed  film-forming  conditions  (shear  rate:  several  ten  to  several  hundred  sec  %  even  better  results 
are  attainable  by  forming  a  film  with  a  shear  rate  of  1  ,000  sec  1  or  above. 

In  order  to  provide  transparency,  the  thickness  of  the  film  to  be  produced  is  usually  set  at  a  value  of 
not  larger  than  100  urn. 

The  polarizing  film  thus  produced  may  be  immediately  used  in  the  form  of  a  film  or  sheet.  If  desired  and 
depending  on  the  specific  object  of  use,  the  polarizing  film  may  be  subjected  to  a  suitable  treatment  prior 
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to  use,  such  as  formation  of  a  protective  layer  by  lamination  with  a  suitable  polymer  such  as  a  triacetate, 
acrylic  or  urethane  polymer,  or  formation  of  a  transparent  film  of  an  electroconductive  material,  such  as 
an  indium-tin  oxide,  on  the  surface  of  the  polarizing  film  by  evaporation,  sputtering  or  coating. The  coefficient  of  dye  orientation  (Fdye)  of  the  anthraquinone  compound  which  is  to  be  used  as  a  dich- 

5  roic  dye  in  the  present  invention  can  be  calculated  by  the  following  equation. 
Fdye  =  (D-1)/(D+2)(1) 
where  D  is  the  dichroic  absorpt  ratio  of  the  dichroic  dye  containing  film  and  is  given  by  the  followinq  for- 
mula: 
D  =  log(lo/ln)/log(lo/li)  (2) 

10  wherein  lo  is  the  transmittance  of  an  undyed  film  prepared  by  the  same  drawing  and  treating  conditions;  li 
is  the  transmittance  of  this  film  for  the  case  where  the  plane  of  polarization  of  the  incident  ray  is  perpen- dicular  to  the  axis  of  drawing;  and  In  is  the  transmittance  of  the  film  for  the  case  where  the  plane  of  polar- 
ization  is  parallel  to  the  axis  of  drawing. 

Therefore,  the  value  of  Fdye  indicates  the  degree  of  orientation  of  the  dichroic  dye  and  the  larger 10  this  value,  the  higher  the  polarizing  performance  of  the  polarizing  film. 
The  following  examples  are  provided  for  the  purpose  of  further  illustrating  the  present  invention  but  it 

should  be  understood  that  various  modifications  of  these  examples  are  possible  to  the  extent  that  they will  not  depart  from  the  scope  and  spirit  of  the  invention.  In  the  examples,  parts  are  shown  based  on  a 
20  weight. 

EXAMPLE  1 

A  mixture  of  100  parts  of  a  polyethylene  terephthalate  oligomer  (-qinh:  0.10  dl/g),  288  parts  of  parahy- 
droxybenzoic  acid  and  0.13  part  of  stannous  acetate  was  stirred  at  220°C  for  1  hour  under  a  nitrogen stream.  After  the  mixture  was  cooled  to  140°C,  266  parts  of  acetic  anhydride  was  added,  followed  by 
stirring  for  an  additional  1  .5  hours. 

With  acetic  acid  being  distilled  off,  the  mixture  was  heated  to  275°C  and  0.23  part  of  zinc  acetate  dihy- drate  was  added.  Thereafter,  the  pressure  in  the  reactor  was  gradually  decreased  to  0.3  Torr  and  the 
mixture  was  stirred  for  6  hours  to  complete  the  polymerization. 

The  resulting  polymer  was  composed  of  a  polyethylene  terephthalate  and  a  parahydroxybenzoic  acid 
component  in  a  molar  ratio  of  20:80  and  displayed  anisotropy  in  a  molten  state  when  observed  under  a  po- larizing  microscope  equipped  with  a  heat  stage. 

This  liquid  crystalline  polyester  resin  was  shaped  into  a  film  with  a  30-mm  extruding  machine  through  a T-die  (die  width,  1  20  mm;  lip  clearance^O.2  mm).  The  other  film-forming  conditions  were  as  follows:  temper- as  ature,  275°C;  shear  rate,  2,900  sec  1;  and  draft  ratio,  15.  The  film  extrudate  was  cooled  by  passage 
through  a  cooling  water  tank  with  an  air  gap  of  40  mm. 

Using  a  Henschel  mixer,  1  kg  of  the  polyester  resin  was  blended  with  5  g  of  a  dye  having  the  structure 
noted  below: 

40 

45 

50  The  blend  was  shaped  by  passing  through  a  T-die  as  in  the  manner  described  above  to  make  a  red 
colored  polarizing  film  having  a  thickness  of  10  urn.  This  film  had  a  maximum  absorption  at  a  wavelength  of 
517  nm  and  its  Fdye  value  was  0.84. 

EXAMPLE  2 
55 

One  kilogram  of  a  polyethylene  terephthalate  resin  and  1  g  of  an  anthraquinone  dye  as  used  in  Example 
1  were  mixed  in  a  molten  state  at  280°C.  The  blend  was  shaped  into  a  film  having  a  brilliant  red  color.  This 
film  was  stretched  uniaxially  at  90°C  by  a  stretch  ratio  of  5  times  on  a  T.M.  Long's  stretcher  so  as  to 
make  a  red  polarizing  film  with  a  thickness  of  1  00  urn.  This  film  had  a  maximum  absorption  at  a  wavelength 

60  of  51  9  nm  and  its  Fdye  value  was  0.72. 

EXAMPLE  3 

A  polarizing  film  was  prepared  as  in  Example  1  except  that  the  anthraquinone  dye  of  the  following  for- 
65  mula  was  used: 



EP  0  253  144  B1 

C 4 H g ( t )  

10 

The  polarizing  film  produced  had  a  maximum  absorption  at  a  wavelength  of  516  nm  and  its  Fdye  value 15  was  0.69. 

EXAMPLE  4 

Additional  polarizing  films  were  prepared  as  in  Example  1  using  the  anthraquinone  dyes  indentified  in 20  Table  1,  which  also  lists  the  maximum  absorption  wavelengths  and  Fdye  values  of  the  produced  polarizing films. 
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T a b l e   1 

H. 

10 

15 

NO. - R  max  F d v e  
(nm)  20 

C a H 1 7 ( n )  .N 
25 /  

516  0 . 7 0  

30 

P C 4 H g ( n )  N 
f  35 

518  0 . 6 9  

40 

N 
/  45 

515  0 . 6 8  

50 

,N 
<  55 

521  0 . 7 0  

60 
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T a b l e   1  ( c o n t i n u e d )  

- R  5  N o .  Amax  F d y e  
(nmX 

10 
515  0 . 8 2  

15 

20 
517  0 . 8 6  

25 

COOC8H17  (n )  N 

■ <  30  7 518  0 . 7 3  

35 
\  

COOf  V - C 4 H 9 ( n )  N 

40  8 518  0 . 7 4  

45 

5 H l l ( n )  COO 
- < "  

516  0 . 7 6  50 
N" 
H 

) 0 - / T \ -  
55 

C O O ^   H  V-  C4H9  ( n )  
J  

1 0  516  0 . 7 5  
60 
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T a b l e   1  ( c o n t i n u e d )  

- R  No. Lmax  F d y e  
(nm)  

.CONHC?H15(n)  10 
/  

1 1  518  0 . 7 1  

15 

CONH C 4 H g ( n )  N 
20 /  

1 2  519  0 . 7 3  0  

25 

C O N H - f   V - 0 C 2 H 5  
/  30 

1 3  516  0 . 7 3  

35 

CONH C4H9  (n )  N 
/  

^  
40 1 4  516  0 . 7 4  

H 

45 

CONH- OC3H7  (n )  N 
/  

so  1 5  519  0 . 7 5  

55 

CONE N C4Hg  (n )  

60  1 6  518  0 . 7 5  
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T a b l e   1  ( c o n t i n u e d )  

- R  No.  '  max  F d y e  
(run) 

10 
/  

1 7  516  0 . 6 8  

15 

20 

1 8  516  0 . 7 6  

25 

OC4Hg  ( n )  30 
1 9  516  0 . 7 8  

35 

C 4 H g ( n )  40 
2 0  516  0 . 7 8  

45 

N 
C 5 H 1 1 ( n )  50 2 1  516  0 . 8 3  

55 

C 3 H ? ( n )  
eo  2 2  516  0 . 8 4  

65 
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T a b l e   1  ( c o n t i n u e d )  

No, - R  max  F d y e  
<nm) 

10  23  517  0 . 8 3  

K 

15 

" 0 C H 2 " A   7 ~ O C 4 H 9 ( ^  
N. 

/  
20  24  513  0 . 7 5  

o -  

25 

N 

2 5  513  0 . 7 5  30 

35 

2 6  516  0 . 8 2  40 

45 

C5H1]L(n)  
2 7  516  0 . 8 1  

50 

55 
V " V  

0 C 4 H g ( n )  OCH 
2 8  516  0 . 8 1  

60 

65 
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T a b l e   1  ( c o n t i n u e d )  

- R  max  F d y e  
(nm)  

10 2 9  516  0 . 7 6  0 

15 

20 N o t e :  H r e p r e s e n t s   a  t r a n s   - e y e   l o h e x y l   g r o u p  

25  The  polarizing  film  of  the  present  invention  not  only  has  good  polarizing  performance  but  also  pos- sesses  superior  characteristics  such  as  resistance  to  heat,  moisture  and  weather,  and  transparency Because  of  these  features,  the  film  may  effectively  used  in  a  practical  operation  and  has  a  very  hiqh commercial  value. 

30  Claims 

1  .  A  polarizing  film  which  comprises  a  film  base  having  incorporated  in  an  oriented  state  a  dichroic  an- thraquinone  dye  of  the  general  formula  (I)  : 

35 

( I )  
40 

45 wherein  Ri  and  R2  each  represents  a  hydrogen  atom,  an  alkyl  group,  an  alkoxy  group,  an  aralkyloxy 
group,  an  aryl  group,  a  cyclohexyl  group,  a  4-alkylcyclohexyl  group,  a  carboxylic  acid  ester  group,  a carboxylic  acid  amide  group,  a  halogen  atom,  or  Ri  and  R2  taken  together  represent 

50 

o r  

55 X  represents  an  oxygen  atom,  a  sulfur  atom  or  an  amino  group. 
2.  A  polarizing  film  according  to  claim  1  ,  wherein  the  anthraquinone  dye  has  the  general  formula  (I)  in 

which  Ri  and  R2  each  represents  a  hydrogen  atom,  a  C1-C9  alkyl  group,  a  C1-C9  alkoxyl  group,  a  benzy- 
loxy  group,  a  benzyloxy  group  substituted  by  a  C1-C9  alkyl  group  or  a  C1-C9  alkoxy  group, 

60 

R 4 .  H  ) - R -  ST 

65 

11 
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(wherein  R3  represents  a  hydrogen  group  or  a  C1-C9  alky]  group;  R*  represents  a  hydrogen  atom,  a  Ci- 
Cg  alky]  group,  or  a  C1-C9  alkoxyl  group,  a  trans-4-alkylcyclohexyl  group  substituted  by 

a  C^-Cg  a l k y l   g r o u p /   -COO—/  H  \ - R 3 /   - C O O - /   V ~ r 4 '  

10 
•R  ,  -COO-R^ 

( w h e r e i n   R  r e p r e s e n t s   a  C  -C_  a l k y l   g r o u p }  15 

20  - C O N H - /   /fr~Ri  '  r 4 .  -CONH 

R  ,  -CONHR  ,  a  f l u o r i n e   a tom,  a  -CONH 25 

chlorine  atom  or  a  bromine  atom. 
30  3.  A  polarizing  film  according  to  claim  1,  wherein  the  anthraquinone  dye  is 

35 

40 

4.  A  polarizing  film  according  to  claim  1,  wherein  the  anthraquinone  dye  is 

45 

NH C 4 H g ( t )  

50 

55 

5.  A  polarizing  film  according  to  claim  1  ,  wherein  the  highly  heat-  and  moisture-resistant  film  base  con- 
sists  of  a  polyester,  polyamide,  polyimide,  or  a  liquid  crystalline  copolyester  of  polyethylene  terephtha- 
late-parahydroxybenzoic  acid. 

60 
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Patentanspruche 

1.  Polarisierender  Uberzug,  umfassend  eine  Gberzugsgrundlage,'  die  in  einem  orientierten  Zustand  ei- nen  dichroitischen  Anthrachinon-Farbstoff  der  allgemeinen  Formel  (I)  eingebaut  enthalt: 

( I )  10 

15 
in  der  Ri  und  R2  jeweils  ein  Wasserstoffatom,  einen  Alkylrest,  einen  Alkoxyrest,  einen  Aralkyloxyrest einen  Arylrest,  eine  Cyclohexylgruppe,  einen  4-Alkylcyclohexylrest,  einen  Carbonsaureesterrest  ei- nen  Carbonsaureamidrest,  ein  Halogenatom  bedeuten  oder  Ri  und  R2  zusammengenommen 

20 

ou 

25 

darstellen; 
30  X  ein  Sauerstoffatom,  ein  Schwefelatom  oder  eine  Aminogruppe  bedeutet. 

2.  Polarisierender  Film  nach  Anspruch  1,  wobei  der  Anthrachinon-Farbstoff  die  ailgemeine  Formel  (I) aufweist,  in  der  Ri  und  R2  jeweils  ein  Wasserstoffatom,  einen  Ci-Cg-Alkylrest,  einen  Ci-Cg-Alkoxyrest eine  Benzyloxygruppe,  eine  durch  einen  Ci-Cg-Alkylrest  oder  einen  Ci-Cg-Alkoxyrest  substituierte 
Benzyloxygruppe, 

35 

< X l > 3 '  « 4 ,  

40 

(wobei  R3  em  Wasserstoffatom  oder  einen  d-Cg-Alkylrest  bedeutet,  R*  ein  Wasserstoffatom,  einen 
Ci-C9-Alkylrest  oder  einen  Ci-C9-Alkoxyrest  darstellt),  eine  durch  einen  Ci-C9-Alkylrest  substituierte 
trans-4-Alkylcyclohexylgruppe, 

45 

50 

-COO R  ,  -COO 
55 

(wobei  R5  einen  Ci-Cg-Alkylrest  bedeutet), 
60 

65 

13 



EP  0  253  144  B1 

- C 0 N H - ^ ^ H ^ 7 V - r 3 ,   _ c o n h r 5  

/  \  /  \  
« 4 ,  

-CONHR- 

10 

ein  Fluoratom,  ein  Chloratom  oder  ein  Bromatom  bedeuten. 
3.  Polarisierender  Film  nach  Anspruch  1  ,  wobei  der  Anthrachinon-Farbstoff 

15 

20 

ist. 25 
4.  Polarisierender  Film  nach  Anspruch  1  ,  wobei  der  Anthrachinon-Farbstoff 

C4H9  ( t )  30 

35 

ist. 
5.  Polarisierender  Film  nach  Anspruch  1,  wobei  die  in  hohem  MaBe  hitze-  und  feuchtigkeitsbestandige 

40  uberzugsgrundlage  aus  einem  Polyester,  Polyamid,  Polyimid  oder  e'inem  flussigkristallinen  Copolyester von  Polyethylenterephthalat  und  Parahydroxybenzoesaure  besteht. 

Revendications 

45  1  .  Un  film  polarisant  qui  comprend  une  base  de  film  contenant  a  I'etat  oriente  un  colorant  anthraquinoni- 
que  dichroique  de  formule  generale  (I): 

50 
( I )  

55 

dans  laquelle  R1  et  R2  representent  chacun  un  atome  d'hydrogene  ou  d'halogene  ou  un  groupe  alkyle,  al- 
coxy,  arylalcoxy,  aryle,  cyclohexyle,  4-alkylcyclohexyle,  ester  carboxylique  ou  amide  carboxylique'  ou 

60  bien  R1  et  R2  pris  ensemble  representent 

65 

14 
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ou 

X  represente  un  atome  d'oxygene  ou  de  soufre  ou  un  groupe  amino. 
2.  Un  film  polarisant  selon  la  revendication  1  ,  dans  lequel  le  colorant  anthraquinonique  repond  a  la  for- 

mule  generate  (I)  dans  laquelle  ff  et  R2  representent  chacun  un  atome  d'hydrogene,  de  fluor,  de  chlore 10  ou  de  brome,  un  groupe  alkyle  en  C1-C9,  un  groupe  alcoxy  en  C1-C9,  un  groupe  benzoxy,  un  groupe  ben- 
zoxy  substitue  par  un  groupe  alkyle  ou  alcoxy  en  C1-C9, 

/ = = \  / = \   / = \  > = = \   /  v 
X J - * 4 '   X J i ^ J - * 3   -   X J V J * 4  

15 

20  ^   R3  rePr®sente  un  atome  d'hydrogene  ou  un  groupe  alkyle  en  C1-C9;  R*  represente  un  atome  d'hydro- 
gene,  un  groupe  alkyle  en  C1-C9  ou  un  groupe  alcoxy  en  C1-C9);  un  groupe  trans-4-alkylcyclohexyle substitue  par  un  groupe  alkyle  en  C1-C9; 

" c o o ^ ^ r 4 '  R 3 ,  25 -COO- H 

30  /  \  /  \  
~ c o o \   ■  / h \   H  

/  
[-COO-RS]  ^  —  J    ̂ '  

35  (ou  R5  represente  un  groupe  alkyle  en  C1-C9), 

R ,   -COO 

R 4 ,  -CONH R  /  -CONH 
40 

- C C H H - ^ ^ 7 ) _ R 3 ,  
ou  -CONHR' 45 

3.  Un  film  polarisant  selon  la  revendication  1,  dans  lequel  le  colorant  anthraquinonique  est 

0  NH,, 
50 

55 

60 
4.  Un  film  polarisant  selon  la  revendication  1,  dans  lequel  le  colorant  anthraquinonique  est 

65 
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NH 
C 4 H g ( t )  

10 

5.  Un  film  polarisant  selon  la  revendication  1,  dans  lequel  la  base  de  film  a  haute  resistance  a  la  cha- teur  et  a  I  humidite  consiste  en  un  polyester,  un  polyamide,  un  polyimide  ou  un  copolyester  a  cristaux  liqui- des  de  terephtalate  de  polyethyleneacide  p-hydroxybenzoTque. 15 

20 
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