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(54) SYSTEM FOR DISSIPATING FUEL EGRESS IN FUEL SUPPLY CONDUIT ASSEMBLIES

(57) A gas turbine combustor having an axial fuel
staging (AFS) system with a fuel egress dissipation sys-
tem 160 is provided. The system 160 for dissipating fuel
egress includes a fuel injector 100 and a fuel supply as-
sembly 104. The fuel supply assembly 104 has a fuel
supply line 105 that provides fuel 28 and a purge air con-
duit 106 arranged co-axially around the fuel supply line
105, thereby defining an annular channel 107 around the
fuel supply line 105. The fuel injector 100 includes a pe-

rimeter body 110, a fuel injection port 116 associated
with the perimeter body 110 and an internal mixing cham-
ber 176 downstream of the fuel injection port 116 in a
direction of fuel flow. The fuel supply line 105 provides
fuel 28 to the fuel injection port 116. The perimeter body
110 of the fuel injector 100 defines a fuel egress passage
162 therethrough, which has an inlet 161 in fluid commu-
nication with the annular channel 107 and an outlet 168
in fluid communication with the mixing chamber 176.
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Description

STATEMENT OF GOVERNMENT RIGHTS

[0001] The invention disclosed herein was made with
government support under contract number DE-
FC26-05NT42643-ARRA, which was awarded by the
United States Department of Energy (DOE) under the
American Recovery and Reinvestment Act of 2009 (AR-
RA). The Government has certain rights in this invention.

TECHNICAL FIELD

[0002] The field of this disclosure relates generally to
fuel supply conduits and, more particularly, to a system
for dissipating fuel egress from a fuel supply conduit as-
sembly for an axial fuel staging (AFS) system of a com-
bustor assembly.

BACKGROUND

[0003] At least some known turbine assemblies in-
clude a compressor, a combustor, and a turbine. Gas
flows into the compressor and is compressed. Com-
pressed gas is then discharged into the combustor and
mixed with fuel, and the resulting mixture is ignited to
generate combustion gases. The combustion gases are
channeled from the combustor through the turbine, there-
by driving the turbine which, in turn, may power an elec-
trical generator coupled to the turbine.
[0004] Many known turbine assemblies include a plu-
rality of combustion cans, in which each combustion can
employs a fuel system including a primary fuel nozzle at
a forward end. In some known combustion cans, the com-
bustion cans further include an axial fuel staging (AFS)
system having a secondary fuel injector downstream of
the primary fuel injector. Each combustion can includes
a liner that defines a combustion chamber. The primary
fuel nozzle injects fuel and compressed gas into a primary
combustion zone within the combustion chamber, and
the secondary fuel injector injects fuel and compressed
gas into a secondary combustion zone within the com-
bustion chamber downstream from the primary combus-
tion zone.
[0005] Fuel for the secondary fuel injector is supplied
by a fuel supply conduit coupled to the secondary fuel
injector. However, because the fuel supply conduit is of-
ten positioned on an outer surface of the combustion can,
the fuel supply conduit is susceptible to damage or dis-
location, for example, during installation or maintenance.
Additionally, if the conduit becomes damaged or dislo-
cated, there is a possibility that the conduit may start
leaking fuel.

BRIEF DESCRIPTION

[0006] In one aspect, a system for dissipating fuel
egress includes a fuel injector and a fuel supply assem-

bly. The fuel supply assembly has a fuel supply line that
provides fuel and a purge air conduit arranged co-axially
around the fuel supply line, thereby defining an annular
channel around the fuel supply line. The fuel injector in-
cludes a perimeter body, a fuel injection port associated
with the perimeter body, and an internal mixing chamber
downstream of the fuel injection port in a direction of fuel
flow. The fuel supply line provides fuel to the fuel injection
port. The perimeter body of the fuel injector defines a fuel
egress passage therethrough, which has an inlet in fluid
communication with the annular channel and an outlet in
fluid communication with the mixing chamber.
[0007] In another aspect, a gas turbine combustor hav-
ing an axial fuel staging system with the present fuel
egress dissipation system is also provided.

BRIEF DESCRIPTION OF THE DRAWINGS

[0008] These and other features, aspects, and advan-
tages of the present embodiment will become better un-
derstood when the following detailed description is read
with reference to the accompanying drawings, in which:

FIG. 1 is a schematic illustration of an exemplary
turbine assembly;

FIG. 2 is a schematic illustration of an exemplary
AFS system for use with a combustor of the turbine
assembly shown in FIG. 1;

FIG. 3 is a schematic overhead plan view of a sec-
ondary (AFS) fuel injector according to one aspect
of the present disclosure, the AFS fuel injector de-
fining an internal cavity and a plurality of outlets for
dissipating fuel egress;

FIG. 4 is a schematic cross-sectional illustration of
the secondary (AFS) fuel injector of FIG. 3 as in-
stalled in a combustor, in which the cross-section is
taken along a longitudinal axis of the combustor;

FIG. 5 is a perspective view of an alternate second-
ary (AFS) fuel injector, according to another aspect
of the present disclosure;

FIG. 6 is a schematic cross-sectional illustration of
the alternate secondary (AFS) fuel injector of FIG.
5, in which the cross-section is taken along a radial
plane of the injector; and

FIG. 7 is a schematic overhead plan view of the al-
ternate secondary (AFS) fuel injector of FIG. 5, the
AFS fuel injector defining an internal cavity and a
plurality of outlets for dissipating fuel egress, omitting
the mounting flange for clarity.
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DETAILED DESCRIPTION

[0009] The written description uses examples to dis-
close various aspects and features of the present system
for dissipating fuel egress within a fuel supply conduit.
The written description, which includes a description of
the best mode, is intended to enable any person skilled
in the art to practice the improvements described herein,
including making and using any devices and systems
and performing any incorporated methods. The patent-
able scope of the improvements is defined by the claims
and may include other examples that occur to those
skilled in the art. Such other examples are intended to
fall within the scope of the claims if they have structural
elements that do not differ from the literal language of
the claims or if they include equivalent structural ele-
ments with insubstantial differences from the literal lan-
guage of the claims.
[0010] When introducing elements of various embod-
iments, the articles "a", "an", and "the" are intended to
mean that there are one or more of the elements. The
terms "comprising," "including," and "having" are intend-
ed to be inclusive and mean that there may be additional
elements other than the listed elements.
[0011] As used herein, the terms "upstream" and
"downstream" are directional terms used to describe the
location of components relative to the flow of combustion
products through the combustor from an upstream end
to a downstream end. Upstream components are located
on or toward the forward, or head, end of the combustor
and are closer to the compressor section, while down-
stream components are located on or toward the aft end
of the combustor and are closer to the turbine section.
[0012] FIG. 1 illustrates an exemplary turbine assem-
bly 10. In the exemplary embodiment, turbine assembly
10 is a gas turbine assembly that includes a compressor
section 14, a combustor section 16, and a turbine section
18 coupled in flow communication with one another within
a casing 60 (shown in FIG. 2). The compressor section
14 and the turbine section 18 are joined by a rotor 17 that
defines a centerline axis. In operation, a working gas 24
(such as air) flows into an inlet 12 of the compressor
section 14 and is compressed. Compressed gas 26 is
then channeled into the combustor section 16, such that
compressed gas 26 is mixed with fuel 28 and ignited in
the combustor section 16 to generate combustion gases
30. Combustion gases 30 are channeled through the tur-
bine section 18 and then discharged from the gas turbine
assembly 10 as exhaust 32. The rotation of blades within
the turbine section 18 drives the rotor 17, which in turn
drives the rotation of blades within the compressor sec-
tion 14. In some embodiments, the rotor 17 may be further
connected to a load 20, such as a generator, for produc-
ing electricity.
[0013] In the exemplary embodiment, the combustor
section 16 has a plurality of spaced-apart combustion
cans 22 that are arranged circumferentially around the
rotor 17. While FIG. 1 shows only two such cans 22, it

should be understood that any number of combustion
cans 22 may be employed, including by way of example
and not limitation, 6, 8, 10, 12, 14, or 16 combustion cans.
[0014] FIG. 2 illustrates a combustion can 22 having
an exemplary AFS system 80, as discussed further here-
in. The combustion can 22 includes a liner 46 that defines
a combustion chamber 70. The liner 46 may be posi-
tioned within (i.e., circumferentially surrounded by) an
outer sleeve 48, such that an annulus 47 is formed ther-
ebetween. One or more primary fuel nozzles 40 are po-
sitioned at the forward end of the combustion can 22.
Fuel 28 is directed through fuel supply lines 38, which
extend through an end cover 42, and into the primary
fuel nozzles 40. The primary fuel nozzles 40 convey the
fuel 28 and compressed air 26 into a primary combustion
zone 72, where combustion occurs. In some embodi-
ments, the fuel 28 and compressed air 26 are combined
as a mixture prior to reaching the primary combustion
zone 72.
[0015] The primary fuel nozzles 40 are positioned with-
in a forward casing 50 that defines a forward end of the
combustor. The aft, or downstream ends, of the primary
fuel nozzles 40 extend through a cap 44 that defines the
upstream end of the combustion chamber 70. The for-
ward casing 50 is connected to an outer casing 60, some-
times referred to as a compressor discharge casing 60,
which defines a high pressure air plenum 66 around the
liner 46 and the outer sleeve 48. Compressed air 26 from
the compressor section 14 travels through the plenum
66 and enters the combustion can 22 via apertures (not
shown) in the downstream end of the outer sleeve 48 (as
indicated by arrows 26 near an aft frame 49). Air flows
26 travel upstream through the annulus 47 and are turned
by the end cover 42 to enter the primary fuel nozzles 40
and to cool the head end.
[0016] In the exemplary embodiment, an axial fuel
staging (AFS) system 80 is provided to deliver a second
fuel/air mixture to a secondary combustion zone 74,
which is axially downstream of the primary combustion
zone 72. The AFS system 80 includes one or more fuel
injectors 100 (or 200, as shown in FIGS. 5-7) coupled to
the liner 46 and/or the outer sleeve 48, such that each
injector 100 introduces the second fuel/air mixture as a
jet entering a cross-flow of the combustion products (30)
produced in the primary combustion zone 72. The second
fuel/air mixture(s) are ignited by the combustion products
from the primary combustion zone 72 and burn in the
secondary combustion zone 74. In addition to the fuel
injectors 100, the AFS system 80 further includes pro-
tective housings 101 and fuel supply assemblies 104 cor-
responding in number to the number of fuel injectors 100.
[0017] For convenience in the description of the oper-
ation of the AFS system, reference may be made to fuel
injector 100 (as shown in FIGS. 3-4). However, it should
be understood that the fuel injector 200 (as shown in
FIGS. 5-7) may be used in place of the fuel injector 100.
[0018] The protective housings 101 at least partially
surround, and are located radially outward of, the fuel
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injectors 100 and the fuel supply assemblies 104 to cre-
ate protective environments around the injectors 100 and
the fuel supply assemblies 104. The protective housings
101 protect the fuel supply assembly 104 from damage
or dislocation, as may occur during the handling, instal-
lation, or maintenance of the combustion can 22. The
protective housings 101 may be secured to the outer sur-
face of the outer sleeve 48 by mechanical fasteners or
by welding or other joining techniques. Alternately, or ad-
ditionally, the protective housing 101 may be secured to
the fuel injector 100.
[0019] For convenience, reference may be made here-
in to a single and exemplary secondary fuel injector 100
as part of the present AFS system 80. However, it should
be appreciated that the combustion can 22 may be pro-
vided with more than one of the secondary fuel injectors
100 (each with its own fuel supply assembly 104 and
protective housing 101), as needs dictate. Such second-
ary fuel injectors 100 may or may not be uniformly spaced
around the circumference of the outer sleeve 48, and
may or may not be located within a single axial plane.
For instance, the number of fuel injectors 100 may be
two, three, four, five, or more. It is contemplated that in
embodiments having higher numbers of fuel injectors
100, the number of fuel supply assembly 104 and/or the
number of protective housings 101 may be reduced, for
example, by modifying these features to service more
than one fuel injector 100.
[0020] The combustion chamber 70 has a longitudinal
flow axis 300, such that the liner 46 has a radial dimension
302 and a circumferential dimension 304 relative to the
flow axis 300. As used herein, the term "radius" (or any
variation thereof) refers to a dimension extending out-
wardly from a center of any suitable shape (e.g., a square,
a rectangle, a triangle, etc.) and is not limited to a dimen-
sion extending outwardly from a center of a circular
shape. Similarly, as used herein, the term "circumfer-
ence" (or any variation thereof) refers to a dimension ex-
tending around a center of any suitable shape (e.g., a
square, a rectangle, a triangle, etc.) and is not limited to
a dimension extending around a center of a circular
shape.
[0021] In the exemplary embodiment, the liner 46 is
surrounded by an outer sleeve 48, thereby forming the
annulus 47 therebetween through which air 26 flows to
the head end of the combustor. Heat is transferred con-
vectively from the liner 46 to the air 26, thus cooling the
liner 46 and warming the air 26. The liner 46 may be
formed with an upstream liner component and a down-
stream transition component. The liner component may
be generally cylindrical, while the transition component
may taper from a cylindrical forward end to a generally
rectangular aft end.
[0022] In embodiments in which the liner component
and the transition component are separate parts, the liner
component has a forward end and an aft end, and the
transition component also has a forward end and an aft
end. The liner component forward end circumscribes the

primary fuel nozzles 40. The liner component aft end is
coupled to transition component forward end, where the
transition component forward end circumscribes liner
component aft end, often with a seal therebetween. The
transition component aft end is coupled to a turbine noz-
zle of the turbine section 18. As such, the liner 46 defines
the combustion chamber 70, which extends from the cap
44 holding the primary fuel injector 40 to the aft frame 49.
[0023] In other embodiments, the liner component and
the transition component may be integrally formed to-
gether in any suitable manner that permits the AFS sys-
tem 80 to function as described herein. In such embod-
iments, the liner 46 is formed as a "unibody" that extends
from the cap 44 to the aft frame 49, thereby eliminating
the joint between separate liner and transition compo-
nents and reducing part count per combustion can 22.
[0024] As shown, the outer sleeve 48 is constructed
as a single component that surrounds the liner 46 with
the forward end being coupled to the forward casing 50.
However, in other embodiments, the outer sleeve 48 may
include an upstream flow sleeve and a downstream im-
pingement sleeve. In such embodiments, the flow sleeve
component has a forward end and an aft end, and the
impingement sleeve component also has a forward end
and an aft end. The forward end of the flow sleeve com-
ponent is coupled to a flange of the forward casing 50.
The aft end of the flow sleeve component is coupled to
the forward end of the impingement sleeve component
with the forward end of the impingement sleeve compo-
nent circumscribing the aft end of the flow sleeve. The
impingement sleeve component is coupled to the liner
46 (or, in some embodiments, the transition component
of the liner 46), either via the aft frame 49 or via bosses
(not shown) that support the AFS fuel injectors 100.
[0025] The AFS fuel injector 100 is coupled to the outer
sleeve 48 and extends through the outer sleeve 48 and
the liner 46. In one embodiment, a boss (not shown) sup-
porting the fuel injector 100 functions as a fastener for
securing the outer sleeve 48 to the liner 46. In other em-
bodiments, the AFS fuel injector 100 may be coupled to
the outer sleeve 48 in any suitable manner, and the outer
sleeve 48 may have any suitable number of components
coupled between the flange of the forward casing 50 and
the turbine nozzle in any suitable manner that permits
the AFS system 80 to function as described herein.
[0026] During operation of the combustion can 22, fuel
28 and compressed gas 26 are supplied to the primary
fuel nozzle(s) 40, mixed together, and injected into the
combustion chamber 70 as a first fuel/air mixture. The
first fuel/air mixture is combusted in the primary (up-
stream) combustion zone. Similarly, fuel 28 is supplied
to the AFS fuel injector 100 via a fuel supply assembly
104, having an internal fuel supply tube 105 surrounded
by a purge air tube 106 (shown in more detail in FIG. 3).
The internal fuel supply tube 105 and/or the purge air
tube 106 may have any suitable cross-sectional shape
(e.g., the tubes 105, 106 may have round cross-sections
in some embodiments or elliptical cross-sections in other
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embodiments). The fuel supply assembly 104 extends
from the forward casing 50 to the fuel injector 100 in a
generally axial direction radially outward of the outer
sleeve 48. A spacer, such as a mesh screen, a spring, a
wire, or a fabricated device such as is described in com-
monly assigned U.S. Patent Application Serial No.
15/061,369, may be used to maintain a concentric rela-
tionship between the fuel supply tube 105 and the purge
air tube 106.
[0027] The purge air tube 106 has an inlet end (shown
in FIG. 2 as receiving a stream of compressed air 26)
and a discharge end (shown in FIG. 3 as fluidly connected
to inlets 161 of a fuel egress passage 162, described
below). The inlet end of the purge air tube 106 is posi-
tioned radially inward of the protective housing 101. Be-
cause the purge air tube 106 is wholly contained within
the protective housing 101 and because most of the
length of the fuel supply tube 105 is housed within one
or both of the purge air tube 106 and the protective hous-
ing 101, the likelihood of dislocation of or damage to the
fuel supply assembly 104 is minimized. The protective
housing 101 has an open forward end (i.e., the end op-
posite the fuel injector 100) through which air 26 flows
into the protective environment and, from there, into the
fuel injector 100. A relatively small stream of compressed
air 26 (relatively small in comparison to the volume of
compressed air 26 flowing to the injector 100) enters the
inlet end of the purge air tube 106.
[0028] Fuel 28 enters through the inlet 108 of the fuel
supply tube 105, which may extend through and/or may
be coupled to the forward casing 50 (specifically, the cas-
ing flange) or to some other convenient location. The
AFS fuel injector 100 mixes fuel 28 with compressed air
26 and injects the second fuel/air mixture into combustion
chamber 70 at the secondary (downstream) combustion
zone 74. The first fuel/air mixture and second fuel/air mix-
ture are ignited inside combustion chamber 70 to gener-
ate a flow of combustion gases 30 that are channeled to
the turbine section 18.
[0029] The AFS fuel injector 100 may have a round
profile with a center body and swirl vanes disposed be-
tween the center body and the perimeter body, as shown
in FIGS. 3 and 4. Alternately, the AFS fuel injector 200
may be an oblong ("slot") injector having a shape that
tapers from an inlet having a generally rectangular shape
to an outlet having a racetrack shape and including one
or more centrally located fuel injection bodies, as shown
in FIGS. 5, 6, and 7. The illustrated fuel injectors 100,
200 are merely representative of the types of fuel injec-
tors that benefit from the present fuel dissipation system.
It is contemplated herein that the present fuel dissipation
system may be applied to many types of fuel injectors in
addition to those shown.
[0030] Turning now to FIGS. 3 and 4, a fuel injector
100 includes a perimeter body 110 that has a generally
round profile and that circumscribes a center body 120.
The center body 120 may optionally be provided with a
supplemental air channel 122 therethrough. A number

of swirl vanes 130 extends between the center body 120
and the perimeter body 110. Air flow passages 132 are
defined between adjacent swirl vanes 130. The perimeter
body 110 is surrounded by, coupled to, and extends ra-
dially from a mounting flange 150. The mounting flange
150 is further coupled to an outlet portion 170 of the fuel
injector 100, such that the outlet portion extends radially
inwardly from the mounting flange (that is, the outlet por-
tion 170 extends in a direction opposite the perimeter
body 110). The mounting flange 150 is attached to the
outer sleeve 48 of the combustion can 22.
[0031] Fuel 28 is introduced through an inlet conduit
140, which couples to the fuel supply assembly 104 at a
connection joint 142. As shown in FIG. 4 and mentioned
above, the fuel supply assembly 104 includes the internal
fuel supply tube 105 surrounded by the purge air tube
106 in a co-axial relationship, such that an annular chan-
nel 107 is formed within the purge air tube 106. Fuel 28
flows through the fuel supply tube 105 from a forward
inlet 108 to an aft outlet 109, through the inlet conduit
140 of the injector 100, and into a fuel plenum 114 defined
within the perimeter body 110. A number of fuel injection
ports 116 delivers the fuel 28 through the swirl vanes
130, into the air flow passages 132 defined between ad-
jacent swirl vanes 130 (as shown), or both.
[0032] Streams of compressed air 26 travel axially
through the protective housing 101 that covers the fuel
supply assembly 104 and the fuel injector 100. (In other
embodiments, the protective housing may be provided
with apertures radially outward of the injector 100, such
that air 26 may flow radially into the injector 100). The
streams of compressed air 26 radially enter an inlet end
102 of the fuel injector 100, where the fuel 28 is intro-
duced, as described above. The fuel 28 and the com-
pressed air 26 are mixed in an annular mixing chamber
176 downstream of the fuel injection ports 116, and the
resulting fuel/air mixture 180 is directed through an outlet
port 172 at an outlet end 103 of the fuel injector 100. The
supplemental air channel 122 delivers a supplemental
air stream to push the fuel/air mixture 180 away from the
center body 120 and toward the outlet port 172. The outlet
end 103 including the outlet port 172 fits within, or
through, a corresponding opening in the liner 46.
[0033] FIGS. 3 and 4 further illustrate a fuel egress
dissipation system 160 for dissipating fuel egress within
the fuel supply assembly 104. The fuel egress dissipation
system 160 includes a fuel egress passage 162 having
an inlet 161 in fluid communication with the annular chan-
nel 107 and an outlet 168 in fluid communication with the
mixing chamber 176. The outlet 168 is downstream of
the fuel injection ports 116 relative to the flow of air 26
through the injector 100. In one embodiment, the perim-
eter body 110 further defines a fuel purge cavity 164,
which is downstream of the fuel plenum 114 relative to
the flow of air 26 through the injector 100. The fuel purge
cavity 164 is located between the inlet 161 and the outlet
168 of the fuel egress passage 162. In such embodiments
with a fuel purge cavity 164, the fuel egress passage 162
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includes a first portion 163 upstream of the fuel purge
cavity 164 and a second portion 166 downstream of the
fuel purge cavity 164. The first (upstream) portion 163
includes the inlet 161, and the second (downstream) por-
tion 166 includes the outlet 166.
[0034] The fuel purge cavity 164 may be defined as an
annular cavity within the circumference of the perimeter
body 110. While a relatively small number of upstream
portions 163 of the fuel egress passage 162 may feed
the fuel purge cavity 164, a larger number of downstream
portions 166 of the fuel egress passage 162 may extend
from the fuel purge cavity 164 to a corresponding number
of outlets 168. Thus, it is contemplated that a plurality of
outlets 168 may be spaced around an interior surface of
the perimeter body 110 to accommodate any volume of
fuel egress that may arise during operation of the fuel
injector 100. Each of the outlets 168 is located down-
stream of the fuel injection ports 116 with the outlets 168
being arranged in one or more planes.
[0035] In the event of fuel egress from the fuel supply
line 105, fuel 28 is carried into the annular channel 107
within the purge air conduit 106. Compressed air 26 flow-
ing through the annular channel 107 carries the egressed
fuel to the inlet 161 of the fuel egress passage 162. In
the illustrated embodiment, the egressed fuel is trans-
ported through a first portion 163 of the fuel egress pas-
sage 162 to the fuel purge cavity 164 within which cavity
164 the egressed fuel is spread around the circumfer-
ence of the perimeter body 110. From the cavity 164, the
egressed fuel flows through the second portion 166 of
the fuel egress passage 162 to the outlets 168 positioned
around the interior surface of the perimeter body 110.
The outlets 168 are positioned between the fuel injection
ports 116 and the outlet 172 of the injector 100.
[0036] FIGS. 5, 6, and 7 illustrate an alternate AFS fuel
injector 200. The AFS injector 200 may be described as
an oblong ("slot") injector having a shape that tapers from
an inlet having a generally rectangular shape to an outlet
having a racetrack shape and including one or more cen-
trally located fuel injection bodies.
[0037] The AFS injector 200 includes a perimeter body
210, or frame, which defines a generally rectangular
shape of the inlet 202 of the injector 200. The body 210
includes a first pair of oppositely disposed side walls 212
and a second pair of oppositely disposed end walls 214,
in alternating relationship. The side walls 212 are longer
than the end walls 214. The side walls 212 are connected
to, or integrated seamlessly with, a mounting flange 250,
such that the perimeter body 210 extends radially from
the mounting flange 250 in a first direction away from the
longitudinal axis 300 of the combustion can 22. The side
walls 212 have a first end 216 distal from the mounting
flange 250 and a second end 218 proximate to the mount-
ing flange 250. The side walls 212 and, optionally, the
end walls 214 are angled relative to the mounting flange
250, thereby providing the perimeter body 210 with a
tapering shape from the inlet 202 to the mounting flange
250.

[0038] One or more center bodies 220 are provided
within the perimeter body 210, a single center body 220
being shown in FIGS. 5 and 6. The center body 220 de-
fines an internal fuel plenum 230, which is in fluid com-
munication with an inlet conduit 240. The center body
220 may have the shape of an inverted teardrop having
a leading edge 222, a trailing edge 224 opposite the lead-
ing edge 222, and a pair of oppositely disposed fuel in-
jection surfaces 225, 227 extending between the leading
edge 222 and the trailing edge 224. The fuel injection
surfaces 225 and/or 227 define therethrough a plurality
of fuel injection ports 226, which are in fluid communica-
tion with the fuel plenum 230.
[0039] Fuel 28 is introduced through the inlet conduit
240, which couples to the fuel supply assembly 104. As
shown in FIG. 5 and mentioned above, the fuel supply
assembly 104 includes the internal fuel supply tube 105
surrounded by the purge air tube 106 in a co-axial rela-
tionship, such that an annular channel 107 is formed with-
in the purge air tube 106. Fuel 28 flows through the fuel
supply tube 105 from a forward inlet 108 (as shown in
FIG. 2) to an aft outlet 109, through the inlet conduit 240
of the injector 200, and into a fuel plenum 230 defined
within the center body 220. The fuel injection ports 226
deliver the fuel 28 from the center body 220 into air flow
passages 232 defined between the center body 220 and
the interior surfaces 213 of the side walls 212.
[0040] Streams of compressed air 26 travel axially
through the protective housing 101 that covers the fuel
supply assembly 104 and the fuel injector 200. (In other
embodiments, the protective housing may be provided
with apertures radially outward of the injector 200, such
that air 26 may flow radially into the injector 200). The
streams of compressed air 26 radially enter an inlet end
202 of the fuel injector 200, where the fuel 28 is intro-
duced, as described above. The fuel 28 and the com-
pressed air 26 are mixed in a mixing chamber 282 down-
stream of the fuel injection ports 226, and the resulting
fuel/air mixture 180 is directed through an outlet port 272
at an outlet end 203 of the outlet portion 270 of the fuel
injector 200. The outlet end 203 of the outlet portion 270,
which includes the outlet port 272, fits within or through
a corresponding opening in the liner 46. The outlet portion
270 of the injector 200 has a cross-section in the shape
of a slot or racetrack and defines a uniform cross-section
from a first end 274 proximate the mounting flange 250
to a second end 276 distal to the mounting flange 250.
The outlet portion 270 may be produced integrally (seam-
lessly) with the mounting flange 250 and/or the mounting
flange 250 and the perimeter body 210, or the outlet por-
tion 270 may be produced separately from the mounting
flange 250 and subsequently joined thereto.
[0041] FIGS. 5, 6, and 7 further illustrate a fuel egress
dissipation system 260 for dissipating fuel egress within
the fuel supply assembly 104. The fuel egress dissipation
system 260 includes a fuel egress passage 262 having
an inlet 261 in fluid communication with the annular chan-
nel 107 and an outlet 268 in fluid communication with the
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mixing chamber 282. The outlet 268 is downstream of
the fuel injection ports 226 relative to the flow of air 26
through the injector 200. In one embodiment, the perim-
eter body 210 further defines a fuel purge cavity 264,
which is downstream of the fuel injection ports 226 rela-
tive to the flow of air 26 through the injector 100. The fuel
purge cavity 264 is located between the inlet 261 and the
outlet 268 of the fuel egress passage 262. In such em-
bodiments with the fuel purge cavity 264, the fuel egress
passage 262 includes a first portion 263 upstream of the
fuel purge cavity 264 and a second portion 266 down-
stream of the fuel purge cavity 264, in this case "up-
stream" and "downstream" being relative to the flow of
egressed fuel. The first (upstream) portion 263 includes
the inlet 261, and the second (downstream) portion 266
includes the outlet 268.
[0042] The fuel purge cavity 264 may be defined as an
annular cavity within the circumference of the perimeter
body 210. While a relatively small number of upstream
portions 263 of the fuel egress passage 262 may feed
the fuel purge cavity 264, a larger number of downstream
portions 266 of the fuel egress passage 262 may extend
from the fuel purge cavity 264 to a corresponding number
of outlets 268. Thus, it is contemplated that a plurality of
outlets 268 may be spaced around an interior surface
213 of the perimeter body 210 to accommodate any vol-
ume of fuel egress that may arise during operation of the
fuel injector 200. Each of the outlets 268 is located down-
stream of the fuel injection ports 226 (relative to the flow
of air 26 through the fuel injector 200) with the outlets
268 being arranged in one or more planes.
[0043] In the event of fuel egress from the fuel supply
line 105, fuel 28 is carried into the annular channel 107
within the purge air conduit 106. Compressed air 26 flow-
ing through the annular channel 107 carries the egressed
fuel to the inlet 261 of the fuel egress passage 262. In
the illustrated embodiment, the egressed fuel is trans-
ported through a first portion 263 of the fuel egress pas-
sage 262 to the fuel purge cavity 264 within which cavity
264 the egressed fuel is spread around the circumfer-
ence of the perimeter body 210. From the cavity 264, the
egressed fuel flows through the second portion 266 of
the fuel egress passage 262 to the outlets 268 positioned
around the interior surface 213 of the perimeter body
210. The outlets 268 are positioned between the fuel in-
jection ports 226 and the outlet 272 of the injector 200.
[0044] The methods and systems described herein
provide a fuel egress dissipation system for an AFS sys-
tem of a gas turbine combustor. Moreover, the methods
and systems provide a system that safely dissipates fuel
egress from a fuel supply line by directing the fuel through
passages within the perimeter body of the AFS injector.
Moreover, the methods and systems facilitate flush the
fuel egress into and through the fuel injector of the AFS
system, so that the fuel may be incorporated with the
second fuel-air mixture and combusted within the com-
bustion chamber. Therefore, the methods and systems
enable the AFS system to operate more effectively.

[0045] Exemplary embodiments of methods and sys-
tems are described above in detail. In the exemplary em-
bodiments, the methods and systems are described in
connection with a can annular combustion system. How-
ever, it should be understood that these methods and
systems are applicable to other combustion systems, in-
cluding (a) annular combustion systems having an inner
liner and an outer liner and (b) combustion systems in
which the combustor liner is integrated with the first-stage
turbine nozzle. Thus, the methods and systems de-
scribed herein are not limited to the specific embodiments
described herein, but rather, components of the methods
and systems may be utilized independently and sepa-
rately from other components described herein. For ex-
ample, the methods and systems described herein may
have other applications not limited to practice with turbine
assemblies, as described herein. Rather, the methods
and systems described herein can be implemented and
utilized in connection with various other industries.
[0046] While the invention has been described in terms
of various specific embodiments, those skilled in the art
will recognize that the invention can be practiced with
modification within the spirit and scope of the claims.
[0047] Various aspects and embodiments of the
present invention are defined by the following numbered
clauses:

1. A system for dissipating fuel egress, the system
comprising:

a fuel supply assembly having a fuel supply line
providing fuel and a purge air conduit arranged
co-axially around the fuel supply line, thereby
defining an annular channel around the fuel sup-
ply line;

a fuel injector for a combustor, the fuel injector
including a perimeter body defining a portion of
the fuel injector, a fuel injection port associated
with the perimeter body, and an internal mixing
chamber downstream of the fuel injection port
in a direction of fuel flow;

wherein the fuel supply line provides fuel to the
fuel injection port; and

wherein the perimeter body of the fuel injector
defines a fuel egress passage therethrough, the
fuel egress passage having an inlet in fluid com-
munication with the annular channel and an out-
let in fluid communication with the mixing cham-
ber.

2. The system of Clause 1, wherein the outlet of the
fuel egress passage is downstream of the fuel injec-
tion port.

3. The system of any preceding clause, wherein the
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perimeter body further defines a fuel purge cavity
therein, the fuel purge cavity being located between
the inlet and the outlet of the fuel egress passage.

4. The system of any preceding clause, wherein the
fuel egress passage includes a first portion upstream
of the fuel purge cavity and a second portion down-
stream of the fuel purge cavity, the first portion in-
cluding the inlet and the second portion including the
outlet.

5. The system of any preceding clause, wherein a
plurality of outlets extends from the fuel purge cavity,
each of the plurality of outlets being downstream of
the fuel injection port.

6. The system of any preceding clause, further com-
prising a protective housing positioned radially out-
ward of the purge air conduit and the fuel injector.

7. The system of any preceding clause, wherein the
fuel injector further comprises a center body located
radially inward of the perimeter body.

8. The system of any preceding clause, wherein the
fuel injector further comprises a plurality of swirl
vanes disposed between the center body and the
perimeter body.

9. The system of any preceding clause, wherein the
center body defines a fuel plenum therein, the fuel
plenum being in fluid communication with the fuel
supply line and the fuel injection port being defined
through the center body.

10. A gas turbine combustor comprising:

an axial fuel staging (AFS) system comprising:

a fuel supply assembly having a fuel supply
line providing fuel and a purge air conduit
arranged co-axially around the fuel supply
line, thereby defining an annular channel
around the fuel supply line;

a fuel injector for a combustor, the fuel in-
jector including a perimeter body defining a
portion of the fuel injector, a fuel injection
port associated with the perimeter body,
and an internal mixing chamber down-
stream of the fuel injection port in a direction
of fuel flow;

wherein the fuel supply line provides fuel to
the fuel injection port; and

wherein the perimeter body of the fuel in-
jector defines a fuel egress passage there-

through, the fuel egress passage having an
inlet in fluid communication with the annular
channel and an outlet in fluid communica-
tion with the mixing chamber.

11. The gas turbine combustor of any preceding
clause, further comprising a liner having a forward
end and an aft end and defining therebetween a com-
bustion chamber, the fuel injector being located
along the liner between the forward end and the aft
end to inject fuel in a radial direction into the com-
bustion chamber relative to a longitudinal axis of the
combustor.

12. The gas turbine combustor of any preceding
clause, wherein the fuel injector is one of a plurality
of fuel injectors located along the liner, each of the
plurality of fuel injectors having a respective fuel sup-
ply assembly.

13. The gas turbine combustor of any preceding
clause, wherein the outlet of the fuel egress passage
is downstream of the fuel injection port.

14. The gas turbine combustor of any preceding
clause, wherein the perimeter body further defines
a fuel purge cavity therein, the fuel purge cavity being
located between the inlet and the outlet of the fuel
egress passage.

15. The gas turbine combustor of any preceding
clause, wherein the fuel egress passage includes a
first portion upstream of the fuel purge cavity and a
second portion downstream of the fuel purge cavity,
the first portion including the inlet and the second
portion including the outlet.

16. The gas turbine combustor of any preceding
clause, wherein a plurality of outlets extends from
the fuel purge cavity, each of the plurality of outlets
being downstream of the fuel injection port.

17. The gas turbine combustor of any preceding
clause, wherein the fuel injector further comprises a
center body located radially inward of the perimeter
body.

18. The gas turbine combustor of any preceding
clause, wherein the fuel injector further comprises a
plurality of swirl vanes disposed between the center
body and the perimeter body.

19. The gas turbine combustor of any preceding
clause, wherein the center body defines a fuel ple-
num therein, the fuel plenum being in fluid commu-
nication with the fuel supply line and the fuel injection
port being defined through the center body.
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Claims

1. A gas turbine combustor (22) comprising:

an axial fuel staging (AFS) system (80) compris-
ing:

a system (160, 260) for dissipating fuel
egress, the system comprising:

a fuel supply assembly (104) having a
fuel supply line (105) providing fuel (28)
and a purge air conduit (106) arranged
co-axially around the fuel supply line
(105), thereby defining an annular
channel (107) around the fuel supply
line (105);
a fuel injector (100, 200) for the com-
bustor (22), the fuel injector (100, 200)
including a perimeter body (110, 210)
defining a portion of the fuel injector
(100, 200), a fuel injection port (116,
226) associated with the perimeter
body (110, 210), and an internal mixing
chamber (176, 282) downstream of the
fuel injection port (116, 226) in a direc-
tion of fuel flow;
wherein the fuel supply line (105) pro-
vides fuel (28) to the fuel injection port
(116, 226); and
wherein the perimeter body (110,210)
of the fuel injector (100,200) defines a
fuel egress passage (162, 262) there-
through, the fuel egress passage (162,
262) having an inlet (161, 261) in fluid
communication with the annular chan-
nel (107) and an outlet (168, 268) in flu-
id communication with the mixing
chamber (176, 282).

2. The gas turbine combustor of Claim 1, further com-
prising a liner (46) having a forward end and an aft
end and defining therebetween a combustion cham-
ber (70), the fuel injector (100, 200) being located
along the liner (46) between the forward end and the
aft end to inject fuel (28) in a radial direction into the
combustion chamber (70) relative to a longitudinal
axis (300) of the combustor (22).

3. The gas turbine combustor of Claim 2, wherein the
fuel injector (100, 200) is one of a plurality of fuel
injectors (100, 200) located along the liner (46), each
of the plurality of fuel injectors (100, 200) having a
respective fuel supply assembly (104).

4. The gas turbine combustor of Claim 1, 2 or 3 wherein
the outlet (168, 268) of the fuel egress passage (161,
261) is downstream of the fuel injection port (116,

226).

5. The gas turbine combustor of any preceding claim,
wherein the perimeter body (110, 210) further de-
fines a fuel purge cavity (164, 264) therein, the fuel
purge cavity (164, 264) being located between the
inlet (161, 261) and the outlet (168, 268) of the fuel
egress passage (162, 262).

6. The gas turbine combustor of Claim 5, wherein the
fuel egress passage (162, 262) includes a first por-
tion (163, 263) upstream of the fuel purge cavity (164,
264) and a second portion (166, 266) downstream
of the fuel purge cavity (164, 264), the first portion
(163, 263) including the inlet (161, 261) and the sec-
ond portion (166, 266) including the outlet (168,268).

7. The gas turbine combustor of Claim 5 or 6, wherein
a plurality of outlets (168, 268) extends from the fuel
purge cavity (164, 264), each of the plurality of outlets
(168, 268) being downstream of the fuel injection
port (116, 226).

8. The gas turbine combustor of any preceding claim,
wherein the fuel injector (100, 200) further comprises
a center body (120, 220) located radially inward of
the perimeter body (110, 210).

9. The gas turbine combustor of Claim 8, wherein the
fuel injector (100) further comprises a plurality of
swirl vanes (130) disposed between the center body
(120) and the perimeter body (110).

10. The gas turbine combustor of Claim 8 or 9, wherein
the center body (220) defines a fuel plenum (230)
therein, the fuel plenum (230) being in fluid commu-
nication with the fuel supply line (105) and the fuel
injection port (226) being defined through the center
body (220).

11. The gas turbine combustor of any preceding claim,
wherein the AFS system (80) further comprises a
protective housing (101) positioned radially outward
of the purge air conduit (106) and the fuel injector
(100, 200).
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