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(54) IMAGE FORMING APPARATUS

(57) An image forming apparatus (101) which utilizes
a communication device is disclosed. A communication
unit (111B) of a housing (103) which corresponds to an
antenna portion (11A) is provided at a position at which
the communication unit can be seen without obstruction

from the upper side. A communication device such as a
smartphone can be brought close to or into contact with
the communication unit readily. Accordingly, wireless
communication between the antenna portion and the
communication device can be established.
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Description

FIELD OF DISCLOSURE

[0001] Aspects of the present disclosure relate to an
image forming apparatus which includes an antenna por-
tion for short range wireless communication.

BACKGROUND

[0002] A known image forming apparatus includes
short-range wireless communication function which may
be carried out between an image forming apparatus and
a portable apparatus. The term "short range wireless
communication" used herein is intended to signify wire-
less communication within a maximum range of, for ex-
ample, 1 meter.

SUMMARY

[0003] However, if an antenna portion used for short-
range wireless communication is disposed at an inap-
propriate position, then the operability of the image form-
ing apparatus which utilizes a communication device
such as a portable device degrades.
[0004] Therefore, it is desirable to provide an image
forming apparatus which utilizes a communication device
and is improved in operability.

BRIEF DESCRIPTION OF THE DRAWINGS

[0005]

FIG. 1 is a perspective view showing an appearance
of an image forming apparatus according to a first
illustrative embodiment.

FIG. 2 is a central sectional view of the image forming
apparatus of FIG. 1.

FIG. 3 is a projection view of the image forming ap-
paratus of FIG. 1 to a horizontal plane.

FIG. 4 is a perspective view showing an appearance
of an image forming apparatus according to a second
illustrative embodiment.

FIG. 5 is a perspective view showing an appearance
of an image forming apparatus according to a third
illustrative embodiment.

FIG. 6 is a partial perspective view showing a mod-
ification to the image forming apparatus of FIG. 5.

FIG. 7 is a perspective view showing an appearance
of an image forming apparatus according to a fourth
illustrative embodiment;

FIG. 8 is a perspective view showing an appearance
of an ink jet printer according to a fifth illustrative
embodiment.

FIG. 9 is a front view of the ink jet printer of FIG. 8.

FIG. 10 is a sectional view taken along line I-I of FIG.
9.

FIG. 11 is a sectional view taken along line II-II of
FIG. 10.

FIG. 12 is a perspective view of a paper cassette.

FIG. 13 is a block diagram schematically showing
an electric configuration of the ink jet printer of FIG. 8.

FIGS. 14 and 15 are front views of ink jet printers
having different modified forms of a terminal receiv-
ing member.

FIGS. 16 and 17 are perspective views of further
different modified forms of the terminal receiving
member.

DETAILED DESCRIPTION

[0006] Hereinafter, one or more aspects of the disclo-
sure are described.
[0007] An image forming apparatus 1 according to an
illustrative embodiment, illustrated in Fig. 1, is one prac-
tical example of an image forming apparatus according
to aspects of the present disclosure. In short, the matters
specifying the claimed invention are not limited to partic-
ular members, structures or the like exemplified by the
following illustrative embodiments. In the following, the
illustrative embodiments are described with reference to
the drawings.

First Illustrative Embodiment

1. General Configuration of the Image Forming Appara-
tus

[0008] Referring first to FIG. 1, a housing 103 of an
image forming apparatus 101 according to the present
illustrative embodiment configures a design surface ap-
pearance of the image forming apparatus 101. In the ap-
paratus main body, namely, in the housing 103, an image
forming unit 105 for forming an image on a sheet such
as a paper sheet is accommodated as shown in FIG. 2.
[0009] It is to be noted that the image forming unit 105
in the present illustrative embodiment is an image form-
ing unit of the monochromatic type or an image forming
member of the xerographic type having a photosensitive
member 105A, a charger 105B, an exposure unit 105C,
a transfer member 105D, a fixing unit 105E and so forth.
[0010] The photosensitive member 105A carries a de-
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veloper image thereon. The charger 105B charges the
photosensitive member 105A. The exposure unit 105C
exposes the surface of the charged photosensitive mem-
ber 105A to form an electrostatic latent image on the
surface of the photosensitive member 105A. Then, if
charged developer is supplied to the photosensitive
member 105A on which the electrostatic latent image is
formed, then a developer image is carried on the surface
of the photosensitive member 105A.
[0011] The transfer member 105D is configured to
transfer the developer image carried on the photosensi-
tive member 105A to a sheet and is disposed at a position
opposing to the photosensitive member 105A. The fixing
unit 105E fixes the developer image transferred to the
sheet. It is to be noted that the fixing unit 105E in the
present illustrative embodiment is a fixing device of the
heating type which heats the developer to deposit the
developer onto the sheet.
[0012] Then, the sheet for which image formation is
completed is discharged from a discharge port 107A to
a discharge tray 107. It is to be noted that the discharge
port 107A in the present illustrative embodiment is open
to the forward side at a rearward side upper portion of
the housing 103. The discharge tray 107 is configured to
have an inclined face which is inclined downward toward
the discharge port 107A.
[0013] Below the image forming unit 105 in the housing
103, a feed tray 109 is disposed which has a receiving
portion 109A on which a plurality of sheets can be placed.
The feed tray 109 is removably mounted on the apparatus
main body, namely, on the housing 103. In the present
illustrative embodiment, the feed tray 109 may be mount-
ed on and removed from the housing 103 by moving the
feed tray 109 in forward and backward directions.
[0014] Sheets placed in a stacked state on the feed
tray 109 are successively fed to the image forming unit
105 from the upper end side of the feed tray 109 in the
stacking direction.

2. Antenna portion for Short-Range Wireless Communi-
cation

[0015] In the housing 103, a communication board 111
having an antenna portion 111A for short-range wireless
communication is disposed as shown in FIG. 2. Further,
the image forming apparatus 101 according to the
present illustrative embodiment carries out short-range
wireless communication with a communication device
such as a portable apparatus (not shown) through the
antenna portion 111A. By such short-range wireless
communication, for example, the following acts can be
carried out.
[0016] In particular, (a) the image forming apparatus
101 can be operated through an operation unit of the
communication device. (b) Image data to be formed on
a sheet can be transmitted from the communication de-
vice to the image forming apparatus 101 directly without
passing through a computer or the like so that it is printed

by the image forming apparatus 101. Or, (c) by authen-
ticating an owner of the communication device, an oper-
ation permitted in advance to the owner is executed while
operations other than the permitted operation are pro-
hibited.
[0017] A communication unit 111B which corresponds
to the antenna portion 111A is provided at a position on
the outer surface of the housing 103 at which the com-
munication unit 111B may be seen without obstruction
from the upper side as shown in FIG. 1.
[0018] In particular, the image forming apparatus 101
does not have any portion above the communication unit
111B. Therefore, in a region from above the communi-
cation unit 111B to the communication unit 111B, nothing
blocks the field of vision of the user, and the user may
see the communication unit 111B without obstruction
from the upper side.
[0019] In particular, the communication unit 111B is
provided on an upper face of a forward side of the housing
103. An operation region 113 which is operated by a user
is provided on the front side of the housing 103. In par-
ticular, the communication unit 111B in the present illus-
trative embodiment is provided, at least in the forward
and backward direction of the housing 103, on the same
side as the operation region 113.
[0020] More particularly, the communication unit 111B
is provided at a position displaced toward the front side
with respect to the discharge tray 107 in the forward and
backward direction of the housing 103. It is to be noted
that the "front face side in the forward and backward di-
rection of the housing 103" is a side of the housing 103
on which the operation region 113 is provided, for exam-
ple, with respect to the center in the forward and back-
ward direction.
[0021] Therefore, if the antenna portion 111A and the
charger 105B are projected to a horizontal plane, then
the antenna portion 111A projected to the horizontal
plane is displaced with respect to the charger 105B pro-
jected to the horizontal plane. In other words, the antenna
portion 111A projected to the horizontal plane is posi-
tioned on the opposite side to the fixing unit 105E pro-
jected to the horizontal plane across the charger 105B
projected to the horizontal plane.
[0022] Further, the communication unit 111B is formed
in a horizontally planar state as shown in FIG. 2. It is to
be noted that the term "horizontal" signifies a horizontal
state of such a degree that, when a communication de-
vice is placed on the communication unit 111B, the com-
munication device does not slip down from the commu-
nication unit 111B, namely, from the housing 103. Fur-
ther, the term "planar state" signifies a planar state of
such a degree that, when a communication device is
placed on the communication unit 111B, the communi-
cation device does not suffer from any significant rattle.
[0023] Further, an opening 103A and a front cover
103B are provided on the forward side of the housing
103. The opening 103A establishes communication be-
tween the inside and the outside of the housing 103. The
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front cover 103B is assembled to the housing 103 for
displacement between a position at which the front cover
103B closes the opening 103A and a position at which
the front cover 103B opens the opening 103A. It is to be
noted that the front cover 103B in the present illustrative
embodiment opens and closes the opening 103A by rock-
ing displacement thereof around a lower end side thereof.
[0024] The antenna portion 111A is disposed on the
upper side with respect to an upper end of the front cover
103B. In other words, the antenna portion 111A is posi-
tioned at a location displaced to the outer side from an
outer edge of the opening 103A as viewed from the open-
ing direction of the opening 103A, in the present illustra-
tive embodiment, from the forward and backward direc-
tion.
[0025] It is to be noted that the opening 103A can allow
a dismounting or mounting operation of a process unit
105F or a removing operation of a jamming sheet or the
like to be carried out. Incidentally, the process unit 105F
is a casing in which the photosensitive member 105A,
developer and so forth can be accommodated.

3. Characteristics of the Image Forming Apparatus

[0026] In the present illustrative embodiment, since the
communication unit 111B is provided at a position at
which it can be seen without obstruction from the upper
side, a communication device such as a smartphone can
be brought close to or into contact with the communica-
tion unit 111B readily. Accordingly, since wireless com-
munication between the antenna portion 111A and a
communication device can be established reliably, the
operability of the image forming apparatus which utilizes
the communication device can be improved.
[0027] In the present illustrative embodiment, the an-
tenna portion 111A is disposed such that the antenna
portion 111A projected to the horizontal plane is dis-
placed from the charger 105B projected to the horizontal
plane. Therefore, the distance between the antenna por-
tion 111A and the charger 105B may be made compar-
atively great. Accordingly, a situation in which the anten-
na portion 111A suffers from electric noise from the
charger 105B may be suppressed.
[0028] In the present illustrative embodiment, the an-
tenna portion 111A is disposed such that the antenna
portion 111A projected to the horizontal plane is posi-
tioned on the opposite side to the fixing unit 105E pro-
jected to the horizontal plane across the charger 105B
projected to the horizontal plane. Therefore, the antenna
portion 111A can be spaced from the fixing unit 105E.
Accordingly, where the fixing unit 105E of the heating
type is adopted, the antenna portion 111A can be pro-
tected against the heat of the fixing unit 105E.
[0029] In the present illustrative embodiment, since the
communication unit 111B is provided at a position dis-
placed from the discharge tray 107, such a failure that a
sheet placed on the discharge tray 107 makes an obsta-
cle when a communication device is brought close to or

into contact with the communication unit 111B can be
prevented.
[0030] In the present illustrative embodiment, since the
communication unit 111B is positioned on the upper face
of the forward side of the housing 103, the user can bring
a communication device close to or into contact with the
communication unit 111B readily.
[0031] In the present illustrative embodiment, since the
communication unit 111B is formed so as to have a hor-
izontal planar shape, a communication device may be
left in a state in the communication device when it is
placed on the communication unit 111B. Accordingly, the
user need not hold the communication device, and con-
sequently, the image forming apparatus is improved in
convenience in use.
[0032] In the present illustrative embodiment, since the
antenna portion 111A is disposed on the upper side with
respect to an upper end of the front cover 103B, the user
can bring a communication device close to or into contact
with the communication unit 111B readily, independent
of the position of the front cover 103B.
[0033] In particular, if the communication unit 111B is
provided otherwise on a movable member such as the
front cover 103B, then since the position of the commu-
nication unit 111B is displaced depending upon the state
of the movable member, it is difficult to bring a commu-
nication device close to or into contact with the commu-
nication unit 111B.

Second Illustrative Embodiment

[0034] The communication unit 111B in the first illus-
trative embodiment is provided at a position displaced
forwardly with respect to the discharge tray 107 in the
forward and backward direction of the housing 103. How-
ever, in the present illustrative embodiment, the commu-
nication unit 111B is provided at a position displaced with
respect to the discharge tray 107 in the leftward and right-
ward direction of the housing 103 as shown in FIG. 4.
[0035] Further, the communication unit 111B in the
present illustrative embodiment is formed in an inclined
planar shape which extends downwardly toward the for-
ward side. Further, a holding member 111C for holding
a communication device thereon is provided on the lower
end side of the communication unit 111B.
[0036] It is to be noted that the inclined face of the
housing 103 which configures the communication unit
111B may have any configuration. For example, the in-
clined face of the housing 103 may be formed integrally
with a top cover 103C which configures the housing 103
or may be formed as a separate member from the top
cover 103C and assembled to the top cover 103C.
[0037] Further, the communication unit 111B in the
present illustrative embodiment is formed in an inclined
planar shape which is inclined downwardly toward the
forward side. Therefore, for example, where a display
unit is provided on a communication device, the user can
visually recognize the display unit readily while the com-
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munication device remains placed on the communication
unit 111B.
[0038] Further, in the present illustrative embodiment,
since the holding member 111C for holding a communi-
cation device is provided on the lower end side of the
communication unit 111B, the user need not continue to
hold the communication device. Accordingly, the image
forming apparatus can be improved in convenience in
use.
[0039] It is to be noted that, while the communication
unit 111B in FIG. 4 is provided on the rear face side,
namely, on the rearward side with respect to the center
in the forward and backward direction, the present illus-
trative embodiment is not limited to this, but the commu-
nication unit 111B may be provided on the forward side.
[0040] Further, while, in FIG. 4, the holding member
111C is configured from a groove extending in the left-
ward and rightward direction, the present illustrative em-
bodiment is not limited to this, but the holding member
111C may be configured, for example, from a projection
which projects upwardly from the top cover 103C or a
like element. Or, a flat face of the top cover 103C may
be utilized as the holding member 111C, or else, the hold-
ing member 111C may be eliminated.

Third Illustrative Embodiment

[0041] In the present illustrative embodiment depicted
in FIG. 5, an image forming apparatus 101 with which a
reading unit 120 for reading in image information de-
scribed on a manuscript is integrated is shown.
[0042] In particular, the housing 103 in the present il-
lustrative embodiment includes a first housing member
131 and a second housing member 132. The first housing
member 131 accommodates the image forming unit 105
and corresponds to the housing in the first illustrative
embodiment.
[0043] The second housing member 132 accommo-
dates the reading unit 120 therein and is positioned at a
location spaced above the first housing member 131 with
a space 130A left therebetween. In short, the reading
unit 120 is positioned at the location spaced above the
discharge tray 107 with the space 130A therebetween.
[0044] Further, at a position of the second housing
member 132 displaced from the reading unit 120, an op-
eration panel 132A which configures part of the second
housing member 132 and has the operation region 113
is provided. The communication unit 111B is provided on
the operation panel 132A.
[0045] Accordingly, if the reading unit 120 and the an-
tenna portion 111A are projected to a horizontal plane,
then the antenna portion 111A projected to the horizontal
plane is displaced from the reading unit 120 projected to
the horizontal plane. Particularly, in the present illustra-
tive embodiment, the operation panel 132A is displaced
frontward with respect to the reading unit 120 and is pro-
vided at a position at which the operation panel 132A can
be seen from the upper side without obstruction.

[0046] Therefore, in the present illustrative embodi-
ment, the user may bring a communication device close
to or into contact with the communication unit 111B read-
ily without being obstructed by the reading unit 120.
[0047] Further, since the communication unit 111B is
provided on the second housing member 132 disposed
on the upper side with respect to the first housing member
131, the user can bring a communication device close to
or into contact with the communication unit 111B readily
from the upper side.
[0048] Although the communication unit 111B in the
present illustrative embodiment is configured in an in-
clined planar shape similar to that in the second illustra-
tive embodiment, the holding member 111C is not pro-
vided on the communication unit 111B as shown in FIG.
5. However, the present illustrative embodiment is not
limited to this, but the holding member 111C may be pro-
vided otherwise on the lower end side of the communi-
cation unit 111B or the communication unit 111B may
otherwise be formed in a horizontal planar shape.
[0049] Further, where the holding member 111C is pro-
vided, it may be configured such that, for example, as
shown in FIG. 6, a recessed portion 111D forms a recess
in the upper face of the operation panel 132A that allows
a communication device to be received therein. If such
a configuration as just described is adopted, then since
a communication device can fit into the recessed portion
111D, the recessed portion 111D can function as the
holding member 111C.

Fourth Illustrative Embodiment

[0050] While, in the third illustrative embodiment, the
communication unit 111B is provided in the second hous-
ing member 132, in the present illustrative embodiment,
the communication unit 111B is provided at a position of
the first housing member 131 at which the communica-
tion unit 111B can be seen without obstruction from the
upper side as shown in FIG. 7.
[0051] Also in the present illustrative embodiment, if
the reading unit 120 and the antenna portion 111A are
projected to a horizontal plane, then the antenna portion
111A projected to the horizontal plane is displaced with
respect to the reading unit 120 projected to the horizontal
plane.
[0052] Therefore, also in the present illustrative em-
bodiment, the user may bring a communication device
close to or into contact with the communication unit 111B
readily without being obstructed by the reading unit 120.
[0053] While the image forming units in the first to
fourth illustrative embodiments described hereinabove
are of the monochromatic xerography type, the present
disclosure is not limited to this. In particular, the image
forming unit may be of any type such as the color xerog-
raphy type or the monochromatic or color ink jet type.
[0054] Further, the particular utilization form of the
short-range wireless communication is not limited to that
used in the illustrative embodiments described herein-
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above but may be any other utilization form.
[0055] For example, a communication device having
a display unit such as a liquid crystal panel may be used
in such a utilization form that the display unit of the com-
munication device functions as a display unit of the image
forming apparatus through short-range wireless commu-
nication. Where the communication device is used as the
display unit of the image forming apparatus, a configu-
ration wherein the image forming apparatus does not
have a display unit can be implemented. Therefore, re-
duction of the fabrication cost of the image forming ap-
paratus can be anticipated.

Fifth Illustrative Embodiment

[0056] A perspective view of an ink jet printer according
to the fifth illustrative embodiment is shown in FIG. 8. It
is to be noted that upward, downward, leftward, right-
ward, forward and backward directions are defined in an
installation state illustrated in FIG. 8 in which the ink jet
printer is used.
[0057] Referring to FIG. 8, the ink jet printer 1 is a re-
cording apparatus and also an image forming apparatus
and includes a printer housing 2 formed from a synthetic
resin material and a cover 3 attached for pivotal motion
to the printer housing 2. An opening is formed at a front
portion of the printer housing 2 and surrounded by an
upper wall 2a, side walls 2b and 2c and a bottom wall 2d
of the printer housing 2. As shown in FIG. 10, a control
board 29 is disposed in a horizontal posture on an upper
face of the upper wall 2a. In the control board 29, various
circuits for controlling the ink jet printer 1 are incorporat-
ed. In FIG. 11, the upper wall 2a and the control board
29 are not shown.
[0058] Referring to FIGS. 10 and 11, the printer hous-
ing 2 accommodates a printer unit or recording unit 4 for
recording an image and so forth on a recording paper
sheet 100 which is recording medium, and a feeding
mechanism 5 for feeding the recording paper sheet 100
to the printer unit 4. The printer housing 2 further accom-
modates a discharge unit 6 into which the recording paper
sheet 100 recorded by the printer unit 4 is discharged.
The printer housing 2 further accommodates a mainte-
nance unit 7 for carrying out maintenance of an ink jet
head 18 of the printer unit 4, and a scanner unit 8 for
reading an image, characters and so forth recorded on
the recording paper sheet 100. An operation panel 9 for
accepting various operations for the ink jet printer 1 by a
user is disposed at a front portion of an upper face of the
printer housing 2. It is to be noted that a configuration of
the components is hereinafter described.
[0059] Referring to FIGS. 8 and 11, an opening and
closing lid 10 is attached to the right end of a front face
of the printer housing 2, and a holder 12 on which ink
cartridges 11 are to be mounted is disposed behind the
opening and closing lid 10. The holder 12 has four car-
tridge mounting portions 12a, into which four ink cartridg-
es 11 in which inks of four colors, namely, cyan (C), ma-

genta (M), yellow (Y) and black (BK, are stored individ-
ually, are removably mounted from the front.
[0060] Referring to FIG. 8, the cover 3 is disposed be-
hind the operation panel 9 of the printer housing 2 and
above the printer housing 2 in such a manner as to cover
the upper face of the printer housing 2. Further, the cover
3 is attached to the printer housing 2 through a pivot shaft
not shown provided at a rear end portion thereof such
that it can be pivoted upwardly and downwardly with re-
spect to the printer housing 2 around the pivot shaft.
[0061] Referring to FIG. 10, the feeding mechanism 5
includes a paper cassette 15 mounted on the printer
housing 2, and a pickup roller 16 for picking up a recording
paper sheet 100 from the paper cassette 15. The paper
cassette 15 has a main tray 15a for holding the recording
paper sheets 100 in a stacked state thereon and a dis-
charge tray 15b provided above the main tray 15a for
receiving the recording paper sheet 100 recorded by and
discharged from the printer unit 4 hereinafter described.
The pickup roller 16 is disposed above the main tray 15a
and configured to rotate around a rotatable shaft provided
on the printer housing 2. The pickup roller 16 is driven to
rotate by a paper feed motor 80 shown in FIG. 13 to pick
up the recording paper sheets 100 one by one from the
main tray 15a of the paper cassette 15. The recording
paper sheet 100 picked up by the pickup roller 16 is
pushed upwardly along an inclined face 15c provided at
an end portion of the paper cassette 15 and supplied to
the printer unit 4.
[0062] Referring to FIGS. 10 and 11, the printer unit 4
is disposed in the printer housing 2 and carries out re-
cording on a recording paper sheet 100. The printer unit
4 is disposed above the feeding mechanism 5. The printer
unit 4 includes a carriage 17 mounted for back and forth
movement in the leftward and rightward direction, name-
ly, in a scanning direction, and an ink jet head 18 carried
on the carriage 17. The printer unit 4 further includes a
transport mechanism 19 for transporting a recording pa-
per sheet 100 forwardly, namely, in a discharging direc-
tion, along a horizontal plane.
[0063] In the printer housing 2, a platen 20 for support-
ing a recording paper sheet 100 is disposed in a horizon-
tal posture. Two guide rails 21 and 22 are provided above
the platen 20 and extend in parallel to each other in the
scanning direction. The carriage 17 is driven by a carriage
driving motor 78 shown in FIG. 13 to move in the scanning
direction, namely, in the leftward and rightward direction,
along the two guide rails 21 and 22 in a region opposing
the recording paper sheet 100 on the platen 20.
[0064] The ink jet head 18 is attached to a lower portion
of the carriage 17 in a state in which a gap is provided
between the ink jet head 18 and the platen 20. A lower
face of the ink jet head 18 serves as an ink drop injection
face 18a to which a plurality of nozzles 23 are opened.
The nozzles 23 are arrayed along the discharging direc-
tion to configure four nozzle columns for injecting inks of
the four colors, namely, of cyan, magenta, yellow and
block. The ink jet head 18 carried on the carriage 17 is
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connected to the holder 12 described hereinabove
through tubes not shown such that the inks of the four
colors stored in the four ink cartridges 11 mounted on
the holder 12 are supplied to the ink jet head 18 through
the tubes.
[0065] The ink jet head 18 is movable together with the
carriage 17 not only within a range within which it is op-
posed to a recording paper sheet 100 transported on the
platen 20 but also to positions displaced to the left and
right outer sides from the range. Particularly, the position
on the right side with respect to the opposing range to
the recording paper sheet 100 is a standby position at
which the carriage 17 stands by when the ink jet head
18 is not used. When the carriage 17 arrives at the stand-
by position, it opposes the maintenance unit 7 hereinafter
described which is disposed below the carriage 17.
[0066] The transport mechanism 19 includes two
transport roller pairs 24 and 25 disposed forward and
rearward in such a manner that the platen 20 and the
carriage 17 are positioned therebetween. The transport
roller pairs 24 and 25 are driven by a transport motor 79
shown in FIG. 13 to transport a recording paper sheet
100 forwardly, namely, in the discharging direction, be-
tween the ink jet head 18 and the platen 20.
[0067] In the printer unit 4 described above, while the
carriage 17 is moved in the scanning direction, namely,
in the leftward and rightward direction, ink is injected from
the ink jet head 18 to a recording paper sheet 100 on the
platen 20 and the recording paper sheet 100 is transport-
ed in the discharging direction by the two transport roller
pairs 24 and 25 to record a desired image or characters
on the recording paper sheet 100.
[0068] Referring to FIGS. 8 to 10, the above-described
opening surrounded by the upper wall 2a, side walls 2b
and 2c and bottom wall 2d is formed below the operation
panel 9 at a front portion of the printer housing 2. The
paper cassette 15 is mounted on the bottom wall 2d under
the opening. The paper cassette 15 is removable from
the printer housing 2. The discharge unit 6 is formed from
the discharge tray 15b, namely, a discharge face of the
discharge tray 15b, at the top of the paper cassette 15,
and an opening region above the paper cassette 15 sur-
rounded by the discharge tray 15b and the upper wall 2a
and side walls 2b and 2c of the printer housing 2. A re-
cording paper sheet 100 recorded by the printer unit 4 is
transferred forwardly by the transport roller pairs 24 and
25 and placed on the discharge tray 15b of the discharge
unit 6. In this manner, the discharge unit 6 is formed in
the printer housing 2, and the recording paper sheet 100
recorded by the printer unit 4 is discharged to the dis-
charge unit 6. The user can take out the recording paper
sheet 100 placed on the discharge tray 15b from the front
of the discharge unit 6.
[0069] Referring to FIG. 11, the maintenance unit 7 is
disposed at a position on the right side of the platen 20,
namely, at a position opposing the ink jet head 18 when
the ink jet head 18 stands by at the standby position. The
maintenance unit 7 includes a cap member 26 which

closely contacts with the ink drop injection face 18a of
the ink jet head 18 to cover the openings of the nozzles
23. The maintenance unit 7 further includes a suction
pump 27 for compulsorily discharging ink from the noz-
zles 23 covered with the cap member 26 to the cap mem-
ber 26, a wiper 28 for wiping off the ink sticking to the ink
drop injection face 18a, and so forth.
[0070] Referring to FIG. 10, the scanner unit 8 includes
a carriage 30 movable back and forth in the leftward and
rightward direction, and an image scanner 31 carried on
the carriage 30. At an upper portion in the printer housing
2, a guide rail 32 is provided such that it extends in parallel
to the scanning direction, namely, in the leftward and
rightward direction. When the carriage 30 is driven by a
carriage driving motor not shown, it moves in the scan-
ning direction, namely, in the leftward and rightward di-
rection, along the guide rail 32 within a range opposing
a plate member 14 fitted in an opening 13 in the printer
housing 2. Thereupon, the recording paper sheet 100 is
scanned by the image scanner 31. In other words, the
ink jet printer 1 of the present illustrative embodiment is
configured as a composite machine which can execute
printing, scanning, copying and so forth.
[0071] Referring to FIGS. 8 and 10, the operation panel
9 is provided at a front portion of an upper face of the
printer housing 2 and above the discharge unit 6, and
has various operation buttons 33 to 36, a liquid crystal
display unit 37 of the touch panel type, and so forth. The
liquid crystal display unit 37 displays various kinds of in-
formation thereon, and the user can operate the liquid
crystal display unit 37 to instruct the ink jet printer 1 to
carry out various operations. A large number of conduc-
tors for the liquid crystal display unit 37 and so forth are
disposed on the operation panel 9. A panel controlling
board 38 for controlling the operation panel 9 is provided
below the operation panel 9 as shown in FIG. 10. A panel
controlling circuit 81 shown in FIG. 13 for controlling the
operation panel 9 and associated elements is incorpo-
rated in the panel controlling board 38.
[0072] The ink jet printer 1 according to the present
illustrative embodiment carries out communication by the
NFC (Near Field Communication), which is a type of
short-range wireless communication, with a communica-
tion terminal 200 such as a portable telephone set or a
smartphone. Consequently, the ink jet printer 1 can re-
ceive recording data of an image or characters from the
communication terminal 200. In the following, a configu-
ration of the ink jet printer 1 which relates to the short-
range wireless communication is described.
[0073] Referring to FIGS. 8 to 11, a terminal receiving
member 39 on which the communication terminal 200
can be placed is provided in the discharge unit 6. In par-
ticular, the terminal receiving member 39 is a recessed
portion provided on the discharge tray 15b on which a
recording paper sheet 100 recorded by the printer unit 4
is to be placed as shown also in FIG. 12. Further, the
terminal receiving member 39 is formed in a substantially
rectangular shape at a central portion at a front end por-
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tion of the discharge tray 15b. Furthermore, the terminal
receiving member 39 has an extent sufficient to accom-
modate the communication terminal 200 therein and has
a depth with which the communication terminal 200 does
not project upwardly from the terminal receiving member
39 in a state in which the communication terminal 200 is
mounted in the terminal receiving member 39. The user
can place the communication terminal 200 readily into
the terminal receiving member 39 from the front of the
discharge unit 6. Below the terminal receiving member
39 of the paper cassette 15, a mark 40 which indicates
the position of the terminal receiving member 39 and is,
in the present illustrative embodiment, an arrow mark, is
applied.
to FIG. 10, an antenna 41 serving as a communication
unit may communicate by the NFC with the communica-
tion terminal 200 received in the terminal receiving mem-
ber 39. In particular, the antenna 41 is a loop antenna
and is disposed on a lower face, namely, the reverse
face, of the panel controlling board 38. Further, the an-
tenna 41 is disposed on a lower face of the panel con-
trolling board 38 disposed in a substantially horizontal
posture such that the loop portion thereof lies substan-
tially in parallel to the horizontal direction. Further, the
antenna 41 is disposed substantially directly above the
terminal receiving member 39 such that the distance L
between the terminal receiving member 39 and the an-
tenna 41 is within 10 cm which is a maximum communi-
cation distance by the NFC. Another loop antenna not
shown is built in the communication terminal 200 such
that the loop portion thereof extends in parallel to a di-
rection perpendicular to the thickness direction of the
communication terminal 200. Therefore, if the communi-
cation terminal 200 is installed on the horizontal bottom
face of the terminal receiving member 39, then the loop
portions of the antenna 41 of the ink jet printer 1 and the
antenna of the communication terminal 200 oppose sub-
stantially in parallel to each other.
[0074] If the communication terminal 200 is received
in the terminal receiving member 39, then communication
by NFC is carried out between the antenna 41 on the ink
jet printer 1 side and the antenna on the communication
terminal 200 side. More particularly, if a magnetic field is
generated from one of the loop antenna 41 of the ink jet
printer 1 side and the loop antenna of the communication
terminal 200 side, then induced current is generated in
the other antenna by electromagnetic induction. Conse-
quently, data is transmitted from the one antenna to and
received by the other antenna. Then, if the transmission
(magnetic field generation) function and the reception
(induced current generation) function of both antennae
are changed over alternately, then bidirectional commu-
nication can be achieved between the ink jet printer 1
and the communication terminal 200.
[0075] Now, an electric configuration of the inkjet print-
er 1 is described. FIG. 13 is a block diagram schemati-
cally showing an electric configuration of the ink jet printer
1. Referring to FIG. 13, the control board 29 for controlling

operation of the ink jet printer 1 is connected for data
communication with a PC (personal computer) 300,
which is an external apparatus, through an input/output
interface (I/F) 71 such that recording data of an image or
characters to be recorded are inputted from the PC 300
to the control board 29. Further, the panel controlling
board 38 in which the panel controlling circuit 81 is incor-
porated is connected to the control board 29 such that
various operations from the operation panel 9 are input-
ted as various signals relating to operation of the ink jet
printer 1 to the control board 29 through the panel con-
trolling circuit 81.
[0076] Various circuits are incorporated in the control
board 29. In particular, a recording controlling circuit 72
for controlling recording operation of the printer unit 4,
which includes the ink jet head 18 and so forth, based
on received recording data, and a paper feeding control-
ling circuit 73 for controlling paper feeding operation by
the feeding mechanism 5 are incorporated. Further, a
maintenance controlling circuit 74 for controlling mainte-
nance operation by the maintenance unit 7, a scanner
controlling circuit 75 for controlling scanning of a record-
ing paper sheet by the scanner unit 8 and a communica-
tion controlling circuit 76 for controlling data communica-
tion by the NFC with the communication terminal 200 are
incorporated.
[0077] In the following, communication by NFC con-
trolled by the communication controlling circuit 76, par-
ticularly reception of recording data, is described. The
communication controlling circuit 76 is connected to a
communication module 41a of the antenna 41. In the ink
jet printer 1, communication with the communication ter-
minal 200 by NFC is started by the user operating the
liquid crystal display unit 37 of the operation panel 9 to
input a predetermined instruction. When a communica-
tion starting instruction is inputted, the communication
controlling circuit 76 carries out communication with the
communication terminal 200. At this time, if the commu-
nication terminal 200 is placed into the terminal receiving
member 39 by the user and then the communication with
the communication terminal 200 is carried out normally,
then the reception of the recording data is completed. On
the other hand, even if a predetermined period of time
elapses, if the communication with the communication
terminal 200 is not carried out normally, then a message
representing that communication is not carried out nor-
mally is displayed on the liquid crystal display unit 37. In
this manner, recording data received by the antenna 41
are sent from the communication controlling circuit 76 to
the recording controlling circuit 72 similarly to recording
data received from the PC 300, and the recording oper-
ation by the printer unit 4 is controlled based on the re-
cording data.
[0078] The ink jet printer 1 according to the present
illustrative embodiment described above includes a print-
er housing 2, a printer unit 4 disposed in the printer hous-
ing 2 for carrying out recording on a recording paper sheet
100, a discharge unit 6 formed in the printer housing 2
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for receiving the recording paper sheet 100 recorded by
the printer unit 4 and discharged thereto, a terminal re-
ceiving member 39 provided on the discharge unit 6 for
receiving a communication terminal 200 placed therein,
and an antenna 41 for communicating with the commu-
nication terminal 200 placed in the terminal receiving
member 39 by short-range wireless communication.
[0079] In the ink jet printer 1 according to the present
illustrative embodiment configured in such a manner as
described above, the terminal receiving member 39 in
which the communication terminal 200 can be received
is provided on the discharge unit 6 to which a recording
paper sheet 100 is discharged. The discharge unit 6 re-
ceives the recording paper sheet 100 discharged thereto
and has a large opening to this side, namely, to the user
side, so that the user can take out the discharged record-
ing paper sheet 100 therethrough. Accordingly, it is easy
for the user to place the communication terminal 200 into
such a discharge unit 6 as just described. Further, since
the terminal receiving member 39 is provided on the dis-
charge unit 6, a vacant space can be utilized effectively
and a receiving space for the communication terminal
200 can be assured without increasing the size of the
apparatus. Further, since the communication terminal
200 is received in the discharge unit 6 which has a large
opening, the communication terminal 200 can be visually
recognized readily by the user, and the communication
terminal 200 can be prevented from being left in the ter-
minal receiving member 39.
[0080] Further, since the terminal receiving member
39 is provided on the discharge tray 15b of the discharge
unit 6 on which a recording paper sheet 100 recorded by
the printer unit 4 is to be placed, the user can place the
communication terminal 200 readily into the terminal re-
ceiving member 39.
[0081] Further, since the terminal receiving member
39 is a recessed portion formed on the discharge tray
15b of the discharge unit 6 and capable of accommodat-
ing the communication terminal 200 therein, the commu-
nication terminal 200 is accommodated into the recessed
portion formed on the discharge tray 15b of the discharge
unit 6. Consequently, when a recording paper sheet 100
is discharged, it is less likely to contact the communica-
tion terminal 200.
[0082] Further, the operation panel 9 and the panel
controlling board 38 for controlling the operation panel 9
are disposed above the discharge unit 6 and the antenna
41 is disposed on the panel controlling board 38. There-
fore, communication between the communication termi-
nal 200 and the antenna 41 can be carried out reliably.
Further, the panel controlling board 38 is positioned on
the reverse side of the operation panel 9. Namely, the
operation panel 9 is positioned on the opposite side to
the communication terminal 200 across the panel con-
trolling board 38. Accordingly, wireless communication
between the antenna 41 provided on the panel controlling
board 38 and the communication terminal 200 is not ob-
structed by the operation panel 9 which includes a large

number of conductors.
[0083] Further, since the mark 40 indicating the posi-
tion of the terminal receiving member 39 may be applied,
the user can readily recognize the place at which the
communication terminal 200 is to be placed.
[0084] While the fifth illustrative embodiment of the
present disclosure is described above, the mode to which
the present disclosure can be applied is not limited to the
illustrative embodiment described hereinabove but can
be changed suitably without departing from the subject
matter of the present disclosure.
[0085] In particular, in a recording apparatus according
to a modification, a terminal receiving member 42 is pro-
vided at a position spaced from the discharge tray 15b
of the discharge unit 6 as shown in FIG. 14. In particular,
referring to FIG. 14, the terminal receiving member 42 is
a table provided on the discharge unit 6 and extending
horizontally from the side wall 2b of the printer housing
2 above the discharge tray 15b such that the communi-
cation terminal 200 can be placed on the table. According
to the present modification, since the terminal receiving
member 42 is provided at a position spaced from the
discharge tray 15b of the discharge unit 6, the commu-
nication terminal 200 is placed at a position spaced from
the discharge tray 15b of the discharge unit 6. Conse-
quently, a recording paper sheet 100 discharged along
the discharge tray 15b is less likely to contact the com-
munication terminal 200. Further, since the distance of
the communication terminal 200 to the antenna 41 pro-
vided on the panel controlling board 38 is reduced in com-
parison with the fifth illustrative embodiment described
above, wireless communication between the antenna 41
and the communication terminal 200 is enhanced.
[0086] In a recording apparatus according to another
modification, a terminal receiving member 43 is a groove
which is formed in a region of the discharge tray 15b of
the discharge unit 6 on the end side in the widthwise
direction of a recording paper sheet 100 perpendicular
to the discharging direction of the recording paper sheet
100 and extends in the discharging direction of the re-
cording paper sheet 100 as shown in FIGS. 15 and 16.
In this instance, the antenna 41 is provided in parallel to
the terminal receiving member 43. For example, the an-
tenna 41 can be provided in parallel to the terminal re-
ceiving member 43 on a cartridge controlling board not
shown, in which a cartridge controlling circuit not shown
for controlling the ink cartridges 11 is incorporated, or on
a side face of the printer housing 2. According to this
modification, if the communication terminal 200 of a flat-
tened shape is inserted into the groove formed at the end
portion of the discharge unit 6 in a state in which the
communication terminal 200 stands uprightly, then the
communication terminal 200 can be disposed along an
inner side face of the discharge unit 6. Accordingly, a
discharged recording paper sheet 100 is less likely to
contact the communication terminal 200.
[0087] In a recording apparatus according to a further
modification, an upper face of an auxiliary tray 44 serves
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as a terminal receiving member 45 by which the commu-
nication terminal 200 is received as shown in FIG. 17.
The auxiliary tray 44 can move out from the discharge
tray 15b of the discharge unit 6 to the discharging side
of a recording paper sheet 100. In particular, the auxiliary
tray 44 is attached to the discharge tray 15b through a
pivot shaft not shown provided at a rear end portion there-
of such that it is pivoted around the pivot shaft to move
out to the discharging side of a recording paper 100 from
the discharge tray 15b. By this auxiliary tray 44, a record-
ing paper sheet 100 discharged to the discharging side
is prevented from moving out from the discharge unit 6.
In this instance, the antenna 41 is provided on the aux-
iliary tray 44. According to the present modification, since
the upper face of the auxiliary tray 44 is the terminal re-
ceiving member 45 by which the communication terminal
200 is to be received, when the communication terminal
200 is mounted on the auxiliary tray 44 moved out from
the discharge unit 6, a recording paper sheet 100 dis-
charged from the discharge unit 6 is prevented with a
higher degree of certainty from moving out by the com-
munication terminal 200. Further, since the antenna 41
is provided on the auxiliary tray 44, the distance between
the communication terminal 200 provided on the auxiliary
tray 44 and the antenna 41 is very short, and consequent-
ly, wireless communication between them can be carried
out reliable. While the auxiliary tray 44 in the present
modification is provided for pivotal motion on the dis-
charge tray 15b, it may otherwise be provided for sliding
movement on the discharge tray 15b such that it can be
drawn out forwardly.
[0088] The terminal receiving member 45 may other-
wise be provided on an upper face of the main tray 15a
in the inside of the paper cassette 15. In this instance,
the antenna 41 is provided on the main tray 15a.
[0089] Further, since the antenna 41 is connected to
the communication module 41a, it can be provided on a
board, in the fifth illustrative embodiment described here-
inabove, on the panel controlling board 38. Here, to pro-
vide a board for exclusive use for the antenna 41 in order
to mount the antenna 41 is not preferable because of
increase of the cost, increase of the scale of the appa-
ratus and so forth. Therefore, preferably the antenna 41
is provided on an ink cartridge board as in the modifica-
tion described hereinabove or on the control board 29.
Where the antenna 41 is provided on the control board
29, the terminal receiving member 45 may be provided
on the discharge tray 15b below the antenna 41.
[0090] Further, while, in the fifth illustrative embodi-
ment described hereinabove, NFC is applied to carry out
short-range wireless communication between the ink jet
printer 1 and the communication terminal 200, alterna-
tively an RFID (Radio Frequency Identification) tag or the
like may be used to carry out short-range wireless com-
munication. Further, the communication terminal is not
limited to a portable telephone set, a smartphone or the
like but may be an IC (Integrated Circuit) card, an IC tag
or the like. Further, the data communicated by the short-

range wireless communication is not limited to recording
data but may be data such as log-in information to an ink
jet printer.
[0091] Further, while, in the fifth illustrative embodi-
ment described hereinabove, the upper face of the paper
cassette 15 serves as the discharge tray 15b, the paper
cassette 15 and the discharge tray 15b may not be
formed as a unitary member but may be provided at po-
sitions spaced from each other while the upper face of
the paper cassette 15 does not serve as the discharge
tray 15b.
[0092] According to the aspects of the discloser, an
image forming apparatus comprises a housing, an image
forming unit, a discharge tray, a terminal receiving mem-
ber, and an antenna.
[0093] The image forming unit disposed in the housing
and configured to form an image on a sheet.
[0094] The discharge tray disposed in the housing and
configured to receive the sheet on which an image is
formed by the image forming unit. The terminal receiving
member disposed on the discharge tray and configured
to receive a communication terminal thereon. The anten-
na configured to communicate with the communication
terminal received on the terminal receiving member by
short-range wireless communication.
[0095] In the image forming apparatus, the terminal
receiving member is a recessed portion formed on the
discharge tray and configured to hold the communication
terminal therein.
[0096] In the image forming apparatus, the terminal
receiving member is a groove formed at a side of the
discharge tray, the groove extending along a discharging
direction in which a sheet is discharged from the image
forming unit.
[0097] In the image forming apparatus, an operation
unit and a panel controlling board configured to control
the operation unit are disposed above the discharge tray,
and the antenna is disposed on the panel controlling
board.
[0098] In the image forming apparatus, the discharge
tray comprises an auxiliary tray configured to extend from
the discharge tray in a discharging direction in which a
sheet is discharged from the image forming unit, and the
terminal receive member is located on a surface of the
auxiliary tray, wherein the surface is the upper face of
the auxiliary tray when the auxiliary tray is extended.
[0099] In the image forming apparatus, an indicator
identifying a position of the terminal receiving member is
disposed on a discharge unit.
[0100] According to the aspects of the discloser, an
image forming apparatus comprises a housing, an image
forming unit, a discharge tray, a terminal receiving mem-
ber, and an antenna.
[0101] The image forming unit disposed in the housing
and configured to form an image on a sheet. The dis-
charge tray disposed in the housing and configured to
receive the sheet on which an image is formed by the
image forming unit. The terminal receiving member dis-
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posed in and coupled to the housing and configured to
receive a communication terminal thereon and disposed
at a position spaced away from and overlapping the dis-
charge tray. The antenna configured to communicate
with the communication terminal received on the terminal
receiving member by short-range wireless communica-
tion.
[0102] Further, while the ink jet printer 1 in the fifth il-
lustrative embodiment described above is a recording
apparatus of the ink jet type, the recording method is not
limited to the ink jet type but may be that of a laser type,
an LED (Light Emitting Diode) type or the like. Where the
recording method is that of the ink jet type, an ink jet
method of a line type may be applied.
[0103] The present disclosure includes any invention
which is consistent with the spirit and scope of the dis-
closure and is not restricted to the illustrative embodi-
ments described hereinabove but the components of the
illustrative embodiments may be used in suitable combi-
nations.

Claims

1. An image forming apparatus (101), comprising:

an image forming unit (105) configured to form
an image on a sheet;
a housing (103) configured to accommodate the
image forming unit (105);
an antenna portion (111A) disposed in the hous-
ing (103) for short-range wireless communica-
tion;
a communication unit (111B) being disposed at
a position on an upper face of the housing (103),
the communication unit (111B) configured to re-
ceive a communication device for short-range
wireless communication with the antenna por-
tion (111A); and
a holding member (111C) configured to hold a
communication device received by the commu-
nication unit (111B)for short-range wireless
communication with the antenna portion(111A).

2. The image forming apparatus according to claim 1,
further comprising:

a discharge tray (107) configured to receive the
sheet on which an image is formed by the image
forming unit (105), the discharge tray (107) be-
ing disposed on an upper side of the image form-
ing unit(105);
wherein the communication unit (111B) is dis-
posed at a position displaced with respect to the
discharge tray (107), the communication unit
(111B) is formed in a horizontal planar shape.

3. The image forming apparatus according to claim 1,

further comprising:

a discharge tray (107)configured to receive the
sheet on which an image is formed by the image
forming unit (105), the discharge tray (107) be-
ing disposed on an upper side of the image form-
ing unit (105);
wherein the communication unit (111B) is dis-
posed at a position displaced with respect to the
discharge tray (107),
wherein the housing (103) includes a front side
and a rear side, the communication unit (111B)
being formed on an inclined face of the upper
side extending downward toward the front side
of the housing (103), and
wherein the holding member (111C) is disposed
on the lower end side of the communication unit
(111B).

4. The image forming apparatus according to claim 1,
further comprising:

an operation unit (113) configured to accept an
input,
wherein the communication unit (111B) is dis-
posed at a position on an upper face of the op-
eration unit (113).

5. The image forming apparatus according to claim any
one of 1 to 4, wherein the antenna portion (111A)
being disposed on a bottom side of the communica-
tion unit (111B).

6. The image forming apparatus according to claim any
one of 1 to 5, wherein the holding member (111C)
configured to be a recessed portion (111D) forms a
recess that allows the communication device to be
received therein.

7. The image forming apparatus according to claim 6,
wherein the recessed portion (111D) is disposed in
the upper face of the housing (103).

8. The image forming apparatus according to claim 6,
wherein the recessed portion (111D) is disposed on
the upper face of the operation unit (113).

9. The image forming apparatus according to claim any
one of 4 to 8, wherein the housing (103) includes a
front side and a rear side, the operation unit (113) is
disposed on the front side of the housing (103).

10. The image forming apparatus according to claim any
one of 1 to 9, wherein the image forming unit (105)
comprises:

a photosensitive member (105A) configured to
carry a developer image;
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a charger (105B) configured to charge the pho-
tosensitive member;
an exposure unit (105C) configured to expose
the charged photosensitive member;
a transfer member (105D) configured to transfer
the developer image carried on the photosensi-
tive member to the sheet, and
a fixing unit (105E) configured to fix the devel-
oper image transferred to the sheet;
wherein the discharge tray (107) configured to
receive the sheet from the fixing unit, the dis-
charge tray being disposed on an upper side of
the image forming unit; and
wherein when the antenna portion (111A) and
the charger (105B) are projected to a horizontal
plane that is parallel to a bottom side of the im-
age forming unit (105) opposite to the upper side
of the image forming unit (105), the antenna por-
tion (111A) projected to the horizontal plane is
displaced with respect to the charger (105B) pro-
jected to the horizontal plane.

11. The image forming apparatus according to claim 10,
wherein, the projection of the charger (105B)on the
horizontal plane is positioned between the projec-
tions of the antenna portion (111A) and the fixing
unit (105E).

12. The image forming apparatus according to claim any
one of 10 or 11, wherein the communication unit
(111B) being positioned on the upper face of the front
side of the housing (103) and the fixing unit (105E)
being positioned closer to a back face of the housing
than a front face of the housing (103).

13. The image forming apparatus according to claim any
one of 10 to 12, wherein the housing (103) includes
a front side and a rear side, the communication unit
(111B) being formed on an inclined face of the upper
side extending downward toward the front side of
the housing (103) and the fixing unit (105E) being
positioned closer to a back face of the housing than
a front face of the housing (103).

14. The image forming apparatus according to claim any
one of 1 to 13, wherein the housing (103) comprises:

a first housing unit (131) configured to accom-
modate the image forming unit (105) therein,
and
a second housing unit (132) configured to ac-
commodate a reading unit (120) for reading an
image of an original and positioned at a location
on an upper side of the first housing unit (131)
with a space therebetween, and
wherein the projection of the antenna portion
(111A) to the horizontal plane is displaced with
respect to a projection of the reading unit to (120)

the horizontal plane.

15. The image forming apparatus according to claim 14,
wherein the communication unit (111B) is disposed
on the second housing unit (132).

16. The image forming apparatus according to claim any
one of 10 to 15, wherein the image forming apparatus
(101) further comprises a front cover (103B) movable
between an open position which allows access to
inside the housing (103) and a closed position, the
front cover (103B) being disposed on a front face of
the housing (103) on the front side, and
wherein the antenna portion (111A)is disposed on
an upper side with respect to an upper end of the
front cover (103B), and
wherein the fixing unit (105E) is positioned closer to
a back face of the housing (103) than a front face of
the housing.
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