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Description

BACKGROUND

[0001] Minimally invasive surgical techniques are
aimed at reducing the amount of extraneous tissue that
is damaged during diagnostic or surgical procedures,
thereby reducing patient recovery time, discomfort, and
deleterious side effects. As a consequence, the average
length of a hospital stay for standard surgery may be
shortened significantly using minimally invasive surgical
techniques. Also, patient recovery times, patient discom-
fort, surgical side effects, and time away from work may
also be reduced with minimally invasive surgery.
[0002] A common form of minimally invasive surgery
is endoscopy, and a common form of endoscopy is lapar-
oscopy, which is minimally invasive inspection and sur-
gery inside the abdominal cavity. In standard laparoscop-
ic surgery, a patient’s abdomen is insufflated with gas,
and cannula sleeves are passed through small (approx-
imately 12.7 millimetres (one-half inch) or less) incisions
to provide entry ports for laparoscopic instruments.
[0003] Laparoscopic surgical instruments generally in-
clude an endoscope (e.g., laparoscope) for viewing the
surgical field and tools for working at the surgical site.
The working tools are typically similar to those used in
conventional (open) surgery, except that the working end
or end effector of each tool is separated from its handle
by an extension tube (also known as, e.g., an instrument
shaft or a main shaft). The end effector can include, for
example, a clamp, grasper, scissor, stapler, cautery tool,
linear cutter, or needle holder.
[0004] To perform surgical procedures, the surgeon
passes working tools through cannula sleeves to an in-
ternal surgical site and manipulates them from outside
the abdomen. The surgeon views the procedure from a
monitor that displays an image of the surgical site taken
from the endoscope. Similar endoscopic techniques are
employed in, for example, arthroscopy, retroperitoneos-
copy, pelviscopy, nephroscopy, cystoscopy, cisternos-
copy, sinoscopy, hysteroscopy, urethroscopy, and the
like.
[0005] Minimally invasive telesurgical robotic systems
are being developed to increase a surgeon’s dexterity
when working on an internal surgical site, as well as to
allow a surgeon to operate on a patient from a remote
location (outside the sterile field). In a telesurgery system,
the surgeon is often provided with an image of the sur-
gical site at a control console. While viewing a three di-
mensional image of the surgical site on a suitable viewer
or display, the surgeon performs the surgical procedures
on the patient by manipulating master input or control
devices of the control console. Each of the master input
devices controls the motion of a servo-mechanically ac-
tuated/articulated surgical instrument. During the surgi-
cal procedure, the telesurgical system can provide me-
chanical actuation and control of a variety of surgical in-
struments or tools having end effectors that perform var-

ious functions for the surgeon, for example, holding or
driving a needle, grasping a blood vessel, dissecting tis-
sue, or the like, in response to manipulation of the master
input devices.
[0006] Manipulation and control of these end effectors
is a particularly beneficial aspect of robotic surgical sys-
tems. For this reason, it is desirable to provide surgical
tools that include mechanisms that provide three degrees
of rotational movement of an end effector to mimic the
natural action of a surgeon’s wrist. Such mechanisms
should be appropriately sized for use in a minimally in-
vasive procedure and relatively simple in design to re-
duce possible points of failure. In addition, such mecha-
nisms should provide an adequate range of motion to
allow the end effector to be manipulated in a wide variety
of positions.
[0007] Surgical clamping and cutting instruments (e.g.,
non-robotic linear clamping, stapling, and cutting devic-
es, also known as surgical staplers; and electrosurgical
vessel sealing devices) have been employed in many
different surgical procedures. For example, a surgical
stapler can be used to resect a cancerous or anomalous
tissue from a gastro-intestinal tract. Many known surgical
clamping and cutting devices, including known surgical
staplers, have opposing jaws that clamp tissue and an
articulated knife to cut the clamped tissue.
[0008] Surgical clamping and cutting instruments are
often deployed into restrictive body cavities (e.g., through
a cannula to inside the pelvis). Accordingly, it is desirable
for the surgical clamping and cutting instrument to be
both compact and maneuverable for best access to and
visibility of the surgical site. Known surgical clamping and
cutting instruments, however, may fail to be both compact
and maneuverable. For example, known surgical sta-
plers may lack maneuverability with respect to multiple
degrees of freedom (e.g., Roll, Pitch, and Yaw) and as-
sociated desired ranges of motion. Typically, known sur-
gical staplers have a smaller range of Pitch motion than
desirable and no Yaw motion.
[0009] Additionally, surgical clamping and cutting in-
struments can sometimes fail to fully actuate (e.g., due
to a hard obstacle blocking the knife path), potentially
leaving a knife blade exposed. In such an event, it is
desirable that the knife blade not be in a position that
may represent a hazard with respect to removal of the
surgical instrument from the surgical site. Known surgical
clamping and cutting instruments, however, may fail to
avoid the potential knife hazard and at the same time be
compact and maneuverable.
[0010] Thus, there is believed to be a need for im-
proved surgical clamping and cutting instruments and
related methods. Such surgical clamping and cutting in-
struments should be compact and maneuverable, and
employ a knife that does not represent a hazard with
respect to removal of the surgical instrument from the
surgical site when the surgical instrument fails to fully
actuate. CN 101 966 093 A discloses a cavity mirror sur-
gical incision anastomat comprising an anastomat body,
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an executing head, an extension pipe connecting the
anastomat body and the executing head, and an actuat-
ing mechanism for controlling the movement of the exe-
cuting head, wherein the executing head is composed of
an executing frame, a slide bar, a nail bin and an anvil,
and the nail bin comprises a nail bin shell, a nail pushing
block, a nail pushing sliding plate and anastomosis nails.
When the nail bin is in use, the slide bar moves from the
near end of the nail bin to the far end, and the nail pushing
sliding plate can push the anastomosis nail out of the nail
slot while pushing the nail pushing block to move in the
nail pushing hole by means of the inclined surface of the
nail pushing sliding plate. EP 2245993 A2 discloses a
surgical device used to at least partially transect a stom-
ach by not cutting and/or not fastening a portion of tissue
engaged in an end effector located at the device’s distal
end. A portion of the stomach can be engaged by the
end effector, and the end effector can be actuated to cut
and/or to apply one or more fasteners to tissue engaged
in a distal portion of the end effector but not to cut and/or
apply fasteners to tissue engaged in a proximal portion
of the end effector. US 2007/023477 discloses a surgical
device that includes a jaw portion with a first jaw and a
second jaw moveable relative to the first jaw. The surgical
device also includes a shaft portion coupled to a proximal
end of the jaw portion. A driver is configured to cause
relative movement of the jaw portion and the shaft por-
tion.

BRIEF SUMMARY

[0011] The invention relates to a demountably attach-
able cartridge as defined by appended claim 1 and to a
surgical instrument as defined by appended claim 12
comprising said cartridge.
[0012] Improved surgical clamping and cutting instru-
ments (e.g., surgical staplers, and electrosurgical vessel
sealing devices) and related methods are also disclosed,
wherein the methods do not form part of the claimed in-
vention. Surgical clamping and cutting instruments de-
scribed herein employ a proximal-to-distal knife move-
ment, thereby orienting the knife to reduce the likelihood
of unintentionally cutting tissue while removing the sur-
gical instrument from the surgical site in the event that
the surgical instrument fails to fully actuate. The surgical
instruments described herein include first and second
moving members that are moved toward the distal end
at the same rate through a first distance to cut tissue and
subsequently move relative to each other to facilitate
stowing of the knife.
[0013] Thus, in one aspect, a method of articulating a
knife in a surgical instrument is disclosed. The surgical
instrument has a proximal end and a distal end. The
method includes pivotally supporting the knife from a first
member. The knife is configured to cut when the knife is
moved toward the distal end. A rotation of the knife rel-
ative to the first member is blocked with the second mem-
ber while moving the first member and a second member

toward the distal end at the same rate. After moving the
first and second members toward the distal end at the
same rate, relative movement between the first and sec-
ond members is generated to accomplish at least one of
permitting rotation of the knife or inducing rotation of the
knife.
[0014] In many embodiments, a lead screw is used to
actuate the first and second members. For example,
moving the first and second members towards the distal
end at the same rate can include rotating a lead screw
having a threaded portion operatively coupled with at
least one of the first member or the second member.
Generating relative movement between the first and sec-
ond members can include rotating a lead screw having
a threaded portion and a non-threaded portion. The
threaded portion can be operatively coupled with one of
the first and second members and the non-threaded por-
tion can interface with the other of the first and second
members such that rotation of the lead screw generates
the relative motion between the first and second mem-
bers.
[0015] Any suitable relative movement between the
first and second members can be used. For example,
generating relative movement between the first and sec-
ond members can include moving the either one of the
first member or the second member toward the distal end
while preventing the other one of the first and second
members from moving toward the distal end to reposition
the second member relative to the first member to not
block the rotation of the knife. As another example, gen-
erating relative movement between the first and second
members can include moving the either one of the first
member or the second member toward the proximal end
while preventing the other one of the first and second
members from moving toward the proximal end to repo-
sition the second member relative to the first member to
not block the rotation of the knife.
[0016] In many embodiments, the relative movement
between the first and second members induces rotation
of the knife relative to the first member. For example, the
knife can include external gear teeth that mate with ex-
ternal gear teeth coupled with the second member so
that the relative movement between the first and second
members causes movement of the second member gear
teeth relative to the knife gear teeth and corresponding
rotation of the knife relative to the first member.
[0017] The knife can engage one or more features to
selectively cause the knife to rotate into a desired posi-
tion. For example, the method can include engaging the
knife with a kick-down feature to cause the knife to rotate
relative to the first member to stow a cutting edge of the
knife below an upper surface of the housing. As another
example, the method can include engaging the knife with
a kick-down feature coupled to the second member
thereby causing the knife to rotate relative to the first
member to stow a cutting edge of the knife below the
upper surface of the housing. As an additional example,
the method can include engaging the knife with a kick-
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up feature to cause the knife to rotate into a cutting po-
sition during the movement of the first and second mem-
bers towards the distal end at the same rate.
[0018] The method can further include additional acts
performed using the surgical instrument. For example,
the method can include deploying staples during the
movement of the first and second members toward the
distal end at the same rate.
[0019] In another aspect, a surgical instrument is dis-
closed. The surgical instrument includes an elongated
shaft having a shaft distal end , an end effector coupled
to the shaft distal end and including a first and a second
end, the end effector comprising a cartridge as disclosed
in the appended claims.
[0020] In many embodiments, the surgical instrument
includes a drive shat disposed internal to the elongated
shaft, and the cartridge includes a lead screw operatively
coupled with the first member and the second member
to drive each of the first and second members along a
portion of the lead screw in response to rotation of the
lead screw, and the drive shaft is rotationally coupled to
the lead screw. For example, the lead screw can have a
threaded portion and a non-threaded portion disposed
distally of the threaded portion. Both the first and second
members can be driven along the lead screw when the
second member moves with the first member toward the
housing distal end at the same rate. To generate the rel-
ative movement between the first and second members,
one of the first and second members can be interfaced
with the non-threaded portion and the other one of the
first and second members can be interfaced with the
threaded portion.
[0021] The surgical instrument can employ any suita-
ble relative movement between the first and second
members. For example, the first member or the second
member can move toward the housing distal end when
the second member moves relative to the first member.
As another example, the first member or the second
member can move toward the housing proximal end
when the second member moves relative to the first
member.
[0022] In many embodiments of the surgical instru-
ment, the relative movement between the first and sec-
ond members induces rotation of the knife relative to the
first member. For example, the knife can include gear
teeth that mate with gear teeth coupled with the second
member so that the relative movement between the first
and second members causes movement of the second
member gear teeth relative to the knife gear teeth and
corresponding rotation of the knife relative to the first
member.
[0023] In many embodiments of the surgical instru-
ment, the second member moves along with the first
member until prevented from doing so. For example, the
second member can be prevented from moving toward
the housing distal end during a movement of the first
member toward the housing distal end to reposition the
second member to not block the rotation of the knife. In

many embodiments, the second member is slidably
mounted to the first member to move with the first mem-
ber along the first distance and to not move toward the
distal end during a movement of the first member toward
the distal end.
[0024] The surgical instrument can include one or more
features to selectively rotate the knife into a desired po-
sition. For example, the surgical instrument can include
a kick-down feature coupled with the housing to cause
the knife to rotate relative to the first member to stow the
cutting edge of the knife below an upper surface of the
housing. As another example, the surgical instrument
can include a kick-down feature coupled to the second
member to cause the knife to rotate relative to the first
member to stow the cutting edge of the knife below an
upper surface of the housing during the relative motion
between the first and second members. As an additional
example, the surgical instrument can include a kick-up
feature coupled with the housing to cause the knife to
rotate into a cutting position during the movement of the
first and second members towards the distal end at the
same rate.
[0025] The surgical instrument can include additional
features providing additional functionality. For example,
the housing can include a plurality of staple openings
extending between the upper surface and the central cav-
ity. A plurality of staples can be disposed in the staple
openings, each of the staples being deployed during a
movement of the first and second members toward the
housing distal end at the same rate.
[0026] According to the present invention, a demount-
ably attachable cartridge of a surgical instrument is dis-
closed. The cartridge has a first and second end and
includes a first member movable toward a second end
of the cartridge, a knife pivotally coupled to the first mem-
ber, and a second member configured to (a) block rota-
tion of the knife relative to the first member during a si-
multaneous movement of first member and the second
member towards the second end of the cartridge and (b)
continue to move towards the second end of the cartridge
following the simultaneous movement of the first member
and the second member towards the second end of the
cartridge so as to move relative to the first member to
permit rotation of the knife to stow the knife or induce
rotation of the knife to stow the knife.
[0027] In many embodiments, the cartridge includes a
lead screw coupled with the housing for rotation relative
to the housing. The lead screw is operatively coupled
with at least one of the first member or the second mem-
ber to drive the coupled member along at least a portion
of the lead screw in response to rotation of the lead screw.
For example, the lead screw can have a threaded portion
and a non-threaded portion disposed distally of the
threaded portion. Both the first and second members can
be driven along the lead screw when the second member
moves with the first member toward the housing distal
end at the same rate. To generate the relative movement
between the first and second members, one of the first
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and second members can be interfaced with the non-
threaded portion and the other one of the first and second
members can be interfaced with the threaded portion.
[0028] In many embodiments of the cartridge, the lead
screw has a threaded portion and a non-threaded portion
disposed toward the distal end relative to the threaded
portion. Both the first and second members are driven
along the threaded portion when the second member
moves with the first member toward the distal end at the
same rate. One of the first and second members can
interface with the threaded portion and the other one of
the first and second members can interface with the non-
threaded portion to generate the relative movement be-
tween the first and second members in response to a
rotation of the lead screw.
[0029] The cartridge can employ any suitable relative
movement between the first and second members. For
example, the first member or the second member can
move toward the housing distal end when the second
member moves relative to the first member. As another
example, the first member or the second member can
move toward the housing proximal end when the second
member moves relative to the first member.
[0030] In many embodiments of the cartridge, the rel-
ative movement between the first and second members
induces rotation of the knife relative to the first member.
For example, the knife can include gear teeth that mate
with gear teeth coupled with the second member so that
the relative movement between the first and second
members causes movement of the second member gear
teeth relative to the knife gear teeth and corresponding
rotation of the knife relative to the first member.
[0031] In many embodiments of the cartridge, the sec-
ond member moves along with the first member until pre-
vented from doing so. For example, the second member
can be prevented from moving toward the distal end dur-
ing a movement of the first member toward the distal end
to reposition the second member to not block the rotation
of the knife. In many embodiments, the second member
is slidably mounted to the first member to move with the
first member along the first distance and to not move
toward the distal end during a movement of the first mem-
ber toward the distal end.
[0032] The cartridge can include one or more features
to selectively rotate the knife into a desired position. For
example, the cartridge can include a kick-down feature
coupled with the housing to cause the knife to rotate rel-
ative to the first member to stow a cutting edge of the
knife below an upper surface of the housing. As another
example, the cartridge can include a kick-down feature
coupled to the second member to cause the knife to rotate
during a relative movement between the first and second
members to stow a cutting edge of the knife below the
upper surface of the housing. As an additional example,
the cartridge can include a kick-up feature coupled with
the housing to cause the knife to rotate into a cutting
position during the movement of the second member with
the first member toward the distal end at the same rate.

[0033] The cartridge can include additional features
providing additional functionality. For example, the hous-
ing can include a plurality of staple openings extending
between the upper surface and the central cavity. A plu-
rality of staples can be disposed in the staple openings,
each of the staples being deployed during a movement
of the first and second members toward the distal end at
the same rate.
[0034] For a fuller understanding of the nature and ad-
vantages of the present invention, reference should be
made to the ensuing detailed description and accompa-
nying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0035]

FIG. 1 is a plan view of a minimally invasive robotic
surgery system being used to perform a surgery, in
accordance with many embodiments.

FIG. 2 is a perspective view of a surgeon’s control
console for a robotic surgery system, in accordance
with many embodiments.

FIG. 3 is a perspective view of a robotic surgery sys-
tem electronics cart, in accordance with many em-
bodiments.

FIG. 4 diagrammatically illustrates a robotic surgery
system, in accordance with many embodiments.

FIG. 5A is a front view of a patient side cart (surgical
robot) of a robotic surgery system, in accordance
with many embodiments.

FIG. 5B is a front view of a robotic surgery tool, in
accordance with many embodiments.

FIG. 6 is a perspective view of a robotic surgery tool
that includes an end effector having opposed clamp-
ing jaws, in accordance with many embodiments.

FIG. 7 is a perspective view of a demountably at-
tachable cartridge of a linear stapling and cutting sur-
gical instrument, in accordance with many embodi-
ments.

FIG. 8 is a perspective view of the cartridge of FIG.
7 and an attached staple retainer, in accordance with
many embodiments.

FIG. 9 is a cross-sectional view showing attachment
details between the cartridge of FIG. 7 and an end
effector assembly, in accordance with many embod-
iments.

FIGS. 10 is an exploded perspective view illustrating
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components of the cartridge of the cartridge of FIG. 7.

FIGS. 11A and 11B are perspective views illustrating
a printed circuit assembly of the cartridge of FIG. 7.

FIG. 12A shows a distal end of a housing of the car-
tridge of FIG. 7.

FIG. 12B includes perspective views of a staple
pusher of the cartridge of FIG. 7.

FIG. 13A is a perspective view illustrating knife ar-
ticulation and staple deployment related compo-
nents of the cartridge of FIG. 7.

FIG. 13B is a perspective cross-sectional view fur-
ther illustrating knife articulation and staple deploy-
ment related components of the cartridge of FIG. 7.

FIGS. 14A through 14E are schematic drawings il-
lustrating articulation of a knife in a surgical instru-
ment, in accordance with many embodiments.

FIGS. 15A is a perspective view illustrating knife ar-
ticulation and staple deployment related compo-
nents of a surgical instrument, in accordance with
many embodiments.

FIG. 15B is a perspective cross-sectional view illus-
trating a lead screw coupled with the components of
FIG. 15A, in accordance with many embodiments.

FIG. 15C is an exploded perspective view illustrating
the components of FIG. 15A.

FIG. 15D is a plan view of a slidably mounted support
element of the components of FIG. 15A.

FIG. 16 is a side view illustrating knife articulation
and staple deployment related components of a sur-
gical instrument, in accordance with many embodi-
ments.

FIG. 17 is a side view illustrating knife articulation
and staple deployment related components of a sur-
gical instrument, in accordance with many embodi-
ments.

FIG. 18 lists acts of a method of articulating a cutting
blade in a surgical instrument, in accordance with
many embodiments.

FIG. 19 lists optional acts of the method of FIG. 18.

DETAILED DESCRIPTION

[0036] In the following description, various embodi-
ments be described. For purposes of explanation, spe-

cific configurations and details are set forth in order to
provide a thorough understanding of the embodiments.

Minimally Invasive Robotic Surgery

[0037] Referring now to the drawings, in which like ref-
erence numerals represent like parts throughout the sev-
eral views, FIG. 1 is a plan view illustration of a Minimally
Invasive Robotic Surgical (MIRS) system 10, typically
used for performing a minimally invasive diagnostic or
surgical procedure on a Patient 12 who is lying down on
an Operating table 14. The system can include a Sur-
geon’s Console 16 for use by a Surgeon 18 during the
procedure. One or more Assistants 20 may also partici-
pate in the procedure. The MIRS system 10 can further
include a Patient Side Cart 22 (surgical robot) and an
Electronics Cart 24. The Patient Side Cart 22 can ma-
nipulate at least one removably coupled tool assembly
26 (hereinafter simply referred to as a "tool") through a
minimally invasive incision in the body of the Patient 12
while the Surgeon 18 views the surgical site through the
Console 16. An image of the surgical site can be obtained
by an endoscope 28, such as a stereoscopic endoscope,
which can be manipulated by the Patient Side Cart 22 to
orient the endoscope 28. The Electronics Cart 24 can be
used to process the images of the surgical site for sub-
sequent display to the Surgeon 18 through the Surgeon’s
Console 16. The number of surgical tools 26 used at one
time will generally depend on the diagnostic or surgical
procedure and the space constraints within the operating
room among other factors. If it is necessary to change
one or more of the tools 26 being used during a proce-
dure, an Assistant 20 may remove the tool 26 from the
Patient Side Cart 22, and replace it with another tool 26
from a tray 30 in the operating room.
[0038] FIG. 2 is a perspective view of the Surgeon’s
Console 16. The Surgeon’s Console 16 includes a left
eye display 32 and a right eye display 34 for presenting
the Surgeon 18 with a coordinated stereo view of the
surgical site that enables depth perception. The Console
16 further includes one or more input control devices 36,
which in turn cause the Patient Side Cart 22 (shown in
FIG. 1) to manipulate one or more tools. The input control
devices 36 can provide the same degrees of freedom as
their associated tools 26 (shown in FIG. 1) to provide the
Surgeon with telepresence, or the perception that the
input control devices 36 are integral with the tools 26 so
that the Surgeon has a strong sense of directly controlling
the tools 26. To this end, position, force, and tactile feed-
back sensors (not shown) may be employed to transmit
position, force, and tactile sensations from the tools 26
back to the Surgeon’s hands through the input control
devices 36.
[0039] The Surgeon’s Console 16 is usually located in
the same room as the patient so that the Surgeon may
directly monitor the procedure, be physically present if
necessary, and speak to an Assistant directly rather than
over the telephone or other communication medium.
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However, the Surgeon can be located in a different room,
a completely different building, or other remote location
from the Patient allowing for remote surgical procedures.
[0040] FIG. 3 is a perspective view of the Electronics
Cart 24. The Electronics Cart 24 can be coupled with the
endoscope 28 and can include a processor to process
captured images for subsequent display, such as to a
Surgeon on the Surgeon’s Console, or on another suit-
able display located locally and/or remotely. For exam-
ple, where a stereoscopic endoscope is used, the Elec-
tronics Cart 24 can process the captured images to
present the Surgeon with coordinated stereo images of
the surgical site. Such coordination can include align-
ment between the opposing images and can include ad-
justing the stereo working distance of the stereoscopic
endoscope. As another example, image processing can
include the use of previously determined camera calibra-
tion parameters to compensate for imaging errors of the
image capture device, such as optical aberrations.
[0041] FIG. 4 diagrammatically illustrates a robotic sur-
gery system 50 (such as MIRS system 10 of FIG. 1). As
discussed above, a Surgeon’s Console 52 (such as Sur-
geon’s Console 16 in FIG.1) can be used by a Surgeon
to control a Patient Side Cart (Surgical Robot) 54 (such
as Patent Side Cart 22 in FIG. 1) during a minimally in-
vasive procedure. The Patient Side Cart 54 can use an
imaging device, such as a stereoscopic endoscope, to
capture images of the procedure site and output the cap-
tured images to an Electronics Cart 56 (such as the Elec-
tronics Cart 24 in FIG. 1). As discussed above, the Elec-
tronics Cart 56 can process the captured images in a
variety of ways prior to any subsequent display. For ex-
ample, the Electronics Cart 56 can overlay the captured
images with a virtual control interface prior to displaying
the combined images to the Surgeon via the Surgeon’s
Console 52. The Patient Side Cart 54 can output the cap-
tured images for processing outside the Electronics Cart
56. For example, the Patient Side Cart 54 can output the
captured images to a processor 58, which can be used
to process the captured images. The images can also be
processed by a combination the Electronics Cart 56 and
the processor 58, which can be coupled together to proc-
ess the captured images jointly, sequentially, and/or
combinations thereof. One or more separate displays 60
can also be coupled with the processor 58 and/or the
Electronics Cart 56 for local and/or remote display of im-
ages, such as images of the procedure site, or other re-
lated images.
[0042] FIGS. 5A and 5B show a Patient Side Cart 22
and a surgical tool 62, respectively. The surgical tool 62
is an example of the surgical tools 26. The Patient Side
Cart 22 shown provides for the manipulation of three sur-
gical tools 26 and an imaging device 28, such as a ster-
eoscopic endoscope used for the capture of images of
the site of the procedure. Manipulation is provided by
robotic mechanisms having a number of robotic joints.
The imaging device 28 and the surgical tools 26 can be
positioned and manipulated through incisions in the pa-

tient so that a kinematic remote center is maintained at
the incision to minimize the size of the incision. Images
of the surgical site can include images of the distal ends
of the surgical tools 26 when they are positioned within
the field-of-view of the imaging device 28.

Tissue Gripping End Effectors

[0043] FIG. 6 shows a surgical tool 70 that includes a
proximal chassis 72, an instrument shaft 74, and a distal
end effector 76 having a jaw 78 that can be articulated
to grip a patient tissue. The proximal chassis includes
input couplers that are configured to interface with and
be driven by corresponding output couplers of the Patient
Side Cart 22. The input couplers are drivingly coupled
with drive shafts that are disposed within the instrument
shaft 74. The drive shafts are drivingly coupled with the
end effector 76.

Linear Stapling and Cutting Surgical Instruments

[0044] FIG. 7 shows a demountably attachable car-
tridge 100 of a linear stapling and cutting surgical instru-
ment, in accordance with many embodiments. The car-
tridge 100 is configured to removably attach to a jaw of
an end effector. The cartridge has a proximal end 102
that is attached to the jaw of the end effector and a distal
end 104 disposed at a corresponding distal end of the
jaw of the end effector. The cartridge 100 includes six
rows of staple openings 106, a longitudinal slot 108, a
proximal knife garage 110, a distal knife garage 112, and
a rotational input 114. In many embodiments, a staple is
disposed in each of the staple openings for deployment
there from. The longitudinal slot 108 accommodates a
cutting blade of a knife member (not shown) extending
there from as the knife member is moved from the prox-
imal knife garage 110 to the distal knife garage 112. In
operation, the staples are deployed starting at the car-
tridge proximal end 102 and proceeding to the cartridge
distal end 104. The cutting blade is moved to trail the
stapling of the tissue to ensure that only fully stapled tis-
sue is cut. FIG. 8 shows the cartridge 100 with an at-
tached staple retainer 116, which is removed prior to us-
ing the cartridge 100.
[0045] FIG. 9 is a cross-sectional view showing details
of the attachment of the cartridge 100 to an end effector
118, in accordance with many embodiments. The end
effector 118 includes a lower jaw 120, an upper jaw 122,
a two degree of freedom wrist 124, a rotationally-driven
clamping mechanism 126, and a spring loaded coupling
128. The lower jaw 120 is configured to accommodate
and support the cartridge 100, as well as position the
cartridge 100 relative to the spring loaded coupling 128.
The upper jaw 122 is pivotally coupled with the lower jaw
120 to articulate relative to the lower jaw 120 to clamp
tissue. The upper jaw 122 includes staple forming re-
cesses configured and positioned relative to the staple
openings 106 to form the staples into a "B" shape upon
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deployment of the staples.
[0046] The two degree of freedom wrist 124 provides
for attachment of the end effector 118 to an elongated
instrument shaft 130 for articulation of the end effector
118 about two orthogonal axes relative to the instrument
shaft 130. Details of a suitable two degree of freedom
wrist that can be used are disclosed in U.S. Patent No.
8,852,174, entitled "SURGICAL TOOL WITH A TWO DE-
GREE OF FREEDOM WRIST," filed November 12, 2010,
(Attorney Docket No. ISRG02350/US).
[0047] The rotationally-driven clamping mechanism
126 actuates the upper jaw 122 relative to the lower jaw
120 to securely clamp tissue between the upper and low-
er jaws. The clamping mechanism 126 is rotationally driv-
en by a first drive shaft 132 disposed internal to the in-
strument shaft 130. Details of a suitable rotationally-driv-
en clamping mechanism that can be used are disclosed
in U.S. Patent No. 8,876,857, entitled "END EFFECTOR
WITH REDUNDANT CLOSING MECHANISMS," filed
November 12, 2010, (Attorney Docket No.
ISRG02330/US).
[0048] The spring-loaded coupling 128 rotationally
couples the rotational input 114 of the cartridge 100 with
an extension shaft 136, which is driven by a second drive
shaft 138 disposed internal to the instrument shaft 130.
The spring-loaded coupling 128 includes a coil spring
140 and a coupling fitting 142. In the embodiment shown,
the coupling fitting 142 employs a three-lobe spline re-
ceptacle that interfaces with three-sided external surfac-
es of the rotational input 114 and of the extension shaft
136. The spring-loaded coupling 142 accommodates an-
gular misalignment of the three-lobe spline that might
occur when the cartridge 100 is installed into the end
effector 118. The spring-loaded coupling 142 fully en-
gages the three-lobe spline when rotated into angular
alignment. Rotation of the rotational input 114 is used to
translate a drive member of the cartridge 100. The re-
sulting motion of the drive member is used to deploy the
staples and to distally advance a knife member to cut the
clamped tissue down the center of the rows of deployed
staples.
[0049] The end effector 118 includes a first universal
joint assembly 148 and a second universal joint assembly
150. The first universal joint assembly 148 rotationally
couples the clamping mechanism 126 to the first drive
shaft 132. The second universal joint assembly 150 ro-
tationally couples the extension shaft 136 to the second
drive shaft 138. Each of the first and second universal
joint assemblies 148, 150 is configured to transmit torque
through a range of angles suitable to the range of Pitch
and Yaw of the end effector 118 relative to the instrument
shaft 130. Details of a suitable universal joint assembly
that can be used are disclosed in U.S. PublicationNo.
2011-011808 A1, entitled "DOUBLE UNIVERSAL
JOINT," filed November 12, 2010, (Attorney Docket No.
ISRG02340/US).
[0050] The first and second drive shafts 132, 138 are
disposed offset to the centerline of the instrument shaft

130, which may be independently rotated. Details of a
suitable drive mechanism that can be used to actuate
the first and second drive shafts 132, 138 are disclosed
in U.S. Patent No. 8,640,788, entitled "MOTOR INTER-
FACE FOR PARALLEL DRIVE SHAFTS WITHIN AN IN-
DEPENDENTLY ROTATING MEMBER," filed Novem-
ber 12, 2010, (Attorney Docket No. ISRG02360/US).
[0051] FIG. 10 is an exploded perspective view illus-
trating components of the cartridge 100. The illustrated
components include the retainer 116, 66 staples 152, a
printed circuit assembly (PCA) spring 154, a PCA 156,
a cartridge body 158, 22 staple pushers 160, a first drive
member 144, a second drive member 145, a knife 146,
a lead screw 134, a thrust washer 162, a lead screw nut
164, and a cover 166. The cartridge body 158 has the
66 staple openings 106 arranged in 6 rows, with 3 rows
of the staple openings 106 being disposed on each side
of the longitudinal slot 108. The retainer 116 is removably
attachable to the cartridge 100 and covers the staple
openings 106 to retain the staples 152 prior to use of the
cartridge 100. The staple pushers 160 interface with the
staples 152 and slidingly interface with the cartridge body
158. The lead screw 134 has a threaded portion 135 and
a non-threaded portion 137 disposed toward the distal
end 104 relative to the threaded portion 137. Motion of
the first drive member 144 along the threaded portion
135 of the lead screw 134 results in engagement of the
staple pushers 160 by distally-facing ramp surfaces 176
of the first drive member 144 to drive the staple pushers
160 up relative to the cartridge body 158 to deploy the
staples 152 as the first drive member 144 moves towards
the distal end 104. The knife 146 is pivotally supported
from the first drive member 144. The knife 146 includes
external gear teeth that interface with external gear teeth
of the second drive member 145. The cover 166 is at-
tached to the cartridge body 158.
[0052] FIGS. 11A and 11B further illustrate the PCA
156 and the PCA spring 154. The PCA spring 154 inter-
faces with the cartridge body 158 and retains the PCA
156. The PCA spring 154 includes PCA spring hooks
172, which latch onto the cartridge body 158 to retain the
PCA spring 154. When the cartridge 100 is attached to
the end effector 118, instrument pins 174 of the end ef-
fector 118 slide beneath and lift the PCA 156, thereby
electrically connecting the PCA 156 with the instrument
pins 174 and allowing for the use of increased associated
tolerances. This arrangement however is not critical, as
long as the instrument pins 174 make suitable contact
with the PCA 156. Accordingly, in some embodiments,
the PCA 156 can be turned on edge such that the shown
chip is out of the load path. The PCA 156 can be used
to electronically store identification, configuration, and/or
use information associated with the cartridge 100.
[0053] The cartridge 100 can be assembled using the
following assembly sequence. First, with the cartridge
body 158 in a "bottom up" orientation, the staple pushers
160 are installed into the staple openings 106. Next, the
first drive member 144, the knife 145 pivotally supported
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from the first drive member 144, the second drive mem-
ber 145, the thrust washer 162, and the lead screw nut
164 are installed onto the lead screw 134 and the lead
screw nut 164 is laser welded flush to the end of the lead
screw 134. The resulting lead screw assembly is then
installed into the cartridge body 158 with the first drive
member 144 and the second drive member 145 posi-
tioned at the proximal end of the lead screw 134 with
suitable positioning of the second drive member 145 rel-
ative to the first drive member 144 to place the knife 145
in a suitable orientation relative to the first drive member
144 to cut tissue as the first drive member 144 is ad-
vanced distally and consistent with stowing of the knife
146 near the end of the travel of the knife 145 toward the
distal end of the cartridge body 158. The resulting as-
sembly can then be lubricated, for example, by immers-
ing the resulting assembly into a lubricant. Next, the cover
166 is installed onto the cartridge body 158. Next, the
assembly is flipped to a "top up" orientation and the PCA
156 is installed. Next, the PCA spring 154 is pushed onto
the cartridge body 158 until the PCA spring hooks 172
latch. Next, the staples 152 are installed into the staple
openings 106 and the retainer 116 is then installed. Fi-
nally, data is installed into the PCA 156.
[0054] FIG. 12A shows a distal end of the cartridge
body 158. FIG. 12B shows a top view and a perspective
view of one of the staple pushers 160. As illustrated, the
staple openings 106 and the staple pushers 160 have
complementary shapes such that each of the staple
pushers 160 is accommodated within one of the staple
openings 106 for translation within the staple opening
106 in response to being driven by the drive member 144
as the drive member 144 is translated toward the car-
tridge distal end 104.
[0055] FIG. 13A shows an assembly 200 of the car-
tridge 100 that includes the first drive member 144, the
knife 146 pivotally supported from the first drive member
144 (pivot pin not shown), and the second drive member
145. FIG. 13B shows the assembly coupled with the lead
screw 134. Each of the first drive member 144 and the
second drive member 145 include internal threads that
operatively couple with the threaded portion 135 of the
lead screw 134 for simultaneous translation along the
lead screw 134 in response to rotation of the lead screw
134. As the first and second drive members 144, 145
translate along the threaded portion 135, the first and
second drive members 144, 145 maintain fixed relative
positioning thereby blocking rotation of the knife 146 rel-
ative to the first drive member 144 via the gearing inter-
face between the second drive member 145 and the knife
146. Near the end of the articulation of the knife 146, the
first drive member 144 is driven onto the non-threaded
portion 137 of the lead screw 134. Thereafter, continued
rotation of the lead screw 134 results in continued distal
movement of the second drive member 145 relative to
the cartridge body 158 with no further distal movement
of the first drive member 144 relative to the cartridge body
158. The resulting relative distal movement of the second

drive member 145 relative to the first drive member 144
rotates the knife 146 relative to the first drive member
144 to stow the knife 146, for example, into the longitu-
dinal slot 108. The assembly 200 can be configured such
that a distal surface 202 of the second drive member 145
contacts a proximal surface 204 of the first drive member
144 to end the rotation of the knife 146 relative to the first
drive member 144. Thereafter, continued distal move-
ment of the second drive member 145 along the threaded
portion 135 can be used to drive the assembly 200 dis-
tally, for example, into the distal garage 112 of the car-
tridge 158.
[0056] In the embodiment shown, once the first drive
member 144 is driven onto the non-threaded portion 137,
continued distal movement of the second drive member
145 along the lead screw 134 is used to stow the knife
146. Alternatively, after the first drive member 144 has
been driven onto the non-threaded portion 137 of the
lead screw 134, the direction of rotation of the lead screw
134 can be reversed to move the second drive member
145 proximally relative to the first drive member 144
thereby rotating the knife 146 relative to the first drive
member 144 to stow the knife into the longitudinal slot
108.
[0057] FIGS. 14A through 14E schematically illustrate
another approach for articulating a knife in a surgical in-
strument 210, in accordance with many embodiments.
The surgical instrument 210 includes a housing 212, a
lead screw 134, a first drive member 214, a knife 216, a
second drive member 218, a knife kick-up feature 220,
and a knife kick-down feature 222. The housing 212 in-
cludes a proximal end 224, a distal end 226, an upper
surface 228 extending between the proximal end 224
and the distal end 226, a proximal knife garage 230, a
distal knife garage 232, a central cavity extending be-
tween the proximal end 224 and the distal end 226, and
a longitudinal slot extending between the upper surface
228 and the central cavity. The lead screw 134 is mount-
ed in the housing 212 for rotation relative to the housing
212 and extends between the proximal end 224 and the
distal end 226 through the central cavity. The lead screw
134 has a threaded portion 135 and a non-threaded por-
tion 137 disposed toward the distal end 226 relative to
the threaded portion 135. The first and second drive
members 214, 218 have internal threads configured to
couple with the threaded portion 135 of the lead screw
134 for translation along the threaded portion 135 in re-
sponse to rotation of the lead screw 134. The knife 216
is pivotally supported from the first drive member 214.
The knife kick-up feature 220 and the knife kick-down
feature 222 are coupled with the housing 212 and have
fixed positions relative to the housing 212.
[0058] FIG. 14A illustrates the surgical instrument 210
in a starting configuration in which the knife 216 is dis-
posed in the proximal garage 230. The knife 216 is shown
in a non-cutting orientation relative to the first drive mem-
ber 214 (i.e., rotated relative to a cutting orientation of
the knife shown in FIG. 14B). The non-cutting orientation
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of the knife may enable the use of a shorter housing by
reducing the initial length of the combination of the first
drive member 214 and the knife 216. A shorter housing
provides for a more compact surgical instrument 210,
thereby enhancing maneuverability of the surgical instru-
ment and/or visibility within a surgical site. Alternatively,
the knife member 216 can start in a cutting position.
[0059] From the starting configuration illustrated in
FIG. 14A, rotation of the lead screw 134 simultaneously
drives the first and second drive members 214, 218 dis-
tally along the lead screw 134. During the initial distal
movement of the first drive member 214, the knife 216
contacts the kick-down feature 220, which causes rota-
tion of the knife 216 relative to the first drive member 214
into the cutting position illustrated in FIG. 14B. In the
cutting position, further rotation of the knife 216 relative
to the first drive member 214 is blocked by the second
drive member 218.
[0060] From the position shown in FIG. 14B, continued
rotation of the lead screw 134 continues to simultane-
ously drive the first and second drive members 214, 218
distally along the lead screw 134 until the first drive mem-
ber 214 is driven onto the non-threaded portion 137 of
the lead screw 134 as illustrated in FIG. 14C. From the
position illustrated in FIG. 14C, continued rotation of the
lead screw 134 continues to drive only the second drive
member 218 distally along the threaded portion 134 of
the lead screw 134 to where the second drive member
218 contacts the first drive member 214 as illustrated in
FIG. 14D. In the position illustrated in FIG. 14D, the sec-
ond drive member 218 is no longer positioned to block
rotation of the knife 216 relative to the first drive member
214. From the position illustrated in 14D, continued ro-
tation of the lead screw 134 continues to drive the second
drive member 218 along the threaded portion 135 of the
lead screw 134, thereby also driving the first drive mem-
ber 214 along the non-threaded portion 137 of the lead
screw 134. By driving the first drive member 214 along
the non-threaded portion 137 of the lead screw 134, the
knife 216 contacts the kick-down feature 222, thereby
ensuring that the knife 216 rotates down into the longi-
tudinal slot for stowage into the distal knife garage 232
during the continued distal motion of the first and second
drive members 214, 218 to the position illustrated in FIG.
14E.
[0061] FIGS. 15A through 15D illustrate another ap-
proach for articulating a knife in a surgical instrument, in
accordance with many embodiments. A knife actuation
assembly 240 includes a drive member 242, a knife 244,
and a support member 246. The drive member 242 is
internally threaded to operatively couple with a lead
screw 134 for translation along the lead screw 134 in
response to rotation of the lead screw 134. The drive
member 242 includes distally facing ramps 248 config-
ured to interface with staple pushers to deploy staples
as the drive member 242 translates along the lead screw
134. The knife 244 is pivotally supported from the drive
member 242 via a pivot pin (not shown). The support

member 246 includes a central slot 250, a distal portion
252, and a guide pin 254. The support member 246 is
slidably mounted in the drive member 242. The distal
portion 252 of the support member 246 blocks a rotation
of the knife 244 relative to the drive member 242 when
the support member 246 is positioned relative to the drive
member 242 as shown in FIGS. 15A and 15B.
[0062] The knife actuation assembly 240 is configured
to maintain the configuration shown in FIGS. 15A and
15B from the start of articulation of the knife 244 to near
the end of articulation of the knife 244, thereby maintain-
ing the knife 244 in a cutting orientation relative to the
drive member 242. For example, an interference fit be-
tween the support member 246 and the drive member
242 and/or a retaining provision (e.g., an adhesive, a
frangible feature) can be used prevent inadvertent motion
between the support member 246 and the drive member
242.
[0063] Near the end of the articulation of the knife 244,
the support member 246 contacts a portion of the housing
that prevents further distal movement of the support
member 246 and does not prevent further distal move-
ment of the drive member 242. Thereafter, continued ro-
tation of the lead screw 134 produces further distal move-
ment of the drive member 242 along the lead screw 134,
thereby producing relative movement between the sup-
port member 246 and the drive member 242. The relative
movement repositions the support member 246 to repo-
sition the distal portion 252 and the central slot 250 of
the support member 246 to permit the previously blocked
rotation of the knife 244 relative to the drive member 242.
Once the support member 246 has been repositioned
relative to the drive member 242 to permit the previously
blocked rotation of the knife 244 relative to the drive mem-
ber 242, continued rotation of the lead screw 134 can be
used to further move the drive member 242 distally along
the lead screw 134 such that the knife 244 contacts a
kick-down feature 256, which ensures rotation of the knife
244 relative to the drive member 242 to stow the knife
244.
[0064] FIG. 16 illustrates, another approach for artic-
ulating a knife in a surgical instrument, in accordance
with many embodiments. A knife actuation assembly 260
includes a drive member 262, a knife 264, a distal mem-
ber 266, and a lead screw 134. The drive member 262
and the distal member 264 are slidably mounted in a
housing and are mounted on the lead screw 134. The
drive member 262 includes internal threads 268, which
are operatively coupled with the lead screw 134 to move
the drive member 262 along the lead screw 134 in re-
sponse to rotation of the lead screw 134. The distal mem-
ber 266 is not operatively coupled with the lead screw
134. Instead, the distal member 266 is pushed distally
along the lead screw 134 by the drive member 262. The
distal member 266 includes distal-facing ramp surfaces
270 configured to engage staple pushers as the distal
member 266 is pushed along the lead screw 134 by the
drive member 262. The knife 264 is pivotally supported
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from the drive member 262 via a pivot pin 272.
[0065] The assembly 260 is configured to orient the
knife 264 in a cutting position when the drive member
262 pushes the distal member 264 along the lead screw
and to stow the knife 264 when the drive member 262 is
moved proximally relative to the distal member 264. The
distal member 264 includes an interface feature 274 that
interfaces with the knife 264 to rotationally orient the knife
264 relative to the drive member 262. When the drive
member 262 is pushing the distal member 264, the in-
terface feature 272 is positioned to orient the knife 264
in the cutting position and prevent rotation of the knife
264 about the pivot pin 272, thereby maintaining the knife
264 in the cutting position. The interface feature 272 also
induces rotation of the knife 264 relative to the drive mem-
ber 262 when the drive member 262 is moved proximally
relative to the distal member 266, thereby stowing the
knife 264. In operation, the lead screw 134 is first rotated
to advance the drive member 262 distally along the lead
screw 134 thereby pushing the distal member 266 along
the lead screw 134 to deploy staples and to maintain the
knife 264 in the cutting position. At the end of the distal
movement of the assembly 260, the direction of rotation
of the lead screw 134 is reversed to retract the drive mem-
ber 262 proximally relative to the distal member 266,
thereby causing the knife 264 to rotate down into the
stowed position via interaction between the interface fea-
ture 272 and the knife 264.
[0066] FIG. 17 illustrates another approach for articu-
lating a knife in a surgical instrument, in accordance with
many embodiments. A knife actuation assembly 280 in-
cludes a drive member 282, a knife 284, a knife sled 286,
and a lead screw 134. The drive member 282 and the
knife sled 286 are slidably mounted in a housing. The
drive member 282 includes internal threads operatively
coupled with the lead screw 134 to move the drive mem-
ber 282 along the lead screw 134 in response to rotation
of the lead screw 134. The knife sled 286 is drivable dis-
tally by the drive member 282 via contact between the
drive member 282 and a drive feature 288 of the knife
sled 286. The knife 284 is pivotally supported from the
knife sled 286 via a pivot pin 290. The angular orientation
of the knife 284 relative to the knife sled 286 is coupled
with the position of the drive member 282 relative to the
knife sled 286 by an interface feature 292 of the drive
member 282, which interfaces with the knife 284 to con-
trol the angular orientation of the knife 284 relative to the
knife sled 286. The drive member 282 includes distal-
facing ramp surfaces 294 configured to engage staple
pushers as the drive member 282 moves distally along
the lead screw 134.
[0067] The assembly 280 is configured to orient the
knife 284 in a cutting position when the drive member
282 pushes the knife sled 286 along the lead screw 134
and to stow the knife 284 when the drive member 282 is
moved proximally relative to the knife sled 286. In oper-
ation, the lead screw 134 is first rotated to advance the
drive member 282 distally along the lead screw 134 there-

by pushing the knife sled 286 in the distal direction and
angularly orienting the knife 284 in the cutting position.
At the end of the distal movement of the assembly 280,
the direction of rotation of the lead screw 134 is reversed
to retract the drive member 282 proximally relative to the
knife sled 286, thereby causing the knife 284 to rotate
down into the stowed position via interaction between
the interface feature 292 and the knife 284.

Combinations and/or Modifications

[0068] The surgical instruments, assemblies, and car-
tridges disclosed herein can be modified and/or com-
bined in any suitable fashion. For example, the cartridge
100 described herein can be modified to employ the knife
articulation approach embodied in the surgical instru-
ment 210 described herein, to employ the knife actuation
assembly 240 as described herein, to employ the knife
actuation assembly 260 as described herein, or to em-
ploy the knife actuation assembly 280 as described here-
in. Likewise, the surgical instrument 210 described herein
can be modified to employ the knife actuation assembly
200 described herein, to employ the knife actuation as-
sembly 240 as described herein, to employ the knife ac-
tuation assembly 260 as described herein, or to employ
the knife actuation assembly 280 as described herein.
And the surgical instruments, assemblies, and cartridges
disclosed herein, or resulting from the foregoing modifi-
cations can be embodied in a detachably mountable car-
tridge such as cartridge 100 and can be embodied directly
into a surgical instrument without being detachably
mountable to an end effector of a surgical instrument.
[0069] FIG. 18 shows acts of a method 300 of articu-
lating a knife in a surgical instrument, not forming part of
the claimed invention . Any suitable surgical instrument
(e.g., stapling and cutting surgical instruments, electro-
surgical vessel sealing devices) can be used to practice
the method 300. For example, the linear stapling and
cutting surgical instruments, cartridges, and related as-
semblies described herein can be used to practice the
method 300.
[0070] In act 302, a knife is pivotally supported from a
first member. The knife is configured to cut when the knife
member is moved toward the housing distal end. In act
304, a rotation of the knife relative to the first member is
blocked by a second member while moving the first and
second members toward the distal end at the same rate.
In act 306, after moving the first and second members
toward the distal end at the same rate, the second mem-
ber is moved relative to the first member to accomplish
at least one of permitting the blocked rotation of the knife
or inducing the blocked rotation of the knife.
[0071] FIG. 19 shows optional acts that can be accom-
plished in the method 300, in accordance with many em-
bodiments. In optional act 308, a lead screw is rotated
to move the first and second members distally along the
lead screw. In optional act 310, a lead screw having a
threaded portion and a non-threaded portion is rotated
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to move the second member relative to the first member.
In optional act 312, the knife member is rotated relative
to the first member in response to the relative movement
between the first and second members. In optional act
314, one of the first and second members is moved to-
ward the distal end while the other one of the first and
second members is prevented from moving toward the
distal end to reposition the second member to not block
the rotation of the knife. In optional act 316, the knife is
engaged with a kick-down feature to cause the knife to
rotate to stow a cutting edge of the knife below an upper
surface of a housing of the surgical instrument. In optional
act 318, the knife is engaged with a kick-down feature
coupled with the second member to cause the knife to
rotate to stow a cutting edge of the knife below an upper
surface of a housing of the surgical instrument. In optional
act 320, the knife is engaged with a kick-up feature to
rotate the knife into a cutting position during the move-
ment of the first and second members toward the distal
end at the same rate. In optional act 322, staples are
deployed during the movement of the first and second
members toward the distal end at the same rate.
[0072] The methods disclosed herein can be employed
in any suitable application. For example, the methods
disclosed herein can be employed in surgical instru-
ments, manual or powered, hand-held or robotic, directly
controlled or teleoperated, for open or minimally invasive
(single or multi-port) procedures.
[0073] The term "force" is to be construed as encom-
passing both force and torque (especially in the context
of the following claims), unless otherwise indicated here-
in or clearly contradicted by context. The use of the terms
"a" and "an" and "the" and similar referents in the context
of describing the invention (especially in the context of
the following claims) are to be construed to cover both
the singular and the plural, unless otherwise indicated
herein or clearly contradicted by context. The terms
"comprising," "having," "including," and "containing" are
to be construed as open-ended terms (i.e., meaning "in-
cluding, but not limited to,") unless otherwise noted. The
term "connected" is to be construed as partly or wholly
contained within, attached to, or joined together, even if
there is something intervening. Recitation of ranges of
values herein are merely intended to serve as a short-
hand method of referring individually to each separate
value falling within the range, unless otherwise indicated
herein, and each separate value is incorporated into the
specification as if it were individually recited herein. All
methods described herein can be performed in any suit-
able order unless otherwise indicated herein or otherwise
clearly contradicted by context. The use of any and all
examples, or exemplary language (e.g., "such as") pro-
vided herein, is intended merely to better illuminate em-
bodiments of the invention and does not pose a limitation
on the scope of the invention unless otherwise claimed.
No language in the specification should be construed as
indicating any non-claimed element as essential to the
practice of the invention.

Claims

1. A demountably attachable cartridge (100) for a sur-
gical instrument, the cartridge having a first end (102)
and a second end (104), the cartridge (100) com-
prising:

a first member (144, 214) movable towards the
second end (104) of the cartridge (100);
a knife (146, 216) pivotally coupled to the first
member (144, 214);
a second member (145, 218) configured to (a)
block rotation of the knife (146, 216) relative to
the first member (144) during a simultaneous
movement of first member (144, 214) and the
second member (145, 218) towards the second
end (104) of the cartridge (100) and (b) continue
to move towards the second end (104) of the
cartridge (100) following the simultaneous
movement of the first member (144, 214) and
the second member (145, 218) towards the sec-
ond end (104) of the cartridge (100) so as to
move relative to the first member (144, 214) to
permit rotation of the knife (146, 216) to stow
the knife (146, 216) or induce rotation of the knife
(146, 216) to stow the knife (146, 216).

2. The cartridge (100, 200) of claim 1, further compris-
ing a lead screw (134) operatively coupled with the
first member (144, 214) and the second member
(145, 218) to drive each of the first member (144,
214) and the second member (145, 218) along a
portion of the lead screw (134) in response to rotation
of the lead screw (134).

3. The cartridge (100) of claim 1, wherein the second
member (145, 218) moves toward the second end
(104) of the cartridge (100) when the second mem-
ber (145, 218) relative to the first member (144, 214).

4. The cartridge (100) of claim 1, wherein the knife (146,
216) includes gear teeth that mate with gear teeth
coupled with the second member (145, 218) so that
relative movement between the first (144, 214) and
second members (145, 218) causes rotation of the
knife (146, 216) relative to the first member(144,
214).

5. The cartridge (100) of claim 1, wherein the second
member (145) is slidably mounted to the first mem-
ber (144, 214) to move with the first member (144,
214) along a first distance, and after the first (144,
214) and second members (145, 218) have moved
through the first distance, the second member (145,
218) does not move toward the second end (104) of
the cartridge (100) during a movement of the first
member (144, 214) toward the second end (104) of
the cartridge (100).
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6. The cartridge (100) of claim 1, further comprising a
kick-up feature (220) configured to rotate the knife
(146, 216) into a cutting position during a movement
of the knife (146, 216) toward the second end (104)
of the cartridge (100).

7. The cartridge (100) of claim 1, further comprising a
plurality of staple openings (106) and a plurality of
staples (152) disposed in the staple openings (106),
each of the staples (152) being deployed during a
movement of the first (144, 214) and second mem-
bers (145, 218) toward the second end (104) of the
cartridge (100).

8. The cartridge (100) of claim 7, further comprising
staple pushers (160) for deploying the staples (152),
and wherein the first member (144, 214) comprises
distally-facing ramp surfaces (176) to drive the staple
pushers (160) to deploy the staples (152) as the first
member(144, 214) moves towards the second end
(104) of the cartridge (100).

9. The cartridge (100) of claim 7, further comprising a
staple retainer (116) that is removable prior to use
of the cartridge (100).

10. The cartridge (100) of claim 1, further comprising a
proximal knife garage (110) and a distal knife garage
(112), wherein the knife (146, 216) is moved from
the proximal knife garage (110) to the distal knife
garage (112) as the first member (144, 214) moves
towards the second end (104) of the cartridge (100).

11. The cartridge of claim 2, wherein the lead screw
(134) has a threaded portion (135) and a non-thread-
ed portion (137) disposed distally of the threaded
portion (135), each of the first member (144, 214)
and the second member (145, 218) being driven
along the lead screw (134) during the simultaneous
movement of the first member (144, 214) and the
second member (145, 218) toward the second end
(104) of the cartridge (100), the first member (144,
214) interfacing with the non-threaded portion (137)
and the second member (145, 218) interfacing with
the threaded portion (135) to generate the relative
movement between the first (144, 214) and second
members (145, 218) during the continued movement
of the second member (145, 218) toward the second
end (104) of the cartridge (100).

12. A surgical instrument (26, 62, 70, 210) comprising:

an elongated shaft (74) having a shaft distal end;
and
an end effector (76) coupled to the shaft distal
end, the end effector (76) having a first end (102)
and a second end (104), the end effector (76)
comprising the cartridge (100) of any one of

claims 1, 2, 4, 6 and 7.

13. The surgical instrument (26, 62, 70, 210) of claim
12, further comprising a drive shaft (138) disposed
internal to the elongated shaft (74), wherein:

the cartridge (100) further comprises a lead
screw (134) operatively coupled with the first
member (144, 214) and the second member
(145, 218) to drive each of the first member (144,
214) and the second member (145, 218) along
a portion of the lead screw (134) in response to
rotation of the lead screw (134); and
the drive shaft (138) is rotationally coupled to
the lead screw (134).

14. The surgical instrument (26, 62, 70, 210) of claim
12, wherein the end effector (76) comprises a spring-
loaded coupling (128) via which the lead screw (134)
is rotationally coupled with the drive shaft (138).

Patentansprüche

1. Abnehmbarer anfügbarer Einsatz (100) für ein chir-
urgisches Instrument, wobei der Einsatz ein erstes
Ende (102) und ein zweites Ende (104) aufweist, wo-
bei der Einsatz (100) ferner aufweist:

ein erstes Element (144, 214), das in Richtung
des zweiten Endes (104) des Einsatzes (100)
bewegbar ist;
ein Messer (146, 216), das mit dem ersten Glied
(144, 214) schwenkbar verbunden ist;
ein zweites Element (145, 218), das so konfigu-
riert ist, dass es (a) während einer gleichzeitigen
Bewegung des ersten Elements (144,214) und
des zweiten Elements (145, 218) in Richtung
des zweiten Endes (104) des Einsatzes (100),
eine Drehung des Messers (146, 216) relativ zu
dem ersten Element (144) blockiert, und dass
es (b) im Anschluss an die gleichzeitige Bewe-
gung des ersten Elements (144, 214) und des
zweiten Elements (145, 218), eine Bewegung in
Richtung des zweiten Endes (104) des Einsat-
zes (100) fortsetzt, sodass es sich relativ zum
ersten Element (144, 214) bewegt, um eine Dre-
hung des Messers (146, 216) zum Verstauen
des Messers (146, 216) zu ermöglichen oder
eine Drehung des Messers (146, 216) zum Ver-
stauen des Messers (146, 216) einzuleiten.

2. Einsatz (100, 200) nach Anspruch 1, ferner aufwei-
send eine Leitspindel (134), die mit dem ersten Ele-
ment (144, 214) und dem zweiten Element (145,
218) in eine Wirkverbindung gekoppelt ist, um in Re-
aktion auf eine Drehung der Leitspindel (134) sowohl
das erste Element (144, 214) als auch das zweite
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Element (145, 218) entlang eines Abschnitts der
Leitspindel (134) anzutreiben.

3. Einsatz (100) nach Anspruch 1, wobei sich das zwei-
te Element (145, 218) in Richtung des zweiten Endes
(104) des Einsatzes (100) bewegt, wenn sich das
zweite Element (145, 218) relativ zum ersten Ele-
ment (144, 214) bewegt.

4. Einsatz (100) nach Anspruch 1, wobei das Messer
(146, 216) eine Verzahnung aufweist, die mit einer
Verzahnung zusammenpasst, die mit dem zweiten
Element (145, 218) gekoppelt ist, so dass eine Re-
lativbewegung zwischen dem ersten (144, 214) und
dem zweiten Element (145, 218) eine Drehung des
Messers (146, 216) relativ zum ersten Element (144,
214) bewirkt.

5. Einsatz (100) nach Anspruch 1, wobei das zweite
Element (145) gleitfähig an dem ersten Element
(144, 214) angebracht ist, um sich mit dem ersten
Element (144, 214) entlang einer ersten Distanz zu
bewegen, und nachdem sich das erste (144, 214)
und das zweite Element (145, 218) durch die erste
Distanz bewegt haben, sich während einer Bewe-
gung des ersten Elements (144, 214) in Richtung
des zweiten Endes (104) des Einsatzes (100), das
zweite Element (145, 218) nicht in Richtung des
zweiten Endes (104) des Einsatzes (100) bewegt.

6. Einsatz (100) nach Anspruch 1, ferner aufweisend
ein Antritts-Merkmal (220), das so konfiguriert ist,
dass es das Messer (146, 216) während einer Be-
wegung des Messers (146, 216) in Richtung des
zweiten Endes (104) des Einsatzes (100) in eine
Schneidposition dreht.

7. Einsatz (100) nach Anspruch 1, ferner aufweisend
eine Vielzahl von Klammeröffnungen (106) und einer
Vielzahl von in den Klammeröffnungen (106) ange-
ordneten Klammern (152), wobei jede der Klammern
(152) während einer Bewegung des ersten (144,
214) und des zweiten Elements (145, 218) in Rich-
tung des zweiten Endes (104) des Einsatzes (100)
ausgebracht wird.

8. Einsatz (100) nach Anspruch 7, ferner aufweisend
Klammerschieber (160) zum Ausbringen der Klam-
mern (152), und wobei das erste Element (144, 214)
distal zueinander weisende Rampenflächen (176)
aufweist, um die Klammerschieber (160) zum Aus-
bringen der Klammern (152) anzutreiben, wenn sich
das erste Element (144, 214) in Richtung des zwei-
ten Endes (104) des Einsatzes (100) bewegt.

9. Einsatz (100) nach Anspruch 7 ferner aufweisend
einen Klammerhalter (116), der vor der Verwendung
des Einsatzes (100) entfernbar ist.

10. Einsatz (100) nach Anspruch 1, ferner aufweisend
eine proximale Messergarage (110) und eine distale
Messergarage (112), wobei das Messer (146, 216)
von der proximalen Messergarage (110) zur distalen
Messergarage (112) bewegt wird, wenn sich das ers-
te Element (144, 214) in Richtung des zweiten Endes
(104) des Einsatzes (100) bewegt.

11. Einsatz nach Anspruch 2, wobei die Leitspindel (134)
einen Gewindeabschnitt (135) und einen gewinde-
losen Abschnitt (137) aufweist, der zu dem Gewin-
deabschnitt (135) distal angeordnet ist, wobei wäh-
rend der gleichzeitigen Bewegung des ersten Ele-
ments (144, 214) und des zweiten Elements (145)
in Richtung des zweiten Endes (104) des Einsatzes
(100), sowohl das erste Element (144, 214) als auch
das zweite Element (145, 218) entlang der Leitspin-
del (134) angetrieben werden, und wobei das erste
Element (144, 214) und der gewindelose Abschnitt
(137) zueinander weisen und das zweite Element
(145, 218) und der Gewindeabschnitt (135) zuein-
ander weisen, um während der fortgesetzten Bewe-
gung des zweiten Elements (145, 218) in Richtung
des zweiten Endes (104) des Einsatzes (100), die
relative Bewegung zwischen dem ersten (144, 214)
und dem zweiten Element (145, 218) zu erzeugen.

12. Chirurgisches Instrument (26, 62, 70, 210), aufwei-
send:

einen länglichen Schaft (74) mit einem distalen
Schaftende; und
einen Endeffektor (76), der mit dem distalen
Schaftende gekoppelt ist, wobei der Endeffektor
(76) ein erstes Ende (102) und ein zweites Ende
(104) auf weist, und wobei der Endeffektor (76)
einen Einsatz (100) nach einem der Ansprüche
1, 2, 4, 6 und 7 aufweist.

13. Chirurgisches Instrument (26, 62, 70, 210) nach An-
spruch 12, ferner aufweisend eine Antriebswelle
(138), die im Inneren der länglichen Welle (74) an-
geordnet ist, wobei:

der Einsatz (100) ferner eine Leitspindel (134)
aufweist, die mit dem ersten Element (144, 214)
und dem zweiten Element (145, 218) in eine
Wirkverbindung gekoppelt ist, um in Reaktion
auf eine Drehung der Leitspindel (134) sowohl
das erste Element (144, 214) als auch das zwei-
te Element (145, 218) entlang eines Abschnitts
der Leitspindel (134) anzutreiben; und
die Antriebswelle (138) mit der Leitspindel (134)
drehgekoppelt ist.

14. Chirurgisches Instrument (26, 62, 70, 210) nach An-
spruch 12, wobei der Endeffektor (76) eine federbe-
lastete Kupplung (128) aufweist, über welche die
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Leitspindel (134) mit der Antriebswelle (138) dreh-
gekoppelt ist.

Revendications

1. Cartouche pouvant être attachée de manière dé-
montable (100) pour un instrument chirurgical, la car-
touche ayant une première extrémité (102) et une
deuxième extrémité (104), la cartouche (100)
comprenant :

un premier élément (144, 214) capable de se
déplacer vers la deuxième extrémité (104) de la
cartouche (100) ;
un couteau (146, 216) couplé en rotation au pre-
mier élément (144, 214) ;
un deuxième élément (145, 218) configuré pour
(a) bloquer la rotation du couteau (146, 216) par
rapport au premier élément (144) pendant un
mouvement simultané du premier élément (144,
214) et du deuxième élément (145, 218) vers la
deuxième extrémité (104) de la cartouche (100)
et pour (b) continuer de se déplacer vers la
deuxième extrémité (104) de la cartouche (100)
après le mouvement simultané du premier élé-
ment (144, 214) et du deuxième élément (145,
218) vers la deuxième extrémité (104) de la car-
touche (100) de manière à se déplacer par rap-
port au premier élément (144, 214) pour permet-
tre la rotation du couteau (146, 216) pour ranger
le couteau (146, 216) ou induire la rotation du
couteau (146, 216) pour ranger le couteau (146,
216).

2. Cartouche (100, 200) selon la revendication 1, com-
prenant en outre une vis-mère (134) couplée de ma-
nière fonctionnelle avec le premier élément (144,
214) et le deuxième élément (145, 218) pour entraî-
ner chacun du premier élément (144, 214) et du
deuxième élément (145, 218) le long d’une partie de
la vis-mère (134) en réponse à la rotation de la vis-
mère (134).

3. Cartouche (100) selon la revendication 1, dans la-
quelle le deuxième élément (145, 218) se déplace
vers la deuxième extrémité (104) de la cartouche
(100) quand le deuxième élément (145, 218) se dé-
place par rapport au premier élément (144, 214).

4. Cartouche (100) selon la revendication 1, dans la-
quelle le couteau (146, 216) inclut des dents d’en-
grenage qui s’accouplent avec des dents d’engre-
nage couplées avec le deuxième élément (145, 218)
de sorte que le mouvement relatif entre les premier
(144, 214) et deuxième éléments (145, 218) provo-
que la rotation du couteau (146, 216) par rapport au
premier élément (144, 214).

5. Cartouche (100) selon la revendication 1, dans la-
quelle le deuxième élément (145) est monté de ma-
nière coulissante sur le premier élément (144, 214)
pour se déplacer avec le premier élément (144, 214)
le long d’une première distance, et après que les
premier (144, 214) et deuxième éléments (145, 218)
se sont déplacés sur la première distance, le deuxiè-
me élément (145, 218) ne se déplace pas vers la
deuxième extrémité (104) de la cartouche (100) pen-
dant un mouvement du premier élément (144, 214)
vers la deuxième extrémité (104) de la cartouche
(100) .

6. Cartouche (100) selon la revendication 1, compre-
nant en outre un élément de relevage (220) configuré
pour faire tourner le couteau (146, 216) en une po-
sition de découpe pendant un mouvement du cou-
teau (146, 216) vers la deuxième extrémité (104) de
la cartouche (100).

7. Cartouche (100) selon la revendication 1, compre-
nant en outre une pluralité d’ouvertures d’agrafe
(106) et une pluralité d’agrafes (152) disposées dans
les ouvertures d’agrafe (106), chacune des agrafes
(152) étant déployée pendant un mouvement des
premier (144, 214) et deuxième éléments (145, 218)
vers la deuxième extrémité (104) de la cartouche
(100).

8. Cartouche (100) selon la revendication 7, compre-
nant en outre des poussoirs d’agrafe (160) destinés
à déployer les agrafes (152), et dans laquelle le pre-
mier élément (144, 214) comprend des surfaces de
rampe orientées de manière distale (176) pour en-
traîner les poussoirs d’agrafe (160) pour déployer
les agrafes (152) quand le premier élément (144,
214) se déplace vers la deuxième extrémité (104)
de la cartouche (100).

9. Cartouche (100) selon la revendication 7, compre-
nant en outre un dispositif de retenue d’agrafe (116)
qui est capable d’être enlevé avant l’utilisation de la
cartouche (100).

10. Cartouche (100) selon la revendication 1, compre-
nant en outre un garage de couteau proximal (110)
et un garage de couteau distal (112), dans lequel le
couteau (146, 216) est déplacé du garage de cou-
teau proximal (110) au garage de couteau distal
(112) quand le premier élément (144, 214) se dépla-
ce vers la deuxième extrémité (104) de la cartouche
(100).

11. Cartouche selon la revendication 2, dans laquelle la
vis-mère (134) a une partie filetée (135) et une partie
non filetée (137) disposée de manière distale par
rapport à la partie filetée (135), chacun du premier
élément (144, 214) et du deuxième élément (145,
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218) étant entraîné le long de la vis-mère (134) pen-
dant le mouvement simultané du premier élément
(144, 214) et du deuxième élément (145, 218) vers
la deuxième extrémité (104) de la cartouche (100),
le premier élément (144, 214) étant en interface avec
la partie non filetée (137) et le deuxième élément
(145, 218) étant en interface avec la partie filetée
(135) pour générer le mouvement relatif entre les
premier (144, 214) et deuxième éléments (145, 218)
pendant le mouvement continu du deuxième élé-
ment (145, 218) vers la deuxième extrémité (104)
de la cartouche (100).

12. Instrument chirurgical (26, 62, 70, 210) comprenant :

un arbre allongé (74) ayant une extrémité distale
d’arbre ; et
un effecteur terminal (76) couplé à l’extrémité
distale d’arbre, l’effecteur terminal, (76) ayant
une première extrémité (102) et une deuxième
extrémité (104), l’effecteur terminal (76) com-
prenant la cartouche (100) selon l’une quelcon-
que des revendications 1, 2, 4, 6 et 7.

13. Instrument chirurgical (26, 62, 70, 210) selon la re-
vendication 12, comprenant en outre un arbre d’en-
traînement (138) disposé de manière interne par rap-
port à l’arbre allongé (74), dans lequel :

la cartouche (100) comprend en outre une vis-
mère (134) couplée de manière fonctionnelle
avec le premier élément (144, 214) et le deuxiè-
me élément (145, 218) pour entraîner chacun
du premier élément (144, 214) et du deuxième
élément (145, 218) le long d’une partie de la vis-
mère (134) en réponse à la rotation de la vis-
mère (134) ; et
l’arbre d’entraînement (138) est couplé en rota-
tion à la vis-mère (134).

14. Instrument chirurgical (26, 62, 70, 210) selon la re-
vendication 12, dans lequel l’effecteur terminal (76)
comprend un couplage sollicité par ressort (128) par
lequel la vis-mère (134) est couplée en rotation avec
l’arbre d’entraînement (138).
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