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Description

TECHNICAL FIELD

[0001] This disclosure relates generally to wireless
communication systems and more specifically to an ap-
paratus and method for redundant connectivity and multi-
channel operation of wireless devices.

BACKGROUND

[0002] Processing facilities are often managed using
industrial control and automation systems. Example
processing facilities include chemical, pharmaceutical,
paper, and petrochemical production plants. Among oth-
er operations, industrial control and automation systems
typically interact with and control industrial equipment in
the processing facilities, such as equipment used to pro-
duce chemical, pharmaceutical, paper, or petrochemical
products.
[0003] U.S. Patent Publication No. 2006/274644 dis-
closes methods and devices for operating a wireless net-
work. Methods involving redundantly connected nodes
are discussed, including addressing methods and meth-
ods of creating groups for redundant communications.
The use of primary and secondary redundant connec-
tions is also discussed.
[0004] U.S. Patent Publication No. 2003/206535 dis-
closes a method for mobile communication. Access
points are arranged in a wireless local area network,
WLAN, to communicate on a common frequency channel
with a mobile station. The access points are linked to-
gether by cables in a wired local area network, LAN.
When one or more of the access points receive an uplink
signal transmitted by the mobile station on the common
frequency channel, the access points send messages
over the wired LAN. The access points arbitrate among
themselves so as to select one of the access points to
respond to the uplink signal.
[0005] Industrial control and automation systems rou-
tinely include wired components and wireless compo-
nents, such as wireless sensor networks that provide da-
ta to wired controllers. A typical wireless sensor network
(such as one that operates according to an IEEE 802.11
standard) includes battery-powered sensor devices and
line-powered access points. The access points typically
provide access to a wired network, such as an Ethernet
network.
[0006] Since each sensor device in a typical wireless
sensor network communicates with a single access point,
this increases the likelihood of unreliable communica-
tions in the wireless network. This reduces the overall
reliability of the 802.11-based wireless network, particu-
larly for applications involving critical or low latency data.
Moreover, the transmission power of the sensor devices
typically cannot be increased to provide greater reliability
since the sensor devices are typically battery-powered
(and any increase in transmission power results in a cor-

responding increases in power consumption).
[0007] The present invention in its various aspects is
as set out in the appended claims.

SUMMARY

[0008] This disclosure provides an apparatus and
method for redundant connectivity and multi-channel op-
eration of wireless devices.
[0009] In a first embodiment, a method according to
claim 1 is presented.
[0010] In particular embodiments, the wireless network
represents a network compliant with an IEEE 802.11
standard.
[0011] In a second embodiment, an apparatus accord-
ing to claim 7 is presented.
[0012] Other technical features may be readily appar-
ent to one skilled in the art from the following figures,
descriptions, and claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013] For a more complete understanding of this dis-
closure, reference is now made to the following descrip-
tion, taken in conjunction with the accompanying draw-
ings, in which:

FIGURE 1 illustrates an example industrial control
and automation system according to one embodi-
ment of this disclosure;
FIGURE 2 illustrates an example node in an indus-
trial control and automation system according to one
embodiment of this disclosure;
FIGURES 3 through 5 illustrate example methods
for redundant communications from wireless devic-
es in an industrial control and automation system
according to one embodiment of this disclosure; and
FIGURE 6 illustrates an example method for ac-
knowledging redundant communications from wire-
less devices in an industrial control and automation
system according to one embodiment of this disclo-
sure.

DETAILED DESCRIPTION

[0014] FIGURE 1 illustrates an example industrial con-
trol and automation system 100 according to one em-
bodiment of this disclosure. The embodiment of the in-
dustrial control and automation system 100 shown in
FIGURE 1 is for illustration only. Other embodiments of
the industrial control and automation system 100 may be
used without departing from the scope of this disclosure.
[0015] In this example embodiment, the industrial con-
trol and automation system 100 includes one or more
process elements 102. The process elements 102 rep-
resent components in a process or production system
that may perform any of a wide variety of functions. For
example, the process elements 102 could represent
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valves, pumps, or any other or additional industrial equip-
ment in a processing environment. Each of the process
elements 102 includes any suitable structure for perform-
ing one or more functions in a processing or production
system.
[0016] A controller 104 is coupled to the process ele-
ments 102. The controller 104 controls the operation of
one or more of the process elements 102. For example,
the controller 104 could provide control signals to one or
more of the process elements 102, thereby adjusting the
operation of those process elements 102. The controller
104 could also receive information associated with the
system 100, such as by receiving sensor measurements
of a flow rate of material through a pipe. The controller
104 could use this data to control one or more of the
process elements 102, such as by controlling a valve
using the measured flow rate. The controller 104 includes
any hardware, software, firmware, or combination there-
of for controlling one or more process elements 102. The
controller 104 could, for example, represent a computing
device executing a MICROSOFT WINDOWS operating
system.
[0017] A network 106 couples the controller 104 to oth-
er components in the industrial control and automation
system 100. The network 106 facilitates communication
between various components in the system 100. For ex-
ample, the network 106 may communicate Internet Pro-
tocol (IP) packets, frame relay frames, Asynchronous
Transfer Mode (ATM) cells, or other suitable information
between network addresses. The network 106 may in-
clude one or more local area networks (LANs), metro-
politan area networks (MANs), wide area networks
(WANs), all or a portion of a global network such as the
Internet, or any other communication system or systems
at one or more locations.
[0018] As shown in FIGURE 1, the industrial control
and automation system 100 also includes one or more
wireless networks for communicating with wireless sen-
sors or other wireless devices. In this example, a wireless
network is formed using infrastructure nodes ("I nodes")
108a-108e, leaf nodes 110a-110f, and a gateway infra-
structure node 112.
[0019] The infrastructure nodes 108a-108e and the
leaf nodes 110a-110f engage in wireless communica-
tions with each other. For example, the infrastructure
nodes 108a-108e may receive data transmitted over the
network 106 (via the gateway infrastructure node 112)
and wirelessly communicate the data to the leaf nodes
110a-110f. Similarly, the leaf nodes 110a-110f may wire-
lessly communicate data to the infrastructure nodes
108a-108e for forwarding to the network 106 (via the
gateway infrastructure node 112). In addition, the infra-
structure nodes 108a-108e may wirelessly exchange da-
ta with one another. In this way, the nodes 108a-108e
and 110a-110f form a wireless network capable of pro-
viding wireless coverage to a specified area, such as in
a large industrial complex.
[0020] In this example, the nodes 108a-108e and

110a-110f are divided into infrastructure nodes and leaf
nodes. The infrastructure nodes 108a-108e typically rep-
resent line-powered devices, meaning these nodes re-
ceive operating power from an external source. As a re-
sult, these nodes 108a-108e are typically not limited in
their operations since they need not minimize power con-
sumption to increase the operational life of their internal
power supplies. On the other hand, the leaf nodes 110a-
110f typically represent battery-powered devices, mean-
ing these nodes receive operating power from internal
batteries or other power supplies. Because of this, these
nodes 110a-110f are often more limited in their opera-
tions in order to help preserve the operational life of their
internal power supplies.
[0021] Each of the nodes 108a-108e and 110a-110f
includes any suitable structure facilitating wireless com-
munications. Each of the nodes 108a-108e and 110a-
110f could also include other functionality, such as func-
tionality for generating or using data communicated over
the wireless network. For example, the leaf nodes 110a-
110f could represent wireless sensors in an industrial
facility, where the leaf nodes are used to measure various
characteristics within the facility. These sensors could
collect sensor readings and communicate the sensor
readings to the controller 104 via the gateway infrastruc-
ture node 112. The leaf nodes 110a-110f could also rep-
resent actuators that can receive control signals from the
controller 104 and adjust the operation of the industrial
facility. In this way, the leaf nodes 110a-110f may include
or operate in a similar manner as the process elements
102 that are physically connected to the controller 104.
[0022] The gateway infrastructure node 112 commu-
nicates wirelessly with, transmits data to, and receives
data from one or more infrastructure nodes 108a-108e
and possibly one or more leaf nodes 110a-110f. The
gateway infrastructure node 112 also converts data be-
tween the protocol(s) used by the network 106 and the
protocol(s) used by the nodes 108a-108e and 110a-110f.
For example, the gateway infrastructure node 112 could
convert Ethernet-formatted data (transported over the
network 106) into a wireless protocol format (such as the
IEEE 802.11a, 802.11b, 802.11g, or 802.11n protocol
format) used by the nodes 108a-108e and 110a-110f.
The gateway infrastructure node 112 could also convert
data received from one or more of the nodes 108a-108e
and 110a-110f into Ethernet-formatted data for transmis-
sion over the network 106. In addition, the gateway in-
frastructure node 112 supports various functions, such
as network creation and security, used to create and
maintain a wireless network. The gateway infrastructure
node 112 includes any suitable structure for facilitating
communication between components or networks using
different protocols.
[0023] In one aspect of operation, the infrastructure
nodes 108a-108e are typically deployed over a specified
area where the leaf nodes 110a-110f are operating. In
this example, one or more of the leaf nodes 110a-110f
are configured to transmit data to multiple infrastructure
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nodes 108a-108e and 112. Each of the infrastructure
nodes 108a-108e and 112 that receives a transmission
from a leaf node 110a-110f can respond by transmitting
an acknowledgement message (such as a Medium Ac-
cess Control or "MAC" acknowledgement) to the leaf
node. Each of the infrastructure nodes 108a-108e that
receives a transmission from a leaf node can also forward
the transmission to the gateway infrastructure node 112.
[0024] In an 802.11-based network, the infrastructure
nodes 108a-108e may represent access points, and the
leaf nodes 110a-110f may represent mobile or other sta-
tions. Collectively, an access point and a station form a
Basic Service Set (BSS), and multiple Basic Service Sets
are connected by a Distribution Set (DS) network to a
gateway.
[0025] A leaf node 110a-110f can transmit data to mul-
tiple infrastructure nodes 108a-108e and 112 in various
ways. In some embodiments, the leaf node communi-
cates multiple messages to multiple infrastructure nodes
108a-108e and 112. For example, the leaf node may in-
dividually communicate a single message to each of two
or more infrastructure nodes, where each message is
addressed or directed to one of the infrastructure nodes.
The leaf node could transmit the messages one at a time
until messages for all intended infrastructure nodes have
been transmitted. The leaf node could also transmit the
messages one at a time and stop when an acknowledge-
ment has been received from at least one of the infra-
structure nodes (even if messages for all intended infra-
structure nodes have not been transmitted).
[0026] In particular embodiments using this technique,
all of the nodes 108a-108e, 110a-110f, 112 in the indus-
trial control and automation system 100 may operate us-
ing the same Service Set Identifier (SSID). In other par-
ticular embodiments using this technique, the leaf node
could use different SSIDs to unicast data to different in-
frastructure nodes.
[0027] In other embodiments, the leaf node communi-
cates a single message to multiple ones of the infrastruc-
ture nodes 108a-108e and 112. For example, the mes-
sage can be broadcast from the leaf node to all receiving
nodes within range of the leaf node.
[0028] In particular embodiments using this technique,
MAC-layer address filtering could be disabled in the in-
frastructure nodes, and all packets received by the infra-
structure nodes could be forwarded to a mesh layer below
a network layer in the infrastructure nodes. The mesh
layer in an infrastructure node could filter out packets
based on the source address of the packets, such as by
determining whether that infrastructure node has been
assigned to handle data traffic from a particular leaf node.
The infrastructure nodes 108a-108e and 112 can also
determine an order in which acknowledgement messag-
es are sent to the leaf node, and the infrastructure nodes
can respond to the leaf node by sending acknowledge-
ment messages in that order.
[0029] In still other embodiments, the leaf node com-
municates a single message to multiple ones of the in-

frastructure nodes 108a-108e and 112. The message
includes a group identifier (such as a group number or
group address) that identifies multiple infrastructure
nodes that are intended to receive, process, and forward
the message. The group identifier can also identify an
order in which the intended infrastructure nodes send the
acknowledgement messages to the leaf node. In partic-
ular embodiments, the group identifier represents or is
associated with a multi-cast group address. The multi-
cast group assignments (the assignments of infrastruc-
ture nodes to multi-cast groups) can be done in any suit-
able manner, such as by a centralized application in the
industrial control and automation system 100.
[0030] In particular embodiments using this technique,
the nodes 108a-108e, 110a-110f, 112 may operate in a
Point Coordination Function (PCF) mode of operation.
Here, the infrastructure nodes 108a-108e may commu-
nicate amongst themselves using a Distribution Set net-
work (such as an Ethernet, 802.11, or other wired or wire-
less network) and form groups of n-tuples based on the
common leaf nodes 110a-110f they have to serve. In this
way, a group of n infrastructure nodes can achieve n-
level redundancy to the leaf node being served. The leaf
node can use a group address to multicast its data, and
all infrastructure nodes that are registered with the group
address ideally receive this data and forward it to the
gateway.
[0031] By communicating a data message from a leaf
node 110a-110f to multiple infrastructure nodes 108a-
108e and 112, the spatial diversity of the infrastructure
nodes 108a-108e and 112 may help to reduce or elimi-
nate lost transmissions in the industrial control and au-
tomation system 100. For example, it may help to reduce
"shadowing" or other problems encountered with wire-
less transmission systems. Moreover, the end-to-end
packet latency in the system 100 may not be affected
due to packet loss using various ones of these tech-
niques, and the number of retransmissions by the leaf
nodes can be reduced. In addition, the power consump-
tion of the leaf nodes 110a-110f may be reduced, which
could result from reducing the number of retransmissions
by the leaf nodes. Using these techniques, certain net-
work technologies, such as IEEE 802.11-based net-
works, may be more reliable and therefore more desira-
ble for use in wireless sensor networks in industrial con-
trol and automation systems. This type of functionality
could also be used in any other suitable 802.11-based
wireless communication system that requires improved
reliability, lower latency, and other benefits described
above.
[0032] Although FIGURE 1 illustrates one example of
an industrial control and automation system 100, various
changes may be made to FIGURE 1. For example, the
industrial control and automation system 100 could in-
clude any number of process elements, controllers, net-
works, infrastructure nodes (gateway or other), and leaf
nodes. Also, the functional division shown in FIGURE 1
is for illustration only. Various components in FIGURE 1
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could be combined or omitted and additional components
could be added according to particular needs. Further,
while described as supporting one wireless network, the
industrial control and automation system 100 could sup-
port any number of wireless networks. Beyond that, the
communication paths and layout in FIGURE 1 are for
illustration only and can be changed depending on the
implementation. As a particular example, the leaf nodes
110a-110f in FIGURE 1 could communicate with each
other and with any arrangement of infrastructure nodes
108a-108e and 112. In addition, FIGURE 1 illustrates
one operational environment in which leaf nodes may
communicate with multiple infrastructure nodes in a wire-
less network. This functionality could be used in any suit-
able industrial control and automation system or environ-
ment or in any non-industrial control and automation sys-
tem or environment (such as any system using an
802.11-based wireless network).
[0033] FIGURE 2 illustrates an example node 200 in
an industrial control and automation system according
to one embodiment of this disclosure. The node 200
could, for example, represent an infrastructure node, a
gateway infrastructure node, or a leaf node from the in-
dustrial control and automation system 100 of FIGURE
1. The embodiment of the node 200 shown in FIGURE
2 is for illustration only. Other embodiments of the node
200 could be used without departing from the scope of
this disclosure. Also, for ease of explanation, the node
200 in FIGURE 2 is described as operating in the indus-
trial control and automation system 100 of FIGURE 1.
The node 200 could be used in any other capacity and
in any suitable device, system, or network.
[0034] As shown in FIGURE 2, the node 200 includes
a wireless transceiver 202. The transceiver 202 facilitates
wireless communications to and from the node 200. For
example, the transceiver 202 could receive a baseband
or intermediate data signal and modulate the signal onto
a carrier signal for transmission by an antenna 204. The
transceiver 202 could also receive a carrier signal from
the antenna 204 and down-convert the signal into a base-
band or intermediate signal. The transceiver 202 includes
any suitable structure for transmitting and/or receiving
wireless signals. In some embodiments, the transceiver
202 represents a radio frequency (RF) transceiver, and
the antenna 204 represents an RF antenna. The trans-
ceiver 202 could use any other suitable wireless signals
to communicate. Also, the transceiver 202 could be re-
placed by a transmitter and a separate receiver.
[0035] A controller 206 is coupled to the transceiver
202. The controller 206 controls the overall operation of
the node 200. For example, the controller 206 may re-
ceive or generate data to be transmitted externally, and
the controller 206 could provide the data to the transceiv-
er 202 for wireless transmission. The controller 206 could
also receive data from the transceiver 202 that was trans-
mitted to the node 200 and use the data. As a particular
example, the controller 206 in a leaf node 110a-110f
could receive or generate sensor data associated with

an industrial process and provide the data to the trans-
ceiver 202 for transmission to the controller 104 (via the
gateway infrastructure node 112). The controller 206 in
a leaf node 110a-110f could also receive data from the
controller 104 and adjust operation of one or more actu-
ators in the industrial control and automation system 100.
The controller 206 in an infrastructure node 108a-108e
can control the exchange of data messages between the
leaf nodes 110a-110f and the gateway infrastructure
node 112. The controller 206 in a gateway infrastructure
node 112 can control the exchange of data messages
between the infrastructure nodes 108a-108e and the net-
work 106. The controller 206 includes any suitable hard-
ware, software, firmware, or combination thereof for con-
trolling operation of the node 200. As particular exam-
ples, the controller 206 could represent a processor, mi-
croprocessor, microcontroller, field programmable gate
array (FPGA), or other processing or control device.
[0036] A memory 208 is coupled to the controller 206.
The memory 208 stores any of a wide variety of informa-
tion used, collected, or generated by the node 200. For
example, the memory 208 could store sensor-related in-
formation when used in a leaf or infrastructure node within
a wireless sensor network. As described in more detail
below, the memory 208 could also store information used
by the node 200 to determine an order in which infra-
structure nodes 108a-108e transmit acknowledgement
messages to a leaf node. The memory 208 could be used
to store any other or additional information. The memory
208 includes any suitable volatile and/or non-volatile stor-
age and retrieval device or devices.
[0037] If the node 200 represents an infrastructure
node 108a-108e or a gateway infrastructure node 112,
the node 200 can also include a backbone transceiver
210. The backbone transceiver 210 facilitates wireless
communications between an infrastructure node and a
gateway infrastructure node. For example, the backbone
transceiver 210 in an infrastructure node 108a-108e
could receive information from the gateway infrastructure
node 112, allowing the infrastructure node to forward the
information to a leaf node (via the transceiver 202). The
backbone transceiver 210 in the infrastructure node
108a-108e could also receive information from a leaf
node (via the transceiver 202) and communicate the in-
formation to the gateway infrastructure node 112. The
backbone transceiver 210 in a gateway infrastructure
node 112 could receive information from an infrastructure
node 108a-108e, allowing the information to be forward-
ed over the network 106. The backbone transceiver 210
in the gateway infrastructure node 112 could also receive
information sent over the network 106 and forward the
information to the infrastructure nodes 108a-108e. The
backbone transceiver 210 includes any suitable structure
for transmitting and/or receiving wireless signals.
[0038] If the node 200 represents a gateway infrastruc-
ture node 112, the node 200 can further include a wired
network interface 212. The wired network interface 212
allows the gateway infrastructure node 112 to communi-
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cate over a wired network, such as the network 106. This
allows the gateway infrastructure node 112 to communi-
cate over a wired network (such as the network 106) with
other various components (such as the controller 104).
The wired network interface 212 includes any suitable
structure for transmitting and/or receiving signals over a
wired network.
[0039] In addition, the node 200 includes a power sup-
ply or interface 214. If the node 200 represents an infra-
structure node 108a-108e or a gateway infrastructure
node 112, the power supply or interface 214 may repre-
sent a power converter, regulator, distributor, or other
structure for receiving power from an external source and
providing power to the components of the node 200. The
power may be received from the external source in any
suitable manner, such as over one or more wires or other
physical connections. If the node 200 represents a leaf
node 110a-110f, the power supply or interface 214 may
represent an internal or locally connected power supply
that provides power to the components of the node 200.
In leaf nodes, the power supply or interface 214 could
represent any suitable source of power, such as a battery,
a solar cell, a fuel cell, or any other source of power.
[0040] Although FIGURE 2 illustrates one example of
a node 200 in an industrial control and automation sys-
tem, various changes may be made to FIGURE 2. For
example, various components in FIGURE 2 could be
combined or omitted or additional components could be
added according to particular needs. Also, the same or
similar node 200 could be used in any suitable industrial
control and automation system or environment or in any
non-industrial control and automation system or environ-
ment (such as any system using an 802.11-based wire-
less network).
[0041] FIGURES 3 through 5 illustrate example meth-
ods for redundant communications from wireless devices
in an industrial control and automation system according
to one embodiment of this disclosure. The embodiments
of the methods shown in FIGURES 3 through 5 are for
illustration only. Other embodiments of the methods
could be used without departing from the scope of this
disclosure. Also, for ease of explanation, the methods
are described with respect to redundant communications
from a wireless sensor in the industrial control and auto-
mation system 100 of FIGURE 1. The methods could be
used with any other suitable device or system (whether
or not the device or system is related to industrial control
and automation).
[0042] In FIGURE 3, a method 300 is used to send
data from a wireless sensor (a leaf node) to multiple re-
ceiving nodes (infrastructure nodes), where multiple
transmissions are made from the wireless sensor to the
receiving nodes one at a time. As shown in FIGURE 3,
sensor data is received at a wireless sensor at step 302.
This could include, for example, a leaf node receiving
data from an external sensor. This could also include the
leaf node generating or collecting the sensor data itself.
[0043] A data message is transmitted to a single re-

ceiving node at step 304. This could include, for example,
the leaf node using data in its memory to identify multiple
infrastructure nodes. This could also include the leaf
node identifying one of the infrastructure nodes and
transmitting a data message addressed to that selected
infrastructure node.
[0044] If an acknowledgement message is received
from that infrastructure node at step 306, the method 300
ends. At this point, the leaf node need not transmit any
other messages to any other infrastructure nodes. Oth-
erwise, the leaf node determines if there are one or more
other receiving nodes that the leaf node can transmit the
data message to at step 308. If so, the leaf node returns
to step 304 to transmit the data message to another in-
frastructure node. Otherwise, the leaf node has attempt-
ed to communicate with all infrastructure nodes in its list
without success, and the method 300 ends. In this case,
the leaf node could perform any suitable action, such as
generating an error or attempting to repeat the process
and transmit the data to the infrastructure nodes in its list
again.
[0045] While FIGURE 3 shows that the leaf node de-
termines whether an acknowledgement message is re-
ceived between transmissions of the data message, this
need not be the case. For example, the leaf node could
transmit the data messages to the infrastructure nodes
sequentially and then wait for an acknowledgement mes-
sage. In this case, steps 306 and 308 could be switched
in the method 300.
[0046] In FIGURE 4, a method 400 is used to send
data from a wireless sensor (a leaf node) to multiple re-
ceiving nodes (infrastructure nodes), where a single
transmission is made from the wireless sensor to the re-
ceiving nodes. As shown in FIGURE 4, sensor data is
received at a wireless sensor at step 402. A data mes-
sage is broadcast from the wireless sensor to multiple
receiving nodes at step 404. This could include, for ex-
ample, the leaf node broadcasting a data message for
receipt by all infrastructure nodes within range of the wire-
less sensor. If an acknowledgement message is received
by the leaf node from any of the infrastructure nodes at
step 406, the method 400 ends. Otherwise, the leaf node
returns to step 404 to rebroadcast the data message to
the infrastructure nodes.
[0047] In FIGURE 5, a method 500 is used to send
data from a wireless sensor (a leaf node) to multiple re-
ceiving nodes (infrastructure nodes), where a single
transmission is made from the wireless sensor to the re-
ceiving nodes. As shown in FIGURE 5, sensor data is
received at a wireless sensor at step 502. The wireless
sensor identifies a group of receiving nodes to receive
the sensor data at step 504. This could include, for ex-
ample, the leaf node using data in its memory to identify
a group identifier (such as a group number or group ad-
dress) associated with multiple infrastructure nodes.
[0048] A data message is transmitted to the receiving
nodes at step 506. This could include, for example, the
leaf node broadcasting a data message containing the
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group identifier. If an acknowledgement message is re-
ceived from any of the infrastructure nodes at step 508,
the method 500 ends. Otherwise, the leaf node returns
to step 504 to retransmit the data message to the infra-
structure nodes.
[0049] Although FIGURES 3 through 5 illustrate exam-
ples of methods for redundant communications from
wireless devices in an industrial control and automation
system, various changes may be made to FIGURES 3
through 5. For example, while shown as a series of steps,
various steps in each figure could overlap, occur in par-
allel, occur in a different order, or occur multiple times.
Also, the same or similar methods could be used in any
suitable industrial control and automation system or en-
vironment or in any non-industrial control and automation
system or environment (such as any system using an
802.11-based wireless network).
[0050] FIGURE 6 illustrates an example method 600
for acknowledging redundant communications from wire-
less devices in an industrial control and automation sys-
tem according to one embodiment of this disclosure. The
embodiment of the method 600 shown in FIGURE 6 is
for illustration only. Other embodiments of the method
600 could be used without departing from the scope of
this disclosure. Also, for ease of explanation, the method
600 is described with respect to redundant communica-
tions from a wireless sensor in the industrial control and
automation system 100 of FIGURE 1. The method 600
could be used with any other suitable device or system
(whether or not the device or system is related to indus-
trial control and automation).
[0051] A receiving node (such as an infrastructure
node) receives sensor data from a wireless sensor at
step 602. This could include, for example, the infrastruc-
ture node receiving a data message containing a group
identifier and the sensor data from a leaf node. The re-
ceiving node identifies a group identifier associated with
the received data message at step 604.
[0052] The receiving node determines whether it be-
longs to or is associated with the group identified by the
group identifier at step 606. This could include, for ex-
ample, the infrastructure node determining whether it is
associated with a multi-cast group address. If not, the
method 600 ends, and the infrastructure node need not
take any other action related to the received sensor data.
[0053] Otherwise, the receiving node determines its
position or time for sending an acknowledgement mes-
sage to the wireless sensor at step 608. This may include,
for example, the infrastructure node identifying its posi-
tion or time for sending an acknowledgement message
using the group identifier, which may identify both the
infrastructure nodes in the group and their order of send-
ing acknowledgements. The receiving node then sends
an acknowledgement message to the wireless sensor at
the appropriate position or time at step 610.
[0054] Although FIGURE 6 illustrates one example of
a method 600 for acknowledging redundant communica-
tions from wireless devices in an industrial control and

automation system, various changes may be made to
FIGURE 6. For example, while shown as a series of
steps, various steps in FIGURE 6 could overlap, occur
in parallel, occur in a different order, or occur multiple
times. Also, the same or similar method could be used
in any suitable industrial control and automation system
or environment or in any non-industrial control and auto-
mation system or environment (such as any system using
an 802.11-based wireless network).
[0055] In some embodiments, various functions de-
scribed above are implemented or supported by a com-
puter program that is formed from computer readable
program code and that is embodied in a computer read-
able medium. The phrase "computer readable program
code" includes any type of computer code, including
source code, object code, and executable code. The
phrase "computer readable medium" includes any type
of medium capable of being accessed by a computer,
such as read only memory (ROM), random access mem-
ory (RAM), a hard disk drive, a compact disc (CD), a
digital video disc or digital versatile disc (DVD), or any
other type of medium.
[0056] It may be advantageous to set forth definitions
of certain words and phrases used throughout this patent
document. The term "couple" and its derivatives refer to
any direct or indirect communication between two or
more elements, whether or not those elements are in
physical contact with one another. The terms "applica-
tion" and "program" refer to one or more computer pro-
grams, software components, sets of instructions, pro-
cedures, functions, objects, classes, instances, related
data, or a portion thereof adapted for implementation in
a suitable computer code (including source code, object
code, or executable code). The terms "transmit," "re-
ceive," and "communicate," as well as derivatives there-
of, encompass both direct and indirect communication.
The terms "include" and "comprise," as well as deriva-
tives thereof, mean inclusion without limitation. The term
"or" is inclusive, meaning and/or. The phrases "associ-
ated with" and "associated therewith," as well as deriva-
tives thereof, may mean to include, be included within,
interconnect with, contain, be
contained within, connect to or with, couple to or with, be
communicable with, cooperate with, interleave, juxta-
pose,
be proximate to, be bound to or with, have, have a prop-
erty
of, or the like. The term "controller" means any device,
system, or part thereof that controls at least one opera-
tion. A controller may be implemented in hardware,
firmware, software, or some combination of at least two
of the same. The functionality associated with any par-
ticular controller may be centralized or distributed, wheth-
er locally or remotely.
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Claims

1. A method comprising:

transmitting (304, 404, 506) a message from a
wireless device (110a-110f) in a wireless net-
work to a plurality of access points (108a-108e)
in the wireless network; and
determining, by the wireless device, whether at
least one acknowledgement message is re-
ceived at the wireless device from at least one
of the access points;
wherein the message includes data along with
a group identifier that identifies three or more
access points that are intended to receive, proc-
ess and forward the message, the group identi-
fier also identifying an order in which each of the
three or more access points send acknowledge-
ment messages to the wireless device; and
wherein the at least one access point that re-
ceives the message from the wireless device
determines that the at least one access point is
associated with the group identifier and identi-
fies a time or position to transmit the at least one
acknowledgement message to the wireless de-
vice.

2. The method of Claim 1, wherein the wireless network
comprises a network compliant with an IEEE 802.11
standard.

3. The method of Claim 2, wherein:

one message is sent from the wireless device
to each of the access points; and
the wireless device communicates each of the
messages to one of the access points using a
different Service Set Identifier, SSID.

4. The method of Claim 2, wherein:

the wireless device broadcasts the message to
all access points within range of the wireless de-
vice;
Medium Access Control, MAC, layer address fil-
tering is not used in the access points to process
the message; and
the message is received by at least one of the
access points and is provided to a mesh layer
in at least one of the access points for filtering
based on a source address of the message and
which of the access points that received the
message are assigned to handle data traffic
from the wireless device.

5. The method of Claim 2, wherein the access points
operate in a Point Coordination Function, PCF, mode
of operation.

6. The method of Claim 2, wherein the wireless device
comprises a wireless sensor in an industrial control
and automation system (100), the industrial control
and automation system associated with an industrial
process.

7. An apparatus (200) comprising:

a memory (208) configured to store data to be
transmitted;
a controller (206) configured to generate a mes-
sage containing at least some of the data to be
transmitted;
a wireless transceiver (202) configured to trans-
mit the message to a plurality of access points
(108a-108e) over the wireless network (100);
and
a local power supply (214) configured to supply
power to the memory, the controller, and the
wireless transceiver;
wherein the controller is further configured to de-
termine whether the wireless transceiver re-
ceives at least one acknowledgement message
from at least one of the access points in re-
sponse to the transmission of the message;
wherein the message includes at least some of
the data to be transmitted along with a group
identifier that identifies three or more access
points associated with the message and an or-
der in which each of the three or more access
points send acknowledgement messages; and
wherein the at least one access point that re-
ceives the message from the wireless transceiv-
er is configured to determine that the at least
one access point is associated with the group
identifier and identify a time or position to trans-
mit the at least one acknowledgement message.

8. The apparatus of Claim 7, wherein the apparatus is
compliant with an IEEE 802.11 standard.

9. The apparatus of Claim 7, wherein the group identi-
fier comprises at least one of: a group number and
a group address.

10. The apparatus of Claim 8, wherein the apparatus is
configured to communicate each of the messages
to one of the access points using a different Service
Set Identifier, SSID.

11. The apparatus of Claim 8, wherein the apparatus
comprises a wireless sensor in an industrial control
and automation system (100) associated with an in-
dustrial process.

12. A computer readable medium embodying a compu-
ter program configured to perform the method of any
of Claims 1-6 when executed by a processor.
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Patentansprüche

1. Verfahren, umfassend:

Übertragen (304, 404, 506) einer Meldung von
einem drahtlosen Gerät (110a bis 110f) in einem
drahtlosen Netzwerk an eine Vielzahl von Zu-
gangspunkten (108a bis 108e) in dem drahtlo-
sen Netzwerk; und
Bestimmen durch das drahtlose Gerät, ob min-
destens eine Bestätigungsmeldung an dem
drahtlosen Gerät von mindestens einem der Zu-
gangspunkte empfangen wird;
wobei die Meldung Daten gemeinsam mit einem
Gruppenidentifikator beinhaltet, der drei oder
mehr Zugangspunkte identifiziert, die dazu be-
stimmt sind, die Meldung zu empfangen, zu ver-
arbeiten und weiterzuleiten, wobei der Gruppe-
nidentifikator auch eine Reihenfolge identifi-
ziert, in der jeder der drei oder mehr Zugangs-
punkte Bestätigungsmeldungen an das drahtlo-
se Gerät sendet; und
wobei der mindestens eine Zugangspunkt, der
die Meldung von dem drahtlosen Gerät emp-
fängt, bestimmt, dass der mindestens eine Zu-
gangspunkt mit dem Gruppenidentifikator asso-
ziiert ist, und eine Zeit oder eine Position iden-
tifiziert, um die mindestens eine Bestätigungs-
meldung an das drahtlose Gerät zu übertragen.

2. Verfahren nach Anspruch 1, wobei das drahtlose
Netzwerk ein Netzwerk umfasst, das mit einem IEEE
802.11-Standard konform ist.

3. Verfahren nach Anspruch 2, wobei:

eine Meldung vom drahtlosen Gerät an jeden
der Zugangspunkte gesendet wird; und
das drahtlose Gerät jede der Meldungen an ei-
nen der Zugangspunkte unter Verwenden eines
unterschiedlichen Service Set Identifier, SSID,
übermittelt.

4. Verfahren nach Anspruch 2, wobei:

das drahtlose Gerät die Meldung an alle Zu-
gangspunkte innerhalb der Reichweite des
drahtlosen Geräts sendet;
Medium-Access-Control-Schichtadressfiltern,
MAC, in den Zugangspunkten nicht zum Verar-
beiten der Meldung verwendet wird; und
die Meldung von mindestens einem der Zu-
gangspunkte empfangen und einer Netzschicht
in mindestens einem der Zugangspunkte zum
Filtern basierend auf einer Quelladresse der
Meldung, und welchem der Zugangspunkte, die
die Meldung empfangen haben, das Handha-
ben von Datenverkehr von dem drahtlosen Ge-

rät zugewiesen ist, bereitgestellt wird.

5. Verfahren nach Anspruch 2, wobei die Zugangs-
punkte in einer Zugangspunkt-Koordinierungsfunk-
tionsbetriebsart, PCF, arbeiten.

6. Verfahren nach Anspruch 2, wobei das drahtlose
Gerät einen drahtlosen Sensor in einem industriellen
Steuer- und Automatisierungssystem (100) umfasst,
wobei das industrielle Steuer- und Automatisie-
rungssystem mit einem industriellen Verfahren as-
soziiert ist.

7. Vorrichtung (200), umfassend:

einen Speicher (208), der konfiguriert ist, um Da-
ten, die zu übertragen sind, zu speichern;
eine Steuervorrichtung (206), die konfiguriert ist,
um eine Meldung zu erzeugen, die mindestens
einige der Daten, die zu übertragen sind, enthält;
einen drahtlosen Transceiver (202), der konfi-
guriert ist, um die Meldung über das drahtlose
Netzwerk (100) an eine Vielzahl von Zugangs-
punkten (108a bis 108e) zu übertragen; und
eine lokale Stromversorgung (214), die konfigu-
riert ist, um den Speicher, die Steuervorrichtung
und den drahtlosen Transceiver mit Strom zu
versorgen;
wobei die Steuervorrichtung ferner konfiguriert
ist, um zu bestimmen, ob der drahtlose Trans-
ceiver als Reaktion auf die Übertragung der Mel-
dung mindestens eine Bestätigungsmeldung
von mindestens einem der Zugangspunkte
empfängt;
wobei die Meldung mindestens einige der Da-
ten, die zu übertragen sind, gemeinsam mit ei-
nem Gruppenidentifikator beinhaltet, der drei
oder mehr Zugangspunkte, die mit der Meldung
assoziiert sind, identifiziert, und eine Reihenfol-
ge, in der jeder der drei oder mehr Zugangs-
punkte Bestätigungsmeldungen sendet; und
wobei der mindestens eine Zugangspunkt, der
die Meldung vom drahtlosen Transceiver emp-
fängt, konfiguriert ist, um zu bestimmen, dass
der mindestens eine Zugangspunkt der Grup-
penidentifikator zugeordnet ist, und eine Zeit
oder Position zu identifizieren, um die mindes-
tens eine Bestätigungsmeldung zu senden.

8. Vorrichtung nach Anspruch 7, wobei die Vorrichtung
mit einem IEEE 802.11-Standard konform ist.

9. Vorrichtung nach Anspruch 7, wobei die Gruppeni-
dentifikator mindestens eines umfasst von: einer
Gruppennummer und einer Gruppenadresse.

10. Vorrichtung nach Anspruch 8, wobei die Vorrichtung
konfiguriert ist, um jede der Meldungen an einen der
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Zugangspunkte unter Verwendung eines anderen
Service Set Identifier, SSID, zu übermitteln.

11. Vorrichtung nach Anspruch 8, wobei die Vorrichtung
einen drahtlosen Sensor in einem industriellen Steu-
er- und Automatisierungssystem (100) umfasst, das
einem industriellen Verfahren zugeordnet ist.

12. Computerlesbares Medium, das ein Computerpro-
gramm verkörpert, das konfiguriert ist, um das Ver-
fahren nach einem der Ansprüche 1 bis 6 auszufüh-
ren, wenn es von einem Prozessor ausgeführt wird.

Revendications

1. Procédé comprenant :

la transmission (304, 404, 506) d’un message
depuis un dispositif sans fil (110a-110f) dans un
réseau sans fil à une pluralité de points d’accès
(108a-108e) dans le réseau sans fil ; et
la détermination, par le dispositif sans fil, de si
au moins un message d’accusé de réception est
reçu au niveau du dispositif sans fil depuis au
moins un des points d’accès ;
dans lequel le message inclut des données avec
un identifiant de groupe qui identifie trois points
d’accès ou plus qui sont destinés à recevoir, trai-
ter et transmettre le message, l’identifiant de
groupe identifiant également un ordre dans le-
quel chacun des trois points d’accès ou plus en-
voie des messages d’accusé de réception au
dispositif sans fil ; et
dans lequel l’au moins un point d’accès qui re-
çoivent le message du dispositif sans fil déter-
mine que l’au moins un point d’accès est associé
à l’identifiant de groupe et identifie une heure ou
une position pour transmettre l’au moins un
message d’accusé de réception au dispositif
sans fil.

2. Procédé selon la revendication 1, dans lequel le ré-
seau sans fil comprend un réseau conforme à une
norme IEEE 802.11.

3. Procédé selon la revendication 2, dans lequel :

un message est envoyé du dispositif sans fil à
chacun des points d’accès ; et
le dispositif sans fil communique chacun des
messages à un des points d’accès en utilisant
un identifiant d’ensemble de services, SSID, dif-
férent.

4. Procédé selon la revendication 2, dans lequel :

le dispositif sans fil diffuse le message à tous

les points d’accès à portée du dispositif sans fil ;
un filtrage d’adresse de couche de contrôle d’ac-
cès au support, MAC, n’est pas utilisé dans les
points d’accès pour traiter le message ; et
le message est reçu par au moins un des points
d’accès et est fourni à une couche de maillage
dans au moins un des points d’accès pour filtra-
ge en fonction d’une adresse source du messa-
ge et ceux des points d’accès qui ont reçu le
message sont affectés à la gestion de trafic de
données depuis le dispositif sans fil.

5. Procédé selon la revendication 2, dans lequel les
points d’accès fonctionnent dans un mode de fonc-
tionnement de fonction ponctuelle de coordination,
PCF.

6. Procédé selon la revendication 2, dans lequel le dis-
positif sans fil comprend un capteur sans fil dans un
système de commande et d’automatisation indus-
triel (100), le système de commande et d’automati-
sation industriel associé à un procédé industriel.

7. Appareil (200) comprenant :

une mémoire (208) configurée pour stocker des
données à transmettre ;
un contrôleur (206) configuré pour générer un
message contenant au moins certaines des
données à transmettre ;
un émetteur-récepteur sans fil (202) configuré
pour transmettre le message à une pluralité de
points d’accès (108a-108e) sur le réseau sans
fil (100) ; et
une alimentation électrique locale (214) confi-
gurée pour fournir de l’énergie à la mémoire, au
contrôleur et à l’émetteur-récepteur sans fil ;
dans lequel le contrôleur est en outre configuré
pour déterminer si l’émetteur-récepteur sans fil
reçoit au moins un message d’accusé de récep-
tion d’au moins un des points d’accès en répon-
se à la transmission du message ;
dans lequel le message comprend au moins cer-
taines des données à transmettre avec un iden-
tifiant de groupe qui identifie trois points d’accès
ou plus associés au message et un ordre dans
lequel chacun des trois points d’accès ou plus
envoient des messages d’accusé de réception ;
et
dans lequel l’au moins un point d’accès qui reçoit
le message de l’émetteur-récepteur sans fil est
configuré pour déterminer que l’au moins un
point d’accès est associé à l’identifiant de grou-
pe et identifier une heure ou une position pour
transmettre l’au moins un message d’accusé de
réception.

8. Appareil selon la revendication 7, dans lequel l’ap-
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pareil est conforme à une norme IEEE 802.11.

9. Appareil selon la revendication 7, dans lequel l’iden-
tifiant de groupe comprend au moins un parmi : un
numéro de groupe et une adresse de groupe.

10. Appareil selon la revendication 8, dans lequel l’ap-
pareil est configuré pour communiquer chacun des
messages à un des points d’accès en utilisant un
identifiant d’ensemble de services, SSID, différent.

11. Appareil selon la revendication 8, dans lequel l’ap-
pareil comprend un capteur sans fil dans un système
de commande et d’automatisation industriel (100)
associé à un procédé industriel.

12. Support lisible par ordinateur incorporant un pro-
gramme informatique configuré pour exécuter le pro-
cédé selon l’une quelconque des revendications 1 à
6 lorsqu’il est exécuté par un processeur.

19 20 



EP 2 017 996 B1

12



EP 2 017 996 B1

13



EP 2 017 996 B1

14



EP 2 017 996 B1

15



EP 2 017 996 B1

16



EP 2 017 996 B1

17

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• US 2006274644 A [0003] • US 2003206535 A [0004]


	bibliography
	description
	claims
	drawings
	cited references

