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Description

[0001] The invention relates to an exhaust gas purifi-
cation system for a gasoline engine, comprising in con-
secutive order a first three-way-catalyst, a gasoline par-
ticulate filter and a second three-way-catalyst. The in-
vention also relates to methods and uses thereof.

State of the art

[0002] Exhaust gas from gasoline engines comprises
pollutants which have to be removed before the exhaust
gas is released into the environment. The most relevant
pollutants in this regard are nitrogen oxides (NOx), hy-
drocarbons (HC or THC), carbon monoxide (CO) and
particulate matter, especially soot. Other pollutants com-
prise sulfur oxides (SOx) and volatile organic compounds
(VOC). Such gaseous pollutants are removed from the
exhaust gas by catalyst system and devices located
downstream of the engine. Typically, such systems com-
prise a three-way catalyst (TWC), which is capable of
removing nitric oxides, hydrocarbons and carbon mon-
oxide.
[0003] In recent years, there has been increasing at-
tention on the removal of particulate matter, and espe-
cially soot, from exhaust gas from gasoline engines. For
many years, soot particles were only removed from diesel
engine exhaust gas. However, there is growing evidence
that also fine soot particles from gasoline engines can
impair health. Therefore, there is a strong tendency to
equip exhaust gas purification systems for gasoline en-
gines with gasoline particulate filters (GPF). The GPF
should efficiently reduce the particle mass (PM) and the
particle number (PN) of the exhaust gas. In the European
Union, the standard EURO 6 dated September 2014 de-
fines for the first time maximum levels for particulate mat-
ter of gasoline engines of passenger vehicles.
[0004] Presently, there are increasing demands by
public authorities on manufacturers of vehicles and gaso-
line engines to improve exhaust gas purity. There is a
worldwide trend towards lower legal thresholds for emis-
sion levels of such pollutants. Moreover, the European
Union plans to introduce obligatory tests for vehicles un-
der real conditions with portable emissions measurement
systems under the designation Real Driving Emissions
(RDE). Such demands exert high pressure on manufac-
turers to provide exhaust gas purification systems which
fulfill all legal standards. In this regard, it is a known prob-
lem that the amount and ratio of exhaust gas pollutants
can vary significantly depending on the operation condi-
tions of the engine. Vehicle exhaust gas purification sys-
tems should be efficient under conditions as different as
urban traffic, long-distance traffic, low or high velocity,
cold or hot environment, and cautious or offensive driv-
ing.
[0005] It is another problem that a gasoline engine
should have low fuel consumption in order to keep carbon
dioxide emissions low. Carbon dioxide is considered to

be the main cause of the greenhouse effect and global
warming. Thus, attempts to increase exhaust gas purity
should not negatively affect the performance of the gaso-
line engine.
[0006] It is a general problem that when a catalyst de-
vice, such as a TWC, is combined with a GPF in purifying
exhaust gas from a gasoline engine, it is difficult to
achieve an efficient depletion of all relevant pollutants
whilst maintaining a high performance of the gasoline
engine. The reason is that three different properties of
the exhaust gas purification system, which are at least
in part antagonistic, have to be brought into accordance
with each other. Accordingly, the system should have
high catalytic activity, high filtration efficiency and low
pressure drop. High filtration efficiency is required for ef-
ficient removal of particles. High catalytic activity is re-
quired for efficient depletion of gaseous pollutants, such
as HC, NOx and CO. Low pressure drop is required for
maintaining a high engine performance. In contrast, an
increasing pressure drop tends to reduce the efficiency
of the engine, which leads to higher fuel consumption
and carbon dioxide emission.
[0007] It is a general problem that a GPF and catalytic
devices require high temperatures for efficient operation.
Therefore, they have to be operated close to the engine,
which leads to dimensional limitations of the overall ex-
haust gas purification system. In order to increase the
filtration efficiency or catalytic activity of an exhaust gas
purification system, more catalyst material and filtration
means are required. In the limited space of the catalytic
system, this is generally associated with an increase of
pressure drop in the GPF and in catalytic devices. The
reason is that the exhaust gas is attenuated when pass-
ing filtering material and porous coatings in such devices.
Consequently, the efficiency of the gasoline engine has
to be reduced and more carbon dioxide is emitted for
achieving a comparable performance. On the other hand,
if the pressure drop is kept low, it is difficult to achieve a
good filtration efficiency and high catalytic activity in the
limited space of the exhaust gas purification system.
[0008] Various attempts have been made in the prior
art to provide gasoline engine purification systems, which
overcome the above-mentioned problems. For example,
various catalytic devices and gasoline particulate filters
have been described, which are equipped with specific
catalysts or combination of catalysts. In this regard, cat-
alysts can be provided with special combinations of met-
als or catalyst layers. Other solutions focus on the internal
structure or specific physical properties of such devices.
[0009] Further, exhaust gas purification systems with
special arrangements of multiple devices have been pro-
posed for increased efficiency. For example, DE 10 2015
212 514 A1 suggests a combination of two consecutive
TWC and a GPF located downstream of the second
TWC. WO 2010/052055 A1 also discloses a combination
of a first TWC, a second downstream TWC and a GPF
further downstream. It is a problem of such systems that
when the terminal GPF is regenerated and the stored
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soot is burned, new pollutants such as CO and HC can
be formed and emitted into the environment. It is another
problem that the terminal GPF is located relatively far
from the engine. Therefore, it cannot be heated rapidly
and efficiently by the engine exhaust gas to achieve the
optimal process temperature. Moreover, it is difficult to
achieve the high regeneration temperature required for
efficient soot burning, so an active regeneration has to
be triggered. Generally, operation of a GPF at a low, non-
optimal temperature reduces the efficiency and increas-
es the amounts of residual pollutants. Therefore, the per-
formance of such systems could still be improved.
[0010] WO 2017/004414 A1 discloses various sys-
tems for purifying exhaust gas from gasoline engines
comprising N2O removal catalysts. For example, an up-
stream TWC is coupled with downstream devices, such
as a GPF and the N2O removal catalyst. However, the
terminal catalytic device is for N2O removal and cannot
efficiently remove pollutants formed in the upstream
GPF, such as CO and CH. The data provided in the doc-
ument also indicates that the overall performance could
still be improved.
[0011] WO 2010/096641 A1 also discloses a combi-
nation of an upstream TWC which is close-coupled to a
gasoline engine, a downstream particulate matter control
device and a downstream NOx control system. However,
the terminal catalytic device focusses on NOx removal
and cannot efficiently remove the most relevant pollut-
ants from the upstream GPF, for example those which
are formed during regeneration of the GPF. Overall, the
performance of the system could still be improved.
[0012] Documents US 2010 011749 A1 and DE 10
2017 205664 A1 both disclose exhaust systems com-
prising in that sequence a first TWC, a GPF and a second
TWC.
[0013] Overall, there is a continuous need for providing
exhaust gas purification systems for gasoline engines,
which overcome the above-mentioned problems.

Problem underlying the invention

[0014] It is a problem underlying the invention to pro-
vide an exhaust gas purification system for gasoline en-
gines which overcome the above-mentioned problems.
[0015] Specifically, an exhaust gas purification system
for gasoline engines shall be provided, which efficiently
removes the relevant pollutants, and especially NOx, hy-
drocarbons (HC), carbon monoxide and particulate mat-
ter, especially soot. The filtration efficiency for soot
should be high with regard to particle mass as well as
particle number. At the same time, the pressure drop of
the system should be low, such that the engine can main-
tain a high performance and carbon dioxide emissions
will not increase.
[0016] It is a special problem to provide an exhaust
gas purification system for gasoline engines, which is
efficient under various different operation conditions.
Therefore, the level of pollutants shall be low also under

RDE conditions.
[0017] Further, routine monitoring of the system by on
board diagnosis (OBD system) should be convenient and
provide appropriate results.
[0018] It is a further problem underlying the invention
to provide a system which has high purification efficiency,
but is relatively simple and usable in standard automobile
applications. The system should be relatively compact,
stable and convenient to manufacture and use.

Disclosure of the invention

[0019] Surprisingly, it was found that the problem un-
derlying the invention is solved by an exhaust gas puri-
fication system according to the claims. Further embod-
iments of the invention are outlined throughout the de-
scription.
[0020] Subject of the invention is an exhaust gas pu-
rification system for a gasoline engine, comprising in con-
secutive order the following devices:

a first three-way-catalyst (TWC1), a gasoline partic-
ulate filter (GPF) and a second three-way-catalyst
(TWC2),

wherein the wash coat load (WCL) of the GPF is
greater than the WCL of the TWC2, wherein the WCL
is determined in g/l of the volume of the device.

[0021] The invention relates to an exhaust gas purifi-
cation system for a gasoline engine. A gasoline engine
is a combustion engine, which uses petrol (gasoline) as
fuel. A gasoline engine is different from a diesel engine,
which does not use spark ignition. Generally, exhaust
gas emitted from gasoline engines has a different com-
position than exhaust gas from diesel engines and re-
quires different exhaust gas purification systems.
[0022] Preferably, the engine uses gasoline direct in-
jection (GDI), also known as petrol direct injection, be-
cause these engines are known for their improved fuel
efficiency. Typically, the exhaust gas from such an en-
gine comprises a relatively high number of relatively
small soot particles. Especially for such an engine, it can
be advantageous that the system is capable of efficient
removal of soot particles.
[0023] The purification system comprises the three de-
vices as outlined above. Typically, the devices are differ-
ent units, which can be provided in separate housings.
The devices can be connected by connection means,
such as tubes and/or plugs. The three devices are ar-
ranged in consecutive order, such that the TWC1 is lo-
cated upstream from the GPF, which is located upstream
from the TWC2. The TWC1 is positioned downstream
from the gasoline engine. As used herein, the terms "up-
stream" and "downstream" refer to the directions of the
flow of the engine exhaust gas stream from the engine
towards the exhaust pipe, with the engine in an upstream
location and the exhaust pipe downstream.
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[0024] The exhaust gas purification system comprises
at least the three purification devices TWC1, GPF and
TWC2. In a preferred embodiment, the system does not
comprise other purification devices, especially not addi-
tional catalytic devices. More preferably, the system does
not comprise another TWC, another GPF and/or another
pollutant removal device, such as a separate NOx remov-
al device or the like. According to the invention, it was
found that efficient exhaust gas purification is possible
only with the three devices in the order described herein.
[0025] In another embodiment, the system comprises
additional devices which participate in pollutant removal.
In one embodiment, at least one additional catalyst de-
vice may be present. In another embodiment, at least
one additional non-catalytic device may be present.
[0026] A TWC comprises a three way catalyst coating
which is coated on a flow-through substrate. The term
"three-way" refers to the function of three-way conver-
sion, where hydrocarbons, carbon monoxide, and nitro-
gen oxides are substantially simultaneously converted.
Three-way-catalysts (TWC) are known and widely used
in the art. A gasoline engine typically operates under near
stoichiometric reaction conditions that oscillate or are
perturbated slightly between fuel-rich and fuel-lean air to
fuel ratios (A/F ratios) (λ = 1 +/- ∼ 0.01), at perturbation
frequencies of 0.5 Hz to 2 Hz. This mode of operation is
also referred to as "perturbated stoichiometric" reaction
conditions. TWC catalysts include oxygen storage ma-
terials (OSM) such as ceria that have multi-valent states
which allows oxygen to be held and released under var-
ying air to fuel ratios. Under rich conditions, when NOx
is being reduced, the oxygen storage capacity (OSC) pro-
vides a small amount of oxygen to consume unreacted
CO and HC. Likewise, under lean conditions when CO
and HC are being oxidized, the OSM reacts with excess
oxygen and/or NOx. As a result, even in the presence of
an atmosphere that oscillates between fuel-rich and fuel-
lean air to fuel ratios, there is conversion of HC, CO, and
NOx all at the same (or at essentially all the same) time.
Typically, a TWC catalyst comprises one or more plati-
num group metals such as palladium and/or rhodium and
optionally platinum; an oxygen storage component; and
optionally promoters and/or stabilizers. Under rich con-
ditions, TWC catalysts may generate ammonia.
[0027] The term "platinum group metal" refers to the
six platinum-group metals ruthenium, rhodium, palladi-
um, osmium, iridium, and platinum.
[0028] A "gasoline particulate filter" (GPF) is a device
for removing particulate matter, especially soot, from ex-
haust gas. The GPF is a wall-flow filter. In such a device,
the exhaust gas passes the filter walls inside the device,
whereas the particles are not capable of passing the filter
walls and accumulate inside the device. Typically, the
filters comprise multiple parallel gas-flow channels. A plu-
rality of first channels is open at the upstream side from
which the exhaust gas streams into the channels, and
closed at the opposite end in flow direction. The exhaust
gas enters the first channels, passes the filter walls and

enters adjacent second channels, whereas the particles
remain trapped in the first channels. The second chan-
nels are closed at the upstream end and open at the
opposite end downstream in flow direction, such that the
exhaust gas exits the GPF.
[0029] Typically, the GPF comprises a catalytically ac-
tive coating, typically a TWC coating. Thereby, the overall
catalytic efficiency of the overall system can be enhanced
and the performance can be increased. Typically, inner
surfaces of the GPF, preferably all inner surfaces, are
coated with a catalyst coating. Thus, inner walls of the
filter channels or at least portions thereof comprise a cat-
alyst coating, such that the exhaust gas which passes
the filter walls also flows through the porous catalyst coat-
ing. Typically, the catalytic coating is located inside the
porous filter walls, or onto the filter walls, or both, inside
and onto the filter walls. Thereby, the GPF can filter off
particles, and at the same time removes gaseous pollut-
ants by catalytic chemical reaction. The catalyst may also
support removal of particles, especially during regener-
ation.
[0030] A "wash coat" (WC) is a thin, adherent coating
of a catalytic or other material applied to a carrier sub-
strate. The carrier substrate can be a honeycomb flow
through monolith substrate or a filter substrate, which is
sufficiently porous to permit the passage of the gas
stream being treated. A "wash coat layer" is defined as
a coating that comprises support particles. A catalyzed
wash coat comprises additional catalytic components.
The wash coats of the TWC1 and TWC2 of the system
are catalytic washcoats. Further, it is preferred that the
GPF comprises a catalytic washcoat.
[0031] According to this application, the wash coat load
is determined in g/l, wherein the weight in gram corre-
sponds to all solids in the wash coat, whereas the volume
is the total volume of the device, and not only the void
volume of the device in the channels.
[0032] A "carrier" is a support, typically a monolithic
substrate, examples of which include, but are not limited
to, honeycomb flow-through substrates for the TWC and
wall-flow filter substrates for the GPF. A "monolithic sub-
strate" is a unitary structure that is homogeneous and
continuous and has not been formed by affixing separate
substrate pieces together. Typically, the carrier is coated
with a wash coat comprising the catalyst.
[0033] An "OSM" refers to an oxygen storage material,
which is an entity that has multivalent oxidation states
and can actively react with oxidants such as oxygen or
nitric oxide (NO2) under oxidative conditions, or reacts
with reductants such as carbon monoxide (CO) or hydro-
gen under reduction conditions. Examples of suitable ox-
ygen storage materials include ceria or praseodymia. De-
livery of an OSM to the wash coat layer can be achieved
by the use of, for example, mixed oxides. For example,
ceria can be delivered as an oxide of cerium and/or zir-
conium and mixtures thereof, and/or a mixed oxide of
cerium, zirconium, and further dopants like rare earth el-
ements, like Nd, Pr or Y.
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[0034] As used herein, the "volume" of a device, such
as a TWC or GPF, is the total volume of the device defined
by its outer dimensions. Thus, the volume is not only the
void volume within the channels or within the porous
structure of the device.
[0035] Preferably, the OSC is determined in fresh con-
dition. The presence or absence of oxygen storage ca-
pacity (OSC) can be determined by a jump test. Thereby,
the OSC in mg/L of a catalyst or system that is located
between two A-sensors is calculated by the time offset
of the two sensor signals that is occurring after air-to-fuel
ratio jumps (e.g. between λ 0.95-1.05; see for example
"Autoabgaskatalysatoren, Grundlagen - Herstellung -
Entwicklung - Recycling - Okologie", Christian Hage-
luken, 2nd ed. 2005, page 62). The catalyst is in fresh
condition when it is put into use after manufacture.
[0036] Typically, the catalytic performance changes
during operation and its performance may decrease. This
phenomenon is known as aging. Thus, it is preferred that
the general catalyst performance is determined in aged
condition, as it is required by legislation.
[0037] According to the invention, the system compris-
es a TWC1, a GPF and a TWC2 in consecutive order.
Such an arrangement of these three devices confers var-
ious advantages to the inventive system.
[0038] It is an advantage of the system that the GPF
can be positioned relatively close to the engine. Gener-
ally, GPFs require a relatively high temperature for opti-
mal performance and efficient regeneration. When the
engine is started, the GPF is heated by the exhaust gas
stream. When the GPF is located close to the engine, it
is heated faster and achieves the high, optimal operation
temperature earlier. The time window in which the filter
is not operated efficiently is relatively small. In conven-
tional systems, in which the GPF is a terminal device
and/or located further away from the engine, more time
is required for achieving the operation temperature for
efficient three-way catalyst activity and soot oxidation.
[0039] Moreover, a GPF must be regenerated actively
at defined time intervals if it is located too far from the
engine and therefore does not reach the temperature that
is required for soot burning. During regeneration, accu-
mulated soot is burned at high temperature. If the re-
quired temperature cannot be reached, the soot may not
be burned completely and undesired side products, such
as CO and hydrocarbons, can be formed in the regener-
ation process. Therefore, it is advantageous for efficient
regeneration that the GPF is located relatively close to
the engine.
[0040] It is another advantage of the system that the
partially purified exhaust gas, which is released from the
GPF, can be subjected to further purification by the down-
stream second TWC (TWC2). In known systems, the
GPF is often the terminal purification device for final re-
moval of particles from pre-purified exhaust gas. When
the GPF is regenerated, the soot is oxidized and impu-
rities, such as carbon monoxide (CO) or hydrocarbons
(CH), can be formed. With a conventional system com-

prising a terminal GPF, pollutants formed during regen-
eration are released into the environment. According to
the invention, the pre-purified exhaust gas from the GPF
is subjected to downstream purification in the TWC2.
Thereby, residual impurities which pass the GPF or which
are formed in the GPF can be removed or at least signif-
icantly reduced. The terminal TWC2 can ensure a final
catalytic purification, which can function as a finishing
step in the overall purification process.
[0041] It is a further advantage of the system that the
TWC2 is located at a position distant from the engine. It
is a known problem in the technical field that catalytic
devices, such as TWCs, undergo aging during use. Aging
means that the activity and performance of the catalyst
changes over lifetime, and usually tends to decrease.
Generally, aging occurs more rapidly at high tempera-
ture. In the inventive system, the TWC2 is positioned
relatively far from the engine, which has the consequence
that less heat is transferred to the TWC2 than to the up-
stream devices during use. Therefore, the aging process
of the TWC2 is comparably slow and the catalyst can
maintain its efficiency and performance for a prolonged
time. This can be advantageous for long-time use, espe-
cially when emissions are monitored under RDE condi-
tions. On the other hand, since the TWC2 is only the final
catalyst for removing residual pollutants from the pre-
purified exhaust gas, it can be acceptable that its per-
formance may not be optimal at certain time intervals due
to its position relatively far from the engine. The terminal
downstream TWC2 can still efficiently clean up the rela-
tively small amounts of residual pollutants, even at times
when its temperature should not be as high as required
for optimal function.
[0042] Overall, the system with the special arrange-
ment of the TWC1, GPF and TWC2 allows highly efficient
removal of gaseous and particulate pollutants from gaso-
line engine exhaust gas during standard use and for a
prolonged time.
[0043] In a preferred embodiment, the platinum-group
metal concentration (PGM) of the GPF is at least 40%
greater than the PGM of the TWC2. According to the
present application, the PGM is determined in g/ft3 of the
volume of the device. It can be advantageous that an
efficient overall purification can be achieved with the in-
ventive system, although the PGM, and thus concomitant
catalytic efficiency based on platinum group metals, of
the second TWC (TWC2) can be relatively low. In this
regard, the terminal TWC2 can efficiently remove the re-
sidual pollutants from the pre-purified exhaust gas from
the GPF, although the amount of precious metal in the
TWC2 is relatively low. Overall, an efficient purification
of the exhaust gas can be achieved with a relatively mod-
erate total amount of precious metal in the system. This
is advantageous for practical applications, because the
precious metals are the main cause that catalyst systems
are very expensive.
[0044] Generally, it is preferred that the GPF compris-
es a catalyst coating, preferably a TWC coating. This can
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be advantageous, because the GPF can then support
the removal of gaseous pollutants by the system. There-
by, the limited space in the system can be used more
efficiently compared to a GPF without a catalyst coating.
Further, the catalyst coating can support oxidation of par-
ticles.
[0045] In a preferred embodiment, the ratio of the plat-
inum-group metal concentration (PGM) of the TWC1 to
the PGM of the GPF is from 1.1 to 10, preferably from
1.25 to 9, more preferably from 1.45 to 5, wherein the
PGM is determined in g/ft3 of the volume of the device.
This can be advantageous, because the TWC1 is located
closer to the gasoline engine than the GPF. Thus, the
TWC1 can reach the high temperature required for opti-
mal catalytic performance more rapidly and for longer
time periods. Due to the higher temperature, the catalytic
performance of the TWC1 can be higher than that of the
GPF especially under non-optimal operating conditions.
For this reason, it can be advantageous to equip the
TWC1 with a higher catalyst concentration than the GPF,
such that a large portion of the gaseous pollutants is al-
ready removed in the TWC1.
[0046] Further, it can be advantageous that the plati-
num-group metal concentration (PGM) of the GPF is low-
er than in the TWC1, because the GPF has to be
equipped with less wash coat. As a result, the pressure
drop in the GPF can be kept relatively low. Since the
exhaust gas stream has to pass the filter walls in the
GPF, control of the pressure drop is important, such that
the performance of the engine is not impaired. Overall,
due to the optimal distribution of PGM between the de-
vices of the system, the overall amount of precious metals
in the system can be kept relatively low, whilst a high
exhaust gas purification efficiency and high engine per-
formance is achieved.
[0047] In a preferred embodiment, the platinum-group
metal concentration (PGM) of the TWC1 is at least 40%
greater than the PGM of the GPF, wherein the PGM is
determined in g/ft3 of the volume of the device. In this
embodiment, especially under non-optimal operating
conditions, it can be advantageous that the catalytic per-
formance of the TWC1 can be adjusted relatively high,
whereas the pressure drop of the GPF can be kept rel-
atively low such that a good engine performance can be
maintained.
[0048] In a preferred embodiment, the platinum-group
metal concentration (PGM) of the TWC1 is greater than
the sum of the PGM of the GPF and TWC2, wherein the
PGM is determined in g/ft3 of the volume of the device.
When the PGM of the TWC1 is adjusted accordingly, the
overall system can especially have a high catalytic effi-
ciency under non-optimal conditions. Since the TWC1 is
located closer to the engine than the GPF and TWC2, it
can reach its optimal high operating temperature more
rapidly and for longer time periods, and has a higher rel-
ative catalytic performance. Therefore, it can be advan-
tageous that a relatively high portion of the overall cata-
lytic activity of the total system is concentrated in the

TWC1, whilst a significantly lower portion of the catalytic
activity is located in the GPF and TWC2. Overall, this
can be acceptable, because the GPF is in contact with
the pre-purified exhaust gas from the TWC1, which com-
prises significantly less gaseous pollutants than the orig-
inal exhaust gas. Moreover, the TWC2 is only in contact
with the pre-purified exhaust gas from the GPF, which
only comprises residual, relatively small amounts of gas-
eous pollutants. Overall, a system can be provided in
which the PGM is distributed between the three devices,
such that gaseous and particulate pollutants are efficient-
ly removed whilst the pressure drop is kept low and en-
gine performance is maintained.
[0049] In a preferred embodiment, the total amount of
platinum-group metal of the TWC1 is from 1 g to 15 g,
preferably from 2 g to 10 g. In a preferred embodiment,
the total amount of platinum-group metal of the GPF is
from 0 g to 5 g, preferably from 0.05 g to 5g, more pref-
erably from 1 g to 3 g. In a preferred embodiment, the
total amount of platinum-group metal of the TWC2 is from
0.1 g to 2 g, preferably from 0.2 g to 1.5 g. Overall, an
efficient removal of pollutants with minimum PGM costs
can be achieved with the system when the total amount
of platinum group metal is adjusted and distributed ac-
cordingly.
[0050] In a preferred embodiment, the TWC1 compris-
es palladium and/or rhodium. In a preferred embodiment,
the GPF comprises palladium, platinum, rhodium or mix-
tures thereof. Rhodium is especially efficient in removing
NOx, whereas palladium is especially efficient in remov-
ing CO. Therefore, the use of these metals in these de-
vices can be advantageous for efficient overall removal
of pollutants from the exhaust gas.
[0051] In a preferred embodiment, the percentage of
rhodium of the total amount of platinum-group metal of
the GPF is at least 10 wt.%, more preferably at least 20
wt.%. This can be advantageous for efficiently removing
NOx in the GPF.
[0052] In a preferred embodiment, the TWC2 compris-
es rhodium. In a preferred embodiment, the percentage
of rhodium of the total amount of platinum-group metal
of the TWC2 is at least 15 wt.%, more preferably at least
25 wt.%. It can be advantageous that the TWC2 com-
prises rhodium in such amounts in order to remove NOx,
but also other impurities, such as CO, from the pre-puri-
fied exhaust gas, which is emitted from or not converted
by the GPF.
[0053] In a preferred embodiment, the TWC2 does not
comprise platinum. It can be advantageous that the use
of expensive platinum can be avoided in the TWC2, whilst
an overall efficient removal of pollutants can be achieved.
[0054] In a preferred embodiment, the platinum-group
metal concentration (PGM) of the TWC2 is greater than
the PGM of the GPF, wherein the PGM is determined in
g/ft3 of the volume of the device. It can be advantageous
to adjust the PGM of the TWC2 relatively high compared
to the PGM of the GPF. The TWC2 is located at a position
which is relatively far from the engine. During operation,
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the TWC2 will require more time to reach a high temper-
ature compared to the TWC1 or GPF. Overall, the TWC2
will be operated at lower temperatures on average, which
means that the catalytic efficiency may be lower at least
at certain time intervals. However, the lower temperature
also has the consequence that the TWC2 will be less
affected by aging and concomitant loss of catalytic effi-
ciency. In the overall system, it can therefore be advan-
tageous to combine a TWC1 at a position close to the
engine and the GPF, with the TWC2 at a position most
remote from the gasoline engine, wherein the TWC2 is
provided with a relatively high amount of catalyst. The
TWC1 can provide an initial high catalytic efficiency and
performance. The terminal TWC2 provides a final cata-
lytic purification, which can be regarded as a finishing in
the overall purification process. Overall, it can be advan-
tageous that the final purification with the TWC2 is rela-
tively efficient, stable and continuous, because the TWC2
is not significantly affected by aging and provided with a
relatively high amount of catalyst.
[0055] In a preferred embodiment, the ratio of the plat-
inum-group metal concentration (PGM) of the TWC1 to
the PGM of the TWC2 is from 1.1 to 10, preferably from
1.25 to 9, more preferably from 1.45 to 5, wherein the
PGM is determined in g/ft3 of the volume of the device.
Accordingly, the TWC1 can have an initial high catalytic
efficiency and performance, whilst the terminal TWC2
provides a final catalytic purification, which can be re-
garded as a finishing in the overall purification process.
Thereby, an advantageous balance of catalytic perform-
ances between the TWC1 and TWC2 can be achieved,
which allows an efficient distribution and optimal use of
expensive precious metals.
[0056] Further, a higher PGM of the TWC1 compared
to the TWC2 can be advantageous, because the diag-
nosis capability of the system can be improved. Espe-
cially during on-board diagnosis, the catalytic perform-
ance is commonly carried out by monitoring the first cat-
alytic device in the system. When the catalytic perform-
ance of the TWC1 is relatively high, on-board diagnosis
can provide relatively good approximate results when
monitoring only the TWC1. Thereby, a relatively good
correlation of the diagnosis result with real driving emis-
sions is possible.
[0057] In a preferred embodiment, the platinum-group
metal concentration (PGM) of the TWC1 is at least 40%
greater than the PGM of the TWC2, wherein the PGM is
determined in g/ft3 of the volume of the device. When
the PGM of the TWC1 is significantly higher than of the
TWC2, the advantages described above regarding over-
all catalytic efficiency, final finishing, cost efficacy and
diagnosis capability can especially be obtained.
[0058] In a preferred embodiment, the platinum-group
metal concentration (PGM) of the TWC1 is greater than
the sum of the PGM of the GPF and TWC2, wherein the
PGM is determined in g/ft3 of the volume of the device.
When the PGM of the TWC1 is adjusted accordingly, the
overall system can especially have a high catalytic effi-

ciency under non-optimal conditions. Since the TWC1 is
located closer to the engine than the GPF and TWC2, it
can reach its optimal high operating temperature more
rapidly and for longer time periods, and has a higher rel-
ative catalytic performance. Therefore, it can be advan-
tageous that a relatively high portion of the overall cata-
lytic activity of the total system is concentrated in the
TWC1, whilst a significantly lower portion of the catalytic
activity is located in the GPF and TWC2. Overall, this
can be acceptable, because the GPF is in contact with
the pre-purified exhaust gas from the TWC1, which com-
prises significantly less gaseous pollutants than the orig-
inal exhaust gas. Moreover, the TWC2 is only in contact
with the pre-purified exhaust gas from the GPF, which
only comprises residual, relatively small amounts of gas-
eous pollutants. Overall, a system can be provided in
which the PGM is distributed between the three devices,
such that gaseous and particulate pollutants are efficient-
ly removed whilst the pressure drop is kept low and en-
gine performance is maintained.
[0059] In a preferred embodiment, the total amount of
platinum-group metal of the TWC1 is from 1 g to 15 g,
preferably from 2 g to 10 g. In a preferred embodiment,
the total amount of platinum-group metal of the GPF is
from 0 g to 5 g, preferably from 0.05 g to 5g, more pref-
erably from 1 g to 3 g.
[0060] In a preferred embodiment, the total amount of
platinum-group metal of the TWC2 is from 0.1 g to 8 g,
preferably from 0.2 g to 6 g. Overall, an efficient removal
of pollutants can be achieved with the system when the
total amount of platinum group metal is adjusted and dis-
tributed accordingly.
[0061] In a preferred embodiment, the TWC1 compris-
es palladium and/or rhodium. In a preferred embodiment,
the TWC2 comprises palladium and/or rhodium. Rho-
dium is especially efficient in removing NOx, whereas
palladium is especially efficient in removing CO. There-
fore, the use of these metals in these devices can be
advantageous for efficient overall removal of pollutants
from the exhaust gas.
[0062] In a preferred embodiment, the percentage of
rhodium of the total amount of platinum-group metal of
the TWC2 is at least 10 wt.%., more preferably at least
20 wt.%. This can be advantageous for efficiently remov-
ing NOx by the TWC2.
[0063] In a preferred embodiment, the TWC2 does not
comprise platinum. It can be advantageous that the use
of expensive platinum can be avoided in the TWC2, whilst
an overall efficient removal of pollutants can be achieved.
[0064] According to the invention, the wash coat load
(WCL) of the GPF is greater than the WCL of the TWC2.
The WCL is determined in g/l of the volume of the device.
In this embodiment, it can be advantageous that the wash
coat load of the TWC2 can be kept relatively low. A rel-
atively low amount of catalyst in the second TWC2 can
be sufficient for removing residual pollutants. The termi-
nal TWC2 can provide a final catalytic purification in the
system, which can be regarded as a finishing in the over-
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all purification process. Overall, an efficient overall puri-
fication can be achieved with the inventive system, al-
though the wash coat load of the TWC2 can be relatively
low. A low amount of wash coat in the terminal TWC2
can be sufficient for efficient removal of the residual pol-
lutants, such as CO and CH, which are released from
the pre-purified exhaust gas from the GPF. Overall, this
leads to a relatively low consumption of catalyst in the
system. The pressure drop of the catalyst system can be
kept relatively low when a relatively small amount of wash
coat is present in the TWC2. Further, the overall catalyst
in the system can be distributed efficiently, such that the
system is cost efficient.
[0065] In a preferred embodiment, the wash coat load
(WCL) of the GPF is from 100 g/l to 200 g/l, preferably
from 125 g/l to 175 g/l, more preferably from 130 g/l to
160 g/l. It can be advantageous that an overall efficient
catalytic removal of pollutants can be achieved with such
a relatively low amount of wash coat in the GPF. The
loading of wash coat on the GPF filter walls in such ranges
can provide a low pressure drop when the exhaust gas
passes the filter. Thus, the system can be operated with-
out a significant decrease of the performance of the gaso-
line engine.
[0066] In a preferred embodiment, the wash coat load
(WCL) of the TWC2 is from 80 g/l to 160 g/l, preferably
from 90 g/l to 150 g/l, more preferably from 100 g/l to 135
g/l. It can be advantageous that an efficient removal of
pollutants can be achieved with such a relatively low
amount of wash coat in the TWC2. The pressure drop of
the catalyst system can be kept relatively low with such
a relatively small amount of wash coat in the TWC2. Fur-
ther, the overall catalyst in the system can be distributed
efficiently, such that the system is cost efficient.
[0067] In a preferred embodiment, the wash coat load
(WCL) of the TWC1 is from 150 g/l to 350 g/l, preferably
from 180 g/l to 310 g/l, more preferably from 200 g/l to
280 g/l. When the WCL of the TWC1 is applied in such
relatively high amounts, a good combination of high cat-
alytic performance of the TWC1 with efficient removal of
residual pollutants by the GPF and TWC2 is provided. It
can be advantageous that the WCL of the TWC1 is ad-
justed within these relatively high ranges, because the
TWC1 is located closest to the gasoline engine. Thus, it
is heated more rapidly than the downstream devices and
achieves the high optimal operation temperature more
often and for longer time periods. Therefore, a relatively
high wash coat load of the TWC1 can be advantageous
for an effective initial and also total removal of pollutants.
Further, a high WCL typically confers higher aging sta-
bility to the TWC1, which is especially advantageous
when the TWC1 is closed coupled to the engine and thus
operated at higher temperatures. Overall, by adapting
the WCL of the devices accordingly, an efficient use of
total catalyst can be adjusted.
[0068] Further, a relatively high catalytic efficiency of
the TWC1 can be advantageous for diagnosis capability.
Especially during on-board diagnosis, the catalytic per-

formance is commonly carried out by monitoring the first
catalytic device in the system. When the wash coat load
and catalytic performance of the TWC1 is relatively high,
on-board diagnosis can provide relatively good results in
approximation when monitoring only the TWC1. There-
by, a relatively good correlation of the diagnosis result
with real driving emissions is possible.
[0069] In a preferred embodiment, the wash coat load
(WCL) of the TWC1 is greater than the WCL of the GPF,
wherein the WCL is determined in g/l of the volume of
the device. Since the TWC1 is located closer to the en-
gine, it is frequently operated at a higher temperature.
Thus, it can be advantageous for catalytic efficiency that
the WCL of the TWC1 is higher than of the GPF. Further,
the higher WCL of the TWC1 can be advantageous for
on-board diagnosis. Even further, it may be advanta-
geous that the WCL of the GPF is not too high in order
to avoid an undesired pressure drop, when the exhaust
gas passes the GPF inner filter walls, such that the engine
performance is not impaired.
[0070] In a preferred embodiment, the wash coat load
(WCL) of the TWC1 is greater than the WCL of the TWC2,
wherein the WCL is determined in g/l of the volume of
the device. Preferably, the WCL of the TWC1 is more
than 40%, or even more than 60% higher than the WCL
of the TWC2. This can be advantageous, because the
upstream TWC1, which is located close to the gasoline
engine, can be operated more efficiently and more often
at a high temperature and achieves a greater catalytic
efficiency at high operation temperature. Since the TWC2
only removes residual pollutants, it is appropriate that
the WCL is lower than of the TWC1. However, it can be
advantageous that a downstream TWC2 is present which
has a lower catalytic activity, which removes residual pol-
lutants from the GPF, and which is less affected by aging
than the TWC1. In the overall system, it can be advan-
tageous that on-board diagnosis can be performed with
the TWC1 and provides a reasonable correlation to total
emissions. Overall, the TWC1 and TWC2 complement
each other in the system and provide an advantageous
combination of high filtration efficiency, high catalytic ef-
ficiency and low pressure drop.
[0071] TWC catalysts include oxygen storage materi-
als (OSM) such as ceria that have multi-valent states
which allows oxygen to be held and released under var-
ying air to fuel ratios. Under rich conditions, when NOx
is being reduced, the OSM provides a small amount of
oxygen to consume unreacted CO and HC. Likewise,
under lean conditions when CO and HC are being oxi-
dized, the OSM reacts with excess oxygen and/or NOx.
As a result, even in the presence of an atmosphere that
oscillates between fuel-rich and fuel-lean air to fuel ratios,
there is conversion of HC, CO, and NOx all at the same
(or at essentially all the same) time.
[0072] In a preferred embodiment, the oxygen storage
capacity (OSC) of the GPF is higher than the OSC of the
TWC2, wherein the OSC is determined in mg/l of the
volume of the device in fresh state. This can be advan-
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tageous, because the GPF is located closer to the gaso-
line engine. Therefore, the GPF reaches the required
high temperature for optimal performance more rapidly
and for longer time intervals than the TWC2. The rela-
tively high OSC in the GPF can support and mediate the
relatively efficient catalytic reaction in the GPF. In con-
trast, a relatively low OSC in the terminal TWC2, which
is located further away from the engine and does not
achieve a high temperature as readily, can nonetheless
be sufficient for removing the relative small amounts of
residual pollutants, which are emitted from the GPF.
Overall, the distribution of the OSC in the system provides
an efficient overall removal of pollutants.
[0073] Further, a relatively high OSC of the GPF com-
pared to the TWC2 can be advantageous when the en-
gine is operated alternately under rich operation condi-
tions with lambda < 1 and lean operation conditions with
lambda > 1 for short intervals of time. Such an operation
mode is known as wobbling or as wobble operation. In a
wobbling mode, a high OSC can be advantageous, be-
cause oxygen can be efficiently stored under lean oper-
ation conditions and released under rich operation con-
ditions. Accordingly, a higher OSC in the GPF supports
an efficient overall removal of pollutants under such con-
ditions. In contrast, a high OSC of the TWC2 is less rel-
evant for operation under wobble conditions, because
the major portion of the pollutants was already removed
in the TWC1 and GPF, such that the absolute concen-
trations of the residual pollutants which enter the TWC2
are comparably low.
[0074] In a preferred embodiment, the oxygen storage
capacity (OSC) of the TWC1 is higher than the OSC of
the GPF, wherein the OSC is determined in mg/l of the
volume of the device in fresh state. In a preferred em-
bodiment, the OSC of the TWC1 is at least 40% greater
than the OSC of the GPF. A higher OSC of the TWC1
can be advantageous, because it can support a relatively
high catalytic efficiency of the TWC1. The TWC1 is lo-
cated closest to the gasoline engine and thus is operated
more frequently at optimal high temperature than the
downstream GPF, and especially than the even more
remote TWC2. Therefore, an efficient catalytic reaction
can occur more easily and more frequently in the TWC1
than in the downstream devices. In the overall system,
it can be generally advantageous if a relatively high cat-
alytic turnover is mediated by the TWC1. Then, residual
pollutants emitted from the TWC1 can be removed by
the downstream devices, which can have a lower OSC.
[0075] Moreover, a relatively high OSC of the TWC1
can be advantageous when the engine is operated alter-
nately under rich operation conditions with lambda < 1
and lean operation conditions with lambda > 1 for short
intervals of time. Such an operation mode is known as
wobbling or as wobble operation. In a wobbling mode, a
high OSC can be advantageous, because oxygen can
be efficiently stored under lean operation conditions and
released into the reaction under rich operation condi-
tions. Accordingly, a high OSC in the TWC1 supports an

efficient overall removal of pollutants under such condi-
tions. In contrast, a high OSC of the GPF is less relevant
for operation under wobble conditions, because the ma-
jor portion of the pollutants was already removed in the
TWC1, such that the absolute concentrations of the pol-
lutants are comparably low in the GPF.
[0076] Even further, a high OSC in the TWC1 can be
advantageous for efficient removal of NOx under lean
operation conditions. A TWC1 having a high OSC can
bind a large amount of oxygen under lean operation con-
ditions. If the OSC would be too low, too much unbound
oxygen can be present under lean conditions, and the
reduction of NOx to N2 can be impaired.
[0077] Further, a high OSC of the TWC1 can be ad-
vantageous for diagnosis capability. Especially on-board
diagnosis is commonly carried out with the first catalytic
device. When the upstream TWC1 has a high OSC, the
result of on-board diagnosis at the TWC1 will provide a
reasonable indication of final emissions or real driving
emissions (RDE).
[0078] In a preferred embodiment, the oxygen storage
capacity (OSC) of the TWC1 in fresh state is from 400
mg to 1250 mg, preferably from 500 mg to 900 mg. This
can be advantageous, because a high catalytic efficiency
can be achieved at the TWC1 when the OSC is adjusted
accordingly. As outlined above, this can be advanta-
geous for overall catalytic efficiency, operation in the
wobbling mode and diagnosis capability.
[0079] In a preferred embodiment, the ratio Vcat / Veng
is at least 1, wherein Vcat is the total catalyst volume of
all devices and Veng is the engine displacement of the
gasoline engine. Thus, the total catalyst volume is at least
the sum of the volumes of the TWC1, TWC2 and GPF.
As used herein, the catalyst volume of a device is the
overall volume, and not only the internal void volume. A
ratio of 1 or more is advantageous, because a relatively
high catalyst volume of all devices can provide a high
catalytic performance. The volume of the engine can ap-
proximately be correlated to the amount of exhaust gas
emitted during operation. If the total catalyst volume
would be smaller than the engine volume, the efficiency
of the exhaust gas purification system can be too low,
especially under high mass flows that are observed under
real driving conditions. In order to achieve a high catalytic
efficiency, a relatively high catalyst concentration may
then have to be provided in the catalytic devices, which
could lead to an undesired increase of the pressure drop.
[0080] In a preferred embodiment, the ratio Vcat / Veng
is from 1 to 5, preferably from 1.1 to 4, more preferably
from 1.2 to 3.5. If the catalyst volume would be higher,
the heat transfer from the gasoline engine to the catalytic
devices could become insufficient. Generally, an efficient
heat transfer from the gasoline engine to the downstream
catalytic devices is required, such that the devices can
attain the optimal high operation temperature. Typically,
such catalytic devices are operated at a temperature of
several hundred degrees Celsius for an optimal perform-
ance and catalytic conversion. If the temperature is below
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the optimal temperature, the catalytic turnover can be
decreased. Further, a compact integration of the catalytic
system into a vehicle is difficult, when the total catalytic
volume is too high.
[0081] In a preferred embodiment, the volume of the
TWC1 (VTWC1) is from 20% to 50%, preferably from 30%
to 40%, of the total catalyst volume Vcat. In this embod-
iment, it is preferred that the volume of the TWC1 is larger
than the volume of the TWC2. Overall, a relatively high
volume of the TWC1 can be advantageous, because the
TWC1 can be provided with a relatively high catalytic
efficiency. Accordingly, a major portion of the gaseous
pollutants from the gasoline engine can be removed in
the TWC1, which is located relatively close to the engine
and attains a relatively high temperature more easily and
frequently. This is especially advantageous for efficient
removal of pollutants under dynamic driving conditions,
for example in urban traffic or after a cold start of the
engine. Further, diagnosis capability, especially for on-
board diagnosis of catalytic efficiency, is usually carried
out at the upstream device, in this case the TWC1. There-
fore, a high efficiency of the TWC1 allows relatively good
monitoring of the overall catalytic efficiency.
[0082] In a preferred embodiment, the volume of the
GPF (VGPF) is from 30% to 60%, preferably from 40% to
55%, of the total catalyst volume Vcat. In a specific em-
bodiment, the total volume of the GPF is larger than the
total volume of the TWC1 and/or of the TWC2. A relatively
high volume of the GPF can be advantageous, because
a relatively high volume can be associated with a rela-
tively low pressure drop. If the volume of the GPF would
be too low, the pressure drop could increase, which could
yield to inefficient operation of the engine and increased
carbon dioxide emissions. A relatively high volume of the
GPF can be especially advantageous, if the GPF is a
catalytic GPF, which is provided with a catalyst wash
coat, preferably a TWC washcoat, which reduces the void
volume in the device through which the exhaust gas can
flow. A relatively high volume of the GPF can also be
advantageous for efficient storage of particles and for
efficient regeneration, when accumulated soot particles
are removed under oxidizing conditions.
[0083] In a preferred embodiment, the volume of the
TWC2 (VTWC2) is from 10% to 40%, preferably from 15%
to 35%, of the total catalyst volume Vcat. A lower volume
of the TWC2, when compared to the TWC1 and/or GPF,
can be advantageous, because removal of residual pol-
lutants from the GPF may require less catalyst and thus
catalyst volume in the TWC2. Therefore, an efficient
overall system can be provided at relatively low costs
and with favourable distribution of catalyst throughout
the three devices.
[0084] In a preferred embodiment, the ratio of the
smallest diameter of the GPF to the length of the GPF is
from 0.7 to 3, preferably from 0.75 to 1.6. When the di-
mensions of the GPF are adjusted accordingly, a rela-
tively efficient particle filtration and catalyst performance
could be achieved while maintaining a relatively low

backpressure.
[0085] In a highly preferred embodiment, the system
comprises a turbocharger positioned upstream from the
TWC1. A turbocharger is a turbine-driven forced induc-
tion device that increases an internal combustion en-
gine’s efficiency and power output by forcing extra air
into the combustion chamber. Therefore, a more efficient
exhaust gas purification system can be required if a tur-
bocharger is present. The highly efficient inventive cat-
alytic system is especially suitable for purifying exhaust
gas from a gasoline engine and a turbocharger. Prefer-
ably, the turbocharger is the only additional device be-
tween the gasoline engine and the TWC1.
[0086] Preferably, the distance from the outlet surface
of the turbocharger to the inlet surface of the TWC1 is
from 1 cm to 40 cm, preferably from 2 cm to 30 cm, more
preferably from 2 cm to 20 cm. Preferably, the distance
is less than 10 cm or less than 5 cm. When the dimensions
of the turbocharger and TWC1 are adapted accordingly,
a close-coupled operation of the TWC1 with the gasoline
engine is possible. Then, heat can be transferred more
rapidly and efficiently from the engine to the TWC1 and
downstream catalyst devices. This can be advanta-
geous, because the catalytic reaction in the TWC1 and
downstream devices is generally more efficient at high
temperature. Further, rapid heat transfer supports an ef-
ficient catalytic reaction after cold-start and under dynam-
ic driving conditions, for example in urban traffic. More-
over, a close-coupled system can be integrated directly
in the space behind the gasoline engine. Accordingly, it
is not necessary to integrate the TWC1, or downstream
catalytic devices which are also close-coupled, into the
underbody of a vehicle. Thereby, a compact integrated
catalyst system can be provided. Further, close-coupling
of the TWC1 and the GPF to the engine generally can
also provide a higher catalytic efficiency of the GPF and
more efficient regeneration of the GPF.
[0087] In a preferred embodiment, the distance of the
outlet surface of the TWC1 to the inlet surface of the GPF
is from 1 cm to 60 cm, preferably from 2 cm to 50 cm,
more preferably from 3 cm to 40 cm. Preferably, the dis-
tance is less than 20 cm or less than 10 cm. When keep-
ing the distance between the TWC1 and GPF relatively
short, a close-coupled connection of the GPF with the
gasoline engine is possible. Thereby, heat can be trans-
ferred more efficiently and rapidly into the GPF, but also
the downstream TWC2. Further, the GPF can be inte-
grated more compactly into a vehicle. Further, the cata-
lyst system can be regenerated more efficiently at high
temperature and can have a higher catalytic turnover.
[0088] In a preferred embodiment, the distance of the
outlet surface of the GPF to the inlet surface of the TWC2
is from 0 cm to 120 cm, preferably from 1 cm to 110 cm,
more preferably from 2 cm to 100 cm. Preferably, the
distance is less than 20 cm or less than 10 cm. Thereby,
a close-coupled system is obtainable with additional ad-
vantages as described above. Overall, it is preferred that
all devices of the system are close-coupled to each other
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and to the gasoline engine.
[0089] In a preferred embodiment, the TWC1 compris-
es at least two different wash coat layers. In a further
preferred embodiment, the TWC2 comprises one or two
different wash coat layers. Preferably, the wash coat lay-
ers are laid over each other. In a preferred embodiment,
different wash coat layers can be located at different sur-
faces of the porous walls of the GPF. When combining
different wash coat layers, catalytic coatings can be com-
bined which have different catalytic efficiency, resulting
in an overall system which is effective in removing differ-
ent fractions of pollutants.
[0090] In a further embodiment, the catalytic efficiency
of the TWC1 is greater than that of the GPF with regard
to removal of NOx, CO and/or hydrocarbons, when per-
formance of the GPF is determined under the same con-
ditions as for the TWC1. This means that the performance
of the GPF is determined without the upstream TWC1.
This can be advantageous, because the TWC1 is closer
to the engine and can be operated more efficiently at a
higher temperature. Further, a high wash coat load in the
TWC1 affects pressure drop less significantly than high
wash coat load in the GPF, because the exhaust gas in
the TWC1 does not have to traverse monolith filter walls.
[0091] In a further embodiment, the catalytic perform-
ance of the GPF is greater than that of the TWC2 with
regard to removal of NOx, CO and/or hydrocarbons,
when performance of the TWC2 is determined under the
same conditions as for the GPF. This means that the
performances of the GPF and TWC2 are determined
without further upstream exhaust gas purification devic-
es. This can be advantageous, because the levels of gas-
eous pollutants in the GPF can be higher than in the pre-
purified exhaust gas which enters the TWC2. According-
ly, relatively efficient removal of pollutants in the GPF
can be combined with final removal of residual pollutants
in the TWC2. Overall, a system can be provided with
effective combination and adaptation of filtration efficien-
cy, TWC efficiency and low pressure drop in the three
devices, with a highly efficient distribution of the catalytic
material throughout the catalyst system.
[0092] Preferably, the purified exhaust gas emitted
from the TWC2 comprises the following levels of pollut-
ants (in mg/km):

CO: less than 1000, preferably less than 500, more
preferably less than 300
THC: less than 100, preferably less than 50, more
preferably less than 30
NOx: less than 60, preferably less than 40, more pref-
erably less than 30
PM: less than 0.005, preferably less than 0.002,
more preferably less than 0.001

[0093] Preferably, the particle number (PN) is less than
6 x 1011, preferably less than 5 x 1011.
[0094] Preferably, these pollutant levels are deter-
mined according to the standard tests defined in EURO6,

test cycle WLTP (see EU commission regulation
2007/715 and 2008/692 and regulations based thereon
2017/1151, 2017/134).
[0095] Also disclosed is a method for purifying exhaust
gas emitted from a gasoline engine, comprising the steps
of:

(a) providing a gasoline engine and an exhaust gas
purification system of the invention, and
(b) passing exhaust gas emitted from the gasoline
engine through the system, such that the exhaust
gas is purified by the system.

[0096] As outlined above, the method uses the exhaust
gas purification system as described above, which is suit-
able for gasoline engines. It is adapted to the specific
exhaust gas and pollutants emitted from gasoline en-
gines, which is different than exhaust gas from diesel
engines.
[0097] Also disclosed is the use of the inventive ex-
haust gas purification system for purifying exhaust gas
from a gasoline engine.

Claims

1. An exhaust gas purification system for a gasoline
engine, comprising in consecutive order the follow-
ing devices:

a first three-way-catalyst (TWC1), a gasoline
particulate filter (GPF) and a second three-way-
catalyst (TWC2),
wherein the wash coat load (WCL) of the GPF
is greater than the WCL of the TWC2, wherein
the WCL is determined in g/l of the volume of
the device.

2. The system according to at least one of the preceding
claims, wherein the platinum-group metal concen-
tration (PGM) of the GPF is at least 40% greater than
the PGM of the TWC2, wherein the PGM is deter-
mined in g/ft3 of the volume of the device.

3. The system according to at least one of the preceding
claims, wherein the ratio of the platinum-group metal
concentration (PGM) of the TWC1 to the PGM of the
GPF is from 1.1 to 10, preferably from 1.25 to 9, more
preferably from 1.45 to 5, wherein the PGM is deter-
mined in g/ft3 of the volume of the device, and/or
wherein the platinum-group metal concentration
(PGM) of the TWC1 is at least 40% greater than the
PGM of the GPF, wherein the PGM is determined in
g/ft3 of the volume of the device.

4. The system according to at least one of the preceding
claims, wherein the total amount of platinum-group
metal of the TWC2 is from 0.1 g to 2 g, and/or
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wherein the percentage of rhodium of the total
amount of platinum-group metal of the TWC2 is at
least 15 wt.%.

5. The system according to at least one of the preceding
claims, wherein the GPF comprises palladium, plat-
inum, rhodium or mixtures thereof,
wherein preferably the percentage of rhodium of the
total amount of platinum-group metal of the GPF is
at least 10 wt.%.

6. The system according to claim 1, wherein the plati-
num-group metal concentration (PGM) of the TWC2
is greater than the PGM of the GPF, wherein the
PGM is determined in g/ft3 of the volume of the de-
vice.

7. The system according to at least one of claims 1 or
6, wherein the ratio of the platinum-group metal con-
centration (PGM) of the TWC1 to the PGM of the
TWC2 is from 1.1 to 10, preferably from 1.25 to 9,
more preferably from 1.45 to 5, wherein the PGM is
determined in g/ft3 of the volume of the device.

8. The system according to at least one of claims 1, 6
or 7, wherein the platinum-group metal concentra-
tion (PGM) of the TWC1 is at least 40% greater than
the PGM of the TWC2, wherein the PGM is deter-
mined in g/ft3 of the volume of the device.

9. The system according to at least one of claims 1 or
6 to 8, wherein the total amount of platinum-group
metal of the TWC2 is from 0.1 g to 8 g, and/or
wherein preferably the TWC2 comprises palladium
and/or rhodium.

10. The system according to at least one of claims 1 or
6 to 9, wherein the percentage of rhodium of the total
amount of platinum-group metal of the TWC2 is at
least 10 wt.%.

11. The system according to at least one of the preceding
claims, wherein the wash coat load (WCL) of the
GPF is from 100 g/l to 200 g/l, preferably from 125
g/l to 175 g/l, more preferably from 130 g/l to 160 g/l.

12. The system according to at least one of the preceding
claims, wherein the wash coat load (WCL) of the
TWC2 is from 80 g/l to 160 g/l, preferably from 90
g/l to 150 g/l, more preferably from 100 g/l to 135 g/l.

13. The system according to at least one of the preceding
claims, wherein the oxygen storage capacity (OSC)
of the GPF is greater than the OSC of the TWC2,
wherein the OSC is determined in mg/l of the volume
of the device.

14. The system according to at least one of the preceding

claims, wherein the oxygen storage capacity (OSC)
of the TWC1 is greater than the OSC of the GPF,
wherein the OSC is determined in mg/l of the volume
of the device.

15. The system according to at least one of the preceding
claims, wherein the oxygen storage capacity (OSC)
of the TWC1 is from 400 mg to 1250 mg, preferably
from 500 mg to 900 mg.

Patentansprüche

1. Abgasreinigungssystem für einen Benzinmotor, um-
fassend in aufeinanderfolgender Reihenfolge die fol-
genden Vorrichtungen:

einen ersten Drei-Wege-Katalysator (three-
way-catalyst, TWC1), einen Benzinpartikelfilter
(gasoline particulate filter, GFP) und einen zwei-
ten Drei-Wege-Katalysator (three-way-catalyst,
TWC2),
wobei die Washcoat-Last (wash coat load,
WCL) des GPF größer ist als die WCL des
TWC2, wobei die WCL in g/l des Volumens der
Vorrichtung bestimmt wird.

2. System nach mindestens einem der vorstehenden
Ansprüche, wobei die Konzentration des Metalls der
Platingruppe (platinum-group metal, PGM) des GPF
mindestens 40 % größer als das PGM des TWC2
ist, wobei das PGM in g/ft3 des Volumens der Vor-
richtung bestimmt wird.

3. System nach mindestens einem der vorstehenden
Ansprüche, wobei das Verhältnis der Konzentration
des Metalls der Platingruppe (platinum-group metal,
PGM) des TWC1 zu dem PGM des GPF von 1,1 bis
10, vorzugsweise von 1,25 bis 9, mehr bevorzugt
von 1,45 bis 5 beträgt, wobei das PGM in g/ft3 des
Volumens der Vorrichtung bestimmt wird, und/oder
wobei die Konzentration des Metalls der Platingrup-
pe (platinum-group metal, PGM) des TWC1 mindes-
tens 40 % größer als das PGM des GPF ist, wobei
das PGM in g/ft3 des Volumens der Vorrichtung be-
stimmt wird.

4. System nach mindestens einem der vorstehenden
Ansprüche, wobei die Gesamtmenge am Metall der
Platingruppe des TWC2 von 0,1 g bis 2 g beträgt,
und/oder
wobei der Prozentsatz an Rhodium der Gesamtmen-
ge am Metall der Platingruppe des TWC2 mindes-
tens 15 Gew.-% beträgt.

5. System nach mindestens einem der vorstehenden
Ansprüche, wobei der GPF Palladium, Platin, Rho-
dium oder Mischungen davon umfasst,
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wobei vorzugsweise der Prozentsatz an Rhodium
der Gesamtmenge am Metall der Platingruppe des
GPF mindestens 10 Gew.-% beträgt.

6. System nach Anspruch 1, wobei die Konzentration
des Metalls der Platingruppe (platinum-group metal,
PGM) des TWC2 größer als das PGM des GPF ist,
wobei das PGM in g/ft3 des Volumens der Vorrich-
tung bestimmt wird.

7. System nach mindestens einem der Ansprüche 1
oder 6, wobei das Verhältnis der Konzentration des
Metalls der Platingruppe (platinum-group metal,
PGM) des TWC1 zu dem PGM des TWC2 von 1,1
bis 10, vorzugsweise von 1,25 bis 9, mehr bevorzugt
von 1,45 bis 5 beträgt, wobei das PGM in g/ft3 des
Volumens der Vorrichtung bestimmt wird.

8. System nach mindestens einem der Ansprüche 1, 6
oder 7, wobei die Konzentration des Metalls der Pla-
tingruppe (platinum-group metal, PGM) des TWC1
mindestens 40 % größer als das PGM des TWC2
ist, wobei das PGM in g/ft3 des Volumens der Vor-
richtung bestimmt wird.

9. System nach mindestens einem der Ansprüche 1
oder 6 bis 8, wobei die Gesamtmenge am Metall der
Platingruppe des TWC2 von 0,1 g bis 8 g beträgt,
und/oder
wobei vorzugsweise der TWC2 Palladium und/oder
Rhodium umfasst.

10. System nach mindestens einem der Ansprüche 1
oder 6 bis 9, wobei der Prozentsatz an Rhodium der
Gesamtmenge am Metall der Platingruppe des
TWC2 mindestens 10 Gew.-% beträgt.

11. System nach mindestens einem der vorstehenden
Ansprüche, wobei die Washcoat-Last (wash coast
load, WCL) des GPF von 100 g/l bis 200 g/l, vor-
zugsweise von 125 g/l bis 175 g/l, mehr bevorzugt
von 130 g/l bis 160 g/l beträgt.

12. System nach mindestens einem der vorstehenden
Ansprüche, wobei die Washcoat-Last (wash coast
load, WCL) des TWC2 von 80 g/l bis 160 g/l, vor-
zugsweise von 90 g/l bis 150 g/l, mehr bevorzugt
von 100 g/l bis 135 g/l beträgt.

13. System nach mindestens einem der vorstehenden
Ansprüche, wobei die Sauerstoffspeicherkapazität
(oxygen storage capacity, OSC) des GPF größer als
die OSC des TWC2 ist, wobei die OSC in mg/l des
Volumens der Vorrichtung bestimmt wird.

14. System nach mindestens einem der vorstehenden
Ansprüche, wobei die Sauerstoffspeicherkapazität
(oxygen storage capacity, OSC) des TWC1 größer

als die OSC des GPF ist, wobei die OSC in mg/l des
Volumens der Vorrichtung bestimmt wird.

15. System nach mindestens einem der vorstehenden
Ansprüche, wobei die Sauerstoffspeicherkapazität
(oxygen storage capacity, OSC) des TWC1 von 400
mg bis 1250 mg, vorzugsweise von 500 mg bis 900
mg beträgt.

Revendications

1. Système de purification de gaz d’échappement pour
un moteur essence, comprenant consécutivement
les dispositifs suivants :

un premier catalyseur à trois voies (TWC1), un
filtre à particules d’essence (GPF) et un deuxiè-
me catalyseur à trois voies (TWC2),
dans lequel la charge de couche de lavage
(WCL) du GPF est supérieure à la WCL du
TWC2, dans lequel la WCL est déterminée en
g/l du volume du dispositif.

2. Système selon au moins l’une des revendications
précédentes, dans lequel la concentration en métal
du groupe du platine (PGM) du GPF est supérieure
d’au moins 40 % au PGM du TWC2, dans lequel le
PGM est déterminé en g/pi3 du volume du dispositif.

3. Système selon au moins l’une des revendications
précédentes, dans lequel le rapport entre la concen-
tration en métal du groupe du platine (PGM) du
TWC1 et le PGM du GPF varie de 1,1 à 10, de pré-
férence de 1,25 à 9, de manière plus préférée de
1,45 à 5, dans lequel le PGM est déterminé en g/pi3
du volume du dispositif, et/ou
dans lequel la concentration en métal du groupe du
platine (PGM) du TWC1 est au moins de 40 % su-
périeure au PGM du GPF, dans lequel le PGM est
déterminé en g/pi3 du volume du dispositif.

4. Système selon au moins l’une des revendications
précédentes, dans lequel la quantité totale de métal
du groupe du platine du TWC2 varie de 0,1 g à 2 g,
et/ou
dans lequel le pourcentage de rhodium de la quantité
totale de métal du groupe du platine du TWC2 est
d’au moins 15 % en poids.

5. Système selon au moins l’une des revendications
précédentes, dans lequel le GPF comprend du pal-
ladium, du platine, du rhodium ou des mélanges de
ceux-ci,
dans lequel de préférence le pourcentage de rho-
dium de la quantité totale de métal du groupe du
platine du GPF est d’au moins de 10 % en poids.
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6. Système selon la revendication 1, dans lequel la con-
centration en métal du groupe du platine (PGM) du
TWC2 est supérieure au PGM du GPF, dans lequel
le PGM est déterminé en g/pi3 du volume du dispo-
sitif.

7. Système selon au moins l’une des revendications 1
ou 6, dans lequel le rapport entre la concentration
en métal du groupe du platine (PGM) du TWC1 et
le PGM du TWC2 varie de 1,1 à 10, de préférence
de 1,25 à 9, de manière plus préférée de 1,45 à 5,
dans lequel le PGM est déterminé en g/pi3 du volume
du dispositif.

8. Système selon au moins l’une des revendications 1,
6 ou 7, dans lequel la concentration en métal du grou-
pe du platine (PGM) du TWC1 est au moins de 40
% supérieure au PGM du TWC2, dans lequel le PGM
est déterminé en g/pi3 du volume du dispositif.

9. Système selon au moins l’une des revendications 1
ou 6 à 8, dans lequel la quantité totale de métal du
groupe du platine du TWC2 varie de 0,1 g à 8 g, et/ou
dans lequel de préférence le TWC2 comprend du
palladium et/ou du rhodium.

10. Système selon au moins l’une des revendications 1
ou 6 à 9, dans lequel le pourcentage de rhodium de
la quantité totale de métal du groupe du platine du
TWC2 est d’au moins 10 % en poids.

11. Système selon au moins l’une des revendications
précédentes, dans lequel la charge de couche de
lavage (WCL) du GPF varie de 100 g/l à 200 g/l, de
préférence de 125 g/l à 175 g/l, de manière plus pré-
férée de 130 g/l à 160 g/l.

12. Système selon au moins l’une des revendications
précédentes, dans lequel la charge de couche de
lavage (WCL) du TWC2 varie de 80 g/l à 160 g/l, de
préférence de 90 g/l à 150 g/l, de manière plus pré-
férée de 100 g/l à 135 g/l.

13. Système selon au moins l’une des revendications
précédentes, dans lequel la capacité de stockage
d’oxygène (OSC) du GPF est supérieure à l’OSC du
TWC2, dans lequel l’OSC est déterminée en mg/l du
volume du dispositif.

14. Système selon au moins l’une des revendications
précédentes, dans lequel la capacité de stockage
d’oxygène (OSC) du TWC1 est supérieure à l’OSC
du GPF, dans lequel l’OSC est déterminée en mg/l
du volume du dispositif.

15. Système selon au moins l’une des revendications
précédentes, dans lequel la capacité de stockage
d’oxygène (OSC) du TWC1 varie de 400 mg à 1250

mg, de préférence de 500 mg à 900 mg.
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