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Description

INTRODUCTION

Field of the Disclosure

[0001] Aspects of the disclosure relate generally to net-
work communications, and more specifically, but not ex-
clusively, to an Internet of Things (IoT) network architec-
ture.

Background

[0002] The capabilities of electronic devices to collect,
process, and exchange data are continuing to grow.
Moreover, an increasing number of these electronic de-
vices are being provided with network connectivity. Such
capabilities and features are enabling many electronic
devices to evolve into Internet of Things (IoT) devices.
As the number of these types of electronic devices con-
tinues to rapidly increase, networks may not have the
resources to adequately support these electronic devic-
es.
[0003] For example, in an IoT environment, a network
(e.g., an LTE network) may need to support a large
number (e.g., billions) of IoT devices. Since the amount
of resources allocated by the network for IoT purposes
may be limited, the network may not be able to maintain
all contexts for these types of devices. Moreover, since
IoT devices may be active infrequently and have limited
resources, these devices may not be able perform com-
plex signaling needed for connectivity. US 2014/053241
for example discloses a system for authentication of a
device in a network by establishing a second security
context between the device and a serving network node
when a first security context has previously been estab-
lished, assisted by an authentication server, based on a
random value and a secret shared between an identity
module associated with the device and the authentication
serve.

SUMMARY

[0004] The following presents a simplified summary of
some aspects of the disclosure to provide a basic under-
standing of such aspects. This summary is not an exten-
sive overview of all contemplated features of the disclo-
sure, and is intended neither to identify key or critical
elements of all aspects of the disclosure nor to delineate
the scope of any or all aspects of the disclosure. Its sole
purpose is to present various concepts of some aspects
of the disclosure in a simplified form as a prelude to the
more detailed description that is presented later.
[0005] In an aspect, a method for a network access
node is provided. The network access node obtains a
key for an encrypted client device context associated with
a client device, receives a first data packet and the en-
crypted client device context from the client device, ob-

tains a security context for the client device from the en-
crypted client device context using the key, decrypts
and/or verifies the first data packet based on the security
context, and forwards the first data packet to a service
network when the decryption and verification are suc-
cessful. In an aspect, the network access node obtains
the security context by decrypting the encrypted client
device context based on the key, and wherein the security
context includes at least a user plane encryption key, a
user plane integrity protection key, or combinations
thereof. In an aspect, the first data packet is at least ver-
ified with the user plane integrity protection key or de-
crypted with the user plane encryption key. In an aspect,
the security context includes a user plane encryption key
and a user plane integrity protection key. In such aspect,
the network access node may receive a second data
packet from a server or a packet data network gateway,
encrypt or integrity protect the second data packet using
the user plane encryption key or the user plane integrity
protection key, and forward the second data packet to
the client device. The network access node may remove
the at least one context. The network access node may
receive a message that includes a resource establish-
ment request and at least one of the one or more en-
crypted client device contexts from the client device. The
network access node may obtain a network address for
the client device in response to the message. The net-
work access node may transmit a network address to the
client device. In an aspect, the network access node may
receive a resource release request message from the
client device and may transmit the resource release re-
quest message from the client device to a gateway,
wherein the resource release request message enables
the gateway to release one or more resources for the
client device. In an aspect, the one or more resources
comprises at least the network address or a bearer for
the client device. In another aspect, the network access
node may transmit a resource release request message
to a gateway when a timer expires prior to a transmission
from the client device to the network or prior to a trans-
mission from the network to the client device, wherein
the resource release request message enables the gate-
way to release one or more resources for the client de-
vice. In an aspect, the one or more resources comprises
at least the network address or a bearer for the client
device. In an aspect, the network access node may re-
lease one or more resources for the client device when
a timer expires prior to a transmission from the client
device to the network or prior to a transmission from the
network to the client device. In an aspect, the one or more
resources comprises at least the network address or a
bearer for the client device. In another aspect, the net-
work access node may receive a resource release re-
quest message from the client device. In such aspect,
the network access node may release one or more re-
sources for the client device in response to the resource
release request message. In an aspect, the one or more
resources comprises at least the network address or a
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bearer for the client device.
[0006] In an aspect, a network access node is provid-
ed. The network access node includes means for obtain-
ing a key for an encrypted client device context associ-
ated with a client device, means for receiving a first data
packet and the encrypted client device context from the
client device, means for obtaining a security context for
the client device from the encrypted client device context
using the key, means for decrypting and/or verifying the
first data packet based on the security context, and
means for forwarding the first data packet to a service
network when the decryption and verification are suc-
cessful. In an aspect, the means for obtaining the security
context is configured to decrypt the encrypted client de-
vice context based on the key, wherein the security con-
text includes at least a user plane encryption key, a user
plane integrity protection key, or combinations thereof.
In an aspect, the first data packet is at least verified with
the user plane integrity protection key or decrypted with
the user plane encryption key. In an aspect, the security
context includes a user plane encryption key and a user
plane integrity protection key. In such aspect, the network
access node may include means for receiving a second
data packet from a server or a packet data network gate-
way, means for encrypting or integrity protecting the sec-
ond data packet using the user plane encryption key or
the user plane integrity protection key, and means for
forwarding the second data packet to the client device.
In an aspect, the network access node includes means
for removing the at least one context. In an aspect, the
network access node includes means for receiving a
message that includes a resource establishment request
and at least one of the one or more encrypted client de-
vice contexts from the client device. In an aspect, the
network access node includes means for obtaining a net-
work address for the client device in response to the mes-
sage. In an aspect, the network access node includes
means for transmitting a network address to the client
device. In an aspect, the network access node includes
means for receiving a resource release request message
from the client device and means for transmitting the re-
source release request message from the client device
to a gateway, wherein the resource release request mes-
sage enables the gateway to release one or more re-
sources for the client device. In an aspect, the one or
more resources comprises at least the network address
or a bearer for the client device. In another aspect, the
network access node includes means for transmitting a
resource release request message to a gateway when a
timer expires prior to a transmission from the client device
to the network or prior to a transmission from the network
to the client device, wherein the resource release request
message enables the gateway to release one or more
resources for the client device. In an aspect, the one or
more resources comprises at least the network address
or a bearer for the client device. In an aspect, the network
access node includes means for releasing one or more
resources for the client device when a timer expires prior

to a transmission from the client device to the network or
prior to a transmission from the network to the client de-
vice. In an aspect, the one or more resources comprises
at least the network address or a bearer for the client
device. In another aspect, the network access node in-
cludes means for receiving a resource release request
message from the client device. In such aspect, the net-
work access node includes means for releasing one or
more resources for the client device in response to the
resource release request message. In an aspect, the one
or more resources comprises at least the network ad-
dress or a bearer for the client device.
[0007] In an aspect, a method for a client device is
provided. The client device transmits a request to com-
municate with a network, establishes a security context
for a connection with the network, wherein the security
context includes at least an encryption algorithm, an en-
cryption key, an integrity protection algorithm, an integrity
protection key, or combinations thereof, and receives one
or more encrypted client device contexts from the net-
work in response to the request. The client device trans-
mits a message that includes at least one of the one or
more encrypted client device contexts to the network,
wherein the one or more encrypted client device contexts
enable reconstruction of a context at the network for com-
munication with the client device, the context including
network state information associated with the client de-
vice. In an aspect, the context is removed at the network.
In an aspect, the client device determines at least one of
the one or more encrypted client device contexts to use
based on whether the message includes data or control
information. In an aspect, the one or more encrypted cli-
ent device contexts include a first context to be used for
data related communication with the client device and a
second context to be used for control related communi-
cation with the client device. In an aspect, the one or
more encrypted client device contexts include at least
one of a security context, a quality of service for a bearer,
a tunnel endpoint identifier, or combinations thereof. In
an aspect, the request comprises an indication that the
client device is requesting the one or more encrypted
client device contexts. In an aspect, the request compris-
es an indication of a service that the client device is re-
questing. In an aspect, the one or more encrypted client
device contexts include a user plane encrypted client de-
vice context and a control plane encrypted client device
context. In such aspect, the message includes a first data
packet with the user plane encrypted client device con-
text, or a control packet with the control plane encrypted
client device context. In an aspect, the encryption key is
a user plane encryption key and the integrity protection
key is a user plane integrity protection key, wherein the
user plane encryption key and the user plane integrity
protection key are maintained at the client device, and
wherein the first data packet is at least integrity protected
with the user plane integrity protection key or encrypted
with the user plane encryption key. In an aspect, trans-
mission of the message including the first data packet
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does not establish a radio resource control connection
with a network access node of the network. In an aspect,
the client device enters an idle mode immediately after
transmitting the message that includes the first data
packet. In an aspect, the client device receives a second
data packet, wherein receiving the second data packet
does not establish a radio resource control connection
with a network access node. In an aspect, the encryption
key is a user plane encryption key and the integrity pro-
tection key is a user plane integrity protection key, where-
in the user plane encryption key and the user plane in-
tegrity protection key are maintained at the client device,
and wherein receiving the second data packet comprises
at least one of verifying the second data packet with the
user plane integrity protection key or decrypting the sec-
ond data packet with the user plane encryption key. In
an aspect, the control packet is a tracking area update.
In an aspect, the client device receives a page message
from the network. In an aspect, the client device transmits
an empty packet with the user plane encrypted client de-
vice context to the network. In an aspect, the encrypted
client device context is received from the network as a
result of a successful authentication with the network. In
an aspect, the successful authentication with the network
does not establish an Access Stratum security context.
In an aspect, the client device stores the one or more
encrypted client device contexts in a local storage. In an
aspect, the one or more encrypted client device contexts
is not decrypted at the client device, and the one or more
encrypted client device contexts is decrypted only by a
network device that generated the one or more encrypted
client device contexts. In an aspect, the message further
includes a resource establishment request. In such as-
pect, the client device receives a network address for the
client device in response to the message and, transmits
a plurality data packets that include the network address
to the network. In an aspect, the client device transmits
a resource release request message to the network,
wherein the resource release request message enables
the network to release one or more resources for the
client device. In an aspect, the context is removed at the
network after receiving the one or more encrypted client
device contexts from the network.
[0008] In an aspect, a client device is provided. The
client device includes means for transmitting a request
to communicate with a network, mean for establishing a
security context for a connection with the network, where-
in the security context includes at least an encryption
algorithm, an encryption key, an integrity protection al-
gorithm, an integrity protection key, or combinations
thereof, means for receiving one or more encrypted client
device contexts from the network in response to the re-
quest, and means for transmitting a message that in-
cludes at least one of the one or more encrypted client
device contexts to the network, wherein the one or more
encrypted client device contexts enable reconstruction
of a context at the network for communication with the
client device, the context including network state infor-

mation associated with the client device. In an aspect,
the context is removed at the network. In an aspect, the
client device includes means for determining at least one
of the one or more encrypted client device contexts to
use based on whether the message includes data or con-
trol information. In an aspect, the one or more encrypted
client device contexts include a first context to be used
for data related communication with the client device and
a second context to be used for control related commu-
nication with the client device. In an aspect, the one or
more encrypted client device contexts include at least
one of a security context, a quality of service for a bearer,
a tunnel endpoint identifier, or combinations thereof. In
an aspect, the request comprises an indication that the
client device is requesting the one or more encrypted
client device contexts. In an aspect, the request compris-
es an indication of a service that the client device is re-
questing. In an aspect, the one or more encrypted client
device contexts include a user plane encrypted client de-
vice context and a control plane encrypted client device
context. In such aspect, the message includes a first data
packet with the user plane encrypted client device con-
text, or a control packet with the control plane encrypted
client device context. In an aspect, the encryption key is
a user plane encryption key and the integrity protection
key is a user plane integrity protection key, wherein the
user plane encryption key and the user plane integrity
protection key are maintained at the client device, and
wherein the first data packet is at least integrity protected
with the user plane integrity protection key or encrypted
with the user plane encryption key. In an aspect, trans-
mission of the message including the first data packet
does not establish a radio resource control connection
with a network access node of the network. In an aspect,
the client device includes means for entering an idle
mode immediately after transmitting the message that
includes the first data packet. In an aspect, the client
device includes means for receiving a second data pack-
et, wherein receiving the second data packet does not
establish a radio resource control connection with a net-
work access node. In an aspect, the encryption key is a
user plane encryption key and the integrity protection key
is a user plane integrity protection key, wherein the user
plane encryption key and the user plane integrity protec-
tion key are maintained at the client device, and wherein
receiving the second data packet comprises at least one
of verifying the second data packet with the user plane
integrity protection key or decrypting the second data
packet with the user plane encryption key. In an aspect,
the control packet is a tracking area update. In an aspect,
the client device includes means for receiving a page
message from the network. In an aspect, the client device
includes means for transmitting an empty packet with the
user plane encrypted client device context to the network.
In an aspect, the encrypted client device context is re-
ceived from the network as a result of a successful au-
thentication with the network. In an aspect, the successful
authentication with the network does not establish an Ac-
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cess Stratum security context. In an aspect, the client
device includes means for storing the one or more en-
crypted client device contexts in a local storage. In an
aspect, the one or more encrypted client device contexts
is not decrypted at the client device, and wherein the one
or more encrypted client device contexts is decrypted
only by a network device that generated the one or more
encrypted client device contexts. In an aspect, the mes-
sage further includes a resource establishment request.
In such aspect, the client device includes means for re-
ceiving a network address for the client device in re-
sponse to the message, and means for transmitting a
plurality data packets that include the network address
to the network. In an aspect, the client device includes
means for transmitting a resource release request mes-
sage to the network, wherein the resource release re-
quest message enables the network to release one or
more resources for the client device. In an aspect, the
context is removed at the network after receiving the one
or more encrypted client device contexts from the net-
work.
[0009] In an aspect, a method for a client device is
provided. The client device transmits a request to com-
municate with a network, establishes a security context
for a connection with the network, wherein the security
context includes at least an encryption algorithm, an en-
cryption key, an integrity protection algorithm, an integrity
protection key, or combinations thereof, and receives one
or more encrypted client device contexts from the net-
work in response to the request. The client device trans-
mits a message that includes at least one of the one or
more encrypted client device contexts to the network. In
an aspect, the one or more encrypted client device con-
texts enable reconstruction of at least a portion of a con-
text at the network for communication with the client de-
vice, the context including network state information as-
sociated with the client device. In an aspect, each of the
one or more encrypted client device contexts are asso-
ciated with one of a plurality of services provided by the
network. In an aspect, the client device obtains the mes-
sage, wherein the message is associated with a service
provided by the network. In such aspect, the client device
determines the at least one of the one or more encrypted
client device contexts that is associated with the service,
wherein the at least one of the one or more encrypted
client device contexts enables reconstruction of the por-
tion of the client device context that supports the service.
For example, the plurality of services may include a mo-
bile broadband service, an ultra-reliable low-latency
communications (URLLC) service, a high priority access
service, a delay tolerant access service, and/or a ma-
chine type communications (MTC) service. The client de-
vice obtains usage information associated with the at
least one of the one or more encrypted client device con-
texts. In an aspect, the usage information associated with
the at least one of the one or more encrypted client device
contexts indicates whether the transmission of the mes-
sage is a reduced data transmission or a burst data trans-

mission. In an aspect, the usage information may include
a value (e.g., an index number or other value) associated
with the context (or portion of a context) to be reconstruct-
ed by the network for a type of service provided by the
network. In an aspect, the portion of the context is main-
tained at the network for a time period that is determined
based on whether the transmission of the message is
the reduced data transmission or the burst data trans-
mission. In an aspect, the message includes the usage
information. In an aspect, the one or more encrypted cli-
ent device contexts include a first user plane encrypted
client device context that enables reconstruction of a first
context for the client device at a first entity in the network,
and a second user plane encrypted client device context
that enables reconstruction of a second context for the
client device at a second entity in the network. In such
aspect, the message includes at least the first user plane
encrypted client device context and the second user
plane encrypted client device context.
[0010] In an aspect, a client device is provided. The
client device includes means for transmitting a request
to communicate with a network, means for establishing
a security context for a connection with the network,
wherein the security context includes at least an encryp-
tion algorithm, an encryption key, an integrity protection
algorithm, an integrity protection key, or combinations
thereof, and receives one or more encrypted client device
contexts from the network in response to the request.
The client device further includes means for transmitting
a message that includes at least one of the one or more
encrypted client device contexts to the network. In an
aspect, the one or more encrypted client device contexts
enable reconstruction of at least a portion of a context at
the network for communication with the client device, the
context including network state information associated
with the client device. In an aspect, each of the one or
more encrypted client device contexts are associated
with one of a plurality of services provided by the network.
In an aspect, the client device includes means for obtain-
ing the message, wherein the message is associated with
a service provided by the network. In such aspect, the
client device includes means for determining the at least
one of the one or more encrypted client device contexts
that is associated with the service, wherein the at least
one of the one or more encrypted client device contexts
enables reconstruction of the portion of the client device
context that supports the service. For example, the plu-
rality of services may include a mobile broadband serv-
ice, an ultra-reliable low-latency communications
(URLLC) service, a high priority access service, a delay
tolerant access service, and/or a machine type commu-
nications (MTC) service. In an aspect, the client device
includes means for obtaining usage information associ-
ated with the at least one of the one or more encrypted
client device contexts. In an aspect, the usage informa-
tion associated with the at least one of the one or more
encrypted client device contexts indicates whether the
transmission of the message is a reduced data transmis-
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sion or a burst data transmission. In an aspect, the usage
information may include a value (e.g., an index number
or other value) associated with the context (or portion of
a context) to be reconstructed by the network for a type
of service provided by the network. In an aspect, the por-
tion of the context is maintained at the network for a time
period that is determined based on whether the trans-
mission of the message is the reduced data transmission
or the burst data transmission. In an aspect, the message
includes the usage information. In an aspect, the one or
more encrypted client device contexts include a first user
plane encrypted client device context that enables recon-
struction of a first context for the client device at a first
entity in the network, and a second user plane encrypted
client device context that enables reconstruction of a sec-
ond context for the client device at a second entity in the
network. In such aspect, the message includes at least
the first user plane encrypted client device context and
the second user plane encrypted client device context.
[0011] In an aspect, a method for a network device is
provided. The network device receives, from a client de-
vice, a request to communicate with a network, estab-
lishes at least one context with the client device, the at
least one context including network state information as-
sociated with a connection between the client device and
the network, wherein the network state information in-
cludes at least an encryption algorithm, an encryption
key, an integrity protection algorithm, an integrity protec-
tion key, or combinations thereof, generates one or more
encrypted client device contexts, wherein the one or
more encrypted client device contexts enable recon-
struction of the at least one context at the network for
communication with the client device, and transmits the
one or more encrypted client device contexts to the client
device. In an aspect, the network device determines to
generate the one or more encrypted client device con-
texts, wherein the determination is based on at least one
of encrypted client device context usage information in-
dicated in the request, a subscription of the client device,
a policy, or combinations thereof. In an aspect, the one
or more encrypted client device contexts comprise a first
context to be used for data related communication and
a second context to be used for control related commu-
nication. In an aspect, the network device requests au-
thentication information from a home subscriber server
(HSS)/authentication, authorization, and accounting
(AAA) server, and performs mutual authentication with
the client device. In an aspect, the network device re-
ceives a control packet and an encrypted client device
context from the client device, verifies the encrypted cli-
ent device context received from the client device, recon-
structs the at least one context from the encrypted client
device context, processes the control packet using the
at least one context, wherein the processing comprises
at least one of verifying, decrypting the control packet
using the context, or combinations thereof, stores a tem-
porary identifier for a downlink packet for the client de-
vice, and forwards a payload portion of the control packet

to an application server or packet data network gateway.
In an aspect, the encryption key includes at least a control
plane encryption key, a user plane encryption key, or
combinations thereof, and the integrity protection key in-
cludes at least a user plane integrity protection key, a
control plane integrity protection key, or combinations
thereof. In an aspect, verifying the encrypted client device
context includes determining whether the encrypted cli-
ent device context has expired, generating one or more
new encrypted client device contexts when a previous
encrypted client device context has expired, and trans-
mitting the one or more new encrypted client device con-
texts to the client device when the previous encrypted
client device context has expired. In an aspect, the net-
work device receives a control packet from a second cli-
ent device, requests a context for the second client device
from a second network device, the request including a
control plane encrypted client device context, receives
the context for the second client device from the second
network device, generates a new encrypted client device
context, and transmits the new encrypted client device
context to the second client device. In an aspect, verifying
the encrypted client device context includes determining
a key for verifying the encrypted client device context. In
an aspect, the network device removes the at least one
context, receives a message that includes a resource
establishment request and at least one of the one or more
encrypted client device contexts from the client device,
obtains a network address for the client device in re-
sponse to the message, and transmits the network ad-
dress to the client device. In an aspect, the network de-
vice receives a resource release request message from
the client device, and transmits the resource release re-
quest message from the client device to a gateway,
wherein the resource release request message enables
the gateway to release one or more resources for the
client device. In an aspect, the network device transmits
a resource release request message to a gateway when
a timer expires prior to a transmission from the client
device to the network or prior to a transmission from the
network to the client device, wherein the resource release
request message enables the gateway to release one or
more resources for the client device.
[0012] In an aspect, a network device is provided. The
network device includes means for receiving, from a cli-
ent device, a request to communicate with a network,
means for establishing at least one context with the client
device, the at least one context including network state
information associated with a connection between the
client device and the network, wherein the network state
information includes at least an encryption algorithm, an
encryption key, an integrity protection algorithm, an in-
tegrity protection key, or combinations thereof, mean for
generating one or more encrypted client device contexts,
wherein the one or more encrypted client device contexts
enable reconstruction of the at least one context at the
network for communication with the client device, and
means for transmitting the one or more encrypted client
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device contexts to the client device. In an aspect, the
network device includes means for determining to gen-
erate the one or more encrypted client device contexts,
wherein the determination is based on at least one of
encrypted client device context usage information indi-
cated in the request, a subscription of the client device,
a policy, or combinations thereof. In an aspect, the one
or more encrypted client device contexts comprise a first
context to be used for data related communication and
a second context to be used for control related commu-
nication. In an aspect, the network device includes
means for requesting authentication information from a
home subscriber server (HSS)/authentication, authoriza-
tion, and accounting (AAA) server, and means for per-
forming mutual authentication with the client device. In
an aspect, the network device includes means for receiv-
ing a control packet and an encrypted client device con-
text from the client device, means for verifying the en-
crypted client device context received from the client de-
vice, means for reconstructing the at least one context
from the encrypted client device context, means for
processing the control packet using the at least one con-
text, wherein the processing comprises at least one of
verifying, decrypting the control packet using the context,
or combinations thereof, means for storing a temporary
identifier for a downlink packet for the client device, and
means for forwarding a payload portion of the control
packet to an application server or packet data network
gateway. In an aspect, the encryption key includes at
least a control plane encryption key, a user plane encryp-
tion key, or combinations thereof, and the integrity pro-
tection key includes at least a user plane integrity pro-
tection key, a control plane integrity protection key, or
combinations thereof. In an aspect, the means for veri-
fying the encrypted client device is configured to deter-
mine whether the encrypted client device context has
expired, generate one or more new encrypted client de-
vice contexts when a previous encrypted client device
context has expired, and transmit the one or more new
encrypted client device contexts to the client device when
the previous encrypted client device context has expired.
In an aspect, the network device includes means for re-
ceiving a control packet from a second client device,
means for requesting a context for the second client de-
vice from a second network device, the request including
a control plane encrypted client device context, means
for receiving the context for the second client device from
the second network device, means for generating a new
encrypted client device context, and means for transmit-
ting the new encrypted client device context to the second
client device. In an aspect, the means for verifying the
encrypted client device context is configured to deter-
mine a key for verifying the encrypted client device con-
text. In an aspect, the network device includes means
for removing the at least one context, means for receiving
a message that includes a resource establishment re-
quest and at least one of the one or more encrypted client
device contexts from the client device, means for obtain-

ing a network address for the client device in response
to the message, and means for transmitting the network
address to the client device. In an aspect, the network
device includes means for receiving a resource release
request message from the client device, and means for
transmitting the resource release request message from
the client device to a gateway, wherein the resource re-
lease request message enables the gateway to release
one or more resources for the client device. In an aspect,
the network device includes means for transmitting a re-
source release request message to a gateway when a
timer expires prior to a transmission from the client device
to the network or prior to a transmission from the network
to the client device, wherein the resource release request
message enables the gateway to release one or more
resources for the client device.
[0013] In an aspect, a method for a network device is
provided. The network device receives, from a client de-
vice, a request to communicate with a network. The net-
work device establishes at least one context with the cli-
ent device, the at least one context including network
state information associated with a connection between
the client device and the network, wherein the network
state information includes at least an encryption algo-
rithm, an encryption key, an integrity protection algorithm,
an integrity protection key, or combinations thereof. The
network device may generate one or more encrypted cli-
ent device contexts. In an aspect, the one or more en-
crypted client device contexts enable reconstruction of
the at least one context at the network for communication
with the client device. The network device may transmit
the one or more encrypted client device contexts to the
client device. The network device removes the at least
one context. The network device receives a message
from the client device, the message including at least one
of the one or more encrypted client device contexts and
usage information associated with the one or more en-
crypted client device contexts. In an aspect, the usage
information indicates whether transmission of the mes-
sage is a reduced data transmission or a burst data trans-
mission. In an aspect, the network device may recon-
struct at least a portion of a context based on the at least
one of the one or more encrypted client device contexts
and the usage information. In an aspect, the network de-
vice maintains the at least a portion of a context for a first
threshold period of time when the usage information in-
dicates a reduced data transmission, or a second thresh-
old period of time when the usage information indicates
a burst data transmission, the second threshold period
of time being greater than the first threshold period of
time.
[0014] In an aspect, a network device is provided. The
network device includes means for receiving, from a cli-
ent device, a request to communicate with a network.
The network device further includes means for establish-
ing at least one context with the client device, the at least
one context including network state information associ-
ated with a connection between the client device and the
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network, wherein the network state information includes
at least an encryption algorithm, an encryption key, an
integrity protection algorithm, an integrity protection key,
or combinations thereof. In an aspect, the network device
includes means for generating one or more encrypted
client device contexts. In an aspect, the one or more en-
crypted client device contexts enable reconstruction of
the at least one context at the network for communication
with the client device. In an aspect, the network device
includes means for transmitting the one or more encrypt-
ed client device contexts to the client device. In an aspect,
the network device includes means for removing the at
least one context. In an aspect, the network device in-
cludes means for receiving a message from the client
device, the message including at least one of the one or
more encrypted client device contexts and usage infor-
mation associated with the one or more encrypted client
device contexts. In an aspect, the usage information in-
dicates whether transmission of the message is a re-
duced data transmission or a burst data transmission. In
an aspect, the network device includes means for recon-
structing at least a portion of a context based on the at
least one of the one or more encrypted client device con-
texts and the usage information. In an aspect, the network
device includes mean for maintaining the at least a por-
tion of a context for a first threshold period of time when
the usage information indicates a reduced data transmis-
sion, or a second threshold period of time when the usage
information indicates a burst data transmission, the sec-
ond threshold period of time being greater than the first
threshold period of time.
[0015] In an aspect, a method for a network device is
provided. The network device obtains a key for an en-
crypted client device context associated with a client de-
vice, receives a first data packet and the encrypted client
device context from the client device, obtains a security
context for the client device from the encrypted client
device context using the key, decrypts and verifies the
first data packet based on the security context, and for-
wards the first data packet to a service network when the
decryption and verification are successful. In an aspect,
the network device obtains the security context by de-
crypting the encrypted client device context based on the
key, and wherein the security context includes at least a
user plane encryption key, a user plane integrity protec-
tion key, or combinations thereof. In an aspect, the first
data packet is at least verified with the user plane integrity
protection key or decrypted with the user plane encryp-
tion key. In an aspect, the security context includes a
user plane encryption key and a user plane integrity pro-
tection key. In such aspect, the network device receives
a second data packet from a server or a packet data
network gateway, determines a network access node to
which the second data packet is forwarded, adds a tem-
porary identifier to the second data packet that enables
the network access node to determine the client device,
encrypts or integrity protects the second data packet us-
ing the user plane encryption key or the user plane in-

tegrity protection key, and forwards the second data
packet to the client device.
[0016] In an aspect, a network device is provided. The
network device includes means for obtaining a key for
an encrypted client device context associated with a cli-
ent device, means for receiving a first data packet and
the encrypted client device context from the client device,
means for obtaining a security context for the client de-
vice from the encrypted client device context using the
key, means for decrypting and verifying the first data
packet based on the security context, and forwards the
first data packet to a service network when the decryption
and verification are successful. In an aspect, the means
for obtaining the security context is configured to decrypt
the encrypted client device context based on the key,
and wherein the security context includes at least a user
plane encryption key, a user plane integrity protection
key, or combinations thereof. In an aspect, the first data
packet is at least verified with the user plane integrity
protection key or decrypted with the user plane encryp-
tion key. In an aspect, the security context includes a
user plane encryption key and a user plane integrity pro-
tection key. In such aspect, the network device includes
means for receiving a second data packet from a server
or a packet data network gateway, means for determining
a network access node to which the second data packet
is forwarded, means for adding a temporary identifier to
the second data packet that enables the network access
node to determine the client device, means for encrypting
or integrity protecting the second data packet using the
user plane encryption key or the user plane integrity pro-
tection key, and means for forwarding the second data
packet to the client device.
[0017] In an aspect, a method for a network access
node is provided. The network access node receives,
from a client device, a first data packet with a request to
communicate with a network, determines a network node
to which the first data packet is intended, receives a sec-
ond data packet from a network function implemented at
the network node, and determines the client device to
which the second data packet is to be forwarded. In an
aspect, the network access node stores a temporary
identifier for the client device, wherein the temporary
identifier is a cell radio network temporary identifier (C-
RNTI), and wherein the temporary identifier is stored for
a predetermined period of time. In an aspect, the network
access node adds the temporary identifier to the first data
packet. In an aspect, the network access node deter-
mines the network function to which the request is to be
forwarded, wherein the determination is preconfigured
at the network access node, and forwards the first data
packet to the network function. In an aspect, the network
access node removes the temporary identifier in the sec-
ond data packet, and forwards the second data packet
to the client device. In an aspect, the network access
node determines the client device to which the second
data packet is to be forwarded by identifying the client
device from a temporary identifier in the second data
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packet.
[0018] In an aspect, a network access node is provid-
ed. The network access node includes means for receiv-
ing, from a client device, a first data packet with a request
to communicate with a network, means for determining
a network node to which the first data packet is intended,
means for receiving a second data packet from a network
function implemented at the network node, and means
for determining the client device to which the second data
packet is to be forwarded. In an aspect, the network ac-
cess node includes means for storing a temporary iden-
tifier for the client device, wherein the temporary identifier
is a cell radio network temporary identifier (C-RNTI), and
wherein the temporary identifier is stored for a predeter-
mined period of time. In an aspect, the network access
node includes means for adding the temporary identifier
to the first data packet. In an aspect, the network access
node includes means for determining the network func-
tion to which the request is to be forwarded, wherein the
determination is preconfigured at the network access
node, and means for forwarding the first data packet to
the network function. In an aspect, the network access
node includes means for removing the temporary iden-
tifier in the second data packet, and means for forwarding
the second data packet to the client device. In an aspect,
the means for determining the client device to which the
second data packet is to be forwarded is configured to
identify the client device from a temporary identifier in
the second data packet.
[0019] These and other aspects of the disclosure will
become more fully understood upon a review of the de-
tailed description, which follows. Other aspects, features,
and implementations of the disclosure will become ap-
parent to those of ordinary skill in the art, upon reviewing
the following description of specific implementations of
the disclosure in conjunction with the accompanying fig-
ures. While features of the disclosure may be discussed
relative to certain implementations and figures below, all
implementations of the disclosure can include one or
more of the advantageous features discussed herein. In
other words, while one or more implementations may be
discussed as having certain advantageous features, one
or more of such features may also be used in accordance
with the various implementations of the disclosure dis-
cussed herein. In similar fashion, while certain implemen-
tations may be discussed below as device, system, or
method implementations it should be understood that
such implementations can be implemented in various de-
vices, systems, and methods.

BRIEF DESCRIPTION OF THE DRAWINGS

[0020]

FIG. 1 is a block diagram of an Internet of Things
(IoT) network architecture in accordance with vari-
ous aspects of the present disclosure.
FIG. 2 is a diagram illustrating a key hierarchy for an

Internet of IoT network architecture in accordance
with various aspects of the present disclosure.
FIG. 3 is a diagram illustrating a key hierarchy for
encrypting contexts in an IoT network architecture
in accordance with various aspects of the present
disclosure.
FIG. 4 is a diagram illustrating various contexts (e.g.,
network state information) for a client device in a
network.
FIG. 5 is a block diagram illustrating an initial attach
procedure by a client device in an IoT network archi-
tecture in accordance with various aspects of the
present disclosure.
FIG. 6 is a signal flow diagram of an attach procedure
by a client device in an IoT network architecture in
accordance with various aspects of the present dis-
closure.
FIG. 7 is a block diagram illustrating a data trans-
mission initiated by a client device in an IoT network
architecture in accordance with various aspects of
the present disclosure.
FIG. 8 is a signal flow diagram illustrating a data
transmission initiated by a client device in an IoT
network architecture in accordance with various as-
pects of the present disclosure.
FIG. 9 is a signal flow diagram of a client device
terminated data transmission in an IoT network ar-
chitecture in accordance with various aspects of the
present disclosure.
FIG. 10 is a signal flow diagram of an exemplary
resource establishment and release in an IoT net-
work architecture in accordance with various as-
pects of the present disclosure.
FIG. 11 is a signal flow diagram of an exemplary
attach procedure by a client device in an IoT network
architecture in accordance with various aspects of
the present disclosure.
FIG. 12 is a signal flow diagram of an exemplary
resource establishment and release in an IoT net-
work architecture in accordance with various as-
pects of the present disclosure.
FIG. 13 a control plane protocol stack for IoT data
transmission in accordance with various aspects of
the present disclosure.
FIG. 14 is a diagram illustrating a user plane protocol
stack for IoT data transmission in accordance with
various aspects of the present disclosure.
FIG. 15 is a diagram of a packet format in accordance
with various aspects of the present disclosure.
FIG. 16 is a signal flow diagram of a tracking area
update (TAU) procedure in an IoT network architec-
ture in accordance with various aspects of the
present disclosure.
FIG. 17 is an illustration of an apparatus configured
to support operations related to communication in
an IoT network architecture in accordance with var-
ious aspects of the present disclosure.
FIG. 18 (including FIGS. 18A and 18B) illustrates a
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method for communicating in an IoT network archi-
tecture in accordance with various aspects of the
present disclosure.
FIG. 19 illustrates a method for communicating with
a network in accordance with various aspects of the
disclosure.
FIG. 20 illustrates a method for communicating with
a network in accordance with various aspects of the
disclosure.
FIG. 21 is an illustration of an apparatus configured
to support operations related to communication in
an IoT network architecture in accordance with var-
ious aspects of the present disclosure.
FIG. 22 (including FIGS. 22A and 22B) illustrates a
method for communicating in an IoT network archi-
tecture in accordance with various aspects of the
present disclosure.
FIG. 23 (including FIGS. 23A and 23B) illustrates a
method for communicating in an IoT network archi-
tecture in accordance with various aspects of the
disclosure.
FIG. 24 illustrates a method operational in an appa-
ratus for communication in an IoT network architec-
ture in accordance with various aspects of the
present disclosure.
FIG. 25 (including FIGS. 25A and 25B) illustrates a
method for communicating in an IoT network archi-
tecture in accordance with various aspects of the
present disclosure.
FIG. 26 (including FIGS. 26A and 26B) illustrates a
method for communicating in an IoT network archi-
tecture in accordance with various aspects of the
disclosure.
FIG. 27 is an illustration of an apparatus configured
to support operations related to communication in
an IoT network architecture in accordance with var-
ious aspects of the present disclosure.
FIG. 28 illustrates a method for communicating in an
IoT network architecture in accordance with various
aspects of the present disclosure.
FIG. 29 (including FIGS. 29A and 29B) illustrates a
method for communicating in an IoT network archi-
tecture in accordance with various aspects of the
disclosure.

DETAILED DESCRIPTION

[0021] The detailed description set forth below in con-
nection with the appended drawings is intended as a de-
scription of various configurations and is not intended to
represent the only configurations in which the concepts
described herein may be practiced. The detailed descrip-
tion includes specific details for the purpose of providing
a thorough understanding of various concepts. However,
it will be apparent to those skilled in the art that these
concepts may be practiced without these specific details.
In some instances, well known structures and compo-
nents are shown in block diagram form in order to avoid

obscuring such concepts.
[0022] As discussed above, in an IoT environment, a
network (e.g., an LTE network) may need to support a
large number (e.g., billions) of client devices (also re-
ferred to as Internet of Things (IoT) devices). A client
device may be cellular telephone (e.g., a smartphone),
a personal computer (e.g., a laptop), a gaming device, a
user equipment (UE), or any other suitable device that
is configured to communicate with a network (e.g., an
LTE network). Client devices may have different require-
ments for data transmission and security. For example,
client device traffic (also referred to as IoT traffic) may
be delay tolerant or require no reliable transmission. In
another example, client device traffic may not require ac-
cess stratum (AS) security to reduce overhead.
[0023] Conventionally, when a client device transitions
from an idle mode to a connected mode, signaling over-
head may be incurred. For example, a client device may
establish a connection with a network access node (e.g.,
evolved Node B (eNB), base station, or network access
point), and the network access node may generate a con-
text for the client device. When the client device subse-
quently enters an idle mode, the network access node
may no longer maintain the client device context.
[0024] When a client device connects to the network,
the context of the client device in the network may allow
the device to perform less signaling in order to transmit
data. For example, a client device that is registered may
not be required to perform a full authentication procedure.
In order to achieve such efficiency, however, the network
may use a substantial amount of resources to maintain
one or more contexts for each of the large number of
connected client devices.
[0025] As used herein, the "context" of a client device
may refer to network state information associated with
the client device. For instance, the context may refer to
client device security context, a context associated with
an E-UTRAN radio access bearer (eRAB), and/or a con-
text associated with radio bearer and S1 bearer.
[0026] Since the amount of resources (e.g., equipment
implementing network functions) allocated by the net-
work for IoT purposes may be limited, the network func-
tions may not be able to maintain all contexts (e.g., net-
work state information) for client devices that are active
infrequently. For example, some client devices may wake
up every 10 minutes or longer, send traffic (e.g., transmit
data) to a server, and immediately enter a sleep mode.
As another example, some client devices may send an
alert to a server when an unexpected event occurs. More-
over, some client devices may have limited resources
(e.g., memory, processor, battery) and may not be suited
to handle complex protocol stacks and/or signaling pro-
cedures.
[0027] Long Term Evolution (LTE) mobility manage-
ment and session management incur too much overhead
to scale for potentially billions of client devices. Specifi-
cally, context management and storage at network nodes
may pose challenges.

17 18 



EP 3 429 246 B1

11

5

10

15

20

25

30

35

40

45

50

55

[0028] For example, when the client device wakes up
from the idle mode and enters a connected mode, the
network access node establishes a new client device
context via a service request to a mobility management
entity (MME). The client device context may be main-
tained at an MME and serving gateway (S-GW) while the
client device is in the Evolved Packet System Mobility
Management (EMM) registered state. Therefore, in order
to support many client devices, the MME and S-GW need
to be equipped with a large amount of storage to maintain
contexts for the client devices that may remain in idle
mode most of the time.
[0029] The aspects disclosed herein include network
architectures for client devices (also referred to as Inter-
net of Things (IoT) devices), from an upper-layer per-
spective, for achieving ultra-low client device power con-
sumption, a large number of client devices per cell, a
small spectrum, and/or an increased coverage area in a
cell. Dedicated network functions are introduced to ena-
ble independent deployment and remove scalability/in-
ter-working requirements. Security is anchored at an IoT
network function (also referred to as an IoT Function
(IoTF)).
[0030] According to various aspects, the architecture
may allow no security context at a network access node
(e.g., eNB, base station, network access point) for data
transfer to or from client devices. To avoid affecting nor-
mal client devices’ PDN connection/traffic, dedicated
core network resources are allocated for small data trans-
fer. The network may allocate dedicated physical (PHY)
layer resources for access control to also limit small data
traffic. The client device context is used for small data
transfer to eliminate client device’s semi-persistent con-
text at the IoTF during the idle state. To achieve efficient
data transmission for IoT devices, the disclosed network
architectures may include an IoTF implemented at a net-
work device. Such IoTF may include a control plane IoTF
(IoTF-C) and a user plane IoTF (IoTF-U). In an aspect,
the IoTF-C may have functions similar to a mobility man-
agement entity. In an aspect, the IoTF-U may be the mo-
bility and security anchor for user-plane data traffic. In
an aspect, the IoTF-U may have functions similar to a
serving gateway (S-GW) and/or a network access node
(e.g., evolved Node B (eNB), base station, or network
access point).
[0031] In order to allow the network functions (e.g.,
IoTF-C, IoTF-U) to optimize resource usage for client de-
vices, various aspects of the disclosed IoT network ar-
chitectures may implement a design protocol in which
the client device context is carried in a packet (e.g., IP
packet) and the IoTF (e.g., an IoTF that includes an IoTF-
C and an IoTF-U) creates a client device context oppor-
tunistically. This enables network functions to maintain
minimal to no network state information for the client de-
vice and minimal to no signaling overhead. A client de-
vice, for example, may be a cellular telephone (e.g., a
smartphone), a personal computer (e.g., a laptop), a
gaming device, an automobile, an appliance, or any other

suitable device that is configured to communicate with
the network. In some aspects, the client device may be
referred to as a user equipment (UE) or an access ter-
minal (AT). In some aspects, a client device as referred
to herein may be a mobile device or a static device. It
should be understood that the disclosed IoT network ar-
chitectures and the functions included therein may be
used for small data transfer with devices other than client
devices. In an aspect, a client device may have a nominal
mode where it establishes a connection and transfers
data, but also uses procedures as disclosed herein to
transfer data using a client device context.

IoT Network Architecture

[0032] FIG. 1 is a block diagram of an IoT network ar-
chitecture 100 in accordance with various aspects of the
present disclosure. As shown in FIG. 1, the IoT network
architecture 100 includes a client device 102 (also re-
ferred to as an IoT device), a network access node 104,
a network device 105, a service network 110, and a home
subscriber server (HSS)/authentication, authorization,
and accounting (AAA) server 112. In one aspect, the net-
work access node 104 may be an eNB, base station, or
a network access point.
[0033] In one aspect, the network device 105 may in-
clude one or more processing circuits and/or other ap-
propriate hardware configured to implement an IoTF. In
one aspect of the present disclosure, an IoTF may include
a control plane IoT Function (IoTF-C) 106 and a user
plane IoT Function (IoTF-U) 108. For example, the IoTF-
C 106 may be implemented at a first network node 107
and the IoTF-U 108 may be implemented at a second
network node 109. In accordance with the various as-
pects disclosed herein, the term "node" may represent a
physical entity, such as a processing circuit, a device, a
server, or a network entity, included in the network device
105. Accordingly, for example, a network node may be
referred to as a network node device.
[0034] In one aspect, the IoTF-C 106 and the IoTF-U
108 may be implemented at the same hardware platform
(e.g., a processing circuit and other associated hardware
components, such as memory). In such aspect, for ex-
ample, the IoTF-C 106 may be implemented at a first
virtual machine (e.g., a first operating system) provided
on a hardware platform (e.g., the network device 105),
and the IoTF-U 108 may be implemented at a second
virtual machine (e.g., a second operating system) pro-
vided on the hardware platform.
[0035] As shown in FIG. 1, the IoTF-C 106 is in com-
munication with the network access node 104 via a first
S1 connection 116, and the IoTF-U 108 is in communi-
cation with the network access node 104 via a second
S1 connection 114. In an aspect, the service network 110
may include a number of entities, functions, gateways,
and/or servers configured to provide various types of
services. For example, the service network 110 may in-
clude a short message entity (SME) 118, a machine type
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communication interworking function (MTC-IWF) 120, an
IoT server 122, and/or a packet data network (PDN) gate-
way (P-GW) 124. It should be understood that the service
network 110 disclosed in FIG. 1 serves as one example
and that in other aspects, the service network 110 may
include different types of entities, functions, and/or serv-
ers than those disclosed in FIG. 1.
[0036] In an aspect of the present disclosure, the IoTF
implemented at the network device 105 may provide con-
trol plane and user plane functionality. In an aspect, the
IoTF-C 106 handles control plane signaling (e.g., packets
carrying control information, herein referred to as "control
packets") for client devices. For example, the IoTF-C 106
may perform mobility and session management for client
devices, perform authentication and key agreement (also
referred to as an AKA procedure) with client devices,
and/or may create security contexts for client devices. In
an aspect, the IoTF-C 106 may derive control plane (CP)
key(s) 126 for control plane traffic associated with the
client device 102, user plane (UP) key(s) 128 for user
plane traffic associated with the client device 102, and/or
a context key(s) 130 for generating an encrypted context
for the client device 102. In an aspect, the IoTF-C 106
may provide the user plane key(s) 128 and/or at least
one of the context key(s) 130 to the IoTF-U 108. Accord-
ingly, in some aspects, the IoTF-U 108 may include the
user plane key(s) 128 and/or context key(s) 131 provided
by the IoTF-C 106.
[0037] In an aspect, the IoTF-U 108 may handle user
plane traffic for client devices. For example, the IoTF-U
108 may derive a ciphering key and an integrity key (e.g.,
an Authenticated Encryption with Associated Data (AE-
AD) cipher using the UP key 128), create a client device
context on-the-fly, authenticate and decipher uplink
packets sent by client devices and forward the uplink
packets to a PDN or P-GW (e.g., P-GW 124), cipher and
authenticate downlink packets for connected client de-
vices and forward the downlink packets to the next hop
network access node (e.g., eNB), and/or buffer downlink
packets for idle client devices during paging. In an aspect,
the IoTF-U 108 can be considered to be the mobility and
security anchor for data traffic.

Exemplary Key Hierarchy for an IoT Network

[0038] FIG. 2 is a diagram illustrating a key hierarchy
200 for an IoT network architecture (e.g., IoT network
architecture 100) in accordance with various aspects of
the present disclosure. In FIG. 2, the key KIoT 202 may
be a secret key stored permanently in a Universal Mobile
Telecommunications System (UMTS) Subscriber Identi-
ty Module (USIM) of a client device (e.g., the client device
102) and an Authentication Center (AuC) of the network.
The integrity key (IK) and cipher key (CK) (shown as IK,
CK 204 in FIG. 2) are a pair of keys derived in the AuC
and USIM during an AKA procedure. With reference to
FIG. 1, during the AKA procedure, the IoTF-C 106 may
receive authentication vectors (AVs) from the HSS/AAA

server 112 which contain a key (shown in FIG. 2 as the
key KASME 206) from an Access Security Management
Entity (ASME). The IoTF-C 106 may derive a control
plane key (KCP) 208 and a user plane key (KUP) 214 from
the key KASME 206. The IoTF-C 106 may provide the key
KUP 214 to the IoTF-U 108. The IoTF-C 106 may derive
an encryption key KIoT-CPenc 210 and an integrity protec-
tion key KIoT-CPint 212 from the key KCP 208. The IoTF-
U 108 may derive an encryption key KIoT-UPenc 216 and
an integrity protection key KIoT-UPint 218 from the key KUP
214.
[0039] Figure 3 is a diagram illustrating a key hierarchy
300 for encrypting contexts in an IoT network architecture
(e.g., IoT network architecture 100) in accordance with
various aspects of the present disclosure. In an aspect
of the present disclosure, with reference to FIG. 1, the
IoTF-C 106 may randomly generate a control plane client
device context encryption key (KCDC-IoTF-C) 304 and a
user plane client device context encryption key
(KCDC-IoTF-U) 306 for a client device (e.g., client device
102) based on a context key KCDC-IoTF 302 for a client
device.

Exemplary Network States of a Client Device

[0040] In a wireless communication system (e.g. an
LTE network), network states are defined for a client de-
vice for mobility management (e.g., Evolved Packet Sys-
tem Mobility Management (EMM)). Such network states
enable efficient communication between a client device
and other entities in the network.
[0041] In an aspect of the present disclosure, a client
device (e.g., client device 102 in FIG. 1) may be in a
deregistered state or a registered state. For example,
when the client device is in a deregistered state, the con-
text for the client device may be stored in the HSS. The
network holds no valid location or routing information for
the client device, and the client device is not reachable.
[0042] As another example, the client device may enter
a registered state by a successful registration with the
network. In an aspect of the present disclosure, the client
device may perform such registration by performing an
attach procedure with the network. In the registered state,
the client device has at least one active PDN connection.
The client device also has an Evolved Packet System
(EPS) security context set up. It should be noted that the
deregistered and registered states assume that the client
device has credentials (e.g., there is a subscription avail-
able in the HSS) for the network.
[0043] A wireless communication network (e.g., an
LTE network) may further include network states defined
for a client device for Evolved Packet System Connection
Management (ECM). Accordingly, a client device (e.g.,
client device 102 in FIG. 1) in a registered state may be
in one of two states (also referred to as sub-states of the
registered state), such as an idle state or a connected
state. In the idle state, no Non-Access-Stratum (NAS)
signaling connection exists between the client device and
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the other network entities. In addition, the client device
may perform cell selection/reselection and public land
mobile network (PLMN) selection, and there may be no
context for the client device in the RAN (e.g., network
access node). Moreover, there may be no S1-MME and
no S1-U connection for the client device in the idle state.
[0044] In the connected state, the location of the client
device is known in the MME with an accuracy of a serving
access network identifier (e.g., eNB identifier (ID), base
station ID, or network access point ID). Mobility of the
client device is handled by a handover procedure. In the
connected state, a signaling connection exists between
the client device and the MME. The signaling connection
may be made up of two parts: a radio resource control
(RRC) connection and an S1-MME connection.
[0045] FIG. 4 is a diagram illustrating example network
states of a client device maintained at various entities in
a network 400. As shown in FIG. 4, network 400 includes
a client device 402, a network access node 404, and an
Evolved Packet Core (EPC) 406. As further shown in
FIG. 4, the EPC 406 includes a home subscriber server
(HSS) 412, a mobility management entity (MME) 408,
and a Packet Data Network Gateway (P-GW)/Serving
Gateway (S-GW) 410. In an aspect of the present dis-
closure, the network 400 may be a 4G network. In other
aspects, the network 400 may be a 3G network, an LTE
network, a 5G network, or other appropriate network.
[0046] For example, with reference to FIG. 4, the net-
work access node 404 may maintain a context 414 (also
referred to as network state information) for the client
device 402 when the client device 402 is in a connected
state. The MME 408 may maintain a context 416 for the
client device 402 when the client device 402 is in a con-
nected state, and a context 418 for the client device 402
when the client device 402 is in an idle state. The P-
GW/S-GW 410 may maintain a context 426 for the client
device 402 when the client device 402 is in a connected
state, and a context 428 for the client device 402 when
the client device 402 is in an idle state. The HSS 412
may maintain a context 420 for the client device 402 when
the client device 402 is in a connected state, a context
422 for the client device 402 when the client device 402
is in an idle state, and a context 424 for the client device
402 when the client device 402 is in a deregistered state.
In an aspect of the present disclosure, if the network 400
is implemented as a 3G network, the P-GW/S-GW 410
may not maintain a context for the client device 402 when
the client device 402 is in the idle state.
[0047] In an aspect of the present disclosure, an en-
crypted client device context may be generated for net-
work functions, such as the IoTF-C 106 and IoTF-U 108
in FIG. 1, to enable opportunistic reconstruction of a con-
text for a client device (also referred to as a client device
context). For example, an encrypted client device context
may enable a network entity to reconstruct a client device
context while maintaining minimal to no network state
information for the client device. Therefore, the encrypted
client device context may enable a network entity to re-

construct a client device context without storing or cach-
ing any network state information.
[0048] It should be noted that in the presence of po-
tentially billions of client devices that transmit traffic in-
frequently, it is not desirable for network functions (e.g.,
the MME 408, the P-GW/S-GW 410) to maintain contexts
(including security contexts) for client devices. Also, the
encrypted client device context may eliminate signaling
overhead at the network access node (e.g., eNB, base
station, or network access point) during a handover or
during transition from idle mode to connected mode. The
encrypted client device context may be used to substan-
tially reduce or eliminate signaling overhead since com-
munication with an MME/controller may be avoided.

User Plane Encrypted Client Device Context

[0049] In an aspect of the present disclosure, a user
plane (UP) encrypted client device context may be gen-
erated for a client device. For example, with reference to
FIG. 1, the user plane encrypted client device context
may be used at the IoTF-U 108 for uplink (UL) data trans-
missions. In an aspect of the present disclosure, the user
plane encrypted client device context may include bearer
IDs, Evolved Packet System (EPS) bearer quality of serv-
ice(s) (QoS), an S5 tunnel endpoint identifier (TEID) for
a user plane General Packet Radio Service (GPRS) tun-
neling protocol (GTP-U), a P-GW Internet Protocol (IP)
address (or equivalent information) to which the IoTF-U
108 forwards UL data, a security context (e.g., a selected
encryption algorithm and a user-plane (UP) key 128),
and any other parameters, values, settings, or features
that may be needed by the network to provide a service
to the client device. For example, the UP key 128 may
be the key KUP 214, from which the key KIoT-UPenc 216
and the key KIoT-UPint 218 may be derived. The user plane
encrypted client device context may be generated by en-
crypting a user plane context for the client device using
a secret key of the IoTF-U 108, such as the key
KCDC-IoTF-U 306 shown in FIG. 3. In an aspect of the
present disclosure, the secret key of the IoTF-U 108, such
as the key KCDC-IoTF-U 306, may be provisioned by IoTF-
C 106. The user plane encrypted client device context
may be decrypted by an IoTF that has the secret key
(e.g., the key KCDC-IoTF-U 306). Accordingly, a user plane
encrypted client device context may be decrypted by the
IoTF that generated the user plane encrypted client de-
vice context.

Control Plane Encrypted Client Device Context

[0050] A control plane (CP) encrypted client device
context may be generated by encrypting a control plane
client device context for control messages (e.g., control
packets or messages including control packets). In an
aspect, the control plane encrypted client device context
may include a client device identifier, the client device
security context (e.g., control plane keys, such as the key
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KIoT (KASME equivalent), the key KIoT-CPenc 210, the key
KIoT-CPint 212), the client device security capabilities
(e.g., Evolved Packet System Encryption Algorithm
(EEA), Evolved Packet System Integrity Algorithm (EIA)),
and/or the next hop (S5/S8) configuration information.
For example, the next hop configuration information may
include an IoT server address, a P-GW address, and/or
TEIDs. For example, with reference to FIG. 1, the control
plane client device context for control messages may be
encrypted with a secret key of the IoTF-C 106, such as
key KCDC-IoTF-C 304 shown in FIG. 3. The control plane
encrypted client device context may be decrypted by an
IoTF that has the secret key (e.g., the key KCDC-IoTF-C
304). Accordingly, a control plane encrypted client device
context may be decrypted by the IoTF that generated the
control plane encrypted client device context.

Initial Attach Procedure

[0051] FIG. 5 is a block diagram illustrating an initial
attach procedure by a client device in an IoT network
architecture 500 in accordance with various aspects of
the present disclosure. In some aspects, an attach pro-
cedure as described herein is also referred to as a net-
work attachment procedure or a registration procedure.
[0052] As shown in FIG. 5, the IoT network architecture
500 includes a client device 502 (also referred to as an
IoT device), a network access node 504 (e.g., eNB, base
station, network access point), a network device 505, a
service network 510, and a home subscriber server
(HSS)/authentication, authorization, and accounting
(AAA) server 512.
[0053] In one aspect, the network device 505 may in-
clude one or more processing circuits and/or other ap-
propriate hardware configured to implement an IoTF. For
example, an IoTF may include a control plane IoT Func-
tion (IoTF-C) 506 and a user plane IoT Function (IoTF-
U) 508. In such aspect, the IoTF-C 506 may be imple-
mented at a network node 507 and the IoTF-U 508 may
be implemented at a network node 509. In one aspect,
the IoTF-C 506 and the IoTF-U 508 may be implemented
at the same hardware platform, such that the IoTF-C 506
and the IoTF-U 508 each represent an independent node
in the architecture 500. In such aspect, for example, the
IoTF-C 506 may be implemented at a first virtual machine
(e.g., a first operating system) provided on a hardware
platform (e.g., the network device 505) and the IoTF-U
508 may be implemented at a second virtual machine
(e.g., a second operating system) provided on the hard-
ware platform.
[0054] As shown in FIG. 5, the IoTF-C 506 is in com-
munication with the network access node 504 via a first
S1 connection 516, and the IoTF-U 508 is in communi-
cation with the network access node 504 via a second
S1 connection 514. In an aspect of the present disclo-
sure, the service network 510 may include a number of
entities, functions, gateways, and/or servers configured
to provide various types of services. For example, the

service network 510 may include a short message entity
(SME) 518, a machine type communication interworking
function (MTC-IWF) 520, an IoT server 522, and/or a
packet data network (PDN) gateway (P-GW) 524. It
should be understood that the service network 510 dis-
closed in FIG. 5 serves as one example and that in other
aspects, the service network 510 may include different
types of entities, functions, and/or servers than those dis-
closed in FIG. 5.
[0055] As shown in FIG. 5, the client device 502 may
transmit an attach request 532 to the network, which may
be received by the network access node 504. In an aspect
of the present disclosure, the attach request 532 may
provide one or more indications. For example, the attach
request 532 may indicate that: 1) the client device 502
is to attach as an IoT device, 2) the attach request 532
is a request to perform small (reduced) data transfer,
and/or 3) the client device 502 is operating in a low power
consumption mode. The attach request 532 may further
indicate the home domain (e.g., HPLMN ID or fully qual-
ified domain name (FQDN)) from which the authentica-
tion information should be retrieved. The network access
node 504 may forward the request to the IoTF-C 506 to
which it belongs.
[0056] The IoTF-C 506 may determine the address of
the HSS/AAA server 512 from the home domain infor-
mation provided by the client device 502 and may trans-
mit a request 534 for authentication information for the
client device 502 to the HSS/AAA server 512. The IoTF-
C 506 may receive the authentication information 535
from the HSS/AAA server 512.
[0057] The IoTF-C 506 may perform mutual authenti-
cation (e.g., an AKA procedure) with the client device
502. During the AKA procedure, the IoTF-C 506 may
receive AVs from the HSS/AAA server 512 through the
authentication information 535. For example, the AVs
may contain a key (shown in FIG. 2 as the key KASME
206) from an Access Security Management Entity (AS-
ME). For example, the IoTF-C 506 may provide the key
KASME 206 to the client device 502 through the signal
536. When the AKA procedure is completed, the IoTF-C
506 and the client device 502 may derive CP key(s) 526,
such as the key KCP 208, the key KIoT-CPenc 210 and/or
the key KIoT-CPint 212, and may derive UP key(s) 528,
such as the key KUP 214, the key KIoT-UPenc 216 and/or
the key KIoT-UPint 218, from the key KASME 206 or from
the key KIoT 202.
[0058] In some aspects, the IoTF-C 506 may transfer
the key KUP 214 and the user plane encryption and in-
tegrity protection keys, such as the key KIoT-UPenc 216
and the key KIoT-UPint 218, to the IoTF-U 508 via the mes-
sage 538.
[0059] In an aspect of the present disclosure, the IoTF-
C 506 may generate one or more encrypted client device
contexts for the client device 502 by using the context
key 530 to encrypt a client device context. The IoTF-C
506 may then transmit the one or more encrypted client
device contexts to the client device 502. For example,
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the IoTF-C 506 may generate an encrypted client device
context for the control plane and an encrypted client de-
vice context for the user plane. In such example, the con-
text key 530 may include a first context key (e.g., the key
KCDC-IoTF-C 304) for generating an encrypted client de-
vice context for the control plane and a second context
key (e.g., the key KCDC-IoTF-U 306) for generating an en-
crypted client device context for the user plane. In an
aspect of the present disclosure, the IoTF-C 506 may
provide one or more of the context key(s) 530 to the IoTF-
U 508. For example, the IoTF-C 506 may transmit the
second context key (e.g., the key KCDC-IoTF-U 306) for
generating the encrypted client device context for the us-
er plane to the IoTF-U 508 via the message 538. Accord-
ingly, in some aspects, the IoTF-U 508 may include con-
text key(s) 531 provided by the IoTF-C 506.
[0060] FIG. 6 is a signal flow diagram 600 of an exem-
plary attach procedure by a client device in an IoT net-
work architecture (e.g., IoT network architecture 100,
500) in accordance with various aspects of the present
disclosure. As shown in FIG. 6, the signal flow diagram
600 includes a client device 602 (also referred to as an
IoT device), a network access node 604 (e.g., eNB, base
station, or network access point), an IoTF-C 606 imple-
mented at a network node 605, an IoTF-U 608 imple-
mented at a network node 607, a service network 609,
and a home subscriber server (HSS) 610.
[0061] As shown in FIG. 6, the client device 602 may
transmit a request 612 (e.g., an RRC connection request)
to the network access node 604 in order to communicate
with the network. The client device 602 may receive an
RRC connection setup message 614, which may include
a signaling radio bearer (SRB) configuration (e.g., an
SRB1 configuration for transmitting NAS messages over
a dedicated control channel (DCCH)). The client device
602 may transmit an RRC connection setup complete
message 616 to the network access node 604. For ex-
ample, the RRC connection setup complete message
616 may indicate an attach request.
[0062] The network access node 604 may transmit an
initial client device message 618 to the IoTF-C 606. The
IoTF-C 606 may determine the address of the HSS server
610 from the home domain information provided by the
client device 602, and may communicate 621 with the
HSS 610. For example, the IoTF-C 606 may transmit a
request for authentication information for the client device
602 to the HSS server 610 and may receive the authen-
tication information from the HSS server 610.
[0063] As shown in FIG. 6, the IoTF-C 606 may perform
mutual authentication, such as an AKA procedure 620,
with the client device 602. When the AKA procedure 620
is completed, the IoTF-C 606 and the client device 602
may derive control plane keys, such as the key KIoT-CPenc
210 and/or key KIoT-CPint 212, from the key KASME 206
or from the key KIoT 202. The IoTF-C 606 and the client
device 602 may further derive user plane keys, such as
the key KIoT-UPenc 216 and/or the key KIoT-UPint 218, from
the key KASME 206 or from the key KIoT 202.

[0064] In an aspect of the present disclosure, the IoTF-
C 606 may generate a control plane encrypted client de-
vice context by encrypting a control plane context for the
client device 602 using the key KCDC-IoTF-C 304 and/or
may generate a user plane encrypted client device con-
text by encrypting a user plane context for the client de-
vice 602 using the key KODC-IoTF-U 306. The IoTF-C 606
may transfer one or more keys (e.g., user plane keys,
such as the key KIoT-UPenc 216 and/or the key KIoT-UPint
218, and/or the key KCDC-IoTF-U 306) to the IoTF-U 608
via the message 622.
[0065] The IoTF-C 606 may transmit an initial context
set up request message 623 with an encrypted client
device context (e.g., a control plane encrypted client de-
vice context and/or user plane encrypted client device
context) to the client device 602. Therefore, the encrypt-
ed client device context may include a client device con-
text associated with the IoTF-C 606 and/or IoTF-U 608,
where the client device context may be used for uplink
data transmission by the client device 602.
[0066] In an aspect of the present disclosure, the en-
cryption key is only known to an IoTF (e.g., the client
device security context may be retrieved exclusively by
the IoTF-C 606 and/or IoTF-U 608). Accordingly, in such
aspect, the encryption key may be the KCDC-IoTF-U 306,
which may be unknown to network entities outside of an
IoTF, such as a network access node 604 or a client
device 602. In an aspect of the present disclosure, each
encrypted client device context corresponds to one data
radio bearer (DRB).
[0067] The network access node 604 may transmit an
RRC connection reconfiguration message 626 to the cli-
ent device 602. In an aspect of the present disclosure,
the RRC connection reconfiguration message 626 may
include the encrypted client device context. The client
device 602 may transmit an RRC connection reconfigu-
ration complete message 628 to the network access
node 604.
[0068] The client device 602 may transmit a first mes-
sage 630 including a data packet (e.g., a UL data packet)
to the network access node 604. The network access
node 604 may forward the data packet to the service
network 609 via the second message 632. For example,
and as shown in FIG. 6, the second message 632 may
be forwarded to the service network 609 by the network
access node 604 and the IoTF-U 608.
[0069] The service network 609 may transmit a third
message 634 including a data packet (e.g., a DL data
packet) to the client device 602. For example, and as
shown in FIG. 6, the third message 634 may be forwarded
to the client device 602 by the IoTF-U 608 and the network
access node 604. The client device 602 may then tran-
sition 636 to the idle mode. The network access node
604, the IoTF-C 606, and the IoTF-U 608 may proceed
to remove 638 the client device context.
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IoT Uplink (UL) Data Transfer

[0070] FIG. 7 is a block diagram illustrating a data
transmission initiated by a client device in an IoT network
architecture 700 in accordance with various aspects of
the present disclosure. As shown in FIG. 7, the IoT net-
work architecture 700 includes a client device 702 (also
referred to as an IoT device), a network access node 704
(e.g., eNB, base station, network access point), a net-
work device 705, a service network 710, and a home
subscriber server (HSS)/authentication, authorization,
and accounting (AAA) server 712.
[0071] In one aspect, the network device 705 may in-
clude one or more processing circuits and/or other ap-
propriate hardware configured to implement an IoTF. For
example, an IoTF may include a control plane IoT Func-
tion (IoTF-C) 706 and a user plane IoT Function (IoTF-
U) 708. In such aspect, the IoTF-C 706 may be imple-
mented at a network node 707 and the IoTF-U 708 may
be implemented at a network node 709. In one aspect,
the IoTF-C 706 and the IoTF-U 708 may be implemented
at the same hardware platform, such that the IoTF-C 706
and the IoTF-U 708 each represent an independent node
in the architecture 700. In such aspect, for example, the
IoTF-C 706 may be implemented at a first virtual machine
(e.g., a first operating system) provided on a hardware
platform (e.g., the network device 705) and the IoTF-U
708 may be implemented at a second virtual machine
(e.g., a second operating system) provided on the hard-
ware platform.
[0072] In an aspect of the present disclosure, the serv-
ice network 710 may include a number of entities, func-
tions, gateways, and/or servers configured to provide
various types of services. For example, the service net-
work 710 may include a short message entity (SME) 718,
a machine type communication interworking function
(MTC-IWF) 720, an IoT server 722, and/or a packet data
network (PDN) gateway (P-GW) 724. It should be under-
stood that the service network 710 disclosed in FIG. 7
serves as one example and that in other aspects, the
service network 710 may include different types of enti-
ties, functions, and/or servers than those disclosed in
FIG. 7.
[0073] In the aspect of FIG. 7, the IoTF-C 706 may
have generated an encrypted client device context for
the control plane and an encrypted client device context
for the user plane. In such aspect, the context key(s) 730
may include a first context key (e.g., the key KCDC-IoTF-C
304) for generating an encrypted client device context
for the control plane and a second context key (e.g., the
key KCDC-IoTF-U 306) for generating an encrypted client
device context for the user plane. For example, the IoTF-
C 706 may have transmitted the second context key (e.g.,
the key KODC-IoTF-U 306) for generating the encrypted
client device context for the user plane to the IoTF-U 708.
Accordingly, in such example, the IoTF-U 708 may in-
clude the context key(s) 731 provided by the IoTF-C 706
as shown in FIG. 7. In the aspect of FIG. 7, the client

device 702 has derived CP key(s) 726 and UP key(s)
728 in a manner previously discussed.
[0074] As shown in FIG. 7, the client device 702 may
transmit a first message 732 including a data packet and
an encrypted client device context provided by the IoTF-
C 706 to the network access node 704. The network ac-
cess node 704 may determine the address of the IoTF-
U 708 from the IoTF-U identifier in the data packet and
may forward the data packet to the IoTF-U 708 via a
second message 734. In an aspect, the network access
node 704 may forward the data packet to the next hop
node (e.g., the IoTF-U 708) indicated by the client device
702 without verifying the packet. The IoTF-U 708 may
verify the encrypted client device context and may de-
crypt the encrypted client device context using the con-
text key 731 (e.g., the key KODC-IoTF-U 306 for generating
the encrypted client device context for the user plane).
The IoTF-U 708 may then reconstruct the client device
context based on the decrypted information. The IoTF-
U 708 may then decrypt and verify the data packet with
the encryption and integrity keys (e.g., UP key(s) 728).
[0075] FIG. 8 is a signal flow diagram 800 illustrating
an exemplary data transmission initiated by a client de-
vice in an IoT network architecture (e.g., IoT network ar-
chitecture 700) in accordance with various aspects of the
present disclosure. As shown in FIG. 8, the signal flow
diagram 800 includes a client device 802 (also referred
to as an IoT device), a network access node 804 (e.g.,
eNB, base station, or network access point), an IoTF-U
806 implemented at a network node 805, and a service
network 808. The client device 802 may transmit a data
transfer request message 810 that includes an encrypted
client device context and a data packet (e.g., a UL data
packet) to the network access node 804. In as aspect,
the data transfer request message 810 may be sent by
the client device 802 without establishing an RRC con-
nection with the network access node 804.
[0076] The network access node 804, upon receipt of
the data transfer request message 810, may assign 812
a temporary identifier (TID) for the client device 802 for
potential downlink (DL) traffic. For example, the TID may
be a cell radio network temporary identifier (C-RNTI). The
network access node 804 may determine the IoTF-U
identifier included in the header of the data packet. An
example format of the data packet including such header
is discussed herein with reference to FIG. 12.
[0077] The network access node 804 may determine
the IP address of the IoTF-U 806, and may forward the
data packet to the IoTF-U 806 via a first message 814.
For example, as part of the Operations and Maintenance
(OAM) procedures, the network access node 804 may
be configured with a set of IoTF-U identifiers and the
corresponding IP address, or alternatively, the network
access node 804 may use a domain name system (DNS)
query based on the IoTF-U ID to determine the IP address
of the IoTF-U 806. In an aspect of the present disclosure,
and as shown in FIG. 8, the network access node 804
may include the TID and the encrypted client device con-
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text along with the data packet in the first message 814.
In an aspect of the present disclosure, the TID is stored
at the network access node 804 for a predefined time
interval. In such aspect, the network access node 804
may transmit the TID expiration time to IoTF-U 806 along
with the TID in the first message 814. The IoTF-U 806
may decrypt the encrypted client device context and may
reconstruct 816 the client device context (e.g., S5 bear-
er). The IoTF-U 806 may forward the data packet to the
service network 808 (e.g., the P-GW in service network
808 or other entity in the service network 808) via a sec-
ond message 818.
[0078] In response to the uplink data (e.g., the UL data
packet in the second message 818), the IoTF-U 806 may
receive a data packet (e.g., a DL data packet) from the
service network 808 (e.g., the P-GW in the service net-
work 808 or a corresponding entity in the service network
808) via the third message 820. The IoTF-U 806 may
transmit the received data packet to the network access
node 804 with the TID in a fourth message 822. The
network access node 804 may identify the client device
802 using the TID and may transmit the data packet to
the client device 802 in a fifth message 824. The client
device 802 may transition 826 to the idle mode based on
a preconfigured timer. The network access node 804 and
the IoTF-U 806 may proceed to remove 828 the client
device context that was created on-the-fly from the en-
crypted client device context.

Client Device Terminated Data Transfer (Paging)

[0079] FIG. 9 is a signal flow diagram 900 of an exem-
plary client device terminated data transmission in an IoT
network architecture (e.g., IoT network architecture 100)
in accordance with various aspects of the present disclo-
sure. As shown in FIG. 9, the signal flow diagram 900
includes a client device 902 (also referred to as an IoT
device), a network access node 904 (e.g., eNB, base
station, network access point), an IoTF-C 906 implement-
ed at a network node 905 and an IoTF-U 908 implement-
ed at a network node 907, a P-GW 910, and an IoT server
912. The IoT server 912 may transmit a downlink (DL)
message 914 including a DL data packet and a global
IoTF identifier (GIOTFI) to the P-GW 910. The P-GW 910
may locate the IoTF-U 908 based on the GIOTFI and
may forward the DL data packet to the IoTF-U 908 in a
forward message 916. The IoTF-U 908 may transmit a
DL data notification message 918 to IoTF-C 906. In an
aspect of the present disclosure, the DL data notification
message 918 may include the DL data packet if the DL
data packet is small enough to be carried in a paging
message. The IoTF-C 906 may transmit a paging mes-
sage 920 to one or more network access nodes (e.g.,
network access node 904). The network access node
904 may then page the client device 902 by transmitting
the page message 922.
[0080] The client device 902 may transmit an RRC con-
nection request message 924 including a UL data packet

to the IoTF-U 908. In an aspect of the present disclosure,
the UL data packet transmitted by the client device 902
may be empty. The network access node 904 may assign
926 a temporary identifier (TID) for the client device 902
for potential downlink (DL) traffic. For example, the TID
may be a cell radio network temporary identifier (C-RN-
TI). The network access node 904 may then forward the
UL data packet with the TID and encrypted client device
context to the IoTF-U 908 in a forward message 928. The
IoTF-U 908 may store 930 the TID and ID of the network
access node 904.
[0081] The IoTF-U 908 may transmit a client device
response notification message 932 to the IoTF-C 906. In
an aspect of the present disclosure, the IoTF-U 908 may
transmit, to the client device 902, a message 934 includ-
ing a DL data packet and the TID for the client device
902 if the IoTF-U 908 was not able to include the DL data
packet in the DL data notification message 918. The net-
work access node 904 may forward the DL data packet
to the client device 902 in a forward message 936. The
client device 902 may then transition 938 to the idle mode.
The network access node 904 and IoTF-C 906 may re-
move 940 the client device context.

Resource Establishment and Release

[0082] FIG. 10 is a signal flow diagram 1000 of an ex-
emplary resource establishment and release in an IoT
network architecture (e.g., IoT network architecture 100)
in accordance with various aspects of the present disclo-
sure. As shown in FIG. 10, the signal flow diagram 1000
includes a client device 1002 (also referred to as an IoT
device), an IoTF-C 1004 implemented at a network node
1006, an IoTF-U 1008 implemented at a network node
1010, and a P-GW 1012.
[0083] As shown in FIG. 10, the IoTF-C 1004, the IoTF-
U 1008, and/or the P-GW 1012 may remove 1014 a con-
text for the client device 1002. In one aspect, the IoTF-
C 1004 and/or the IoTF-U 1008 may remove the context
for the client device 1002 after the IoTF-C 1006 has pro-
vided an encrypted client device context to the client de-
vice 1002. As shown in FIG. 10, the client device 1002
may transmit a resource establishment request message
1016 to the IoTF-C 1004. For example, the client device
1002 may transmit the resource establishment request
message 1016 when the client device 1002 is to transmit
infrequent burst data transmissions to the network (e.g.,
to the P-GW 1012). For example, a burst data transmis-
sion may include a sequence of Protocol Data Units
(PDUs), such as IP packets. In an aspect, the resource
establishment request message 1016 may include an
encrypted client device context (e.g., a client device con-
text for the control plane).
[0084] During the resource establishment operation
1018, the IoTF-C 1004 may verify the encrypted client
device context from the client device 1002 and upon suc-
cessful verification, the IoTF-C 1004 may decrypt the en-
crypted client device context. The IoTF-C 1004 may then
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reconstruct the context for the client device 1002. In an
aspect, the IoTF-U 1008 and the P-GW 1012 may also
reconstruct the context for the client device 1002. In an
aspect, the IoTF-C 1004 may obtain a network address
(e.g., an IP address) for the client device 1002 and may
provide the network address to the client device 1002
during the resource establishment operation 1018. As
shown in FIG. 10, the client device 1002 may transmit
uplink (UL) data 1020 to the P-GW 1012 via the IoTF-U
1008. In an aspect, the client device 1002 may transmit
the UL data 1020 in one or more PDUs that include the
network address of the client device 1002.
[0085] In one aspect, the client device 1002 may de-
termine that there are no further data transmissions to
be made to the network. In such aspect, the client device
1002 may optionally transmit a resource release request
message 1 1022 to the IoTF-C 1004. The client device
1002 may then enter the idle mode 1024. The IoTF-C
1004 may transmit the resource release request mes-
sage 1 1022 to the P-GW 1012. In an aspect, the resource
release request message 1 1022 enables the P-GW 1012
to release one or more resources for the client device
1002. For example, the one or more resources may in-
clude the network address assigned to the client device
1002 (e.g., to allow reallocation of that network address),
a bearer for the client device 1002, and/or other resourc-
es for the client device 1002. The IoTF-C 1004 and the
IoTF-U 1008 may then remove 1030 the context for the
client device 1002. In another aspect, the IoTF-C 1004
and/or the IoTF-U 1008 may initiate a timer 1026 after
the UL data 1020 is received at the IoTF-U 1008. If the
timer 1026 expires prior to receiving any new UL data
(e.g., additional UL data subsequent to the UL data 1020)
from the client device 1002 and/or prior to transmitting
any downlink (DL) data to the client device 1002, the
IoTF-C 1004 and/or the IoTF-U 1008 may determine that
the client device 1002 is in the idle mode 1024. In such
a scenario, the IoTF-C 1004 may transmit a resource
release request message 2 1028 to the P-GW 1012. In
an aspect, the resource release request message 2 1028
enables the P-GW 1012 to release one or more resources
for the client device 1002. For example, the one or more
resources may include the network address assigned to
the client device 1002 (e.g., to allow reallocation of that
network address), a bearer for the client device 1002,
and/or other resources for the client device 1002. The
IoTF-C 1004 and the IoTF-U 1008 may then remove 1030
the context for the client device 1002. In one aspect, the
timer 1026 may be reset by the IoTF-C 1004 and/or the
IoTF-U 1008 when a new UL data transmission (e.g.,
additional UL data subsequent to the UL data 1020) is
received at the IoTF-U 1008 from the client device 1002
prior to expiration of the timer 1026.
[0086] FIG. 11 is a signal flow diagram 1100 of an ex-
emplary attach procedure by a client device in an IoT
network architecture in accordance with various aspects
of the present disclosure. As shown in FIG. 11, the signal
flow diagram 1100 includes a client device 1102 (also

referred to as an IoT device), a user plane function 1112
implemented at a network access node 1104 (e.g., eNB,
base station, or network access point), a control plane
function 1114 implemented at a network node 1106, a
service network 1108, and a home subscriber server
(HSS) 1110.
[0087] As shown in FIG. 11, the client device 1102 may
transmit a request 1116 (e.g., an RRC connection re-
quest) to the network access node 1104 in order to com-
municate with the network. The client device 1102 may
receive an RRC connection setup message 1118, which
may include a signaling radio bearer (SRB) configuration
(e.g., an SRB1 configuration for transmitting NAS mes-
sages over a dedicated control channel (DCCH)). The
client device 1102 may transmit an RRC connection set-
up complete message 1120 to the network access node
1104. For example, the RRC connection setup complete
message 1120 may indicate an attach request.
[0088] The network access node 1104 may transmit
an initial client device message 1122 to the network node
1106. The control plane function 1114 may determine
the address of the HSS server 1110 from the home do-
main information provided by the client device 1102, and
may communicate 1126 with the HSS 1110. For exam-
ple, the control plane function 1114 may transmit a re-
quest for authentication information for the client device
1102 to the HSS server 1110 and may receive the au-
thentication information from the HSS server 1110.
[0089] As shown in FIG. 11, the control plane function
1114 may perform mutual authentication, such as an
AKA procedure 1124, with the client device 1102. When
the AKA procedure 1124 is completed, the control plane
function 1114 and the client device 1102 may derive con-
trol plane keys, such as the key KIoT-CPenc 210 and/or
key KIoT-CPint 212, from the key KASME 206 or from the
key KIoT 202. The control plane function 1114 and the
client device 1102 may further derive user plane keys,
such as the key KIoT-UPenc 216 and/or the key KIoT-UPint
218, from the key KASME 206 or from the key KIoT 202.
[0090] In an aspect of the present disclosure, the con-
trol plane function 1114 may generate a control plane
encrypted client device context by encrypting a control
plane context for the client device 1102 using the key
KCDC-IoTF-C 304 and/or may generate a user plane en-
crypted client device context by encrypting a user plane
context for the client device 1102 using the key
KCDC-IoTF-U 306.
[0091] The control plane function 1114 may transmit
an initial context set up request message 1128 with an
encrypted client device context (e.g., a control plane en-
crypted client device context and/or user plane encrypted
client device context) to the client device 1102. There-
fore, the encrypted client device context may include a
client device context associated with the control plane
function 1114 and/or the user plane function 1112, where
the client device context may be used for uplink data
transmission by the client device 1102. In an aspect, the
control plane function 1114 may transfer one or more

33 34 



EP 3 429 246 B1

19

5

10

15

20

25

30

35

40

45

50

55

keys (e.g., user plane keys, such as the key KIoT-UPenc
216 and/or the key KIoT-UPint 218, and/or the key
KODC-IoTF-U 306) to the user plane function 1112 via the
message 1128.
[0092] In an aspect of the present disclosure, the en-
cryption key is only known to the user plane function 1112
and/or the control plane function 1114 (e.g., the client
device security context may be retrieved exclusively by
the user plane function 1112 and/or the control plane
function 1114). In such aspect, for example, the encryp-
tion key may be the KCDC-IoTF-U 306. In an aspect of
the present disclosure, each encrypted client device con-
text corresponds to one data radio bearer (DRB).
[0093] The network access node 1104 may transmit
an RRC connection reconfiguration message 1130 to the
client device 1102. In an aspect of the present disclosure,
the RRC connection reconfiguration message 1130 may
include the encrypted client device context. The client
device 1102 may transmit an RRC connection reconfig-
uration complete message 1132 to the network access
node 1104.
[0094] The client device 1102 may transmit a first mes-
sage 1134 including a data packet (e.g., a UL data pack-
et) to the network access node 1104. The user plane
function 1112 implemented at the network access node
1104 may forward the data packet to the service network
1108. The service network 1108 may transmit a second
message 1136 including a data packet (e.g., a DL data
packet) to the client device 1102. For example, and as
shown in FIG. 11, the second message 1136 may be
forwarded to the client device 1102 by the user plane
function 1112 at the network access node 1104. The cli-
ent device 1102 may then transition 1138 to the idle
mode. The network access node 1104 and the network
node 1106 may proceed to remove 1140 the client device
context.
[0095] FIG. 12 is a signal flow diagram 1200 of an ex-
emplary resource establishment and release in an IoT
network architecture in accordance with various aspects
of the present disclosure. As shown in FIG. 12, the signal
flow diagram 1200 includes a client device 1202 (also
referred to as an IoT device), a user plane function 1210
implemented at a network access node 1204, a control
plane function 1212 implemented at a network node
1206, and a P-GW 1208. In an aspect, the network ac-
cess node 1204, the user plane function 1210, the net-
work node 1206, and the control plane function 1212 of
FIG. 12 may respectively correspond to the network ac-
cess node 1104, the user plane function 1112, the net-
work node 1106, and the control plane function 1114 of
FIG. 11.
[0096] As shown in FIG. 12, the network access node
1204, the network node 1206, and/or the P-GW 1208
may remove 1214 a context for the client device 1202.
In one aspect, the network access node 1204 and/or the
network node 1206 may remove the context for the client
device 1202 after the control plane function 1212 has
provided an encrypted client device context to the client

device 1202. As shown in FIG. 12, the client device 1202
may transmit a resource establishment request 1216 to
the network access node 1204. For example, the client
device 1202 may transmit the resource establishment
request 1216 when the client device 1202 is to transmit
infrequent burst data transmissions to the network (e.g.,
to the P-GW 1208). For example, a burst data transmis-
sion may include a sequence of Protocol Data Units
(PDUs), such as IP packets. In an aspect, the resource
establishment request 1216 may include an encrypted
client device context (e.g., a client device context for the
control plane).
[0097] During the resource establishment operation
1218, the control plane function 1212 may verify the en-
crypted client device context from the client device 1202
and upon successful verification, the control plane func-
tion 1212 may decrypt the encrypted client device con-
text. The control plane function 1212 may then recon-
struct the context for the client device 1202. In an aspect,
the user plane function 1210 and the P-GW 1208 may
also reconstruct the context for the client device 1202.
In an aspect, the control plane function 1212 may obtain
a network address (e.g., an IP address) for the client
device 1202 and may provide the network address to the
client device 1202 during the resource establishment op-
eration 1218. As shown in FIG. 12, the client device 1202
may transmit uplink (UL) data 1220 to the P-GW 1208
via the network access node 1204. In an aspect, the client
device 1202 may transmit the UL data 1220 in one or
more PDUs that include the network address of the client
device 1202.
[0098] In one aspect, the client device 1202 may de-
termine that there are no further data transmissions to
be made to the network. In such aspect, the client device
1202 may optionally transmit a resource release request
message 1 1222 to the network access node 1204. The
client device 1202 may then enter the idle mode 1224.
As shown in FIG. 12, the network access node 1204 may
transmit the resource release request message 1 1222
to the P-GW 1208 via the network node 1206. In an as-
pect, the resource release request message 1 1222 en-
ables the P-GW 1208 to release one or more resources
for the client device 1202. For example, the one or more
resources may include the network address assigned to
the client device 1202 (e.g., to allow reallocation of that
network address), a bearer for the client device 1202,
and/or other resources for the client device 1202. The
control plane function 1212 and the user plane function
1210 may then remove 1232 the context for the client
device 1202. In another aspect, the user plane function
1210 and/or the control plane function 1212 may initiate
a timer 1226 after the UL data 1220 is received. If the
timer 1226 expires prior to receiving any new UL data
(e.g., additional UL data subsequent to the UL data 1220)
from the client device 1202 and/or prior to transmitting
any downlink (DL) data to the client device 1202, the
control plane function 1212 and/or the user plane function
1210 may determine that the client device 1202 is in the
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idle mode 1224. In such a scenario, according to one
aspect, the user plane function 1210 may transmit a re-
source release request message 2 1228 to the P-GW
1208 via the network node 1206. Alternatively, according
to another aspect, the control plane function 1212 may
transmit a resource release request message 3 1230 to
the P-GW 1208. In an aspect, the resource release re-
quest message 2 1228 or the resource release request
message 3 1230 enables the P-GW 1208 to release one
or more resources for the client device 1202. For exam-
ple, the one or more resources may include the network
address assigned to the client device 1202 (e.g., to allow
reallocation of that network address), a bearer for the
client device 1202, and/or other resources for the client
device 1202. The control plane function 1212 and the
user plane function 1210 may then remove 1232 the con-
text for the client device 1202. In one aspect, the timer
1226 may be reset by the control plane function 1212
and/or the user plane function 1210 when a new UL data
transmission (e.g., additional UL data subsequent to the
UL data 1220) is received at the user plane function 1210
from the client device 1202 prior to expiration of the timer
1226.

Control Plane Protocol Stack

[0099] FIG. 13 is a diagram illustrating a control plane
protocol stack 1300 for IoT data transmission in accord-
ance with various aspects of the present disclosure. As
shown in FIG. 13, the protocol stack 1300 may include
a client device protocol stack 1302 (also referred to as
an IoT device protocol stack), a network access node
protocol stack 1304, an IoTF protocol stack 1306 imple-
mented at a network node 1305, and a service network
protocol stack 1308. For example, the network access
node protocol stack 1304 may be implemented in an eNB,
base station, or network access point. As another exam-
ple, service network protocol stack 1308 may be imple-
mented in a P-GW. As shown in FIG. 13, the client device
protocol stack 1302 may include a physical (PHY) layer
1310, a media access control (MAC) layer 1312, a radio
link control (RLC) layer 1314, a packet data convergence
protocol (PDCP) layer 1316, and a control (Ctrl) layer
1320. As further shown in FIG. 13, the client device pro-
tocol stack 1302 may implement a context protocol layer
1318 for communicating a control plane encrypted client
device context (abbreviated as "CDCCP" in FIG. 13). The
context protocol layer 1318 may further enable commu-
nication of an IoTF ID (IID) and/or a security header (ab-
breviated as "Sec" in FIG. 13) that indicates the presence
of an encrypted client device context.
[0100] As shown in FIG. 13, the network access node
protocol stack 1304 may include a PHY layer 1322, a
MAC layer 1324, an RLC layer 1326, and a PDCP layer
1328 that respectively interface with the PHY layer 1310,
the MAC layer 1312, the RLC layer 1314, and the PDCP
layer 1316 of the client device protocol stack 1302. The
network access node protocol stack 1304 may further

include an Ethernet layer 1330, a MAC layer 1332, an
Internet Protocol (IP) layer 1334, a user datagram pro-
tocol (UDP) layer 1336, and a control plane GPRS Tun-
neling Protocol (GTP-C) layer 1338.
[0101] As shown in FIG. 13, the IoTF protocol stack
1306 may include an Ethernet layer 1340, a MAC layer
1342, an IP layer 1344, a UDP layer 1346, a GTP-C layer
1348, and a control (Ctrl) layer 1352. As further shown
in FIG. 13, the IoTF protocol stack 1306 may implement
a context protocol layer 1350 for communicating a control
plane encrypted client device context (abbreviated as
"CDCCP" in FIG. 13). The context protocol layer 1350
may also enable communication of an IoTF ID (IID)
and/or a security header (abbreviated as "Sec" in FIG.
13) that indicates the presence of an encrypted client
device context. As shown in FIG. 13, the context protocol
layer 1318 of the client device protocol stack 1302 is in
communication with the context protocol layer 1350 of
the IoTF protocol stack 1306. In an aspect, an encrypted
client device context may be carried in a packet header
outside a user plane message in accordance with the
exemplary IoT packet format described with respect to
FIG. 15.
[0102] The service network protocol stack 1308 may
include an IP layer 1354, a UDP layer 1356, a GTP-C
layer 1358, and a Ctrl layer 1360 that respectively inter-
face with the IP layer 1344, the UDP layer 1346, the GTP-
C layer 1348 and the Ctrl layer 1352 of the IoTF protocol
stack 1306. In an aspect of the present disclosure, if a
network architecture is implemented as a GSM EDGE
Radio Access Network (GERAN), protocols different
than the IP protocols 1364 may be used. In an aspect of
the present disclosure, the GTP-C and UDP protocols
indicated by regions 1362 and 1366 may be omitted.

User Plane Protocol Stack

[0103] FIG. 14 is a diagram illustrating a user plane
protocol stack 1400 for IoT data transmission in accord-
ance with various aspects of the present disclosure. As
shown in FIG. 14, the protocol stack 1400 may include
a client device protocol stack 1402 (also referred to as
an IoT device protocol stack), a network access node
protocol stack 1404, an IoTF protocol stack 1406 imple-
mented at a network node 1405, and a service network
protocol stack 1408. For example, the network access
node protocol stack 1404 may be implemented in an eNB,
base station, or network access point. As another exam-
ple, the service network protocol stack 1408 may be im-
plemented in a P-GW. As shown in FIG. 14, the client
device protocol stack 1402 may include a physical (PHY)
layer 1410, a media access control (MAC) layer 1412, a
radio link control (RLC) layer 1414, a packet data con-
vergence protocol (PDCP) layer 1416, and a user plane
(UP) layer 1420. As further shown in FIG. 14, the client
device protocol stack 1402 may implement a context pro-
tocol layer 1418 for communicating a user plane encrypt-
ed client device context (abbreviated as "CDCUP" in FIG.
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14). The context protocol layer 1418 may further enable
communication of an IoTF ID (IID) and/or a security head-
er (abbreviated as "Sec" in FIG. 14) that indicates the
presence of an encrypted client device context.
[0104] As shown in FIG. 14, the network access node
protocol stack 1404 may include a PHY layer 1422, a
MAC layer 1424, an RLC layer 1426, and a PDCP layer
1428 that respectively interface with the PHY layer 1410,
the MAC layer 1412, the RLC layer 1414, and the PDCP
layer 1416 of the client device protocol stack 1402. The
network access node protocol stack 1404 may further
include an Ethernet layer 1430, a MAC layer 1432, an
Internet Protocol (IP) layer 1434, a user datagram pro-
tocol (UDP) layer 1436, and a user plane GPRS Tun-
neling Protocol (GTP-U) layer 1438.
[0105] As shown in FIG. 14, the IoTF protocol stack
1406 may include an Ethernet layer 1440, a MAC layer
1442, an IP layer 1444, a UDP layer 1446, and a GTP-
U layer 1448. As further shown in FIG. 14, the IoTF pro-
tocol stack 1406 may implement a context protocol layer
1450 for communicating a user plane encrypted client
device context (abbreviated as "CDCUP" in FIG. 14). The
context protocol layer 1450 may also enable communi-
cation of an IoTF ID (IID) and/or a security header (ab-
breviated as "Sec" in FIG. 14) that indicates the presence
of an encrypted client device context. As shown in FIG.
14, the context protocol layer 1418 of the client device
protocol stack 1402 is in communication with the context
protocol layer 1450 of the IoTF protocol stack 1406. In
an aspect, a user plane encrypted client device context
may be carried in a packet header outside a UP message
in accordance with the exemplary IoT packet format de-
scribed with respect to FIG. 15.
[0106] The service network protocol stack 1408 may
include an IP layer 1454, a UDP layer 1456, a GTP-U
layer 1458 and a UP layer 1460 that respectively interface
with the IP layer 1444, the UDP layer 1446, the GTP-U
layer 1448, and the UP layer 1452 of the IoTF protocol
stack 1406. In an aspect of the present disclosure, if a
network architecture is implemented as a GSM EDGE
Radio Access Network (GERAN), protocols different
than the IP protocols 1464 may be used. In an aspect of
the present disclosure, the GTP-U and UDP protocols
indicated by regions 1462 and 1466 may be omitted. In
an aspect of the present disclosure, if the IP protocol is
used for UP message delivery, the user plane encrypted
network reachability context may be carried in the IP op-
tions field (IPv4) or IP extension header (IPv6).

IoT Packet Format

[0107] FIG. 15 is a diagram of a packet format 1500
for transmissions in an IoT network architecture in ac-
cordance with various aspects of the present disclosure.
With reference to FIG. 15, the temporary identifier (TID)
field 1502 may be used by a network access node (e.g.,
eNB, base station, or network access point) to identify a
client device (also referred to as an IoT device) locally.

For example, the value assigned by a network access
node to the TID field 1502 for identifying a client device
may be a C-RNTI or equivalent.
[0108] In an aspect of the present disclosure, the IoTF
ID (IID) field 1504 may include a globally unique tempo-
rary identifier (GUTI). For example, the GUTI may include
an identifier associated with an IoTF and an identifier
(e.g., a temporary identifier, such as a mobility manage-
ment entity (MME) temporary mobile subscriber identity
(M-TMSI)) associated with the client device. For exam-
ple, the GUTI may be used by a network access node to
identify an IoTF, and the GUTI may be used by an IoTF
to identify a client device. In another aspect, the IID field
1504 may include a global IoTF identifier (GIOTFI) and
an identifier (e.g., a temporary identifier, such as an M-
TMSI) associated with the client device. For example,
the GIOTFI may be an equivalent of a globally unique
mobility management entity identifier (GUMMEI) for an
IoTF. In an aspect of the present disclosure, the M-TMSI
may be encrypted for client device privacy. It should be
noted that using the IoTF IP address may disclose the
network topology.
[0109] The security header field 1506 may indicate the
presence of an encrypted client device context, a control
plane (CP)/user plane (UP) indication, a sequence
number, a time stamp value and/or a random value. For
example, the time stamp value may be based on a time
and a counter, where the time is the network access node
time or IoTF time. The client device context field 1508
may include an encrypted client device context. It should
be noted that if a time stamp is used for encryption instead
of the sequence number, the IoTF may not need to main-
tain any client device network states. A random value
may be based on the random number and a counter. The
random value is generated by the network access node
or by the client device, or a combination thereof. The
counter may be incremented by a certain value (e.g.,
one) for each packet. If a random value is used for en-
cryption instead of the sequence number, the client de-
vice may generate a new encryption key based on the
encryption key in the security context and the random
number. If a random value is used for integrity protection
instead of the sequence number, the client device may
generate a new integrity protection key based on the in-
tegrity protection key in the security context and the ran-
dom number, and may protect a message using the new
integrity protection key. The payload field 1510 may in-
clude data or control information (e.g., a data packet or
a control packet).
[0110] The message authentication code (MAC) field
1512 may be used for integrity protection. For example,
the MAC field 1512 may include a message authentica-
tion code generated by a transmitting device or entity.
The message authentication code in the MAC field 1512
may then be used by a receiving device or entity to verify
that the integrity of the message has not been compro-
mised (e.g., that the contents of the message have not
been altered or manipulated). In one aspect, the mes-
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sage authentication code in the MAC field 1512 may be
generated at a transmitting device or entity by applying
a message authentication code generation algorithm
(e.g., an AEAD cihper), where a message (e.g., a packet)
and a user plane key or a control plane key are used as
inputs for the message authentication code generation
algorithm. The output of the message authentication
code generation algorithm may be the message authen-
tication code included in the MAC field 1512. A receiving
device or entity may verify the integrity of the received
message by applying the message authentication code
generation algorithm (e.g., the AEAD cihper) to the mes-
sage. For example, the received message (e.g., the
packet) and the user plane key or the control plane key
may be used as inputs for the message authentication
code generation algorithm. The receiving device or entity
may then compare the output of the message authenti-
cation code generation algorithm to the message authen-
tication code included in the MAC field 1512. In such
example, when the output of the message authentication
code generation algorithm matches the message au-
thentication code included in the MAC field 1512, the
receiving device or entity may determine that the mes-
sage has been successfully verified.

Encrypted Client Device Context Design and Gener-
ation

[0111] In accordance with the aspects disclosed here-
in, the encrypted client device context may contain infor-
mation that may be needed by the network to provide a
service to the client device. For example, the client device
context may include a security context, a bearer ID,
Evolved Packet System (EPS) bearer quality of serv-
ice(s) (QoS) and S5-TEID(s), and/or other services, pa-
rameters, values, settings, or features that may be need-
ed by the network to provide a service to the client device.
In some aspects, the client device context may be estab-
lished during an AKA procedure.
[0112] In some aspects, the encrypted client device
context may include one or more items of information in
addition to the client device context. For example, the
encrypted client device context may include an expiration
time set by IoTF-C 106 (or indicated in the client device
context), which limits the lifetime of the encrypted client
device context (e.g., to prevent permanent reuse). As
another example, the encrypted client device context
may have a key index that identifies the key used for
generating the encrypted client device context.
[0113] In some aspects, the encrypted client device
context may be generated using a secret key that is only
known to an entity in the network and, therefore, may not
be interpreted and/or modified by client devices. For ex-
ample, the encrypted client device context may be gen-
erated by encrypting a client device context using the
secret key of the IoTF-U (e.g., IoTF-U 108). In some as-
pects, the encrypted client device context may be integ-
rity protected with the secret key of the IoTF-U (e.g., IoTF-

U 108) and, therefore, may not be manipulated/modified
by client devices.
[0114] In an aspect, the encrypted client device context
may be provided to a client device (e.g., client device
102) by the IoTF-C (e.g., IoTF-C 106) as a successful
completion of authentication and context (e.g., bearer)
setup. In an aspect, a client device may include the en-
crypted client device context in one or more user plane
packets (e.g., UL data packets) to enable the IoTF-U
(e.g., IoTF-U 108) to reconstruct the client device context
on-the-fly. For example, if a client device needs to trans-
mit multiple packets in series, the client device may in-
clude the encrypted client device context in the first pack-
et without including the encrypted client device context
in subsequent packets. In some aspects, the encrypted
client device context may be specific to a client device
and, therefore, an encrypted client device context issued
to a client device may not be used by any other client
devices.

a) Control Plane Encrypted Client Device Context

[0115] In an aspect of the present disclosure, an IoTF
(e.g., IoTF-C 106 in FIG. 1) may generate an encrypted
client device context by concatenating one or more items
of information. For example, a control plane (CP)
encrypted client device context (CDCCP) may be
generated based on the expression KeyID ||
Enc_KCDC-IoTF-C (CDCCP) || MAC. In an aspect of the
present disclosure, the key KCDC-IoTF-C (e.g., the key
KCDC-IoTF-C 304 in FIG. 3) may be the same as the key
KCDC-IoTF (e.g., the key KCDC-IoTF 302 in FIG. 3) or
derived from the key KCDC-IoTF. The term KeyID may
represent the Key Index (used for generating the
encrypted client device context). The term CDCCP may
represent the control plane client device context. For
example, the control plane client device context may
include a client device identifier, the client device security
context (e.g., control plane keys, such as the key KIoT
(KASME equivalent), the key KIoT-CPenc 210, the key
KIoT-CPint 212), the client device security capabilities
(e.g., Evolved Packet System Encryption Algorithm
(EEA), Evolved Packet System Integrity Algorithm (EIA)),
and/or the next hop (S5/S8) configuration information.
For example, the next hop configuration information may
include an IoT server address, a P-GW address, and/or
TEIDs. The term MAC may indicate the encryption mode
and/or a message authentication code generation
algorithm (also referred to as a MAC algorithm), which
may be chosen by a mobile network operator (MNO) and
configured to IoTFs. Therefore, the term
Enc_KCDC-IoTF-C (CDCCP) may represent the result of an
encryption operation performed on the control plane
client device context using the key KCDC-IoTF-C.

b) User Plane Encrypted Client Device Context

[0116] As another example, a user plane (UP)
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encrypted client device context (CDCUP) may be
generated based on the expression KeyID ||
Enc_KCDC-IoTF-U (CDCUP) || MAC. The term CDCUP may
represent the user plane client device context. For
example, the user plane client device context may
include a client device identifier, bearer IDs, Evolved
Packet System (EPS) bearer quality of service(s) (QoS),
an S5 tunnel endpoint identifier (TEID) for a user plane
General Packet Radio Service (GPRS) tunneling
protocol (GTP-U), a P-GW Internet Protocol (IP) address
(or equivalent information) to which the IoTF-U 108
forwards UL data, a client device security context (e.g.,
a selected encryption algorithm and user plane keys,
such as the key KIoT-UPenc 216, the key KIoT-UPint 218),
the client device security capabilities (e.g., Evolved
Packet System Encryption Algorithm (EEA), Evolved
Packet System Integrity Algorithm (EIA)), and/or the next
hop (S5/S8) configuration information. For example, the
next hop configuration information may include an IoT
server address, a P-GW address, and/or TEIDs.
Therefore, the term Enc_KCDC-IoTF-U (CDCUP) may
represent the result of an encryption operation performed
on the user plane client device context using the key
KCDC-IoTF-U. In an aspect of the present disclosure, the
encrypted client device context may only be decrypted
by the IoTF (e.g., IoTF-C 106 and/or IoTF-U 108) to which
the client device is attached/associated. In an aspect of
the present disclosure, a client device context may be
compressed before being encrypted.
[0117] The encrypted client device context may have
one or more characteristics. For example, an encrypted
client device context may contain the network state in-
formation associated with a particular client device and,
therefore, may not be transferrable to other client devic-
es. An IoTF-C/U (e.g., the IoTF-C 106 and/or the IoTF-
U 108) does not maintain contexts (e.g., network state
information) of a client device. Accordingly, such IoTF-
C/U may recover a client device context from an encrypt-
ed client device context using its own secret key and,
therefore, the IoTF-C/U does not need to store any ad-
ditional information to recover a client device context.
The IoTF-C/U may remove a client device context under
certain conditions (e.g., Evolved Packet System Connec-
tion Management (ECM)-Idle or immediately after small
data transfer) and restore it when necessary (e.g., for
data transfer).
[0118] A client device may store encrypted client de-
vice contexts provided by an IoTF-C for fast UL data
transfer/fast control plane message transfer. The client
device may enter a sleep mode immediately after trans-
mitting one or more data packet(s). Since there may be
no message exchange overhead for an IoTF-U to recon-
struct a client device context, no delay may be experi-
enced for transmission of small data packets. In an as-
pect of the present disclosure, no control plane message
may be used for user plane data transmission when the
client device is in the idle mode.

Tracking Area Update

[0119] A client device may perform a tracking area up-
date (TAU) procedure when the client device enters into
a new tracking area during the idle mode. The TAU mes-
sage may include the current tracking area id (TAI) and
the GIOTFI or equivalent (e.g., a globally unique mobile
management entity identifier (GUMMEI)) of the source
IoTF-C. The target IoTF-C may update the location of
the client device and the mobility anchor (e.g., IoTF-U
ID) to one or more network entities (e.g., a P-GW) along
with an encrypted network reachability context. In an as-
pect of the present disclosure, the encrypted network
reachability context may enable the IoTF-U to verify the
downlink packet. In an aspect of the present disclosure,
an application server (e.g., an IoT server) and/or a P-GW
may transmit a downlink (DL) packet with the encrypted
network reachability context to the IoTF-U/C (identified
by the GIOTFI).
[0120] FIG. 16 is a signal flow diagram 1600 of a TAU
procedure in an IoT network architecture (e.g., IoT net-
work architecture 100) in accordance with various as-
pects of the present disclosure. As shown in FIG. 16, the
signal flow diagram 1600 includes a client device 1602
(also referred to as an IoT device), a network access
node 1604 (e.g., eNB, base station, network access
point), a target IoTF-C 1606 implemented at a target net-
work device 1605, a source IoTF-C 1608 implemented
at a source network device 1607, a P-GW 1610, and an
IoT server 1612 (also referred to as an application serv-
er). The client device 1602 may transmit a data transfer
request message 1614 that includes an encrypted client
device context (e.g., a control plane (CP) encrypted client
context) and a TAU request to the network access node
1604. In an aspect of the present disclosure, the data
transfer request message 1614 may be sent by the client
device 1602 without establishing an RRC connection.
[0121] The network access node 1604 may determine
1616 the target IoTF-C identifier included in the TAU re-
quest. The network access node 1604 may then deter-
mine the IP address of the target IoTF-C 1606, and may
transmit a message 1618 including the TID associated
with the client device 1602, the encrypted client device
context, and the TAU request to the target IoTF-C 1606.
The target IoTF-C 1606 may transmit a message 1620
including a request for the client device context and the
encrypted client device context to the source IoTF-C
1608.
[0122] The source IoTF-C 1608 may transmit a mes-
sage 1622 including the client device context to the target
IoTF-C 1606. The target IoTF-C 1606 may store 1624
the TID for client device and an ID for the network access
node 1604, and may generate 1624 a new GUTI and a
new encrypted client device context for the client device
1602 based on the received client device context. In an
aspect of the present disclosure, the target IoTF-C 1606
may generate user plane (UP) keys and context gener-
ation keys and may provide the keys to an IoTF-U.
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[0123] The target IoTF-C 1606 may transmit a mes-
sage 1626 including the tracking area ID (TAI) and the
ID of the target IoTF-C 1606 (e.g., GIOTFI) to the IoT
server 1612 (or P-GW 1610). The target IoTF-C 1606
may transmit a message 1628 including the TID, the new
GUTI, the new encrypted client device context, and the
TAU response to the client device 1602. The network
access node 1604 may forward the new GUTI, the new
encrypted client device context, and the TAU response
to the client device 1602 in a message 1630 based on
the TID.
[0124] The aspects disclosed herein provide an archi-
tecture with new dedicated network functions that enable
independent deployment and that avoid scalability/inter-
working requirements. The aspects disclosed herein may
enable a network access node (e.g., a base station) to
transfer data to or from client devices without storing or
maintaining security contexts for the client devices, there-
by avoiding consumption of a substantial amount of re-
sources at the network access node (or other network
entity). Security features may be anchored at a new net-
work function (referred to as the IoT Function (IoTF)).
Dedicated resources are allocated for IoT data transfer
in order to avoid affecting normal client devices’ PDN
connection/traffic. An encrypted UE context may be used
for data transfer to eliminate the UE’s semi-persistent
context at the IoTF when the UE is in the idle state. The
MME/S-GW should not maintain large states (i.e., con-
texts) of IoT devices that do not transmit traffic frequently.
IoT devices may only require cost-effective data delivery
without exhausting expensive core network resources.

Encrypted Client Device Context Usage Information

[0125] In accordance with the various aspects of the
present disclosure, a client device (e.g., client device 702
in FIG. 7) may transmit usage information associated with
an encrypted client device context (also referred to as
encrypted client device context usage information) when
the client device transmits an encrypted client device
context to the network.
[0126] In one aspect, the encrypted client device con-
text usage information may indicate an amount of data
to be transmitted from the client device. For example, the
amount of data may be indicated as a reduced data trans-
mission (e.g., a transmission that includes a single data
packet) or a burst data transmission (e.g., one or more
transmissions that include several data packets). In an
aspect, the amount of data to be transmitted from the
client device may be indicated using a single bit (e.g., as
part of an information element (IE) in a header of a pack-
et). In such aspect, for example, the client device may
enable the bit (e.g., set the bit to ’1’) to indicate that the
amount of data to be transmitted from the client device
is a reduced data transmission or may disable the bit
(e.g., set the bit to ’0’) to indicate that the amount of data
to be transmitted from the client device is a burst data
transmission.

[0127] In one aspect, when the client device indicates
that the amount of data to be transmitted is a reduced
data transmission, the network (e.g., a network node,
such as the network node 707, 709, and/or a network
access node, such as the network access node 704) may
remove the context for the client device immediately after
the reduced data transmission is received from the client
device. In another aspect, when the client device indi-
cates that the amount of data to be transmitted is a re-
duced data transmission, the network may maintain the
context for the client device for a first threshold period of
time. For example, the network may implement a first
timer configured to measure the first threshold period of
time. In this aspect, the network may remove the context
for the client device upon expiration of the first timer. In
one aspect, if the network receives a data transmission
(e.g., a packet) from the client device before expiration
of the first timer, the network may reset the first timer and
may maintain the context for the client device until the
first timer expires.
[0128] In another aspect, when the client device indi-
cates that the amount of data to be transmitted is a burst
data transmission, the network may maintain the context
for the client device for a second threshold period of time.
For example, the network may implement a second timer
configured to measure the second threshold period of
time. In this aspect, the network may remove the context
for the client device upon expiration of the second timer.
In one aspect, if the network receives a data transmission
(e.g., a packet) from the client device before expiration
of the second timer, the network may reset the second
timer and may maintain the context for the client device
until the second timer expires. For example, the second
threshold period of time may be greater than the first
threshold period of time.
[0129] In one aspect, the encrypted client device con-
text usage information may be included in a header of a
packet transmitted to the network. In another aspect, the
client device may provide the encrypted client device
context usage information to the network during an RRC
signaling procedure.
[0130] In one aspect, the network (e.g., the network
node 605 in FIG. 6) may provide multiple types of en-
crypted client device contexts to a client device (e.g., the
client device 602 in FIG. 6). In such aspect, each type of
encrypted client device context may be used by the net-
work (e.g., the network node 907 in FIG. 9) to reconstruct
a portion of a context for the client device (e.g., a subset
of a context for the client device). For example, a first
type of encrypted client device context may be associat-
ed with a first service (e.g., a mobile broadband service)
provided by the network, where the first type of encrypted
client device context enables the network to reconstruct
a first portion of the client device context that is needed
to support the first service. In such example, a second
type of encrypted client device context may be associat-
ed with a second service (e.g., ultra-reliable low-latency
communications (URLLC)) provided by the network,

45 46 



EP 3 429 246 B1

25

5

10

15

20

25

30

35

40

45

50

55

where the second type of encrypted client device context
enables the network to reconstruct a second portion of
the client device context that is needed to support the
second service. In an aspect, the first portion of the client
device context and the second portion of the client device
context may include less context information than the
client device context originally generated by the network
for the client device.
[0131] In an aspect, the client device may determine
one or more of the multiple types of encrypted client de-
vice contexts to use based on the type of transmission
to be sent to (or received from) the network. For example,
and with reference to the examples provided above, if
the client device is to transmit data associated with a
mobile broadband service, the client device may transmit
the first type of encrypted client device context to the
network. As another example, if the client device is to
transmit data associated with a URLLC service, the client
device may transmit the second type of encrypted client
device context to the network. It should be understood
that other types of services may be provided by the net-
work in addition to or instead of the examples provided
above, such as a high priority access service, a delay
tolerant access service, or a machine type communica-
tions (MTC) service.
[0132] In accordance with the various aspects of the
present disclosure, a client device may indicate the type
of the encrypted client device context in the previously
described usage information when the client device
transmits an encrypted client device context to the net-
work. In one aspect, the encrypted client device context
usage information may indicate the type of information
being transmitted from the client device. For example,
the encrypted client device context usage information
may indicate that the information being transmitted from
the client device is associated with the user plane (e.g.,
data) or the control plane (e.g., control information). It
can be appreciated that since each of the different types
of encrypted client device contexts previously discussed
may be used by the network to reconstruct a portion of
a context for the client device (e.g., a subset of a context
for the client device), such different types of encrypted
client device contexts may be reduced in size as com-
pared to an encrypted client device context that enables
reconstruction of the entire (e.g., full) client device con-
text.
[0133] In an aspect, the context (or portion of a context)
to be reconstructed by the network (e.g., at the network
node 907 in FIG. 9) for a type of service provided by the
network (e.g., at the IoT server 912 in FIG. 9) may be
associated with a value (e.g., an index number or other
value). In such aspect, the client device (e.g., the client
device 902 in FIG. 9) may transmit the index number
along with the encrypted client device context to facilitate
reconstruction of a context at the network for a particular
service (or other specific use or application). For exam-
ple, an index number "1" may indicate a particular quality
of service (QoS) for a mobile broadband service and the

information needed to reconstruct a context for support-
ing that QoS. In such example, the client device may
transmit an encrypted client device context associated
with a mobile broadband service and the index number
"1" to facilitate reconstruction of a portion of the client
device context that supports the mobile broadband serv-
ice.

Multiple User Plane Network Functions

[0134] In one aspect of the present disclosure, a net-
work may include, among other things, a client device, a
network access node (e.g., eNB, base station, network
access point), and a network entity (e.g., a serving gate-
way (S-GW), a packet data network gateway (P-GW)).
In such aspect, the network access node may implement
a first user plane network function and the network entity
may implement a second user plane network function.
Accordingly, the network access node may obtain and
transmit a first user plane encrypted client device context
to the client device and the network entity may obtain
and transmit a second user plane encrypted client device
context to the client device. In an aspect, the first user
plane encrypted client device context may enable the
first user plane network function to reconstruct a first con-
text (e.g., a first security context) for the client device for
processing (e.g., for verifying and/or decrypting user data
packets) of user data traffic for the client device, and the
second user plane encrypted client device context may
enable the second user plane network function to recon-
struct a second context (e.g., a second security context)
for the client device for processing (e.g., for verifying
and/or decrypting user data packets) of user data traffic
for the client device. In one aspect, the client device may
transmit multiple encrypted client device contexts to the
network along with UL data traffic. For example, the client
device may transmit both the first user plane encrypted
client device context and the second user plane encrypt-
ed client device context along with UL data traffic. In one
aspect, the first and second user plane encrypted client
device contexts may be transmitted simultaneously (e.g.,
in the same packet transmitted from the client device).
Therefore, it can be appreciated that in some aspects,
the multiple encrypted client device contexts transmitted
from the client device may enable reconstruction of in-
dependent client device contexts that are associated with
different entities (e.g., network access node, S-GW) in
the network.

Exemplary Apparatus (e.g., Client Device) and Meth-
od Thereon

[0135] FIG. 17 is an illustration of an apparatus 1700
configured to communicate with a network based on an
IoT network architecture according to one or more as-
pects of the disclosure (e.g., aspects related to the meth-
ods of FIGS. 18-20 described below). The apparatus
1700 includes a communication interface (e.g., at least
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one transceiver) 1702, a storage medium 1704, a user
interface 1706, a memory device 1708, and a processing
circuit 1710.
[0136] These components can be coupled to and/or
placed in electrical communication with one another via
a signaling bus or other suitable component, represented
generally by the connection lines in FIG. 17. The signaling
bus may include any number of interconnecting buses
and bridges depending on the specific application of the
processing circuit 1710 and the overall design con-
straints. The signaling bus links together various circuits
such that each of the communication interface 1702, the
storage medium 1704, the user interface 1706, and the
memory device 1708 are coupled to and/or in electrical
communication with the processing circuit 1710. The sig-
naling bus may also link various other circuits (not shown)
such as timing sources, peripherals, voltage regulators,
and power management circuits, which are well known
in the art, and therefore, will not be described any further.
[0137] The communication interface 1702 may be
adapted to facilitate wireless communication of the ap-
paratus 1700. For example, the communication interface
1702 may include circuitry and/or code (e.g., instructions)
adapted to facilitate the communication of information bi-
directionally with respect to one or more communication
devices in a network. The communication interface 1702
may be coupled to one or more antennas 1712 for wire-
less communication within a wireless communication
system. The communication interface 1702 can be con-
figured with one or more standalone receivers and/or
transmitters, as well as one or more transceivers. In the
illustrated example, the communication interface 1702
includes a transmitter 1714 and a receiver 1716.
[0138] The memory device 1708 may represent one
or more memory devices. As indicated, the memory de-
vice 1708 may maintain network-related information /
along with other information used by the apparatus 1700.
In some implementations, the memory device 1708 and
the storage medium 1704 are implemented as a common
memory component. The memory device 1708 may also
be used for storing data that is manipulated by the
processing circuit 1710 or some other component of the
apparatus 1700.
[0139] The storage medium 1704 may represent one
or more computer-readable, machine-readable, and/or
processor-readable devices for storing code, such as
processor executable code or instructions (e.g., soft-
ware, firmware), electronic data, databases, or other dig-
ital information. The storage medium 1704 may also be
used for storing data that is manipulated by the process-
ing circuit 1710 when executing code. The storage me-
dium 1704 may be any available media that can be ac-
cessed by a general purpose or special purpose proces-
sor, including portable or fixed storage devices, optical
storage devices, and various other mediums capable of
storing, containing or carrying code.
[0140] By way of example and not limitation, the stor-
age medium 1704 may include a magnetic storage de-

vice (e.g., hard disk, floppy disk, magnetic strip), an op-
tical disk (e.g., a compact disc (CD) or a digital versatile
disc (DVD)), a smart card, a flash memory device (e.g.,
a card, a stick, or a key drive), a random access memory
(RAM), a read only memory (ROM), a programmable
ROM (PROM), an erasable PROM (EPROM), an elec-
trically erasable PROM (EEPROM), a register, a remov-
able disk, and any other suitable medium for storing code
that may be accessed and read by a computer. The stor-
age medium 1704 may be embodied in an article of man-
ufacture (e.g., a computer program product). By way of
example, a computer program product may include a
computer-readable medium in packaging materials. In
view of the above, in some implementations, the storage
medium 1704 may be a non-transitory (e.g., tangible)
storage medium.
[0141] The storage medium 1704 may be coupled to
the processing circuit 1710 such that the processing cir-
cuit 1710 can read information from, and write informa-
tion to, the storage medium 1704. That is, the storage
medium 1704 can be coupled to the processing circuit
1710 so that the storage medium 1704 is at least acces-
sible by the processing circuit 1710, including examples
where at least one storage medium is integral to the
processing circuit 1710 and/or examples where at least
one storage medium is separate from the processing cir-
cuit 1710 (e.g., resident in the apparatus 1700, external
to the apparatus 1700, distributed across multiple enti-
ties, etc.).
[0142] Code and/or instructions stored by the storage
medium 1704, when executed by the processing circuit
1710, causes the processing circuit 1710 to perform one
or more of the various functions and/or process opera-
tions described herein. For example, the storage medium
1704 may include operations configured for regulating
operations at one or more hardware blocks of the
processing circuit 1710, as well as to utilize the commu-
nication interface 1702 for wireless communication uti-
lizing their respective communication protocols.
[0143] The processing circuit 1710 is generally adapt-
ed for processing, including the execution of such
code/instructions stored on the storage medium 1704.
As used herein, the term "code" or "instructions" shall be
construed broadly to include without limitation program-
ming, instructions, instruction sets, data, code, code seg-
ments, program code, programs, subprograms, software
modules, applications, software applications, software
packages, routines, subroutines, objects, executables,
threads of execution, procedures, functions, etc., wheth-
er referred to as software, firmware, middleware, microc-
ode, hardware description language, or otherwise.
[0144] The processing circuit 1710 is arranged to ob-
tain, process and/or send data, control data access and
storage, issue commands, and control other desired op-
erations. The processing circuit 1710 may include circuit-
ry configured to implement desired code provided by ap-
propriate media in at least one example. For example,
the processing circuit 1710 may be implemented as one
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or more processors, one or more controllers, and/or other
structure configured to execute executable code. Exam-
ples of the processing circuit 1710 may include a general
purpose processor, a digital signal processor (DSP), an
application specific integrated circuit (ASIC), a field pro-
grammable gate array (FPGA) or other programmable
logic component, discrete gate or transistor logic, dis-
crete hardware components, or any combination thereof
designed to perform the functions described herein. A
general purpose processor may include a microproces-
sor, as well as any conventional processor, controller,
microcontroller, or state machine. The processing circuit
1710 may also be implemented as a combination of com-
puting components, such as a combination of a DSP and
a microprocessor, a number of microprocessors, one or
more microprocessors in conjunction with a DSP core,
an ASIC and a microprocessor, or any other number of
varying configurations. These examples of the process-
ing circuit 1710 are for illustration and other suitable con-
figurations within the scope of the disclosure are also
contemplated.
[0145] According to one or more aspects of the disclo-
sure, the processing circuit 1710 may be adapted to per-
form any or all of the features, processes, functions, op-
erations and/or routines for any or all of the apparatuses
described herein. As used herein, the term "adapted" in
relation to the processing circuit 1710 may refer to the
processing circuit 1710 being one or more of configured,
employed, implemented, and/or programmed to perform
a particular process, function, operation and/or routine
according to various features described herein.
[0146] According to at least one example of the appa-
ratus 1700, the processing circuit 1710 may include one
or more of a transmitting circuit/module 1720, a receiving
circuit/module 1722, an encrypted client device context
storing circuit/module 1724, an encrypted client device
context determining circuit/module 1726, an idle mode
entering circuit/module 1728, a security context estab-
lishing circuit/module 1730, a message obtaining cir-
cuit/module 1732, and a usage information obtaining cir-
cuit/module 1733 that are adapted to perform any or all
of the features, processes, functions, operations and/or
routines described herein (e.g., features, processes,
functions, operations and/or routines described with re-
spect to FIGS. 18-20).
[0147] The transmitting circuit/module 1720 may in-
clude circuitry and/or instructions (e.g., transmitting in-
structions 1734 stored on the storage medium 1704)
adapted to perform several functions relating to, for ex-
ample, transmitting a request to communicate with a net-
work, transmitting a message that includes at least one
of the one or more encrypted client device contexts to
the network, transmitting an empty packet with the UP
encrypted client device context to the network, transmit-
ting a plurality of data packets that include a network
address to the network, and transmitting a resource re-
lease request message to the network, wherein the re-
source release request message enables the network to

release one or more resources for the client device.
[0148] The receiving circuit/module 1722 may include
circuitry and/or instructions (e.g., receiving instructions
1736 stored on the storage medium 1704) adapted to
perform several functions relating to, for example, receiv-
ing one or more encrypted client device contexts from
the network in response to the request, receiving a sec-
ond data packet, wherein receiving the second data
packet does not establish a radio resource control (RRC)
connection with a network access node, receiving a page
message from the network, and receiving a network ad-
dress for the client device in response to the message.
[0149] The encrypted client device context storing cir-
cuit/module 1724 may include circuitry and/or instruc-
tions (e.g., encrypted client device context storing in-
structions 1738 stored on the storage medium 1704)
adapted to perform several functions relating to, for ex-
ample, storing the one or more encrypted client device
contexts in a local storage.
[0150] The encrypted client device context determin-
ing circuit/module 1726 may include circuitry and/or in-
structions (e.g., encrypted client device context deter-
mining instructions 1740 stored on the storage medium
1704) adapted to perform several functions relating to,
for example, determining at least one of the one or more
encrypted client device contexts to be used based on
whether the communication comprises data or control
information, and determining the at least one of the one
or more encrypted client device contexts that is associ-
ated with a service, wherein the at least one of the one
or more encrypted client device contexts enables recon-
struction of the portion of the client device context that
supports the service.
[0151] The idle mode entering circuit/module 1728
may include circuitry and/or instructions (e.g., idle mode
entering instructions 1742 stored on the storage medium
1704) adapted to perform several functions relating to,
for example, entering an idle mode immediately after
transmitting the message that includes the first data
packet.
[0152] The security context establishing circuit/module
1730 may include circuitry and/or instructions (e.g., se-
curity context establishing instructions 1744 stored on
the storage medium 1704) adapted to perform several
functions relating to, for example, establishing a security
context for a connection with the network, wherein the
security context includes at least an encryption algorithm,
an encryption key, an integrity protection algorithm, an
integrity protection key, or combinations thereof.
[0153] The message obtaining circuit/module 1732
may include circuitry and/or instructions (e.g., message
obtaining instructions 1746 stored on the storage medi-
um 1704) adapted to perform several functions relating
to, for example, obtaining a message, wherein the mes-
sage is associated with a service provided by the net-
work.
[0154] The usage information obtaining circuit/module
1733 may include circuitry and/or instructions (e.g., us-
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age information obtaining instructions 1747 stored on the
storage medium 1704) adapted to perform several func-
tions relating to, for example, obtaining usage information
associated with the at least one of the one or more en-
crypted client device contexts.
[0155] As mentioned above, instructions stored by the
storage medium 1704, when executed by the processing
circuit 1710, causes the processing circuit 1710 to per-
form one or more of the various functions and/or process
operations described herein. For example, the storage
medium 1704 may include one or more of the transmitting
instructions 1734, receiving instructions 1736, encrypted
client device context storing instructions 1738, encrypted
client device context determining instructions 1740, idle
mode entering instructions 1742, security context estab-
lishing instructions 1744, message obtaining instructions
1746, and usage information obtaining instructions 1747.
[0156] FIG. 18 (including FIGS. 18A and 18B) is a flow-
chart 1800 illustrating a method for communicating with
a network in accordance with various aspects of the dis-
closure. The method may be performed by an apparatus
such as a client device (e.g., the client device 102, 502
or the apparatus 1700). It should be understood that the
operations indicated by dashed lines in FIG. 18 represent
optional operations.
[0157] The client device transmits a request to com-
municate with a network 1802. In one example, the re-
quest may be the request 612 previously described with
respect to FIG. 6. In an aspect, the request may include
an indication that the client device is requesting an en-
crypted client device context and/or an indication of a
service that the client device is requesting. The client
device establishes a security context for a connection
with the network, wherein the security context includes
at least an encryption algorithm, an encryption key, an
integrity protection algorithm, and/or an integrity protec-
tion key 1803. In an aspect, the encryption key is a user
plane encryption key and the integrity protection key is
a user plane integrity protection key, the user plane en-
cryption key and the user plane integrity protection key
are maintained at the client device, and the first data
packet is at least integrity protected with the user plane
integrity protection key or encrypted with the user plane
encryption key.
[0158] The client device receives one or more encrypt-
ed client device contexts from the network in response
to the request 1804. In one example, the one or more
encrypted client device contexts may be the encrypted
client device context in the RRC connection reconfigu-
ration message 626 received by the client device 602 in
FIG. 6. In one aspect, the encrypted client device context
may be received from the network as a result of a suc-
cessful authentication with the network. In such aspect,
the successful authentication with the network does not
establish an access stratum (AS) security context. For
example, the one or more encrypted client device con-
texts may include at least one of a security context, a
quality of service (QoS) for a bearer, and/or a tunnel end-

point identifier (TEID). In an aspect, the one or more en-
crypted client device contexts may include a first context
to be used for data related communication with the client
device and a second context to be used for control related
communication with the client device. In an aspect, the
one or more encrypted client device contexts may not be
decrypted at the client device. In such aspect, the one or
more encrypted client device contexts may be decrypted
only by a network device that generated the one or more
encrypted client device contexts.
[0159] The client device stores the one or more en-
crypted client device contexts in a local storage 1806.
The client device determines at least one of the one or
more encrypted client device contexts to be used based
on whether a message (e.g., packet) to be transmitted
from the client device includes data or control information
1808. For example, the one or more encrypted client de-
vice contexts may include a user plane (UP) encrypted
client device context and a control plane (CP) encrypted
client device context. In such example, the client device
may transmit a first data packet with the UP encrypted
client device context, or a control packet with the CP en-
crypted client device context. For example, the control
packet may be a tracking area update (TAU) packet.
[0160] The client device transmits a message that in-
cludes at least one of the one or more encrypted client
device contexts to the network 1810. In one example,
the message may be the data transfer request message
810 that includes an encrypted client device context and
a data packet transmitted by the client device 802 to the
network access node 804 in FIG. 8. In an aspect, the one
or more encrypted client device contexts enable recon-
struction of a context at the network for communication
with the client device, the context including network state
information associated with the client device. In an as-
pect, the context is removed (e.g., deleted or no longer
not maintained) at the network. In an aspect, the client
device may transmit the message including the first data
packet without establishing a radio resource control
(RRC) connection with a network access node of the net-
work. The client device enters an idle mode immediately
after transmitting the message that includes the first data
packet 1812.
[0161] The client device receives a second data pack-
et, wherein receiving the second data packet does not
establish an RRC connection with a network access node
1814. In one example, the second data packet may be
the data packet in the fifth message 824 transmitted to
the client device 802 from the network access node 804
in FIG. 8. In an aspect, the encryption key is a user plane
encryption key and the integrity protection key is a user
plane integrity protection key, where the user plane en-
cryption key and the user plane integrity protection key
are maintained at the client device. In such aspect, when
receiving the second data packet, the client device ver-
ifies the second data packet with the user plane integrity
protection key and/or decrypts the second data packet
with the user plane encryption key. The client device re-
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ceives a page message from the network 1816. The client
device transmits an empty packet with the UP encrypted
client device context to the network 1818.
[0162] FIG. 19 is a flowchart 1900 illustrating a method
for communicating with a network in accordance with var-
ious aspects of the disclosure. The method may be per-
formed by an apparatus such as a client device (e.g., the
client device 102, 502 or the apparatus 1700). It should
be understood that the operations indicated by dashed
lines in FIG. 19 represent optional operations.
[0163] The client device transmits a request to com-
municate with a network 1902. In one example, the re-
quest may be the request 612 previously described with
respect to FIG. 6. In an aspect, the request may include
an indication that the client device is requesting an en-
crypted client device context and/or an indication of a
service that the client device is requesting. The client
device establishes a security context for a connection
with the network, wherein the security context includes
at least an encryption algorithm, an encryption key, an
integrity protection algorithm, and/or an integrity protec-
tion key 1904. In an aspect, the encryption key is a user
plane encryption key and the integrity protection key is
a user plane integrity protection key, the user plane en-
cryption key and the user plane integrity protection key
are maintained at the client device, and the first data
packet is at least integrity protected with the user plane
integrity protection key or encrypted with the user plane
encryption key.
[0164] The client device receives one or more encrypt-
ed client device contexts from the network in response
to the request 1906. In one example, the one or more
encrypted client device contexts may be the encrypted
client device context in the RRC connection reconfigu-
ration message 626 received by the client device 602 in
FIG. 6. In one aspect, the encrypted client device context
may be received from the network as a result of a suc-
cessful authentication with the network. In such aspect,
the successful authentication with the network does not
establish an access stratum (AS) security context. For
example, the one or more encrypted client device con-
texts may include at least one of a security context, a
quality of service (QoS) for a bearer, and/or a tunnel end-
point identifier (TEID). In an aspect, the one or more en-
crypted client device contexts may include a first context
to be used for data related communication with the client
device and a second context to be used for control related
communication with the client device. In an aspect, the
one or more encrypted client device contexts may not be
decrypted at the client device. In such aspect, the one or
more encrypted client device contexts may be decrypted
only by a network device that generated the one or more
encrypted client device contexts. In an aspect, the con-
text is removed at the network after the client device re-
ceives the one or more encrypted client device contexts
from the network. The client device transmits a message
that includes at least one of the one or more encrypted
client device contexts to the network 1908. In an aspect,

the one or more encrypted client device contexts enable
reconstruction of a context at the network for communi-
cation with the client device, the context including net-
work state information associated with the client device.
In an aspect, the message further includes a resource
establishment request and at least one of the one or more
encrypted client device contexts. For example, the mes-
sage may be the resource establishment request mes-
sage 1016. The client device receives a network address
for the client device in response to the message 1910.
The client device transmits a plurality of data packets that
include the network address to the network 1912. The
client device transmits a resource release request mes-
sage to the network, wherein the resource release re-
quest message enables the network to release one or
more resources for the client device 1914.
[0165] FIG. 20 is a flowchart 2000 illustrating a method
for communicating with a network in accordance with var-
ious aspects of the disclosure. The method may be per-
formed by an apparatus such as a client device (e.g., the
client device 102, 502 or the apparatus 1700). It should
be understood that the operations indicated by dashed
lines in FIG. 20 represent optional operations.
[0166] In an aspect, a method for a client device is
provided. The client device transmits a request to com-
municate with a network 2002. The client device estab-
lishes a security context for a connection with the net-
work, wherein the security context includes at least an
encryption algorithm, an encryption key, an integrity pro-
tection algorithm, an integrity protection key, or combi-
nations thereof 2004. The client device receives one or
more encrypted client device contexts from the network
in response to the request 2006.
[0167] The client device obtains a message, wherein
the message is associated with a service provided by the
network 2008. In an aspect, each of the one or more
encrypted client device contexts are associated with one
of a plurality of services provided by the network. In such
aspect, the client device determines the at least one of
the one or more encrypted client device contexts that is
associated with the service, wherein the at least one of
the one or more encrypted client device contexts enables
reconstruction of the portion of the client device context
that supports the service 2010. For example, the plurality
of services may include a mobile broadband service, an
ultra-reliable low-latency communications (URLLC)
service, a high priority access service, a delay tolerant
access service, and/or a machine type communications
(MTC) service.
[0168] The client device obtains usage information as-
sociated with the at least one of the one or more encrypt-
ed client device contexts 2012. In an aspect, the usage
information associated with the at least one of the one
or more encrypted client device contexts indicates wheth-
er the transmission of the message is a reduced data
transmission or a burst data transmission. In an aspect,
the usage information may include a value (e.g., an index
number or other value) associated with the context (or
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portion of a context) to be reconstructed by the network
for a type of service provided by the network.
[0169] The client device transmits a message that in-
cludes at least one of the one or more encrypted client
device contexts to the network 2014. In an aspect, the
message includes the usage information. In an aspect,
the one or more encrypted client device contexts enable
reconstruction of at least a portion of a context at the
network for communication with the client device, the
context including network state information associated
with the client device. In an aspect, the portion of the
context is maintained at the network for a time period that
is determined based on whether the transmission of the
message is the reduced data transmission or the burst
data transmission. In an aspect, the one or more encrypt-
ed client device contexts include a first user plane en-
crypted client device context that enables reconstruction
of a first context for the client device at a first entity in the
network, and a second user plane encrypted client device
context that enables reconstruction of a second context
for the client device at a second entity in the network. In
such aspect, the message includes at least the first user
plane encrypted client device context and the second
user plane encrypted client device context.

Exemplary Apparatus (e.g., Network Device) and 
Method Thereon

[0170] FIG. 21 is an illustration of an apparatus 2100
according to one or more aspects of the disclosure (e.g.,
aspects related to the methods of FIGS. 22-26 described
below). The apparatus 2100 includes a network commu-
nication interface (e.g., at least one transceiver) 2102, a
storage medium 2104, a user interface 2106, a memory
device 2108, and a processing circuit 2110. In an aspect,
the apparatus 2100 may be a network device (e.g., net-
work device 105, 505, 705) that implements an Internet
of Things (IoT) Function. For example, the apparatus
2100 may implement a control plane IoT Function (e.g.,
IoTF-C 106, 506, 606, 706, 906, 1406) and/or a user
plane IoT Function (e.g., IoTF-U 108, 508, 608, 708, 806,
908). It should be understood that such network device
may be implemented as a single network entity or as
multiple network entities.
[0171] These components can be coupled to and/or
placed in electrical communication with one another via
a signaling bus or other suitable component, represented
generally by the connection lines in FIG. 21. The signaling
bus may include any number of interconnecting buses
and bridges depending on the specific application of the
processing circuit 2110 and the overall design con-
straints. The signaling bus links together various circuits
such that each of the network communication interface
2102, the storage medium 2104, the user interface 2106,
and the memory device 2108 are coupled to and/or in
electrical communication with the processing circuit
2110. The signaling bus may also link various other cir-
cuits (not shown) such as timing sources, peripherals,

voltage regulators, and power management circuits,
which are well known in the art, and therefore, will not be
described any further.
[0172] The network communication interface 2102
may be adapted to facilitate communication of the appa-
ratus 2100. For example, the network communication in-
terface 2102 may include circuitry and/or code (e.g., in-
structions) adapted to facilitate the communication of in-
formation bi-directionally with respect to one or more net-
work entities in a network. The network communication
interface 2102 can be configured with one or more stan-
dalone receivers and/or transmitters, as well as one or
more transceivers.
[0173] The memory device 2108 may represent one
or more memory devices. As indicated, the memory de-
vice 2108 may maintain network-related information /
along with other information used by the apparatus 2100.
In some implementations, the memory device 2108 and
the storage medium 2104 are implemented as a common
memory component. The memory device 2108 may also
be used for storing data that is manipulated by the
processing circuit 2110 or some other component of the
apparatus 2100.
[0174] The storage medium 2104 may represent one
or more computer-readable, machine-readable, and/or
processor-readable devices for storing code, such as
processor executable code or instructions (e.g., soft-
ware, firmware), electronic data, databases, or other dig-
ital information. The storage medium 2104 may also be
used for storing data that is manipulated by the process-
ing circuit 2110 when executing code. The storage me-
dium 2104 may be any available media that can be ac-
cessed by a general purpose or special purpose proces-
sor, including portable or fixed storage devices, optical
storage devices, and various other mediums capable of
storing, containing or carrying code.
[0175] By way of example and not limitation, the stor-
age medium 2104 may include a magnetic storage de-
vice (e.g., hard disk, floppy disk, magnetic strip), an op-
tical disk (e.g., a compact disc (CD) or a digital versatile
disc (DVD)), a smart card, a flash memory device (e.g.,
a card, a stick, or a key drive), a random access memory
(RAM), a read only memory (ROM), a programmable
ROM (PROM), an erasable PROM (EPROM), an elec-
trically erasable PROM (EEPROM), a register, a remov-
able disk, and any other suitable medium for storing code
that may be accessed and read by a computer. The stor-
age medium 2104 may be embodied in an article of man-
ufacture (e.g., a computer program product). By way of
example, a computer program product may include a
computer-readable medium in packaging materials. In
view of the above, in some implementations, the storage
medium 2104 may be a non-transitory (e.g., tangible)
storage medium.
[0176] The storage medium 2104 may be coupled to
the processing circuit 2110 such that the processing cir-
cuit 2110 can read information from, and write informa-
tion to, the storage medium 2104. That is, the storage
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medium 2104 can be coupled to the processing circuit
2110 so that the storage medium 2104 is at least acces-
sible by the processing circuit 2110, including examples
where at least one storage medium is integral to the
processing circuit 2110 and/or examples where at least
one storage medium is separate from the processing cir-
cuit 2110 (e.g., resident in the apparatus 2100, external
to the apparatus 2100, distributed across multiple enti-
ties, etc.).
[0177] Code and/or instructions stored by the storage
medium 2104, when executed by the processing circuit
2110, causes the processing circuit 2110 to perform one
or more of the various functions and/or process opera-
tions described herein. For example, the storage medium
2104 may include operations configured for regulating
operations at one or more hardware blocks of the
processing circuit 2110, as well as to utilize the network
communication interface 2102 for network communica-
tion utilizing their respective communication protocols.
[0178] The processing circuit 2110 is generally adapt-
ed for processing, including the execution of such
code/instructions stored on the storage medium 2104.
As used herein, the term "code" or "instructions" shall be
construed broadly to include without limitation program-
ming, instructions, instruction sets, data, code, code seg-
ments, program code, programs, subprograms, software
modules, applications, software applications, software
packages, routines, subroutines, objects, executables,
threads of execution, procedures, functions, etc., wheth-
er referred to as software, firmware, middleware, microc-
ode, hardware description language, or otherwise.
[0179] The processing circuit 2110 is arranged to ob-
tain, process and/or send data, control data access and
storage, issue commands, and control other desired op-
erations. The processing circuit 2110 may include circuit-
ry configured to implement desired code provided by ap-
propriate media in at least one example. For example,
the processing circuit 2110 may be implemented as one
or more processors, one or more controllers, and/or other
structure configured to execute executable code. Exam-
ples of the processing circuit 2110 may include a general
purpose processor, a digital signal processor (DSP), an
application specific integrated circuit (ASIC), a field pro-
grammable gate array (FPGA) or other programmable
logic component, discrete gate or transistor logic, dis-
crete hardware components, or any combination thereof
designed to perform the functions described herein. A
general purpose processor may include a microproces-
sor, as well as any conventional processor, controller,
microcontroller, or state machine. The processing circuit
2110 may also be implemented as a combination of com-
puting components, such as a combination of a DSP and
a microprocessor, a number of microprocessors, one or
more microprocessors in conjunction with a DSP core,
an ASIC and a microprocessor, or any other number of
varying configurations. These examples of the process-
ing circuit 2110 are for illustration and other suitable con-
figurations within the scope of the disclosure are also

contemplated.
[0180] According to one or more aspects of the disclo-
sure, the processing circuit 2110 may be adapted to per-
form any or all of the features, processes, functions, op-
erations and/or routines for any or all of the apparatuses
described herein. As used herein, the term "adapted" in
relation to the processing circuit 2110 may refer to the
processing circuit 2110 being one or more of configured,
employed, implemented, and/or programmed to perform
a particular process, function, operation and/or routine
according to various features described herein.
[0181] According to at least one example of the appa-
ratus 2100, the processing circuit 2110 may include one
or more of a transmitting circuit/module 2120, receiving
circuit/module 2122, authenticating and verifying cir-
cuit/module 2124, encrypted client device context gen-
erating circuit/module 2126, context reconstructing/re-
moving circuit/module 2128, packet processing cir-
cuit/module 2130, storing circuit/module 2132, network
access node determining circuit/module 2134, temporary
identifier adding circuit/module 2136, a network address
obtaining/releasing circuit/module 2137, a packet en-
crypting and protecting circuit/module 2138, and a secu-
rity context establishing circuit/module 2139 that are
adapted to perform any or all of the features, processes,
functions, operations and/or routines described herein
(e.g., features, processes, functions, operations and/or
routines described with respect to FIGS. 22-26).
[0182] The transmitting circuit/module 2120 may in-
clude circuitry and/or instructions (e.g., transmitting in-
structions 2140 stored on the storage medium 2104)
adapted to perform several functions relating to, for ex-
ample, transmitting one or more encrypted client device
contexts to the client device, transmitting a new encrypt-
ed client device context to a second client device, for-
warding a payload portion of the control packet to an
application server or packet data network gateway (P-
GW), forwarding the control packet to the client device,
forwarding the first data packet to the service network,
forwarding the second data packet to the client device,
and/or transmitting the network address to the client de-
vice.
[0183] The receiving circuit/module 2122 may include
circuitry and/or instructions (e.g., receiving instructions
2142 stored on the storage medium 2104) adapted to
perform several functions relating to, for example, receiv-
ing, from a client device, a request to communicate with
a network, receiving a control packet and an encrypted
client device context from the client device, receiving a
first data packet and an encrypted client device context
from the client device, receiving a second data packet
from a server or a packet data network gateway (P-GW),
receiving a control packet from a second client device,
receiving the context for a second client device from a
second network device, receiving a message that in-
cludes a resource establishment request and at least one
of the one or more encrypted client device contexts from
the client device, receiving a message from the client
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device, the message including at least one of the one or
more encrypted client device contexts and usage infor-
mation associated with the one or more encrypted client
device contexts, and/or receiving a resource release re-
quest message from the client device.
[0184] The authenticating and verifying circuit/module
2124 may include circuitry and/or instructions (e.g., au-
thenticating and verifying instructions 2144 stored on the
storage medium 2104) adapted to perform several func-
tions relating to, for example, requesting authentication
information from a home subscriber server (HSS)/au-
thentication, authorization, and accounting (AAA) server,
performing mutual authentication with the client device,
and verifying the encrypted client device context received
from the client device.
[0185] The encrypted client device context generating
circuit/module 2126 may include circuitry and/or instruc-
tions (e.g., encrypted client device context generating
instructions 2146 stored on the storage medium 2104)
adapted to perform several functions relating to, for ex-
ample, generating one or more encrypted client device
contexts, wherein the one or more encrypted client de-
vice contexts enable reconstruction of the at least one
context at the network for communication with the client
device, determining whether the encrypted client device
context has expired, generating a new encrypted client
device context, determining to generate the one or more
encrypted client device contexts, where the determina-
tion is based on at least one of encrypted client device
context usage information indicated in the request, a sub-
scription of the device, or a policy, and requesting a client
device context for a second client device from a second
network device, the request including a control plane
(CP) encrypted client device context. For example, the
one or more encrypted client device contexts may include
a first context to be used for data related communication
and a second context to be used for control related com-
munication.
[0186] The context reconstructing/removing cir-
cuit/module 2128 may include circuitry and/or instruc-
tions (e.g., context reconstructing/removing instructions
2148 stored on the storage medium 2104) adapted to
perform several functions relating to, for example, ob-
taining a key (e.g., the key KCDC-IoTF-U) for an encrypted
client device context associated with a client device, ob-
taining a security context for the client device from the
encrypted client device context based on the key, recon-
structing the at least one context from the encrypted client
device context, reconstructing at least a portion of a con-
text based on the at least one of the one or more encrypt-
ed client device contexts and the usage information, re-
moving at least one context, and/or maintaining the at
least a portion of a context for a first threshold period of
time when the usage information indicates a reduced da-
ta transmission, or a second threshold period of time
when the usage information indicates a burst data trans-
mission, the second threshold period of time being great-
er than the first threshold period of time.

[0187] The packet processing circuit/module 2130
may include circuitry and/or instructions (e.g., packet
processing instructions 2150 stored on the storage me-
dium 2104) adapted to perform several functions relating
to, for example, processing the control packet using the
at least one context, wherein the processing includes at
least one of verifying or decrypting the control packet
using the context.
[0188] The storing circuit/module 2132 may include cir-
cuitry and/or instructions (e.g., storing instructions 2152
stored on the storage medium 2104) adapted to perform
several functions relating to, for example, storing a tem-
porary identifier (ID) for a downlink packet for the client
device.
[0189] The network access node determining cir-
cuit/module 2134 may include circuitry and/or instruc-
tions (e.g., network access node determining instructions
2154 stored on the storage medium 2104) adapted to
perform several functions relating to, for example, deter-
mining a network access node to which the second data
packet is forwarded.
[0190] The temporary identifier adding circuit/module
2136 may include circuitry and/or instructions (e.g., tem-
porary identifier adding instructions 2156 stored on the
storage medium 2104) adapted to perform several func-
tions relating to, for example, adding a temporary iden-
tifier to the second data packet that enables the network
access node to determine the client device.
[0191] The network address obtaining/releasing cir-
cuit/module 2137 may include circuitry and/or instruc-
tions (e.g., network address obtaining/releasing instruc-
tions 2157 stored on the storage medium 2104) adapted
to perform several functions relating to, for example, ob-
taining a network address for the client device in re-
sponse to the message, transmitting a resource release
request message from the client device to a gateway,
wherein the resource release request message causes
the gateway to release the network address for the client
device, and/or transmitting a resource release request
message to a gateway when a timer expires prior to a
transmission from the client device to the network or prior
to a transmission from the network to the client device,
wherein the resource release request message enables
the gateway to release one or more resources for the
client device.
[0192] The packet encrypting and protecting cir-
cuit/module 2138 may include circuitry and/or instruc-
tions (e.g., packet encrypting and protecting instructions
2158 stored on the storage medium 2104) adapted to
perform several functions relating to, for example, en-
crypting or integrity protecting the packet using a user
plane (UP) client device keys, decrypting and verifying
the first data packet based on the security context, and/or
encrypting or integrity protecting the second data packet
using the user plane encryption key or the user plane
integrity protection key.
[0193] The security context establishing circuit/module
2139 may include circuitry and/or instructions (e.g., se-
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curity context establishing instructions 2159 stored on
the storage medium 2104) adapted to perform several
functions relating to, for example, establishing at least
one context with the client device, the at least one context
including network state information associated with a
connection between the client device and the network,
wherein the network state information includes at least
an encryption algorithm, an encryption key, an integrity
protection algorithm, an integrity protection key, or com-
binations thereof.
[0194] As mentioned above, instructions stored by the
storage medium 2104, when executed by the processing
circuit 2110, causes the processing circuit 2110 to per-
form one or more of the various functions and/or process
operations described herein. For example, the storage
medium 2104 may include one or more of the transmitting
instructions 2140, receiving instructions 2142, authenti-
cating and verifying instructions 2144, encrypted client
device context generating instructions 2146, context re-
constructing/removing instructions 2148, packet
processing instructions 2150, storing instructions 2152,
network access node determining instructions 2154,
temporary identifier adding instructions 2156, network
address obtaining/releasing instructions 2157, packet
encrypting and protecting instructions 2158, and security
context establishing instructions 2159.
[0195] FIG. 22 (including FIGS. 22A and 22B) is a flow-
chart 2200 illustrating a method for communicating in an
IoT network architecture in accordance with various as-
pects of the disclosure. The method may be performed
by an apparatus such as a network device (e.g., the net-
work device 105 of FIG. 1 or the apparatus 2100 of FIG.
21) that implements an IoT Function (e.g., a control plane
IoTF, such as the control plane IoTF 106 of FIG. 1). It
should be understood that the operations indicated with
dashed lines in FIG. 22 represent optional operations.
[0196] The apparatus receives, from a client device, a
request to communicate with a network 2202. The appa-
ratus requests authentication information from a home
subscriber server (HSS)/authentication, authorization,
and accounting (AAA) server 2204. The apparatus per-
forms mutual authentication with the client device 2206.
[0197] The apparatus establishes at least one context
with the client device, the at least one context including
network state information associated with a connection
between the client device and the network 2207. In an
aspect, the network state information includes at least
an encryption algorithm, an encryption key, an integrity
protection algorithm, and/or an integrity protection key.
The apparatus determines to generate the one or more
encrypted client device contexts, wherein the determina-
tion is based on at least one of encrypted client device
context usage information indicated in the request, a sub-
scription of the client device, and/or a policy 2208.
[0198] The apparatus generates one or more encrypt-
ed client device contexts 2210. In an aspect, the one or
more encrypted client device contexts enable recon-
struction of a context at the network for communication

with the client device. In an aspect, the one or more en-
crypted client device contexts include a first context to
be used for data related communication and a second
context to be used for control related communication.
The apparatus transmits the one or more encrypted client
device contexts to the client device 2212.
[0199] The apparatus receives a control packet and an
encrypted client device context from the client device
2214. The apparatus verifies the encrypted client device
context received from the client device 2216. In an as-
pect, the apparatus verifies the encrypted client device
context received from the client device by determining
whether the encrypted client device context has expired,
generates one or more new encrypted client device con-
texts when the previous encrypted client device context
has expired, and transmits the one or more new encrypt-
ed client device contexts to the client device when the
previous encrypted client device context has expired. In
an aspect, verifying the encrypted client device context
includes determining a key for verifying the encrypted
client device context.
[0200] The apparatus reconstructs the at least one
context from the encrypted client device context 2218.
The apparatus processes the control packet using the at
least one context, where the processing includes at least
one of verifying or decrypting the control packet using
the at least one context 2220. The apparatus stores a
temporary identifier (ID) for a downlink packet for the cli-
ent device 2222. The apparatus forwards a payload por-
tion of the control packet to an application server or pack-
et data network gateway (P-GW) 2224.
[0201] FIG. 23 (including FIGS. 23A and 23B) is a flow-
chart 2300 illustrating a method for communicating in an
IoT network architecture in accordance with various as-
pects of the disclosure. The method may be performed
by an apparatus such as a network device (e.g., the net-
work device 105 of FIG. 1 or the apparatus 2100 of FIG.
21) that implements an IoT Function (e.g., a control plane
IoTF, such as the control plane IoTF 106 of FIG. 1). It
should be understood that the operations indicated with
dashed lines in FIG. 23 represent optional operations.
[0202] The apparatus receives, from a client device, a
request to communicate with a network 2302. The appa-
ratus establishes at least one context with the client de-
vice, the at least one context including network state in-
formation associated with a connection between the cli-
ent device and the network, wherein the network state
information includes at least an encryption algorithm, an
encryption key, an integrity protection algorithm, and/or
an integrity protection key 2304. The apparatus gener-
ates one or more encrypted client device contexts 2306.
In an aspect, the one or more encrypted client device
contexts enable reconstruction of the at least one context
at the network for communication with the client device.
The apparatus transmits the one or more encrypted client
device contexts to the client device 2308. The apparatus
removes the at least one context 2310. The apparatus
receives a message from the client device, the message
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including at least one of the one or more encrypted client
device contexts and usage information associated with
the one or more encrypted client device contexts 2312.
In an aspect, the usage information indicates whether
transmission of the message is a reduced data transmis-
sion or a burst data transmission. In an aspect, the net-
work device may reconstruct at least a portion of a context
based on the at least one of the one or more encrypted
client device contexts and the usage information. In an
aspect, the message from the client device includes a
resource establishment request and at least one of the
one or more encrypted client device contexts. For exam-
ple, the message may be the resource establishment re-
quest message 1016 in FIG. 10. The apparatus obtains
a network address for the client device in response to
the message 2314. The apparatus transmits the network
address to the client device 2316. In an aspect, the ap-
paratus maintains the at least a portion of a context for
a first threshold period of time when the usage informa-
tion indicates a reduced data transmission, or a second
threshold period of time when the usage information in-
dicates a burst data transmission, the second threshold
period of time being greater than the first threshold period
of time. In one aspect, the apparatus transmits a resource
release request message to a gateway when a timer ex-
pires prior to a transmission from the client device to the
network or prior to a transmission from the network to
the client device 2318. In an aspect, the resource release
request message enables the gateway to release one or
more resources for the client device. In another aspect,
the apparatus receives a resource release request mes-
sage from the client device 2320. In such aspect, the
apparatus transmits the resource release request mes-
sage from the client device to a gateway 2322. In an
aspect, the resource release request message enables
the gateway to release one or more resources for the
client device. In some aspects, the operation 2318 and
the operations 2320 and 2322 may be performed in the
alternative. For example, if operation 2318 is performed,
operations 2320 and 2322 may not be performed. As
another example, if the operations 2320 and 2322 are
performed, operation 2318 may not be performed.
[0203] FIG. 24 is a flowchart 2400 illustrating a method
for communicating in an IoT network architecture in ac-
cordance with various aspects of the disclosure. The
method may be performed by an apparatus such as a
network device (e.g., the network device 105 of FIG. 1
or the apparatus 2100 of FIG. 21) that implements an IoT
Function (e.g., a control plane IoTF, such as the control
plane IoTF 106 of FIG. 1).
[0204] The apparatus receives a control plane packet
from a second client device 2402. In an aspect, the sec-
ond client device is different from the client device from
which the request to communicate with the network is
initially received. The apparatus requests a context for
the second client device from a second network device,
the request including a control plane (CP) encrypted cli-
ent device context 2404. The apparatus receives the con-

text for the second client device from the second network
device 2406. The apparatus generates a new encrypted
client device context 2408. The apparatus transmits the
new encrypted client device context to the second client
device 2410.
[0205] FIG. 25 (including FIGS. 25A and 25B) is a flow-
chart 2500 illustrating a method for communicating in an
IoT network architecture in accordance with various as-
pects of the disclosure. The method may be performed
by an apparatus such as a network device (e.g., the net-
work device 105 of FIG. 1 or the apparatus 2100 of FIG.
21) that implements an IoT Function (e.g., a user plane
IoTF, such as the user plane IoTF 108 of FIG. 1). It should
be understood that the operations indicated with dashed
lines in FIG. 25 represent optional operations.
[0206] The apparatus obtains a key (e.g., the key
KCDC-IoTF-U) for an encrypted client device context asso-
ciated with a client device 2502. The apparatus receives
a first data packet (e.g., UL data packet) and the encrypt-
ed client device context from the client device 2504. The
apparatus obtains a security context for the client device
from the encrypted client device context using the key
2506. The apparatus decrypts and verifies the first data
packet based on the security context 2508. The appara-
tus forwards the first data packet to a service network
when the decryption and verification are successful 2510.
[0207] In an aspect, the apparatus receives a second
data packet (e.g., the DL data packet in message 914 of
FIG. 9) from a server or a packet data network gateway
2512. The apparatus determines a network access node
to which the second data packet is forwarded 2514. The
apparatus adds a temporary identifier to the second data
packet that enables the network access node to deter-
mine the client device 2516. The apparatus encrypts or
integrity protects the second data packet using the user
plane encryption key or the user plane integrity protection
key 2518. The apparatus forwards (e.g., via message
934 in FIG. 9) the second data packet to the client device
2520.
[0208] FIG. 26 (including FIGS. 26A and 26B) is a flow-
chart 2600 illustrating a method for communicating in an
IoT network architecture in accordance with various as-
pects of the disclosure. The method may be performed
by an apparatus such as a network device (e.g., the net-
work device 105 of FIG. 1 or the apparatus 2100 of FIG.
21) that implements an IoT Function (e.g., a control plane
IoTF, such as the control plane IoTF 106 of FIG. 1). It
should be understood that the operations indicated with
dashed lines in FIG. 26 represent optional operations.
[0209] The apparatus receives, from a client device, a
request to communicate with a network 2602. The appa-
ratus requests authentication information from a home
subscriber server (HSS)/authentication, authorization,
and accounting (AAA) server 2604. The apparatus per-
forms mutual authentication with the client device 2606.
[0210] The apparatus establishes at least one context
with the client device, the at least one context including
network state information associated with a connection
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between the client device and the network 2608. In an
aspect, the network state information includes at least
an encryption algorithm, an encryption key, an integrity
protection algorithm, and/or an integrity protection key.
The apparatus determines to generate the one or more
encrypted client device contexts, wherein the determina-
tion is based on at least one of encrypted client device
context usage information indicated in the request, a sub-
scription of the client device, and/or a policy 2610.
[0211] The apparatus generates one or more encrypt-
ed client device contexts 2612. In an aspect, the one or
more encrypted client device contexts enable recon-
struction of a context at the network for communication
with the client device. In an aspect, the one or more en-
crypted client device contexts include a first context to
be used for data related communication and a second
context to be used for control related communication.
The apparatus transmits the one or more encrypted client
device contexts to the client device 2614. The apparatus
removes the at least one context 2616. The apparatus
receives a message from the client device, the message
including at least one of the one or more encrypted client
device contexts and usage information associated with
the one or more encrypted client device contexts 2618.
The apparatus reconstructs at least a portion of a context
based on the at least one of the one or more encrypted
client device contexts and the usage information 2620.
The apparatus maintains the at least a portion of a context
for a first threshold period of time when the usage infor-
mation indicates a reduced data transmission, or a sec-
ond threshold period of time when the usage information
indicates a burst data transmission, the second threshold
period of time being greater than the first threshold period
of time 2622.

Exemplary Apparatus (e.g., Network Access Node) 
and Method Thereon

[0212] FIG. 27 is an illustration of an apparatus 2700
according to one or more aspects of the disclosure (e.g.,
aspects related to the methods of FIGS. 28 and 29 de-
scribed below). The apparatus 2700 includes a commu-
nication interface (e.g., at least one transceiver) 2702, a
network communication interface 2703, a storage medi-
um 2704, a user interface 2706, a memory device 2708,
and a processing circuit 2710.
[0213] These components can be coupled to and/or
placed in electrical communication with one another via
a signaling bus or other suitable component, represented
generally by the connection lines in FIG. 27. The signaling
bus may include any number of interconnecting buses
and bridges depending on the specific application of the
processing circuit 2710 and the overall design con-
straints. The signaling bus links together various circuits
such that each of the communication interface 2702, net-
work communication interface 2703, the storage medium
2704, the user interface 2706, and the memory device
2708 are coupled to and/or in electrical communication

with the processing circuit 2710. The signaling bus may
also link various other circuits (not shown) such as timing
sources, peripherals, voltage regulators, and power
management circuits, which are well known in the art,
and therefore, will not be described any further.
[0214] The communication interface 2702 may be
adapted to facilitate wireless communication of the ap-
paratus 2700. For example, the communication interface
2702 may include circuitry and/or code (e.g., instructions)
adapted to facilitate the communication of information bi-
directionally with respect to one or more communication
devices in a network. The communication interface 2702
may be coupled to one or more antennas 2712 for wire-
less communication within a wireless communication
system. The communication interface 2702 can be con-
figured with one or more standalone receivers and/or
transmitters, as well as one or more transceivers. In the
illustrated example, the communication interface 2702
includes a transmitter 2714 and a receiver 2716.
[0215] The network communication interface 2703
may be adapted to facilitate communication of the appa-
ratus 2700. For example, the network communication in-
terface 2703 may include circuitry and/or code (e.g., in-
structions) adapted to facilitate the communication of in-
formation bi-directionally with respect to one or more net-
work entities in a network. The network communication
interface 2703 can be configured with one or more stan-
dalone receivers and/or transmitters, as well as one or
more transceivers.
[0216] The memory device 2708 may represent one
or more memory devices. As indicated, the memory de-
vice 2708 may maintain network-related information /
along with other information used by the apparatus 2700.
In some implementations, the memory device 2708 and
the storage medium 2704 are implemented as a common
memory component. The memory device 2708 may also
be used for storing data that is manipulated by the
processing circuit 2710 or some other component of the
apparatus 2700.
[0217] The storage medium 2704 may represent one
or more computer-readable, machine-readable, and/or
processor-readable devices for storing code, such as
processor executable code or instructions (e.g., soft-
ware, firmware), electronic data, databases, or other dig-
ital information. The storage medium 2704 may also be
used for storing data that is manipulated by the process-
ing circuit 2710 when executing code. The storage me-
dium 2704 may be any available media that can be ac-
cessed by a general purpose or special purpose proces-
sor, including portable or fixed storage devices, optical
storage devices, and various other mediums capable of
storing, containing or carrying code.
[0218] By way of example and not limitation, the stor-
age medium 2704 may include a magnetic storage de-
vice (e.g., hard disk, floppy disk, magnetic strip), an op-
tical disk (e.g., a compact disc (CD) or a digital versatile
disc (DVD)), a smart card, a flash memory device (e.g.,
a card, a stick, or a key drive), a random access memory
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(RAM), a read only memory (ROM), a programmable
ROM (PROM), an erasable PROM (EPROM), an elec-
trically erasable PROM (EEPROM), a register, a remov-
able disk, and any other suitable medium for storing code
that may be accessed and read by a computer. The stor-
age medium 2704 may be embodied in an article of man-
ufacture (e.g., a computer program product). By way of
example, a computer program product may include a
computer-readable medium in packaging materials. In
view of the above, in some implementations, the storage
medium 2704 may be a non-transitory (e.g., tangible)
storage medium.
[0219] The storage medium 2704 may be coupled to
the processing circuit 2710 such that the processing cir-
cuit 2710 can read information from, and write informa-
tion to, the storage medium 2704. That is, the storage
medium 2704 can be coupled to the processing circuit
2710 so that the storage medium 2704 is at least acces-
sible by the processing circuit 2710, including examples
where at least one storage medium is integral to the
processing circuit 2710 and/or examples where at least
one storage medium is separate from the processing cir-
cuit 2710 (e.g., resident in the apparatus 2700, external
to the apparatus 2700, distributed across multiple enti-
ties, etc.).
[0220] Code and/or instructions stored by the storage
medium 2704, when executed by the processing circuit
2710, causes the processing circuit 2710 to perform one
or more of the various functions and/or process opera-
tions described herein. For example, the storage medium
2704 may include operations configured for regulating
operations at one or more hardware blocks of the
processing circuit 2710, as well as to utilize the commu-
nication interface 2702 for wireless communication uti-
lizing their respective communication protocols.
[0221] The processing circuit 2710 is generally adapt-
ed for processing, including the execution of such
code/instructions stored on the storage medium 2704.
As used herein, the term "code" or "instructions" shall be
construed broadly to include without limitation program-
ming, instructions, instruction sets, data, code, code seg-
ments, program code, programs, subprograms, software
modules, applications, software applications, software
packages, routines, subroutines, objects, executables,
threads of execution, procedures, functions, etc., wheth-
er referred to as software, firmware, middleware, microc-
ode, hardware description language, or otherwise.
[0222] The processing circuit 2710 is arranged to ob-
tain, process and/or send data, control data access and
storage, issue commands, and control other desired op-
erations. The processing circuit 2710 may include circuit-
ry configured to implement desired code provided by ap-
propriate media in at least one example. For example,
the processing circuit 2710 may be implemented as one
or more processors, one or more controllers, and/or other
structure configured to execute executable code. Exam-
ples of the processing circuit 2710 may include a general
purpose processor, a digital signal processor (DSP), an

application specific integrated circuit (ASIC), a field pro-
grammable gate array (FPGA) or other programmable
logic component, discrete gate or transistor logic, dis-
crete hardware components, or any combination thereof
designed to perform the functions described herein. A
general purpose processor may include a microproces-
sor, as well as any conventional processor, controller,
microcontroller, or state machine. The processing circuit
2710 may also be implemented as a combination of com-
puting components, such as a combination of a DSP and
a microprocessor, a number of microprocessors, one or
more microprocessors in conjunction with a DSP core,
an ASIC and a microprocessor, or any other number of
varying configurations. These examples of the process-
ing circuit 2710 are for illustration and other suitable con-
figurations within the scope of the disclosure are also
contemplated.
[0223] According to one or more aspects of the disclo-
sure, the processing circuit 2710 may be adapted to per-
form any or all of the features, processes, functions, op-
erations and/or routines for any or all of the apparatuses
described herein. As used herein, the term "adapted" in
relation to the processing circuit 2710 may refer to the
processing circuit 2710 being one or more of configured,
employed, implemented, and/or programmed to perform
a particular process, function, operation and/or routine
according to various features described herein.
[0224] According to at least one example of the appa-
ratus 2700, the processing circuit 2710 may include one
or more of a receiving circuit/module 2722, a temporary
identifier adding circuit/module 2724, a storing cir-
cuit/module 2726, a temporary identifier removing cir-
cuit/module 2728, a data packet forwarding circuit/mod-
ule 2730, a packet processing circuit/module 2732, a
packet encrypting and protecting circuit/module 2734, a
context reconstructing/removing circuit/module 2738,
and network address obtaining/releasing circuit/module
2740 that are adapted to perform any or all of the features,
processes, functions, operations and/or routines de-
scribed herein (e.g., features, processes, functions, op-
erations and/or routines described with respect to FIGS.
28 and 29).
[0225] The receiving circuit/module 2722 may include
circuitry and/or instructions (e.g., receiving instructions
2742 stored on the storage medium 2704) adapted to
perform several functions relating to, for example, receiv-
ing, from a client device, a first data packet with a request
to communicate with a network, receiving a first data
packet and the encrypted client device context from the
client device, receiving a second data packet from a net-
work function implemented at the network node, and re-
ceiving a message that includes a resource establish-
ment request and at least one of the one or more en-
crypted client device contexts from the client device.
[0226] The temporary identifier adding circuit/module
2724 may include circuitry and/or instructions (e.g., tem-
porary identifier adding instructions 2744 stored on the
storage medium 2704) adapted to perform several func-
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tions relating to, for example, adding a temporary iden-
tifier to the first data packet.
[0227] The storing circuit/module 2726 may include cir-
cuitry and/or instructions (e.g., storing instructions 2746
stored on the storage medium 2704) adapted to perform
several functions relating to, for example, storing a tem-
porary identifier for the client device. For example, the
temporary identifier may be a cell radio network tempo-
rary identifier (C-RNTI). In an aspect, the temporary iden-
tifier is stored for a predetermined period of time.
[0228] The temporary identifier removing circuit/mod-
ule 2728 may include circuitry and/or instructions (e.g.,
temporary identifier removing instructions 2748 stored
on the storage medium 2704) adapted to perform several
functions relating to, for example, removing the tempo-
rary identifier in the second data packet.
[0229] The data packet forwarding circuit/module 2730
may include circuitry and/or instructions (e.g., data pack-
et forwarding instructions 2750 stored on the storage me-
dium 2704) adapted to perform several functions relating
to, for example, determining a first network node to which
a first data packet is intended, forwarding a first data
packet to a service network when the decryption and ver-
ification are successful, determining a network function
to which a request is to be forwarded, where the deter-
mination is preconfigured at the network access node,
determining the client device to which the second data
packet is to be forwarded, and forwarding the second
data packet to the client device.
[0230] The packet processing circuit/module 2732
may include circuitry and/or instructions (e.g., packet
processing instructions 2752 stored on the storage me-
dium 2704) adapted to perform several functions relating
to, for example, decrypting and verifying the first data
packet based on the security context.
[0231] The packet encrypting and protecting cir-
cuit/module 2734 may include circuitry and/or instruc-
tions (e.g., packet encrypting and protecting instructions
2754 stored on the storage medium 2704) adapted to
perform several functions relating to, for example, en-
crypting or integrity protecting a packet using a user plane
(UP) client device keys, decrypting and verifying the first
data packet based on the security context, and/or en-
crypting or integrity protecting the second data packet
using the user plane encryption key or the user plane
integrity protection key.
[0232] The context reconstructing/removing cir-
cuit/module 2738 may include circuitry and/or instruc-
tions (e.g., context reconstructing/removing instructions
2758 stored on the storage medium 2704) adapted to
perform several functions relating to, for example, ob-
taining a key (e.g., the key KCDC-IoTF-U) for an encrypted
client device context associated with a client device, ob-
taining a security context for the client device from the
encrypted client device context using on the key, recon-
structing at least one context from the encrypted client
device context, reconstructing at least a portion of a con-
text based on the at least one of the one or more encrypt-

ed client device contexts and usage information, remov-
ing at least one context, and/or maintaining the at least
a portion of a context for a first threshold period of time
when the usage information indicates a reduced data
transmission, or a second threshold period of time when
the usage information indicates a burst data transmis-
sion, the second threshold period of time being greater
than the first threshold period of time.
[0233] The network address obtaining/releasing cir-
cuit/module 2740 may include circuitry and/or instruc-
tions (e.g., network address obtaining/releasing instruc-
tions 2760 stored on the storage medium 2704) adapted
to perform several functions relating to, for example, ob-
taining a network address for the client device in re-
sponse to the message, transmitting the network address
to the client device, transmitting a resource release re-
quest message from the client device to a gateway,
wherein the resource release request message enables
the gateway to release one or more resources for the
client device, and/or transmitting a resource release re-
quest message to a gateway when a timer expires prior
to a transmission from the client device to the network or
prior to a transmission from the network to the client de-
vice, wherein the resource release request message en-
ables the gateway to release one or more resources for
the client device.
[0234] As mentioned above, instructions stored by the
storage medium 2704, when executed by the processing
circuit 2710, causes the processing circuit 2710 to per-
form one or more of the various functions and/or process
operations described herein. For example, the storage
medium 2704 may include one or more of the receiving
instructions 2742, a temporary identifier adding instruc-
tions 2744, a storing instructions 2746, a temporary iden-
tifier removing instructions 2748, a data packet forward-
ing instructions 2750, a packet processing instructions
2752, a packet encrypting and protecting instructions
2754, a context reconstructing/removing instructions
2758, and network address obtaining/releasing instruc-
tions 2760.
[0235] FIG. 28 is a flowchart 2800 illustrating a method
for communicating in an IoT network architecture in ac-
cordance with various aspects of the disclosure. The
method may be performed by an apparatus such as a
network access node (e.g., the network access node 104
of FIG. 1 or apparatus 2700 of FIG. 27).
[0236] The apparatus receives, from a client device, a
first data packet with a request to communicate with a
network 2802. The apparatus stores a temporary identi-
fier for the client device 2804. For example, the temporary
identifier may be a cell radio network temporary identifier
(C-RNTI), and the temporary identifier may be stored for
a predetermined period of time. The apparatus adds the
temporary identifier to the first data packet 2806.
[0237] The apparatus determines a first network node
to which the first data packet is intended 2808. The ap-
paratus determines a network function to which the re-
quest is to be forwarded, where the determination is pre-
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configured at the network access node 2810. The appa-
ratus forwards the first data packet to the network function
2812.
[0238] The apparatus receives a second data packet
from a network function implemented at the network node
2814. The apparatus determines the client device to
which the second data packet is to be forwarded 2816.
In an aspect, the apparatus determines the client device
to which the second data packet is to be forwarded by
identifying the client device from a temporary identifier in
the second data packet. The apparatus removes the tem-
porary identifier in the second data packet 2818. The
apparatus forwards the second data packet to the client
device 2820.
[0239] FIG. 29 (including FIGS. 29A and 29B) is a flow-
chart 2900 illustrating a method for communicating in a
network in accordance with various aspects of the dis-
closure. The method may be performed by an apparatus
such as a network access node (e.g., the network access
node 1204 of FIG. 12 or apparatus 2700 of FIG. 27). It
should be understood that the operations indicated with
dashed lines in FIG. 27 represent optional operations.
[0240] The apparatus obtains a key (e.g., the key
KCDC-IoTF-U) for an encrypted client device context asso-
ciated with a client device 2902. The apparatus receives
a first data packet (e.g., UL data packet) and the encrypt-
ed client device context from the client device 2904. The
apparatus obtains a security context for the client device
from the encrypted client device context using the key
2906. The apparatus decrypts and/or verifies the first da-
ta packet based on the security context 2908. The appa-
ratus forwards the first data packet to a service network
when the decryption and verification are successful 2910.
The apparatus receives a second data packet (e.g., a DL
data packet) from a server or a packet data network gate-
way 2912. The apparatus encrypts or integrity protects
the second data packet using the user plane encryption
key or the user plane integrity protection key 2914. The
apparatus forwards the second data packet to the client
device 2916. The apparatus removes the at least one
context 2918. The apparatus receives a message that
includes a resource establishment request and at least
one of the one or more encrypted client device contexts
from the client device 2920. The apparatus obtains a net-
work address for the client device in response to the mes-
sage 2922. The apparatus transmits the network address
to the client device 2924. In one aspect, the apparatus
transmits a resource release request message to a gate-
way when a timer expires prior to a transmission from
the client device to the network or prior to a transmission
from the network to the client device 2926. In an aspect,
the resource release request message enables the gate-
way to release one or more resources for the client de-
vice. In another aspect, the apparatus receives a re-
source release request message from the client device
2928. In such aspect, the apparatus transmits the re-
source release request message from the client device
to a gateway 2930. In an aspect, the resource release

request message enables the gateway to release one or
more resources for the client device. In some aspects,
the operation 2926 and the operations 2928 and 2930
may be performed in the alternative. For example, if op-
eration 2926 is performed, operations 2928 and 2930
may not be performed. As another example, if the oper-
ations 2928 and 2930 are performed, operation 2926
may not be performed.
[0241] One or more of the components, steps, features
and/or functions illustrated in the figures may be rear-
ranged and/or combined into a single component, step,
feature or function or embodied in several components,
steps, or functions. Additional elements, components,
steps, and/or functions may also be added without de-
parting from novel features disclosed herein. The appa-
ratus, devices, and/or components illustrated in the fig-
ures may be configured to perform one or more of the
methods, features, or steps described herein. The novel
algorithms described herein may also be efficiently im-
plemented in software and/or embedded in hardware.
[0242] It is to be understood that the specific order or
hierarchy of steps in the methods disclosed is an illus-
tration of exemplary processes. Based upon design pref-
erences, it is understood that the specific order or hier-
archy of steps in the methods may be rearranged. The
accompanying method claims present elements of the
various steps in a sample order, and are not meant to be
limited to the specific order or hierarchy presented unless
specifically recited therein. Additional elements, compo-
nents, steps, and/or functions may also be added or not
utilized without departing from the disclosure.
[0243] While features of the disclosure may have been
discussed relative to certain implementations and fig-
ures, all implementations of the disclosure can include
one or more of the advantageous features discussed
herein. In other words, while one or more implementa-
tions may have been discussed as having certain advan-
tageous features, one or more of such features may also
be used in accordance with any of the various implemen-
tations discussed herein. In similar fashion, while exem-
plary implementations may have been discussed herein
as device, system, or method implementations, it should
be understood that such exemplary implementations can
be implemented in various devices, systems, and meth-
ods.
[0244] Also, it is noted that at least some implementa-
tions have been described as a process that is depicted
as a flowchart, a flow diagram, a structure diagram, or a
block diagram. Although a flowchart may describe the
operations as a sequential process, many of the opera-
tions can be performed in parallel or concurrently. In ad-
dition, the order of the operations may be re-arranged.
A process is terminated when its operations are complet-
ed. In some aspects, a process may correspond to a
method, a function, a procedure, a subroutine, a subpro-
gram, etc. When a process corresponds to a function, its
termination corresponds to a return of the function to the
calling function or the main function. One or more of the
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various methods described herein may be partially or fully
implemented by programming (e.g., instructions and/or
data) that may be stored in a machine-readable, compu-
ter-readable, and/or processor-readable storage medi-
um, and executed by one or more processors, machines
and/or devices.
[0245] Those of skill in the art would further appreciate
that the various illustrative logical blocks, modules, cir-
cuits, and algorithm steps described in connection with
the implementations disclosed herein may be implement-
ed as hardware, software, firmware, middleware, microc-
ode, or any combination thereof. To clearly illustrate this
interchangeability, various illustrative components,
blocks, modules, circuits, and steps have been described
above generally in terms of their functionality. Whether
such functionality is implemented as hardware or soft-
ware depends upon the particular application and design
constraints imposed on the overall system.
[0246] Within the disclosure, the word "exemplary" is
used to mean "serving as an example, instance, or illus-
tration." Any implementation or aspect described herein
as "exemplary" is not necessarily to be construed as pre-
ferred or advantageous over other aspects of the disclo-
sure. Likewise, the term "aspects" does not require that
all aspects of the disclosure include the discussed fea-
ture, advantage or mode of operation. The term "coupled"
is used herein to refer to the direct or indirect coupling
between two objects. For example, if object A physically
touches object B, and object B touches object C, then
objects A and C may still be considered coupled to one
another-even if they do not directly physically touch each
other. For instance, a first die may be coupled to a second
die in a package even though the first die is never directly
physically in contact with the second die. The terms "cir-
cuit" and "circuitry" are used broadly, and intended to
include both hardware implementations of electrical de-
vices and conductors that, when connected and config-
ured, enable the performance of the functions described
in the disclosure, without limitation as to the type of elec-
tronic circuits, as well as software implementations of
information and instructions that, when executed by a
processor, enable the performance of the functions de-
scribed in the disclosure.
[0247] As used herein, the term "determining" encom-
passes a wide variety of actions. For example, "deter-
mining" may include calculating, computing, processing,
deriving, investigating, looking up (e.g., looking up in a
table, a database or another data structure), ascertain-
ing, and the like. Also, "determining" may include receiv-
ing (e.g., receiving information), accessing (e.g., access-
ing data in a memory), and the like. Also, "determining"
may include resolving, selecting, choosing, establishing,
and the like. As used herein, the term "obtaining" may
include one or more actions including, but not limited to,
receiving, generating, determining, or any combination
thereof.
[0248] The previous description is provided to enable
any person skilled in the art to practice the various as-

pects described herein. Various modifications to these
aspects will be readily apparent to those skilled in the art,
and the generic principles defined herein may be applied
to other aspects. Thus, the claims are not intended to be
limited to the aspects shown herein, but are to be accord-
ed the full scope consistent with the language of the
claims, wherein reference to an element in the singular
is not intended to mean "one and only one" unless spe-
cifically so stated, but rather "one or more." Unless spe-
cifically stated otherwise, the term "some" refers to one
or more. A phrase referring to "at least one of’ a list of
items refers to any combination of those items, including
single members. As an example, "at least one of: a, b,
or c" is intended to cover: a; b; c; a and b; a and c; b and
c; and a, b and c. All structural and functional equivalents
to the elements of the various aspects described through-
out this disclosure that are known or later come to be
known to those of ordinary skill in the art are intended to
be encompassed by the claims. Moreover, nothing dis-
closed herein is intended to be dedicated to the public
regardless of whether such disclosure is explicitly recited
in the claims.
[0249] Accordingly, the various features associate with
the examples described herein and shown in the accom-
panying drawings can be implemented in different exam-
ples and implementations without departing from the
scope of the disclosure. Therefore, although certain spe-
cific constructions and arrangements have been de-
scribed and shown in the accompanying drawings, such
implementations are merely illustrative and not restrictive
of the scope of the disclosure. Thus, the scope of the
disclosure is only determined by the literal language, and
legal equivalents, of the claims which follow.

Claims

1. A method (2200) for a network device, comprising:

receiving (2202), from a client device, a request
to communicate with a network;
establishing (2207) at least one context with the
client device, the at least one context including
network state information associated with a con-
nection between the client device and the net-
work, wherein the network state information in-
cludes at least a security context and information
associated with one or more bearers for the cli-
ent device, and wherein the security context in-
cludes at least an encryption algorithm, an en-
cryption key, an integrity protection algorithm,
an integrity protection key, or combinations
thereof;
generating (2210) one or more encrypted client
device contexts, wherein the one or more en-
crypted client device contexts include the net-
work state information and enable reconstruc-
tion of the at least one context at the network for

75 76 



EP 3 429 246 B1

40

5

10

15

20

25

30

35

40

45

50

55

communication with the client device; and
transmitting (2212) the one or more encrypted
client device contexts to the client device.

2. The method of claim 1, further comprising determin-
ing to generate the one or more encrypted client de-
vice contexts, wherein the determination is based on
at least one of encrypted client device context usage
information indicated in the request, a subscription
of the client device, a policy, or combinations thereof.

3. The method of claim 1, wherein the one or more en-
crypted client device contexts comprise a first con-
text to be used for data related communication and
a second context to be used for control related com-
munication.

4. The method of claim 1, further comprising:

requesting authentication information from a
home subscriber server "HSS"/authentication,
authorization, and accounting "AAA" server; and
performing mutual authentication with the client
device.

5. The method of claim 1, further comprising:

receiving a control packet and an encrypted cli-
ent device context from the client device;
verifying the encrypted client device context re-
ceived from the client device;
reconstructing the at least one context from the
encrypted client device context;
processing the control packet using the at least
one context, wherein the processing comprises
at least one of verifying, decrypting the control
packet using the context, or combinations there-
of;
storing a temporary identifier for a downlink
packet for the client device; and
forwarding a payload portion of the control pack-
et to an application server or packet data net-
work gateway.

6. The method of claim 5, wherein the encryption key
includes at least a control plane encryption key, a
user plane encryption key, or combinations thereof,
and the integrity protection key includes at least a
user plane integrity protection key, a control plane
integrity protection key, or combinations thereof.

7. The method of claim 5, wherein verifying the encrypt-
ed client device context comprises:

determining whether the encrypted client device
context has expired;
generating one or more new encrypted client de-
vice contexts when a previous encrypted client

device context has expired; and
transmitting the one or more new encrypted cli-
ent device contexts to the client device when the
previous encrypted client device context has ex-
pired.

8. The method of claim 1, further comprising:

receiving a control packet from a second client
device;
requesting a context for the second client device
from a second network device, the request in-
cluding a control plane encrypted client device
context;
receiving the context for the second client device
from the second network device;
generating a new encrypted client device con-
text; and
transmitting the new encrypted client device
context to the second client device.

9. The method of claim 5, wherein verifying the encrypt-
ed client device context comprises determining a key
for verifying the encrypted client device context.

10. The method of claim 1, further comprising:

removing the at least one context;
receiving a message that includes a resource
establishment request and at least one of the
one or more encrypted client device contexts
from the client device;
obtaining a network address for the client device
in response to the message; and
transmitting the network address to the client
device.

11. The method of claim 10, further comprising:

receiving a resource release request message
from the client device; and
transmitting the resource release request mes-
sage from the client device to a gateway, where-
in the resource release request message ena-
bles the gateway to release one or more re-
sources for the client device.

12. The method of claim 10, further comprising:
transmitting a resource release request message to
a gateway when a timer expires prior to a transmis-
sion from the client device to the network or prior to
a transmission from the network to the client device,
wherein the resource release request message en-
ables the gateway to release one or more resources
for the client device.

13. A network device (2100) comprising:
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a network communication interface (2102) con-
figured to communicate with one or more net-
work entities; and
a processing circuit (2110) coupled to the net-
work communication interface, the processing
circuit configured to
receive, from a client device, a request to com-
municate with a network;
establish at least one context with the client de-
vice, the at least one context including network
state information associated with a connection
between the client device and the network,
wherein the network state information includes
at least a security context and information asso-
ciated with one or more bearers for the client
device, and wherein the security context in-
cludes at least an encryption algorithm, an en-
cryption key, an integrity protection algorithm,
an integrity protection key, or combinations
thereof;
generate one or more encrypted client device
contexts, wherein the one or more encrypted cli-
ent device contexts include the network state
information and enable reconstruction of the at
least one context at the network for communi-
cation with the client device; and
transmit the one or more encrypted client device
contexts to the client device.

Patentansprüche

1. Ein Verfahren (2200) für eine Netzwerkeinrichtung,
das Folgendes aufweist:

Empfangen (2202), von einer Client-Einrich-
tung, einer Anfrage zur Kommunikation mit ei-
nem Netzwerk;
Einrichten (2207) von mindestens einem Kon-
text mit der Client-Einrichtung, wobei der min-
destens eine Kontext Netzwerkstatusinformati-
onen aufweist, die einer Verbindung zwischen
der Client-Einrichtung und dem Netzwerk zuge-
ordnet sind, wobei die Netzwerkstatusinforma-
tionen mindestens einen Sicherheitskontext
und Informationen aufweisen, die einem oder
mehreren Trägern für die Client-Einrichtung zu-
geordnet sind, und wobei der Sicherheitskontext
mindestens einen Verschlüsselungsalgorith-
mus, einen Verschlüsselungsschlüssel, einen
Integritätsschutzalgorithmus, einen Integritäts-
schutzschlüssel oder Kombinationen davon
aufweist;
Generieren (2210) eines oder mehrerer ver-
schlüsselter Client-Einrichtungs-Kontexte, wo-
bei der eine oder die mehreren verschlüsselten
Client-Einrichtungs-Kontexte die Netzwerksta-
tusinformationen aufweisen und die Rekonst-

ruktion des mindestens einen Kontextes im
Netzwerk für die Kommunikation mit der Client-
Einrichtung ermöglichen; und
Übertragen (2212) des einen oder der mehreren
verschlüsselten Client-Einrichtungs-Kontexte
an die Client-Einrichtung.

2. Verfahren nach Anspruch 1, das weiter Bestimmen,
den einen oder die mehreren verschlüsselten Client-
Einrichtungs-Kontexte zu generieren, aufweist, wo-
bei das Bestimmen auf mindestens einem von ver-
schlüsselten Client-Einrichtungs-Kontextnutzungs-
informationen, die in der Anfrage angegeben sind,
einer Teilnahme der Client-Einrichtung, einer Richt-
linie oder Kombinationen davon basiert.

3. Verfahren nach Anspruch 1, wobei der eine oder die
mehreren verschlüsselten Client-Einrichtungs-Kon-
texte einen ersten Kontext aufweisen, der für daten-
bezogene Kommunikation zu verwenden ist, und ei-
nen zweiten Kontext aufweisen, der für steuerungs-
bezogene Kommunikation zu verwenden ist.

4. Verfahren nach Anspruch 1, das weiter Folgendes
aufweist:

Anfordern von Authentifizierungsinformationen
von einem Heimteilnehmerserver bzw. Home
Subscriber Server "HSS"/Authentifizierungs-,
Autorisierungs- und Abrechnungs- "AAA"-Ser-
ver; und
Durchführen einer gegenseitigen Authentifizie-
rung mit der Client-Einrichtung.

5. Verfahren nach Anspruch 1, das weiter Folgendes
aufweist:

Empfangen eines Kontrollpakets und eines ver-
schlüsselten Client-Einrichtungs-Kontextes von
der Client-Einrichtung;
Verifizieren des von der Client-Einrichtung emp-
fangenen verschlüsselten Client-Einrichtungs-
Kontextes;
Rekonstruieren des mindestens einen Kontex-
tes aus dem verschlüsselten Client-Einrich-
tungs-Kontext;
Verarbeiten des Kontrollpakets unter Verwen-
dung des mindestens einen Kontextes, wobei
das Verarbeiten mindestens eines von Verifizie-
ren, Entschlüsseln des Kontrollpakets unter
Verwendung des Kontextes oder Kombinatio-
nen davon aufweist;
Speichern einer temporären Kennung für ein
Downlink-Paket für die Client-Einrichtung; und
Weiterleiten eines Nutzlastanteils des Kontroll-
pakets an einen Anwendungsserver oder Pa-
ketdatennetzwerk-Gateway.
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6. Verfahren nach Anspruch 5, wobei der Verschlüs-
selungsschlüssel mindestens einen Verschlüsse-
lungsschlüssel für die Steuerungsebene, einen Ver-
schlüsselungsschlüssel für die Benutzerebene oder
Kombinationen davon aufweist und der Integritäts-
schutzschlüssel mindestens einen Integritäts-
schutzschlüssel für die Benutzerebene, einen Inte-
gritätsschutzschlüssel für die Steuerungsebene
oder Kombinationen davon aufweist.

7. Verfahren nach Anspruch 5, wobei das Verifizieren
des verschlüsselten Client-Einrichtungs-Kontextes
Folgendes aufweist:

Bestimmen, ob der verschlüsselte Client-Ein-
richtungs-Kontext abgelaufen ist;
Generieren eines oder mehrerer neuer ver-
schlüsselter Client-Einrichtungs-Kontexte,
wenn ein vorheriger verschlüsselter Client-Ein-
richtungs-Kontext abgelaufen ist; und
Übertragen des einen oder der mehreren neuen
verschlüsselten Client-Einrichtungs-Kontexte
an die Client-Einrichtung, wenn der vorherige
verschlüsselte Client-Einrichtungs-Kontext ab-
gelaufen ist.

8. Verfahren nach Anspruch 1, das weiter Folgendes
aufweist:

Empfangen eines Kontrollpakets von einer
zweiten Client-Einrichtung;
Anfordern eines Kontextes für die zweite Client-
Einrichtung von einer zweiten Netzwerk-Ein-
richtung, wobei die Anforderung einen auf der
Steuerungsebene verschlüsselten Client-Ein-
richtungs-Kontext aufweist;
Empfangen des Kontextes für die zweite Client-
Einrichtung von der zweiten Netzwerk-Einrich-
tung;
Generieren eines neuen verschlüsselten Client-
Einrichtungs-Kontextes; und
Übertragung des neuen verschlüsselten Client-
Einrichtungs-Kontextes an die zweite Client-
Einrichtung.

9. Verfahren nach Anspruch 5, wobei das Verifizieren
des verschlüsselten Client-Einrichtungs-Kontextes
Bestimmen eines Schlüssels zum Verifizieren des
verschlüsselten Client-Einrichtungs-Kontextes auf-
weist.

10. Verfahren nach Anspruch 1, das weiter Folgendes
aufweist:

Entfernen des mindestens einen Kontextes;
Empfangen einer Nachricht, die eine Anforde-
rung zur Einrichtung einer Ressource und min-
destens einen des einen oder der mehreren ver-

schlüsselten Client-Einrichtungs-Kontexte, von
der Client-Einrichtung, aufweist;
Erhalten einer Netzwerkadresse für die Client-
Einrichtung als Antwort auf die Nachricht; und
Übertragen der Netzwerkadresse an die Client-
Einrichtung.

11. Verfahren nach Anspruch 10, das weiter Folgendes
aufweist:

Empfangen einer Ressourcenfreigabe-Anfor-
derungsnachricht von der Client-Einrichtung;
und
Übertragen der Ressourcenfreigabe-Anforde-
rungsnachricht von der Client-Einrichtung an ei-
nen Gateway, wobei die Ressourcenfreigabe-
Anforderungsnachricht dem Gateway ermög-
licht, eine oder mehrere Ressourcen für die Cli-
ent-Einrichtung freizugeben.

12. Verfahren Anspruch 10, das weiter Folgendes auf-
weist:
Übertragen einer Ressourcenfreigabe-Anforde-
rungsnachricht an einen Gateway, wenn ein Zeitge-
ber vor einer Übertragung von der Client-Einrichtung
zu dem Netzwerk oder vor einer Übertragung von
dem Netzwerk zu der Client-Einrichtung abläuft, wo-
bei die Ressourcenfreigabe-Anforderungsnachricht
dem Gateway ermöglicht, eine oder mehrere Res-
sourcen für die Client-Einrichtung freizugeben.

13. Eine Netzwerk-Einrichtung (2100), die Folgendes
aufweist:

eine Netzwerkkommunikationsschnittstelle
(2102), die konfiguriert ist zum Kommunizieren
mit einer oder mehreren Netzwerkeinheiten;
und
eine Verarbeitungsschaltung (2110), die mit der
Netzwerkkommunikationsschnittstelle gekop-
pelt ist, wobei die Verarbeitungsschaltung kon-
figuriert zum Empfangen, von einer Client-Ein-
richtung, einer Anforderung zur Kommunikation
mit einem Netzwerk;
Einrichten mindestens eines Kontextes mit der
Client-Einrichtung, wobei der mindestens eine
Kontext Netzwerkstatusinformationen aufweist,
die mit einer Verbindung zwischen der Client-
Einrichtung und dem Netzwerk verbunden sind,
wobei die Netzwerkstatusinformationen min-
destens einen Sicherheitskontext und Informa-
tionen aufweisen, die mit einem oder mehreren
Trägern für die Client-Einrichtung verbunden
sind, und wobei der Sicherheitskontext mindes-
tens einen Verschlüsselungsalgorithmus, einen
Verschlüsselungsschlüssel, einen Integritäts-
schutzalgorithmus, einen Integritätsschutz-
schlüssel oder Kombinationen davon aufweist;
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Generieren von einem oder mehreren ver-
schlüsselten Client-Einrichtungs-Kontexten,
wobei der eine oder die mehreren verschlüssel-
ten Client-Einrichtungs-Kontexte die Netzwerk-
statusinformationen aufweisen und die Rekon-
struktion des mindestens einen Kontextes im
Netzwerk für die Kommunikation mit der Client-
Einrichtung ermöglichen; und
Übertragen des einen oder der mehreren ver-
schlüsselten Client-Einrichtungs-Kontexte an
die Client-Einrichtung.

Revendications

1. Procédé (2200) pour un dispositif de réseau, com-
prenant les étapes consistant à :

recevoir (2202), en provenance d’un dispositif
client, une demande de communication avec un
réseau ;
établir (2207) au moins un contexte avec le dis-
positif client, l’au moins un contexte incluant une
information d’état de réseau associée à une con-
nexion entre le dispositif client et le réseau, l’in-
formation d’état de réseau incluant au moins un
contexte de sécurité et une information associés
à une ou plusieurs porteuses pour le dispositif
client, et le contexte de sécurité incluant au
moins un algorithme de cryptage, une clé de
cryptage, un algorithme de protection d’intégri-
té, une clé de protection d’intégrité ou des com-
binaisons correspondantes ;
générer (2210) un ou plusieurs contextes cryp-
tés de dispositif client, le ou les contextes cryp-
tés de dispositif client incluant l’information
d’état de réseau et permettant une reconstruc-
tion de l’au moins un contexte au niveau du ré-
seau pour une communication avec le dispositif
client ; et
transmettre (2212) le ou les contextes cryptés
de dispositif client au dispositif client.

2. Procédé selon la revendication 1, comprenant en
outre l’étape consistant à déterminer s’il faut générer
le ou les contextes cryptés de dispositif client, la dé-
termination étant basée sur au moins une informa-
tion parmi une information d’utilisation de contexte
crypté de dispositif client indiquée dans la demande,
un abonnement du dispositif client, une stratégie et
des combinaisons correspondantes.

3. Procédé selon la revendication 1, dans lequel le ou
les contextes cryptés de dispositif client compren-
nent un premier contexte à utiliser pour une commu-
nication relative à des données et un second con-
texte à utiliser pour une communication relative à un
contrôle.

4. Procédé selon la revendication 1, comprenant en
outre les étapes consistant à :

demander une information d’authentification
auprès d’un serveur d’abonné résidentiel
(HSS)/serveur d’authentification, d’autorisation
et de traçabilité (AAA) ; et
réaliser une authentification mutuelle avec le
dispositif client.

5. Procédé selon la revendication 1, comprenant en
outre les étapes consistant à :

recevoir un paquet de contrôle et un contexte
crypté de dispositif client en provenance du dis-
positif client ;
vérifier le contexte crypté de dispositif client reçu
en provenance du dispositif client ;
reconstruire l’au moins un contexte à partir du
contexte crypté de dispositif client ;
traiter le paquet de contrôle au moyen de l’au
moins un contexte, le traitement comprenant au
moins une opération parmi la vérification, le dé-
cryptage du paquet de contrôle au moyen du
contexte et des combinaisons
correspondantes ;
stocker un identifiant temporaire pour un paquet
en liaison descendante pour le dispositif client ;
et
transférer une partie de charge utile du paquet
de contrôle vers un serveur d’application ou une
passerelle de réseau de données de paquet.

6. Procédé selon la revendication 5, dans lequel la clé
de cryptage inclut au moins une clé de cryptage de
plan de contrôle, une clé de cryptage de plan d’uti-
lisateur ou des combinaisons correspondantes, et la
clé de protection d’intégrité inclut au moins une clé
de protection d’intégrité de plan d’utilisateur, une clé
de protection d’intégrité de plan de contrôle ou des
combinaisons correspondantes.

7. Procédé selon la revendication 5, dans lequel la vé-
rification du contexte crypté de dispositif client com-
prend les étapes consistant à :

déterminer si le contexte crypté de dispositif
client a expiré ;
générer un ou plusieurs nouveaux contextes
cryptés de dispositif client quand un contexte
crypté de dispositif client précédent a expiré ; et
transmettre le ou les nouveaux contextes cryp-
tés de dispositif client au dispositif client quand
le contexte crypté de dispositif client précédent
a expiré.

8. Procédé selon la revendication 1, comprenant en
outre les étapes consistant à :
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recevoir un paquet de contrôle en provenance
d’un second dispositif client ;
demander un contexte pour le second dispositif
client auprès d’un second dispositif de réseau,
la demande incluant un contexte crypté de dis-
positif client de plan de contrôle ;
recevoir le contexte pour le second dispositif
client en provenance du second dispositif de
réseau ;
générer un nouveau contexte crypté de dispo-
sitif client ; et
transmettre le nouveau contexte crypté de dis-
positif client au second dispositif client.

9. Procédé selon la revendication 5, dans lequel la vé-
rification du contexte crypté de dispositif client com-
prend l’étape consistant à déterminer une clé pour
vérifier le contexte crypté de dispositif client.

10. Procédé selon la revendication 1, comprenant en
outre les étapes consistant à :

supprimer l’au moins un contexte ;
recevoir, en provenance du dispositif client, un
message qui inclut une demande d’établisse-
ment de ressource et au moins un du ou des
contextes cryptés de dispositif client ;
obtenir une adresse de réseau pour le dispositif
client en réponse au message ; et
transmettre l’adresse de réseau au dispositif
client.

11. Procédé selon la revendication 10, comprenant en
outre les étapes consistant à :

recevoir un message de demande de libération
de ressource en provenance du dispositif client ;
et
transmettre, du dispositif client à une passerelle,
le message de demande de libération de res-
source, le message de demande de libération
de ressource permettant à la passerelle de libé-
rer une ou plusieurs ressources pour le dispositif
client.

12. Procédé selon la revendication 10, comprenant en
outre l’étape consistant à :
transmettre un message de demande de libération
de ressource à une passerelle quand un compteur
expire avant une transmission du dispositif client au
réseau ou avant une transmission du réseau au dis-
positif client, le message de demande de libération
de ressource permettant à la passerelle de libérer
une ou plusieurs ressources pour le dispositif client.

13. Dispositif de réseau (2100), comprenant :

une interface de communication de réseau

(2102) configurée pour communiquer avec une
ou plusieurs entités de réseau ; et
un circuit de traitement (2110) couplé à l’inter-
face de communication de réseau, le circuit de
traitement étant configuré pour :

recevoir, en provenance d’un dispositif
client, une demande de communication
avec un réseau ;
établir au moins un contexte avec le dispo-
sitif client, l’au moins un contexte incluant
une information d’état de réseau associée
à une connexion entre le dispositif client et
le réseau, l’information d’état de réseau in-
cluant au moins un contexte de sécurité et
une information associés à une ou plusieurs
porteuses pour le dispositif client, et le con-
texte de sécurité incluant au moins un algo-
rithme de cryptage, une clé de cryptage, un
algorithme de protection d’intégrité, une clé
de protection d’intégrité ou des combinai-
sons correspondantes ;
générer un ou plusieurs contextes cryptés
de dispositif client, le ou les contextes cryp-
tés de dispositif client incluant l’information
d’état de réseau et permettant une recons-
truction de l’au moins un contexte au niveau
du réseau pour une communication avec le
dispositif client ; et
transmettre le ou les contextes cryptés de
dispositif client au dispositif client.

85 86 



EP 3 429 246 B1

45



EP 3 429 246 B1

46



EP 3 429 246 B1

47



EP 3 429 246 B1

48



EP 3 429 246 B1

49



EP 3 429 246 B1

50



EP 3 429 246 B1

51



EP 3 429 246 B1

52



EP 3 429 246 B1

53



EP 3 429 246 B1

54



EP 3 429 246 B1

55



EP 3 429 246 B1

56



EP 3 429 246 B1

57



EP 3 429 246 B1

58



EP 3 429 246 B1

59



EP 3 429 246 B1

60



EP 3 429 246 B1

61



EP 3 429 246 B1

62



EP 3 429 246 B1

63



EP 3 429 246 B1

64



EP 3 429 246 B1

65



EP 3 429 246 B1

66



EP 3 429 246 B1

67



EP 3 429 246 B1

68



EP 3 429 246 B1

69



EP 3 429 246 B1

70



EP 3 429 246 B1

71



EP 3 429 246 B1

72



EP 3 429 246 B1

73



EP 3 429 246 B1

74



EP 3 429 246 B1

75



EP 3 429 246 B1

76



EP 3 429 246 B1

77



EP 3 429 246 B1

78



EP 3 429 246 B1

79



EP 3 429 246 B1

80

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• US 2014053241 A [0003]


	bibliography
	description
	claims
	drawings
	cited references

