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Description

FIELD OF THE INVENTION

[0001] The current disclosure relates to "smart" or net-
work-connected shaving/razor devices and more partic-
ularly to a razor device and system having the ability to
improve the usage experience of the razor device by ex-
changing information about the shaving experience to
the user related to the razor device.

BACKGROUND OF THE INVENTION

[0002] There are numerous personal appliances used
by consumers every day. Examples of such personal ap-
pliances include but are not limited to shaving razors and
electric shavers. Proper usage techniques of such per-
sonal appliances facilitate the overall efficacy of the prod-
uct providing the user with a more positive experience
than he or she would have otherwise experienced. Such
positive usage experiences will likely lead to continued
product usage. Providing the user with information about
proper usage techniques for using personal appliance
has been limited.
[0003] Razors with sensors have been used to provide
information to the user. Razors with proximity sensors or
cameras have been used to provide information on blade
attrition. Razors with force sensors have been used to
provide the user with information on the amount of force
being applied to the skin. By tracking the force being ap-
plied during the shave provides a metric to gauge blade
dulling and predict blade attrition. Razors having sensors
to count shaving strokes have been used to again assist
with blade attrition. Cameras have been used to provide
users with boundary indicators such as distinguishing be-
tween areas of long hair such as side burns adjacent to
areas of shorter hair length.
[0004] WO 2017/032547 A1 discloses a method, a per-
sonal care system and a shaving device for providing
staged shaving advice. Personal assessment data is pro-
vided by the user and usage data from a shaving device
is provided as input data for a logic associating shaving
related data with corresponding shaving advice instruc-
tions. Based on an analysis of this input data, the logic
determines a shaving advice instruction among a plurality
of shaving advice instructions which is presented to the
user.
[0005] US 2017/097758 A1 discloses embodiments for
device tuning. Some embodiments of the method include
identifying a razor device, where the razor device in-
cludes a sensing system, determining a first operating
parameter of the razor device, where the first operating
parameter relates to the sensing system, and providing
a user interface to a user, where the user interface in-
cludes a user option to adjust the first operating param-
eter.
[0006] While these existing sensors do assist in pro-
viding the user with some basic information they fall well

short of providing the usage information needed for an
improved shave. To provide the user with the necessary
usage information for an improved shave, the razor or
personal appliance needs to have sensors that provide
the user with useful information and/or data about the
user’s shave. With the useful information and/or data
about user’s shave the user can see how he or she is
shaving and can discover ways to improve the shave.

SUMMARY OF THE INVENTION

[0007] According to the present invention, a network
shaving appliance system according to claim 1, and a
method for transforming sensor data from a shaving ap-
pliance into user recommendation information according
to claim 10 is provided.
[0008] It is an aspect of the current disclosure to pro-
vide a networked shaving appliance system that in-
cludes: (a) a shaving appliance including, a handle and
a shaving head cartridge connected to the handle; one
or more motion, orientation, and pressure sensors asso-
ciated with one or more of the handle and shaving head
cartridge; and a sensor circuit connected via a data con-
nection to receive sensor signals from the one or more
motion, orientation and pressure sensors, the sensor cir-
cuit generating shave event information from the sensor
signals; (b) a network circuit wirelessly connected with a
computer network, and communicating at least the shave
event information to the computer network; and (c) a com-
puterized tool operating, at least in part, on a computer-
ized user device connected to the computer network, the
computerized tool configured to: receive shave event da-
ta associated with a user of the computerized device from
the computer network, receive user profile data from the
user via a graphical user interface provided by the com-
puterized tool, process the shave event data with the
user profile data to generate user feedback information,
and communicate the user feedback information to the
user via the graphical user interface provided by the com-
puterized tool.
[0009] In a more detailed embodiment, the sensor cir-
cuit further generates new-cartridge event information
and the sensor circuit compiles cumulative shave event
data occurring since the generation of the new-cartridge
event information. In a further detailed embodiment, the
sensor circuit and/or the computerized tool generates
blade wear information based, at least in part, upon the
cumulative shave event data. In a further detailed em-
bodiment, the computerized tool processes the blade
wear information with the user profile data to generate
user feedback information. In a further detailed embod-
iment, the user profile data includes shaving problem is-
sues identified by the user and the user feedback infor-
mation includes suggestions for addressing the shaving
problem issues determined at least in part upon the blade
wear information. In a further detailed embodiment, the
user profile information received from the user includes
hair growth direction information; the sensor circuit gen-
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erates shave stroke direction information from the sensor
signals; and the computerized tool generates user feed-
back information based further upon the shave stroke
direction information with respect to the hair growth di-
rection information. In yet a further detailed embodiment,
the user feedback information includes suggestions for
addressing the shaving problem issues determined at
least in part upon the blade wear information in combi-
nation with the shave stroke direction information with
respect to the hair growth direction information.
[0010] Alternatively, or in addition, the sensor circuit
segments at least some of the shave event information
based upon one of a plurality of facial regions (e.g., cheek
region(s), neck region(s), chin region(s) and/or lip re-
gion(s)) in which the sensor signals were generated, and
identifies facial regions associated with at least some of
the shave event information; at least some of the user
profile data is segmented based upon the plurality of fa-
cial regions; and the computerized tool generates user
feedback information based, at least in part upon facial
regions identified in the shave event information.
[0011] In another aspect of the current disclosure, a
method for transforming sensor data from a shaving ap-
pliance into user recommendation information, includes
the steps of: (a) providing a shaving appliance including,
a handle and a shaving head cartridge connected to the
handle, and one or more motion, orientation, and pres-
sure sensors associated with one or more of the handle
and shaving head; (b) receiving the sensor signals; (c)
generating shave event information from the sensor sig-
nals; (d) communicating at least the shave event infor-
mation to a global computer network; (e) receiving user
profile data associated with a user of the shaving appli-
ance; (f) processing the shave event data with the user
profile data to produce user feedback information cus-
tomized to the user profile data; and (g) communicating
the user feedback information to a user associated with
the user profile data.
[0012] In a more detailed embodiment, the method fur-
ther includes a step of producing new cartridge detection
information; and the generating step compiles cumula-
tive shave event data occurring since the production of
the new cartridge detection information. In a further de-
tailed embodiment, the method further includes a step of
generating blade wear information from the cumulative
shave event data. In a further detailed embodiment, the
processing step processes the blade wear information
with the user profile data to produce user feedback infor-
mation customized with the user profile data. In yet a
further detailed embodiment, the user profile data in-
cludes shaving problem issues identified by the user and
the user feedback information includes suggestions for
addressing the shaving problem issues determined at
least in part upon the blade wear information. In yet a
further detailed embodiment, the user profile information
includes hair growth direction information; the generating
step generates shave stroke direction information from
the sensor signals; and the processing step produces

user feedback information based further upon the shave
stroke direction information with respect to the hair
growth direction information. In yet a further detailed em-
bodiment, the processing step processes the blade wear
information in combination with the shave stroke direction
information with respect to the hair growth direction in-
formation to produce the user feedback information. Al-
ternatively, or in addition, the user profile information in-
cludes hair growth direction information; the generating
step generates shave stroke direction information from
the sensor signals; and the processing step produces
user feedback information based further upon the shave
stroke direction information with respect to the hair
growth direction information.
[0013] In an alternate embodiment of the current as-
pect, the method further includes a step of segmenting
at least some of the shave event information according
to a plurality of facial regions; the generating step iden-
tifies facial regions associated with at least some of the
shave event information; at least some of the user profile
data is segmented based upon the plurality of facial re-
gions; and the processing step produces user feedback
information based, at least in part upon facial regions
identified in the shave event information.
[0014] It is another aspect of the current disclosure to
provide a shaving appliance that includes: a handle and
a shaving head cartridge connected to the handle; mo-
tion, orientation, and/or pressure sensors associated
with the handle and/or shaving head cartridge; cartridge
ejection and/or new-cartridge installation sensor(s); a
sensor circuit connected via a data connection to receive
sensor signals from the motion, orientation and/or pres-
sure sensors, and from the cartridge ejection and/or new-
cartridge installation sensor(s), the sensor circuit gener-
ating cumulative shave event information from the sensor
signals, the cumulative shave event information accumu-
lating shave event information upon receiving either a
cartridge ejection signal from the cartridge ejection sen-
sor(s) or a cartridge installation signal from the new-car-
tridge installation sensor(s); and a notification circuit
communicating cumulative shave event information to a
user. In an alternate aspect, a shaving appliance in-
cludes: a handle and a shaving head cartridge connected
to the handle; a plurality of sensors provided in one or
more of the shaving head and handle, including, an ac-
celerometer sensing acceleration in three dimensions of
at least one of the shaving head and handle, a gyroscope
sensing an angle of at least one of the shaving head and
handle, a magnetometer sensing a relational position of
at least one of the shaving head and handle, and a pres-
sure sensor sensing pressure with respect to at least one
of the shaving head and handle; a sensor circuit connect-
ed via a data connection to receive sensor signals from
the accelerometer, gyroscope, magnetometer and pres-
sure sensor, the sensor circuit generating a new-car-
tridge event based upon at least one of the sensor signals
and generating cumulative shave event information from
a plurality of the sensor signals, the cumulative shave
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event information accumulating shave event information
upon the generation of the new-cartridge event; and a
notification circuit communicating cumulative shave
event information to a user.
[0015] In a further detailed embodiment, the notifica-
tion circuit is contained within the handle, and includes
at least one illumination device connected thereto; and
the notification circuit activates the illumination device
depending upon the cumulative shave event information.
In a further detailed embodiment, the illumination device
illuminates at least one of a plurality of different colors
depending upon the cumulative shave event information.
Alternatively, or in addition, the illumination device illu-
minates in at least one of a plurality of different illumina-
tion levels depending upon the cumulative shave event
information.
[0016] In a further detailed embodiment, the handle
further includes a rechargeable power supply and a
charging circuit; the shaving appliance further includes
a powered base for seating the handle and providing
electrical charge to the charging circuit; and the notifica-
tion circuit is contained within the powered base. In a
further detailed embodiment, the notification circuit in-
cludes at least one illumination device connected thereto,
and the notification circuit activates the illumination de-
vice depending upon the cumulative shave event infor-
mation. In yet a further detailed embodiment, the illumi-
nation device illuminates at least one of a plurality of dif-
ferent colors depending upon the cumulative shave event
information. Alternatively, or in addition the illumination
device illuminates in at least one of a plurality of different
illumination levels depending upon the cumulative shave
event information. Alternatively, or in addition, the notifi-
cation circuit includes at least one graphic display con-
nected thereto, and the notification circuit activates the
graphic display to display at least one of text and graphic
information depending upon the cumulative shave event
information. Alternatively, or in addition, the notification
circuit includes at least one sound emitting device con-
nected thereto, and the notification circuit activates the
sound emitting device depending upon the cumulative
shave event information.
[0017] In yet a further detailed embodiment, the shav-
ing appliance further includes a network circuit wirelessly
connected with a computer network and communicates
the cumulative shave event information to the computer
network; the shaving appliance further includes a com-
puterized tool operating, at least in part, on a computer-
ized user device connected to the computer network, the
computerized tool providing a graphical user interface on
the computerized device, the computerized tool config-
ured to: receive cumulative shave event data associated
with a user of the computerized device from the wireless
computer network, process the cumulative shave event
data to generate user feedback information, and com-
municate the user feedback information to the user via
the graphical user interface. In a further detailed embod-
iment, the computerized tool is further configured to re-

ceive user profile data from the user via the graphical
user interface and process the cumulative shave event
data with the user profile data to generate user feedback
information customized for the user profile data. In a fur-
ther detailed embodiment, the user profile data includes
shaving problem issues identified by the user and the
user feedback information includes suggestions for ad-
dressing the shaving problem issues determined at least
in part upon the blade wear information. Alternatively, or
in addition, the user profile information received from the
user includes hair growth direction information; the sen-
sor circuit generates shave stroke direction information
from the sensor signals; and the computerized tool gen-
erates user feedback information based further upon the
shave stroke direction information with respect to the hair
growth direction information. Alternatively, or in addition,
the user feedback information includes suggestions for
addressing the shaving problem issues determined at
least in part upon the blade wear information in combi-
nation with the shave stroke direction information with
respect to the hair growth direction information. Alterna-
tively or in addition, the sensor circuit segments at least
some of the cumulative shave event information based
upon one of a plurality of facial regions in which the sensor
signals were generated, and identifies facial regions as-
sociated with at least some of the cumulative shave event
information; at least some of the user profile data is seg-
mented based upon the plurality of facial regions; and
the computerized tool generates user feedback informa-
tion based, at least in part upon facial regions identified
in the cumulative shave event information.
[0018] It is another aspect of the current disclosure to
provide a shaving appliance that includes: (a) a handle
and a shaving head connected to the handle; (b) a plu-
rality of sensors provided in one or more of the shaving
head and handle, including at least two of (or at least
three of; or all of) an accelerometer sensing acceleration
in three dimensions of at least one of the shaving head
and handle, a gyroscope sensing an angle of at least one
of the shaving head and handle, a magnetometer sensing
a relational position of at least one of the shaving head
and handle, and a pressure sensor sensing pressure with
respect to at least one of the shaving head and handle;
(c) a sensor circuit connected via a data connection to
receive sensor signals from the at least two of the accel-
erometer, gyroscope, magnetometer and pressure sen-
sor, the sensor circuit generating shave stroke direction
information from the sensor signals; and (d) a notification
circuit determining relative shave stroke direction infor-
mation for a user from the shave stroke direction infor-
mation and from hair growth direction information elec-
tronically stored with respect to the user.
[0019] In a more detailed embodiment, the notification
circuit is remote from the handle and shaving head and
receives the shave stroke direction information from a
global computer network. In a further detailed embodi-
ment, the notification circuit is remote from the handle
and the shaving head and receives the shave stroke di-
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rection information via a wireless data connection. Alter-
natively, or in addition, the hair growth direction informa-
tion is stored remotely from the handle and the shaving
head. Alternately, or in addition, the hair growth informa-
tion is collected through a graphical user interface oper-
ating on a networked computer device wirelessly con-
nected to a global computer network. Alternatively, or in
addition, the hair growth information is stored with user
profile information for the user.
[0020] Alternatively, or in addition, the shaving appli-
ance further includes (e) a network circuit wirelessly con-
nected with a computer network, communicating (i) the
shave stroke direction information and/or (ii) the relative
shave stroke direction information to the computer net-
work; and (f) a computerized tool operating, at least in
part, on a computerized user device connected to the
computer network, the computerized tool communicating
(a) the relative shave stroke direction information and/or
(b) information derived from the relative shave stroke di-
rection information to the user through a graphical user
interface provided by the computerized tool. In a further
detailed embodiment, the computerized tool communi-
cates shaving recommendation information derived from
the relative shave stroke direction information to the user
through the graphical user interface provided by the com-
puterized tool.
[0021] Alternatively, or in addition, the sensor circuit
segments at least some of the shave stroke direction
information based upon one of a plurality of facial regions
(such as cheek region(s), neck region(s), chin region(s)
and/or lip region(s)) in which sensor signals were gener-
ated, and identifies facial regions associated with at least
some of the shave stroke direction information; at least
some of the hair growth direction information is segment-
ed based upon the plurality of facial regions; and the no-
tification circuit segments the relative shave stroke direc-
tion information based, at least in part, upon the facial
regions identified in the shave stroke direction informa-
tion.
[0022] In another aspect of the current disclosure, a
method for transforming shaving appliance sensor infor-
mation into a user notification includes the steps of: (a)
providing a shaving appliance including a handle and a
shaving head connected to the handle, and a plurality of
sensors provided in one or more of the shaving head and
handle; (b) receiving sensor signals from plurality of sen-
sors; (c) generating shave stroke direction information
from the received sensor signals; (d) determining relative
shave stroke direction information for a user from the
shave stroke direction information and from hair growth
direction information electronically stored with respect to
the user; and (e) providing a notification to the user based
upon the relative shave stroke direction information. In a
more detailed embodiment, the plurality of sensors in-
clude at least two of an accelerometer sensing acceler-
ation in three dimensions of at least one of the shaving
head and handle, a gyroscope sensing an angle of at
least one of the shaving head and handle, a magnetom-

eter sensing a relational position of at least one of the
shaving head and handle, and a pressure sensor sensing
pressure with respect to at least one of the shaving head
and handle.
[0023] Alternatively, or in addition, the notification step
occurs remote from the shaving appliance. Alternatively,
or in addition, the notification step is performed by a com-
puterized tool operating on a computerized device having
access to a global computer network. Alternatively, or in
addition, the method further includes a step of storing the
hair growth direction information remotely from the han-
dle and the shaving head. Alternatively, or in addition,
the method further includes a step of collecting the hair
growth direction information through a graphical user in-
terface operating on a networked computer device wire-
lessly connected to a global computer network. Alterna-
tively, or in addition, the method further includes a step
of storing the hair growth direction information with user
profile information for the user.
[0024] Alternatively, or in addition, the method further
includes the steps of: (f) transmitting (i) the shave stroke
direction information and/or (ii) the relative shave stroke
direction information wirelessly to a global computer net-
work; and (g) communicating (a) the relative shave stroke
direction information and/or (b) information derived from
the relative shave stroke direction information to the user
through a graphical user interface provided by a compu-
terized tool operating, at least in part, on a computerized
user device connected to the global computer network.
In a further detailed embodiment, the communicating
step communicates shaving recommendation informa-
tion derived from the relative shave stroke direction in-
formation to the user through the graphical user interface
provided by the computerized tool.
[0025] Alternatively, or in addition, the method further
includes a step of segmenting at least some of the shave
stroke direction information according to a plurality of fa-
cial regions; the generating step identifies facial regions
associated with at least some of the shave event infor-
mation; and the notification step segments the relative
shave stroke direction information based, at least in part,
upon the facial regions identified in the shave stroke di-
rection information.

BRIEF DESCRIPTION OF THE DRAWINGS

[0026] While the specification concludes with claims
particularly pointing out and distinctly claiming the subject
matter which is regarded as forming the current disclo-
sure, it is believed that the invention will be better under-
stood from the following description which is taken in con-
junction with the accompanying drawings in which like
designations are used to designate substantially identical
elements, and in which:

Fig. 1 is a view of a razor device including a handle
according to an exemplary embodiment of the cur-
rent disclosure.
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Fig. 1A is a view of the razor device of Fig. 1 along
with an associated base according to an exemplary
embodiment of the current disclosure.
Fig. 2 is a cut away view of a handle for a razor device
and a computerized device according to another em-
bodiment of the current disclosure.
Fig. 3 is a cut away view of an exemplary razor device
showing an exemplary displacement sensor.
Fig. 3A is a cut away view of another exemplary razor
device showing a different displacement sensor ac-
cording to the current disclosure.
Fig. 3B is a cut away view of another exemplary razor
device showing a different displacement sensor ac-
cording to the current disclosure.
Fig. 3C is a cut away view of another exemplary razor
device showing a different displacement sensor ac-
cording to the current disclosure.
Fig. 3D is a cut away view of another exemplary razor
device showing a different displacement sensor ac-
cording to the current disclosure.
Fig. 3E is a cut away view of another exemplary razor
device showing a different displacement sensor ac-
cording to the current disclosure.
Fig. 4 is a perspective view showing the pitch, roll
and yaw of a handle of a razor device according to
the current disclosure.
Fig. 5 is a plan diagram of the collected shave data
and associated algorithms.
Fig. 6 is a cut away view of a handle for another
exemplary shaving device according to the current
disclosure.
Fig. 7 is a plan diagram of collected shave data and
associated algorithms.
Fig. 8 is a cut away view of a handle for another
exemplary shaving device according to the current
disclosure.
Fig. 9 is a plan diagram of collected shave data and
associated algorithms.
Fig. 10 is a block diagram view of the networked
system in accordance with the current disclosure.
Fig. 11 is a flow diagram showing exemplary con-
version of sensor data and user-provided informa-
tion to shave event and other related information ac-
cording to an embodiment of the current disclosure.
Fig. 12 is an exemplary graphical user interface
screen of a software application according to an em-
bodiment of the current disclosure.
Fig. 13 is an exemplary graphical user interface
screen of a software application according to an em-
bodiment of the current disclosure.
Fig. 14 is an exemplary graphical user interface
screen of a software application according to an em-
bodiment of the current disclosure.
Fig. 15 is an exemplary graphical user interface
screen of a software application according to an em-
bodiment of the current disclosure.
Fig. 16 is an exemplary graphical user interface
screen of a software application according to an em-

bodiment of the current disclosure.
Fig. 17 is an exemplary graphical user interface
screen of a software application according to an em-
bodiment of the current disclosure.
Fig. 18 is an exemplary graphical user interface
screen of a software application according to an em-
bodiment of the current disclosure.
Fig. 19 is an exemplary graphical user interface
screen of a software application according to an em-
bodiment of the current disclosure.
Fig. 20 is an exemplary display according to an em-
bodiment of the current disclosure.
Fig. 21 is an exemplary graphical user interface
screen of a software application according to an em-
bodiment of the current disclosure.
Fig. 22 is an exemplary graphical user interface
screen of a software application according to an em-
bodiment of the current disclosure.
Fig. 23 provide two exemplary razor devices of Fig.
10, each respectively activating a handle-mounted
illumination device in different colors or lighting lev-
els.
Fig. 24 is a cut away view of a handle for a razor
device of the current disclosure.

DETAILED DESCRIPTION OF THE INVENTION

[0027] A networked shaving appliance system in-
cludes: (a) a shaving appliance including a handle and
a shaving head cartridge connected to the handle and
motion, orientation, and/or pressure sensors associated
with the handle and/or shaving head cartridge; (b) a sen-
sor circuit connected to receive sensor signals and gen-
erate shave event information from the sensor signals;
(c) a network circuit wirelessly connected with a computer
network and communicating at least the shave event in-
formation to the computer network; and (d) a computer-
ized tool operating, at least in part, on a computerized
user device connected to the computer network. The
computerized tool is configured to receive shave event
data associated with a user of the computerized device
from the computer network, receive user profile data from
the user via a graphical user interface provided by the
computerized tool, process the shave event data with the
user profile data to generate user feedback information,
and communicate the user feedback information to the
user via the graphical user interface provided by the com-
puterized tool.
[0028] Referring to Figs. 1-4 there is shown a personal
appliance 100. The personal appliance 100 shown is a
shaving razor 103. The shaving razor 103 comprises a
handle 102. The handle 102 comprises an implement
connecting structure 105. An implement 104 is connect-
ed to the implement connecting structure 105. The im-
plement 104 shown is a razor cartridge 106 (where the
razor cartridge 106 may be, in certain embodiments, a
removable and disposable razor cartridge). The razor
cartridge 106 includes at least one blade 107 for cutting
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hair. The razor cartridge 106 shown includes five blades
107. Any number of blades 107 may be used for a razor
cartridge design.
[0029] A razor cartridge displacement sensor 114 is
associated with the handle 102. The razor cartridge dis-
placement sensor 114 measures a displacement of the
razor cartridge 106 relative to a fixed position of the han-
dle 102. A power source 118 is associated with the handle
102. An acceleration sensor 110 is associated with the
handle 102. An angular velocity sensor 112 is associated
with the handle 102. A communication device 116 is as-
sociated with the handle. The razor cartridge displace-
ment sensor 114, the power source 118, the acceleration
sensor 110, the angular velocity sensor 112, and the
communication device 116 are positioned in the handle.
[0030] The acceleration sensor 110 preferably com-
prises an accelerometer 111. The accelerometer 111
measures the proper acceleration of the handle 102. The
angular velocity sensor 112 preferably comprises a gy-
roscope 113. The gyroscope 113 measures the rotation
or angular velocity of the handle 102. Together data from
the acceleration sensor 110 and the angular velocity sen-
sor 112 can be used to calculate the pitch and roll of the
handle 102. Referring to Fig. 4, the pitch 900 and the roll
902 of the handle 102 are shown. The yaw 904 can also
be calculated with data from the acceleration sensor 110
and the angular velocity sensor 112.
[0031] The razor cartridge displacement sensor 114
may take on many forms. Suitable razor cartridge dis-
placement sensors 114 comprise a magnetometer, an
optical sensor, a switch, a Hall Effect sensor, a capacitive
sensor, a load sensor and a displacement sensor. The
razor cartridge displacement sensor 114 is useful to de-
tect and measure contact of the razor cartridge 106 with
a user’s body. Such contact measurement is an indica-
tion that the shaving razor 103 is in use as the razor
cartridge 106 is in contact with the user’s body.
[0032] The razor cartridge displacement sensor 114
comprises a magnet 160 embedded in follower 163 and
a magnetometer 161contained within handle 102. As the
user shaves, razor cartridge 106 rotates or pivots as it
contacts the user’s skin. As the razor cartridge 106 ro-
tates it pushes on follower 163 causing follower 163 to
move inward into handle 102. As follower 163 moves
inward into handle 102, magnet 160 moves closer to
magnetometer 161. Follower 163 converts the rotational
movement of the cartridge 106 into a linear displacement
of the magnet 160 relative to handle 102. The amount of
linear displacement of follower 163 directly correlates to
the rotational displacement of razor cartridge 106 relative
to a fixed position on handle 102. The razor cartridge
displacement sensor 114 measures the change in mag-
netic field associated with the movement of magnet 160
relative to magnetometer 161.
[0033] While the razor cartridge displacement sensor
114 measures a linear displacement of magnet 160 rel-
ative to a fixed position on handle 102, razor cartridge
displacement sensor 114 can also be used to determine

a rotational displacement of razor cartridge 106 relative
to a fixed position on handle 102.
[0034] Referring now to Fig. 3A there is shown a cut
away view of a personal appliance showing a displace-
ment sensor 114A. The razor cartridge displacement
sensor 114A comprises a mechanical feature 160A at
the end of follower 163 and a series of switches 161A
contained within handle 102. As the user shaves, razor
cartridge 106 rotates or pivots as it contacts the user’s
skin. As the razor cartridge 106 rotates it pushes on fol-
lower 163 causing follower 163 to move inward into han-
dle 102. As follower 163 moves inward into handle 102,
mechanical feature 160A moves over switches 161A
causing them to close in succession with the increase in
inward movement of follower 163. Follower 163 converts
the rotational movement of the cartridge 106 into a linear
displacement of the mechanical feature 160A relative to
handle 102. The amount of linear displacement of follow-
er 163 directly correlates to the rotational displacement
of razor cartridge 106 relative to a fixed position on handle
102. The razor cartridge displacement sensor 114A
measures the change in linear distance associated with
the movement of mechanical feature 160A relative to
switches 161A.
[0035] While the razor cartridge displacement sensor
114A measures a linear displacement of mechanical fea-
ture 160A relative to a fixed position on handle 102, razor
cartridge displacement sensor 114A can be used to de-
termine a rotational displacement of razor cartridge 106
relative to a fixed position on handle 102.
[0036] Referring now to Fig. 3B there is shown a cut
away view of a personal appliance showing a displace-
ment sensor 114B. The razor cartridge displacement
sensor 114B comprises a magnet 160B at the end of
follower 163 and a Hall Effect sensor 161B contained
within handle 102. As the user shaves, razor cartridge
106 rotates or pivots as it contacts the user’s skin. As the
razor cartridge 106 rotates it pushes on follower 163
causing follower 163 to move inward into handle 102. As
follower 163 moves inward into handle 102, magnet 160B
moves closer to Hall Effect sensor 161B. Follower 163
converts the rotational movement of the cartridge 106
into a linear displacement of the magnet 160 relative to
handle 102. The amount of linear displacement of follow-
er 163 directly correlates to the rotational displacement
of razor cartridge 106 relative to a fixed position on handle
102. The razor cartridge displacement sensor 114B
measures the change in magnetic field associated with
the movement of magnet 160B relative to Hall Effect sen-
sor 161B.
[0037] While the razor cartridge displacement sensor
114B measures a linear displacement of magnet 160B
relative to a fixed position on handle 102, razor cartridge
displacement sensor 114B can also be used to determine
a rotational displacement of razor cartridge 106 relative
to a fixed position on handle 102.
[0038] Referring now to Fig. 3C there is shown a cut
away view of a personal appliance showing a displace-
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ment sensor 114C. The razor cartridge displacement
sensor 114C comprises a material 160C that modifies
the capacitive field at the end of follower 163 and a series
of capacitive sensors 161C contained within handle 102.
As the user shaves, razor cartridge 106 rotates or pivots
as it contacts the user’s skin. As the razor cartridge 106
rotates it pushes on follower 163 causing follower 163 to
move inward into handle 102. As follower 163 moves
inward into handle 102, material 160C moves over ca-
pacitive sensors 161C causing them to close in succes-
sion with the increase in inward movement of plunger
163. Follower 163 converts the rotational movement of
the cartridge 106 into a linear displacement of the capac-
itively conductive material 160C relative to handle 102.
The amount of linear displacement of follower 163 direct-
ly correlates to the rotational displacement of razor car-
tridge 106 relative to a fixed position on handle 102. The
razor cartridge displacement sensor 114C measures the
change in linear distance associated with the movement
of material 160C relative to capacitive sensors 161C.
[0039] While the razor cartridge displacement sensor
114C measures a linear displacement of capacitively
conductive material 160C relative to a fixed position on
handle 102, razor cartridge displacement sensor 114C
can be used to determine a rotational displacement of
razor cartridge 106 relative to a fixed position on handle
102.
[0040] Referring now to Fig. 3D there is shown a cut
away view of a personal appliance showing a displace-
ment sensor 114D. The razor cartridge displacement
sensor 114D comprises a spring 160D secured to the
end of follower 163 and a load sensor 161D contained
within handle 102. As the user shaves, razor cartridge
106 rotates or pivots as it contacts the user’s skin. As the
razor cartridge 106 rotates it pushes on follower 163
causing follower 163 to move inward into handle 102. As
follower 163 moves inward into handle 102, the load on
spring 160D is increased and detected by load sensor
161D. Follower 163 converts the rotational movement of
the cartridge 106 into a load on spring 160D relative to
handle 102. The amount of load on spring 160D 163 di-
rectly correlates to the rotational displacement of razor
cartridge 106 relative to a fixed position on handle 102.
The razor cartridge displacement sensor 114D measures
the change in load associated with the load on spring
160D which is detected by load sensor 161D.
[0041] While the razor cartridge displacement sensor
114D measures a load on spring 160D and determines
a linear displacement of cartridge 106 relative to a fixed
position on handle 102, razor cartridge displacement
sensor 114DB can also be used to determine a rotational
displacement of razor cartridge 106 relative to a fixed
position on handle 102 based on the measured load on
load sensor 161D.
[0042] Referring now to Fig. 3E there is shown a cut
away view of a personal appliance showing a displace-
ment sensor 114E. The razor cartridge displacement
sensor 114E comprises a visual marker 160E at the end

of follower 163 and an optical sensor 161E contained
within handle 102. As the user shaves, razor cartridge
106 rotates or pivots as it contacts the user’s skin. As the
razor cartridge 106 rotates it pushes on follower 163
causing follower 163 to move inward into handle 102. As
follower 163 moves inward into handle 102, visual marker
161E moves closer to optical sensor 161E. Follower 163
converts the rotational movement of the cartridge 106
into a linear displacement of the visual marker 160E rel-
ative to handle 102. The amount of linear displacement
of follower 163 directly correlates to the rotational dis-
placement of razor cartridge 106 relative to a fixed posi-
tion on handle 102. The cartridge displacement sensor
114E measures the change in linear distance associated
with the movement of visual marker 160E which is de-
tected by optical sensor 161E.
[0043] While the cartridge displacement sensor 114E
measures a linear displacement of visual marker 160E
relative to a fixed position on handle 102, cartridge dis-
placement sensor 114E can be used to determine a ro-
tational displacement of razor cartridge 106 relative to a
fixed position on handle 102.
[0044] The communication device 116 may take on
many forms. Suitable communication devices 116 com-
prise an LED display, an LCD display, a wired connection,
a memory card which may be removable, a vibration de-
vice, a microphone, an audio device and/or a wireless
connection such as, a Wi-Fi connection, a SIM card with
GSM connection, a Bluetooth transmitter, a Li-Fi connec-
tion, and an infra-red transmitter. The communication de-
vice 116 allows the personal appliance 100 to commu-
nicate with a user and/or a second electronic device 180.
The user can select the desired type or intensity of the
communication. For example, the user can select the
color, the level of vibration, or the volume of sound. The
second electronic device 180 comprises a communica-
tion device 116A that can communicate with communi-
cation device 116. The communication with a second
electronic device 180 may be wirelessly through a net-
worked cloud architecture, through cellular networks,
through Bluetooth connections and the like. The commu-
nication may be directly (wirelessly or wired) between
the devices 116/116A, or through other networked or in-
termediate devices. The second electronic device 180
may a computerized device (such as the computerized
device 1180 described below) such as smart-phone or
computer (desktop, laptop, tablet, etc.), or may be a ded-
icated electronic device such as a base 301 for seating
the razor 100. The communication device 116 may be
mounted on the handle such that it is visible to the user.
For example, the communication device 116 may com-
prise an LED display mounted on the handle to be visible
to the user as shown in Fig. 1.
[0045] The power source 118 may take on many forms.
Suitable power sources 118 comprise a rechargeable
battery, a disposable battery and a corded electrical con-
nection. The power source 118 powers the various sen-
sors located in the handle 102 requiring power to operate.
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The power source may power the acceleration sensor
110, the angular velocity sensor 112, the cartridge dis-
placement sensor 114 and/or the communication device
116.
[0046] The shaving razor 103 may be held in base 301
when not in use as shown in Fig. 1A. Base 301 may serve
as a charging station for a rechargeable power source in
shaving razor 103. The base 301 comprises a commu-
nication device 316. The communication device 316
communicates with communication device 116 in shav-
ing razor 103. Communication device 316 may be mount-
ed in base 301 so that it is visible to the user to provide
direct communication to the user. Communication device
316 may also communicate with a second device such
as second electronic device 180 shown in Fig. 2. The
base 301 may also comprise a memory storage device
341 and a microprocessor 346. The memory storage de-
vice 341 can store the collected data from shaving 103
where it can then be processed by microprocessor 346.
[0047] In use, the user will grasp handle 102 of shaving
razor 103. The power source 118 will power up and power
the sensors needing power. The power source 118 may
power up automatically upon contact with or movement
by user. Alternatively, the power source 118 may power
up via an on/off switch. Alternatively, the power source
118 may be constantly on and preferably in a power save
mode while not in use and then in full power mode when
in use. The user will then shave with shaving razor 103.
[0048] As the user shaves, data is collected from the
acceleration sensor 110, the angular velocity sensor 112,
and the cartridge displacement sensor 114. The data col-
lected can be used to calculate the pitch and roll of the
handle 102 as well as contact data. The data collected
may also be used to calculate pressure exerted on the
razor cartridge 106, speed of movement of razor car-
tridge 106, the number and length of each shaving stroke
experienced by razor cartridge 106, and the total distance
or mileage the razor cartridge 106 has experienced at
any given point in time. When the user is finished shaving
the shaving razor 103 is put down and data collection
stops. The collected data may be transmitted instanta-
neously as the data is collected via the communication
device 116. Alternatively, the collected data is transmit-
ted after the data from a single shaving event or multiple
shaving events has been collected via the communica-
tion device 116. The data whether transmitted instanta-
neously or after a period of time can be transmitted
through the communication device 116. The communi-
cation may be in the form of a color coming from an LED,
such as yellow indicating that the pressure being exerted
on the razor cartridge 106 is getting near a maximum
pressure that is to be exerted on razor cartridge 106 and
red indicating that the pressure being exerted on the razor
cartridge 106 is exceeding the maximum pressure that
is to be exerted on razor cartridge 106.
[0049] Referring now to Figs. 5 and 1-4 there is shown
a plan diagram 600 of the collected data and algorithms
used with shaving razor 103. With the power source 118

on raw data is collected 601 during the shave event from
acceleration sensor 110, angular velocity sensor 112 and
cartridge displacement sensor 114. The raw data is then
converted into measurements at 602. The measure-
ments may be made by an electronic circuit device such
as microprocessor. The microprocessor may be located
within the handle. Alternatively, the raw data can be sent
from communication device 116 to an external device
such as a mobile phone, a computer application, a com-
puter or electronic device. At 603 the shave event includ-
ing the presence of a razor cartridge on the handle is
detected from the raw data of the acceleration sensor
110, angular velocity sensor 112 and cartridge displace-
ment sensor 114 using an algorithm. The algorithm may
comprise of monitoring the displacement of the cartridge
displacement sensor 114 while the razor is in a static
condition to detect the presence of razor cartridge 106
connected to the handle 102 via the implement connect-
ing structure 105. The displacement sensor will reset
from a baseline position where no razor cartridge 106 is
attached and the follower 163 is in a fully extended po-
sition to a first position where the displacement is in a
new at rest position different from the baseline position
as the follower is no longer in a fully extended position
with the razor cartridge attached as the follower contacts
the razor cartridge (this combination of signals may indi-
cate, for example, a new razor cartridge 106 being at-
tached to the razor handle 102). The algorithm may com-
prise of monitoring the activity strength as recorded by
cartridge displacement sensor 114 or angular velocity
sensor 112 or acceleration sensor 110. For example, if
a user starts shaving there would be activation of the
cartridge displacement sensor 114 when shaving razor
103 touches the skin on the user’s face. With activation
of the angular velocity sensor 112 or acceleration sensor
110 and no activation of the cartridge displacement sen-
sor 114 the event could be rejected as a shave. The same
logic can be used to determine if razor cartridge 106 has
been ejected by looking for a signal on cartridge displace-
ment sensor 114 (e.g., the displacement sensor 114 be-
ing returned to the baseline position as discussed above).
Also, it can be understood that time between signals and
events can be used to determine actions like re-applica-
tion of shave cream.
[0050] At 604 a rinse of the razor cartridge 106 can be
detected from the raw data of the acceleration sensor
110, angular velocity sensor 112, and cartridge displace-
ment sensor 114 using an algorithm. A simple algorithm
such as a decision tree (or ensemble of trees), logistic
regression, or a recurrent neural network (RNN) can be
trained by supervised learning to predict rinse versus no
rinse using one or more of the sensor inputs. In some
cases, like in RNN, raw sensor signals can be fed in to
the train the model. In other case like decision trees fea-
tures like mean, standard deviations, etc. can be calcu-
lated to feed into the trained model for prediction.
[0051] At 605 a shave stroke can be detected from the
raw data of the cartridge displacement sensor 114, ac-
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celeration sensor 110, and angular velocity sensor 112
using an algorithm. An algorithm looking at activation of
cartridge displacement sensor 114 in combination with
a certain activity level of angular velocity sensor 112 or
acceleration sensor 110 to indicate expected motion that
represents a shave stroke.
[0052] At 607 a summary of the shave can be gener-
ated from a combination of 602, 603, 604, and 605. Block
607 can also be fused with other information directly from
the consumer to add an extra level of context such as
which strokes were made in the direction of the hair grain
as will be described in further detail below. Information
from either 602, 603, 604, or 605 and the user input pro-
viding information on what direction is their hair growing
on a location of their face.
[0053] Referring now to Figs. 4 and 6, there is shown
another exemplary appliance 200 embodied as a shaving
razor 203. Shaving razor 203 includes implement 204,
in this case razor cartridge 206 connected to implement
connecting structure 205 of handle 202. Like the handle
102 shown in Figs. 1 and 2, handle 202 comprises an
acceleration sensor 110 associated with the handle, an
angular velocity sensor 112 associated with the handle,
a cartridge displacement sensor 114 associated with the
handle, a communication device 116 associated with the
handle, and a power source 118 associated with the han-
dle. Handle 202 also comprises a magnetic field sensor
120 associated with the handle. The magnetic field sen-
sor 120 measures the magnetic field to find the position
of magnetic north and thus determine orientation of the
handle 202. The magnetic field sensor 120 preferably
comprises a magnetometer 121. The sensors, devices
and power source are positioned in the handle. The data
from the magnetic field sensor 120, the acceleration sen-
sor 110 and the angular velocity sensor 112 can be used
to calculate the pitch, a roll and a yaw of the handle 200.
Referring to Fig. 4 the pitch 900, the roll 902 and the yaw
904 of handle 202 are shown.
[0054] The shaving razor 230 may comprise one or
more sensors 240 associated with the cartridge 206. The
one or more sensors 240 associated with the cartridge
206 may comprise a switch, an acceleration sensor, a
magnetic field sensor, an angular velocity sensor, a ve-
locity sensor, a distance sensor, a proximity sensor, a
displacement sensor, a capacitive sensor, an electrical
conductance sensor, an electrical resistance sensor, an
electrical current sensor, a load sensor, a strain sensor,
a friction sensor, a fluid flow sensor, pressure sensor, an
atmospheric pressure sensor, a temperature sensor, an
optical sensor, an infrared sensor, an acoustic sensor, a
vibration sensor, a humidity sensor, a chemical sensor,
a particle detector, a bio sensor, an RFID sensor, a NFC
sensor and/or a wireless receiver.
[0055] The method may further comprise a sensor 245
for detecting the presence of the cartridge 206 on the
handle 202. As such, a change in sensing signals for
sensor 245 from "no cartridge" to "cartridge present" may
be indicative of (or used in producing) a "new-cartridge"

event.
[0056] In use, the user will grasp handle 200 of shaving
razor 203. The power source 118 will power up and power
the sensors needing power. The power source 118 may
power up automatically upon contact with or movement
by user. Alternatively, the power source 118 may power
up via an on/off switch. Alternatively, the power source
118 may be constantly on and preferably in a power save
mode while not in use and then in full power mode when
in use. The user will then shave with shaving razor 103.
As the user shaves data is collected from the acceleration
sensor 110, the angular velocity sensor 112, the cartridge
displacement sensor 114 and the magnetic field sensor
120. The data collected may be used to calculate the
pitch, roll and yaw data as well as contact data. When
the user is finished shaving the shaving razor 203 is put
down and data collection stops. The collected data may
be transmitted instantaneously as the data is collected
via the communication device 116. Alternatively, the col-
lected data is transmitted after the data from a single
shaving event or multiple shaving events has been col-
lected via the communication device 116.
[0057] Referring now to Figs. 7 and 6 there is shown
a plan diagram 700 of the collected data and algorithms
used with handle 202 of shaving razor 203. With the pow-
er source 118 on raw data is collected 701 during the
shave from acceleration sensor 110, angular velocity
sensor 112, cartridge displacement sensor 114 and mag-
netic field sensor 120. The raw data is then converted
into measurements at 702. The measurements may be
made by a processing circuit, such as microprocessor.
The microprocessor may be located within the handle,
in the base station 301 or elsewhere. Alternatively, the
raw data can be sent from communication device 116 to
an external device such as a mobile phone, a computer
application, a computer or electronic device. At 703 the
shave event is detected from the raw data of the accel-
eration sensor 110, angular velocity sensor 112 and car-
tridge displacement sensor 114 using an algorithm. The
algorithm may comprise of monitoring the activity
strength as recorded by cartridge displacement sensor
114 or angular velocity sensor 112 or acceleration sensor
110. For example, if a user starts shaving there would
be activation of the cartridge displacement sensor 114
when razor cartridge 206 touches the skin on the user’s
face. With activation of the angular velocity sensor 112
or acceleration sensor 110 and no activation of the car-
tridge displacement sensor 114 the event could be re-
jected as a shave. The same logic can be used to deter-
mine if razor cartridge 206 has been ejected by looking
for a signal on cartridge displacement sensor 114. Also,
it can be understood that time between signals and
events can be used to determine actions like re-applica-
tion of shave cream.
[0058] At 704 a rinse of the razor cartridge 206 can be
detected from the raw data of the acceleration sensor
110, angular velocity sensor 112, and cartridge displace-
ment sensor 114 using an algorithm. A simple algorithm
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such as a decision tree (or ensemble of trees), logistic
regression, or a recurrent neural network (RNN) can be
trained by supervised learning to predict rinse versus no
rinse using one or more of the sensor inputs. In some
cases, like in RNN, raw sensor signals can be fed in to
the train the model. In other case like decision trees fea-
tures like mean, standard deviations, etc. can be calcu-
lated to feed into the trained model for prediction.
[0059] At 705 a shave stroke can be detected from the
raw data of the cartridge displacement sensor 114, ac-
celeration sensor 110, and angular velocity sensor 112
and magnetic field sensor 120 using an algorithm. An
algorithm looking at activation of cartridge displacement
sensor 114 in combination with a certain activity level of
angular velocity sensor 112 or acceleration sensor 110
to indicate expected motion that represents a shave
stroke.
[0060] At 706 a shave stroke location (e.g., location on
a facial region as described below) and direction can be
detected from the raw data of the cartridge displacement
sensor 114, acceleration sensor 110, angular velocity
sensor 112 and magnetic field sensor 120 using an al-
gorithm. An algorithm such as a decision tree (or ensem-
ble of trees), logistic regression, or a recurrent neural
network (RNN) can be trained by supervised learning to
predict location on the user’s face using one or more of
the sensor inputs. In some cases, like in RNN, raw sensor
signals can be fed in to train the model. In other case like
decision trees features like mean, standard deviations,
etc. can be calculated to feed into the trained model for
prediction. One example algorithm for facial stroke loca-
tion can be based upon the recognition of facial land-
marks (such as sideburn areas, chin areas, and the like)
based upon the movement and orientation of the razor
in the area of the facial landmark, and then correlating
the razor locations therebetween based upon the move-
ments and the orientations of the razor around and be-
tween the identified facial landmark(s).
[0061] At 707 a summary of the shave can be gener-
ated from a combination of 702, 703, 704, 705 and 706.
707 can also be fused with other information directly from
the consumer to add an extra level of context such as
which strokes were made in the direction of the hair grain.
Information from either 702, 703, 704, 705 or 706 and
the user input providing information on what direction is
their hair growing on a location of their face.
[0062] Referring now to Figs. 4 and 8, there is shown
another personal appliance 400 embodied as a shaving
razor 403. Shaving razor 403 comprises a handle 402.
Shaving razor 403 includes razor cartridge 406 connect-
ed to implement connecting structure 405 of handle 402.
Like the handle 202 shown in Fig. 6 handle 402 comprises
an acceleration sensor 110 associated with the handle;
an angular velocity sensor 112 associated with the han-
dle; a cartridge displacement sensor 114 associated with
the handle; a communication device 116 associated with
the handle; a power source 118 associated with the han-
dle, and a magnetic field sensor 120 associated with the

handle. The sensors, devices and power source are po-
sitioned in the handle.
[0063] Handle 402 also comprises one or more addi-
tional devices and sensors that may be used individually
or in any combination. Additional devices and sensors
comprise at least one orientation sensor 130, a clock
140, a memory storage device 141, an on/off switch 142,
at least one temperature sensor 143, a barometric pres-
sure sensor 144, a RFID sensor 145 and a microproces-
sor 146.
[0064] Suitable clocks 140 comprise a crystal oscilla-
tor, a ceramic oscillator and an RC oscillator. The clock
140 measures a length of time for an event whether it be
a single stroke, a time between strokes, and a total shave
time.
[0065] Suitable memory storage devices 141 comprise
a non-volatile flash memory, a non-volatile flash memory
card, a hard disk and/or a volatile DRAM
[0066] The on/off switch 142 can be used to control
power from the power source to any device and sensor
needing power to operate. The on/off switch can control
power from the power source to the acceleration sensor,
the angular velocity sensor, the magnetic field sensor,
the cartridge displacement sensor, the communication
device and any other device and sensor. Suitable on/off
switches comprise a mechanical switch, and electronic
switch, a capacitive sensor, an accelerometer based trig-
ger, a magnetic reed switch, an optical sensor, and an
acoustic sensor.
[0067] Suitable temperature sensors 143 comprise a
thermistor and a thermocouple. The temperature sensor
can be used to measure the temperature of the handle
and the head, such as a razor cartridge, attached to the
head.
[0068] The additional devices and sensors can be used
with the previously identified devices and sensors to col-
lect data on a wide variety of attributes taking place during
the shaving event. In use, the user will grasp handle 402
of shaving razor 403. The power source 118 will power
up and power the sensors needing power. The power
source 118 may power up automatically upon contact
with or movement by the user. Alternatively, the power
source 118 may power up via on/off switch 142. Alterna-
tively, the power source 118 may be constantly on and
preferably in a power save mode while not in use and
then in full power mode when in use. The user will then
shave with shaving razor 403. The user will then shave
with shaving razor 403. As the user shaves data is col-
lected from the acceleration sensor 110, the angular ve-
locity sensor 112, the cartridge displacement sensor 114,
the magnetic field sensor 120, and the orientation sensor
130. If included data may also be collected from clock
140, at least one temperature sensor 143, barometric
pressure sensor 144 and RFID sensor 145. The data
collected may include pitch, roll, yaw, orientation, time
data, temperature data, barometric pressure data, RFID
data as well as contact data. When the user is finished
shaving the shaving razor 403 is put down and data col-
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lection stops.
[0069] The collected data may be transmitted instan-
taneously as the data is collected via the communication
device 116. Alternatively, the collected data may be
stored in memory storage device 141. The collected data
may be transmitted from memory storage device after
the data from a single shaving event or multiple shaving
events has been collected via the communication device
116.
[0070] Referring now to Figs. 9 and 8 there is shown
a plan diagram 800 of the collected data and algorithms
used with handle 402 of shaving razor 403. After the han-
dle 402 has been turned on via on/off switch 142, raw
data is collected 801 during the shave from acceleration
sensor 110, angular velocity sensor 112, cartridge dis-
placement sensor 114, magnetic field sensor 120, orien-
tation sensor 130, clock 140, temperature sensor 143,
barometric pressure sensor 144 and RFID sensor 145.
The raw data is stored in memory storage device 141.
The raw data is then converted into measurements at
802. The measurements may be made by a logistics de-
vice such as microprocessor 146. Alternatively, the raw
data can be sent from communication device 116 to an
external device such as a mobile phone, a computer ap-
plication, a computer or electronic device.
[0071] At 803 the shave event is detected from the raw
data of the acceleration sensor 110, angular velocity sen-
sor 112 and cartridge displacement sensor 114, and/or
barometric pressure sensor 144 using an algorithm. The
algorithm may comprise of monitoring a pressure reduc-
tion from barometric pressure sensor 144 in combination
with activity strength as recorded by cartridge displace-
ment sensor 114 or angular velocity sensor 112 or ac-
celeration sensor 110. For example, if a user starts shav-
ing there would be a drop in pressure value as detected
by barometric pressure sensor 144 indicating that the
user moved shaving razor 403 from a starting surface to
the user’s face and there would be activation of the car-
tridge displacement sensor 114 when shaving razor 403
touches the skin on the user’s face. With activation of
barometric sensor 144 without activation of cartridge dis-
placement sensor 114 the event would be rejected as a
shave. The same logic can be used to determine if razor
cartridge 406 has been ejected by looking for a signal on
cartridge displacement sensor 114. Also, it can be un-
derstood that time between signals and events can be
used to determine actions like re-application of shave
cream.
[0072] At 804 a rinse of the razor cartridge 406 can be
detected from the raw data of the acceleration sensor
110, angular velocity sensor 112, cartridge displacement
sensor 114, and/or the barometric pressure sensor 144
using an algorithm. A simple algorithm such as a decision
tree (or ensemble of trees), logistic regression, or a re-
current neural network (RNN)can be trained by super-
vised learning to predict rinse versus no rinse using one
or more of the sensor inputs. In some cases, like in RNN,
raw sensor signals can be fed in to the train the model.

In other case like decision trees features like mean,
standard deviations, etc. can be calculated to feed into
the trained model for prediction.
[0073] At 805 a shave stroke can be detected from the
raw data of the cartridge displacement sensor 114, ac-
celeration sensor 110, angular velocity sensor 112, mag-
netic field sensor 120 and orientation sensor 130 using
an algorithm. An algorithm looking at activation of car-
tridge displacement sensor 114 in combination with a
certain activity level of angular velocity sensor 112 or
acceleration sensor 110 to indicate expected motion that
represents a shave stroke.
[0074] At 806 a shave stroke location and direction can
be detected from the raw data of the cartridge displace-
ment sensor 114, acceleration sensor 110, angular ve-
locity sensor 112, magnetic field sensor 120 and orien-
tation sensor 130 using an algorithm. An algorithm such
as a decision tree (or ensemble of trees), logistic regres-
sion, or a recurrent neural network (RNN) can be trained
by supervised learning to predict location on the user’s
face using one or more of the sensor inputs. In some
cases, like in RNN, raw sensor signals can be fed in to
train the model. In other case like decision trees features
like mean, standard deviations, etc. can be calculated to
feed into the trained model for prediction.
[0075] At 807 a summary of the shave can be gener-
ated from a combination of 802, 803, 804, 805, 806. 807
can also be fused with other information directly from the
consumer to add an extra level of context such as which
strokes were made in the direction of the hair grain. To
do this, we would need information form either 802, 803,
804, 805, or 806 and the user input telling us what direc-
tion their hair is growing on a location of their face.
[0076] Fig. 10 discloses a networked shaving appli-
ance system 1000 according to the current disclosure.
The networked shaving appliance system includes a
shaving appliance 1003 which may be any of the razor
appliances disclosed herein such as razor 103, razor
203, razor 403 and/or any similar or modified razor ac-
cording to and/or supported by the current disclosure.
[0077] The razor appliance 1003 includes a removable
razor cartridge 1006, a razor handle 1002, an internal
power source 1118 and an optional multi-color LED dis-
play 1050.
[0078] As discussed above and herein, the razor ap-
pliance 1003 may include a plurality of internal sensors
such as motion sensor(s), orientation sensor(s), car-
tridge ejection sensor(s), new cartridge detection sen-
sors, and/or pressure sensor(s) associated with the han-
dle 1002 and/or razor cartridge 1006. The shaving appli-
ance 1003 may also include an appliance circuit 1052
connected to receive (via a data connection) sensor sig-
nals from the plurality of sensors contained within the
razor appliance 1003. In the current embodiment, the
network shaving appliance system 1000 also includes a
base station 1301, where the base station includes a seat
1056 for receiving and engaging with the handle 1002 of
the razor appliance 1003. In the current embodiment, the

21 22 



EP 3 513 925 B1

13

5

10

15

20

25

30

35

40

45

50

55

base station 1301 may be powered by electricity via an
electric cord 1058 that may be plugged into a standard
electrical outlet. The seat 1056 may include electrodes
(not shown) that are adapted to engage with and/or mate
with corresponding electrodes (again not shown) on the
razor appliance handle 1002. Through such electrodes
the base station 1301 may provide power to charge the
power source (such as a rechargeable battery) 1118 in
the razor appliance 1003 and/or may provide an electrical
connection for the transfer of data signals from the sensor
circuit 1052 within the razor handle 1002 to a base station
circuit 1060 residing within the base station 1301. It is
also within the scope of the current disclosure that power
may be provided from the base station 1052 to the razor’s
power source 1118 by a non-connected capacitive cou-
pling as known in the art, or any other wireless mecha-
nisms that are known for wirelessly/contact-less trans-
ferring power from a first power source to a rechargeable
power source. It is also within the scope of the current
disclosure that the power source 1118 may be remova-
ble, such as disposable batteries and/or rechargeable
batteries that are charged by something other than the
base station 1301. Further, it is within the scope of the
current disclosure that data transmitted/received be-
tween the razor 1003 and the base station 1301 may be
via wireless data connection, such as a Bluetooth con-
nection and the like. It is also within the scope of the
current disclosure that some or all of the mechanisms,
circuitry and/or functionality of the base station 1301 as
described herein can reside within razor 1003.
[0079] In the current embodiment, the base station
1301 includes base station circuitry 1060 that includes
processor(s) and corresponding circuitry for receiving the
sensor signals (and/or information derived from the sen-
sor signals) and converting the sensor signals/informa-
tion into associated shave event information as described
herein. The base station circuitry 1060, in the current
embodiment, also includes a network circuitry for a wire-
less data communication (e.g., such as a cellular and/or
WiFi connection) with a computer network 1062 such as
a cellular network and/or an internet network. The base
station 1301 may also include a visual display 1064, such
as an LCD display and/or a similar text or image display
device as known to those of ordinary skill, where such
display device 1064 may be controlled by the base station
circuitry 1060. The base station 1301 may also include
a sound actuator 1066 also controlled by the base station
circuitry 1060, where the sound actuator 1066 may in-
clude a speaker or similar sound-making component.
[0080] As further shown in Fig. 11, the networked shav-
ing appliance system 1000 also includes a computerized
and networked user interface device 1080. The compu-
terized and networked user interface device 1080 can be
in the form of a smart phone, a tablet computer, a laptop
or desktop computer, a computerized wearable appli-
ance such as a smart watch or smart glasses, and the
like. The computerized and networked user interface de-
vice 1080 may include a display 1066, and a user input

device such as a cursor control device 1068 (or a touch
screen or a voice activated control, or a motion sensor,
or an eye movement sensor and the like as are readily
available to the art), a camera 1070 and associated
processing circuitry 1072. The computerized and net-
worked user interface device 1080 may operate to per-
form various software applications such as a computer-
ized tool which may be in the form of a personal shaving
application 1073 as will be discussed in further detail
herein. As further described herein, the personal shaving
application 1073 may include a graphical user interface
1074, which may be displayed on the display screen 1066
and controlled and/or receive user input therein from the
user input devices such as the cursor-controlled device
1068 and/or the touch screen. The user device circuitry
1072 may include a network circuit for connecting wire-
lessly with the computer network 1062 for the purpose
of receiving and/or transmitting data over the computer
network 1062.
[0081] As also illustrated in Fig. 10, the computer net-
work 1062 may have various computer servers and/or
distributed computing devices (collectively labeled as
1076) also accessible thereto and may additionally in-
clude various data storage devices 1077 operatively cou-
pled by a data connection thereto. For example, the soft-
ware application 1073 may include operations being per-
formed on one or more of the computer servers/devices
1076 and/or on the device circuitry 1072. Likewise, data
storage associated with the software application 1073
may be within one or more of the data storage devices
1077 and/or on the device circuitry 1072.
[0082] At a very high level, one or more of the appliance
circuit 1052, base station circuit 1060, user device cir-
cuitry 1072 and/or processors associated with the dis-
tributed computing environment 1076 comprise a sensor
circuit for receiving the sensor signals from the razor ap-
pliance 1003 and for generating shave event information
from the sensor signals as described herein. This shave
event information will also be communicated over the
computer network 1062 so that a computerized tool
which may be in the form of the software application 1073
operating on the networked user interface device 1080
may receive the shave event data (or at least portions
thereof) associated with a user of the computerized de-
vice 1080 from the network 1062. The computerized tool
in the form of the software application 1073 may also be
configured to receive user profile data information from
the user via the graphical user interface 1074 provided
by the software application 1073. Further, the software
tool 1073 may process the shave event data received
from the computer network 1062 with the user profile
data provided by the user through the software applica-
tion 1073 to generate user feedback information associ-
ated with the user’s shaving experience as described
herein; and then finally, communicate that user feedback
information to the user via the graphical user interface
1074 provided by the computerized tool 1073 as also
described herein.
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[0083] As shown in Fig. 11, examples of measurement
information or shave event information include razor
movement information 1102 based upon acceleration in
X, Y and Z directions derived from sensor data received
form the 3-axis accelerometer 111 as described above;
razor orientation information 1104 based upon angle in-
formation derived from sensor signals received from the
3-axis gyrometer 113 as described above; razor heading
information 1106 based upon relationship with magnetic
north derived from sensor signals received from the 3-
axis magnetometer 121 as described above; cartridge
pivot movement information 1108 (also cartridge pres-
ence, cartridge contact and/or trimmer contact) based
upon relationship of a magnet with respect to a pivot
plunger derived from sensor signals received from the 3-
axis magnetometer 116 as described above; razor-in-
hand information (information corresponding to a user
gripping the handle 1002) 1110 based upon barometric
pressure derived from sensor signals received from the
capacitive sensor 142 as described above; and razor at-
titude information 1112 derived from sensor signals re-
ceived from the barometric pressure sensor 144 as de-
scribed above.
[0084] As also shown in Fig. 11, razor attitude infor-
mation 1114 can be derived from a combination of the
razor movement information 1102, razor orientation in-
formation 1104 and razor heading information 1106. Car-
tridge contact information 1116 can be derived from pivot
movement information 1108. Stroke event information
can be derived from a combination of the razor attitude
information 1114, razor contact information 1116, razor-
in-hand information 1110 and razor attitude information
1112.
[0085] As further shown in Fig. 11, the measurement
and shave event information may also include informa-
tion provided by the user through the software application
1073. For example, as will be described in further detail
below, hair growth direction information 1120 may be pro-
vided by the user through the software application 1073
through a manual stubble analysis 1122 performed by
the user. Consequently, relative stroke direction informa-
tion 1124 (which determines whether or not the stroke
directions are with or against the direction of hair growth
on the user’s face) can be derived from a combination of
razor attitude information 1114, stroke event information
1118 and the hair growth direction information 1120 pro-
vided by the user. Similarly, over-stroke information or
over-strokes with/against the grain can be determined
based upon a combination of sensor readings taken from
a plurality of the same sensors and user provided infor-
mation as used for shave direction information and/or
relative shave direction information.
[0086] Additional sensors, as discussed herein, may
include thermistors for sensing handle operating temper-
ature and/or in-handle temperature; capacitive sensors
for sensing razor-in-hand; multi-capacitance sensors for
sensing grip positions; clocks for sensing time; acoustic
sensors for sensing shave performance (such as with or

against grain) and the like.
[0087] Another aspect to the current disclosure is that
the shave event information can be cumulative shave
event information starting at a time with the system sens-
es or is informed that a new shaving cartridge 1006 is
attached to the razor 1003. As discussed above, this new
cartridge determination can be sensed by the displace-
ment sensor 114 based upon a combination of displace-
ment sensor positions (such as a first position indicating
that a razor cartridge has been ejected followed by a
second position indicating that a new cartridge has been
attached and/or used, or upon a significant change in
displacement sensor 114 readings over a short period of
time indicating an eject or insertion event). Similar new
cartridge determination information may be provided by
receiving sensor signals associated with the cartridge
eject button 1082 on the razor appliance 1003 followed
by sensor information associated with the displacement
sensor 114 (indicating movement or other activity asso-
ciated with a new cartridge attached to the handle). Sim-
ilarly, new cartridge determination information may be
provided by having a new-cartridge sensor becoming ac-
tive upon the cartridge ejections occurring (such as a
mechanical switch being set for activation when a car-
tridge is ejected), where the new-cartridge sensor may
be then actuated when the new cartridge is inserted. New
cartridge information may also be manually indicated by
the user such as through the software application 1073
or by the user pressing a reset button (or the like), for
example, on the base station 1301. Additionally, new car-
tridge information may be detected by the razor appliance
1003 by detecting a unique I.D. for each razor cartridge
that is attached to the handle 1002. For example, a
unique I.D. can be a barcode on the cartridge sensed by
an associated barcode reader on the handle; can be an
RFID tag on the cartridge sensed by an associated RFID
reader on the handle; can be an I.D. on the cartridge
communicated to the handle by magnetic, electric or ca-
pacitive data communication; can be a physical I.D. such
as a physical key on the cartridge 1006 that is sensed
by the handle 1002; and so forth. Essentially, any known
manner for the appliance 1003 or system 1000 to detect
or be notified when a new razor cartridge 1006 is coupled
to the handle 1002 (the new cartridge event) will begin
the collection point for cumulative shave event data
where that cumulative shave event data will be thereafter
associated with the age of the new razor cartridge 1006.
This cumulative shave event information can be used to
calculate or estimate, for example, the sharpness of the
associated blades contained within the cartridge 1006.
[0088] Figs. 12 through 18 provide example illustra-
tions of the graphical user interface display 1074 of an
example software application 1073 running on the com-
puterized and networked user interface device 1080. Fig.
12 is an example of a typical user login screen 1200 for
access to the software application 1074. As typically
present with such login screens 1200, the user will be
provided the ability to enter a user name 1202 and a
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password 1204, thereafter hitting the login button 1206.
And the user will also be provided with the appropriate
screens for signing up as a new user by hitting the sign-
up button 1208 if not already registered.
[0089] When the user first registers with the software
application 1074, the application may take the user
through a series of steps so that the user can set up and
create a profile for storage by the device circuitry 1072
and/or by networked storage device(s) 1077. Fig. 13 is
an example of such a page 1210 for creating part of the
user’s profile. In screen 1210, the user is asked to select
when and where the user will typically shave such as "at
the sink", "before showering", "after showering", "at a dif-
ferent time to showering/bathing", and/or "in the shower
or both".
[0090] Fig. 14 provides an example screen 1212 for
further creation of the user’s profile such as classifying
how the user’s facial hair grows. For example, with re-
spect to facial hair coverage the user can select whether
or not the "coverage" is "light," "medium" or "heavy;" with
respect to facial "hair texture" the user can select whether
it is "fine/soft," "medium" or "coarse/wiry," and with re-
spect to "noticeable hair re-growth" the user can select
"same-day," "next-day" or "a few days."
[0091] Continuing, Fig. 15 provides another example
screen 1214 in which the user can further create his or
her user profile. In this screen, the user is provided the
ability to identify problem areas with respect to shaving.
For example, the user is asked to indicate whether "red-
ness" is a shaving problem and whether or not that shav-
ing problem is "severe," "mild" or "moderate." Addition-
ally, in the same manner, the user can identify whether
"ingrown hairs" is a shaving problem, "missed hairs" is a
shaving problem and/or "tag & pull" is a shaving problem.
[0092] Continuing on to Fig. 16, as part of generating
the user’s profile, the application 1073 can provide a
screen 1216 and associated algorithms that allow the
computerized and networked user interface device 1080
to use that device’s camera 1070 (if it has one) to take a
photo or "selfie" of the user’s face and where the asso-
ciated programming algorithms within the application
software 1074 can determine hair growth position and
type information based upon the photo taken and input
into the user’s profile.
[0093] As shown in Figs. 17 and 18, the user is provid-
ed the ability to provide hair growth information depend-
ing upon a specific region of the user’s face. For example,
the profile information entered by the user can be seg-
mented into left and right cheek regions 1220, left and
right neck regions 1222, a chin region 1224 and/or an
upper lip region 1226. The example profile screen at Figs.
18 and 19 allows the user to select one of these facial
regions and provide hair growth direction information as-
sociated therewith. For example, as shown in Fig. 19,
the user has selected the left cheek region 1220L, and
upon selection of that region the screen provides a series
of directional areas in which the user can select the di-
rectional arrow most closely representing the hair growth

direction for that region of the user’s face. This hair growth
direction information 1120 for each facial region may be
stored with the user’s profile (such as in data storage
1077). Consequently as described herein, when the
shaving stroke direction information (from stroke event
information 1118, for example) is determined for a par-
ticular facial region that stroke direction information can
be compared with the hair growth direction information
1120 stored in the user’s profile to determine relative
stroke direction information 1124 -- whether or not the
stroke direction in that region detected by the razor device
1003 is in the same or opposite direction as the hair
growth direction stored in the user’s profile - or whether
or not the stroke direction in that region is with or against
the grain of the hair growth.
[0094] Figs. 19 through 22 provide example dashboard
display information provided by the software application
graphical user interface 1074 on the computerized and
networked user interface device 1080. For example, as
shown in Fig. 19, the exemplary dashboard 1240 provid-
ed to the user includes a plurality of different types of
information. In a first portion of the display 1242 the user
is provided with shaving pressure information for each
region of the user’s face for a particular shave. For ex-
ample, in the example shown in Fig. 19, the dashboard
shows that the sensors detected high shave pressure on
the cheek regions and optimal shave pressure in the left
neck region and the upper lip region. An additional display
1244 in the dashboard 1244 may provide individual
shave information for a particular shave such as the
number of shave strokes for the face and the number of
shave strokes in the neck region for that shave. Another
part of the display 1246 may indicate the time spent shav-
ing for that day’s shave while another box 1248 may in-
clude cumulative shave event information - that is infor-
mation depending upon the age of the shave cartridge -
based upon information obtained and collected since the
shave cartridge has been last replaced. As shown in this
example display 1246, for blade performance, the appli-
cation display indicates the predicted or calculated sharp-
ness of the blades 1248 and the number of shaves de-
tected 1250 for this particular blade cartridge. Finally, in
area 1252 the user is provided with the ability to rate the
current shave, such as scoring it with a rating between
1 and 5 stars.
[0095] Fig. 20 provides an example dashboard display
1254 that shows shave event data over a period of time
such as the date of each shave on a time-line along with
the pressure and (if provided) rating for that shave. For
example, the shave performed on April 8 had relatively
low pressure and a mediocre star rating while the shave
performed on April 14 had a higher pressure and a high
star rating. This table also provides an indication of when
a new blade cartridge has been attached to the handle
between April 21 and 26.
[0096] Fig. 21 provides another example dashboard
display 1260 that illustrates primarily cumulative shave
event information, i.e., blade usage information. For ex-
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ample, the dashboard 1260 may include a window 1262
indicating the number of shaves with the current car-
tridge, may include a window 1264 indicating the number
of shave strokes with the current cartridge, may include
a window 1266 indicating the total blade cutting time for
a current cartridge, and may include a window 1268 that
indicates the total number of rinses detected for a current
cartridge, and may include a window 1270 that indicates
a predicted or calculated blade condition notification. As
also provided in this example screen 1260 the application
has the ability to provide advice to the user such as
through images, texts and/or videos. Consequently, in
this screen 1260 a window 1272 allows the user to start
a video providing advice for certain aspects of the shave.
The ability for the current disclosure to select the appro-
priate advice based upon the shave event data, the cu-
mulative shave event data and the user profile data will
be explained in further detail below.
[0097] As shown in Fig. 22, another example display
1274 for the software application may include a window
1276 indicating relative shave direction information for
selected regions of the user’s face - that is, whether or
not the user’s shave direction is with or against the grain
of the user’s facial hair. As shown in the example window
1276, the application detected that at least in the left and
right neck regions, that the user’s shave direction is
against the hair growth direction (stored in the user’s pro-
file) and then provides advice to help reduce redness by
advising the user to try shaving with the grain first and
then re-prep and shave in multiple directions thereafter.
[0098] While the dashboard displays discussed above
with respect to Figs 19-22 are represented as being dis-
played by the graphical user interface 1074 provided by
the software application 1073 running on the computer-
ized and networked user interface device 1080, it is within
the scope of the current disclosure that any of such dis-
plays (or similar versions of such) may be displayed by
the display 1064 provided on the base station 1301. It is
also within the scope of the current disclosure that such
information provided by such dashboard displays dis-
cussed above with respect to Figs. 19-22 may be com-
municated to the user through other electronic commu-
nication avenues such as, without limitation: via email,
text message, voice-message (such as through the com-
puterized and networked user interface device 1080
and/or through the sound actuator 1066 provided on the
base station 1301) and the like.
[0099] As shown in Figs 10 and 23, the razor handle
1002 may include an illumination device 1084 such as a
multicolor LED for indicating subsets of information that
may have been otherwise presented by the dashboard
displays. For example, as shown in Fig. 23, the illumina-
tion device 1082 may illuminate a first color (e.g., green)
1083 when the sensors and associated circuitry detect
that the shaving pressure is optimal and a second color
(e.g., yellow or red) 1085 when the sensors and associ-
ated circuitry detect that the shaving pressure is higher
than an optimal range. Likewise, the illumination device

1082 may illuminate a first color (e.g., green) 1083 when
the sensors and associated circuitry determine, based
upon cumulative shave event information, that the shav-
ing cartridge is in optimal condition and a second color
(e.g., yellow or red) 1085 when the sensors and associ-
ated circuitry determine that, based upon cumulative
shave event information, the sharpness of the blades on
the shaving cartridge is outside an optimal range. Simi-
larly, the illumination device can be adapted to illuminate
different illumination levels such as illumination bright-
ness, illumination size, numbers of illuminators, various
illuminated images, and the like rather than having dif-
ferent colors. Of course, it is also within the scope of the
current disclosure that such illumination device may be
on the base station 1301 instead of, or in addition to on
the handle 1002. It is also within the scope of the current
disclosure that, in place of, or in addition to illumination
devices, vibrating devices may be provided in the handle
to emit differing levels or sequences of vibration depend-
ing upon the type of information to be communicated to
the user through the handle.
[0100] Another aspect of the current disclosure is that
the computerized tool to generates feedback information
and suggestions for addressing shaving problems (user-
identified or otherwise), where such feedback informa-
tion and suggestions may be based upon relative shave
direction information, cumulative shave event informa-
tion (corresponding to blade wear information), user pro-
file information, facial region information, shaving pres-
sure information, shaving stroke count information, and
the like. The feedback information and suggestions may
be provided to the user via the graphical user interface
1074 of the software application 1073 in the form of vid-
eos, animations, voice messages, images, text messag-
es and the like. Alternatively, the feedback information
may be provided by any other communication method
as described herein.
[0101] For example, as discussed above, the user may
identify through the graphical user interface 1074 of the
software application 1073 his/her "biggest issues" for
shaving, such as "closeness/missed hairs" or "redness".
For each of these potential problems identified by the
user, the software application 1073 checks relative shave
direction information, cumulative shave event informa-
tion (corresponding to blade wear information), user pro-
file information, facial region information, shaving pres-
sure information, shaving stroke count information, and
the like; and based upon predetermined logic and/or up-
on other processing such as artificial intelligence, will pro-
vide messages, videos, images, and/or other information
to suggest changes or modifications to the shaving be-
havior. For example, sometimes the message may sim-
ply be "it’s time to change your shaving cartridge" or "try
skipping days between shaving" or "view this video on
beard hydration for shaving" or "try shaving with the grain"
or "try shaving with fewer shaving strokes." User feed-
back based upon shaving direction information (with or
against the grain) may be an example where the software

29 30 



EP 3 513 925 B1

17

5

10

15

20

25

30

35

40

45

50

55

tool references both shaving event information (derived
from sensor data) in combination with information that
may be stored with the user’s profile (user-provided
beard growth direction information, see Figs. 17 & 18).
User feedback based upon hydration may be another
example where the software tool references both shaving
event information (derived from sensor data) in combi-
nation with information that may be stored with the user’s
profile (user-provided information indicating when/where
the user typically shaves - for example, "before I shower,"
see Fig. 13). Any such feedback information may be pro-
vided through the graphical user interface 1074, through
the base station 1301, through the shaving appliance
1003 itself, via email, text message, social network
post/message, change in illumination colors or levels,
through change in vibration levels or sequences, through
coupons (either printed or electronic) and the like. It is
also within the scope of the disclosure that such feedback
information need not be based upon any user-recognized
shaving problems. For example, the feedback informa-
tion may be requested or un-requested, expected or un-
expected.
[0102] Another aspect of the current disclosure is the
software tool’s ability to learn a user’s usual shaving be-
haviors and then adjust the analysis and recommenda-
tions over time based upon this knowledge. For example,
with respect to recommending shaving cartridge replace-
ment, the logic may be able to assess the user’s patterns
over days and weeks (over several cartridge changes)
to be able to accurately personalize the replacement rec-
ommendations. For example, combining the learned pat-
tern behavior over time with information about the days
that shaving occurs, the time taken to shave, the number
of strokes taken, the blade contact time with the skin, the
distance traveled by the blade, etc., the logic will be better
able to predict or calculate an appropriate time for a car-
tridge replacement recommendation.
[0103] The ability to learn from the user’s behavior pat-
terns may also be used in other ways. For example, if
the user typically accesses the software application 1073
at certain times of the day, the logic may be adapted to
trigger certain notifications to the user around that time.
Similarly, if the logic has access to data indicating the
typical day/time that the user may be inclined to shop for
shaving supplies, the software application 1073 may be
adapted to trigger cartridge replacement notifications
shortly in advance of that time and/or may communicate
coupons or offers to the user to help influence the pur-
chasing decision. Similarly, the system may be config-
ured to operate with e-commerce applications or soft-
ware that allows the user to order more cartridges from
the software application 1073 (or through other applica-
tions or software) when it is time.
[0104] Similarly, the notification to the user of optimal
versus high/low pressure shaving sensed by the system
may change over time based upon learning a user’s pref-
erences and shaving behaviors. For example, over time,
the logic may learn that the user experiences a better

shave at higher shaving loads versus lower shaving loads
(See Fig. 20 and associated discussion); and conse-
quently, the shaving load notifications (as described with
respect to Fig. 23, for example, and/or with respect to
window 1242 in Fig. 19) may be adjusted over time to
account for this knowledge.
[0105] An exemplary environment for implementing
various aspects of the current disclosure may include a
computer (or computerized device 1080 and/or computer
server(s) 1076) as described herein) that includes a
processing unit, a system memory and a system bus.
The system bus couples system components including,
but not limited to, the system memory to the processing
unit. The processing unit may be any of various commer-
cially available processors or may be custom or specially
designed processors. Dual microprocessors and other
multiprocessor architectures may also be employed as
the processing unit. Shared processors and/or cloud-
based processing may also be implemented.
[0106] The system bus may be any of several types of
bus structure that may further interconnect to a memory
bus (with or without a memory controller), a peripheral
bus, and a local bus using any of a variety of commercially
available bus architectures. The system memory may
include read only memory (ROM) and/or random access
memory (RAM). A basic input/output system (BIOS) may
store in a non-volatile memory such as ROM, EPROM,
EEPROM, which BIOS contains the basic routines that
help to transfer information between elements within the
computer, such as during start-up. The RAM may also
include a high-speed RAM such as static RAM for cach-
ing data.
[0107] The computer’s memory devices and their as-
sociated computer-readable media may provide nonvol-
atile storage of data, data structures, computer-execut-
able instructions, and so forth. For the computer, the
drives and media accommodate the storage of any data
in a suitable digital format. Although the description of
computer-readable media above refers to a hard-disk
drive (HDD) or the like, a removable magnetic diskette,
and a removable optical media such as a CD or DVD, it
should be appreciated by those skilled in the art that other
types of media which are readable by a computer, such
as zip drives, magnetic cassettes, flash memory cards,
cartridges, and the like, may also be used in the exem-
plary operating environment, and further, that any such
media may contain computer-executable instructions for
performing the methods of the current disclosure.
[0108] A number of program modules may be stored
in the drives and RAM, including an operating system,
one or more application programs, other program mod-
ules and program data. All or portions of the operating
system, applications, modules, and/or data may also be
cached in the RAM. It is appreciated that the embodi-
ments disclosed herein may be implemented with various
commercially available operating systems or combina-
tions of operating systems.
[0109] It is within the scope of the disclosure that a

31 32 



EP 3 513 925 B1

18

5

10

15

20

25

30

35

40

45

50

55

user may enter commands and information into the com-
puter through one or more wired/wireless input devices,
for example, a touch screen display, a keyboard and/or
a pointing device, such as a mouse. Other input devices
may include a microphone (functioning in association
with appropriate language processing/recognition soft-
ware as known to those of ordinary skill in the technolo-
gy), an IR remote control, a joystick, a game pad, a stylus
pen, eye-tracking, or the like. These and other input de-
vices are often connected to the processing unit through
an input device interface that is coupled to the system
bus, but may be connected by other interfaces, such as
a parallel port, an IEEE 1394 serial port, a game port, a
USB port, an IR interface, Bluetooth, etc.
[0110] The computer may operate in a networked en-
vironment using logical connections via wired and/or
wireless communications or data links to one or more
remote computers. For example, the computerized de-
vice 1080 may operate in a networked environment with
one or more server(s) 1076. The remote computer(s)
1076 may be a workstation, a server computer, a router,
a personal computer, a portable computer, a personal
digital assistant, a cellular device, a microprocessor-
based entertainment appliance, a peer device or other
common network node, and may include many or all of
the elements described relative to the computer. The log-
ical connections or data links could include wired/wire-
less connectivity to a local area network (LAN) and/or
larger networks, for example, a wide area network
(WAN). Such LAN and WAN networking environments
are commonplace in offices, and companies, and facili-
tate enterprise-wide computer networks, such as intran-
ets, all of which may connect to a global communications
network such as the Internet. For the purposes of the
current disclosure a data link between two components
may be any wired or wireless mechanism, medium, sys-
tem and/or protocol between the two components,
whether direct or indirect, that allows the two components
to send and/or received data with each other.
[0111] The computer may be operable to communicate
with any wireless devices or entities operatively disposed
in wireless communication, e.g., a printer, scanner, desk-
top and/or portable computer, portable data assistant,
communications satellite, any piece of equipment or lo-
cation associated with a wirelessly detectable tag (e.g.,
a kiosk, news stand, restroom), and telephone. This in-
cludes at least Wi-Fi (such as IEEE 802.11x (a, b, g, n,
etc.)) and Bluetooth™ wireless technologies. Thus, the
communication may be a predefined structure as with a
conventional network or simply an ad hoc communication
between at least two devices.
[0112] The system may also include one or more serv-
er(s) 1076. The server(s) may also be hardware and/or
software (e.g., threads, processes, computing devices).
The servers may house threads to perform transforma-
tions by employing aspects of the invention, for example.
One possible communication between a client and a
server may be in the form of a data packet adapted to be

transmitted between two or more computer processes.
The data packet may include a cookie and/or associated
contextual information, for example. The system may in-
clude a communication framework (e.g., a global com-
munication network such as the Internet) that may be
employed to facilitate communications between the cli-
ent(s) and the server(s).
[0113] The data storage device(s) 1077 may be in the
form of or include databases. For the purposes of the
current disclosure a "database" is any organized collec-
tion of data in electronic form (e.g., accessible by a com-
puter), set up in a manner so that computer(s) can access
the data stored in the database through appropriate op-
eration of computer software.
[0114] Referring to Fig. 24 there is shown another han-
dle 1502 of the present invention. The handle 1502 can
be used like any of the previous handles described and
include all the sensors, devices and power sources pre-
viously described. By way of example the handle 1502
will be described with the sensors, devices and power
source described with respect to handle 102 shown in
Fig. 2. An implement displacement sensor 1514 is asso-
ciated with the handle 1102. A power source 1518 is as-
sociated with the handle 1502. An acceleration sensor
1510 is associated with the handle 1502. An angular ve-
locity sensor 1512 is associated with the handle 1502. A
communication device 1516 is associated with the han-
dle 1502. The implement displacement sensor 1514, the
power source 1518, the acceleration sensor 1510, the
angular velocity sensor 1512 and the communication de-
vice 1516 are positioned on the handle 1502.
[0115] The dimensions and values disclosed herein
are not to be understood as being strictly limited to the
exact numerical values recited. Instead, unless other-
wise specified, each such dimension is intended to mean
both the recited value and a functionally equivalent range
surrounding that value. For example, a dimension dis-
closed as "40 mm" is intended to mean "about 40 mm."
[0116] While embodiments of the current disclosure
have been illustrated and described, it would be obvious
to those skilled in the art that various other changes and
modifications can be made without departing from the
scope of the invention. It is therefore intended to cover
in the appended claims all such changes and modifica-
tions that are within the scope of this invention.

Claims

1. A networked shaving appliance system (1000) com-
prising:

a shaving appliance (1003) including,

a handle (102, 202, 402, 1002, 1502) and
a shaving head cartridge (1006) connected
to the handle (102, 202, 402, 1002, 1502),
one or more motion, orientation, and pres-
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sure sensors (144) associated with one or
more of the handle (102, 202, 402, 1002,
1502) and shaving head cartridge (1006),
and
a sensor circuit connected via a data con-
nection to receive sensor signals from the
one or more motion, orientation and pres-
sure sensors (144), the sensor circuit gen-
erating shave event information from the
sensor signals;

a network circuit wirelessly connected with a
computer network (1062), and communicating
at least the shave event information to the com-
puter network (1062); and
a computerized tool (1073) operating, at least in
part, on a computerized user device connected
to the computer network (1062), the computer-
ized tool (1073) configured to,

receive shave event data associated with a
user of the computerized device from the
computer network (1062),
receive user profile data from the user via
a graphical user interface (1074) provided
by the computerized tool (1073),
processing the shave event data with the
user profile data to generate user feedback
information, and
communicate the user feedback informa-
tion to the user via the graphical user inter-
face (1074) provided by the computerized
tool (1073), characterized in that the sen-
sor circuit segments at least some of the
shave event information based upon one of
a plurality of facial regions in which the sen-
sor signals were generated, and identifies
facial regions associated with at least some
of the shave event information;

at least some of the user profile data is segment-
ed based upon the plurality of facial regions; and
the computerized tool (1073) generates user
feedback information based, at least in part upon
facial regions identified in the shave event infor-
mation.

2. The networked shaving appliance system (1000) of
claim 1, wherein:

the sensor circuit (1052) further generates new
cartridge event information; and
the sensor circuit (1052) compiles cumulative
shave event data occurring since the generation
of the new cartridge event information.

3. The networked shaving appliance system (1000) of
claim 2, wherein at least one of the sensor circuit

(1052) and the computerized tool (1073) generates
blade wear information based, at least in part, upon
the cumulative shave event data.

4. The networked shaving appliance system (1000) of
claim 3, wherein the computerized tool (1073) proc-
esses the blade wear information with the user profile
data to generate user feedback information.

5. The networked shaving appliance system (1000) of
claim 4, wherein the user profile data includes shav-
ing problem issues identified by the user and the
user feedback information includes suggestions for
addressing the shaving problem issues determined
at least in part upon the blade wear information.

6. The networked shaving appliance system (1000) of
claim 5, wherein:

the user profile information received from the
user includes hair growth direction information;
the sensor circuit (1052) generates shave stroke
direction information from the sensor signals;
and
the computerized tool (1073) generates user
feedback information based further upon the
shave stroke direction information with respect
to the hair growth direction information.

7. The networked shaving appliance system (1000) of
claim 6, wherein the user feedback information in-
cludes suggestions for addressing the shaving prob-
lem issues determined at least in part upon the blade
wear information in combination with the shave
stroke direction information with respect to the hair
growth direction information.

8. The networked shaving appliance system (1000) of
claim 1, wherein:

the user profile information received from the
user includes hair growth direction information;
the sensor circuit (1052) generates shave stroke
direction information from the sensor signals;
and
the computerized tool (1073) generates user
feedback information based further upon the
shave stroke direction information with respect
to the hair growth direction information.

9. The networked shaving appliance system (1000) of
claim 1, wherein the facial regions include:

at least one cheek region (1220, 1220L);
at least one neck region (1222);
at least one chin region (1224); and
at least one upper lip region (1226).
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10. A method for transforming sensor data from a shav-
ing appliance (1003) into user recommendation in-
formation, comprising:

providing a shaving appliance (1003) including,

a handle (102, 202, 402, 1002, 1502) and
a shaving head cartridge (1006) connected
to the handle (102, 202, 402, 1002, 1502),
and
one or more motion, orientation (130), and
pressure sensors (144) associated with one
or more of the handle (102, 202, 402, 1002,
1502) and shaving head;

receiving the sensor signals;
generating shave event information from the
sensor signals;
communicating at least the shave event infor-
mation to a global computer network (1062);
receiving user profile data associated with a user
of the shaving appliance (1003);
processing the shave event data with the user
profile data to produce user feedback informa-
tion customized to the user profile data; and
communicating the user feedback information
to a user associated with the user profile data,
characterized in that
the method comprises a step of segmenting at
least some of the shave event information ac-
cording to a plurality of facial regions;
the generating step identifies facial regions as-
sociated with at least some of the shave event
information;
at least some of the user profile data is segment-
ed based upon the plurality of facial regions; and
the processing step produces user feedback in-
formation based, at least in part upon facial re-
gions identified in the shave event information.

11. The method of claim 10, wherein:

the method further comprises producing new
cartridge detection information; and
the generating step compiles cumulative shave
event data occurring since the production of the
new cartridge detection information.

12. The method of claim 11, further comprising gener-
ating blade wear information from the cumulative
shave event data.

13. The method of claim 12, wherein the processing step
processes the blade wear information with the user
profile data to produce user feedback information
customized with the user profile data.

14. The method of claim 13, wherein the user profile data

includes shaving problem issues identified by the us-
er and the user feedback information includes sug-
gestions for addressing the shaving problem issues
determined at least in part upon the blade wear in-
formation.

15. The method of claim 14, wherein:

the user profile information includes hair growth
direction information;
the generating step generates shave stroke di-
rection information from the sensor signals; and
the processing step produces user feedback in-
formation based further upon the shave stroke
direction information with respect to the hair
growth direction information.

16. The method of claim 15, wherein the processing step
processes the blade wear information in combination
with the shave stroke direction information with re-
spect to the hair growth direction information to pro-
duce the user feedback information.

17. The method of claim 14, wherein:

the user profile information includes hair growth
direction information;
the generating step generates shave stroke di-
rection information from the sensor signals; and
the processing step produces user feedback in-
formation based further upon the shave stroke
direction information with respect to the hair
growth direction information.

18. The method of claim 10, wherein the facial regions
include:

at least one cheek region (1220, 1220L);
at least one neck region (1222);
at least one chin region (1224); and
at least one upper lip region (1226).

Patentansprüche

1. Vernetztes Rasiergerätesystem (1000), umfassend:

ein Rasiergerät (1003), einschließlich

eines Griffs (102, 202, 402, 1002, 1502) und
einer mit dem Griff (102, 202, 402, 1002,
1502) verbundenen Rasierkopfkartusche
(1006),
eines oder mehrerer Bewegungs-, Ausrich-
tungs- und Drucksensoren (144), die einem
oder mehreren von dem Griff (102, 202,
402, 1002, 1502) und der Rasierkopfkartu-
sche (1006) zugehörig sind, und
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einer Sensorschaltung, die über eine Da-
tenverbindung verbunden ist, um Sensorsi-
gnale von einem oder mehreren Bewe-
gungs-, Ausrichtungs- und Drucksensoren
(144) zu empfangen, wobei die Sensor-
schaltung anhand der Sensorsignale Ra-
surereignisinformationen erzeugt;

eine Netzwerkschaltung, die drahtlos mit einem
Computernetzwerk (1062) verbunden ist und
dem Computernetzwerk (1062) mindestens die
Rasurereignisinformationen übermittelt; und
ein computerisiertes Hilfsmittel (1073), das min-
destens teilweise auf einer computerisierten Be-
nutzervorrichtung arbeitet, die mit dem Compu-
ternetzwerk (1062) verbunden ist, wobei das
computergestützte Hilfsmittel (1073) dafür ein-
gerichtet ist,

Rasurereignisdaten, die einem Benutzer
der computerisierten Vorrichtung zugehörig
sind, von dem drahtlosen Computernetz-
werk (1062) zu empfangen,
Benutzerprofildaten von dem Benutzer
über eine grafische Benutzeroberfläche
(1074) zu empfangen, die von dem compu-
terisierten Werkzeug (1073) bereitgestellt
wird,
die Rasurereignisdaten mit den Benutzer-
profildaten zu verarbeiten, um Benutzer-
rückmeldeinformationen zu erzeugen, und
die Benutzerrückmeldeinformationen über
die von dem computerisierten Hilfsmittel
(1073) bereitgestellte grafische Benutzero-
berfläche (1074) an den Benutzer zu über-
mitteln, dadurch gekennzeichnet, dass
die Sensorschaltung mindestens einen Teil
der Rasurereignisinformationen auf Grund-
lage einer Vielzahl von Gesichtsbereichen,
in denen die Sensorsignale erzeugt wur-
den, segmentiert und Gesichtsbereiche
identifiziert, die mindestens einem Teil der
Rasurereignisinformationen zugehörig
sind;

mindestens einige der Benutzerprofildaten auf
Grundlage der Vielzahl von Gesichtsbereichen
segmentiert sind; und
das computerisierte Hilfsmittel (1073) Benutzer-
rückmeldeinformationen auf Grundlage min-
destens teilweise des in den Rasurereignisinfor-
mationen identifizierten Gesichtsbereichs er-
zeugt.

2. Vernetztes Rasiergerätesystem (1000) nach An-
spruch 1, wobei:

die Sensorschaltung(1052) ferner neue Kartu-

schenereignisinformationen erzeugt; und
die Sensorschaltung (1052) kumulative Rasur-
ereignisdaten kompiliert, die seit dem Erzeugen
der neuen Kartuschenereignisinformationen
aufgetreten sind.

3. Vernetztes Rasiergerätesystem (1000) nach An-
spruch 2, wobei mindestens eines von der Sensor-
schaltung (1052) und dem computerisierten Hilfsmit-
tel (1073) Klingenverschleißinformationen erzeugt,
die mindestens teilweise auf den kumulativen Ra-
surereignisdaten basieren.

4. Vernetztes Rasiergerätesystem (1000) nach An-
spruch 3, wobei das computerisierte Hilfsmittel
(1073) die Klingenverschleißinformationen mit den
Benutzerprofildaten verarbeitet, um Benutzerrück-
meldeinformationen zu erzeugen.

5. Vernetztes Rasiergerätesystem (1000) nach An-
spruch 4, wobei die Benutzerprofildaten Rasierpro-
blemthemen einschließen, die durch den Benutzer
identifiziert wurden, und die Benutzerrückmeldein-
formationen Vorschläge zum Behandeln der Rasier-
problemthemen einschließen, die mindestens teil-
weise auf Grundlage von Klingenverschleißinforma-
tionen bestimmt werden.

6. Vernetztes Rasiergerätesystem (1000) nach An-
spruch 5, wobei:

die Benutzerprofilinformationen, die von dem
Benutzer empfangen werden, Haarwachstums-
richtungsinformationen einschließen;
die Sensorschaltung (1052) Rasierbewegungs-
richtungsinformationen von den Sensorsigna-
len erzeugt; und
das computerisierte Hilfsmittel (1073) Benutzer-
rückmeldeinformationen ferner auf Grundlage
von Rasierbewegungsrichtungsinformationen
in Bezug auf die Haarwachstumsrichtungsinfor-
mationen erzeugt.

7. Vernetztes Rasiergerätesystem (1000) nach An-
spruch 6, wobei die Benutzerrückmeldeinformatio-
nen Vorschläge zum Behandeln der Rasierpro-
blemthemen einschließt, die mindestens teilweise
auf Grundlage von den Klingenverschleißinformati-
onen in Kombination mit den Rasierbewegungsrich-
tungsinformationen in Bezug auf die Haarwachs-
tumsrichtungsinformationen bestimmt werden.

8. Vernetztes Rasiergerätesystem (1000) nach An-
spruch 1, wobei:

die Benutzerprofilinformationen, die von dem
Benutzer empfangen werden, Haarwachstums-
richtungsinformationen einschließen;
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die Sensorschaltung (1052) Rasierbewegungs-
richtungsinformationen von den Sensorsigna-
len erzeugt; und
das computerisierte Hilfsmittel (1073) Benutzer-
rückmeldeinformationen ferner auf Grundlage
von Rasierbewegungsrichtungsinformationen
in Bezug auf die Haarwachstumsrichtungsinfor-
mationen erzeugt.

9. Vernetztes Rasiergerätesystem (1000) nach An-
spruch 1, wobei die Gesichtsbereiche einschließen:

mindestens einen Wangenbereich (1220,
1220L);
mindestens einen Halsbereich (1222);
mindestens einen Kinnbereich (1224); und
mindestens einen Oberlippenbereich (1226).

10. Verfahren zum Umwandeln von Sensordaten von ei-
nem Rasiergerät (1003) in Benutzerempfehlungsin-
formationen, umfassend:

Bereitstellen eines Rasiergeräts (1003), ein-
schließlich

eines Griffs (102, 202, 402, 1002, 1502) und
einer mit dem Griff (102, 202, 402, 1002,
1502) verbundenen Rasierkopfkartusche
(1006), und
eines oder mehrerer Bewegungs-, Ausrich-
tungs- (130) und Drucksensoren (144), die
einem oder mehreren von dem Griff (102,
202, 402, 1002, 1502) und der Rasierkopf-
kartusche zugehörig sind;

Empfangen der Sensorsignale;
Erzeugen von Rasurereignisinformationen an-
hand der Sensorsignale;
Übermitteln mindestens der Rasurereignisinfor-
mationen an ein globales Computernetzwerk
(1062);
Empfangen von Benutzerprofildaten, die einem
Benutzer des Rasiergeräts (1003) zugehörig
sind;
Verarbeiten der Rasurereignisdaten mit den Be-
nutzerprofildaten, um Benutzerrückmeldeinfor-
mationen zu produzieren, die an die Benutzer-
profildaten angepasst sind; und
Übermitteln der Benutzerrückmeldeinformation
an einen Benutzer, der zu den Benutzerprofil-
daten gehörig ist, dadurch gekennzeichnet,
dass
das Verfahren einen Schritt des Segmentierens
mindestens eines Teils der Rasurereignisinfor-
mationen gemäß einer Vielzahl von Gesichts-
bereichen umfasst;
der Erzeugungsschritt Gesichtsbereiche identi-
fiziert, die mindestens einigen der Rasurereig-

nisinformationen zugehörig sind;
mindestens einige der Benutzerprofildaten auf
Grundlage der Vielzahl von Gesichtsbereichen
segmentiert sind; und
der Verarbeitungsschritt Benutzerrückmeldein-
formationen erzeugt, die mindestens teilweise
auf Gesichtsregionen basieren, die in den Ra-
surereignisinformationen identifiziert wurden.

11. Verfahren nach Anspruch 10, wobei:

das Verfahren ferner das Erstellen neuer Kartu-
schenerkennungsinformationen umfasst; und
der Erzeugungsschritt kumulative Rasurereig-
nisdaten kompiliert, die seit dem Erstellen der
neuen Kartuschenerkennungsinformationen
aufgetreten sind.

12. Verfahren nach Anspruch 11, ferner umfassend das
Erzeugen von Klingenverschleißinformationen an-
hand der kumulativen Rasurereignisdaten.

13. Verfahren nach Anspruch 12, wobei der Verarbei-
tungsschritt die Klingenverschleißinformationen mit
den Benutzerprofildaten verarbeitet, um Benutzer-
rückmeldeinformationen zu erzeugen, die an die Be-
nutzerprofildaten angepasst sind.

14. Verfahren nach Anspruch 13, wobei die Benutzer-
profildaten Rasierproblemthemen einschließen, die
durch den Benutzer identifiziert wurden, und die Be-
nutzerrückmeldeinformationen Vorschläge zum Be-
handeln der Rasierproblemthemen einschließen,
die mindestens teilweise auf Grundlage von Klingen-
verschleißinformationen bestimmt werden.

15. Verfahren nach Anspruch 14, wobei:

die Benutzerprofilinformation Haarwachstums-
richtungsinformationen einschließt;
die Erzeugungsschritt anhand der Sensorsigna-
le Rasierbewegungsrichtungsinformationen er-
zeugt; und
der Verarbeitungsschritt Benutzerrückmel-
dungsinformationen ferner auf Grundlage von
Rasierbewegungsrichtungsinformationen in
Bezug auf die Haarwachstumsrichtungsinfor-
mationen erzeugt.

16. Verfahren nach Anspruch 15, wobei der Verarbei-
tungsschritt die Klingenverschleißinformationen in
Kombination mit den Rasierbewegungsrichtungsin-
formationen in Bezug auf die Haarwuchsrichtungs-
informationen verarbeitet, um die Benutzerrückmel-
deinformationen zu erzeugen.

17. Verfahren nach Anspruch 14, wobei:
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die Benutzerprofilinformation Haarwachstums-
richtungsinformationen einschließt;
die Erzeugungsschritt anhand der Sensorsigna-
le Rasierbewegungsrichtungsinformationen er-
zeugt; und
der Verarbeitungsschritt Benutzerrückmel-
dungsinformationen ferner auf Grundlage von
Rasierbewegungsrichtungsinformationen in
Bezug auf die Haarwachstumsrichtungsinfor-
mationen erzeugt.

18. Verfahren von Anspruch 10, wobei der Gesichtsbe-
reich einschließt:

mindestens einen Wangenbereich (1220,
1220L);
mindestens einen Halsbereich (1222);
mindestens einen Kinnbereich (1224); und
mindestens einen Oberlippenbereich (1226).

Revendications

1. Système d’appareil de rasage en réseau (1000)
comprenant :
un appareil de rasage (1003) incluant :

un manche (102, 202, 402, 1002, 1502) et une
cartouche de tête de rasage (1006) raccordée
au manche (102, 202, 402, 1002, 1502),
un ou plusieurs capteurs de mouvement,
d’orientation, et de pression (144) associés à un
ou plusieurs du manche (102, 202, 402, 1002,
1502) et de la cartouche de tête de rasage
(1006), et
un circuit de capteur connecté par l’intermédiai-
re d’une connexion de données pour recevoir
des signaux de capteur provenant des un ou
plusieurs capteurs de mouvement, d’orientation
et de pression (144), le circuit de capteur géné-
rant des informations d’événement de rasage
provenant des signaux de capteur ;
un circuit de réseau connecté sans fil à un ré-
seau informatique (1062), et communiquant au
moins les informations d’événement de rasage
au réseau informatique (1062) ; et
un outil informatisé (1073) fonctionnant, au
moins en partie, sur un dispositif d’utilisateur in-
formatisé connecté au réseau informatique
(1062), l’outil informatisé (1073) étant configuré
pour,
recevoir des données d’événement de rasage
associées à un utilisateur du dispositif informa-
tisé depuis le réseau informatique (1062),
recevoir des données de profil d’utilisateur de
l’utilisateur via une interface utilisateur graphi-
que (1074) fournie par l’outil informatisé (1073),
traiter les données d’événement de rasage avec

les données de profil d’utilisateur pour générer
des informations de retour d’utilisateur, et
communiquer les informations de retour d’utili-
sateur à l’utilisateur via l’interface utilisateur gra-
phique (1074) fournie par l’outil informatisé
(1073), caractérisé en ce que le circuit de cap-
teur segmente au moins certaines des informa-
tions d’événement de rasage sur la base de
l’une d’une pluralité de régions faciales dans les-
quelles les signaux de capteur ont été générés,
et identifient des régions faciales associées à
au moins certaines des informations d’événe-
ment de rasage ;
au moins certaines des données de profil d’uti-
lisateur sont segmentées en fonction de la plu-
ralité de régions faciales ; et
l’outil informatisé (1073) génère des informa-
tions de retour d’utilisateur en fonction, au moins
en partie de la région faciale identifiée dans les
informations d’événement de rasage.

2. Système d’appareil de rasage en réseau (1000) se-
lon la revendication 1, dans lequel :

le circuit de capteur (1052) génère en outre des
informations d’événement de nouvelle
cartouche ; et
le circuit de capteur (1052) compile des données
d’événement de rasage cumulées se produisant
depuis la génération des informations d’événe-
ment de nouvelle cartouche.

3. Système d’appareil de rasage en réseau (1000) se-
lon la revendication 2, dans lequel au moins l’un du
circuit de capteur (1052) et de l’outil informatisé
(1073) génère des informations d’usure de lame en
fonction, au moins en partie, des données d’événe-
ment de rasage cumulées.

4. Système d’appareil de rasage en réseau (1000) se-
lon la revendication 3, dans lequel l’outil informatisé
(1073) traite les informations d’usure de lame avec
les données de profil d’utilisateur pour générer des
informations de retour d’utilisateur.

5. Système d’appareil de rasage en réseau (1000) se-
lon la revendication 4, dans lequel les données de
profil d’utilisateur incluent des problèmes de rasage
identifiés par l’utilisateur et les informations de retour
d’utilisateur incluent des suggestions pour résoudre
les problèmes de rasage déterminés au moins en
partie d’après les informations d’usure de lame.

6. Système d’appareil de rasage en réseau (1000) se-
lon la revendication 5, dans lequel :

les informations de profil d’utilisateur reçues de
l’utilisateur incluent des informations de sens de
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pousse des poils ;
le circuit de capteur (1052) génère des informa-
tions de sens de course de rasage à partir des
signaux de capteur ; et
l’outil informatisé (1073) génère des informa-
tions de retour d’utilisateur en fonction en outre
des informations de sens de course de rasage
par rapport aux informations de sens de pousse
des poils.

7. Système d’appareil de rasage en réseau (1000) se-
lon la revendication 6, dans lequel les informations
de retour d’utilisateur incluent des suggestions pour
résoudre les problèmes de rasage déterminés au
moins en partie d’après les informations d’usure de
lame en combinaison avec les informations de sens
de course de rasage par rapport aux informations
de sens de pousse des poils.

8. Système d’appareil de rasage en réseau (1000) se-
lon la revendication 1, dans lequel :

les informations de profil d’utilisateur reçues de
l’utilisateur incluent des informations de sens de
pousse des poils ;
le circuit de capteur (1052) génère des informa-
tions de sens de course de rasage à partir des
signaux de capteur ; et
l’outil informatisé (1073) génère des informa-
tions de retour d’utilisateur en fonction en outre
des informations de sens de course de rasage
par rapport aux informations de sens de pousse
des poils.

9. Système d’appareil de rasage en réseau (1000) se-
lon la revendication 1, dans lequel les régions facia-
les incluent :

au moins une région de joue (1220, 1220L) ;
au moins une région de cou (1222) ;
au moins une région de menton (1224) ; et
au moins une région de lèvre supérieure (1226).

10. Procédé pour transformer des données de capteur
d’un appareil de rasage (1003) en informations de
recommandation d’utilisateur, comprenant :

la fourniture d’un appareil de rasage (1003) in-
cluant,
un manche (102, 202, 402, 1002, 1502) et une
cartouche de tête de rasage (1006) raccordée
au manche (102, 202, 402, 1002, 1502), et
un ou plusieurs capteurs (144) de mouvement,
d’orientation (130), et de pression associés à un
ou plusieurs du manche (102, 202, 402, 1002,
1502) et de la tête de rasage ;
la réception des signaux de capteur ;
la génération d’informations d’événement de

rasage à partir des signaux de capteur ;
la communication d’au moins les informations
d’événement de rasage à un réseau informati-
que global (1062) ;
la réception de données de profil d’utilisateur
associées à un utilisateur de l’appareil de rasage
(1003) ;
le traitement des données d’événement de
rasage avec les données de profil d’utilisateur
pour générer des informations de retour d’utili-
sateur personnalisées pour les données de pro-
fil d’utilisateur ; et
la communication des informations de retour
d’utilisateur à un utilisateur associé aux don-
nées de profil d’utilisateur, caractérisé en ce
que :

le procédé comprend une étape de seg-
mentation d’au moins certaines des infor-
mations d’événement de rasage selon une
pluralité de régions faciales ;
l’étape de génération identifie des régions
faciales associées à au moins certaines des
informations d’événement de rasage ;
au moins certaines des données de profil
d’utilisateur sont segmentées en fonction
de la pluralité de régions faciales ; et
l’étape de traitement produit des informa-
tions de retour d’utilisateur en fonction, au
moins en partie de régions faciales identi-
fiées dans les informations d’événement de
rasage.

11. Procédé selon la revendication 10, dans lequel :

le procédé comprend en outre la production d’in-
formations de détection de nouvelle cartouche ;
et
l’étape de génération compile des données
d’événement de rasage cumulées se produisant
depuis la production des informations de détec-
tion de nouvelle cartouche.

12. Procédé selon la revendication 11, comprenant en
outre la génération d’informations d’usure de lame
à partir des données d’événement de rasage cumu-
lées.

13. Procédé selon la revendication 12, dans lequel l’éta-
pe de traitement traite les informations d’usure de
lame avec les données de profil d’utilisateur pour
produire des informations de retour d’utilisateur per-
sonnalisées avec les données de profil d’utilisateur.

14. Procédé selon la revendication 13, dans lequel les
données de profil d’utilisateur incluent des problè-
mes de rasage identifiés par l’utilisateur et les infor-
mations de retour d’utilisateur incluent des sugges-
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tions pour résoudre les problèmes de rasage déter-
minés au moins en partie d’après les informations
d’usure de lame.

15. Procédé selon la revendication 14, dans lequel :

les informations de profil d’utilisateur incluent
des informations de sens de pousse des poils ;
l’étape de génération génère des informations
de sens de course de rasage à partir des signaux
de capteur ; et
l’étape de traitement produit des informations
de retour d’utilisateur en fonction en outre des
informations de sens de course de rasage par
rapport aux informations de sens de pousse des
poils.

16. Procédé selon la revendication 15, dans lequel l’éta-
pe de traitement traite les informations d’usure de
lame en combinaison avec les informations de di-
rection de course de rasage par rapport aux infor-
mations de sens de pousse des poils pour produire
les informations de retour d’utilisateur.

17. Procédé selon la revendication 14, dans lequel :

les informations de profil d’utilisateur incluent
des informations de sens de pousse des poils ;
l’étape de génération génère des informations
de sens de course de rasage à partir des signaux
de capteur ; et
l’étape de traitement produit des informations
de retour d’utilisateur en fonction en outre des
informations de sens de course de rasage par
rapport aux informations de sens de pousse des
poils.

18. Procédé selon la revendication 10, dans lequel les
régions faciales incluent :

au moins une région de joue (1220, 1220L) ;
au moins une région de cou (1222) ;
au moins une région de menton (1224) ; et
au moins une région de lèvre supérieure (1226).
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