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Description

FIELD

[0001] This application relates generally to implants
used in medical procedures such as bone fixation or fu-
sion. More specifically, this application relates to fenes-
trated implants used in bone fixation or fusion.

BACKGROUND

[0002] Many types of hardware are available both for
the fixation of bones that are fractured and for the fixation
of bones that are to be fused (arthrodesed).
[0003] For example, the human hip girdle is made up
of three large bones joined by three relatively immobile
joints. One of the bones is called the sacrum and it lies
at the bottom of the lumbar spine, where it connects with
the L5 vertebra. The other two bones are commonly
called "hip bones" and are technically referred to as the
right ilium and-the left ilium. The sacrum connects with
both hip bones at the sacroiliac joint (in shorthand, the
SI-Joint).
[0004] The SI-Joint functions in the transmission of
forces from the spine to the lower extremities, and vice-
versa. The SI-Joint has been described as a pain gen-
erator for up to 22% of lower back pain.
[0005] To relieve pain generated from the SI Joint, sac-
roiliac joint fusion is typically indicated as surgical treat-
ment, e.g., for degenerative sacroiliitis, inflammatory
sacroiliitis, iatrogenic instability of the sacroiliac joint, os-
teitis condensans ilii, or traumatic fracture dislocation of
the pelvis. Currently, screws and screws with plates are
used for sacro-iliac fusion.
[0006] In order to promote bone growth into the implant
and enhance fusion of the implant with the bone, pockets
or channels can be created in the implant that promote
bone growth into the implant. However, these pockets or
channels may weaken the structural integrity of the im-
plant, which can also be required to bear large stresses.
Therefore, it would be desirable to provide an implant
with pockets or channels to promote bone growth while
substantially maintaining the structural integrity of the im-
plant.
[0007] Document US 2007156241 A1 discloses anoth-
er exemplary bone implant.
[0008] Document US 2011087296 A1 discloses a
bone implant according to the preamble of claim 1.

SUMMARY OF THE DISCLOSURE

[0009] The present invention relates generally to im-
plants used in medical procedures such as bone fixation
or fusion. More specifically, this application relates to fe-
nestrated implants used in bone fixation or fusion.
[0010] In some embodiments, an implant for bone fix-
ation is provided. The implant can include an elongate
body having a longitudinal axis and a rectilinear cross

section transverse to the longitudinal axis, a plurality of
faces, a plurality of apexes joining the plurality of faces,
a central lumen extending along the longitudinal axis of
the elongate body, and a plurality of holes with openings
on the plurality of faces, wherein the holes are in fluid
communication with the central lumen.
[0011] In some embodiments, the holes are circular.
In some embodiments, the holes are oval. In some em-
bodiments, the holes are arranged in a single longitudinal
row on each face. In some embodiments, the holes are
arranged in a plurality of longitudinal rows on each face.
[0012] In some embodiments, the elongate body is
coated with a biologic aid.
[0013] In some embodiments, the holes have a diam-
eter that is about equal to the diameter of the central
lumen. In some embodiments, the holes have a diameter
than is between about 0.2 to 0.5 of the width of the faces.
[0014] In some embodiments, an implant for bone fix-
ation is provided. The implant can include an elongate
body having a longitudinal axis and a rectilinear cross
section transverse to the longitudinal axis, a plurality of
faces, a plurality of apexes joining the plurality of faces,
a central lumen extending along the longitudinal axis of
the elongate body, and a plurality of side pockets extend-
ing along a portion of each of the plurality of faces, where-
in the side pockets have a depth that does not extend to
the central lumen.
[0015] In some embodiments, each of the plurality of
faces has only one side pocket. In some embodiments,
each of the side pockets is centered on each of the faces.
In some embodiments, the side pockets have a width
that is between about 0.2 to 0.8 of the width of the faces
and a length that is between about 0.5 to 0.9 of the length
of the faces.
[0016] In some embodiments, the implant further in-
cludes a plurality of holes located within the side pockets,
wherein the holes are in fluid communication with the
central lumen.
[0017] In some embodiments, an implant for bone fix-
ation is provided. The implant can include an elongate
body having a longitudinal axis and a rectilinear cross
section transverse to the longitudinal axis, a plurality of
faces, a plurality of apexes joining the plurality of faces,
and a central lumen extending along the longitudinal axis
of the elongate body, wherein each one of the plurality
of apexes includes a groove that extends along the length
of the apex.
[0018] In some embodiments, an implant for bone fix-
ation is provided. The implant can include an elongate
body having a longitudinal axis and a rectilinear cross
section transverse to the longitudinal axis, a plurality of
faces, a plurality of apexes joining the plurality of faces,
and a central lumen extending along the longitudinal axis
of the elongate body, wherein each one of the plurality
of apexes includes a plurality of pockets located at dis-
crete points along the length of each apex.
[0019] In some embodiments, an implant for bone fix-
ation is provided. The implant can include an elongate
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body having a longitudinal axis, a distal end, a proximal
end, and a rectilinear cross section transverse to the lon-
gitudinal axis, a plurality of faces, each face formed from
a wall with a thickness between about 2 to 3 mm in thick-
ness, and a plurality of fenestrations disposed on each
face.
[0020] In some embodiments, the distal end of the
elongate body is formed into one or more cutting edges.
[0021] In some embodiments, the rectilinear cross sec-
tion has three sides. In some embodiments, the rectilin-
ear cross section has four sides.
[0022] In some embodiments, the fenestrations are lo-
cated on a distal portion of the elongate body that is con-
figured to be implanted within the sacrum of a patient
while the proximal portion of the elongate body that is
configured to be implanted within the illium is free from
fenestrations.
[0023] In some embodiments, the fenestrations are ar-
ranged in a staggered pattern.
[0024] In some embodiments, the implant further in-
cludes a cap on the proximal end of the elongate body,
the cap having a hole sized to receive a guide pin.
[0025] In some embodiments, the elongate body has
an inner surface and an outer surface that are porous.
In some embodiments, the elongate body has an inner
surface and an outer surface that are roughened. In some
embodiments, the elongate body has an inner surface
and an outer surface that are plasma coated. In some
embodiments, the elongate body has an inner surface
and an outer surface that are coated with a biologic aid.
In some embodiments, the biologic aid is a bone mor-
phogenetic protein.

BRIEF DESCRIPTION OF THE DRAWINGS

[0026] The novel features of the invention are set forth
with particularity in the claims that follow. Only the em-
bodiments with a triangular cross-section and chamfered
distal and proximal ends of the apexes fall within the
scope of the claims. The other embodiments are only
shown for illustrative purposes. A better understanding
of the features and advantages of the present invention
will be obtained by reference to the following detailed
description that sets forth illustrative embodiments, in
which the principles of the invention are utilized, and the
accompanying drawings of which:

FIGS. 1A-1V illustrate various embodiments of im-
plant structures with different fenestrations.
FIGS. 2A-2D are side section views of the formation
of a broached bore in bone according to one embod-
iment of the invention.
FIGS. 2E and 2F illustrate the assembly of a soft
tissue protector system for placement over a guide
wire.
FIGS. 3 and 4 are, respectively, anterior and poste-
rior anatomic views of the human hip girdle compris-
ing the sacrum and the hip bones (the right ilium,

and the left ilium), the sacrum being connected with
both hip bones at the sacroiliac joint (in shorthand,
the SI-Joint).
FIGS. 5 to 7A and 7B are anatomic views showing,
respectively, a pre-implanted perspective, implanted
perspective, implanted anterior view, and implanted
cranio-caudal section view, the implantation of three
implant structures for the fixation of the SI-Joint using
a lateral approach through the ilium, the SI-Joint, and
into the sacrum.
FIGS. 8A and 8B illustrate another embodiment of
an implant structure with fenestrations.
FIGS. 9A and 9B illustrate yet another embodiment
of an implant structure with fenestrations.

DETAILED DESCRIPTION

[0027] Elongated, stem-like implant structures 20 like
that shown in FIG. 1A make possible the fixation of the
SI-Joint (shown in anterior and posterior views, respec-
tively, in FIGS. 3 and 4) in a minimally invasive manner.
These implant structures 20 can be effectively implanted
through the use of a lateral surgical approach. The pro-
cedure is desirably aided by conventional lateral and/or
anterior-posterior (A-P) visualization techniques, e.g.,
using X-ray image intensifiers such as a C-arms or fluor-
oscopes to produce a live image feed that is displayed
on a TV screen.
[0028] In some embodiments, the implant structures
20 can include pockets, pathways, cavities, openings,
fenestrations, channels and/or recesses that allow bone
graft materials to be incorporated into the implant struc-
ture. These bone graft materials can promote bone
growth into and/or around the implant structure, which
can reduce the time it takes for the implant structure to
be stably integrated with the bone. Bone graft materials
can be applied to and/or injected into the implant structure
before implantation or applied after implantation by in-
jection of the bone graft material into a proximal cannula
or other conduit. In some embodiments, the surfaces of
the implant structure 20 can be roughened or textured to
promote bone growth and adherence of the bone graft
materials. The internal and/or external surfaces can be
roughened or textured by mechanical means or can be
spray coated with a roughening material.
[0029] The bone graft materials can be a liquid, gel,
slurry, paste, powder or other form, and can include a
biologic aid that can promote and/or enhance bony in-
growth, tissue repair, and/or reduce inflammation, infec-
tion and pain. For example, the biologic aid can include
growth factors, such as bone morphogenetic proteins
(BMPs), hydroxyapatite in, for example, a liquid or slurry
carrier, demineralized bone, morselized autograft or al-
lograft bone, medications to reduce inflammation, infec-
tion or pain such as analgesics, antibiotics and steroids.
In some embodiments, the growth factors can be human
recombinant growth factors, such as hr-BMP-2 and/or
hr-BMP-7, or any other human recombinant form of BMP,
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for example. The carrier for the biologic aid can be a liquid
or gel such as saline or a collagen gel, for example. The
biologic aid can also be encapsulated or incorporated in
a controlled released formulation so that the biologic aid
is released to the patient at the implant site over a longer
duration. For example, the controlled release formulation
can be configured to release the biologic aid over the
course of days or weeks or months, and can be config-
ured to release the biologic aid over the estimated time
it would take for the implant site to heal. The amount of
biologic aid delivered to the implant structure can be con-
trolled using a variety of techniques, such as controlling
or varying the amount of coating material applied to the
implant and/or controlling or varying the amount of bio-
logic aid incorporated into the coating material. In some
embodiments, in may be important to control the amount
of biologic aid delivered because excessive use of certain
biologic aids can result in negative effects such as radic-
ular pain, for example.
[0030] In general, any pockets, pathways, cavities,
openings, fenestrations, channels and/or recesses in the
implant structure may weaken its structural strength, in-
cluding for example the bending and shear strengths.
The following examples of implant structures are varia-
tions of the solid triangular implant structure 20 of FIG.
1A, which has a single central, longitudinally oriented lu-
men or cannula for receiving a guide wire or guide pin.
The relative bending and shear strengths can be com-
pared to the cannulated but otherwise solid implant struc-
ture 20 of FIG. 1A, which can be assigned a bending
strength of 1.00 and a shear strength of 1.00. The relative
bending and shear strengths can be modified or opti-
mized for structural strength and ability to promote bone
grafting by varying the size, number, spacing, location,
orientation, and shape of the pockets, pathways, cavities,
openings, fenestrations, channels and/or recesses. Al-
though the embodiments illustrated herein show triangu-
lar implant structures, implant structures with different
rectilinear shapes, such as rectangular or square, can
be used or substituted for the triangular implant struc-
tures.
[0031] FIGS. 1B-D illustrate an embodiment of a trian-
gular implant structure 100 having a central lumen 101
and a series of holes 102 on each face 103 of the implant
structure 100 that reach and provide access to the central
lumen 101. The holes 102 can be centered on the face
103 and extend inwardly at an angle that is substantially
perpendicular or normal to the face 103 of the implant
structure 100. In some embodiments, each apex 104 can
be beveled or rounded. In some embodiments, the distal
end 105 of the implant structure 100 can be tapered to
facilitate implantation into the bone. In some embodi-
ments, the diameter of the holes 102 can be equal to or
substantially equal to the diameter of the central lumen
101. In other embodiments, the diameter of the holes 102
can be greater than or less than the diameter of the cen-
tral lumen 101. In some embodiments, the implant struc-
ture 100 illustrated in FIGS. 1B-D has a relative bending

strength of about 0.82 and a relative shear strength of
about 0.66. In some embodiments, to inject or load the
implant structure 100 with bone graft materials, the distal
hole 106 of the central lumen 101 can be blocked or
sealed so that flow of the bone graft materials fills the
central lumen 101 and exits the side holes 102.
[0032] In some embodiments, the holes 102 can have
a diameter (D1) that is about 0.3 of width (W1) of the face
103 of the implant structure 100. In some embodiments,
the holes 102 can have a diameter that is greater than
about 0.3 of the width of the face 103 of the implant struc-
ture 100. In some embodiments, the holes 102 can have
a diameter that is less than about 0.3 of the width of the
face 103 of the implant structure 100. In some embodi-
ments, the holes 102 can have a diameter that is between
about 0.2 to about 0.5 of the width of the face 103 of the
implant structure. In some embodiments, the holes 102
can be separated from adjacent holes 102 by about 2/3
of the hole diameter, where separation distance (S1) is
measured by the distance between the circumference of
the holes 102. In some embodiments, the holes 102 can
be separated from adjacent holes 102 by less than about
2/3 of the hole diameter. In some embodiments, the holes
102 can be separated from adjacent holes 102 by greater
than about 2/3 of the hole diameter. In some embodi-
ments, the holes 102 can be separated from adjacent
holes 102 by about 0.5 to about 2 times, or about 0.5 to
about 1 times the hole 102 diameter. In some embodi-
ments, the relative bending strength can be at least about
0.5, 0.6, 0.7, 0.8 or 0.9. In some embodiments, the rela-
tive bending strength can be between about 0.5 to 0.9.
In some embodiments, the relative shear strength can
be at least about 0.5, 0.6, 0.7, 0.8 or 0.9. In some em-
bodiments, the relative shear strength can be between
about 0.5 to 0.9.
[0033] FIGS. 1E-G illustrate another embodiment of
an implant structure 110 having a central lumen 111 and
a series of slots 112 on each face 113 of the implant
structure 110 that reach and provide access to the central
lumen 111. The slots 112 can be centered on the face
113 and extend inwardly at an angle that is substantially
perpendicular or normal to the face 113 of the implant
structure 110. In some embodiments, each apex 114 can
be beveled or rounded. In some embodiments, the distal
end 115 of the implant structure 110 can be tapered to
facilitate implantation into the bone. In some embodi-
ments, the width of the slots can be equal to or substan-
tially equal to the diameter of the central lumen 111. In
other embodiments, the width of the slots can be greater
than or less than the diameter of the central lumen 111.
In some embodiments, the implant structure 110 illus-
trated in FIGS. 1E-G has a relative bending strength of
about 0.82 and a relative shear strength of about 0.66.
In some embodiments, to inject or load the implant struc-
ture 110 with bone graft materials, the distal hole 116 of
the central lumen 111 can be blocked or sealed so that
flow of the bone graft materials fills and exits the slots 112.
[0034] In some embodiments, the slots 112 can have
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a width (W3) that is about 0.3 of width (W2) of the face
113 of the implant structure 110. In some embodiments,
the slots 112 can have a width that is greater than about
0.3 of the width of the face 113 of the implant structure
110. In some embodiments, the slots 112 can have a
width that is less than about 0.3 of the width of the face
113 of the implant structure 110. In some embodiments,
the slots 112 can have a width that is between about 0.2
to about 0.6 of the width of the face 113 of the implant
structure 110. In some embodiments, the slots 112 can
have a length (L3) that is about 0.15 the length (L2) of
the face 113. In some embodiments, the slots 112 can
have a length that is less than about 0.15 the length of
the face 113. In some embodiments, the slots 112 can
have a length that is greater than about 0.15 the length
of the face 113. In some embodiments, the slots 112 can
have a length that is between about 0.1 to 0.4, or about
0.1 to 0.25 the length of the face 113. In some embodi-
ments, the slots 112 are separated (S2) from adjacent
slots 112 by about 2/3 the width of the slot 112. In some
embodiments, the slots 112 are separated from adjacent
slots 112 by greater than about 2/3 the width of the slot
112. In some embodiments, the slots 112 are separated
from adjacent slots 112 by less than about 2/3 the width
of the slot 112. In some embodiments, the slots 112 can
be separated from adjacent slots 112 by about 0.5 to
about 2 times, or about 0.5 to about 1 times the slot 112
width. In some embodiments, the relative bending
strength can be at least about 0.5, 0.6, 0.7, 0.8 or 0.9. In
some embodiments, the relative bending strength can
be between about 0.5 to 0.9. In some embodiments, the
relative shear strength can be at least about 0.5, 0.6, 0.7,
0.8 or 0.9. In some embodiments, the relative shear
strength can be between about 0.5 to 0.9.
[0035] FIGS. 1H-J illustrate another embodiment of an
implant structure 120 having a central lumen 121 and a
side pocket 122 on each face 123 of the implant structure
120. The side pocket 122 can be a depression, cavity,
groove or slot centered on the face 123 having a width,
length and depth. In some embodiments, the side pocket
122 is relatively shallow so that it does not extend to the
central lumen 121. In some embodiments, each apex
124 can be beveled or rounded. In some embodiments,
the distal end 125 of the implant structure 120 can be
tapered to facilitate implantation into the bone. In some
embodiments, the implant structure 120 illustrated in
FIGS. 1H-J has a relative bending strength of about 0.77
and a relative shear strength of about 0.72. In some em-
bodiments, to load the implant structure 120 with bone
graft materials, the bone graft material is applied to the
side pockets 122 before implantation. In other embodi-
ments, the bone graft material is applied during implan-
tation, as further described in U.S. Patent Application
61/609,043 titled Tissue Dilator and Protector, which is
hereby incorporated by reference in its entirety and can
be applied to the other implants.
[0036] In some embodiments, the side pocket 122 can
have a width (W4) that is about 0.5 of width (W5) of the

face 123 of the implant structure 120. In some embodi-
ments, the side pocket 122 can have a width that is great-
er than about 0.5 of the width of the face 123 of the implant
structure 120. In some embodiments, the side pocket
122 can have a width that is less than about 0.5 of the
width of the face 123 of the implant structure 120. In some
embodiments, the side pocket 122 can have a width that
is between about 0.2 to about 0.8 of the width of the face
123 of the implant structure 120. In some embodiments,
the side pocket 122 can have a length (L4) that is about
0.75 the length (L5) of the face 123. In some embodi-
ments, the side pocket 122 can have a length that is less
than about 0.75 the length of the face 123. In some em-
bodiments, the side pocket 122 can have a length that
is greater than about 0.75 the length of the face 123. In
some embodiments, the side pocket 122 can have a
length that is between about 0.5 to 0.9 of the length of
the face 123. In some embodiments, the side pocket 122
can have a depth between about 0.2 mm and 5 mm, or
between about 0.2 mm and 2 mm, or between about 0.2
and 1 mm. In some embodiments, the side pocket 122
can have a depth between about 0.25 mm, 0.5 mm, 0.75
mm, 1 mm or 2 mm. In some embodiments, the relative
bending strength can be at least about 0.5, 0.6, 0.7, 0.8
or 0.9. In some embodiments, the relative bending
strength can be between about 0.5 to 0.9. In some em-
bodiments, the relative shear strength can be at least
about 0.5, 0.6, 0.7, 0.8 or 0.9. In some embodiments, the
relative shear strength can be between about 0.5 to 0.9.
[0037] FIGS. 1K-M illustrate another embodiment of
an implant structure 130 having a central lumen 131, a
side pocket 132 on each face 133 of the implant structure
130, and a plurality of holes 134 located within the side
pocket 132. The side pocket 132 in the embodiment il-
lustrated in FIGS. 1K-M can be the same as or be similar
to the side pocket 122 previously described above and
illustrated in FIGS. 1H-J. Likewise, the holes 134 illus-
trated in FIGS. 1K-M can be the same as or be similar
to the holes 102 previously described above and illus-
trated in FIGS. 1B-D. In some embodiments, as illustrat-
ed in FIGS. 1K-M, the holes 134 have a diameter that is
less than the diameter of the central lumen 131. In other
embodiments, the holes 134 have a diameter than is
equal to or greater than the diameter of the central lumen
131. In some embodiments, each apex 135 can be bev-
eled or rounded. In some embodiments, the distal end
136 of the implant structure 130 can be tapered to facil-
itate implantation into the bone. In some embodiments,
the implant structure 130 illustrated in FIGS. 1K-M has
a relative bending strength of about 0.74 and a relative
shear strength of about 0.62. In some embodiments, to
load the implant structure 130 with bone graft materials,
the bone graft material is injected and/or applied to the
side pockets 132 and holes 134 before implantation. In
other embodiments, the bone graft materials can be in-
jected into the central lumen 131, which can have a distal
opening 137 that is blocked off or plugged so that the
bone graft materials fill the central lumen 131 and exit
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out the holes 134 which are in fluid communication with
the central lumen 131. As the bone graft materials exit
the holes 134, the bone graft material can coat and fill
both the holes 134 and the side pocket 132. This injection
process can be done before implantation, during implan-
tation, or after implantation.
[0038] In some embodiments, the side pocket 132
shown in FIGS. 1K-M has the same or similar dimensions
as the side pocket 122 shown in FIGS. 1H-J and de-
scribed above. In some embodiments, the holes 134 can
have a diameter (D2) that is about 0.4 of the width (W6)
of the side pocket 132. In some embodiments, the holes
134 can have a diameter that is greater than or less than
about 0.4 times the width of the side pocket 132. In some
embodiments, the holes 134 can be separated (S3) by
about 1.5 times the diameter of the holes 134. In some
embodiments, the holes 134 can be separated by greater
than or less than about 1.5 times the diameter of the
holes 134. In some embodiments, the relative bending
strength can be at least about 0.5, 0.6, 0.7, 0.8 or 0.9. In
some embodiments, the relative bending strength can
be between about 0.5 to 0.9. In some embodiments, the
relative shear strength can be at least about 0.5, 0.6, 0.7,
0.8 or 0.9. In some embodiments, the relative shear
strength can be between about 0.5 to 0.9.
[0039] FIGS. 1N-P illustrate another embodiment of an
implant structure 140 having a central lumen 141 and a
plurality of peripheral lumens 142 surrounding the central
lumen 141. The peripheral lumens 142 can be oriented
longitudinally and can be located between the central
lumen 141 and each apex 143. As illustrated, the implant
structure 140 is triangular and has three apexes 143 and
three peripheral lumens 142 that surround the central
lumen 141. In some embodiments, both the central lumen
141 and the peripheral lumens 142 can extend through-
out the longitudinal length of the implant structure 140.
In other embodiments, the peripheral lumens 142 do not
extend throughout the length of the implant structure 140,
and instead, the peripheral lumens 142 terminate prior
to the distal end 144 of the implant structure 140. In ad-
dition, a plurality of side holes 145 can be included in the
implant structure 140. Each peripheral lumen 142 can be
intersected by a plurality of side holes 145, where each
side hole 145 extends between two faces 146 of the im-
plant structure with a side hole opening 147 on each of
the two faces 146. The side holes 145 can extend trans-
versely through the implant structure 140 at an angle of
about 60 degrees from the surfaces of the faces 146. In
some embodiments, each apex 143 can be beveled or
rounded. In some embodiments, the distal end 144 of
the implant structure 140 can be tapered to facilitate im-
plantation into the bone. In some embodiments, the im-
plant structure 140 illustrated in FIGS. 1N-P has a relative
bending strength of about 0.63 and a relative shear
strength of about 0.66. In some embodiments, to load
the implant structure 140 with bone graft materials, the
bone graft material is injected into the peripheral lumens
142, where the bone graft material fills up the peripheral

lumens and exits the side holes 145. Injection of the bone
graft material can take place before, during, or after im-
plantation. In some embodiments where the peripheral
lumens 142 extend completely through the implant struc-
ture 140, the distal ends of the peripheral lumens 142
can be blocked or plugged before injection of the bone
graft material.
[0040] In some embodiments, the peripheral lumens
142 have a diameter (D3) of about 0.2 times the width
(W7) of the faces 146 of the implant structure. In some
embodiments, the peripheral lumens 142 have a diam-
eter greater than or less than about 0.2 times the width
of the faces 146 of the implant structure. In some em-
bodiments, the peripheral lumens 142 can have a smaller
diameter than the central lumen 141. In other embodi-
ments, the peripheral lumens 142 can have an equal or
larger diameter than the central lumen 141. In some em-
bodiments, the side holes 145 have a diameter (D4) equal
or substantially equal to the diameter of the peripheral
lumens 142. In other embodiments, the side holes 145
have a diameter less than or greater than the diameters
of the peripheral lumens 142. In some embodiments, the
relative bending strength can be at least about 0.5, 0.6,
0.7, 0.8 or 0.9. In some embodiments, the relative bend-
ing strength can be between about 0.5 to 0.9. In some
embodiments, the relative shear strength can be at least
about 0.5, 0.6, 0.7, 0.8 or 0.9. In some embodiments, the
relative shear strength can be between about 0.5 to 0.9.
[0041] FIGS. 1Q-S illustrate another embodiment of
an implant structure 150 having a central lumen 151.
Each apex 152 can be beveled or rounded and can have
a plurality of pockets or cavities 153 located at discrete
points along the length of the apex 152. These pockets
153 extend from the apex 152 and towards the central
lumen 151, but do not reach the central lumen 151. In
some embodiments, the pockets 153 have a curved cut-
out shape, which can correspond in shape to a portion
of a cylinder. In some embodiments, the distal end 154
of the implant structure 140 can be tapered to facilitate
implantation into the bone. In some embodiments, the
implant structure 150 illustrated in FIGS. 1Q-S has a rel-
ative bending strength of about 0.89 and a relative shear
strength of about 0.86. In some embodiments, to load
the implant structure 150 with bone graft materials, the
bone graft material is applied externally to the implant
structure 150 either before or during implantation. In ad-
dition to receiving the bone graft materials, the pockets
153 also function to eliminate or reduce a corner haloing
effect.
[0042] In some embodiments, the pockets 153 can
have a length (L6) or diameter of about 0.06 of the length
(L7) of the apex 152. In some embodiments, the pockets
153 can have a length or diameter greater than or less
than about 0.06 of the length of the apex 152. In some
embodiments, the pockets 153 can be separated (S4)
from adjacent pockets 153 by about 2/3 of the pocket
length or diameter. In some embodiments, the pockets
153 can be separated from adjacent pockets 153 by
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greater than or less than about 2/3 of the hole diameter.
In some embodiments, the relative bending strength can
be at least about 0.5, 0.6, 0.7, 0.8 or 0.9. In some em-
bodiments, the relative bending strength can be between
about 0.5 to 0.95. In some embodiments, the relative
shear strength can be at least about 0.5, 0.6, 0.7, 0.8 or
0.9. In some embodiments, the relative shear strength
can be between about 0.5 to 0.95.
[0043] FIG. 1T-V illustrate another embodiment of an
implant structure 160 having a central lumen 161. Each
apex 162 has a groove 163 that extends along the length
of the apex 162. In some embodiments, the distal end
164 of the implant structure 160 can be tapered to facil-
itate implantation into the bone. In some embodiments,
the implant structure 160 illustrated in FIGS. 1T-V has a
relative bending strength of about 0.87 and a relative
shear strength of about 0.88. In some embodiments, to
load the implant structure 160 with bone graft materials,
the bone graft material is applied externally to the implant
structure 160 either before or during implantation. In ad-
dition to receiving the bone graft materials, the grooves
163 also function to eliminate or reduce a corner haloing
effect.
[0044] In some embodiments, the grooves 163 can be
circular shaped cutouts running along the apex 162 hav-
ing a diameter (D5) of about 0.25 of the width of the face
165 and an arc length of about 0.28 of the width of the
face 165. In some embodiments, the grooves 163 can
have a diameter of greater or less than about 0.25 of the
width of the face 165. In some embodiments, the grooves
163 can have an arc length of greater than or less than
about 0.28 of the width of the face 165.
[0045] In one embodiment of a lateral approach (see
FIGS. 5, 6, and 7A/B), one or more implant structures 20
are introduced laterally through the ilium, the SI-Joint,
and into the sacrum. This path and resulting placement
of the implant structures 20 are best shown in FIGS. 6
and 7A/B. In the illustrated embodiment, three implant
structures 20 are placed in this manner. Also in the illus-
trated embodiment, the implant structures 20 are recti-
linear in cross section and triangular in this case, but it
should be appreciated that implant structures 20 of other
cross sections can be used. In addition, any of the implant
structures disclosed above can be used in the implanta-
tion procedures herein.
[0046] Before undertaking a lateral implantation pro-
cedure, the physician identifies the SI-Joint segments
that are to be fixated or fused (arthrodesed) using, e.g.,
the Fortin finger test, thigh thrust, FABER, Gaenslen’s,
compression, distraction, and diagnostic SI Joint injec-
tion.
[0047] Aided by lateral, inlet, and outlet C-arm views,
and with the patient lying in a prone position, the physi-
cian aligns the greater sciatic notches and then the alae
(using lateral visualization) to provide a true lateral posi-
tion. A 3 cm incision is made starting aligned with the
posterior cortex of the sacral canal, followed by blunt tis-
sue separation to the ilium. From the lateral view, the

guide pin 38 (with sleeve (not shown)) (e.g., a Steinmann
Pin) is started resting on the ilium at a position inferior to
the sacrum end plate and just anterior to the sacral canal.
In the outlet view, the guide pin 38 should be parallel to
the sacrum end plate at a shallow angle anterior (e.g.,
15 to 20 degrees off horizontal, as FIG. 7B shows). In a
lateral view, the guide pin 38 should be posterior to the
sacrum anterior wall. In the inlet view, the guide pin 38
should not violate the sacral foramina. This corresponds
generally to the sequence shown diagrammatically in
FIGS. 2A and 2B. A soft tissue protector (not shown) is
desirably slipped over the guide pin 38 and firmly against
the ilium before removing the guide pin sleeve (not
shown).
[0048] Over the guide pin 38 (and through the soft tis-
sue protector), the pilot bore 42 is drilled in the manner
previously described, as is diagrammatically shown in
FIG. 2C. The pilot bore 42 extends through the ilium,
through the SI-Joint, and into the sacrum. The drill bit 40
is then removed.
[0049] The shaped broach 44 is tapped into the pilot
bore 42 over the guide pin 38 (and through the soft tissue
protector) to create a broached bore 48 with the desired
profile for the implant structure 20, which, in the illustrated
embodiment, is triangular. This generally corresponds to
the sequence shown diagrammatically in FIG. 2D. The
triangular profile of the broached bore 48 is also shown
in FIG. 5.
[0050] FIGS. 2E and 2F illustrate an embodiment of
the assembly of a soft tissue protector or dilator or deliv-
ery sleeve 200 with a drill sleeve 202, a guide pin sleeve
204 and a handle 206. In some embodiments, the drill
sleeve 202 and guide pin sleeve 204 can be inserted
within the soft tissue protector 200 to form a soft tissue
protector assembly 210 that can slide over the guide pin
208 until bony contact is achieved. The soft tissue pro-
tector 200 can be any one of the soft tissue protectors or
dilators or delivery sleeves disclosed herein. In some em-
bodiments, an expandable dilator or delivery sleeve 200
as disclosed herein can be used in place of a conven-
tional soft tissue dilator. In the case of the expandable
dilator, in some embodiments, the expandable dilator can
be slid over the guide pin and then expanded before the
drill sleeve 202 and/or guide pin sleeve 204 are inserted
within the expandable dilator. In other embodiments, in-
sertion of the drill sleeve 202 and/or guide pin sleeve 204
within the expandable dilator can be used to expand the
expandable dilator.
[0051] In some embodiments, a dilator can be used to
open a channel though the tissue prior to sliding the soft
tissue protector assembly 210 over the guide pin. The
dilator(s) can be placed over the guide pin, using for ex-
ample a plurality of sequentially larger dilators or using
an expandable dilator. After the channel has been formed
through the tissue, the dilator(s) can be removed and the
soft tissue protector assembly can be slid over the guide
pin. In some embodiments, the expandable dilator can
serve as a soft tissue protector after being expanded.
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For example, after expansion the drill sleeve and guide
pin sleeve can be inserted into the expandable dilator.
[0052] As shown in FIGS. 5 and 6, a triangular implant
structure 20 can be now tapped through the soft tissue
protector over the guide pin 38 through the ilium, across
the SI-Joint, and into the sacrum, until the proximal end
of the implant structure 20 is flush against the lateral wall
of the ilium (see also FIGS. 7A and 7B). The guide pin
38 and soft tissue protector are withdrawn, leaving the
implant structure 20 residing in the broached passage-
way, flush with the lateral wall of the ilium (see FIG. 7A
and 7B). In the illustrated embodiment, two additional
implant structures 20 are implanted in this manner, as
FIG. 6 best shows. In other embodiments, the proximal
ends of the implant structures 20 are left proud of the
lateral wall of the ilium, such that they extend 1, 2, 3 or
4 mm outside of the ilium. This ensures that the implants
1020 engage the hard cortical portion of the ilium rather
than just the softer cancellous portion, through which they
might migrate if there was no structural support from hard
cortical bone. The hard cortical bone can also bear the
loads or forces typically exerted on the bone by the im-
plant 1020.
[0053] The implant structures 20 are sized according
to the local anatomy. For the SI-Joint, representative im-
plant structures 20 can range in size, depending upon
the local anatomy, from about 35 mm to about 70 mm in
length, and about a 7 mm inscribed diameter (i.e. a tri-
angle having a height of about 10.5 mm and a base of
about 12 mm). The morphology of the local structures
can be generally understood by medical professionals
using textbooks of human skeletal anatomy along with
their knowledge of the site and its disease or injury. The
physician is also able to ascertain the dimensions of the
implant structure 20 based upon prior analysis of the mor-
phology of the targeted bone using, for example, plain
film x-ray, fluoroscopic x-ray, or MRI or CT scanning.
[0054] Using a lateral approach, one or more implant
structures 20 can be individually inserted in a minimally
invasive fashion across the SI-Joint, as has been de-
scribed. Conventional tissue access tools, obturators,
cannulas, and/or drills can be used for this purpose. Al-
ternatively, the novel tissue access tools described
above and in co-pending U.S. Application No.
61/609,043, titled "TISSUE DILATOR AND PROTECT-
ER" and filed March 9, 2012, can also be used. No joint
preparation, removal of cartilage, or scraping are re-
quired before formation of the insertion path or insertion
of the implant structures 20, so a minimally invasive in-
sertion path sized approximately at or about the maxi-
mum outer diameter of the implant structures 20 can be
formed.
[0055] The implant structures 20 can obviate the need
for autologous bone graft material, additional screws
and/or rods, hollow modular anchorage screws, cannu-
lated compression screws, threaded cages within the
joint, or fracture fixation screws. Still, in the physician’s
discretion, bone graft material and other fixation instru-

mentation can be used in combination with the implant
structures 20.
[0056] In a representative procedure, one to six, or per-
haps up to eight, implant structures 20 can be used, de-
pending on the size of the patient and the size of the
implant structures 20. After installation, the patient would
be advised to prevent or reduce loading of the SI-Joint
while fusion occurs. This could be about a six to twelve
week period or more, depending on the health of the pa-
tient and his or her adherence to post-op protocol.
[0057] The implant structures 20 make possible surgi-
cal techniques that are less invasive than traditional open
surgery with no extensive soft tissue stripping. The lateral
approach to the SI-Joint provides a straightforward sur-
gical approach that complements the minimally invasive
surgical techniques. The profile and design of the implant
structures 20 minimize or reduce rotation and micromo-
tion. Rigid implant structures 20 made from titanium alloy
provide immediate post-op SI Joint stability. A bony in-
growth region 24 comprising a porous plasma spray coat-
ing with irregular surfaces supports stable bone fixa-
tion/fusion. The implant structures 20 and surgical ap-
proaches make possible the placement of larger fusion
surface areas designed to maximize post-surgical weight
bearing capacity and provide a biomechanically rigorous
implant designed specifically to stabilize the heavily load-
ed SI-Joint.
[0058] In some embodiments, as illustrated in FIGS.
8A and 8B, the implant structure 800 can have a rectilin-
ear cross-sectional profile formed from a plurality of walls
802 having a thickness of approximately 2 to 3 mm, or 1
to 5 mm, or less than approximately 5, 4, 3, or 2 mm. In
some embodiments, the rectilinear cross-sectional pro-
file can be triangular, square or rectangular. In some em-
bodiments, the implant structure 800 can have a sub-
stantially rectilinear cross-sectional profile formed by a
plurality of apices that are joined together by a plurality
of walls. The thin walled implant structure 800 can be
advanced through the bone with little to no bony prepa-
ration. For example, in some embodiments, the implant
structure 800 can be driven into the bone without first
forming a bore that is shaped like the implant structure
800. In some embodiments, the distal end 804 of the
implant structure 800 can be sharpened and/or have cut-
ting edges like a chisel to facilitate the cutting of bone as
the implant structure 800 is advanced. In some embod-
iments, an osteotome can be used to cut the bone before
the implant structure 800 is inserted into the bone. For
example, an osteotome as described in U.S. Provisional
Application 61/800,966, titled "SYSTEMS AND METH-
ODS FOR REMOVING AN IMPLANT" and filed on March
15, 2013, can be adapted to pre-cut the bone to facilitate
insertion of the implant structure 800 without forming a
complete bore. In some embodiments, a bore can be
formed as described above, and the implant structure
800 can then be inserted into the bore.
[0059] In some embodiments, as illustrated in FIGS.
8A and 8B, the distal portion of the plurality of walls 802

13 14 



EP 3 479 778 B1

9

5

10

15

20

25

30

35

40

45

50

55

forming the implant structure 800 can have fenestrations
806. For example, the distal portion of the implant struc-
ture 800 that is configured to be embedded in the sacrum
or second bone segment can be fenestrated, while the
proximal portion of the implant structure 800 that is con-
figured to be embedded in the illium or first bone segment
can be free from fenestrations. In other embodiments,
the proximal portion of the implant structure 800 can be
fenestrated while the distal portion of the implant struc-
ture 800 can be free from fenestration. In other embod-
iments, as illustrated in FIGS. 9A and 9B and the other
embodiments described herein, the fenestrations can be
distributed across the entire face of each wall or side of
the implant structure. In some embodiments, the concen-
tration or number of fenestrations can be higher in one
portion of the implant structure than the other.
[0060] In some embodiments, as illustrated in FIGS.
8A and 8B, the fenestrations 806 can be oval or circular
shaped or curvilinear, such that the fenestrations 806 do
not have comers. In some embodiments, the fenestra-
tions 806 can be staggered, arranged randomly, or oth-
erwise distributed in a non-aligned pattern across each
wall 802. For example, in some embodiments, each lon-
gitudinal row of fenestrations can be staggered or offset
from adjacent longitudinal rows of fenestrations. In some
embodiments, the fenestrations can alternatively or ad-
ditionally be staggered along the longitudinal axis of the
implant structure 800. This non-aligned arrangement of
fenestrations can provide the implant structure with im-
proved structural strength.
[0061] In some embodiments, the implant structure
800 can be sized as any other implant structure described
herein. In some embodiments, the implant structure 800
can be sized so that the implant structure 800 has walls
that inscribe a circle with a diameter of about 8 mm, or
between about 4 and 12 mm, as illustrated in FIG. 8B.
In some embodiments, the implant structure 800 can be
sized so that the wall inscribe a circle with a diameter
equal to or about equal to the diameter of a guide pin. In
some embodiments, the implant structure 800 can have
a proximal end 808 having a cap 810 with a circular open-
ing 812 that allows passage of a guide pin.
[0062] In some embodiments, as illustrated in FIGS.
9A and 9B, the implant structure 900 can be similar to
the embodiment described in FIG. 8A and 8B except that
the fenestrations 902 are evenly distributed across the
faces of the implant structure. FIG. 9B illustrates bone
growing within and/or through the fenestrations 902 and
lumen of the implant structure 900. In some embodi-
ments, the bone illustrated within the lumen of the implant
structure 900 may be native bone that remains after the
implant structure 900 is advanced into the bone, i.e. a
self-grafting implant. In some embodiments, the lumen
of the implant structure 900 illustrated in FIGS. 9A and
9B, as well as the other implant structures described
herein, can be filled with bone material and/or a biologic
aid such as morselized bone, allograft bone, autograft
bone, hydroxyapatite, bone morphogenetic protein and

the like to promote bony ingrowth within the implant struc-
ture 900. This can be appropriate when the implant struc-
ture 900 is inserted into a bore such that after implanta-
tion, the lumen of the implant structure 900 is empty or
substantially empty and can be filled with bone growth
promoting materials. In addition, as described above, the
interior surface and/or the outer surface of the implant
structure can be roughened and/or coated, using a plas-
ma coating process for example, to provide a porous or
roughened surface.
[0063] The terms "about" and "approximately" and the
like can mean within 10, 20, or 30 % of the stated value
or range.
[0064] Variations and modifications of the devices dis-
closed herein will be readily apparent to persons skilled
in the art. As such, it should be understood that the fore-
going detailed description and the accompanying illus-
trations, are made for purposes of clarity and understand-
ing, and are not intended to limit the scope of the inven-
tion, which is defined by the claims appended hereto.
Any feature described in any one embodiment described
herein can be combined with any other feature of any of
the other embodiments whether preferred or not.
[0065] It is understood that the examples and embod-
iments described herein are for illustrative purposes only.

Claims

1. An implant (100) for bone fixation, the implant com-
prising:

an elongate body having: a longitudinal axis; a
triangular cross section transverse to the longi-
tudinal axis; three outer faces (103) and three
apexes (104) joining the outer faces that togeth-
er give the implant its triangular cross-section;
a central lumen (101) extending along the lon-
gitudinal axis of the elongate body; and a plu-
rality of holes (102) with openings on the plurality
of faces that are in fluid communication with the
central lumen,
characterised in that the three apexes are
chamfered at their proximal and distal end por-
tions to provide three sloping shoulders that pro-
vide the implant with tapering proximal and distal
end portions.

2. The implant of claim 1, wherein the holes (102) are
arranged in a plurality of longitudinal rows on each
face (103).

3. The implant of claim 1 or claim 2, wherein outer faces
(103) of the implant are roughened or textured.

4. The implant of claim 3, wherein the implant has been
sprayed with a roughening material.
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5. The implant of any one of the preceding claims,
wherein the elongate body is coated with a biologic
aid.

6. The implant of claim 5, wherein the biologic aid is a
bone morphogenetic protein.

7. The implant of any one of the preceding claims,
wherein the holes (102) have a diameter that is less
than about 0.5 of the width of the face (103) of the
implant structure (100).

8. The implant of claim 7, wherein the holes (102) have
a diameter that is less than about 0.3 of the width of
the face (103) of the implant structure (100).

9. The implant of claim 7, wherein the holes (102) com-
prise holes having a diameter that is between about
0.2 to about 0.5 of the width of the face (103) of the
implant structure.

10. The implant of any one of the preceding claims,
wherein the holes (102) extend inwardly at an angle
that is substantially perpendicular or normal to the
face (103) of the implant structure on which they are
located.

11. The implant of any one of the preceding claims,
wherein the diameter of the holes (102) is less than
the diameter of the central lumen (101).

12. The implant of claim 10 or claim 11, wherein the size,
number, spacing, location, orientation and shape of
the holes (102) are selected to optimise structural
strength and promote bone grafting.

13. The implant of any one of the preceding claims,
wherein each apex (104) is bevelled or rounded.

14. The implant of any one of the preceding claims,
wherein the elongate body has an inner surface and
an outer surface that are porous.

Patentansprüche

1. Implantat (100) für eine Knochenfixierung, wobei
das Implantat Folgendes umfasst:

einen länglichen Körper, der Folgendes auf-
weist: eine Längsachse; einen dreieckigen
Querschnitt quer zur Längsachse; drei Außen-
flächen (103) und drei die Außenflächen verbin-
dende Scheitelpunkte (104), die zusammen
dem Implantat seinen dreieckigen Querschnitt
verleihen; eine zentrales Lumen (101), das sich
entlang der Längsachse des länglichen Körpers
erstreckt; und mehrere Löcher (102) mit Öffnun-

gen auf den mehreren Flächen, die mit dem zen-
tralen Lumen in Fluidverbindung stehen,
dadurch gekennzeichnet, dass
die drei Scheitelpunkte an ihren proximalen und
distalen Endabschnitten abgeschrägt sind, um
drei schräge Vorsprünge bereitzustellen, die
das Implantat mit sich verjüngenden proximalen
und distalen Endabschnitten versehen.

2. Implantat nach Anspruch 1, wobei die Löcher (102)
in mehreren Längsreihen auf jeder Fläche (103) an-
geordnet sind.

3. Implantat nach Anspruch 1 oder 2, wobei die Außen-
flächen (103) des Implantats aufgeraut oder textu-
riert sind.

4. Implantat nach Anspruch 3, wobei das Implantat mit
einem aufrauenden Material besprüht wurde.

5. Implantat nach einem der vorhergehenden Ansprü-
che, wobei der längliche Körper mit einem biologi-
schen Hilfsstoff beschichtet ist.

6. Implantat nach Anspruch 5, wobei der biologische
Hilfsstoff ein knochenmorphogenetisches Protein
ist.

7. Implantat nach einem der vorhergehenden Ansprü-
che, wobei die Löcher (102) einen Durchmesser ha-
ben, der weniger als etwa 0,5 der Breite der Fläche
(103) der Implantatstruktur (100) beträgt.

8. Implantat nach Anspruch 7, wobei die Löcher (102)
einen Durchmesser haben, der weniger als etwa 0,3
der Breite der Fläche (103) der Implantatstruktur
(100) beträgt.

9. Implantat nach Anspruch 7, wobei die Löcher (102)
Löcher mit einem Durchmesser umfassen, der zwi-
schen etwa 0,2 bis etwa 0,5 der Breite der Fläche
(103) der Implantatstruktur liegt.

10. Implantat nach einem der vorhergehenden Ansprü-
che, wobei sich die Löcher (102) in einem Winkel
nach innen erstrecken, der im Wesentlichen senk-
recht oder normal zu der Fläche (103) der Implan-
tatstruktur ist, auf der sie angeordnet sind.

11. Implantat nach einem der vorhergehenden Ansprü-
che, wobei der Durchmesser der Löcher (102) klei-
ner als der Durchmesser des zentralen Lumens
(101) ist.

12. Implantat nach Anspruch 10 oder 11, wobei die Grö-
ße, die Anzahl, der Abstand, die Lage, die Ausrich-
tung und die Form der Löcher (102) ausgewählt sind,
um die strukturelle Festigkeit zu optimieren und die
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Knochentransplantation zu fördern.

13. Implantat nach einem der vorhergehenden Ansprü-
che, wobei jede Spitze (104) abgeschrägt oder ab-
gerundet ist.

14. Implantat nach einem der vorhergehenden Ansprü-
che, wobei der längliche Körper eine Innenoberflä-
che und eine Außenoberfläche aufweist, die porös
sind.

Revendications

1. Implant (100) pour fixation osseuse, l’implant
comprenant :

un corps allongé présentant : un axe
longitudinal ; une section transversale triangu-
laire perpendiculaire à l’axe longitudinal ; trois
faces externes (103) et trois sommets (104) joi-
gnant les faces externes, l’ensemble conférant
à l’implant sa section transversale triangulaire ;
une lumière centrale (101) s’étendant le long de
l’axe longitudinal du corps allongé ; et une plu-
ralité de trous (102) comportant des ouvertures
sur la pluralité de faces qui sont en communica-
tion fluidique avec la lumière centrale,
caractérisé en ce que
les trois sommets sont chanfreinés au niveau
de leurs parties d’extrémités proximale et distale
de manière à former trois épaulements inclinés
qui fournissent à l’implant des parties d’extrémi-
té coniques proximale et distale.

2. Implant selon la revendication 1, dans lequel les
trous (102) sont disposés en une pluralité de rangées
longitudinales sur chaque face (103).

3. Implant selon la revendication 1 ou 2, dans lequel
les faces externes (103) de l’implant sont rugueuses
ou texturées.

4. Implant selon la revendication 3, dans lequel l’im-
plant a été pulvérisé au moyen d’un matériau ru-
gueux.

5. Implant selon l’une quelconque des revendications
précédentes, dans lequel le corps allongé est revêtu
d’un agent biologique auxiliaire.

6. Implant selon la revendication 5, dans lequel l’agent
biologique auxiliaire est une protéine morphogéné-
tique osseuse.

7. Implant selon l’une quelconque des revendications
précédentes, dans lequel les trous (102) présentent
un diamètre inférieur à environ 0,5 de la largeur de

la face (103) de la structure d’implant (100).

8. Implant selon la revendication 7, dans lequel les
trous (102) présentent un diamètre inférieur à envi-
ron 0,3 de la largeur de la face (103) de la structure
d’implant (100).

9. Implant selon la revendication 7, dans lequel les
trous (102) comprennent des trous présentant un
diamètre compris entre environ 0,2 et environ 0,5 de
la largeur de la face (103) de la structure d’implant.

10. Implant selon l’une quelconque des revendications
précédentes, dans lequel les trous (102) s’étendent
vers l’intérieur selon un angle sensiblement perpen-
diculaire ou normal à la face (103) de la structure
d’implant sur laquelle ils sont situés.

11. Implant selon l’une quelconque des revendications
précédentes, dans lequel le diamètre des trous (102)
est inférieur au diamètre de la lumière centrale (101).

12. Implant selon la revendication 10 ou 11, dans lequel
la taille, le nombre, l’espacement, l’emplacement,
l’orientation et la forme des trous (102) sont sélec-
tionnés de façon à optimiser la résistance structurale
et favoriser la greffe osseuse.

13. Implant selon l’une quelconque des revendications
précédentes, dans lequel chaque sommet (104) est
biseauté ou arrondi.

14. Implant selon l’une quelconque des revendications
précédentes, dans lequel le corps allongé présente
une surface intérieure et une surface extérieure, les-
quelles sont poreuses.
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