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(54) TRANSMITTING DEVICE AND SIGNAL TRANSMISSION METHOD

(57) Embodiments of this application disclose a
sending apparatus and a signal transmission method, to
reduce interference from upstream signal transmission
to a downstream frequency band. The sending apparatus
in the embodiments of this application includes: an ana-
log front end AFE and a line driver LD module. An output
terminal of the AFE is connected to an input terminal of
the LD module. The AFE includes at least one low-pass
filter LPF, and a filtering frequency is set for each LPF.

The AFE is configured to obtain a first signal, and filter
out, by using the LPF, a signal with a frequency greater
than the filtering frequency from the first signal, to obtain
a second signal. The LD module is configured to receive
the second signal. In addition, the signal transmission
method is further provided, to reduce interference from
upstream signal transmission to a downstream frequen-
cy band.
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Description

[0001] This application claims priority to Chinese Pat-
ent Application No. 201711442840.3, filed with the Chi-
nese Patent Office on December 26, 2017 and entitled
"SENDING APPARATUS AND SIGNAL TRANSMIS-
SION METHOD", which is incorporated herein by refer-
ence in its entirety.

TECHNICAL FIELD

[0002] This application relates to the communications
field, and in particular, to a sending apparatus and a sig-
nal transmission method.

BACKGROUND

[0003] x digital subscriber line (x digital subscriber line,
xDSL) is a technology for transmitting data over a twisted
pair, and includes asymmetric digital subscriber line
(asymmetric digital subscriber line, ADSL), very high
speed digital subscriber line (very high speed digital sub-
scriber line, VDSL), V35, and the like.
[0004] xDSL performs upstream and downstream fre-
quency band division in a frequency division multiplexing
mode. For example, a frequency band in V35 is divided
into three upstream frequency bands US0, US1, and
US2, and three downstream frequency bands DS1, DS2,
and DS3. US0 corresponds to 25-138 kHz, DS1 corre-
sponds to 138 kHz-3.75 MHz, US1 corresponds to
3.75-5.2 MHz, DS2 corresponds to 5.2-8.5 MHz, US2
corresponds to 8.5-12 MHz, and DS3 corresponds to
12-35 MHz. It can be learned that the upstream and
downstream frequency bands are alternate. When up-
stream and downstream signals are simultaneously
transmitted, the upstream signal transmission causes
unwanted interference to the downstream frequency
band.
[0005] An upstream signal needs to sequentially pass
through a digital front end (digital front end, DFE), an
analog front end (analog front end, AFE), a line driver
(line driver, LD) module, and a hybrid (hybrid, H) circuit
in a user terminal, and then is transmitted to a twisted
pair. In the prior art, interference from the upstream signal
transmission in the user terminal to a downstream fre-
quency band is usually reduced by increasing a suppres-
sion ratio of the H circuit. However, device discreteness
and a cable impedance change greatly affect a suppres-
sion effect of the H circuit, and therefore an interference
suppression effect is poor.

SUMMARY

[0006] Embodiments of this application provide a
sending apparatus and a signal transmission method, to
reduce interference from upstream signal transmission
to a downstream frequency band.
[0007] In view of this, a first aspect of the embodiments

of this application provides a sending apparatus, includ-
ing an analog front end AFE and a line driver LD module.
An output terminal of the AFE is connected to an input
terminal of the LD module. The AFE includes at least one
low-pass filter LPF, and a filtering frequency is set for
each LPF. The AFE is configured to obtain a first signal,
and filter out, by using the LPF, a signal with a frequency
greater than the filtering frequency from the first signal,
to obtain a second signal.
[0008] The LD module is configured to receive the sec-
ond signal.
[0009] It may be understood that a same filtering fre-
quency or different filtering frequencies may be set for
different LPFs.
[0010] With reference to the first aspect of the embod-
iments of this application, in a first implementation of the
first aspect of the embodiments of this application, the
AFE includes a first LPF, a stable voltage source, a first
operational amplifier, and a second operational amplifier.
[0011] The first LPF includes a first resistor, a second
resistor, a first capacitor, a second capacitor, a first
switch, and a second switch. The first switch and the
second switch are closed to turn on the first LPF, and the
first switch and the second switch are opened to turn off
the first LPF. A first filtering frequency is set for the first
LPF.
[0012] One terminal of the first resistor is connected to
an output terminal of the first operational amplifier, the
other end of the first resistor is connected to one terminal
of the first capacitor, the other end of the first capacitor
is connected to one terminal of the first switch, and the
other end of the first switch is connected to the stable
voltage source. One terminal of the second resistor is
connected to an output terminal of the second operational
amplifier, the other end of the second resistor is connect-
ed to one terminal of the second capacitor, the other end
of the second capacitor is connected to one terminal of
the second switch, and the other end of the second switch
is connected to the stable voltage source.
[0013] With reference to the first aspect of the embod-
iments of this application, in a second implementation of
the first aspect of the embodiments of this application,
the AFE includes a second LPF, a first operational am-
plifier, and a second operational amplifier. The second
LPF includes a first resistor, a second resistor, a third
capacitor, and a third switch. The third switch is closed
to turn on the second LPF, and the third switch is opened
to turn off the second LPF. A second filtering frequency
is set for the second LPF.
[0014] One terminal of the first resistor is connected to
an output terminal of the first operational amplifier, the
other end of the first resistor is connected to one terminal
of the third capacitor, the other end of the third capacitor
is connected to one terminal of the third switch, the other
end of the third switch is connected to one terminal of
the second resistor, and the other end of the second re-
sistor is connected to an output terminal of the second
operational amplifier.
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[0015] With reference to the first implementation of the
first aspect of the embodiments of this application, in a
third implementation of the first aspect of the embodi-
ments of this application, the AFE further includes a third
LPF.
[0016] The third LPF includes the first resistor, the sec-
ond resistor, and a fourth capacitor, and a third filtering
frequency is set for the third LPF.
[0017] The terminal of the first resistor is connected to
the output terminal of the first operational amplifier. The
other end of the first resistor is connected to the terminal
of the first capacitor, where a connection point is con-
nected to one terminal of the fourth capacitor. The other
end of the first capacitor is connected to the terminal of
the first switch. The other end of the first switch is con-
nected to the stable voltage source.
[0018] The terminal of the second resistor is connected
to the output terminal of the second operational amplifier.
The other end of the second resistor is connected to the
terminal of the second capacitor, where a connection
point is connected to the other end of the fourth capacitor.
The other end of the second capacitor is connected to
the terminal of the second switch. The other end of the
second switch is connected to the stable voltage source.
[0019] With reference to the second implementation of
the first aspect of the embodiments of this application, in
a fourth implementation of the first aspect of the embod-
iments of this application, the AFE further includes a third
LPF.
[0020] The third LPF includes the first resistor, the sec-
ond resistor, and a fourth capacitor, and a third filtering
frequency is set for the third LPF.
[0021] The terminal of the first resistor is connected to
the output terminal of the first operational amplifier. The
other end of the first resistor is connected to the terminal
of the third capacitor, where a connection point is con-
nected to one terminal of the fourth capacitor. The other
end of the third capacitor is connected to the terminal of
the third switch. The other end of the third switch is con-
nected to the terminal of the second resistor, where a
connection point is connected to the other end of the
fourth capacitor. The other end of the second resistor is
connected to the output terminal of the second opera-
tional amplifier.
[0022] With reference to the first aspect of the embod-
iments of this application, the first implementation of the
first aspect of the embodiments of this application, the
second implementation of the first aspect of the embod-
iments of this application, the third implementation of the
first aspect of the embodiments of this application, or the
fourth implementation of the first aspect of the embodi-
ments of this application, in a fifth implementation of the
first aspect of the embodiments of this application, the
LD module includes a third operational amplifier, a fourth
operational amplifier, a third resistor, a fourth LPF, and
a fifth LPF.
[0023] The fourth LPF includes a fourth resistor, a fifth
capacitor, and a fourth switch. The fourth switch is closed

to turn on the fourth LPF, and the fourth switch is opened
to turn off the fourth LPF. A fourth filtering frequency is
set for the fourth LPF.
[0024] The fifth LPF includes a fifth resistor, a sixth
capacitor, and a fifth switch. The fifth switch is closed to
turn on the fifth LPF, and the fifth switch is opened to turn
off the fifth LPF. A fifth filtering frequency is set for the
fifth LPF.
[0025] An output terminal of the third operational am-
plifier is connected to one terminal of the fourth resistor,
where a connection point is connected to one terminal
of the fifth capacitor. The other end of the fourth resistor
is connected to one input terminal of the third operational
amplifier, where a connection point is connected to one
terminal of the fourth switch and one terminal of the third
resistor. The other end of the fourth switch is connected
to the other end of the fifth capacitor.
[0026] An output terminal of the fourth operational am-
plifier is connected to one terminal of the fifth resistor,
where a connection point is connected to one terminal
of the sixth capacitor. The other end of the fifth resistor
is connected to one input terminal of the fourth opera-
tional amplifier, where a connection point is connected
to one terminal of the fifth switch and the other end of the
third resistor. The other end of the fifth switch is connect-
ed to the other end of the sixth capacitor.
[0027] With reference to the fifth implementation of the
first aspect of the embodiments of this application, in a
sixth implementation of the first aspect of the embodi-
ments of this application, the LD module further includes
a sixth LPF and a seventh LPF.
[0028] The sixth LPF includes the fourth resistor and
a seventh capacitor, and a sixth filtering frequency is set
for the sixth LPF.
[0029] The seventh LPF includes the fifth resistor and
an eighth capacitor, and a seventh filtering frequency is
set for the seventh LPF.
[0030] The output terminal of the third operational am-
plifier is connected to the terminal of the fourth resistor,
where the connection point is connected to the terminal
of the fifth capacitor and one terminal of the seventh ca-
pacitor. The other end of the fourth resistor is connected
to the input terminal of the third operational amplifier,
where the connection point is connected to the terminal
of the fourth switch, the terminal of the third resistor, and
the other end of the seventh capacitor. The other end of
the fourth switch is connected to the other end of the fifth
capacitor.
[0031] The output terminal of the fourth operational
amplifier is connected to the terminal of the fifth resistor,
where the connection point is connected to the terminal
of the sixth capacitor and one terminal of the eighth ca-
pacitor. The other end of the fifth resistor is connected
to the input terminal of the fourth operational amplifier,
where the connection point is connected to the terminal
of the fifth switch, the other end of the third resistor, and
the other end of the eighth capacitor. The other end of
the fifth switch is connected to the other end of the sixth
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capacitor.
[0032] A second aspect of the embodiments of this ap-
plication provides a sending apparatus, including an an-
alog front end AFE and a line driver LD module. An output
terminal of the AFE is connected to an input terminal of
the LD module. The LD module includes at least one low-
pass filter LPF, and a filtering frequency is set for each
LPF.
[0033] The AFE is configured to obtain a first signal,
and send the first signal to the LD module. The LD module
is configured to receive the first signal, and filter out, by
using the LPF, a signal with a frequency greater than the
filtering frequency from the first signal, to obtain a second
signal.
[0034] It may be understood that a same filtering fre-
quency or different filtering frequencies may be set for
different LPFs.
[0035] With reference to the second aspect of the em-
bodiments of this application, in a first implementation of
the second aspect of the embodiments of this application,
the LD module includes a third operational amplifier, a
fourth operational amplifier, a third resistor, a fourth LPF,
and a fifth LPF.
[0036] The fourth LPF includes a fourth resistor, a fifth
capacitor, and a fourth switch. The fourth switch is closed
to turn on the fourth LPF, and the fourth switch is opened
to turn off the fourth LPF. A fourth filtering frequency is
set for the fourth LPF.
[0037] The fifth LPF includes a fifth resistor, a sixth
capacitor, and a fifth switch. The fifth switch is closed to
turn on the fifth LPF, and the fifth switch is opened to turn
off the fifth LPF. A fifth filtering frequency is set for the
fifth LPF.
[0038] An output terminal of the third operational am-
plifier is connected to one terminal of the fourth resistor,
where a connection point is connected to one terminal
of the fifth capacitor. The other end of the fourth resistor
is connected to one input terminal of the third operational
amplifier, where a connection point is connected to one
terminal of the fourth switch and one terminal of the third
resistor. The other end of the fourth switch is connected
to the other end of the fifth capacitor.
[0039] An output terminal of the fourth operational am-
plifier is connected to one terminal of the fifth resistor,
where a connection point is connected to one terminal
of the sixth capacitor. The other end of the fifth resistor
is connected to one input terminal of the fourth opera-
tional amplifier, where a connection point is connected
to one terminal of the fifth switch and the other end of the
third resistor. The other end of the fifth switch is connect-
ed to the other end of the sixth capacitor.
[0040] With reference to the first implementation of the
second aspect of the embodiments of this application, in
a second implementation of the second aspect of the
embodiments of this application, the LD module further
includes a sixth LPF and a seventh LPF. The sixth LPF
includes the fourth resistor and a seventh capacitor, and
a sixth filtering frequency is set for the sixth LPF.

[0041] The seventh LPF includes the fifth resistor and
an eighth capacitor, and a seventh filtering frequency is
set for the seventh LPF.
[0042] The output terminal of the third operational am-
plifier is connected to the terminal of the fourth resistor,
where the connection point is connected to the terminal
of the fifth capacitor and one terminal of the seventh ca-
pacitor. The other end of the fourth resistor is connected
to the input terminal of the third operational amplifier,
where the connection point is connected to the terminal
of the fourth switch, the terminal of the third resistor, and
the other end of the seventh capacitor. The other end of
the fourth switch is connected to the other end of the fifth
capacitor.
[0043] The output terminal of the fourth operational
amplifier is connected to the terminal of the fifth resistor,
where the connection point is connected to the terminal
of the sixth capacitor and one terminal of the eighth ca-
pacitor. The other end of the fifth resistor is connected
to the input terminal of the fourth operational amplifier,
where the connection point is connected to the terminal
of the fifth switch, the other end of the third resistor, and
the other end of the eighth capacitor. The other end of
the fifth switch is connected to the other end of the sixth
capacitor.
[0044] With reference to the second aspect of the em-
bodiments of this application, the first implementation of
the second aspect of the embodiments of this application,
or the second implementation of the second aspect of
the embodiments of this application, in a third implemen-
tation of the second aspect of the embodiments of this
application, the AFE includes a first LPF, a stable voltage
source, a first operational amplifier, and a second oper-
ational amplifier.
[0045] The first LPF includes a first resistor, a second
resistor, a first capacitor, a second capacitor, a first
switch, and a second switch. The first switch and the
second switch are closed to turn on the first LPF, and the
first switch and the second switch are opened to turn off
the first LPF. A first filtering frequency is set for the first
LPF.
[0046] One terminal of the first resistor is connected to
an output terminal of the first operational amplifier, the
other end of the first resistor is connected to one terminal
of the first capacitor, the other end of the first capacitor
is connected to one terminal of the first switch, and the
other end of the first switch is connected to the stable
voltage source. One terminal of the second resistor is
connected to an output terminal of the second operational
amplifier, the other end of the second resistor is connect-
ed to one terminal of the second capacitor, the other end
of the second capacitor is connected to one terminal of
the second switch, and the other end of the second switch
is connected to the stable voltage source.
[0047] With reference to the second aspect of the em-
bodiments of this application, the first implementation of
the second aspect of the embodiments of this application,
or the second implementation of the second aspect of
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the embodiments of this application, in a fourth imple-
mentation of the second aspect of the embodiments of
this application, the AFE includes a second LPF, a first
operational amplifier, and a second operational amplifier.
[0048] The second LPF includes a first resistor, a sec-
ond resistor, a third capacitor, and a third switch. The
third switch is closed to turn on the third LPF, and the
third switch is opened to turn off the second LPF. A sec-
ond filtering frequency is set for the second LPF.
[0049] One terminal of the first resistor is connected to
an output terminal of the first operational amplifier, the
other end of the first resistor is connected to one terminal
of the third capacitor, the other end of the third capacitor
is connected to one terminal of the third switch, the other
end of the third switch is connected to one terminal of
the second resistor, and the other end of the second re-
sistor is connected to an output terminal of the second
operational amplifier.
[0050] With reference to the third implementation of
the second aspect of the embodiments of this application,
in a fifth implementation of the second aspect of the em-
bodiments of this application, the AFE further includes a
third LPF.
[0051] The third LPF includes the first resistor, the sec-
ond resistor, and a fourth capacitor, and a third filtering
frequency is set for the third LPF.
[0052] The terminal of the first resistor is connected to
the output terminal of the first operational amplifier. The
other end of the first resistor is connected to the terminal
of the first capacitor, where a connection point is con-
nected to one terminal of the fourth capacitor. The other
end of the first capacitor is connected to the terminal of
the first switch. The other end of the first switch is con-
nected to the stable voltage source.
[0053] The terminal of the second resistor is connected
to the output terminal of the second operational amplifier.
The other end of the second resistor is connected to the
terminal of the second capacitor, where a connection
point is connected to the other end of the fourth capacitor.
The other end of the second capacitor is connected to
the terminal of the second switch. The other end of the
second switch is connected to the stable voltage source.
[0054] With reference to the fourth implementation of
the second aspect of the embodiments of this application,
in a sixth implementation of the second aspect of the
embodiments of this application, the AFE further includes
a third LPF.
[0055] The third LPF includes the first resistor, the sec-
ond resistor, and a fourth capacitor, and a third filtering
frequency is set for the third LPF.
[0056] The terminal of the first resistor is connected to
the output terminal of the first operational amplifier. The
other end of the first resistor is connected to the terminal
of the third capacitor, where a connection point is con-
nected to one terminal of the fourth capacitor. The other
end of the third capacitor is connected to the terminal of
the third switch. The other end of the third switch is con-
nected to the terminal of the second resistor, where a

connection point is connected to the other end of the
fourth capacitor. The other end of the second resistor is
connected to the output terminal of the second opera-
tional amplifier.
[0057] A third aspect of the embodiments of this appli-
cation provides a signal transmission method, including:

obtaining a first signal;
filtering out, by using a low-pass filter LPF, a signal
with a frequency greater than the filtering frequency
from the first signal, to obtain a second signal, where
the filtering frequency is set for the LPF; and
outputting the second signal.

[0058] With reference to the third aspect of the embod-
iments of this application, in a first implementation of the
third aspect of the embodiments of this application, the
filtering out, by using an LPF, a signal with a frequency
greater than the filtering frequency from the first signal,
to obtain a second signal includes:

determining the filtering frequency based on a trans-
mission frequency band for the first signal, where
the filtering frequency is greater than or equal to a
highest frequency of the transmission frequency
band; and
turning on the LPF corresponding to the filtering fre-
quency, and filtering the first signal to obtain the sec-
ond signal.

[0059] It can be learned from the foregoing technical
solutions that the embodiments of this application have
the following advantages:
The embodiments provide the sending apparatus, includ-
ing the AFE and the LD module. The output terminal of
the AFE is connected to the input terminal of the LD mod-
ule. The AFE includes the at least one LPF, and the fil-
tering frequency is set for each LPF. The AFE is config-
ured to obtain the first signal, and filter out, by using the
LPF, a signal with a frequency greater than the filtering
frequency from the first signal, to obtain the second sig-
nal. The LD module is configured to receive the second
signal. It can be learned that some signals with frequen-
cies greater than the filtering frequency of the LPF are
filtered out of an upstream signal transmitted by the send-
ing apparatus. This effectively reduces interference from
the upstream signal transmission to the downstream fre-
quency band.

BRIEF DESCRIPTION OF DRAWINGS

[0060]

FIG. 1 is a schematic diagram of frequency band
division in V35;
FIG. 2 is a schematic diagram of a flow direction of
an upstream signal in a user terminal;
FIG. 3 is a schematic diagram of an embodiment of
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a sending apparatus according to this application;
FIG. 4 is a schematic diagram of another embodi-
ment of a sending apparatus according to this appli-
cation;
FIG. 5 is a schematic diagram of still another em-
bodiment of a sending apparatus according to this
application;
FIG. 6 is a schematic diagram of yet another embod-
iment of a sending apparatus according to this ap-
plication;
FIG. 7 is a schematic diagram of still yet another
embodiment of a sending apparatus according to this
application;
FIG. 8 is a schematic diagram of a further embodi-
ment of a sending apparatus according to this appli-
cation;
FIG. 9 is a schematic diagram of a still further em-
bodiment of a sending apparatus according to this
application;
FIG. 10 is a schematic diagram of a yet further em-
bodiment of a sending apparatus according to this
application; and
FIG. 11 is a schematic diagram of an embodiment
of a signal transmission method according to this
application.

DESCRIPTION OF EMBODIMENTS

[0061] Embodiments of this application provide a
sending apparatus and a signal transmission method, to
reduce interference from upstream signal transmission
to a downstream frequency band.
[0062] The embodiments of this application are imple-
mented based on an xDSL technology. xDSL includes
ADSL, VDSL, V35, and the like. xDSL performs upstream
and downstream frequency band division in a frequency
division multiplexing mode. As shown in FIG. 1, a fre-
quency band in V35 is divided into three upstream fre-
quency bands US0, US1, and US2, and three down-
stream frequency bands DS1, DS2, and DS3. The up-
stream frequency band is a frequency band for a signal
sent by customer-premises equipment to a central office
device, and the downstream frequency band is a frequen-
cy band for a signal sent by the central office device to
the customer-premises equipment. Upstream and down-
stream signals are simultaneously transmitted, and the
frequency bands are alternate. When the customer-
premises equipment sends an upstream signal, unwant-
ed noise is generated in a downstream frequency band,
and the noise affects performance of a downstream re-
ceive frequency band.
[0063] The sending apparatus in the embodiments of
this application may be customer-premises equipment.
When the customer-premises equipment sends an up-
stream signal, the signal flows in a direction shown in
FIG. 2. A DFE modulates digital information and sends
a modulated signal to an AFE. The AFE converts the
digital signal into an analog signal and sends the analog

signal to an LD module. The LD module amplifies the
signal sent by the AFE and sends an amplified signal to
an H circuit. The signal is finally output to a twisted pair.
[0064] To effectively reduce interference from up-
stream signal transmission to a downstream frequency
band, in the embodiments of this application, a low-pass
filter (low pass filter, LPF) is disposed in the AFE and/or
the LD module in the sending apparatus, to filter out some
signals with frequencies greater than a filtering frequency
of the LPF. It may be understood that, in the embodiments
of this application, the LPF may be disposed in a plurality
of manners. The following separately provides descrip-
tions with reference to the accompanying drawings.

1. At least one LPF is disposed in an AFE.

[0065] Referring to FIG. 3, an AFE of a sending appa-
ratus in an embodiment of this application includes:
a stable voltage source, a first operational amplifier A1,
a second operational amplifier A2, and a first LPF. The
first LPF specifically includes a first resistor R1, a second
resistor R2, a first capacitor C1, a second capacitor C2,
a first switch S1, and a second switch S2. It may be un-
derstood that the stable voltage source usually provides
a direct current working voltage of an amplifier circuit,
namely, a common-mode voltage (voltage common
mode, VCM). Therefore, the CMV may be used to rep-
resent the stable voltage source in the embodiments of
this application. This is described herein and is not re-
peated subsequently.
[0066] The first switch S1 and the second switch S2
are closed to turn on the first LPF, and the first switch S1
and the second switch S2 are opened to turn off the first
LPF. A first filtering frequency is set for the first LPF.
[0067] One terminal of the first resistor R1 is connected
to an output terminal of the first operational amplifier A1,
the other end of the first resistor R1 is connected to one
terminal of the first capacitor C1, the other end of the first
capacitor C1 is connected to one terminal of the first
switch S1, and the other end of the first switch S1 is con-
nected to the CMV.
[0068] One terminal of the second resistor R2 is con-
nected to an output terminal of the second operational
amplifier A2, the other end of the second resistor R2 is
connected to one terminal of the second capacitor C2,
the other end of the second capacitor C2 is connected
to one terminal of the second switch S2, and the other
end of the second switch S2 is connected to the CMV.
[0069] In this embodiment of this application, the AFE
obtains a first signal from a DFE, filters out, by using the
first LPF, a signal with a frequency greater than the first
filtering frequency from the first signal, to obtain a second
signal, and outputs the second signal to an LD module.
[0070] Specifically, the first filtering frequency may be
set to 138 kHz. When a signal is transmitted for a long
distance, only the upstream frequency band US0 is used.
In this case, the first switch S1 and the second switch S2
are controlled to be closed, so that the first LPF takes
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effect to filter out a signal with a frequency greater than
138 kHz. When a signal is transmitted for a short dis-
tance, the upstream frequency bands US0, US1, and
US2 are all used. In this case, the first switch S1 and the
second switch S2 are controlled to be opened, so that
the first LPF becomes ineffective, to ensure that a full-
band signal can be normally sent.
[0071] It may be understood that the first filtering fre-
quency may be set to another value different from 138
kHz, for example, be set to 5.2 MHz. This is not specifi-
cally limited herein.
[0072] This embodiment provides the sending appa-
ratus, including the AFE and the LD module. An output
terminal of the AFE is connected to an input terminal of
the LD module. The AFE includes the at least one LPF,
and a filtering frequency is set for each LPF. The AFE is
configured to obtain the first signal, and filter out, by using
the LPF, a signal with a frequency greater than the filter-
ing frequency from the first signal, to obtain the second
signal. The LD module is configured to receive the sec-
ond signal. It can be learned that some signals with fre-
quencies greater than the filtering frequency of the LPF
are filtered out of an upstream signal transmitted by the
sending apparatus. This effectively reduces interference
from the upstream signal transmission to a downstream
frequency band.
[0073] It should be noted that, in the AFE, the first LPF
may be replaced by a second LPF to achieve a same
filtering effect. Referring to FIG. 4, an AFE includes a first
operational amplifier A1, a second operational amplifier
A2, and the second LPF. The second LPF includes a first
resistor R1, a second resistor R2, a third capacitor C3,
and a third switch S3.
[0074] The third switch S3 is closed to turn on the sec-
ond LPF, and the third switch S3 is opened to turn off the
second LPF. A second filtering frequency is set for the
second LPF.
[0075] One terminal of the first resistor R1 is connected
to an output terminal of the first operational amplifier A1,
the other end of the first resistor R1 is connected to one
terminal of the third capacitor C3, the other end of the
third capacitor C3 is connected to one terminal of the
third switch S3, the other end of the third switch S3 is
connected to one terminal of the second resistor R2, and
the other end of the second resistor R2 is connected to
an output terminal of the second operational amplifier A2.
[0076] In this embodiment of this application, the AFE
obtains a first signal from a DFE, filters out, by using the
second LPF, a signal with a frequency greater than the
second filtering frequency from the first signal, to obtain
a second signal, and outputs the second signal to an LD
module.
[0077] A description of the second filtering frequency
is similar to that of the first filtering frequency in the em-
bodiment shown in FIG. 3, and details are not described
herein again.
[0078] It should be noted that the AFE may alternative-
ly include two LPFs. Referring to FIG. 5, an AFE further

includes a third LPF. The third LPF includes the first re-
sistor R1, the second resistor R2, and a fourth capacitor
C4, and a third filtering frequency is set for the third LPF.
[0079] The terminal of the first resistor R1 is connected
to the output terminal of the first operational amplifier A1.
The other end of the first resistor R1 is connected to the
terminal of the first capacitor C1, where a connection
point is connected to one terminal of the fourth capacitor
C4. The other end of the first capacitor C1 is connected
to the terminal of the first switch S1. The other end of the
first switch S1 is connected to the CMV
[0080] The terminal of the second resistor R2 is con-
nected to the output terminal of the second operational
amplifier A2. The other end of the second resistor R2 is
connected to the terminal of the second capacitor C2,
where a connection point is connected to the other end
of the fourth capacitor C4. The other end of the second
capacitor C2 is connected to the terminal of the second
switch S2. The other end of the second switch S2 is con-
nected to the CMV.
[0081] In this embodiment of this application, when the
first switch S1 and the second switch S2 are opened, the
AFE performs filtering by using an LPF including the first
resistor R1, the second resistor R2, and the fourth ca-
pacitor C4. When the first switch S1 and the second
switch S2 are closed, the AFE performs filtering by using
an LPF including the first resistor R1, the second resistor
R2, the first capacitor C1, the second capacitor C2, and
the fourth capacitor C4. Different filtering frequencies
may be set for the two LPFs, to implement different fil-
tering effects by controlling the first switch S1 and the
second switch S2 to be closed or opened. For example,
a filtering frequency of an LPF that takes effect when the
first switch S1 and the second switch S2 are opened is
set to a comparatively large value, for example, 12 MHz,
and a filtering frequency of an LPF that takes effect when
the first switch S1 and the second switch S2 are closed
is set to a comparatively small value, for example, 5.2
MHz. In this case, if a highest frequency band currently
used by an upstream signal is US2, the first switch S1
and the second switch S2 are opened, so that the LPF
that has the filtering frequency of 12 MHz takes effect. If
a highest frequency band currently used by an upstream
signal is US1, the first switch S1 and the second switch
S2 are closed, so that the LPF that has the filtering fre-
quency of 5.2 MHz takes effect.
[0082] Similarly, referring to FIG. 6, an AFE further in-
cludes a third LPF. The third LPF includes the first resistor
R1, the second resistor R2, and a fourth capacitor C4,
and a third filtering frequency is set for the third LPF.
[0083] The terminal of the first resistor R1 is connected
to the output terminal of the first operational amplifier A1.
The other end of the first resistor R1 is connected to the
terminal of the third capacitor C3, where a connection
point is connected to one terminal of the fourth capacitor
C4. The other end of the third capacitor C3 is connected
to the terminal of the third switch S3. The other end of
the third switch S3 is connected to the terminal of the
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second resistor R2, where a connection point is connect-
ed to the other end of the fourth capacitor C4. The other
end of the second resistor R2 is connected to the output
terminal of the second operational amplifier A2.
[0084] In this embodiment of this application, when the
third switch S3 is opened, the AFE performs filtering by
using an LPF including the first resistor R1, the second
resistor R2, and the fourth capacitor C4. When the third
switch is closed, the AFE performs filtering by using an
LPF including the first resistor R1, the second resistor
R2, the third capacitor C3, and the fourth capacitor C4.
Different filtering frequencies may be set for the two
LPFs, to implement different filtering effects by controlling
the third switch S3 to be closed or opened.

2. At least one LPF is disposed in an LD module.

[0085] Referring to FIG. 7, an LD module of a sending
apparatus in an embodiment of this application includes:

a third operational amplifier A3, a fourth operational
amplifier A4, a third
resistor R3, a fourth LPF, and a fifth LPF.

[0086] The fourth LPF includes a fourth resistor R4, a
fifth capacitor C5, and a fourth switch S4. The fourth
switch S4 is closed to turn on the fourth LPF, and the
fourth switch S4 is opened to turn off the fourth LPF. A
fourth filtering frequency is set for the fourth LPF.
[0087] The fifth LPF includes a fifth resistor R5, a sixth
capacitor C6, and a fifth switch S5. The fifth switch S5 is
closed to turn on the fifth LPF, and the fifth switch is
opened to turn off the fifth LPF. A fifth filtering frequency
is set for the fifth LPF.
[0088] An output terminal of the third operational am-
plifier A3 is connected to one terminal of the fourth resis-
tor R4, where a connection point is connected to one
terminal of the fifth capacitor C5. The other end of the
fourth resistor R4 is connected to one input terminal of
the third operational amplifier A3, where a connection
point is connected to one terminal of the fourth switch S4
and one terminal of the third resistor R3. The other end
of the fourth switch S4 is connected to the other end of
the fifth capacitor C5.
[0089] An output terminal of the fourth operational am-
plifier A4 is connected to one terminal of the fifth resistor
R5, where a connection point is connected to one termi-
nal of the sixth capacitor C6. The other end of the fifth
resistor R5 is connected to one input terminal of the fourth
operational amplifier A4, where a connection point is con-
nected to one terminal of the fifth switch S5 and the other
end of the third resistor R3. The other end of the fifth
switch S5 is connected to the other end of the sixth ca-
pacitor C6. In this embodiment of this application, the LD
module receives a first signal sent by an AFE, filters out,
by using the LPFs, a signal with a frequency greater than
the filtering frequency from the first signal, to obtain a
second signal, and then outputs the second signal.

[0090] It may be understood that the fourth switch S4
and the fifth switch S5 need to be simultaneously closed
or opened, and a same filtering frequency is set for the
fourth LPF and the fifth LPF. To be specific, the fourth
LPF and the fifth LPF jointly take effect to filter the first
signal.
[0091] This embodiment provides the sending appa-
ratus, including the AFE and the LD module. An output
terminal of the AFE is connected to an input terminal of
the LD module. The LD module includes the at least one
LPF, and a filtering frequency is set for each LPF. The
AFE is configured to obtain the first signal. The LD mod-
ule is configured to receive the first signal sent by the
AFE, and filter out, by using the LPF, a signal with a
frequency greater than the filtering frequency from the
first signal, to obtain the second signal. It can be learned
that some signals with frequencies greater than the fil-
tering frequency of the LPF are filtered out of an upstream
signal transmitted by the sending apparatus. This effec-
tively reduces interference from the upstream signal
transmission to a downstream frequency band.
[0092] Referring to FIG. 8, a sixth LPF and a seventh
LPF may be further disposed in an LD module.
[0093] The sixth LPF includes the fourth resistor R4
and a seventh capacitor C7, and a sixth filtering frequen-
cy is set for the sixth LPF.
[0094] The seventh LPF includes the fifth resistor R5
and an eighth capacitor C8, and a seventh filtering fre-
quency is set for the seventh LPF.
[0095] The output terminal of the third operational am-
plifier A3 is connected to the terminal of the fourth resistor
R4, where the connection point is connected to the ter-
minal of the fifth capacitor C5 and one terminal of the
seventh capacitor C7. The other end of the fourth resistor
R4 is connected to the input terminal of the third opera-
tional amplifier A3, where the connection point is con-
nected to the terminal of the fourth switch S4, the terminal
of the third resistor R3, and the other end of the seventh
capacitor C7. The other end of the fourth switch S4 is
connected to the other end of the fifth capacitor C5. The
output terminal of the fourth operational amplifier A4 is
connected to the terminal of the fifth resistor R5, where
the connection point is connected to the terminal of the
sixth capacitor C6 and one terminal of the eighth capac-
itor C8. The other end of the fifth resistor R5 is connected
to the input terminal of the fourth operational amplifier
A4, where the connection point is connected to the ter-
minal of the fifth switch S5, the other end of the third
resistor R3, and the other end of the eighth capacitor C8.
The other end of the fifth switch S5 is connected to the
other end of the sixth capacitor C6. It may be understood
that the fourth switch S4 and the fifth switch S5 need to
be simultaneously closed or opened. When the fourth
switch S4 and the fifth switch S5 are opened, the sixth
LPF and the seventh LPF jointly take effect. The filtering
frequency of the sixth LPF and the seventh LPF may be
set to a comparatively large value, for example, 12 MHz,
and some signals with frequencies greater than 12 MHz
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are filtered out of the first signal. When the fourth switch
S4 and the fifth switch S5 are closed, an LPF including
the fourth resistor R4, the fifth resistor R5, the fifth ca-
pacitor C5, the sixth capacitor C6, the seventh capacitor
C7, and the eighth capacitor C8 takes effect, and a filter-
ing frequency of the LPF may be set to a comparatively
small value, for example, 5.2 MHz, and some signals with
frequencies greater than 5.2 MHz are filtered out of the
first signal. Therefore, the fourth switch S4 and the fifth
switch S5 may be controlled, based on a frequency band
currently used by an upstream signal, to be closed or
opened, to implement different filtering effects. For ex-
ample, when a highest frequency band currently used by
an upstream signal is US2, the fourth switch S4 and the
fifth switch S5 are opened, so that the LPFs that have
the filtering frequency of 12 MHz take effect. When a
highest frequency band currently used by an upstream
signal is US1, the fourth switch S4 and the fifth switch
S5 are closed, so that the LPF that has the filtering fre-
quency of 5.2 MHz takes effect.

3. At least one LPF is disposed in each of an AFE and 
an LD module.

[0096] Referring to FIG. 9, a first LPF is disposed in an
AFE, and a fourth LPF and a fifth LPF are disposed in
an LD module.
[0097] Specifically, one terminal of a first resistor R1
is connected to an output terminal of a first operational
amplifier A1, the other end of the first resistor R1 is con-
nected to one terminal of a first capacitor C1, the other
end of the first capacitor C1 is connected to one terminal
of a first switch S1, and the other end of the first switch
S1 is connected to a CMV.
[0098] One terminal of a second resistor R2 is con-
nected to an output terminal of a second operational am-
plifier A2, the other end of the second resistor R2 is con-
nected to one terminal of a second capacitor C2, the other
end of the second capacitor C2 is connected to one ter-
minal of a second switch S2, and the other end of the
second switch S2 is connected to the CMV.
[0099] An output terminal of a third operational ampli-
fier A3 is connected to one terminal of a fourth resistor
R4, where a connection point is connected to one termi-
nal of a fifth capacitor C5. The other end of the fourth
resistor R4 is connected to one input terminal of the third
operational amplifier A3, where a connection point is con-
nected to one terminal of a fourth switch S4 and one
terminal of a third resistor R3. The other end of the fourth
switch S4 is connected to the other end of the fifth ca-
pacitor C5.
[0100] An output terminal of a fourth operational am-
plifier A4 is connected to one terminal of a fifth resistor
R5, where a connection point is connected to one termi-
nal of a sixth capacitor C6. The other end of the fifth
resistor R5 is connected to one input terminal of the fourth
operational amplifier A4, where a connection point is con-
nected to one terminal of a fifth switch S5 and the other

end of the third resistor R3. The other end of the fifth
switch S5 is connected to the other end of the sixth ca-
pacitor C6.
[0101] It should be noted that a same filtering frequen-
cy may be set for the LPF in the AFE and the LPFs in
the LD module, to enhance a filtering effect in a specific
mode. For example, if a frequency band used by an up-
stream signal is US0, the filtering frequency is set to 138
kHz. When a first signal passes through the AFE and the
LD module, filtering may be performed twice to obtain a
second signal. In addition, different filtering frequencies
may alternatively be set for the LPF in the AFE and the
LPFs in the LD module, to implement filtering effects in
different modes. For example, a filtering frequency of the
LPF in the AFE is set to 138 kHz, and a filtering frequency
of the LPFs in the LD module is set to 5.2 MHz. When a
highest frequency band used by an upstream signal is
US0, the LPF in the AFE is turned on to perform filtering.
When a highest frequency band used by an upstream
signal is US1, the LPF in the AFE is turned off, and the
LPFs in the LD module are turned on to perform filtering.
[0102] It may be understood that, in this embodiment,
the LPF in the AFE may alternatively be disposed in the
manner shown in FIG. 4, FIG. 5, or FIG. 6, and the LPFs
in the LD module may alternatively be disposed in the
manner shown in FIG. 8. Details are not described herein
again.
[0103] Referring to FIG. 10, the following describes a
case in which an AFE module and an LD module each
include a plurality of LPFs.
[0104] Specifically, the terminal of the first resistor R1
is connected to the output terminal of the first operational
amplifier A1. The other end of the first resistor R1 is con-
nected to the terminal of the first capacitor C1, where a
connection point is connected to one terminal of a fourth
capacitor C4. The other end of the first capacitor C1 is
connected to the terminal of the first switch S1. The other
end of the first switch S1 is connected to the CMV.
[0105] The terminal of the second resistor R2 is con-
nected to the output terminal of the second operational
amplifier A2. The other end of the second resistor R2 is
connected to the terminal of the second capacitor C2,
where a connection point is connected to the other end
of the fourth capacitor C4. The other end of the second
capacitor C2 is connected to the terminal of the second
switch S2. The other end of the second switch S2 is con-
nected to the CMV.
[0106] The output terminal of the third operational am-
plifier A3 is connected to the terminal of the fourth resistor
R4, where the connection point is connected to the ter-
minal of the fifth capacitor C5 and one terminal of a sev-
enth capacitor C7. The other end of the fourth resistor
R4 is connected to the input terminal of the third opera-
tional amplifier A3, where the connection point is con-
nected to the terminal of the fourth switch S4, the terminal
of the third resistor R3, and the other end of the seventh
capacitor C7. The other end of the fourth switch S4 is
connected to the other end of the fifth capacitor C5. The
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output terminal of the fourth operational amplifier A4 is
connected to the terminal of the fifth resistor R5, where
the connection point is connected to the terminal of the
sixth capacitor C6 and one terminal of an eighth capacitor
C8. The other end of the fifth resistor R5 is connected to
the input terminal of the fourth operational amplifier A4,
where the connection point is connected to the terminal
of the fifth switch S5, the other end of the third resistor
R3, and the other end of the eighth capacitor C8. The
other end of the fifth switch S5 is connected to the other
end of the sixth capacitor C6.
[0107] In this embodiment, the first switch S1, the sec-
ond switch S2, the fourth switch S4, and the fifth switch
S5 may be controlled to be opened or closed, to imple-
ment a plurality of filtering effects in different modes. For
example, a filtering frequency of an LPF including the
first resistor R1, the second resistor R2, and the fourth
capacitor C4 is set to 12 MHz; a filtering frequency of an
LPF including the fourth resistor R4, the seventh capac-
itor C7, the fifth resistor R5, and the eighth capacitor C8
is set to 12 MHz; when the fourth switch S4 and the fifth
switch S5 are closed, a filtering frequency of an LPF in-
cluding the fourth resistor R4, the fifth resistor R5, the
fifth capacitor C5, the sixth capacitor C6, the seventh
capacitor C7, and the eighth capacitor C8 is set to 5.2
MHz; when the first switch S1 and the second switch S2
are closed, a filtering frequency of an LPF including the
first resistor R1, the second resistor R2, the first capacitor
C1, the second capacitor C2, and the fourth capacitor
C4 is set to 138 kHz.
[0108] When a highest frequency band used by an up-
stream signal is US2, the first switch S1, the second
switch S2, the fourth switch S4, and the fifth switch S5
are opened. In this case, the LPFs that have the filtering
frequency of 12 MHz take effect. When a highest fre-
quency band used by an upstream signal is US1, the first
switch S1 and the second switch S2 are opened, and the
fourth switch S4 and the fifth switch S5 are closed. In this
case, the LPF that has the filtering frequency of 5.2 MHz
takes effect. When a highest frequency band used by an
upstream signal is US0, the first switch S1 and the second
switch S2 are closed. In this case, the LPF that has the
filtering frequency of 138 kHz takes effect.
[0109] The foregoing describes the embodiments of
this application from a perspective of the sending appa-
ratus. The following describes a signal transmission
method applied to the sending apparatus.
[0110] Referring to FIG. 11, an embodiment of the sig-
nal transmission method in the embodiments of this ap-
plication includes the following steps.
1101: Obtain a first signal.
[0111] In this embodiment of this application, the ob-
tained first signal is an upstream signal that needs to be
sent by customer-premises equipment to a central office
device.
[0112] 1102: Determine a transmission frequency
band for the first signal.
[0113] In this embodiment of this application, the trans-

mission frequency band for the first signal may be deter-
mined based on one or more parameters such as a work-
ing mode, a loop distance, a signal-to-noise ratio, or line
attenuation. For example, in an ADSL working mode,
transmission frequency bands for the first signal are US0
and US1; and in a VDSL or V35 working mode, trans-
mission frequency bands for the first signal are US0, US1,
and US2. For another example, with different loop dis-
tances, transmission frequency bands for the first signal
are also different. Only US0 may be available during long-
distance transmission, but US0, US1, and US2 are all
available during short-distance transmission.
[0114] 1103: Determine a filtering frequency based on
the transmission frequency band for the first signal.
[0115] In this embodiment of this application, after the
transmission frequency band for the first signal is deter-
mined, the filtering frequency may be determined based
on the transmission frequency band for the first signal. It
may be understood that the filtering frequency should be
greater than or equal to a highest frequency of the trans-
mission frequency band. For example, transmission fre-
quency bands are US0, US1, and US2. In this case, re-
spective filtering frequencies should be set to 138 kHz,
5.2 MHz, and 12 MHz.
[0116] 1104: Turn on an LPF corresponding to the fil-
tering frequency, and filter the first signal to obtain a sec-
ond signal.
[0117] In this embodiment of this application, after the
filtering frequency is determined, the LPF corresponding
to the filtering frequency is turned on to filter the first signal
to obtain the second signal. It may be understood that,
in different scenarios, filters for which different filtering
frequencies are set may be selected, based on an actual
situation, to be turned on. A specific implementation is
similar to the descriptions in the embodiments shown in
FIG. 3 to FIG. 10, and details are not described herein
again.
[0118] 1105: Output the second signal.
[0119] In this embodiment of this application, after the
first signal is filtered to obtain the second signal, the sec-
ond signal is further output to a twisted pair.
[0120] The sending apparatus and signal transmission
method provided in this application are described in detail
above. A person of ordinary skill in the art may make
modifications to the present invention in terms of the spe-
cific implementations and the application scope accord-
ing to the idea of the embodiments of the present inven-
tion. Therefore, the content of this specification shall not
be construed as a limitation on the present invention.

Claims

1. A sending apparatus, comprising an analog front end
AFE and a line driver LD module, wherein an output
terminal of the AFE is connected to an input terminal
of the LD module, the AFE comprises at least one
low-pass filter LPF, and a filtering frequency is set
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for each LPF;
the AFE is configured to obtain a first signal, and
filter out, by using the LPF, a signal with a frequency
greater than the filtering frequency from the first sig-
nal, to obtain a second signal; and
the LD module is configured to receive the second
signal.

2. The sending apparatus according to claim 1, wherein
the AFE comprises a first LPF, a stable voltage
source, a first operational amplifier, and a second
operational amplifier;
the first LPF comprises a first resistor, a second re-
sistor, a first capacitor, a second capacitor, a first
switch, and a second switch, the first switch and the
second switch are closed to turn on the first LPF, the
first switch and the second switch are opened to turn
off the first LPF, and a first filtering frequency is set
for the first LPF;
one terminal of the first resistor is connected to an
output terminal of the first operational amplifier, the
other end of the first resistor is connected to one end
of the first capacitor, the other end of the first capac-
itor is connected to one end of the first switch, and
the other end of the first switch is connected to the
stable voltage source; and
one end of the second resistor is connected to an
output terminal of the second operational amplifier,
the other end of the second resistor is connected to
one end of the second capacitor, the other end of
the second capacitor is connected to one end of the
second switch, and the other end of the second
switch is connected to the stable voltage source.

3. The sending apparatus according to claim 1, wherein
the AFE comprises a second LPF, a first operational
amplifier, and a second operational amplifier;
the second LPF comprises a first resistor, a second
resistor, a third capacitor, and a third switch, the third
switch is closed to turn on the second LPF, the third
switch is opened to turn off the second LPF, and a
second filtering frequency is set for the second LPF;
and
one end of the first resistor is connected to an output
terminal of the first operational amplifier, the other
end of the first resistor is connected to one end of
the third capacitor, the other end of the third capacitor
is connected to one end of the third switch, the other
end of the third switch is connected to one end of
the second resistor, and the other end of the second
resistor is connected to an output terminal of the sec-
ond operational amplifier.

4. The sending apparatus according to claim 2, wherein
the AFE further comprises a third LPF;
the third LPF comprises the first resistor, the second
resistor, and a fourth capacitor, and a third filtering
frequency is set for the third LPF;

the terminal of the first resistor is connected to the
output terminal of the first operational amplifier, the
other end of the first resistor is connected to the ter-
minal of the first capacitor, wherein a connection
point is connected to one end of the fourth capacitor,
the other end of the first capacitor is connected to
the terminal of the first switch, and the other end of
the first switch is connected to the stable voltage
source; and
the terminal of the second resistor is connected to
the output terminal of the second operational ampli-
fier, the other end of the second resistor is connected
to the terminal of the second capacitor, wherein a
connection point is connected to the other end of the
fourth capacitor, the other end of the second capac-
itor is connected to the terminal of the second switch,
and the other end of the second switch is connected
to the stable voltage source.

5. The sending apparatus according to claim 3, wherein
the AFE further comprises a third LPF;
the third LPF comprises the first resistor, the second
resistor, and a fourth capacitor, and a third filtering
frequency is set for the third LPF; and
the terminal of the first resistor is connected to the
output terminal of the first operational amplifier, the
other end of the first resistor is connected to the ter-
minal of the third capacitor, wherein a connection
point is connected to one end of the fourth capacitor,
the other end of the third capacitor is connected to
the terminal of the third switch, the other end of the
third switch is connected to the terminal of the second
resistor, wherein a connection point is connected to
the other end of the fourth capacitor, and the other
end of the second resistor is connected to the output
terminal of the second operational amplifier.

6. The sending apparatus according to any one of
claims 1 to 5, wherein the LD module comprises a
third operational amplifier, a fourth operational am-
plifier, a third resistor, a fourth LPF, and a fifth LPF;
the fourth LPF comprises a fourth resistor, a fifth ca-
pacitor, and a fourth switch, the fourth switch is
closed to turn on the fourth LPF, the fourth switch is
opened to turn off the fourth LPF, and a fourth filtering
frequency is set for the fourth LPF;
the fifth LPF comprises a fifth resistor, a sixth capac-
itor, and a fifth switch, the fifth switch is closed to
turn on the fifth LPF, the fifth switch is opened to turn
off the fifth LPF, and a fifth filtering frequency is set
for the fifth LPF;
an output terminal of the third operational amplifier
is connected to one end of the fourth resistor, where-
in a connection point is connected to one end of the
fifth capacitor, the other end of the fourth resistor is
connected to one input terminal of the third opera-
tional amplifier, wherein a connection point is con-
nected to one end of the fourth switch and one end
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of the third resistor, and the other end of the fourth
switch is connected to the other end of the fifth ca-
pacitor; and
an output terminal of the fourth operational amplifier
is connected to one end of the fifth resistor, wherein
a connection point is connected to one end of the
sixth capacitor, the other end of the fifth resistor is
connected to one input terminal of the fourth opera-
tional amplifier, wherein a connection point is con-
nected to one end of the fifth switch and the other
end of the third resistor, and the other end of the fifth
switch is connected to the other end of the sixth ca-
pacitor.

7. The sending apparatus according to claim 6, wherein
the LD module further comprises a sixth LPF and a
seventh LPF;
the sixth LPF comprises the fourth resistor and a
seventh capacitor, and a sixth filtering frequency is
set for the sixth LPF;
the seventh LPF comprises the fifth resistor and an
eighth capacitor, and a seventh filtering frequency
is set for the seventh LPF;
the output terminal of the third operational amplifier
is connected to the terminal of the fourth resistor,
wherein the connection point is connected to the ter-
minal of the fifth capacitor and one end of the seventh
capacitor, the other end of the fourth resistor is con-
nected to the input terminal of the third operational
amplifier, wherein the connection point is connected
to the terminal of the fourth switch, the terminal of
the third resistor, and the other end of the seventh
capacitor, and the other end of the fourth switch is
connected to the other end of the fifth capacitor; and
the output terminal of the fourth operational amplifier
is connected to the terminal of the fifth resistor,
wherein the connection point is connected to the ter-
minal of the sixth capacitor and one end of the eighth
capacitor, the other end of the fifth resistor is con-
nected to the input terminal of the fourth operational
amplifier, wherein the connection point is connected
to the terminal of the fifth switch, the other end of the
third resistor, and the other end of the eighth capac-
itor, and the other end of the fifth switch is connected
to the other end of the sixth capacitor.

8. A sending apparatus, comprising an analog front end
AFE and a line driver LD module, wherein an output
terminal of the AFE is connected to an input terminal
of the LD module, the LD module comprises at least
one low-pass filter LPF, and a filtering frequency is
set for each LPF;
the AFE is configured to obtain a first signal, and
send the first signal to the LD module; and
the LD module is configured to receive the first signal,
and filter out, by using the LPF, a signal with a fre-
quency greater than the filtering frequency from the
first signal, to obtain a second signal.

9. The sending apparatus according to claim 8, wherein
the LD module comprises a third operational ampli-
fier, a fourth operational amplifier, a third resistor, a
fourth LPF, and a fifth LPF;
the fourth LPF comprises a fourth resistor, a fifth ca-
pacitor, and a fourth switch, the fourth switch is
closed to turn on the fourth LPF, the fourth switch is
opened to turn off the fourth LPF, and a fourth filtering
frequency is set for the fourth LPF;
the fifth LPF comprises a fifth resistor, a sixth capac-
itor, and a fifth switch, the fifth switch is closed to
turn on the fifth LPF, the fifth switch is opened to turn
off the fifth LPF, and a fifth filtering frequency is set
for the fifth LPF;
an output terminal of the third operational amplifier
is connected to one end of the fourth resistor, where-
in a connection point is connected to one end of the
fifth capacitor, the other end of the fourth resistor is
connected to one input terminal of the third opera-
tional amplifier, wherein a connection point is con-
nected to one end of the fourth switch and one end
of the third resistor, and the other end of the fourth
switch is connected to the other end of the fifth ca-
pacitor; and
an output terminal of the fourth operational amplifier
is connected to one end of the fifth resistor, wherein
a connection point is connected to one end of the
sixth capacitor, the other end of the fifth resistor is
connected to one input terminal of the fourth opera-
tional amplifier, wherein a connection point is con-
nected to one end of the fifth switch and the other
end of the third resistor, and the other end of the fifth
switch is connected to the other end of the sixth ca-
pacitor.

10. The sending apparatus according to claim 9, wherein
the LD module further comprises a sixth LPF and a
seventh LPF;
the sixth LPF comprises the fourth resistor and a
seventh capacitor, and a sixth filtering frequency is
set for the sixth LPF;
the seventh LPF comprises the fifth resistor and an
eighth capacitor, and a seventh filtering frequency
is set for the seventh LPF;
the output terminal of the third operational amplifier
is connected to the terminal of the fourth resistor,
wherein the connection point is connected to the ter-
minal of the fifth capacitor and one end of the seventh
capacitor, the other end of the fourth resistor is con-
nected to the input terminal of the third operational
amplifier, wherein the connection point is connected
to the terminal of the fourth switch, the terminal of
the third resistor, and the other end of the seventh
capacitor, and the other end of the fourth switch is
connected to the other end of the fifth capacitor; and
the output terminal of the fourth operational amplifier
is connected to the terminal of the fifth resistor,
wherein the connection point is connected to the ter-
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minal of the sixth capacitor and one end of the eighth
capacitor, the other end of the fifth resistor is con-
nected to the input terminal of the fourth operational
amplifier, wherein the connection point is connected
to the terminal of the fifth switch, the other end of the
third resistor, and the other end of the eighth capac-
itor, and the other end of the fifth switch is connected
to the other end of the sixth capacitor.

11. The sending apparatus according to any one of
claims 8 to 10, wherein the AFE comprises a first
LPF, a stable voltage source, a first operational am-
plifier, and a second operational amplifier;
the first LPF comprises a first resistor, a second re-
sistor, a first capacitor, a second capacitor, a first
switch, and a second switch, the first switch and the
second switch are closed to turn on the first LPF, the
first switch and the second switch are opened to turn
off the first LPF, and a first filtering frequency is set
for the first LPF;
one end of the first resistor is connected to an output
terminal of the first operational amplifier, the other
end of the first resistor is connected to one end of
the first capacitor, the other end of the first capacitor
is connected to one end of the first switch, and the
other end of the first switch is connected to the stable
voltage source; and
one end of the second resistor is connected to an
output terminal of the second operational amplifier,
the other end of the second resistor is connected to
one end of the second capacitor, the other end of
the second capacitor is connected to one end of the
second switch, and the other end of the second
switch is connected to the stable voltage source.

12. The sending apparatus according to any one of
claims 8 to 10, wherein the AFE comprises a second
LPF, a first operational amplifier, and a second op-
erational amplifier;
the second LPF comprises a first resistor, a second
resistor, a third capacitor, and a third switch, the third
switch is closed to turn on the third LPF, the third
switch is opened to turn off the second LPF, and a
second filtering frequency is set for the second LPF;
and
one end of the first resistor is connected to an output
terminal of the first operational amplifier, the other
end of the first resistor is connected to one end of
the third capacitor, the other end of the third capacitor
is connected to one end of the third switch, the other
end of the third switch is connected to one end of
the second resistor, and the other end of the second
resistor is connected to an output terminal of the sec-
ond operational amplifier.

13. The sending apparatus according to claim 11,
wherein the AFE further comprises a third LPF;
the third LPF comprises the first resistor, the second

resistor, and a fourth capacitor, and a third filtering
frequency is set for the third LPF;
the terminal of the first resistor is connected to the
output terminal of the first operational amplifier, the
other end of the first resistor is connected to the ter-
minal of the first capacitor, wherein a connection
point is connected to one end of the fourth capacitor,
the other end of the first capacitor is connected to
the terminal of the first switch, and the other end of
the first switch is connected to the stable voltage
source; and
the terminal of the second resistor is connected to
the output terminal of the second operational ampli-
fier, the other end of the second resistor is connected
to the terminal of the second capacitor, wherein a
connection point is connected to the other end of the
fourth capacitor, the other end of the second capac-
itor is connected to the terminal of the second switch,
and the other end of the second switch is connected
to the stable voltage source.

14. The sending apparatus according to claim 12,
wherein the AFE further comprises a third LPF;
the third LPF comprises the first resistor, the second
resistor, and a fourth capacitor, and a third filtering
frequency is set for the third LPF; and
the terminal of the first resistor is connected to the
output terminal of the first operational amplifier, the
other end of the first resistor is connected to the ter-
minal of the third capacitor, wherein a connection
point is connected to one end of the fourth capacitor,
the other end of the third capacitor is connected to
the terminal of the third switch, the other end of the
third switch is connected to the terminal of the second
resistor, wherein a connection point is connected to
the other end of the fourth capacitor, and the other
end of the second resistor is connected to the output
terminal of the second operational amplifier.

15. A signal transmission method, comprising:

obtaining a first signal;
filtering out, by using a low-pass filter LPF, a
signal with a frequency greater than the filtering
frequency from the first signal, to obtain a sec-
ond signal, wherein the filtering frequency is set
for the LPF; and
outputting the second signal.

16. The method according to claim 15, wherein the fil-
tering out, by using an LPF, a signal with a frequency
greater than the filtering frequency from the first sig-
nal, to obtain a second signal comprises:

determining the filtering frequency based on a
transmission frequency band for the first signal,
wherein the filtering frequency is greater than or
equal to a highest frequency of the transmission
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frequency band; and
turning on the LPF corresponding to the filtering
frequency, and filtering the first signal to obtain
the second signal.
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