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(57) Provided in the present invention is a BWP fre-
quency hopping configuration method, a network device
and a terminal. According to embodiments of the present
invention, different frequency domain displacement sets
are configured for different BWPs, and the bandwidth of

each BWP are fully utilized, so that it is possible to max-
imize the frequency hopping displacement on the basis
of not exceeding the bandwidth of BWP, so as to obtain
a larger frequency selective gain, thereby improving the
transmission performance of the physical channel.
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Description

Technical Field

[0001] The present invention relates to wireless ac-
cess technology, in particular to a method for frequency
hopping configuration of Bandwidth Part (BWP), a net-
work device and a terminal.

Background

[0002] In a New Radio (NR) system such as a 5G ap-
plication scenario, a physical channel may adopt fre-
quency hopping technology to obtain a frequency selec-
tive gain and improve transmission performance of the
physical channel. After a concept of Bandwidth Part
(BWP) is introduced, since a terminal may be configured
with multiple BWPs, a frequency domain offset of a phys-
ical channel may be uniformly configured according to
the BWP with the minimum bandwidth to realize the fre-
quency hopping of the physical channel in each BWP.
[0003] However, because the frequency domain offset
of the physical channel is uniformly configured according
to the BWP with the minimum bandwidth, a larger band-
width of the BWP with the larger bandwidth may not be
fully utilized to realize the frequency hopping with a larger
amplitude, thus limiting the frequency selective gain and
causing a reduction of transmission performance of the
physical channel.

Summary

[0004] A method for frequency hopping configuration
of BWP, a network device, and a terminal are provided
in multiple aspects of the present invention, to improve
the transmission performance of the physical channels.
[0005] In one aspect of the present invention, there is
provided a method for frequency hopping configuration
of BWP, including:
sending, by a network device, first configuration informa-
tion of a transmission physical channel to a terminal,
wherein the first configuration information is used for in-
dicating at least one frequency domain offset respectively
configured for each BWP in at least one BWP.
[0006] In another aspect of the present invention, there
is provided another method for frequency hopping con-
figuration of BWP, including:

receiving, by a terminal, first configuration informa-
tion of a transmission physical channel sent by a
network device, wherein the first configuration infor-
mation is used for indicating at least one frequency
domain offset respectively configured for each BWP
in at least one BWP;

determining, by the terminal, the at least one fre-
quency domain offset for each BWP according to the
first configuration information.

[0007] In another aspect of the present invention, there
is provided a network device including:
a sending unit, configured to send first configuration in-
formation of a transmission physical channel to a termi-
nal, wherein the first configuration information is used for
indicating at least one frequency domain offset respec-
tively configured for each BWP in at least one BWP.
[0008] In another aspect of the present invention, a
terminal is provided, which includes:

a receiving unit, configured to receive first configu-
ration information of a transmission physical channel
sent by a network device, wherein the first configu-
ration information is used for indicating at least one
frequency domain offset respectively configured for
each BWP in at least one BWP; and

a determination unit, configured to determine the at
least one frequency domain offset for each BWP ac-
cording to the first configuration information.

[0009] According to the above technical solution, on
the one hand, in an embodiment of the present invention,
a network device sends the first configuration information
of a transmission physical channel to a terminal, the first
configuration information is used for indicating at least
one frequency domain offset respectively configured for
each BWP in at least one BWP, so that different frequen-
cy domain offset sets are configured for different BWPs,
and the bandwidth of each BWP is fully utilized, the fre-
quency hopping offset can be maximized on the basis of
not exceeding the bandwidth of the BWP, so as to obtain
a greater frequency selective gain, thereby improving the
transmission performance of the physical channel.
[0010] According to the above technical solution, on
the other hand, in an embodiment of the present inven-
tion, a terminal receives the first configuration information
of a transmission physical channel sent by a network
device, the first configuration information is used for in-
dicating at least one frequency domain offset respectively
configured for each BWP in at least one BWP, so as to
determine at least one frequency domain offset for each
BWP according to the first configuration information, so
that different frequency domain offset sets are configured
for different BWPs, and the bandwidth of each BWP is
fully utilized, the frequency hopping offset can be maxi-
mized on the basis of not exceeding the bandwidth of the
BWP to obtain a greater frequency selective gain, there-
by improving the transmission performance of the phys-
ical channel.

Brief Description of Drawings

[0011] In order to explain the technical solution of em-
bodiments of the present invention more clearly, accom-
panying drawings that need to be used in the description
of the embodiments or the prior art will be briefly intro-
duced below. It is apparent that, the accompanying draw-
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ings in the following description are only some embodi-
ments of the present invention. For those ordinary skilled
in the art, other drawings may be obtained according to
those drawings without paying an inventive effort.

FIG. 1A is a schematic flowchart of a method for
frequency hopping configuration of BWP provided
by an embodiment of the present invention.

FIG. 1B is a schematic diagram of a frequency do-
main offset configuration provided by the embodi-
ment according to FIG. 1A.

FIG. 1C is a schematic diagram of another frequency
domain offset configuration provided by the embod-
iment according to FIG. 1A.

FIG. 2A is a schematic flowchart of another method
for frequency hopping configuration of BWP provid-
ed by another embodiment of the present invention.

FIG. 2B is a schematic flowchart of another method
for frequency hopping configuration of BWP provid-
ed by another embodiment of the present invention.

FIG. 3A is a schematic structural diagram of a net-
work device provided by another embodiment of the
present invention.

FIG. 3B is a schematic structural diagram of another
network device provided by another embodiment of
the present invention.

FIG. 4A is a schematic structural diagram of a ter-
minal provided by another embodiment of the
present invention.

FIG. 4B is a schematic structural diagram of another
terminal provided by another embodiment of the
present invention.

Detailed Description

[0012] In order to make the purpose, technical solu-
tions and advantages of embodiments of the present in-
vention more clearly, the technical solutions in the em-
bodiments of the present invention will be described
clearly and completely in the following with reference to
the drawings in the embodiments of the present inven-
tion. It is apparent that, the described embodiments are
parts, but not all, of the embodiments of the present in-
vention. Based on the embodiments of the present in-
vention, all other embodiments obtained by a person of
ordinary skill in the art without paying an inventive effort
are within the protection scope of the present invention.
[0013] The term "and/or" in this document is merely an
association relationship describing associated objects,
indicating that there may be three relationships, for ex-

ample, A and/or B may indicate three cases: A alone, A
and B, and B alone. In addition, the symbol "/" in this
document generally indicates that objects before and af-
ter the symbol "/" have an "or" relationship.
[0014] The main idea of the present invention is to con-
figure different frequency domain offset sets for different
BWPs and make full use of the bandwidth of each BWP,
so that the frequency hopping offset can be maximized
on the basis of not exceeding the bandwidth of the BWP
to obtain a greater frequency selective gain, thereby im-
proving the transmission performance of a physical chan-
nel.
[0015] FIG. 1A is a flow chart of a method for frequency
hopping configuration of BWP provided by an embodi-
ment of the present invention, as shown in FIG. 1A.
[0016] In 101, a network device sends first configura-
tion information of a transmission physical channel to a
terminal, the first configuration information is used for
indicating at least one frequency domain offset config-
ured for each BWP in at least one BWP.
[0017] The frequency domain offset refers to a fre-
quency domain offset between two hops of frequency
hopping, and may be expressed by the number of Re-
source Blocks (RB).
[0018] Optionally, in a possible implementation mode
of this embodiment, the physical channel may include,
but is not limited to, at least one of a Physical Uplink
Shared Channel (PUSCH), a Physical Downlink Shared
Channel (PDSCH), a Physical Uplink Control Channel
(PUCCH), and a Physical Downlink Control Channel
(PDCCH).
[0019] Optionally, in a possible implementation mode
of this embodiment, in 101, the network device may spe-
cifically send the first configuration information of the
transmission physical channel to the terminal through
high-level signaling or a system broadcast message.
[0020] For example, the high-level signaling may be
Radio Resource Control (RRC) signaling, specifically the
first configuration information may be carried by an In-
formation Element (IE) in the RRC signaling. The RRC
signaling may be RRC signaling in the prior art, for ex-
ample, RRC CONNECTION RECONFIGURATION
message and the like, which is not restricted in this em-
bodiment. The first configuration information is carried
by expanding the IE of the existing RRC signaling, or the
RRC signaling may be different from the existing RRC
signaling in the prior art.
[0021] For another example, the first configuration in-
formation may be specifically carried by using a reserved
bit in an existing master information block (MIB) or system
information block (SIB) in the system broadcast mes-
sage, or the first configuration information may be carried
by adding a new SIB.
[0022] In the present invention, the network device
may further send second configuration information to the
terminal for indicating to configure the at least one BWP.
After receiving the second configuration information, the
terminal may determine a position of each BWP in the at
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least one BWP.
[0023] Specifically, the network device may send the
second configuration information to the terminal through
high-level signaling or a system broadcast message.
[0024] For example, the high-level signaling may be
Radio Resource Control (RRC) signaling, specifically the
second configuration information may be carried by an
Information Element (IE) in the RRC signaling. The RRC
signaling may be RRC signaling in the prior art, for ex-
ample, RRC CONNECTION RECONFIGURATION
message and the like, which is not restricted in this em-
bodiment. The second configuration information is car-
ried by expanding the IE of the existing RRC signaling,
or the RRC signaling may be different from the existing
RRC signaling in the prior art.
[0025] For another example, the second configuration
information may be specifically carried by using a re-
served bit in an existing master information block (MIB)
or system information block (SIB) in the system broad-
cast message, or the second configuration information
may be carried by adding a new SIB.
[0026] Optionally, in a possible implementation mode
of this embodiment, after 101, the network device may
further send first control information to the terminal, the
first control information is used for indicating an activated
BWP in the at least one BWP. Thus, after receiving the
first control information, the terminal may determine at
least one frequency domain offset for the activated BWP.
[0027] Specifically, the network device may send the
first control information to the terminal through Downlink
Control Information (DCI) or high-level signaling.
[0028] For example, the high-level signaling may be a
media access control (MAC) control element (CE) mes-
sage, and the first configuration information may be spe-
cifically carried by adding a new MAC CE message.
[0029] Optionally, in a possible implementation mode
of this embodiment, after 101, the network device may
further send second control information to the terminal,
the second control information is used for indicating, in
the at least one frequency domain offset, a frequency
domain offset used. In this way, after receiving the sec-
ond control information, the terminal may determine the
frequency domain offset used for the activated BWP.
[0030] Specifically, the network device may send the
second control information to the terminal through Down-
link Control Information (DCI) or high-level signaling.
[0031] For example, the high-level signaling may be a
media access control (MAC) control element (CE) mes-
sage, and the second configuration information may be
specifically carried by adding a new MAC CE message.
[0032] Optionally, in a possible implementation mode
of this embodiment, after 101, the network device may
further send third control information to the terminal, the
third control information is used for indicating a position
of the first frequency domain resource for transmitting
the physical channel in the activated BWP.
[0033] Specifically, the network device may send the
third control information to the terminal through Downlink

Control Information (DCI) or high-level signaling.
[0034] For example, the high-level signaling may be a
media access control (MAC) control element (CE) mes-
sage, and the third configuration information may be spe-
cifically carried by adding a new MAC CE message.
[0035] Optionally, in a possible implementation mode
of this embodiment, after 101, the network device may
further transmit the physical channel with the terminal on
the first frequency domain resource for transmitting the
physical channel and a second frequency domain re-
source for transmitting the physical channel, and a posi-
tion of the second frequency domain resource in the ac-
tivated BWP is determined by using a formula R2 =
(R1+Woffset) mod W. Wherein, R2 is the position of the
second frequency domain resource in the activated
BWP; R1 is the position of the first frequency domain
resource in the activated BWP; Woffset is the frequency
domain offset used; and W is the bandwidth for the acti-
vated BWP.
[0036] It should be noted that the network device may
also send at least one of the first control information, the
second control information and the third control informa-
tion to the terminal without high-level signaling or a sys-
tem broadcast message. In this way, the terminal may
obtain the content indicated by at least one of the first
control information, the second control information and
the third control information according to the pre-config-
uration, for example, a protocol agreement.
[0037] In order to make the method provided by an
embodiment of the present invention clearer, configuring
one different frequency domain offset and configuring
two different frequency domain offset sets for different
BWPs are taken as examples respectively in the follow-
ing.
[0038] FIG. 1B is a diagram of a frequency domain
offset configuration provided by the embodiment accord-
ing to FIG. 1A. As shown in FIG. 1B, it is assumed that
two BWPs, namely BWP1 and BWP2, are configured for
the terminal. The bandwidth of BWP1 is W1, the band-
width of BWP2 is W2, the frequency domain offset
Woffset1 is configured for BWP1, and the frequency do-
main offset Woffset2 is configured for BWP2.
[0039] If BWP1 is activated, the terminal determines
the position of the second frequency domain resource,
i.e. the frequency domain position of the second hop,
R2= (R1+Woffset1) mod W1, according to Woffset1 and the
position of the first frequency domain resource, i.e. the
frequency domain position R1 of the first hop.
[0040] If BWP2 is activated, the terminal determines
the frequency domain position of the second hop, R2 =
(R1+Woffset2) mod W2, according to Woffset2 and the fre-
quency domain position R1 of the first hop.
[0041] FIG. 1C is another frequency domain offset con-
figuration diagram provided by the embodiment accord-
ing to FIG. 1A. As shown in FIG. 1C, it is assumed that
two BWPs, namely BWP1 and BWP2, are configured for
the terminal, the bandwidth of BWP1 is W1, and the band-
width of BWP2 is W2. Two frequency domain offsets,
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namely Woffset1_1 and Woffset1_2, are configured for
BWP1, and two frequency domain offsets, namely
Woffset2_1 and Woffset2_2, are configured for BWP2.
[0042] If BWP1 is activated and the base station indi-
cates the terminal to adopt the first frequency domain
offset Woffset1_1, the terminal determines the frequency
domain position of the second hop, R2 = (R1+Woffset1_1)
mod W1, according to Woffset1_1 and the frequency do-
main position R1 of the first hop.
[0043] If BWP1 is activated and the base station indi-
cates the terminal to adopt the second frequency domain
offset Woffset1_2, the terminal determines the frequency
domain position of the second hop, R2= (R1+Woffset1_2)
mod W1, according to Woffset 1_2 and the frequency do-
main position R1 of the first hop.
[0044] If BWP2 is activated and the base station indi-
cates the terminal to adopt the first frequency domain
offset Woffset2_1, the terminal determines the frequency
domain position of the second hop, R2= (R1+Woffset2_1)
mod W1, according to Woffset2_1 and the frequency do-
main position R1 of the first hop.
[0045] If BWP2 is activated and the base station indi-
cates the terminal to adopt the second frequency domain
offset Woffset2_2 the terminal determines the frequency
domain position of the second hop, R2= (R1+Woffset2_2)
mod W1, according to Woffset 2_2 and the frequency do-
main position R1 of the first hop.
[0046] In this embodiment, the first configuration infor-
mation of a transmission physical channel is sent to a
terminal through a network device, the first configuration
information is used for indicating at least one frequency
domain offset configured for each BWP in at least one
BWP respectively, so that different frequency domain off-
set sets are configured for different BWPs, and the band-
width of each BWP is fully utilized, thus the frequency
hopping offset can be maximized on the basis of not ex-
ceeding the bandwidth of the BWP to obtain a greater
frequency selective gain, thereby improving the trans-
mission performance of the physical channel.
[0047] FIG. 2A is a flowchart of another method for
frequency hopping configuration of BWP provided by an-
other embodiment of the present invention, as shown in
FIG. 2A.
[0048] In 201, a terminal receives first configuration
information of a transmission physical channel sent by a
network device, the first configuration information is used
for indicating at least one frequency domain offset con-
figured for each BWP in at least one BWP.
[0049] In 202, the terminal determines the at least one
frequency domain offset for each BWP according to the
first configuration information.
[0050] The frequency domain offset refers to a fre-
quency domain offset between two hops of frequency
hopping, and may be expressed by the number of Re-
source Blocks (RB).
[0051] Optionally, in a possible implementation mode
of this embodiment, the physical channel may include,
but is not limited to, at least one of a Physical Uplink

Shared Channel (PUSCH), a Physical Downlink Shared
Channel (PDSCH), a Physical Uplink Control Channel
(PUCCH), and a Physical Downlink Control Channel
(PDCCH).
[0052] Optionally, in a possible implementation mode
of this embodiment, in 201, the terminal may specifically
receive the first configuration information sent by the net-
work device through high-level signaling or a system
broadcast message.
[0053] For example, the high-level signaling may be
Radio Resource Control (RRC) signaling, specifically the
first configuration information may be carried by an In-
formation Element (IE) in the RRC signaling. The RRC
signaling may be RRC signaling in the prior art, for ex-
ample, RRC CONNECTION RECONFIGURATION
message and the like, which is not restricted in this em-
bodiment. The first configuration information is carried
by expanding the IE of the existing RRC signaling, or the
RRC signaling may be different from the existing RRC
signaling in the prior art.
[0054] For another example, the first configuration in-
formation may be specifically carried by using a reserved
bit in an existing master information block (MIB) or system
information block (SIB) in the system broadcast mes-
sage, or the first configuration information may be carried
by adding a new SIB.
[0055] In the present invention, the terminal may fur-
ther receive the second configuration information sent
by the network device, for indicating to configure the at
least one BWP, and further, the position of each BWP in
the at least one BWP may be determined.
[0056] Specifically, the terminal may specifically re-
ceive the second configuration information sent by the
network device through a high-level signaling or a system
broadcast message.
[0057] For example, the high-level signaling may be
Radio Resource Control (RRC) signaling, specifically the
second configuration information may be carried by an
Information Element (IE) in the RRC signaling. The RRC
signaling may be RRC signaling in the prior art, for ex-
ample, RRC CONNECTION RECONFIGURATION
message and the like, which is not restricted in this em-
bodiment. The second configuration information is car-
ried by expanding the IE of the existing RRC signaling,
or the RRC signaling may be different from the existing
RRC signaling in the prior art.
[0058] For another example, the second configuration
information may be specifically carried by using a re-
served bit in an existing master information block (MIB)
or system information block (SIB) in the system broad-
cast message, or the second configuration information
may be carried by adding a new SIB.
[0059] Optionally, in a possible implementation mode
of this embodiment, as shown in FIG. 2B, after 201, 203
may be further performed, the terminal receives first con-
trol information sent by the network device, the first con-
trol information is used for indicating an activated BWP
in the at least one BWP. In this way, the terminal may
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determine at least one frequency domain offset for the
activated BWP.
[0060] Specifically, the terminal may specifically re-
ceive the first control information sent by the network
device through Downlink Control Information (DCI) or
high-level signaling.
[0061] For example, the high-level signaling may be a
media access control (MAC) control element (CE) mes-
sage, and the first configuration information may also be
specifically carried by adding a new MAC CE message.
[0062] Optionally, in a possible implementation mode
of this embodiment, as shown in FIG. 2B, after 201, 204
may be further performed, the terminal receives second
control information sent by the network device, the sec-
ond control information is for indicating, in the at least
one frequency domain offset, a frequency domain offset
used. In this way, the terminal may determine a frequency
domain offset used for the activated BWP.
[0063] Specifically, the terminal may specifically re-
ceive the second control information sent by the network
device through downlink control information or high-level
signaling.
[0064] For example, the high-level signaling may be a
media access control (MAC) control element (CE) mes-
sage, and the second configuration information may also
be specifically carried by adding a new MAC CE mes-
sage.
[0065] Optionally, in a possible implementation mode
of this embodiment, after 201, the terminal may further
receive third control information sent by the network de-
vice, the third control information is used for indicating
the position of the first frequency domain resource for
transmitting the physical channel in the activated BWP.
In this way, the terminal may determine the position of
the first frequency domain resource for transmitting the
physical channel in the activated BWP.
[0066] Specifically, the terminal may specifically re-
ceive the third control information sent by the network
device through downlink control information or high-level
signaling.
[0067] For example, the high-level signaling may be a
media access control (MAC) control element (CE) mes-
sage, and the third configuration information may also
be specifically carried by adding a new MAC CE mes-
sage.
[0068] Optionally, in a possible implementation mode
of this embodiment, after 201, the terminal may further
determine the position of the second frequency domain
resource for transmitting the physical channel in the ac-
tivated BWP by using the formula R2=(R1+Woffset)mod
W according to the bandwidth for the activated BWP, the
frequency domain offset used and the position of the first
frequency domain resource for transmitting the physical
channel in the activated BWP. Wherein, R2 is the position
of the second frequency domain resource in the activated
BWP; R1 is the position of the first frequency domain
resource in the activated BWP; Woffset is the frequency
domain offset used; W is the bandwidth for the activated

BWP. Furthermore, the terminal may transmit the phys-
ical channel with the network device on the first frequency
domain resource and the second frequency domain re-
source.
[0069] It should be noted that the network device may
also send at least one of the first control information, the
second control information and the third control informa-
tion to the terminal without high-level signaling or a sys-
tem broadcast message. In this way, the terminal may
obtain the content indicated by at least one of the first
control information, the second control information and
the third control information according to the pre-config-
uration, for example, a protocol agreement.
[0070] In order to make the method provided by the
embodiment of the present invention clearer, similarly,
relevant contents in the embodiments according to FIG.
1A to FIG. 1C may also be referred to, and they will not
be described here again.
[0071] In this embodiment, a terminal receives first
configuration information of a transmission physical
channel sent by a network device, the first configuration
information is used for indicating at least one frequency
domain offset configured for each BWP in at least one
BWP respectively, and the terminal further determines
at least one frequency domain offset for each BWP ac-
cording to the first configuration information, so that dif-
ferent frequency domain offset sets are configured for
different BWPs, the bandwidth of each BWP is fully uti-
lized, thus the frequency hopping offset can be maxi-
mized on the basis of not exceeding the bandwidth of the
BWP, so as to obtain a greater frequency selective gain,
thereby improving the transmission performance of the
physical channel.
[0072] It should be noted that for sake of conciseness,
the aforementioned method embodiments are all ex-
pressed as a series of action combinations, but one
skilled person in the art should know that the present
invention is not limited by the described order of acts,
since according to the present invention, some acts may
be performed in other orders or simultaneously. Second-
ly, one skilled person in the art should also know that the
embodiments described in the specification are all pre-
ferred embodiments, and the actions and modules in-
volved are not necessary for the present invention.
[0073] In the above-mentioned embodiments, the de-
scriptions for various embodiments focus differently, a
part which is not described in detail in an embodiment
may refer to related descriptions in other embodiments.
[0074] FIG. 3A is a structural diagram of a network de-
vice provided by another embodiment of the present in-
vention, as shown in FIG. 3A. The network device of this
embodiment may include a sending unit 31, which may
be configured to transmit first configuration information
of a transmission physical channel to a terminal, the first
configuration information is used for indicating at least
one frequency domain offset configured for each BWP
in at least one BWP respectively.
[0075] The frequency domain offset refers to a fre-
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quency domain offset between two hops of frequency
hopping, and may be expressed by the number of Re-
source Blocks (RB).
[0076] Optionally, in a possible implementation mode
of this embodiment, the physical channel may include,
but is not limited to, at least one of a Physical Uplink
Shared Channel (PUSCH), a Physical Downlink Shared
Channel (PDSCH), a Physical Uplink Control Channel
(PUCCH), and a Physical Downlink Control Channel
(PDCCH).
[0077] Optionally, in a possible implementation mode
of this embodiment, the sending unit 31 may be specifi-
cally configured to send the first configuration information
to the terminal through RRC signaling or a system broad-
cast message.
[0078] Optionally, in a possible implementation mode
of this embodiment, the sending unit 31 may be further
configured to send first control information to the terminal,
the first control information is used for indicating an ac-
tivated BWP in the at least one BWP.
[0079] Specifically, the sending unit 31 may be specif-
ically configured to send the first control information to
the terminal through downlink control information or a
media access control control element message.
[0080] Optionally, in a possible implementation mode
of this embodiment, the sending unit 31 may be further
configured to send second control information to the ter-
minal, the second control information is used for indicat-
ing, in the at least one frequency domain offset, a fre-
quency domain offset used.
[0081] Specifically, the sending unit 31 may be specif-
ically configured to send the second control information
to the terminal through downlink control information or a
media access control control element message.
[0082] Optionally, in a possible implementation mode
of this embodiment, the sending unit 31 may be further
configured to send third control information to the termi-
nal, the third control information is used for indicating a
position of the first frequency domain resource for trans-
mitting the physical channel in the activated BWP.
[0083] Specifically, the sending unit 31 may be specif-
ically configured to send the third control information to
the terminal through downlink control information or a
media access control control element message.
[0084] Optionally, in a possible implementation mode
of this embodiment, as shown in FIG. 3B, the network
device provided by this embodiment may further include
a transmission unit 32, which may be configured to trans-
mit the physical channel with the terminal on the first fre-
quency domain resource for transmitting the physical
channel and a second frequency domain resource for
transmitting the physical channel. The position of the sec-
ond frequency domain resource in the activated BWP is
determined by the formula R2=(R1+Woffset)mod W ac-
cording to the bandwidth for the activated BWP, the fre-
quency domain offset used and the position of the first
frequency domain resource for transmitting the physical
channel in the activated BWP. Wherein R2 is the position

of the second frequency domain resource in the activated
BWP; R1 is the position of the first frequency domain
resource in the activated BWP; Woffset is the frequency
domain offset used; W is the bandwidth for the activated
BWP.
[0085] It should be noted that the method in the em-
bodiment according to FIG. 1A to FIG. 1H may be imple-
mented by the network device provided in this embodi-
ment. Relevant contents in the embodiment according
to FIG. 1A to FIG. 1H may be referred to for detailed
descriptions, which are not repeated here.
[0086] In this embodiment, the sending unit sends the
first configuration information of the transmission physi-
cal channel to the terminal, the first configuration infor-
mation is used for indicating at least one frequency do-
main offset respectively configured for each BWP in the
at least one BWP, so that different frequency domain
offset sets are configured for different BWPs, the band-
width of each BWP is fully utilized, thus the frequency
hopping offset can be maximized on the basis of not ex-
ceeding the bandwidth of the BWP to obtain a greater
frequency selective gain, thereby improving the trans-
mission performance of the physical channel.
[0087] FIG. 4A is a structural diagram of a terminal
provided by another embodiment of the present inven-
tion, as shown in FIG. 4A. The network device of this
embodiment may include a receiving unit 41 and a de-
termination unit 42. The receiving unit 41 is configured
to receive first configuration information of a transmission
physical channel sent by a network device, the first con-
figuration information is used for indicating at least one
frequency domain offset configured for each BWP in at
least one BWP respectively. The determining unit 42 is
configured to determine the at least one frequency do-
main offset for each BWP according to the first configu-
ration information.
[0088] The frequency domain offset refers to the fre-
quency domain offset between two hops of frequency
hopping, and may be expressed by the number of Re-
source Blocks (RB).
[0089] Optionally, in a possible implementation mode
of this embodiment, the physical channel may include,
but is not limited to, a Physical Uplink Shared Channel
(PUSCH), a Physical Downlink Shared Channel (PD-
SCH), a Physical Uplink Control Channel (PUCCH), and
a Physical Downlink Control Channel (PDCCH).
[0090] Optionally, in a possible implementation mode
of this embodiment, the receiving unit 41 may be specif-
ically configured to receive the first configuration infor-
mation sent by the network device through RRC signaling
or a system broadcast message.
[0091] Optionally, in a possible implementation mode
of this embodiment, the receiving unit 41 may be further
configured to receive first control information sent by the
network device, the first control information is used for
indicating an activated BWP in the at least one BWP; the
determination unit 42 may be further configured to deter-
mine at least one frequency domain offset for the acti-
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vated BWP.
[0092] Specifically, the receiving unit 41 may be spe-
cifically configured to receive the first control information
sent by the network device through downlink control in-
formation or a media access control control element mes-
sage.
[0093] Optionally, in a possible implementation mode
of this embodiment, the receiving unit 41 may be further
configured to receive second control information sent by
the network device, the second control information is
used for indicating, in the at least one frequency domain
offset, a frequency domain offset used; the determination
unit 42 may be further configured to determine a frequen-
cy domain offset used for the activated BWP.
[0094] Specifically, the receiving unit 41 may be spe-
cifically configured to receive the second control infor-
mation sent by the network device through downlink con-
trol information or a media access control control element
message.
[0095] Optionally, in a possible implementation mode
of this embodiment, the receiving unit 41 may be further
configured to receive third control information sent by the
network device, the third control information is used for
indicating a position of the first frequency domain re-
source for transmitting the physical channel in the acti-
vated BWP.
[0096] Specifically, the receiving unit 41 may be spe-
cifically configured to receive the third control information
sent by the network device through downlink control in-
formation or a media access control control element mes-
sage.
[0097] Optionally, in a possible implementation mode
of this embodiment, as shown in FIG. 4B, the network
device provided by this embodiment may further include
a transmission unit 43, which may be configured to de-
termine a position of the second frequency domain re-
source for transmitting the physical channel in the acti-
vated BWP by using the formula R2=(R1+Woffset)mod W
according to the bandwidth for the activated BWP, the
frequency domain offset used and the position of the first
frequency domain resource for transmitting the physical
channel in the activated BWP; wherein R2 is the position
of the second frequency domain resource in the activated
BWP, R1 is the position of the first frequency domain
resource in the activated BWP, Woffset is the frequency
domain offset used, W is the bandwidth for the activated
BWP; and transmit the physical channel with the network
device on the first frequency domain resource and the
second frequency domain resource.
[0098] It should be noted that the method in the em-
bodiment corresponding to FIG. 2A may be implemented
by the terminal provided in the embodiment. Relevant
contents in the corresponding embodiment of FIG. 2A
may be referred to for detailed descriptions, which are
not repeated here.
[0099] In this embodiment, a receiving unit receives
first configuration information of a transmission physical
channel sent by a network device, the first configuration

information is used for indicating at least one frequency
domain offset respectively configured for each BWP in
at least one BWP, and then the determining unit deter-
mines at least one frequency domain offset for each BWP
according to the first configuration information, so that
different frequency domain offset sets are configured for
different BWPs, bandwidth of each BWP is fully utilized,
thus the frequency hopping offset can be maximized on
the basis of not exceeding the bandwidth of BWP to ob-
tain a greater frequency selective gain, thereby improving
the transmission performance of the physical channel.
[0100] Those skilled in the art may clearly understand
that, for convenience and conciseness of the description,
the specific working processes of the system, device and
unit described above may refer to the corresponding
processes in the above method embodiments, which are
not described here again.
[0101] In the several embodiments provided by the
present invention, it should be understood that the dis-
closed systems, devices and methods may be imple-
mented in other ways. For example, the apparatus em-
bodiments described above are only illustrative, for ex-
ample, the division of the units is only a logical function
division, and there may be other division manners in ac-
tual implementation, for example, multiple units or com-
ponents may be combined or integrated into another sys-
tem, or some features may be ignored or not executed.
On the other hand, the mutual coupling or direct coupling
or communication connection shown or discussed may
be indirect coupling or communication connection be-
tween apparatuses or units through some interfaces, and
may be in electrical, mechanical or other forms.
[0102] The units described as separate components
may or may not be physically separated, and the com-
ponents shown as units may or may not be physical units,
i.e., may be located in one place or may be distributed
over multiple network units. Some or all of the units may
be selected according to actual needs to achieve the pur-
pose of the embodiments.
[0103] In addition, various functional units in various
embodiments of the present invention may be integrated
in one processing unit, or the various units may be phys-
ically present separately, or two or more units may be
integrated in one unit. The integrated units may be im-
plemented in the form of hardware or in the form of hard-
ware plus software functional units.
[0104] Finally, it should be noted that the above em-
bodiments are only used to illustrate the technical solu-
tions of the present invention, but not limit the present
invention. Although the present invention has been de-
scribed in detail with reference to the foregoing embod-
iments, it should be understood by those skilled in the
art that the technical solutions described in the foregoing
embodiments may be modified or some of technical fea-
tures thereof may be equally substituted, and all these
modifications and substitutions do not make the spirit of
corresponding technical solutions depart from the spirit
and scope of technical solutions of various embodiments
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of the present invention.

Claims

1. A method for frequency hopping configuration of
BWP, comprising:
sending, by a network device, first configuration in-
formation of a transmission physical channel to a
terminal, wherein the first configuration information
is used for indicating at least one frequency domain
offset respectively configured for each BWP in at
least one BWP.

2. The method of claim 1, wherein, the physical channel
comprises at least one of a physical uplink shared
channel, a physical downlink shared channel, a
physical uplink control channel, and a physical down-
link control channel.

3. The method of claim 1, wherein, sending, by the net-
work device, the first configuration information of the
transmission physical channel to the terminal, com-
prises:
sending, by the network device, the first configura-
tion information to the terminal through RRC signal-
ing or a system broadcast message.

4. The method of claim 1, wherein, after sending, by
the network device, the first configuration informa-
tion of the transmission physical channel to the ter-
minal, the method further comprises:
sending, by the network device, first control informa-
tion to the terminal, wherein the first control informa-
tion is used for indicating an activated BWP in the at
least one BWP.

5. The method of claim 4, wherein, sending, by the net-
work device, the first control information to the ter-
minal device comprises:
sending, by the network device, the first control in-
formation to the terminal through downlink control
information (DCI) or a media access control control
element (MAC CE) message.

6. The method of claim 1, wherein, after sending, by
the network device, the first configuration informa-
tion of the transmission physical channel to the ter-
minal, the method further comprises:
sending, by the network device, second control in-
formation to the terminal, wherein the second control
information is used for indicating, in the at least one
frequency domain offset, a frequency domain offset
used.

7. The method of claim 6, wherein, sending, by the net-
work device, the second control information to the
terminal device comprises:

sending, by the network device, the second control
information to the terminal through downlink control
information (DCI) or a media access control control
element (MAC CE) message.

8. The method of claim 1, wherein after sending, by the
network device, the first configuration information of
the transmission physical channel to the terminal,
the method further comprises:
sending, by the network device, third control infor-
mation to the terminal, wherein the third control in-
formation is used for indicating a position of a first
frequency domain resource for transmitting the
physical channel in an activated BWP.

9. The method of claim 8, wherein, sending, by the net-
work device, the third control information to the ter-
minal device comprises:
sending, by the network device, the third control in-
formation to the terminal through downlink control
information (DCI) or a media access control control
element (MAC CE) message.

10. The method of any one of claims 1-9, wherein, after
sending, by the network device, the first configura-
tion information of the transmission physical channel
to the terminal, the method further comprises:
transmitting, by the network device, the physical
channel with the terminal on the first frequency do-
main resource for transmitting the physical channel
and a second frequency domain resource for trans-
mitting the physical channel, wherein a position of
the second frequency domain resource in an acti-
vated BWP is determined by using a formula
R2=(R1+Woffset)mod W according to a bandwidth for
the activated BWP, the frequency domain offset
used and the position of the first frequency domain
resource for transmitting the physical channel in the
activated BWP; wherein R2 is the position of the sec-
ond frequency domain resource in the activated
BWP, R1 is the position of the first frequency domain
resource in the activated BWP, Woffset is the frequen-
cy domain offset used, W is the bandwidth for the
activated BWP.

11. A method for frequency hopping configuration of
BWP, comprising:

receiving, by a terminal, first configuration infor-
mation of a transmission physical channel sent
by a network device, wherein the first configu-
ration information is used for indicating at least
one frequency domain offset respectively con-
figured for each BWP in at least one BWP; and
determining, by the terminal, the at least one
frequency domain offset for each BWP accord-
ing to the first configuration information.
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12. The method of claim 11, wherein, the physical chan-
nel comprises at least one of a physical uplink shared
channel, a physical downlink shared channel, a
physical uplink control channel, and a physical down-
link control channel.

13. The method of claim 11, wherein, receiving, by the
terminal device, the first configuration information
sent by the network device comprises:
receiving, by the terminal, the first configuration in-
formation sent by the network device through RRC
signaling or a system broadcast message.

14. The method of claim 11, wherein after receiving, by
the terminal device, the first configuration informa-
tion of the transmission physical channel sent by the
network device, the method further comprises:

receiving, by the terminal, first control informa-
tion sent by the network device, wherein the first
control information is used for indicating an ac-
tivated BWP in the at least one BWP; and
determining, by the terminal, at least one fre-
quency domain offset for the activated BWP.

15. The method of claim 14, wherein, receiving, by the
terminal, the first control information sent by the net-
work device comprises:
receiving, by the terminal, the first control information
sent by the network device through downlink control
information (DCI) or a media access control control
element (MAC CE) message.

16. The method of claim 11, wherein, after receiving, by
the terminal, the first configuration information of the
transmission physical channel sent by the network
device, the method further comprises:

receiving, by the terminal, second control infor-
mation sent by the network device, wherein the
second control information is used for indicating,
in the at least one frequency domain offset, a
frequency domain offset used; and
determining, by the terminal, a frequency do-
main offset used for an activated BWP.

17. The method of claim 16, wherein, receiving, by the
terminal device, the second control information sent
by the network device comprises:
receiving, by the terminal, the second control infor-
mation sent by the network device through downlink
control information (DCI) or a media access control
control element (MAC CE) message.

18. The method of claim 11, wherein, after receiving, by
the terminal, the first configuration information of the
transmission physical channel sent by the network
device, the method further comprises:

receiving, by the terminal, third control information
sent by the network device, wherein the third control
information is used for indicating a position of the
first frequency domain resource for transmitting the
physical channel in an activated BWP.

19. The method of claim 18, wherein, receiving, by the
terminal, the third control information sent by the net-
work device comprises:
receiving, by the terminal, the third control informa-
tion sent by the network device through downlink
control information (DCI) or a media access control
control element (MAC CE) message.

20. The method according to any one of claims 11-19,
wherein, after receiving, by the terminal, the first con-
figuration information of the transmission physical
channel sent by the network device, the method fur-
ther comprises:

determining, by the terminal, a position of the
second frequency domain resource for transmit-
ting the physical channel in an activated BWP
by using a formula R2=(R1+Woffset)mod W ac-
cording to a bandwidth for the activated BWP,
the frequency domain offset used and the posi-
tion of the first frequency domain resource for
transmitting the physical channel in the activat-
ed BWP; wherein, R2 is the position of the sec-
ond frequency domain resource in the activated
BWP, R1 is the position of the first frequency
domain resource in the activated BWP, Woffset
is the frequency domain offset used, W is the
bandwidth for the activated BWP, and
transmitting, by the terminal, the physical chan-
nel with the network device on the first frequency
domain resource and the second frequency do-
main resource.

21. A network device, comprising:
a sending unit, configured to send first configuration
information of a transmission physical channel to a
terminal, wherein the first configuration information
is used for indicating at least one frequency domain
offset respectively configured for each BWP in at
least one BWP.

22. The network device of claim 21, wherein, the phys-
ical channel comprises at least one of a physical up-
link shared channel, a physical downlink shared
channel, a physical uplink control channel, and a
physical downlink control channel.

23. The network device of claim 21, wherein, the sending
unit is specifically configured to:
send the first configuration information to the termi-
nal through RRC signaling or a system broadcast
message.
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24. The network device of claim 21, wherein, the sending
unit is further configured to:
send first control information to the terminal, wherein
the first control information is used for indicating an
activated BWP in the at least one BWP.

25. The network device of claim 24, wherein, the sending
unit is specifically configured to:
send the first control information to the terminal
through downlink control information (DCI) or a me-
dia access control control element (MAC CE) mes-
sage.

26. The network device of claim 21, wherein the sending
unit is further configured to:
send second control information to the terminal,
wherein the second control information is used for
indicating, in the at least one frequency domain off-
set, a frequency domain offset used.

27. The network device of claim 26, wherein, the sending
unit is specifically configured to:
send the second control information to the terminal
through downlink control information (DCI) or a me-
dia access control control element (MAC CE) mes-
sage.

28. The network device of claim 21, wherein, the sending
unit is further configured to:
send third control information to the terminal, where-
in the third control information is used for indicating
a position of a first frequency domain resource for
transmitting the physical channel in an activated
BWP.

29. The network device of claim 28, wherein, the sending
unit is specifically configured to:
send the third control information to the terminal
through downlink control information (DCI) or a me-
dia access control control element (MAC CE) mes-
sage.

30. The network device of any one of claims 21-29,
wherein, the network device further comprises a
transmission unit, configured to:
transmit the physical channel with the terminal on
the first frequency domain resource for transmitting
the physical channel and a second frequency do-
main resource for transmitting the physical channel,
wherein a position of the second frequency domain
resource in an activated BWP is determined by using
a formula R2=(R1+Woffset)mod W according to a
bandwidth for the activated BWP, the frequency do-
main offset used and the position of the first frequen-
cy domain resource for transmitting the physical
channel in the activated BWP; wherein, R2 is the
position of the second frequency domain resource
in the activated BWP, R1 is the position of the first

frequency domain resource in the activated BWP,
Woffset is the frequency domain offset used, W is the
bandwidth for the activated BWP.

31. A terminal, comprising:

a receiving unit, configured to receive first con-
figuration information of a transmission physical
channel sent by a network device, wherein the
first configuration information is used for indicat-
ing at least one frequency domain offset respec-
tively configured for each BWP in at least one
BWP; and
a determination unit, configured to determine
the at least one frequency domain offset for each
BWP according to the first configuration infor-
mation.

32. The terminal of claim 31, wherein, the physical chan-
nel comprises at least one of a physical uplink shared
channel, a physical downlink shared channel, a
physical uplink control channel, and a physical down-
link control channel.

33. The terminal of claim 31, wherein, the receiving unit
is specifically configured to
receive the first configuration information sent by the
network device through RRC signaling or a system
broadcast message.

34. The terminal of claim 31, wherein the receiving unit
is further configured to
receive first control information sent by the network
device, wherein the first control information is used
for indicating an activated BWP in the at least one
BWP.

35. The terminal of claim 34, wherein the receiving unit
is specifically configured to
receive the first control information sent by the net-
work device through downlink control information
(DCI) or a media access control control element
(MAC CE) message.

36. The terminal of claim 31, wherein the receiving unit
is further configured to
receive second control information sent by the net-
work device, wherein the second control information
is used for indicating, in the at least one frequency
domain offset, a frequency domain offset used;
the determination unit is further configured to
determine at least one frequency domain offset of
an activated BWP.

37. The terminal of claim 36, wherein, the receiving unit
is specifically configured to
receive the second control information sent by the
network device through downlink control information
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(DCI) or a media access control control element
(MAC CE) message.

38. The terminal of claim 31, wherein the receiving unit
is further configured to
receive third control information sent by the network
device, wherein the third control information is used
for indicating a position of the first frequency domain
resource for transmitting the physical channel in an
activated BWP;
the determination unit is further configured to
determine a frequency domain offset used for an ac-
tivated BWP.

39. The terminal of claim 38, wherein the receiving unit
is specifically configured to
receive the third control information sent by the net-
work device through downlink control information
(DCI) or a media access control control element
(MAC CE) message.

40. The terminal of any one of claims 31-39, wherein,
the terminal further comprises a transmission unit,
configured to
determine a position of the second frequency domain
resource for transmitting the physical channel in an
activated BWP by using a formula
R2=(R1+Woffset)mod W according to a bandwidth for
the activated BWP, the frequency domain offset
used and the position of the first frequency domain
resource for transmitting the physical channel in the
activated BWP; wherein, R2 is the position of the
second frequency domain resource in the activated
BWP, R1 is the position of the first frequency domain
resource in the activated BWP, Woffset is the
frequency domain offset used, W is the bandwidth
for the activated BWP; and
transmit the physical channel with the network
device on the first frequency domain resource and
the second frequency domain resource.
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