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(54) CROWNING FORMING METHOD AND CROWNING FORMING APPARATUS

(57) A tooth shape of the first tooth-shaped die part
is formed have a constant tooth width from an upper end
to a lower end and to correspond to a tooth width of a
part in which a desired crowning has been produced. A
tooth shape of the second tooth-shaped die part is formed
to have a constant tooth width from an upper end to a
lower end and to correspond to a tooth width of a central
part, which is a part other than the part in which the de-
sired crowning has been produced. A crowning forming
method includes the steps of: forming a tooth shape on
an outer circumference of the material by the tooth shape
of the first tooth-shaped die part; and pressing the central
part of the tooth shape of the material against the tooth
shape of the inner circumference of the second
tooth-shaped die part.
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Description

BACKGROUND

[0001] The present disclosure relates to a crowning
forming method and a crowning forming apparatus for
forming a tooth-shaped crowning.
[0002] A crowning forming method for forming a tooth
shape in an annular material by hobbing or the like, and
then performing shaving or the like, thereby forming
crowning has been known (see, for example, Japanese
Unexamined Patent Application Publication No.
H07-323346).
[0003] In the aforementioned crowning forming meth-
od, a plurality of processes such as the hobbing, the shav-
ing and the like are combined with one another. There-
fore, the apparatus needs to be changed or changeover
needs to be performed for each process, which may lead
to an increase in the man-hours and the cost.

SUMMARY

[0004] The present disclosure has been made in order
to solve the aforementioned problem and mainly aims to
provide a crowning forming method and a crowning form-
ing apparatus capable of forming a tooth-shaped crown-
ing by a simple method.
[0005] One aspect of the present disclosure in order
to achieve the aforementioned object is a crowning form-
ing method in which a desired crowning is formed in a
tooth shape formed on an outer circumference of an an-
nular material by a cylindrical die, in which
the cylindrical die comprises a first tooth-shaped die part
and a second tooth-shaped die part, a tooth shape of the
first tooth-shaped die part being formed on an inner cir-
cumference to have a constant tooth width from an upper
end part to a lower end part and to correspond to a tooth
width of a part in which the desired crowning has been
produced, and a tooth shape of the second tooth-shaped
die part being formed on an inner circumference to have
a constant tooth width from an upper end part to a lower
end part and to correspond to a tooth width of a central
part, which is a part other than the part in which the de-
sired crowning has been produced, the method compris-
ing the steps of:

forming a tooth shape on an outer circumference of
the material by the tooth shape of the inner circum-
ference of the first tooth-shaped die part; and
moving the material in which the tooth shape is
formed into the second tooth-shaped die part, and
pressing the inner circumferential surface of the ma-
terial outwardly in such a way that the diameter of
the central part extends more greatly than the diam-
eter of each of the upper and lower end parts of the
material, thereby pressing the central part of the
tooth shape of the material against the tooth shape
of the inner circumference of the second tooth-

shaped die part.

[0006] In this aspect, a cylindrical mandrel may be ar-
ranged in the center of the cylindrical die, and the annular
material may be inserted into the mandrel, whereby a
tooth-shaped crowning may be formed on the outer cir-
cumference of the material.
[0007] In this aspect,
a rod-like inserted part having a tip end side formed in a
tapered shape may be inserted into the cylindrical man-
drel,
the mandrel may be configured in such a way that a di-
ameter of a position of the mandrel that corresponds to
a central part of the second tooth-shaped die part be-
comes larger than a diameter of each of positions of the
mandrel that correspond to upper and lower end parts of
the second tooth-shaped die part, and
the inserted part may be pressed into a tip end side of
the mandrel and the diameter of the mandrel may be
extended by a tapered shape of the inserted part, thereby
extending the diameter of the central part more greatly
than the diameter of each of the upper and lower end
parts of the material.
[0008] One aspect of the present disclosure in order
to achieve the aforementioned object may be a crowning
forming method in which a desired crowning is formed in
a tooth shape formed on an outer circumference of an
annular material by first and second tooth-shaped die
parts, in which
a tooth shape of the first tooth-shaped die part being
formed on an inner circumference to have a constant
tooth width from an upper end part to a lower end part
and to correspond to a tooth width of a part in which the
desired crowning has been produced,
a tooth shape of the second tooth-shaped die part being
formed on an inner circumference to have a constant
tooth width from an upper end part to a lower end part
and to correspond to a tooth width of a central part, which
is a part other than the part in which the desired crowning
has been produced, the method comprising the steps of:

forming a tooth shape on an outer circumference of
the material by the tooth shape of the inner circum-
ference of the first tooth-shaped die part; and
moving the material in which the tooth shape is
formed into the second tooth-shaped die part, and
pressing the inner circumferential surface of the ma-
terial outwardly in such a way that the diameter of
the central part extends more greatly than the diam-
eter of each of the upper and lower end parts of the
material, thereby pressing the central part of the
tooth shape of the material against the tooth shape
of the inner circumference of the second tooth-
shaped die part.

[0009] One aspect of the present disclosure in order
to achieve the aforementioned object may be a crowning
forming apparatus configured to form a desired crowning
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in a tooth shape formed on an outer circumference of an
annular material, the crowning forming apparatus com-
prising:

a cylindrical die comprising a first tooth-shaped die
part and a second tooth-shaped die part, a tooth
shape of the first tooth-shaped die part being formed
on an inner circumference to have a constant tooth
width from an upper end part to a lower end part and
to correspond to a tooth width of a part in which the
desired crowning has been produced, and a tooth
shape of the second tooth-shaped die part being
formed on an inner circumference to have a constant
tooth width from an upper end part to a lower end
part and to correspond to a tooth width of a central
part, which is a part other than the part in which the
desired crowning has been produced;
a material pressing part configured to press the an-
nular material into the die and move the annular ma-
terial; and
a press part configured to press the inner circumfer-
ential surface of the material outwardly in such a way
that the diameter of the central part extends more
greatly than the diameter of each of the upper and
lower end parts of the material, thereby pressing the
central part of the tooth shape of the material against
the tooth shape of the inner circumference of the
second tooth-shaped die part.

[0010] In this aspect, the press part may include:

a cylindrical mandrel positioned in the center of the
cylindrical die and configured in such a way that a
diameter of a position of the mandrel that corre-
sponds to a central part of the second tooth-shaped
die part becomes larger than a diameter of each of
positions of the mandrel that correspond to upper
and lower end parts of the second tooth-shaped die
part;
a rod-like inserted part having a tip end side formed
in a tapered shape, the rod-like inserted part being
inserted into the cylindrical mandrel and pressed into
the tip end side of the mandrel, thereby extending
an outer diameter of the tip end side of the mandrel;
and
an insertion pressing part configured to press the
inserted part to the tip end side of the mandrel.

[0011] In this aspect, a throughhole may be formed in
the material pressing part in an axial direction, and the
insertion pressing part may be inserted into the throug-
hole of the material pressing part and include a first pin
configured to press a rear end of the inserted part and a
second pin configured to press the first pin arranged in
the rear end of the first pin to a tip end side of the mandrel.
[0012] According to the present disclosure, it is possi-
ble to provide a crowning forming method and a crowning
forming apparatus capable of forming a tooth-shaped

crowning in a simple method.
[0013] The above and other objects, features and ad-
vantages of the present disclosure will become more fully
understood from the detailed description given herein-
below and the accompanying drawings which are given
by way of illustration only, and thus are not to be consid-
ered as limiting the present disclosure.

BRIEF DESCRIPTION OF DRAWINGS

[0014]

Fig. 1 is a diagram showing a schematic configura-
tion of a crowning forming apparatus according to a
first embodiment of the present disclosure;
Fig. 2 is a diagram showing a schematic configura-
tion of the crowning forming apparatus according to
the first embodiment of the present disclosure;
Fig. 3 is a cross-sectional view in which a tip end
side of a mandrel is partially enlarged;
Fig. 4 is a diagram showing a tea whisk structure of
the mandrel at a position that corresponds to a sec-
ond tooth-shaped die part;
Fig. 5 is a cross-sectional view of the tea whisk struc-
ture shown in Fig. 4 taken along the line A-A;
Fig. 6 is a diagram showing a state in which an in-
serted part is inserted into a hole of the mandrel;
Fig. 7 is a diagram showing an enlarged B part shown
in Fig. 6 and shows a barrel shape having the tea
whisk structure;
Fig. 8 is a diagram showing a process in which a
tooth shape and crowning are continuously formed
in each material;
Fig. 9 is a diagram showing one example of a method
of conveying the material;
Fig. 10 is a flowchart showing a flow of a crowning
forming method according to the first embodiment
of the present disclosure;
Fig. 11 is a diagram showing a schematic configu-
ration of a crowning forming apparatus according to
a second embodiment of the present disclosure; and
Fig. 12 is a diagram showing a schematic configu-
ration of the crowning forming apparatus according
to the second embodiment of the present disclosure.

DESCRIPTION OF EMBODIMENTS

[0015] Hereinafter, with reference to the drawings, em-
bodiments of the present disclosure will be explained.

First Embodiment

[0016] A crowning forming apparatus according to a
first embodiment of the present disclosure cold-forges,
for example, a tooth shape such as a helical gear in an
annular material, and further upsets crowning in this tooth
shape.
[0017] Figs. 1 and 2 are diagrams each showing a
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schematic configuration of the crowning forming appa-
ratus according to the first embodiment of the present
disclosure. Fig. 1 is a diagram showing a state in which
an annular material is pressed into a tip end side of a
mandrel by a material pressing part. In Fig. 1, the left
side of a central axis line L of the mandrel 3 shows a
state before the material is pressed into the tip end side
of the mandrel and the right side of the central axis line
L shows a state after the material is pressed into the tip
end side of the mandrel.
[0018] Fig. 2 is a diagram showing a state in which an
inserted part is pressed into the tip end side of the man-
drel by an insertion pressing part. In Fig. 2, the left side
of the central axis line L shows a state before the inserted
part is pressed into the tip end side of the mandrel and
the right side of the central axis line L shows a state after
the inserted part is pressed into the tip end side of the
mandrel.
[0019] A crowning forming apparatus 1 according to
the first embodiment includes a cylindrical die 2, a cylin-
drical mandrel 3, a material pressing part 4 that presses
a material X, an inserted part 5 inserted into the cylindrical
mandrel 3, and an insertion pressing part 6 that presses
the inserted part 5 into the cylindrical mandrel 3.
[0020] The cylindrical die 2 includes a first tooth-
shaped die part 21 on the upper side thereof and a second
tooth-shaped die part 22 that is arranged on the lower
side of the first tooth-shaped die part 21 and is connected
to the first tooth-shaped die part 21. The first tooth-
shaped die part 21 and the second tooth-shaped die part
22 may be integrally formed.
[0021] It is assumed here that the crowning forming
apparatus 1 produces a desired crowning in the material
X. The first tooth-shaped die part 21 is a tooth-shaped
die in which a tooth shape is formed on an inner circum-
ference thereof to have a constant tooth width from an
upper end part to a lower end part of the first tooth-shaped
die part 21 and to correspond to a tooth width of a part
in which the desired crowning has been produced. The
tooth shape is formed on the inner circumference of the
first tooth-shaped die part 21 in such a way that, for ex-
ample, the tooth shape is formed to have a constant tooth
width from the upper end part to the lower end part of the
material X with the tooth width of the part where the de-
sired crowning has been produced.
[0022] The second tooth-shaped die part 22 is a tooth-
shaped die in which a tooth shape is formed on an inner
circumference thereof to have a constant tooth width from
an upper end part to a lower end part of the second tooth-
shaped die part 22 and to correspond to a tooth with of
a central part, which is a part other than the part in which
the desired crowning has been produced. The tooth
shape is formed on the inner circumference of the second
tooth-shaped die part 22 in such a way that, for example,
the tooth shape is formed to have a constant tooth width
from the upper end part to the lower end part of the ma-
terial X with the tooth width of the central part in which
the desired crowning is not produced. The tooth shape

of the second tooth-shaped die part 22 is formed so as
to correspond to the final target dimension of the tooth
shape formed in the material X.
[0023] The tooth shape of the first tooth-shaped die
part 21 is formed to be smaller than that of the second
tooth-shaped die part 22 by an amount corresponding to
the size of the area where crowning is to be produced.
In contrast, the tooth shape of the second tooth-shaped
die part 22 is offset and extended by an amount corre-
sponding to the size of the area where crowning is to be
produced in the circumferential direction with respect to
the tooth shape of the first tooth-shaped die part 21.
[0024] The cylindrical mandrel 3 is inserted into the
cylindrical die 2 and is arranged at the center of the die
2. The mandrel 3 includes a hole 31 formed in the axial
direction. Fig. 3 is a cross-sectional view in which the tip
end side of the mandrel is partially enlarged. As shown
in Fig. 3, a tapered shaped part 32 whose inner diameter
is gradually reduced is formed in the position that corre-
sponds to the second tooth-shaped die part 22 on the tip
end side of the hole 31 of the mandrel 3.
[0025] The tapered shaped part 32 of the mandrel 3
has, for example, a tea whisk structure 33. Fig. 4 is a
diagram showing the tea whisk structure 33 in the position
that corresponds to the second tooth-shaped die part 22
of the mandrel 3. Fig. 5 is a cross-sectional of the tea
whisk structure shown in Fig. 4 taken along the line A-A.
[0026] As shown in Fig. 5, the tea whisk structure 33
has, for example, a structure in which the position that
corresponds to the second tooth-shaped die part 22 of
the mandrel 3 is equally divided into 12 parts in the cir-
cumferential direction. The tea whisk structure 33 has
such a structure as to change the outer diameter dimen-
sion of the tip end part and to open the tip end part radially.
[0027] The tip end part of the tea whisk structure 33 is
configured in such a way that the diameter of the position
that corresponds to the central part of the second tooth-
shaped die part 22 becomes larger than the diameter of
each of the positions that correspond to the upper and
lower end parts. For example, as shown in Fig. 4, at the
tip end part of the tea whisk structure 33, the diameter
of a central part 33-2 is set to be larger than the diameter
of each of an upper part 33-1 and a lower part 33-3. The
shape in which the central part 33-2 is greatly swollen to
the outside than the upper part 33-1 and the lower part
33-3 on the respective sides of the central part 33-2 are
will be referred to as a barrel shape.
[0028] In the first embodiment, as described above,
the crowning shape is not formed in any one of the first
tooth-shaped die part 21 and the second tooth-shaped
die part 22. A crowning forming principle according to the
first embodiment will now be explained in detail.
[0029] In the first embodiment, the inner circumferen-
tial surface of the material is pressed outwardly in such
a way that the diameter of the central part is greatly ex-
tended than the diameter of each of the upper and lower
end parts of the material X, whereby the central part of
the tooth shape of this material is pressed against the
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tooth shape of the inner circumference of the second
tooth-shaped die part 22.
[0030] That is, when the tea whisk structure 33 of the
mandrel 3 opens radially, due to this barrel shape, the
central part 33-2 presses each corresponding inner cir-
cumferential surface of the material outwardly more
strongly than the upper part 33-1 and the lower part 33-3
do. Accordingly, the diameter of the central part of the
material X that corresponds to the central part 33-2 of
the tea whisk structure 33 is extended greatly than the
diameter of each of the upper and lower end parts of the
material X that correspond to the upper part 33-1 and the
lower part 33-3 of the tea whisk structure 33.
[0031] The diameter of the central part of the material
X is greatly extended and thus the central part of the
material X is pressed against the tooth shape of the inner
circumference of the second tooth-shaped die part 22.
Accordingly, the tooth width of the central part of the ma-
terial X is extended, and is formed to have a tooth shape
having a target dimension in accordance with the tooth
shape of the second tooth-shaped die part 22.
[0032] On the other hand, the diameter of each of the
upper and lower end parts of the material X is not ex-
tended much and thus the upper and lower end parts of
the material X are not pressed against the tooth shape
of the inner circumference of the second tooth-shaped
die part 22. Accordingly, the upper and lower end parts
of the material X maintain to have a tooth shape whose
size is smaller than the target dimension formed by the
first tooth-shaped die part 21 without extending the tooth
width. A natural crowning shape is formed in the material
X by the aforementioned difference in the shape between
the central part of the material X and the upper and lower
end parts.
[0033] The aforementioned tea whisk structure 33 is
merely one example and is not limited to the one that has
been described above. For example, the equal division
number of the tea whisk structure 33 in the circumferential
direction may be a desired number.
[0034] The mandrel 3 penetrates a hole of the material
X. The material X is inserted between the mandrel 3 and
the die 2. As shown in Figs. 1 and 2, for example, the
materials X are continuously inserted into the mandrel 3
and are arranged between the mandrel 3 and the die 2
in such a manner that they are stacked on one another.
[0035] The material pressing part 4 is arranged, for ex-
ample, above the die 2 in such a way that it can move in
the vertical direction. The material pressing part 4 is
formed, for example, in a substantially cylindrical shape,
and presses the rear end of the material X at the tip end
part thereof. The material pressing part 4 is pressed by
a pressing mechanism 7 that is driven by, for example,
a motor, hydraulic pressure, or pneumatic pressure and
moves in the vertical direction.
[0036] Fig. 6 is a diagram showing a state in which the
inserted part is inserted into the hole of the mandrel.
[0037] The inserted part 5 is formed, for example, in a
rod shape and is inserted into the hole 31 of the mandrel

3. The tip end side of the inserted part 5 includes a ta-
pered shaped part 51 whose diameter gradually decreas-
es along the tip so as to correspond to the tapered shaped
part 32 of the hole 31 of the mandrel 3.
[0038] The inserted part 5 is inserted into the hole 31
of the mandrel 3 and is pressed into the tip end side of
the mandrel 3, whereby the tapered shaped part 51 of
the inserted part 5 comes into contact with the tapered
shaped part 32 of the mandrel 3 and the tea whisk struc-
ture 33 of the mandrel 3 is opened radially (Figs. 4 and 5).
[0039] At this time, the tea whisk structure 33 of the
mandrel 3 has a barrel shape in which the central part
thereof bulges like a mountain in the vertical direction.
Fig. 7 is a diagram in which the B part shown in Fig. 6 is
enlarged, and is a diagram showing a barrel shape of the
tea whisk structure. As shown in Fig. 7, when the inserted
part 5 is pressed into the tip end side of the mandrel 3 in
the hole 31 of the mandrel 3, the barrel shape of the tea
whisk structure 33 opens radially outward with the tip end
side as a fulcrum. Since the central part (top part) of the
barrel shape of the tea whisk structure 33 protrudes out-
ward largely than the upper and lower parts, the central
part comes into contact with the inner circumference of
the material X more strongly.
[0040] Therefore, the tea whisk structure 33 of the
mandrel 3 presses a part around the central part in the
vertical direction of the inner circumference of the mate-
rial X more strongly. The diameter of the part around the
central part of the outer circumference of the material X
is extended and the tooth shape thereof is strongly
pressed against the tooth shape of the second tooth-
shaped die part 22. Accordingly, the part around the cen-
tral part (central part of the tooth width) is formed with
the precision of the tooth shape of the second tooth-
shaped die part 22. On the other hand, the diameter of
each of the upper end and the lower end, which are parts
other than the central part of the material X, is not greatly
extended and thus the upper end and the lower end are
not pressed against the second tooth-shaped die part
22. Due to the difference of the extension amount of the
diameter between the central part and each of the upper
and lower end parts of the material X, a natural crowning
shape is formed in the material X.
[0041] In this way, the diameter of the tapered shaped
part 32 of the mandrel 3 is extended, whereby it is pos-
sible to press the tooth shape of the material X against
the tooth shape of the second tooth-shaped die part 22
and to thereby upset the crowning in the tooth shape of
the material X.
[0042] As described above, in the first embodiment,
first, the tooth shape having a size smaller than the target
dimension is formed on the outer circumference of the
material X by the first tooth-shaped die part 21. Next, the
diameter of the part around the central part of the material
X is extended to become larger by the inserted part 5
and the part around the central part of the material X is
pressed against the tooth shape of the inner circumfer-
ence of the second tooth-shaped die part 22. According-
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ly, a natural crowning shape can be formed in the material
X by a typical tooth-shaped die shape without requiring
a complicated crowning shape that needs to be formed
in the die itself in conventional techniques. Further,
crowning can be formed in the tooth shape by the process
and the device the same as those in the case in which
the tooth shape of the material X is formed.
[0043] The insertion pressing part 6 is formed in, for
example, a columnar shape, as shown in Fig. 2, and
presses the rear end of the inserted part 5 at the tip end
part thereof. The insertion pressing part 6 is arranged,
for example, above the inserted part 5 in such a way that
it can move in the vertical direction. The insertion press-
ing part 6 is pressed, for example, by the pressing mech-
anism 7 or the like and moves in the vertical direction,
similar to the material pressing part 4.
[0044] An adjustment spacer 8 for regulating the
amount of the downward movement of the insertion
pressing part 6 is provided in the rear end of the die 2.
The insertion pressing part 6 comes into contact with the
adjustment spacer 8, which prevents the insertion press-
ing part 6 from moving downwardly any longer and the
movement thereof is thus regulated. By adjusting the
thickness of the adjustment spacer 8, the amount of the
downward movement of the insertion pressing part 6 can
be adjusted. Accordingly, by adjusting the amount of the
inserted part 5 pressed into the tip end side of the mandrel
3 and adjusting the extension amount of the diameter of
the tapered shaped part 32 of the mandrel 3, the crowning
shape of the tooth shape of the material X can be adjust-
ed. In the first embodiment, the thickness of the adjust-
ment spacer 8 is adjusted in such a way that crowning
can be optimally formed in the tooth shape of the material
X. The crowning shape of the tooth shape of the material
X may be adjusted by adjusting the barrel shape of the
tea whisk structure 33 of the mandrel 3.
[0045] Incidentally, in crowning forming methods ac-
cording to related art, a plurality of processes such as
hobbing, shaving and the like are combined with one an-
other. Therefore, the apparatus needs to be changed or
changeover needs to be performed for each process,
which may lead to an increase in the man-hours and the
cost.
[0046] On the other hand, in the crowning forming ap-
paratus 1 according to the first embodiment, as described
above, the tooth shape is formed on the outer circumfer-
ence of the material X by the tooth shape of the inner
circumference of the first tooth-shaped die part 21 of the
die 2, the material X in which the tooth shape is formed
is moved into the second tooth-shaped die part 22, and
the inner circumferential surface of the material X is out-
wardly pressed in such a way that the diameter of the
central part is extended greatly than the diameter of each
of the upper and lower end parts of the material X, where-
by the central part of the tooth shape of the material X is
pressed against the tooth shape of the inner circumfer-
ence of the second tooth-shaped die part 22.
[0047] As described above, crowning is upset in the

material X in which the tooth shape is formed by the first
tooth-shaped die part 21 of the die 2 by the second tooth-
shaped die part 22 in the same die 2. Therefore, crowning
can be formed in the tooth shape by the process and the
device the same as those in the case in which the tooth
shape of the material X is formed. That is, the tooth-
shaped crowning can be formed by a simple method.
[0048] Further, in related art, the first tooth-shaped die
part is elastically deformed when crowning is formed in
the material X in which the tooth shape is formed. On the
other hand, in the crowning forming apparatus 1 accord-
ing to the first embodiment, the crowning shape can be
formed by a typical tooth-shaped die shape without re-
quiring a complicated crowning shape that needs to be
formed in the die itself in conventional techniques. There-
fore, it is easy to manage the accuracy. Therefore, crown-
ing can be formed in the tooth shape of the material X
with a high accuracy.
[0049] As described above, while the die 2 does not
have a crowning shape and has a constant tooth width
from the upper end to the lower end, the crowning shape
can be formed. Further, by changing the tip shape of the
tea whisk structure 33 to a barrel shape, there is an ad-
vantage that only a simple change in the form in which
the dimension decreases from the central part to the re-
spective ends is required. That is, the tooth-shaped
crowning can be formed by a simple method.
[0050] Further, since a die used at another process
and the movement of the material X to another equipment
are unnecessary, the tooth shape and the crowning can
be formed in the material X at a low cost. When, in par-
ticular, the tooth shaping process and the crowning proc-
ess according to related art are processes different from
each other, besides the movement of the material X be-
tween the processes, a phase determination of the tooth
shape and the like are performed when the material X is
installed in the crowning process, which causes a prob-
lem that the cycle time increases. On the other hand, in
the crowning forming apparatus 1 according to the first
embodiment, as described above, crowning can be
formed in the tooth shape by the process and the device
the same as those in the case in which the tooth shape
of the material X is formed. Therefore, the aforemen-
tioned time and effort can be saved and thus the cycle
time can be dramatically reduced.
[0051] Fig. 8 is a diagram showing a process in which
the tooth shape and the crowning are continuously
formed in each material. As shown in Fig. 8, the materials
X are continuously inserted into the mandrel 3 and pass
between the mandrel 3 and the die 2 in such a way that
they are stacked on one another. In the meanwhile, the
tooth shape and the crowning are formed in each of the
materials X by the first tooth-shaped die part 21 and the
second tooth-shaped die part 22. A material X2 is insert-
ed into the mandrel 3 just before a material X1 is inserted
and a material X3 is inserted into the mandrel 3 just before
the material X2 is inserted. In a similar way, a material
X4 is inserted into the mandrel 3 just before the material
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X3 is inserted and a material X5 is inserted into the man-
drel 3 just before the material X4 is inserted.
[0052] For example, as shown in the left side of the
central axis line L in Fig. 8, the material X1 is inserted
into the mandrel 3. At this time, the material pressing part
4 is located at the top dead center before the forming is
started.
[0053] Next, the material pressing part 4 is moved to
the bottom dead center, thereby moving the material X1
downwardly from the position on the left side of the central
axis line L to the position on the right side of the central
axis line L by one stroke.
[0054] At the same time, the materials X2, X3, X4, and
X5 are respectively pressed by the materials X1, X2, X3,
and X4 located above them and are moved downwardly
from the position on the left side of the central axis line
L to the position on the right side of the central axis line
L by one stroke. During this movement process, as the
materials X1, X2, and X3 pass through the first tooth-
shaped die part 21, the tooth shape is formed by the first
tooth-shaped die part 21 on the outer circumference of
each of the materials X1, X2, and X3.
[0055] When the material pressing part 4 has returned
to the top dead center after the material X1 is formed and
the material X4 is completely inserted into the second
tooth-shaped die part 22, the material pressing part 4 is
removed and the insertion pressing part 6 and the ad-
justment spacer 8 shown in Fig. 6 are used as a substitute
for the material pressing part 4. As shown in the right
side of the central axis line L in Fig. 6, the inserted part
5 is pressed into the tip end side of the mandrel 3, where-
by the tapered shaped part 51 comes into contact with
the tapered shaped part 32 of the mandrel 3 and the
tapered shaped part 51 is outwardly expanded. Accord-
ingly, the diameter of the tapered shaped part 32 of the
mandrel 3 is extended, whereby the tooth shape of the
material X4 is pressed against the tooth shape of the
second tooth-shaped die part 22 and crowning is formed
in the tooth shape of the material X4.
[0056] The material pressing part 4 is again returned
to the state shown in Fig. 7 and the tooth shape forming
is performed. As described above, the material X5 is
moved downwardly by one stroke, whereby it is released
from the second tooth-shaped die part 22 and freely falls
downwardly. This material X5 is a formed finished prod-
uct in which the tooth shape and the crowning are formed.
[0057] In this state, the material X5, which is the fin-
ished product, remains on a spacer 9 at the tip of the
mandrel 3, as shown in Fig. 8. As shown in Fig. 9, for
example, a conveying outlet 91 of the spacer 9 moves
to the tip of the mandrel 3 and the material X5 freely falls
into this conveying outlet 91 and conveyed. Accordingly,
it is possible to continuously convey the material X5,
which is a finished product.
[0058] In the first embodiment, by repeating the afore-
mentioned process, the tooth shape and the crowning
can be efficiently formed in the respective materials X
continuously inserted by the same process and the same

apparatus.
[0059] In the first embodiment, as described above,
the tooth shape of the material X is pressed against the
tooth-shaped die that has a constant dimension from the
upper end to the lower end of the inner circumference of
the second tooth-shaped die part 22 and does not have
a crowning shape, whereby crowning is formed in the
tooth shape on the outer circumference of the material X.
[0060] That is, in this crowning forming principle, as
described above, when the material X is enlarged radially
in the outer diameter direction by the mandrel 3 in the
second tooth-shaped die part 22, the diameter of the cen-
tral part of the material X is extended to be greater than
the diameter of each of the upper and lower end parts
due to the difference in the outer diameter dimension on
the tip end side of the mandrel 3. Because of the differ-
ence in the amount of the extension, only the tooth width
of the central part of the tooth shape uniformly formed
from the upper end to the lower end by the first tooth-
shaped die part 21 is extended by the second tooth-
shaped die part 22, whereby the crowning shape is
shaped.
[0061] Accordingly, the dimension of the tooth shape
of the inner circumference of the second tooth-shaped
die part 22 may have a constant tooth width from the
upper end to the lower end. Since the tooth width is con-
stant, as described above, when the material X in which
crowning is formed is pushed out from the second tooth-
shaped die part 22, the material X can be conveyed
smoothly in the state in which the crowning shape is main-
tained. Therefore, it is possible to continuously insert the
material X into the mandrel 3 and to continuously form
crowning in the material X that has been inserted. That
is, crowning can be formed in the material X with a high
efficiency.
[0062] Next, a crowning forming method according to
the first embodiment will be explained in detail. Fig. 10
is a flowchart showing a flow of the crowning forming
method according to the first embodiment.
[0063] The material pressing part 4 presses the mate-
rial X into the first tooth-shaped die part 21 of the die 2
along the mandrel 3 (Step S101). Accordingly, the tooth
shape is formed on the outer circumference of the ma-
terial X by the tooth shape of the first tooth-shaped die
part 21 (Step SI02).
[0064] The material pressing part 4 further presses the
material X in which the tooth shape is formed into the
second tooth-shaped die part 22 of the die 2 along the
mandrel 3 (Step SI03).
[0065] Now, the material pressing part 4 is replaced
by the insertion pressing part 6 and a predetermined ad-
justment spacer 8 is placed on the die 2 (Step SI04).
[0066] The insertion pressing part 6 presses the insert-
ed part 5 into the tip end side of the mandrel 3 (Step
S105). Accordingly, the diameter of the tapered shaped
part 32 of the mandrel 3 is extended (Step S106), where-
by the tooth shape of the material X is pressed against
the tooth shape of the second tooth-shaped die part 22
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and crowning is formed in the tooth shape of the material
X (Step S107).
[0067] As described above, according to the crowning
forming method of the first embodiment, crowning can
be formed in the tooth shape by the process and the
apparatus the same as those when the tooth shape of
the material X is formed. Further, by a typical tooth-
shaped die shape, the crowning shape can be formed in
the material X with a high accuracy without requiring a
complicated crowning shape that needs to be formed in
the die itself in conventional techniques. That is, the
tooth-shaped crowning can be formed by the simple
method.

Second Embodiment

[0068] Fig. 11 is a diagram showing a schematic con-
figuration of a crowning forming apparatus according to
a second embodiment of the present disclosure. A crown-
ing forming apparatus 10 according to the second em-
bodiment of the present disclosure may be configured to
include a pressing member 11 in which the material
pressing part 4 and the insertion pressing part 6 accord-
ing to the aforementioned first embodiment are integrally
formed. Accordingly, the changeover operation in which
the material pressing part is replaced by the insertion
pressing part can be eliminated, whereby the tooth-
shaped crowning can be formed by a simpler method.
Further, it is possible to reduce the cycle time and thus
further reduce the manufacturing cost.
[0069] The pressing member 11 includes a first press-
ing part (material pressing part) 40 that presses the ma-
terial X and a second pressing part (insertion pressing
part) 60 that presses the inserted part 5. The first pressing
part 40 is arranged above the die 2 in such a way that it
can move in the vertical direction. The first pressing part
40 is a substantially cylindrical member in which a
throughhole 41 is formed in the axial direction. The first
pressing part 40 presses the rear end part of the material
X at the tip end part thereof.
[0070] The second pressing part 60 is a rod-like mem-
ber. The second pressing part 60 is inserted into the
throughhole 41 of the first pressing part 40 and can be
moved in the vertical direction. The second pressing part
60 is inserted into the throughhole 41 of the first pressing
part 40, and is formed of a first pin 61 that presses the
rear end of the inserted part 5 at the tip thereof and a
second pin 62 that is arranged above the first pin 61 and
presses the rear end of the first pin 61 at the tip thereof.
[0071] The pressing mechanism 7 presses the second
pin 62, thereby pressing the first pin 61, and presses the
inserted part 5 into the tip end side of the mandrel 3. The
diameter of the second pin 62 is formed to be larger than
that of the throughhole 41 of the first pressing part 40.
Therefore, the first pin 61 also has a function as an ad-
justment spacer for regulating the amount of the down-
ward movement of the pressing member 11. That is,
when the second pin 62 is pressed and is moved down-

wardly by a predetermined amount, the tip of the second
pin 62 comes into contact with the rear end of the first
pressing part 40, which prevents the second pin 62 from
moving downwardly any longer and the movement there-
of is regulated.
[0072] By adjusting the length of the first pin 61, the
amount of the downward movement of the pressing
member 11 can be adjusted. Accordingly, the amount of
the inserted part 5 pressed into the tip end side of the
mandrel 3 can be adjusted, and the extension amount of
the diameter of the tapered shaped part 32 of the mandrel
3 can be adjusted with a high accuracy. That is, by ad-
justing the length of the first pin 61, crowning can be
optimally formed in the tooth shape of the material X.
[0073] Next, with reference to Figs. 11 and 12, an op-
eration of the crowning forming apparatus 10 according
to the second embodiment will be explained in detail.

(When the material X is pressed into the tip end side of 
the mandrel 3)

[0074] The pressing mechanism 7 presses the first
pressing part 40 to move the first pressing part 40 down-
wardly so that the state shown in the left side of the central
axis line L shown in Fig. 12 is changed to the state shown
in the right side of the central axis line L. Accordingly, the
first pressing part 40 presses the material X to move the
material X downwardly.

(When the inserted part 5 is pressed into the tip end side 
of the mandrel 3)

[0075] As shown in Fig. 11, the first pin 61 is inserted
into the throughhole 41 of the first pressing part 40 and
the second pin 62 is arranged in the upper end of the first
pin 61. The pressing mechanism 7 presses the second
pin 62, thereby pressing the first pin 61 and moving the
first pin 61 downwardly. Accordingly, the inserted part 5
is moved downwardly and is pressed into the tip end side
of the mandrel 3. The pressing mechanism 7 continues
to press the second pin 62 to move the first pin 61 down-
wardly until the tip of the second pin 62 comes into contact
with the rear end of the first pressing part 40.
[0076] Since the other structures in the second em-
bodiment are substantially the same as those in the afore-
mentioned first embodiment, the same components are
denoted by the same reference symbols and detailed
descriptions thereof will be omitted.

Third embodiment

[0077] While the first tooth-shaped die part 21 and the
second tooth-shaped die part 22 are configured to be
incorporated into one equipment in the aforementioned
first and second embodiments, the first tooth-shaped die
part 21 and the second tooth-shaped die part 22 may be
configured to be incorporated into different equipment in
a third embodiment.
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[0078] For example, in a first equipment, the material
X is pressed into the first tooth-shaped die part 21, where-
by the tooth shape is formed on the outer circumference
of the material X by the tooth shape of the first tooth-
shaped die part 21. The first equipment may be equip-
ment where the tooth shape can be formed more effi-
ciently at a higher speed.
[0079] Next, the material X in which the tooth shape is
formed is moved into the second tooth-shaped die part
22 of the second equipment. Then the inner circumfer-
ential surface of the material X is outwardly pressed in
such a way that the diameter of the central part is ex-
tended greatly than the diameter of each of the upper
and lower end parts of the material X, whereby the central
part of the tooth shape of the material X is pressed against
the tooth shape of the inner circumference of the second
tooth-shaped die part 22. Accordingly, a natural crowning
shape can be formed in the material X by a typical tooth-
shaped die shape without requiring a complicated crown-
ing shape that needs to be formed in the die itself in con-
ventional techniques. Since the other structures in the
third embodiment are substantially the same as those in
the first and second embodiments, the same components
are denoted by the same reference symbols and detailed
descriptions thereof will be omitted.
[0080] While some embodiments of this disclosure
have been described above, these embodiments are pre-
sented as examples and not intended to limit the scope
of the disclosure. These novel embodiments can be im-
plemented in other various forms, and various types of
omissions, substitutions, or changes can be made with-
out departing from the spirit of the disclosure. These em-
bodiments and their modifications, as would fall within
the scope and spirit of the disclosure, are included in the
disclosure provided in the claims and the scope of equiv-
alents thereof.
[0081] For example, while the diameter of the central
part is greatly extended than the diameter of each of the
upper and lower end parts of the material X by inserting
the inserted part 5 into the hole 31 of the mandrel 3 and
radially opening the tea whisk structure 33 having the
barrel shape in the aforementioned embodiments, the
present disclosure is not limited to this structure. The
inserted part 5 may have, for example, a structure for
causing an elastic member having a barrel shape to be
radially enlarged. A desired structure may be applied as
long as the central part of the tooth shape of the material
X can be pressed against the tooth shape of the inner
circumference of the second tooth-shaped die part 22 by
pressing the inner circumferential surface of the material
X outwardly.
[0082] From the disclosure thus described, it will be
obvious that the embodiments of the disclosure may be
varied in many ways. Such variations are not to be re-
garded as a departure from the spirit and scope of the
disclosure, and all such modifications as would be obvi-
ous to one skilled in the art are intended for inclusion
within the scope of the following claims.

Claims

1. A crowning forming method in which a desired
crowning is formed in a tooth shape formed on an
outer circumference of an annular material by a cy-
lindrical die (2), wherein
the cylindrical die (2) comprises a first tooth-shaped
die part (21) and a second tooth-shaped die part (22),
a tooth shape of the first tooth-shaped die part (21)
being formed on an inner circumference to have a
constant tooth width from an upper end part to a low-
er end part and to correspond to a tooth width of a
part in which the desired crowning has been pro-
duced, and a tooth shape of the second tooth-
shaped die part (22) being formed on an inner cir-
cumference to have a constant tooth width from an
upper end part to a lower end part and to correspond
to a tooth width of a central part, which is a part other
than the part in which the desired crowning has been
produced, the method comprising the steps of:

forming a tooth shape on an outer circumference
of the material by the tooth shape of the inner
circumference of the first tooth-shaped die part
(21); and
moving the material in which the tooth shape is
formed into the second tooth-shaped die part
(22), and pressing the inner circumferential sur-
face of the material outwardly in such a way that
the diameter of the central part extends more
greatly than the diameter of each of the upper
and lower end parts of the material, thereby
pressing the central part of the tooth shape of
the material against the tooth shape of the inner
circumference of the second tooth-shaped die
part (22).

2. The crowning forming method according to Claim 1,
wherein
a cylindrical mandrel is arranged in the center of the
cylindrical die (2), and
the annular material is inserted into the mandrel (3),
whereby a tooth-shaped crowning is formed on the
outer circumference of the material.

3. The crowning forming method according to Claim 2,
wherein
a rod-like inserted part (5) having a tip end side
formed in a tapered shape is inserted into the cylin-
drical mandrel (3),
the mandrel (3) is configured in such a way that a
diameter of a position of the mandrel (3) that corre-
sponds to a central part of the second tooth-shaped
die part (22) becomes larger than a diameter of each
of positions of the mandrel (3) that correspond to
upper and lower end parts of the second tooth-
shaped die part (22), and
the inserted part (5) is pressed into a tip end side of
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the mandrel (3) and the diameter of the mandrel (3)
is extended by a tapered shape of the inserted part
(5), thereby extending the diameter of the central
part more greatly than the diameter of each of the
upper and lower end parts of the material.

4. A crowning forming method in which a desired
crowning is formed in a tooth shape formed on an
outer circumference of an annular material by first
and second tooth-shaped die parts (21,22), wherein
a tooth shape of the first tooth-shaped die part (21)
being formed on an inner circumference to have a
constant tooth width from an upper end part to a low-
er end part and to correspond to a tooth width of a
part in which the desired crowning has been pro-
duced,
a tooth shape of the second tooth-shaped die part
(22) being formed on an inner circumference to have
a constant tooth width from an upper end part to a
lower end part and to correspond to a tooth width of
a central part, which is a part other than the part in
which the desired crowning has been produced, the
method comprising the steps of:

forming a tooth shape on an outer circumference
of the material by the tooth shape of the inner
circumference of the first tooth-shaped die part
(21); and
moving the material in which the tooth shape is
formed into the second tooth-shaped die part
(22), and pressing the inner circumferential sur-
face of the material outwardly in such a way that
the diameter of the central part extends more
greatly than the diameter of each of the upper
and lower end parts of the material, thereby
pressing the central part of the tooth shape of
the material against the tooth shape of the inner
circumference of the second tooth-shaped die
part (22).

5. A crowning forming apparatus (1) configured to form
a desired crowning in a tooth shape formed on an
outer circumference of an annular material, the
crowning forming apparatus comprising:

a cylindrical die (2) comprising a first tooth-
shaped die part (21) and a second tooth-shaped
die part (22), a tooth shape of the first tooth-
shaped die part (21) being formed on an inner
circumference to have a constant tooth width
from an upper end part to a lower end part and
to correspond to a tooth width of a part in which
the desired crowning has been produced, and
a tooth shape of the second tooth-shaped die
part (22) being formed on an inner circumfer-
ence to have a constant tooth width from an up-
per end part to a lower end part and to corre-
spond to a tooth width of a central part, which is

a part other than the part in which the desired
crowning has been produced;
a material pressing part (4) configured to press
the annular material into the die (2) and move
the annular material; and
a press part configured to press the inner cir-
cumferential surface of the material outwardly
in such a way that the diameter of the central
part extends more greatly than the diameter of
each of the upper and lower end parts of the
material, thereby pressing the central part of the
tooth shape of the material against the tooth
shape of the inner circumference of the second
tooth-shaped die part (22).

6. The crowning forming apparatus (1) according to
Claim 5, wherein
the press part comprises:

a cylindrical mandrel (3) positioned in the center
of the cylindrical die (2) and configured in such
a way that a diameter of a position of the mandrel
(2) that corresponds to a central part of the sec-
ond tooth-shaped die part (22) becomes larger
than a diameter of each of positions of the man-
drel (3) that correspond to upper and lower end
parts of the second tooth-shaped die part (22);
a rod-like inserted part (5) having a tip end side
formed in a tapered shape, the rod-like inserted
part (5) being inserted into the cylindrical man-
drel (3) and pressed into the tip end side of the
mandrel (3), thereby extending an outer diame-
ter of the tip end side of the mandrel (3); and
an insertion pressing part (6) configured to press
the inserted part (5) to the tip end side of the
mandrel (3).

7. The crowning forming apparatus (1) according to
Claim 6, wherein
a throughhole is formed in the material pressing part
(4) in an axial direction, and
the insertion pressing part (6) is inserted into the
throughole of the material pressing part (4) and in-
cludes a first pin (61) configured to press a rear end
of the inserted part (5) and a second pin (62) config-
ured to press the first pin (61) arranged in the rear
end of the first pin (61) to a tip end side of the mandrel
(3).
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