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Rust  transformer. 

©  The  rust  transformer  is  an  aqueous  solution 
comprising  as  active  substance  5  to  10  weight-% 
tannin  ,  gallic  acid  or  a  similar  compound,  and 
besides  this  65  to  89  wieght-%  butadiene-styrene 
copolymer,3.2  to  3.5  weight-%  wetting  agent,  2.2  to 
2.5  weight-%  of  a  foam-inhibiting  product  and  0.15 
to  0.20  weight-%  of  a  siccative. 
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"Rust  transformer". 

The  rust  transformer  according  to  the  invention 
is  an  aqueous  solution  which  comprises  as  rust- 
inhibiting  active  substance,  tannin  or  tannic  acid, 
gallic  acid  or  a  similar  compound. 

5  The  amount  of  said  active  substance  lies  be- 
tween  5  and  10  weight-%  relative  to  the  weight  of 
the  final  solution. 

An  effective  tannin  is  that  tannin  brought  in  the 
trade  under  the  trade-mark  TANEX  RS  93  by  Om- 

10  nichem. 
Besides  said  active  substance,  the  solution 

comprises  75  to  80  wieght-%  of  a  water-soluble, 
carboxylated  butadiene-styrene  copolymer. 

A  suitable  copolymer  is  the  LITEX  C.A. 
75  copolymer  from  Chemische  Werke  Huls. 

The  solution  further  comprises  2.2  to  2.5 
weight-%  of  a  wetting  agent,  particularly  ethylene 
glycol. 

Said  wetting  agent  opposes  the  tendency 
20  water-based  rust  transformers  have  for  being  re- 

pulsed  by  rust,  and  insures  a  perfect  coating  of  the 
rust  with  the  combination  of  active  substance  and 
copolymer. 

A  complete  reaction  of  all  the  rust  with  the 
25  active  substance  and  a  complete  partition  of  the 

rust  from  the  atmosphere,  results  therefrom. 
The  combination  of  active  substance  and 

copolymer  forms  over  the  rust,  a  film  which  is 
impervious  to  steam  and  salts  and  can  be  painted 

30  or  coated  with  any  conventional  metal-coating 
product,  such  as  putty,  without  requiring  an  inter- 
mediate  layer  or  coat. 

Said  particular  combination  has  a  very  short 
drying  time.  Such  drying  time  may  still  be  short- 

35  ened  to  30  to  40  minutes  by  adding  0.16  to  0.20 
weight-%  relative  to  the  solution,  of  a  siccative, 
particularly  a  cobalt  salt. 

Cobalt  octoate,  preferably  with  12%  cobalt,  is 
particularly  effective. 

40  To  prevent  the  forming  of  foam  and  at  the 
same  time  improving  fluidity  and  brightness,  the 
solution  comprises  3.3  to  3.5  weight-%  of  foam- 
inhibiting  agent. 

An  effective  foam-inhibiting  agent  is  ethylene 
45  glycol. 

The  solution  remainder  is  comprised  of  distilled 
water.  The  pH  of  the  solution  is  about  8.5. 

The  invention  will  be  illustrated  with  further 
detail  by  means  of  the  following  example, 

so  The  solution  comprises: 
9.80  weight-%  tannin  (TANEX  RS  93  from  Om- 
nichem) 
84.00"  weight-%  carboxylated  butadiene-styrene 
copolymer  (LITEX  C.A.  since  October  1987 
LIPATON  SB  5510  from  Chemische  Werke  Huls). 

This  invention  relates  to  a  rust  transformer 
comprised  of  a  solution  which  contains  tannin  , 
gallic  acid  or  a  similar  compound  as  active  rust- 
inhibiting  substance. 

The  corrosion-inhibiting  action  of  tannin  ,  that  is 
tannic  acid,  of  gallic  acid  or  similar  compounds  has 
already  been  known  for  a  long  time.  Such  com- 
pounds  do  indeed  form  together  with  the  Fe(lll) 
salts,  compounds  with  a  dark  blue  to  black  colour, 
and  thus  transform  iron  oxide  into  a  dark  and  hard 
protection  layer  which  prevents  the  rust  spreading. 

The  known  rust  transformers  of  this  kind  do 
however  require  applying  at  least  two  layers  of  that 
solution  comprising  the  active  substance,  to  obtain 
an  effective  protection  against  rust.  Moreover,  ap- 
plying  paint,  putty  and  other  metal-coating  products 
on  such  layers  raises  problems.  The  drying  time 
for  said  known  rust  transformers  is  relatively  long 
(from  2  h  to  24  h). 

The  invention  has  for  object  to  obviate  such 
drawbacks  and  to  provide  a  rust  transformer  which 
is  comprised  of  a  solution  based  on  tannin  ,  gallic 
acid  or  a  similar  chemical  compound,  the  applica- 
tion  thereof  as  a  single  layer  or  coat  is  enough  to 
give  an  effective  protection  against  rust,  the  rust 
transformer  allowing  thereafter  without  problems 
and  without  requiring  an  intermediate  coat,  to  apply 
paint  or  any  other  metalcoating  products,  and  said 
transformer  having  a  shortened  drying  time. 

For  this  purpose,  the  solution  comprises  be- 
sides  said  active  substance,  at  least  one  butadiene- 
styrene  copolymer,  and  at  least  one  wetting  agent. 

In  a  particular  embodiment  of  the  invention,  the 
solution  comprises  from  5  to  1  0  weight-%  tannin  or 
gallic  acid,  or  similar  compound. 

In  an  effective  embodiment  of  the  invention, 
the  solution  comprises  75  to  89  weight-%  of 
butadiene-styrene  copolymer. 

In  an  advantageous  embodiment  of  the  inven- 
tion,  the  wetting  agent  is  ethylene  glycol. 

In  a  preferred  embodiment  of  the  invention,  the 
solution  comprises  a  foam-inhibiting  product. 

An  effective  foam-inhibiting  product  is  ethyl 
glycol. 

In  another  effective  embodiment  of  the  inven- 
tion,  the  solution  comprises  a  siccative. 

Such  siccative  is  preferably  a  cobalt  salt,  par- 
ticularly  cobalt  octoate. 

In  this  embodiment,  the  drying  time  may  be 
shortened  to  30  to  40  minutes. 

Other  details  and  advantages  of  the  invention 
will  stand  out  from  the  following  description  of  a 
rust  transformer  according  to  the  invention,  given 
hereinafter  by  way  of  non  limitative  example. 
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3.50  weight-%  ethyl  glycol 
2.50  weight-%  ethylene  glycol 
0.16  weight-%  cobalt  octoate  (12  %) 
0.04  weight-%  distilled  water. 

Said  solution  has  a  drying  time  from  30  to  40  5 
minutes.  After  drying,  the  solution  forms  a  homo- 
geneous  film  coating  continuously  the  rust  which 
has  been  transformed  by  the  tannin  into  a  black 
iron  compound. 

The  above  mentioned  solution  or  dispersion  on  10 
water-basis  can  be  applied  on  all  metals,  as  well 
with  as  without  rust.  The  rust  is  completely 
moistened  and  the  solution  forms  a  water-and  air- 
tight  layer  protecting  the  metal.  One  layer  is 
enough.  75 

The  time  for  drying  is  extremely  short  (30  to  40 
minutes)  due  to  the  choice  of  the  components. 

Metal  coated  with  the  product  according  to  the 
invention  did  show  no  rust  after  300  to  500  hours 
being  in  a  salt-mist.  20 

The  dried  layer  or  coat  may  be  coated  directly 
with  a  finishing  coat  such  as  polyester  ,an  epoxy 
resin  ,  chlorinated  ruber.acrylate  and  all  kinds  of 
paints.  Such  products  will  adhere  well  to  the  rust 
transformer  coat.  25 

The  invention  is  in  no  way  limited  to  the  above 
description  and  many  changes  might  be  brought 
thereto,  notably  as  to  the  composition  and  the 
number  of  components  being  used  in  the  embody- 
ing  thereof.  30 

7.  Rust  transformer  according  to  any  one  of  the 
preceding  claims,  characterized  in  that  the  solution 
further  comprises  a  foam-inhibiting  product. 

8.  Rust  transformer  according  to  claim  7,  char- 
acterized  in  that  the  solution  comprises  2.2  to  2.5 
weight-%  of  foam-inhibiting  product. 

9.  Rust  transformer  according  to  either  one  of 
claims  7  and  8,  characterized  in  that  the  foam- 
inhibiting  product  is  ethyl  glycol. 

10.  Rust  transformer  according  to  any  one  of 
the  preceding  claims,  characterized  in  that  the  so- 
lution  further  comprises  a  siccative. 

11.  Rust  transformer  according  to  claim  10, 
characterized  in  that  the  solution  comprises  be- 
tween  0.15  and  0.20  weight-%  siccative. 

12.  Rust  transformer  according  to  either  one  of 
claims  10  and  11,  characterized  in  that  the  sic- 
cative  is  a  cobalt  salt. 

13.  Rust  transformer  according  to  claim  12, 
characterized  in  that  the  siccative  is  cobalt  octoate. 

14.  Rust  transformer  according  to  any  one  of 
the  preceding  claims,  characterized  in  that  the  so- 
lution  is  an  aqueous  solution,  the  butadiene-styrene 
copolymer  being  water-soluble. 

Claims 

1.  Rust  transformer  comprised  of  a  solution  35 
which  contains  tannin  ,  gallic  acid  or  a  similar 
compound  as  active  rust-inhibiting  substance,  char- 
acterized  in  that  the  solution  comprises  besides 
said  active  substance,  at  least  one  butadiene-sty- 
rene  copolymer,  and  at  least  one  wetting  agent.  40 

2.  Rust  transformer  according  to  claim  1  ,  char- 
acterized  in  that  the  copolymer  is  a  water-soluble, 
carboxylated  butadiene-styrene  copolymer. 

3.  Rust  transformer  according  to  either  one  of 
the  preceding  claims,  characterized  in  that  the  so-  45 
lution  comprises  from  5  to  10  weight-%  tannin  , 
gallic  acid,  or  of  a  similar  compound. 

4.  Rust  transformer  according  to  any  one  of  the 
preceding  claims,  characterized  in  that  the  solution 
comprises  65  to  89  weight-%  of  butadiene-styrene  so 
copolymer. 

5.  Rust  transformer  according  to  any  one  of  the 
preceding  claims,  characterized  in  that  the  solution 
comprises  between  3.2  and  3.5  weight-%  wetting 
agent.  55 

6.  Rust  transformer  according  to  any  one  of  the 
preceding  claims,  characterized  in  that  the  wetting 
agent  is  ethylene  glycol. 
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