
Printed by Jouve, 75001 PARIS (FR)

(19)
EP

3 
72

2 
14

7
A

1
*EP003722147A1*

(11) EP 3 722 147 A1
(12) EUROPEAN PATENT APPLICATION

(43) Date of publication: 
14.10.2020 Bulletin 2020/42

(21) Application number: 19212771.0

(22) Date of filing: 02.12.2019

(51) Int Cl.:
B60N 2/22 (2006.01) B64D 11/06 (2006.01)

B60N 2/02 (2006.01) B60N 2/90 (2018.01)

B60N 2/20 (2006.01) B60N 3/00 (2006.01)

F16B 21/16 (2006.01)

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR
Designated Extension States: 
BA ME
Designated Validation States: 
KH MA MD TN

(30) Priority: 10.04.2019 US 201916380333

(71) Applicant: B/E Aerospace, Inc.
Winston Salem, NC 27105 (US)

(72) Inventor: SUHRE, Ryan J.
WINSTON-SALEM, NC 27106 (US)

(74) Representative: Algemeen Octrooi- en 
Merkenbureau B.V.
P.O. Box 645
5600 AP Eindhoven (NL)

(54) ROTARY BACKREST RECLINE MECHANISM

(57) A backrest recline mechanism including a first
shaft attachable to a first seat assembly component and
a second shaft attachable to a second seat assembly
component. The first shaft has a slotted ring defining cap-
ture slots and an interior annular space. A control ring
has a first end disposed in the annular space. The second
shaft is engaged with a second end of the control ring. A
first collar, having a plurality of release recesses, is ro-

tatably disposed around the slotted ring. First bearings
respectively retained within the capture slots are beneath
the first collar. In a first rotational position of the first collar,
the plurality of release recesses align with the capture
slots to rotationally disengage the first and second com-
ponents. In a second rotational position, the release re-
cesses misalign with the capture slots to rotationally en-
gage the first and second seat assembly components.



EP 3 722 147 A1

2

5

10

15

20

25

30

35

40

45

50

55

Description

[0001] Vehicle seats such as aircraft passenger seats
are commonly equipped with backrests that pivot from
upright to reclined positions. A backrest is usually pivot-
ally-mounted between seat-assembly frame members
fixed to the floor of an aircraft. The recline angle of a
backrest can typically be controlled for the comfort, con-
venience, and safety of an occupant passenger as well
as passengers entering and exiting their seats in a rear-
wardly adjacent row of seats. Space is limited in a com-
mercial aircraft. For economic feasibility, the space be-
tween rows of seats, and the normal range of movement
of a backrest, are accordingly limited. The degree of rear-
ward recline movement is constrained by the position of
the rearward row of seats and the requirement to leave
an aft-seated passenger with sufficient room to enter and
exit his or her own seat as well as use a meal tray. The
degree of forward movement of a backrest is typically
limited to a position where the backrest is in a full upright
position for take-off, taxi, and landing (TTOL) purposes,
and for meal service.
[0002] A passenger seat is typically designed to pre-
vent a backrest from moving beyond its respective TTOL
upright position under normal circumstances. However,
provision must also be made for the abnormal situation
where severe G-force loads may propel a passenger for-
ward toward the backrest directly in front of them. In such
cases, the backrest must be allowed to move forward,
termed "breakover," toward the seat bottom in a control-
led manner to minimize or reduce injury to a passenger
who may be thrown against the backrest during an emer-
gency deceleration or impact event. Regulatory require-
ments for aircraft components in the U.S. specify that
seat structures must give passengers a reasonable
chance of escaping serious injury in a minor crash-land-
ing situation. For passenger seats, where head contact
with seats or other structures may occur, some type of
protection must be provided so that the so-called "Head
Injury Criterion" (HIC) does not exceed predetermined
thresholds. The movement of the backrest in coordina-
tion of a passenger impact may beneficially dissipate en-
ergy and thus improve HIC related performance, as well
as protect the sear from damage.
[0003] Backrest recline under normal use conditions
is typically controlled by a push button actuator mecha-
nism located in the armrest or elsewhere for actuating a
remote recline lock device to permit the backrest to be
repositioned from an upright position to a reclined posi-
tion. Aircraft passenger seats are also commonly
equipped with positionable aft tray tables for use by pas-
sengers in rearwardly adjacent seats. A tray table is not
expected to raise and lower as a backrest is reclined and
uprighted. Thus, many performance requirements or ex-
pectations are desired in the mounting arrangements of
backrests and tray tables.
[0004] Improved backrest mounting mechanisms are
needed to facilitate multiple functions, including recline

control, breakover features, and positionable tray table
mounting.
[0005] To achieve the foregoing and other advantages,
according to a first aspect, the present invention provides
to a seat recline mechanism, including a first shaft at-
tachable to a first seat assembly component, the first
shaft having a slotted ring defining capture slots and an
interior annular space, a control ring having a first end
disposed in the annular space, a second shaft attachable
to a second seat assembly component, the second shaft
engaged with a second end of the control ring, a first
collar rotatably disposed around the slotted ring, the first
collar having a plurality of release recesses, and a plu-
rality of first bearings respectively retained within the cap-
ture slots beneath the first collar. In a first rotational po-
sition of the first collar, the plurality of release recesses
align with the capture slots to rotationally disengage the
first and second components, and in a second rotational
position of the first collar, the plurality of release recesses
misalign with the capture slots to rotationally engage the
first and second seat assembly components.
[0006] In some embodiments, in the first rotational po-
sition of the first collar, the first bearings are partially offset
from the capture slots toward the control ring; and, in the
second rotational position of the first collar, the first bear-
ings can partially offset from the capture slots toward the
first collar.
[0007] In some embodiments, the first shaft comprises
a central shaft, the interior annular space defined be-
tween the central shaft and the slotted ring.
[0008] In some embodiments, the central shaft has a
longitudinal end that extends beyond the slotted ring and
is received by the inner shaft.
[0009] In some embodiments, a second collar is rotat-
ably disposed around an end of the second shaft. In a
first rotational position of the second collar, the second
shaft is non-rotationally engaged with the second end of
the control ring; and in a second rotational position of the
second collar, the second shaft is rotationally disengaged
from the second end of the control ring.
[0010] In some embodiments, multiple second bear-
ings are respectively retained within capture holes in the
end of the second shaft beneath the second collar. In the
first rotational position of the second collar, the second
bearings are partially offset from the capture holes toward
the control ring; and, in the second rotational position of
the second collar, the second bearings can partially offset
from the capture holes toward the second collar.
[0011] In some embodiments, a manual control device
engages the first collar and is operable to move the first
collar between first rotational position and second rota-
tional position thereof; and an automatic release device
engages the second collar and is operable to move the
second collar between first rotational position and second
rotational position thereof.
[0012] In some embodiments, the automatic release
device includes an inertial mass on a trigger arm movable
by inertial forces to move the second collar to the second
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rotational position.
[0013] In some embodiments, a support arm, attach-
able to a first seat assembly component, is pivotally
mounted on the second shaft.
[0014] In some embodiments, the control ring has hel-
ical grooves in which the first bearings are movable
against the forces of springs, when the first collar is in
the first rotational position, by a force to overcome the
springs thereby permitting the second seat assembly
component to rotate relative to the first seat assembly
component.
[0015] According to a second aspect, the present in-
vention provides a passenger seat assembly including a
frame member, a backrest, and a seat recline mechanism
according to the first aspect of the invention, wherein the
frame member is the first seat assembly component, and
the backrest is, the second seat assembly component.
[0016] Embodiments of the present invention may in-
clude one or more or any combination of the above as-
pects, features and configurations.
[0017] The present invention may be better under-
stood when consideration is given to the following de-
tailed description thereof. Such description makes refer-
ence to the included drawings, which are not necessarily
to scale, and in which some features may be exaggerat-
ed, and some features may be omitted or may be repre-
sented schematically in the interest of clarity. Like refer-
ence numbers in the drawings may represent and refer
to the same or similar element, feature, or function. In
the drawings:

FIG. 1 is a front elevation view of a passenger seat
assembly including a multi-functional rotary lock
mechanism according to the present invention;
FIG. 2 is a perspective view of a rotary lock mecha-
nism according to the present invention;
FIG. 3 is another perspective view of the rotary lock
mechanism of FIG. 2;
FIG. 4 is an exploded perspective view of the rotary
lock mechanism of FIG. 3;
FIG. 5 is a perspective view of the inner shaft and
outer shaft of the rotary lock mechanism shown in
partial assembly of the rotary lock mechanism;
FIG. 6 is a perspective view of the control ring of the
rotary lock mechanism showing several separately
purposed bearings for illustration of their respective
functions;
FIG. 7 is an enlarged perspective view of the manual
recline collar of the rotary lock mechanism;
FIG. 8 is a side view of several components of the
rotary lock mechanism shown for illustration of man-
ual recline features;
FIG. 9 is an enlarged perspective view of the auto-
matic release collar of the rotary lock mechanism;
FIG. 10 is an enlarged side view of the inner shaft
of the rotary lock mechanism;
FIG. 11 is a side view of several components of the
rotary lock mechanism shown for illustration of

locked positions of the automatic release collar and
an automatic release device;
FIG. 12 is a side view of the components of FIG. 11
shown for illustration of release positions of the au-
tomatic release collar and automatic release device;
FIG. 13 is a perspective view of several components
of the rotary lock mechanism shown for illustration
of a first position of a table support arm; and
FIG. 14 is a perspective view of several components
of the rotary lock mechanism shown for illustration
of a second position of the table support arm.

[0018] The present invention is described hereinafter
with reference to the accompanying drawings in which
exemplary embodiments are shown. However, the
present invention may be embodied in many different
forms and should not be construed as limited to the rep-
resentative embodiments set forth herein.
[0019] A multi-functional rotary lock mechanism ac-
cording to the present invention can be used as a seat
recline mechanism for an aircraft passenger seat assem-
bly as shown in FIG. 1. The rotary lock mechanism is
illustrated as mounted between a first seat assembly
component, referenced as the stationary frame member
32, and a second seat assembly component, referenced
as the pivoting backrest 34. The backrest 34 of the seat
assembly is pivotable about a horizontal pivot axis under
control of the rotary lock mechanism by several modes.
[0020] Under manual control, for example by a pas-
senger, the rotary lock mechanism permits the backrest
34 be manually reclined. Upon use of a manually actu-
ated recline control device, a user can adjust the recline
angle of the backrest 34 to an upright position, a partial
reclined position, and a maximum reclined position. A
manual override feature permits the recline setting to be
overcome by force imparted on the backrest 34, for ex-
ample by a passing attendant, to return the backrest 34
to the upright position, for example for taxi-take-off, and
landing operations. The manual override feature also
serves as a breakover feature in the event of an aft-seat-
ed passenger impacting a backrest. By permitting a re-
clined backrest to return to upright under force, injury to
an aft-seated passenger may be avoided or at least re-
duced by energy dissipation as the backrest returns to-
ward upright.
[0021] A further breakover features facilitates an auto-
matic inertial release to permit the backrest to pivot for-
ward under such emergency circumstances such as rap-
id aircraft decelerations and impacts. The further break-
over feature is intended to normally prevent the backrest
34 from pivoting forward past an upright position toward
the seat pan, while allowing this movement if sufficient
inertial forces due to deceleration or impact occur. The
automatic inertial release feature is activated by inertial
forces upon the passenger seat assembly, which may
precede an aft-seated passenger imparting forces upon
a backrest. Thus, by this feature, the backrest may be
released to pivot forward as or before a passenger strikes
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the backrest from behind.
[0022] Conveniently, the rotary mechanism also sup-
ports a tray table by way of rotatably engaging a table
support arm. Thus, multiple functions for use in a pas-
senger seat assembly are facilitated by the multi-func-
tional rotary lock mechanism when mounted between the
pivoting backrest 34 and stationary frame member 32 of
an aircraft passenger seat assembly as shown in FIG. 1.
[0023] Referring to FIGS. 2-3, a non-limiting example
of a multi-functional rotary lock mechanism is shown gen-
erally at reference numeral 20. As shown in the exploded
perspective view of FIG. 4, some components of the com-
ponents of the rotary lock mechanism are aligned along
a pivot axis 22, which defines a rotational axis around
which relative movement occurs in a pivoting joint facil-
itated by the rotary lock mechanism 20. While each com-
ponent of the lock mechanism 20 could be described as
having a separate axis, the pivot axis 22 is referenced in
several of the other drawings for convenience, with the
understanding that the respective axes of the compo-
nents of the lock mechanism are aligned upon assembly.
Thus, the pivot axis 22 serves as a reference line in these
descriptions. The pivot axis 22 is shown as a cross in
views taken along the axis.
[0024] Terms such as radially outward refer to features
directed away from the pivot axis 22. Terms such as cir-
cumferential refer to features spaced or extended around
the pivot axis. Terms such as longitudinal refer to features
extending along or parallel to the pivot axis 22. Some
components that are aligned along the pivot axis in the
assembled mechanism are shown in FIG. 4 as offset for
illustrative purpose to show their approximate longitudi-
nal positions relative to other parts with which they are
associated or on which they are mounted.
[0025] A first shaft at a first longitudinal end 24 of the
rotary lock mechanism 20 is referenced as an outer shaft
26. A second shaft at a second longitudinal end 28 of the
rotary lock mechanism 20 is referenced as an inner shaft
30. In use, the rotary lock mechanism 20 is to be con-
nected at the opposite longitudinal ends to respective
structures between which relative pivotal motion is to be
controllably permitted. In the example of FIG. 1, the outer
shaft 26 is connected to the stationary frame member 32
and the inner shaft 30 is connected to the pivoting back-
rest 34. The outer shaft 26 includes a longitudinally ex-
tending cylindrical central shaft 36 concentrically sur-
rounded by a slotted ring 38, both of which are connected
to a base plate 40 that is generally planar and perpen-
dicular to the pivot axis 22. The base plate 40 has mount-
ing holes 42 by which the outer shaft 26 can be non-
rotationally attached to a fixed structure, such as the
frame member 32 of FIG. 1, using fasteners, such as the
bolts 44 as illustrated. An interior annular space 35 is
defined between the central shaft 36 a slotted ring 38.
The slotted ring concentrically surrounds the central shaft
36 from the base plate 40 to the longitudinal end 46 of
the slotted ring 38 opposite the base plate 40. The central
shaft 36 extends longitudinally beyond the slotted ring

38 to engage certain other components of the rotary lock
mechanism 20. A circumferential locking groove 48 de-
fined near the longitudinal end 50 of the central shaft 36
receives a lock ring 52 in the assembled mechanism to
retain certain components on the central shaft 36.
[0026] In keeping with the example of FIG. 1, in which
the outer shaft 26 is connected to the stationary frame
member 32, the outer shaft serves as a fixed frame of
reference in these descriptions, whereas the inner shaft
30 is controllably permitted to partially rotate relative to
the outer shaft 26. A first longitudinal end 54 of a control
ring 56 is received in the annular space 35 of the outer
shaft between the central shaft 36 and slotted ring 38.
The control ring 56 abuts the base plate 40 within the
annular space 35. First-end tabs 58 (FIGS. 3-5) that ex-
tend from the first end of the control ring 56 are received
by respective circumferentially arcuate slots 60 (FIGS.
3,5) in the base plate 40. The arcuate lengths of the slots
60 relative to smaller circumferential dimensions of the
first-end tabs 58 permit the control ring 56 to pivot relative
to the outer shaft 26 within a limited recline range corre-
sponding to the range of recline available to the backrest
34 in the example of FIG. 1.
[0027] As briefly described above, the rotary lock
mechanism 20 has both manually controlled recline and
override features, by which the recline position of a back-
rest 34 can be adjusted, and an automatic release fea-
ture, which permits the backrest to pivot forward under
such emergency circumstances. The manual recline and
override features are described before the automatic re-
lease feature in the following.
[0028] Under manual control, the control ring 56 is non-
rotationally engaged with the inner shaft 30, and partial
rotations of the control ring 56 relative to the outer shaft
26 correspond to adjustment of the recline angle of the
backrest 34. Rotation of the inner shaft 30 relative to the
outer shaft 26 is selectively controlled by use of a first
collar, referenced as the manual recline collar 62. Partial
rotations of the manual recline collar 62 (FIG. 4) lock and
unlock the control ring 56 for partial rotation relative to
the outer shaft 26 within the recline range.
[0029] As shown in FIG. 5, linear and longitudinally ex-
tending recline-bearing capture slots 64 are uniformly
spaced circumferentially around the control ring 56. Each
capture slot 64 is closed at its first end directed toward
the base plate 40 and at its second end directed toward
the longitudinal end 46 of the slotted ring 38. Each cap-
ture slot 64 is defined through the slotted ring 38, permit-
ting a respective first bearing, referenced as a recline
bearing 70, within each slot 64 to partially offset radially
inward from the slot toward the control ring 56 or partially
offset radially outward from the slot toward the manual
recline collar 62. The recline bearings 70 are dimen-
sioned to remain partially within the capture slots in either
partially offset position. The recline bearings 70 are
shown as ball bearings in the illustrated example.
[0030] Each recline bearing 70 is captured radially be-
neath the manual recline collar 62 within a respective
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capture slot 64 with a respective linear bias spring 72
that persistently presses the recline bearing 70 toward
the second end of the slot. With the recline bearings 70
maintained at the second end of the capture slots 64, the
rotational position of the manual recline collar 62 deter-
mines whether the control ring 56 can rotate relative to
the slotted ring 38 according to whether the recline bear-
ings 70 are pressed inward to engage the control ring 56
or permitted to offset outward to disengage the control
ring 56. These features relate to manual recline control,
with reference to the pivoting backrest 34 of FIG. 1.
[0031] FIG. 6 shows several recline bearings 70 en-
gaged with the control ring 56 without the outer ring for
illustration purposes. The control ring 56 has recline con-
trol grooves 76 in one-to-one correspondence with the
recline bearings 70 and the capture slots 64 of the slotted
ring 38. The recline control grooves 76 are uniformly
spaced circumferentially around the exterior of the con-
trol ring 56. Each recline control groove 76 has multiple
index positions for receiving the respective recline bear-
ing 70 and corresponding to indexed pivotal positions of
the control ring 56 relative to the outer shaft 26. In the
illustrated example, each recline control groove 76 has
a first index position 81, a second index position 82, and
a third index position 83, corresponding respectively to
increasingly rotated positions of the control ring 56 rela-
tive to the outer shaft 26. In the example of FIG. 1, the
index positions 81-83 correspond respectively to the up-
right position, the partial reclined position, and the max-
imum reclined position, of the backrest 34 relative to the
frame member 32 of the seat assembly.
[0032] In the assembled rotary lock mechanism 20,
(FIG. 3), the manual recline collar 62 abuts the base plate
40 of the outer shaft 26 and surrounds the slotted ring
38. As shown in FIG. 7, the manual recline collar 62 has
a first end for abutting the base plate 40. The first end of
the manual recline collar 62 has pivot limit gaps 86, each
of which receives a respective stop tab 88 that extends
from the base plate 40 (FIG. 2,4). The manual recline
collar 62 is pivotal around the slotted ring 38 in a rotational
range defined by engagement of the stop tabs 88 with
opposing circumferential ends of the pivot limit gaps 86.
The manual recline collar 62 can be pivoted between a
recline-locked position and a recline-unlocked position.
[0033] The second end of the manual recline collar 62
has recline recesses 90 in one-to-one correspondence
with the recline bearings 70 and the capture slots 64 of
the slotted ring 38 of the outer shaft 26. The recline re-
cesses 90 are uniformly spaced circumferentially around
the interior of the manual recline collar 62 and are sep-
arated by radially inward facing lock surfaces 92 that en-
gage the recline bearings 70 when the manual recline
collar 62 is in a first rotational position, termed as the
recline-locking position, as shown in FIG. 8. The recline
recesses 90 have ramped edges leading to the lock sur-
faces 92 to facilitate smooth transition of the recline bear-
ings.
[0034] FIG. 8 shows the control ring 56, recline bear-

ings 70, and manual recline collar 62 without the outer
shaft 26. In the assembled rotary lock mechanism 20,
the slotted ring 38 of the outer shaft is radially positioned
between the control ring 56 and the manual recline collar
62, with the capture slots 64 retaining the recline bearings
70. In the recline-locked position of the manual recline
collar 62 shown in FIG. 8, the lock surfaces 92 align with
the capture slots 64 of the slotted ring 38 and press the
recline bearings 70 inward, which are thereby offset ra-
dially inward and engage the recline control grooves 76
of the control ring 56. As long as the recline bearings 70
are maintained as offset inward by the manual recline
collar 62, and at the second ends of the capture slots 64
by the linear bias springs 72, each recline bearing 70
engages a respective recline control groove 76 at the
first index position 81, second index position 82, or third
index position 83.
[0035] In a second rotational position of the manual
recline collar 62, termed as the recline-unlocked position,
the recline recesses 90 align with the capture slots 64 of
the slotted ring 38, thus permitting the recline bearings
70 to offset radially outward into the recline recesses 90
and escape the recline control grooves 76 of the control
ring 56. This disengages the recline bearings 70 from the
control ring 56 and permits the control ring 56 to rotate
relative to the outer shaft 26 within the recline range. As
the control ring 56 rotates, the index positions of control
grooves of the control ring 56 align selectively with the
reline bearings. For example, starting in the upright po-
sition of the backrest 34, the first index positions 81 of
the control grooves 76 align with the recline bearings 70.
Upon rotation of the control ring 56 by a first reclining
increment 91 (FIG. 6), the second index positions 82 align
with the recline bearings 70 and the backrest 34 is moved
from the upright position to the partial reclined position.
Upon rotation of the control ring 56 by a second reclining
increment 92 (FIG. 8), the third index positions 83 align
with the recline bearings 70 and the backrest 34 is moved
from the partial reclined position to the maximum reclined
position. These rotations of the control ring 56 referenced
as the first increment 91 and second increment 92 in FIG.
6 are correlated respectively with repositioning of the re-
cline bearings 70 relative to the control ring 56 with a first
reclining step 93 from the first index position 81 and a
second reclining step 94 to the third index position 83.
The backrest 34 can be returned from the maximum re-
clined position to the partial reclined position or upright
position by reversing the movements of the control ring
56 as long as the manual recline collar 62 is maintained
in the recline-unlocked position.
[0036] The manual recline collar 62 is biased toward
the recline-locked position for stable use. This maintains
the backrest 34 in any selected recline or upright position.
The adjustment of the backrest 34 may be perceived by
a passenger as direct from the upright position to the
maximum reclined position without stopping at the partial
reclined position. Upon return of the manual recline collar
62 to the recline locked position, the control ring 56 settles
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into a position in which one of the index positions of the
control grooves align with the respective recline control
bearings and the backrest 34 locks into its corresponding
recline position.
[0037] While various other ways of pivoting the manual
recline collar 62 are within the scope of these descrip-
tions, a shifting bracket 106 extends radially outward from
the illustrated manual recline collar 62 (FIG. 7) for use in
pivoting the collar between the recline-locked position
and the recline-unlocked position. FIG. 8 shows a par-
ticular example of a recline control device 108 engaging
the manual recline collar 62 by way of the shifting bracket
106. The recline control device includes a Bowden cable
110 having a first end engaged with the manual recline
collar 62 and the outer shaft 26 (FIG. 2), and a second
end engaged with a manually actuated levered device
112 (FIG. 6). At the first end of the Bowden cable, a flex-
ible inner cable 114 engages the shifting bracket 106 and
an outer cable housing 116 engages a fixed bracket 118
connected to the base plate 40 of the outer shaft 26. At
the second end of the Bowden cable 110, the levered
device 112 is used to transmit mechanical force to the
first end by manual actuation of a button 120 that rocks
a lever and moves of the inner cable 114 relative to the
cable housing 116. As the inner cable 114 is pulled rel-
ative to the cable housing at the second end of the Bow-
den cable, the manual recline collar 62 is rotated relative
to the outer shaft 26 from the recline-locked position to
the recline-unlocked position. The manual recline collar
62 is biased toward the recline-locked position by a spring
122 surrounding the inner cable 114 between the shifting
bracket 106 and fixed bracket 118, maintaining the back-
rest 34 in any selected recline or upright position.
[0038] As described above, with the recline bearings
70 maintained at the second ends of the capture slots
64, the manually controlled rotational position of the man-
ual recline collar 62 determines whether the control ring
56 can rotate relative to the outer shaft 26. However, the
linear bias springs 72 that press the recline bearings 70
toward the longitudinal end of the outer shaft can be over-
come. This relates to a manual override feature that per-
mits a recline setting to be overcome, by force, to return
the backrest 34 to an upright position without use of the
recline control device 108.
[0039] Each recline control groove 76 (FIG. 6) has
groove sections interconnecting the multiple index posi-
tions, each of which defines a terminus of its correspond-
ing control groove directed toward the second longitudi-
nal end 55 of the control ring 56. A linear first groove
section 101 extends longitudinally and terminates at the
first index position 81. A helical second groove section
102 extends longitudinally and circumferentially and ter-
minates at the second index position 82. A helical third
groove section 103, in similarity with the helical second
groove section 102, extends longitudinally and circum-
ferentially and terminates at the third index position 83.
The end of each groove section directed toward the first
end 54 of the control ring 56 is joined to each adjacent

groove section, permitting the associated recline bearing
70 to travel within the control groove among the index
positions, with the longitudinal component of any such
travel affecting the length of the linear bias spring 72 that
persistently presses the recline bearing 70 toward the
index positions. Relative to the slotted ring 38 of the outer
shaft 26, each recline bearing 70 can travel linearly, lon-
gitudinally in particular, due to the capture of each recline
bearing 70 within a respective capture slot 64 (FIG. 5).
The travel of the recline bearings 70 within the helical
second and third groove sections correspond to pivoting
movement of the control ring 56 relative to the outer shaft
26.
[0040] The manual override feature, by which a recline
setting can be overcome by force imparted, for example,
on the backrest 34 in FIG. 1 to return the backrest 34 to
an upright position, is facilitated by the helical groove
sections and spring-biased recline bearings 70. Starting
in the maximum recline position of the backrest 34, the
third index positions 83 (FIG. 6) of the control grooves
76 align with the recline bearings 70. Sufficient torque
applied to the control ring 56 by way of sufficient force
on the backrest 34 toward the partial reclined position
causes the linear springs 72 to be overcome as the con-
trol ring 56 is rotated by a first uprighting increment 95
to align the second index positions 82 with the recline
bearings 70. With continued or additional force on the
backrest 34 toward the upright position, the control ring
56 can be further rotated by a second uprighting incre-
ment 96 to align the first index positions 81 with the recline
bearings 70.
[0041] These manual override adjustments occur with
the manual recline collar 62 in the recline-locked position
of FIG. 8. The lock surfaces of the manual recline collar
62 align with the capture slots 64 of the slotted ring 38
and press the recline bearings 70 inward, which are
thereby offset radially inward and engage the recline con-
trol grooves 76 of the control ring 56. The rotations of the
control ring 56 referenced as the first uprighting incre-
ment 95 and second uprighting increment 96 in FIG. 6
are correlated respectively with repositioning of the re-
cline bearings 70 relative to the control ring 56 by a move-
ment 97 along the helical third groove section 103 and a
movement 98 along the helical second groove section
102. The uprighting increments 95 and 96, which are
correlated with uprighting of the backrest 34, are in a
rotational direction opposite that of the reclining incre-
ments 91 and 92, which are correlated with reclining of
the backrest 34.
[0042] To prompt the uprighting increments, force ap-
plied to the backrest 34 is converted to torque about the
pivot axis 22, and the torque is converted to linear force
upon the recline bearings 70 by the helical groove sec-
tions 103 and 102 to overcome the linear bias springs
72. However, the linear first groove 101 section extends
longitudinally, and thus rotation beyond the second up-
righting increment 96 in FIG. 6 is prevented as the back-
rest 34 reaches the upright position. Furthermore, the
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helical second groove section 102 and helical third
groove section 103 extend circumferentially in a common
direction from the second index position 82 and third in-
dex position 83, respectively, to facilitate only one-way
conversion of torque to force on the recline bearings 70
and linear bias springs 72. The override feature thus op-
erates to permit uprighting rotation of the control ring 56
relative to the outer shaft 26 in response to uprighting
forces on the backrest 34, while preventing rotation in
reverse and preventing the backrest 34 from being further
reclined from any given recline setting without use of the
recline control device 108. Movement beyond the recline
range is further prevented by the first-end tabs 58 of the
control ring 56 in the respective slots 60 in the base plate
40 of the outer shaft.
[0043] The recline control grooves 76 have arcuate
walls accommodating the radii of the recline bearings 70
and facilitating the first reclining step 93 and a second
reclining step 94 when the manual recline collar 62 is in
the recline-unlocked position, and facilitating the override
uprighting movements 97 and 98 along the helical groove
sections when the manual recline collar 62 is in the re-
cline-locked position.
[0044] The manual override feature, by which a recline
setting can be overcome by force, permits a backrest to
be returned to upright without use of the recline control
device 108, whether the force be imparted by a passing
airline attendant prepping an occupied or unoccupied
seat assembly for use, or whether the force be imparted
by an aft-seated passenger impacting the backrest. By
permitting a reclined backrest to return to upright under
force, the override feature also serves as a breakover
feature to prevent or reduce injury to an aft-seated pas-
senger by energy dissipation as the backrest returns to-
ward upright.
[0045] Throughout the above described manual reclin-
ing and manual override functions of the multi-functional
rotary lock mechanism 20, the control ring 56 is consid-
ered as non-rotationally engaged with the inner shaft 30.
Thus, as the control ring 56 is permitted to partially rotate
about the pivot axis 22 relative to the outer shaft 26, the
inner shaft 30 rotates with the control ring 56. In the ex-
ample of FIG. 1, this corresponds to the backrest 34, to
which the inner shaft 30 is connected, pivoting relative
to the frame member 32 to which the outer shaft 26 is
connected. The rotary lock mechanism 20 further has an
automatic breakover release feature, which permits the
backrest 34 to pivot forward under emergency circum-
stances despite the position of the control ring 56.
[0046] In particular, the position of a second collar, ref-
erenced as the automatic release collar 130, determines
whether the control ring 56 can rotate relative to the inner
shaft 30. A ring of lock notches 78 (FIG. 6) is defined
between the ring of recline control grooves 76 and the
second end 55 of the control ring 56. The lock notches
78 are uniformly spaced circumferentially around the ex-
terior of the control ring 56 in one-to-one correspondence
with second bearings, referenced as automatic release

bearings 80. The release bearings 80 are shown as ball
bearings in the illustrated example.
[0047] The inner shaft 30 has a longitudinally extend-
ing cylinder 132 with a first end 134 for attachment to a
pivotal structure such as the backrest 34 of FIG. 1 and a
second end 136 near which a ring of capture holes 138
is defined. Mounting plates 140, which extend radially
outward from the first end 134, have mounting holes by
which the inner shaft 30 can be non-rotationally attached
to a pivoting structure, such as the pivoting backrest 34
of FIG. 1, using fasteners, such as bolts as illustrated.
[0048] The capture holes 138 are uniformly spaced cir-
cumferentially in one-to-one correspondence with the au-
tomatic release bearings 80 and lock notches 78, which
are radially beneath the automatic release collar 130.
Each capture hole is defined through the second end 136
of the cylinder 132, permitting a respective release bear-
ing 80 within each capture hole 138 to offset radially in-
ward from the hole toward the control ring 56 or offset
radially outward from the hole toward the manual recline
collar 62. The release bearings 80 are dimensioned to
remain partially within the capture holes 138 in either
offset position. The rotational position of the automatic
release collar 130 determines whether the control ring
56 can rotate relative to the inner shaft 30 according to
whether the release bearings 80 are pressed inward to
engage the control ring 56 or permitted to offset outward
to disengage from the control ring 56.
[0049] In the assembled rotary lock mechanism 20,
(FIG. 3), the automatic release collar 130 is positioned
longitudinally adjacent the manual recline collar 62. The
second end 55 of the control ring 56 (FIG. 6) is received
within the second end 136 of the cylinder 132 of the inner
shaft 30, which abuts the longitudinal end of the slotted
ring 38 of the outer shaft 26 as shown in FIG. 5. The
release collar 130 is pivotally mounted on the second
end of the cylinder surrounding the capture holes 138.
The release collar 130 has release recesses 142 in one-
to-one correspondence with the release bearings 80 and
the capture holes 138. The release recesses 142 are
uniformly spaced circumferentially around the interior of
the release collar 130 and are separated by radially in-
ward facing lock surfaces 144 that engage the release
bearings 80 when the release collar 130 is in the locked
position as shown in FIG. 11. The release recesses 142
have ramped walls leading to the lock surfaces 144 to
facilitate transition of the release bearing 80
[0050] In the locked position of the automatic release
collar 130 (FIG. 11), the lock surfaces align with the cap-
ture holes 138 of the inner shaft 30 and press the release
bearings 80 inward, which are thereby offset radially in-
ward and engage the lock notches 78 of the control ring
56 (FIG. 6). As long as the release bearings 80 engage
the control ring 56, the inner shaft 30 and control ring 56
are non-rotationally engaged.
[0051] The automatic release collar 130 can be pivoted
from the locked position (FIG. 11) to a release position
(FIG. 12). In the release position of the release collar
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130, the release recesses 142 align with the capture
holes 138 of the inner shaft 30, thus permitting the release
bearings 80 to offset radially outward into the release
recesses 142 and escape the lock notches 78 of the con-
trol ring 56. This disengages the release bearings 80 from
the control ring 56 and permits the control ring 56 to rotate
relative to the inner shaft 30 within a limited release ro-
tation range.
[0052] Second-end tabs 59 (FIGS. 3-5) that extend lon-
gitudinally from the second end 55 of the control ring 56
limit the release rotation range by engaging the inner
shaft 30. Each second-end tab 59 is received by a re-
spective arcuate track 146 (FIG. 10) defined in an annular
lip 148 within the second end 136 of the inner shaft 30.
The arcuate lengths of the tracks 146 relative to the di-
mensions of the second-end tabs 59 permit the control
ring 56 to pivot relative to the inner shaft 30 within the
release rotation range corresponding to a pivotal range
available to the backrest 34 upon release of the control
ring 56 from the inner shaft 30 by the automatic release
collar 130. These automatic release features permit the
backrest to pivot forward under such emergency circum-
stances such as rapid aircraft decelerations and impacts,
preventing or reducing the likelihood of a passenger strik-
ing a backrest 34 from behind with enough force to cause
serious injury. In at least one embodiment, the release
rotation range predetermined by engagement of the sec-
ond-end tabs 59 with the tracks 146 permits the backrest
34 to move forward beyond the upright position but stops
the backrest from reaching a seat pan of a seat assembly
under breakover conditions.
[0053] While various other ways of pivoting the auto-
matic release collar 130 are within the scope of these
descriptions, a shifting tab 150 (FIG. 9) extends radially
outward from the automatic release collar 130 for use in
pivoting the collar between the locked position (FIG. 11)
and the release position (FIG. 12). FIGS. 2 and 11-12
shows a particular example of an automatic release de-
vice 152 engaging the release collar 130 by way of the
shifting tab 150. The automatic release device 152 in-
cludes a first link 154 and a second link 156 that coop-
eratively position the automatic release collar 130.
[0054] A parallel pair of hinge plates 158 extends ra-
dially from the exterior of the cylinder of the inner shaft
30. The first link 154 is pivotally mounted at its first end
to the inner shaft 30 between the hinge plates 158. A
second end of first link 154 is pivotally attached to a first
end of the second link 156. A trigger arm 160 extends
from the first end of the first link 154. A second end of
the second link 156 is pivotally attached to the shifting
tab 150 of the automatic release collar 130. When the
automatic release collar 130 is in the locked position, the
trigger arm 160 extends radially from the first link 154.
Movement of the trigger arm 160 causes the first link 154
to draw the first end of the second link 156 radially out-
ward, causing the second link the pull the shifting tab 150
and automatic release collar 130 to the release position.
In the illustrated embodiment, an inertial mass 162 is

mounted on the trigger arm 160 such that inertial forces
can prompt the release of the automatic release collar
130. In particular, the automatic release device 152 caus-
es pivoting of the automatic release collar 130 from the
locked position to the release position upon forward
movement of the intertial mass 162 relative to the inner
shaft 30 under such emergency circumstances such as
rapid aircraft decelerations and impacts. This may pre-
cede an aft-seated passenger imparting forces upon the
backrest. Thus, by this feature, the backrest may be re-
leased to pivot forward as or before a passenger strikes
the backrest from behind.
[0055] The rotary lock mechanism 20 includes a tor-
sion spring 166 that persistently biases the inner shaft
30 relative to the outer shaft 26 to a relative pivotal po-
sition corresponding to the upright position of the back-
rest 34 in the example of FIG. 1. A first end of the torsion
spring has a radially inward extending segment 168 (FIG.
3) that non-rotationally engages the outer shaft 26, par-
ticularly by use of a cable tie 170 as illustrated in FIG. 3
or other fastener. A second end of the torsion spring 166
has a radially outward extending segment 172 that en-
gages the inner shaft 30 via a stop tab 174 (FIG. 2) that
extends longitudinally from the first end 134 of the inner
shaft 30. The torsion spring 166 has a helical coil posi-
tioned concentrically within the central shaft 36. The tor-
sion spring 166 returns or assists the backrest 34 to its
upright position when the manual recline collar 62 per-
mits.
[0056] An interior bushing 176 (FIG. 4) has a cylindrical
body positioned concentrically between the inner cylin-
drical wall of the central shaft 36 and the helical coil of
the torsion spring 166 to facilitate deformations of the coil
and protect the central shaft 36 as the rotary lock mech-
anism 20 operates. The interior bushing 176 has an an-
nular lip 178 that extends from the cylindrical body and
pivotally engages the inner shaft 30 helping maintain
alignment of the inner shaft 30 and outer shaft 26.
[0057] An assembly bushing 180 maintains the inner
shaft 30 in alignment and assembly with the outer shaft
26. An annular lip 182 within the first end 134 of the inner
shaft 30 receives and engages the assembly bushing
180. The assembly bushing 180 receives the longitudinal
end 50 of the central shaft 36 and helps to maintain align-
ment of the inner shaft 30 and outer shaft 26 while per-
mitting the inner shaft 30 to pivot as the rotary lock mech-
anism 20 operates. The circumferential locking groove
48 of the central shaft 36 extends longitudinally beyond
the assembly bushing 180 with sufficient tolerance to per-
mit the lock ring 52 to snap into the locking groove 48 in
the assembled mechanism (FIG. 2), trapping the assem-
bly bushing 180 and other components therewith on the
central shaft 36 while permitting the above-described piv-
otal movements.
[0058] The multi-functional rotary lock mechanism 20
furthermore serves as a pivotal mount for a third seat
assembly component, such as a table behind the back-
rest 34 in the example of FIG. 1. A support arm, refer-
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enced as a table support arm 184, is shown in FIG. 13
in a first pivotal position corresponding to deployment of
a table behind the backrest 34 in the example of FIG. 1.
FIG. 14 shows the table support arm in a second pivotal
position corresponding to stowing of a table. As shown
in FIG. 4 the arm 184 includes a linear portion 186 that
extends radially to support a table. A mounting hook 188
is connected to the linear portion to engage the exterior
of the cylinder of the inner shaft 30. An engagement tooth
190 extends radially inward from a terminal end of the
mounting hook.
[0059] A circumferentially extending first engagement
slot 37 (FIG. 13) is defined through the central shaft 36,
and a circumferentially extending second engagement
slot 31 (FIG. 5) is defined through the cylinder of the inner
shaft 30. The first engagement slot 37 is a feature of the
outer shaft 26, and so, in the example of FIG. 1, the first
engagement slot 37 is stationary with the frame member
32 of the seat assembly. A forward end of the first en-
gagement slot 37 limits the maximum deployment angle
of the table support arm. The second engagement slot
31 pivots with the inner shaft 30 as the backrest 34 is
reclined and returned toward upright. By engaging the
tooth 190 as the table support arm is returned toward
upright, a rearward end of the second engagement slot
31 limits the pivotal range available to the table support
arm to correspond to the current recline angle of the back-
rest 34. This feature prevents the table support arm from
passing the backrest 34 in their return toward upright.
[0060] While the foregoing description provides em-
bodiments of the invention by way of example only, it is
envisioned that other embodiments may perform similar
functions and/or achieve similar results. Any and all such
equivalent embodiments and examples are within the
scope of the present invention and are intended to be
covered by the appended claims.

Claims

1. A seat recline mechanism, comprising:

a first shaft (26) attachable to a first seat assem-
bly component (32), the first shaft (26) having a
slotted ring (38) defining capture slots (64) and
an interior annular space (35);
a control ring (56) having a first end disposed in
the annular space (35);
a second shaft (30) attachable to a second seat
assembly component (34), the second shaft (30)
engaged with a second end of the control ring
(56);
a first collar (62) rotatably disposed around the
slotted ring (38), the first collar (62) having a
plurality of release recesses (142); and
a plurality of first bearings (70) respectively re-
tained within the capture slots (64) beneath the
first collar (62),

wherein:

in a first rotational position of the first collar
(62), the plurality of release recesses (142)
align with the capture slots (64) to rotation-
ally disengage the first and second seat as-
sembly components (32, 34); and
in a second rotational position of the first
collar (62), the plurality of release recesses
(142) misalign with the capture slots (64) to
rotationally engage the first and second
seat assembly components (32, 34).

2. The seat recline mechanism according to claim 1,
wherein, in the first rotational position of the first col-
lar (62), the first bearings (70) are partially offset from
the capture slots (64) toward the control ring (56);
and, in the second rotational position of the first collar
(62), the first bearings (70) can partially offset from
the capture slots (64) toward the first collar (62).

3. The seat recline mechanism according to claim 1 or
2, wherein the first shaft (26) comprises a central
shaft (36), and the interior annular space (35) is de-
fined between the central shaft (36) and the slotted
ring (38).

4. The seat recline mechanism according to claim 3,
wherein the central shaft (36) has a longitudinal end
(50) that extends beyond the slotted ring (38) and is
received by the inner shaft (30).

5. The seat recline mechanism according to one or
more of the preceding claims, further comprising a
second collar (130) rotatably disposed around an
end of the second shaft (30), wherein:

in a first rotational position of the second collar
(130), the second shaft (30) is non-rotationally
engaged with the second end (55) of the control
ring (56); and
in a second rotational position of the second col-
lar (130), the second shaft (30) is rotationally
disengaged from the second end (55) of the con-
trol ring (56).

6. The seat recline mechanism according to claim 5,
further comprising a plurality of second bearings (80)
respectively retained within capture holes (138) in
the end of the second shaft (30) beneath the second
collar (130), wherein, in the first rotational position
of the second collar (130), the second bearings (80)
are partially offset from the capture holes (138) to-
ward the control ring (56); and, in the second rota-
tional position of the second collar (130), the second
bearings (80) can partially offset from the capture
holes (138) toward the second collar (130).
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7. The seat recline mechanism according to claim 5 or
6, further comprising a manual control device engag-
ing the first collar (62) and operable to move the first
collar (62) between first rotational position and sec-
ond rotational position thereof; and an automatic re-
lease device (152) engaging the second collar (130)
and operable to move the second collar (130) be-
tween first rotational position and second rotational
position thereof.

8. The seat recline mechanism according to claim 7,
wherein the automatic release device (152) compris-
es an inertial mass (162) on a trigger arm (160) mov-
able by inertial forces to move the second collar (130)
to the second rotational position.

9. The seat recline mechanism according to one or
more of the preceding claims, further comprising a
support arm (184) attachable to a third seat assem-
bly component, the support arm pivotally (184)
mounted on the second shaft (30).

10. The seat recline mechanism according to one or
more of the preceding claims, wherein the control
ring (56) has helical grooves (76) in which the first
bearings (70) are movable against the forces of
springs (72), when the first collar (62) is in the first
rotational position, by a force to overcome the
springs (72) thereby permitting the second seat as-
sembly component (34) to rotate relative to the first
seat assembly component (32), preferably to an up-
right position.

11. A passenger seat assembly comprising:

a frame member (32);
a backrest (34); and
a backrest recline mechanism, according to one
or more of the preceding claims wherein:
the frame member is the first seat assembly
component, and , the backrest is the second
seat assembly component
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