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Description

BACKGROUND

Technical Field

[0001] The present invention generally relates to a re-
lay apparatus, an information processing apparatus, in-
formation processing system, and carrier means such as
an information processing program stored in a recording
medium.

Description of the Related Art

[0002] In the office environments, a file server such as
a network attached storage (NAS) is usually provided on
a local network to allow sharing of electronic files among
users. With the wide-spread use of portable phone such
as smart phone, it is desired to access the file server on
the local network using the portable phone through a 3G
network to obtain the electronic file on the local network.
In most cases, however, a firewall is provided on the local
network to prohibit the access to the local network from
the outside, thus making difficult for the user to access
the local network using the portable phone.

SUMMARY

[0003] In view of the above, a relay apparatus, which
communicates with an operation device, operates in co-
operation with a first server and a second server to send
data identification information that identifies electronic
data to be output from an output apparatus to the first
server in response to a first request transmitted from the
first server, and to send the electronic data obtained by
the first server using the data identification information
and output apparatus identification information that iden-
tifies the output apparatus to the second server in re-
sponse to a second request transmitted from the second
server to control output of the electronic data from the
output apparatus. For example, the first server may be
one or more information processing apparatuses provid-
ed on a first network, and the second server may be one
or more information processing apparatuses provided on
a second network.
[0004] With the relay apparatus that operates in coop-
eration with the first server and the second server, even
when the first server and the second server are respec-
tively provided on different networks, outputting of the
electronic data from the output apparatus that may in-
clude transferring of the electronic data from one server
to another server can be performed seamlessly.

BRIEF DESCRIPTION OF THE DRAWINGS

[0005] A more complete appreciation of the disclosure
and many of the attendant advantages and features
thereof can be readily obtained and understood from the

following detailed description with reference to the ac-
companying drawings, wherein:

FIG. 1 is an illustration for explaining an environment
in which data stored in a file server is output accord-
ing to an instruction input through a portable device,
according to an example embodiment of the present
invention;
FIG. 2 is an illustration of a network configuration of
an information processing system, according to an
example embodiment of the present invention;
FIG 3 is a schematic block diagram illustrating a func-
tional structure of the information processing system
of FIG. 2;
FIG. 4 is a data sequence diagram illustrating oper-
ation of processing a request for outputting data
stored in a file server, performed by the information
processing system of FIG 3, according to an example
embodiment of the present invention;
FIG. 5A is an illustration of an example screen dis-
played on a portable device of FIG. 2;
FIG 5B is an illustration of an example screen dis-
played on the portable device of FIG. 2;
FIG. 6A is an illustration of an example screen dis-
played on the portable device of FIG. 2;
FIG 6B is an illustration of an example screen dis-
played on the portable device of FIG. 2;
FIG. 7A is an illustration of an example screen dis-
played on a touch panel of an image forming appa-
ratus of the information processing system of FIG. 2;
FIG 7B is an illustration of an example screen dis-
played on the touch panel of the image forming ap-
paratus of the information processing system of FIG.
2;
FIG 8 is a data sequence diagram illustrating oper-
ation of processing the request for outputting data
stored in the file server, performed by the information
processing system of FIG. 3, after the operation of
FIG. 4;
FIG 9A is an illustration of an example screen dis-
played on the portable device of FIG. 2;
FIG. 9B is an illustration of an example screen dis-
played on the portable device of FIG 2;
FIGs. 10A and 10B are an illustration of an example
data structure of a scenario file, generated by the
portable device of FIG 2;
FIG 11 is a flowchart illustrating operation of gener-
ating a scenario file, performed by the portable de-
vice of FIG. 2, according to an example embodiment
of the present invention;
FIGs. 12A and 12B are an illustration of an example
data structure of a scenario file, updated by the file
server of the information processing system of FIG.
2;
FIG. 13 is a flowchart illustrating operation of updat-
ing the scenario file and generating a message in-
cluding the updated scenario file, performed by the
file server of the information processing system of
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FIG. 2, according to an example embodiment of the
present invention;
FIGs. 14A and 14B are an illustration of an example
data structure of a scenario file, updated by the file
server of the information processing system of FIG 2;
FIG. 15 is a flowchart illustrating operation of updat-
ing the scenario file and generating a message in-
cluding the scenario file, performed by the file server
of the information processing system of FIG. 2, ac-
cording to an example embodiment of the present
invention;
FIG. 16 is a flowchart illustrating operation of dynam-
ically selecting a communication method, performed
by the file server of the information processing sys-
tem of FIG. 2, according to an example embodiment
of the present invention;
FIGs. 17A and 17B are an illustration of an example
data structure of a scenario file, updated by the file
server of the information processing system of FIG.
2;
FIG. 18 is a data sequence diagram illustrating op-
eration of processing a request for outputting data
stored in a file server, performed by the information
processing system of FIG. 2, according to an exam-
ple embodiment of the present invention;
FIG. 19 is a data sequence diagram illustrating op-
eration of processing the request for outputting data
stored in the file server, performed by the information
processing system of FIG 2, after the operation of
FIG. 18;
FIGs. 20A and 20B are an illustration of an example
data structure of a scenario file, generated by the
portable device of FIG 2;
FIG. 21 is a flowchart illustrating operation of gener-
ating a scenario file, performed by the portable de-
vice of FIG 2, according to an example embodiment
of the present invention;
FIGs. 22A and 22B are an illustration of an example
data structure of a scenario file, updated by the file
server of the information processing system of FIG.
2;
FIG. 23 is a flowchart illustrating operation of updat-
ing the scenario file, performed by the file server of
the information processing system of FIG. 2, accord-
ing to an example embodiment of the present inven-
tion; and
FIG 24 is a schematic block diagram illustrating a
hardware structure of any one of the file server and
a message queue server of the information process-
ing system of FIG. 2.

[0006] The accompanying drawings are intended to
depict example embodiments of the present invention
and should not be interpreted to limit the scope thereof.
The accompanying drawings are not to be considered
as drawn to scale unless explicitly noted.

DETAILED DESCRIPTION OF EXAMPLE EMBODI-
MENTS

[0007] The terminology used herein is for the purpose
of describing particular embodiments only and is not in-
tended to be limiting of the present invention. As used
herein, the singular forms "a", "an" and "the" are intended
to include the plural forms as well, unless the context
clearly indicates otherwise. It will be further understood
that the terms "includes" and/or "including", when used
in this specification, specify the presence of stated fea-
tures, integers, steps, operations, elements, and/or com-
ponents, but do not preclude the presence or addition of
one or more other features, integers, steps, operations,
elements, components, and/or groups thereof.
[0008] In describing example embodiments shown in
the drawings, specific terminology is employed for the
sake of clarity. However, the present disclosure is not
intended to be limited to the specific terminology so se-
lected and it is to be understood that each specific ele-
ment includes all technical equivalents that operate in a
similar manner.
[0009] In the following description, illustrative embod-
iments will be described with reference to acts and sym-
bolic representations of operations (e.g., in the form of
flowcharts) that may be implemented as program mod-
ules or functional processes including routines, pro-
grams, objects, components, data structures, etc., that
perform particular tasks or implement particular abstract
data types and may be implemented using existing hard-
ware at existing network elements or control nodes. Such
existing hardware may include one or more Central
Processing Units (CPUs), digital signal processors
(DSPs), application-specific-integrated-circuits, field
programmable gate arrays (FPGAs) computers or the
like. These terms in general may be referred to as proc-
essors.
[0010] Unless specifically stated otherwise, or as is ap-
parent from the discussion, terms such as "processing"
or "computing" or "calculating" or "determining" or "dis-
playing" or the like, refer to the action and processes of
a computer system, or similar electronic computing de-
vice, that manipulates and transforms data represented
as physical, electronic quantities within the computer sys-
tem’s registers and memories into other data similarly
represented as physical quantities within the computer
system memories or registers or other such information
storage, transmission or display devices.
[0011] As illustrated in FIG. 1, in this example, a file
server 10 ("file server A") is located in an office A, and a
file server 20 ("file server B") is located in an office B. In
addition to the file server, one or more electronic appa-
ratuses may be provided at any one of the offices A and
B. For example, in the office B, a multifunctional printer
(MFP) 30 and a projector 31 are provided, each of which
is capable of communicating with the file server B. In
alternative to the MFP 30 and the projector 31, any de-
sired output apparatus capable of communicating with
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the file server B may be provided. For example, any de-
sired image forming apparatus other than the MFP 30
may be provided. Any desired image projection appara-
tus other than the projector 31 may be provided.
[0012] Further, in this example, it is assumed that a
user, who is present in the office B, instructs a portable
device 40 to print data, which is stored in any one of the
file server A or the file server B, using the MFP 30. Ex-
amples of the portable device 40 include, but not limited
to, a smart phone, a tablet personal computer (PC), and
a personal digital assistant (PDA).
[0013] Referring now to FIGs. 1 to 17, operation of
printing data stored in the file server A is explained ac-
cording to an example embodiment of the present inven-
tion. In this example, the user in the office B operates the
portable device 40 to instruct to print an electronic data
file "document1", stored in the file server A in the office
A. In such case, the electronic data file "document1" is
copied onto the file server B. The MFP 30 obtains the
electronic data file "document 1" from the file server B to
output a printed image based on the file "document1".
[0014] FIG. 2 illustrates a network configuration of a
file server system 100 according to an example embod-
iment of the present invention. The file server system 100
includes the file server A (file server 10), the file server
B (file server 20), the MFP 30 as one example of elec-
tronic apparatus, the portable device 40, and a message
queue server 50. While the projector 31 may be provided
in the office B, it is omitted for the descriptive purposes.
[0015] The message queue server 50 is provided on
an external network 102 such as the Internet. The file
server A is provided on a local network 104, which may
be referred to as the local network A. The file server B
and the MFP 30 are provided on a local network 106,
which may be referred to as the local network B. The
portable device 40 is connected to a 3G network 108.
[0016] In this example, the external network 102 may
be alternatively referred to as a global network or a public
network, which may be any network without firewall pro-
tection that can be directly connected to the Internet. The
local network A or B may be alternatively referred to as
a private network, which may be any network with firewall
protection. In alternative to the 3G network, the portable
device 40 may be connected to any desired network,
such as any other telecommunication network.
[0017] More specifically, firewalls are provided, re-
spectively, between the external network 102 and the
local network A, between the external network 102 and
the local network B, and between the external network
102 and the 3G network 108, to assure the security within
each network. With the firewall, access to the external
network 102 from the file server A, the file server B, or
the portable device 40 (collectively referred to as a local
device) is allowed, but access to the local device from
the external network 102 is basically prohibited. Accord-
ingly, a HTTP request from the local device to the local
device of the other network is blocked at the firewall, such
that the local device at one site is not able to directly

access the other local device at the other site. In order
to allow communication between or among the local de-
vices at different sites, the message queue server 50 is
provided on the file server system 100. As described be-
low, with the message queue server 50, the file server
system 100 relays communication of data between or
among the local devices respectively provided on differ-
ent networks.
[0018] FIG 3 illustrates a functional structure of the file
server system 100 of FIG. 2. Since the file server A is
substantially similar in function and operation to the file
server B, the file server A is omitted in FIG 3. For the
purposes of describing the functional modules, the file
server A and the file server B may be each or collectively
to as the file server.
[0019] The file server and the portable device 40 are
respectively provided with a message relay agent 22 and
a message relay agent 42. The message relay agent
controls transmission or reception of a message between
the file server or the portable device 40, and the message
queue server 50, via a communication interface (I/F) 21
or a communication I/F 41.
[0020] The message queue server 50 is a web server,
which communicates with the message relay agent 22
or 42 that functions as a client, based on HTTP. The
message queue server 50 functions as a relay device,
which transfers a message transmitted from the other
network to a destination. The message queue server 50
includes a message queue 52, a message receiver 54,
a message transfer device (message transfer) 56, and a
communication interface (I/F) 58. The message receiver
54 receives a message addressed to a specific destina-
tion, which is transmitted from the message relay agent
22 or 42, via the communication I/F 58. The message
queue 52 stores the received message in a queue, by
each specified address. For example, the message
queue 52 stores the message in association with infor-
mation indicating the specific address. In this example,
it is assumed that the specific address indicates a desti-
nation local device, such as the file server A, the file serv-
er B, or the portable device 40.
[0021] The message relay agent 22 or 42 periodically
sends a message obtaining request to the message
queue server 50. Alternatively, the message relay agent
22 or 42 may send a message obtaining request to the
message queue server 50 at any desired time. The mes-
sage transfer 56 of the message queue server 50 spec-
ifies a sender of the message obtaining request, and ob-
tains the message addressed to the destination, that is,
the sender of the message obtaining request. The mes-
sage transfer 56 transfers the obtained message to the
message relay agent of the sender, which is the desti-
nation local device.
[0022] The MFP 30 includes a print executor 32, a QR
code generator 34, a QR code display 36, and a com-
munication I/F 31. The print executor 32, which may be
a functional module that executes print processing, out-
puts a printed image based on an electronic file trans-
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mitted from the outside. The QR code generator 34 gen-
erates a QR code, which is embedded with device. infor-
mation of the MFP 30, in response to a user request. The
QR code display 36 displays the QR code generated at
the QR code generator 34 on a touch panel screen of an
operation panel of the MFP 30.
[0023] In one example, the QR code generator 34
searches a local network on which the MFP 30 resides,
for a file server communicable with the MFP 30. The QR
code generator 34 embeds device information of the
searched file server (in this example, the file server B),
and the device information of the MFP 30, into the QR
code. The QR code display 36 displays the QR code,
generated by the QR code generator 34, onto the touch
panel screen.
[0024] In addition to the functional modules illustrated
in FIG 3, the MFP 30 may be provided with the other
functional modules, for example, the functional modules
related to image processing.
[0025] In addition to the message relay agent 42 and
the communication I/F 41, the portable device 40 in-
cludes a message generator 44, a scenario file generator
46, a device information obtainer 48, and a QR code read-
er 49.
[0026] The QR code reader 49 may be implemented
by a digital camera, which is installed on the portable
device 40. In this example, the user uses the QR code
reader 49 to capture an image of the QR code, displayed
on the operation panel of the MFP 30. The device infor-
mation obtainer 48 analyzes the QR code, which is cap-
tured by the QR code reader 49, to obtain device infor-
mation embedded in the QR code.
[0027] The scenario file generator 46 generates a sce-
nario file, which describes a plurality of processing re-
quests to be performed by different entities (devices) as
well as the order of executing the plurality of processing
requests. The scenario file generator 46 uses the device
information obtained at the device information obtainer
48 to generate the scenario file.
[0028] The message generator 44 generates a mes-
sage including the scenario file generated at the scenario
file generator 46. The message generator 44 identifies
the file server, which is described by the scenario file, as
the first entity that performs the first processing request
of the plurality of processing requests, and generates the
message addressed to the identified file server.
[0029] In addition to the message relay agent 22 and
the communication I/F 21, the file server includes a sce-
nario file analyzer 23, a processing request obtainer 24,
a processing request executor 25, a scenario file update
26, and a message generator 27.
[0030] The scenario file analyzer 23 analyzes the sce-
nario described in the scenario file, which is included in
the message received from the message queue server
50, to extract the processing request to be performed by
the file server. The scenario file analyzer 23 further iden-
tifies the other entity, such as the other file server, which
is to perform the subsequent processing request. The

processing request obtainer 24 obtains the processing
request addressed to the file server based on the analysis
result of the scenario file. The processing request exec-
utor 25 executes the processing request obtained by the
processing request obtainer 24.
[0031] The scenario file update 26 updates the con-
tents of the scenario file based on the execution result
of the processing request, to generate an updated sce-
nario file.
[0032] The message generator 27 generates a mes-
sage including the updated scenario file. Based on the
analysis result of the scenario file, the message gener-
ator 27 identifies the other file server, which is the entity
that executes the subsequent processing request. The
message generator 27 further generates a message in-
cluding the updated scenario file, addressed to the other
file server that performs the subsequent processing re-
quest.
[0033] Referring now to FIGs. 4 and 8, operation of
processing a request for outputting an image of electronic
data, performed by the file server system 100, is ex-
plained according to an example embodiment of the
present invention. In this example, it is assumed that pair-
ing is completed for each apparatus in the file server sys-
tem 100 such that settings information is shared between
or among the apparatuses to communicate data between
or among the apparatuses. Further, in this example, the
portable device 40 is implemented as a smart phone op-
erated by the user. For simplicity, the portable device 40
may be referred to as the smart phone 40.
[0034] At S 1, the user instructs the smart phone 40 to
display one or more electronic data files ("data list") that
are available for selection by the user. For example, as
illustrated in FIG 5A, the user selects the file server A
from a list of file servers ("file server list") that are avail-
able, which is displayed on the touch panel of the smart
phone 40. In this example, the smart phone 40 displays
one or more file servers that are managed by the file
server system 100.
[0035] In response to the user selection, at S 1.1, the
smart phone 40 generates a message that requests to
obtain a data list ("data list obtaining request"), while ad-
dressing the selected file server A. For example, infor-
mation indicating the file server A, such as the address
assigned to the file server A, may be entered into a pre-
determined data field of the message. The smart phone
40 further sends the data list obtaining request to the
message queue server 50. The message queue server
50 stores the message, i.e., the data list obtaining re-
quest, in the message queue 52.
[0036] Assuming that the file server A periodically
sends a message obtaining request to the message
queue server 50, at S2, the file server A obtains the data
list obtaining request addressed to the file server A, which
is stored in the message queue 52, from the message
queue server 50.
[0037] At S3, the file server A generates a list of one
or more electronic data files ("data list"), which are stored
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in the file server A, in response to the data list obtaining
request.
[0038] At S4, the file server A generates a message
that requests to send a data list ("data list transmit re-
quest"), while addressing the portable phone 40, and
sends the data list transmit request to the message queue
server 50.
[0039] At S5, the message queue server 50, which re-
ceives the data list transmit request from the file server
A, sends the data list to the smart phone 40 as specified
by the address of the message. As described above re-
ferring to FIG. 2, the message queue server 50 is able
to communicate with the portable device 40 via the ex-
ternal network 102 and the 3G network.
[0040] At S 1.2, the smart phone 40 displays the data
list received from the message queue server 50. For ex-
ample, as illustrated in FIG. 5B, the smart phone 40 dis-
plays a list of file names of electronic data files that are
stored in a folder 1 of the file server A, on the touch panel
of the smart phone 40. In this example, the data list ("doc-
ument list") lists the total of 10 document files.
[0041] At S6, the user selects at least one electronic
data file from the data list to instruct printing of the se-
lected file, for example, by touching the touch panel of
the smart phone 40. In this example, as illustrated in FIG.
6A, it is assumed that the user selects the electronic data
file having the file name "document1.doc", from the data
list being displayed on the touch panel of the smart phone
40. In response to the user selection, the smart phone
40 automatically switches the display of the touch panel
from the data list screen of FIG. 6A to a QR code reader
screen of FIG. 6B. More specifically, the smart phone 40
executes the QR code reader 49 to be ready for reading
a QR code.
[0042] The QR code reader screen of FIG 6B further
instructs the user to read a QR code, which is displayed
on an output apparatus that outputs a print image of the
selected electronic data file "document1", by displaying
the message. In this example, it is assumed that the user
selects the MFP 30 as an output apparatus that outputs
the print image of the electronic data file "document1".
As illustrated in FIG. 7A, at S7, the user operates the
operation panel 38 of the MFP 30 to select the icon "Dis-
play QR code" being displayed.
[0043] In response to the user instruction, at S7.1, the
MFP 30 obtains device information of the MFP 30. At
S7.2, the MFP 30 searches for one or more file servers
that reside on the local network B and communicable
with the MFP 30. In this example, it is assumed that the
file server B is found. At S7.3, the MFP 30 obtains device
information of the file server B, from the file server B.
[0044] In this example, device information is any infor-
mation that can be used to identify the apparatus such
as the MFP 30 or the file server B. Examples of the device
information include, but not limited to, a device ID, an IP
address, a contact ID, a device ID, and a device ID of a
counterpart device capable of communicating with that
device ("accessible device"). The contact ID is a device

ID, which is assigned to the apparatus such as the file
server, during pairing processing under control of the
message queue server 50.
[0045] At S7.4, the MFP 30 generates a QR code, in
which the device information of the MFP 30 and the de-
vice information of the file server B are embedded, using
the QR code generator 34. The QR code display 36 of
the MFP 30 further displays the QR code on the operation
panel 38 of the MFP 30, for example, as illustrated in
FIG. 7B. The screen of FIG. 7B further instructs the user
to read the QR code, by displaying the message "Please
read this QR code with dedicated application".
[0046] The operation further proceeds to S8 of FIG. 8.
At S8, as illustrated in FIG. 9A, the smart phone 40, which
activates the QR code reader 49, captures the QR code
image displayed on the operation panel 38, according to
a user instruction. As described above, the QR code
reader 49 may be implemented by the camera previously
installed on the smart phone 40.
[0047] At S8.1, the smart phone 40 analyzes the QR
code being captured, and obtains the device information
of the MFP 30 and the device information of the file server
B from the QR code, for example, using the device infor-
mation obtainer 48.
[0048] After confirming that the file server B is paired
with the MFP 30 at S8.2, at S8.3, the smart phone 40
generates a scenario file. For example, the scenario file
generator 46 of the smart phone 40 generates a scenario
file as illustrated in FIGs. 10A and 10B (FIG 10). Referring
now to FIGs. 10 and 11, operation of generating a sce-
nario file, performed by the smart phone 40, is explained
according to an example embodiment of the present in-
vention.
[0049] In this example, the dedicated application in-
stalled on the smart phone 40, such as the scenario file
generator 46, generates a scenario file describing a plu-
rality of processing requests to be performed by different
entities, and the order of executing the processing re-
quests.
[0050] At S101, the scenario file generator 46 adds the
device information of the MFP 30 and the device infor-
mation of the file server B, which are respectively ob-
tained by analyzing the QR code, to the scenario file. For
example, as indicated by S101 of FIG 10, as the device
information of the file server B, the device ID
"file_server_b", the IP address "192.168.1.3", the contact
ID "file_server_b _id", the device type "file_server", and
the device ID of the accessible device "mfp1" are added.
As the device information of the MFP 30, the device ID
"mfp1", the IP address "192.168.1.4", the contact ID
"mfp1_contact__id", the device type "mfp", and the de-
vice ID of the accessible device "file_server_b" are add-
ed.
[0051] At S102, the scenario file generator 46 adds a
process to be executed by the file server B to the scenario
file, such as the process to instruct the MFP 30 to print
a resource. For example, as indicated by S 102 of FIG.
10, the processing request being added to the scenario
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file indicates that the file server B "file_server_b" is an
entity ("source") that executes the process to instruct the
MFP 30 "mfp1" ("destination") to "output" the "resource1"
("resource"). This processing request is assigned with
an ID "process2".
[0052] At S103, the scenario file generator 46 adds the
device information of the file server A, which stores the
user selection file "document1.doc", to the scenario file.
For example, as indicated by S103 of FIG. 10, as the
device information of the file server A, the device ID
"file_server_a", the IP address "192.168.0.2", the contact
ID "file_server_a_id", the device type "file_server", and
the accessible device "blank (none)" are added.
[0053] At S104, the scenario file generator 46 adds the
path name of the user selection file "document1.doc" to
the scenario file. For example, as indicated by S104 of
FIG. 10, the path name "/user01/document1.doc" is add-
ed.
[0054] At S105, the scenario file generator 46 adds the
process to be executed by the file server A, which is to
add the "resource" specified by the path name identified
at S104 to the scenario file, to the scenario file. For ex-
ample, as indicated by S105 of FIG 10, the processing
request being added to the scenario file indicates that
the file server A "file_server_a" is an entity that executes
the process to add the resource "resource1" identified
by the path name "/user01/document1.doc" to the sce-
nario file. This processing request is assigned with an ID
"process1".
[0055] The scenario file generated as described above
describes the processing requests to be performed by
the file servers (in this example, the file servers A and
B), and the order of executing the processing requests.
[0056] At S106, the scenario file generator 46 gener-
ates a scenario file transmit request message, addressed
to the file server A that is the entity that performs the first
processing request "process1", and the operation ends.
In this example, the contact ID of the file server A is used
as an address of the message.
[0057] Referring back to FIG 8, after the smart phone
40 generates the scenario file at S8.3, at S9, the smart
phone 40 sends the scenario file transmit request mes-
sage, addressed to the file server A, to the message
queue server 50. The message queue server 50 stores
the message, i.e., the scenario file transmit request, in
the message queue 52.
[0058] Assuming that the file server A periodically
sends a message obtaining request to the message
queue server 50, at S10, the file server A obtains the
scenario file transmit request addressed to the file server
A, from the message queue server 50. At S11, the file
server A executes a scenario, based on description of
the scenario file.
[0059] FIGs. 12A and 12B (FIG. 12) illustrate an ex-
ample data structure of the scenario file, which is updated
after the file server A executes the scenario based on
the scenario file at S11. Referring now to FIGs. 12 and
13, operation of updating the scenario file, performed by

the file server A, is explained according to an example
embodiment of the present invention.
[0060] More specifically, the scenario file analyzer 23
of the file server A analyzes the scenario described in
the obtained scenario file to detect the processing re-
quest to be executed by the file server A. In this example,
the scenario file analyzer 23 detects the processing re-
quest "process1" as the processing request to be exe-
cuted at the file server A. Based on this analysis result,
the processing request obtainer 24 obtains the process-
ing request "process1". The processing request executor
25 executes the obtained processing request "process1".
The scenario file update 26 updates the scenario file so
as to reflect the execution result of the processing request
"process1".
[0061] More specifically, at S201 of FIG. 13, the sce-
nario file update 26 reads out an electronic data file
"document1 .doc" identified by the path name of the sce-
nario file, that is, binary data, and adds the obtained bi-
nary data to the scenario file. For example, as indicated
by S201 (2) of FIG. 12B, the binary data of the resource
"resource1" identified by the path name
"/user01/document1.doc" is added to the end of the sce-
nario file.
[0062] At S202, the scenario file update 26 records the
execution result of the scenario, to the scenario file. For
example, as indicated by S202 of FIG 12, the execution
result "result" of the processing request "process 1" per-
formed by the file server A indicates that it is successful.
[0063] The scenario file analyzer 23 of the file server
A detects an entity that executes the subsequent
processing request. Based on the analysis result, the
message generator 27 generates a message, which
causes the scenario file to be transmitted to the entity to
perform the subsequent processing request.
[0064] Referring to FIG 13, at S203, the scenario file
analyzer 23 determines whether there is any apparatus
that executes the scenario. When it is determined that
there is at least one apparatus that executes the scenario
("YES" at S203), the operation proceeds to S204. More
specifically, in this example, at S203, the scenario file
analyzer 23 detects the file server B "file_server_b",
which is to perform the processing request "process2"
having the "unexecuted" status, as the entity to perform
the subsequent processing request ("YES" at S203).
[0065] At S204, the message generator 27 generates
a scenario file transmit request message, addressed to
the file server B that is detected at S203, and the oper-
ation ends. In this example, the contact ID of the file serv-
er B is used as the address of the message.
[0066] Referring back to FIG 8, after the file server A
generates the message including the scenario file that is
updated to reflect the execution result of the scenario by
the file server A, at S12, the file server A transmits the
scenario file transmit request message addressed to the
file server B, to the message queue server 50. The mes-
sage queue server 50 stores the scenario file transmit
request message in the message queue 52.
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[0067] Assuming that the file server B periodically
sends a message obtaining request to the message
queue server 50, at S 13, the file server B obtains the
scenario file transmit request addressed to the file server
B, from the message queue server 50. At S14, the file
server B executes the scenario based on description of
the obtained scenario file.
[0068] FIGs. 14A and 14B (FIG. 14) illustrate an ex-
ample data structure of the scenario file, which is updated
after the file server B executes the scenario at S 14. Re-
ferring now to FIGs. 14 and 15, operation of updating the
scenario file, performed by the file server B, is explained
according to an example embodiment of the present in-
vention.
[0069] More specifically, the scenario file analyzer 23
of the file serer B analyzes the scenario described in the
obtained scenario file to detect the processing request
to be executed by the file server B. In this example, the
scenario fie analyzer 23 detects the processing request
"process2" as the processing request to be executed at
the file server B. Based on this analysis result, the
processing request obtainer 24 obtains the processing
request "process2". The processing request executor 25
executes the obtained processing request "process2".
The scenario file update 26 updates the scenario file so
as to reflect the execution result of the processing request
"process2".
[0070] More specifically, at S301 of FIG 15, the sce-
nario file update 26 reads out the binary data of the file
"document1.doc", which is attached at the end of the sce-
nario file, and sends an instruction for printing the read
file "document1 .doc" to the MFP 30. For example, as
indicted by S301 of FIG. 14, the "status" of the processing
request "process1" is changed to "executed".
[0071] At S302, the file server B deletes the binary data
of the file "document1.doc" from the scenario file. For
example, as indicated by S302 of FIG. 14, the resource
to be processed is deleted from the field "resources".
[0072] At S303, the scenario file update 26 records the
execution result of the scenario, to the scenario file. For
example, as indicated by S303 of FIG. 14, the execution
result "result" of the processing request "process2" per-
formed by the file server B indicates that it is successful.
[0073] The scenario file analyzer 23 of the file server
B detects an entity that executes the subsequent
processing request. Based on the analysis result, the
message generator 27 generates a message, which
causes the scenario file to be transmitted to the entity
performing the subsequent processing request.
[0074] Referring to FIG. 15, at S304, the scenario file
analyzer 23 determines whether there is any apparatus
that executes the subsequent processing request of the
scenario, for example, by searching for a processing re-
quest having the "unexecuted" status. In this example, it
is assumed that there is no apparatus that executes the
scenario ("NO" at S304), and the operation ends.
[0075] Referring back to FIG 8, as the file server B
executes the scenario at S14, the instruction for printing

the file "document1.doc" is output to the MFP 30. At S15,
the MFP 30 converts the electronic data file
"document1.doc" to print data, and outputs a printed im-
age of the file "document1.doc".
[0076] In response to completion of printing by the MFP
30, at S16, the file server B sends a result transmit re-
quest message to the message queue server 50. The
result transmit request message is addressed to the file
server A and the smart phone 40.
[0077] At S17, the message queue server 50 sends
the processing result indicating that printing is completed
to the file server A. For example, in response to the mes-
sage obtaining request that is periodically transmitted
from the file server A, the message queue server 50
sends the processing request indicating that printing is
completed.
[0078] At S 19, the message queue server 50 sends
the processing result indicating that printing is completed
to the smart phone 40.
[0079] At S18, the file server A stores the processing
result as a log.
[0080] At S20, the smart phone 40 displays the
processing result indicating that printing is completed, on
the display, as illustrated in FIG. 9B.
[0081] Referring now to FIGs. 16 and 17, operation of
dynamically selecting a method of communicating with
the other apparatus, performed by the apparatus the ex-
ecutes the processing request described by the scenario
file, is explained according to an example embodiment
of the present invention. For the descriptive purposes, in
the following example, it is assumed that the file server
A performs operation of FIG. 16, after executing the
processing request "process 1". FIGs. 17A and 17B (FIG.
17) is the scenario file, which reflects that the processing
request is successful performed at the file server A.
[0082] At S401, the file server A, which has executed
the processing request "process 1", analyzes the sce-
nario file of FIG. 17 to obtain a device ID of the apparatus
performing the subsequent processing request. In this
example, the file server A obtains the device ID
"file_server_b" of the file server B, which is specified as
the "source" for the processing request "process2" hav-
ing the "unexecuted" status.
[0083] At S402, the file server A obtains the IP address
"192.168.1.3", which is associated with the device ID of
the apparatus to which the scenario file is transmitted.
As indicated by S402 of FIG. 17, the address
"192.168.1.3" for the file server B can be obtained.
[0084] At S403, the file server A determines whether
the file server B can be accessed, for example, by trans-
mitting the PING command to the address of the file serv-
er B.
[0085] If the file server B resides on the same local
network of the file server A, it is determined that the file
server B can be directly accessed ("YES" at S403). In
such case, the operation proceeds to S404. At S404, the
file server A transmits the scenario file, while addressing
the IP address "192.168.1.3" of the file server B, and the
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operation ends.
[0086] Alternatively, if the file server B resides on the
local network different from the local network of the file
server A, it is determined that the file server B cannot be
directly accessed ("NO" at S403). In such case, the op-
eration proceeds to S405. At S405, the file server A an-
alyzes the scenario file to obtain the contact ID
"file_server_b_id" associated with the device ID
"file_server_b". As indicated by S405 of FIG. 17, the con-
tact ID "file_server_b_id" for the file server B can be ob-
tained,.
[0087] At S406, the file server A generates a scenario
file transmit request message, addressing to the contact
ID "file_server_b_id" of the file server B, and sends the
scenario file transmit request message to the message
queue server 50.
[0088] As described above, in response to the user
instruction input to the portable device 40, the MFP 30
in the office B is able to output a printed image of the
electronic data file "document1" stored in the file server
A in the office A, via the file server B in the office B. More
specifically, the message queue server 50, which re-
ceives the user instruction from the portable device 40,
operates in cooperation with the file sever such as the
file server A and the file server B to execute one or more
processing requests as defined by the user instruction.
[0089] Referring now to FIGs. 1, 2, and 18 to 23, op-
eration of printing data stored in the file server B is ex-
plained according to an example embodiment of the
present invention. In this example, the user in the office
B operates the portable device 40 to instruct to print an
electronic data file "document2" stored in the file server
B in the office B. In such case, the MFP 30 obtains the
electronic data file "document2" from the file server B to
output a printed image based on the file "document2".
The operation of printing data stored in the file server B
is performed in a substantially similar manner as the op-
eration of printing data stored in the file server A, except
for some differences.
[0090] Referring now to FIGs. 18 and 19, operation of
processing a request for outputting an electronic data
file, performed by the file server system 100, is explained
according to an example embodiment of the present in-
vention. In this example, it is assumed that pairing is com-
pleted for each apparatus in the file server system 100
such that settings information is shared between or
among the apparatuses to communicate data between
or among the apparatuses. Further, in this example, the
portable device 40 is implemented as a smart phone op-
erated by the user. For simplicity, the portable device 40
may be referred to as the smart phone 40.
[0091] At S1, the user instructs the smart phone 40 to
display one or more electronic data files ("data list") that
are available for selection by the user, in a substantially
similar manner as described above referring to S1 of FIG.
4. In this example, the user selects the file server B from
the list of file servers that are available, which is displayed
on the touch panel of the smart phone 40.

[0092] In response to the user selection, at S 1.1, the
smart phone 40 generates a message that requests to
obtain a data list ("data list obtaining request"), while ad-
dressing the selected file server B. The smart phone 40
further sends the data list obtaining request to the mes-
sage queue server 50. The message queue server 50
stores the message, i.e., the data list obtaining request,
in the message queue 52.
[0093] In case there is only one file server available for
user selection, the smart phone 40 does not have to dis-
play the "file server list" for user selection. In such case,
in response to the user request for data list at S1, the
portable device 40 may generate a message that re-
quests to obtain a data list ("data list obtaining request"),
while addressing the file server that is available for use,
and sends the message to the message queue server 50.
[0094] Assuming that the file server B periodically
sends a message obtaining request to the message
queue server 50, at S2, the file server B obtains the data
list obtaining request addressed to the file server B, which
is stored in the message queue 52, from the message
queue server 50.
[0095] At S3, the file server B generates a list of one
or more electronic data files ("data list"), which are stored
in the file server B, in response to the data list obtaining
request.
[0096] At S4, the file server B generates a message
that requests to send a data list ("data list transmit re-
quest"), while addressing the portable phone 40, and
sends the data list transmit request to the message queue
server 50.
[0097] At S5, the message queue server 50, which re-
ceives the data list transmit request from the file server
B, sends the data list to the smart phone 40 as specified
by the address of the message.
[0098] At S 1.2, the smart phone 40 displays the data
list received from the message queue server 50, in a
substantially similar manner as described above refer-
ring to S1.2 of FIG 4.
[0099] At S6, the user selects at least one electronic
data file from the data list to instruct printing of the se-
lected file. In this example, it is assumed that the user
selects the electronic data file having the file name
"document2.doc", from the data list being displayed on
the touch panel of the smart phone 40. In response to
the user selection, the smart phone 40 automatically
switches the display of the touch panel from the data list
screen of FIG. 6A to the QR code reader screen of FIG.
6B. More specifically, the smart phone 40 executes the
QR code reader 49 to be ready for reading a QR code.
[0100] At S7, the user operates the operation panel 38
of the MFP 30 to select the icon "Display QR code" being
displayed.
[0101] At S7.1, the MFP 30 obtains device information
of the MFP 30. At S7.2, the MFP 30 searches for one or
more file servers that reside on the local network B and
communicable with the MFP 30. In this example, it is
assumed that the file server B is found. At S7.3, the MFP
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30 obtains device information of the file server B, from
the file server B.
[0102] At S7.4, the MFP 30 generates a QR code, in
which the device information of the MFP 30 and the de-
vice information of the file server B are embedded, using
the QR code generator 34. The QR code display 36 of
the MFP 30 further displays the QR code on the operation
panel 38 of the MFP 30.
[0103] The operation further proceeds to S8 of FIG.
19. At S8, the smart phone 40, which activates the QR
code reader 49, captures the QR code image displayed
on the operation panel 38, according to a user instruction.
[0104] At S8.1, the smart phone 40 analyzes the QR
code being captured, and obtains the device information
of the MFP 30 and the device information of the file server
B from the QR code, using the device information obtain-
er 48.
[0105] After confirming that the file server B is paired
with the MFP 30 at S8.2, at S8.3, the smart phone 40
generates a scenario file. For example, the scenario file
generator 46 of the smart phone 40 generates a scenario
file as illustrated in FIGs. 20A and 20B (FIG.20). Referring
now to FIGs. 20 and 21, operation of generating a sce-
nario file, performed by the smart phone 40, is explained
according to an example embodiment of the present in-
vention.
[0106] At S501, the dedicated application installed on
the smart phone 40, such as the scenario file generator
46, adds the device information of the MFP 30 and the
device information of the file server B, which are respec-
tively obtained by analyzing the QR code, to the scenario
file. For example, as indicated by S501 of FIG 20, as the
device information of the file server B, the device ID
"file_server_b", the IP address "192.168.1.3", the contact
ID "file_server_b_id", the device type "file_server", and
the device ID of the accessible device "mfp1" are added.
As the device information of the MFP 30, the device ID
"mfp1 ", the IP address "192.168.1.4", the contact ID
"mfp1_contact_id", the device type "mfp", and the device
ID of the accessible device "file_server_b" are added.
[0107] At S502, the scenario file generator 46 adds a
process to be executed by the file server B to the scenario
file, such as the process to instruct the MFP 30 to print
a resource. For example, as indicated by S502 of FIG.
20, the processing request being added to the scenario
file indicates that the file server B "file_server_b" is an
entity that executes the process to instruct the MFP 30
"mfp1" to "output" the "resource1". This processing re-
quest is assigned with an ID "process1".
[0108] At S503, the scenario file generator 46 adds the
path name of the user selection file "document2.doc" to
the scenario file. For example, as indicated by S503 of
FIG. 20, the path name "/user01/document2.doc" is add-
ed.
[0109] The scenario file generated as describe above
describes the processing request to be performed by the
file server B, and the order of executing the processing
requests, as illustrated in FIG. 20.

[0110] At S504, the scenario file generator 46 gener-
ates a scenario file transmit request message, addressed
to the file server B that is the entity that performs the
processing request "process1", and the operation ends.
In this example, the contact ID of the file server B is used
as an address of the message.
[0111] Referring back to FIG. 19, after the smart phone
40 generates the scenario file at S8.3, at S9, the smart
phone 40 sends the scenario file transmit request mes-
sage, addressed to the file server B, to the message
queue server 50. The message queue server 50 stores
the message, i.e., the scenario file transmit request, in
the message queue 52.
[0112] Assuming that the file server B periodically
sends a message obtaining request to the message
queue server 50, at S10, the file server B obtains the
scenario file transmit request addressed to the file server
B, from the message queue server 50. At S11, the file
server B executes a scenario, based on description of
the scenario file.
[0113] FIGs. 22A and 22B (FIG. 22) illustrate an ex-
ample data structure of the scenario file, which is updated
after the file server B executes the scenario based on
the scenario file at S 11. Referring now to FIGs. 22 and
23, operation of updating the scenario file, performed by
the file server B, is explained according to an example
embodiment of the present invention.
[0114] More specifically, the scenario file analyzer 23
of the file server B analyzes the scenario described in
the obtained scenario file to detect the processing re-
quest to be executed by the file server B. In this example,
the scenario file analyzer 23 detects the processing re-
quest "process1" as the processing request to be exe-
cuted at the file server B. Based on this analysis result,
the processing request obtainer 24 obtains the process-
ing request "process 1". The processing request executor
25 executes the obtained processing request "process1".
The scenario file update 26 updates the scenario file so
as to reflect the execution result of the processing request
"process1".
[0115] More specifically, at S601 of FIG 23, the sce-
nario file update 26 reads out binary data of the electronic
data file "document2.doc" identified by the path name of
the scenario file, and outputs the instruction for printing
the electronic data file "documetn2.doc" to the MFP 30.
For example, as indicated by S601 of FIG 22, the "status"
of the processing request "process 1" is changed to "ex-
ecuted".
[0116] At S602, the scenario file update 26 records the
execution result of the scenario, to the scenario file. For
example, as indicated by S602 of FIG. 22, the execution
result "result" of the processing request "process1" per-
formed by the file server B indicates that it is successful.
[0117] At S603, the scenario file analyzer 23 deter-
mines whether there is any apparatus that executes the
subsequent processing request of the scenario, for ex-
ample, by searching for a processing request having the
"unexecuted" status. In this example, it is assumed that
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there is no apparatus that executes the scenario ("NO"
at S603), and the operation ends.
[0118] Referring back to FIG. 19, as the file server B
executes the scenario at S14, the instruction for printing
the file "document2.doc" is output to the MFP 30. At S15,
the MFP 30 converts the electronic data file
"document2.doc" to print data, and outputs a printed im-
age of the file "document2.doc".
[0119] In response to completion of printing by the MFP
30, at S16, the file server B sends a result transmit re-
quest message to the message queue server 50. The
result transmit request message is addressed to the
smart phone 40. At S19, the message queue server 50
sends the processing result indicating that printing is
completed to the smart phone 40.
[0120] At S20, the smart phone 40 displays the
processing result indicating that printing is completed, on
the display, as illustrated in FIG 9B.
[0121] As described above, in response to the user
instruction input to the portable device 40 the MFP 30 in
the office B is able to output a printed image of the elec-
tronic data file "document2" stored in the file server B in
the office B. More specifically, the message queue server
50, which receives the user instruction from the portable
device 40, operates in cooperation with the file server
such as the file server B to execute one or more process-
ing requests as defined by the user instruction.
[0122] Numerous additional modifications and varia-
tions are possible in light of the above teachings. It is
therefore to be understood that within the scope of the
appended claims, the disclosure of the present invention
may be practiced otherwise than as specifically de-
scribed herein. With some embodiments of the present
invention having thus been described, it will be obvious
that the same may be varied in many ways. For example,
elements and/or features of different illustrative embod-
iments may be combined with each other and/or substi-
tuted for each other within the scope of this disclosure
and appended claims.
[0123] In the above-described examples, the file serv-
er such as the file server A and the file server B is imple-
mented as an example of information processing appa-
ratus that operates in cooperation with the message
queue server 50 through a network to perform controlling
output processing. In alternative to the file server, any
desired information processing apparatus capable of ex-
ecuting a processing request, such as a processing re-
quest described in a scenario file, may be used.
[0124] In the above-described examples, the portable
device 40 is implemented as a smart phone. Alternative-
ly, the portable device 40 may be implemented as a PDA,
a notebook PC, a tablet PC, etc.
[0125] In the above-described examples, the dedicat-
ed application installed onto the portable device 40 may
be implemented by the scenario file generator 50. The
scenario file generator 50 uses the reading result of the
QR code reader 49, which is the read result of the QR
code being displayed on the electronic apparatus such

as the MFP 30. More specifically, in the above-described
examples, the device information obtainer 50 obtains the
device information from the QR code read by the QR
code reader 49. Alternatively, the scenario file generator
50 may use the device information, which is obtained in
various other ways. In one example, the QR code reader
49 may obtain the device information from any desired
two-dimensional code other than the QR code. Further,
in alternative to causing the MFP 30 to display the QR
code on the operation panel screen, the QR code may
be displayed on a label sealed onto the MFP 30. In such
case, the portable device 40 reads the QR code on the
label. In another example, the QR code reader 49 and
the device information obtainer 48 may be implemented
by a communication device capable of reading out the
device information from the MFP 30 by near field com-
munication such as infrared communication.
[0126] In the above-described examples, the image
forming apparatus such as the MFP 30 is used as one
example of electronic apparatus functioning as an output
apparatus that outputs the image of the electronic data
file. Alternatively, the electronic apparatus may be imple-
mented by an image projection apparatus such as a pro-
jector capable of projecting an image of the electronic
data file.
[0127] The illustrated information processing system
100 is only illustrative of one of several computing envi-
ronments for implementing the embodiments disclosed
herein. For example, in some embodiments, the mes-
sage queue server 50 includes a plurality of computing
devices, e.g., a server cluster, that are configured to com-
municate with each other over any type of communica-
tions link, including a network, a shared memory, etc. to
collectively perform the processes disclosed herein. Sim-
ilarly, the file server can include a plurality of computing
devices that are configured to communicate with each
other.
[0128] Further, the functions or modules described
above referring to FIG. 3 may be implemented in different
ways, such that some functions may be performed by a
different entity.
[0129] For example, the scenario file update 26 and
the message generator 27 may be provided at the mes-
sage queue server 50, in alternative to providing these
modules at the file server. In such case, the message
queue server 50 updates the scenario file based on the
execution result received from the file server, and gen-
erates a message including the updated scenario file ad-
dressing the next apparatus to perform the subsequent
processing request. The message queue server 50 fur-
ther sends the scenario file to the next apparatus to cause
the next apparatus to perform the subsequent processing
request. In one example, the message queue server 50
may send a plurality of messages each including a spe-
cific processing request to be performed, respectively,
to a plurality of apparatuses on local networks, if the
processing requests can be concurrently performed.
[0130] In another example, the QR code generator 34
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may be provided at the message queue server 50, in
alternative to providing this module at the MFP 30. In
such case, the message queue server 50 generates the
QR code based on the device information of the MFP 30
and the device information of the file server B that reside
on the local network of the MFP 30, and sends the QR
code to the MFP 30 for display on the MFP 30.
[0131] In another example, some functions of the QR
code generator 34 may be shared between the MFP 30
and the message queue server 50. For example, the
message queue server 50 may send the device informa-
tion of the file server B to the MFP 30. The MFP 30 gen-
erates a QR code, using the device information of the
MFP 30 and the device information of the file server B.
[0132] In another example, the scenario file generator
46 of the portable device 40 may be provided at the mes-
sage queue server 50. In such case, the message queue
server 50 receives various information such as output
apparatus information that identifies the electronic appa-
ratus, information regarding the file server, and informa-
tion regarding the processes to be executed, from the
portable device 40. Based on these various types of in-
formation, the scenario file generator 46 generates a sce-
nario file in a substantially similar manner as described
above. For example, the portable device 40, which cap-
tures the QR code using the QR code reader 49 and
analyzes the QR code using the device information ob-
tainer 48, may generate a message including the analysis
result of the QR code using the message generator 44.
[0133] Further, the scenario file may be described in
various other ways. For example, the scenario file de-
scribes the file path and the network address of the file
server separately, in different data fields. Alternatively,
the network address may be included in the file path, as
a part of the file path. For example, the file path may be
described as "192.168.0.2/user01/document1.doc".
[0134] As described above, the user only needs to in-
struct the portable device 40 to process a request for
outputting electronic data. The portable device 40, which
operates in cooperation with the message queue server
50, generates and sends a scenario file describing a plu-
rality of processing requests to be performed to a file
server that performs the first processing request. The file
server, which operates in cooperation with the message
queue server 50, performs the first processing request
and further causes the other file server to perform the
subsequent processing request to process the request
for outputting electronic data. With the message queue
server 50, even when the file server is implemented by
more than one file server on different networks, the
processing requests including transferring of the elec-
tronic file and outputting of the electronic file can be per-
formed seamlessly.
[0135] More specifically, in response to a user instruc-
tion input to the portable device such as the smart phone,
the message queue server 50 that resides on the external
network operates in cooperation with the file server that
resides on the local network to instruct the electronic ap-

paratus to perform processing according to the user in-
struction. Accordingly, the message queue server 50 and
the file server together functions as an information
processing system that controls processing of electronic
data.
[0136] In order to further improve user operability, the
portable device may be additionally provided with the
dedicated application that causes the portable device to
automatically generate a scenario file, using information
obtained using a code reader or a near field communi-
cation device.
[0137] Further, any of the above-described devices or
units can be implemented as a hardware apparatus, such
as a special-purpose circuit or device, or as a hard-
ware/software combination, such as a processor execut-
ing a software program.
[0138] For example, any one of the message queue
server 50, the file server A, and the file server B may be
implemented by a computer system including one or
more computer devices each having a hardware struc-
ture illustrated in FIG. 24.
[0139] Referring to FIG 24, the hardware structure 600
of the computer system includes an input device 601, a
display 602, an external interface (I/F) 603, a random
access memory (RAM) 604, a read only memory (ROM)
605, a central processing unit (CPU) 606, a communica-
tion interface (I/F) 607, and a hard disk drive (HDD) 608,
which are connected through a bus B.
[0140] The input device 601 may be implemented by
any device functioning as a user interface that interacts
with a user such as a keyboard, a mouse, or a touch-
panel screen. The input device 601 receives a user in-
struction, and sends an operation signal based on the
user instruction to the CPU 606.
[0141] The display 602 may be implemented by a liquid
crystal display (LCD), and displays various information
to the user such as a processing result of the computer
system 600.
[0142] The communication I/F 607, which may be im-
plemented by a network interface circuit, connects the
computer system 600 with the outside apparatus through
the network such as the local network A or B or the ex-
ternal network 102.
[0143] The HDD 608 is a nonvolatile memory, which
may store various control programs or data for use by
the CPU 606. For example, the HDD 608 may store the
operating system (OS) that controls entire operation of
the computer system 600, and various application pro-
grams that may run on the OS. The HDD 608 may man-
age various programs or data using a predetermined file
system or a database.
[0144] The external I/F 603, which may be implement-
ed by an interface circuit, communicates with the outside
device such as a recording medium 603a. The recording
medium 603a, which may be freely attached to or de-
tached from the computer system 600 through the exter-
nal I/F 603, may previously store various data such as
application programs. Through the external I/F 603, the
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CPU 606 of the computer system 600 reads or writes
data with respect to the recording medium 603a. Exam-
ples of the recording medium 603a include, but not limited
to, flexible disk, CD, digital versatile disk (DVD), SD mem-
ory card, and Universal Serial Bus (USB) memory.
[0145] The ROM 605 is a nonvolatile memory, which
stores various programs or data in a manner such that it
is not deleted even when the power of the computer sys-
tem 600 is turned off. The ROM 605 stores the Basic
Input/Output System (BIOS) to be executed at the time
of starting up the system, and various settings data such
as the OS settings data or the network settings data. The
RAM 604 is a volatile memory, which temporarily stores
various programs or data.
[0146] The CPU 606 reads the programs or data from
the nonvolatile memory such as the ROM 605 or the HDD
608 onto the volatile memory such as the RAM 604 to
perform operation according to the read programs or da-
ta.
[0147] In one example, the CPU 606 of the computer
system 600 loads a message queue server control pro-
gram from the nonvolatile memory onto the volatile mem-
ory to cause the computer system 600 to function as the
message queue server 50 of FIG. 2. In another example,
the CPU 606 of the computer system 600 loads a file
server control program from the nonvolatile memory onto
the volatile memory to cause the computer system 600
to function as the file server A or B of FIG. 2.
[0148] The portable device 40 has a hardware struc-
ture that is substantially similar to that of the general-
purpose portable device such as the general-purpose
smart phone. More specifically, the portable device 40
may be caused to additionally have various functional
modules such as the message relay agent 42, the mes-
sage generator 44, and the device information obtainer
48.
[0149] Further, as described above, any one of the
above-described and other methods of the present in-
vention may be embodied in the form of a computer pro-
gram stored in any kind of storage medium. For example,
any one of the above-described functions of the informa-
tion processing system 100 may be implemented by an
executable computer program, which may be written in
any desired computer programming language such as
the object-oriented programming language including C,
C++, C#, and Java. Examples of storage mediums in-
clude, but are not limited to, flexible disk, hard disk, optical
discs such as CD-ROM and DVD, magneto-optical discs,
EEPROM, EPROM, magnetic tapes, nonvolatile memory
cards, ROM (read-only-memory), etc. The computer pro-
grams may be distributed, for example, in the form of
storage medium or over a network. Alternatively, any one
of the above-described and other methods of the present
invention may be implemented by ASIC, prepared by in-
terconnecting an appropriate network of conventional
component circuits or by a combination thereof with one
or more conventional general purpose microprocessors
and/or signal processors programmed accordingly.

[0150] The present invention can be implemented in
any convenient form, for example using dedicated hard-
ware, or a mixture of dedicated hardware and software.
The present invention may be implemented as computer
software implemented by one or more networked
processing apparatuses. The network can comprise any
conventional terrestrial or wireless communications net-
work, such as the Internet. The processing apparatuses
can compromise any suitably programmed apparatuses
such as a general purpose computer, personal digital
assistant, mobile telephone (such as a WAP or 3G-com-
pliant phone) and so on. Since the present invention can
be implemented as software, each and every aspect of
the present invention thus encompasses computer soft-
ware implementable on a programmable device. The
computer software can be provided to the programmable
device using any storage medium for storing processor
readable code such as a floppy disk, hard disk, CD ROM,
magnetic tape device or solid state memory device.
[0151] The hardware platform includes any desired
kind of hardware resources including, for example, a cen-
tral processing unit (CPU), a random access memory
(RAM), and a hard disk drive (HDD). The CPU may be
implemented by any desired kind of any desired number
of processor. The RAM may be implemented by any de-
sired kind of volatile or non-volatile memory. The HDD
may be implemented by any desired kind of non-volatile
memory capable of storing a large amount of data. The
hardware resources may additionally include an input de-
vice, an output device, or a network device, depending
on the type of the apparatus. Alternatively, the HDD may
be provided outside of the apparatus as long as the HDD
is accessible. In this example, the CPU, such as a cashe
memory of the CPU, and the RAM may function as a
physical memory or a primary memory of the apparatus,
while the HDD may function as a secondary memory of
the apparatus.
[0152] In one example, the present invention may re-
side in an information processing system that controls
output of electronic data from an output apparatus. The
relay apparatus includes: receiving means for receiving
1) data identification information that identifies the elec-
tronic data to be output from the output apparatus and
2) output apparatus identification information that identi-
fies the output apparatus, from an operation device com-
municable with the relay apparatus; identification data
transmitting means for sending the data identification in-
formation to a first information processing apparatus that
stores the electronic data in response to a first request
transmitted from the first information processing appara-
tus; and data transmitting means for sending 1) the elec-
tronic data to be output, the electronic data being ob-
tained by the first information processing apparatus using
the data identification information and 2) the output ap-
paratus identification information received from the op-
eration device to a second information processing appa-
ratus in response to a second request transmitted from
the second information processing apparatus. The first
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information processing apparatus includes: first request
transmitting means for sending the first request to the
relay apparatus; storing means for storing the electronic
data; data transmitting means for sending the electronic
data to be output that is obtained using the data identifi-
cation information transmitted from the relay apparatus
in response to the first request, to the relay apparatus.
The second information processing apparatus includes:
second request transmitting means for sending the sec-
ond request to the relay apparatus; and first controlling
means for controlling the output apparatus identified by
the output apparatus identification information to output
the electronic data being obtained by the first information
processing apparatus, in response to the electronic data
and the output apparatus identification information that
are respectively received from the relay apparatus in re-
sponse to the second request sent from the second in-
formation processing apparatus.
[0153] In one example, the information processing ap-
paratus may be implemented by the file server system
100, which includes the first information processing ap-
paratus such as the file server A or B, the second infor-
mation processing apparatus such as the file server A or
B, and the relay apparatus such as the message queue
server 50. The file server system 100 includes the mes-
sage queue server 50, which operates in cooperation
with the file server A or B to control output of electronic
data "document1.doc" stored in the file server A from the
output apparatus such as the MFP 30 that resides on the
network on which the file server B is provided.
[0154] The receiving means of the relay apparatus cor-
responds to the message receiver 54, which may be im-
plemented by the CPU 606 and the communication I/F
607. The message receiver 54 may receive the data iden-
tification information such as the path name of the elec-
tronic data "document1.doc", and the output apparatus
identification information such as the MFP device infor-
mation. The identification data transmitting means of the
relay apparatus corresponds to the message transfer de-
vice 56, which may be implemented by the CPU 606 and
the communication I/F 607. The message transfer device
56 sends the data identification information such as a
scenario file including the path name of the electronic
data to be output, to the file server A in response to the
message obtaining request transmitted from the file serv-
er A.
[0155] The first request transmitting means of the first
information processing apparatus corresponds to the
message relay agent 22, which may be implemented by
the CPU 606 and the communication I/F 607. The mes-
sage relay agent 22 sends the message obtaining re-
quest to the message queue server 50. The data trans-
mitting means of the first information processing appa-
ratus corresponds to the scenario file analyzer 23, the
processing request obtainer 24, and the processing re-
quest executor 25, and the message relay agent 22. The
scenario file analyzer 23, the processing request obtainer
24, and the processing request executor 25 are imple-

mented by the CPU 606. The message relay agent 22
transmits the electronic data identified by the data iden-
tification information (path name) transmitted from the
message queue server 50 in response to the first request,
which is obtained from a memory of the file server A.
[0156] The second request transmitting means of the
second information processing apparatus corresponds
to the message relay agent 22 of the file server B, which
may be implemented by the CPU 606 and the commu-
nication I/F 607. The message relay agent 22 sends the
second request, such as the message obtaining request,
to the message queue server 50. The first controlling
means of the second information processing apparatus
corresponds to the scenario file analyzer 23, the process-
ing request obtainer 24, and the processing request ex-
ecutor 25, each of which may be implemented by the
CPU 606. In response to receiving the electronic data
and the output apparatus identification information, for
example, the scenario file including the binary data of the
electronic data and the MFP device information, which
is transmitted from the message queue server 50 in re-
sponse to the message obtaining request from the sec-
ond information processing apparatus, the first control-
ling means controls the output apparatus such as the
MFP 30, identified by the MFP device information, to out-
put the electronic data.
[0157] In the above-described information processing
system, the receiving means of the relay apparatus may
further receive information processing apparatus identi-
fication information that identifies the first information
processing apparatus, from the operation device.
[0158] In the above-described information processing
system, the information processing apparatus identifica-
tion information is described as a part of the data identi-
fication information. For example, the network address
that is one example of the information processing appa-
ratus identification information may be included in the file
path that is one example of the data identification infor-
mation.
[0159] In the above-described information processing
system, the identification data transmitting means of the
relay apparatus sends the output apparatus identification
information in addition to the data identification informa-
tion to the first information processing apparatus in re-
sponse to the first request transmitted from the first in-
formation processing apparatus. The data transmitting
means of the first information processing apparatus
sends a request to the relay apparatus, which requests
the relay apparatus to send 1) the electronic data stored
in the storing means and 2) the output apparatus identi-
fication information, to the second information process-
ing apparatus.
[0160] In the above-described information processing
system, the first information processing apparatus further
includes second controlling means for transferring the
electronic data stored in the storing means directly to the
output apparatus without sending the electronic data to
the relay apparatus, when the output apparatus identified
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by the output apparatus identification information is an
output apparatus that resides on a local network on which
the first information processing apparatus resides.
[0161] In the above-described information processing
system, the first controlling means of the first information
processing apparatus sends an output execution result
to the operation device via the relay apparatus.
[0162] In one example, the present invention may re-
side in an information processing method of controlling
output of electronic data from an output apparatus, per-
formed by an information processing system including a
relay apparatus, a first information processing apparatus,
and a second information processing apparatus. The re-
lay apparatus performs the steps of: receiving 1) data
identification information that identifies the electronic da-
ta to be output from the output apparatus and 2) output
apparatus identification information that identifies the
output apparatus, from an operation device communica-
ble with the relay apparatus; sending the data identifica-
tion information to the first information processing appa-
ratus that stores the electronic data in response to a first
request transmitted from the first information processing
apparatus; and sending 1) electronic data that is sent
from the first information processing apparatus that re-
ceives the data identification information and 2) the out-
put apparatus identification information received from the
operation device to a second information processing ap-
paratus in response to a second request transmitted from
the second information processing apparatus. The first
information processing apparatus performs the steps of:
sending the first request to the relay apparatus; and send-
ing the electronic data identified by the data identification
information transmitted from the relay apparatus in re-
sponse to the first request, to the relay apparatus. The
second information processing apparatus performs the
steps of: sending the second request to the relay appa-
ratus; and controlling the output apparatus identified by
the output apparatus identification information to output
the electronic data, in response to the electronic data and
the output apparatus identification information that are
respectively received from the relay apparatus in re-
sponse to the second request.
[0163] In one example, the present invention may re-
side in a recording medium storing a plurality of instruc-
tions which, when executed by a processor, cause the
information processing apparatus and the relay appara-
tus to operate in cooperation to perform the method of
controlling output of electronic data from an output ap-
paratus.
[0164] For example, the plurality of instructions may
classified into first program to be installed onto the first
information processing apparatus, second program to be
installed onto the second information processing appa-
ratus, and third program to be installed onto the third
information processing apparatus. The third program
causes the relay apparatus to perform the steps of: re-
ceiving 1) data identification information that identifies
the electronic data to be output from the output apparatus

and 2) output apparatus identification information that
identifies the output apparatus, from an operation device
communicable with the relay apparatus; sending the data
identification information to the first information process-
ing apparatus that stores the electronic data in response
to a first request transmitted from the first information
processing apparatus; and sending 1) electronic data
that is sent from the first information processing appara-
tus that receives the data identification information and
2) the output apparatus identification information re-
ceived from the operation device to a second information
processing apparatus in response to a second request
transmitted from the second information processing ap-
paratus. The first program causes the first information
processing apparatus to perform the steps of: sending
the first request to the relay apparatus; and sending the
electronic data identified by the data identification infor-
mation transmitted from the relay apparatus in response
to the first request, to the relay apparatus. The second
program causes the second information processing ap-
paratus to perform the steps of: sending the second re-
quest to the relay apparatus; and controlling the output
apparatus identified by the output apparatus identifica-
tion information to output the electronic data, in response
to the electronic data and the output apparatus identifi-
cation information that are respectively received from the
relay apparatus in response to the second request.
[0165] The third program for the relay apparatus may
be previously installed onto the relay apparatus. In such
case, the present invention may reside in the relay ap-
paratus, and the first program and the second program
that are respectively installed onto the first information
processing apparatus and the second information
processing apparatus.
[0166] The first program for the first information
processing apparatus and the second program for the
second information processing apparatus may be previ-
ously installed onto the first information processing ap-
paratus and the second information processing appara-
tus. In such case, the present invention may reside in the
third program, the first information processing apparatus,
and the second information processing apparatus.
[0167] In one example, the present invention may re-
side in a relay apparatus, which operates in cooperation
with a first information processing apparatus and a sec-
ond information processing apparatus. The relay appa-
ratus includes: receiving means for receiving 1) data
identification information that identifies the electronic da-
ta to be output from the output apparatus and 2) output
apparatus identification information that identifies the
output apparatus, from an operation device communica-
ble with the relay apparatus; identification data transmit-
ting means for sending the data identification information
to a first information processing apparatus that stores the
electronic data in response to a first request transmitted
from the first information processing apparatus; and data
transmitting means for sending 1) electronic data that is
sent from the first information processing apparatus that
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receives the data identification information and 2) the out-
put apparatus identification information received from the
operation device to a second information processing ap-
paratus in response to a second request transmitted from
the second information processing apparatus.
[0168] In one example, the present invention may re-
side in a method of controlling output of electronic data
from an output apparatus, performed by a relay appara-
tus that operates in cooperation with a first information
processing apparatus and a second information process-
ing apparatus. The method includes: receiving 1) data
identification information that identifies the electronic da-
ta to be output from the output apparatus and 2) output
apparatus identification information that identifies the
output apparatus, from an operation device communica-
ble with the relay apparatus; sending the data identifica-
tion information to a first information processing appara-
tus that stores the electronic data in response to a first
request transmitted from the first information processing
apparatus; and sending 1) the electronic data to be out-
put, the electronic data being obtained by the first infor-
mation processing apparatus using the data identification
information and 2) the output apparatus identification in-
formation received from the operation device to a second
information processing apparatus in response to a sec-
ond request transmitted from the second information
processing apparatus, the second information process-
ing apparatus being provided on a local network on which
the output apparatus to output the electronic data is pro-
vided. The second information processing apparatus
controls the output apparatus identified by the output ap-
paratus identification information to output the electronic
data being obtained from the first information processing
apparatus.
[0169] The above-described method performed by the
relay apparatus further includes: receiving information
processing apparatus identification information that iden-
tifies the first information processing apparatus from the
operation device; and sending the data identification in-
formation to the first information processing apparatus,
using the information processing apparatus identification
information.
[0170] The above-described method performed by the
relay apparatus further includes: extracting the informa-
tion processing apparatus identification information from
the data identification information, the information
processing apparatus identification information being a
part of the data identification information.
[0171] The above-described method performed by the
relay apparatus further includes: sending the output ap-
paratus identification information in addition to the data
identification information to the first information process-
ing apparatus in response to the first request transmitted
from the first information processing apparatus; and re-
ceiving a request from the first information processing
apparatus in response to transmitting the data identifica-
tion information and the output apparatus identification
information, the request requesting the relay apparatus

to send 1) the electronic data and 2) the output apparatus
identification information to the second information
processing apparatus.
[0172] The above-described method performed by the
relay apparatus further includes: sending the output ap-
paratus identification information only to the first informa-
tion processing apparatus to cause the electronic data
to be output from the output apparatus via the first infor-
mation processing apparatus, when the output apparatus
identification information indicates an output apparatus
that resides on a local network on which the first infor-
mation processing apparatus is provided.
[0173] The above-described method performed by the
relay apparatus further includes: sending an output ex-
ecution result received from the first information process-
ing apparatus to the operation device.
[0174] In one example, the present invention may re-
side in an information processing system that controls
output of electronic data from an output apparatus, in-
cluding a relay apparatus, a first information processing
apparatus, and a second information processing appa-
ratus. The relay apparatus includes one or more proces-
sors that: receive 1) data identification information that
identifies the electronic data to be output from the output
apparatus and 2) output apparatus identification informa-
tion that identifies the output apparatus, from an opera-
tion device communicable with the relay apparatus; send
the data identification information to a first information
processing apparatus that stores the electronic data in
response to a first request transmitted from the first in-
formation processing apparatus; and send 1) the elec-
tronic data to be output, the electronic data being ob-
tained by the first information processing apparatus using
the data identification information, and 2) the output ap-
paratus identification information received from the op-
eration device, to a second information processing ap-
paratus in response to a second request transmitted from
the second information processing apparatus. The first
information processing apparatus includes one or more
processors that send the electronic data to be output that
is obtained using the data identification information to the
relay apparatus, the data identification information being
transmitted from the relay apparatus in response to the
first request sent from the first information processing
apparatus. The second information processing appara-
tus resides on a local network on which the output appa-
ratus to output the electronic data is provided, and in-
cludes one or more processors that control the output
apparatus identified by the output apparatus identifica-
tion information to output the electronic data being ob-
tained by the first information processing apparatus, in
response to the electronic data and the output apparatus
identification information that are respectively received
from the relay apparatus in response to the second re-
quest sent from the second information processing ap-
paratus.
[0175] In the above-described information processing
apparatus, the one or more processors of the relay ap-

29 30 



EP 2 709 339 B1

17

5

10

15

20

25

30

35

40

45

50

55

paratus are further configured to send the data identifi-
cation information to the first information processing ap-
paratus, using information processing apparatus identi-
fication information that identifies the first information
processing apparatus, the information processing appa-
ratus identification information being received from the
operation device.
[0176] In the above-described information processing
apparatus, the information processing apparatus identi-
fication information is described as a part of the data iden-
tification information.
[0177] In the above-described information processing
apparatus, the one or more processors of the relay ap-
paratus are further configured to send the output appa-
ratus identification information in addition to the data
identification information to the first information process-
ing apparatus in response to the first request transmitted
from the first information processing apparatus. The one
or more processors of the first information processing
apparatus send a request to the relay apparatus, which
requests the relay apparatus to send 1) the electronic
data and 2) the output apparatus identification informa-
tion to the second information processing apparatus, in
response to receiving the data identification information
and the output apparatus identification information.
[0178] In the above-described information processing
system, the one or more processors of the first informa-
tion processing apparatus further transfer the electronic
data directly to the output apparatus to cause the elec-
tronic data to be output from the output apparatus without
sending the electronic data to the second information
processing apparatus via the relay apparatus, when the
output apparatus identification information indicates an
output apparatus that resides on a local network on which
the first information processing apparatus is provided.
[0179] In the above-described information processing
system, the one or more processors of the first informa-
tion processing apparatus send an output execution re-
sult to the operation device via the relay apparatus.

Claims

1. An information processing system (100) that controls
output of electronic data from an output apparatus
(30), the information processing system (100) com-
prising:

a relay apparatus (50), comprising:

receiving means (54, 58, 606, 607) for re-
ceiving data identification information that
identifies the electronic data to be output
from the output apparatus (30) and output
apparatus identification information that
identifies the output apparatus (30), from an
operation device (40);
identification data transmitting means (56,

58, 606, 607) for sending the data identifi-
cation information to a first server (10, 20)
that stores the electronic data in response
to a first request transmitted from the first
server (10, 20); and
data receiving means (54, 58, 606, 607) for
receiving the electronic data to be output
from the firsts server (10, 20);
data transmitting means (56, 58, 606, 607)
for sending the electronic data received
from the first server (10, 20), and the output
apparatus identification information re-
ceived from the operation device (40), to a
second server (10, 20) in response to a sec-
ond request transmitted from the second
server (10, 20);

the first server (10, 20) including:

first request transmitting means (22) for
sending the first request to the relay appa-
ratus (50);
storing means (604, 605, 608, 603a) for
storing the electronic data to be output; and
data transmitting means (22, 23, 24, 25) for
sending the electronic data to be output that
is obtained using the data identification in-
formation to the relay apparatus (50), the
data identification information being trans-
mitted from the relay apparatus (50) in re-
sponse to the first request sent from the first
server (10, 20); and

the second server (10, 20) that resides on a local
network on which the output apparatus (30) to
output the electronic data is provided, the sec-
ond server (10, 20) including:

second request transmitting means (22) for
sending the second request to the relay ap-
paratus (50); and
first controlling means (22,23, 24, 25) for
controlling the output apparatus (30) iden-
tified by the output apparatus identification
information to output the electronic data be-
ing obtained by the first server (10, 20), in
response to the electronic data and the out-
put apparatus identification information that
are respectively received from the relay ap-
paratus (50) in response to the second re-
quest sent from the second server (10, 20).

2. The information processing system (100) of claim 1,
wherein the identification data transmitting means
(56, 58, 606, 607) of the relay apparatus (50) is fur-
ther configured to send the data identification infor-
mation to the first server (10, 20), using server iden-
tification information that identifies the first server
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(10, 20), the server identification information being
received from the operation device (40).

3. The information processing system (100) of claim 2,
wherein the server identification information is de-
scribed as a part of the data identification informa-
tion.

4. The information processing system (100) of claim 1,
wherein
the identification data transmitting means (56, 58,
606, 607) of the relay apparatus (50) is further con-
figured to send the output apparatus identification
information in addition to the data identification in-
formation to the first server (10, 20) in response to
the first request transmitted from the first server
(10,20), and
the data transmitting means (22, 23, 24, 25) of the
first server (10, 20) sends a request to the relay ap-
paratus (50), which requests the relay apparatus (50)
to send the electronic data and the output apparatus
identification information to the second server (10,
20), in response to receiving the data identification
information and the output apparatus identification
information.

5. The information processing system (100) of claim 4,
wherein the first server (10, 20) further includes:

second controlling means (22, 23, 24, 25) for
transferring the electronic data directly to the
output apparatus (30) to cause the electronic
data to be output from the output apparatus (30)
without sending the electronic data to the sec-
ond server (10, 20) via the relay apparatus (50),
when the output apparatus identification infor-
mation indicates an output apparatus (30) that
resides on a local network on which the first serv-
er (10, 20) is provided.

6. The information processing system (100) of claim 1,
wherein the first controlling means (22, 23, 24, 25)
of the first server (10, 20) sends an output execution
result to the operation device (40) via the relay ap-
paratus (50).

7. A relay apparatus (50) of any one of claims 1 to 6,
which operates in cooperation with the first server
(10, 20) and the second server (10, 20) to control
output of electronic data from the output apparatus
(30).

8. A file server system including the first server (10, 20)
and the second server (10, 20) of any one of claims
1 to 6.

9. A method of controlling output of electronic data from
an output apparatus (30), performed by a relay ap-

paratus (50) that operates in cooperation with a first
server (10, 20) and a second server (10, 20), the
method comprising:

receiving data identification information that
identifies the electronic data to be output from
the output apparatus (30) and output apparatus
identification information that identifies the out-
put apparatus (30), from an operation device
(40);
sending the data identification information to the
first server (10, 20) that stores the electronic da-
ta, in response to a first request transmitted from
the first server (10, 20);
receiving the electronic data to be output from
the first server; and
sending the electronic data received from the
first server to the second server (10, 20) in re-
sponse to a second request transmitted from the
second server (10, 20), the second server (10,
20) being provided on a local network on which
the output apparatus (30) to output the electronic
data is provided,
wherein the second server (10, 20) controls the
output apparatus (30) identified by the output
apparatus identification information to output the
electronic data being obtained from the first
server (10, 20).

10. The method of claim 9, further comprising:

receiving server identification information that
identifies the first server (10, 20) from the oper-
ation device (40); and
sending the data identification information to the
first server (10, 20), using the server identifica-
tion information.

11. The method of claim 10, further comprising:

extracting the server identification information
from the data identification information, the serv-
er identification information being a part of the
data identification information.

12. The method of claim 9, further comprising:

sending the output apparatus identification in-
formation in addition to the data identification
information to the first server (10, 20) in re-
sponse to the first request transmitted from the
first server (10, 20); and
receiving a request from the first server (10, 20)
in response to transmitting the data identification
information and the output apparatus identifica-
tion information, the request requesting the relay
apparatus (30) to send the electronic data and
the output apparatus identification information
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to the second server (10, 20).

13. The method of claim 12, further comprising:

sending the output apparatus identification in-
formation only to the first server (10, 20) to cause
the electronic data to be output from the output
apparatus (30) via the first server (10, 20), when
the output apparatus identification information
indicates an output apparatus (30) that resides
on a local network on which the first server (10,
20) is provided.

14. The method of claim 9, further comprising:

sending an output execution result received
from the first server (10, 20) to the operation
device (40).

15. A carrier means (603, 604, 605, 608) carrying com-
puter readable code for controlling a computer (606)
to carry out all the steps of the information processing
method of any one of claims 9 to 14.

Patentansprüche

1. Datenverarbeitungssystem (100), das die Ausgabe
elektronischer Daten von einer Ausgabevorrichtung
(30) steuert, wobei das Datenverarbeitungssystem
(100) umfasst:

eine Weiterleitungsvorrichtung (50), die um-
fasst:

Empfangsmittel (54, 58, 606, 607) zum
Empfangen von Datenidentifizierungsinfor-
mationen, die die von der Ausgabevorrich-
tung (30) auszugebenden elektronischen
Daten identifizieren, und von
Ausgabevorrichtungsidentifizierungsinfor-
mationen, die die Ausgabevorrichtung (30)
identifizieren, von einer Operationsvorrich-
tung (40);
Identifizierungsdatenübertragungsmittel
(56, 58, 606, 607) zum Senden der Dateni-
dentifizierungsinformationen zu einem ers-
ten Server (10, 20), der die elektronischen
Daten speichert, in Reaktion auf eine von
dem ersten Server (10, 20) übertragenen
ersten Anforderung; und
Datenempfangsmittel (54, 58, 606, 607)
zum Empfangen der von dem ersten Server
(10, 20) auszugebenden elektronischen
Daten;
Datenübertragungsmittel (56, 58, 606, 607)
zum Senden der von dem ersten Server (10,
20) empfangenen elektronischen Daten

und der Ausgabevorrichtungsidentifizie-
rungsinformationen, die von der Operati-
onsvorrichtung (40) empfangen werden, zu
einem zweiten Server (10, 20) in Reaktion
auf eine von dem zweiten Server (10, 20)
übertragene zweite Anforderung;

den ersten Server (10, 20), der umfasst:

Mittel (22) zum Übertragen einer ersten An-
forderung zum Senden der ersten Anforde-
rung zu der Weiterleitungsvorrichtung (50);
Speichermittel (604, 605, 608, 603a) zum
Speichern der auszugebenden elektroni-
schen Daten; und
Datenübertragungsmittel (22, 23, 24, 25)
zum Senden der auszugebenden elektroni-
schen Daten, die unter Verwendung der
Datenidentifizierungsinformationen erhal-
ten werden, zu der Weiterleitungsvorrich-
tung (50), wobei die Datenidentifizierungs-
informationen von der Weiterleitungsvor-
richtung (50) in Reaktion auf die von dem
ersten Server (10, 20) gesendete erste An-
forderung übertragen werden; und

den zweiten Server (10, 20), der sich in einem
lokalen Netz befindet, in dem die Ausgabevor-
richtung (30) zum Ausgeben der elektronischen
Daten vorgesehen ist, wobei der zweite Server
(10, 20) umfasst:

Mittel (22) zum Übertragen einer zweiten
Anforderung zum Senden der zweiten An-
forderung zu der Weiterleitungsvorrichtung
(50); und
erste Steuermittel (22, 23, 24, 25) zum Steu-
ern der Ausgabevorrichtung 830), die durch
die Ausgabevorrichtungsidentifizierungsin-
formationen identifiziert wird, um die von
dem ersten Server (10, 20) erhaltenen elek-
tronischen Daten auszugeben, in Reaktion
auf die elektronischen Daten und die
Ausgabevorrichtungsidentifizierungsinfor-
mationen, die jeweils von der Weiterlei-
tungsvorrichtung (50) in Reaktion auf die
von dem zweiten Server (10, 20) gesendete
zweite Anforderung empfangen werden.

2. Datenverarbeitungssystem (100) nach Anspruch 1,
wobei die Identifizierungsdatenübertragungsmittel
(56, 58, 606, 607) der Weiterleitungsvorrichtung (50)
ferner konfiguriert sind, die Datenidentifizierungsin-
formationen zu dem ersten Server (10, 20) unter Ver-
wendung von Serveridentifizierungsinformationen,
die den ersten Server (10, 20) identifizieren, zu sen-
den, wobei von der Operationsvorrichtung (40) Ser-
ver-Identifizierungsinformationen empfangen wer-
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den.

3. Datenverarbeitungssystem (100) nach Anspruch 2,
wobei die Server-Identifizierungsinformationen als
Teil der Datenidentifizierungsinformationen be-
schrieben sind.

4. Datenverarbeitungssystem (100) nach Anspruch 1,
wobei
die Identifizierungsdatenübertragungsmittel (56, 58,
606, 607) der Weiterleitungsvorrichtung (50) ferner
konfiguriert sind, die Ausgabevorrichtungsidentifi-
zierungsinformationen zusätzlich zu den Dateniden-
tifizierungsinformationen zu dem ersten Server (10,
20) in Reaktion auf die von dem ersten Server (10,
20) übertragene erste Anforderung zu senden, und
die Datenübertragungsmittel (22, 23, 24, 25) des ers-
ten Servers (10, 20) eine Anforderung zu der Wei-
terleitungsvorrichtung (50) senden, die die Weiter-
leitungsvorrichtung (50) auffordert, die elektroni-
schen Daten und die Ausgabevorrichtungsidentifi-
zierungsinformationen zu dem zweiten Server (10,
20) in Reaktion auf die Datenidentifizierungsinfor-
mationen und die Ausgabevorrichtungsidentifizie-
rungsinformationen zu senden.

5. Datenverarbeitungssystem (100) nach Anspruch 4,
wobei der erste Server (10, 20) ferner umfasst:

zweite Steuermittel (22, 23, 24, 25) zum Über-
tragen der elektronischen Daten direkt an die
Ausgabevorrichtung (30), um zu veranlassen,
dass die elektronischen Daten von der Ausga-
bevorrichtung (30) ausgegeben werden, ohne
dass die elektronischen Daten zu dem zweiten
Server (10, 20) über die Weiterleitungsvorrich-
tung (50) gesendet werden, wenn die
Ausgabevorrichtungsidentifizierungsinformati-
onen eine Ausgabevorrichtung (30) bezeich-
nen, die sich in einem lokalen Netz befindet, in
dem der erste Server (10, 20) vorgesehen ist.

6. Datenverarbeitungssystem (100) nach Anspruch 1,
wobei die ersten Steuermittel (22, 23, 24, 25) des
ersten Servers (10, 20) ein Ausgabeausführungser-
gebnis an die Operationsvorrichtung (40) über die
Weiterleitungsvorrichtung (50) senden.

7. Weiterleitungsvorrichtung (50) nach einem der An-
sprüche 1 bis 6, die in Zusammenwirkung mit dem
ersten Server (10, 20) und dem zweiten Server (10,
20) arbeitet, um die Ausgabe elektronischer Daten
von der Ausgabevorrichtung (30) zu steuern.

8. Dateiserversystem, das den ersten Server (10, 20)
und den zweiten Server (10, 20) nach einem der An-
sprüche 1 bis 6 umfasst.

9. Verfahren zum Steuern der Ausgabe elektronischer
Daten von einer Ausgabevorrichtung (30), das durch
eine Weiterleitungsvorrichtung (50) ausgeführt wird,
die in Zusammenwirkung mit einem ersten Server
(10, 20) und einem zweiten Server (10, 20) arbeitet,
wobei das Verfahren Folgendes umfasst:

Empfangen von Datenidentifizierungsinformati-
onen, die die von der Ausgabevorrichtung (30)
auszugebenden elektronischen Daten identifi-
zieren, und von Ausgabevorrichtungsidentifizie-
rungsinformationen, die die Ausgabedaten (30)
identifizieren, von einer Operationsvorrichtung
(40);
Senden der Datenidentifizierungsinformationen
zu dem ersten Server (10, 20), der die elektro-
nischen Daten speichert, in Reaktion auf eine
erste Anforderung, die von dem ersten Server
(10, 20) übertragen wird;
Empfangen der auszugebenden elektronischen
Daten von dem ersten Server; und
Senden der von dem ersten Server empfange-
nen elektronischen Daten zu dem zweiten Ser-
ver (10, 20) in Reaktion auf eine von dem zwei-
ten Server (10, 20) übertragene zweite Anfor-
derung, wobei der zweite Server (10, 20) in ei-
nem lokalen Netz vorgesehen ist, in dem die
Ausgabevorrichtung (30) zum Ausgeben der
elektronischen Daten vorgesehen ist,
wobei der zweite Server (10, 20) die durch die
Ausgabevorrichtungsidentifizierungsinformati-
onen identifizierte Ausgabevorrichtung (30)
steuert, um die elektronischen Daten, die von
dem ersten Server (10, 20) erhalten wurden,
auszugeben.

10. Verfahren nach Anspruch 9, das ferner Folgendes
umfasst:

Empfangen von Server-Identifizierungsinfor-
mationen, die den ersten Server (10, 20) iden-
tifizieren, von der Operationsvorrichtung (40);
und
Senden der Datenidentifizierungsinformationen
zu dem ersten Server (10, 20) unter Verwen-
dung der Server-Identifizierungsinformationen.

11. Verfahren nach Anspruch 10, das ferner Folgendes
umfasst:

Extrahieren der Server-Identifizierungsinforma-
tionen aus den Datenidentifizierungsinformatio-
nen, wobei die Server-Identifizierungsinformati-
onen ein Teil der Datenidentifizierungsinforma-
tionen sind.

12. Verfahren nach Anspruch 9, das ferner Folgendes
umfasst:
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Senden der Ausgabevorrichtungsidentifizie-
rungsinformationen zusätzlich zu den Dateni-
dentifizierungsinformationen zu dem ersten
Server (10, 20) in Reaktion auf die von dem ers-
ten Server (10, 20) übertragene erste Anforde-
rung; und
Empfangen einer Anforderung von dem ersten
Server (10, 20) in Reaktion auf die Übertragung
der Datenidentifizierungsinformationen und der
Ausgabevorrichtungsidentifizierungsinformati-
onen, wobei die Anforderung die Weiterleitungs-
vorrichtung (30) auffordert, die elektronischen
Daten und die Ausgabevorrichtungsidentifizie-
rungsinformationen zu dem zweiten Server (10,
20) zu senden.

13. Verfahren nach Anspruch 12, das ferner Folgendes
umfasst:

Senden der Ausgabevorrichtungsidentifizie-
rungsinformationen nur zu dem ersten Server
(10, 20), um zu bewirken, dass die elektroni-
schen Daten von der Ausgabevorrichtung (30)
über den ersten Server (10, 20) ausgegeben
werden, wenn die Ausgabevorrichtungsidentifi-
zierungsinformationen eine Ausgabevorrich-
tung (30) bezeichnen, die sich in einem lokalen
Netz befindet, in dem der erste Server (10, 20)
vorgesehen ist.

14. Verfahren nach Anspruch 9, das ferner Folgendes
umfasst:

Senden eines Ausgabeausführungsergebnis-
ses, das von dem ersten Server (10, 20) emp-
fangen wird, zu der Operationsvorrichtung (40).

15. Trägermittel (603, 604, 605, 606), die computerles-
baren Code zum Steuern eines Computers (600) tra-
gen, um sämtliche Schritte des Datenverarbeitungs-
verfahrens nach einem der Ansprüche 9 bis 14 aus-
zuführen.

Revendications

1. Système de traitement d’informations (100) qui com-
mande la sortie de données électroniques depuis un
appareil de sortie (30), le système de traitement d’in-
formations (100) comprenant :

un appareil de relais (50), comprenant :

des moyens de réception (54, 58, 606, 607)
pour recevoir des informations d’identifica-
tion de données qui identifient les données
électroniques devant être sorties depuis
l’appareil de sortie (30) et des informations

d’identification d’appareil de sortie qui iden-
tifient l’appareil de sortie (30), en provenan-
ce d’un dispositif d’opération (40) ;
des moyens de transmission de données
d’identification (56, 58, 606, 607) pour en-
voyer les informations d’identification de
données à un premier serveur (10, 20) qui
stocke les données électroniques en répon-
se à une première demande transmise de-
puis le premier appareil de traitement d’in-
formations (10, 20) ; et
des moyens de réception de données (54,
58, 606, 607) pour recevoir les données
électroniques devant être sorties du pre-
mier serveur (10, 20) ;
des moyens de transmission de données
(56, 58, 606, 607) pour envoyer les données
électroniques reçues du premier serveur
(10, 20), et les informations d’identification
d’appareil de sortie reçues du dispositif
d’opération (40), à un second serveur (10,
20) en réponse à une seconde demande
transmise depuis le second serveur (10,
20) ;
le premier serveur (10, 20) incluant :

des premiers moyens de transmission
de demande (22) pour envoyer la pre-
mière demande à l’appareil de relais
(50) ;
des moyens de stockage (604, 605,
608, 603a) pour stocker les données
électroniques devant être sorties ; et
des moyens de transmission de don-
nées (22, 23, 24, 25) pour envoyer les
données électroniques devant être sor-
ties qui sont obtenues en utilisant les
informations d’identification de don-
nées à l’appareil de relais (50), les in-
formations d’identification de données
étant transmises depuis l’appareil de
relais (50) en réponse à la première de-
mande envoyée depuis le premier ser-
veur (10, 20) ; et
le second serveur (10, 20) qui réside
sur un réseau local sur lequel l’appareil
de sortie (30) pour sortir les données
électroniques est pourvu, le second
serveur (10, 20) incluant :

des seconds moyens de transmis-
sion de demande (22) pour en-
voyer la seconde demande à l’ap-
pareil de relais (50) ; et
des premiers moyens de comman-
de (22, 23, 24, 25) pour comman-
der l’appareil de sortie (30) identifié
par les informations d’identification
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d’appareil de sortie pour sortir les
données électroniques qui sont
obtenues par le premier serveur
(10, 20), en réponse aux données
électroniques et aux informations
d’identification d’appareil de sortie
qui sont reçues respectivement de
l’appareil de relais (50) en réponse
à la seconde demande envoyée
depuis le second serveur (10, 20) .

2. Système de traitement d’informations (100) selon la
revendication 1, dans lequel les moyens de trans-
mission de données d’identification (56, 58, 606,
607) de l’appareil de relais (50) sont en outre confi-
gurés pour envoyer les informations d’identification
de données au premier serveur (10, 20), en utilisant
les informations d’identification d’appareil de traite-
ment d’informations qui identifient le premier serveur
(10, 20), les informations d’identification de serveur
étant reçues du dispositif d’opération (40).

3. Système de traitement d’informations (100) selon la
revendication 2, dans lequel les informations d’iden-
tification de serveur sont décrites comme une partie
des informations d’identification de données.

4. Système de traitement d’informations (100) selon la
revendication 1, dans lequel
les moyens de transmission de données d’identifi-
cation (56, 58, 606, 607) de l’appareil de relais (50)
sont en outre configurés pour envoyer les informa-
tions d’identification d’appareil de sortie en plus des
informations d’identification de données au premier
serveur (10, 20) en réponse à la première demande
transmise depuis le premier serveur (10, 20), et
les moyens de transmission de données (22, 23, 24,
25) du premier serveur (10, 20) envoient une deman-
de à l’appareil de relais (50), qui demande à l’appareil
de relais (50) d’envoyer les données électroniques
et les informations d’identification d’appareil de sor-
tie au second serveur (10, 20), en réponse à la ré-
ception des informations d’identification de données
et des informations d’identification d’appareil de sor-
tie.

5. Système de traitement d’informations (100) selon la
revendication 4, dans lequel le premier serveur (10,
20) inclut en outre :

des seconds moyens de commande (22, 23, 24,
25) pour transférer les données électroniques
directement à l’appareil de sortie (30) pour ame-
ner les données électroniques à être sorties de
l’appareil de sortie (30) sans envoyer les don-
nées électroniques au second serveur (10, 20)
via l’appareil de relais (50), lorsque les informa-
tions d’identification d’appareil de sortie indi-

quent un appareil de sortie (30) qui réside sur
un réseau local sur lequel le premier serveur
(10, 20) est pourvu.

6. Système de traitement d’informations (100) selon la
revendication 1, dans lequel les premiers moyens
de commande (22, 23, 24, 25) du premier serveur
(10, 20) envoient un résultat d’exécution de sortie
au dispositif d’opération (40) via l’appareil de relais
(50).

7. Appareil de relais (50) selon l’une quelconque des
revendications 1 à 6, qui fonctionne en coopération
avec le premier serveur (10, 20) et le second serveur
(10, 20) pour commander la sortie de données élec-
troniques depuis l’appareil de sortie (30).

8. Système de serveur de fichiers incluant le premier
serveur (10, 20) et le second serveur (10, 20) selon
l’une quelconque des revendications 1 à 6.

9. Procédé de commande de la sortie de données élec-
troniques depuis un appareil de sortie (30), effectué
par un appareil de relais (50) qui fonctionne en coo-
pération avec un premier serveur (10, 20) et un se-
cond serveur (10, 20), le procédé comprenant :

la réception d’informations d’identification de
données qui identifient les données électroni-
ques devant être sorties de l’appareil de sortie
(30) et des informations d’identification d’appa-
reil de sortie qui identifient l’appareil de sortie
(30), en provenance d’un dispositif d’opération
(40) ;
l’envoi des informations d’identification de don-
nées au premier serveur (10, 20) qui stocke les
données électroniques, en réponse à une pre-
mière demande transmise depuis le premier
serveur (10, 20) ;
la réception des données électroniques devant
être sorties du premier serveur ; et
l’envoi des données électroniques reçues du
premier serveur au second serveur (10, 20) en
réponse à une seconde demande transmise de-
puis le second serveur (10, 20), le second ser-
veur (10, 20) étant pourvu sur un réseau local
sur lequel l’appareil de sortie (30) pour sortir les
données électroniques est pourvu,
dans lequel le second serveur (10, 20) comman-
de l’appareil de sortie (30) identifié par les infor-
mations d’identification d’appareil de sortie pour
sortir les données électroniques qui sont obte-
nues à partir du premier serveur (10, 20).

10. Procédé selon la revendication 9, comprenant en
outre :

la réception d’informations d’identification de
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serveur qui identifient le premier serveur (10,
20) en provenance du dispositif d’opération
(40) ; et
l’envoi des informations d’identification de don-
nées au premier serveur (10, 20), en utilisant
les informations d’identification de serveur.

11. Procédé selon la revendication 10, comprenant en
outre :

l’extraction des informations d’identification de
serveur des informations d’identification de don-
nées, les informations d’identification de serveur
étant une partie des informations d’identification
de données.

12. Procédé selon la revendication 9, comprenant en
outre :

l’envoi des informations d’identification d’appa-
reil de sortie en plus des informations d’identifi-
cation de données au premier serveur (10, 20)
en réponse à la première demande transmise
depuis le premier serveur (10, 20) ; et
la réception d’une demande en provenance du
premier serveur (10, 20) en réponse à la trans-
mission des informations d’identification de don-
nées et des informations d’identification d’appa-
reil de sortie, la demande demandant à l’appareil
de relais (30) d’envoyer les données électroni-
ques et les informations d’identification d’appa-
reil de sortie au second serveur (10, 20).

13. Procédé selon la revendication 12, comprenant en
outre :

l’envoi des informations d’identification d’appa-
reil de sortie uniquement au premier serveur (10,
20) pour amener les données électroniques à
être sorties de l’appareil de sortie (30) via le pre-
mier serveur (10, 20), lorsque les informations
d’identification d’appareil de sortie indiquent un
appareil de sortie (30) qui réside sur un réseau
local sur lequel le premier serveur (10, 20) est
pourvu.

14. Procédé selon la revendication 9, comprenant en
outre :

l’envoi d’un résultat d’exécution de sortie reçu
du premier serveur (10, 20) au dispositif d’opé-
ration (40).

15. Moyens de support (603, 604, 605, 608) portant un
code lisible par ordinateur pour commander un or-
dinateur (606) pour exécuter toutes les étapes du
procédé de traitement d’informations selon l’une
quelconque des revendications 9 à 14.
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