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Method  and  apparatus  for  controlling  the  automatic  inflation  of  tires  for  testing. 

©  Apparatus  for  inflating  tires  to  a  test  pressure. 
The  apparatus  includes  a  supply  of  air  and  a  regu- 
lated  supply  of  air.  A  valve  system  is  used  to  con- 
nect  the  tire  to  the  shop  supply  to  seat  the  bead  on 
the  test  rim;  to  exhaust  the  air  from  the  tire  to  bring 
the  pressure  in  the  tire  to  approximately  the  test 
pressure;  and  to  the  regulated  supply  to  bring  the  air 
in  the  tire  to  the  preselected  test  level.  The  dif- 
ference  between  the  actual  test  pressure  and  the 
desired  test  pressure  is  measured  and  that  differ- 
ence  is  used  to  control  the  pressure  regulator  so  as 
to  correct  the  test  pressure  in  the  next  succeeding 

"tire. 
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Methortan&Apparatus  for  Controlling  the  Automatic  inflation  of  Tires  for  Testing. 

This  invention  relates  to  apparatus  for  inflating 
tires,  .and  more  particularly,  to  apparatus:  for  inflat- 
ingrtires  quickly,  controllably  and  accurately  prior 
to  testing  the  tires  on  a  tire  testing  machine. 

Prior  to  testing  tires  in  a  uniformity  machine  or 
the  like,  the  tires  must  be  raised  to  a  preselected 
pressure.  It  is  desirable  that  each  tire  of  a  kind  be 
tested  at  the  same  pressure  as  every  other  tire 
being  tested.  Bringing  the.  tire,  tor  the  desired  pres- 
sure  must  be  done  as  quickly^as.possible. 

Apparatus  currently  in  use  includes  a"srrop" 
supply  of  air  and  a  regulated-  supply  of  air  with 
conduit  connecting  those-  supplies  to.  the  tire.  A 
valve  is  provided  to  connect:  the;  "shop"'  supply  to 
the^tire  to  raise  the-pressure3irrthetire>ta  the  level, 
well  above  the  test  pressures  required:  to  seat  the 
tire  bead  on  the  test  rim.  The  valve  is  then  shifted 
to  the  exhaust  position  to  exhaust  the  air  from  the 
tire  down  to  that  which  is  close  to  the  regulated 
pressure.  The  valve  then  shifts  to  the  pressure 
regulator  which  may  either  exhaust  or  introduce  air 
to  the  tire  in  order  to  bring  it  to  the  test  pressure. 
The  known  apparatus  is  imprecise  and  is  not  fully 
automatic,  requiring  manual  adjustment  of  pressure 
set  points  with  visual  observation  of  gauges  and 
the  like.  The  pressure  regulator  has  been  an  analog 
device  that  is  manually  set  More  specifically,  with 
a  manual  pressure  regulator,  the  operator  manually 
adjusts  a  spring  force  operating  on  a  diaphragm. 

An  objective  of  the  present  invention  has  been 
to  provide  apparatus  to  inflate  the  tire  quickly  and 
precisely  to  the  desired  pressure. 

Apparatus  for  inflating  tires  in  accordance  with 
the  invention  comprises  an  automatic  controller 
connected  to  the  valve  system  which  shite  among 
"shop  pressure",  "exhaust"  and  "regulated  pres- 
sure".  The  controller  has  provision  for  digitally  set- 
ting  the  bead  seat  and  test  pressures  to  desired 
levels.  A  sensor  monitors  the  level  of  pressure  in 
each  tire.  A  valve  shifts  the  connections  to  the  tire 
among  the  'shop1  pressure,  the  exhaust  and  the 
regulated  pressure  to  seat  the  tire  beads  on  the 
test  rim  first,  to  exhaust  from  that  high  bead  seat 
pressure  and  then  to  regulate  to  the  test  pressure. 

When  the  operator  starts  the  test,  the  'shop' 
supply  is  introduced  to  the  tire  which  rapidly  in- 
flates  the  tire  to  the  bead  seat  pressure.  Prior  to 
reaching  the  bead  seat  pressure,  the  controller 
energizes  the  appropriate  solenoid  to  shift  the  valve 
system  to  exhaust,  anticipating  the  time  delay  oc- 
casioned  by  the  solenoid  operation  of  the  valve. 
Thus,  after  energizing  the  solenoid,  the  pressure 
continues  to  be  introduced  into  the  tire  until  the 
bead  seat  level  is  attained  at  about  which  time  the 
valve  system  completes  its  shift  to  exhaust.  The 

pressure  is  then  exhausted  until  it  is  close  to  the 
test  pressure  level.  At  that  time  the  controller  shifts 
to  pressure  regulated  air,  again  anticipating  a  delay 
in  the  solenoid  operation  time.  When  the  shift  is 

5  completed,  it  is  preferred  that  the  level  of  air  in  the 
tire  be  below  the  preset  test  level.  Air  through  the 
pressure  regulator  brings  the  pressure  up  to  about 
the  level  for  the  test. 

That  final  pressure  is  compared  by  the  control- 
io  ler  to  the  desired  test  pressure.  The  difference 

between  the  two  pressures  is  stored  in  the  control- 
ler  and  this  difference  is  added  to  an  accumulative 
error  signal  so  that  the  voltage  output  to  the  elec- 
trical  pressure  controller  or  pressure  regulator  is 

75  corrected  to  provide  more  accurate  inflation  of 
each  successive  tire.  Usually  by  the  time  of  infla- 
tion  of  the  third  tire  in  the  sequence,  the  desired 
test  pressure  is  achieved  and  remains  constant  in 
successive  tires. 

20  Such  inflation  apparatus  enables  all  operations 
to  be  performed  automatically  with  automatic  com- 
pensation  in  succeeding  tires  for  errors  in  the  test 
pressure  in  the  preceding  tires. 

Further  the  inflation  pressures  are  controlled 
25  digitally  rather  than  being  adjusted  using  analog 

regulators. 
The  advantages  of  the  invention  include:  the 

digitally  settable  bead  seat  and  test  pressures;  the 
anticipation  of  solenoid  reaction  time;  and  the 

30  closed  loop  control  of  pressure  which  specifically 
allows  a  less  accurate  voltage-to-pressure  trans- 
ducer  and  which  does  not  require  adjusting  during 
each  tire's  cycle. 

The  invention  will  now  be  further  described  by 
35  way  of  example  with  reference  to  the  accompany- 

ing  drawing  which  is  a  combined  air  and  electrical 
circuit  diaphragm  of  an  embodiment  of  a  system  of 
the  present  invention. 

As  shown  in  the  drawing,  a  test  rim  10  to  which 
40  a  tire  1  1  is  mounted  is  connected  through  a  rotary 

union  12  to  two  air  conduits  14  and  15.  Conduit  14 
connects  the  tire  to  a  pressure  transducer  1  6  which 
is  connected  by  a  line  17  to  a  controller  18.  The 
controller  18  might  be  a  programmer  controller, 

45  '  discrete  logic  or  a  computer.  Conduit  14  also  is 
connected  to  a  pressure  gauge  19  by  which  the 
pressure  in  the  tire  can  be  visually  monitored. 

The  conduit  15  is  connected  to  the  customer 
air  supply  or  shop  supply  20.  The  connection  to 

so  the  shop  supply  is  made  through  a  manual  three- 
way  valve  25,  a  filter  26  and  a  solenoid-operated 
three-way  valve  27.  The  manual  valve  25  has  a 
muffler  30.  The  valve  27  has  a  solenoid  31  which  is 
connected  to  a  pilot  32  which  actually  controls  the 
position  of  the  valve.  The  valve  27,  being  shown  in 
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the  non-energized  position,  connects  the  tire 
through  a  solenoid-operated  poppet  vaive  35  to  an 
exhaust  muffler  36.  The  solenoids  for  the  vafves  27 
and  35  are  connected  to  the  controller  for  opera- 
tion,  as  willjj©  described. 

The  sftop  air  is  also  connected  to  the  conduit 
15  via  a  pressure  regulator  40.  The  connection  is 
through  an  accumulator  41  which  is  about  4'  Song 
and  24*  in  diameter,  a  check  valve  42  and  a  filter 
43.  The  pressure  regulator  40  includes  a  voltage- 
to-pressure  transducer  45  which  delivers  a  pres- 
sure  proportional  to  the  voltage  applied  to  the  tran- 
sducer  through  the  electrical  line  46  connected  to 
the  cofifroHer  18.  A  variable  regulator  48  supplies 
pressure  to  Ihe  pilot  of  the  voltage-to-pressure  tran- 
sducer.  The  wltage-to-pressure  transducer  is  con- 
nected  to  a  volume  booster  50.  The  volume  boost- 
er  which  majf  be  set  to  1:2,  1:3,  1:4,  etc.  booster 
ratios  to  deJKter  to  the  tire  the  desired  air  pressure 
as  determined  by  the  voltage-to-pressure  trans- 
ducer.  A  small  accumulator  51  may  optionally  be 
inserted  between  the  volume  booster  and  the  tire 
rim.  The  accumulator  is  a  pipe  about  8"  long  and 
2"  in  diameter  (as  compared  to  the  1"  diameter 
pipe  going  into  the  tire  rim).  It  may  tend  to  elimi- 
nate  oscillation  at  the  volume  booster.  The  volume 
booster  is  connected  to  the  tire  rim  by  means  of  a 
vaive  55  which  is  simply  an  on/off  valve  determin- 
ing  whether  the  pressure  regulator  is  connected  to 
the  tire  rim. 

The  pilots  to  valves  35  and  55  could  be  at  zero 
pressure  absent  an  external  supply.  Therefore,  an 
external  pressure  supply  is  provided  via  the  dotted 
line  57. 

The  controller  has  devices  70  to  set  the  test 
pressure  and  71  to  set  the  bead  seat  pressure.  In 
operation  of  the  invention,  the  operator  sets  the  test 
pressure  and  the  bead  seat  pressure  by  operation 
of  the  devices  70  and  71  .  When  the  tire  is  placed 
on  the  rim,  the  inflation  is  started.  First,  the  valve 
27  is  energized  to  shift  the  shop  supply  directly  to 
the  tire.  The  tire  begins  to  inflate  toward  the  bead 
seat  pressure.  That  pressure  is  monitored  by  the 
pressure  transducer  16  which  information  is  deliv- 
ered  to  the  controller  18.  At  a  pressure  level  below 
the  bead  seat  pressure,  the  controller  shifts  the 
valve  system  27,  35  to  exhaust.  The  tire  exhausts 
through  the  valve  27  which  is  de-energized  and 
through  the  valve  35  through  the  muffler  36.  Mean- 
while,  during  the  operation  of  the  solenoid  asso- 
ciated  with  the  vaive  27,  air  continues  to  flow  into 
the  tire  until  the  solenoid  completes  the  shifting  of 
that  valve.  In  that  interval  of  delay,  the  air  to  the  tire 
is  brought  up  to  the  bead  seat  level  in  the  range  of 
45  to  65  psi  or  approximately  50  psi. 

As  the  air  to  the  tire  is  exhausted  through  the 
valve  35,  its  level  is  continuously  monitored  by  the 
pressure  transducer  16.  As  that  level  approaches 
the  desired  test  level,  the  controller  closes  the 

5  valve  35  and  opens  the  valve  55  to  the  pressure 
regulator.  For  example,  if  the  tire  is  to  be  tested  at 
35  psi,  it  may  be  desired  to  get  down  to  34  psi 
before  the  air  from  the  pressure  regulator  is  deliv- 
ered  to  the  tire.  In  that  event,  it  may  be  necessary 

io  to  initiate  closing  the  exhaust  valve  35  at  40  psi 
because  6  psi  will  be  lost  in  the  time  required  to 
close  the  valve. 

After  the  exhaust  valve  is  closed  and  the  test 
valve  55  is  opened,  air  is  delivered  to  the  tire  until 

75  the  test  pressure  is  attained  as  determined  by  the 
voltage  applied  to  the  voltage-to-pressure  trans- 
ducer  45.  As  stated,  that  device  is  imprecise.  With 
respect  to  the  first  tire  in  the  sequence  being 
tested,  that  pressure  may  vary  from  the  true  de- 

20  sired  test  pressure.  The  pressure  transducer  16 
senses  the  tire  pressure.  That  sensed  pressure  is 
compared  to  the  desired  test  set  point.  The  dif- 
ference  is  stored  and  added  to  the  accumulative 
error  signal.  The  voltage  output  to  the  voltage-to- 

25  pressure  transducer  is  then  corrected  to  provide  a 
more  accurate  inflation  to  the  next  successive  tire. 
The  next  successive  tire,  when  taken  through  the 
sequence  of  operations  described  above,  should 
produce  a  smaller  difference  between  the  sensed 

30  pressure  and  the  set  point  test  pressure.  By  the 
time  of  the  testing  of  the  third  or  fourth  tire,  the 
sensed  pressure  and  the  set  point  test  pressure 
should  be  substantially  the  same. 

35 
Claims 

1  .  Apparatus  for  inflating  a  series  of  tyres  to  be 
tested  comprising  a  conduit  for  connection  to  a 

40  'shop'  supply  of  pressurised  unregulated  air  and  to 
a  tyre  to  inflate  said  tyre  to  a  bead  seat  pressure,  a 
pressure  sensor  for  monitoring  the  pressure  in  the 
tyre,  a  pressure  regulator,  a  conduit  connecting  the 
said  supply  through  said  pressure  regulator  to  said 

45  tyre  to  provide  a  regulated  test  pressure,  valve 
means  for  selectively  connecting  the  tyre  to  the 
'shop'  supply  conduit,  to  an  exhaust  conduit  and  to 

.  the  regulated  supply  conduit,  and  a  controller  con- 
nected  to  the  pressure  sensor  and  the  pressure 

so  regulator  to  compare  the  tyre  test  pressure  to  a 
desired  pressure  and  to  correct  the  pressure  regu- 
lator  to  vary  the  test  pressure  on  the  next  tyre  to 
be  tested. 

2.  Apparatus  as  claimed  in  claim  1  wherein  the 
55  controller  signals  a  shift  of  the  valve  means  from 

'shop'  supply  conduit  to  exhaust  conduit  before  the 
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bead  seat  pressure  is  attained  whereby  to  permit 
time  delay  in  the  system  to  complete  the  inflation 
as  the  valve  makes  its  shift. 

3:.  Apparatus  as  csfeimed  in  claim  1  or  2 
whereim  fie  controller  sgmals  a  shift  of  the  valve  5 
means,  tan  the  exhaust  conduit  to  the  pressure 
regulator  conduit  after  t e   tyre  is  exhausted  below 
test  pressure  whereby  to  permit  air  from  the  pres- 
sure  regulator  to  be  introduced  into  the  tyre  to 
bring  the  tyre  to  frre  desired  test  pressure.  10 

A.  A  method  of  inflating  a  series  of  tyres  to  a 
set  test  pressure  comprising  the  steps  of  first  inflat- 
ing;  a  tyre  to  a  bead  seat  pressure,  partially  ex- 
hausting  the  pressure  to  approximately  the  test 
pressure,  inflating  the  tyre  to  the  test  pressure  as  75 
determined  by  a  voltage-to-pressure  transducer, 
determining  the  difference  between  the  actual  test 
pressure  and  the  set  test  pressure,  and  correcting 
the  voltage;  to  the  voltagB-to-pressure  transducer 
by  the  amount  of  said  difference  whereby  the  next  20 
succeeding  tyre  will  be  inflated  to  an  actual  pres- 
sure  closer  to  said  set  pressure. 

5.  A  method  as  claimed  in  claim  4  in  which  the 
tyre  is  exhausted  to  a  pressure  level  below  test 
pressure  prior  to  inflating  to  test  pressure.  25 
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