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Description

Field of the invention

[0001] The present invention relates to devices for
cooling an exhaust gas recirculation (EGR) flow of an
internal combustion engine, of the type comprising:

- a body with an inlet and an outlet for the EGR flow,
defining a main duct for the EGR flow from said inlet
to said outlet, and a secondary duct in parallel with
the main duct,

- at least one heat exchanger module for cooling the
EGR flow, arranged in the main duct, and

- valve means arranged in said body for controlling
the EGR flow through the main duct and the second-
ary duct.

Prior art

[0002] Devices of the type indicated above are known
to the person skilled in the art. Such known devices usu-
ally include a single heat exchanger module and two
valves, controllable according to the operating conditions
of the engine, to vary the degree of cooling to which the
EGR flow is subjected. In particular, such devices are
able to operate in a "full cooling" condition, wherein the
maximum cooling capacity of the heat exchanger module
is exploited, in a condition of "partial cooling", wherein
the cooling function is only partial, or in a "no cooling"
condition wherein the cooling function is totally excluded.
[0003] In such known devices, the first of the two
valves, being able to move between two different oper-
ating positions, can determine the exposure of the EGR
flow to the cooling function, or the total exclusion of said
cooling function. The second of the two valves, also being
able to move between two different operating positions,
instead determines a partialization of the cooling func-
tion, being able to force the EGR flow to flow only through
a reduced section of the single heat exchanger module,
in case the first valve is in the operating position that
determines the exposure of the EGR flow to the cooling
function.
[0004] The aforesaid known devices, however, have
the drawback of an uneven distribution of heat inside the
heat exchanger module in the cooling" operating mode.
In such known devices, the heat exchanger module can,
therefore, be subjected to a non-uniform thermal field.
This non-uniformity of the thermal field can cause defor-
mations and/or thermal-mechanical stresses of the heat
exchanger module, which can limit the resistance over
time of the device for cooling the EGR flow.
[0005] A device of the type indicated above is
known from GB 2 473 821 A. Similar devices are
known from DE 10 2012 011227 A1, GB 2 453 831 A
and US 2008/149080 A1.

Object of the invention

[0006] The object of the present invention is to provide
a device of the type indicated at the beginning of the
present description, which is characterized by a structure
that allows limiting the generation of non-uniform thermal
fields inside the heat exchanger modules during the "par-
tial cooling" operating mode.
[0007] Another object of the invention is to provide
more than one "partial cooling" operating mode, thus of-
fering the possibility of varying more finely the degree of
cooling to which the EGR flow can be subjected.
[0008] Still another object of the invention is to provide
a system for actuating the valve means arranged in the
body of the device comprising a limited number of actu-
ators.

Summary of the invention

[0009] In view of achieving this object, the present in-
vention relates to a device for cooling an exhaust gas
recirculation (EGR) flow having all the characteristics in-
dicated in claim 1.

Detailed description of some embodiments

[0010] Further characteristics and advantages of the
invention will become apparent from the description that
follows, with reference to the attached drawings, provid-
ed purely by way of non-limiting example, wherein:

- Figure 1 is a schematic cross-sectional view that
shows a device for cooling an exhaust gas recircu-
lation (EGR) flow of an internal combustion engine,
according to the prior art,

- Figure 2 is a schematic cross-sectional view of a
further cooling device according to the prior art,

- Figures 3A and 3B are two schematic cross-section-
al views, on an enlarged scale, of the heat exchanger
module forming part of the known device of Figure
2, in two different operating conditions of this device,

- Figures 4A, 4B, and 4C are schematic cross-sec-
tional views that show a first embodiment, not form-
ing part of the invention, in three different operating
conditions,

- Figure 5 is a schematic cross-sectional view of an-
other embodiment, also not forming part of the in-
vention in one of its operating conditions, and

- Figures 6A, 6B, and 6C are schematic cross-sec-
tional views that show an embodiment of the device
according to the invention in three different operating
conditions.

[0011] In Figure 1, the reference number 1 indicates
in its entirety a conventional cooling device for the ex-
haust gas recirculation (EGR) flow of an internal com-
bustion engine. The device 1 comprises a body 2 with
an inlet connector 2A and an outlet connector 2B. The
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connectors 2A, 2B define an inlet 3 and an outlet 4 of an
in-line (or I-shaped) path inside the device. In the context
of the present description, an in-line or "I-shaped" path
means a path defined by a device having the inlet 3 and
the outlet 4 located at opposite ends of the body 2 (in
contrast to a "U-shaped" path).
[0012] In Figure 1, the device 1 thus has an in-line con-
figuration, with the inlet 3 and the outlet 4 at opposite
ends of the body 2. The body includes a heat exchanger
module located between the inlet 3 and the outlet 4 inside
a main duct 7 defined by the body 2. The body also in-
cludes a secondary duct 8 in parallel with the main duct
7 and, therefore, in parallel with the single heat exchanger
5. The secondary duct 8 thus allows "by-passing" the
heat exchanger 5.
[0013] single heat exchanger 5. The secondary duct 8
thus allows "by-passing" the heat exchanger 5.
[0014] Circulation of the EGR flow is controlled by a
door valve 9, pivotally connected in 10 to the body of the
device, adjacent to the inlet 3. The door valve 9 enables
the EGR to selectively flow towards the main duct 7, and
therefore towards the heat exchanger 5, or towards the
secondary duct 8.
[0015] The door valve 9 of the device of Figure 1 has
a first operating position, indicated with a continuous line
in Figure 1, wherein it obstructs the access to the heat
exchanger 5, so that the entire EGR flow passes from
the inlet 3 to the outlet 4 through the secondary duct 8
and the cooling function is completely excluded. The door
valve 9 of the device of Figure 1 also has a second op-
erating position, indicated by a dashed line in Figure 1,
wherein said door valve 9 completely obstructs the inlet
of the secondary duct 8, so as to enable the cooling func-
tion, obtained through the passage of the entire EGR flow
through the heat exchanger 5 located in the main duct 7.
[0016] In the known device described above, there-
fore, it is possible to obtain two different operating con-
ditions: a first operating condition (corresponding to the
operating position of the door valve 9 indicated with a
continuous line in Figure 1) in which the EGR flow does
not pass through the heat exchanger 5, so that the cooling
function is totally excluded ("no cooling"), and a second
operating condition (corresponding to the operating po-
sition of the door valve 9 indicated by the dashed line in
Figure 1) in which the EGR flow passes through the heat
exchanger 5, thus obtaining the cooling of the EGR flow
("full cooling").
[0017] Again, with reference to the known device of
Figure 1, the heat exchanger 5 is usually constituted by
a body including a bundle of tubes through which the
EGR flow passes and that are arranged in a chamber,
through which a coolant flows, typically the coolant of the
internal combustion engine. To this end, the heat ex-
changer is inserted into the part of the engine cooling
circuit that is external to the engine.
[0018] Still with reference to the known arrangement
exemplified in Figure 1, the door valve 9 is controlled by
an actuator, for example, an electrically-operated actu-

ator, which is in turn controlled by an electronic controller
on the basis of signals indicative of the operating condi-
tions of the engine, so as to enable or disable the cooling
function of the EGR flow according to these operating
conditions.
[0019] Figure 2 illustrates a second device according
to the prior art. In this Figure, the parts that are the same
or corresponding to those of Figure 1 are indicated by
the same reference numbers.
[0020] The main difference with respect to the solution
of Figure 1 lies in the fact that, in this case, a first door
valve 9 is provided, which directs the EGR flow entering
the device selectively towards the main duct 7 (and,
therefore, towards the heat exchanger 5) or towards the
secondary duct 8, as well as a second door valve 11,
pivotally connected in 12 to the body of the device inside
the main duct 7, which is able to "obstruct" a part of the
bundle of tubes of the heat exchanger 5 with respect to
the incoming EGR flow.
[0021] Figures 3A and 3B schematically show the bun-
dle of tubes 51 of the heat exchanger 5, immersed in a
chamber 50 through which the engine coolant flows.
[0022] In the position of the door valve 11 that is shown
with a continuous line in Figure 2, the two lower rows of
the tubes 51 of the exchanger 5 (whose cross-sections
are darkened in Figure 3B) are not accessible for the
EGR flow entering the device, so that in this condition
the cooling function is partialized ("partial cooling").
[0023] In the position of the door valve 11 that is shown
with a dashed line in Figure 2, instead, all the rows of the
tubes 51 of the heat exchanger 5 are accessible for the
EGR flow entering the device, so that in this condition
the maximum cooling capacity of the heat exchanger 5
("full cooling") is exploited.
[0024] The door valve 9 instead, analogously to that
of the solution in Figure 1, enables the arrival of the EGR
flow to the heat exchanger 5, or completely excludes it,
diverting the inlet flow entirely through the secondary duct
8, which represents the by-pass of the main duct 7 com-
prising the heat exchanger 5, so that in this condition the
cooling function is totally excluded ("no cooling").
[0025] The solution illustrated in Figure 2 is, therefore,
able to obtain some form of regulation (partialization) of
the cooling of the EGR flow, but has the drawback of
causing undesired thermal stresses of the structure of
the device, due to the non-uniform thermal field to which
the heat exchanger 5 is subjected. These thermo-me-
chanical stresses can cause, for example, deformation
of the structure of the heat exchanger 5, and limit its re-
sistance.
[0026] Figures 4A, 4B, and 4C are schematic cross-
sectional views illustrating three different operating con-
ditions of a first embodiment not forming part of the
invention. In these figures as well, and in the subsequent
figures referred to in the present description, the parts
common or corresponding to the preceding figures are
indicated by the same reference numbers.
[0027] As for the devices of Figures 1 and 2, the device
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also has an in-line configuration with an inlet 3 and an
outlet 4 at opposite ends of a body 2.
[0028] In the case of the invention, instead of a single
heat exchanger module 5, a first and a second heat ex-
changer module 5, 6 are provided, arranged in series
between the inlet 3 and the outlet 4, with the second heat
exchanger module 6 arranged downstream of the first
heat exchanger module 5, with reference to the direction
of the EGR flow.
[0029] In this first embodiment exemplified in Figures
4A, 4B and 4C, not forming part of the invention, both
the heat exchangers 5, 6 are included within a main duct
7 defined by the body 2 of the device in direct correspond-
ence with the inlet 3. This body also defines a secondary
duct 8, in parallel with the main duct 7 (and, therefore, in
parallel with both heat exchanger modules), which allows
"by-passing" at least one of the heat exchangers 5, 6.
[0030] The body 2 of the device exemplified in Figures
4A, 4B and 4C further defines a first communication pas-
sage 15 between the main duct 7 and the secondary duct
8, said first communication passage being located up-
stream of the first heat exchanger module 5, with refer-
ence to the direction of the EGR flow. Similarly, the body
2 of the device defines a second communication passage
16 between the main duct 7 and the secondary duct 8,
this second communication passage being located
downstream of the first heat exchanger module 5 and
upstream of the second heat exchanger module 6, with
reference to the direction of the EGR flow.
[0031] Furthermore, in the case of the invention, the
inlet to each heat exchanger module can be enabled or
disabled (opened or closed) by a respective door valve.
The valve means of the device exemplified in Figures
4A, 4B and 4C comprise the door valve 9, arranged up-
stream of the first heat exchanger module 5 and at the
first communication passage 15, which directs the EGR
flow towards the first heat exchanger module 5 arranged
in the main duct 7, or towards the secondary duct 8
through the first communication passage 15, and a sec-
ond door valve 13 pivotally connected at the axis 14 up-
stream of the second heat exchanger module 6 and at
the second communication passage 16, which directs
the EGR flow towards the second heat exchanger mod-
ule 6 arranged in the main duct 7, or towards the sec-
ondary duct 8 through the second communication pas-
sage 16.
[0032] Figure 4A shows a first arrangement of the door
valves 9, 13, corresponding to the "full cooling" operating
condition of the device. In this arrangement, the door
valve 9 closes the first communication passage 15 be-
tween the main duct 7 and the secondary duct 8, while
the door valve 13 closes the second communication pas-
sage 16. In this condition, therefore, the EGR flow enter-
ing the device firstly flows entirely through the first up-
stream heat exchanger module 5, then through the sec-
ond downstream heat exchanger module 6, and finally
leaves the device through the outlet 4.
[0033] Figure 4B shows a second arrangement of the

door valves 9, 13, corresponding to the "partial cooling"
operating condition of the device. In this arrangement,
the door valve 9 closes the first communication passage
15 between the main duct 7 and the secondary duct 8,
while the door valve 13 obstructs the inlet of the second
heat exchanger module 6 and opens the second com-
munication passage 16. In this condition, therefore, the
EGR flow entering the device firstly flows entirely through
the first heat exchanger module 5 arranged in the main
duct 7, and from there it flows then into the secondary
duct 8 through the communication passage 16, then leav-
ing the device through the outlet 4, by-passing the second
heat exchanger module 6.
[0034] Figure 4C shows a third arrangement of the
door valves 9, 13, corresponding to the "no cooling" op-
erating condition of the device. In this arrangement, the
door valve 9 blocks the inlet of the first heat exchanger
module 5 and opens the first communication passage
15, while the door valve 13 closes the second commu-
nication passage 16. In this condition, therefore, the EGR
flow entering the device is forced to flow from the inlet 3
to the outlet 4 entirely passing through the secondary
duct 8, and bypassing both heat exchanger modules 5,
6. The cooling function is therefore completely excluded.
[0035] Still with reference to Figure 4A, in this figure
are shown in a purely schematic way two actuators (for
example, electric actuators) M1, M2 arranged to control
the operating position of the valve elements 9, 13, and
an electronic controller E, which controls the actuators
M1, M2 according to signals S1, S2, S3, etc. indicative
of parameters that define the operating conditions of the
internal combustion engine. These parameters can in-
clude, for example, the temperature of the engine cool-
ant, the temperature of the engine exhaust gases, the
engine rotation speed, the engine load, etc.
[0036] The electronic controller E controls the actua-
tors M1, M2 according to techniques well known to those
skilled in the art, also on the basis of a signal indicative
of the operating positions of the valve elements 9 and/or
13, or of the actuators M1 and/or M2, or any other element
interposed in the transmission between the actuators M1,
M2 and the respective valve elements 9, 13.
[0037] It is understood that these actuators M1, M2
and this electronic controller E, indicated in a purely sche-
matic manner in Figure 4A, are not visible in Figures 4B
and 4C for simplicity of illustration only. Since Figures 4B
and 4C illustrate the same embodiment exemplified in
Figure 4A in two additional operating conditions, it should
be understood that these components M1, M2 and E are
present, insofar as they are present in the embodiment
exemplified in Figure 4A.
[0038] In the first embodiment exemplified in Figures
4A, 4B and 4C, therefore, each heat exchanger module
5, 6 is provided with a respective door valve 9, 13 located
at the respective inlet. Each of the door valves 9, 13 can
be actuated into two different positions, thus enabling the
EGR to selectively flow towards the respective heat ex-
changer module, or towards the respective communica-
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tion passage between the main duct 7 and the secondary
duct 8, so as to be able to achieve three operating modes:
"full cooling", "partial cooling" and "no cooling".
[0039] It should be noted that in all the embodiments
described in the present description, the two heat ex-
changer modules 5, 6 can be equal or different (e.g. in
relation to their dimensions such as length, cross-section,
diameter of the tubes 51, number of the tubes 51 etc.).
[0040] Likewise, in all the embodiments described
herein, the two heat exchanger modules 5, 6 can be in-
serted into the same cooling circuit or into two separate
cooling circuits, e.g. containing coolants with different
characteristics and/or different temperatures.
[0041] Figure 5 illustrates a variant of the first embod-
iment, which also does not form part of the invention.
This variant is substantially similar to the solution of Fig-
ures 4A, 4B and 4C except that the door valve 13 can be
moved into three different operating positions, instead of
the two operating positions that characterize the opera-
tion of the valve 13 in the device illustrated in Figures 4A,
4B and 4C. This additional operating position of the door
valve 13, illustrated in Figure 5, allows the "partial cool-
ing" function to be carried out in a different manner from
that illustrated in Figure 4B.
[0042] Figure 5 shows an arrangement of the door
valves 9, 13, corresponding to a second "partial cooling"
operating condition, different from the one illustrated in
Figure 4B. In this arrangement of Figure 5, the door valve
9 obstructs the inlet of the first heat exchanger module
5 and opens the first communication passage 15, while
the door valve 13 obstructs the secondary duct 8 down-
stream of the second communication passage 16. In this
condition, therefore, the EGR flow entering the device
flows from the inlet 3 towards the secondary duct 8
through the first communication passage 15, then passes
through the second communication passage 16 to flow
through the second heat exchanger module 6, and from
this it finally leaves the device through the outlet 4.
[0043] Since the door valves 9, 13 of the solution ex-
emplified in Figure 5 can also assume the positions al-
ready discussed in the case of the embodiment exem-
plified in Figures 4A, 4B and 4C, the solution of Figure 5
allows four different operating modes to be achieved: "full
cooling", "partial cooling 1", "partial cooling 2" and "no
cooling".
[0044] In the "partial cooling 1" operating mode, corre-
sponding to the example in Figure 4B, the EGR flow pass-
es through the upstream heat exchanger 5 only. Con-
versely, in the "partial cooling 2" operating mode, corre-
sponding to the example in Figure 5, the EGR flow passes
through the downstream heat exchanger 6 only.
[0045] Since, as discussed above, the two heat ex-
changer modules 5, 6 can be different, for example, in
relation to some of their geometric and/or structural char-
acteristics, it follows that they can be characterized by
different cooling capacities. Therefore, the "partial cool-
ing 1" and "partial cooling 2" operating modes obtainable
by means of the embodiment exemplified in Figure 5 can

correspond to different degrees of cooling of the EGR
flow, thus allowing a greater possibility of control and
flexibility of use of the embodiment shown in Figure 5
with respect to the embodiment shown in Figures 4A, 4B
and 4C.
[0046] Two actuators (for example electric actuators)
M1, M2 are also shown in a purely schematic way in
Figure 5, arranged for controlling the operating position
of the valve elements 9, 13, and an electronic controller
E, which controls the electric actuators M1, M2 as a func-
tion of signals S1, S2, S3, etc. as discussed above.
[0047] Figures 6A, 6B and 6C illustrate an embodiment
of the device according to the invention. In this embodi-
ment, the first heat exchanger module 5 is located inside
the main duct 7, and the second heat exchanger module
6 is located inside the secondary duct 8. Also in the case
of this additional embodiment exemplified in Figures 6A,
6B and 6C, the body 2 of the device defines a first and
a second communication passage 15, 16 between the
main duct 7 and the secondary duct 8.
[0048] In a similar manner to that previously discussed
for other embodiments, in the case of the present em-
bodiment, the first communication passage 15 is also
located upstream of the first heat exchanger module 5,
with reference to the direction of the EGR flow, and the
second communication passage 16 is located down-
stream of the first heat exchanger module 5 and upstream
of the second heat exchanger module 6.
[0049] In the embodiment exemplified in Figures 6A,
6B and 6C, each of the two door valves 9, 13 can be
moved into three different operating positions.
[0050] By a kinematic mechanism of any known type,
exemplified by the block L interposed in the kinematic
chain exemplified by the dashed line that the two door
valves 9, 13 can be moved into three different operating
positions.
[0051] By a kinematic mechanism of any known type,
exemplified by the block L interposed in the kinematic
chain exemplified by the dashed line that connects the
valves 9, 13 in Figure 6A, the two door valves are actu-
ated by the same actuator M, in such a way that the re-
spective movements are mutually linked. For example,
the two valves 9, 13 can rotate by the same angle, but
in opposite directions.
[0052] Figure 6A shows a first arrangement of the door
valves 9, 13, corresponding to a "partial cooling" operat-
ing condition of the device. In this arrangement, the door
valve 9 closes the first communication passage 15 be-
tween the main duct 7 and the secondary duct 8, while
the door valve 13 closes the second communication pas-
sage 16. In this condition, therefore, the EGR flow enter-
ing the device firstly flows entirely through the first heat
exchanger module 5, and from there it continues through
the main duct 7 towards the outlet 4 of the device, by-
passing the second heat exchanger module 6.
[0053] Figure 6B shows a second arrangement of the
door valves 9, 13, corresponding to the "no cooling" op-
erating condition of the device. In this arrangement, the
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door valve 9 obstructs the inlet of the first heat exchanger
module 5 and opens the first communication passage
15, while the door valve 13 obstructs the inlet of the sec-
ond heat exchanger module 6 and opens the second
communication passage 16. In this condition, therefore,
the EGR flow entering the device flows from the inlet 3
towards the secondary duct 8 through the first commu-
nication passage 15, thus by-passing the first heat ex-
changer module 5, then it passes through the second
communication passage 16 to flow through the main duct
7, thus by-passing the second heat exchanger module
6, and it finally leaves the device through the outlet 4.
[0054] Figure 6C shows a third arrangement of the
door valves 9, 13, corresponding to the "full cooling" op-
erating condition of the device. In this arrangement, the
door valve 9 obstructs the secondary duct 8 downstream
of the first communication passage 15, while the door
valve 13 obstructs the main duct 7 downstream of the
second communication passage 16. In this condition,
therefore, the EGR flow entering the device firstly flows
entirely through the first heat exchanger module 5 ar-
ranged in the main duct 7, and from there it then flows
into the secondary duct 8 through the communication
passage 16, thus passing through the second heat ex-
changer module 6 arranged in the secondary duct 8, then
leaving the device through the outlet 4.
[0055] With reference to Figure 6A, in this Figure, an
actuator (e.g., an electric actuator) M is indicated in a
purely schematic manner, arranged for controlling the
operating position of the valve elements 9, 13, and an
electronic controller E, which controls the actuator M as
a function of signals S1, S2, S3, etc.
[0056] It should be noted that, unlike the embodiments
exemplified in Figures 4A to 5, the embodiment exem-
plified in Figures 6A, 6B and 6C envisages the use of
only one actuator M for actuating both the door valves 9,
13, as the respective actuation mechanisms are coupled
by means of the kinematic mechanism L.
[0057] As in the case of Figures 4A, 4B and 4C, for
Figures 6A, 6B and 6C it should be understood that this
actuator M and this electronic controller E, indicated in a
purely schematic manner in Figure 6A, are also not visible
in Figures 6B and 6C for simplicity of illustration only, but
they are still considered present.
[0058] It should be noted that a further advantage of
this last embodiment discussed and exemplified in Fig-
ures 6A, 6B and 6C is given by the possibility of simpli-
fying the actuation system of the door valves 9, 13, en-
visaging the use of just one actuator M and one simple
kinematic mechanism L, thus reducing the number of
components necessary for producing the three different
operating modes ("full cooling", "partial cooling" and "no
cooling") of the device for cooling the EGR flow.
[0059] As is evident from the above description, a fun-
damental concept of the present invention, and advan-
tageous with respect to known devices, lies in the fact
that the EGR flow never passes through the heat ex-
changer modules 5, 6 in a "partial" manner. The EGR

flow passes through the heat exchanger modules 5, 6
throughout their entire section, or the heat exchanger
modules 5, 6 are completely excluded from the recircu-
lation circuit of the exhaust gases.
[0060] In this way, undesirable thermal stresses of the
structure of the heat exchangers 5, 6 are avoided, since
they are always subjected to (almost) uniform thermal
fields. Accordingly, a device according to embodiments
reduces the probability that the heat exchanger modules
undergo deformations and/or breakages.

Claims

1. A device (1) for cooling an exhaust gas recirculation
(EGR) flow of an internal combustion engine, com-
prising:

- a body (2) with an inlet (3) and an outlet (4) for
the EGR flow, defining a main duct (7) for the
EGR flow from said inlet to said outlet, and a
secondary duct (8) in parallel with the main duct,
said inlet (3) and said outlet (4) being located at
opposite ends of said body (2),
- a first heat exchanger module (5) and a second
heat exchanger module (6) for cooling the EGR
flow, said first heat exchanger module (5) being
arranged in said main duct (7), and said second
heat exchanger module (6) being arranged
downstream of the first heat exchanger module
(5), with reference to the direction of the EGR
flow,
- valve means (9, 13) arranged in said body (2)
for controlling the EGR flow through the main
duct (7) and the secondary duct (8),
- a first communication passage (15) between
the main duct (7) and the secondary duct (8),
located upstream of the first heat exchanger
module (5), with reference to the direction of the
EGR flow, and
- a second communication passage (16) be-
tween the main duct and the secondary duct,
located downstream of the first heat exchanger
module (5) and upstream of the second heat ex-
changer module (6), with reference to the direc-
tion of the EGR flow,
- said valve means comprising:
- a first valve (9) arranged upstream of the first
heat exchanger module (5) and having at least
one first operating position wherein said first
valve closes said first communication passage
(15), and a second operating position wherein
said first valve obstructs the inlet of the first heat
exchanger module (5), and
- a second valve (13) arranged upstream of the
second heat exchanger module (6) and having
at least one first operating position wherein said
second valve closes said second communica-
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tion passage (16), and a second operating po-
sition wherein said second valve obstructs the
inlet of the second heat exchanger module (6),
wherein said device also comprises means for
controlling said first valve (9) and said second
valve (13) in order to direct the EGR flow either
through both the heat exchanger modules, or
through only one of the two heat exchanger
modules, or along a path that passes through
neither the first heat exchanger module nor the
second heat exchanger module,
wherein
- said second heat exchanger module (6) is in-
cluded in said secondary duct (8),
- said first valve (9) has a third operating position
wherein it obstructs said secondary duct (8)
downstream of said first communication pas-
sage (15), and
- said second valve (13) has a third operating
position wherein it obstructs said primary duct
(7) downstream of said second communication
passage (16),

in such a way that:

- in a first operating configuration of said valves
(9, 13), the first valve (9) closes said first com-
munication passage (15) and the second valve
(13) closes said second communication pas-
sage (16), so that the EGR flow is directed
through the first heat exchanger module (5) only,
- in a second operating configuration of said
valves (9, 13), the first valve (9) obstructs the
inlet of the first heat exchanger module (5) and
the second valve (13) obstructs the inlet of the
second heat exchanger module (6), so that the
EGR flow is directed through a path that passes
through neither the first heat exchanger module
(5) nor the second heat exchanger module (6),
and
- in a third operating configuration of said valves
(9, 13), the first valve (9) obstructs said second
duct (8) downstream of the first communication
passage (15) and the second valve (13) ob-
structs the primary duct (7) downstream of the
second communication passage (16), so that
the EGR flow is directed through the main duct
(7) and through the first heat exchanger module
(5), and then through the second communica-
tion passage (16) into said secondary duct (8)
and through the second heat exchanger module
(6).

2. A device according to claim 1, wherein said means
for controlling said first valve (9) and said second
valve (13) comprise an actuator (M), an electronic
controller (E) for controlling said actuator (M), and a
kinematic mechanism (L), which mutually links the

movements of the first valve (9) and of the second
valve (13).

Patentansprüche

1. Vorrichtung (1) zum Kühlen eines AGR (Abgasrück-
führungs)-Stroms eines Verbrennungsmotors, die
umfasst:

- einen Körper (2) mit einem Einlass (3) und ei-
nem Auslass (4) für den AGR-Strom, der einen
Hauptkanal (7) für den AGR-Strom von dem Ein-
lass zu dem Auslass und einen Nebenkanal (8)
parallel zu dem Hauptkanal bildet, wobei der
Einlass (3) und der Auslass (4) sich an gegen-
überliegenden Enden des Körpers (2) befinden,
- ein erstes Wärmetauscher-Modul (5) und ein
zweites Wärmetauscher-Modul (6) zum Kühlen
des AGR-Stroms, wobei das erste Wärmetau-
scher-Modul (5) in dem Hauptkanal (7) ange-
ordnet ist und das zweite Wärmetauscher-Mo-
dul (6) in Bezug auf die Richtung des AGR-
Stroms stromab von dem ersten Wärmetau-
scher-Modul (5) liegt,
- Ventileinrichtungen (9, 13), die in dem Körper
(2) angeordnet sind, um den AGR-Strom durch
den Hauptkanal (7) und den Nebenkanal (8) zu
steuern,
- einen ersten Verbindungs-Durchlass (15) zwi-
schen dem Hauptkanal (7) und dem Nebenka-
nal (8), der in Bezug auf die Richtung des AGR-
Stroms stromauf von dem ersten Wärmetau-
scher-Modul (5) liegt, und
- einen zweiten Verbindungs-Durchlass (16)
zwischen dem Hauptkanal und dem Nebenka-
nal, der in Bezug auf die Richtung des AGR-
Stroms stromab von dem ersten Wärmetau-
scher-Modul (5) und stromauf von dem zweiten
Wärmetauscher-Modul (6) liegt,
- wobei die Ventileinrichtungen umfassen:
- ein erstes Ventil (9), das stromauf von dem
ersten Wärmetauscher-Modul (5) angeordnet
ist und wenigstens eine erste Funktionsposition,
in der das erste Ventil den ersten Verbindungs-
Durchlass (15) schließt, und eine zweite Funk-
tionsposition hat, in der das erste Ventil den Ein-
lass des ersten Wärmetauscher-Moduls (5)
sperrt, sowie
ein zweites Ventil (13), das stromauf von dem
zweiten Wärmetauscher-Modul (6) angeordnet
ist und wenigstens eine erste Funktionsposition,
in der das zweite Ventil den zweiten Verbin-
dungs-Durchlass (16) schließt, und eine zweite
Funktionsposition hat, in der das zweite Ventil
den Einlass des zweiten Wärmetauscher-Mo-
duls (6) sperrt,
wobei die Vorrichtung des Weiteren Einrichtun-
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gen umfasst, mit denen das erste Ventil (9) und
das zweite Ventil (13) so gesteuert werden, dass
sie den AGR-Strom entweder durch beide Wär-
metauscher-Module oder nur durch eines der
zwei Wärmetauscher-Module oder über einen
Weg leiten, der weder durch das erste Wärme-
tauscher-Modul noch durch das zweite Wärme-
tauscher-Modul verläuft,
wobei
das zweite Wärmetauscher-Modul (6) in dem
Nebenkanal (8) enthalten ist,
- das erste Ventil (9) eine dritte Funktionsposi-
tion hat, in der es den Nebenkanal (8) stromab
von dem ersten Verbindungs-Durchlass (15)
sperrt, und
- das zweite Ventil (13) eine dritte Funktionspo-
sition hat, in der es den Hauptkanal (7) stromab
von dem zweiten Verbindungs-Durchlass (16)
sperrt,

und zwar so, dass:

- in einer ersten Funktionskonfiguration der Ven-
tile (9, 13) das erste Ventil (9) den ersten Ver-
bindungs-Durchlass (15) schließt und das zwei-
te Ventil (13) den zweiten Verbindungs-Durch-
lass (16) schließt, so dass der AGR-Strom nur
durch das erste Wärmetauscher-Modul (5) ge-
leitet wird,
- in einer zweiten Funktionskonfiguration der
Ventile (9, 13) das erste Ventil (9) den Einlass
des ersten Wärmetauscher-Moduls (5) sperrt
und das zweite Ventil (13) den Einlass des zwei-
ten Wärmetauscher-Moduls (6) sperrt, so dass
der AGR-Strom über einen Weg geleitet wird,
der weder durch das erste Wärmetauscher-Mo-
dul (5) noch durch das zweite Wärmetauscher-
Modul (6) verläuft, und
- in einer dritten Funktionskonfiguration der Ven-
tile (9, 13) das erste Ventil (9) den zweiten Kanal
(8) stromab von dem ersten Verbindungs-
Durchlass (15) sperrt und das zweite Ventil (13)
den Hauptkanal (7) stromab von dem zweiten
Verbindungs-Durchlass (16) sperrt, so dass der
AGR-Strom durch den Hauptkanal (7) und durch
das erste Wärmetauscher-Modul (5) und dann
durch den zweiten Verbindungs-Durchlass (16)
in den Nebenkanal (8) hinein und durch das
zweite Wärmetauscher-Modul (6) geleitet wird.

2. Vorrichtung nach Anspruch 1, wobei die Einrichtun-
gen zum Steuern des ersten Ventils (9) und des zwei-
ten Ventils (13) ein Stellglied (M), eine elektronische
Steuerung (E) zum Steuern des Stellgliedes (M) so-
wie einen kinematischen Mechanismus (L) umfas-
sen, der die Bewegungen des ersten Ventils (9) und
des zweiten Ventils (13) miteinander koppelt.

Revendications

1. Dispositif (1) pour refroidir un flux de recirculation
des gaz d’échappement (EGR) d’un moteur à com-
bustion interne, comprenant :

- un corps (2) avec une entrée (3) et une sortie
(4) pour le flux EGR, définissant un conduit prin-
cipal (7) pour le flux EGR de ladite entrée à ladite
sortie, et un conduit secondaire (8) en parallèle
avec le conduit principal, ladite entrée (3) et la-
dite sortie (4) étant situées au niveau d’extrémi-
tés opposées dudit corps (2),
- un premier module d’échangeur de chaleur (5)
et un deuxième module d’échangeur de chaleur
(6) pour refroidir le flux EGR, ledit premier mo-
dule d’échangeur de chaleur (5) étant agencé
dans ledit conduit principal (7), et ledit deuxième
module d’échangeur de chaleur (6) étant agen-
cé en aval du premier module d’échangeur de
chaleur (5), en référence à la direction du flux
EGR,
- des moyens de soupape (9, 13) agencés dans
ledit corps (2) pour commander le flux EGR à
travers le conduit principal (7) et le conduit se-
condaire (8),
- un premier passage de communication (15)
entre le conduit principal (7) et le conduit secon-
daire (8), situé en amont du premier module
d’échangeur de chaleur (5), en référence à la
direction du flux EGR, et
- un deuxième passage de communication (16)
entre le conduit principal et le conduit secondai-
re, situé en aval du premier module d’échangeur
de chaleur (5) et en amont du deuxième module
d’échangeur de chaleur (6), en référence à la
direction du flux EGR,
- lesdits moyens de soupape comprenant :
- une première soupape (9) agencée en amont
du premier module d’échangeur de chaleur (5)
et ayant au moins une première position de fonc-
tionnement dans laquelle ladite première sou-
pape ferme ledit premier passage de communi-
cation (15), et une deuxième position de fonc-
tionnement dans laquelle ladite première sou-
pape obstrue l’entrée du premier module
d’échangeur de chaleur (5), et
- une deuxième soupape (13) agencée en amont
du deuxième module d’échangeur de chaleur
(6) et ayant au moins une première position de
fonctionnement dans laquelle ladite deuxième
soupape ferme ledit deuxième passage de com-
munication (16), et une deuxième position de
fonctionnement dans laquelle ladite deuxième
soupape obstrue l’entrée du deuxième module
d’échangeur de chaleur (6),
dans lequel ledit dispositif comprend également
des moyens pour commander ladite première
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soupape (9) et ladite deuxième soupape (13)
afin de diriger le flux EGR soit à travers les deux
modules d’échangeur de chaleur, soit à travers
un seul des deux modules d’échangeur de cha-
leur, ou le long d’un trajet qui ne traverse ni le
premier module d’échangeur de chaleur ni le
deuxième module d’échangeur de chaleur,
où
- ledit deuxième module d’échangeur de chaleur
(6) est inclus dans ledit conduit secondaire (8),
- ladite première soupape (9) a une troisième
position de fonctionnement dans laquelle elle
obstrue ledit conduit secondaire (8) en aval dudit
premier passage de communication (15), et
- ladite deuxième soupape (13) a une troisième
position de fonctionnement dans laquelle elle
obstrue ledit conduit primaire (7) en aval dudit
deuxième passage de communication (16),

de sorte que :

- dans une première configuration de fonction-
nement desdites soupapes (9, 13), la première
soupape (9) ferme ledit premier passage de
communication (15) et la deuxième soupape
(13) ferme ledit deuxième passage de commu-
nication (16), de sorte que le flux EGR soit dirigé
à travers le premier module d’échangeur de cha-
leur (5) uniquement,
- dans une deuxième configuration de fonction-
nement desdites soupapes (9, 13), la première
soupape (9) obstrue l’entrée du premier module
d’échangeur de chaleur (5) et la deuxième sou-
pape (13) obstrue l’entrée du deuxième module
d’échangeur de chaleur (6), de sorte que le flux
EGR soit dirigé à travers un trajet qui ne traverse
ni le premier module d’échangeur de chaleur (5)
ni le deuxième module d’échangeur de chaleur
(6), et
- dans une troisième configuration de fonction-
nement desdites soupapes (9, 13), la première
soupape (9) obstrue ledit deuxième conduit (8)
en aval du premier passage de communication
(15) et la deuxième soupape (13) obstrue le con-
duit primaire (7) en aval du deuxième passage
de communication (16), de sorte que le flux EGR
soit dirigé à travers le conduit principal (7) et à
travers le premier module d’échangeur de cha-
leur (5), et ensuite à travers le deuxième passa-
ge de communication (16) dans ledit conduit se-
condaire (8) et à travers le deuxième module
d’échangeur de chaleur (6).

2. Dispositif selon la revendication 1, dans lequel les-
dits moyens pour commander ladite première sou-
pape (9) et ladite deuxième soupape (13) compren-
nent un actionneur (M), un dispositif de commande
électronique (E) pour commander ledit actionneur

(M), et un mécanisme cinématique (L), qui relie mu-
tuellement les mouvements de la première soupape
(9) et de la deuxième soupape (13).
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