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(54) INFORMATION PROCESSING DEVICE AND INFORMATION PROCESSING METHOD

(57) [Solving Means]
An information processing apparatus (10) includes:

a compressing-and-writing unit (103) that compresses a
file-to-be-written, and writes the compressed-file in a
memory area; and a total-file-size calculating unit (102)
that calculates a total-file-size, the total-file-size being a
total value of file-sizes of one or more already-written
compressed-files, and updates the total-file-size with a
sum of a compressed-file-size and the total-file-size, the
compressed-file-size being a file-size of the written com-
pressed-file.
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Description

Technical Field

[0001] The present disclosure relates to an information
processing apparatus and an information processing
method capable of compressing a file-to-be-written and
writing the compressed-file in a memory area.

Background Art

[0002] There is known a technique of compressing a
file-to-be-written and writing the compressed-file in a
memory area (Patent Literature 1).

Citation List

Patent Literature

[0003] Patent Literature 1: Japanese Patent Applica-
tion Laid-open No. H05-274198

Disclosure of Invention

Technical Problem

[0004] In a technique of compressing-and-writing a file,
it is desirable to increase the rate of accurately determin-
ing whether an error-in-writing will occur or not before
writing a file in the technique of compressing-and-writing
the file.

Solution to Problem

[0005] According to an embodiment of the present dis-
closure, an information processing apparatus includes:

a compressing-and-writing unit that compresses a
file-to-be-written, and writes the compressed-file in
a memory area; and
a total-file-size calculating unit that

calculates a total-file-size, the total-file-size be-
ing a total value of file-sizes of one or more al-
ready-written compressed-files, and
updates the total-file-size with a sum of a com-
pressed-file-size and the total-file-size, the com-
pressed-file-size being a file-size of the written
compressed-file.

[0006] According to the present embodiment, the total-
file-size of the (not uncompressed but) compressed-file
is calculated. As a result, the difference between the (in-
formation of) total-file-size and the area-written-in-fact in
the memory area can be minimized.
[0007] According to an embodiment of the present dis-
closure, an information processing method includes:

compressing a file-to-be-written, and writing the
compressed-file in a memory area;
calculating a total-file-size, the total-file-size being a
total value of file-sizes of one or more already-written
compressed-files; and
updating the total-file-size with a sum of a com-
pressed-file-size and the total-file-size, the com-
pressed-file-size being a file-size of the written com-
pressed-file.

Advantageous Effects of Invention

[0008] According to the present disclosure, in a tech-
nique of compressing-and-writing a file, it is possible to
increase the rate of accurately determining whether an
error-in-writing will occur or not before writing a file.
[0009] Note that the effects described here are not nec-
essarily limitations, but any effects described in the
present disclosure may be obtained.

Brief Description of Drawings

[0010]

[Fig. 1] A hardware configuration of an image forming
apparatus according to an embodiment of the
present disclosure.
[Fig. 2] A functional configuration of the image form-
ing apparatus.
[Fig. 3] An operational flow the image forming appa-
ratus.

Mode(s) for Carrying Out the Invention

[0011] Hereinafter, an embodiment of the present dis-
closure will be described with reference to the drawings.
[0012] In the present embodiment, an image forming
apparatus (Multifunction Peripheral, hereinafter simply
referred to as MFP) will be described as an example of
an information processing apparatus.

1. Hardware configuration of image forming apparatus

[0013] Fig. 1 shows a hardware configuration of an im-
age forming apparatus according to an embodiment of
the present disclosure.
[0014] The MFP 10 includes a controller 11. The con-
troller 11 includes a CPU (Central Processing Unit), a
RAM (Random Access Memory), a ROM (Read Only
Memory), dedicated hardware circuits, and the like and
performs overall operational control of the MFP 10. A
computer program that causes the MFP 10 to operate
as the respective functional units (to be described later)
is recorded in a non-transitory computer readable record-
ing medium such as a ROM.
[0015] The controller 11 is connected to an image
scanner 12, an image processor 14, an image memory
15, an image forming device 16, an operation device 17,
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a memory device 18, a network communication device
13, and the like. The controller 11 performs operational
control of the respective devices connected thereto and
sends/receives signals and data to/from those devices.
[0016] According to job execution instructions input by
a user via the operation device 17 or a personal computer
(not shown) connected to the network N, the controller
11 controls drive and processing of mechanisms requi-
site for executing operational control of functions such
as a scanner function, a printing function, and a copy
function.
[0017] The image scanner 12 captures an image from
a document.
[0018] The image processor 14 carries out image
processing as necessary on image data of an image read
by the image scanner 12. For example, the image proc-
essor 14 corrects shading of an image read by the image
scanner 12 and carries out other image processing to
improve the quality of the image to be formed.
[0019] The image memory 15 includes an area that
temporarily stores data of a document image read by the
image scanner 12 or data to be printed by the image
forming device 16.
[0020] The image forming device 16 prints an image
on a sheet or the like based on the image data obtained
by the image scanner 12.
[0021] The operation device 17 includes a touch panel
device and an operation key device that accept user’s
instructions on various operations and processing exe-
cutable by the MFP 10. The touch panel device includes
a display device 17a such as an LCD (Liquid Crystal Dis-
play) equipped with a touch panel.
[0022] The network communication device 13 is an in-
terface used for connecting to the network.
[0023] The memory device 18 is a large-volume mem-
ory device such as an HDD (Hard Disk Drive) that stores
a document image read by the image scanner 12, and
the like.

2. Functional configuration of image forming apparatus

[0024] Fig. 2 shows a functional configuration of the
image forming apparatus.
[0025] The MFP 10 loads an information processing
program stored in the ROM, which is an example of a
non-transitory computer readable recording medium, in
the RAM and executes the information processing pro-
gram to thereby function as the maximum determining
unit 101, the total-file-size calculating unit 102, the com-
pressing-and-writing unit 103, the compression-rate cal-
culating unit 104, the predicted-compression-rate calcu-
lating unit 105, and the predicted-file-size calculating unit
106.
[0026] The total-file-size calculating unit 102 calcu-
lates a total value (referred to as "total-file-size") of file-
sizes of a plurality of already-written compressed-files,
and updates the total-file-size with a sum of a file-size of
a written compressed-file (referred to as "compressed-

file-size") and the total-file-size.
[0027] The maximum determining unit 101 determines
whether a sum of a file-size of an uncompressed-file-to-
be-written (will be written) (referred to as "uncom-
pressed-file-size") and the total-file-size is larger than a
maximum size of a memory area or not.
[0028] The compressing-and-writing unit 103 com-
presses the file-to-be-written, and writes the com-
pressed-file in the memory area.
[0029] The compression-rate calculating unit 104 cal-
culates a compression-rate of the compressed-file based
on the uncompressed-file-size and the compressed-file-
size.
[0030] The predicted-compression-rate calculating
unit 105 calculates a predicted-compression-rate of an
uncompressed-file-to-be-written based on a plurality of
compression-rates of the plurality of already-written com-
pressed-files.
[0031] The predicted-file-size calculating unit 106 cal-
culates a compressed-file-size (referred to as "predicted-
file-size") where the file-to-be-written is compressed
based on the predicted-compression-rate calculated by
the predicted-compression-rate calculating unit 105.
[0032] Out of the total-file-size, the maximum size of
the memory area, the compressed-file, the compression-
rate, and the predicted-compression-rate, at least the to-
tal-file-size and the compression-rate are stored in a non-
volatile memory.

3. Operational flow of image forming apparatus

[0033] Fig. 3 is an operational flow the image forming
apparatus.
[0034] The operation is based on the following
premise. The maximum size of a memory area of the
MFP 10, in which a certain kind of data file can be written,
is predetermined. The OS (Operating System) of the
MFP 10 has a function of compressing a file-to-be-written
and writing the compressed-file in the memory area to
write the certain kind of data file. The "certain kind of data
file" is, for example, an application execution file or the
like, is a file for software additionally installed according
to configuration made by a user, and excludes firmware
information or the like permanently stored.
[0035] The operation is further based on the following
premise. The total-file-size calculating unit 102 has cal-
culated a total value (referred to as "total-file-size") of file-
sizes of a plurality of already-written compressed-files.
Specifically, every time a compressed-file is written, the
total-file-size calculating unit 102 updates the total-file-
size with a sum of the file-size of the written compressed-
file (referred to as "compressed-file-size") and the total-
file-size. A method of updating the total-file-size by the
total-file-size calculating unit 102 will be described later
in detail.
[0036] Upon receiving an instruction to write a file (un-
compressed), the maximum determining unit 101 deter-
mines whether a sum of a file-size of an uncompressed-
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file-to-be-written (will be written) (referred to as "uncom-
pressed-file-size") and the total-file-size is larger than the
maximum size of the memory area or not (Step S101).
[0037] Where the maximum determining unit 101 de-
termines that the sum (first sum) of the uncompressed-
file-size and the total-file-size is the maximum size or less
(Step S101, NO), the total-file-size calculating unit 102
updates the total-file-size with the sum (first sum) of the
uncompressed-file-size and the total-file-size before the
compressed-file is written (Step S102). As a result, the
sum (first sum) of the uncompressed-file-size and the
total-file-size is stored in the nonvolatile memory as the
total-file-size.
[0038] After the total-file-size is updated, the com-
pressing-and-writing unit 103 compresses the file-to-be-
written, and writes the compressed-file in the memory
area (Step S103).
[0039] After the compressed-file is written, the total-
file-size calculating unit 102 calculates an increased size
of the memory area after the writing (Step S103) (referred
to as "increment size"). The total-file-size calculating unit
102 updates the total-file-size with a sum (second sum)
of the increment size and the present total-file-size (i.e.,
total-file-size updated with sum (first sum) of uncom-
pressed-file-size and total-file-size). As a result, a sum
(second sum) of the total-file-size, which is updated with
the sum (first sum) of the uncompressed-file-size and the
total-file-size, and the increment size is stored in the non-
volatile memory as the total-file-size. Next, the total-file-
size calculating unit 102 subtracts the uncompressed-
file-size (sum of Step S102) from the updated total-file-
size (second sum) to thereby update the total-file-size
(Step S104).
[0040] In short, the total-file-size calculating unit 102
calculates (total-file-size at the start of the operational
flow of Fig. 3 + uncompressed-file-size + increment size
- uncompressed-file-size) (Steps S102, S104) to thereby
calculate (total-file-size at the start of the operational flow
of Fig. 3 + increment size) as a result. Finally, the total-
file-size calculating unit 102 updates the total-file-size
with the calculated (total-file-size at the start of the oper-
ational flow of Fig. 3 + increment size).
[0041] After the total-file-size is updated, the compres-
sion-rate calculating unit 104 calculates a compression-
rate of the compressed-file based on the uncompressed-
file-size and the compressed-file-size (Step S105).
[0042] Meanwhile, where the maximum determining
unit 101 determines that the sum (first sum) of the un-
compressed-file-size and the total-file-size is larger than
the maximum size (Step S101, YES), the predicted-com-
pression-rate calculating unit 105 calculates a predicted-
compression-rate of the uncompressed-file-to-be-written
based on the plurality of compression-rates of the plural-
ity of already-written compressed-files (Step S106). For
example, the predicted-compression-rate calculating
unit 105 calculates the predicted-compression-rate of the
uncompressed-file-to-be-written based on the minimum
compression-rate out of the plurality of compression-

rates of the plurality of already-written compressed-files.
For only an example, the predicted-compression-rate
calculating unit 105 may use the minimum compression-
rate as the predicted-compression-rate. For another ex-
ample, the predicted-compression-rate calculating unit
105 may use (minimum compression-rate - standard de-
viation, or average compression-rate - 3*standard devi-
ation, for example) as the predicted-compression-rate to
compensate variations.
[0043] The predicted-file-size calculating unit 106 cal-
culates a compressed-file-size where the file-to-be-writ-
ten is compressed based on the predicted-compression-
rate calculated by the predicted-compression-rate calcu-
lating unit 105 (referred to as "predicted-file-size") (Step
S107).
[0044] The maximum determining unit 101 determines
whether the sum (third sum) of the predicted-file-size cal-
culated by the predicted-file-size calculating unit 106 and
the total-file-size is larger than the maximum size or not
(Step S108).
[0045] Where the maximum determining unit 101 de-
termines that the sum (third sum) of the predicted-file-
size and the total-file-size is larger than the maximum
size (Step S108, YES), it is highly likely that the com-
pressed-file cannot written in the memory area, and an
error occurs since it is over the size limit (Step S109).
[0046] Meanwhile, where the maximum determining
unit 101 determines that the sum (third sum) of the pre-
dicted-file-size and the total-file-size is the maximum size
or less (Step S108, NO), the total-file-size calculating unit
102 updates the total-file-size with the sum (third sum)
of the predicted-file-size and the total-file-size before the
compressed-file is written (Step S110). As a result, the
sum (third sum) of the predicted-file-size and the total-
file-size is stored in the nonvolatile memory as the total-
file-size.
[0047] After the total-file-size is updated, the com-
pressing-and-writing unit 103 compresses the file-to-be-
written, and writes the compressed-file in the memory
area (Step S111. Completely the same as Step S103) .
[0048] After the compressed-file is written, the total-
file-size calculating unit 102 calculates an increment size,
the increment size being an increased size of the memory
area after the writing (Step S111). The total-file-size cal-
culating unit 102 updates the total-file-size with the sum
(fourth sum) of the increment size and the present total-
file-size (i.e., total-file-size updated with sum (third sum)
of predicted-file-size and total-file-size). As a result, the
sum (fourth sum) of the total-file-size, which is updated
with the sum (third sum) of the predicted-file-size and the
total-file-size, and the increment size is stored in the non-
volatile memory as the total-file-size. Next, the total-file-
size calculating unit 102 subtracts the predicted-file-size
(sum of Step S110) from the updated total-file-size (fourth
sum) to thereby update the total-file-size (Step S112).
[0049] In short, the total-file-size calculating unit 102
calculates (total-file-size at the start of the operational
flow of Fig. 3 + predicted-file-size + increment size - pre-
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dicted-file-size) (Steps S110, S112), to thereby calculate
(total-file-size at the start of the operational flow of Fig.
3 + increment size) as a result. Finally, the total-file-size
calculating unit 102 updates the total-file-size with the
calculated (total-file-size at the start of the operational
flow of Fig. 3 + increment size).
[0050] After the total-file-size is updated, the compres-
sion-rate calculating unit 104 calculates the compres-
sion-rate of the compressed-file based on the uncom-
pressed-file-size and the compressed-file-size (Step
S113. Completely the same as Step S105).

4. Conclusion

[0051] The maximum size of a memory area of an MFP,
in which a certain kind of data file can be written, is pre-
determined. The OS of MFP 10 has a function of com-
pressing a file-to-be-written and writing the compressed-
file in the memory area to write the certain kind of data
file. In such a compressing-and-writing system, a user
cannot know a compressed-file-size. Since a user cannot
know a compressed-file-size, the user cannot know
whether the compressed-file can be recorded (can be
written) in the memory area or not before the com-
pressed-file is written. To know whether the compressed-
file can be recorded (can be written) in the memory area
is helpful for a user, for example, to logically divide the
memory area and to manage the size of the memory
area. In view of this, a user may check whether a file can
be written or not based on the maximum size of the mem-
ory area before the file is compressed-and-written. How-
ever, the user cannot know the file-size of the com-
pressed-file before the file is compressed-and-written.
Because of this, all the user can do is to check whether
the file-size of the uncompressed-file is within the maxi-
mum size of the memory area or not. However, where
the file-size of the uncompressed-file is larger than the
maximum size of the memory area, even if the com-
pressed-file can be recorded (can be written actually) in
the memory area, the compressed-file may not be written
since it may be over the size limit.
[0052] In view of this, according to the present embod-
iment, the total-file-size calculating unit 102 calculates a
total value of file-sizes of a plurality of already-written
compressed-files (total-file-size), and updates the total-
file-size with a sum of a file-size of the written com-
pressed-file (compressed-file-size) and the total-file-size
(Steps S102 and S104, Steps S110 and S112). Before
the file-to-be-written is written, where a sum of a file-size
of the uncompressed-file-to-be-written (uncompressed-
file-size) and the total-file-size is larger than a maximum
size of the memory area (Step S101, NO), the maximum
determining unit 101 determines whether a sum of a com-
pressed-file-size (predicted-file-size) where the file-to-
be-written is compressed based on the predicted-com-
pression-rate and the total-file-size is larger than the
maximum size or not (Step S108).
[0053] Further, according to the present embodiment,

the total-file-size calculating unit 102 calculates a total
value (total-file-size) of file-sizes of a plurality of com-
pressed-files. Further, if a file having the uncompressed-
file-size cannot be written (an error occurs since it is over
the size limit), the maximum determining unit 101 deter-
mines whether the compressed-file can be written or not
based on the predicted-file-size. In this manner, the max-
imum is determined based on the total-file-size of the
(not uncompressed but) compressed-file and the predict-
ed-file-size of the compressed-file. As a result, the differ-
ence between the (information of) total-file-size and the
area-written-in-fact in the memory area can be mini-
mized. As a result, it is possible to determine that a file
cannot be written (an error occurs since it is over the size
limit) more reliably. It is possible to reduce a case where
a compressed-file can be written actually but is not written
(an error occurs since it is over the size limit).
[0054] According to the present embodiment, the total-
file-size calculating unit 102 updates the total-file-size as
follows specifically. Before the compressed-file is written,
the total-file-size calculating unit 102 updates the total-
file-size with a sum of the uncompressed-file-size (or pre-
dicted-file-size) and the total-file-size (Step S102 or
S110). After the compressed-file is written (Step S103 or
S111), the total-file-size calculating unit 102 calculates
an increment size, the increment size being an increased
size of the memory area after the writing, updates the
total-file-size with a sum of the increment size and the
total-file-size, and subtracts the uncompressed-file-size
(or predicted-file-size) from the updated total-file-size to
thereby update the total-file-size (Step S104 or S112).
[0055] Let’s say, without executing Step S102 or S110,
after a compressed-file is written, a total-file-size is up-
dated with a sum of an increment size and the total-file-
size, simply. Let’s say, in this case, for example, the MFP
is powered off during writing the compressed-file or after
writing the compressed-file and before updating the total-
file-size, and, as a result, the total-file-size is not updated
(increment size is not added). In this case, although at
least part of the compressed-file is written, the total-file-
size is not updated (increment size is not added). As a
result, the difference between the (information of) total-
file-size and the area-written-in-fact in the memory area
becomes larger. As a result, when a file is written next
time, a maximum size is determined based on a total-
file-size, which is smaller than the actual total-file-size.
As a result, the MFP may start writing despite the fact
that the compressed-file cannot be written actually (an
error occurs since it is over the size limit).
[0056] To the contrary, according to the present em-
bodiment, before the compressed-file is written, the total-
file-size is updated with the sum of the uncompressed-
file-size (or predicted-file-size) and the total-file-size
(Step S102 or S110). Let’s say the MFP is powered off
during writing or after writing the compressed-file, and,
as a result, the total-file-size is not further updated (Step
S104 or S112). Even in this case, since the uncom-
pressed-file-size (or predicted-file-size) is added to the
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total-file-size tentatively, the difference between the (in-
formation of) total-file-size and the area-written-in-fact in
the memory area is still minimized. As a result, when a
file is written next time, a maximum size is determined
based on the total-file-size, to which the uncompressed-
file-size (or predicted-file-size) is added tentatively. As a
result, the MFP may not be likely to start writing despite
the fact that the compressed-file cannot be written actu-
ally (an error occurs since it is over the size limit).
[0057] Further, According to the present embodiment,
every time a file is written, the compression-rate calcu-
lating unit 104 calculates the compression-rate of the
compressed-file (Step S105 or S113). The predicted-
compression-rate calculating unit 105 calculates the pre-
dicted-compression-rate based on the plurality of com-
pression-rates of the plurality of already-written com-
pressed-files (Step S106). As a result, since the predict-
ed-compression-rate is calculated based on all the com-
pression-rates of all the already-written compressed-
files, it is possible to calculate the predicted-compres-
sion-rate accurately. Specifically, the predicted-com-
pression-rate calculating unit 105 calculates the predict-
ed-compression-rate based on the minimum compres-
sion-rate out of all the compression-rates. The predicted-
file-size calculating unit 106 calculates the predicted-file-
size where the file-to-be-written is compressed based on
the predicted-compression-rate (based on minimum
compression-rate) (Step S107). Since it is based on the
minimum compression-rate, the predicted-file-size is the
largest predictable file-size. As a result, the MFP may
not be likely to start writing despite the fact that the com-
pressed-file cannot be written actually (an error occurs
since it is over the size limit).
[0058] It should be understood by those skilled in the
art that various modifications, combinations, subcombi-
nations and alterations may occur depending on design
requirements and other factors insofar as they are within
the scope of the appended claims or the equivalents
thereof.

Claims

1. An information processing apparatus, comprising:

a compressing-and-writing unit that compress-
es a file-to-be-written, and writes the com-
pressed-file in a memory area; and
a total-file-size calculating unit that

calculates a total-file-size, the total-file-size
being a total value of file-sizes of one or
more already-written compressed-files, and
updates the total-file-size with a sum of a
compressed-file-size and the total-file-size,
the compressed-file-size being a file-size of
the written compressed-file.

2. The information processing apparatus according to
claim 1, further comprising:
a maximum determining unit that, before the file-to-
be-written is written, determines whether a first sum
is larger than a maximum size of the memory area
or not, the first sum being a sum of an uncom-
pressed-file-size and the total-file-size, the uncom-
pressed-file-size being a file-size of the uncom-
pressed-file-to-be-written.

3. The information processing apparatus according to
claim 2, wherein
where the maximum determining unit determines
that the first sum is the maximum size or less,
the total-file-size calculating unit updates the total-
file-size by,
before the compressed-file is written,
updating the total-file-size with the first sum, and
after the compressed-file is written,

calculating an increment size, the increment
size being an increased size of the memory area
after the writing,
updating the total-file-size with a second sum,
the second sum being a sum of the increment
size and the total-file-size updated with the first
sum, and
subtracting the uncompressed-file-size from the
total-file-size updated with the second sum to
thereby update the total-file-size.

4. The information processing apparatus according to
claim 2, further comprising:
a compression-rate calculating unit that calculates a
compression-rate of the compressed-file based on
the uncompressed-file-size and the compressed-
file-size.

5. The information processing apparatus according to
claim 4, further comprising:

a predicted-compression-rate calculating unit
that calculates a predicted-compression-rate of
the uncompressed-file-to-be-written based on
the one or more compression-rates of the one
or more already-written compressed-files; and
a predicted-file-size calculating unit that calcu-
lates a predicted-file-size, the predicted-file-size
being a compressed-file-size where the file-to-
be-written is compressed based on the predict-
ed-compression-rate, wherein
where the maximum determining unit deter-
mines that the first sum is larger than the max-
imum size,
the maximum determining unit further deter-
mines whether a third sum is larger than the
maximum size or not, the third sum being a sum
of the predicted-file-size and the total-file-size.
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6. The information processing apparatus according to
claim 5, wherein
where the maximum determining unit determines
that the third sum is the maximum size or less,
the total-file-size calculating unit updates the total-
file-size by,
before the compressed-file is written,
updating the total-file-size with the third sum, and
after the compressed-file is written,

calculating an increment size, the increment
size being an increased size of the memory area
after the writing,
updating the total-file-size with a fourth sum, the
fourth sum being a sum of the increment size
and the total-file-size updated with the third sum,
and
subtracting the predicted-file-size from the total-
file-size updated with the fourth sum to thereby
update the total-file-size.

7. The information processing apparatus according to
claim 5, wherein
the predicted-compression-rate calculating unit cal-
culates a predicted-compression-rate of the uncom-
pressed-file-to-be-written based on a minimum com-
pression-rate out of the one or more compression-
rates of the one or more already-written com-
pressed-files.

8. An information processing method, comprising:

compressing a file-to-be-written, and writing the
compressed-file in a memory area;
calculating a total-file-size, the total-file-size be-
ing a total value of file-sizes of one or more al-
ready-written compressed-files; and
updating the total-file-size with a sum of a com-
pressed-file-size and the total-file-size, the com-
pressed-file-size being a file-size of the written
compressed-file.

11 12 



EP 3 343 379 A1

8



EP 3 343 379 A1

9



EP 3 343 379 A1

10



EP 3 343 379 A1

11

5

10

15

20

25

30

35

40

45

50

55



EP 3 343 379 A1

12

5

10

15

20

25

30

35

40

45

50

55



EP 3 343 379 A1

13

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• JP H05274198 B [0003]


	bibliography
	abstract
	description
	claims
	drawings
	search report
	cited references

