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(54) DISHWASHER AND DRIVING METHOD THEREFOR

(57) Disclosed is a dishwasher having excellent heat
recovery efficiency. The dishwasher includes a dish-
washing tub in which dishes are washed; a first tank con-
figured to store therein cold washing water to be used
for a next stroke; a second tank configured to store there-
in hot washing water, which has been used in the dish-
washing tub, and being placed adjacently to the first tank
to transfer heat from the stored hot washing water to cold
washi may provide an effect of having ng water in the
first tank, and comprising an opening configured to de-
liver the hot washing water to the dishwashing tub; and
a circulation pipe configured to connect the dishwashing
tub and the second tank to enable the hot washing water
to circulate between the second tank and the dishwash-
ing tub and comprising a circulation valve configured to
allow the hot washing water to pass therethrough or to
block the hot washing water from passing therethrough.
The dishwasher may provide an effect of having very
excellent heat recovery efficiency while minimally chang-
ing a prior art structure.
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Description

[TECHNICAL FIELD]

[0001] The disclosure relates to a dishwasher, and
more particularly, to a dishwasher for saving energy by
allowing washing water for a next stroke to recover heat
from washing water that has been used for washing dish-
es, and a driving method thereof.

[BACKGROUND ART]

[0002] A dishwasher sprays washing water at a high
pressure through a nozzle to wash dishes. As washing
water used for washing dishes is hot water which was
heated during a washing process, there is a difference
in temperature between the hot water and cold water
newly supplied for a next stroke. From an energy-saving
perspective, recovery of heat by the cold water, which is
for a next stroke, from the hot water used for washing is
very desirable. EU Patent No. 2820997 discloses a dish-
washer in which a pipe for supplying cold water, which
is newly introduced for a next stroke, passes through a
container storing therein hot water used for washing dish-
es in zigzags to absorb heat from the hot water.
[0003] Such dishwasher including a heat recovery
module using the foregoing pipe-type heat exchanger
has very low heat exchange efficiency as a heat ex-
change area between hot water and cold water is small.
Also, the conventional dishwasher has a large container
for storing washing water used for washing, and a com-
plicated pipe structure and therefore it is difficult to im-
plement such dishwasher in practice.

[TECHNICAL PROBLEM]

[0004] An aspect of the disclosure is to solve the con-
ventional problems described above, and provide a dish-
washer having excellent heat recovery efficiency while
utilizing an existing structure to the maximum and mini-
mizing a change in the structure, and a driving method
thereof.

[TECHNICAL SOLUTION]

[0005] According to an embodiment of the disclosure,
there is provided a dishwasher. The dishwasher accord-
ing to the disclosure includes a dishwashing tub in which
dishes are washed; a first tank configured to store therein
cold washing water to be used for a next stroke; a second
tank configured to store therein hot washing water, which
has been used in the dishwashing tub, and being placed
adjacently to the first tank to transfer heat from the stored
hot washing water to cold washi may provide an effect
of having ng water in the first tank, and comprising an
opening configured to deliver the hot washing water to
the dishwashing tub; and a circulation pipe configured to
connect the dishwashing tub and the second tank to en-

able the hot washing water to circulate between the sec-
ond tank and the dishwashing tub and comprising a cir-
culation valve configured to allow the hot washing water
to pass therethrough or to block the hot washing water
from passing therethrough. The dishwasher according
to the disclosure has excellent heat recovery efficiency
and may perform a heat recovery function without drastic
change to its structure as the hot washing water circulates
between the second tank and the dishwashing tub and
transfers heat to cold washing water.
[0006] The dishwashing tub may include a sump which
is arranged in a lower part of the dishwashing tub to gath-
er hot washing water after use.
[0007] The dishwasher may further include a washing
water supply pipe configured to connect the first tank and
the sump. Accordingly, cold washing water for a next
stroke may be supplied to the sump after recovering heat.
[0008] The dishwasher may further include a water
supply pipe configured to supply cold washing water from
the outside and to be connected to the washing water
supply pipe, and the water supply pipe may be configured
to supply cold washing water to the first tank through the
washing water supply pipe. Accordingly, the washing wa-
ter supply pipe may be used for both supplying and dis-
charging washing water.
[0009] The dishwasher may further include a water sof-
tener configured to change hard water into soft water,
and the water supply pipe may be configured to discharge
cold washing water which has been softened by the water
softener to the washing water supply pipe.
[0010] The washing water supply pipe may include a
water supply valve which is arranged after a connection
point of the water supply pipe and supplies cold washing
water or blocks supply of cold washing water. Accord-
ingly, cold washing water may be prevented from being
supplied to the sump when hot washing water is supplied
to the second tank.
[0011] The second tank may be accommodated in the
first tank, and the first tank and the second tank may be
mounted in a left side or right side of the dishwasher.
Accordingly, not only space can be utilized to the maxi-
mum and potential energy of washing water in the first
and second tanks is increased to efficiently drain hot
washing water and supply cold washing water, but also
heat recovery efficiency may be improved.
[0012] The second tank may be formed in the first tank
by a blow molding.
[0013] The first tank may include a pair of panel-
shaped external walls facing each other leaving a space
therebetween, and an external side surface connecting
outer circumferences of the pair of panel-shaped external
walls.
[0014] The second tank may include a pair of panel-
shaped internal walls respectively facing the pair of pan-
el-shaped external walls leaving a space therebetween,
and an internal side surface connecting outer circumfer-
ences of the pair of panel-shaped internal walls.
[0015] The second tank may include an insert molding
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pipe which is integrally formed to extend from the first
tank to the dishwashing tub.
[0016] The insert molding pipe comprises a cap which
is coupled to an end part extending to the dishwashing
tub. Accordingly, the first and second tanks may be con-
veniently mounted in a later side of the dishwasher.
[0017] The circulation valve may include a connection
pipe connected to the second tank through the first tank.
[0018] The dishwasher may further include a pump
configured to forcibly circulate the hot washing water be-
tween the dishwashing tub and the second tank.
[0019] The dishwasher may further include a distribu-
tor configured to distribute cold washing water, which is
supplied by the pump, to a plurality of nozzles in the dish-
washer, and the distributor may include a distribution
blocking part configured to block a distribution of hot
washing water during circulation of hot washing water.
Accordingly, washing water for heat recovery may be pre-
vented from being distributed through the distributor.
[0020] The second tank may include an overflow par-
tition to allow hot washing water supplied by the circula-
tion valve to overflow to the opening.
[0021] The second tank may include a plurality of
downwardly-inclined inclination guides to prevent impu-
rities from being accumulated.
[0022] The first tank is integrally formed in the case
brake and thus is easy to be designed.
[0023] The dishwasher may further include a controller
to control and close the water supply valve to store cold
washing water for a next stroke in the first tank, to control
and open the circulation valve to supply hot washing wa-
ter from the dishwasher to the second tank, to control
and close the circulation valve, and to control and open
the water supply valve to use cold washing water.
[0024] According to another embodiment of the disclo-
sure, there is provided a dishwasher comprising a dish-
washing tub in which dishes are washed; a first tank con-
figured to store therein cold washing water to be used
for a next stroke; a sump configured to store therein hot
washing water that has been used for washing dishes in
the dishwasher; a second tank configured to store therein
hot washing water introduced from the sump and to be
accommodated in the first tank to transfer heat of the
stored hot washing water to cold washing water in the
first tank; a circulation pipe configured to connect the
sump and the second tank and comprising a circulation
valve configured to allow hot washing water, which has
been used to wash dishes, to pass therethrough or to
block the hot washing water from passing therethrough;
and a washing water supply pipe configured to connect
the sump or the dishwashing tub and the first tank and
comprising a water supply valve configured to allow cold
washing water, which will be used for a next stroke, to
pass therethrough or to block the cold washing water
from passing therethrough.
[0025] According to still another embodiment of the dis-
closure, there is provided a driving method of a dishwash-
er. The driving method comprises storing cold washing

water which will be used for a next stroke in a first tank;
washing dishes in a dishwashing tub; supplying hot
washing water used in the dishwashing tub to a second
tank, transferring heat to cold washing water in a first
tank which is adjacent to the second tank, and circulating
on at least one occasion hot washing water from the sec-
ond tank to the dishwashing tub; draining hot washing
water which has been circulated between the second
tank and the dishwashing tub; and supplying cold wash-
ing water from the first tank to the dishwashing tub.

[ADVANTAGEOUS EFFECTS]

[0026] As described above, a dishwasher according to
the disclosure has the following effects:
[0027] First, as an internal tank and an external tank
contact each other in a large area, heat recovery efficien-
cy may be improved.
[0028] Second, as a case brake function is integrally
formed in an external tank, simple design is guaranteed.
[0029] Third, a tank-in-tank structure whereby an ex-
ternal tank accommodates an internal tank therein is
shaped like a plate with a narrow width and thus even if
such structure is installed in a left or right side of a door
of the dishwasher, the overall volume of the dishwasher
is not greatly increased.
[0030] Fourth, as the tank-in-tank structure is mounted
in a left or right side of the dishwasher that is above a
sump provided at the bottom of the dishwasher, potential
energy of washing water is high. As a result, operation
time is shortened, and drainage or supply of washing
water is easily performed even in an area with a low hy-
draulic pressure.
[0031] Fifth, a dishwasher having excellent heat recov-
ery efficiency and a short flow path for washing water is
provided by minimizing a change in existing components
of the dishwasher and adding only a minimum number
of components, e.g. an external tank and an internal tank,
a circulation pipe and washing water supply pipe, a cir-
culation valve and a water supply valve.
[0032] Sixth, as washing water used for washing and
washing water for a next stroke are not mixed with each
other, deterioration of washing performance may be pre-
vented. That is, a first tank forms only one inlet and outlet
path of washing water for a next stroke, and a second
tank forms a circulation path through which washing wa-
ter used for washing is introduced from a sump and then
flows to a dishwashing tub and gathers in the sump again.
As the dishwashing tub maintains a warm atmosphere
immediately after a washing process is completed, wash-
ing water, heat of which was lost in the second tank can
absorb heat again, and the washing water circulates and
continuously transfers heat to washing water in the first
tank for a next stroke.

[DESCRIPTION OF DRAWINGS]

[0033]
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FIG. 1 is a perspective view briefly showing a struc-
ture of a dishwasher according to an embodiment of
the disclosure.
FIG. 2 illustrates a flow path for washing water of a
dishwasher according to an embodiment of the dis-
closure.
FIG. 3 illustrates a pipe structure for washing water
of the dishwasher.
FIG. 4 illustrates an internal structure of a heat re-
covery module in which washing water to be used
for a next stroke recovers heat from washing water
that has been used for washing dishes.
FIG. 5 is a cross-sectional view of the heat recovery
module in FIG. 4.
FIG. 6 is a cut-away perspective view of an insert
molding pipe that is insert-molded in a second tank.
FIG. 7 is a perspective view of an insert molding pipe
according to a first embodiment of the disclosure.
FIG. 8 is a perspective view of an insert molding pipe
according to a second embodiment of the disclosure.
FIGS. 9 and 10 are a partial perspective view and a
partial cut-away perspective view of a connection
pipe structure connecting a circulation pipe and a
second tank, respectively.
FIG. 11 is a perspective view of a cylinder-type dis-
tributor.
FIG. 12 illustrates a state of a distributor supplying
washing water to upper and middle rotation nozzles.
FIG. 13 illustrates a state of a distributor supplying
washing water to a lower nozzle.
FIG. 14 illustrates a state of a distributor blocking
washing water from being supplied to all nozzles.
FIGS. 15 to 17 are brief block diagrams and flow-
charts showing washing processes of a dishwasher.
FIG. 18 shows a table setting forth states of a water
supply valve and a circulation valve during a washing
stroke.

[BEST MODE]

[0034] Below, embodiments of the disclosure will be
described in detail with reference to accompanying draw-
ings, to be easily carried out by a person having an or-
dinary skill in the art. The disclosure may be embodied
in various different forms, and not limited to the embod-
iment set forth herein. For clarity of description, like nu-
merals refer to like elements throughout.
[0035] Below, washing water the temperature of which
has risen due to heating at the time of washing is called
’hot washing water’ and new washing water which is new-
ly introduced for a next stroke is called ’cold washing
water’.
[0036] Below, an entire structure of a dishwasher 1 will
be described with reference to FIG. 1.
[0037] A dishwasher 1 includes a main body 100 form-
ing an external appearance of the dishwasher, a dish-
washing tub 110 provided in the main body 100, baskets
112a and 112b provided in the dishwashing tub 110 to

store dishes, and spray nozzles 113, 114 and 115 spray-
ing washing water.
[0038] The dishwashing tub 110 is roughly shaped like
a box with its front part being open to put in dishes and
remove the same from the dishwashing tub 110. The
front opening of the dishwashing tub 110 may be open
and closed by a door 111. The dishwashing tub 110 in-
cludes an upper wall 116, a rear wall 117, a left wall (118
in FIG. 2) and a right wall (119 in FIG. 2).
[0039] The baskets 112a and 112b may be a wire rack
including wires so that washing water is not stagnant and
may pass through the baskets 112a and 112b. The bas-
kets 112a and 112b are detachably attached to an inside
of the dishwashing tub 110. The baskets 112a and 112b
include an upper basket 112a provided in an upper part
of the dishwashing tub 110, and a lower basket 112b
provided in a lower part of the dishwashing tub 110.
[0040] The spray nozzles 113, 114 and 115 spray
washing water at a high pressure to wash dishes. The
spray nozzles 113, 114 and 115 include a upper rotation
nozzle 113 provided in an upper part of the dishwashing
tub 110, a middle rotation nozzle 114 provided in the
middle of the dishwashing tub 110, and a lower nozzle
115 provided in a lower part of the dishwashing tub 110.
[0041] The upper rotation nozzle 113 is provided in an
upper part of the upper basket 112a, and sprays washing
water downwards when rotating by hydraulic pressure.
For such purpose, spray holes may be provided in a lower
part of the upper rotation nozzle 113. The upper rotation
nozzle 113 sprays washing water directly toward dishes
placed in the upper basket 112a.
[0042] The middle rotation nozzle 114 may be provided
between the upper and lower baskets 112a and 112b
and may spray washing water upwards and downwards
when rotating by hydraulic pressure. For such purpose,
spray holes may be provided in upper and lower parts of
the middle rotation nozzle 114. The middle rotation noz-
zle 114 sprays washing water directly toward dishes
placed in the upper and lower baskets 112a and 112b.
[0043] The lower nozzle 115 does not move unlike the
middle rotation nozzle 113 and the upper rotation nozzle
114, and is fixed to one side of the dishwashing tub 110.
The lower nozzle 115 is placed adjacently to the rear wall
117 or a bottom of the dishwashing tub 110, and sprays
washing water to a front part or upper part of the dish-
washing tub 110. If the lower nozzle 115 sprays dish-
washing water to a front part of the dishwashing tub 110,
the washing water from the lower nozzle 115 may be
reflected to dishes by a vane (not shown) rather than
being sprayed directly to dishes. The lower nozzle 115
may include a plurality of spray holes arranged in left and
right directions of the dishwashing tub 110.
[0044] FIG. 2 illustrates a flow path for washing water
and a pipe structure of the dishwasher 1 according to the
embodiment of the disclosure.
[0045] dishwasher 1 includes a sump 120 provided in
a lower part of the dishwashing tub 110, a heat recovery
module 150 allowing cold washing water to be used for
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a next stroke to recover heat from the hot washing water
that has been already used, a water softener 160 soften-
ing cold washing water, which is hard water, into soft
water, a distributor 170 distributing cold washing water
in the sump 120 to the nozzles 113, 114 and 115, a cir-
culation pump 180 pumping cold washing water in the
sump 120 and supplying the cold washing water to the
distributor 170, a drainage pump 190 draining hot wash-
ing water and dirt from the sump 120 to an outside of the
main body 100, and a controller (200 in FIG. 14).
[0046] FIG. 3 illustrates a pipe structure for washing
water of the dishwasher 1. The dishwasher 1 includes a
washing water supply pipe 132 connecting the sump 120
and a first tank 130, a circulation pipe 142 connecting an
outlet of the circulation pump 180 and a second tank 140,
a water supply pipe 162 connecting a water softener 160
and the washing water supply pipe 132, and a distribution
pipe 172 connecting the distributor 170 and the circula-
tion pipe 142. The washing water supply pipe 132 in-
cludes a water supply valve 134 which is placed after a
connection point of the water supply pipe 162 from the
first tank 130 and allows washing water to be used for a
next stroke to pass therethrough or blocks the washing
water. The circulation pipe 142 includes a circulation
valve 144 which is placed after a connection point of the
distribution pipe 172 from the circulation pump 180 and
allows washing water to be used for washing to pass
therethrough or blocks washing water to be used for a
next stroke.
[0047] FIG. 4 illustrates an internal structure of a heat
recovery module 150 in which cold washing water recov-
ers heat from hot washing water. FIG. 5 is a cross-sec-
tional view of the heat recovery module 150 in FIG. 4.
[0048] The heat recovery module 150 includes the first
tank 130 storing cold washing water therein and the sec-
ond tank 140 accommodated in the first tank 130 or
placed adjacently to the first tank 130 and storing hot
washing water therein. The heat recovery module 150 is
mounted in a left side or right side of the dishwashing tub
110 based on the door 111. The heat recovery module
150 may otherwise be installed in a rear or upper side of
the heat recovery module 150 as necessary.
[0049] The first tank 130 accommodates the first tank
140 therein desirably in a tank-in-tank structure. On the
contrary, the first tank 130 may be accommodated in the
second tank 140 depending on design. The first tank 130
includes a pair of panel-shaped external walls 131
spaced from each other and an external side surface 133
connecting outer circumferences of the pair of panel-
shaped external walls 131.
[0050] The first tank 130 includes a tank accommoda-
tion 135 accommodating the second tank 140 therein,
and a case brake 136 provided in an outside of the tank
accommodation 135. The tank accommodation 135 is
connected to the washing water supply pipe 132. As
shown in FIG. 5, the tank accommodation 135 stores in
a space remaining after the second tank 140 is accom-
modated in the tank accommodation 135, cold washing

water introduced from the water softener 160 through the
washing water supply pipe 132. The cold washing water
stored as above absorbs heat from hot washing water in
the second tank 140. The tank accommodation 135 sup-
plies the washing water which has absorbed heat from
the second tank 140 to the sump 120 or the dishwashing
tub 110 through the washing water supply pipe 132.
[0051] The case brake 136 includes an external water
supply pipe 137 which causes cold washing water sup-
plied by an external water supply hose to flow into a lower
part of the first tank 130 and then to go up and then go
down the first tank 130 to be supplied to the water softener
160, and a drainage pipe 138 which causes hot washing
water discharged from the sump 120 through the drain-
age pump 190 to flow into a lower part of the first tank
130 and to go up and then down the first tank 130 to be
discharged to the outside. The case brake 136 may fur-
ther have a back flow prevention function and an air bub-
ble discharge function. As the case brake 136 of the first
tank 130 is manufactured as a single body, space of the
dishwasher 1 may be utilized to the maximum.
[0052] The second tank 140 is accommodated in the
tank accommodation 135 of the first tank 130 in a tank-
in-tank structure. On the contrary, the second tank 140
may accommodate the first tank 130 therein depending
on design. As shown in FIG. 5, the second tank 140 in-
cludes a pair of panel-shaped internal walls 141 spaced
from each other, and an internal side surface 143 con-
necting outer circumferences of the pair of panel-shaped
internal walls 141. A contact area of the second tank 140
to the first tank 130 preferably accounts of 60 to 90 per-
cent of the entire area. If the contact area is less than
60%, heat recovery efficiency declines. If the contact ar-
ea is more than 90%, capacity for cold washing water is
excessively reduced.
[0053] The second tank 140 is preferably formed by a
plastic blow mold with a thickness of 0.5 to 2t and is in-
serted in the first tank 130. The plastic blow molding has
such strengths that a water leak may be prevented and
is easy to manufacture. The second tank 140 may oth-
erwise be made of metal. The second tank 140 may have
various shapes depending on design, e.g. may be
shaped like a curved pipe. The tank-in-tank structure of
the heat recovery module 150 including the first and sec-
ond tanks 130 and 140 is an example, and any structure
is applicable as long as it enables cold washing water to
recover heat from hot washing water.
[0054] The second tank 140 includes a hot washing
water storage 145 storing therein hot washing water in-
troduced from a lower part, a hot washing water discharg-
er 146 discharging hot washing water which has trans-
ferred heat, an overflow partition 147 partitioning the hot
washing water storage 145 and the hot washing water
discharger 146, a plurality of downwardly-inclined incli-
nation guides 148, and an insert molding pipe 149 form-
ing an opening to deliver hot washing water which has
passed the overflow partition 147 to an inside of the dish-
washing tub 110.
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[0055] The overflow partition 147 is formed on a lower
part of the second tank 140 to partition the hot washing
water storage 145 and the hot washing water discharger
146 and to allow them to communicate with each other
from an upper part of the second tank 140. Then, hot
washing water introduced to the hot washing water stor-
age 145 through the circulation pipe 142 rises and moves
to the hot washing water discharger 146 through an upper
communication space.
[0056] The inclination guides 148 include "h" direction
guides and "h" direction guide which are provided in left
and right sides of the hot washing water storage 145 and
are inclined downwards, a "∧" shape guide provided in
the middle, and a "|" shape guides in three rows in the
hot washing water discharger 146. The inclination guides
148 are 10 to 30 units and is provided in the second tank
140. If there are too many inclination guides 148, resist-
ance rises and impurities are very likely to be accumu-
lated. If there are too few inclination guides 148, a struc-
tural strength of the second tank 140 is reduced and a
bulging phenomenon occurs. The inclination guides 148
extend to be inclined at an angle of approximately 20 to
70 degrees. The inclination guides 148 are e.g. 20 to
50mm in length. As described above, the inclination
guides 148 cause impurities to be easily discharged to-
gether with hot washing water to the sump 120 when the
hot washing water, which has finished a heat recovery
stroke, is discharged from the second tank 140. The in-
clination guides 148 prevent a bulging phenomenon and
spread hot washing water evenly when the hot washing
water is supplied to the hot washing water storage 145.
If hot washing water is evenly spread within the second
tank 140, heat exchange is carried out efficiently, thereby
improving heat recovery performance and minimizing ac-
cumulation of impurities.
[0057] FIGS. 6 to 8 illustrate an insert molding pipe 149
that is insert-molded in the second tank 140.
[0058] The insert molding pipe 149 is insert-molded in
the panel-shaped internal wall 141 of the second tank
140. The insert molding pipe 149 extends to penetrate
the panel-shaped external walls 131 and a left wall 118
of the dishwashing tub 110 through an inside of the first
tank 130. As shown in FIG. 6, the insert molding pipe 149
includes a hollow part 151 having a space inside, an end
part 153 forming a washing water discharge opening,
and a cap 155 coupled to the end part 153. The hollow
part 151 is shaped like a pipe through which the washing
water discharger 146 and the dishwashing tub 110 com-
municate with each other. The end part may include a
screw 156 which is formed in an outer circumference to
be coupled with the cap 155 through a screw as in FIG.
7, or may include a hook 157 which is formed in an inner
circumference to be coupled with the cap 155 by a hook
as in FIG. 8. As the end part 153 and the cap 155 of the
insert molding pipe 149 are coupled to each other, the
heat recovery model 150 may be firmly mounted in a
lateral side of the dishwashing tub 110 without any water
leak. The insert molding pipe 149 is sealed to the panel-

shaped external walls 131 of the first tank 130 by a first
sealing member 158. The insert molding pipe 149 is
sealed to a lateral wall of the dishwashing tub 110 and
to the cap 155 by a second sealing member 159.
[0059] FIGS. 9 and 10 are a perspective view and a
cut-away perspective view of a connection pipe 161 con-
necting the circulation pipe 142 and the second tank 140,
respectively. As shown therein, a side of the connection
pipe 161 is connected to an end part of the circulation
pipe 142 and the other side of the connection pipe 161
is connected to the second tank 140. The connection
pipe 161 communicates with an inside of the second tank
140 by penetrating the external side surface 133 of the
first tank 130 and an internal side surface 143 of the sec-
ond tank 140. As shown in FIG. 9, the connection pipe
161 includes dual hoses 163 and 165 to completely pre-
vent water leak from the external side surface 133 of the
first tank 130.
[0060] The water softener 160 softens cold washing
water in a hard water state supplied by the external water
supply pipe 137 and discharges softened cold washing
water to the washing water supply pipe 132 through the
water supply pipe 162. The cold washing water which is
introduced to the washing water supply pipe 132 in a soft
water state flows into and is stored in the first tank 130
if the water supply valve 134 is closed, and flows into
both the sump 121 and the first tank 130 if the water
supply valve 134 is open.
[0061] FIG. 11 is a perspective view of a cylinder-type
distributor 170. FIG. 12 illustrates a state of the distributor
170 supplying washing water to the upper and middle
rotation nozzles 113 and 114. FIG. 13 illustrates a state
of the distributor 170 supplying washing water to the low-
er nozzle 115. FIG. 14 illustrates a state of the distributor
170 blocking washing water from being supplied to all
nozzles 113, 114 and 115.
[0062] The distributor 170 distributes washing water in
the sump 120, which has been supplied by the circulation
pump 180, to the nozzles 113, 114 and 115. The distrib-
utor 170 may be implemented as a cylinder-type distrib-
utor as in FIG. 11. The distributor 170 is not limited to the
cylinder-type distributor and may include various types
of distributors. The distributor 170 includes a cylindrical
drum 171 and a gap valve 174. The cylindrical drum 171
includes a central lower distribution hole (173 in FIG. 12)
formed in an outer circumference of the drum 171, and
left and right lower distribution holes 175 and 176 respec-
tively formed in opposite ends of the drum 171. The gap
valve 174 includes a first gap valve (177 in FIG. 11) open-
ing and closing the central lower distribution hole 173,
and second and third gap valves 178 and 179 opening
and closing the left and right lower distribution holes 175
and 176, respectively, which are formed in opposite ends
of the drum 171.
[0063] As shown in FIG. 12, if the gap valve 174 is at
a zero degree rotation, the distributor 170 supplies wash-
ing water to the upper and middle rotation nozzles 113
and 114 as the first gap valve 177 opens the central lower
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distribution hole 173. At such time, the second and third
gap valves 178 and 179 close the left and right lower
distribution holes 175 and 176.
[0064] As shown in FIG. 13, if the gap valve 175 rotates
270 degrees, the first gap valve 177 closes the central
lower distribution hole 173, and the second and third gap
valves 178 and 179 open the left and right lower distri-
bution holes 175 and 176.
[0065] In FIG. 14, if the gap valve 174 rotates 90 de-
grees, the first gap valve 177 closes the central lower
distribution hole 173 and the second and third gap valves
178 and 179 close the left and right lower distribution
holes 175 and 176. The gap valve 174 acts as a distri-
bution blocking part not to distribute washing water to all
nozzles 113, 114 and 115. This prevents washing water
pumped from the sump 120 by the circulation pump 180
from being sprayed to the dishwashing tub 110 without
heat recovery during a heat recovery circulation phase
according to the disclosure.
[0066] It is also possible to add a distribution blocking
valve (not shown) to the distribution pipe 172 instead of
blocking the distribution by the distributor 170 itself during
a heat recovery circulation phase as described above.
[0067] In a heat recovery circulation mode, the circu-
lation pump 180 pumps washing water, which has been
used for washing, from the sump 120 to the second tank
140. In a dishwashing mode, the circulation pump 180
pumps cold washing water for a next stroke from the
sump 120 to the distributor 170 through the distribution
pipe 172. At such time, as the circulation valve 144 of
the circulation pipe 142 is closed, the cold washing water
is prevented from being supplied to the second tank 140.
As above, the sump 120 and the circulation pump 180
are commonly used in the heat recovery circulation mode
and in the dishwashing mode. In the heat recovery cir-
culation mode, the water supply valve 134 and the dis-
tributor 170 are closed and only the circulation valve 144
is open. In the dishwashing mode, the circulation valve
144 is closed, and the water supply valve 134 and the
distributor 170 are open.
[0068] Between the heat recovery circulation mode
and the dishwashing mode, the drainage pump 190
drains hot washing water and dirt from the sump 120 to
the outside the main body 100. That is, before cold wash-
ing water for a next stroke is supplied from the first tank
130 to the sump 120, the drainage pump 190 drains hot
washing water and dirt from the second tank 140 and the
sump 120 to the outside.
[0069] The controller 200 executes a program com-
mand to control all components of the dishwasher 1. For
example, the controller 200 may control and close the
water supply valve 134 to store cold washing water for a
next stroke in the first tank 130, may control and open
the circulation valve 144 to supply hot washing water
from the sump 120 to the second tank 140, may control
the drainage pump 190 to drain cold washing water of
the second tank 140, may control and close the circula-
tion valve 144 after completion of the drainage, and may

control and open the water supply valve 134 to use cold
washing water for a next stroke.
[0070] The controller (200 in FIG. 15) may be imple-
mented as an integrated circuit having a control function
like e.g. system-on-chip (SoC) or as a control board in-
cluding a general-use processor such as a central
processing unit (CPU) and micro processing unit (MPU)
and software.
[0071] The general-use processor may include a con-
trol program (or instruction) to perform a control opera-
tion, a non-volatile memory in which a control program
is installed, a volatile memory to which at least part of
the installed control program is loaded, and at least one
processor or CPU executing the loaded control program.
[0072] The control program may include a program(s)
that is implemented as at least one of BIOS, device driver,
operating system, firmware, platform and application.
[0073] Hereinafter, a washing process of the dish-
washer 1 will be described in detail with reference to
FIGS. 15 to 17.
[0074] FIGS. 15 to 17 are brief block diagrams and
flowcharts showing a washing process of the dishwasher
1.
[0075] At operation S11 in FIG. 15, dishes are washed
in the dishwashing tub 110 by using washing water in the
sump 120. At such time, washing water flows into the
sump 120 provided in a lower part of the dishwasher 1
after being used in the dishwashing tub 110. Washing
water gathered in the sump 120 is again used to wash
dishes through the distributor 170. Washing water is re-
peatedly used to wash dishes by being circulated be-
tween the sump 120 and the dishwashing tub 110. At the
time of washing, the controller 200 turns on the water
supply valve 134, turns off the circulation valve 144, and
turns on the distributor 170, or maintains the valves in
the foregoing states.
[0076] At operation S12 in FIG. 15, the controller 200
supplies cold washing water for a next stroke, e.g. for a
rinsing stroke to the first tank 130 while the operation S11
is being performed or after the operation S11 is per-
formed. At such time, washing water in the first tank 130
is supplied through the water softener 160, and the water
supply valve 134 is turned off or is kept in the off state.
[0077] At operation S13 in FIG. 16, following the supply
of cold washing water at operation S12, the controller
200 rotates the gap valve 174 of the distributor 170 by
90 degrees and blocks distribution, and turns on the cir-
culation valve 144 and turns off the water supply valve
134 or keeps the circulation valve 144 and the water sup-
ply valve 134 in the foregoing states.
[0078] At operation S14 in FIG. 16, following the com-
pletion of operation S13, the controller 200 operates the
circulation pump 180 and pumps and circulates washing
water from the sump 120 to the second tank 140. At such
time, the controller 200 turns off the water supply valve
134 or keeps the water supply valve 134 in the off state.
[0079] At operation S15 in FIG. 17, following the com-
pletion of operation S14, the controller 200 operates the
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drainage pump 180 and drains all of hot washing water
from the sump 120 and the second tank 140 to the out-
side. At such time, the controller 200 turns off the water
supply valve 134 and turns on the circulation valve 144
or keeps the water supply valve 134 and the circulation
valve 144 in the foregoing states.
[0080] At operation S16 in FIG. 17, following the com-
pletion of operation S15, the controller 200 opens the
water supply valve 134 and supplies cold washing water,
which has absorbed heat of the first tank 120, to the sump
120. At such time, the controller 200 turns off the circu-
lation valve 144 or keeps the circulation valve 144 in the
off state. If the quantity of washing water in the first tank
120 is insufficient, the controller 200 controls to addition-
ally supply cold washing water from the water softener
160 to the sump 120.
[0081] At operation S17 in FIG. 17, following the com-
pletion of operation S16, the controller 200 operates the
circulation pump 180 and supplies washing water from
the sump 120 through the distribution pipe 172 to wash
dishes in the dishwashing tub 110. At such time, the con-
troller 200 turns off the circulation valve 144 or keeps the
circulation valve 144 in the off state.
[0082] FIG. 18 shows a table setting forth each wash-
ing stroke, and the states of the water supply valve 134
and the circulation valve 144.
[0083] In an external water supply stroke, 2.5L washing
water is supplied to the external tank 130 after passing
through the water softener 160 for e.g. 60 seconds. At
such time, the water supply valve 134 is in the off state
and the circulation valve 144 is in the on state.
[0084] In a circulation stroke, the circulation pump 180
is pumped to circulate washing water from the sump 120
to the second tank 140, the dishwashing tub 110 and the
sump 120 at approximately 3000 rpm. At such time, the
water supply valve 134 is in the off state and the circu-
lation valve 144 is in the on state.
[0085] In a drainage stroke, the drainage pump 190 is
operated and pumps washing water for e.g. 60 seconds
from the sump 120 and the second tank 140 to the out-
side. The water supply valve 134 is in the off state and
the circulation valve 144 is in the on state.
[0086] Returning to the external water supply stroke,
washing water is supplied from the first tank 130 to the
sump 120 for e.g. 60 seconds, and at the same time,
external water is supplied to the first tank 130 through
the water softener 160. At such time, the water supply
valve 134 is in the on state and the circulation valve 144
is in the off state.
[0087] Although a few embodiments of the disclosure
have been described in detail, various changes can be
made in the disclosure without departing from the scope
of claims.

Claims

1. A dishwasher comprising:

a dishwashing tub in which dishes are washed;
a first tank configured to store therein cold wash-
ing water to be used for a next stroke;
a second tank configured to store therein hot
washing water, which has been used in the dish-
washing tub, and being placed adjacently to the
first tank to transfer heat from the stored hot
washing water to cold washing water in the first
tank, and comprising an opening configured to
deliver the hot washing water to the dishwashing
tub; and
a circulation pipe configured to connect the dish-
washing tub and the second tank to enable the
hot washing water to circulate between the sec-
ond tank and the dishwashing tub and compris-
ing a circulation valve configured to allow the
hot washing water to pass therethrough or to
block the hot washing water from passing there-
through.

2. The dishwasher according to claim 1, wherein the
dishwashing tub comprises a sump which is ar-
ranged in a lower part of the dishwashing tub to gath-
er hot washing water after use.

3.  The dishwasher according to claim 2, further com-
prising a washing water supply pipe configured to
connect the first tank and the sump.

4. The dishwasher according to claim 3, further com-
prising a water supply pipe configured to supply cold
washing water from the outside and to be connected
to the washing water supply pipe,
wherein the water supply pipe is configured to supply
cold washing water to the first tank through the wash-
ing water supply pipe.

5. The dishwasher according to claim 4, further com-
prising a water softener configured to change hard
water into soft water,
wherein the water supply pipe is configured to dis-
charge cold washing water which has been softened
by the water softener to the washing water supply
pipe.

6. The dishwasher according to claim 4, wherein the
washing water supply pipe comprises a water supply
valve which is arranged after a connection point of
the water supply pipe and supplies cold washing wa-
ter or blocks supply of cold washing water.

7.  The dishwasher according to claim 1, wherein the
second tank is accommodated in the first tank, and
the first tank and the second tank are mounted in a
left side or right side of the dishwasher.

8. The dishwasher according to claim 7, wherein the
second tank is formed in the first tank by a blow mold-
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ing.

9. The dishwasher according to claim 7, wherein the
first tank comprises a pair of panel-shaped external
walls facing each other leaving a space therebe-
tween, and an external side surface connecting outer
circumferences of the pair of panel-shaped external
walls.

10. The dishwasher according to claim 7, wherein the
second tank comprises a pair of panel-shaped inter-
nal walls respectively facing the pair of panel-shaped
external walls leaving a space therebetween, and an
internal side surface connecting outer circumferenc-
es of the pair of panel-shaped internal walls.

11. The dishwasher according to claim 1, wherein the
second tank comprises an insert molding pipe which
is integrally formed to extend from the first tank to
the dishwashing tub.

12. The dishwasher according to claim 11, wherein the
insert molding pipe comprises a cap which is coupled
to an end part extending to the dishwashing tub.

13. The dishwasher according to claim 1, wherein the
circulation valve comprises a connection pipe con-
nected to the second tank through the first tank.

14. The dishwasher according to claim 1, further com-
prising a pump configured to forcibly circulate the
hot washing water between the dishwashing tub and
the second tank.

15. The dishwasher according to claim 14, further com-
prising a distributor configured to distribute cold
washing water, which is supplied by the pump, to a
plurality of nozzles in the dishwasher,
Wherein the distributor comprises a distribution
blocking part configured to block a distribution of hot
washing water during circulation of hot washing wa-
ter.
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