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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a modular elec-
tronic damping control system and to a vehicle compris-
ing the modular electronic damping control system. Em-
bodiments of the present technology relate generally to
damping systems used in vehicle suspension.

BACKGROUND

[0002] Vehicle suspension systems typically include a
spring component or components and a dampening com-
ponent or components. Typically, mechanical springs,
like helical springs are used with some type of viscous
fluid-based dampening mechanism and the two are
mounted functionally in parallel. In some instances, fea-
tures of the damper or spring are user-adjustable.
[0003] US 2014/375006 discloses modular suspen-
sion systems for customizing a stock automobile are pre-
sented including in any combination: a pair of asymmet-
rical control arm components having a control arm con-
nection geometry sized to replace a pair of stock control
arm components, where the pair of asymmetrical control
arm components include at least additional control arm
customization, and where the pair of asymmetrical con-
trol arm components are compatible with all other stock
components of the stock automobile without modification
of the stock components; a pair of spindle components
having a spindle connection geometry sized to replace
a pair of stock spindle components, where the pair of
spindle components include at least additional spindle
customization, and where the pair of spindle components
are compatible with all other stock components of the
stock automobile without modification of the stock com-
ponents; a pair of coil-over shock components having a
shock connection geometry sized to replace a pair of
stock shock components, wherein the pair of coil-over
shock components include at least additional shock cus-
tomization, and wherein the pair of coil-over shock com-
ponents are compatible with all other stock components
of the stock automobile without modification of the stock
components.

SUMMARY OF THE INVENTION

[0004] According to some embodiments of the present
invention there is provided a modular electronic damping
control system comprising:

at least one damping component located at a vehicle
suspension location; and
a control system configured to control said at least
one damping component located at said vehicle sus-
pension location, said control system configured to
determine a type of at least one damping component,
said control system configured to automatically tune

a vehicle suspension for a vehicle based on a deter-
mined type of said at least one damping component,
and wherein said control system is further configured
to automatically monitor said at least one damping
component and determine when a change has been
made to said at least one damping component, and
said control system configured to automatically re-
tune said vehicle suspension based on said change
to said at least one damping component.

[0005] In some embodiments the modular electronic
damping control system further comprises a graphical
user interface (GUI) for presenting damping configura-
tion and operation information in a user interactive for-
mat.
[0006] In some embodiments the modular electronic
damping control system further comprises a human ma-
chine interface (HMI) configured to present vehicle sus-
pension setting information in a user interactive format
on a display, said HMI comprising a touch input capability
configured to receive an input from a user via a user
interaction with said HMI.
[0007] In some embodiments said vehicle suspension
setting information comprises a plurality of vehicle sus-
pension mode configurations, and an identification of
which of said vehicle suspension mode configurations is
currently active on said vehicle.
[0008] In some embodiments said plurality of vehicle
suspension mode configurations is user-selectable.
[0009] In some embodiments the modular electronic
damping control system further comprises a human ma-
chine interface (HMI) configured to present damping con-
figuration information in a user interactive format on a
display, said HMI comprising a touch input capability to
receive an input from a user via a user interaction with
said HMI.
[0010] In some embodiments the modular electronic
damping control system further comprises a human ma-
chine interface (HMI) configured to present rebound con-
figuration information and vehicle suspension setting in-
formation in a user interactive format on a display, said
HMI comprising a touch input capability to receive an
input from a user via a user interaction with said HMI.
[0011] In some embodiments said control system is
configured to automatically adjust said at least one damp-
ing component based on external conditions selected
from the group consisting of: weather, terrain, and ground
type.
[0012] In some embodiments said control system is
configured to automatically adjust said at least one damp-
ing component based on one or more sensor inputs re-
ceived from the group consisting of: an inertial gyro-
scope, an accelerometer, a magnetometer, a steering
wheel turning sensor, and a single-spectrum camera, a
multi-spectrum camera.
[0013] In some embodiments said at least one damp-
ing component is selected from the group consisting of:
an in-line damper, a piggyback damper, a compression
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adjust only damper, a rebound adjust only damper, an
independent compression and rebound adjust damper,
and a dependent compression and rebound adjust sin-
gle-valve damper.
[0014] In some embodiments said at least one damp-
ing component comprises a remotely-adjustable valve.
[0015] In some embodiments said remotely-adjustable
valve includes a component selected from the group con-
sisting of: a stepper motor, a fast acting solenoid, a flow
control solenoid, and a pressure control solenoid.
[0016] According to another aspect of the present in-
vention there is provided a vehicle comprising a modular
electronic control system as aforesaid.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017] Aspects of the present invention are illustrated
by way of example, and not by way of limitation, in the
accompanying drawings, wherein:

Figure 1 is a block diagram of a modular electronic
damping control system, in accordance with an em-
bodiment.
Figure 2 is a perspective view of an in-line damper
with dependent compression and rebound adjust for
use in the modular electronic damping control sys-
tem, in accordance with an embodiment.
Figure 3 is a perspective view of an in-line damper
for use in the modular electronic damping control
system, in accordance with an embodiment.
Figure 4 is a cutaway view of a damper for use in
the modular electronic damping control system, in
accordance with an embodiment.
Figure 5 is a cutaway view of a damper for use in
the modular electronic damping control system, in
accordance with an embodiment.
Figure 6 is a cutaway view of a damper with a single
compression or rebound adjuster for use in the mod-
ular electronic damping control system, in accord-
ance with an embodiment.
Figure 7 is a cutaway view of a damper with dual
adjustors for adjusting both compression and re-
bound for use in the modular electronic damping con-
trol system, in accordance with an embodiment.
Figure 8 is a perspective view of a damper with a
piggyback for use in the modular electronic damping
control system, in accordance with an embodiment.
Figure 9 is a perspective view of a damper with a
piggyback and a spring for use in the modular elec-
tronic damping control system, in accordance with
an embodiment.

[0018] The drawings referred to in this description
should be understood as not being drawn to scale except
if specifically noted.

DESCRIPTION OF EMBODIMENTS

[0019] The detailed description set forth below in con-
nection with the appended drawings is intended as a de-
scription of various embodiments of the present invention
and is not intended to represent the only embodiments
in which the present invention is to be practiced. Each
embodiment described in this disclosure is provided
merely as an example or illustration of the present inven-
tion, and should not necessarily be construed as pre-
ferred or advantageous over other embodiments. In
some instances, well known methods, procedures, ob-
jects, and circuits have not been described in detail as
not to unnecessarily obscure aspects of the present dis-
closure.

Overview of Discussion

[0020] This patent application describes embodiments
of the present claimed invention in the context of a mod-
ular electronic damping control system. By being modu-
lar, the electronic damping control system is capable of
determining a type of damping component at each vehi-
cle wheel suspension location and automatically tune a
vehicle suspension based on the determined type of
damping components at each vehicle wheel suspension
location. In addition, the control system automatically
monitors the plurality of damping components and deter-
mines when a change has been made to one or more of
the plurality of damping components. When it is deter-
mined that a change to one or more of the plurality of
damping components has occurred, the control system
automatically re-tunes the vehicle suspension based on
the change of one or more of the plurality of damping
components.
[0021] Further, because the electronic damping con-
trol system is modular, significant cost savings can be
attained. The cost savings can be found at the vehicle
manufacturer level and the consumer level. For example,
the vehicle manufacturer can provide a number of differ-
ent dampers that can be interchanged within the present
modular electronic damping control system. The vehicle
manufacturer can sell vehicles at a lower price with lower
cost dampers that work well in light duty environments
(introductory vehicles, light off-road conditions, etc.). The
vehicle manufacturer can also offer vehicles for sale at
a higher price with midrange dampers that work well in
medium duty environments (e.g., weekend off-roading,
family adventures, etc.). The vehicle manufacturer can
additionally offer vehicles for sale at a premium price with
high end dampers that work well in extreme duty envi-
ronments, such as on or off-road racing (e.g., trophy ve-
hicles).
[0022] Moreover, because of the interchangeable and
automatic recognition of the dampers on the vehicle, the
modular electronic damping control system provides sig-
nificant opportunities for both manufacturer and after-
market modification of the vehicle. For example, embod-
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iments of the present invention enable a customer to pur-
chase a vehicle with introductory dampers and then up-
grade to medium dampers or high end dampers to obtain
desired performance characteristics. Moreover, embod-
iments of the present electronic damping control system
enable the customer to simply replace the current or ex-
isting dampers with new replacement dampers, and, in
various embodiments of the present invention, the capa-
bilities of the new replacement dampers are automatical-
ly determined by the present electronic damping control
system. In such an embodiment, the capabilities of the
new replacement dampers are automatically introduced
into the system. Such an introduction, in various embod-
iments, further includes the availability of additional
modes presented on an operator display such as a graph-
ical user interface (GUI) or human machine interface
(HMI). Additionally, in various embodiments, the present
claimed invention enables operation of previously una-
vailable modes in a switch environment, automatic in-
creases in performance of the vehicle, and the like.

Detailed Discussion

[0023] Referring now to Figure 1, a block diagram of a
modular electronic damping control system 100 is shown
in accordance with an embodiment. Modular electronic
damping control system 100 includes a plurality of damp-
ing components (hereinafter plurality of dampers 21-24)
and a control system 111.
[0024] In one embodiment, there is at least one damp-
er, of the plurality of dampers 21-24, located at each of
a vehicle wheel suspension location. For example, damp-
er 21 at the left front, damper 22 at the right front, damper
23 at the left rear, and damper 24 at the right rear.
[0025] In one embodiment, the plurality of dampers
21-24 are selected from damper types such as, but not
limited to, an in-line damper, a piggyback damper, a com-
pression adjust only damper, a rebound adjust only
damper, an independent compression and rebound ad-
just damper, a dependent compression and rebound ad-
just single-valve damper, and the like. Additionally, in the
various embodiments of the present invention, modular
electronic damping control system 100 may include, or
operate in conjunction with, manual dampers, active
dampers, passive dampers, or any combination of such
types of dampers. In the following discussion, the term
"active", as used when referring to a valve or damping
component, means adjustable, manipulatable, etc., dur-
ing typical operation of the valve. For example, an active
valve can have its operation changed to thereby alter a
corresponding damping characteristic from a "soft"
damping setting to a "firm" damping setting by, for exam-
ple, adjusting a switch in a passenger compartment of a
vehicle. Additionally, it will be understood that in some
embodiments, an active valve may also be configured to
automatically adjust its operation, and corresponding
damping characteristics, based upon, for example, op-
erational information pertaining to the vehicle and/or the

suspension with which the valve is used. Similarly, it will
be understood that in some embodiments, an active
valve may be configured to automatically adjust its op-
eration, and corresponding damping characteristics, to
provide damping based upon received user input settings
(e.g., a user-selected "comfort" setting, a user-selected
"sport" setting, and the like). Additionally, in many in-
stances, an "active" valve is adjusted or manipulated
electronically (e.g., using a powered solenoid, or the like)
to alter the operation or characteristics of a valve and/or
other component. As a result, in the field of suspension
components and valves, the terms "active" and "electron-
ic" are often used interchangeably.
[0026] In the following discussion, the term "manual"
as used when referring to a valve or damping component
means manually adjustable, physically manipulatable,
etc., without requiring disassembly of the valve, damping
component, or suspension damper which includes the
valve or damping component. In some instances, the
manual adjustment or physical manipulation of the valve,
damping component, or suspension damper, which in-
cludes the valve or damping component, occurs when
the valve is in use. For example, a manual valve may be
adjusted to change its operation to alter a corresponding
damping characteristic from a "soft" damping setting to
a "firm" damping setting by, for example, manually rotat-
ing a knob, pushing or pulling a lever, physically manip-
ulating an air pressure control feature, manually operat-
ing a cable assembly, physically engaging a hydraulic
unit, and the like. For purposes of the present discussion,
such instances of manual adjustment/physical manipu-
lation of the valve or component can occur before, during,
and/or after "typical operation of the vehicle".
[0027] Further, in the following discussion, the term
"passive", as used when referring to a valve or damping
component, means fixed or not changeable during typical
operation of the valve. It will be understood that in some
instances, a passive valve or component can be, for ex-
ample, manually disassembled, reconfigured to have a
new or different operational characteristic (e.g., by re-
placing or adjusting an existing shim stack to vary the
damping characteristics corresponding to the valve or
component), and then returned to use. For purposes of
the present discussion, such instances of adjustment to
the valve or component are not described as occurring
"during typical operation of the vehicle". Further, even
though such valves or components can ultimately have
their operational characteristics altered, such valves or
components are described, in the present discussion, as
"passive". A plurality of different damper 21-24 types is
shown and described in the discussion of Figures 2-9.
[0028] Although modular electronic damping control
system 100 is shown as interacting with four dampers
(i.e., plurality of dampers 21-24 of Figure 1) such as would
be likely found in a four wheeled vehicle suspension con-
figuration, it should be appreciated that the technology
is well suited for application in other vehicles with different
suspension configurations. The different configurations
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can include a two wheel suspension configuration like
that of a motorcycle; a one, two or three "wheel" suspen-
sion configuration like that of a snowmobile, trike, or boat,
a plurality of dampers at each of the damper suspension
locations such as is often found in off-road vehicles,
UTVs, powersports vehicles, heavy trucking vehicle, rec-
reational vehicles (RVs), agriculture vehicles, maritime
vehicles, and the like. The use of a single damper in a
four suspension location configuration, as shown in Fig-
ure 1, is provided merely as one implementation example
of the various embodiments of the present invention. As
stated above, various embodiments of the present mod-
ular electronic damping control system 100 may include,
or operate in conjunction with, manual dampers, active
dampers, passive dampers, or any combination of such
types of dampers. For purposes of the following discus-
sion, various embodiments described below will refer to
the use of at least one active damper with, or as a part
of, the present modular electronic damping control sys-
tem 100.
[0029] Referring to Figure 1, an embodiment of a con-
trol system 111 interacting with plurality of dampers
21-24 of the present invention is shown. Figure 1 depicts
a control system 111 which includes a damping control-
ler. It will be understood that in some embodiments, con-
trol system 111 resides on, or within, a vehicle (not
shown) to which one or more of plurality of dampers 21-24
are coupled. In one embodiment, damping controller is
comprised of a suspension damping control (SDC) 10.
Referring still to Figure 1, control system 111 further in-
cludes vehicle Controller Area Network (CAN) bus 8,
CAN Bus 31 to an optional HMI and/or GUI (HMI/GUI
14), warning 13, and a power source, battery 12. In one
embodiment, CAN bus 8 enables signals such as vehicle
conditions and various other inputs to be transmitted from
the vehicle to SDC 10. Additionally, in one embodiment,
CAN bus 31 enables signals to be transmitted between
SDC 10 and HMI/GUI 14. In various other embodiments
of the present invention, control system 111 receives
power from the vehicle in lieu of, or in addition to, using
battery 12. It should be appreciated that in other embod-
iments of the present invention, one or more components
shown within control system 111, in Figure 1, would be
located outside of control system 111. Similarly, in vari-
ous other embodiments of the present invention, addi-
tional components would be located within control sys-
tem 111.
[0030] With reference still to Figure 1, in one embodi-
ment, SDC 10, of modular electronic damping control
system 100, includes a processor, hidden inside SDC
10. In operation, both compression and rebound fluid
(such as, for example, hydraulic fluid) flows through in-
dependent, sophisticated, multistage blended circuits,
which reside in SDC 10, to maximize suspension control.
In one such an embodiment, SDC 10 will control each of
plurality of dampers 21-24 located at each respective ve-
hicle wheel suspension location, determine a type of
damping component at each vehicle wheel suspension

location (as stated above, modular electronic damping
control system 100 may include, or operate in conjunction
with, manual dampers, active dampers, passive damp-
ers, or any combination of such types of dampers), au-
tomatically tune a vehicle suspension based on the de-
termined type of damping components at each vehicle
wheel suspension location, automatically monitor plural-
ity of dampers 21-24 and determine when a change has
been made to one or more of plurality of dampers 21-24,
and automatically re-tune the vehicle suspension based
on the change to one or more of plurality of dampers
21-24.
[0031] As an example, in embodiments of the present
invention, SDC 10 is hydraulically coupled to each of plu-
rality of dampers 21-24 via an interface 221-241, respec-
tively, located at each of plurality of dampers 21-24 . In
one embodiment, damper 21 includes an interface 211
such as, for example, a port through which damping fluid
can be added to or removed from a damping chamber
of damper 21. In such an embodiment, SDC 10 tunes or
adjusts the damping characteristics of damper 21, by
adding damping fluid into, or removing damping fluid
from, damper 21 through interface 211. Similarly, in one
embodiment, damper 22 includes an interface 221 such
as, for example, a port through which damping fluid can
be added to or removed from a damping chamber of
damper 22. In such an embodiment, SDC 10 tunes or
adjusts the damping characteristics of damper 22, by
adding damping fluid into, or removing damping fluid
from, damper 22 through interface 221. Similarly, in an-
other embodiment, damper 23 includes an interface 231
such as, for example, a port through which damping fluid
can be added to or removed from a damping chamber
of damper 23. In such an embodiment, SDC 10 tunes or
adjusts the damping characteristics of damper 23, by
adding damping fluid into, or removing damping fluid
from, damper 23 through interface 231. Similarly, in yet
another embodiment, damper 24 includes an interface
241 such as, for example, a port through which damping
fluid can be added to or removed from a damping cham-
ber of damper 24. In such an embodiment, SDC 10 tunes
or adjusts the damping characteristics of damper 24, by
adding damping fluid into, or removing damping fluid
from, damper 24 through interface 241.
[0032] In various embodiments, SDC 10, of modular
electronic damping control system 100, independently
controls the damping characteristics of each of plurality
of dampers 21-24. In some embodiments of the present
invention, SDC 10 will remotely control operation of at
least one remotely-adjustable valving component dis-
posed within at least one of plurality of dampers 21-24
and thereby adjust the damping characteristics for that
at least one of plurality of dampers 21-24. Furthermore,
in some embodiments of the present invention, SDC 10
will control the flow of damping fluid (e.g., hydraulic fluid)
into and out of at least one of plurality of dampers 21-24
and thereby adjust the damping characteristics for that
at least one of plurality of dampers 21-24. In various other
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embodiments of the present invention, SDC 10 will use
a combination of controlling operation of at least one valv-
ing component within at least one of plurality of dampers
21-24, and controlling the flow of damping fluid into and
out of at least one of plurality of dampers 21-24 to control
and/or adjust the damping characteristics for that at least
one of plurality of dampers 21-24. In one embodiment,
the damping characteristic of at least one of plurality of
dampers 21-24 is achieved varying a damping fluid flow
rate through an inlet or outlet passage within the active
valve. See, as an example, the electronic valve of Figures
2-4 of U.S. Patent 9,353,818.
[0033] In some embodiments of the present invention,
the damping characteristic of at least one of plurality of
dampers 21-24 is achieved by controlling a remotely ad-
justable valve which utilizes a relatively small solenoid
(using relatively low amounts of power) to generate rel-
atively large damping forces. Examples of such as active
valve are described and shown in U.S. Pat. Nos.
9,120,362; 8,627,932; 8,857,580; 9,033,122; and
9,239,090.
[0034] Referring still to Figure 1, SDC 10 and modular
electronic damping control system 100 provide for control
of at least one of plurality of dampers 21-24 regardless
of the cost, complexity, or structure of the at least one of
plurality of dampers 21-24. As a result, significant cost
savings can be attained by use of the present modular
electronic damping control system 100. Specifically, em-
bodiments of the present invention enable a customer to
purchase a vehicle with introductory (e.g., lower cost)
dampers and then upgrade to medium dampers or high
end dampers to obtain desired performance character-
istics. Moreover, embodiments of the present modular
electronic damping control system 100 enable the cus-
tomer to simply replace the current or existing dampers
with new replacement dampers.
[0035] With reference still to the embodiment of Figure
1, there is no requirement for HMI/GUI 14 to reside within
modular electronic damping control system 100. Instead,
in various embodiments of the present invention, the
state or condition of suspension configuration is identified
solely by the warning 13 or lack thereof. In various other
embodiments of modular electronic damping control sys-
tem 100, there are suspension configuration switches,
not shown, instead of HMI/GUI 14.
[0036] Referring still to the embodiment of Figure 1,
optional HMI/GUI 14, of modular electronic damping con-
trol system 100, is a GUI that presents a damping con-
figuration and operational information about the damping
configuration, e.g., vehicle suspension settings, in a user
interactive format, such as on a display located proximal
to a vehicle operator. In one such embodiment, and
where one or more of the plurality of dampers 21-24 is
an active damper, HMI/GUI 14 presents damping con-
figuration and operational information which indicates,
for example, the damping characteristics (e.g., a soft or
"comfort" damping setting, a firm or "sport" damping set-
ting, etc.) corresponding to each of the one or more active

dampers. Furthermore, in an embodiment where one or
more of plurality of dampers 21-24 is not an active damp-
er, HMI/GUI 14 presents damping configuration and op-
erational information which indicates, for example, the
damping characteristics (e.g., damping stiffness, current
state of compression or expansion, etc.) corresponding
to each of the one or more not active dampers.
[0037] In another embodiment as depicted in Figure 1,
optional HMI/GUI 14 is an HMI configured to present ve-
hicle suspension setting information in a user interactive
format on a display. In one such embodiment, HMI/GUI
14 will have a touch input capability to receive an input
from a user via a user interaction with the HMI of HMI/GUI
14. In such an embodiment, HMI of HMI/GUI 14 is also
programmable to present damping configuration infor-
mation, rebound configuration information, and/or sus-
pension setting information in a user interactive format
on a display. As with the above embodiment, where one
or more of the plurality of dampers 21-24 is an active
damper, HMI of HMI/GUI 14 presents damping configu-
ration and operational information which indicates, for
example, the damping characteristics (e.g., a soft or
"comfort" damping setting, a firm or "sport" damping set-
ting, etc.) corresponding to each of the one or more active
dampers. Furthermore, in an embodiment where one or
more of plurality of dampers 21-24 is not an active damp-
er, HMI of HMI/GUI 14 presents damping configuration
and operational information which indicates, for example,
the damping characteristics (e.g., damping stiffness, cur-
rent state of compression or expansion, etc.) correspond-
ing to each of the one or more not active dampers. In one
such embodiment, the
[0038] With reference again to Figure 1, in one embod-
iment as described above, the vehicle suspension setting
information provided, for example, by HMI of HMI/GUI
14 includes a plurality of different vehicle suspension
mode configurations and an identification of which con-
figuration mode is currently active on the vehicle suspen-
sion. In one such embodiment, the plurality of different
vehicle suspension mode configurations is user-selecta-
ble. In such an embodiment, a user can select from a
plurality of different vehicle suspension mode configura-
tions including, but not limited to, a "comfort" setting, a
"sport" setting, and the like.
[0039] In one embodiment where one or more of plu-
rality of dampers 21-24 are active dampers which are
also automatically adjustable, control system 111 will au-
tomatically adjust at least one of the one or more of plu-
rality of active automatically adjustable dampers of the
tuned vehicle suspension based on external conditions
such as, but not limited to, weather, terrain, ground type
(e.g., asphalt, concrete, dirt, gravel, sand, water, rock,
snow, etc.), and the like.
[0040] In another embodiment, where one or more of
plurality of dampers 21-24 are active dampers which are
also automatically adjustable, control system 111 will au-
tomatically adjust at least one of the one or more of plu-
rality of active automatically adjustable dampers of the
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tuned vehicle suspension based on one or more sensor
inputs received from sensors such as an inertial gyro-
scope, an accelerometer, a magnetometer, a steering
wheel turning sensor, a single-spectrum camera, a multi-
spectrum camera, and the like.
[0041] Referring still to Figure 1, in embodiments of
the present invention, characteristics of modular elec-
tronic damping control system 100 are selected in any
one or more of various methods. For example, in some
embodiments of the present invention, characteristics of
modular electronic damping control system 100 are set
at the factory. As another example, in various embodi-
ments of the present invention, characteristics of modular
electronic damping control system 100 are manually ad-
justable by a user. As yet another example of the present
invention, in other embodiments, characteristics of mod-
ular electronic damping control system 100 are automat-
ically adjustable by a computing device based upon in-
puts, such as, but not limited to, environmental-based
inputs, vehicle-based inputs, or inputs from one or more
of plurality of dampers 21-24. As another example, the
suspension characteristics for one or more of plurality of
dampers 21-24 are manually or automatically adjustable
by modular electronic damping control system 100 based
on user preference, vehicle speed, vehicle maneuvering
actions, user-selected ride type, or the like. It should fur-
ther be noted that in various embodiments of the present
invention, characteristics of modular electronic damping
control system 100 are defined based upon two or more
of various inputs, including, but not limited to, two or more
of the inputs provided above. In one such embodiment,
a vehicle wheel speed transducer provides input corre-
sponding to the speed of the vehicle. Wheel speed trans-
ducers are described in U.S. Pat. No. 3,986,118.
[0042] With reference yet again to Figure 1, in one em-
bodiment, wherein adjustable characteristics for at least
one of one or more of plurality of dampers 21-24 are
manually adjustable via a user input, the user input is
received by control system 111 via a user’s interaction
with HMI/GUI 14.
[0043] Also, in an embodiment, wherein the adjustable
characteristics for the one or more of plurality of dampers
21-24 are automatically adjusted based on external con-
ditions, such external conditions are received at control
system 111 from, for example, sensors detecting shock,
vibration sensors, or the like. For example, in one em-
bodiment in which the vehicle is operating in a "smooth
terrain" environment, e.g., riding on a highway or when
the vehicle is operating on a smooth road, configuration
adjustments are provided by the user via HMI/GUI 14, or
automatically applied by modular electronic damping
control system 100, to increase the firmness for the ride
of the vehicle. That is, such an embodiment provides
additional a damping characteristic with increased hard-
ness or stiffness such that the obtained damping char-
acteristic increases feedback for the vehicle and user,
improves the "feel" of the ride, and results in improved
and precise handling of the vehicle.

[0044] In contrast with the above described "smooth
terrain" embodiment, in another embodiment, in which
the vehicle is in a rough operating environment, e.g., rid-
ing "off-road" or when the vehicle is operating on a bumpy
road, configuration adjustments are provided by the user
via HMI/GUI 14, or automatically applied by modular
electronic damping control system 100, to decrease the
firmness for the ride of the vehicle. As one implementa-
tion example, when rougher terrain is encountered, the
user will select a "rough terrain" setting at HMI/GUI 14.
Again, in contrast to the "smooth terrain" embodiment
described above, modular electronic damping control
system 100 receives information from one or more sen-
sors (for example, sensors coupled to the suspension at
or near one or more of plurality of dampers 21-24) via
Vehicle CAN Bus 8, or the like. Based upon the received
information about the rough terrain, modular electronic
damping control system 100 adjusts or "re-tunes" the ve-
hicle suspension to a softer setting. That is, modular elec-
tronic damping control system 100 adjusts or "re-tunes"
the vehicle suspension to provide appropriate suspen-
sion control characteristics for the vehicle. In such a
"rough terrain" embodiment, adjustment provided by
modular electronic damping control system 100 results
in a softer ride for the vehicle. Such a softer ride reduces
any operator/passenger felt vibrations, mitigates shock
to the vehicle and operator/passenger, lessens the ve-
hicle’s movement resulting from interaction with bumps,
and thereby reduces operator/passenger fatigue and
wear on the vehicle.
[0045] Referring still to Figure 1, as described herein,
modular electronic damping control system 100 includes
a manual operation mode. In a manual operation mode
embodiment, modular electronic damping control system
100 includes a user interaction feature such as, but not
limited to, a user-selectable switch, an icon on a touch
display, or the like, provided to the user via HMI/GUI 14.
The user interaction feature allows a user to manually
control modular electronic damping control system 100,
and ultimately obtain a desired damping characteristic
for the vehicle. In one such embodiment, the user will
manually control modular electronic damping control sys-
tem 100 by making a "mode" or "ride-type" selection via
HMI/GUI 14. In one such manual operation embodiment,
the user’s manual control of modular electronic damping
control system 100 is based upon given terrain charac-
teristics. For example, a user can select "highway" mode
for smooth terrain, "off-road" mode for rough terrain, or
even "mixed" mode for an intermediate type of terrain. In
one embodiment, the manual option is entered, by a user,
to modular electronic damping control system 100
through user interaction with HMI/GUI 14. In another em-
bodiment, the manual option is entered, by a user, to
modular electronic damping control system 100 through
user interaction with one or more switches that allow the
user to select one or more pre-defined suspension set-
tings. For example, in various manual mode embodi-
ments, the pre-defined suspension settings or modes can
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include, but are not limited to, "highway", "offroad",
"mixed" , "rock climbing", "racing", "performance",
"sport", "comfort", "wet", and any of various other modes
which might be desired by, or relevant to, a user of mod-
ular electronic damping control system 100.
[0046] With reference again to Figure 1, in an automat-
ed mode, modular electronic damping control system 100
automatically adjusts one or more characteristics for one
or more of plurality of dampers 21-24 based upon one or
more inputs received at the processor of SDC 10. For
example, in one such embodiment, input is generated
which pertains to vehicle operating parameters such as,
but not limited to, position and/or velocity of movement
of the steering wheel, amount of vehicle roll, speed of
the vehicle, use of the accelerator pedal, use of the brake
pedal, and the like. In such an automated mode embod-
iment, the vehicle operating parameters are obtained
and/or monitored via one or more sensors on or about
the vehicle. Similarly, in some automated mode embod-
iments, external conditions such as weather, terrain,
ground type, and the like, are also detected and/or mon-
itored via one or more sensors on or about the vehicle.
Sensors which are utilized in such and automated mode
embodiment, can include, but are not limited to, acceler-
ometers, sway sensors, suspension sensors, visual iden-
tification technology (e.g., a single-spectrum camera or
a multi-spectrum camera), driver input monitors, steering
wheel turning sensors, and the like. For example, in one
automated mode embodiment, modular electronic damp-
ing control system 100 receives input from an inertial
measurement unit (IMU) to sense the roughness of the
terrain on which the vehicle is travelling. Further, in an-
other automated mode embodiment, modular electronic
damping control system 100 receives input from an atti-
tude and heading reference system (AHRS) that provides
3D orientation integrating data coming from inertial gy-
roscopes, accelerometers, magnetometers, and the like.
Further still, in yet another embodiment, the AHRS in-
cludes a GPS-aided Microelectromechanical Systems
(MEMS)-based IMU and a static pressure sensor. It
should further be noted that in various automated mode
embodiments, modular electronic damping control sys-
tem 100 will received two or more of various inputs, in-
cluding, but not limited to, two or more of the inputs pro-
vided above.
[0047] Referring again to Figure 1, in various embod-
iments of the present invention, when modular electronic
damping control system 100 determines that at least one
of one or more of plurality of dampers 21-24 are remotely
adjustable, modular electronic damping control system
100 will adjust that at least one remotely adjustable
damper automatically and "on-the-fly". For example, in
one such embodiment, modular electronic damping con-
trol system 100 will set the at least one remotely adjust-
able damper into a "highway" mode when modular elec-
tronic damping control system 100 determines that the
vehicle is travelling on a smooth roadway. In so doing,
modular electronic damping control system 100, config-

ures the at least one remotely adjustable damper to op-
erate with a firmer damping characteristic. Continuing
with such an embodiment, modular electronic damping
control system 100 will set the at least one remotely ad-
justable damper into an "off-road" mode when modular
electronic damping control system 100 determines that
the vehicle is travelling on a bumpy surface. In so doing,
modular electronic damping control system 100, config-
ures the at least one remotely adjustable damper to op-
erate with a softer damping characteristic. As a result,
the vehicle, and, correspondingly, an operator/passen-
ger of the vehicle, will experience a smoother ride.
[0048] In one embodiment of the present invention, us-
er-selected settings are further adjustable by modular
electronic damping control system 100 based on actual
conditions. For example, if a vehicle operator initially
manually sets modular electronic damping control sys-
tem 100 to an "off-road" mode and then the vehicle tran-
sitions from a bumpy or rough terrain to smooth roadway,
modular electronic damping control system 100 will de-
termine (using, for example, received sensor feedback)
that the vehicle is no longer in rough terrain, and modular
electronic damping control system 100 will automatically
change the mode from "rough" mode to "highway" mode
to provide a more appropriate suspension setting. How-
ever, various embodiments of the present invention en-
able the operator to override any automatic adjustments
so that the user’s manually-selected mode off-road mode
is maintained.
[0049] Referring now to Figure 2, a perspective view
200 of an in-line damper with dependent compression
and rebound adjust valve 212 for use in modular elec-
tronic damping control system 100 is shown in accord-
ance with an embodiment. Although such a damper is
shown in the embodiment of Figure 2, embodiments of
the present invention are well suited to use with various
other types of dampers. Importantly, in the various em-
bodiments of the present invention, SDC 10 of modular
electronic control system 100, may include, or operate
in conjunction with, manual dampers, active dampers,
passive dampers, or any combination of such types of
dampers.
[0050] In various embodiments of the present inven-
tion, SDC 10 will control each of plurality of dampers
21-24 located at each respective vehicle wheel suspen-
sion location, determine a type of damping component
at each vehicle wheel suspension location, automatically
tune a vehicle suspension based on the determined type
of damping components at each vehicle wheel suspen-
sion location, automatically monitor plurality of dampers
21-24 and determine when a change has been made to
one or more of plurality of dampers 21-24, and automat-
ically re-tune the vehicle suspension based on the
change to one or more of plurality of dampers 21-24.
[0051] In some embodiments of the present invention,
SDC 10 will remotely control operation of at least one
remotely-adjustable valving component disposed within
at least one remotely-adjustable active damper of plural-
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ity of dampers 21-24 and thereby adjust the damping
characteristics for that at least one remotely-adjustable
active damper of plurality of dampers 21-24. Further-
more, in some embodiments of the present invention,
SDC 10 will control the flow of damping fluid into and out
of at least one of plurality of dampers 21-24 and thereby
adjust the damping characteristics for that at least one
of plurality of dampers 21-24. In various other embodi-
ments of the present invention, SDC 10 will use a com-
bination of controlling operation of at least one valving
component within at least one of plurality of dampers
21-24, and controlling the flow of damping fluid into and
out of at least one of plurality of dampers 21-24 to control
and/or adjust the damping characteristics for that at least
one of plurality of dampers 21-24.
[0052] Referring still to Figure 2, SDC 10 and modular
electronic damping control system 100 provide for control
of at least one of plurality of dampers 21-24 (all of Figure
1) regardless of the cost, complexity, or structure of the
at least one of plurality of dampers 21-24. As a result,
significant cost savings can be attained by use of the
present modular electronic damping control system 100.
Specifically, embodiments of the present invention ena-
ble a customer to purchase a vehicle with introductory
(e.g., lower cost) dampers and then upgrade to medium
dampers (mid-priced) or high-end dampers (often signif-
icantly more expensive than introductory or medium
dampers) to obtain desired performance characteristics.
Moreover, embodiments of the present modular electron-
ic damping control system 100 enable the customer to
simply replace the current or existing dampers with new
replacement dampers.
[0053] With reference now to Figure 3, a perspective
view 300 of an in-line damper for use in conjunction with
modular electronic damping control system 100 is shown
in accordance with an embodiment of the present inven-
tion. As stated above, although such a damper is shown
in the embodiment of Figure 3, embodiments of the
present invention are well suited to use with various other
types of dampers. Importantly, in the various embodi-
ments of the present invention, SDC 10 of modular elec-
tronic control system 100, may include, or operate in con-
junction with, manual dampers, active dampers, passive
dampers, or any combination of such types of dampers.
Further, in some embodiments of the present invention,
the damping characteristic of at least one of plurality of
dampers 21-24 is achieved by controlling damper based
upon a current state or condition of the damper itself. For
example, in some embodiments of the present invention,
a piston’s position within the damping chamber of a
damper is determined using an accelerometer to sense
modal resonance of the damper. Such resonance will
change depending on the position of the piston and an
on-board processor (computer) is calibrated to correlate
resonance with axial position. In one embodiment, a suit-
able proximity sensor or linear coil transducer or other
electro-magnetic transducer is incorporated in the damp-
ing chamber of the damper to provide a sensor to monitor

the position and/or speed of the piston (and suitable mag-
netic tag) with respect to a housing of the damper. In one
such embodiment, the magnetic transducer includes a
waveguide and a magnet, such as a doughnut (toroidal)
magnet that is joined to the damper cylinder and oriented
such that the magnetic field generated by the magnet
passes through the rod and the waveguide. Electric puls-
es are applied to the waveguide from a pulse generator
that provides a stream of electric pulses, each of which
is also provided to a signal processing circuit for timing
purposes. When the electric pulse is applied to the
waveguide, a magnetic field is formed surrounding the
waveguide. Interaction of this field with the magnetic field
from the magnet causes a torsional strain wave pulse to
be launched in the waveguide in both directions away
from the magnet. A coil assembly and sensing tape is
joined to the waveguide. The strain wave causes a dy-
namic effect in the permeability of the sensing tape which
is biased with a permanent magnetic field by the magnet.
The dynamic effect in the magnetic field of the coil as-
sembly due to the strain wave pulse, results in an output
signal from the coil assembly that is provided to the signal
processing circuit along signal lines. By comparing the
time of application of a particular electric pulse and a time
of return of a sonic torsional strain wave pulse back along
the waveguide, the signal processing circuit can calculate
a distance of the magnet from the coil assembly or the
relative velocity between the waveguide and the magnet.
The signal processing circuit provides an output signal,
which is digital or analog, proportional to the calculated
distance and/or velocity. A transducer-operated arrange-
ment for measuring piston rod speed and velocity in a
damper is described in U.S. Pat. No. 5,952,823.
[0054] Referring now to Figure 4, a cutaway view 400
of a damper for use in modular electronic damping control
system 100 is shown in accordance with one embodi-
ment of the present invention. More specifically, in one
embodiment, damper 400 would be a 2.5 base valve +
internal bypass, based on hypothetical performance se-
ries 2.5 impact body. As stated above, although such a
damper is shown in the embodiment of Figure 3, embod-
iments of the present invention are well suited to use with
various other types of dampers. Importantly, in the vari-
ous embodiments of the present invention, SDC 10 of
modular electronic control system 100, may include, or
operate in conjunction with, manual dampers, active
dampers, passive dampers, or any combination of such
types of dampers.
[0055] With reference now to Figure 5, a cutaway view
500 of yet another damper for use in the modular elec-
tronic damping control system 100 is shown in accord-
ance with an embodiment of the present invention. In one
embodiment, damper 500 is a low cost performance se-
ries 2.0 impact body shock. In one embodiment, damper
500 includes a valve 512 that allows a pressure within
the damper to be manually or automatically adjusted. For
example, in one embodiment, valve 512 is manually ad-
justed by connecting a bicycle pump (or the like) to the
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valve and adding or removing air. In another embodi-
ment, valve 512 is automatically adjustable by coupling
valve 512 with an automatic air supply, such as an on-
board air generator, or the like. As stated above, although
such a damper is shown in the embodiment of Figure 5
embodiments of the present invention are well suited to
use with various other types of dampers. Importantly, in
the various embodiments of the present invention, SDC
10 of modular electronic control system 100, may include,
or operate in conjunction with, manual dampers, active
dampers, passive dampers, or any combination of such
types of dampers.
[0056] Referring now to Figure 6, a cutaway view 600
of a damper with a single compression or rebound ad-
juster 612 for use in modular electronic damping control
system 100 is shown in accordance with an embodiment
of the present invention. One example of adjuster 612 is
a stepper motor compression adjuster (e.g., a digressive
base valve with a stepper motor-controlled base valve
bleed). Again, although such a damper is shown in the
embodiment of Figure 6, embodiments of the present
invention are well suited to use with various other types
of dampers. Importantly, in the various embodiments of
the present invention, SDC 10 of modular electronic con-
trol system 100, may include, or operate in conjunction
with, manual dampers, active dampers, passive damp-
ers, or any combination of such types of dampers.
[0057] With reference now to Figure 7, a cutaway view
700 of a damper with dual adjustors for adjusting both
compression and rebound for use in modular electronic
damping control system 100 is shown in accordance with
an embodiment of the present invention. For example,
in the embodiment of Figure 7, adjustor 712 is used for
adjusting compression, and adjustor 713 is used for ad-
justing rebound. As stated above, the adjustors 712 and
713 may be manually, automatically, or both manually
and automatically adjustable. One example of dual ad-
justors 712 and 713 is a dual stepper. As stated above,
although such a damper is shown in the embodiment of
Figure 7, embodiments of the present invention are well
suited to use with various other types of dampers. Im-
portantly, in the various embodiments of the present in-
vention, SDC 10 of modular electronic control system
100, may include, or operate in conjunction with, manual
dampers, active dampers, passive dampers, or any com-
bination of such types of dampers.
[0058] Referring now to Figure 8, a perspective view
800 of a damper with a piggyback 815 for use in modular
electronic damping control system 100 is shown in ac-
cordance with an embodiment of the present invention.
In general, piggyback 815 is a reservoir that allows the
storage of additional damper fluid for a number of rea-
sons, such as, but not limited to, heat transfer and the
like. Further, piggyback 815 and may also include addi-
tional damping features and characteristics. A configu-
ration of a side reservoir, or piggyback, including a float-
ing piston, is described in U.S. Pat. No. 7,374,028. As
stated above, although such a damper is shown in the

embodiment of Figure 8, embodiments of the present
invention are well suited to use with various other types
of dampers. Importantly, in the various embodiments of
the present invention, SDC 10 of modular electronic con-
trol system 100, may include, or operate in conjunction
with, manual dampers, active dampers, passive damp-
ers, or any combination of such types of dampers.
[0059] With reference now to Figure 9, a perspective
view 900 of a damper with a piggyback 915 and a spring
921 for use in modular electronic damping control system
100 is shown in accordance with an embodiment of the
present invention. As stated above, although such a
damper is shown in the embodiment of Figure 9, embod-
iments of the present invention are well suited to use with
various other types of dampers. In some embodiments,
the damper may also include a bottom out feature, as is
described in U.S. Pat. No. 8,550,223. Importantly, in the
various embodiments of the present invention, SDC 10
of modular electronic control system 100, may include,
or operate in conjunction with, manual dampers, active
dampers, passive dampers, or any combination of such
types of dampers.
[0060] Another configuration suitable for use as at least
one of plurality of dampers 21-24 is a small bore damper
with a stepper adjust (such as, for example, a 2.0 inch
monotube or piggyback damper that uses a 5/8 inch
shaft, but when combined with 7/8 inch shaft, the adjust-
ment range for such a damper is considerable. Although
such a damper is mentioned here, embodiments of the
present invention are well suited to use with various other
types of dampers. Importantly, in the various embodi-
ments of the present invention, SDC 10 of modular elec-
tronic control system 100, may include, or operate in con-
junction with, manual dampers, active dampers, passive
dampers, or any combination of such types of dampers.
[0061] Yet another damper configuration suitable for
use as at least one of plurality of dampers 21-24 is a
small bore shock with hydraulic preload adjust such as
a 1.5 inch or 2.0 inch monotube or piggyback damper. A
further configuration suitable for use as at least one of
plurality of dampers 21-24 is a small bore shock with a
fast acting, remotely-adjustable valve, 2.0 inch piggy-
back, and 7/8 inch shaft for providing a large adjustment
range. Moreover, although a plurality of dampers is de-
scribed, it should be appreciated that there may be other
dampers and damper valve and component arrange-
ments that fall within the scope of the attached Claims.
[0062] In one embodiment, one or more of plurality of
dampers 21-24 is also modular in design. For example,
in-line damper 300 of Figure 3 may be manufactured with
a port to allow the addition of a piggyback 815 as shown
in Figure 8; or one or more openings will be plugged in
damper 400 of Figure 4, such that one or more adjust-
ment valves such as 712 and 713 of Figure 7 can be
added to transform damper 400 into damper 700 with
minimal remanufacturing; possibly even by an at home
Do-It-Yourself (DIY) mechanic.
[0063] As a recap, embodiments of the present
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claimed invention pertain to a modular electronic damp-
ing control system 100. By being modular, modular elec-
tronic damping control system 100 is capable of deter-
mining a type of damping component at each vehicle
wheel suspension location and automatically tune a ve-
hicle suspension based on the determined type of damp-
ing component at each vehicle wheel suspension loca-
tion. In addition, the control system automatically moni-
tors one or more of plurality of dampers 21-24 and de-
termines when a change has been made to one or more
of plurality of dampers 21-24. When it is determined that
a change to one or more of plurality of dampers 21-24
has occurred, modular electronic control system 100 au-
tomatically re-tunes the vehicle suspension based on the
change of one or more of plurality of dampers 21-24.
[0064] Also, for various reason provided above, be-
cause modular electronic damping control system 100 is
modular, significant cost savings can be attained. More-
over, because of the interchangeable and automatic rec-
ognition of the dampers on the vehicle, modular electron-
ic damping control system 100 provides significant op-
portunities for both manufacturer and aftermarket modi-
fication of the vehicle. For example, embodiments of the
present invention enable a customer to purchase a ve-
hicle with introductory dampers and then upgrade to me-
dium dampers or high end dampers to obtain desired
performance characteristics. Moreover, embodiments of
present modular electronic damping control system 100
enable the customer to simply replace the current or ex-
isting dampers with new replacement dampers, and, in
various embodiments of the present invention, the capa-
bilities of the new replacement dampers are automatical-
ly determined by modular electronic damping control sys-
tem 100.
[0065] It should be noted that any of the features dis-
closed herein are useful alone or in any suitable combi-
nation. While the foregoing is directed to embodiments
of the present invention, other and further embodiments
of the invention is implemented without departing from
the scope of the invention and the scope thereof is de-
termined by the claims that follow.

Claims

1. A modular electronic damping control system (100)
for a vehicle, which modular electronic damping con-
trol system comprises:

at least one damping component (200; 300; 400;
500; 600; 700; 800; 900) for locating at a vehicle
suspension location; and
a control system (111) configured to control said
at least one damping component when located
at said vehicle suspension location, said control
system configured to determine a type of at least
one damping component, said control system
configured to automatically tune a vehicle sus-

pension of the vehicle based on a determined
type of said at least one damping component,
and wherein said control system is further con-
figured to automatically monitor said at least one
damping component and determine when a
change has been made to said at least one
damping component, and said control system
configured to automatically re-tune said vehicle
suspension based on said change to said at
least one damping component.

2. The modular electronic damping control system of
Claim 1, further comprising:
a graphical user interface (GUI) (14) for presenting
damping configuration and operation information in
a user interactive format.

3. The modular electronic damping control system of
Claim 1 or 2, further comprising:
a human machine interface (HMI) (14) configured to
present at least one of vehicle suspension setting
information, damping configuration information and
rebound configuration information in a user interac-
tive format on a display, said HMI comprising:
a touch input capability configured to receive an input
from a user via a user interaction with said HMI.

4. The modular electronic damping control system of
Claim 3, wherein said vehicle suspension setting in-
formation comprises:

a plurality of vehicle suspension mode configu-
rations; and
an identification of which of said vehicle suspen-
sion mode configurations is currently active on
said vehicle; and optionally
wherein said plurality of vehicle suspension
mode configurations is user-selectable.

5. The modular electronic damping control system of
any preceding Claim, wherein said control system
(111) is configured to automatically adjust said at
least one damping component based on external
conditions selected from the group consisting of:
weather, terrain, and ground type.

6. The modular electronic damping control system of
any preceding Claim, wherein said control system
(111) is configured to automatically adjust said at
least one damping component based on one or more
sensor inputs received from the group consisting of:
an inertial gyroscope, an accelerometer, a magne-
tometer, a steering wheel turning sensor, and a sin-
gle-spectrum camera, a multi-spectrum camera.

7. The modular electronic damping control system of
any preceding Claim, wherein said at least one
damping component is selected from the group con-
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sisting of: an in-line damper (300), a piggyback
damper (800; 900), a compression adjust only damp-
er (600), a rebound adjust only damper (600), an
independent compression and rebound adjust
damper (700), and a dependent compression and
rebound adjust single-valve damper (200).

8. The modular electronic damping control system of
Claim 7, wherein said at least one damping compo-
nent comprises:
a remotely-adjustable valve.

9. The modular electronic damping control system of
Claim 8, wherein said remotely-adjustable valve in-
cludes a component selected from the group con-
sisting of: a stepper motor, a fast acting solenoid, a
flow control solenoid, and a pressure control sole-
noid.

10. A vehicle comprising a modular electronic damping
control system as claimed in any of claims 1 to 9.

Patentansprüche

1. Modulares elektronisches Dämpfungssteuerungs-
system (100) für ein Fahrzeug, wobei das modulare
elektronische Dämpfungssteuerungssystem um-
fasst:

zumindest eine Dämpfungskomponente (200;
300; 400; 500; 600; 700; 800; 900) zum Anord-
nen an einer Fahrzeugaufhängungsposition;
und
ein Steuerungssystem (111), das eingerichtet
ist, die mindestens eine Dämpfungskomponen-
te zu steuern, wenn sie an der Fahrzeugaufhän-
gungsposition angeordnet ist, wobei das Steu-
erungssystem eingerichtet ist, einen Typ von zu-
mindest einer Dämpfungskomponente zu be-
stimmen, wobei das Steuerungssystem einge-
richtet ist, eine Fahrzeugaufhängung des Fahr-
zeugs auf der Grundlage eines bestimmten
Typs der zumindest einen Dämpfungskompo-
nente automatisch einzustellen, und wobei das
Steuerungssystem des Weiteren eingerichtet
ist, die zumindest eine Dämpfungskomponente
automatisch zu überwachen und zu bestimmen,
wann eine Änderung an der mindestens einen
Dämpfungskomponente vorgenommen wurde,
und wobei das Steuerungssystem eingerichtet
ist, die Fahrzeugaufhängung auf der Grundlage
der Änderung an der zumindest einen Dämp-
fungskomponente automatisch neu einzustel-
len.

2. Modulares elektronisches Dämpfungssteuerungs-
system nach Anspruch 1, des Weiteren umfassend:

eine graphische Benutzerschnittstelle (GUI) (14)
zum Darstellen von Dämpfungskonfigurationsinfor-
mation und von Betriebsinformation in einem benut-
zerinteraktiven Format.

3. Modulares elektronisches Dämpfungssteuerungs-
system nach Anspruch 1 oder 2, des Weiteren um-
fassend:
eine Mensch-Maschine-Schnittstelle (HMI) (14), die
so eingerichtet ist, dass sie zumindest eine von einer
Fahrzeugaufhängungs-Einstellinformation, einer
Dämpfungskonfigurationsinformation und einer
Ausfederungskonfigurationsinformation in einem
benutzerinteraktiven Format auf einer Anzeige dar-
stellt, wobei die HMI umfasst:
eine Berührungseingabemöglichkeit, die so einge-
richtet ist, dass sie eine Eingabe von einem Benutzer
über eine Benutzerinteraktion mit der HMI empfängt.

4. Modulares elektronisches Dämpfungssteuerungs-
system nach Anspruch 3, wobei die Fahrzeugauf-
hängungs-Einstellinformation umfasst:

eine Vielzahl von Fahrzeugaufhängungs-Be-
triebsartkonfigurationen; und
eine Identifizierung, welche der Fahrzeugauf-
hängungs-Betriebsartkonfigurationen gegen-
wärtig an dem Fahrzeug aktiv ist; und wobei op-
tional
die Vielzahl von Fahrzeugaufhängungs-Be-
triebsartkonfigurationen von dem Benutzer aus-
wählbar ist.

5. Modulares elektronisches Dämpfungssteuerungs-
system nach einem der vorangegangenen Ansprü-
che, wobei das Steuerungssystem (111) so einge-
richtet ist, dass es die zumindest eine Dämpfungs-
komponente auf der Grundlage von äußeren Bedin-
gungen automatisch einstellt, die aus der Gruppe
bestehend aus Wetter, Gelände und Bodentyp aus-
gewählt werden.

6. Modulares elektronisches Dämpfungssteuerungs-
system nach einem der vorangegangenen Ansprü-
che, wobei das Steuerungssystem (111) so einge-
richtet ist, dass es die zumindest eine Dämpfungs-
komponente auf der Grundlage eines oder mehrerer
Sensoreingänge automatisch einstellt, die von der
Gruppe bestehend aus einem Trägheitskreisel, ei-
nem Beschleunigungsmesser, einem Magnetome-
ter, einem Lenkraddrehsensor, einer Monospektral-
kamera und einer Multispektralkamera empfangen
werden.

7. Modulares elektronisches Dämpfungssteuerungs-
system nach einem der vorangegangenen Ansprü-
che, wobei zumindest eine Dämpfungskomponente
aus der Gruppe bestehend aus einem Inline-Dämp-
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fer (300), einem Huckepack-Dämpfer (800; 900), ei-
nem Dämpfer (600) nur zur Einstellung der Einfede-
rung, einem Dämpfer (600) nur zur Einstellung der
Ausfederung, einem Dämpfer (700) zur unabhängi-
gen Einstellung der Einfederung und Ausfederung
und einem Dämpfer (200) zur abhängigen Einstel-
lung der Einfederung und Ausfederung mit einem
einzigen Ventil ausgewählt ist.

8. Modulares elektronisches Dämpfungssteuerungs-
system nach Anspruch 7, wobei die mindestens eine
Dämpfungskomponente umfasst:
ein ferneinstellbares Ventil.

9. Modulares elektronisches Dämpfungssteuerungs-
system nach Anspruch 8, wobei das ferneinstellbare
Ventil eine Komponente aufweist, die ausgewählt ist
aus der Gruppe bestehend aus: einem Schrittmotor,
einem schnellwirkenden Elektromagneten, einem
Durchleitungsmagneten und einem Drucksteue-
rungsmagneten.

10. Fahrzeug, umfassend ein modulares elektronisches
Dämpfungssteuerungssystem nach einem der An-
sprüche 1 bis 9.

Revendications

1. Système de commande d’amortissement électroni-
que modulaire (100) pour un véhicule, le système
de commande d’amortissement électronique modu-
laire comprenant :

au moins un composant d’amortissement (200 ;
300 ; 400 ; 500 ; 600 ; 700 ; 800 ; 900) destiné
à être mis en place au niveau d’un emplacement
de suspension de véhicule ; et
un système de commande (111) configuré pour
commander ledit au moins un composant
d’amortissement lorsqu’il est mis en place au
niveau dudit emplacement de suspension de vé-
hicule, ledit système de commande étant confi-
guré pour déterminer un type d’au moins un
composant d’amortissement, ledit système de
commande étant configuré pour accorder auto-
matiquement une suspension de véhicule du vé-
hicule sur la base d’un type déterminé dudit au
moins un composant d’amortissement, et dans
lequel ledit système de commande est en outre
configuré pour surveiller automatiquement ledit
au moins un composant d’amortissement et dé-
terminer lorsqu’une modification a été apportée
audit au moins un composant d’amortissement,
et ledit système de commande étant configuré
pour réaccorder automatiquement ladite sus-
pension de véhicule sur la base de ladite modi-
fication dudit au moins un composant d’amor-

tissement.

2. Système de commande d’amortissement électroni-
que modulaire selon la revendication 1, comprenant
en outre :
une interface utilisateur graphique (GUI) (14) desti-
née à présenter des informations de configuration
d’amortissement et de fonctionnement dans un for-
mat interactif d’utilisateur.

3. Système de commande d’amortissement électroni-
que modulaire selon la revendication 1 ou 2, com-
prenant en outre :
une interface homme-machine (HMI) (14) configu-
rée pour présenter au moins l’une parmi des infor-
mations de réglage de suspension de véhicule, des
informations de configuration d’amortissement et
des informations de configuration de rebond dans
un format interactif d’utilisateur sur un dispositif d’af-
fichage, ladite HMI comprenant :
une capacité d’entrée tactile configurée pour rece-
voir une entrée d’un utilisateur via une interaction
d’utilisateur avec ladite HMI.

4. Système de commande d’amortissement électroni-
que modulaire selon la revendication 3, dans lequel
lesdites informations de réglage de suspension de
véhicule comprennent :

une pluralité de configurations de mode de sus-
pension de véhicule ; et
une identification de celle desdites configura-
tions de mode de suspension de véhicule qui
est actuellement active sur ledit véhicule ; et
éventuellement
dans lequel ladite pluralité de configurations de
mode de suspension de véhicule peut être sé-
lectionnée par l’utilisateur.

5. Système de commande d’amortissement électroni-
que modulaire selon l’une quelconque des revendi-
cations précédentes, dans lequel ledit système de
commande (111) est configuré pour ajuster automa-
tiquement ledit au moins un composant d’amortis-
sement sur la base de conditions externes sélection-
nées dans le groupe consistant en : la météo, le ter-
rain et le type de sol.

6. Système de commande d’amortissement électroni-
que modulaire selon l’une quelconque des revendi-
cations précédentes, dans lequel ledit système de
commande (111) est configuré pour ajuster automa-
tiquement ledit au moins un composant d’amortis-
sement sur la base d’une ou de plusieurs entrées de
capteur reçues dans le groupe consistant en : un
gyroscope à inertie, un accéléromètre, un magnéto-
mètre, un capteur de rotation de volant, et une ca-
méra monospectre, une caméra multispectre.
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7. Système de commande d’amortissement électroni-
que modulaire selon l’une quelconque des revendi-
cations précédentes, dans lequel ledit au moins un
composant d’amortissement est choisi dans le grou-
pe consistant en : un amortisseur en ligne (300), un
amortisseur à ressort (800 ; 900), un amortisseur à
ajustement de compression seul (600), un amortis-
seur à ajustement de rebond seul (600), un amortis-
seur à ajustement de compression et de rebond in-
dépendant (700), et un amortisseur à une soupape
à ajustement de compression et de rebond dépen-
dant (200).

8. Système de commande d’amortissement électroni-
que modulaire selon la revendication 7, dans lequel
ledit au moins un composant d’amortissement
comprend :
une soupape ajustable à distance.

9. Système de commande d’amortissement électroni-
que modulaire selon la revendication 8, dans lequel
ladite soupape ajustable à distance comporte un
composant sélectionné dans le groupe consistant
en : un moteur pas-à-pas, un solénoïde à action ra-
pide, un solénoïde de régulation de débit, et un so-
lénoïde de régulation de pression.

10. Véhicule comprenant un système de commande
d’amortissement électronique modulaire selon l’une
quelconque des revendications 1 à 9.
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