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Description

BACKGROUND

[0001] The present disclosure generally relates to
techniques for reworking areas of a structure made of
composite material (e.g., carbon fiber-reinforced plastic
(CFRP)), and more particularly relates to automated pro-
duction and installation of patches used to rework areas
of such a structure.
[0002] Composite structures sometimes include local-
ized areas that may not conform to product and/or per-
formance specifications, for any of a variety of reasons.
Localized non-conformities may be reduced or eliminat-
ed by reworking (including repairing) the structure. The
rework/repair process may involve removing one or more
layers of material from the structure and then replacing
the removed material with a composite patch that is bond-
ed to the structure.
[0003] For the CFRP repair process, it is typical to ap-
ply a hand layup of tailored carbon fibers and epoxy resin
(hereinafter "epoxy") to form a repair patch on the dam-
aged spot or area after the latter has been scarfed, for
example, by grinding or machining. This typical method
of fabricating a composite patch is time consuming and
labor intensive.
[0004] US 2017/355138 describes a method compris-
ing supplying a reinforced axial fiber filament including a
matrix material, a plurality of axial fiber strands extending
continuously within the matrix material, and a multiplicity
of fiber rods between 0.2-10 mm long dispersed through-
out the matrix material, at least some of the dispersed
fiber rods being oriented transversely to the fiber strands,
supplying a composite fill separately from the filament,
including a multiplicity of fiber rods between 0.2-10 mm
long dispersed throughout the fill, the fiber rods having
hardness at least twice that of a matrix of the fill, and
depositing the filament within a first region of an outward
portion of a part, through a nozzle throat having a thermal
conductivity of at least 35 w/M-K adjacent a nozzle tip
having a Rockwell C hardness of at least C40.

SUMMARY

[0005] The subject matter disclosed herein is directed
to methods and apparatus for automating the fiber laying
process during the repair of composite structures made
of fiber-reinforced plastic material based on the three-
dimensional (3-D) printing technique (also known as ad-
ditive manufacturing). As used herein, the terms "3-D
printing" and "additive manufacturing" are used synony-
mously to refer to processes in which material is joined
or solidified under computer control to create a three-
dimensional object, with material being added together.
The main advantage of the 3-D printing methodology dis-
closed in some detail below is that continuous fiber rov-
ings (e.g., carbon fibers) impregnated with a liquid epoxy-
hardener mixture can be directly printed onto the dam-

aged surface of the composite structure (e.g., an aircraft
component made of carbon fiber-reinforced plastic
(CFRP)) without human manipulation in an autonomous
manner.
[0006] In accordance with some examples, the appa-
ratus comprises a portable printing device that is easy to
handle and applicable to a variety of complex surfaces.
In accordance with other examples, the printing device
can be mounted to an end effector of a robot. As an ex-
ample of materials, a continuous dry carbon fiber roving
and epoxy with hardener can be applied to a composite
layer made of CFRP by means of a specially designed
printer head. The epoxy is applied on the dry carbon fiber
roving during the fiber feeding process, and then the wet
fiber roving is printed directly on the target surface. The
apparatus can also be used to print epoxy-impregnated
fibers made of materials other than carbon.
[0007] The advantages of an automated process for
3-D printing of composite repair patches include at least
the following: (1) uniform and controlled quality of the
repaired composite; and (2) a rapid layup process for
composite repair (reducing process time).
[0008] The examples disclosed in some detail below
provide a method of reworking and/or repairing a struc-
ture, such as a composite laminate, using a composite
laminate rework/repair patch produced by additive man-
ufacturing under computer control. Automated produc-
tion of the rework/repair patch reduces hand labor and
the opportunity for human error in cutting, measuring,
aligning and installing the patch. Automated production
of the patch may increase dimensional control of patch
features, leading to improved fitment and alignment with
the structure being reworked. Automated production of
the patch is based on a set of the digital data representing
a 3-D map of the area being reworked/repaired, and re-
sults in a rework/repair patch having a shape, orientation
and dimensions that precisely match the topography of
the rework/repair area.
[0009] Another example of the subject matter dis-
closed in detail below is a method for adding composite
material to a composite structure, comprising continu-
ously laying down successive portions of a continuous
fiber roving on the composite structure while wetting each
successive portion with epoxy-hardener mixture in a liq-
uid state. This method may further comprise: cutting the
dry fiber roving to establish a length of fiber roving to be
laid; and allowing the epoxy-hardener mixture on the
length of fiber roving to cure in place on the composite
structure at ambient temperature. The dry fiber roving is
a continuous bundle of unidirectional (i.e., generally par-
allel, non-twisted and non-entangled) reinforcement fib-
ers (e.g., carbon fibers). The method further comprises:
mixing liquid epoxy and liquid hardener in a mixer to form
the epoxy-hardener mixture; feeding epoxy-hardener
mixture from the mixer to a printing roller; and transferring
epoxy-hardener mixture from the printing roller to the dry
fiber roving.
[0010] In accordance with some examples, the method
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described in the preceding paragraph further comprises
absorbing epoxy-hardener mixture in a mixture-absorb-
ing layer of the printing roller, wherein each successive
portion of the fiber roving passes through a nip formed
by the printing roller and the composite structure with
epoxy-hardener mixture that has desorbed from the mix-
ture-absorbing layer of the printing roller.
[0011] Although various embodiments of apparatus
and methods for automating the fiber laying process dur-
ing the repair of composite structures will be described
in some detail below, one or more of those embodiments
may be characterized by one or more of the following
aspects.
[0012] An aspect of the subject matter disclosed in de-
tail below is a method for adding composite material to
a composite structure, comprising: (a) placing a printing
roller adjacent to a first area of the composite structure
to form a nip therebetween; (b) transferring an epoxy-
hardener mixture in a liquid state onto the printing roller;
(c) rotating the printing roller; (d) feeding a dry fiber roving
through the nip; (e) transferring epoxy-hardener mixture
from the printing roller to a portion of the dry fiber roving
that is passing through the nip; and (f) pressing the por-
tion of the fiber roving with transferred epoxy-hardener
mixture on the composite structure, wherein steps (d)
through (f) are performed while the printing roller is ro-
tating. In accordance with one proposed implementation,
step (b) comprises absorbing epoxy-hardener mixture in
a mixture-absorbing layer of the printing roller and step
(e) comprises wetting the portion of the fiber roving that
is passing through the nip with epoxy-hardener mixture
that has desorbed from the mixture-absorbing layer of
the printing roller. The method may further comprise at-
taching the mixture-absorbing layer of the printing roller
around a periphery of a roller core (made of non-mixture-
absorbing material) of the printing roller.
[0013] Another aspect of the subject matter disclosed
in detail below is an apparatus for adding composite ma-
terial to a composite structure, comprising: a mixer for
mixing liquid ingredients contained therein; tubing having
one end in fluid communication with the mixer for receiv-
ing a liquid mixture from the mixer; a dry fiber roll having
a dry fiber roving wound thereon; a printer head compris-
ing a printing roller, a fiber guide configured to guide suc-
cessive portions of dry fiber roving paid out from the dry
fiber roll toward the printing roller, and a fitting in fluid
communication with another end of the tubing for receiv-
ing liquid mixture therefrom and having an opening ad-
jacent to the printing roller that enables liquid mixture to
flow onto the printing roller.
[0014] In accordance with some examples of the ap-
paratus described in the preceding paragraph, the print-
ing roller comprises a roller core having a periphery and
a mixture-absorbing layer attached to the periphery of
the roller core. In accordance with one proposed imple-
mentation, the mixture-absorbing layer of the printing roll-
er is made of a bleeder material, such as fiberglass or
polyester woven fabric.

[0015] Other aspects of apparatus and methods for au-
tomating the fiber laying process during the repair of com-
posite structures are disclosed below

BRIEF DESCRIPTION OF THE DRAWINGS

[0016] The features, functions and advantages dis-
cussed in the preceding section can be achieved inde-
pendently in various embodiments or may be combined
in yet other embodiments. Various embodiments will be
hereinafter described with reference to drawings for the
purpose of illustrating the above-described and other as-
pects. None of the diagrams briefly described in this sec-
tion are drawn to scale.

FIG. 1 is a diagram representing a view of a portable
3-D printing apparatus placed on a surface of a com-
posite structure.

FIG. 2 is a hybrid diagram identifying some compo-
nents of a 3-D printing apparatus in accordance with
one embodiment, including a pneumatic dispenser
(represented by a block diagram), a dry fiber roll and
a printer head (represented by a schematic dia-
gram).

FIG. 3 is a diagram representing an elevational view
of a printer head in accordance with one embodiment
with a front plate removed to reveal components that
would be otherwise hidden.

FIG. 4 is a diagram representing a magnified view
of the printing roller and associated compliant linear
guide that are parts of the printer head depicted in
FIG. 3.

FIG. 4A is a diagram representing a view of the print-
ing roller depicted in FIG. 4 in isolation and with an
outer epoxy-absorbing layer partly peeled away from
the roller core.

FIG. 4B is a diagram representing a view of the com-
pliant linear guide depicted in FIG. 4 in isolation.

FIG. 5 is a diagram representing an orthographic
view of a 3-D printing system for printing composite
repair patches having a multi-axis positioner in ac-
cordance with one embodiment.

FIG. 6 is a diagram representing a front elevational
view of the 3-D printing system depicted in FIG. 5.

FIG. 7 is a diagram representing a side elevational
view of the 3-D printing system depicted in FIG. 5.

FIG. 8 is a block diagram identifying some compo-
nents of a 3-D printing apparatus in accordance with
one embodiment.
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FIG. 9 is a diagram representing a view of an aircraft
with a composite skin having an area requiring re-
work.

FIG. 10 is a diagram representing a cross-sectional
view of an area of the composite skin requiring re-
work prior to the installation of a rework patch having
stepped edges.

FIG. 10A is a diagram representing a cross-sectional
view of an area of the composite skin requiring re-
work subsequent to the installation of a rework patch
having stepped edges.

FIG. 11 is a diagram representing a cross-sectional
view of an area of the composite skin requiring re-
work prior to the installation of a rework patch having
tapered edges.

FIG. 12 is a flowchart identifying steps of a method
for reworking an area of a composite structure.

FIG. 13 is a block diagram identifying some compo-
nents of a system for reworking an area of a com-
posite structure.

FIG. 14 is a diagram representing a view of a com-
posite structure having a non-conformity therein.

FIG. 15 is a diagram similar to FIG. 14, with the ad-
dition of an outline of the area to be reworked in order
to remove the non-conformity.

FIG. 16 is a diagram representing a cross-sectional
view of the area of the composite skin requiring re-
work depicted in FIG. 15, the sectional view being
taken along the line 16---16 indicated in in FIG. 15.

FIG. 17 is a diagram similar to FIG. 14, but showing
material having been removed from the rework area
by a material removal system.

FIG. 18 is a diagram similar to FIG. 14, but showing
a mapping system generating a 3-D digital represen-
tation of the rework area.

FIG. 19 is a diagram representing a scenario wherein
an additive manufacturing system is being used to
directly lay wet fibers onto the rework area, which
laid fibers are coated with epoxy that will later be
cured to form a rework patch in place of the non-
conformity.

FIG. 20 is a diagram representing an elevational view
of a 3-D printer mounted to a robot.

[0017] Reference will hereinafter be made to the draw-
ings in which similar elements in different drawings bear

the same reference numerals.

DETAILED DESCRIPTION

[0018] The embodiments disclosed in some detail be-
low relate to a method of reworking and/or repairing an
area of a composite structure in order to reduce or elim-
inate non-conformities in the structure and/or to change
physical characteristics of localized areas of the struc-
ture. For ease of the following description, the terms "re-
work" and "reworking" are intended to include repairs
made to areas of the composite structure.
[0019] Illustrative embodiments of apparatus, systems
and methods for reworking composite structures made
of fiber-reinforced plastic material are described in some
detail below. However, not all features of an actual im-
plementation are described in this specification. A person
skilled in the art will appreciate that in the development
of any such actual embodiment, numerous implementa-
tion-specific decisions must be made to achieve the de-
veloper’s specific goals, such as compliance with sys-
tem-related and business-related constraints, which will
vary from one implementation to another. Moreover, it
will be appreciated that such a development effort might
be complex and time-consuming, but would nevertheless
be a routine undertaking for those of ordinary skill in the
art having the benefit of this disclosure.
[0020] FIG. 1 is a diagram representing a view of a
portable 3-D printer 4 in accordance with one embodi-
ment. The printer 4 is shown placed on a surface of a
composite structure 2. The printer 4 comprises a frame
6 that supports a multi-axis positioner 8 in a position over-
lying an area on the composite structure 2 to be reworked
(e.g., a repair site). Although the frame 6 is shown as
having four legs, a frame having only three legs could be
employed. The multi-axis positioner 8 in turn supports
and positions a printer head 10. The multi-axis positioner
8 has a controller (not shown in FIG. 1) that can be con-
figured (i.e., programmed) to move the printer head 10
across the surface of the composite structure 2 while the
printer head 10 prints epoxy-impregnated fibers (e.g.,
carbon fibers) on the area to be reworked.
[0021] FIG. 2 is a hybrid diagram identifying some com-
ponents of a 3-D printing apparatus in accordance with
one embodiment. The apparatus partly depicted in FIG.
2 comprises a printer head 10, a pneumatic dispenser
11 that dispenses a liquid epoxy-hardener mixture to the
printer head 10, and a dry fiber roll 14 that supplies a
continuous dry fiber roving 12 to the printer head 10. As
used herein, the term "fiber roving" should be construed
broadly to mean a continuous bundle of unidirectional
reinforcement fibers (e.g., carbon fibers). As used herein,
the term "unidirectional" means generally parallel, non-
twisted and non-entangled.
[0022] The mechanisms incorporated in the printer
head 10 include: (1) a first pair of fiber feeding rollers 15a
and 15b that form a first nip through which the paid-out
portion of the dry fiber roving 12 passes; (2) a second
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pair of fiber feeding rollers 15c and 15d that form a second
nip through which the dry fiber roving 12 passes; (3) a
high-hardness cutter 24 which is disposed between the
first and second pairs of fiber feeding rollers 15a-15d and
which is activatable to cut the dry fiber roving 12; and (4)
a printing roller 16 that contacts the surface of the com-
posite structure 2 to form a third nip through which the
dry fiber roving 12 passes. The dry fiber roving 12 is fed
to the third nip by the fiber feeding rollers 15a-15d, which
pull the dry fiber roving 12, causing the dry fiber roll 14
to rotate in the direction indicated by arrow F in FIG. 2.
The two pairs of fiber feeding rollers 15a-15d should be
controlled independently to provide tension in the dry fib-
er roving 12 during cutting. In accordance with one pro-
posed implementation, rollers 15b and 15d are driven by
respective servo motors (not shown in FIG. 2). In accord-
ance with one proposed implementation, the fiber feeding
rollers 15a-15d are made of urethane.
[0023] Still referring to FIG. 2, the pneumatic dispenser
11 comprises: (1) a resin cylinder 88 having a piston in-
side; (2) a drive cylinder 92 having a piston inside which
is mechanically linked to the piston inside the resin cyl-
inder 88; (3) a hardener cylinder 90 having a piston inside;
(4) a drive cylinder 94 having a piston inside which is
mechanically linked to the piston inside the hardener cyl-
inder 90; and (5) a mixer 96 that has a first port for re-
ceiving a metered amount of epoxy resin from the resin
cylinder 88 when pressurized air is input to the drive cyl-
inder 92 and a second port for receiving a metered
amount of hardener from the hardener cylinder 90 when
pressurized air is input to the drive cylinder 94. The resin
cylinder 88 is supplied with liquid epoxy resin from a resin
reservoir 84, while the hardener cylinder 90 is supplied
with liquid hardener from a hardener reservoir 86. The
mixer 96 mixes the liquid ingredients received from the
resin cylinder 88 and the hardener cylinder 90 and then
dispenses the resulting liquid epoxy- hardener mixture
to the printing roller 16 by way of tubing 98.
[0024] While one embodiment of a meter/mix/dispense
system is schematically depicted in FIG. 2, it should be
appreciated that many other types of meter/mix/dispense
systems may be used. Most meter/mix/dispense sys-
tems perform essentially the same functions: they meter
out precise amounts of each ingredient, mix them, and
then dispense the mixture via positive displacement,
meaning material is dispensed either by moving a piston
or rod or by rotating an auger or gear, onto a surface. In
a fixed-mix-ratio system, the metered volume may be
determined by the displacement of the cylinder used for
each ingredient. The cylinders are mechanically linked
and actuated by a pneumatic drive, with discrete volumes
dispensed one at a time. The mixer 90 is preferably a
dynamic mixer have a rotating blade or screw inside a
chamber.
[0025] The liquid epoxy-hardener mixture received
from the mixer 96 is applied on the dry fiber roving 12 by
the printing roller 16. The printing roller 16 comprises a
roller core 16a having a periphery and a mixture-absorb-

ing layer 16b attached to the periphery of the roller core
16a. The mixture-absorbing layer 16b of the printing roller
16 absorbs the epoxy-hardener mixture and then carries
it to the third nip where the epoxy-hardener mixture is
desorbed onto the dry fiber roving 12. The resulting wet
fiber roving 18 is then printed directly on the surface of
the composite structure 2.
[0026] As used herein, the term "epoxy" refers to a
class of reactive prepolymers and polymers which con-
tain epoxide groups. Epoxies may be reacted (cross-
linked) either with themselves through catalytic homopo-
lymerization, or with a wide range of co-reactants includ-
ing polyfunctional amines, acids (and acid anhydrides),
phenols, alcohols and thiols. These co-reactants are of-
ten referred to as hardeners or curatives, and the cross-
linking reaction is commonly referred to as curing. Reac-
tion of polyepoxides with themselves or with polyfunc-
tional hardeners forms a thermosetting polymer, often
with high mechanical properties, temperature and chem-
ical resistance. The type of epoxy can be changed ac-
cording to desired mechanical properties or curing time.
[0027] FIG. 3 is a diagram representing an elevational
view of a printer head 10 in accordance with one embod-
iment with a front plate (see front plate 27 in FIG. 5) re-
moved to reveal components that would be otherwise
hidden. Most of the components depicted in FIG. 3 are
disposed between and supported by the front plate 27
and the back plate 26, which may be mutually parallel
planar plates made of metallic alloy such as steel.
[0028] The printer head 10 comprises a printing roller
16, a fiber guide 22 configured to guide successive por-
tions of dry fiber roving 12 paid out from the dry fiber roll
14 toward the printing roller 16, and a fitting 20 having a
tube connector 19 in fluid communication with one end
of the tubing 98 (shown in FIG. 2) for receiving the liquid
epoxy-hardener mixture therefrom and having an open-
ing (not shown in FIG. 3, but see opening 144 in FIG. 4)
adjacent to the printing roller 16 that enables the epoxy-
hardener mixture to flow onto the printing roller 16. The
printing roller 16, fiber guide 22 and fitting 20 are all dis-
posed between (at least in part) and supported by the
front and back plates 27 and 26.
[0029] The printing roller 16 is rotatably mounted to an
axle 17 having opposing ends fixedly coupled to the front
and back plates 27 and 26. A portion of the printing roller
16 projects beyond the bottom edges of front and back
plates 27 and 26, which allows the printing roller 16 to
contact the surface of the composite structure 2 and form
a nip therebetween. A continuous dry fiber roving 12 (not
shown in FIG. 3) is fed to the nip by the first pair of fiber
feeding rollers 15a and 15b and by the second pair of
fiber feeding rollers 15c and 15d, which are rotatably
mounted to respective axles 13a-13d having opposing
ends fixedly coupled to the front and back plates 27 and
26. Accordingly, the fiber feeding rollers 15a-15d are dis-
posed between the front and back plates 27 and 26.
[0030] The continuous dry fiber roving 12 is fed to the
nip between the printing roller 16 and the surface of the
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composite structure 2 by way of a fiber guide 22, which
is disposed between and fixedly coupled to the front and
back plates 27 and 26. The fiber guide 22 comprises: a
first portion formed by a first pair of fiber guides 39 and
41, which first portion of fiber guide 22 is disposed be-
tween the nips formed by fiber feeding rollers 15a-15d;
and a second portion formed by a second pair of fiber
guides 29 and 31, which second portion of fiber guide 22
is disposed between the nip formed by fiber feeding roll-
ers 15c and 15d and the nip formed by the printing roller
16 and the surface of the composite structure 2.
[0031] The fiber feeding roller 15a is pressed against
the fiber feeding roller 15b by a compliant linear guide
28a, while the fiber feeding roller 15c is pressed against
the fiber feeding roller 15d by a compliant linear guide
28b. Similarly, the printing roller 16 is pressed against
the composite structure 2 by a compliant linear guide
28c. All of the compliant linear guides 28a-28c preferably
have the identical structure, which will be described in
some detail hereinafter with reference to FIG. 4B.
[0032] As seen in FIG. 3, the printer head 10 further
comprises a cutter 24 supported on a cutter mounting
plate 25 that is fixedly coupled to the front plate 27 (not
shown in FIG. 3). As seen in FIG. 5, the cutter mounting
plate 25 is not disposed between the front and back plates
27 and 26, while the cutter extends into the space be-
tween the front and back plates 27 and 26 in order to be
able to engage the dry fiber roving 12 (not shown in FIG.
3) being fed through the fiber guide 22. The cutter 24 is
selectively activated for cutting the continuous dry fiber
roving when a printing path is approaching its end. The
autonomous cutting operation can be manipulated by a
cutter motor (not shown in FIG. 3, but see cutter motor
23 in FIG. 5).
[0033] The feed path of the dry fiber roving 12 is indi-
cated by arrows A and B in FIG. 3, while the flow of epoxy-
hardener mixture into the tube connector 19 of fitting 20
is indicated by arrow C. The rotation of the printing roller
16 during a printing operation is indicated by arrow D in
FIG. 3. In accordance with one proposed implementation,
the printing roller 16 is coupled to rotate in synchronism
with the passive fiber feeding roller 15c by a timing belt
33. The passive fiber feeding roller 15c in turn is driven
to rotate by its contact with the motor-driven fiber feeding
roller 15d. In alternative embodiments, rotation of the
printing roller 16 could be driven independently by its own
motor (see, e.g., printing roller motor 166 in FIG. 8), so
long as the printing roller 16 and fiber feeding roller 15d
rotate at the same speed. During its rotation, the printing
roller 16 applies a uniform amount of epoxy-hardener
mixture to the dry fiber roving 12. Due to the pressure
exerted on the composite structure 2 by the printing roller
16, the epoxy-hardener mixture is applied to the dry fiber
roving 12 just before it is printed onto the composite struc-
ture 2.
[0034] FIG. 4 is a diagram representing a magnified
view of the printing roller 16 and associated compliant
linear guide 28c that are parts of the printer head 10 de-

picted in FIG. 3. FIG. 4A shows a view of the compliant
linear guide 28c in isolation. FIG. 4B shows the printing
roller 16 in isolation.
[0035] As shown in FIG. 4A, the printing roller 16 com-
prises a roller core 16a (e.g., made of metallic alloy) hav-
ing a periphery and a mixture-absorbing layer 16b at-
tached to the periphery of the roller core 16a. The mix-
ture-absorbing layer 16b of the printing roller 16 is pref-
erably made of a disposable bleeder material, such as
fiberglass or polyester woven fabric. One type of glass
fiber used in fiberglass is E-glass, which is alumino-boro-
silicate glass with less than 1% w/w alkali oxides.
[0036] The mixture-absorbing layer 16b contains the
dispensed epoxy-hardener mixture and applies uniform
amounts to the dry fiber roving 12. As the dry fiber roving
12 meets the composite substrate, the wet mixture-ab-
sorbing layer 16b presses the dry fiber roving 12 to the
substrate. In this process, epoxy is uniformly applied to
the dry fiber roving 12 and the wet fiber roving 18 (see
FIG. 2) is attached to the substrate or the previous fiber
layer. The feeding of the epoxy-hardener mixture is not
continuous, since the mixture-absorbing layer 16b can
store a certain amount without additional feeding. After
the printing is finished, the mixture-absorbing layer 16b
can be peeled off for re-use as shown in FIG. 4A.
[0037] FIG. 4B shows components of a generic com-
pliant linear guide 28. Each of the compliant linear guides
28a-28c incorporated in the embodiment depicted in FIG.
3 has the structure shown in FIG. 4B. The linear guide
28 comprises a base 126 which is disposed between and
fixedly coupled to the front and back plates. The base
126 supports one end of each of a pair of dovetail rails
130a, 130b. The other ends of dovetail rails 130a, 130b
are slidably coupled to a pair of dovetail channels 134
formed on opposing side of a carriage 128. The carriage
128 in turn supports a pair of roller support arms 132a,
132b. The distal ends of the roller support arms 132a,
132b will be fixedly coupled to opposing ends of an axle.
More specifically, the distal ends of the roller support
arms 132a, 132b of compliant linear guide 28a are at-
tached to opposing ends of axle 13a; the distal ends of
the roller support arms 132a, 132b of compliant linear
guide 28b are attached to opposing ends of axle 13b;
and the distal ends of the roller support arms 132a, 132b
of compliant linear guide 28c are attached to opposing
ends of axle 17.
[0038] FIG. 5 is a diagram representing an orthograph-
ic view of a 3-D printing system for printing composite
repair patches having a multi-axis positioner 8 in accord-
ance with one embodiment. FIGS. 6 and 7 show front
and side elevational views respectively of the 3-D printing
system depicted in FIG. 5. The multi-axis positioner 8 is
designed based on the required motion for the target sur-
face’s complexity, and it controls the movement of the
printer head 10.
[0039] The multi-axis positioner 8 depicted in FIGS.
5-7 comprises a mounting stage 8a and an X-axis linear
stage 8b translatably coupled to the mounting stage 8a
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for translation in either direction along an X-axis. These
X-axis translations are indicated by the double-headed
arrow X in FIG. 4. The multi-axis positioner 8 further com-
prises a Y-axis linear stage 8c translatably coupled to
the X-axis linear stage 8b for translation in either direction
along a Y-axis. These Y-axis translations are indicated
by the double-headed arrow Y in FIG. 5. The multi-axis
positioner 8 further comprises a Z-axis rotation stage 8e
which is rotatably coupled to the Y-axis linear stage 8c
for rotation in either direction about the Z-axis. Lastly, the
multi-axis positioner 8 further comprises a Z-axis linear
stage 8d which is translatably coupled to the Z-axis ro-
tation stage 8e for translation in either direction along a
Z-axis. These Z-axis translations are indicated by the
double-headed arrow Z in FIG. 5.
[0040] The printer head 10, dry fiber roll 14 and pneu-
matic dispenser 11 (including resin cylinder 88, hardener
cylinder 90 and mixer 96 depicted in FIGS. 5 and 6) are
mounted to the Z-axis linear stage 8d. Accordingly, the
printer head 10 can be translated in the X, Y and Z di-
rections and rotated about the Z-axis by operation of the
multi-axis positioner 8 under the control of a computer
system in a well-known manner.
[0041] As shown in FIG. 5, the cutter 24 is coupled to
a cutter motor 23 (e.g., a servo motor) by way of a linkage
21. The cutter motor is mounted to the front face of the
front plate 27, as is the cutter mounting plate 25. As seen
in FIG. 6, the printing roller 16 projects beyond the lower
edges of the front and back plates 27 and 26, allowing
the printing roller 16 to contact and roll along a surface
of a composite substrate. As best seen in FIG. 7 the fiber
feeding roller motors 146 and 148 (e.g., servo motors),
which respectively drive rotation of fiber feeding rollers
15b and 15d (see FIG. 3), are mounted to the back sur-
face of the back plate 26.
[0042] FIG. 8 is a block diagram identifying other com-
ponents of a 3-D printing apparatus in accordance with
one embodiment. These components can be used in con-
junction with the apparatus depicted in FIGS. 5-7. The
3-D printing apparatus comprises a control computer 150
which is configured to control the operation of the 3-D
printing apparatus during the automated additive manu-
facturing of a composite repair patch.
[0043] The control computer 150 communicates with
four multi-axis stage motor controllers 156, which multi-
axis stage motor controllers 156 in turn control the oper-
ation of four multi-axis stage motors 158. Three of the
multi-axis stage motors drive translation of the X-, Y- and
Z-axis linear stages 8b-8d, while the fourth multi-axis
stage motor drives rotation of the Z-axis rotation stage
8e.The control computer 150 is also configured to com-
municate with a cutter motor controller 164, which cutter
motor controller 164 in turn controls the operation of cut-
ter 24.
[0044] The control computer 150 also communicates
with a pneumatic dispenser controller 152 which is con-
figured to output electrical control signals for controlling
the states of a pair of solenoid air control valves 154. The

states of the solenoid air control valves 154 respectively
determine how much pressurized air is supplied to the
drive cylinders 92 and 94 identified in FIG. 2.
[0045] The control computer 150 also communicates
with a pair of fiber feeding roller motor controllers 160,
which fiber feeding roller motor controllers 160 in turn
control the operation of fiber feeding roller motors 146
and 148. The fiber feeding roller motor 146 drives rotation
of the fiber feeding roller 15b, while the fiber feeding roller
motor 148 drives rotation of the fiber feeding roller 15d.
During feeding of the dry fiber roving 12, the fiber feeding
roller motors 146 and 148 are controlled to rotate at the
same speeds. During cutting of the dry fiber roving 12,
the fiber feeding roller motor 146 can be controlled to
reduce its rotational speed, thereby inducing a tension
in the portion of the dry fiber roving 12 that spans the
respective nips at the fiber feeding rollers 15b and 15d
to facilitate cutting.
[0046] In accordance with a proposed implementation
in which the printing roller 16 is driven to rotate by a print-
ing roller motor 166 (instead of being coupled to a fiber
feeding roller by a timing belt), the control computer 150
is also configured to communicate with a printing roller
motor controller 162, which printing roller motor controller
162 in turn controls the rotation of the printing roller motor
166. More specifically, the control computer 150 is con-
figured to cause the printing roller 16 and the fiber feeding
rollers 15b and 15d to all rotate at the same speed.
[0047] The portable additive manufacturing system de-
scribed above can be used to repair damage to compos-
ite components of vehicles such as aircraft. For example,
referring to FIG. 9, an aircraft 34 includes a fuselage 36,
a pair of wings 38 and a tail assembly 40, all covered by
the outer skin 44. The skin 44 may comprise a composite
laminate structure, hereinafter sometimes simply re-
ferred to as a "structure", a "composite structure" or a
"composite laminate". While the aircraft 34 is in service,
events such as an impact on the skin 44 caused by any
of various events, may result in the formation of one or
more non-conformities 35 within an area 30 of the skin
44. In order to reduce or eliminate the non-conformities
35 in the area 30, hereinafter referred to as "rework area
30", is reworked and restored using a composite rework
patch 32. As will be discussed later in more detail, this
rework process involves removing material from the skin
44 within the rework area 30 and replacing the material
that has been removed with the composite patch 32.
[0048] The disclosed method and rework patch 32 may
also be employed to rework an area 30 of a composite
structure 44 comprising a part that is in an intermediate
stage of production, before it has been assembled and/or
placed in service. For example, a composite barrel sec-
tion of the fuselage 36 shown in FIG. 9 may contain one
or more non-conformities within one or more areas that
cause the barrel section to be outside of desired speci-
fications. To bring the area within the desired specifica-
tions, material may be removed from the rework area and
replaced by a bonded rework patch produced in accord-
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ance with the embodiments disclosed herein.
[0049] The rework area 30 may be restored using one
form of the disclosed rework patch 32 shown in FIGS. 10
and 10A. In this example, material has been removed
from a composite laminate composite structure 44, using
any of several known techniques, leaving a cavity 37.
The cavity 37 has an outer periphery 46, a substantially
flat bottom 48 and a stepped edge 50. The stepped edge
50 may be tapered at any desired angle θ. The rework
patch 32 comprises a plurality of reinforced laminated
plies 32a-32f arranged with a stepped edge 45 matching
the stepped edge 50 of the rework area 30. The thickness
"t" and shape of each of the plies 32a-32f substantially
match the thicknesses and shapes of the corresponding
plies 49 of the laminate composite structure 44. Addition-
ally, the plies 32a-32f may have differing ply orientations
according to a predetermined ply schedule which may
match the ply schedule of the composite laminate com-
posite structure 44.
[0050] As shown in FIG. 10A, the rework patch 32 fills
and substantially matches the topography and the orien-
tation of the entire cavity 37. The nearly exact fitment
between the rework patch 32 and the cavity 37 reduces
the possibility of undesired voids or porosities at the in-
terface between the rework patch 32 and the laminate
composite structure 44, thereby improving the perform-
ance of the rework patch 32 and restoration of the rework
area 30. Depending upon the particular application, one
or more covering plies 51 may be bonded to the laminate
composite structure 44, overlapping the rework patch 32.
[0051] Attention is now directed to FIG. 11 which illus-
trates an alternate embodiment of the disclosed rework
patch 32 which is suitable for use in a scarf-type rework
of the laminate composite structure 44. In this example,
material is removed from the laminate composite struc-
ture 44, as by, for example, sanding, leaving the edges
50 of the rework area 30 tapered or "scarfed" at a desired
angle θ. The rework patch 32 comprises a plurality of
laminated reinforced resin plies 32a-32f having outer
edges 45 that are each tapered to substantially match
the taper angle θ of the cavity 37. The size, orientation
and shape of the work patch 32 are nearly identical to
the size, orientation and shape of the rework cavity 37,
resulting in a nearly perfect fitment between the rework
patch 32 and the rework area 30.
[0052] FIG. 12 broadly illustrates the overall steps of
a method of reworking a composite structure 44 using
the disclosed composite laminate rework patch 32. Be-
ginning at step 52, the area 30 of the structure requiring
rework is identified using any of a variety of techniques,
such as, for example and without limitation, visual surface
inspection or ultrasonic sound interrogation. At step 54
material is removed from the rework area 30 to reduce
or eliminate one or more non-conformities. The material
removal may be accomplished manually or automatical-
ly. Where material removal is accomplished using auto-
mated equipment, the path of the material removal tool
(i.e. the tool path) may be recorded and stored as digital

data. The tool path establishes the shape and length of
perimeter, taper angle, depth of cut, etc. of the cavity 37.
[0053] Continuing with reference to FIG. 12, at step
56, a 3-D map of the rework area 30 is generated. The
3-D map comprises a set of digital data which is a 3-D
representation of the rework area 30, including the cavity
37. The set of digital data may be produced using any of
several techniques. For example, the set of digital data
may be generated by recording the path of movement of
a material removal tool carried out in step 54. Alterna-
tively, optical scanning techniques may be employed in
which the rework area including the cavity 37 is optically
scanned, and the optical scan is converted to digital data
representing a 3-D map. At step 58, the wet fiber rovings
are printed ply-by-ply to form a rework patch that fills the
cavity 37 based on the 3-D map generated in step 56.
Each ply of the resulting rework patch has a specified
size, shape and fiber orientation. Finally, at step 60, the
rework patch 32 is allowed to cure at ambient tempera-
ture.
[0054] FIG. 13 broadly illustrates an integrated system
75 for reworking a structure such as the composite lam-
inate composite structure 44 depicted in FIGS. 10 and
11. Broadly, the system 75 comprises a material removal
system 62, a 3-D mapping system 64 and an additive
manufacturing system 66, all operated by a controller 70
(or multiple controllers). The material removal system 62,
3-D mapping system 64 and additive manufacturing sys-
tem 66 may be coupled to a common network 72, as is
the controller 70. In alternative embodiments, each sys-
tem may be a stand-alone independent system operated
by a respective controller.
[0055] The controller 70 may be operated in accord-
ance with one or more control programs 74, and may be
coupled with a memory 76 for storing various types of
information such as, without limitation, a ply schedule 78
for a laminated composite structure 44, tool path data 80
and 3-D map data 82. The ply schedule 78 may comprise
information defining how the laminate composite struc-
ture 44 is constructed, including, for example and without
limitation, the number of plies, ply shape, ply thicknesses
and fiber orientations. The tool path data 80 may com-
prise a set of digital information that is generated, either
to control the path of a material removal tool, or which is
recorded as the material removal tool is displaced either
manually or under automatic control during the material
removal process. The 3-D map data 82 comprises a set
of digital data which represents the rework area 30 in-
cluding the cavity 37, and thus the rework patch 32, in
three dimensions.
[0056] The material removal system 62 may comprise
a power tool that is moved along a desired tool path by
a manipulator such as a robot (not shown). The tool may
comprise, without limitation, a sander, a grinder or a mill.
The tool and manipulator are operated by a controller
which may comprise, for example and without limitation,
a computer configured to execute preprogrammed se-
quences of machine control commands.
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[0057] The 3-D mapping system 64 may comprise an
optical scanner that is controlled by a computer. The op-
tical scanner scans the rework area 30 and generates a
set of digital data representing a 3-D topographical map
of the rework area 30, including a 3-D map of the cavity
37.
[0058] The additive manufacturing system 66 may be
the system shown in FIGS. 1-7 above. The additive man-
ufacturing system 66 produces each ply 32a-32f of the
rework patch 32 ply-by-ply. The additive manufacturing
system 66 may include memory for storing digital data
representing information used to produce the rework
patch 32, including but not limited to digital data sets rep-
resenting the ply schedule 78 (FIG. 13), 3-D map data
and tool path data 80.
[0059] Attention is now directed to FIGS. 14-19 which
diagrammatically illustrate the steps involved in rework-
ing a composite structure 44 having a localized non-con-
formity 35. FIG. 14 shows a composite structure 44 hav-
ing a localized non-conformity 35 that must be reduced
or eliminated to restore the original structural perform-
ance of the composite structure 44. In the illustrated ex-
ample depicted in FIGS. 15 and 16, the non-conformity
35 comprises a dent which extends from one outer sur-
face 53 of the composite structure 44 partially through
the thickness of the composite structure 44. In order to
rework and restore the composite structure 44, a rework
area 30 is initially identified which has a size and shape
that is larger than the non-conformity 35. The shape of
the rework area 30 may depend upon the shape of the
non-conformity 35. The rework area 30 may be symmet-
ric, asymmetric, regular or irregular.
[0060] Referring to FIG. 17, the material removal sys-
tem 62 is then employed to remove material from the
composite structure 44, including the material containing
the non-conformity 35. As previously discussed, the ma-
terial removal process may be performed using a sander,
a grinder, a mill or other tool that is suitable for the par-
ticular application, and is compatible with the type of ma-
terial being removed. Removal of the material from the
composite structure 44 results in a cavity 37 being formed
in the composite structure 44 which, in the illustrated ex-
ample, extends only partially through the thickness of the
structure of 44. In the case of a laminate composite struc-
ture 44, the material removal process reveals ply drop-
offs 65 along the edges 50 (see FIGS. 10 and 11) of the
cavity 37. Depending upon the type of rework process
employed, the edges 50 may be tapered, or stepped as
previously discussed in connection with FIGS. 10 and 11.
[0061] Referring now to FIG. 18, after material has
been removed from the composite structure 44 to form
a cavity 37, the mapping system 64 uses a scanning laser
beam 68 to scan the cavity 37 and generate a set of
digital data representing a 3-D map of the cavity 37. The
3-D map includes identification of the size, orientation
and shape of the peripheral edge 46 of the cavity 37 as
well as other topographic features of the cavity 37, in-
cluding the locations of the ply drop-offs, the size, orien-

tation and shape of the bottom 48 (FIGS. 10 and 11), the
edges 50, as well as the taper angle.
[0062] The next step in the rework process is shown
in FIG. 19, wherein the additive manufacturing system
66 is used to successively lay down epoxy-impregnated
fiber rovings side by side to form a first ply 32a on the
bottom of the cavity 37; and then successively lay down
epoxy-impregnated fiber rovings side by side to form a
second ply 32b on top of the first ply 32a; and so forth
until (for example) the cavity 37 is filled with a stack of
plies 32a-32f, which stack is depicted outside the cavity
so that the respective plies can be seen. Using the stored
ply schedule 78 (see FIG. 13) and the 3-D map data 82,
the additive manufacturing system 66 may build the plies
32a-32f in the correct order, with the correct ply orienta-
tion and in alignment with each other.
[0063] After the printing is over, the reworked area is
vacuum bagged and subjected to post-curing (e.g., at
80°C) in order to speed up the curing process and to
enhance some of the composite material’s physical prop-
erties. Post curing will expedite the cross-linking process
and properly align the polymer’s molecules. Post-curing
thermoset resins can increase physical properties (e.g.,
tensile strength, flexural strength, and heat distortion
temperature) above what the material would normally
achieve at room temperature. Post-curing is particularly
important when secondary machining is expected.
[0064] Fiber-reinforced resin composite technology
can be used to create a wide variety of airframe structural
elements, many of which have airfoil shapes, such as
flaps, ailerons, elevators and rudders, for examples. The
entire airframe of some aircraft, including the fuselage,
wings and horizontal and vertical stabilizers, have been
formed entirely of fiber- reinforced resin composites.
[0065] As mentioned previously, a 3-D printing appa-
ratus of the type disclosed herein can be mounted on a
robot instead of a multistage positioner. FIG. 20 is a di-
agram representing an elevational view of a 3-D printing
apparatus mounted to a robot 100. The 3-D printing ap-
paratus comprises a 3-D printer head 10, a pneumatic
dispenser 11 and a dry fiber roll 14. The 3-D printing
apparatus is attached to the robot 100 by attaching a
tool-side connector plate 115 to a connector 114 of the
robot 100. As the printer head 10 is moved along the
composite structure being repaired, an epoxy-impregnat-
ed fiber roving can be printed on the surface of the com-
posite substrate.
[0066] The robot 100 has multi-axis movement capa-
bilities and uses software support to generate a three-
dimensional profile to be used for 3-D printing. In partic-
ular, the robot 100 shown in FIG. 20 comprises a robot
base 102, a carousel 104, a rocker 106 (a.k.a. pivot arm),
an extension arm 108, a robot hand 110, and a member
112 to which the connector 114 is attached. The robot
base 102 and carousel 104 are rotatably coupled by a
revolute joint 116. The carousel 104 and rocker 106 are
rotatably coupled by a revolute joint 118. The rocker 106
and extension arm 108 are rotatably coupled by a revo-

15 16 



EP 3 536 491 B1

10

5

10

15

20

25

30

35

40

45

50

55

lute joint 120. The rocker extension arm 108 and robot
hand 110 are rotatably coupled by a revolute joint 122.
The combination of these components provides multiple
degrees of freedom, which in turn allows the printer head
10 to be moved to different locations and in different di-
rections. The robot 100 includes one or more positional
sensors (not shown) at, or otherwise associated with,
each of the pivots that provide positional data (X, Y, and
Z in three-dimensional space) for accurately locating the
printing roller. An example of a robot 100 that could be
employed with the printer head shown in FIG. 3 is robot
Model KR-150 manufactured by Kuka Roboter GmbH
(Augsburg, Germany), although any robot or other ma-
nipulator capable of carrying a printer head 10 could be
used.
[0067] While apparatus and methods for automating
the fiber laying process during the repair of composite
structures have been described with reference to various
embodiments, it will be understood by those skilled in the
art that various changes may be made and equivalents
may be substituted for elements thereof without depart-
ing from the scope of the teachings herein. In addition,
many modifications may be made to adapt the teachings
herein to a particular situation without departing from the
scope thereof. Therefore it is intended that the claims not
be limited to the particular embodiments disclosed here-
in.
[0068] Some steps of the methods described herein
may be encoded as executable instructions embodied in
a non-transitory tangible computer-readable storage me-
dium, including, without limitation, a storage device
and/or a memory device. Such instructions, when exe-
cuted by a processing or computing system, cause the
system device to perform at least a portion of the methods
described herein.
[0069] The method claims set forth hereinafter should
not be construed to require that the steps recited therein
be performed in alphabetical order (any alphabetical or-
dering in the claims is used solely for the purpose of ref-
erencing previously recited steps) or in the order in which
they are recited unless the claim language explicitly spec-
ifies or states conditions indicating a particular order in
which some or all of those steps are performed. Nor
should the process claims be construed to exclude any
portions of two or more steps being performed concur-
rently or alternatingly unless the claim language explicitly
states a condition that precludes such an interpretation.
[0070] Further, the disclosure comprises embodi-
ments according to the following clauses:

Clause 1. A method for adding composite material
to a composite structure, comprising continuously
laying down successive portions of a continuous fib-
er roving on the composite structure while wetting
successive portions with an epoxy-hardener mix-
ture.

Clause 2. The method as recited in clause 1, further

comprising:

cutting the fiber roving to establish a length of
fiber roving to be laid; and
allowing the epoxy-hardener mixture on the
length of fiber roving to cure in place on the com-
posite structure at ambient temperature.

Clause 3. The method as recited in any of clauses
1-2, wherein the fiber roving is a continuous bundle
of unidirectional reinforcement fibers, the method
further comprising paying out the fiber roving from a
roll.

Clause 4. The method as recited in any of clauses
1-3, further comprising:

mixing liquid epoxy and liquid hardener in a mix-
er to form the epoxy-hardener mixture;

feeding epoxy-hardener mixture from the mixer
to a printing roller; and

transferring epoxy-hardener mixture from the
printing roller to the fiber roving.

Clause 5. The method as recited in clause 4, further
comprises absorbing epoxy-hardener mixture in a
mixture-absorbing layer of the printing roller, wherein
each successive portion of the fiber roving passes
through a nip formed by the printing roller and the
composite structure with epoxy-hardener mixture
that has desorbed from the mixture-absorbing layer
of the printing roller.

Clause 6. The method as recited in any of clauses
1-5, further comprising removing material from an
area of the composite structure that includes a non-
conformity until the non-conformity is removed and
a cavity is formed, wherein the wetted successive
portions of fiber roving are laid inside the cavity.

Clause 7. A method for adding composite material
to a composite structure, comprising:

(a) placing a printing roller adjacent to a first area
of the composite structure to form a nip there-
between;

(b) transferring an epoxy-hardener mixture in a
liquid state onto the printing roller;

(c) rotating the printing roller;

(d) feeding a fiber roving through the nip;

(e) transferring the epoxy-hardener mixture from
the printing roller to a portion of the fiber roving
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that is passing through the nip; and

(f) pressing the portion of the fiber roving with
the transferred epoxy-hardener mixture on the
composite structure,

wherein steps (d) through (f) are performed while the
printing roller is rotating.

Clause 8. The method as recited in clause 7, wherein
step (b) comprises absorbing epoxy-hardener mix-
ture in a mixture-absorbing layer of the printing roller
and step (e) comprises wetting the portion of the fiber
roving that is passing through the nip with epoxy-
hardener mixture that has desorbed from the mix-
ture-absorbing layer of the printing roller.

Clause 9. The method as recited in clause 8, further
comprising attaching the mixture-absorbing layer of
the printing roller around a periphery of a roller core
of the printing roller.

Clause 10. The method as recited in any of clause
7-9, wherein at least steps (c) through (f) are contin-
uously performed until a first length of fiber roving
with transferred epoxy-hardener mixture has been
pressed on the composite structure.

Clause 11. The method as recited in clause 10, fur-
ther comprising cutting the fiber roving at a position
upstream from the nip to produce the first length of
fiber roving.

Clause 12. The method as recited in clause 11, fur-
ther comprising:

placing the printing roller adjacent to a second
area of the composite structure with a nip ther-
ebetween;

repeating steps (b) through (f), wherein at least
steps (d) through (f) are continuously performed
until a second length of fiber roving with trans-
ferred epoxy-hardener mixture has been
pressed on the composite structure; and

cutting the fiber roving at a position upstream
from the nip to produce the second length of
fiber roving.

Clause 13. The method as recited in clause 12,
wherein the first and second lengths of fiber roving
are adjacent to each other on the composite struc-
ture.

Clause 14. The method as recited in clause 13, fur-
ther comprising allowing the epoxy-hardener mixture
on the first and second lengths of the fiber roving to

cure at ambient temperature.

Clause 15. The method as recited in any of clauses
7-14, wherein the fiber roving is a continuous bundle
of unidirectional reinforcement fibers, the method
further comprising paying out the fiber roving from a
roll.

Clause 16. The method as recited in any of clauses
7-15, further comprising mixing liquid epoxy and liq-
uid hardener in a mixer to form the epoxy-hardener
mixture, wherein step (c) comprises feeding epoxy-
hardener mixture from the mixer to the printing roller.

Clause 17. An apparatus for adding composite ma-
terial to a composite structure, comprising:

a mixer for mixing liquid ingredients contained
therein;

tubing having one end in fluid communication
with the mixer for receiving a liquid mixture from
the mixer;

a fiber roll having a fiber roving wound thereon;

a printer head comprising a printing roller, a fiber
guide configured to guide successive portions
of fiber roving from the fiber roll toward the print-
ing roller, and a fitting in fluid communication
with another end of the tubing for receiving liquid
mixture therefrom and having an opening adja-
cent to the printing roller that enables liquid mix-
ture to flow onto the printing roller.

Clause 18. The apparatus as recited in clause 17,
wherein the printing roller comprises a roller core
having a periphery and a mixture-absorbing layer
attached to the periphery of the roller core.

Clause 19. The apparatus as recited in clause 18,
wherein the mixture-absorbing layer of the printing
roller is made of bleeder material.

Clause 20. The apparatus as recited in any of claus-
es 17-19, wherein the printer head further comprises:

front and back plates fixedly coupled to each
other;

an axle having opposite ends affixed to the front
and back plates respectively, the printing roller
being rotatably coupled to the axle; and

a compliant linear guide comprising a base fix-
edly coupled to the front and back plates, a pair
of support arms to which the axle is fixedly cou-
pled, the pair of support arms being slidably
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translatable relative to the base, and a compres-
sion spring that exerts a spring force on the print-
ing roller in a direction parallel to the front plate,

wherein a portion of the printing roller projects
beyond respective edges of the front and back
plates, and the fiber guide is disposed between
and fixedly coupled to the front and back plates.

Clause 21. The apparatus as recited in clause 20,
wherein the printer head further comprises: first and
second pairs of fiber feeding rollers; a first motor me-
chanically coupled to one fiber feeding roller of the
first pair of fiber feeding rollers; a second motor me-
chanically coupled to one fiber feeding roller of the
second pair of fiber feeding rollers; and a cutter dis-
posed between the first and second pairs of fiber
feeding rollers.

Claims

1. A method for adding composite material to a com-
posite structure (2), comprising:

(a) placing a printing roller (16) adjacent to a first
area of the composite structure (2) to form a nip
therebetween;
(b) transferring an epoxy-hardener mixture in a
liquid state onto the printing roller (16);
(c) rotating the printing roller (16);
(d) feeding a fiber roving (12) through the nip;
(e) transferring the epoxy-hardener mixture from
the printing roller to a portion of the fiber roving
that is passing through the nip; and
(f) pressing the portion of the fiber roving (12)
with the transferred epoxy-hardener mixture on
the composite structure (2),

wherein steps (d) through (f) are performed while the
printing roller (16) is rotating.

2. The method as recited in claim 1, wherein step (b)
comprises absorbing epoxy-hardener mixture in a
mixture-absorbing layer (16b) of the printing roller
and step (e) comprises wetting the portion of the fiber
roving (12) that is passing through the nip with epoxy-
hardener mixture that has desorbed from the mix-
ture-absorbing layer (16b) of the printing roller.

3. The method as recited in claim 2, further comprising
attaching the mixture-absorbing layer (16b) of the
printing roller around a periphery of a roller core (16a)
of the printing roller (16).

4. The method as recited in any of claims 1-3, wherein
at least steps (c) through (f) are continuously per-
formed until a first length of fiber roving (12) with

transferred epoxy-hardener mixture has been
pressed on the composite structure (2).

5. The method as recited in claim 4, further comprising
cutting the fiber roving (12) at a position upstream
from the nip to produce the first length of fiber roving.

6. The method as recited in claim 5, further comprising:

placing the printing roller (16) adjacent to a sec-
ond area of the composite structure with a nip
therebetween;
repeating steps (b) through (f), wherein at least
steps (d) through (f) are continuously performed
until a second length of fiber roving with trans-
ferred epoxy-hardener mixture has been
pressed on the composite structure (2); and
cutting the fiber roving (12) at a position up-
stream from the nip to produce the second
length of fiber roving.

7. The method as recited in claim 6, wherein the first
and second lengths of fiber roving are adjacent to
each other on the composite structure.

8. The method as recited in claim 7, further comprising
allowing the epoxy-hardener mixture on the first and
second lengths of the fiber roving to cure at ambient
temperature.

9. The method as recited in any of claims 1-8, wherein
the fiber roving (12) is a continuous bundle of unidi-
rectional reinforcement fibers, the method further
comprising paying out the fiber roving from a roll (14).

10. The method as recited in any of claims 1-9, further
comprising mixing liquid epoxy and liquid hardener
in a mixer (96) to form the epoxy-hardener mixture,
wherein step (c) comprises feeding epoxy-hardener
mixture from the mixer to the printing roller (16).

11. An apparatus for adding composite material to a
composite structure (2), comprising:

a mixer (96) for mixing liquid ingredients con-
tained therein;
tubing (98) having one end in fluid communica-
tion with the mixer for receiving a liquid mixture
from the mixer (96);
a fiber roll (14) having a fiber roving (12) wound
thereon;
a printer head (10) comprising a printing roller
(16), a fiber guide (22) configured to guide suc-
cessive portions of fiber roving (12) from the fiber
roll (14) toward the printing roller (16), and a fit-
ting (20) in fluid communication with another end
of the tubing (98) for receiving liquid mixture
therefrom and having an opening adjacent to
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the printing roller (16) that enables liquid mixture
to flow onto the printing roller (16).

12. The apparatus as recited in claim 11, wherein the
printing roller (16) comprises a roller core (16a) hav-
ing a periphery and a mixture-absorbing (16b) layer
attached to the periphery of the roller core (16a).

13. The apparatus as recited in claim 12, wherein the
mixture-absorbing layer (16b) of the printing roller is
made of bleeder material.

14. The apparatus as recited in any of claims 11-13,
wherein the printer head (10) further comprises:

front and back plates (26 and 27) fixedly coupled
to each other;
an axle (17) having opposite ends affixed to the
front and back plates (26 and 27) respectively,
the printing roller (16) being rotatably coupled
to the axle (17); and
a compliant linear guide (28a) comprising a base
(126) fixedly coupled to the front and back plates
(26 and 27), a pair of support arms (132a and
132b) to which the axle (17) is fixedly coupled,
the pair of support arms (132a and 132b) being
slidably translatable relative to the base (126),
and a compression spring that exerts a spring
force on the printing roller (16) in a direction par-
allel to the front plate (26),
wherein a portion of the printing roller (16)
projects beyond respective edges of the front
and back plates (26 and 27), and the fiber guide
(22) is disposed between and fixedly coupled to
the front and back plates (26 and 27).

15. The apparatus as recited in claim 14, wherein the
printer head further comprises: first and second pairs
of fiber feeding rollers (15a-15d); a first motor me-
chanically coupled to one fiber feeding roller of the
first pair of fiber feeding rollers;
a second motor mechanically coupled to one fiber
feeding roller of the second pair of fiber feeding roll-
ers; and a cutter (24) disposed between the first and
second pairs of fiber feeding rollers (15a-15d).

Patentansprüche

1. Verfahren zum Hinzufügen von Verbundmaterial zu
einer Verbundstruktur (2), das aufweist:

(a) Platzieren einer Druckwalze (16) nahe einem
ersten Bereich der Verbundstruktur (2), um ei-
nen Walzenspalt dazwischen auszubilden;
(b) Übertragen einer Epoxid-Härtemittel-Mi-
schung in einem flüssigen Zustand auf die
Druckwalze (16);

(c) Rotieren der Druckwalze (16);
(d) Zuführen eines Faserstrangs (12) durch den
Walzenspalt;
(e) Übertragen der Epoxid-Härtemittel-Mi-
schung von der Druckwalze auf einen Abschnitt
des Faserstrangs, der durch den Walzenspalt
hindurchgeht; und
(f) Pressen des Abschnitts des Faserstrangs
(12) mit der übertragenen Epoxid-Härtemittel-
Mischung auf die Verbundstruktur (2),

wobei die Schritte (d) bis (f) durchgeführt werden,
während sich die Druckwalze (16) dreht.

2. Verfahren nach Anspruch 1, wobei Schritt (b) das
Absorbieren der Epoxid-Härtemittel-Mischung in ei-
ner mischungsabsorbierenden Schicht (16b) der
Druckwalze aufweist und Schritt (e) das Benetzen
des Abschnitts des Faserstrangs (12), der durch den
Walzenspalt hindurchgeht, mit Epoxid-Härtemittel-
Mischung aufweist, die aus der mischungsabsorbie-
renden Schicht (16b) der Druckwalze desorbiert ist.

3. Verfahren nach Anspruch 2, das des Weiteren das
Befestigen der mischungsabsorbierenden Schicht
(16b) der Druckwalze um einen Umfang eines Wal-
zenkerns (16a) der Druckwalze (16) herum aufweist.

4. Verfahren nach einem der Ansprüche 1-3, wobei we-
nigstens die Schritte (c) bis (f) kontinuierlich durch-
geführt werden, bis eine erste Länge des Fa-
serstrangs (12) mit übertragener Epoxid-Härtemit-
tel-Mischung auf die Verbundstruktur (2) gepresst
worden ist.

5. Verfahren nach Anspruch 4, das des Weiteren das
Schneiden des Faserstrangs (12) an einer Position
stromaufwärts des Walzenspalts aufweist, um die
erste Länge des Faserstrangs herzustellen.

6. Verfahren nach Anspruch 5, das des Weiteren auf-
weist:

Platzieren der Druckwalze (16) nahe einem
zweiten Bereich der Verbundstruktur mit einem
Walzenspalt dazwischen;
Wiederholen der Schritte (b) bis (f), wobei we-
nigstens die Schritte (d) bis (f) kontinuierlich
durchgeführt werden, bis eine zweite Länge des
Faserstrangs mit übertragener Epoxid-Härte-
mittel-Mischung auf die Verbundstruktur (2) ge-
presst worden ist; und
Schneiden des Faserstrangs (12) an einer Po-
sition stromaufwärts des Walzenspalts, um die
zweite Länge des Faserstrangs herzustellen.

7. Verfahren nach Anspruch 6, wobei die erste und die
zweite Länge des Faserstrangs auf der Verbund-
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struktur einander benachbart sind.

8. Verfahren nach Anspruch 7, das des Weiteren das
Gestatten aufweist, dass die Epoxid-Härtemittel-Mi-
schung auf der ersten und der zweiten Länge des
Faserstrangs bei Umgebungstemperatur aushärtet.

9. Verfahren nach einem der Ansprüche 1-8, wobei der
Faserstrang (12) ein kontinuierliches Bündel ein-
fachgerichteter Verstärkungsfasern ist, wobei das
Verfahren des Weiteren das Ablaufenlassen des Fa-
serstrangs von einer Rolle (14) aufweist.

10. Verfahren nach einem der Ansprüche 1-9, das des
Weiteren das Mischen flüssigen Epoxids und flüssi-
gen Härtemittels in einem Mischer (96) aufweist, um
die Epoxid-Härtemittel-Mischung zu bilden, wobei
Schritt(c) das Zuführen der Epoxid-Härtemittel-Mi-
schung von dem Mischer zu der Druckwalze (16)
aufweist.

11. Vorrichtung zum Hinzufügen von Verbundmaterial
zu einer Verbundstruktur (2), die aufweist:

einen Mischer (96) zum Mischen flüssiger Be-
standteile, die darin enthalten sind;
eine Rohrleitung (98), deren eines Ende mit dem
Mischer in Fluidverbindung ist, um eine flüssige
Mischung aus dem Mischer (96) aufzunehmen;
eine Faserrolle (14), auf der ein Faserstrang (12)
aufgewickelt ist;
einen Druckkopf (10), der eine Druckwalze (16)
aufweist, eine Faserführung (22), die dazu kon-
figuriert ist, aufeinander folgende Abschnitte
des Faserstrangs (12) von der Faserrolle (14)
zu der Druckwalze (1) hin zu führen, und ein
Formstück (20), das mit einem anderen Ende
der Rohrleitung (98) in Fluidverbindung ist, um
flüssige Mischung davon aufzunehmen, und ei-
ne Öffnung nahe der Druckwalze (16) hat, die
ermöglicht, dass flüssige Mischung auf die
Druckwalze (16) fließt.

12. Vorrichtung nach Anspruch 11, wobei die Druckwal-
ze (16) einen Walzenkern (16a) aufweist, der einen
Umfang hat, und eine mischungsabsorbierende
Schicht (16b), die an dem Umfang des Walzenkerns
(16a) befestigt ist.

13. Vorrichtung nach Anspruch 12, wobei die mi-
schungsabsorbierende Schicht (16b) der Druckwal-
ze aus Ableitungsmaterial hergestellt ist.

14. Vorrichtung nach einem der Ansprüche 11-13, wobei
der Druckkopf (10) des Weiteren aufweist:

vordere und hintere Platten (26 und 27), die fest
miteinander verbunden sind;

eine Achse (17), deren gegenüberliegende En-
den an der vorderen bzw. hinteren Platte (26
und 27) befestigt sind, wobei die Druckwalze
(16) drehbar mit der Achse (17) verbunden ist;
und
eine nachgiebige Linearführung (28a), die eine
Basis (126) aufweist, die fest mit den vorderen
und hinteren Platten (26 und 27) verbunden ist,
ein Paar von Stützarmen (132a und 132b), mit
denen die Achse (17) fest verbunden ist, wobei
das Paar von Stützarmen (132a und 132b) glei-
tend bezüglich der Basis (126) verschiebbar ist,
und eine Druckfeder, die eine Federkraft auf die
Druckwalze (16) in Richtung parallel zu der vor-
deren Platte (26) ausübt,
wobei ein Abschnitt der Druckwalze (16) über
jeweilige Kanten der vorderen und hinteren Plat-
ten (26 und 27) vorsteht, und die Faserführung
(22) zwischen den vorderen und hinteren Plat-
ten (26 und 27) angeordnet und fest damit ver-
bunden ist.

15. Vorrichtung nach Anspruch 14, wobei der Druckkopf
des Weiteren aufweist:
erste und zweite Paare von Faserzuführwalzen
(15a-15d); einen ersten Motor, der mechanisch mit
einer Faserzuführwalze des ersten Paars von Fa-
serzuführwalzen verbunden ist;
einen zweiten Motor, der mechanisch mit einer der
Faserzuführwalzen des zweiten Paars von Faserzu-
führwalzen verbunden ist; und eine Schneidvorrich-
tung (24), die zwischen den ersten und zweiten Paa-
ren von Faserzuführwalzen (15a-15d) angeordnet
ist.

Revendications

1. Procédé destiné à ajouter un matériau composite à
une structure composite (2), comprenant :

(a) le placement d’un rouleau d’impression (16)
de manière adjacente à une première zone de
la structure composite (2) pour former une zone
de contact entre ceux-ci ;
(b) le transfert d’un mélange époxy-durcisseur
dans un état liquide sur le rouleau d’impression
(16) ;
(c) la rotation du rouleau d’impression (16) ;
(d) l’alimentation d’un stratifil de fibres (12) à tra-
vers la zone de contact ;
(e) le transfert du mélange époxy-durcisseur de-
puis le rouleau d’impression vers une portion du
stratifil de fibres qui passe à travers la zone de
contact ; et
(f) le pressage de la portion du stratifil de fibres
(12) avec le mélange époxy-durcisseur transfé-
ré sur la structure composite (2),
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dans lequel les étapes (d) à (f) sont effectuées pen-
dant que le rouleau d’impression (16) tourne.

2. Procédé selon la revendication 1, dans lequel l’étape
(b) comprend l’absorption du mélange époxy-durcis-
seur dans une couche de mélange-absorption (16b)
du rouleau d’impression et l’étape (e) comprend le
mouillage de la portion de stratifil de fibres (12) qui
passe à travers la zone de contact avec le mélange
époxy-durcisseur qui a désorbé de la couche de mé-
lange-absorption (16b) du rouleau d’impression.

3. Procédé selon la revendication 2, comprenant en
outre la fixation de la couche de mélange-absorption
(16b) du rouleau d’impression autour d’une périphé-
rie d’un mandrin de rouleau (16a) du rouleau d’im-
pression (16).

4. Procédé selon une quelconque des revendications
1 à 3, dans lequel au moins les étapes (c) à (f) sont
effectuées en continu jusqu’à ce qu’une première
longueur de stratifil de fibres (12) avec le mélange
époxy-durcisseur transféré soit pressée sur la struc-
ture composite (2).

5. Procédé selon la revendication 4, comprenant en
outre la découpe du stratifil de fibres (12) au niveau
d’une position en amont de la zone de contact pour
produire la première longueur de stratifil de fibres.

6. Procédé selon la revendication 5, comprenant en
outre :

le placement du rouleau d’impression (16) de
manière adjacente à une seconde zone de la
structure composite (2) avec une zone de con-
tact entre ceux-ci ;
la répétition des étapes (b) à (f), dans lequel au
moins les étapes (d) à (f) sont effectuées en con-
tinu jusqu’à ce qu’une seconde longueur de stra-
tifil de fibres avec le mélange époxy-durcisseur
transféré soit pressée sur la structure composite
(2) ; et
la découpe du stratifil de fibres (12) au niveau
d’une position en amont de la zone de contact
pour produire la seconde longueur de stratifil de
fibres.

7. Procédé selon la revendication 6, dans lequel la pre-
mière et la seconde longueur de stratifil de fibres
sont adjacentes l’une à l’autre sur la structure com-
posite.

8. Procédé selon la revendication 7, comprenant en
outre le fait de laisser le mélange époxy-durcisseur
sur la première et la seconde longueur de stratifil de
fibres durcir à température ambiante.

9. Procédé selon une quelconque des revendications
1 à 8, dans lequel le stratifil de fibres (12) est un
faisceau continu de fibres de renforts unidirection-
nels, le procédé comprenant en outre le filage du
stratifil de fibres à partir d’un rouleau (14) .

10. Procédé selon une quelconque des revendications
1 à 9, comprenant en outre le mélange d’époxy li-
quide et de durcisseur liquide dans un mélangeur
(96) pour former le mélange époxy-durcisseur, dans
lequel l’étape (c) comprend l’alimentation du mélan-
ge époxy-durcisseur depuis le mélangeur vers le
rouleau d’impression (16).

11. Dispositif destiné à ajouter un matériau composite à
une structure composite (2), comprenant :

un mélangeur (96) pour mélanger des ingré-
dients liquides contenus dans celui-ci ;
un tubage (98) ayant une extrémité en commu-
nication fluidique avec le mélangeur pour rece-
voir un mélange liquide depuis le mélangeur
(96) ;
un rouleau de fibres (14) ayant un stratifil de
fibres (12) enroulé sur lui ;
une tête d’impression (10) comprenant un rou-
leau d’impression (16), un guide-fibres (22) con-
figuré pour guider des portions successives de
stratifil de fibres (12) depuis le rouleau de fibres
(14) vers le rouleau d’impression (16), et un rac-
cord (20) en communication fluidique avec une
autre extrémité du tubage (98) pour recevoir un
mélange liquide depuis celui-ci et ayant une
ouverture adjacente au rouleau d’impression
(16) qui permet au mélange liquide de s’écouler
sur le rouleau d’impression (16).

12. Dispositif selon la revendication 11, dans lequel le
rouleau d’impression (16) comprend un mandrin de
rouleau (16a) ayant une périphérie et une couche
de mélange-absorption (16b) fixée à la périphérie du
mandrin de rouleau (16a).

13. Dispositif selon la revendication 12, dans lequel la
couche de mélange-absorption (16b) du rouleau
d’impression est composée d’un matériau purgeur.

14. Dispositif selon une quelconque des revendications
11 à 13, dans lequel la tête d’impression (10) com-
prend en outre :

des plaques avant et arrière (26 et 27) couplées
de manière fixe les unes aux autres ;
un axe (17) ayant des extrémités opposées
fixées aux plaques avant et arrière (26 et 27)
respectivement, le rouleau d’impression (16)
étant couplé de manière rotative à l’axe (17) ; et
un guide linéaire conforme (28a) comprenant
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une base (126) couplée de manière fixe aux pla-
ques avant et arrière (26 et 27), une paire de
bras de support (132a et 132b) auxquels l’axe
(17) est couplé de manière fixe, la paire de bras
de support (132a et 132b) pouvant être transla-
tée de manière coulissante par rapport à la base
(126), et un ressort de compression qui exerce
une force de ressort sur le rouleau d’impression
(16) dans une direction parallèle à la plaque
avant (26),

dans lequel une portion du rouleau d’impression (16)
fait saillie au-delà des bords respectifs des plaques
avant et arrière (26 et 27), et le guide-fibres (22) est
disposé entre les plaques avant et arrière (26 et 27)
et couplé de manière fixe à celles-ci.

15. Dispositif selon la revendication 14, dans lequel la
tête d’impression comprend en outre : une première
et une seconde paire de rouleaux d’alimentation en
fibres (15a à 15d) ; un premier moteur couplé mé-
caniquement à un des rouleaux d’alimentation en
fibres de la première paire de rouleaux d’alimenta-
tion en fibres ;
un second moteur couplé mécaniquement à un des
rouleaux d’alimentation en fibres de la seconde paire
de rouleaux d’alimentation en fibres ; et un moyen
de découpe (24) disposé entre la première et la se-
conde paire de rouleaux d’alimentation en fibres
(15a à 15d).
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